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INTERNATIONAL ELECTROTECHNICAL COMMISSION

DIGITAL LIVING NETWORK ALLIANCE (DLNA) HOME
NETWORKED DEVICE INTEROPERABILITY GUIDELINES -

Part 4: DRM interoperability solutions

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for stgndardization comprising
all national electrotechnical committees (IEC National Committees). The object of IEC\is to promate international
co-operation on all questions concerning standardization in the electrical and electrgnic'fiefds, To this end and in

addition to other activities, IEC publishes International Standards, Technical Spe&c echnical Reports,
Publicly Available Specifications (PAS) and Guides (hereafter referred to\as Publica on(s ’). Their
preparation is entrusted to technical committees; any IEC National Committee dealt with
may participate in this preparatory work. International, governmental and v organizations liaising

with the IEC also participate in this preparation. IEC collaborates closely wi t ional Organization for

2) The formal decisions or agreements of IEC on technical matters expre S possible, an international

interested IEC National Committees.

3) IEC Publications have the form of recommendations for i i and are accepted by IEC National
i i i S e nat the technical content of IEC
Publications is accurate, IEC cannot be<held\resgonsiblé¢ hich they are used or for any

misinterpretation by any end user.

4) In order to promote international uniformity E ation mittees undertake to apply IEC Publications

transparently to the maximum extent possibl i gional publications. Any divergence between
any IEC Publication and the corresponding natio regionahkpublication shall be clearly indicated in the latter.
5) IEC itself does not providesan g pendent certification bodies provide conformity
assessment services and e rks of conformity. IEC is not responsible for any

6) All users should ensure that

7) No liability shall i i employees, servants or agents including individual experts and

members of its technica ittee National Committees for any personal injury, property damage or
other damage of any nature o o direct or indirect, or for costs (including legal fees) and expenses
arising out of the nce upon, this IEC Publication or any other IEC Publications

8) Attention is drawn to i eferénces C|ted |n this publication. Use of the referenced publications is
indispensable

9) Attention.i ¢ ibi at some of the elements of this IEC Publlcatlon may be the subject of patent
rights

Internationa 62481-4 has been prepared technical area 9: Audio, video and

multimedia applications for end-user network, by IEC technical committee 100: Audio, video and
multimedia systems™and equipment.

The text of this standard is based on the following documents:

FDIS Report on voting
100/2250/FDIS 100/2286/RVD

Full information on the voting for the approval of this standard can be found in the report on
voting indicated in the above table.

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2.

A list of all parts of IEC 62481 series, published under the general title Digital living network
alliance (DLNA) home networked device interoperability guidelines, can be found on the IEC

website. Documents
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The committee has decided that the contents of this publication will remain unchanged until the
stability date indicated on the IEC web site under "http://webstore.iec.ch" in the data related to
the specific publication. At this date, the publication will be

* reconfirmed,

* withdrawn,

+ replaced by a revised edition, or
*+ amended.
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INTRODUCTION

Consumers are acquiring, viewing, and managing an increasing amount of digital media (photos,
music, and video) on devices in the Consumer Electronics (CE), mobile, and Personal Computer
(PC) domains. As such, they want to conveniently enjoy the content, regardless of the source,
across different devices and locations in the home. The digital home vision integrates the
Internet, mobile, and broadcast networks through a seamless, interoperable network, which will
provide a unique opportunity for manufacturers and consumers alike. In order to cater for this
need, a common set of industry design guidelines is needed that allows vendors to participate in
a growing marketplace, leading to more innovation, simplicity, and value for consumers. This
International Standard serves that purpose and provides vendors with the information needed to
build interoperable networked platforms and devices for the digital home.

@%
S
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DIGITAL LIVING NETWORK ALLIANCE (DLNA) HOME
NETWORKED DEVICE INTEROPERABILITY GUIDELINES -

Part 4: DRM interoperability solutions

1 Scope

This part of IEC 62481 specifies DLNA guidelines for DRM interoperability.

The set of guidelines in this part of IEC 62481 are based on DL DRM Int

Solutions (DIS), which are defined as methods to enable the sec

operability

referred to as DRMs.

The guidelines are not intended to replace or disable eoth i
could already be in place, e.g. DLNA Link Protecti eline bed in IEC 62481-3 or
mechanisms provided by underlying DRMs.

2 Normative references

applies.

IEC 62481-1:201 Digi
interoperability .@ ]

IEC 62481<3:2 Rigit Liwing Network Alliance (DLNA) home networked device
interopetability ‘quideli Part 3: Link protection

Video Device ControlV'Protocol — Content Directory Service

DTCP Volume 1 (informational version), Digital Transmission Content Protection Specification
Volume 1, Revision 1.51: October 1, 2007
http://www.dtcp.com/data/info 20071001 DTCP V1 1p51.pdf

DTCP Volume 1 Supplement E (Informational Version), Mapping DTCP to IP, Revision 1.2:
June 15,2007
http://www.dtcp.com/data/info 20070615 DTCP V1SE 1p2.pdf

DTCP Adopter Agreement, Digital Transmission Content Protection License Agreement, DTLA,
June 30,2007
http://www.dtcp.com/
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3 Terms, definitions and abbreviated terms

For the purposes of this document, the terms and definitions, symbols and abbreviations given
in IEC 62481-1:2013, as well as the following apply.

3.1 Terms and definitions

3.11

copy

propagating content from a source device to a destination device such that the source device
maintains its original version of this content

3.1.2
move
propagating content from a source device to a destination device suc
longer maintains a usable copy of this content

device no

3.2 Abbreviated terms

3.21

DRM Interoperability System
DIS

a means for content to be protected by DRM A
content protected by DRM B on anothe i

be transformed to the same

3.2.2
Digital Rights Management
DRM

system for protecting the g

3.2.3

Digital Transmission over Internet Protocol Digital Rights
Management In 2

DTCP-IP DIS

DIS implemented a¢ Y >-|P specification

33 C

In IEC 6248 is standard, a number of terms, conditions, mechanisms, sequences,
paramete ates, or similar terms are printed with the first letter of each word in

normal technical*English meanings.

4 Networking architecture, device models and guideline conventions

4.1 DLNA home networking architecture

See IEC 62481-1:2013, Clause 4, for a full description of the DLNA home networking
architecture.

4.2 DLNA device model

See IEC 62481-1:2013, Clause 5, for a full description of the DLNA device model. This standard
extends the existing DLNA Device Classes and Device Capabilities to include protected content
used for the following System Usages:

e Upload System Usage;
e Download System Usage; Documents
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e Upload Synchronization System Usage;

e Download Synchronization System Usage.
4.3 Guideline terminology and conventions

See IEC 62481-1:2013, Clause 6, for a full description of the DLNA document conventions.

5 Guideline requirements

5.1 General

See 7.1.1in IEC 62481-1:2013, for guideline and attribute table layout de

5.2 Common DRM interoperability guidelines

5.2.1 General

This standard defines the usage guidance for the DTCF nology. For
convenience, the term “DTCP-IP DIS” is used to mean the B ch fora DLNADIS.
DTCP-IP DIS provides Copy and Move functignal eans Yof the transcription
interoperability scenario. DTCP-IP DIS supports the age, Download System

5.2.2 Media management — MM/CP additiona

e Bit13: D|S-D<??
— applies onlytoth
— if the flags~para
— see gujdelines 9.3

All other bits in primary-flags are reserved for future use and shall have a value of false.

[ATTRIBUTES]

M| A | DMS DMP DMC DMR | M-DMS M-DMP MIU IEC 62481-1 | N3J8N N
DMPr +DN+ +UP+ M-DMD M-DMC
+PU+ +PR1+ +PR2+ M-DMU
+UPSYNC+
+DNSYNC+
Documents
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5.2.3 DRM interoperability technology guidelines requirements — DTCP-IP DIS support
5.2.31

[GUIDELINE] A UPnP AV MediaServer or UPnP AV MediaServer control point may implement
DTCP-IP DIS.

[ATTRIBUTES]

O | A | DMS +DN+ +UP+ M-DMS M-DMD n/a n/a BI2KZ N
+UPSYNC+ M-DMU
+DNSYNC+

[COMMENT] Implementation of the DTCP-IP DIS guidelines is optional i

5.2.3.2

plements the

[ATTRIBUTES]
M | A | DMS +DN+ +UP+ M-DMS M-DMD la n/a NYTO8 N
+UPSYNC+ M-DM
+DNSYNC+
5.3 DTCP-IP DIS guidelines
5.3.1 General
This subclause contai he ideli at are specific to the DTCP-IP DIS. Annex A provides
the high level d i how DTCP?IP DIS works in DLNA and some examples of
DTCP-IP DIS se better uhderstanding of this subclause.
5.3.2 Media
5.3.2.1 s ploadinfo property
[GUIDELWE] V MediaServer control point attempts to upload content using the
DTCP-IP Maove specified in V1SE.8.4 of DTCP Volume 1 Supplement E:2007, then

<
it shall provide~a res@dtcp:uploadinfo property with a value whose bits 31 and 30 are set to one,
as defined in V1
request.

[ATTRIBUTES]

M| A | +UP+ +UPSYNC+ M-DMU n/a ISO/IEC JE3NY N
29341-3-12
DTCP
Volume 1
DTCP
Volume 1
Supplement E

[COMMENT] The use of the res@dtcp:uploadinfo property is recommended (optional) in DTCP
Volume 1 Supplement E, but in order to provide interoperability this is mandated by this
guideline.

Documents
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5.3.2.2 MM/CP DIS DTCP-copy-flag (DTCP-IP DIS Copy flag)
5.3.2.21

[GUIDELINE] The flag is set in accordance with usage rule (Copy Control Information)
associated with the content binary and DTCP compliance rules in DTCP Adopter Agreement.

In the case of Upload System Usage, this flag can be returned in the CMS:GetProtocolinfo
response, but Upload Controller or M-DMU or +UPSYNC+ cannot rely on this flag to check on
availability of DTCP-IP DIS Copy function on the Receiving Endpoint.

5.3.2.2.2

[GUIDELINE] If a UPnP AV MediaServer exposes a content binary that.i
using DTCP-IP DIS, then the DIS-DTCP-copy flag in guideline 5.2,2
res@protocolinfo property shall be set to true.

available for Copy
content item’s

[ATTRIBUTES]

M| A | DMS M-DMS KBIWN N
5.3.2.2.3
[GUIDELINE] If a UPnP AV MediaServe at is not available for Copy
using DTCP-IP DIS, then the DIS-DT ideliné 5.2.2 of this content item’s
res@protocollnfo property shall be set to
[ATTRIBUTES]

M| A | DMS IEC 62481-1 | 2CC5J N

ISO/IEC
@ 29341-3-12

5.3.2.3 MM/CP.DI
5.3.2.3.1
[GENERAL] ccordance with usage rule (copy control information) associated

istent with the DTCP-IP content flags (DTCP.COM_FLAGS) defined in
V1SE.10.5.1 of\DTCR Volume 1 Supplement E if DTCP.COM_FLAGS is included as an
other-param of 4th fietd in res@protocolinfo property. For example, if the UPnP AV mediaserver
sets the DIS-DTCP-move flag in the DLNA.ORG_FLAGS to true and use DTCP.COM_FLAGS
for Move capability, then the bits 31 and 30 of the DTCP.COM_FLAGS shall to be set to one.

In the case of Upload System Usage, this flag can be returned in the CMS:GetProtocolinfo
response, but Upload Controller or M-DMU or +UPSYNC+ cannot rely on this flag to check on
availability of DTCP-IP DIS Move function on the Receiving Endpoint.

5.3.2.3.2

[GUIDELINE] If a UPnP AV MediaServer exposes a content binary that is movable using TCP-IP
DIS with DTCP-IP Move Protocol defined in VISE.8.4 of DTCP Volume 1 Supplement E:2007,
then the DIS-DTCP-move flag in guideline 5.2.2 of this content item’s res@protocollnfo property
shall be set to true.

Documents
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[ATTRIBUTES]

M| A | DMS M-DMS n/a IEC 62481-1 LIJAN N
ISO/IEC
29341-3-12
DTCP
Volume 1
Supplement E

5.3.2.3.3

[GUIDELINE] If a UPnP AV MediaServer exposes a content binary that is not movable using
DTCP-IP DIS with DTCP-IP Move Protocol defined in V1SE.8.4 of DTCP Volume 1 Supplement
E:2007, then the DIS-DTCP-move flag in guideline 5.2.2 of this content item’s res@protocollnfo
property shall be set to false.

[ATTRIBUTES]

M| A | DMS M-DMS

successful DTCP-IP Move transaction.

[ATTRIBUTES]

M| A | DMS ISO/IEC QJH3A N
29341-3-12
DTCP
Volume 1
DTCP
Volume 1
Supplement E

shall provide Socket information in the Content-Type HTTP header field in an HTTP
POST request.

[ATTRIBUTES]

M| C | +UP+ +UPSYNC + M-DMU n/a IEC 62481-1 YPGP3 N
DTCP
Volume 1
Supplement E

[COMMENT] This guideline specifies the use of content type header with the MIME-type which
includes DTCP Socket information in Upload System Usage and Upload Synchronization
System Usage.

Documents
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5.3.3.2 MT/CP HTTP header: BLKMove.dtcp.com
5.3.3.21

[GUIDELINE] If an HTTP Server Endpoint receives an HTTP POST request without the message
body to the res@importUri property value, which specifies that the content will be received using
the DTCP-IP Move protocol, then the endpoint shall include the BLKMove.dtcp.com HTTP
header as specified in V1SE.10.4 of DTCP Volume 1 Supplement E:2007 when it returns the
HTTP status code of 100 (Continue) in the HTTP POST response.

[ATTRIBUTES]

M| A | DMS M-DMS n/a ISO/IEC
29341-3-12

MediaServer when a CDS:CreateObject request was
the response to the CDS:CreateObject action.

5.3.3.2.2

[GUIDELINE] If an HTTP Client Endpoin
defined in V1SE.8.4 of DTCP Volume 1 an HTTP POST request, then it shall
encrypt the Protected Content 3 ing the key specified by the
BLKMove.dtcp.com HTTP Hea a esponse with status code 100 (Continue).

sing’the DTCP-IP Move protocol as

[ATTRIBUTES]

M|A|+U SY n/a IEC 62481-1 MKIEQ N
DTCP

Volume 1
Supplement E

Endpoint attempts to download a content using the DTCP-IP
1SE.8.4 of DTCP Volume 1 Supplement E, then it shall include the

[ATTRIBUTES]

M| A | +UP+ +UPSYNC + M-DMU n/a IEC 62481-1 TV5Q0 N
DTCP
Volume 1
Supplement E

[COMMENT] Guidelines 5.3.3.2.2 and 5.3.3.2.3 specify the usage of BLKMove.dtcp.com HTTP
header recommended in DTCP Volume 1 Supplement E.

5.3.3.2.4

[GUIDELINE] If an HTTP Server Endpoint received an HTTP GET request with the
BLKMove.dtcp.com HTTP header to a content binary exposed with the DIS-DTCP-move flag set
to true as specified in guideline 5.3.2.3.2, then it shall encrypt the Protected Content Packets
(PCPs) using the key specified by the BLKMove.dtcp.com HTTP header.
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[ATTRIBUTES]

M| A | DMS M-DMS n/a ISO/IEC LCD7X N
29341-3-12
DTCP
Volume 1
Supplement E

5.3.3.3 MT/CP content transfer ready for Copy
5.3.3.3.1

[GUIDELINE] If an HTTP Server Endpoint received an HTTP POST request without the message
body to the res@importUri property value for Copy using DTCP-IP DIS, then the endpomt should
return an HTTP status code of 100 (Continue) only after successful comp of a DTCP-IP
AKE.

[ATTRIBUTES]

S | A| DMS M-DMS

that was included in the response
res@dtcp:uploadinfo property, and tha
res@dtcp:uploadinfo property.

5.3.3.3.2

[GUIDELINE] If an HTTR Clis
Copy, then it should pe i
before establishij e

E that is necessary to decrypt the received content
he HTTP Server Endpoint.

[ATTRIBUTES]

n/a IEC 62481-1 ASRQS N
DTCP
Volume 1
DTCP
Volume 1
Supplement E

[COMMENT] Guidelines 5.3.3.3.1 and 5.3.3.3.2 correspond to 7.6.3.2 (GUN R6EQV) CP: Play
Ready guideline in IEC 62481-3:2013.

5.3.3.4 MT/CP DTCP-IP AKE for Move
5.3.3.41

[GUIDELINE] If an HTTP Server Endpoint received an HTTP POST request without the message
body to the res@importUri property value for Move using DTCP-IP DIS, then it shall return an
HTTP status code of 100 (Continue) only after successful completion of a Move RTT-AKE
defined in V1SE.8.4.1 of DTCP Volume 1 Supplement E:2007.
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[ATTRIBUTES]

M| C | DMS M-DMS n/a IEC 62481-1 LKUA7 N
DTCP
Volume 1
Supplement E

[COMMENT] The res@importUri property value for Move using DTCP-IP DIS means the URI
that was included in the response following a CDS:CreateObject request with the
res@dtcp:uploadinfo property specified in guideline 5.3.2.1.

5.3.3.4.2

[GUIDELINE] If an HTTP Client Endpoint attempts to acquire content using the DI CP-IP Move
protocol defined in V1SE.8.4 of DTCP Volume 1 Supplement E, then jKshall (perform_the Move
RTT-AKE before establishing an HTTP connection with the HTTP Se i
transaction.

[ATTRIBUTES]

M| C | +DN+ +DNSYNC+ M-DMD 8EAW N

[COMMENT] Guidelines 5.3.3.4.1 and
Ready guideline in I[EC 62481-3:2013 int

.673.2 (GUN R6EOV) CP: Play
AOve operation.

5.3.4 DTCP profiling guidelines
5.3.4.1 CP DTCP-IP:

5.3.4.11

[GUIDELINE] If @»

DTCP-IP DIS for™t

ver~Nor UPnP AV MediaServer control point applies
ownload System Usages, then it shall follow the
2481-3:2013.

M-DMS M-DMU n/a IEC 62481-3 7P7E5 N
M-DMD DTCP

Volume 1

DTCP

Volume 1

Supplement E

5.3.4.1.2

[GUIDELINE] If a UPnP AV MediaServer or UPnP AV MediaServer control point applies
DTCP-IP DIS for the Upload Synchronization and/or Download Synchronization System Usages,
then it shall follow the guidelines set forth in 8.8 in IEC 62481-3:2013.

[ATTRIBUTES]

M| R | DMS +UPSYNC+ M-DMS n/a IEC 62481-3 OIRWP N
+DNSYNC+ DTCP
Volume 1
DTCP
Volume 1

Supplement E
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5.3.5 DTCP-IP DIS requirements
5.3.5.1 CP DTCP-IP Move protocol
5.3.5.1.1

[GUIDELINE] If a UPnP AV MediaServer or a UPnP AV MediaServer control point implements
Move of a content using the DTCP-IP DIS in conjunction with the Upload and/or Download
System Usages, then it shall be capable of performing DTCP-IP Move protocol defined in
V1SE.8.4 of DTCP Volume 1 Supplement E:2007.

[ATTRIBUTES]

M| A | DMS +UP+ +DN+ M-DMS M-DMU n/a IEC 62481-1
M-DMD DTCP

5.3.5.1.2
[GUIDELINE] If a UPnP AV MediaServer or a UPnP A di e oV point implements
Move of a content using the DTCP-IP DIS in conjunction wi e Upload Synchronization and/or

Download Synchronization System Usages, then_jt sh
Move protocol defined in VISE.8.4 of DICP Vo

performing DTCP-IP
:2007.

[ATTRIBUTES]

IEC 62481-1 AJRBZ N
DTCP

Volume 1

DTCP

Volume 1

Supplement E

M| A | DMS +UPSYNC+
+DNSYNC+

5.3.56.2.1
[GUIDELINE] erver that implements Copy of a content using the DTCP-IP
DIS shall ing LNACAP> element (as a child of the <device> element that

represent the MediaServer) in the device description document and include the
in the element's comma-separated value list.

[ATTRIBUTES]

M| A | DMS M-DMS n/a IEC 62481-1 QHZKN N
DTCP
Volume 1
Supplement E

[CoMMENT] Capability ID “dtcp-copy” indicates support for Copy using DTCP-IP DIS as device
level. So, even though a UPnP AV MediaServer indicates “dtcp-copy” in the
<dIna:X_DLNACAP> element, it can refuse Copy of a content using DTCP-IP DIS for each
content level since DLNA Media Format profile of the specific content is unavailable for
uploading to the particular storage, etc. See guideline 7.3.2.35.1 (GUN WJUQC) in
IEC 62481-1:2013 for the formal syntax of the <dIna:X_DLNACAP> element. A sample
description is given below:

<dlna:X DLNACAP
xmlns:dlna="urn:schemas-dlna-org:device-1-0">av-upload,dtcp-copy</dlna:X DL
NACAP>
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