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INTERNATIONAL ELECTROTECHNICAL COMMISSION

POWER LINE COMMUNICATION SYSTEMS
FOR POWER UTILITY APPLICATIONS -

Part 2: Analogue power line carrier terminals or APLC

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote
international co-operation on all questions concerning standardization in the electrical and electronic fields. To
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications,
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely
with the International Organization for Standardization (ISO) in accordance with conditions determined by
agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international
consensus of opinion on the relevant subjects since each technical committee has representation from all
interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications
transparently to the maximum extent possible in their national and regional publications. Any divergence
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in
the latter.

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any
services carried out by independent certification bodies.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and
members of its technical committees and IEC National Committees for any personal injury, property damage or
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC
Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
indispensable for the correct application of this publication.

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of
patent rights. IEC shall not be held responsible for identifying any or all such patent rights.

International Standard IEC 62488-2 has been prepared by IEC technical committee 57: Power
systems management and associated information exchange.

This first edition of IEC 62488-2 cancels and replaces the relevant parts of IEC 60663 and
IEC 60495, which will be withdrawn at a later date.

This standard is to be used in conjunction with IEC 62488-1.

This bilingual version (2020-03) corresponds to the monolingual English version, published in
2017-07.
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The text of this International Standard is based on the following documents:

FDIS Report on voting
57/1867/FDIS 57/1891/RVD

Full information on the voting for the approval of this International Standard can be found in
the report on voting indicated in the above table.

The French version of this standard has not been voted upon.
This document has been drafted in accordance with the ISO/IEC Directives, Part 2.

A list of all the parts in the IEC 62488 series, published under the general title Power line
communication systems for power utility applications, can be found on the IEC website.

The committee has decided that the contents of this document will remain unchanged until the
stability date indicated on the IEC website under "http://webstore.iec.ch” in the data related to
the specific document. At this date, the document will be

e reconfirmed,

e withdrawn,

e replaced by a revised edition, or

e amended.

The contents of the corrigendum of January 2020 have been included in this copy.

IMPORTANT - The 'colour inside' logo on the cover page of this publication indicates
that it contains colours which are considered to be useful for the correct
understanding of its contents. Users should therefore print this document using a
colour printer.
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INTRODUCTION

IEC 62488 series is a family of standards dealing with all aspects of power line
communication systems operating over electricity power lines.

These international standards apply to power line carrier terminals and systems (PLC) used to
transmit information over power networks including extra high, high and medium voltage
(EHV/HV/MV) power lines. Both analogue and digital modulation as well as narrow and
broadband systems will be included.

The complexity and extensive size of present-day electricity generation, transmission and
distribution systems are such that it is possible to control them only by means of an
associated and often equally large and complex telecommunication system having a high
order of reliability.

The control of electrical networks and transmission and reception of data are through a
combination of analogue and digital communication systems controlling devices and systems
distributed throughout the electrical network.

The emergence of digital communication systems for controlling the devices of the electrical
distribution network enables faster data transmission. The traditional analogue communication
systems mainly due to legacy applications are still extensively used.

The ability to represent the various electrical parameters as an analogue signal and/or a
digital signal ensures the quality and quantitative aspects of seamless communication to be
maintained throughout the electrical power network.

Therefore, by using either analogue power line communication, digital power line
communication or a combination of both types of systems, seamless efficient communication
may be maintained throughout the power network.

In many countries, Power Line Carrier (PLC) channels represent a main part of the utility-
owned telecommunication system. A circuit which would normally be routed via a PLC
channel can also be routed via a channel using a different transmission medium, such as a
point to point radio or open-wire circuit. Since, in many cases, automatic switching is used,
the actual rerouting, although predetermined, is unpredictable.

It is important, therefore, that the input and output signals and criteria exchanged among all
terminal used in the communications system are compatible. This compatibility is also
beneficial in creating the ability to interchange and interconnect terminals from different
sources.

This document has been prepared to enable compatibility between APLC links from different
sources or between APLC links and other transmission medium to be achieved and to define
the terminal performance required in APLC networks.
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POWER LINE COMMUNICATION SYSTEMS
FOR POWER UTILITY APPLICATIONS -

Part 2: Analogue power line carrier terminals or APLC

1 Scope

IEC 62488-2:2017 © |IEC 2017

This part of IEC 62488 applies to Amplitude Modulation Single Sideband (AM-SSB) Analogue
Power Line Carrier (APLC) Terminals and Systems used to transmit information over power

lines (EHV/HV/MV).

In particular this document covers basically baseband signals with bandwidths of 4 kHz and
2,5 kHz, or multiples thereof, corresponding to the same high frequency bandwidth/s for
single or multi-channel APLC terminals.

Figure 1 shows a schematic representation of the scope of the IEC 62488-2 standard within a
complete power line communication system installation.

POWER LINE

Il

I
Line Trap
IEC 60353

' ——= Coupling Capacitor

IEC 60358

Coupling Device

IEC 60481
PLC Terminal !
: Scope of IEC
Power Supply i 62488-2/3
1+
Applications

EC

Figure 1 — Schematic representation of the scope of IEC 62488-2
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2 Normative references

The following documents are referred to in the text in such a way that some or all of their
content constitutes requirements of this document. For dated references, only the edition
cited applies. For undated references, the latest edition of the referenced document (including
any amendments) applies.

IEC 60038, IEC standard voltages

IEC 60068-2-1, Environmental testing — Part 2-1: Tests — Test A: Cold

IEC 60068-2-2, Environmental testing — Part 2-2: Tests — Test B: Dry heat

IEC 60068-2-6, Environmental testing — Part 2-6: Tests — Test Fc: Vibration (sinusoidal)
IEC 60068-2-27, Environmental testing — Part 2-27: Tests — Test Ea and guidance: Shock

IEC 60068-2-30, Environmental testing — Part 2-30: Tests — Test Db: Damp heat, cyclic
(12 h + 12 h cycle)

IEC 60068-2-31, Environmental testing — Part 2-31: Tests — Test Ec: Rough handling shocks,
primarily for equipment-type specimens

IEC 60255-27:2013, Measuring relays and protection equipment — Part 27: Product safety
requirements

IEC 60529, Degrees of protection provided by enclosures (IP Code)

IEC 60721-3-1:1997, Classification of environmental conditions — Part 3 Classification of
groups of environmental parameters and their severities — Section 1: Storage

IEC 60721-3-2:1997, Classification of environmental conditions — Part 3: Classification of
groups of environmental parameters and their severities — Section 2: Transportation

IEC 60721-3-3:1994, Classification of environmental conditions — Part 3: Classification of
groups of environmental parameters and their severities — Section 3: Stationary use at
weatherprotected locations

IEC 60721-3-3:1994/AMD1:1995

IEC 60721-3-3:1994/AMD2:1996

IEC 60834-1, Teleprotection equipment of power systems — Performance and testing — Part 1:
Command systems

IEC 60950-1, Information technology equipment — Safety — Part 1: General requirements

IEC 61000-4-2, Electromagnetic compatibility (EMC) — Part 4-2: Testing and measurement
techniques — Electrostatic discharge immunity test

IEC 61000-4-3, Electromagnetic compatibility (EMC) — Part 4-3 : Testing and measurement
techniques — Radiated, radio-frequency, electromagnetic field immunity test

IEC 61000-4-4, Electromagnetic compatibility (EMC) — Part 4-4: Testing and measurement
techniques — Electrical fast transient/burst immunity test

IEC 61000-4-5, Electromagnetic compatibility (EMC) — Part 4-5: Testing and me|sur
techniques — Surge immunity test ﬁdéﬂ?ﬁents
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IEC 61000-4-6, Electromagnetic compatibility (EMC) — Part 4-6: Testing and measurement
techniques — Immunity to conducted disturbances, induced by radio-frequency fields

IEC 61000-4-8, Electromagnetic compatibility (EMC) — Part 4-8: Testing and measurement
techniques — Power frequency magnetic field immunity test

IEC 61000-4-11, Electromagnetic compatibility (EMC) — Part 4-11: Testing and measurement
techniques — Voltage dips, short interruptions and voltage variations immunity tests

IEC 61000-4-16, Electromagnetic compatibility (EMC) — Part 4-16: Testing and measurement
techniques — Test for immunity to conducted, common mode disturbances in the frequency
range 0 Hz to 150 kHz

IEC 61000-4-17, Electromagnetic compatibility (EMC) — Part 4-17: Testing and measurement
techniques — Ripple on d.c. input power port immunity test

IEC 61000-4-18, Electromagnetic compatibility (EMC) — Part 4-18: Testing and measurement
techniques — Damped oscillatory wave immunity test

IEC 61000-4-20:2010, Electromagnetic compatibility (EMC) — Part 4-20: Testing and
measurement techniques — Emission and immunity testing in transverse electromagnetic
(TEM) waveguides

IEC 61000-4-29, Electromagnetic compatibility (EMC) — Part 4-29: Testing and measurement
techniques — Voltage dips, short interruptions and voltage variations on d.c. input power port
immunity tests

IEC 61000-6-2, Electromagnetic compatibility (EMC) - Part 6-2: Generic standards -
Immunity standard for industrial environments

IEC 61000-6-4:2006, Electromagnetic compatibility (EMC) — Part 6-4: Generic standards —
Emission standard for industrial environments
IEC 61000-6-4:2006/AMD1:2010

IEC 61000-6-5:2015, Electromagnetic compatibility (EMC) — Part 6-5: Generic standards —
Immunity for equipment used in power station and substation environment

IEC 62488-1:2012, Power line communication systems for power utility applications — Part 1:
Planning of analogue and digital power line carrier systems operating over EHV/HV/MV
electricity grids

CISPR 16-1-1:2015, Specification for radio disturbance and immunity measuring apparatus
and methods — Part 1-1: Radio disturbance and immunity measuring apparatus — Measuring
apparatus

CISPR 16-1-2:2014, Specification for radio disturbance and immunity measuring apparatus
and methods — Part 1-2: Radio disturbance and immunity measuring apparatus — Coupling
devices for conducted disturbance measurements

CISPR 16-1-4:2010, Specification for radio disturbance and immunity measuring apparatus
and methods — Part 1-4: Radio disturbance and immunity measuring apparatus — Antennas
and test sites for radiated disturbance measurements

CISPR 16-2-1:2014, Specification for radio disturbance and immunity measuring apparatus
and methods — Part 2-1: Methods of measurement of disturbances and immunity — Conducted

disturbance measurements
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CISPR 16-2-3:2016, Specification for radio disturbance and immunity measuring apparatus
and methods — Part 2-3: Methods of measurement of disturbances and immunity — Radiated
disturbance measurements

CISPR 14-1:2016, Electromagnetic compatibility — Requirements for household appliances,
electric tools and similar apparatus — Part 1: Emission

CISPR 22:2008, Information technology equipment — Radio disturbance characteristics —
Limits and methods of measurement

3 Terms, definitions and abbreviations

3.1 Terms and definitions

For the purposes of this document, the terms and definitions given in IEC 62488-1 and the
following apply.

ISO and IEC maintain terminological databases for use in standardization at the following
addresses:

e |EC Electropedia: available at http://www.electropedia.org/

e |SO Online browsing platform: available at http://www.iso.org/obp

3.11
absolute power level
power of a signal expressed in decibels referred to 1mW as defined by Equation (1)

X[dBm]=10xlogo(P/1mW), (1)
where

P = signal power

3.1.2

APLC equipment

PLC equipment with an LF interface for each LF channel, applying AM-SSB modulation to the
signals at the input of each LF interface and transmitting over the power line the modulated
signals, which occupy adjacent frequency bands fully covering the HF transmission band of
the PLC

Note 1 to entry: The LF channel bandwidths are typically either 4,0 or 2,5 kHz, but can be different.

Note 2 to entry: In addition to the mentioned interfaces other interfaces may be present such as data interfaces,
LF teleprotection and control interfaces or teleprotection command interfaces.

3.1.3

basic high frequency band

elementary subdivision of the high frequency range or part thereof allocated to a single APLC
transmit or receive high frequency channel

3.1.4

effective transmitted voice band

that part of the voice-frequency baseband used for telephone communication, not including
the telephone signalling channel

3.1.5
level reference point

point in a system with the relative level 0 dBr Documents
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Note 1 to entry: More specifically, a sinusoidal reference signal of 1020 Hz in the voice frequency band is thought
to pass the signal path under consideration with such amplitude that its absolute level is 0 dBm at the 0 dBr point.
[ITU-T G.100.1]

Note 2 to entry: The level reference point may exist physically or only hypothetically.

3.1.6
LF channel
frequency band used for the signal transmission of a low frequency interface

3.1.7

load capacity, <for the multi-channel terminal>

maximum single frequency sine wave power expressed in dBmO which a multi-channel
amplifier must transmit without appreciable overloading

3.1.8

mean high frequency band output power

output power of an APLC terminal at nominal high frequency band terminal averaged over a
time sufficiently long compared with the cycle time of the lowest modulation frequency and
during which this average power assumes the highest value for which the terminal has been
designed

3.1.9

nominal high frequency band

frequency band in which a particular APLC transmitter or receiver is operating within the
carrier-frequency range

Note 1 to entry: The nominal high frequency band is also referred to as nominal carrier frequency band.

3.1.10

nominal high frequency band output power

output power of an APLC terminal at nominal high frequency band expressed as the peak
envelope power (PEP) for which the terminal has been designed, compatible with the
requirements for spurious emissions and inter-channel interference (for multi-channel PLC
terminals), available at the high frequency interface output across a resistive load equal to the
nominal impedance

3.1.11
power ratio
ratio between the powers P, and P, of two signals

Note 1 to entry: The power ratio X, is usually expressed in decibels (dB) and is calculated according to equation

(2)

X12[dB]=10xlogo(Py/Py). (2)

3.1.12

relative power level

power level at a point on a circuit given by the expression 10 x logyq (P/Py) dBr, where P
represents the power of a sinusoidal signal at the reference frequency 1020 Hz at the point
concerned and P, the power of that signal at the 0 dBr reference point [ITU-T P.10/G.100 R-8,
ITU-T G.100.1]

Note 1 to entry: The relation between the relative power level P, the absolute power level P and the system
power level P is given by Equation (3):

P, [dBr] = P[dBm] — P,[dBmO] (3)

Note 2 to entry: The relative power level depends on the measuring point and not on the type of signal.
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3.1.13

spurious emissions

emissions on a frequency, or on frequencies, which are outside the necessary bandwidth and
the level of which may be reduced without affecting the corresponding transmission of
information

Note 1 to entry: Spurious emissions include harmonic emissions, parasitic emissions, intermodulation products
and frequency conversion products but exclude out-of-band emissions [ITU-R SM.329-12].

3.1.14

system power level

power level expressed in dBmO0, such that x dBm0O means x dB above or below 1 mW at the
level reference point of the system, according to whether x is positive or negative, i.e. x dB
above or below the level reference signal of 1020 Hz at any point of the system

Note 1 to entry: Networks are often designed to carry different types of signals (speech, modem, fax, etc.) at
different levels, expressed in dBmO [ITU-T G.100.1].

3.1.15
system psophometric power level
psophometrically weighted level expressed in dBmOp as defined according to ITU-T O.41

Note 1 to entry: The term dBmOp is used in the same way as dBmO when the level is measured with a
psophometer instead of a flat-response level measuring set. The psophometric weighting is used only in connection
with the specification of noise levels on voice channels. The equivalent noise bandwidth of the psophometrically-
weighted filter is about 1,8 kHz.

3.2 Abbreviations

AC Alternating Current

AM-SSB  Amplitude Modulation SSB

APLC Analogue PLC

DC Direct Current

DPLC Digital PLC

DSP Digital Signal Processing, Digital Signal Processor
E&M Ear & Mouth

FAR Fully Anechoic Room

FDM Frequency Division Multiplexing, Frequency Division Multiplexer
FSK Frequency Shift Keying

FXO Foreign Exchange Office

FXS Foreign Exchange Subscriber

HF High Frequency

LAN Local Area Network

LCL Longitudinal Conversion Loss

LF Low Frequency

MIB Management Information Base

OATS Open Area Test Site

OSB Output Signal Balance

PBX Private Branch Exchange

PEP Peak Envelope Power

PLC Power Line Carrier

RMS Root Mean Square

Rx Receiver, receive Documents
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SAC Semi Anechoic Chamber

SNMP Simple Network Management Protocol
SSB Single Side Band

Tx Transmitter, transmit

VF Voice Frequency

WAN Wide Area Network

2W Two Wire

4W Four Wire

4 Low frequency side interfaces

4.1 General

—16 —

IEC 62488-2:2017 © |IEC 2017

All interfaces described in Clause 4 are optional. However, as stated in the definition of 3.1.2,
it shall be possible to configure APLC equipment such that it has one low frequency interface
for each LF channel.

Figure 2 shows the generic architecture of an APLC terminal with the LF interfaces on the left
and the RF interface on the right. The type of interface — digital (U1) or analogue (") — is
indicated. In addition, two internal conceptual signals appear in this figure: (1) The “Baseband
signal”, representing the FDM multiplexed signal of all LF signals and (2) the “Passband
signal”, representing the baseband signal converted to the RF band by SSB modulation.
These two signals are generally not accessible by the user. In case only one LF interface is

present, the function of the block

degenerates to a simple through connection.

Voice or FAX +
inband signalling

E and M signalling

(out of band signalling)

Data

Protection commands -3

Teleoperation
Ext. modem
Ext. teleprotection

Ext. teleprotection
control

p'U .
| Ry
ul
TN
ul Data
: > dem
L Teleproteetion
odec

_e

UL

"\,

Pilot -

Figure 2 — Generic architecture of an APLC terminal
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4.2 Analogue interfaces
4.2.1 General

In 4.2, a description of the analogue interfaces is given. For each of them the key parameters
and the recommended characteristic values are indicated. All levels are specified as absolute
power levels (dBm) unless otherwise noted.

4.2.2 Voice frequency band

The effective transmitted voice-frequency band is 300 to 3 400 Hz according to ITU-T G.232.
Other recommended values for the effective transmitted voice band are:

e 300 to 2400 Hz,
e 300 to 2000 Hz.

4.2.3 Nominal impedance

The nominal impedance of all analogue low-frequency inputs and outputs shall be 600 Q
balanced.

4.2.4 Return loss

The return loss for all voice-frequency interfaces shall not be less than 14 dB within the
effective transmitted frequency band.

4.2.5 Degree of unbalance to Earth

For all voice-frequency inputs longitudinal conversion loss and outputs signal balance shall
not be less than 40 dB within the effective transmitted frequency band.

4.2.6 ITU-T voice channel interface
4.2.6.1 Description

One of the most used interfaces is related to the voice applications. Typically, it is used for
interconnection to/from the multiplexor transit of subscriber service. One or more voice
channel interfaces could be present in each terminal if needed.

4.2.6.2 Voice signal levels
e The minimum range of the transmit input level shall be —17 to 0 dBm

e The minimum range of the received output level shall be -7 to +4 dBm
4.2.7 Subscriber interface
4.2.71 Description

In some cases it is requested to make a subscriber connection to a PBX from a remote
location. To make this possible APLC links provide for the telephone connection between PBX
and two-wire telephone set by configuring a PBX interface at the local APLC terminal and a
subscriber interface at the remote APLC terminal.

In Figure 3 a possible application scheme is given.
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APLC APLC PBX

Subscriber
APLC
GZ SE 2w channel 4w ><
EXS E and M
IEC

Lhiele

Figure 3 — Subscriber PBX interfaces local and remote

There is also the possibility to have a 2W interface to the PBX (2W-FXO interface), as an
alternative to the 4W interface shown in the right side of Figure 3.

4.2.7.2 Voice signal levels

The relative two-wire/four-wire levels used for voice differ from country to country. They shall
preferably be within the following recommended ranges:

e The minimum range of the transmit input level shall be —17 to 0 dBm

e The minimum range of the received output level shall be -7 to +4 dBm
4.2.8 PBX interconnection interface
4.2.8.1 Description

When the interconnection between two PBXs is needed, APLC is configured to provide the
four-wire interface including the correct signaling.

In Figure 4 a possible application scheme is given.

PBX APLC APLC PBX
YA APLC N
A 4w h | 4w N
X 1 EandM channe EandM T X
T T

IEC

Figure 4 — Interfaces for PBX trunk interconnection
through APLC link

4.2.8.2 Voice signal levels

The relative four-wire levels used for voice differ from country to country. They shall
preferably be within the following recommended ranges:

e The minimum range of the transmit input level shall be =17 to 0 dBm

e The minimum range of the received output level shall be -7 to +4 dBm
4.2.9 Narrowband telegraphic channel interface
4.2.9.1 Description

Subclause 4.2.9 refers to the transit of low symbol rate modulated telegraphic channels (i.e.
50, 100, 200, 600, 1 200 Bauds) typically used for carrying remote control and metering
signals from the RTUs to the SCADA central systems.

4.2.9.2 Narrowband telegraphic channelling

For asynchronous data transmission within ITU-T voice channels and according to the type of

modulation used, a frequency division multiplexing and channelling plan as shown gq Ei

is most commonly used. ﬂé&[ﬁﬁents
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50 Bd/120 Hz CCITT R36 Channels

420 5S40 660 T8O 600 1020 1440 1260 13850 1500 1520 1740 1860 189B3 2100 2220 2340 2460 2580 ETOD 2820 24D I060 3180

60 480 600 7ID B4 H60 1080 1200 1324 1440 1560 1680 1800 1820 2040 2960 2280 400 2520 IE4AL ZVEQD ZBB0 I0OOL 3120 Z24D

100 Bd/240 Hz CCITT R37 Channels

480 720 280 1200 1440 1880 1920 2160 2400 2840 2880 3120
ARRVARAVANA VARV VAR VAN VAN VAN R VA
350 s00 240 1080 1320 1580 1800 2040 2280 2520 2750 3000 5240

200 Bd/480 Hz CCITT R38A Channels
sa0 1080 1560 2040 2520 3000
380 240 1320 1800 2288 2780 3240
200 Bd/360 Hz CCITT R38B Channels
S0 =1a,1] 1260 1620 1583 2340 3T 3060
VAPV VA VA VA VN
A80 724 1083 1440 1800 2180 2520 28D 3240

600 Bd CCITT V23 Channels

/ ' }

o0 2700

1200 Bd CCITT V23 Channels

/ ' \

300 2700 IEC

Figure 5 — Low symbol rate ITU-T telegraphic channelling

The bandwidth used within the voice channel ranges for each telegraphic channel from
120 Hz up to 2 400 Hz.

This allows the multiplexing of one or more FSK modulated signals with symbol rates from
50 Baud to 1200 Baud.

4.2.9.3 Telegraphy signal levels

The relative four-wire levels used for telegraphic modulated signals shall preferably be within
the following recommended ranges:
e The minimum range of the transmit input level shall be —20 dBm to 0 dBm

e The minimum range of the received output level shall be —20 dBm to 0 dBm
4.3 Analogue teleprotection system interface
4.3.1 Description

A typical goal of a selective analogue teleprotection device consists of accelerating, delaying,
locking or conditioning the protection relay (line distance protection, insulation gas low
pressure protection) installed in the field at both sides of an APLC link.

This is achieved by transmitting a command from one teleprotection device to the other by a
suitable transmission system, fast, safe and reliable in order to control the way the protection
relay at the other end of the line section behaves.

APLC terminals optionally may have on board an integrated analogue selective teleprotection
device with its interface enabling the communication with protection device.
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Another possible option includes a simple analogue interface enabling the communication
between an external teleprotection device with an APLC terminal.

In the first case the interface process signals/commands directly exchanged with the field
protection relay. It means that no low frequency signals exchanged but simply logic
criteria/commands.

In the second case the interface cooperates with an external selective teleprotection device.
Therefore the interface may consist of voice-frequency input/output and control circuits.

The inputs and outputs shall preferably be decoupled from the other signal/command
inputs/outputs.

4.3.2 Integrated teleprotection

In this case the functional requirements of teleprotection command systems as defined in
IEC 60834-1 shall be applied.

4.3.3 Teleprotection interface frequency band

The nominal frequency band used for teleprotection service shall be specified within the
frequency range of the nominal voice channel.

It can be a fully dedicated and pre-allocated frequency band or an alternative one which is
allocated when the terminals switch to the teleprotection mode.

For this second operational mode — in order to reduce the risk of interference — the inhibition
of all other signals present at the low frequency interface is requested.

4.3.4 Teleprotection interface impedance
e The input/output impedance shall be 600 Q.

4.3.5 Teleprotection interface reflection

e The return loss shall be not less than 14 dB.

4.3.6 Teleprotection interface signal levels
e The minimum range of the transmit input level shall be —20 dBm to 0 dBm.

e The minimum range of the received output level shall be —20 dBm to 0 dBm.
4.3.7 Teleprotection interface control circuits

Control inputs may be provided to accomplish boosting of the teleprotection signal up to a
maximum specified high frequency PEP output power and to interrupt the other signals for a
short time of typically less than 500 ms during teleprotection transmission or reception.

APLC terminals shall include control circuits to shift the terminal from communication mode to
teleprotection mode if a temporary band is allocated for transmitting the teleprotection signal.

The control inputs shall operate with a loop resistance of up to 500 Q.

Control outputs are often provided to give an alarm to the external teleprotection terminal in
case of failure or degradation of the APLC link.
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4.4 Digital interfaces
4.41 Telephony signaling interface
4411 Description

It enables interfacing with a telephone or telephone exchange. To satisfy the different
telephony applications the following typical configurations shall be possible:

e automatic line extension at telephone side (FXS);

e automatic line extension at exchange side (FXO).
In some specific cases the following configurations are also requested:

e central battery;

e |ocal battery.
In particular, it can perform the following functions:

e conversion of engaged, dialing or call criteria into transmission and return criteria for the
signaler;

e generation of supply current for the telephone;

e generation / detection of an alternating ring voltage of 20/25 Hz or 50/60 Hz.

4.41.2 E&M signaling mechanism

With reference to Figures 3 and 4, the signaling channel shall be operated by a potential free

open or closed contact or by earthing at the transmit side and shall provide a potential free
contact or earth at the receive side.

The input shall operate with a loop resistance up to 500 Q. The output contact shall be able to
switch up to 72 V and 50 mA on a resistive load.

4.4.1.3 Signaling modulation and frequency band

Often signaling is transmitted using FSK modulation. To this aim a specific small portion of
the frequency band is allocated within or beside the voice channel (e.g. 2 490 — 2 550 Hz).
The FSK frequency of the FSK signal is shifted (for instance by +30 Hz) in the presence of
signaling.

An alarm is often provided if the level of the signaling frequency being received is less than a
predefined adjustable threshold (e.g. 3 dB to 20 dB) with respect to the nominal value.

4.41.4 Pulse distortion

The pulse distortion shall not exceed 10 % when the signaling channel is operated at a speed
of 30 Baud.

4.4.2 Internal data modem
4.4.21 Description

For the data transmission, one or more serial modems may be integrated into the APLC
terminal.

Each modem interface according to the technology implemented shall be compliant with the
respective communication standard.
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ITU-T recommendation V.24 (EIA RS-232) and recommendation V.11 standards define serial
interfaces to be used for communication between digital devices.

For FSK transmission the bandwidth to be used is defined by the respective standard. It uses
normally one or more parts of the typical telephone channel as shown in the previous Figure 5.

The bandwidth to be used is defined by the respective standard. The modems use the full
bandwidth of an LF channel or one or more parts thereof. For FSK, the channelling is shown
in Figure 5.

Other kind of modulation such as DPSK, QPSK, QAM, etc. can also be used for data
transmission.

4.4.2.2 Physical layer

The serial data interfaces shall be compliant with ITU-T recommendations V.24/V.28
(EIA RS-232) or ITU-T recommendations V.11/X.24 (EIA RS-422). Commonly used
connectors are shown in Figure 6 for EIA RS-232 and Figure 7 for EIA RS-422.

Pin 1 DCD
Pin 2 RXD
Pin 3 TXD
Pin 4 DTR
Pin 5 GND
Pin 6 DSR
IEC Pin 7 RTS
Pin 8 CTS
Pin 9 RI

Figure 6 — Commonly used EIA RS-232 connector

|

\oO

b
T (Transmit)
a

C (Control)

b
R (Receive)
a

| (Indication)

b
S (Timing signal)
a

OO OO O|O O
00000000~

GND

—_
o

&

IEC

Figure 7 — Commonly used V.11 connector

For the physical characteristics (voltage, connector form factor, insulation, and pin-out) of
these interfaces the respective reference standards shall be applied.
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4.4.2.3 Data link layer

Integrated FSK modems typically operate with a symbol rate between 50 Baud and
1 200 Baud.

The corresponding reference standards are given in Table 1.

Table 1 — FSK symbol rate and related narrowband standards

FSK symbol rate Related narrowband standard
50 Baud ITU-T R.35
100 Baud ITU-T R.37
200 Baud ITU-T R.38A
200 Baud ITU-T R.38B
600 Baud ITU-T V.23
1 200 Baud ITU-T V.23

Integrated voice frequency modems according to ITU-T use a frequency band between
300 Hz and 3 400 Hz and achieve data rates of 14,4 kbps or higher. However, these
standards have not been designed for use over PLC. At start-up, after noise bursts or short
channel interruptions, and for compatibility to earlier ITU-T standards, the modems go through
a training sequence with a duration of several seconds before data transmission can start or
continue.

4.4.2.4 Ethernet IEEE 802.3 interface
4.4.2.4.1 General

In some cases it is requested to interface APLC links with a local area network LAN in order
to implement local switching or bridging functionalities.

This integrated interface often implements both the Ethernet 10/100BaseT (copper) as well as
100F X (optical) standard interfaces.

Ethernet frames are first serialized, elaborated and then transmitted through an internal
integrated high speed data serial modem of the APLC terminal.

4.4.2.4.2 Physical layer

For Ethernet interfaces twisted copper pair or optical connectors are commonly used.
Possible examples for these connectors are given in Figures 8 and 9.
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Orange
pair 2

Green | Blue
pair 3 | pair 1

Brown
pair 4

1 | IX
2 | TX
3 RX
4 | NC
5 | NC
6 | X
7 | NC
IEC
8 | NC

Figure 8 — ETH IEEE 802.3 RJ45 type connector

X

RX

IEC

Figure 9 — ETH IEEE 802.3 SC type connector

For the physical characteristics (voltage, connector form factor, insulation, and pin-out) of
these interfaces the respective reference standard shall be applied.

4.4.2.4.3 Data link layer

For this application the link layer shall be compliant with the Ethernet standard IEEE 802.3.

For practical reasons more than one Ethernet port shall be made available implementing

switching functionalities for LAN.

Remote Ethernet connectivity requests, at least, the implementation of the basic transparent
WAN bridging functionalities according to IEEE 802.1D.

5 Transmission line side high frequency interface

5.1 APLC high frequency band and channelling

The typical high frequency range used in Europe spans from 40 kHz to 500 kHz (up to
1 000 kHz in some countries and for special applications (e.g. cables) down to 24 kHz). Parts

of this range may be barred by national regulations.
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The nominal high frequency band is divided into basic high frequency bands of typically 4 kHz
or 2,5 kHz according to the used LF channels.

Generally an APLC terminal operates in a nominal high frequency band consisting of one or
more adjacent basic high frequency bands for each direction of the transmission.

The nominal high frequency band of the terminal has a bandwidth equal to n x B (n = number
of high frequency channels; B = bandwidth of basic high frequency band).

The nominal transmit and receive high frequency bands of an APLC terminal may be non-
adjacent or adjacent.

For each APLC terminal, the configurable set of high frequency nominal channel bandwidths
and the set of nominal carrier frequencies for which the recommended values will be
maintained shall be stated.

5.2 Frequency accuracy

The high frequency, corresponding to the carrier possibly suppressed during the modulation
process, for any high frequency channel shall not differ from its nominal value by more than
+10 Hz.

5.3 Signal levels
The configurable range of PEP and RMS power of the high frequency signal at the

transmission line side high frequency interface when loaded with nominal impedance shall be
stated in the terminal user manual.

For the power distribution over the nominal HF band, Annex C of this document and Annex C
of IEC 62488-1:2012 may serve as guidelines.

5.4 Nominal impedance

The nominal impedance within the nominal high frequency transmit band at the transmission
line side high frequency interface shall be 75 Q unbalanced or 150 Q balanced.

Other values may be considered if needed. For each value, the HF interface of the terminal
shall comply with the requirements defined in Clause 5.

5.5 Return loss

The test procedure for measuring the return loss is described in 7.3.
The return loss within the nominal high frequency transmit band shall be not less than 10 dB.

5.6 Degree of unbalance to earth

The test procedure for measuring the degree of unbalance to earth is described in 7.4.

For the transmission line side high frequency interface of the balanced type the longitudinal
conversion loss shall be not less than 40 dB at power frequency 50 Hz or 60 Hz.

5.7 Tapping loss

The test procedure for measuring the tapping loss is described in 7.5.
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The impedance outside the band B depicted in Figure 10 shall be such that any other APLC
or DPLC terminal, connected to the same coupling matching unit with the same impedance,
shall not suffer from a tapping loss A; higher than indicated in Figure 10.

a) Single channel b) Single channel ¢) Multichannel
non-adjacent transmit adjacent transmit transmit

or receive band and receive bands or receive band
Tx or Rx Tx Rx Tx or Rx

_—] 1] A/

e —

‘T 3dB

2dB

1dB

0dB

Bz B1 B() B1 B2
IEC

Figure 10 — Tapping loss limits for APLC terminals

The values of B, B4, and B, are given in the table below where B is the basic high frequency
band (typically 4 kHz or 2,5 kHz) and n is the number of channels.

B, B, B,
a) B 2XB B
b) 2XB 2XB B
c) nXB nXxB nXxB

5.8 Spurious emissions

Spurious emissions are emissions, at one or more frequencies, located outside the nominal
high frequency transmit band.

The test procedure for measuring the spurious emissions is described in 7.6.

The maximum permitted level of spurious emissions is indicated in Figure 11.
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PLC terminal with Lo, > 40 W PLC terminal with L, <40 W
Lep — Lnom Lep
T | Rx | T
0dB
-10dB
-20dB
-30dB
—40dB
-50 dB
—60 dB —14 dBm
-70dB —24 dBm
-80 dB —-34 dBm
-90 dB —44 dBm

BL BL BL Bnom BL BL BL
IEC

B, om is the bandwidth of the nominal high frequency band used for transmission.

B.om = N X B where B is the bandwidth of the basic high frequency band and n the number of channels.
LSp is the level of spurious emissions

L om is the nominal high frequency band output power

BL = Bnom

Figure 11 — Maximum level of spurious emissions
outside the high frequency band

6 Quality and Performance

6.1 General

In Clause 6, several requirements concerning the quality and performance of a single or a
couple of interconnected APLC terminals will be given.

The requirements particularly focus on APLC requirements referring to both the voice
frequency side interfaces as well as the high frequency side interface for a single or a pair of
terminals simulating an APLC link.

Figure 12 shows the reference points for measuring APLC parameters. These are the two
analogue low frequency interfaces appearing in Figure 2.
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Figure 12 — Reference points for measuring APLC parameters
6.2 APLC internally generated noise

The none-weighted noise level, measured at the voice-frequency output of a pair of PLC
terminals shall not exceed -52,4 dBmO0. This value can be considered equivalent to a
weighted noise level of -55 dBmOp.

The measurement shall be made in the absence of any signal transmission (except for pilot
signal or reduced carrier).

6.3 Automatic gain control

In the case of a 30 dB change in high frequency received signal level within the regulation
range, the change in voice-frequency receive levels of both speech and signals shall be less
than 1 dB.

The automatic gain control characteristic shall be coordinated with the teleprotection
requirements.

6.4 Limiter action

The limiter associated with the voice channel shall produce a limiting effect defined as follows.

The action of the limiter shall start between —3 dBm0O and 0 dBmO for any sinusoidal signal of
a frequency between 300 Hz and the upper frequency of the voice channel.

The level at the high frequency side interface of the output signal measured by means of a
true RMS non-selective level meter shall not exceed +3 dBmO for an increase in the voice-
frequency input signal to a level of +15 dBmO.

When the APLC operation is not degraded at the maximum output level as a result of a link
budget design, a limiter is not necessary.

6.5 Transmit/Receive frequency difference

In a pair of APLC terminals, the frequency difference between a voice-frequency signal
applied to the transmit end and that received at the receive end shall not exceed 2 Hz.

For data transmission automatic frequency control of the APLC terminals is recommended.

6.6 Attenuation distortion
The attenuation distortion of a pair of APLC terminals measured between the voice input and

output (points IN, and OUT, in Figure 12) shall meet the requirements in Figures 43, 14 and
15, A A Docuiients
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Figure 13 — Attenuation distortion limits for the voice
frequency band of 300 Hz to 3400 Hz (ITU-T G.232)
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300 IEC
Figure 14 — Attenuation distortion limits for the voice
frequency band of 300 Hz to 2400 Hz
-
0 200 | 400 600 800 1200 1600 2200 Frequency, Hz
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Figure 15 — Attenuation distortion limits for the voice
frequency band of 300 Hz to 2000 Hz Documents
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6.7 Group-delay distortion

The group-delay distortion of a pair of APLC terminals measured between the voice-frequency
input and output (points INy and OUT, in Figure 12) shall meet the requirements in Figures 16,

17 and 18.
2 A

5 : ;:

. ] a

2,5 J '

15 ; .

0,5 :
0 : : -

0 1 400 600 1000 2600 3000 3400
300 500 Frequency, Hz
IEC
Figure 16 — Group delay distortion limits for the voice
frequency band of 300 Hz to 3400 Hz
=\
; ;
P - -
0 1 400 | 600 1 000 1900 2100 2400 Frequency, Hz
300 500 IEC
Figure 17 — Group delay distortion limits for the voice
frequency band of 300 Hz to 2400 Hz
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Figure 18 — Group delay distortion limits for the voice
frequency band of 300 Hz to 2000 Hz

6.8 Harmonic distortion

The harmonic distortion of a pair of APLC terminals shall be measured at the output (point
OUT, in Figure 12).

A sinusoidal test signal with a frequency of 350 Hz and a level of =3 dBmO shall be injected at
the input (point IN, in Figure 12).

The level of each component present at the voice frequency output (point OUT, in Figure 12)
shall be lower than —40 dBmO.

6.9 Selectivity

The test arrangement is described in 7.7.

When a sinusoidal signal with a frequency of 300 Hz outside the nominal carrier-frequency
receive band is injected at the carrier-frequency side of a PLC terminal with a level of
+10 dBmO, the level of the received signal at the voice-frequency side (points OUT, or OUTy in
Figure 12) shall be less than —55 dBmO.

For a basic high frequency band of B, when a sinusoidal signal with a frequency of B or more
outside the nominal high frequency receive band is injected with a level of +20 dBmO, the
level of the received signal at the voice-frequency side (points OUT, or OUTg in Figure 12)
shall be less than —55 dBmO.

6.10 Crosstalk attenuation
6.10.1 Co-channel crosstalk attenuation

The test arrangement is described in 7.8.

The near-end crosstalk attenuation measured between transmitting points IN, or INg of a
channel and receiving points OUT, or OUTg of the same channel for the near-end terminal
shall be not less than 50 dB.

6.10.2 Inter-channel crosstalk attenuation

The test arrangement is described in 7.8. Documents
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The near-end crosstalk attenuation measured between transmitting points IN, or INg in
Figure 12 of a channel and receiving points OUT, or OUTg of the other channels for the near-
end terminal shall be not less than 50 dB.

The far-end crosstalk attenuation measured between receiving points OUT, or OUTg in
Figure 12 of the considered channel and receiving points OUT, or OUTg of the other
channels for the far-end terminal shall be not less than 50 dB.

7 Testing

71 General

In Clause 7 a description of the test setup and methodology to be applied for assessing the
main features of an APLC terminal will be given. All tests shall be performed in order to
measure and verify that meet the requirements expressed in Clauses 4, 5 and 6.

All the tests verifying the requirements shall be considered as type tests as defined in the
International Electrotechnical Vocabulary (IEV 151-04-15, IEC 60050).

7.2 Test setup for APLC link tests

In all test procedures which require the use of a pair of APLC terminals, the high frequency
side interfaces shall be connected by an artificial line (resistive attenuator with attenuation A),
matched to the nominal impedance of the terminals according to Equation (4).

A =20dB (4)

As modern electronic components allow the conception of automatic gain control circuits with
a wide regulation range, it is assumed that a 20 dB attenuation is suitable for testing any PLC
in a range of power from 1 W to 50 W. However, the attenuation value can be different, if
required.

7.3 Return loss

This paragraph describes the test procedure for measuring the return loss. The return loss of
the high frequency interface of an APLC terminal shall be measured to verify that it meets the
requirement defined in 5.5.

The return loss measurement shall also be performed on all the voice frequency interfaces of
the APLC terminal analogue low frequency side interface.

The test circuit shown in Figure 19 can be used.
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APLC

IEC

Figure 19 — Test circuit for return loss measurement

The resistor R shall be equal to the nominal impedance Z,,,, of the APLC interface under test.
That is generally 600 Q for the audio frequency interfaces, and 75 Q or 150 Q for the high
frequency interface.

G is a sine wave generator, and VO shall be a sinusoidal signal with a constant voltage
throughout the specified frequency range. The voltage level shall be the same in both
positions of the switch S. A voltage of 1 Vrms is recommended.

T is a symetric differential transformer wound around a magnetic material suitable for the
given frequency band. It is composed of two windings, the primary on the generator side, the
secondary, center tapped, on the APLC side. In principle, the transformer ratio is 1:1 primary
to secondary (center tapped).

The measurement of voltages VO and V1 shall be carried out with a suitable frequency
selective voltmeter with high impedance across the specified frequency range. The APLC is in
idle state with no signal transmitted.

For each frequency, the measurement is carried out with switch S in open position giving the
voltage V1,56, @and with S in closed position giving the voltage 11 pgeq-

The return loss 4R, is then given by Equation (5):

V1open

ArL =20 xlogqg dB. (5)

1closed

Note on the measurement with the differential transformer:

As the elements of the measurement circuit are not perfect, the value of VO may change
slightly when closing/opening the switch S, and may also change from one frequency to
another. It is then mandatory to adjust and verify VO at each point. This can be avoided using
a transformer with a turn ratio of 10 for example. This shall mask the variation of the
impedance of the secondary side seen from the generator side.

7.4 Degree of unbalance to earth
7.41 General

This subclause describes the test procedure for measuring the Longitudinal Conversion Loss
(LCL) and the Output Signal Balance (OSB) which are related to the degree of unbalance to
earth.
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The LCL shall be measured on all the voice frequency channels inputs (including telegraph
and teleprotection transmission ports) within the voice frequency transmitted band.

It shall also be measured on the balanced high frequency interface at mains power frequency
50 Hz or 60 Hz.

The OSB shall be measured on all the voice frequency channels outputs (including telegraph
and teleprotection receiving ports) within the voice frequency transmitted band.

7.4.2 LCL

The test circuit is given in Figure 20 (other arrangements may be considered as far as they
follow the ITU-T Recommendation O.9).

APLC
(V) V2

S

| I
Figure 20 — Test circuit for LCL measurement (Tx port)

IEC

The resistors R shall be Z,,,,,/2 (that is generally R = 300 Q for the voice frequency interface
and R = 75 Q for the balance high frequency interface).

G is a sine wave generator, and V1 shall be a sinusoidal signal with a constant voltage
throughout the specified frequency range which is:

e 50 Hz to 3 400 Hz for the voice frequency channel inputs

e 50 Hz to 60 Hz for the high frequency interface

A voltage of 1 Vrms is recommended.the voltages V1 and V2 measurement shall be carried
out with a suitable frequency selective voltmeter with impedance >> R across the specified
high frequency range.

The APLC terminal is in idle state with no signal transmitted.

The measured values of V1 and V2 are used to calculate the LCL by using Equation (6) at
each measurement point:

LCL = 20 x logy, |%| dB (6)

743 OSB

The test circuit is given in the Figure 21 (other arrangement may be considered as far as they
follow the ITU-T Recommendation O.9).
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R1

APLC CV) V1

R1

= IEC

Figure 21 — Test circuit for OSB measurement (Rx port)

The resistors R1 shall be Z,,,/2 and the resistor R2 shall be Z,,,,/4 (that is generally
R1 =300 Q and R2 = 150 Q).

The voltages V1 and V2 measurement shall be carried out with a suitable frequency selective
voltmeter with impedance >> R across the specified frequency range (50 Hz to 3 400 Hz). The
APLC is in idle state with no signal transmitted.

The measured values of V1 and V2 are used to calculate the LCL by using Equation (7) at
each measurement point:

0SB = 20 x logy, || dB (7)

7.5 Tapping loss

Subclause 7.5 describes the test procedure for measuring the Tapping loss. The test circuit is
given in Figure 22. The closing of switch S simulates the insertion of the APLC into a matched
circuit.

— P
O =[] ()

| S

IEC

Figure 22 — Test circuit for Tapping Loss measurement

The resistors R shall be equal to the nominal impedance of the APLC high frequency interface
z

nom.

G is a sine wave generator, and VO shall be a sinusoidal signal with a constant voltage of
775 mV RMS throughout the specified voltage range.

Documents

Document Sharing Hub

Full document details: IEC 62488-2-2017


http://avadocuments2026.com/doc/iec-62488-2-2017
http://avadocuments2026.com/doc/iec-62488-2-2017

- 36 — IEC 62488-2:2017 © |IEC 2017

The measurement of voltage V1 shall be carried out with a suitable frequency selective
voltmeter with impedance >> R across the specified frequency range. The APLC is in idle
state with no signal transmitted.

For each frequency, the measurement is carried out with switch S1 in open position giving the
voltage V1,,,, and with S1 in closed position giving the voltage V1 ,554. The Tapping Loss
attenuation Ag is then given by equation (8):

Vlopen

Ay, = 20 x logy, | dB (8)

Viclosed

7.6 Spurious emissions
7.6.1 Single channel terminals

For single channel terminals, in order to measure spurious emissions, the transmitter shall be
modulated by two sinusoidal test signals of equal amplitude, the transmitter being terminated
with a resistive load equal to the nominal impedance.

For APLC with a channel bandwidth B of 4 kHz or more the test signal frequencies shall be
350 Hz and B — 700 Hz.

For APLC with a channel bandwidth B of 2,5 kHz or less the test signal frequencies shall be
350 Hz and B — 200 Hz.

For APLC with a channel bandwidth between 2,5 kHz and 4 kHz the test signal frequencies
shall be 350 Hz and B — 400 Hz.

The amplitude of the test signals shall be chosen so that each produces a quarter of the
stated nominal high frequency output power.

The measurement shall be made with the aid of a selective level measuring set with an
adequate bandwidth. It is necessary to ensure that the limiting action of the limiter, if any,
does not occur when making this measurement.

7.6.2 Multi-channel terminals

For multi-channel terminals, in order to measure spurious emissions, the transmitter shall be
modulated by a sinusoidal voice-frequency signal applied simultaneously with the same
amplitude to each voice-frequency channel interface, the transmitter being terminated with a
resistive load equal to the nominal impedance.

The frequency of the test signal shall be B/2, where B is the lowest channel bandwidth.

The amplitude of the test signal shall be chosen so as to produce a 1/n? part of the stated
nominal carrier-frequency output power of the terminal, where n is the number of channels.

The measurement shall be made with the aid of a selective level measuring set with an
adequate bandwidth. It is necessary to ensure that the limiting action of the limiter, if any,
does not occur when making this measurement.

7.7 Selectivity

The test is carried out on a link by injecting the signal at the high frequency side interface of
one terminal by means of an external signal source and a hybrid using a test circuit as shown
in Figure 23.
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Figure 23 — Test circuit for selectivity measurement

Voice,
data, TPS

7.8 Co-channel and inter-channel crosstalk attenuation

The requirements apply to a pair of APLC terminals forming an APLC link.

The test shall be carried out by injecting two sinusoidal voice frequency signals in each
channel in the absence of any other signal transmission.

The amplitude of these test signals shall be chosen so that each one produces a 1/(4n?) part
of the stated nominal high frequency output power of the APLC terminal, where n is the
number of channels.

For systems with a channel bandwidth B of 4 kHz or more the signal frequencies shall be
350 Hz and B — 700 Hz.

For systems with a channel bandwidth B of 2,5 kHz or less the signal frequencies shall be
350 Hz and B - 200 Hz.

For systems with a channel bandwidth between 2,5 kHz and 4 kHz the signal frequencies
shall be 350 Hz and B — 400 Hz.

The measurement shall be made with a selective level measuring set with an adequate
bandwidth and shall include harmonics and inter-modulation products. Limiting shall not take
place when making this measurement.

8 Configuration and management

8.1 General

Basically every APLC terminal using the DSP technology has its own supervisory and
programming interface. It allows the configuration and management of all main parts
composing the terminal.

8.2 Configuration

A web based interface or software application shall be made available for the local
configuration and the execution of the key maintenance operations.

It can be used to configure the main APLC terminal parameters in software mode as well as
bandwidth, transmission and reception frequency, transmission power, user services,

teleprotection services. Documents
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However, in order to complete the terminal configuration, certain hardware pre-settings have
to be adjusted.

In addition to the above features in order to simplify the APLC link setup it shall be useful to
have a voice channel to be used during configuration steps. This enables operators at the two
ends of the link to talk during the configuration phase.

8.3 Network management system

The network management system allows diagnostics and maintenance of the APLC terminals
from a remote control center.

A dedicated software, which is out of the scope of this standard, allows the user through
configuration and maintenance remote operations to manage APLC terminals and links by an
easy-to-understand interface display.

It is therefore often requested to integrate APLC management function into a generic SNMP
(Simple Network Management Protocol) manager. In this case the APLC terminal MIB
(Management Information Base) shall be made available.

In particular to make available access to the MIB information or execute a command, sending
alarm traps to SNMP manager, APLC terminals shall use a network management system
interface.

8.4 Local terminal alarms

DSP ensure a very high level of reliability and in case of any APLC terminal cards or line
failure the internal diagnostic routine shall return to the operator an alarm, displayed on the
front of the APLC terminal or signaled by dry relay contacts.

APLC terminal shall have on board a number of LED indicators that will summarize the status
of operation of the APLC terminal and/or the link highlighting the proper link operation or the
presence of anomalies/failures.

Whenever APLC enters a wrong operation an alarm occurs. According to the alarm returned
at least two different type of conditions shall be shown. Commonly used are:

Alarm type Meaning

1 Transmitter alarm A hardware error has been detected in the transmitter and/or the transmitted signal
is missing or low

2 Receiver alarm A hardware error has been detected in the receiver and/or the received signal is low
or distorted

3 Hardware alarm A hardware error has been detected in the local terminal

4 Link alarm The received signal is low or distorted

9 Cyber security

9.1 General

The configuration and monitoring through the network software application raises problems
relating security and confidentiality of the information exchanged between each APLC
terminal and the remote control center. Several aspects concerning cyber security are well
addressed in the IEC 62351 series.

For APLC at least the following technology must be considered:
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e User activity logging. This is a way to trace any activity performed on the terminal through
its configuration software application;

e Traffic encryption, so it cannot be intercepted, freely analyzed and eventually modified by
a third party;

e Implementing authentication mechanism that prevents a third party generating false
messages without them being recognized as not valid.
9.2 Authentication

Authentication is the mechanism allowing to limit the terminal access to users having the
necessary privileges only; basically there are two types of authentication mechanisms — local
and remote — as in the following:

e The local authentication mechanism evaluates the details supplied by the user, comparing
them with those recorded on the APLC terminal; there are two different user profiles (i.e.
root and guest, respectively) that defines the different levels of privilege.

e The local access password can be modified via the local APLC terminal configuration
software.

e The remote authentication mechanism sends authentication requests received at the
APLC terminal input to a remote authentication server which use a secret code shared
between the terminal and the server for authenticating the access requests. The server
authenticates the user and provides a positive or negative feedback on whether the details
provided by the user are correct or not.

All necessary parameters for these authentication modes can be usually defined through the
APLC terminal configuration software.

10 APLC safety

10.1 General

Clause 10 specifies the requirements for the terminal in order to reduce the risk of fire,
electric shock or injury to the user. It is assumed that access to the terminal in normal service
is restricted to personnel aware of working procedures to ensure safety.

Clause 10 does not cover the functional safety requirements and it does not cover the safety
requirements of installations.

10.2 Safety reference standard

The safety reference standard for the APLC terminal is IEC 60255-27. As the scope of this
standard is the safety requirements for protection devices, it applies to terminals which will
normally be installed in a restricted access area within a power station, substation or
industrial/retail environment. It is therefore an obvious choice to extend its application to the
APLC terminal safety requirements.

Alternatively IEC 60950-1 may be used to prove the conformity of APLC regarding safety.

10.3 Classification of APLC Terminals

The APLC terminal shall meet the requirements of Table C.6 of IEC 60255-27:2013 and
Table C.10 of IEC 60255-27:2013, as shown in Tables 2 and 3.
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Table 2 — Basic insulation [Table C.6 of IEC 60255-27:2013]

Nominal
rated N -
insulation |Clearance Creepage distance Withstand voltage®
voltage or mm v
working
voltage In equipment On printed wiring Peak RMS. DC
(RMS or board impulse | 50/60 Hz
DC) up to
Material group Not Coated?®
coated
| 1 1]
\ mm CTl =600 |CTI>400|CTI>100 |CTI>175|CTIl > 100 | 1,2/50 ps 1 min 1 min
50 0,15 0,60 0,85 1,20 0,15 0,10 800 490 700
100 0,50 0,70 1,00 1,40 0,50 0,50 1500 820 1150
150 1,50 1,50 1,50 1,50 1,50 1,50 2 500 1350 1900
300 3,00 3,00 3,00 3,00 3,00 3,00 4 000 2 200 3100
600 5,50 5,50 5,50 6,00 5,50 5,50 6 000 3250 4 600
1000 8,00 8,00 8,00 10,00 8,00 8,00 8 000 4 350 6 150
2 Also applies to PCB-mounted components with mechanically stable distances between leads.
b See C.2.2 of IEC 60255-27:2013 for minimum coating requirements.
° For proving the clearance in air, see 10.6.3 and Table C.11 of IEC 60255-27:2013.

Linear interpolation may be used between the nearest two points, the calculated minimum
clearance and creepage distance being rounded up to the next higher specified increment.
The specified increment is 0,1 mm.

Table 3 — Double or reinforced insulation [Table C.10 of IEC 60255-27:2013]

Nominal Pollution degree 2 — Overvoltage category lll
rated
insulation |Clearance Creepage distance Withstand voltage®
voltage or mm v
working
voltage In equipment On printed wiring Peak RMS. DC
(RMS or board impulse | 50/60 Hz
DC) up to
Material group Not Coated?®
coated
| 1 1]
\ mm CTl =600 |CTI>400|CTI>100 |CTI>175|CTIl > 100 | 1,2/50 ps 1 min 1 min
50 0,50 1,20 1,70 2,40 0,50 0,50 1500 820 1150
100 1,50 1,50 2,00 2,80 1,50 1,50 2 500 1 350 1900
150 3,00 3,00 3,00 3,00 3,00 3,00 4 000 2 200 3100
300 5,50 5,50 5,50 6,00 5,50 5,50 6 000 3 250 4 600
600 8,00 8,00 11,00 12,00 8,00 8,00 8 000 4 350 6 150
1000 14,00 14,00 14,00 20,00 14,00 14,00 12 000 6 500 9 200
2 Also applies to PCB-mounted components with mechanically stable distances between leads.
b See C.2.2 of IEC 60255-27:2013 for minimum coating requirements.
C  For proving the clearance in air, see 10.6.3 and Table C.11. of IEC 60255-27:2013

Linear interpolation may be used between the nearest two points, the calculated minimum
clearance and creepage distance being rounded up to the next higher specified_increment.
The specified increment is 0,1 mm. ocuments
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The following conditions shall be applied:

e pollution degree 2;

e overvoltage category llI

as applicable for equipment operating in harsh environments of substations according to
IEC 60255-27.

These conditions can be reduced if special measures are taken to limit transient voltages to
appropriate values and/or additional protections are used to reduce the pollution degree.

In this case, these measures and protections shall be clearly described in the safety chapter
of the terminal user manual.

10.4 Ingress protection

The terminal shall have an Ingress Protection equal or better than IP2x according to
IEC 60529.

10.5 Type and routine tests

Table 4, which is taken from Table 12 of IEC 60255-27:2013, gives the list of the type and
routine tests that are required to demonstrate the APLC terminal is compliant to the
requirement.

The second column [Type Tests — Safety (Normative)] gives the minimum set of type tests to
be carried out to demonstrate the compliance.

The third column gives the minimum set of tests that shall be carried out as routine test in
factory on each single APLC terminal.
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Table 4 - List of Type and Routine Tests [Table 12 of IEC 60255-27:2013]

Type tests ?
Test Reference | y3jigation 2 Safety th:;;ttir‘:e
(informative) | (normative)
Environmental tests
Dry-heat test — operational 10.6.1.1 X - -
Cold test — operational 10.6.1.2 X - -
Dry-heat test at maximum storage temperature 10.6.1.3 X -- -
Cold test at minimum storage temperature 10.6.1.4 X --- -—-
Damp-heat test 10.6.1.5 X - -
Cyclic temperature with humidity 10.6.1.6 X - ——
Vibration 10.6.2.1 X — -
Shock 10.6.2.2 X - —
Bump 10.6.2.3 X --- -
Seismic 10.6.2.4 X -—- -
Reverse polarity and slow ramp 10.6.6 X — —
Safety-related tests
Clearances and creepage distances 10.6.3 --- X ---
Accessible parts test 10.6.2.5 --- X ---
IP rating 10.6.2.6 --- X ---
Impulse voltage 10.6.4.2 --- X ---
AC or d.c. dielectric voltage 10.6.4.3 --- X X
Insulation resistance 10.6.4.4 X - —
Protective bonding resistance 10.6.4.5 --- X ---
Protective bonding continuity 10.6.4.5.2 --- --- X
Flammability of insulating materials, components and 10.6.5.2 --- xd ---
fire enclosures ¢
Single-fault condition 10.6.5.5 --- X ---
Electrical environment tests
Maximum temperature of parts and materials 10.6.5.1 X -- -
Thermal short time 10.6.5.3 X - -
Output relay, make and carry 10.6.5.4 X . —

a

Validation tests are normally carried out as type tests during product development but they may have an
impact on product safety. After validation testing, the equipment under test should be checked for compliance
with safety requirements, for example, due to cracking or distortion of parts providing insulation.

Compliance with type-test requirements may be carried out by testing, measurement, visual inspection or
assessment, as appropriate, for example, clearance and creepage distance measurement (or visual
inspection where the distances are obviously large) or technical argument such as assessment of single-fault
conditions where the result would be known. There shall be no electrical shock or fire hazard during or after
conducting the normally applied type tests to demonstrate claimed compliance.

For sample test guidance, refer to 10.6.4.3.2.3. of IEC 60255-27:2013

Testing of plastic parts may be necessary where the material does not meet the minimum flammability
specified in Clause 7 of IEC 60255-27:2013 or its thickness is below the minimum specified for that material
to achieve the required minimum flammability.

X applicable

--- not applicable
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11 Storage and transportation, operating conditions, power supply

11.1 Storage and transportation

11.1.1 Climatic conditions

11.1.1.1 Storage

The terminal may be stored in partially open air locations and be partially exposed to limited
wind-driven precipitation. Therefore the APLC terminal, together with its packaging and

protection (not the terminal itself), shall meet the requirements of IEC 60721-3-1, class 1K5,
as shown in Table 5.

Table 5 — Classification of climatic conditions [Table 1 of IEC 60721-3-1:1997]1

Environmental Class 10)

parameter

Unit 1K1 1K2 1K3 1K4 1K5 1K6 1K7 1K8 1K9 1K10 1K11
11) 11)

a) Low air °C | +208) | +5 -5 -25 -40 -55 -20 -33 -65 +5 -20
temperature

b) High air °C +256) | +40 +45 +55 +70 +70 +35 +40 +55 +40 +55
temperature

c) Low relative % 20 5 5 10 10 10 20 15 4 30 4
humidity 1)

d) High relative % 75 85 95 100 100 100 100 100 100 100 100
humidity 1)

e) Low absolute g/m?® 4 1 1 0,5 0,1 0,02 0,9 0,26 | 0,003 6 0,9
humidity 1)

f) High absolute g/m3 15 25 29 29 35 35 22 25 36 36 27
humidity 1)

g) Rate of change °C/min 0,1 0,5 0,5 0,5 1,0 1,0 0,5 0,5 0,5 0,5 0,5
of temperature 2

h) g)ow air pressure kPa 70 70 70 70 70 70 70 70 70 70 70

i) é—{igh air pressure | kPa 106 106 106 106 106 106 106 106 106 106 106

j) Solar radiation W/m? 500 700 700 1120 | 1120 | 1120 | 1120 | 1120 | 1120 | 1120 | 1120

k) Heat radiation None No n n 7 n n 7 n n 7 n
1) Movement of mss | 05 | 1,08 |108 [10®8 |508 |508 | & 8 & | 508 | 50
furrounding air
)
m) Condensation None No No Yes Yes Yes Yes Yes Yes Yes Yes Yes
n) Precipitation None No No No |[Yes? |Yes? |Yes? | Yes Yes Yes Yes Yes
(rain, snow, hail,
etc.)
o) Rain intensity mm/min [ None | None | None nge nge nge 6 6 15 15 15
p) Low rain °C None | None | None nge nge nge +5 +5 +5 +5 +5
temperature °
q) Water from None No No 7 7 7 7 7 7 7 7 7
sources other
than rain
r) Formation of ice | None No No Yes Yes Yes Yes Yes Yes Yes No Yes
and frost
1 The cross-references in this table refer to IEC 60721-3-1:1997. Documents
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Notes:

") The low and high relative humidity’s are limited by the low and high absolute humidity’s, so that, for example, for
environmental parameters a) and c), or b) and d), the severities given in Table 1 do not occur simultaneously.

2)  Averaged over a period of time of 5 min.

3) The value of 70 kPa represents a limit for open-air conditions, normally at an altitude of 3000m. In some
geographical areas, open-air conditions may occur at higher altitudes. Conditions in mines are not considered.

4) A cooling system based on non-assisted convection may be disturbed by adverse movement of surrounding air.

5 This rain temperature should be considered together with high air temperature b) and solar radiation j). The cooling
effect of the rain has to be considered in connection with the surface temperature of the product.

6) These are air-conditioned locations with a tolerance of 2 °C on stated temperature value.
7) Conditions occurring at the location concerned to be selected from Table 2.
8) If applicable, a special value may be selected from Table 2.

9  Applies to wind-driven precipitation at partially weather protected locations.
10

The classes of climatic conditions of this document include the classes of IEC 60721-3-3 and IEC 60721-3-4 as
follows:

1K1 covers 3K1  1K3 covers 3K5 1K5 covers 3K7  1K7 covers 4K1  1K9 covers 4K4 1K11 covers 4K6
1K2 covers 3K3 1K4 covers 3K6 1K6 covers 3K8 1K8 covers 4K2 1K10 covers 4K5

™) Further information on classes 1K10 (tropical damp) and 1K11 (tropical dry) is given in Annex C.

For any worse conditions that may arise, for example in very cold or very wet countries, refer
directly to IEC 60721-3-1:1997, A.2.1.

11.1.1.2 Transportation

The requirement is for the terminal, including protection (not the terminal itself) depends on
the means of transportation and the transportation route.

IEC 60721-3-2 can serve as reference guide for transportation. Note that the conditions apply
for the terminal together with its packaging, pallet and all the protections suitable for each
particular means of transportation.

11.1.1.3 List of climatic tests for storage and transportation

Table 6 gives the minimum set of type tests to be carried out to demonstrate the conformity of

the terminal.
Table 6 — Climatic tests for storage and transportation
Climatic Tests
Test IEC Standard Temperature Relative Duration
Humidity
Cold IEC 60068-2-1 Test Ab -40 °C No 16 hours
Dry heat IEC 60068-2-2 Test Bb +70 °C No 16 hours
Damp heat cyclic | IEC 60068-2-30 Test Db +40 °C 95 % (12 + 12 hours)

X 2 cycles

11.1.2 Mechanical

The packing is of primary importance in the withstanding of the terminal to mechanical
constraints during transportation and storage and shall be adapted to the different conditions
that may be encountered.
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The normal transportation conditions include all kinds of lorries and trailers in areas with a
well-developed road system, transportation by planes, modern train system and ships. This
corresponds to class 2M1 of the IEC 60721-3-2.

For any worse transportation conditions, for example transportation in areas without a well-
developed road system, it is recommended to pack the terminal respecting class 2M2 of
IEC 60721-3-2.

If testing is required, the following standards shall be applied:

e Sinusoidal vibrations (IEC 60068-2-6)
e Shocks (IEC 60068-2-27)
e Free fall and toppling (IEC 60068-2-31)

11.2 Operating conditions
11.2.1 Climatic conditions

Usually, APLC terminal equipment is installed in the telecom room building of the substation.
This room may not always be air conditioned. In any case the room is equipped with a heating
system. Consequently, the APLC terminal equipment shall meet the requirement of
IEC 60721-3-3 class 3K5, amended as follows:

e High air temperature:
- +45°C
— +55 °C for not more 24 hours per month without any degradation of performances.

e Low air temperature:

— To prevent from a complete loss of APLC communication in case of failure of the
heating system in very cold countries, the terminal shall operate without damage at
temperatures down to —10 °C for a period of at least 16 hours per month without any
degradation of performance and the lowest temperature for cold start shall be 0 °C.

e Condensation, formation of ice:

— In normal operation the formation of ice shall not occur. The terminal equipment shall
not be exposed to any type of water.

— Temporary condensation may occur during maintenance when spare parts are
introduced which have been stored at a lower temperature than that prevailing in the
telecommunication terminal environment.
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Table 7 — Classification of climatic conditions from
Table 1 of IEC 60721-3-3:20022

Class
Environmental parameter Unit
3K1 | 3K2 | 3K3 | 3K4 | 3K5 | 3K6 | 3K7 | 3K7L | 3K8 | 3K8H | 3K8L | 3K9®) | 3K10®)
a) Low air temperature °C +20%) | +15 | +5 +5 5 | 25 | —40 | -40 | -55 | —25 | -55 | +5 -20
b) High air temperature 5 °C +25%) | +30 | +40 | +405 | +455) | +55 | +70 | +40 | +70 | +70 | +55 | +40 | +55
c¢) Low relative humidity % 20 10 5 5 5 10 10 10 10 10 10 30 4
d) High relative humidity % 75 75 85 95 95 100 100 100 100 100 100 100 100
e) Low absolute humidity g/m3 4 2 1 1 1 0,5 0,1 0,1 0,02 | 05 | 0,02 6 0,9
f) High absolute humidity g/m3 15 22 25 29 29 29 35 35 35 35 29 36 27
9) Rate of change °Cimin | 01 | 05 | 05 | 05 | 05 | 05 | 10 | 10 | 10 | 10 | 1.0 | 1.0 | 10
of temperature
h) Low air pressure N kPa 70 70 70 70 70 70 70 70 70 70 70 70 70
i) High air pressure ) kPa 106 106 106 106 106 106 106 106 106 106 106 106 106
j) Solar radiation W/m? 500 | 700 | 700 | 700 | 700 | 1120 | 1120 | None | 1120 | 1120 | 1120 | 1120 | 1120
k) Heat radiation None No 6) 6) 6) 6) 6) 6) 6) 6) 6) 6) &) &)
) Movement ."ﬁf‘”‘ m/s 05 | 1,09 | 1,09 | 1,09 | 1,09 | 1,09 | 509 | 5,09 | 509 | 5,09 | 5,09 | 509 | 5,05
rounding air
m) Condensation None No No No Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes
n) Wind-driven
precipitation None No No No No No Yes Yes Yes Yes Yes Yes Yes Yes
(rain, snow, hail, etc.)
O) Water from sgurces None No No No 6) 6) 6) 6) 6) 6) 6) 6) 6) 6)
other than rain
p) Formation of ice None No No No No Yes Yes Yes Yes Yes Yes Yes No Yes
") Averaged over a period of time of 5 min.
2) Conditions in mines are not considered.
3) These are air-conditioned locations with a tolerance of +2 °C on stated temperature values.
4) A cooling system based on non-assisted convection may be disturbed by adverse movement of surrounding air.
5 If applicable, a special value may be selected from table 2.
6) Conditions occurring at the locations concerned to be selected from table 2.
7) Severity value of 70 kPa covers worldwide application (altitudes up to 3 000 m). For some restricted applications, a
value may be selected from table 2.
8) Further information on classes 3K9 (tropical damp) and 3K10 (tropical dry) is given in annex E.

11.2.2 Mechanical

The terminal is generally installed in the telecommunication room of electricity substations,
where the vibrations are of low significance. Therefore the APLC terminal equipment shall
meet the requirements of class 3M1, as specified in Table 6 of IEC 60721-3-3:2002 (see
Table 8). Only when located very close to sources of high vibrations (e.g. generators within
power stations) a higher level shall be applied.

2 The cross-references in this table refer to IEC 60721-3-3:2002. Documents
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Table 8 — Classification of mechanical conditions from
Table 6 of IEC 60721-3-3:2002

Class
Environmental parameter Unit
3M1 3M2 3M3 3M4 3M5 3M6 3M7 3M8
a) Stationary vibratation,
sinusoidal:
displacement amplitude mm |0,3 1,5 1,5 3,0 3,0 7,0 10 15
acceleration amplitude m/s? 1 5 5 10 10 20 30 50
frequency range Hz |2-9 9-200|2-9 9-200|2-9 9-200|2-9 9-200(2-9 9-200 (2-9 9-200(2-9 9-200(2-9 9-200
b)  Non-stationary vibration
including shock:
(see figure 1)
shock response spectrum type L,
peak acceleration & m/s? 40 40 70 None None None None None
shock response spectrum type I,
peak acceleration & m/s? None None None 100 None None None None
shock response spectrum type II,
peak acceleration & m/s? None None None None 250 250 250 250

The following mechanical tests shall be carried out:

e Sinusoidal vibrations (IEC 60068-2-6)
e Shocks (IEC 60068-2-27)

Any other specific requirements for the mechanical environment, for example earthquake
withstanding or installation in harsh industrial environment shall be taken into account at the
level of the cabinet, not at the level of the APLC terminal itself.

11.2.3 Operating conditions set of tests

Tables 9, 10 and 11 give the minimum set of type test to be carried out to demonstrate the
conformity of the terminal for climatic and mechanical conditions withstanding.

The way the tests have to be carried out, the performance criteria and the configuration of the
terminal to be tested are described in the appropriate section of this document.

Table 9 — Climatic tests

Test IEC Standard Temperature Relative Duration
Humidity

Cold (nominal)" IEC 60068-2-1 Test Ae 0°C No 24 hours

Cold (limit) 1 2) IEC 60068-2-1 Test Ae -10 °C No 16 hours

Dry Heat IEC 60068-2-2 Test Be +55 °C No 24 hours

1) If the test at the cold limit temperature is extended to duration of 24 hours, the test at the nominal temperature
can be skipped.

2) Cold start not required at —=10°C
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Table 10 — Sinusoidal vibration test

IEC 62488-2:2017 © |IEC 2017

Ref. IEC Standard

IEC 60068-2-6 — Test Fc. Both vibration response and vibration endurance?) tests

shall be carried out

Frequency range Displacement Acceleration Axes
1Hz-10 Hz 0,3 mm - 3 axes
10 Hz — 200 Hz - 1 m/s?) 3 axes

2) Endurance by sweeping should be preferred, with 10 sweep cycles in each axis

Table 11 — Non-repetitive shock test

Ref. IEC Standard IEC 60068-2-27 — Test Ea

Pulse Shape Half-sine

Peak Acceleration 40 m/s?

Duration 11 ms

Number of shocks 18 3 successive shocks in each direction of 3 mutually
perpendicular axes

11.3 Power supply
11.3.1  AC supply

Nominal AC voltages shall be in accordance with the preferred values listed in IEC 60038.

The following values are the most common:

50 Hz or 60 Hz
60 Hz

230 V10 %

120V £ 10 %

The frequency tolerance shall be +5 % and harmonic content <10 %.

11.3.2 DC supply
11.3.2.1 General

Nominal DC voltages shall be in accordance with the preferred values listed in standard
IEC 60038. The following values are the most common.

24V +20 %, -15 %
48 V +20 %, -15 %

The residual ripple peak-to-peak shall be <5 %.

The terminal shall be capable of operating in any of the following conditions:

e Positive pole earthed,
o Negative pole earthed,

e No reference to earth.
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