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INTERNATIONAL ELECTROTECHNICAL COMMISSION

METHODS OF MEASUREMENT FOR DIGITAL NETWORK -

Performance characteristics of terrestrial digital
multimedia transmission network

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote international
co-operation on all questions concerning standardization in the electrical and electronic fields. To this end and in
addition to other activities, IEC publishes International Standards, Technical Specifications, Technical Reports,
Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC Publication(s)”). Their
preparation is entrusted to technical committees; any IEC National Committee interested in the subject dealt with
may participate in this preparatory work. International, governmental and non-governmental organizations liaising
with the IEC also participate in this preparation. IEC collaborates closely with the International Organization for
Standardization (ISO) in accordance with conditions determined by agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international
consensus of opinion on the relevant subjects since each technical committee has representation from all
interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications
transparently to the maximum extent possible in their national and regional publications. Any divergence between
any IEC Publication and the corresponding national or regional publication shall be clearly indicated in the latter.

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any
services carried out by independent certification bodies.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and
members of its technical committees and IEC National Committees for any personal injury, property damage or
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and expenses
arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
indispensable for the correct application of this publication.

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of patent
rights. IEC shall not be held responsible for identifying any or all such patent rights.

International Standard IEC 62553 has been prepared by subcommittee IEC technical
committee 103: Transmitting equipment for radiocommunication.

The text of this standard is based on the following documents:

CbhV Report on voting
103/89/CDV 103/106/RVC

Full information on the voting for the approval of this standard can be found in the report on
voting indicated in the above table.

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2.
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The committee has decided that the contents of this publication will remain unchanged until the
stability date indicated on the IEC web site under "http://webstore.iec.ch" in the data related to
the specific publication. At this date, the publication will be

* reconfirmed,

* withdrawn,

* replaced by a revised edition, or
+ amended.

IMPORTANT - The 'colour inside’ logo on the cover page of this publication indicates
that it contains colours which are considered to be useful for the correct understanding
of its contents. Users should therefore print this document using a colour printer.
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METHODS OF MEASUREMENT FOR DIGITAL NETWORK -

Performance characteristics of terrestrial digital
multimedia transmission network

1 Scope

When a transmission network for digital terrestrial television broadcasting (DTTB) is being
deployed, new networking technologies such as the Single Frequency Network (SFN) can be
employed excelling the conventional analogue TV systems. However, new technical evaluation
parameters are introduced for installing SFN systems. In addition new quality evaluation
methods are also established in order to achieve stable and high-quality broadcasting services
avoiding the cliff effect, which is one of the typical phenomena in the digital transmission that the
signal quality is abruptly degraded when the received C/N becomes just lower than a specific
value representing the system limit.

Given the background described above, this International Standard has the purposes of

e establishing measuring methods that enable the objective evaluation of the performance of
transmission networks so as to make stable DTTB services a reality,

e establishing a technical baseline, such as a definition of technical terms, to standardize
measuring methods.

The measurement methods described in this standard are intended for digital terrestrial
television transmission network test and validation. The measurement methods for digital
terrestrial transmitter are not included in this standard. These methods are described in
IEC 62273-1.

This standard does not give any regulations and/or mandatory requirements. The specifications
and requirements defined for each system have priority over this standard. However, there may
be some cases where details are not specified in each individual specification or different
systems should be evaluated under a common measurement method. The purpose of this
standard is to provide a common technical baseline that makes measurement results
comparable in all cases.

2 Normative references

The following documents, in whole or in part, are normatively referenced in this document and
are indispensable for its application. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments)
applies.

IEC 62273-1:2007, Methods of measurement for radio transmitters — Performance
characteristics of terrestrial digital televisiont transmitters

ISO/IEC 13818-1:2007, Information technology — Generic coding of moving pictures and
associated audio information: Systems

Amendments 1 to 6

TR 101 190, Digital video broadcasting (DVB); implementation guidelines for DVB Terrestrial
services;Transmission aspects
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TS 101 191, Digital video broadcasting (DVB); DVB mega-frame for Single Frequency Network
(SFN) synchronization

TR 102 377, Digital Video Broadcasting (DVB); DVB-H Implementation Guidelines

ARIB STD-B31, Transmission system for digital terrestrial television broadcasting

3 Terms and abbreviations

ADC Analog to Digital Converter

ARIB Association of Radio Industries and Businesses
ASI Asynchronous Serial Interface

ATM Asynchronous Transfer Mode

BER Bit Error Ratio

C/N Carrier to Noise rate

CPU Central Processing Unit

DTTB Digital Terrestrial Television Broadcasting

DVB Digital Video Broadcasting

DVB-H DVB Handheld
DVB-T DVB Terrestrial

D/U Desired to Undesired Signal Ratio

END Equivalent Noise Degradation

ETSI European Telecommunication Standards Institute
FFT Fast Fourier Transform

GPS Global Positioning System

IF Intermediate Frequency

IFFT Inverse Fast Fourier Transform

1P ISDB-T Information Packet

IP Internet Protocol

ISDB-T Integrated Services Digital Broadcasting — Terrestrial

IS Inter Symbol Interference

ISO International Organization for Standardization

ITU International Telecommunication Union

JEITA Japan Electronics and Information Technology Industries Association
MER Modulation Error Ratio

MFN Multi-Frequency Network

MIP Mega-frame Initialization Packet

MMSE Minimum Mean Square Error

MPEG Moving Picture Experts Group

OFDM Orthogonal Frequency Division Multiplex

PCR Program Clock Reference

PCR_AC PCR Accuracy

PCR_FO PCR Offset

PCR_OJ PCR Overall Jitter

PDH Plesiochronous Digital Hierarchy Documents
Document Sharing Hub
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PRBS Pseudo Random Binary Sequence

PID Packet Identifier

PLL Phased Locked Loop

PN Pseudo Random Noise

QAM Quadrature Amplitude Modulation

RBW Resolution Bandwidth

RF Radio Frequency

RS Reed-Solomon

SDH Synchronous Digital Hierarchy

SFN Single Frequency Network

SP Scattered Pilot signal

SPI Synchronous Parallel Interface

STL Studio to Transmitter Link

STS Synchronization Time Stamp

TMCC Transmission and Multiplex Configuration Control signal
TS Transport Stream

TTL Transmitter to Transmitter Link

TV TeleVision

UHF Ultra-High Frequency (300 MHz to 3 000 MHz)
ul Unit Interval

VBW Video Bandwidth

VHF Very High Frequency (30 MHz to 300 MHz)
VLAN Virtual Local Area Network

4 General conditions of measurement

4.1 Definitions and classifications of digital terrestrial TV transmission network
411 General

The digital terrestrial broadcasting transmission networks defined in this standard consist of two
or more Digital Tv transmitters, relay lines (SDH or PDH contribution link: e.g. satellite, ATM
radio, ATM optical fibre, IP Ethernet VLAN), broadcast-wave relay stations (called Gap-Filler or
Transposer) through which the same broadcasting program is transmitted. Figure 1 shows an
example of the transmission network.

The network is classified in 4.1.2 and 4.1.3 according to the following conditions

a) Assigned frequencies of each transmitter station which compose the network.
b) Signal transmission method between transmitter stations.
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IEC 2134/12

Figure 1 — Example of transmission network

4.1.2 Network classification for transmitting frequencies

SFN: Transmission network which is composed by plural transmitter stations whose assigned
frequencies are the same. In Figure 1, transmitter stations, which are marked #1,#2,#3, and #5
and use the same transmitting frequency f1, compose the SFN.

MFN: transmission network which is composed by plural transmitter stations whose assigned
frequencies are different. In Figure 1, #2 transmitter stations whose assigned frequency is f1
and #4 transmitter station whose assigned frequency is f2 compose the MFN.

In case of SFN, transmission parameters of each transmitter station should satisfy the following
conditions:
The difference of transmitted frequency of each station should be within a specified range.

If necessary, the difference of sampling frequency of transmitted OFDM signals of each
station should be within a specified range.

Waveform of transmitted signals means the channel modulation of each station should be
the same. It means that the data contents of modulation of each station should be the same.

The difference of transmission timing of each transmitter station should be within a specified
range.

The synchronized operation of each station shall be necessary. For synchronized operation,
GPS time reference is used as a network reference signal or network should be locked to
GPS time reference.
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4.1.3 Network classification on useable contribution links for signal transport system
between stations

Different contribution links for signal transport system between stations are investigated and
mentioned in Table 1.

Table 1 — Classification of contribution link

Contribution link

Transmission system

Signal

STL(Studio to Transmitter
Link)

Transport Stream transmission
system

Digitalized Broadcast program and
control information(note)

IF transmission system

Modulated OFDM signal(note)

TTL(Transmitter to
Transmitter Link)

Transport Stream transmission
system

Digitalized Broadcast program and
control information(note)

IF transmission system

Modulated OFDM signal(note)

Broadcast wave relay

Broadcast wave relay system

Modulated OFDM signal(note)

NOTE Refer to 4.2.2 for signal form.

4.2 Signal form
4.21 TS signal form

Signal form in which digitalized broadcast program contents and control information are
multiplexed. For details of signal format, the following documents should be referred.

e DVB-T/H system: ETSI TR 101 190, ETSI TR 102 377
e |ISDB-T system: ARIB STD-B31 Operational Guideline chapter 5.5

4.2.2 IF signal form

OFDM signal which is modulated by digitalized broadcast signal. For details of signal format, the
following documents should be referred.

e DVB-T system: ETSI TR 101 190, ETSI TR 102 377
e |ISDB-T system; ARIB STD-B31 Main body

4.3 Test signals and auxiliary signals for measurement
4.31 Test signals

As test signals for measurement, the following signals can be used. The broadcasting Transport
Stream signal used for on-air services, or the equivalent broadcasting Transport Stream signal
in it, or the OFDM signal used for on-air.

The specifications of the test signals should be specified for each system, but unless specified,
for OFDM signal, the following transmission parameter set should apply, see Tables 2 and 3:

Table 2 — Parameter set of OFDM signal for test in ISDB-T system

Parameter Value
Channel bandwidth 6 MHz
Number of carriers 8k
Guard interval ratio 1/8
Time interleave (see note) 1=2
Carrier modulation 64QAM
Coding rate of inner code 3/4 or 7/8
NOTE Apply for ISDB-T system.
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Table 3 — Parameter set of OFDM signal for test in DVB-T/H system

Parameter Value
Channel bandwidth 6 MHz / 7 MHz / 8 MHz
Number of carriers 8k
Guard interval ratio 1/8
Time interleave(see note) Native
Carrier modulation 64QAM
Coding rate of inner code 2/3
NOTE Apply for DVB-T/H system.

4.3.2 Auxiliary signals for measurement

4.3.2.1 General

For measurement of signal delay, the auxiliary signals shown below are used.
4.3.2.2 Reference signal

a) 10 MHz signal; 10 MHz reference signal which is synchronized to GPS.

b) Sample clock pulse (see note); reference signal which is synchronized to Broadcast TS
signal or sample clock signal of OFDM signal.

NOTE For 6 MHz ISDB-T system, its frequency is 512/63 MHz.
4.3.2.3 1 pps signal

Used for signal delay measurement within 1 s, unless specified, leading edge of 1 pps signal and
up edge of 10 MHz sine wave signal should coincide.

1 pps signal and 10 MHz reference signal are obtained by making use of Reference signal
generator with GPS synchronization.

4.3.2.4 Frame sync. Signal
Frame sync. Signal is extracted from frame synchronization information multiplexed in

broadcast TS signal described in 4.2.1. In case of OFDM signal, frame sync. signal is
regenerated from demodulator timing recovery circuit.

Frame sync. Signal may be used as a reference signal for signal delay measurement. The
relationship between frame sync. Signal and sample clock should be specified for each system.

In addition, it is possible to widen the measurement range to more than 1 frame, by making use
of the following information which is multiplexed in Transport stream.

e DVB-T system: mega-frame information, refer to ETSI TS 101 191.
o |ISDB-T system: frame identification signal, refer to ARIB STD-B31.

5 Methods of measurement for signal delay time

5.1 Scope

Management of signal delay in transmission network is one important issue for SFN operation in
Digital Terrestrial Broadcasting Network. In this clause, measurement methods for signal delay
of transmission lines and equipments, and for relative delay time difference betwe i
quip Y Dédiiffients
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transmission links are described. Signal delay of video and audio encoder/decoder is out of
scope.

5.2 Definition of signal delay time

5.21 Delay time

As shown in Figure 2 a), delay time should be defined as the delay time between input signal and
output signal of same transmission link.

Kinds of signal type of input/output are described in Table 4.

5.2.2 Relative delay time difference

As shown in Figure 2 b), relative delay time difference should be defined as the relative time
difference between outputs of different transmission links.

Kinds of signal type of input/output are described in Table 4.

Input signal (point #1) Transmission link Output signal (point #2)

[
»

<4—— Delay time ——»

IF 213K/192

Figure 2 a) — Delay time definition

Input » Transmission link Output signg] #1(point #1)
signal | Divide #1 Relative delay time difference
» Transmission link —> )
49 Output signal #2(point #2)

IF 212R/12

Figure 2 b) — Definition of relative delay time difference

Figure 2 — Delay time and relative delay time difference definitons

Table 4 - Combination of signal type

Measurement item

Measurement point #1

Measurement point #2

Delay time

Broadcast TS signal

Broadcast TS signal

Broadcast TS signal

OFDM signal

OFDM signal

OFDM signal

Relative delay time

difference

Broadcast TS signal

Broadcast TS signal

OFDM signal

OFDM signal

NOTE See details for signal type in Clause 4.

5.3 Direct/indirect measurement

5.3.1 General

As defined in 5.2, both signal delay and relative delay time difference are given as the time
difference between measurement point #1 and #2.
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Two measurement systems are considered according to the compared signal. One is direct
comparison of signals of #1 and #2; this measurement system is defined as direct measurement
system in this standard. On the other hand, the signal timing of points #1 and #2 are measured
by making use of common reference signal, this measurement system is defined as indirect
measurement system in this standard.

Details of these two systems are described below.

5.3.2 Direct measurement system

Measurement method in which signals at two measuring points are directly compared and
measured delay time in this method, input signal is defined as reference signal and output signal
is defined as measured signal. Concept of this method is shown in Figure 3a).

5.3.3 Indirect measurement system

Measurement method in which the common reference signal is used as a reference of signal
delay measurement. As shown in Figure 3b), each measured signal at each measuring point is
compared by reference signal and measure the time difference between reference signal and
measured signal at each measuring points. The time difference of measurement results is
defined as delay time in this method.

Reference signal

Measurement
Measured | Measurement result = At
signal system
Input signal Transmission Output signal
i system i
1 |
| Delay time ' PR
< y : Delay time = At
IF 2127/192
Figure 3a) — Direct measurement method
Reference
) signal Measurement
Reference signal Measurement Measureq |Measurement, | result = At2
Measurement| | result = At1 signal system #2
Measured signal | system #1
—
Input signal Transmission | Output signal >
' system !
i i
1 ]
! !
i Delay time i
'« y > Delay time = At2 — At1

IF 2138/192

Figure 3b) — Indirect measurement method
Figure 3 — Direct and indirect measurement method

5.4 Measurement place

The measurement system is defined regarding measurement place.
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Places of measurement of points #1 and #2 are in same place, this case is defined as
measurement in same place. Measurement of signal delay of transmission equipment is one of
these types.

On the other hand, places of measurement of points #1 and #2 are in different place, this case
is defined as measurement in different places. Measurement of transmission time difference of
different station is one of these types.

5.5 Classification of measurement system

According to the parameters defined in 5.2 through 5.4, measurement systems are classified
into 16 cases shown in Table 5.

Examples and measurement systems of each case are described below:

a) Case 1:this is a typical case as a measurement of transmission delay of TS transmission line
and/or TS transmission equipment in same station. An example of measurement system is
shown in Clause A.1.

b) Case 2: signal delay of OFDM modulator is the typical case. The input signal format is TS,
and output format is OFDM modulated RF signal. In this case, frame synchronization timing
of both signals are compared. An example of measurement system is shown in Clause A.1.

c) Case 3: this is typical case as a measurement of transmission delay of RF transmission line
and/or RF transmission equipment in same station. An example of measurement system is
shown in Clause A.1.

d) Case4: Thisis as case 3, but measurement method is different. An example of measurement
system is shown in Clause A.2

e) Case 5: this is typical case as a measurement of transmission delay of TS transmission link
between different stations. Common frame sync. Signal is used as reference signal. In this
case, time difference of reference signal at different positions should be exactly measured
before. An example of measurement system is shown in Clause A.3.

f) Case 6: this is typical case as a measurement of transmission delay of RF transmission link
between different stations. Common frame sync. Signal is used as reference signal. In this
case, time difference of reference signal at different position should be exactly measured
before. An example of measurement system is shown in Clause A.3.

g) Case 7: this is typical case as a measurement of transmission delay of TS transmission link
between different stations. 1 pps signal of GPS is used as reference signal. An example of
measurement system is shown in Clause A.3.

h) Case 8: this is typical case as a measurement of transmission delay of RF transmission link
between different stations. 1 pps signal of GPS is used as reference signal. An example of
measurement system is shown in Clause A.4.

i) Case 9—case 12:in case that different TS/RF transmission links are used as redundant, the
time difference of different transmission outputs should be measured in the same station.
The measurement systems are similar to case 1 — case 4,

j) Case 13 — case 16: these are popular in transmission network composed by different TS/RF
transmission links to different stations. These measurement systems are used to verify the
time difference of different stations. The measurement systems are similar to case 5 — case
8.

For cases 13 and 14, time difference of reference signal (frame sync. signal) at different places
may be measured by 1 pps signal, or other method previously.
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6 Methods of measurement for performances of radio wave relay station

6.1 Scope

A broadcast wave relay station is important to cover the area where radio wave field strength of
main station is not strong enough for receiver. As an example, Gap filler is one of this type of
stations. This station type is useful because another frequency resource and/or transmission
link is not necessary, and also possible to reduce infrastructure cost.

But, in this type of network, relay station receives and re-transmits the signal. Therefore, signal
degradation caused by the rebroadcasting should be accumulated. For this reason, it is
important to measure and estimate total signal quality for this type of network.

6.2 Measurement diagram and measurement items
6.2.1 General

Measurement diagram and measurement items shall be specified for each system. But unless
specified, the following will be used.

6.2.2 Measurement diagram

Measurement diagram of relay station should be classified following two cases, according to
the purpose of measurement/evaluation.
a) Measurement for the performances of received signal of relay station
In case of measurement for the performances of relay station only, the measurement
diagram shown in Figure 4 should be applied.

Measurement
point A

Receiving signal ivi
9°19 —> Receiving Antenna output signal

(broadcast signal) antenna Output terminal

IEC 2139/12

Figure 4 — Measurement diagram of received signal of relay station (case a))

b) Measurement for the performance of transmission network chain

In case of measurement for the performances of transmission network chain, the
measurement diagram shown in Figure 5 should be applied.

Receiving signal Broadcast-wave | ____, Transmitting signal

(broadcast signal) relay transmitter

Measurement point B Measurement point C
Input monitor terminal Output monitor terminal
Monitor output signal Monitor output signal

IF 214Nn/12

NOTE The signal to be measured is RF signal.

Figure 5 — Measurement diagram of relay station (case b))
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6.2.3 Measurement items

Measurement items should be specified for each system, but unless specified, measurement
items given in Table 6 may be referred.

In Table 6, measurement methods which are common for ones specified in IEC 62273-1 are
marked. For these methods, details should refer to IEC 62273-1.

In addition, these methods given in Table 6, can be applicable for the measurement of received
signal quality.

Table 6 — An example of measurement items for Relay station

Measurement item Relay Input signal Signal quality Note
station only quality through relay (method of measurement)
(note 1) (note 2) station
(note 3)

(General characteristics of transmitter)
Frequency X X See 5.1 of 62273-1
Output power X X See 5.2 of 62273-1
Spurious domain X X See 5.3 of 62273-1
emission
Out of band emission X X See 5.4 of 62273-1
Occupied bandwidth X X See 5.5 of 62273-1
Power consumption X See 5.6 of 62273-1

(Input and output signal characteristics)

Shoulder X See 6.1 of 62273-1

MER X X X See 6.2 of 62273-1

BER; case 1 (note 4) X See 6.3 of 62273-1

BER; case 2 (note 5) X X See 6.3.1 of this standard
END(note 6) X X X See 6.4 of 62273-1

Phase noise X See 6.5 of 62273-1
Amplitude frequency X X X See 6.3.3 of this standard
characteristics

Delay profile X See 6.3.4 of this standard
Phase jitter X X X See 6.3.5 of this standard

NOTE 1 Measurement point: Figure 4 case a).
NOTE 2 Measurement point: Figure 5 case a).
NOTE 3 Measurement point: Figure 5 case b).
NOTE 4 Measurement method with PN signal.
NOTE 5 Simple measurement method using broadcast signal.

NOTE 6 For measurement of received signal END, it should be considered that receiving signal may imply noise
component. Therefore, the method of measurement for received signal is described in 6.3.2 of this standard.

6.3 Methods of measurement
6.3.1 General

In this subclause, methods of measurement which are not defined in IEC 62273-1 are
described.
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6.3.2 BER (case 2)
6.3.2.1 Definition

BER measurement of digital transmitter is defined in IEC 62273-1, 6.3.

But this method requests PN code as test signal. For this reason, BER measurement method
defined in IEC 62273-1 cannot be applied during transmitter operation.

But, in case of maintenance of a part of network, it is necessary to measure the network quality
in operation period simultaneously.

Considering the above situation, BER measurement methods which are applicable during
transmitter operation are described (see Figure 6).

6.3.2.2 Methods of measurement
Two methods are applicable.

a) Method to use Null Packet of broadcast signal.

Null packets are inserted to data packets stream to adjust the transmission speed. Data
byte area of Null Packets is set to 0”. As data byte area of Null packets are known, bit error
rate of received signal can be measured to count the difference bits at the output of decoder
portion of receiver.

An example of measurement method is described in B.1.1.
b) Simplified method to compare input signal and re-coded signal.

At receiver portion, BER is measured to compare the pre-decoded signal and post-decoded
and re-encoded signal, and next to count the number of different bits.

An example of measurement method is described in B.1.2.

This method is not always accurate in case that error correcting function does not work well.
Therefore, it is necessary to check that error correcting function operates well.
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System to be measured

____________________________ Measurement Measuring instrument system
! i Point T
§ Receiving | i OFDM ’
: t i . > . i
: antenna i Combiner Splitter demodulator i
| L% |
i ?etrl(;?/decc?jit;;vr;aevnet ' Variable v ;
: i| attenuator :
i ! Spectrum BER i
L ——— i A analyzer measuring !
i instrument :
Reference i Noise :
signal — | Generator i
generator ! i

IF 2141/12

Figure 6 — BER — Measurement method

6.3.3 Equivalent noise degradation (END)
6.3.3.1 General

END is one important measure to evaluate the broadcast-wave relay network quality and
received signal quality by replacing to equivalent Gaussian noise level which gives the same
signal quality impairments due to any kind of the causes of deteriorations such as interference,
non-linearity , multi-path, etc.

ENF(Equivalent noise floor) is another measure to evaluate the signal quality, in case the
degradation of signal quality is little.

NOTE In some cases, the term Equivalent C/N is used.

6.3.3.2 Definition

In Figure 7, C/N at 2 x 104 of theoretical curve is defined as Required C/N(dB)(see note), and
CIN at 2 x 104 of measured curve is defined as Superimposed C/N(dB) END(dB) is defined in
the following formula as the difference between Required C/N(dB) and Superimposed
C/N(dB).

NOTE Required C/N is different for transmission system and transmission parameter sets. Refer to Annex A of
EN 300 744 for the required C/N of DVB-T system, for ISDB-T system, refer to Annex A.1.5 of JEITA digital terrestrial
network handbook..
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Thearetical Measured
curve curve
BER
2% 104
AN— —
END(dB)
» C/N(dB)
Required Superimposed

C/N (dB) C/N (dB)
Figure 7 — Definition of END .
END (dB) =CN,44(dB) — CN(dB)
Here: CN,44(dB):Superimposed C/N(dB), CN, (dB):Required C/N(dB)

In case that the inherent degradation of OFDM demodulator which is used for measuring
instrument is not negligible, END(dB) is given in the following formula:

END (dB) = —10log4q (10" (= CNgq44/10) +10” (= CNy;, /10)) — CN,(dB)
Here: CNg;, (dB): inherent degradation of OFDM demodulator

ENF is defined as the ratio of signal power (C) to the additionally superimposed Gaussian
noise power (N) which gives the same BER as that brought by all of the deterioration causes.
The relationship between END and ENF at BER of 2 x 104 is introduced in the following
formula:

ENF(dB) = —10logy (10" (— CN/10) +107 (— (CN~+END) /10))

From the above formulas, measurement of CN,,4(dB) and CNy;, (dB) is necessary to calculate
END(dB) and ENF(dB).

For the methods of measurement for CN,4q(dB) and CNg, (dB), examples are shown in
Clause B 2.

6.3.4 Amplitude frequency characteristics
6.3.4.1 Measurement system

Figure 8 shows the set-up for measuring the amplitude-frequency characteristics.
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Measurement

) point E R Spectrum
Transmitter > analyzer

IF 2143/12

Figure 8 — Measurement diagram of amplitude-frequency characteristics

6.3.4.2 Methods of measurement

a) Connect a spectrum analyzer to a monitor point of the mask filter output.

b) Measure the amplitude-frequency response using the spectrum analyzer.

c) The setting of the spectrum analyzer should be as follows, and the averaging function may
be used if necessary.

Table 7 — Example of the parameter set of spectrum analyzer

Centre frequency SPAN RBW VBW Detect mode
Centre frequency of 6 MHz 30 kHz 300 Hz Posmv_e peak
modulated wave detection

6.3.5 Delay profile
6.3.5.1 Definition

In broadcast wave relay network, signal degradation such as amplitude-frequency distortion
and inter-symbol interference is caused by multi-path propagation. In addition, in case of SFN
(single frequency network) operation, relative time difference of plural signals sent from
different transmitters should be within specified time interval.

Delay profile measurement is necessary to verify above situation.

6.3.5.2 Method of measurement
Measurement
point A .
Measured > Delay profile
equipment (note) analyzer

IFC 2144/12

Figure 9 — Measurement block diagram of delay profile
Measurement diagram is shown in Figure 9.

Delay profile analyzer may be prepared for each system. Delay profile calculation process is
described in Clause B-3.

6.3.6 Phase jitter
6.3.6.1 Purpose

Inaccuracies of the symbol clock concerning absolute frequency, frequency drift and jitter may
introduce inter-symbol interference. Additionally, the accuracy of transmitted clock references
like the Program Clock Reference (PCR) can be influenced. Therefore the degradation of
signal quality due to symbol clock inaccuracies has to be negligible. Symbol clock jitter and
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accuracy can be degraded if the symbol clock is directly synthesized from an unstable TS data
clock. For this reason, the measurement should be performed while the transmitter is driven by
TS to ensure a worst case measurement is obtained.

6.3.6.2 Interface

Input signal (point #1) Output signal (point #2)
Transmission link %

\ 4

»

IF 214K/192

Measurement item Measurement point #1 Measurement point #2
Phase jitter Broadcast Transport Stream Broadcast Transport Stream
signal signal

6.3.6.3 Method

For measurements of the absolute frequency, frequency wander and timing jitter are of interest.
A PLL circuit can be used for synchronization to the symbol clock and according to the loop
bandwidth, timing jitter is suppressed and low frequency drift (wander) is still present at the
output of the loop oscillator. Jitter can be measured with an oscilloscope by triggering with the
extracted clock. Jitter is usually expressed as a peak-to-peak value in Ul (Unit Interval) where
one Ul is equal to one clock cycle (Tsymbol). For measurements of the absolute frequency and
frequency wander the output of the clock extractor can be used or the symbol clock directly
using an appropriate frequency counter.

PCR inaccuracy source

M

p.i —

C

| —— p. Delivery timing

\_ / delay

A PCR counter

Reference clock
f=27MHz + 1, (1)

IF 214AR/12
Figure 10 — Reference model

Reference points are indicated by dashed lines, see Figure 10. This is a model of an
encoder/multiplexer (up to reference point B) and a physical delivery mechanism or
communications network (between reference points B and C). The components of the model to
the left of reference point B are specific to a single PCR PID. The components of the model to
the right of reference point B relate to the whole Transport Stream. Measuring equipment can
usually only access the TS at reference point C.

The model consists of a system clock frequency oscillator with a nominal frequency of 27 MHz,
but whose actual frequency deviates from this by a function: fdev (p, t). This function depends
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on the time (t) and is specific to a single PCR PID (p). The Frequency Offset PCR_FO
measures the value of fdev (p, t).

The Drift Rate PCR_DR is the rate of change with time of fdev (p, t).

The system clock frequency oscillator drives a PCR counter which generates an idealized PCR
count, Np, i. p refers to the specific PCR PID p and i refer to the bit position in the transport
stream. To this is added a value from a PCR inaccuracy source, Mp,i to create the PCR value
seen in the stream, Pp,i. The simple relationship between these values is:

Pp,i=Np,i + M p,i (1)
Mp,i represents the Accuracy PCR_AC.

The physical delivery mechanism or communications network beyond point B introduces a
variable delay between the departure time Ti and the arrival time U; of bits:

Ui_Ti:D+Ji (2)

In the case of a PCR, U, is the time of arrival of the last bit of the last byte containing the PCR
base (ISO/IEC13818-1, 2.4.3.5). D is a constant representing the mean delay through the
communications network. Ji represents the jitter in the network delay and its mean value over
all time is defined to be zero. J;+ Mp,i is measured as the Overall Jitter PCR_OJ.

In the common case where the Transport Stream is constant bitrate, at reference point B the
Transport Stream is being transmitted at a constant bitrate R nominal. It is important to note
that in this reference model this bitrate is accurate and constant; there is no error contribution
from varying bitrate. This gives us an additional equation for the departure time of packets:

T, =Tp +—

3)

nom

TO is a constant representing the time of departure of the zero'th bit. Combining formulas 2 and
3 we have for the arrival time:

1

U; =Ty + +D+J; (4)

nom

NOTE PCR_accuracy_error.

The accuracy of £500 ns is intended to be sufficient from system clock.

This test should only be performed on constant bitrates TS as defined in ISO/IEC 13818-1,
2.1.7. This measurement refers to the physical layer of TS interconnection.

7 Methods of measurement for performances of signal quality improvement
instrument used in radio wave relay station

7.1 General

In transmission network chain composed by broadcast radio wave relay network, signal
degradation should be accumulated. To improve signal quality of transmission network chain,
several kinds of compensators (see note) may be introduced into network chain.
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Figure 11 shows the conceptual diagram of relay station using compensators.

Receiving Transmitting
Receiver Compensator — Transmitter

IFC: 2147/12

Figure 11 — Conceptual diagram of relay station using a compensator

In this clause, classification of compensators and methods of measurement for compensators
are described.

NOTE In this standard, the term compensator is used.
7.2 Classification of signal quality improvement instrument

Several types of compensators are proposed. Table 8 shows examples of compensators.

Table 8 — Compensators used in digital terrestrial broadcasting relay network

No. Equipment name Main function

1. Loop-back canceller It compensates the transmitted signal’s degradation caused by the coupling
between transmission and reception antennas of a SFN station. This
equipment also improves the equivalent C/N of the relay transmitter and
prevents an oscillation caused by the coupling.

2. Diversity receiver It compensates degradation of received signals due to multi-path and
fading.
3. Co-channel interference | It compensates degradation of received signals due to co-channel
canceller interference.
4. C/N reset equipment It compensates degradation of received signals caused by multi-stage relay

and the other various causes.

NOTE See Annex C for details of principle operation of each equipment.
7.3 Measurement diagram and measurement condition

The compensators described in Table 8 have different functions, different measurement
conditions and input/output signal form. Therefore, measurement items should be classified
into two groups, one is a group of common measurement items, the other is a group of different
measurement items for each equipment.

Common measurement items and measurement methods are described in 7.4 Measurement
items and measurement methods which should be defined for each instrument are described in
7.5.

7.4 Common measurement items

Common measurement items for different type of compensators are shown in Table 9 below.

In Table 9, measurement methods which are specified in IEC 62273-1 and 6.3 are marked. For
these methods, details should refer to these standards.
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Table 9 — Examples of measurement items for signal quality improvement instrument

(note 1)
Measurement item Loop-back Diversity Co-channel Remarks (method of
canceller receiver interference measurement)
canceller
(General characteristics of transmitter)
Input/output frequency X X X See 5.1 of 62273-1
Input/output power X X X See 5.2 of 62273-1
Spurious domain X X X See 5.3 of 62273-1
emission
Out of band emission X X X See 5.4 of 62273-1
Occupied bandwidth X X X See 5.5 of 62273-1
Power consumption X X See 5.6 of 62273-1
(Input and output signal characteristics)
Shoulder X X X See 6.1 of 62273-1
MER X X X See 6.2 of 62273-1
Amplitude frequency X X X See 6.3.3 of this standard
characteristics
END X X X See 6.4 of 62273-1 and
6.3.2 of this standard
Delay profile X X See 6.3.4 of this standard
Delay time difference X X (note 2)
between branch
NOTE 1 Methods of measurement for C/N reset equipment are different from other compensators because of
the difference of output signal format. But, items of (1) input signal frequency, (2) input signal level, (3)input
impedance, (4) power dissipation are common for others.
NOTE 2 Diversity receiver and co-channel interference canceller have plural input branches (receiving
antenna and receiver) and the output of these branches are combined under specified function. Therefore,
delay time difference of each branch should be managed within specified range. The methods of measurement
described in 5.3 may be adopted for this propose.

7.5 Methods of measurement for each kind of compensator

Each kind of compensators defined in Table 8 has different functions, therefore, methods of
measurement for each compensator should be different.

According to the difference of function, measurement methods of each compensator are
different.

Principles of each compensator and measurement methods are described in Annex C.
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Annex A
(informative)

Examples of measurement methods for signal delay

A.1  Examples of direct measurement method for signal delay and relative
delay time difference
A1.1 Scope

In this Annex, examples of measurement systems which are defined as cases 1, 2, 3 and 9, 10,
11 in 5.5 are given.

A.1.2

a) Measurement diagram

Measurement system

Figure A.1 shows the measurement diagram for the delay time of same transmission circuit.

Input #1 Output #2
Measured
\ » transmission
circuit
Measured
o timing #2
Measured timing ’ » Time difference
extraction(# 2) measurement
Measured (oscilloscope/
.| Measured timing timing #1 - counter)
extraction(# 1)

IFC: 2148/12

Figure A.1 — General measurement system for cases 1 to 3
Signal format of #1 and #2, measured timing extraction circuits are different for each case.
See Table A.1 for signal format and extraction circuits.

Table A.1 - Signal format and timing extraction of each case

Items Cases 1 and 9 Cases 2 and 10 Cases 3 and 11
#1 signal format TS signal TS signal OFDM signal
#2 signal format TS signal OFDM signal OFDM signal
Extraction #1 Frame sync. signal recovery Same as left OFDM demodulator

Extraction #2

Frame sy

nc. signal recovery

OFDM demodulator

OFDM demodulator

NOTE Details of measured timing extraction circuits are explained in A 1.4 of this Annex.

A1.3

Measurement procedure

a) The signals of each measurement points #1 and #2 are extracted and put into measured
timing extraction circuits #1 and #2.
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b) Each measured timing signals #1 and #2 are recovered at each measured timing extraction
circuit #1 and #2 and fed to the time difference measurement circuit.

c) Measure the time difference of two timing signals by using the time difference
measurement circuit, such as Oscilloscope and/or counter.

A1.4 Extraction of measured timing signals

Examples of measured timing extraction circuits are described below.
a) Measured timing extraction circuits from TS signal (Figure A.2)

This circuit is composed of converter for ASI-SPI and detection logic.

- i

| i

: 1

Broadcast TS signal ! Broadcast i Frame
(DVB-ASI) ! TS signal i synchronization

! | Converter ——®  Detection logic E signal

> DVALID T 4
! ASI _, SPI i

| PSYNC !

l :

! Clock !

! 1

l :

IF 214Q/12

Figure A.2 — Example of frame sync signal extracting part

The process of frame synchronization signal extraction is as follows

1) ASI-SPI conversion device.
DVB-ASI signal is converted into DVB-SPI signal.

The converted signal is a broadcast TS signal-data continuous, parallel state. The data rate
depends on each system.

2) Detection logic.

Detection logic detects the information for synchronization and transmission time, then
regenerates frame synchronization signal which is synchronized to frame timing of
broadcast TS signal. Specification of this circuit is different according to transmission
system. Examples are shown below.

(DVB-T system):
ETSI TS 101 191
(ISDB-T system)

Detect either of following information which are multiplexed into broadcast TS signal (see
note)

i) frame_indicator and/or frame_head_packet_flag multiplexed in Dummy byte.

i) IIP packet pointer in IIP(ISDB-T Information Packet), which is specified in ARIB
STD-B31.

NOTE The broadcast TS signal is the interface format between multiplexer and OFDM modulator, defined in ARIB
STD-B31.

b) Measured timing extraction circuits from OFDM signal

Figure A.3 shows an example of OFDM demodulator configuration which outputs frame synch.
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It is composed of tuner/ analogue-to-digital converter, FFT, the synchronous recovery circuit ,
the frame synchronization word detector and frame identification circuit.
To extend measurement range to more than 1 frame length, the information of frame
synchronization polarity can be used.

Synchronous recovery " judgment [ _signa_l_or §ynchronous
identification signal

i :
! 1
OFDM signal i !
signa : Tuner | FET p| Frame word '
' detector '
! /ADC !
! y A i
. FFT-Window ! o
: Frame i Frame sychronization
H I
1
1

IFC: 21R0/12

Figure A.3 — Example of OFDM demodulator for frame timing extraction

A1.5 Limitation of measurement range

a) In cases using only frame synchronization signal for measurement,.the measurement
range is limited within one frame or less.

b) In cases using the frame identification information with frame synchronization signal, using
together, the measurement range may be extended up to 2 or 4 frames.(see note). For
ISDB-T system, synchronization identification of IIP is usable. In this case, it is possible to
identify every 2 frame.

c) By using STS (synchronization_time_stamp) information with frame synchronization signal,
the measurement range may be extended up to 1 s.

NOTE For DVB-T system, frame number of tps_mip is usable. In this case, it is possible to identify every 4 frames.
A.2 Direct measuring method for OFDM signals

A.2.1 Scope

In this clause, examples of measurement systems which are defined as cases 4 and 12 in 5.5
are given.

A.2.2 Measurement system

The block diagram described below is the measuring circuit for time delay of transmission
circuit. Figure A.4 (a) shows the spectrum analyzer method, and Figure A.4 b) shows the delay
profile method. Equipment list for measurement is also shown in Table A.2.
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Reference OFDM signal
OFDM signal 5 'g Spectrum
fortest ) 2 8 analyzer
a | Transmission circuit . 9
g » O
(measured)
IFC: 21R51/12
a) Spectrum analyzer method
Reference OFDM signal °
OFDM signal | % 2 Combined
for test ) E -g signal
= » Transmission circuit > 8
(measured)
[TTTTTTTmSmsmssssssss---------------------------5 Delay-
| . |1 profil
E OFDM » SP extract—] Delaly ﬁr?f"e—i—>
' | Demodulator calculate '

OFDM receiver for measurement

IF 21R2/12

b) Delay profile method

Figure A.4 — Block diagram of direct measurement
methods for time delay of OFDM signal

Table A.2 — Equipment list for measurement

Functions, performances Remarks
Divide OFDM signal

Combine 2 OFDM signal

Equipment

Power divider

Power combiner

Measure the amplitude frequency characteristics of
combined OFDM signal

Spectrum analyzer

a) Measurement method using spectrum analyzer.

The typical amplitude-frequency characteristics of combined OFDM signal are as indicated
in Figure A.5. Frequency span between dips indicated as symbol fd (Hz) in Figure A.5 is
equal to the reciprocal of delay time td (s).
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fd

Relative amplitude (dB)

N

Frequency

IF 21R23/12

Figure A.5 — Example of frequency characteristics of combined signal

b) Measurement method using delay profiles.

The frequency characteristics of the combined signal can be calculated using the scattered
pilot signals as the sampling data of OFDM signal. Delay profile is calculated as an Inverse
Fourier Transform of this frequency characteristic. Delay profile indicates the time
difference of combined OFDM signals shown in Figure. A.6.

Reference signal

3

2 Measured signal
o

€

(0]

[0

=

©

ko) >

—> (NOTE) Delay time (td) = t2 — t1

t2

v

&
<
IFC: 21R4/12

Figure A.6 — Example of delay profile of combined signal

A.2.3 Limitation of measurement range
a) Spectrum analyzer method.
This method can only be available in following conditions.
1) The waveform of two signals should be exactly the same.

2) The relative time difference should be within guard interval length. But in case that the
relative time difference is long, the noise caused by Inter Symbol Interference(ISI)
increases. For this reason, measurement should be done carefully in this occasion.

b) Delay profile method
This method can only be available in the following conditions.
1) At least, mode and guard interval length of 2 OFDM signals shall be the same.
2) The relative time delay of 2 OFDM signals should be within guard interval length.
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A.3 Examples of indirect measurement method for signal delay and relative
delay time difference with Frame sync. signal as the reference

A.3.1 Scope

In this clause, examples of measurement system which are defined as cases 5,6,13 and 14, in
5.5 are given.

A.3.2 Measurement system

Figure A.7 shows an example of measurement system for delay time and relative time delay
difference by common frame sync. Signal.

Frame sync. Common reference signal
generator
Measured ] i
Transmission | Input#1 | Measured timing | timing #1 > Time difference
> circuit #1 extraction #1 measurement
Measured ) .
Transmission | Input#2 |Measured timing | timing #2 p Time difference
—>  circuit #1 > extraction #2 » measurement

IF 21RK/12
Figure A.7 — General measurement system for cases 5,6,13 and 14

According to signal formats of #1 and #2, measured timing extraction circuit should be selected.
See Table A.1 in this annex for the relationship between signal format and measured timing
extraction circuit

A.3.3 Measurement method

a) Measure the time difference between reference signal and measured timing for both
signals #1 and #2.(in Figure A.8, indicated as At1 and At2).

b) After measurement of time difference, calculate propagation delay time At according to the
following formula. The relationship between AtAt1,At2 is shown in Figure A.8
t=At1-At2

Reference
signal

At1 J

I
|
Measured |
A2 — _
timing #2 PR BN PG el VN
I

Measured
timing #1

T AT E

IF 21RA/12
Figure A.8 — Timing chart for signal delay measurement
A.3.4 Measurement range

a) In case that only frame synchronization signal is used, time delay of one frame or less can
be measured.
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b) In case that frame synchronization identification signal is used together, time delay of two
frames or less can be measured for ISDB-T system.

In case of DVB-T system, the measurement range can be extended to four frames.

A.4 Examples of indirect measurement method for signal delay and relative
delay time difference with 1 pps signal as the reference signal

A.4.1 Scope

In this clause, examples of measurement system which are defined as cases 7,8 ,and 15,16 in
5.5 are given.

A.4.2 Measurement principle

a) Measurement for the signal delay of TS signal

b) In case of the signal delay between studio to transmitter station (case 7 of Table 5)

At studio site, the time difference between the latest pulse of 1 pps signal derived from GPS

signal and the preceded start of frame synchronization is defined as STS (Synchronization
Time Stamp). The information of STS is multiplexed into Transport Stream sent to transmitter

site.
1 pps signal |
GPS oA
>
Measured | TS
signal #1 Frame #n — 1 I Frame #n Frame #n + 1
‘ :
|
le At2 >) /
Measured
signal #2 Frame #n -2 Frame #n — 1 STS Frame #n ‘ Frame #n+1>

At1 Difference between 1 pps signal and frame timing of signal #1
At2 Difference between 1 pps signal and frame timing of signal #2

IF 21R7/12

Figure A.9 — Principle of measurement using 1 pps signal

Figure A.9 shows the relation of 1 pps signal derived from GPS and Transport Stream at studio
site (measured signal #1) and transmitter site(measured signal #2). At1 shown in Figure A.9 is
the time difference at studio site and defined as STS. This data is written in STS area of
Transport Stream. On the other hand, at transmitter site, At2, defined as the time difference
between 1 pps signal derived from GPS and start timing of frame synchronization of received
Transport stream.

The timing of 1 pps signal derived from GPS is the same even though at a different place,
Therefore, | pps signals derived from GPS can be used as common reference signals. So, the
time difference between At2 and At1, defined as At, is the same as the transmission delay
between studio site and transmitter site.

At2 is measured at transmitter site, on the other hand, At1 can be known at transmitter site to
decode STS information which is multiplexed into Transport Stream.

The signal delay time between studio site and each transmitter site can be measured by the
measurement method described in item 1).
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Therefore, the relative delay time difference between different transmitter stations can be
measured by the following formula

At-different station = At-station 1 — At-station 2

NOTE In ISDB-T system, data packet for network management is named IIP (ISDB-T Information Packet), STS is
one of these management data, and written into IIP. Details of IIP are defined in ARIB STD-B31.

A.4.3 Measurement system

Figure A.10 shows an example of measurement system for delay time and relative time delay
difference by common 1 pps signal provided from GPS receiver.

According to measured signal format, measured timing extraction circuit should be selected.

See Table A.1 for the relationship between signal format and measured timing extraction

circuit.
1 pps
GPS g i
receiver 10 MHz R L, Measurement
g CPU result
rt
_ strs | P8
Measured S|gna:| » Measured timing 4 Remot
extraction (NOTE) > (Remote) >
Measured
timing

IFC: 21R8/12
Figure A.10 — General measurement system for cases 7, 8 and 15,16

A.4.4 Limitation of measurement

Measurement range is as much as 1 s.

A.5 Management of OFDM signal by correcting FFT window timing with delay
profile

A.5.1 Scope

Corresponding to the indirect methods defined in 5.3, one of measuring methods for
delay-time of which time reference is either 1pps signal or frame sync. Signal is described. This
method is effective for measuring the OFDM signal delay time which is defined as the time
difference between 1 pps signal and the front end of OFDM signal. In addition, it is possible to
measure the time difference between plural transmitter output signals by calculating each
delay time.
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