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INTERNATIONAL ELECTROTECHNICAL COMMISSION

INDUSTRIAL-PROCESS MEASUREMENT, CONTROL
AND AUTOMATION - DIGITAL FACTORY FRAMEWORK -

Part 2: Model elements

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote international
co-operation on all questions concerning standardization in the electrical and electronic fields. To this end and
in addition to other activities, IEC publishes International Standards, Technical Specifications, Technical Reports,
Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC Publication(s)”). Their
preparation is entrusted to technical committees; any IEC National Committee interested in the subject dealt with
may participate in this preparatory work. International, governmental and non-governmental organizations liaising
with the IEC also participate in this preparation. IEC collaborates closely with the International Organization for
Standardization (ISO) in accordance with conditions determined by agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international
consensus of opinion on the relevant subjects since each technical committee has representation from all
interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications
transparently to the maximum extent possible in their national and regional publications. Any divergence between
any IEC Publication and the corresponding national or regional publication shall be clearly indicated in the latter.

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any
services carried out by independent certification bodies.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and
members of its technical committees and IEC National Committees for any personal injury, property damage or
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC
Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
indispensable for the correct application of this publication.

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of patent
rights. IEC shall not be held responsible for identifying any or all such patent rights.

International Standard IEC 62832-2 has been prepared by IEC technical committee 65:
Industrial-process measurement, control and automation.

The text of this International Standard is based on the following documents:

FDIS Report on voting
65/830/FDIS 65/841/RVD

Full information on the voting for the approval of this International Standard can be found in the
report on voting indicated in the above table.

This document has been drafted in accordance with the ISO/IEC Directives, Part 2.

A list of all parts of the IEC 62832 series, published under the general title, Industrial-process
measurement, control and automation — Digital Factory framework, can be found f)n the IEC

website. ocuments
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The committee has decided that the contents of this document will remain unchanged until the
stability date indicated on the IEC website under "http://webstore.iec.ch" in the data related to
the specific document. At this date, the document will be

e reconfirmed,

e withdrawn,

e replaced by a revised edition, or
e amended.
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INTRODUCTION

IEC 62832 provides a framework used for establishing and maintaining the digital
representations of production systems, including the representation of the elements of the
production systems and of the relationships between these elements. The framework is
intended also to support the exchange of information about these elements.

The framework aims at reducing the interoperability barriers for exchange of information for the
various activities related to production systems. The main advantages of this method are that
all information related to a production system is described in a standardized manner, and it can
be used and modified through its entire life cycle. The method defined in IEC 62832 is kept as
generic as possible in order to enable its use in several industrial sectors.

While IEC 62832-1 describes the general principles of the DF reference model together with its
most important model elements, this part of IEC 62832 provides a technology-independent
definition of all model elements of the DF reference model.

The intention of this document is to provide a common base for implementation of the DF
framework using different technologies (for example different dictionary technologies and
different engineering data formats). Proposals for such implementations are provided in
Annex C.

The data type specification provided with this document is intended to allow mapping of the DF
framework to different dictionaries.

Two types of templates for representation, namely for specific DataElementTypes and for model
elements, are described in 3.3. Based on these templates, definitions of specific
DataElementTypes are given in Clause 4, and definitions of model elements, using the
DataElementTypes are given in Clause 5.

To allow broad use of the framework, the requirements for these two sets of definitions are kept
as minimal as possible.

If the concepts of DF framework are applied to provide model elements for different engineering
domains, domain-specific data specifications will be used (for example based on IEC 62656-1).
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INDUSTRIAL-PROCESS MEASUREMENT, CONTROL
AND AUTOMATION - DIGITAL FACTORY FRAMEWORK -

Part 2: Model elements

1 Scope

This part of IEC 62832 specifies detailed requirements for model elements of the Digital Factory
framework. It defines the nature of the information provided by the model elements, but not the
format of this information.

NOTE General requirements for the main model elements of the DF reference model are specified in IEC 62832-1.
2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies.
For undated references, the latest edition of the referenced document (including any
amendments) applies.

IEC 62832-1:2020, Industrial-process measurement, control and automation — Digital Factory
framework — Part 1: General principles

ISO/IEC 6523 (all parts), Information technology - Structure for the identification of
organizations and organization parts

ISO TS 29002-5:2009, Industrial automation systems and integration — Exchange of
characteristic data — Part 5: Identification scheme

IETF RFC 3986, Uniform Resource Identifier (URI): Generic Syntax, available at
<http://www.ietf.org> [viewed 2020-07-28]

3 Terms, definitions, symbols, abbreviated terms and conventions

3.1 Terms and definitions

For the purposes of this document, the terms and definitions given in IEC 62832-1 apply.

ISO and IEC maintain terminological databases for use in standardization at the following
addresses:

e |EC Electropedia: available at http://www.electropedia.org/

e |SO Online browsing platform: available at http://www.iso.org/obp

3.2 Abbreviated terms

For the purposes of this document, the following abbreviated terms apply.

CDEL Collection of Data Elements
DER Data Element Relationship
DET Data Element Type (see IEC 62832-1)

DF Digital Factory (as qualifier) Documents
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DLOP Device List of Properties (see IEC 61987-10)

IC Iltem Code (see IEC 62832-1)

ID Identifier

IRDI International Registration Data Identifier (see ISO TS 29002-5)
LOP List of Properties (see IEC 61987-10)

OLOP Operational List of Properties (see IEC 61987-10)

PS Production System (as qualifier)

RAI Registration Authority Identifier (see ISO/IEC 6523)

UML Unified Modeling Language (see ISO/IEC 19505-1)

URI Uniform Resource Identifier (see IETF RFC 3986)

Vi Version ldentifier (see IEC 62832-1)

NOTE 1 The abbreviated term DF is only used as a qualifier for model elements specified in this document. It is not
understood as a replacement for the Digital Factory concept defined in IEC 62832-1:2020, 3.1.19.

NOTE 2 The abbreviated term PS is only used as a qualifier for model elements specified in this document. It is not
understood as a replacement for the production system concept defined in IEC 62832-1:2020, 3.1.24.

3.3 Conventions for representing the definition of a model element
3.3.1 Convention for names

While IEC 62832-1 is using general names for describing the concepts, IEC 62832-2 and
IEC 62832-3 define more formal requirements. In order to clearly identify the names of the
model elements, the documents IEC 62832-2 and IEC 62832-3 use ‘PascalCase’ for names.

A help for matching the names between IEC 62832-1 and IEC 62832-2 is provided in Table B.1
(see Annex B).

3.3.2 Representation of specific DataElementTypes

The template used in this document for representing the definition of specific
DataElementTypes of the DF reference model is specified in Table 1.

NOTE Definitions in this document are independent of actual definitions of model elements in any specific
dictionary.

Table 1 — Template for representing the definition of specific DataElementTypes

ItemCode

Versionldentifier

PreferredName

DFMdataType

Description

Table 1 shows the mandatory fields for defining a specific DataElementType. Optionally,
additional fields may be provided (for example SynonymousName, LetterSymbol,
RangeOfPermissibleValues, PhysicalUnit and DETcategory).

Each shaded cell indicates the name of a corresponding field (the value of the field is shown as
unshaded cell).
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The template provides the definition of a specific DataElementType (identity and meaning). It
is formatted as fields with respective values. Because the template is intended to be used when
the specific DataElementTypes are registered in a ConceptDictionary, the fields use names of
model elements defined in this document.

A specific DataElementType is defined by providing data in the relevant fields (i.e. the table is
filled). A "-" in an unshaded cell indicates that the field is not applicable to the definition of the
specific DataElementType.

3.3.3 Representation of the definition of model elements

The template used in this document for representing the definition of model elements of the DF
reference model is specified in Table 2.

Table 2 — Template for representing the definition of model elements

ItemCode

Versionldentifier

PreferredName

LetterSymbol

Description

ParentModelElement

Structure

Structure element I/R Cardinality Conditions Remarks

The upper part of the template provides the definition of a model element (identity and
meaning). It is formatted as fields with respective values. Because these fields are intended to
be used accordingly when the model elements will be registered in a ConceptDictionary, the
fields use names of model elements defined in this document. The ItemCode and
Versionldentifier fields can be used to uniquely identify a model element within the DF
framework.

The structure of the model element is represented in the lower part of the template as a list of
constituent elements. Depending on cardinality and conditions, each constituent element in the
template may be instantiated as a constituent of the defined model element. Constituent
elements inherited from the ParentModelElement are not listed.

The field "Structure element" contains a reference to a model element definition. The constituent
element is derived from the referenced model element definition.

A constituent element may be defined as an instance of a model element or as a reference to
an instance of a model element.

The field “I/R" contains a text string ("I", "R" or "I/R"), which indicates whether the constituent
element is defined as an instance or as a reference:

e the value indicates that the structure contains an instance of the particular constituent
element (or multiple instances depending on the value of the cardinality);

e the value "R" indicates that the structure contains a reference to an instance of the particular
constituent element (or multiple references depending on the value of the cardinality);
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e the value "I/R" indicates that the structure contains either an instance of or a reference to
an instance of the particular constituent element (or multiple ones depending on the value
of the cardinality).

NOTE In the case of "I/R", the use of an instance or a reference is decided by the actual implementation.

The field "Cardinality" contains a range which defines the number of constituent elements, the
range is expressed using the following convention:

[a..b]
where:

a is the minimum number of constituent elements;

b is the maximum number of constituent elements.
EXAMPLE 1
The number of constituent elements can be expressed as follows:
[0..1] indicates the model element may have one constituent element;
[0..n] indicates the model element may have one or more constituent elements;
[1..1] indicates the model element shall have exactly one constituent element;

[1..n] indicates the model element shall have one or more constituent elements.

The field "Conditions" contains a text string which describes potential restrictions applicable to
the number of constituent elements in terms of relationships with other constituent elements.

The field "Remarks" contains a text string which provides additional information and
explanation, without changing the meaning of the definition of the constituent element.

Within the fields "ParentModelElement" and "Structure element", a reference to a model
element is provided by combining a PreferredName and an ItemCode (formatted as
<PreferredName> ‘(‘<ltemCode>’)’).

EXAMPLE 2 Versionldentifier (DFF033)
3.3.4 Convention for UML notation
The conventions for UML notation used in this document are defined in Annex E.

4 Definitions of specific DataElementTypes

4.1 General

This Clause 4 defines specific DataElementTypes using the template provided in 3.3.2.

4.2 Conceptldentifier

Table 3 is the definition of Conceptldentifier.
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Table 3 — Definition of Conceptldentifier

ItemCode

DFFO001

Versionldentifier

001

PreferredName Conceptldentifier
DFMdataType IRDI_STRING_TYPE
Description Globally unique identifier according to ISO TS 29002-5

NOTE The overview of the concept identifier according to ISO TS 29002-5 and related other standards is described

in IEC 62832-1, 5.1.

4.3 DataValue

Table 4 is the definition of DataValue.

Table 4 — Definition of DataValue

ItemCode DFF002
Versionldentifier 001
PreferredName DataValue
DFMdataType <defined by the corresponding DFMdataType>

Description

Value according to the DFMdataType of the corresponding DET

The data specification that is the base for the DFMdataType shall define whether an infinite
value representation is supported.

4.4 DateAndTimeOfRelease

Table 5 is the definition of DateAndTimeOfRelease.

Table 5 — Definition of DateAndTimeOfRelease

ItemCode

DFF003

Versionldentifier

001

PreferredName

DateAndTimeOfRelease

DFMdataType

DATE_TIME_TYPE

Description

Date and time of release
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4.5 Description

15—

Table 6 is the definition of Description.

Table 6 — Definition of Description

ItemCode DFF004
Versionldentifier 001
PreferredName Description
DFMdataType TRANSLATABLE_STRING_TYPE
Description Normative text explaining the corresponding item in different languages
4.6 DETcategory

Table 7 is the definitio

n of DETcategory.

Table 7 — Definition of DETcategory

ItemCode DFF005
Versionldentifier 001
PreferredName DETcategory
DFMdataType STRING_TYPE
Description Information that describes the categorization of a DET in regard to behaviour of

the value in the derived DataElement.

ListOfPermissibleValue

Value Meaning

"constant" the value of the DataElements derived from the
corresponding DET cannot change

"variable" the value of the DataElements derived from the

corresponding DET can change

4.7 DFMdataType

Table 8 is the definitio

n of DFMdataType.

Table 8 — Definition of DFMdataType

ItemCode DFF006
Versionldentifier 001
PreferredName DFMdataType
DFMdataType STRING_TYPE
Description String representation of the data type based on the corresponding type system of the

ConceptDictionary. The type system is defined in a data specification.

In this document "DFMdataType" provides a reference to a particular data type of the type
system of DF framework (see Annex A).

Full document details: IEC 62832-2-2020
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4.8 DictionarySupplieriD
Table 9 is the definition of DictionarySupplierID.

Table 9 — Definition of DictionarySupplieriD

ItemCode DFF007
Versionldentifier 001
PreferredName DictionarySupplierID
DFMdataType STRING_TYPE
Description Identifier according to ISO/IEC 6523 of the organization that is the registration
authority of the ConceptDictionary

4.9 Elementldentifier

Table 10 is the definition of Elementldentifier.

Table 10 — Definition of Elementldentifier

ItemCode DFF008
Versionldentifier 001
PreferredName Elementldentifier
LetterSymbol URI
DFMdataType URI_TYPE
Description Globally unique identifier according to IETF RFC 3986 (see Annex A).
URI according to IETF RFC 3986 may also provide relative references.

4.10 ItemCode

Table 11 is the definition of ItemCode.

Table 11 — Definition of ItemCode

ItemCode DFF009
Versionldentifier 001
PreferredName ItemCode
LetterSymbol IC
DFMdataType STRING_TYPE
Description Part of the Conceptldentifier, unique within a limited context (code space) (see
IEC 62832-1:2020, 5.1)

NOTE 1 The values for ItemCode defined in this document as identifiers of the model elements are intended for
use only inside IEC 62832 (all parts).

NOTE 2 If model elements are registered in different concept dictionaries, then different values for ItemCode will
be assigned according to the rules of the corresponding ConceptDictionary.
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4.11 LetterSymbol
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Table 12 is the definition of LetterSymbol.

Table 12 — Definition of LetterSymbol

ItemCode DFF010
Versionldentifier 001
PreferredName LetterSymbol
DFMdataType STRING_TYPE
Description Text symbol representing the concept and composed of one or several characters

4.12 ParentModelElement

Table 13 is the definition of ParentModelElement.

Table 13 — Definition of ParentModelElement

ItemCode

DFF011

Versionldentifier

001

PreferredName ParentModelElement
DFMdataType STRING_TYPE
Description Reference to model element from which the defined model element inherits all

structure elements

4.13 PhysicalUnit

Table 14 is the definition of PhysicalUnit.

Table 14 — Definition of PhysicalUnit

ItemCode DFF012
Versionldentifier 001
PreferredName PhysicalUnit
DFMdataType STRING_TYPE
Description Symbol or identifier of the unit of measurement for a DataValue
NOTE The representation can include a reference to a standard document defining
the unit symbol, such as IEC TS 62720.
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Table 15 is the definition of PreferredName.

Table 15 — Definition of PreferredName

ItemCode DFF013
Versionldentifier 001
PreferredName PreferredName
DFMdataType TRANSLATABLE_STRING_TYPE
Description Single-word or multi-word designation assigned to an item in different languages

4.15 PSassetldentifier

Table 16 is the definition of PSassetldentifier.

Table 16 — Definition of PSassetldentifier

ItemCode

DFF014

Versionldentifier

001

IEC 62832-2:2020 © IEC 2020

PreferredName PSassetldentifier
DFMdataType STRING_TYPE
Description Identifier that uniquely identifies a PS asset.

A PSassetldentifier may be assigned by the manufacturer of a PS asset (e.g. a
serial number) or by the owner of the PS asset (e.g. designator according to
IEC 81346 (all parts)).

4.16 ReferenceToCDEL

Table 17 is the definition of ReferenceToCDEL.

Table 17 — Definition of ReferenceToCDEL

ItemCode DFF015
Versionldentifier 001
PreferredName ReferenceToCDEL
DFMdataType URI_TYPE
Description Reference to a CollectionOfDataElements

The ReferenceToCDEL may include the reference to the Library or to the Digital Factory
containing the CDEL.
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417 ReferenceToCDELdefinition

Table 18 is the definition of ReferenceToCDELdefinition.

Table 18 — Definition of ReferenceToCDELdefinition

ItemCode DFF016
Versionldentifier 001
PreferredName ReferenceToCDELdefinition
DFMdataType IRDI_STRING_TYPE
Description Reference to a CDELdefinition

The ReferenceToCDELdefinition may include the reference to the ConceptDictionary containing
the CDELdefinition.

4.18 ReferenceToDataElement

Table 19 is the definition of ReferenceToDataElement.

Table 19 — Definition of ReferenceToDataElement

ItemCode DFF017
Versionldentifier 001
PreferredName ReferenceToDataElement
DFMdataType URI_TYPE
Description Reference to an DataElement

The ReferenceToDataElement may include the reference to the Library or the Digital Factory
and to the model element containing the DataElement.

4.19 ReferenceToDET

Table 20 is the definition of ReferenceToDET.

Table 20 — Definition of ReferenceToDET

ItemCode DFF018
Versionldentifier 001
PreferredName ReferenceToDET
DFMdataType IRDI_STRING_TYPE
Description Reference to a DataElementType

The ReferenceToDET may include the reference to the ConceptDictionary containing the DET.
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4.20 ReferenceToDFasset

Table 21 is the definition of ReferenceToDFasset.

Table 21 — Definition of ReferenceToDFasset

ItemCode DFF019
Versionldentifier 001
PreferredName ReferenceToDFasset
DFMdataType URI_TYPE
Description Reference to a DFasset

The ReferenceToDFasset may include the references to the Digital Factory and to the model
element containing the DFasset.

4.21 ReferenceToDFassetClass

Table 22 is the definition of ReferenceToDFassetClass.

Table 22 — Definition of ReferenceToDFassetClass

ItemCode

DFF020

Versionldentifier

001

PreferredName

ReferenceToDFassetClass

DFMdataType

URI_TYPE

Description

Reference to a DFassetClass

The ReferenceToDFassetClass may include the reference to the Library containing the
DFassetClass.

4.22 ReferenceToDFassetClassAssociation

Table 23 is the definition of ReferenceToDFassetClassAssociation.

Table 23 — Definition of ReferenceToDFassetClassAssociation

ItemCode DFF021
Versionldentifier 001
PreferredName ReferenceToDFassetClassAssociation

DFMdataType

URI_TYPE

Description

Reference to a DFassetClassAssociation

The ReferenceToDFassetClassAssociation may include the reference to the Library containing
the DFassetClassAssociation.
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4.23 ReferenceToDFassetClassDefinition

Table 24 is the definition of ReferenceToDFassetClassDefinition.

Table 24 — Definition of ReferenceToDFassetClassDefinition

ItemCode DFF022
Versionldentifier 001
PreferredName ReferenceToDFassetClassDefinition
DFMdataType IRDI_STRING_TYPE
Description Reference to a DFassetClassDefinition

The ReferenceToDFassetClassDefinition may include the reference to the ConceptDictionary
containing the DFassetClassDefinition.

4.24 ReferenceToGenericAssociation

Table 25 is the definition of ReferenceToGenericAssociation.

Table 25 — Definition of ReferenceToGenericAssociation

ItemCode DFF023
Versionldentifier 001
PreferredName ReferenceToGenericAssociation
DFMdataType URI_TYPE
Description Reference to a GenericAssociation

The ReferenceToGenericAssociation may include the reference to the Library containing the
GenericAssociation.

4.25 RoleBasedEquipmentldentifier

Table 26 is the definition of RoleBasedEquipmentldentifier.

Table 26 — Definition of RoleBasedEquipmentldentifier

ItemCode DFF024
Versionldentifier 001
PreferredName RoleBasedEquipmentldentifier
DFMdataType STRING_TYPE
Description Identifier that uniquely identifies a role within a productions system
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4.26 RuleOfRelationship

Table 27 is the definition of RuleOfRelationship.

Table 27 - Definition of RuleOfRelationship

ItemCode

DFF025

Versionldentifier

001

PreferredName RuleOfRelationship
DFMdataType STRING_TYPE
Description Expression that defines the rules for a relationship between DataElements in a

given context

NOTE A RuleOfRelationship can be derived from international standards.

4.27 SearchSpace

Table 28 is the definition of SearchSpace.

Table 28 — Definition of SearchSpace

ItemCode DFF026
Versionldentifier 001
PreferredName SearchSpace
DFMdataType STRING_TYPE
ListOfPermissibleValues Value Meaning
Library the Library that includes the ViewElement

DigitalFactory DigitalFactories that the ViewElement is applied to

Description

Information about which domain the ViewElement is applied to (i.e. space in
which the relevant information is searched) (see 5.4.2.10)

4.28 SupplierName
Table 29 is the definition

of SupplierName.

Table 29 — Definition of SupplierName

ItemCode

DFF027

Versionldentifier

001

PreferredName SupplierName
DFMdataType STRING_TYPE
Description Label by which the organization of the supplier is known

IEC 62832-2:2020 © IEC 2020
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4.29 SynonymousName

Table 30 is the definition of SynonymousName.

Table 30 — Definition of SynonymousName

ItemCode DFF028
Versionldentifier 001
PreferredName SynonymousName
DFMdataType TRANSLATABLE_STRING_TYPE
Description Alternative designation of an item in different languages

4.30 TechnicalDiscipline

Table 31 is the definition of TechnicalDiscipline.
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Table 31 — Definition of TechnicalDiscipline

ItemCode

DFF029

Versionldentifier

001

Electrical engineering

Mechanical Engineering

Control engineering

Systems Design engineering

Electric Power

Robotics

Supply chain

Logistics

Mechanical Installation

Electrical Installation

Commissioning engineering

Operation management

PreferredName TechnicalDiscipline
DFMdataType STRING_TYPE
ListOfPermissibleValues Value Meaning

Engineering discipline that deals with
the study and application of electricity,
electronics, and electromagnetism.

Engineering discipline that applies
engineering, physics, engineering
mathematics, and materials science
principles to design, analyse,
manufacture, and maintain mechanical
systems.

Engineering discipline that applies
automatic control theory to design

systems with desired behaviours in
control environments.

Interdisciplinary field of engineering that
focuses on how to design and manage
complex systems over their life cycles.

Subfield of electrical engineering that
deals with the generation, transmission,
distribution and utilization of electric
power.

Interdisciplinary field of engineering that
deals with the design, construction,
operation, and use of robots.

Flow of goods and services, involving
the movement and storage of raw
materials, of work-in-process pieces,
and of finished goods.

Detailed organization and
implementation of the flow of things
between the point of origin and the point
of consumption.

Detailed organization, implementation
and maintenance of the mechanical
design.

Detailed organization, implementation
and maintenance of the electrical
design.

Discipline of assuring that all systems
and components of a production system
are designed, installed, tested,
operated, and maintained according to
the operational requirements.

Discipline concerned with designing and
controlling the process of production and
redesigning business operations in the
production of goods or services.

NOTE 1 If additional values are needed, they can be defined by the enterprise.

NOTE 2 Additional values will be defined in future editions of this document as
needed.

Description Area of technical expertise
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4.31 TimeCreated

Table 32 is the definition

— 25—

of TimeCreated.

Table 32 — Definition of TimeCreated

ItemCode

DFFO030

Versionldentifier

001

PreferredName TimeCreated
DFMdataType DATE_TIME_TYPE
Description Date and time of creation

4.32 TimeStamp

Table 33 is the definition

of TimeStamp.

Table 33 — Definition of TimeStamp

ItemCode DFF031
Versionldentifier 001
PreferredName TimeStamp
DFMdataType DATE_TIME_TYPE
Description Value of date and time (datetime) when the current value of a DataElement has

been set.
The format of the string representing the time is application specific.

Within one DigitalFactory a common definition for the TimeStamp should be used.

4.33 ValueQuality
Table 34 is the definition

of ValueQuality.

Table 34 — Definition of ValueQuality

ItemCode DFF032
Versionldentifier 001
PreferredName ValueQuality
DFMdataType STRING_TYPE
ListOfPermissibleValue Value Meaning
Good The value quality is good.
Bad The value quality is bad but no specific
reason is known
Uncertain The value quality is uncertain but no
specific reason is known
NOTE The list can be extended to provide more detailed ValueQuality
information.
Description Description of the quality of the DataValue of a DataElement.
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Table 35 is the definition of Versionldentifier.

Table 35 — Definition of Versionldentifier

ItemCode

DFFO033

Versionldentifier

001

PreferredName Versionldentifier
LetterSymbol Vi
DFMdataType STRING_TYPE

Description

Versionldentifier of the definition of the model element. Versionldentifier is a part
of the Conceptldentifier (see IEC 62832-1:2020, 5.1).

NOTE ISO/IEC 11179-6 requires each Registration Authority to establish and
publish specific guidelines on the format, presentation, and generation of
Versionldentifiers that are used within the metadata register.

4.35 VersionNumber

Table 36 is the definition of VersionNumber.

Table 36 — Definition of VersionNumber

ItemCode

DFF034

Versionldentifier

001

PreferredName

VersionNumber

DFMdataType

STRING_TYPE

Description

Supplier-specific or user-specific version information. This document does not

define any semantics or format for VersionNumber.

EXAMPLE Staged VersionNumber, providing major version and minor version

5 Definitions of model elements

5.1 General

This Clause 5 provides the definitions of model elements using the DataElementTypes defined
in Clause 4 and the template provided in 3.3.3.

NOTE In order to illustrate the model elements defined in this clause and their relationships, an informative UML
model is provided in Annex D.

5.2 Model elements related to dictionaries
5.2.1 ConceptDictionary
5.2.11 General

Table 37 is the definition of a ConceptDictionary, which is a generic model element applying to
all dictionaries of the DF framework.
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Table 37 — Definition of ConceptDictionary

ItemCode DFF035
Versionldentifier 001
PreferredName ConceptDictionary
Description Collection of ConceptDictionaryEntries that allows lookup by Conceptldentifier
ParentModelElement |-
Structure
Structure element I/R Cardinality | Conditions Remarks
Conceptldentifier (DFF001) | [1..1] Identifier of the ConceptDictionary, used to
identify it globally
DictionarySupplierID (DFF007) |l [1..1]
Versionldentifier (DFF033) | [1..1] Versionldentifier of the ConceptDictionary
VersionNumber (DFF034) | [1..1] Specific version of the ConceptDictionary
PreferredName (DFF013) | [1..1] Name of the ConceptDictionary
SynonymousName (DFF028) | [0..n] Alternative names for the specific
ConceptDictionary
SupplierName (DFF027) | [0..1]
ConceptDictionaryEntry | [0..n] Set of various types of dictionary entries,
(DFF037) each describing a different concept.

Standardized dictionaries, consortium dictionaries and supplier dictionaries are types of
concept dictionaries.

NOTE The elements "Versionldentifier" and "VersionNumber" have been defined as mandatory based on the
recommendations in SMB/6164/R (Final report of the ISO/IEC Joint Task Force on DPPC). It is recognized that
existing dictionaries (e.g. the IEC CDD) might need to be revised in order to meet this requirement and be used in
the DF framework.

5.2.1.2 DFdictionary

Table 38 is the definition of a DFdictionary.

Table 38 — Definition of DFdictionary

ItemCode DFF036
Versionldentifier 001
PreferredName DFdictionary
Description ConceptDictionary owned by an enterprise and used for its DigitalFactories and
DFlibraries
ParentModelElement ConceptDictionary (DFF035)

Structure
Structure element I/R | Cardinality | Conditions Remarks
ReferenceToDFassetClassDefinition | [0..n] - References to
(DFF022)) ConceptDictionaryEntries in other
concept dictionaries (e.g. in
ReferenceToDET (DFF018) | [0..n] - standardized dictionaries)
ReferenceToCDELdefinition (DFF016) | | [0..n] -
Documents
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5.2.2 ConceptDictionaryEntry
5.2.21 General

Table 39 is the definition of a ConceptDictionaryEntry, which is a generic model element
applying to all types of entries of ConceptDictionary.

Table 39 — Definition of ConceptDictionaryEntry

ItemCode DFF037
Versionldentifier 001
PreferredName ConceptDictionaryEntry
Description Definition of a concept containing, at a minimum, an unambiguous Conceptldentifier,
a PreferredName, and a Description
ParentModelElement | -
Structure
Structure element I/R Cardinality Conditions Remarks
Conceptldentifier (DFF001) | [1..1] - Identifier of the
ConceptDictionaryEntry.
Versionldentifier (DFF033) [1..1] - Versionldentifier of the
ConceptDictionaryEntry.
PreferredName (DFF013) [1..1] - PreferredName of the
ConceptDictionaryEntry.
SynonymousName (DFF028) | [0..n] -
LetterSymbol (DFF010) | [0..n] -
Description (DFF004) | [1..1] - Text describing the meaning of the
ConceptDictionaryEntry.
ParentModelElement (DFF011) [0..1] -

The following types of ConceptDictionaryEntries are defined:

— DFassetClassDefinition (see 5.2.2.2);
— CDELdefinition (see 5.2.2.3); and
— DataElementType (see 5.2.2.4).

Each type of ConceptDictionaryEntry has additional structure elements, as defined in the
subclauses referenced in the list above.

5.2.2.2 DFassetClassDefinition

Table 40 is the definition of a DFassetClassDefinition.
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Table 40 — Definition of DFassetClassDefinition

ItemCode DFF038

Versionldentifier 001

PreferredName

DFassetClassDefinition

Description

Grouping of references to CDELdefinitions and references to DataElementTypes
that defines the structure of a DFassetClass

ParentModelElement

ConceptDictionaryEntry (DFF037)

Structure
Structure element I/R | Cardinality | Conditions Remarks
ReferenceToDFassetClassDefinition I [0..n] - Reference to parent
(DFF022) DFassetClassDefinition, from
which structure elements are
inherited by the
DFassetClassDefinition
ReferenceToDET (DFF018) | [0..n] Included DETs
ReferenceToCDELdefinition (DFF016) I [0..n] Included CDELdefinitions

NOTE 1

NOTE 2 A DFassetClassDefinition might

DFassetClassDefinitions cannot define composite DFassetClasses.

inherit definitions from another

DFassetClassDefinition (e.g. the

DFassetClassDefinition for coriolis mass flowmeter inherits from the DFassetClassDefinition of flowmeter) and might

provide additional information.

EXAMPLE DLOP and OLOP specified by IEC 61987 (all parts) are examples of DFassetClassDefinition.

5.2.2.3 CDELdefinition

Table 41 is the definition of a CDELdefinition.

Table 41 — Definition of CDELdefinition

ItemCode DFF039

Versionldentifier 001

PreferredName CDELdefinition

Description
structure of a CDEL

Identified and structured set of references to DataElementTypes which describes the

ParentModelElement

ConceptDictionaryEntry (DFF037)

Structure

Structure element I/R

Cardinality

Conditions

Remarks

ReferenceToDET (DFF018) |

[0..n] -

Included DETs

ReferenceToCDELdefinition
(DFF016)

[0..n] -

Included other CDELdefinitions

A CDELdefinition may be provided for various purposes, e.g. for describing parts or interfaces

of DFassetClasses.
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5.2.2.4 DataElementType

Table 42 is the definition of a DataElementType.

Table 42 — Definition of DataElementType

ItemCode DFF040
Versionldentifier 001
PreferredName DataElementType
Description Unit of data for which the identification, Description and permissible values
have been specified according to a data specification
ParentModelElement ConceptDictionaryEntry (DFF037)
Structure
Structure element I/R | Cardinality | Conditions Remarks
DETcategory (DFFO005) | [0..1] If the DETcategory is not defined, then
the DET is assumed to be of category
"constant".
DFMdataType (DFF006) | [1..1] -
ListOfPermissibleValues (DFF042) I/IR [0..n] Definition of permissible values for the
. DET. The permissible values shall
RangeOfPermissibleValues I/IR [0..n] conform to the DFMdataType of the
(DFF041) DET.
PhysicalUnit (DFF012) [0..n] Physical units that may be used for
DataElements based on this DET.

If multiple ListOfPermissibleValues and/or multiple RangeOfPermissibleValues are specified,
the convention for combination of these value ranges will follow the conventions defined by the
data specification of the containing ConceptDictionary.

5.2.3 Model elements related to permissible values
5.2.3.1 RangeOfPermissibleValues

Table 43 is the definition of a RangeOfPermissibleValues.

Table 43 — Definition of RangeOfPermissibleValues

ItemCode DFF041
Versionldentifier 001
PreferredName RangeOfPermissibleValues
Description A range of DataValues, which is allowed to be used
ParentModelElement -

Structure
Structure element I/R | Cardinality Conditions Remarks

Conceptldentifier (DFF001) | [1..1]
MinimumPermissibleValue | [1..1] Minimum and maximum
(DFF044) permissible values shall conform

- . to the DFMdataType specified in
MaximumPermissibleValue [1..1] by the corresponding DET.
(DFF043)

If both MinimumPermissibleValue and MaximumPermissibleValue are undefined, it means any
value is permitted for this RangeOfPermissibleValues.

Documents

Document Sharing Hub

Full document details: IEC 62832-2-2020


http://www.avadocuments.com/doc/iec-62832-2-2020
http://www.avadocuments.com/doc/iec-62832-2-2020

IEC 62832-2:2020 © IEC 2020

—-31-

If MinimumPermissibleValue is defined and MaximumPermissibleValue is undefined, it means
that the value of the corresponding DataElement shall be higher or equal to minimum value.

If MaximumPermissibleValue is defined and MinimumPermissibleValue is undefined, it means
that the value shall be lower or equal to maximum value.

If both values are defined, MinimumPermissibleValue shall have a smaller value than
MaximumPermissibleValue.

5.2.3.2 ListOfPermissibleValues

Table 44 is the definition of ListOfPermissibleValues.

Table 44 — Definition of ListOfPermissibleValues

ItemCode

DFF042

Versionldentifier

001

PreferredName

ListOfPermissibleValues

Description

A list of PermissableValues.

ParentModelElement

Structure
Structure element I/R | Cardinality Conditions Remarks
Conceptldentifier (DFF001) | [1..1]
PermissibleValue (DFF045) | [0..n] PermissibleValue shall conform to

the DFMdataType of the
corresponding DET.

5.2.3.3 MaximumPermissibleValue

Table 45 is the definition of MaximumPermissibleValue.

Table 45 — Definition of MaximumPermissibleValue

ItemCode

DFF043

Versionldentifier

001

PreferredName

MaximumPermissibleValue

Description

Value, allocated to RangeOfPermissibleValues which shows the maximum value a

DataElement can take

ParentModelElement

Structure

Structure element

I/R | Cardinality

Conditions

Remarks

DataValue (DFF002)

| [1..1]

DataValue can be defined or
undefined

PhysicalUnit (DFF012)

[0..1]
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MinimumPermissibleValue

Table 46 is the definition of MinimumPermissibleValue.

Table 46 — Definition of MinimumPermissibleValue

ItemCode

DFF044

Versionldentifier

001

PreferredName

MinimumPermissibleValue

Description

Value, allocated to RangeOfPermissibleValues which shows the minimum value a
DataElement can take

ParentModelElement

Structure
Structure element I/R | Cardinality Conditions Remarks
DataValue (DFF002) | [1..1] DataValue can be defined or
undefined
PhysicalUnit (DFF012) [0..1]

5.2.3.5

PermissibleValue

Table 47 is the definition of PermissibleValue.

Table 47 — Definition of PermissibleValue

ItemCode

DFF045

Versionldentifier

001

PreferredName

PermissibleValue

Description

Value that a DataElement, derived from the corresponding DataElementType, is
allowed to take

ParentModelElement

Structure
Structure element I/R | Cardinality Conditions Remarks
DataValue (DFF002) I [1..1]
PhysicalUnit (DFF012) I [0..1]
Documents
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5.3 Model elements related to DataElement
5.3.1 CollectionOfDataElements (CDEL)

Table 48 is the definition of a CollectionOfDataElements (CDEL).

Table 48 — Definition of CollectionOfDataElements

ItemCode DFF046
Versionldentifier 001
PreferredName CollectionOfDataElements
LetterSymbol CDEL
Description Identified and structured set of DataElements
ParentModelElement -

Structure
Structure element I/R | Cardinality Conditions Remarks
Elementldentifier (DFF008) | [1..1] Identifier in the scope of the
DFassetClass, DFasset or CDEL in
which the CDEL is contained
ReferenceToCDELdefinition [1..1] Reference to CDELdefinition that
(DFFO016) specifies the structure of the CDEL
DataElement (DFF047) [0..n] At least one As defined by the referenced
of these CDELdefinition
- structure -
CollectionOfDataElements [0..n] elements is As defined by the referenced
(DFF046) required CDELdefinition
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Table 49 — Definition of DataElement

ItemCode

DFF047

Versionldentifier

001

PreferredName

DataElement

Description

Unit of data consisting at least of the reference to a DataElementType and a

corresponding value

ParentModelElement

Structure

Structure element

I/R | Cardinality

Conditions

Remarks

Elementldentifier (DFF008) | |

[1..1]

Identifier in the scope of the
DFassetClass, DFasset or CDEL in
which the DataElement is contained

ReferenceToDET
(DFF018)

Reference to DataElementType,
which defines the meaning and the
requirements (e.g. DFMdataType) of
this DataElement

DataValue (DFF002)

[1..1]

DataValue can be defined or
undefined

PhysicalUnit (DFF012) [0..1] Depends on the If provided, the PhysicalUnit shall be
referenced one of the allowed PhysicalUnits
DataElementType defined for the referenced DET.
TimeStamp (DFF031) | [0..1] If the referenced
- DET has the
ValueQuality (DFF032) | [0..1] DETcategory

"variable", then it is
mandatory to provide
these structure
elements for the
DataElement.

If additional information is needed to specify the value, existing International Standards should
be referenced.

EXAMPLE "value origin qualifier" and "life cycle qualifier" from IEC 62569-1 are examples for additional information
that can be provided with a value.

If defined, the DataValue shall conform to the DFMdataType and to the permissible values of
the referenced DataElementType.
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5.4 Model elements related to libraries

5.4.1 Library

Table 50 is the definition of a Library.

Table 50 — Definition of Library

ItemCode DFF048
Versionldentifier 001
PreferredName Library
Description Identified set of LibraryEntries that is used to store and exchange product type

information for creating and maintaining DigitalFactories

ParentModelElement

Structure

Structure element

I/IR

Cardinality | Conditions

Remarks

Elementldentifier (DFF008)

[1..1]

Identifies the Library, identifying the
Library globally

PreferredName (DFF013)

[1..1]

Name of the Library (for identification by
humans)

VersionNumber (DFF034)

[1..1]

VersionNumber of the Library

DateAndTimeOfRelease
(DFF003)

[1..1]

Release date and time for this version of
the Library

Description (DFF004)

[1..1]

An explanation of the contents and
purpose of the Library

SupplierName (DFF027)

[0..1]

Supplier of the Library

LibraryEntry (DFF051)

[0..n]

Set of various types of Library entries
(DFassetClasses,
DFassetClassAssociations,
DataElementRelationships and
ViewElements)

A SupplierLibrary is a type of Library, which may provide additional supplier-specific library

entries.

A DFlibrary is a type of Library, which may provide additional enterprise-specific library entries.

5.4.2 LibraryEntry

5.4.2.1 General

Table 51 is the definition of a LibraryEntry.
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Table 51 — Definition of LibraryEntry

ItemCode DFF051
Versionldentifier 001
PreferredName LibraryEntry
Description Identified content in a Library
ParentModelElement -

Structure
Structure element I/R Cardinality Conditions Remarks
LibraryEntryHeader (DFF052) | [1..1] Provides identification and

management information for a
LibraryEntry in the scope of the
Library

The following types of Library entries are defined:

— DFassetClass (see 5.4.2.3),

— DFassetClassAssociation (see 5.4.2.4),

— GenericAssociation (see 5.4.2.6),

— DataElementRelationship (see 5.4.2.8), and
— ViewElement (see 5.4.2.10).

Each type of LibraryEntry has additional elements, as defined in the subclauses referenced in
the list above.

5.4.2.2 LibraryEntryHeader

Table 52 is the definition of a LibraryEntryHeader.

Table 52 — Definition of LibraryEntryHeader

ItemCode DFF052
Versionldentifier 001
PreferredName LibraryEntryHeader
Description Information used to identify and manage a LibraryEntry
ParentModelElement -
Structure
Structure element I/R Cardinality Conditions Remarks

Elementldentifier (DFF008) | [1..1] Identifies the LibraryEntry in the
scope of the Library

VersionNumber (DFF034) | [1..1] - Version of the LibraryEntry

PreferredName (DFF013) | [1..1] -

SynonymousName (DFF028) | [0..n] -

Description (DFF004) | [1..1] -

DateAndTimeOfRelease (DFF003) | [0..1] - Release date and time for this
version of the LibraryEntry

SupplierName (DFF027) | [0..1] - Supplier of the LibraryEntry
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5.4.2.3 DFassetClass
5.4.2.3.1 General

Table 53 is the definition of a DFassetClass.

Table 53 — Definition of DFassetClass

ItemCode DFF053
Versionldentifier 001
PreferredName DFassetClass
Description Description of a set of PS assets and/or roles that share common characteristics
ParentModelElement | LibraryEntry (DFF051)

Structure

Structure element I/R Cardinality | Conditions Remarks

DFassetClassHeader (DFF054) | [1..1] - The DFassetClassHeader is used
instead of LibraryEntryHeader.

DFassetClassBody (DFF055) | [1..1] -

5.4.2.3.2 DFassetClassHeader

Table 54 is the definition of a DFassetClassHeader.

Table 54 — Definition of DFassetClassHeader

ItemCode DFF054
Versionldentifier 001
PreferredName DFassetClassHeader
Description Information used to manage the corresponding DFassetClass in a Library
ParentModelElement LibraryEntryHeader (DFF052)
Structure
Structure element I/R | Cardinality Conditions Remarks
ReferenceToDFassetClassDefinition | [0..1] One of these Reference to
(DFF022) structure DFassetClassDefinition
elements is
ReferenceToDFassetClass (DFF020) [0..n] required Reference to parent
DFassetClass

The name, synonymous names and the description of the represented PS asset type or of the
set of roles may be provided by the respective structure elements PreferredName,
SynonymousName and Description inherited from the LibraryEntryHeader.

If a DFassetClassHeader references a DFassetClassDefinition, the structure of the
DFassetClassBody is derived from the DFassetClassDefinition. If a DFassetClassHeader
references parent DFassetClasses, the structure of the DFassetClassBody is derived from the
parent DFassetClasses and all of their defined values are inherited.

A DFassetClassHeader shall not reference a DFassetClassDefinition and a DFassetClass at
the same time.

NOTE A DFassetClass can be derived from several DFassetClasses.

EXAMPLE A multifunction device may inherit from a printer, from a fax machine and from a scanner. This inheritance
can be described in a Library. The resulting class optionally can reference to an appropriate class defig@€CUMents
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5.4.2.3.3 DFassetClassBody

Table 55 is the definition of a DFassetClassBody.

Table 55 — Definition of DFassetClassBody

ItemCode DFF055
Versionldentifier 001
PreferredName DFassetClassBody
Description Part of DFassetClass that describes the characteristics and structure of a set of PS
assets and/or of a set of roles
ParentModelElement -

Structure
Structure element I/R Cardinality Conditions Remarks
DataElement (DFF047) | [0..n] -
CollectionOfDataElements | [0..n] -
(DFF046)
DFasset (DFF064) | [0..n] -
DFassetLink (DFF067) I [0..n] -

The structure of the DFassetClassBody is defined by the corresponding DFassetClassHeader.

Not all values of the DataElements are necessarily defined. Defined values represent common
physical-asset information or role-based equipment information.

If the DFassetClass is a composite DFassetClass, the DFassetClassBody shall contain a set of
DFassets and appropriate DFassetLinks.

5.4.2.4 DFassetClassAssociation

Table 56 is the definition of a DFassetClassAssociation.

Table 56 — Definition of DFassetClassAssociation

ItemCode DFF056
Versionldentifier 001
PreferredName DFassetClassAssociation
Description Description (based on DFassetClasses) of DFassetLinks which can be established
between DFassets
ParentModelElement LibraryEntry (DFF051)

Structure
Structure element I/R | Cardinality | Conditions Remarks
DFassetClassAssociationEndPoint |1 [2..n] - One DFassetClassAssociationEndPoint
(DFF057) describes one endpoint of the

relationship

DataElementRelationship (DFF060) |R [0..n] -
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5.4.2.5 DFassetClassAssociationEndPoint

Table 57 is the definition of DFassetClassAssociationEndPoint.

Table 57 — Definition of DFassetClassAssociationEndPoint

ItemCode DFF057

Versionldentifier 001

PreferredName DFassetClassAssociationEndPoint

Description Reference to the Description for a specific feature of a DFassetClass which serves as
an end point of the DFassetClassAssociation

NOTE Examples of features of DFassetClass are: mechanical interface, electrical
interface, IT interface.

ParentModelElement -

Structure
Structure element I/R | Cardinality Conditions Remarks
ReferenceToDFassetClass | [1..1] - Reference to a DFassetClass
(DFF020)
ReferenceToCDEL (DFF015) | | [0..1] - Reference to a CDEL in the DFassetClass

A DFassetClassAssociationEndPoint is the representation of a feature of an asset. If this
feature is represented by a DFassetClass, this DFassetClass serves as endpoint. If the feature
is represented by a CDEL, then this CDEL serves as endpoint.

NOTE Typically, the representation of a feature consists of more than one DataElement, but a CDEL can also
contain only one DataElement (see 5.3.1).

5.4.2.6 GenericAssociation

Table 58 is the definition of a GenericAssociation.

Table 58 — Definition of GenericAssociation

ItemCode DFF058
Versionldentifier 001
PreferredName GenericAssociation
Description Description (based on DictionaryEntries) of DFassetLinks which can be established
between DFassets
ParentModelElement LibraryEntry (DFF051)

Structure
Structure element I/R | Cardinality | Conditions Remarks
GenericAssociationEndPoint | [2..n] - One GenericAssociationEndPoint
(DFF059) describes one endpoint of the

relationship

DataElementRelationship (DFF060) R [0..n] -
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5.4.2.7 GenericAssociationEndPoint

Table 59 is the definition of GenericAssociationEndPoint.

Table 59 — Definition of GenericAssociationEndPoint

DFF059
001

ItemCode

Versionldentifier

PreferredName GenericAssociationEndPoint

Description Reference to the description for a specific feature of a DFassetClassDefinition,

which serves as an end point of the GenericAssociation.

NOTE Examples for specific features are mechanical interface, electrical
interface, IT interface.

ParentModelElement -

Structure
Structure element I/R | Cardinality | Conditions Remarks
ReferenceToDFassetClassDefinition | [1..1] - Reference to
(DFF022) DFassetClassDefinition
ReferenceToCDELdefinition (DFF016) | | [0..1] - Reference to CDELdefinition

The GenericAssociationEndPoint is the representation of a feature of an asset. If this feature is
represented by a DFassetClassDefinition, then this DFassetClassDefinition serves as endpoint.
If the feature is represented by a CDELdefinition, then this CDELdefinition serves as endpoint.

NOTE Typically, the representation of a feature consists of more than one DataElement, but a CDEL can also
contain only one DataElement (see definition of CDEL).
5.4.2.8 DataElementRelationship

Table 60 is the definition of a DataElementRelationship.

Table 60 — Definition of DataElementRelationship

DFF060
001

ItemCode

Versionldentifier

PreferredName DataElementRelationship

Description Relationship between DataElementTypes or between DataElements in a given context

LibraryEntry (DFF051)

ParentModelElement

Structure

Structure element I/R Conditions Remarks

DERendPoint (DFF061) I

Cardinality
[2..n] -

One DERendPoint describes one
endpoint of the relationship.

RuleOfRelationship (DFF025)

[1..n] -

The reference provided by DERendPoint shall be evaluated in context of the related
DFassetClassAssociation or the related GenericAssociation, which references the feature for
that the rule of the RuleOfRelationship applies.

A RuleOfRelationship indicates a condition regarding the DataElements that are referenced by
the DERendPoints. The conditions are used to check whether the DFassets connected by the
DFassetLinks cooperate correctly.
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5.4.2.9 DERendPoint

Table 61 is the definition of a DERendPoint.

Table 61 — Definition of DERendPoint

ItemCode DFF061

Versionldentifier 001

PreferredName DERendPoint

Description Reference to a DataElement or to a DataElementType, which serves as end point of
the DataElementRelationship.

ParentModelElement -

Structure
Structure element I/R | Cardinality Conditions Remarks
ReferenceToDET (DFF018) | [0..1] Always Reference to DataElementType
exactly one
ReferenceToDataElement | [0..1] structure Reference to DataElement
(DFFO17) elements is
required

5.4.2.10 ViewElement

Table 62 is the definition of a ViewElement.

Table 62 — Definition of ViewElement

ItemCode DFF062
Versionldentifier 001
PreferredName ViewElement
Description LibraryEntry used for searching information from Libraries or from
DigitalFactories
ParentModelElement LibraryEntry (DFF051)
Structure

Structure element I/R Cardinality Conditions Remarks
SearchSpace (DFF026) | [1..n]
TechnicalDiscipline (DFF029) | [0..n] For definitions in a

DFlibrary
ReferenceToDFassetClassDefinition [0..n]
(DFF022)
ReferenceToDFassetClass (DFF020) | [0..n]
ReferenceToDFassetClassAssociation I [0..n] Identifiers
(DFF021) of the elements
to be

ReferenceToGenericAssociation [0..n] selected
(DFF023)
ReferenceToDET (DFF018) | [0..n]
ReferenceToCDELdefinition (DFF016) | [0..n]

A ViewElement shall specify one or more SearchSpace (DigitalFactory or Library). In order to
support searching in different SearchSpaces in parallel, it is possible to specify multiple
SearchSpaces.

A ViewElement may contain TechnicalDisciplines for which the search is intended tmﬁdiffhents
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A ViewElement contains identifiers of every structure element to be selected. Such an identifier
may be:

— areference to a DFassetClassDefinition;

— an identifier of a DFassetClass;

— an identifier of a DFassetClassAssociation;

— an identifier of a GenericAssociation;

— areference to a DataElementType; or

— areference to a CDELdefinition.

If a ViewElement provides an identifier of a DFassetClassDefinition:

— In the case the ViewElement is applied to a Library, the DFassetClasses derived from the
given DFassetClassDefinition are selected from the Library.

— In the case the ViewElement is applied to a DigitalFactory, DFassets derived from the given
DFassetClassDefinition are selected from the Digital Factory.

If a ViewElement provides an identifier of a DFassetClass:

— In the case the ViewElement is applied to a Library, the given DFassetClass itself and
DFassetClasses derived from the given DFassetClass are selected from the Library.

— In the case the ViewElement is applied to a DigitalFactory, DFassets derived from the given
DFassetClass are selected from the DigitalFactory.

If a ViewElement provides an identifier of a DFassetClassAssociation:

— In the case the ViewElement is applied to a Library, the given DFassetClassAssociation
itself is selected from the Library.

In the case the ViewElement is applied to a DigitalFactory, DFassetLinks derived from the
given DFassetClassAssociation are selected from the DigitalFactory.

If a ViewElement provides a reference to a DataElementType:

— In the case the ViewElement is applied to a Library, DFassetClasses that include
DataElements derived from the given DataElementType are selected from the Library.

— In the case the ViewElement is applied to a DigitalFactory, DFassets that include
DataElements derived from the given DataElementType are selected from the
DigitalFactory.

If a ViewElement provides a reference to a CDELdefinition:

— In the case the ViewElement is applied to a Library, DFassetClasses that include CDEL
derived from the given CDELdefinition are selected from the Library.

— In the case the ViewElement is applied to a DigitalFactory, DFassets that include CDEL
derived from the given CDELdefinition are selected from the DigitalFactory.
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5.5 Model elements related to DigitalFactory
5.5.1 DigitalFactory

Table 63 is the definition of a DigitalFactory.

Table 63 — Definition of DigitalFactory

ItemCode DFF063
Versionldentifier 001
PreferredName DigitalFactory
Description Digital representation of a production system
ParentModelElement DFasset (DFF064)
Structure
Structure element ‘ I/IR | Cardinality | Conditions Remarks

5.5.2 DFasset
5.5.21 General

Table 64 is the definition of a DFasset.

Table 64 — Definition of DFasset

ItemCode DFF064
Versionldentifier 001
PreferredName DFasset
Description Digital representation of a PS asset and/or a role
ParentModelElement | -

Structure
Structure element I/R | Cardinality Conditions Remarks
DFassetHeader (DFF065) | [1..1]
DFassetBody (DFF066) I [1..1]
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5.5.2.2 DFassetHeader

Table 65 is the definition of a DFassetHeader.

Table 65 — Definition of DFassetHeader

ItemCode DFF065
Versionldentifier 001
PreferredName DFassetHeader
Description Information used to manage the corresponding DFasset in a
DigitalFactory
ParentModelElement -

Structure
Structure element I/R Cardinality Conditions Remarks

Elementldentifier (DFF008) | [1..1] - Identifier of the DFasset

VersionNumber (DFF034) | [1..1] VersionNumber of the
DFasset

PSassetldentifier (DFF014) | [0..1]

RoleBasedEquipmentldentifier | [0..1]

(DFF024)

ReferenceToDFassetClass (DFF020) [0..1] - Reference to
DFassetClass from which
the DFasset derives

TimeCreated (DFF030) [0..1] - TimeStamp of the moment
the DFasset is created

Description (DFF004) [0..1] Additional information
regarding the DFasset

A DFasset may be a constituent of a DigitalFactory, a constituent of a composite DFasset, or a
constituent of a composite DFassetClass.

The Elementldentifier of a DFasset shall be unique within the scope of the item that includes
this DFasset as its structure element, such as DigitalFactory, DFassetClass or DFasset.

In the case where the DFasset is a constituent of a DigitalFactory, the PSassetldentifier and
RoleBasedEquipmentldentifier shall be unique in the scope of the DigitalFactory. In the case
where it is a constituent of a DFassetClass, the RoleBasedEquipmentldentifier shall be unique
in the scope of the DFassetClass.

If a ReferenceToDFassetClass is provided, then the structure of the DFassetBody (see 5.5.2.3)
is derived from the DFassetClassBody.

If a composite DFasset is created from a composite DFassetClass, then the Elementldentifiers
of the constituent DFassets in the composite DFasset shall be assigned with new identifiers in
order to avoid conflicts of identifiers. Depending on the implementation of the DigitalFactory,
additionally other identifiers (e.g. RoleBasedEquipmentldentifier) might need to be re-assigned.
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5.5.2.3 DFassetBody

Table 66 is the definition of a DFassetBody.

Table 66 — Definition of DFassetBody

ItemCode DFF066
Versionldentifier 001
PreferredName DFassetBody
Description Part of a DFasset that represents characteristics of a PS asset and/or of a role
ParentModelElement -

Structure

Structure element I/R Cardinality Conditions Remarks
DataElement (DFF047) | [0..n] According to the

- DFassetClass, if
CollectionOfDataElements | [0..n] applicable
(DFF046)
DFasset (DFF064) | [0..n]
DFassetLink (DFF067) | [0..n]
DFassetAssignment (DFF069) | [0..n]

The structure of the DFassetBody and the DataElement values in the DFassetBody are inherited
from the DFassetClassBody of the DFassetClass referenced in the DFassetHeader
(see 5.5.2.2).
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