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INTERNATIONAL ELECTROTECHNICAL COMMISSION 

____________ 

 
RAILWAY APPLICATIONS – FIXED INSTALLATIONS – ELECTRIC 

TRACTION – COPPER AND COPPER ALLOY GROOVED CONTACT WIRES 
 

FOREWORD 
1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising 

all national electrotechnical committees (IEC National Committees). The object of IEC is to promote 
international co-operation on all questions concerning standardization in the electrical and electronic fields. To 
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications, 
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC 
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested 
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely 
with the International Organization for Standardization (ISO) in accordance with conditions determined by 
agreement between the two organizations. 

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international 
consensus of opinion on the relevant subjects since each technical committee has representation from all 
interested IEC National Committees.  

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National 
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC 
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any 
misinterpretation by any end user. 

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications 
transparently to the maximum extent possible in their national and regional publications. Any divergence 
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in 
the latter. 

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity 
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any 
services carried out by independent certification bodies. 

6) All users should ensure that they have the latest edition of this publication. 

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and 
members of its technical committees and IEC National Committees for any personal injury, property damage or 
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and 
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC 
Publications.  

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is 
indispensable for the correct application of this publication. 

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of 
patent rights. IEC shall not be held responsible for identifying any or all such patent rights. 

International Standard IEC 62917 has been prepared by IEC technical committee 9: Electrical 
equipment and systems for railways. 

This first edition is based on European standard EN 50149:2012. 

The main technical changes with regard to EN 50149:2012 are as follows: 

• extended range of cross-sections, 

• changed terms and definitions, 

• additional electrical and mechanical properties, 

• additional special national conditions, 

• for grooved contact wires. 
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The text of this standard is based on the following documents: 

FDIS Report on voting 

9/2191/FDIS 9/2202/RVD 

 
Full information on the voting for the approval of this standard can be found in the report on 
voting indicated in the above table. 

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2. 

The committee has decided that the contents of this publication will remain unchanged until 
the stability date indicated on the IEC website under "http://webstore.iec.ch" in the data 
related to the specific publication. At this date, the publication will be  

• reconfirmed, 

• withdrawn, 

• replaced by a revised edition, or 

• amended. 

 

IMPORTANT – The 'colour inside' logo on the cover page of this publication indicates 
that it contains colours which are considered to be useful for the correct 
understanding of its contents. Users should therefore print this document using a 
colour printer. 
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RAILWAY APPLICATIONS – FIXED INSTALLATIONS – ELECTRIC 
TRACTION – COPPER AND COPPER ALLOY GROOVED CONTACT WIRES 

 
 
 

1 Scope 

This International Standard specifies the characteristics of copper and copper alloy grooved 
contact wires of cross-sections from 70 mm2 to 170 mm2 for use on overhead contact lines. 

It establishes the product characteristics, the test methods, checking procedures to be used 
with the contact wires, together with the ordering and delivery condition. 

2 Normative references 

The following documents, in whole or in part, are normatively referenced in this document and 
are indispensable for its application. For dated references, only the edition cited applies. For 
undated references, the latest edition of the referenced document (including any 
amendments) applies. 

IEC 60468:1974, Method of measurement of resistivity of metallic materials 

ISO 6892-1, Metallic materials – Tensile testing – Part 1: Method of test at room temperature 

ISO 7801:1984, Metallic materials – Wire – Reverse bend test 

3 Terms and definitions 

For the purposes of this document, the following terms and definitions apply. 

3.1  
feed stock 
wire of a shape, whose cross-section is generally larger than the grooved wire cross-section, 
from which the contact wire is then drawn and/or rolled 

3.2  
sideways-coiled contact wire 
contact wire coiled with vertical axis parallel or in an angle to the axis of the drum 

3.3  
perpendicularly coiled contact wire 
contact wire coiled with the vertical axis perpendicular to the axis of the drum facing the drum 
with the bottom arc 

3.4  
joint 
connection between feed stock wires before cold drawing 

3.5  
joint area 
area of the contact wire influenced by a joint 
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3.6  
contact wire 
electric conductor of an overhead contact line with which the current collector makes contact 

[SOURCE: IEC 60050-811:1991, 811-33-15] 

3.7  
grooved contact wire 
contact wire characterised by two clamping grooves 

Note 1 to entry: The contact wire hereinafter refers to a grooved contact wire according the scope of this 
International Standard. 

4 Characteristics of contact wires 

4.1 Contact wire designation system 

The contact wire designation shall consist of: 

• denomination (contact wire); 

• number of this International Standard (IEC 62917); 

• configuration designation (see 4.5.4); 

• material designation, either symbol or number (see Table B.1, or material as agreed 
between purchaser and supplier); 

• minimum tensile strength in MPa or minimum breaking load in kN; 

• minimum conductivity in % IACS or maximum resistance per km in Ω/km. 

EXAMPLE Contact wire IEC 62917 – AC-120 – CuMg0,5 – Strength 490 (MPa) – Conductivity 62 (% IACS). 

4.2 Material designation 

NOTE The contact wire shall consist of a copper or copper silver alloy, as defined for example in EN 1977:2013 
(only for CEN/CENLEC members) or another copper alloy.  

Annex B gives the designations of the feed stocks for some possible compositions of the 
contact wire. At the time of tender, the user shall specify explicitly the material(s) he wants or 
he is allowed to apply. 

Copper cadmium alloys are not recommended for use for environmental reason, see Annex D. 

4.3 Appearance and condition 

The contact wires shall not present any imperfections (roughness, sliver, seam, inclusion, 
cracks, kinks, or sharp cutting edges) liable to affect the mechanical and/or electrical 
properties specified in this Standard or to cause difficulties during installation/operation. 

The groove shall be even and without warp. 

The surface shall be clean and free of oxide inclusions or sulphide generated during the 
manufacturing process or foreign substances such as pickling residue. 

The colour of the metallic bright surface immediately after manufacturing may change due to 
atmospheric influence. This is acceptable. 
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4.4 Identification 

4.4.1 General requirements 

All contact wires manufactured from alloys shall be clearly identified except when there is 
another agreement between purchaser and supplier. For normal and high strength copper and 
copper-silver, copper-cadmium, copper-magnesium and copper-tin alloys the method of 
identification shall be by identification grooves as shown below. For other alloys the 
identification method (whether grooves or other method) shall be agreed between purchaser 
and supplier. 

Identification grooves shall be set out as shown in Figure 1. The centre of the middle circle 
shall be on the projected circle of the contact wire. The connection between two successive 
arcs shall be without a straight line. 

 

Key 

1 diameter of contact wire 

2 tangential connection between successive arcs 

Figure 1 – Description of identification groove 

4.4.2 Normal and high strength copper (Cu-ETP, Cu-FRHC, Cu-HCP, Cu-OF) 

Contact wires of copper have no identification groove1. 

4.4.3 Copper-silver alloy (CuAg 0,1) 

NOTE Contact wires of copper alloy with silver shall incorporate two identification grooves on the upper lobe of the 
contact wire in accordance with Figure 2 (only for CEN/CENELEC members, other countries see Annex E). 

4.4.4 Copper-cadmium alloy (CuCd 0,7, CuCd 1,0) 

Contact wires of copper alloy with cadmium shall incorporate one identification groove on the 
upper lobe of the contact wire in accordance with Figure 31. 

This identification is only used for already installed contact wires. This identification should 
not be used for other copper-alloys (see also Annexes C and D). 

___________ 
1  See Annex E, Special National Condition for United Kingdom. 

IEC 2 1 
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4.4.5 Copper-magnesium alloy (CuMg 0,2, CuMg 0,5) 

NOTE Contact wires of copper alloy with magnesium shall incorporate three identification grooves on the upper 
lobe of the contact wire in accordance with Figure 4 (only for CEN/CENELEC members, other countries see Annex 
E). 

4.4.6 Copper-tin alloy (CuSn 0,2) 

NOTE Contact wires of copper alloy with tin shall incorporate one identification groove set at an angle of 24° on 
the upper lobe of the contact wire in accordance with Figure 5 (only for CEN/CENELEC members, other countries 
see Annex E). 

Dimensions in millimetres 

 

Figure 2 – Two identification grooves (CuAg) 

Dimensions in millimetres 

 

Figure 3 – One identification groove (CuCd) 

Dimensions in millimetres 

 

Figure 4 – Three identification grooves (CuMg) 

IEC 

48° 

R0,25 
R0,25 

IEC 

R 0,50 

R0,25 
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48° 

R0,25 
R0,25 
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Dimensions in millimetres 

 

Figure 5 – One offset identification groove (CuSn) 

4.5 Configuration, profile and cross-sections 

4.5.1 Clamping grooves 

Whatever cross-section of the contact wire is used, the dimensions of the clamping grooves 
shall be in accordance with for either type A or type B as given in Figure 6, or others clamping 
groove types as given in Annex E for the mentioned countries. 

Dimensions in millimetres 

  
Type A clamping groove Type B clamping groove 

Figure 6 – Clamping groove types A and B 

4.5.2 Cross-sectional areas 

This Standard details the following nominal cross-sections: 70 mm2, 80 mm2, 85 mm2, 
100 mm2, 107 mm2, 110 mm2, 120 mm2, 150 mm2 and 170 mm2. 

4.5.3 Profiles 

Profiles are of two main types, the circular profile and the flattened profile. Other profiles shall 
be permitted by agreement between purchaser and supplier. 

4.5.4 Configurations 

The configurations of the contact wires shall be in conformance with Table 1 for types A and B 
or with Annex E for other profile types in the mentioned countries. These are defined as 
combinations of the profile shape, the nominal cross-section and the type of clamping groove. 

The dimensions of each configuration are shown in Annex A or Annex E. 

IEC 

≤10 

R0,4 

R0,4 
      0° 

51° –2° 

     0° 
27° –2° 

6,92 ±0,2 

6,48 
≤4

,5
 

IEC 

R0,4 

R0,4 
      0° 

51° –2° 

     0° 
27° –2° 

≤10 

5,6 ±0,2 

5,14 

≤4
,2
 

24° 

R0,25 

R0,25 

IEC 

Full document details: IEC 62917 2016

http://avadocuments2026.com/doc/iec-62917-2016
http://avadocuments2026.com/doc/iec-62917-2016


 – 12 – IEC 62917:2016 © IEC 2016 

Table 1 – Configurations and cross-sections for types A and B 

Nominal 
cross-section 

Clamping groove 
Type A 

Clamping groove  
Type B 

mm2 Circular Circular Flat 

 Designation Figure No. in 
Annex A 

Designation Figure No. in 
Annex A 

Designation Figure No. 
in Annex A 

80 AC-80 

A.1 

    

100 AC-100 BC-100 

A.2 

BF-100 

A.3 
107 AC-107 BC-107 BF-107 

120 AC-120 BC-120 BF-120 

150 AC-150 BC-150 BF-150 

 

4.6 Electrical properties 

4.6.1 Resistivity 

The resistivity of the contact wire at 20 °C shall not exceed the values in Table 2 for alloys 
listed in Annex B. For other copper alloys the values shall be as agreed between purchaser 
and supplier. 

Table 2 – Maximum resistivity and minimum conductivity 

Material Resistivity in 10−8 Min. conductivity Min. conductivity 

Ωm max. 106 S/m % IACS 

Cu-ETP 1,777 56,3 97,0 

Cu-FRHC 1,777 56,3 97,0 

Cu-HCP 1,777 56,3 97,0 

Cu-OF 1,777 56,3 97,0 

CuAg0,1 1,777 56,3 97,0 

CuMg0,2 (Normal conductivity 77,0 % IACS) 2,240 44,6 77,0 

CuMg0,2 (High conductivity 80,0 % IACS) 2,155 46,4 80,0 

CuMg0,5 (Normal conductivity 62,1 % IACS) 2,778 36,0 62,1 

CuMg0,5 (High conductivity 70,0 % IACS) 2,463 40,6 70,0 

CuSn0,2 (Normal conductivity 72,0 % IACS) 2,395 41,8 72,0 

CuSn0,2 (High conductivity 80,0 % IACS) a 2,155 46,4 80,0 

CuCd0,7 2,005 49,9 86,0 

CuCd1,0 2,155 46,4 80,0 
a CuSn0,2 (high conductivity) was previously denoted CuSn0,4. 

 

4.6.2 Resistance per kilometre 

The resistance per unit length at 20 °C shall not exceed the resistance value specified in 
Table 3 for materials listed in Annex B. For other copper alloys the values shall be as agreed 
between purchaser and supplier. 

Values for electrical resistance per kilometre depending on conductivity and cross-section are 
given in Table C.1. The calculation used to determine the electrical resistance per kilometre 
at 20 °C is specified in Clause C.1 and is based on the values of resistivity in Table 2. The 
value of resistance at a joint area shall be no greater than specified for the contact wire 
material. 
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Table 3 – Maximum resistance per kilometre depending on material 

Nominal 
cross-

section 

mm2 

Material designation a 

Cu-ETP 
Cu-OF 

Cu-FRHC 
Cu-HCP CuAg0,1 CuMg0,2 CuMg0,5 

CuMg0,5 
(High 

conduc-
tivity) CuSn0,2 CuCd0,7 

CuCd1,0 

CuSn0,2 (high 
conductivity) b 

CuMg0,2 (high 
conductivity) 

97,0 % 
IACS 

97,0 % 
IACS 

77,0 % 
IACS 

62,1 % 
IACS 

70,0 % 
IACS 

72,0 % 
IACS 

86,0 % 
IACS 

80,0 % IACS 

80 0,229 0,229 0,289 0,358 0,317 0,309 0,258 0,278 

100 0,183 0,183 0,231 0,286 0,254 0,247 0,207 0,222 

107 0,171 0,171 0,216 0,268 0,237 0,231 0,193 0,208 

120 0,153 0,153 0,192 0,239 0,212 0,206 0,172 0,185 

150 0,122 0,122 0,154 0,191 0,169 0,165 0,138 0,148 
a Values in Ω/km at 20°C − Calculated on minimum cross-sectional area (97 % of the nominal cross-section). 
b CuSn0,2 (high conductivity) was previously denoted CuSn0,4. 

For calculation formula, see Annex C. 

 

4.7 Mechanical properties 

4.7.1 Tensile strength and percentage elongation after fracture 

The tensile strength and percentage elongation after fracture of the contact wire shall be in 
accordance with the values indicated in Table 4 for alloys listed in Annex B. For other copper 
alloys the values shall be as agreed between purchaser and supplier. Maximum percentage 
elongation values after fracture are recommended. 

Table 5 shows the minimum values of calculated breaking load to be expected in tensile tests 
for alloys listed in Annex B, corresponding to the minimum tensile strength shown in Table 4. 

Values for minimum breaking load dependent upon tensile strength and cross-section are 
given in Table C.2. 

The value of tensile strength and the values for the percentage elongation after fracture at a 
joint area shall be in accordance with the specified values of the contact wire material. 

4.7.2 Additional requirements 

The contact wire shall withstand reverse bend loads, torsional loads and winding loads. These 
requirements should be tested in accordance with 5.5.2, 5.5.3 and 5.5.4 subject to agreement 
between purchaser and supplier. 

4.7.3 Microwaves on longitudinal axis of contact wire 

The contact wire longitudinal axis shall not show any inadmissible microwaves. After 
manufacturing, the vertical variation of the longitudinal axis of the contact wire should be not 
more than 0,1 mm as shown in Figure 7, subject to agreement between purchaser and 
supplier. 

Full document details: IEC 62917 2016

http://avadocuments2026.com/doc/iec-62917-2016
http://avadocuments2026.com/doc/iec-62917-2016


 – 14 – IEC 62917:2016 © IEC 2016 

Dimensions in millimetres 

 

Key 

W  contact wire 

L0  basis length for measurement in mm 

hmax maximum variation of longitudinal axis in mm 

Figure 7 – Limit on microwaves in the contact wire 

This requirement shall be tested in accordance with 5.5.5 subject to agreement between 
purchaser and supplier. 

NOTE This problem appears mainly in high strength copper alloys (minimum tensile strength > 400 MPa). 

4.8 Jointing feed stock 

Direct jointing of contact wire is not permitted. Joints in the feed stock which will remain in the 
contact wire are permitted except otherwise specified by the purchaser if the tests according 
to 5.7 are passed successfully. The type of joint shall be agreed with the purchaser. 

IEC 
h m
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,1

 

W 
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Table 4 – Tensile strength and percentage elongation after fracture 

Material Designation Nominal 
cross-section 

Percentage elongation 
after fracture A200 

Minimum 
tensile strength 

  mm2 min. % max. % MPa a 

Normal strength 
copper 

Cu-ETP 
Cu-FRHC 
Cu-HCP 
Cu-OF 

80 3 10 355 

100 3 10 355 

107 3 10 350 

120 3 10 330 
150 3 10 310 

High strength 
copper and high 
strength copper-
silver alloy 

Cu-ETP 
Cu-FRHC 
Cu-HCP 
Cu-OF 
CuAg0,1 

80 3 8 375 
100 3 8 375 
107 3 8 360 
120 3 8 360 
150 3 8 360 

Normal strength 
copper-silver alloy CuAg0,1 

80 3 10 365 
100 3 10 360 
107 3 10 350 
120 3 10 350 
150 3 10 350 

Copper-magnesium 
alloy 

CuMg0,2 
CuMg0,2 (high 
conductivity) 

80 3 10 460 
100 3 10 450 
107 3 10 440 
120 3 10 430 
150 3 10 420 

Copper-magnesium 
alloy 

CuMg0,5 
CuMg0,5 (high 
conductivity) 

80 3 10 520 
100 3 10 510 
107 3 10 500 
120 3 10 490 
150 3 10 470 

Copper-tin alloy 
CuSn0,2 
CuSn0,2 (high 
conductivity) b 

80 2 8 460 
100 2 8 450 
107 2 8 430 
120 2 8 420 
150 2 8 420 

Copper-cadmium 
alloy CuCd0,7 

80 2 7 430 
100 2 7 430 
107 2 7 430 
120 2 7 430 
150 2 7 430 

Copper-cadmium 
alloy CuCd1,0 

80 2 7 455 
100 2 7 445 
107 2 7 445 
120 2 7 445 
150 2 7 445 

a MPa = 1 N/mm2. 
b CuSn0,2 (high conductivity) was previously denoted CuSn0,4. 
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Table 5 – Minimum breaking loads depending on material and cross-section 

Material Designation 
Nominal cross-section Minimum breaking load a 

mm2 kN 

Normal strength copper 

Cu-ETP 
Cu-FRHC 
Cu-HCP 
Cu-OF 

80 27,5 
100 34,5 
107 36,3 
120 38,4 
150 45,1 

High strength copper and 
high strength copper-
silver alloy 

Cu-ETP 
Cu-FRHC 
Cu-HCP 
Cu-OF 
CuAg0,1 

80 29,1 
100 36,4 
107 37,4 
120 41,9 
150 52,4 

Normal strength copper-
silver alloy CuAg0,1 

80 28,3 
100 34,9 
107 36,3 
120 40,7 
150 50,9 

Copper-magnesium alloy 
CuMg0,2 
CuMg0,2 (high 
conductivity) 

80 35,7 
100 43,7 
107 45,7 
120 50,1 
150 61.1 

Copper-magnesium alloy 
CuMg0,5 
CuMg0,5 (high 
conductivity) 

80 40,4 
100 49,5 
107 51,9 
120 57,0 
150 68,4 

Copper-tin alloy 
CuSn0,2 
CuSn0,2 (high 
conductivity) b 

80 35,7 
100 43,7 
107 44,6 
120 48,9 
150 61,1 

Copper-cadmium alloy CuCd0,7 

80 33,4 
100 41,7 
107 44,6 
120 50,1 
150 62.6 

Copper-cadmium alloy CuCd1,0 

80 35,3 
100 43,2 
107 46,2 
120 51,8 
150 64,7 

a Calculated on minimum cross-sectional area which is 97 % of the nominal cross-sectional area. For other 
minimum cross-sectional areas see Annex E. 

b CuSn0,2 (high conductivity) was previously denoted CuSn0,4. 

 

NOTE 1 Because of a possible link between the creep of the contact wires and the maximum percentage 
elongation at fracture value (Table 4), the maximum elongation has been retained in this Standard. These are 
indicative values only, unless otherwise agreed between purchaser and supplier. 

NOTE 2 The calculations used to determine the figures in Table 5 are specified in Clause C.2. The minimum 
cross-section of the contact wire has been taken into consideration, see Clause C.3. 
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NOTE 3 The minimum specified breaking load corresponds to the maximum force (Fm) as defined in ISO 6892-1. 

5 Testing of contact wires 

5.1 Material composition 

The supplier shall submit a certificate for the production lot to confirm the material 
composition is in accordance with Annex B or the requirements agreed between purchaser 
and supplier. 

5.2 Appearance and condition 

The contact wire together with each sample which is subjected to other tests identified in this 
standard shall be examined with normal vision. The appearance shall comply with the 
requirements of 4.3. 

5.3 Profiles and dimensions 

Dimensional examination shall be performed either using a suitable micrometer or sliding 
caliper, or using a profile reflector with a minimum amplification of 10, or other appropriate 
methods. 

5.4 Electrical properties 

The resistivity or resistance per unit length measurements shall be made in conformity with 
IEC 60468:1974. The results shall be in accordance with 4.6.1 or 4.6.2 as appropriate. 

The coefficient of temperature for the measurement of resistance at temperatures other than 
shown in 4.6.1 and 4.6.2 should be: 

For copper (Cu-ETP, hard drawn): 3,8 × 10−3/K 
For copper with silver (CuAg0,1): 3,8 × 10−3/K 
For copper with magnesium (CuMg0,2, CuMg0,2 high conductivity): 3,1 × 10−3/K 
For copper with magnesium (CuMg0,5, CuMg0,5 high conductivity): 2,7 × 10−3/K 
For copper with tin (CuSn0,2, CuSn0,2 high conductivity): 3,2 × 10−3/K 

For other copper alloys the values should be as agreed between purchaser and supplier. 

In a temperature range from −50 °C up to 100 °C the coefficient of temperature for the 
resistance is constant. For this application of measurement of electrical properties, definition 
of temperature range is not necessary. 

NOTE Values are only a recommendation. Deviations may arise from different chemical compositions and 
manufacturing methods. 

5.5 Mechanical properties 

5.5.1 Breaking load and percentage elongation after fracture 

This test is performed in accordance with the requirements of ISO 6892-1. The gauge length 
for percentage elongation measurement shall be 200 mm. For other gauge lengths the values 
should be as agreed between purchaser and supplier. The original gauge length shall be 
marked to an accuracy of ±1 %. 

The original cross-sectional area is calculated from the measured mass per unit length and 
the density appropriate to the material specified (see Clause C.6 and Annex E). Values shall 
be in accordance with 4.7.1 and Annex E. 
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For the test on contact wire with a joint in the feed stock, the requirements of 4.7 and 4.8 shall 
be noted, and the tensile tests shall be carried out as follows: 

• if the length of the joint is less than or equal to the length between reference marks, the 
joint shall be placed at the middle of the reference marks; 

• if the length of the joint is greater than the length between reference marks, the method of 
testing shall be agreed between the purchaser and supplier. 

5.5.2 Reverse bend test 

This test is optional and shall be carried out if requested by the purchaser. The test is 
performed using a method similar to that shown in ISO 7801:1984 and Figure 8, except in 
case of special instruction by purchaser. The distance from the top tangential plane of 
cylindrical supports to the bottom face of the guide shall be 200 mm max. The contact wire 
has to be placed so that the bottom and the head of the contact wire are tangential to the 
gripping faces of the support (as shown in Figure 9). For the first bending the bottom of the 
contact wire has to be inside and the head of the contact wire outside. 

The contact wire shall be subjected to a number of bends, through 90° in opposite directions, 
around a mandrel with a radius of 30 mm. One bend consists of bending the free end of the 
test specimen through 90° and returning it to its original position, in accordance with Figure 9. 
The bends may be made by hand. The contact wire shall withstand a minimum of 6 bends 
without complete fracture. 
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Dimensions in millimetres 

 

 

Symbol Designation Unit 

d Diameter of contact wire mm 

a Minimum thickness of contact wire of non-circular section capable of being held between 
parallel grips 

mm 

r Radius of cylindrical supports (mandrel) mm 

h Distance from the top tangential plane of cylindrical supports to the bottom face of guide mm 

dg Diameter of guide hole mm 

y Distance from a plane, defined by the axes of the cylindrical supports, to the nearest point 
of contact with the test piece 

mm 

Nb Number of reverse bends  

[ISO 7801:1984, Figure 1 and Table 1, modified] 

Figure 8 – Reverse bend test – Test rig 
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Bending arm 

Guide 

Pivoting axis  
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Key 

1 first bend 

2 second bend 

3 orientation of contact wire 

[ISO 7801:1984, Figure 3, modified] 

Figure 9 – Reverse bend test – Method 

5.5.3 Torsional strength test 

This test is optional and shall be carried out at the request of the purchaser. 

A contact wire sample shall be selected and clamped between two sets of jaws, 250 mm apart 
which is measured without mechanical tension. The sample is then held by the set of 
longitudinal moving jaws. The other set of jaws has only a rotating movement around the 
contact wire axis. 

The rotating speed of the jaw shall be between 15 and 20 rotations per min. The sample shall 
be submitted to 5 rotations in the same direction. 

On completion of the test the samples shall be examined with normal vision and present no 
crack, scale, fissure or incipient break. In the case of the jointed wire no separation of the 
joint is acceptable. 

5.5.4 Winding property test 

This test is optional and shall be carried out if requested by the purchaser. 

A sample of contact wire shall be wound, with the contact running face side, in contact with 
the mandrel, for three successive 360° turns. For copper and silver copper the mandrel shall 
be a maximum of the same diameter as the sample contact wire. For other copper alloys the 
mandrel shall be a maximum of twice the diameter of the sample contact wire. 

On completion of the test the sample shall be examined with normal vision and present no 
crack, scale, fissure or incipient break. 

5.5.5 Microwaves on longitudinal axis of the contact wire 

This test is optional and shall be carried out if requested by the purchaser. 

The vertical variation of the longitudinal axis of the contact wire shall be measured by 
appropriate control methods, for example by use of an optical or mechanical control system. 

IEC 

1 
2 

3 
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The control of the variation should be performed during the manufacturing process before 
coiling the contact wire on the contact wire drum. 

5.6 Mass per unit length 

This consists of measuring the mass of a unit length sample at ambient temperature between 
10 °C and 30 °C. The precision of the measurement shall be better than 0,5 % error. 

5.7 Jointing of wire 

If the feed stock of the contact wire contains joints the quality of the joint shall be checked in 
the finished contact wire using the tensile test described in 5.5.1, the measurement of 
electrical properties described in 5.4 and, if agreed between purchaser and supplier, the 
reverse bend test described in 5.5.2 and the torsional strength test described in 5.5.3. 

5.8 Integrity of contact wire 

The internal and surface integrity of the contact wires may be checked by electro-magnetic 
methods if agreed between purchaser and supplier. The test should be performed during the 
manufacturing process, before coiling the contact wire on the contact wire drum. 

5.9 Type of tests 

An overview of contact wire tests is given in Table 6. 

There are three different tests; type tests, random sample tests and routine tests. 

Type tests are intended to establish design characteristics. They are normally only made 
once and repeated only when the design or the material of the contact wire is changed. 
The results of type tests are recorded as evidence of compliance with design 
requirements. 
Random sample tests serve for monitoring production. The purchaser shall have the 
opportunity of selecting samples and witnessing tests in accordance with Clause 7. 
Routine tests are intended to prove conformance of a contact wire to the specific 
requirements and are made on every drum. 

Additional type tests as e.g. softening test used in some countries for developing of new 
materials can be performed by the suppliers. 
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Table 6 – Contact wire tests 

Test item 
Test 

according to 
Clause/ 

Subclause 
Type test 

Random sample 
test (e.g. during 

factory 
acceptance test) 

Routine test (e.g. 
by the supplier’s 

quality 
management) 

Material composition 5.1 X X  

Appearance and condition 5.2 X X X 

Profiles and dimensions 5.3 X X Xa 

Electrical properties 5.4 X X Xb 

Breaking load and percentage 
elongation after fracture 5.5.1 X X X 

Reverse bend test 5.5.2 X Xa Xa 

Torsional strength test 5.5.3 X Xa Xa 

Winding property test 5.5.4 X Xa Xa 

Microwave on longitudinal axis of 
contact wire 5.5.5 Xa,c Xa  

Mass per unit length 5.6 X X X 

Jointing of contact wire 5.7 X   

Integrity of contact wire 5.8 X X X 
a Optional to be agreed between the purchaser and supplier. 
b Optional to be agreed between the purchaser and supplier for copper and copper silver alloy contact wires. 

For other alloys it is mandatory. 
c This type test can be done if required by the purchaser with contact wire after coiling and under nominal 

tension. 

 

6 Ordering and delivery conditions 

6.1 Conditions and specification of the order 

At the time of placing the order, the purchaser shall specify the following requirements to the 
supplier: 

a) the designation system in accordance with 4.1; 
b) the nominal length on each drum, the type of drum to be used and the kind of coiling 

– perpendicularly-coiled (see 3.3) or 
– sideways-coiled (see 3.2); 

c) if joints are unacceptable, or otherwise which type of joint is acceptable (see 4.8); 
d) the specific tests and test options required, viz.: 

1) the method of stating electrical properties of the contact wire (see 5.4); 
2) type and testing of joints in wire (see 4.7, 4.8, 5.5.1, 5.5.2, 5.5.3, 5.7); 
3) requirement for reverse bend test (see 5.5.2); 
4) requirement for torsional tests (see 5.5.3); 
5) requirement for the checking of winding property (see 5.5.4); 
6) requirement for tests for microwaves on longitudinal axis of contact wire (see 5.5.5); 

e) whether it is the purchaser’s intention to inspect the material at the supplier’s works (see 
7.3); 

f) format of certification of compliance and /or test results (see 7.1). 
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6.2 Packaging 

The contact wires shall be delivered on contact wire drums in compliance with the purchaser 
requirements. Each drum shall carry only one continuous length of contact wire. 

The design of drum shall be agreed between the purchaser and supplier and defined on a 
drawing. The contact wire shall be carefully coiled in layers perpendicularly or sideways to the 
drum. The type of coiling (see 3.2 and 3.3), the angle as agreed between the purchaser and 
supplier shall not change for the complete length on the drum. An angle tolerance and a 
measurement method for this could be agreed between purchaser and supplier. Each coil 
shall be contiguous and well packed, particularly near the flanges of the contact wire drum, 
such that it will not be possible for the coil lay to be disturbed during transit. The ends of the 
contact wire are to be firmly secured to the flanges. 

6.3 Tolerance on contact wire length 

The tolerance on the length of contact wire supplied is +30 m /–0 m. The measurement of this 
length is taken from the indication of a length meter mounted on the contact wire drawing 
bench. The length of the contact wire on the drum can be checked in addition by weighing the 
coiled drum based on 5.6 if agreed between purchaser and supplier. 

6.4 Contact wire drum markings 

Every contact wire drum shall bear a permanently marked number, assigned either by the 
purchaser or the supplier, clearly visible on each flange, together with an arrow and the words 
"take off" indicating the direction of take-off of the contact wire. 

A label, resistant to deterioration and indelibly marked, shall be attached to one flange, 
bearing the following information: 

• the name of the supplier; 

• the contact wire designation in accordance with 4.1; 

• the contact wire nominal length; 

• the net mass of the contact wire; 

• the gross mass (contact wire drum plus contact wire); 

• a manufacturing number with at least the number of the week of drawing and the year of 
manufacture (if required by the purchaser); 

• the manner of coiling a contact wire to a drum, such as perpendicularly coiled, sideways-
coiled, or other (if required by the purchaser); 

• the purchaser order or reference number (if required by the purchaser). 

The above information shall be supplied separately to the purchaser at his request. 

7 Verification of compliance 

7.1 Certification of compliance and test results 

NOTE The purchaser and supplier shall agree the Clauses selected from EN 10204:2004 or EN 1655:1997 (only 
for CEN/CENELEC members) relevant to the certificate of compliance and/or test results. 

7.2 Selection of samples and tests by supplier 

Suppliers shall select and test samples from each drum of contact wire produced. 
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7.3 Inspection by purchaser 

The purchaser has the opportunity of selecting samples and witnessing tests in accordance 
with Table 7. 

Table 7 – Guide for the selection of samples 

Order size 
Number of drums 

Sample size 
Number of drums 

N < 10 1 

10 < N < 25 2 

25 < N < 90 3 

90 < N < 150 5 

150 < N < 280 8 

 

The order is accepted if all the results of specifics tests (and optional if required) are in 
accordance with the requirements of this standard and additional requirements agreed 
between purchaser and supplier. If one or more samples do not satisfy this standard, a 
second random sampling of the same quantity as the first sampling shall be selected and 
subjected to the tests which were not originally satisfied. 

The failed drums may be sampled and tested by the supplier and if satisfactory resubmitted 
for acceptance by the purchaser. 

If the obtained results on the second sampling are in accordance with this standard, the order 
is accepted. Otherwise the order is rejected. 
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Annex A 
(normative) 

 
Standardised configurations 

See Figures A.1 to A.3 and Tables A.1 to A.3. 

 

Figure A.1 – Contact wire shape AC 

Table A.1 – Dimensions for contact wire shape AC 

Designation A 

mm 

B 

mm 

C D E 

mm 

F 

mm 

G 

mm 

AC-80 5,60 ± 0,20 5,14 °
°°0

2–51  °
°°0

2–27  R0,40 3,80 10,52 to 10,72 

AC-100 5,60 ± 0,20 5,14 °
°°0

2–51  °
°°0

2–27  R0,40 4,00 11,84 to 12,08 

AC-107 5,60 ± 0,20 5,14 °
°°0

2–51  °
°°0

2–27  R0,40 4,00 12,27 to 12,52 

AC-120 5,60 ± 0,20 5,14 °
°°0

2–51  °
°°0

2–27  R0,40 4,00 12,99 to 13,26 

AC-150 5,60 ± 0,20 5,14 °
°°0

2–51  °
°°0

2–27  R0,40 4,00 14,53 to 14,85 
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Figure A.2 – Contact wire shape BC 

Table A.2 – Dimensions for contact wire shape BC 

Designation A 

mm 

B 

mm 

C D E 

mm 

F 

mm 

G 

mm 

BC-100 6,92 ± 0,20 6,48 °
°°0

2–51  °
°°0

2–27  R0,40 4,30 11,57 to 11,84 

BC-107 6,92 ± 0,20 6,48 °
°°0

2–51  °
°°0

2–27  R0,40 4,30 12,01 to 12,28 

BC-120 6,92 ± 0,20 6,48 °
°°0

2–51  °
°°0

2–27  R0,40 4,30 12,76 to 13,06 

BC-150 6,92 ± 0,20 6,48 °
°°0

2–51  °
°°0

2–27  R0,40 4,00 14,24 to 14,59 
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Figure A.3 – Contact wire shape BF 

Table A.3 – Dimensions for contact wire shape BF 

Designation A 

mm 

B 

mm 

C D E 

mm 

F 

mm 

G 

mm 

H 

mm 

I 

mm 

BF-100 6,92 ± 0,20 6,48 °
°°0

2–51  °
°°0

2–27  R0,40 4,00 10,92 to 11,16 R6,00 R15,60 

BF-107 6,92 ± 0,20 6,48 °
°°0

2–51  °
°°0

2–27  R0,40 4,24 11,11 to 11,35 R6,43 R15,85 

BF-120 6,92 ± 0,20 6,48 °
°°0

2–51  °
°°0

2–27  R0,40 4,30 12,13 to 12,41 R6,60 R17,21 

BF-150 6,92 ± 0,20 6,48 °
°°0

2–51  °
°°0

2–27  R0,40 3,90 13,26 to 13,58 R7,55 R20,00 
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Annex B 
(informative) 

 
Common alloy compositions and designations 

Table B.1 – Some possible material compositions and designations 

Material designation 
Composition in % (mass) 

Element 

Symbol Number  Cu Bi O P Pb 
Other elements 

Total Excluding 

Cu-ETP CW004Ac) 
min. 99,90 a – – – – – Ag, O 

max. – 0,0005 0,040 b – 0,005 0,03  

Cu-FRHC CW005Ac) 
min. 99,90 a – – – – – Ag, O 

max. – – 0,040 b – – 0,04  

Cu-OF CW008Ac) 
min. 99,95 – – – – – Ag 

max. – 0,0005 c – 0,005 0,03  

Cu-HCP CW021Ac) 
min. 99,95 – – 0,002 – – Ag, P 

max. – 0,0005 c 0,007 0,005 0,03  

   Cu Bi O  Ag 
Other elements 

Total Excluding 

CuAg 0,1 CW013Ac) 
min. Rest – – – 0,08 – Ag, O 

max. – 0,0005 0,040 – 0,12 0,03  

   Cu Mg Sn Cd P 
Other elements 

Total Excluding 

CuMg 0,2 CW127Cc) 
min. Rest 0,1 – – – – Mg, P 

max.  0,3 – – 0,01 0,1  

CuMg 0,5 CW128Cc) 
min. Rest 0,4 – – – – Mg, P 

max.  0,7 – – 0,01 0,1  

CuSn 0,2 CW129Cc) 
min. Rest – 0,15 – – – Sn 

max.  – 0,55 – – 0,1  

CuCd 0,7 CW130Cc) 
min. Rest – – 0,5 – – Cd 

max.  – – 0,8 – 0,1  

CuCd 1,0 CW131Cc) 
min. Rest – – 0,8 – - Cd 

max.  – – 1,2 – 0,1  
a Including silver, up to a maximum of 0,015 %. 
b Oxygen content up to 0,060 % can be agreed between the purchaser and the supplier. 
c Only for CEN/CENELEC members. 

 

NOTE 1 Composition of all copper types is in accordance with EN 1977:2013 and CEN TS 13388 (only for 
CEN/CENELEC Members). 

NOTE 2 The total of other elements (than copper) is defined in EN 1977:2013 (only for CEN/CENLEC members) 
as the sum of Ag, As, Bi, Cd, Co, Cr, Fe, Mn, Ni, O, P, Pb, S, Sb, Se, Si, Sn, Te and Zn, subject to the exclusion of 
any individual elements indicated. 

NOTE 3 In many countries, national regulations impose restrictions on the use of copper cadmium alloys. See 
Annex D. 

NOTE 4 Table B.1 is normative in some CEN/CENELEC member countries. 
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Annex C 
(informative) 

 
Physical properties 

C.1 Electrical resistance per kilometre 

The values of the maximum resistance per unit length depending on the maximum resistivity 
of the metal at 20 °C and the contact wire cross-section are calculated from the following 
formula, see Table C.1: 

min

max
max A

LR ρ
=

 

where 
Rmax is the resistance at 20 °C, in Ω; 
ρmax is the maximum resistivity of the metal at 20 °C, in Ωm; 
Amin is the minimum cross-section of the contact wire, in m2; 
L is equal to 1 000 m. 

The values of the maximum resistance per unit length depending on the conductivity of the 
metal in % IACS at 20 °C and the contact wire cross-section are calculated from the following 
formula: 

min
6

min
max 1058

1
A

R
×××

=
γ

 

where 

γmin  is the minimum electrical conductivity of the metal at 20 °C, in % IACS. 

Table C.1 – Maximum electrical resistance per kilometre depending  
on conductivity and nominal cross-section (examples) a 

Nominal 
cross-section 

A in mm2 

Electrical conductivity γ  
in % IACS 

60,0 62,1 70,0 72,0 77,0 80,0 86,0 97,0 

70 0,423 0,409 0,363 0,353 0,330 0,317 0,295 0,262 

80 0,370 0,358 0,317 0,309 0,289 0,278 0,258 0,229 

85 0,349 0,337 0,299 0,290 0,272 0,261 0,243 0,216 

100 0,296 0,286 0,254 0,247 0,231 0,222 0,207 0,183 

107 0,277 0,268 0,237 0,231 0,216 0,208 0,193 0,171 

110 0,269 0,260 0,231 0,224 0,210 0,202 0,188 0,167 

120 0,247 0,239 0,212 0,206 0,192 0,185 0,172 0,153 

150 0,197 0,191 0,169 0,165 0,154 0,148 0,138 0,122 

170 0,174 0,168 0,149 0,145 0,136 0,131 0,122 0,108 
a Values in Ω/km at 20 °C − Calculated on minimum cross-sectional area (97 % of the nominal cross-section). 
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