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INTERNATIONAL ELECTROTECHNICAL COMMISSION 

____________ 

 
RAILWAY APPLICATIONS – ROLLING STOCK –  

BATTERIES FOR AUXILIARY POWER SUPPLY SYSTEMS –  
 

Part 1: General requirements 
 

FOREWORD 
1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising 

all national electrotechnical committees (IEC National Committees). The object of IEC is to promote 
international co-operation on all questions concerning standardization in the electrical and electronic fields. To 
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications, 
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC 
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested 
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely 
with the International Organization for Standardization (ISO) in accordance with conditions determined by 
agreement between the two organizations. 

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international 
consensus of opinion on the relevant subjects since each technical committee has representation from all 
interested IEC National Committees.  

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National 
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC 
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any 
misinterpretation by any end user. 

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications 
transparently to the maximum extent possible in their national and regional publications. Any divergence 
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in 
the latter. 

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity 
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any 
services carried out by independent certification bodies. 

6) All users should ensure that they have the latest edition of this publication. 

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and 
members of its technical committees and IEC National Committees for any personal injury, property damage or 
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and 
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC 
Publications.  

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is 
indispensable for the correct application of this publication. 

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of 
patent rights. IEC shall not be held responsible for identifying any or all such patent rights. 

International Standard IEC 62973-1 has been prepared by IEC technical committee 9: 
Electrical equipment and systems for railways. 

The text of this International Standard is based on the following documents: 

FDIS Report on voting 

9/2362/FDIS 9/2386/RVD 

 
Full information on the voting for the approval of this International Standard can be found in 
the report on voting indicated in the above table. 

This document has been drafted in accordance with the ISO/IEC Directives, Part 2. 
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A list of all parts in the IEC 62973 series, published under the general title Railway 
applications – Rolling stock – Batteries for auxiliary power supply systems, can be found on 
the IEC website. 

The committee has decided that the contents of this document will remain unchanged until the 
stability date indicated on the IEC website under "http://webstore.iec.ch" in the data related to 
the specific document. At this date, the document will be  

• reconfirmed, 

• withdrawn, 

• replaced by a revised edition, or 

• amended. 

 

IMPORTANT – The 'colour inside' logo on the cover page of this publication indicates 
that it contains colours which are considered to be useful for the correct 
understanding of its contents. Users should therefore print this document using a 
colour printer. 
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INTRODUCTION 

This document considers general requirements for all rechargeable battery technologies.  

Details of each battery technology are described in other parts as follows: 

Part 2: Nickel Cadmium (NiCd) batteries 
Part 3: Lead Acid (LA) batteries 

Future parts: Other battery technologies, such as Nickel metal hydride (NiMH), Lithium ion (Li-
ion), etc.  

In this document the interface with a battery charger is specified and the battery charger itself 
is out of scope. 
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RAILWAY APPLICATIONS – ROLLING STOCK – 
BATTERIES FOR AUXILIARY POWER SUPPLY SYSTEMS –  

 
Part 1: General requirements 

 
 
 

1 Scope 

This part of IEC 62973 applies to various rechargeable battery technologies for auxiliary 
power supply systems used on rolling stock. 

This document applies to any rolling stock types (e.g. light rail vehicles, tramways, streetcars, 
metros, commuter trains, regional trains, high speed trains, locomotives, etc.). 

This document focuses on: 

– the description of electrical interfaces for the following battery nominal voltages: 24 V, 
32 V, 36 V, 48 V, 64 V, 72 V, 87 V, 96 V, 110 V; 

– the description of electrical interfaces: considering battery load profile and battery capacity 
sizing parameters (e.g. operating voltage range and charging characteristics). 

This document with the other parts of the standard is used in conjunction with other related 
IEC standards for auxiliary equipment used for railway rolling stock applications. 

The main objective of this document is to achieve standardization of the electrical interfaces 
by considering various battery parameters in order to allow for calculating the battery capacity 
required for a specific load profile for the various battery technologies as detailed in the other 
parts of the standard.  

2 Normative references 

The following documents are referred to in the text in such a way that some or all of their 
content constitutes requirements of this document. For dated references, only the edition 
cited applies. For undated references, the latest edition of the referenced document (including 
any amendments) applies. 

IEC 60077-1, Railway applications – Electric equipment for rolling stock – Part 1: General 
service conditions and general rules  

IEC 61373:2010, Railway applications – Rolling stock equipment – Shock and vibration test 

IEC 62485-2, Safety requirements for secondary batteries and battery installations –  
Part 2: Stationary batteries 

IEC 62498-1:2010, Railway applications – Environmental conditions for equipment –  
Part 1: Equipment on board rolling stock 

IEC 62847, Railway applications – Rolling stock – Electrical connectors – Requirements and 
test methods 

ISO 7010, Graphical symbols – Safety colours and safety signs – Registered safety signs  
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3 Terms, definitions and abbreviated terms  

3.1 Terms and definitions 

For the purposes of this document, the following terms and definitions apply. 

ISO and IEC maintain terminological databases for use in standardization at the following 
addresses: 

• IEC Electropedia: available at http://www.electropedia.org/ 

• ISO Online browsing platform: available at http://www.iso.org/obp 

NOTE All typical battery related descriptions are defined in IEC 60050-482. 

3.1.1  
battery crate 
container with frame walls for holding several cells or batteries  

Note 1 to entry: See 4.1 and Clause 5. 

[SOURCE: IEC 60050-482:2004/AMD1:2016, 482-05-10, modified – Note 1 to entry has been 
added.] 

3.1.2  
battery tray 
container with a base and walls for holding several cells or batteries  

Note 1 to entry: See 4.1 and Clause 5. 

[SOURCE: IEC 60050-482:2004/AMD1:2016, 482-02-35, modified – Note 1 to entry has been 
added.] 

3.1.3  
cell 
basic functional unit, consisting of an assembly of electrodes, electrolyte, container, terminals 
and usually separators, that is a source of electric energy obtained by direct conversion of 
chemical energy  

[SOURCE: IEC 60050-482:2004/AMD1:2016, 482-01-01, modified – Note has been deleted.] 

3.1.4  
monobloc battery 
battery with multiple separate but electrically connected cell compartments each of which is 
designed to house an assembly of electrodes, electrolyte, terminals or interconnections and 
possible separators  

Note 1 to entry: The cells in a monobloc battery can be connected in series or in parallel.  

Note 2 to entry: See 4.1. 

[SOURCE: IEC 60050-482:2004, 482-02-17, modified – Note 2 to entry has been added.]  

3.1.5  
rated capacity <of the battery> 
Cn 
capacity value of a battery determined under specified conditions and declared by the battery 
manufacturer 

[SOURCE: IEC 60050-482:2004, 482-03-15] 
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3.1.6  
state of charge  
SOC 
remaining capacity to be discharged, normally expressed as a percentage of the full battery 
rated capacity as expressed in relevant standards 

Note 1 to entry: Practical definitions of SOC are dependent upon chosen technologies. 

3.1.7  
depth of discharge  
DOD 
capacity removed from a battery during discharge in relation to its full rated capacity 
expressed as a percentage 

Note 1 to entry: It is the complement of SOC. 

Note 2 to entry: As one increases, the other decreases by the same amount. 

Note 3 to entry: Practical definitions of DOD are dependent upon chosen technologies. 

3.1.8  
ageing factor 
quantitative factor expressing the degradation in the ability of the battery, due to usage, to 
deliver electrical energy under specified operating conditions such as, but not limited to, 
operating ambient temperature, cycling considering depth of discharge (DOD), and 
maintenance practices 

3.1.9  
battery module 
group of cells connected together either in a series and/or parallel configuration with or 
without protective devices (e.g. fuse or temperature sensor) and monitoring circuitry 

3.1.10  
battery system 
battery 
system that also includes battery tray(s), battery crate(s), monobloc(s), battery module(s), 
electronic components and/or equipment and associated electromechanical connections 

Note 1 to entry: This is a general definition. A more precise definition can be detailed for each battery technology 
in the parts of the series if necessary. 

3.1.11  
end user 
organization which operates the battery system 

Note 1 to entry: The end user is normally an organization which operates the vehicle equipped with the battery 
system, unless the responsibility is delegated to a main contractor or consultant. 

3.1.12  
system integrator 
organization which has the technical responsibility of the complete battery system and 
charging system 

Note 1 to entry: The system integrator can be the end user or the train manufacturer, or none of them. 

3.1.13  
manufacturer 
organization which has the technical responsibility for its scope of supply 

Note 1 to entry: The manufacturer can be the train builder or the system integrator of a battery system, a cell 
manufacturer, etc. If necessary to explicitly distinguish, “train manufacturer”, “battery system manufacturer” or “cell 
manufacturer” is expressed. 
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3.2 Abbreviated terms 
AC Alternating Current 
Cn Capacity at the n-hour rate 
CCTV Closed-Circuit Television 
DC Direct Current 
DOD Depth Of Discharge 
EMU Electrical Multiple Unit 
FEA Finite Element Analysis 
HVAC Heating, Ventilation, Air Conditioning  
LRU Line Replaceable Unit 
NTC Negative Temperature Coefficient (temperature sensor) 
PT 100 Temperature Sensor, Type PT 100 
PT 1000 Temperature Sensor, Type PT 1000 
SOC State Of Charge 
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4 General requirements 

4.1 Definitions of components of a battery system, see Figure 1 (images are 
examples) 

  

Figure 1 – Definition of cell(s), monobloc battery, crate, tray, and box 

Some batteries may not include all of the above components, e.g. single cells may be 
installed in a tray without crates. Some battery technologies may include further components 
(e.g. module) in the parts of this standard series if necessary. 

4.2 Definitions of battery type 

Refer to the relevant part of this standard series for the battery technology. 

4.3 Environmental conditions 

The battery has to ensure an appropriate function at the given requirements, but with respect 
to lifetime and chargeability and discharge performance, the battery should not be operated 
above or below the maximum or minimum operating temperature range of the respective 
battery technology. 

IEC 

Monobloc battery Single cells / no LRU 

Crate with single cells 

Tray 

Battery box 

Basic elements / 
basic LRU's 

Next higher level 
of LRU 

Next higher level / 
no LRU 

Full document details: IEC 62973-1 2018

http://avadocuments2026.com/doc/iec-62973-1-2018
http://avadocuments2026.com/doc/iec-62973-1-2018


IEC 62973-1:2018 © IEC 2018 – 13 –  

The battery cells/ monoblocs in the battery box shall be protected against direct solar 
radiation, heat sources, rain, pollution, snow, hail and sandstorm. 

• Temperature conditions: 
– ambient battery temperature: according to IEC 62498-1:2010, Table 2 

Deviations may be agreed between end user and / or 
system integrator and cell / battery manufacturer. 

– transport and storage: –30 °C to 70 °C  
Deviations may be agreed between end user and / or 
system integrator and cell / battery manufacturer. 

• Humidity: according to IEC 62498-1:2010, 4.4 
Deviations may be agreed between end user and / or 
system integrator and cell / battery manufacturer. 

• Shock and vibration: according to IEC 61373:2010,11.3 

• Dielectric properties: according to IEC 60077-1 

• Altitude: according to IEC 62498-1:2010, 4.2 

4.4 System requirements 

4.4.1 System voltage 

The low voltage supply network has to allow operation of the connected equipment within the 
minimum and maximum limits of the voltage range according to Table 1. 

The battery nominal voltages are given only to identify or classify the system voltage 
equipment types and should not be considered as equipment operating voltages or off-load 
battery voltages. The number of cells in a battery can vary depending on the operating 
conditions and battery load profile as long as the minimum and maximum equipment operating 
voltage range is respected. The charging voltage for the battery is dependent on the number 
of cells, temperature, and its technology. 

Table 1 – Operating range of the equipment supplied by the battery system 

Battery nominal voltage 

V 

Minimum voltage at equipment 

V 

Maximum voltage at equipment 

V 

24 17a / 16,8 34a / 30 

32 23a 42,5a 

48 34a / 33,6 68a / 60 

64 46a 85a 

72 50,4 90 

87 60,9b 108,8b 

96 67,2 120 

110 77 137,5 

NOTE Values are based on IEC 60077-1. 

a IEEE 1476 (North America) – Refer to Bibliography.  
b JIS E 5004-1 (Japan) – Refer to Bibliography. 

 

The battery nominal voltages and the discharge voltages are different. As an example, the 
following Figure 2 shows typical discharges of a cell at different constant discharging currents 
(shown in multiples of Cn or multiples of In , Cn and In are related, e.g. 0,2 C5 is equivalent to 
I5) that vary by battery technology. Typical discharge curves (discharge voltages relative to 
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discharge capacities based on constant current discharges) with corresponding temperature 
are provided for each battery technology in this standard series. 

 

Figure 2 – Example of discharge curves at various constant  
discharge currents based on percentage of capacity 

The following example, Figure 3a shows a typical charge of a cell at constant charging current 
at 0,2 C5 (equivalent to I5) for the initial phase followed by Figure 3b constant charging 
voltage for the last phase by battery technology. Typical charging methods (charge voltages 
relative to capacities) with corresponding temperature are provided for each battery 
technology in this standard series. Charging curves shall be available from battery 
manufacturers.  

 

 

Figure 3a – Example of charge current rate curve Figure 3b – Example of charge voltage curve 

Figure 3 – Examples of charge curves 
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4.4.2 Charging requirements 

The required battery charging voltage and the optimum charging method are specified 
according to Table 2. 

Table 2 – Requirements of the charging characteristics 

Requirements Characteristics 

Normal condition Float charge by battery charger with temperature compensation as 
required by the battery technology 

Charging method Depending on battery technology 

Steady state control tolerance of the 
battery charge voltage output at the 
charging system  

The charge voltage tolerance refers to the voltage demand according 
to the ideal charging characteristic that will be detailed for each battery 
technology in the parts of the series if applicable. 

In case of temperature compensation ± 1,5 % or lower tolerance. 

Without temperature compensation ± 1 % or lower tolerance 

Charging voltage ripple ≤ 5 % (according to IEC 60077-1 with disconnected battery) 

Charging current ripple The battery charging current shall be DC, as any superimposed AC 
component in the charging current can lead to a temperature increase 
of the battery. The AC content in the charging current should not 
exceed values as per IEC 62485-2. The values will be detailed for each 
battery technology in the parts of the series if applicable 

Temperature compensation Temperature compensation as required by the battery technology. The 
values will be detailed for each battery technology in the parts of the 
series if applicable 

Detection of temperature Signal from sensor on battery or battery compartment, detection inside 
battery charging system 

 

In some cases, in agreement between the end user and manufacturer, the temperature 
compensation may not be required. This information should be agreed upon prior to 
calculating the battery capacity required for a specific load profile. In such a case the battery 
temperature sensor may be omitted. 

Figure 4 below is a typical electrical schematic for a charger interface to the battery 
installation. Other configurations may be possible with the same or additional battery 
functions. 

Voltage
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and

Voltage control (1)
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To
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Temperature
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Figure 4 – Interfaces between battery and battery charging system 
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The interface system between battery charging system and battery as shown in Figure 4 
consists of: 

1) Battery voltage sensing and regulation: maximum ± 1 % tolerance (see (1) in Figure 4). 
2) Temperature data acquisition (2a), including wiring (2b) to the sensor (3) typically, better 

than ± 2,5 K tolerance (equivalent to ± 0,5 % of ideal charging voltage). 
3) Temperature sensor (3): maximum tolerance ± 2 K for the specified temperature range 

(equivalent to ± 0,4 % of ideal charging voltage) preferably attached to the battery, 
minimum one sensor per battery system (see (3)). The choice of the temperature sensor 
shall be agreed between the system integrator and the suppliers of the battery and battery 
charging system. In case where a PT 100 is used a 4-cable wiring or active sensing is 
necessary. Other typical sensors are available such as 2-wire PT 1000 or NTC (10 kΩ at 
25 °C). 

4) Position of the temperature sensor (3) within the battery compartment (4). 
5) Cabling between battery and battery charger: part of system integration in the train (5). 

The accuracy of the charging system is to be checked: 

a) for a defined temperature range of less than 80 K, 
b) at the battery charger interface. 

The system integrator shall check if and how the effect of the wiring needs to be compensated, 
considering voltage drop in the power cables and resistance in the temperature sensor wires. 

The impact of the sensor wiring depends on the type of temperature sensor, data acquisition 
system and/or location of the voltage sensor. If there are significant influences, it is possible 
to compensate these influences in the battery charger control system upon agreement 
between the system integrator and the manufacturer of the battery charging system. 

With the recommended temperature sensors, the influence of the wiring resistance on the 
temperature acquisition can be neglected. 

4.4.3 Discharging requirements 

4.4.3.1 General 

There are different discharging requirements for batteries while in service or storage: 

– load profile (emergency back-up for auxiliaries and/or during normal operation such as  
neutral section or power gaps); 

– off line discharge when power is not present; 
– low and high temperature discharging requirements; 
– self-discharge. 

The above discharging requirements are described in the following subclauses. 

4.4.3.2 Load profile 

Load profile to be considered shall be defined in agreement between the end user, system 
integrator, and cell or battery manufacturer. The load profile needs to be clearly identified if it 
is for the entire train along with the number of batteries supporting it or per vehicle equipped 
with the battery. 

Examples of two different types of load profiles are as follows: 

– emergency back-up for auxiliaries (see Figure 5 showing a 1 to 5 step load profile), 
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– during normal operation such as  neutral section or power gaps (see Figure 6 showing a 1 
to 2 step load profile). 

To optimize the battery sizing, the load profile shall be represented by three types of loads; 
constant power load (W), resistive load (Ω), and constant current load (A) that may happen at 
the same time for each discharge time interval. Sometimes not all three types of loads are 
present.  

Examples of load profiles for emergency operation for high speed trains and regional trains 
are shown in Figure A.1 and Figure A.2.  
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Figure 5 – Example of load profile for emergency back-up for  
auxiliaries (train not moving) 
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Figure 6 – Example of load profile during normal operation such as  
rail gaps (driving without battery charging) 
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4.4.3.3 Extended discharge time 

Extended discharge time is a small discharge load beyond the normal emergency load profile 
period. For example, a discharge time longer than one day with a defined battery consumption. 
Such discharge cannot entirely be excluded. The amount of this discharge load as well as the 
discharge time should be specified by the end user and system integrator. 

The battery shall be able to withstand the extended discharge without permanent damage. 
Each battery technology in the parts of the series shall define the parameters such as 
reconditioning to recover the battery performances after this extended discharge if required. 

4.4.3.4 Low or high temperature performance  

The admissible battery temperature should be the average low or high temperature of the city 
or region as identified by websites such as www.weatherbase.com or as agreed by the 
customer. At this temperature, the charged battery shall still be able to supply the load profile 
as specified by the end user. 

In addition, no permanent damage shall occur at this temperature. 

4.4.4 Charge retention (self-discharge) 

Normally batteries have a self-discharge, a lowering of the battery available capacity, while in 
storage that is also affected by temperature. Each battery technology in the parts of the series 
should provide the self-discharge characteristics or other effects while in storage for a period 
of time and temperature. This lowered available capacity due to self-discharge is normally 
reversible by a recharge as specified by the battery manufacturer. 

For storage of batteries, see 8.2. 

4.4.5 Requirements for battery capacity sizing 

The train manufacturer or system integrator shall define the following parameters: 

– discharging requirements per load profile (see 4.4.3), 
– capacity reserve for future loads or safety, 
– battery ambient temperature range in emergency condition (in agreement with the end 

user), 
– voltage drop from battery to equipment (loads) due to cable length and size or minimum 

voltage at battery terminal 
Vbattery = Vequipment + Vdrop 

where 
Vbattery  is the voltage at the battery terminal; 
Vequipment  is the voltage at the equipment (Table 1: at least the minimum voltage); 
Vdrop  is the voltage drop in wiring between load and battery; 

– repetitive discharge cycles including the number of discharges (per day, month, or year) 
and time duration. 

The battery manufacturer shall define the following parameters: 

– SOC according to the charging parameters (voltage, temperature compensation, etc.) and 
environmental conditions, 

– ageing factor depending upon but not limited to the  operating ambient temperature, 
cycling at the corresponding DOD, maintenance, and required lifetime. 
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The requirements for battery capacity sizing are specified according to Table 3. Each battery 
technology in the part of the series will need to establish a table with corresponding values. 

Table 3 – Parameters and responsibility for battery capacity sizing 

 Parameters needed for battery sizing Responsibilities of parameters to be provided 

Load profile (W, Ω, A) Provided by the system integrator  

Low or high temperature for sizing to the load profile (°C) As specified by the train manufacturer or in 
conjunction with the end user 

State of Charge (SOC) at 20 °C under float charging 
conditions (%) 

Provided by the battery or cell manufacturer 

Ageing factor (%) Provided by the battery or cell manufacturer 

Requested cycle capability (number of load profile cycles 
and time duration) 

Specified by the end user 

Useful battery life at an average annual operating 
temperature of approximately 20 °C under railway 
conditions (Years) 

Provided by the battery or cell manufacturer 

 

4.5 Safety and protection requirements 

4.5.1 General 

The battery tray or box should be able to retain electrolyte in case of battery leakage and also 
withstand corrosion from the electrolyte. 

The cell vent plugs or the filling system, if applicable by the battery technology, should have 
flame arrestors in order to prevent an external flame or spark from entering the cells that can 
cause an internal explosion which can result in splashing of electrolyte. 

The battery system shall have sufficient ventilation to avoid high and dangerous concentration 
of gases (see 5.5). The calculation of ventilation shall be done according to IEC 62485-2 
requirements. 

4.5.2 Deep discharge of batteries 

Deep discharge of a battery means that more capacity (electrical energy) is discharged out of 
the battery than allowed, or more than defined in the discharge curves of the battery 
manufacturer. This may result in permanent damage, insufficient recharging of the battery 
capacity (reduced available capacity) or a lesser lifetime. 

There are different methods to protect the batteries against deep discharge. It is suggested to 
use the following parameters as criteria for deep discharge protection. Curves showing the 
relationship between the current and the final discharge voltage should be available from the 
battery manufacturers; 

– voltage, 
– current, 
– temperature, 
– time. 

Depending on the battery technology, it may not be necessary to have specific devices to 
protect the battery against deep discharge. 

4.5.3 Temperature compensation during charging 

The battery charging voltage should be temperature controlled. Temperature compensation is 
detailed for each battery technology in the parts of the series if applicable. 
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As a further measure, each battery technology in the parts of the series should consider the 
maximum or minimum operating temperature when charged if applicable.  

In case of sensor failure, the battery charging system should temporarily use a safe default 
charging value for each battery technology in the parts of the series if applicable.  

4.6 Fire protection 

The fire protection requirements which include flammability resistance, smoke generation and 
toxicity limits shall be specified by the end user’s specification for standard(s) applicable to 
each country.  

4.7 Maintenance 

Maintenance data for preventive maintenance and corrective maintenance shall be available 
on request from the battery manufacturer and detailed for each battery technology in the parts 
of the series if applicable. The maintenance frequency and commissioning of batteries if 
applicable depends on the end user practices and battery manufacturer’s requirements.  

4.8 Charging characteristics 

Charging characteristics are to be selected in a way to ensure a high state of charge under 
normal operating conditions, and the lowest possible water consumption (if applicable), 
detailed for each battery technology in the parts of the series. 

5 Mechanical design of battery system 

5.1 General 

The battery system can include one or more battery boxes, trays, crates, battery modules, or 
monobloc batteries. Refer to Clause 4.  

There are three general aspects that distinguish the mechanical design of a battery system: 

– interface mechanism (battery tray to battery box and battery box to vehicle), 
– accessibility to the battery, 
– location of battery system on the vehicle. 

5.2 Interface mechanism 

5.2.1 General 

The three basic kinds of interface mechanisms of the battery trays to the battery box designs 
are as follows: 

– fixed, 
– roller, 
– slide. 

The interface of battery box to vehicle is normally bolted. 

5.2.2 Fixed type 

The battery trays can be bolted to battery box (Figure 8) that may have fork lift access or 
other ways of lifting to remove or install. The crates or monoblocs can be installed directly in 
battery boxes (Figure 7). 
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Figure 7 – Example of fixed solution without tray 

 

Figure 8 – Example of fixed solution with tray 

5.2.3 Roller type 

Battery trays with rollers are used for accessing the battery in two basic ways: 

– with folding beams (rollers on the tray), see Figure 9, 
– with roller bearings (rollers on the box or tray), see Figure 10. 
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