IEC/IEEE 60079-30-1:2015-09(en)

Full document @

158 & IEEE |IEC/IEEE 60079-30-1

(]
®

INTERNATIONAL
STANDARD

Edition 1.0 2015-09

colour
inside

Explosive atmospheres —
Part 30-1: Electrical resistance trace heating — General and testing requirements


http://www.avadocuments.com/doc/iec-ieee-60079-30-1-2015
http://www.avadocuments.com/doc/iec-ieee-60079-30-1-2015

THIS PUBLICATION IS COPYRIGHT PROTECTED
Copyright © 2015 IEC, Geneva, Switzerland
Copyright © 2015 IEEE

All rights reserved. Unless otherwise specified, no part of this publication may be reproduced or utilized in any form
or by any means, electronic or mechanical, including photocopying and microfilm, without permission in writing being
secured. Requests for permission to reproduce should be addressed to either IEC at the address below or IEC’s
member National Committee in the country of the requester or from IEEE.

IEC Central Office

3, rue de Varembé
CH-1211 Geneva 20
Switzerland

Tel.: +41 22 919 02 11
Fax: +41 22 919 03 00
inffo@iec.ch
www.iec.ch

Institute of Electrical and Electronics Engineers, Inc.
3 Park Avenue

New York, NY 10016-5997

United States of America

stds.ipr@ieee.org

www.ieee.org

About the IEC
The International Electrotechnical Commission (IEC) is the leading global organization that prepares and publishes
International Standards for all electrical, electronic and related technologies.

About the IEEE

IEEE is the world’s largest professional association dedicated to advancing technological innovation and excellence for
the benefit of humanity. IEEE and its members inspire a global community through its highly cited publications,
conferences, technology standards, and professional and educational activities.

About IEC/IEEE publications
The technical content of IEC/IEEE publications is kept under constant review by the IEC and IEEE. Please make sure
that you have the latest edition, a corrigendum or an amendment might have been published.

IEC Catalogue - webstore.iec.ch/catalogue

The stand-alone application for consulting the entire
bibliographical information on IEC International Standards,
Technical Specifications, Technical Reports and other
documents. Available for PC, Mac OS, Android Tablets
and iPad.

IEC publications search - www.iec.ch/searchpub

The advanced search enables to find IEC publications by a
variety of criteria (reference number, text, technical
committee,...). It also gives information on projects,
replaced and withdrawn publications.

IEC Just Published - webstore.iec.ch/justpublished
Stay up to date on all new IEC publications. Just Published
details all new publications released. Available online and
also once a month by email.

Electropedia - www.electropedia.org

The world's leading online dictionary of electronic and
electrical terms containing more than 30 000 terms and
definitions in English and French, with equivalent terms in
15 additional languages. Also known as the International
Electrotechnical Vocabulary (IEV) online.

IEC Glossary - std.iec.ch/glossary

More than 60 000 electrotechnical terminology entries in
English and French extracted from the Terms and
Definitions clause of IEC publications issued since 2002.
Some entries have been collected from earlier publications
of IEC TC 37, 77, 86 and CISPR.

IEC Customer Service Centre - webstore.iec.ch/csc

If you wish to give us your feedback on this publication or
need further assistance, please contact the Customer
Service Centre: csc@iec.ch.

Documents

Document Sharing Hub
Authorized licensed use limited to: Tsinghua University. Downloaded on February 25,2026 at 19:27:46 UTC from IEEE Xplore. Restrictions apply.

Full document details: IEC/IEEE 60079-30-1-2015


mailto:stds.ipr@ieee.org
mailto:info@iec.ch
http://www.iec.ch/
http://webstore.iec.ch/catalogue
http://www.iec.ch/searchpub
http://webstore.iec.ch/justpublished
http://www.electropedia.org/
http://std.iec.ch/glossary
http://webstore.iec.ch/csc
mailto:csc@iec.ch
http://www.avadocuments.com/doc/iec-ieee-60079-30-1-2015
http://www.avadocuments.com/doc/iec-ieee-60079-30-1-2015

158 &IEEE  IEC/IEEE 60079-30-1

Edition 1.0 2015-09

INTERNATIONAL
STANDARD

colour
inside

Explosive atmospheres —
Part 30-1: Electrical resistance trace heating — General and testing requirements

Recognized as an American National Standard

INTERNATIONAL
ELECTROTECHNICAL
COMMISSION

ICS 29.260.20 IEC ISBN 978-2-8322-2758-9

IEEE ISBN 978-0-7381-9846-0

Warning! Make sure that you obtained this publication from an authorized distributor.

pnts

Document Sharing Hub
® Registered trademark of the International Electrotechnical Commission

Authorized licensed use limited to: Tsinghua University. Downloaded on February 25,2026 at 19:27:46 UTC from IEEE Xplore. Restrictions apply.
Full document details: IEC/IEEE 60079-30-1-2015


http://www.avadocuments.com/doc/iec-ieee-60079-30-1-2015
http://www.avadocuments.com/doc/iec-ieee-60079-30-1-2015

-2- IEC/IEEE 60079-30-1:2015
© IEC/IEEE 2015

CONTENTS
O T @ 5 5
LN I 1 L N 10
1 ST o] o= TP PPN 11
2 NOIMATIVE TEIEIENCES .ieiti e e e e e e e e 15
3 Terms and definitioNS ... 16
4 General FeQUITEMENTS ... et et 22
4.1 GBNEIAL. . 22
4.2 Mechanical Strength .. ..o e 22
4.3 Terminations and CONNECTIONS ... .. e 23
4.4 Circuit protection requirements for branch circuits.............coccoviiiiiiici i, 23
4.5 Temperature reqQUIrEMENTS . ... e e 23
4.5.1 GBNETAL et 23
4.5.2 Stabilized dESIGN ..eui 24
4.5.3 Controlled deSIgN. ... 24
S T 11 o [ PP 26
5.1 TP S i 26
511 L= =Y = PPN 26
5.1.2 DieleCtriC teSt . ue 26
5.1.3 Electrical insulation resistance test...........coooiiiiii 27
5.1.4 Flammability 1St ... 27
5.1.5 L gT o= o2 A (=13 £ PP 29
5.1.6 Deformation tEST .. ... 32
5.1.7 Cold BENA 1EST ..t 32
5.1.8 Water resistance 1St ... ..o 33
5.1.9 Integral components resistance to water test ... 33
5.1.10 Verification of rated output...... ... 34
5.1.11 Thermal stability of electrical insulating material .............cc..cooiii, 36
5.1.12 Thermal performance teSt... ..o 36
5.1.13 Determination of maximum sheath temperature ..., 38
5.1.14 Verification of start-up current ... 46
5.1.15 Verification of the electrical resistance of electrically conductive

L0701V 7= 1 o S 46
5.1.16 OULAOOr EXPOSUIE TSt .. iuiiiii e 47
5.2 ROULINE 1SS ..t e 47
5.2.1 DiIeleCtriC teSt ..o 47
5.2.2 Verification of rated outpuUL..... ..o 47
B MATKING et 47
6.1 Product markings for trace heaters .........oocoiiiiiiiiiii 47
6.2 Markings for field assembled cOmponNeNnts..........cooviiiiiiiiiii e 48
7 Documentation reqUIremMENtS .. ... 48
7.1 LY o =Y Y PPN 48
7.2 Circuit design documentation ..........c.couiiiiiii i 48
7.3 Trace heating system documentation ... 49

7.3.1 L= 01T -

Document Sharing Hub
Authorized licensed use limited to: Tsinghua University. Downloaded on February 25,2026 at 19:27:46 UTC from IEEE Xplore. Restrictions apply.

Full document details: IEC/IEEE 60079-30-1-2015


http://www.avadocuments.com/doc/iec-ieee-60079-30-1-2015
http://www.avadocuments.com/doc/iec-ieee-60079-30-1-2015

IEC/IEEE 60079-30-1:2015 -3-
© IEC/IEEE 2015

7.3.2 For trace heating systems according to the product classification
METNOA . e 49
7.3.3 For trace heating systems according to stabilized design method .................. 49
7.3.4 For trace heating systems according to controlled design method.................. 49
7.4 Instructions for installation of trace heating system ..., 50
7.5 Instructions for COMMISSIONING ....c.uiiii e 50
7.6 Instructions for maintenance / repair or modification ..............coocoviii i, 50
Annex A (informative) Type test matrix for EPLs Gb/Gc/Db/Dc (Refer to IEC 60079-14
for the relationship of EPLS 10 ZONES) . .ciuuiiiiiiiii e 52
Annex B (informative) Checklist for installation ...........c.oooiiiiiiii e, 53
Annex C (normative) Trace heater product design verification methodology......................... 54
CA1 L= =T - | 54
C.2 Design methodology and selection of trace heaters ..........ccoocoviiiiiiiiiiiiin 54
C.3 Stabilized design calculations ... 54
C.4 Trace heater performance and equilibrium conditions ............ccoocoiiiiiiiiiinenn, 55
C.5 Heat 0SS CalCulations ... 57
C.6 Heat loss design safety factor ..o 58
Cc.7 Maximum temperature determination ... 58
C.7.1 Theoretical pipe and sheath temperature calculations — Metallic
APPIICATIONS L. 58
C.7.2 Theoretical vessel and sheath temperature calculations — Metallic
APPHCALIONS ... 59
C.7.3 Sheath temperature — metallic applications utilizing a temperature
limiter control sensing the trace heater sheath or an artificial hot spot ........... 60
C.74 Theoretical sheath temperature calculations — Non-metallic applications ....... 60
C.7.5 Sheath temperature — non-metallic applications utilizing a temperature
limiter control sensing the trace heater sheath or an artificial hot spot ........... 62
Annex D (normative) Requirements for Division 1 and Division 2 trace heating
S Y S BT S e 63
D.1 APPIICALION L e 63
D.2 GNEIAL. . 63
D.3 Terminations and CONNECLIONS .. .....couiiniiii e 63
D.4 Control and temperature requiremMents ..........oooiiiiiiii 63
D.4.1 GBNETAL et 63
D.4.2 StabiliZed dESIGN ..o 63
D.4.3 Controlled AeSIgN . ... 64
D.4.4 Requirements for protective device in Divisions 1 and 2 ..............ccoooiiiiini. 64
D.5 TP S e 64
D.5.1 Division 1 trace heating equipment ... 64
D.5.2 Division 2 eqQUIPMENT ... 65
D.6 1Y = X1 PPN 65
D.7 Instructions — Installation requirements ... 65
Annex E (normative) Type test matrix for Division 1 and 2 explosive atmospheres............... 67
BBl OG AP Y e 69
Figure 1 — Flammability test. .. .o e 28
Figure 2 — Example of room temperature impact test ..........ccoooiiiiiii 30
Figure 3 — Example of minimum temperature impact test ...........coooiiiii 31
Figure 4 — Cold bend test.. ..o e DOGQJmerﬂS

Document Sharing Hub
Authorized licensed use limited to: Tsinghua University. Downloaded on February 25,2026 at 19:27:46 UTC from IEEE Xplore. Restrictions apply.

Full document details: IEC/IEEE 60079-30-1-2015


http://www.avadocuments.com/doc/iec-ieee-60079-30-1-2015
http://www.avadocuments.com/doc/iec-ieee-60079-30-1-2015

-4 - IEC/IEEE 60079-30-1:2015
© IEC/IEEE 2015

Figure 5 — Integral components resistance to water test..............ooii 34
Figure 6 — Verification of rated output ... 35
Figure 7 — Maximum sheath temperature using product classification approach.................... 39
Figure 8 — Verification of sheath temperatures using pipe sculpture...........coocoviiiiiiiinnenn. 41
Figure 9 — Verification of sheath temperature, plate test ..o, 44
Figure 10 — Verification of sheath temperature — plate test with serpentined sample............. 44
Figure 11 — Plate test with two samples crossed OVer ..o 45
Figure 12 — Plate test with a single sample crossed over ...........cooiiiiiiiiiii e, 46
Figure C.1 — Equilibrium conditions for workpiece maintenance .............c..ccooeiiiiiiniine e, 55
Figure C.2 — Equilibrium conditions for upper limit evaluation ...............ccoociiiiiiin, 56
Table 1 — Application or exclusion of specific clauses of IEC 60079-0............cccevvvviinieinnennnnn. 11
Table 2 — Sheath temperature design conditions based on equipment protection levels
— Stabilized design apProaCh .. ... i 24
Table 3 — Sheath temperature design conditions based on equipment protection levels
EPLs — Controlled design @pproach ... 25
Table 4 — Test voltages for the dielectric test.... ..o 26
Table A.1 — Determination of test SAMPIES ......ciouiiiiiii i 52
Table B.1 — Trace heater installation record — Example ...........cooiiiiiiiiiiiii e 53
Table D.1 — Division trace heating SystemS.........oouiiiiii e 63
Table D.2 — Sheath temperature design conditions — Stabilized design approach ................. 64
Table D.3 — Sheath temperature design conditions — With temperature control device........... 64
Table E.1 — Applicable trace heater and trace heater pads and panels tests by
INSEAlAtioN [OCATION ... e e 67
Table E.2 — Applicable tests for integral components with trace heaters and trace
heater pads and PaNEIS. ... ..o s 68
Documents

Document Sharing Hub
Authorized licensed use limited to: Tsinghua University. Downloaded on February 25,2026 at 19:27:46 UTC from IEEE Xplore. Restrictions apply.

Full document details: IEC/IEEE 60079-30-1-2015


http://www.avadocuments.com/doc/iec-ieee-60079-30-1-2015
http://www.avadocuments.com/doc/iec-ieee-60079-30-1-2015

IEC/IEEE 60079-30-1:2015 -5-
© IEC/IEEE 2015

INTERNATIONAL ELECTROTECHNICAL COMMISSION

EXPLOSIVE ATMOSPHERES -

Part 30-1: Electrical resistance trace heating —
General and testing requirements

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote
international co-operation on all questions concerning standardization in the electrical and electronic fields. To
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications,
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation.

IEEE Standards documents are developed within IEEE Societies and Standards Coordinating Committees of the
IEEE Standards Association (IEEE-SA) Standards Board. |[EEE develops its standards through a consensus
development process, approved by the American National Standards Institute, which brings together volunteers
representing varied viewpoints and interests to achieve the final product. Volunteers are not necessarily
members of IEEE and serve without compensation. While IEEE administers the process and establishes rules
to promote fairness in the consensus development process, IEEE does not independently evaluate, test, or
verify the accuracy of any of the information contained in its standards. Use of IEEE Standards documents is
wholly voluntary. IEEE documents are made available for use subject to important notices and legal disclaimers
(see http://standards.ieee.org/IPR/disclaimers.html for more information).

IEC collaborates closely with IEEE in accordance with conditions determined by agreement between the two
organizations. This Dual Logo International Standard was jointly developed by the IEC and IEEE under the
terms of that agreement.

2) The formal decisions of IEC on technical matters express, as nearly as possible, an international consensus of
opinion on the relevant subjects since each technical committee has representation from all interested IEC
National Committees. The formal decisions of IEEE on technical matters, once consensus within IEEE Societies
and Standards Coordinating Committees has been reached, is determined by a balanced ballot of materially
interested parties who indicate interest in reviewing the proposed standard. Final approval of the IEEE
standards document is given by the |IEEE Standards Association (IEEE-SA) Standards Board.

3) IEC/IEEE Publications have the form of recommendations for international use and are accepted by IEC
National Committees/IEEE Societies in that sense. While all reasonable efforts are made to ensure that the
technical content of IEC/IEEE Publications is accurate, IEC or IEEE cannot be held responsible for the way in
which they are used or for any misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications
(including IEC/IEEE Publications) transparently to the maximum extent possible in their national and regional
publications. Any divergence between any IEC/IEEE Publication and the corresponding national or regional
publication shall be clearly indicated in the latter.

5) IEC and IEEE do not provide any attestation of conformity. Independent certification bodies provide conformity
assessment services and, in some areas, access to IEC marks of conformity. IEC and IEEE are not responsible
for any services carried out by independent certification bodies.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or IEEE or their directors, employees, servants or agents including individual
experts and members of technical committees and IEC National Committees, or volunteers of IEEE Societies
and the Standards Coordinating Committees of the IEEE Standards Association (IEEE-SA) Standards Board,
for any personal injury, property damage or other damage of any nature whatsoever, whether direct or indirect,
or for costs (including legal fees) and expenses arising out of the publication, use of, or reliance upon, this
IEC/IEEE Publication or any other IEC or IEEE Publications.

8) Attention is drawn to the normative references cited in this publication. Use of the referenced publications is
indispensable for the correct application of this publication.

9) Attention is drawn to the possibility that implementation of this IEC/IEEE Publication may require use of
material covered by patent rights. By publication of this standard, no position is taken with respect to the
existence or validity of any patent rights in connection therewith. IEC or IEEE shall not be held responsible for
identifying Essential Patent Claims for which a license may be required, for conducting inquiries into the legal
validity or scope of Patent Claims or determining whether any licensing terms or conditions provided in
connection with submission of a Letter of Assurance, if any, or in any licensing agreements are reasonable or
non-discriminatory. Users of this standard are expressly advised that determination of the validity of
rights, and the risk of infringement of such rights, is entirely their own responsibility. ZDBEU ments
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International Standard IEC/IEEE 60079-30-1 has been prepared by IEC technical committee
31: Equipment for explosive atmospheres, in cooperation with the Petroleum & Chemical
Industry Committee of the IEEE Industrial Applications Society under the IEC/IEEE Dual Logo
Agreement.

This publication is published as an IEC/IEEE Dual Logo standard.

NOTE A list of IEEE participants can be found at the following URL:
http://standards.ieee.org/downloads/60079/60079-30-1-2015/60079-30-1-2015 wg-participants.pdf .

This first edition of IEC/IEEE 60079-30-1 cancels and replaces the first edition of IEC 60079-
30-1 published in 2007 and constitutes a technical revision.

This edition includes the following significant changes, apart from the general revision and
updating of the first edition of IEC 60079-30-1 and harmonization with IEEE Std 515, with
respect to the previous edition:

e the inclusion of a minimum temperature impact test;

e the addition of a mechanical procedure in the thermal stability test;

e the inclusion of a thermal performance test to replace the thermal safety requirements;

e the inclusion of a second procedure utilizing a plate fixture for sheath temperature
determination;

e the inclusion of an ultraviolet and condensation test;

e the revision and significant expansion of documentation requirements;

e the addition of Annexes covering requirements for Divisions 1 and 2;

e the addition of a table covering the applicability of requirements from IEC 60079-0;

e the addition of an Annex covering trace heater product design verification methodology
(formerly located in IEC 60079-30-2);

e the further harmonization of this edition with several national standards.

The significance of changes between IEC 60079-30-1, Edition 1.0 (2007) and IEC/IEEE
60079-30-1, Edition 1.0 (2015) is as listed below:

Type

Changes

Clause

Minor and
editorial
changes

Extension

Major
technical
changes

Addition of clarification for the exclusion of EPLs Ga

and Da 1 X

Addition of requirements for the Division method of
area classification that may be applied by some users

Addition of table specifying the application or
exclusion of specific clauses of IEC 60079-0 Edition 6

For stabilized designs, a clarification for the need for
verification by testing and the addition of a table for
the specific requirements

4.5.2 X

For controlled designs, a clarification for the need for
verification by testing and the addition of a table for
the specific requirements

4.5.3 X

For controlled designs, clarifications and additions on

the separate requirements for Gb/Db and Gc/Dc 4.5.3 X

The requirements for calibration of the flammability
test fixture are replaced with equivalent requirements
for the energy levels of the test gases

5.1.4 X
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Changes Clause Minor and Extension Major
editorial technical
changes changes

For thermal stability, the addition of a bending

) 5.1.11 C1
requirement on a mandrel
The replacement of the thermal safety procedure with

5.1.12 Cc2

a thermal performance procedure
The addition of a second procedure utilizing a plate
fixture for the systems method for maximum sheath 5.1.13.2 C3
temperature determination
Addition of outdoor exposure test 5.1.16 C4
Requirement changed for the marking of the minimum
. . 6.1 C5
installation temperature
Addition of new markings requirements for field 6.2 c5
assembled components .
Additions and changes to the documentation 7 c5
requirements
Addition of Annex Annex A X
Addition of Annex Annex B X
Addition of Annex specifying trace heating design
verification methodology, moved from IEC 60079-30-2 | AMNeX € c6
Addition of Annex for the Division method of area

e o ] Annex D X
classification that may be applied by some users
Addition of Annex for the Division method of area

I ) Annex E X
classification that may be applied by some users

NOTE The technical changes referred to include the significance of technical changes in the revised IEC
Standard, but they do not form an exhaustive list of all modifications from the previous version.

Explanations:
A) Definitions
Minor and editorial changes

clarification

decrease of technical requirements
minor technical change

editorial corrections

These are changes which modify requirements in an editorial or a minor technical way. They
include changes of the wording to clarify technical requirements without any technical change,
or a reduction in level of existing requirement.

Extension addition of technical options

These are changes which add new or modify existing technical requirements, in a way that
new options are given, but without increasing requirements for equipment that was fully
compliant with the previous standard. Therefore, these will not have to be considered for
products in conformity with the preceding edition.
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Major technical changes

addition of technical requirements
increase of technical requirements

These are changes to technical requirements (addition, increase of the level or removal)
made in a way that a product in conformity with the preceding edition will not always be able
to fulfil the requirements given in the later edition. These changes have to be considered for
products in conformity with the preceding edition. For these changes additional information is
provided in clause B) below.

NOTE These changes represent current technological knowledge. However, these changes should not normally
have an influence on equipment already placed on the market.

B) Information about the background of ‘Major Technical Changes’

C1-The requirements for additional mechanical testing have been included for
harmonization and for added safety.

C2 — The requirements for thermal performance have been included to recognize the
necessity for thermal stability of products in explosive atmospheres.

C3 — A second procedure utilizing a plate fixture has been included for sheath temperature
determination, which may be used in lieu of the sheath temperature verification part of
5.1.13.4.2.

C4 — An outdoor exposure test has been added to cover products that may be exposed to
sunlight and moisture in the intended application.

C5 — Additional marking and documentation requirements have been added to provide
additional information to the end user.

C6 — The trace heating design verification methodology has been added to align with the
evaluation requirements for the stabilized design and the controlled design methods of
maximum sheath temperature determination.

The text of this standard is based on the following IEC documents:

FDIS Report on voting
31/1191/FDIS 31/1201/RVD

Full information on the voting for the approval of this standard can be found in the report on
voting indicated in the above table.

International standards are drafted in accordance with the rules given in the ISO/IEC
Directives, Part 2.

This standard is intended to be used in conjunction with IEC/IEEE 60079-30-2:2015,
Explosive atmospheres — Part 30-2: Electrical resistance trace heating — Application guide for
design, installation and maintenance.

A list of all parts of IEC 60079 series, under the general title Explosive atmospheres, can be
found on the IEC website.
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The IEC Technical Committee and IEEE Technical Committee have decided that the contents
of this publication will remain unchanged until the stability date indicated on the IEC website
under "http://webstore.iec.ch" in the data related to the specific publication. At this date, the
publication will be

* reconfirmed,

 withdrawn,

* replaced by a revised edition, or
*+ amended.

A bilingual version of this publication may be issued at a later date.

IMPORTANT - The 'colour inside’ logo on the cover page of this publication indicates
that it contains colours which are considered to be useful for the correct
understanding of its contents. Users should therefore print this document using a
colour printer.
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INTRODUCTION

IEC/IEEE 60079-30-1 is intended to provide a comprehensive overview of the essential
requirements and testing appropriate to electric surface heating equipment used in explosive
atmospheres. The requirements of this part of IEC 60079 are considered to be the minimum
requirements for equipment protection levels Gb, Gc, Db, and Dc in explosive atmospheres
for gases, dusts, and fibres/flyings. While some of this work already exists in national
standards or international standards, this standard has collated much of this existing work and
considerably added to it. This standard also contains the minimum requirements for users
applying the Division method of area classification.
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- 11 -
EXPLOSIVE ATMOSPHERES -

Part 30-1: Electrical resistance trace heating —
General and testing requirements

1 Scope

This part of IEC 60079 specifies general and testing requirements for electrical resistance
trace heaters for application in explosive atmospheres with the exclusion of those for EPL Ga
and Da. This standard covers trace heaters that comprise either factory or field (work-site)
assembled units, and which may be series trace heaters, parallel trace heaters, trace heater
pads, or trace heater panels that have been assembled and/or terminated in accordance with
the manufacturer’s instructions.

This standard also includes requirements for termination assemblies and control methods
used with trace heating systems. The explosive atmospheres referred to in this standard are
those defined in IEC 60079-10-1 and IEC 60079-10-2.

Annexes D and E outline the application of this standard for those users applying the Division
method of area classification.

This standard supplements and modifies the general requirements of IEC 60079-0, except as
indicated in Table 1. Where a requirement of this standard conflicts with a requirement of
IEC 60079-0, the requirement of this standard takes precedence.

Table 1 — Application or exclusion of specific clauses of IEC 60079-0

IEC 60079-0 Electrical_ r:esistelmce trace hteaters and
integral components Terminations as
Ed. 6.0 Clause / Subclause title Group | and Group Il Group Il separate
(2011) (normative) components
(informative)
1 Scope Applies Applies Applies
2 Normative references Applies Applies Applies
3 Terms and definitions Applies, Applies, Applies,
except ambient except ambient except ambient
temperature, see 3.1 temperature, see 3.1 temperature,
see 3.1
4 Equipment grouping Applies Applies Applies
4.1 Group | Applies Excluded Applies
4.2 Group Il Applies, always IIC Excluded Applies
4.3 Group Il Excluded Applies, outside of Applies, outside
thermal insulation of thermal
only, always IlIC insulation only
4.4 Equipment for a particular Excluded Excluded Applies
explosive atmosphere
5.1 Environmental influences Applies Applies Applies
5.1.1 Ambient temperature Replaced by 6.1e) Replaced by 6.1¢e) Applies, see 3.1
5.1.2 External source of heating or Applies Applies Applies
cooling
5.2 Service temperature Modified Modified Applies
I _ %
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IEC 60079-0 Electrlcal_ resistance trace heaters and
integral components Terminations as
Ed. 6.0 Clause / Subclause title Group | and Group Il Group Il separate
(2011) (normative) components
(informative)
5.3.1 Determination of maximum Replaced by 4.5 in Replaced by 4.5 in Applies
surface temperature conjunction with 5.1.13 | conjunction with
5.1.13 only when
tested in accordance
with 5.1.13.3.
5.3.2.1 Group | electrical equipment Applies Excluded Applies
5.3.2.2 Group |l electrical equipment Applies Excluded Applies
5.3.2.31 Group Il electrical equipment, Excluded Applies, where the Applies
Maximum surface temperature maximum sheath
determined without a dust temperatures
layer determined by
IEC/IEEE 60079-30-
1 are used in place
of the method for
temperature
determination from
IEC 60079-0.
5.3.2.3.2 Group Il electrical equipment Excluded Applies, where the Applies
Maximum surface temperature maximum sheath
with respect to dust layers temperature is
determined only for
those surfaces that
are specified to be
exposed to layers of
combustible dust.
Does not apply for
trace heaters
specified to be
covered by thermal
insulation.
5.3.3 Small component temperature Excluded Excluded Applies
for Group | and Group Il
electrical equipment
6.1 Requirements for all electrical Applies Applies Applies
equipment — General
6.2 Mechanical strength Replaced by 4.2 Replaced by 4.2 When in direct
contact with the
trace heater, may
be substituted by
4.2
6.3 Opening times Excluded Excluded Applies
6.4 Circulating currents in Excluded Excluded Excluded
enclosures (e.g. of large
electrical machines)
6.5 Gasket retention Excluded Excluded Applies
6.6 Electromagnetic and ultrasonic | Excluded Excluded Applies
radiating equipment
711 Non-metallic enclosures and Replaced by the last Replaced by the last | Applies
non-metallic parts of paragraph of 4.1 paragraph of 4.1
enclosures — Applicability
7.1.21 Specification of materials, Replaced by the last Replaced by the last | Applies
General paragraph of 4.1 paragraph of 4.1
7.1.2.2 Specification of materials, Replaced by the last Replaced by the last | Applies
plastic materials paragraph of 4.1 paragraph of 4.1
7.1.2.3 Elastomers Replaced by the last Replaced by the last | Applies
paragraph of 4.1 paragraph of 4.1
7.2 Thermal endurance Replaced by Replaced by Applleaocunnents
requirements and tests | requirements and y
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IEC 60079-0 Electrlcal_ r;aswtz;mce trace hteaters and
Integral components Terminations as
Ed. 6.0 Clause / Subclause title Group | and Group Il Group Il separate
(2011) (normative) components
(informative)
of this standard tests of this standard
7.3 Resistance to light Replaced by 5.1.16 for | Replaced by 5.1.16 Applies
trace heaters and for trace heaters and
integral components integral components
specified for outdoor specified for outdoor
exposure exposure
7.41 Electrostatic charges on Excluded Excluded Applies
external non-metallic
materials, Applicability
7.4.2 Avoidance of a build-up of Excluded Excluded Applies
electrostatic charge on Group |
or Group Il electrical
equipment
7.4.3 Avoidance of a build-up of Excluded Excluded Applies
electrostatic charge on
equipment for Group Il
7.5 Accessible metal parts Excluded Excluded Applies
8.1 Material composition Excluded Excluded Applies
8.2 Group | Excluded Excluded Applies
8.3 Group Il Excluded Excluded Applies
8.4 Group Il Excluded Excluded Applies
9 Fasteners Excluded Excluded Applies
10 Interlocking devices Excluded Excluded Applies
11 Bushings Excluded Excluded Applies
12 Materials used for cementing Replaced by the last Replaced by the last | Applies
paragraph of 4.1 paragraph of 4.1
13 Ex Components Applies Applies Applies
14 Connection facilities and Covered by the Covered by the Applies
termination compartments requirements of this requirements of this
standard standard
15 Connection facilities for Replaced by 5.1.15 Replaced by 5.1.15 Applies
earthing and bonding
conductors
16 Entries into enclosures Excluded Excluded Applies
17 Supplementary requirements Excluded Excluded Excluded
for rotating electrical machines
18 Supplementary requirements Excluded Excluded Excluded
for switchgear
19 Supplementary requirements Excluded Excluded Applies
for fuses
20 Supplementary requirements Excluded Excluded Applies
for plugs and sockets
21 Supplementary requirements Excluded Excluded Excluded
for luminaires
22 Supplementary requirements Excluded Excluded Excluded
for caplights and handlights
23 Equipment incorporating cells Excluded Excluded Applies
and batteries
24 Documentation Applies Applies Applies
25 Compliance of prototype or Applies Applies Appli
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IEC 60079-0 Electrlcal_ r;aswtz;mce trace hteaters and
Integral components Terminations as
Ed. 6.0 Clause / Subclause title Group | and Group Il Group Il separate
(2011) (normative) components
(informative)
sample with documents
26.1 General Applies Applies Applies
26.2 Test configuration Applies Applies. Applies
26.3 Tests in explosive test Excluded Excluded Applies
mixtures
26.4 Tests of enclosures Excluded Excluded Applies
26.4.1 Order of tests Excluded Excluded Applies
26.4.1.1 Metallic enclosures, metallic Excluded Excluded Applies
parts of enclosures and glass
parts of enclosures
26.4.1.2 Non-metallic enclosures or Excluded Excluded Applies
non-metallic parts of
enclosures
26.4.2 Resistance to impact Replaced by 5.1.5 Replaced by 5.1.5 Applies
26.4.3 Drop test Excluded Excluded Excluded
26.4.4 Acceptance criteria Replaced by 5.1.5 Replaced by 5.1.5 Applies
26.4.5 Degree of protection by Replaced by 5.1.8 Replaced by 5.1.8 Applies
enclosure and/or 5.1.9 and/or 5.1.9.
26.5 Thermal tests Modified. Modified Applies
26.5.1 Temperature measurement Replaced by 5.1.13 Replaced by 5.1.13 Applies
26.5.2 Thermal shock test Excluded Excluded Applies
26.5.3 Small component ignition test Excluded Excluded Applies
26.6 Torque test for bushings Excluded Excluded Applies
26.7 Non-metallic enclosures or Excluded Excluded Applies
non-metallic parts of
enclosures
26.8 Thermal endurance to heat Replaced by 5.1.11 Replaced by 5.1.11 Applies
26.9 Thermal endurance to cold Replaced by 5.1.7 Replaced by 5.1.7 Applies
26.10 Resistance to light Replaced by 5.1.16for Replaced by 5.1.16 Applies
trace heaters and for trace heaters and
integral components integral components
specified for outdoor specified for outdoor
exposure exposure
26.11 Resistance to chemical agents Applies for Group | Excluded Applies
for Group | electrical
equipment
26.12 Earth continuity Excluded Excluded Applies
26.13 Surface resistance test of parts | Excluded Excluded Applies
of enclosures of non-metallic
materials
26.14 Measurement of capacitance Excluded Excluded Applies
26.15 Verification of ratings of Excluded Excluded Excluded
ventilating fans
26.16 Alternative qualification of Excluded Excluded Applies
elastomeric sealing O-rings
27 Routine tests Applies Applies Applies
28 Manufacturers responsibility Applies Applies Applies
29 Marking Modified Modified AMOC_UD
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IEC 60079-0 Electrlcal_ r;aswtz;mce trace hteaters and
Integral components Terminations as
Ed. 6.0 Clause / Subclause title Group | and Group Il Group Il separate
(2011) (normative) components
(informative)
30 Instructions Modified Modified Applies
Annex A Supplementary requirements Excluded Excluded Applies
for Ex cable glands
Annex B Requirements for Ex Excluded Excluded Applies
components
Annex C Example of rig for resistance to | Replaced by 5.1.5 Replaced by 5.1.5 Applies
impact test
Annex D Motors supplied by converters Excluded Excluded Excluded
Annex E Temperature rise testing of Excluded Excluded Excluded
electric machines
Annex F Guideline flowchart for tests of | Excluded Excluded Applies
non-metallic enclosures or
non-metallic parts of
enclosures (26.4)
NOTE 1 Clause numbers in the three right-hand columns of this table refer to IEC/IEEE 60079-30-1
NOTE 2 The clause number in the above table is shown for information only. The applicable requirements of
IEC 60079-0 are identified by the clause title which is normative.
Applies: this requirement of IEC 60079-0 is applied without change.
Excluded: this requirement of IEC 60079-0 does not apply.
Modified: this requirement of IEC 60079-0 is modified as detailed in this standard.

2 Normative references

The following documents, in whole or in part, are normatively referenced in this document and
are indispensable for its application. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any
amendments) applies.

IEC 60050-151:2001, International Electrotechnical Vocabulary — Part 151: Electrical and
magnetic devices

IEC 60050-426:2008, International Electrotechnical Vocabulary — Part 426: Equipment for
explosive atmospheres

IEC 60079-0:2011, Explosive atmospheres — Part 0: Equipment — General requirements

IEC 60695-11-3, Fire hazard testing — Part 11-3: Test flames — 500 W flames — Apparatus and
confirmational test methods

ISO 4582, Plastics — Determination of changes in colour and variations in properties after
exposure to daylight under glass, natural weathering or laboratory light sources

ISO 4892-1, Plastics — Methods of exposure to laboratory light sources — Part 1: General
guidance

ISO 4892-2, Plastics — Methods of exposure to laboratory light sources — Part 2: Xenon-arc
lamps
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ASTM D5025, Standard specification for laboratory burner used for small-scale burning tests
on plastic materials

ASTM G155, Standard practice for operating xenon arc light apparatus for exposure of non-
metallic materials

3 Terms and definitions

For the purposes of this document, the terms and definitions given in IEC 60079-0,
IEC 60079-7, IEC 60050-151 and IEC 60050-426 (except as modified by this clause) as well
as the following apply.

NOTE Definition 3.40 is identical to definition 3.16 of IEC 60079-7: 2006.

3.1

ambient temperature

<trace heating>

temperature surrounding the workpiece including the trace heater and any thermal insulation
or weather barrier that may be applied

3.1.1
maximum ambient temperature
highest specified ambient temperature

3.1.2

minimum ambient temperature

<trace heating>

lowest ambient temperature specified at which trace heating is operable and performs
according to specified requirements (and on which heat-loss calculations are based)

[SOURCE: IEC 60050-426:2008, 426-20-20]

3.2

branch circuit

portion of the wiring installation between the overcurrent device protecting the circuit and the
trace heater unit(s)

[SOURCE: IEC 60050-426:2008, 426-20-02]

3.3
connections (terminations)

3.3.1

cold lead

electrically insulated conductor or conductors used to connect a trace heater to a branch
circuit and designed so that it does not produce significant heat

[SOURCE: IEC 60050-426:2008, 426-20-03]

3.3.2

end termination

termination, which may be heat producing, applied to a trace heater at the end opposite to
that where the power is supplied

[SOURCE: IEC 60050-426:2008, 426-20-04]
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3.3.3
power termination
termination applied to the end of a trace heater at which the power is supplied

[SOURCE: IEC 60050-426:2008, 426-20-05]

3.3.4

tee

electrical connection of trace heaters, in series or in parallel, to accommodate a branch or a
branch circuit

[SOURCE: IEC 60050-426:2008, 426-20-06, modified ("tee or branch" replaced by "branch or
a branch circuit")]

3.4

controlled design

design where the set point of the applicable temperature controller or high-limit device is used
in establishing the maximum sheath temperature

3.5

dead leg

<trace heating>

segment of process piping segregated from the normal flow pattern for the purpose of
providing a heat loss reference

[SOURCE: IEC 60050-426:2008, 426-20-07]

3.6

design loading

minimum power that meets the design requirements, in the specified adverse conditions
(minimum ambient and maximum wind velocity), after voltage and resistance tolerances and
appropriate safety factors have been considered

[SOURCE: IEC 60050-426:2008, 426-20-08]

3.7
electrically conductive covering
metallic sheath, metallic braid or other conductive material

3.8

factory fabricated

<trace heating>

assembled into units or sets, including the necessary terminations and connections

[SOURCE: IEC 60050-426:2008, 426-20-09]

3.9

field assembled

<trace heating>

supplied in bulk with terminating components to be assembled at the work site

[SOURCE: IEC 60050-426:2008, 426-20-10]

3.10
heat loss
energy flow from a pipe, vessel or equipment to its surroundings
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[SOURCE: IEC 60050-426:2008, 426-20-11]

3.11
heat sink
part that conducts and dissipates heat away from a workpiece

Note 1 to entry: Typical heat sinks are pipe shoes, pipe supports and items of large mass such as valve actuators
or pump bodies.

[SOURCE: IEC 60050-426:2008, 426-20-12]

3.12

heat transfer aids

thermally conductive materials, such as metallic foils or heat transfer compounds used to
increase the heat transfer efficiency from trace heaters to the workpiece

[SOURCE: IEC 60050-426:2008, 426-20-13]

3.13

high limit temperature

maximum allowable temperature of the system, including piping, fluid and trace heating
system

[SOURCE: IEC 60050-426:2008, 426-20-16, modified (addition of "trace")]

3.14

integral components

components such as heat shrink terminations, cold lead connections, moulded end seals, or
splices, which may conform to the general shape of the trace heater and are exposed to the
same environments (such as under the thermal insulation) as the trace heater, that are not
intended to be re-used in the event of a repair or modification, which may be factory
fabricated or field assembled

3.15

maximum continuous exposure temperature (trace heater de-energized)

highest allowable continuous temperature to which the trace heating system may be exposed
as declared by the manufacturer

3.16

maximum maintain temperature / maximum continuous operating temperature (trace
heater energized)

specified maximum workpiece temperature the trace heater operates at continuously as
declared by the manufacturer

3.17

maximum intermittent exposure temperature (trace heater energized or de-energized)
highest allowable intermittent temperature to which a trace heater may be exposed, as
declared by the manufacturer

3.18

maintain temperature

specified temperature of a workpiece or process that the trace heaters shall be able to
maintain

3.19
maximum sheath temperature
maximum temperature of the outermost covering of a trace heater
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3.20

maximum withstand temperature

maximum operating or exposure temperature that will not adversely affect the thermal stability
of the trace heater and its component parts

[SOURCE: IEC 60050-426:2008, 426-20-18]

3.21
minimum installation temperature
minimum temperature at which the trace heating system may be handled and installed

3.22

MI trace heater

mineral insulated metal sheathed trace heater typically containing one or more heating
conductors

3.23
operating voltage
actual voltage applied to the trace heater when in service

[SOURCE: IEC 60050-426:2008, 426-20-21]

3.24
outdoor exposure
exposure to outdoor conditions of ultraviolet light and moisture

3.25

overjacket

continuous layer of material applied outside the electrically conductive covering to protect
against corrosion

3.26

parallel trace heater(s)

heating elements that are electrically connected in parallel, either continuously or in zones, so
that the watt density per lineal length is maintained, irrespective of any change in length for
the continuous type or for any number of discrete zones

3.27

power density

power output for a trace heater expressed in watts per linear length or in watts per unit
surface area

3.28

rated output

total power or power per unit length or unit surface area of a trace heater, at rated voltage,
temperature and length or area

[SOURCE: IEC 60050-426:2008, 426-20-24, modified (removal of "which is normally
expressed in watts, watts per metre or watts per square metre")]

3.29

rated voltage

<trace heating>

voltage assigned by the manufacturer to which operating and performance characteristics of
trace heaters are referred
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[SOURCE: IEC 60050-426:2008, 426-20-25, modified (addition of "assigned by the
manufacturer")]

3.30

series trace heater(s)

heating elements electrically connected in series with a single current path and with a specific
resistance at a given temperature for a given length

[SOURCE: IEC 60050-426:2008, 426-20-26]

3.31

sheath

<trace heating>

uniform and continuous metallic or non-metallic outer covering enclosing the trace heater
used to provide protection against influence from the surroundings (corrosion, moisture etc.)

Note 1 to entry: See overjacket, 3.25.

[SOURCE: IEC 60050-426:2008, 426-20-26, modified (addition of Note 1 to entry)]

3.32

sheath temperature

<trace heating>

temperature of the outermost continuous covering that may be exposed to the surrounding
atmosphere

[SOURCE: IEC 60050-426:2008, 426-20-28]

3.33

stabilized design

design where the temperature of the trace heater, by design and use, stabilizes below the
high limit temperature, under the most unfavourable conditions, without the need for a
protective system to limit the temperature

[SOURCE: IEC 60050-426:2008, 426-20-29]

3.34
start-up current
current response of a trace heater following energization

[SOURCE: IEC 60050-426:2008, 426-20-30, modified ("immediately upon energizing"
replaced by "following energization")]

3.35

system documentation

<trace heating>

information prepared by the manufacturer to allow satisfactory understanding, installation and
safe use of the trace heating system

[SOURCE: IEC 60050-426:2008, 426-20-31]

3.36
temperature control device
device that serves to maintain the temperature within a specified temperature range

[SOURCE: IEC 60050-426:2008, 426-20-33]
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3.37

temperature controller

device or combination of devices incorporating a means of sensing temperature and of
controlling the power to the trace heater

[SOURCE: IEC 60050-426:2008, 426-20-34]

3.38

temperature limiting device

safety device that serves to switch off power to the trace heater before the maximum specified
surface temperature is exceeded

3.39

temperature sensor

(temperature sensing element)

device designed to respond to temperature providing an electrical signal or mechanical
operation

3.40

thermal insulation

material having air- or gas-filled pockets, voids, or heat reflecting surfaces that, when properly
applied, retards the transfer of heat

[SOURCE: IEC 60050-426:2008, 426-20-36]

3.41

trace heater

device designed for the purpose of producing heat on the principle of electrical resistance and
typically composed of one or more metallic conductors and/or an electrically conductive
material, suitably electrically insulated and protected

[SOURCE: IEC 60050-426:2008, 426-20-37]

3.42

trace heater pad

trace heater comprising series or parallel connected elements having sufficient flexibility to
conform to the shape of the surface to be heated

3.43

trace heater panel

non-flexible trace heater comprising series or parallel connected elements fabricated to
conform to the general shape of the surface to be heated

3.44

trace heater unit

(trace heater set)

series trace heater, parallel trace heater, trace heater pad or trace heater panel suitably
terminated in conformity with the manufacturer’s instructions

3.45

trace heating

utilization of electric trace heaters, trace heater pads, trace heater panels and support
components, used to maintain or to raise the temperature of contents in piping, tanks and
associated equipment

[SOURCE: IEC 60050-426:2008, 426-20-39, modified (removal of "externally applied")]
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