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INTERNATIONAL ELECTROTECHNICAL COMMISSION

VERILOG® REGISTER TRANSFER LEVEL SYNTHESIS

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization
comprising all national electrotechnical committees (IEC National Committees). The object of IEC is to
promote international co-operation on all questions concerning standardization in the electrical and
electronic fields. To this end and in addition to other activities, IEC publishes International Standards,
Technical Specifications, Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter
referred to as “IEC Publication(s)”). Their preparation is entrusted to technical committees; any IEC National
Committee interested in the subject dealt with may participate in this preparatory work. International,
governmental and non-governmental organizations liaising with the IEC also participate in this preparation.
IEC collaborates closely with the International Organization for Standardization (ISO) in accordance with
conditions determined by agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an
international consensus of opinion on the relevant subjects since each technical committee has
representation from all interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications
transparently to the maximum extent possible in their national and regional publications. Any divergence
between any IEC Publication and the corresponding national or regional publication shall be clearly
indicated in the latter.

5) IEC provides no marking procedure to indicate its approval and cannot be rendered responsible for any
equipment declared to be in conformity with an IEC Publication.

6) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of
patent rights. IEC shall not be held responsible for identifying any or all such patent rights.

International Standard IEC/IEEE 62142 has been processed through |EC technical
committee 93: Design automation.

The text of this standard is based on the following documents:

IEEE Std FDIS Report on voting
1364.1 (2002) 93/213/FDIS 93/218/RVD

Full information on the voting for the approval of this standard can be found in the report on
voting indicated in the above table.

Verilog® is a registered trademark of Cadence Design Systems, Inc.

This publication has been drafted in accordance with the ISO/IEC Directives.

The committee has decided that the contents of this publication will remain unchanged
until 2007.
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IEC/IEEE Dual Logo International Standards

This Dual Logo International Standard is the result of an agreement between the IEC and the Institute of
Electrical and Electronics Engineers, Inc. (IEEE). The original IEEE Standard was submitted to the IEC for
consideration under the agreement, and the resulting IEC/IEEE Dual Logo International Standard has been
published in accordance with the ISO/IEC Directives.

IEEE Standards documents are developed within the IEEE Societies and the Standards Coordinating
Committees of the IEEE Standards Association (IEEE-SA) Standards Board. The IEEE develops its standards
through a consensus development process, approved by the American National Standards Institute, which
brings together volunteers representing varied viewpoints and interests to achieve the final product. Volunteers
are not necessarily members of the Institute and serve without compensation. While the IEEE administers the
process and establishes rules to promote fairness in the consensus development process, the IEEE does not
independently evaluate, test, or verify the accuracy of any of the information contained in its standards.

Use of an IEC/IEEE Dual Logo International Standard is wholly voluntary. The IEC and IEEE disclaim liability for
any personal injury, property or other damage, of any nature whatsoever, whether special, indirect,
consequential, or compensatory, directly or indirectly resulting from the publication, use of, or reliance upon
this, or any other IEC or IEEE Standard document.

The IEC and IEEE do not warrant or represent the accuracy or content of the material contained herein, and
expressly disclaim any express or implied warranty, including any implied warranty of merchantability or fitness
for a specific purpose, or that the use of the material contained herein is free from patent infringement.
IEC/IEEE Dual Logo International Standards documents are supplied “AS IS”.

The existence of an IEC/IEEE Dual Logo International Standard does not imply that there are no other ways to
produce, test, measure, purchase, market, or provide other goods and services related to the scope of the
IEC/IEEE Dual Logo International Standard. Furthermore, the viewpoint expressed at the time a standard is
approved and issued is subject to change brought about through developments in the state of the art and
comments received from users of the standard.

Every IEEE Standard is subjected to review at least every five years for revision or reaffirmation. When a
document is more than five years old and has not been reaffirmed, it is reasonable to conclude that its contents,
although still of some value, do not wholly reflect the present state of the art. Users are cautioned to check to
determine that they have the latest edition of any IEEE Standard.

In publishing and making this document available, the IEC and IEEE are not suggesting or rendering
professional or other services for, or on behalf of, any person or entity. Neither the IEC nor IEEE is undertaking
to perform any duty owed by any other person or entity to another. Any person utilizing this, and any other
IEC/IEEE Dual Logo International Standards or IEEE Standards document, should rely upon the advice of a
competent professional in determining the exercise of reasonable care in any given circumstances.

Interpretations — Occasionally questions may arise regarding the meaning of portions of standards as they relate
to specific applications. When the need for interpretations is brought to the attention of IEEE, the Institute will
initiate action to prepare appropriate responses. Since |[EEE Standards represent a consensus of concerned
interests, it is important to ensure that any interpretation has also received the concurrence of a balance of
interests. For this reason, IEEE and the members of its societies and Standards Coordinating Committees are
not able to provide an instant response to interpretation requests except in those cases where the matter has
previously received formal consideration.

Comments for revision of IEC/IEEE Dual Logo International Standards are welcome from any interested party,
regardless of membership affiliation with the IEC or IEEE. Suggestions for changes in documents should be in
the form of a proposed change of text, together with appropriate supporting comments. Comments on standards
and requests for interpretations should be addressed to:

Secretary, IEEE-SA Standards Board, 445 Hoes Lane, P.O. Box 1331, Piscataway, NJ 08855-1331, USA and/or
General Secretary, IEC, 3, rue de Varembé, PO Box 131, 1211 Geneva 20, Switzerland.

Authorization to photocopy portions of any individual standard for internal or personal use is granted by the
Institute of Electrical and Electronics Engineers, Inc., provided that the appropriate fee is paid to Copyright
Clearance Center. To arrange for payment of licensing fee, please contact Copyright Clearance Center,
Customer Service, 222 Rosewood Drive, Danvers, MA 01923 USA; +1 978 750 8400. Permission to photocopy
portions of any individual standard for educational classroom use can also be obtained through the Copyright
Clearance Center.

NOTE - Attention is called to the possibility that implementation of this standard may require use of subject
matter covered by patent rights. By publication of this standard, no position is taken with respect to the
existence or validity of any patent rights in connection therewith. The IEEE shall not be responsible for
identifying patents for which a license may be required by an IEEE standard or for conducting inquiries into the
legal validity or scope of those patents that are brought to its attention.
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IEEE Standard for Verilog® Register

Transfer Level Synthesis

Sponsor

Design Automation Standards Committee
of the
IEEE Computer Society

Approved 10 December 2002
IEEE-SA Standards Board

Abstract: Standard syntax and semantics for Verilog® HDL-based RTL synthesis are described in
this standard.
Keywords: hardware description language, HDL, RTL, synthesis, Verilog®
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IEEE Introduction

This standard describes a standard syntax and semantics for Verilog® HDL-based RTL synthesis. It defines
the subset of IEEE Std 1364-2001 (Verilog HDL) that is suitable for RTL synthesis and defines the seman-
tics of that subset for the synthesis domain.

The purpose of this standard is to define a syntax and semantics that can be used in common by all compliant
RTL synthesis tools to achieve uniformity of results in a similar manner to which simulation and analysis
tools use IEEE Std 1364-2001. This will allow users of synthesis tools to produce well-defined designs
whose functional characteristics are independent of a particular synthesis implementation by making their
designs compliant with this standard.

The standard is intended for use by logic designers and electronic engineers.

Initial work on this standard started as a RTL synthesis subset working group under Open Verilog Interna-
tional (OVI). After OVI approved of the draft 1.0 with an overwhelming affirmative response, an IEEE
Project Authorization Request (PAR) was obtained in July 1998 to clear its way for IEEE standardization.
Most of the members of the original group continued to be part of the Pilot Group under P1364.1 to lead the
technical work. The active members at the time of OVI draft 1.0 publication were as follows:

J. Bhasker, Chair
Victor Berman Don Hejna Doug Smith
David Bishop Mike Quayle Yatin Trivedi
Vassilios Gerousis Ambar Sarkar Rohit Vora

An approved draft D1.4 was ready by April 1999, thanks very much to the efforts of the following task
leaders:

David Bishop (Web Admin.) Don Hejna (Syntax) Doug Smith (Pragmas)
Ken Coffman (Semantics) Yatin Trivedi (Editor)

When the working group was ready to initiate the standardization process, it was decided to postpone the
process for the following reasons:

a)  The synthesis subset draft was based on Verilog IEEE Std 1364-1995.
b) A new updated Verilog language was imminent.

¢)  The new Verilog language contained many new synthesizable constructs.

It wasn’t until early 2001 that Verilog IEEE Std 1364-2001 was finalized. The working group restarted their
work by first looking at the synthesizability aspects of the new features in the language. Thereafter, RAM/
ROM modeling features and new attributes syntax were introduced into the draft standard.

Many individuals from many different organizations participated directly or indirectly in the standardization
process. A majority of the working group meetings were held via teleconferences with continued discussions
on the working group reflector.
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VERILOG® REGISTER TRANSFER
LEVEL SYNTHESIS

1. Overview

1.1 Scope

This standard defines a set of modeling rules for writing Verilog® HDL descriptions for synthesis. Adher-
ence to these rules guarantees the interoperability of Verilog HDL descriptions between register-transfer
level synthesis tools that comply to this standard. The standard defines how the semantics of Verilog HDL
are used, for example, to describe level- and edge-sensitive logic. It also describes the syntax of the language
with reference to what shall be supported and what shall not be supported for interoperability.

Use of this standard will enhance the portability of Verilog-HDL-based designs across synthesis tools con-

forming to this standard. In addition, it will minimize the potential for functional mismatch that may occur
between the RTL model and the synthesized netlist.

1.2 Compliance to this standard
1.2.1 Model compliance
A Verilog HDL model shall be considered compliant to this standard if the model:

a)  uses only constructs described as supported or ignored in this standard, and
b) adheres to the semantics defined in this standard.

1.2.2 Tool compliance
A synthesis tool shall be considered compliant to this standard if it:

a)  accepts all models that adhere to the model compliance definition in 1.2.1.

b)  supports all pragmas defined in Clause 6.

c) produces a netlist model that has the same functionality as the input model based on the conform-
ance rules of Clause 4.

NOTE—A compliant synthesis tool may have more features than those required by this standard. A synthesis tool may
introduce additional guidelines for writing Verilog HDL models that may produce more efficient logic, or other mecha-
nisms for controlling how a particular description is best mapped to a particular library.
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1.3 Terminology

The word shall indicates mandatory requirements strictly to be followed in order to conform to the standard
and from which no deviation is permitted (shall equals is required to). The word should is used to indicate
that a certain course of action is preferred but not necessarily required; or that (in the negative form) a certain
course of action is deprecated but not prohibited (should equals is recommended that). The word may indi-
cates a course of action permissible within the limits of the standard (may equals is permitted).

A synthesis tool is said to accept a Verilog construct if it allows that construct to be legal input. The construct
is said to interpret the construct (or to provide an interpretation of the construct) by producing logic that rep-
resents the construct. A synthesis tool shall not be required to provide an interpretation for every construct
that it accepts, but only for those for which an interpretation is specified by this standard.

The Verilog HDL constructs in this standard are categorized as:

— Supported: RTL synthesis shall interpret and map the construct to hardware.

— Ignored: RTL synthesis shall ignore the construct and shall not map that construct to hardware.
Encountering the construct shall not cause synthesis to fail, but may cause a functional mismatch
between the RTL model and the synthesized netlist. The mechanism, if any, by which a RTL synthe-
sis notifies the user of such constructs is not defined. It is acceptable for a not supported construct to
be part of an ignored construct.

— Not supported: RTL synthesis shall not support the construct. An RTL synthesis tool shall fail upon
encountering the construct, and the failure mode shall be undefined.

1.4 Conventions
This standard uses the following conventions:

a) The body of the text of this standard uses boldface font to denote Verilog reserved words (such as
if).

b)  The text of the Verilog examples and code fragments is represented in a £ ixed-width font.

c) Syntax text that is struek-through refers to syntax that is not supported.

d)  Syntax text that is underlined refers to syntax that is ignored.

e) “<“and “>” are used to represent text in one of several different, but specific forms.

f)  Any paragraph starting with “NOTE —" is informative and not part of the standard.

g) In the PDF version of this standard, colors are used in Clause 7 and Annex A. Supported reserved
words are in red boldface font. Blue struek-threugh are unsupported constructs, and blue underlined
are ignored constructs.

1.5 Contents of this standard

A synopsis of the clauses and annexes is presented as a quick reference. There are seven clauses and two
annexes. All the clauses are the normative parts of this standard, while all the annexes are the informative
part of the standard.

a) Clause 1—Overview: This clause discusses the conventions used in this standard and its contents.

b) Clause 2—References: This clause contains bibliographic entries pertaining to this standard.

c¢) Clause 3—Definitions: This clause defines various terms used in this standard.

d) Clause 4— Verification methodology: This clause describes the guidelines for ensuring functional-
ity matches before and after synthesis.

e) Clause 5—Modeling hardware elements: This clause defines the styles for inferring special hard-
ware elements.
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f)  Clause 6—Pragmas: This clause defines the pragmas that are part of this RTL synthesis subset.

g) Clause 7—Syntax: This clause describes the syntax of Verilog HDL supported for RTL synthesis.

h) Annex A—Syntax summary: This informative annex provides a summary of the syntax supported
for synthesis.

i)  Annex B—Functional mismatches: This informative annex describes some cases where a potential
exists for functional mismatch to occur between the RTL model and the synthesized netlist.

1.6 Examples

All examples that appear in this document under “Example:” are for the sole purpose of demonstrating the
syntax and semantics of Verilog HDL for synthesis. It is not the intent of this clause to demonstrate, recom-
mend, or emphasize coding styles that are more (or less efficient) in generating synthesizable hardware. In
addition, it is not the intent of this standard to present examples that represent a compliance test suite, or a
performance benchmark, even though these examples are compliant to this standard.

2. References

This standard shall be used in conjunction with the following publication. When the following standards are
superseded by an approved revision, the revision shall apply.

IEEE Std 1364 "-2001, IEEE Standard Verilog Language Reference Manual.!>

3. Definitions

This clause defines various terms used in this standard. Terms used within this standard, but not defined in
this clause, are assumed to be from IEEE Std 1364-20013.

3.1 asynchronous: Data that changes value independent of the clock edge.

3.2 combinational logic: Logic that does not have any storage device, either edge-sensitive or level-
sensitive.

3.3 don’t care value: The value x when used on the right-hand side of an assignment represents a don’t care
value.

3.4 edge-sensitive storage device: Any device mapped to by a synthesis tool that is edge-sensitive to a
clock, for example, a flip-flop.

3.5 event list: Event list of an always statement.
3.6 high-impedance value: The value z represents a high-impedance value.

3.7 level-sensitive storage device: Any device mapped to by a synthesis tool that is level-sensitive to a
clock; for example, a latch.

3.8 LRM: The IEEE Standard Verilog Language Reference Manual, IEEE Std 1364-2001.

'IEEE publications are available from the Institute of Electrical and Electronics Engineers, 445 Hoes Lane, P.O. Box 1331, Piscataway,
NJ 08855-1331, USA (http://standards.ieee.org/).

2The IEEE standards referred to in Clause 2 are trademarks belonging to the Institute of Electrical and Electronics Engineers, Inc.
3Information on references can be found in Clause 2 of this standard.
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3.9 meta-comment: A Verilog comment (/) or (/* */) that is used to provide synthesis directives to a
synthesis tool.

3.10 metalogical: A metalogical value is either an x or a z.

3.11 pragma: A generic term used to define a construct with no predefined language semantics that influ-
ences how a synthesis tool shall synthesize Verilog code into a circuit.

3.12 RHS: Right-hand side.
3.13 RTL: The register transfer level of modeling circuits in Verilog HDL.

3.14 sequential logic: Logic that includes any kind of storage device, either level-sensitive or edge-
sensitive.

3.15 statically computable expression: An expression whose value can be evaluated during compilation.
3.16 synchronous: Data that changes only on a clock edge.

3.17 synthesis tool: Any system, process, or program that interprets register transfer level Verilog HDL
source code as a description of an electronic circuit and derives a netlist description of that circuit.

3.18 timeout clause: Delays specified in an assignment statement, inter-assignment or intra-assignment.

3.19 transient delay: Propagation delay. Delays through multiple paths of logic each with its own propaga-
tion delay.

3.20 user: A person, system, process, or program that generates RTL Verilog HDL source code.

3.21 vector: A one-dimensional array.

4. Verification methodology

Synthesized results may be broadly classified as either combinational or sequential. Sequential logic has
some form of internal storage (level-sensitive storage device, register, memory) that is involved in an output
expression. Combinational logic has no such storage —the outputs are a pure function of the inputs with no
internal loops.

The process of verifying synthesis results consists of applying identical inputs to both the original model and
synthesized models and then comparing their outputs to ensure that they are equivalent. Equivalent in this
context means that a synthesis tool shall provide an unambiguous definition of equivalence for values on
input, output, and bidirectional ports. This also implies that the port list of the synthesized result must be the
same as the original model —ports cannot be added or deleted during synthesis. Since synthesis in general
does not recognize all the same delays as simulators, the outputs cannot be compared at every simulation
time step. Rather, they can only be compared at specific points, when all transient delays have settled and all
active timeout clauses have been exceeded. If the outputs match at the compared ports, the synthesis tool
shall be compliant. There is no matching requirement placed on any internal nodes unless the keep attribute
(see 6.1.4) is specified for such a node, in which case matching shall be ensured for that node.
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Input stimulus shall comply to the following criteria:

a) Input data does not contain “unknowns” or other metalogical values.

b)  For sequential verification, input data must change far enough in advance of sensing times for tran-
sient delays to have settled.

¢) Clock and/or input data transitions must be delayed until after asynchronous set/reset signals have
been released. The delay must be long enough to avoid a clock and/or data setup/hold time violation.

d) For edge-sensitive based designs, primary inputs of the design must change far enough in advance
for the edge-sensitive storage device input data to respect the setup times with respect to the active
clock edge. Also, the input data must remain stable for long enough to respect the hold times with
respect to the active clock edge.

e) For level-sensitive based designs, primary inputs of the design must change far enough in advance
for the level-sensitive storage device input data to respect the setup times. Also, the input data must
remain stable for long enough to respect the hold times.

NOTE — A synthesis tool may define metalogical values appearing on primary outputs in one model as equivalent to log-
ical values in the other model. For this reason, the input stimulus may need to reset internal storage devices to specific
logical values before the outputs of both models are compared for logical values.

4.1 Combinational logic verification

To verify a combinational logic design or part of a design, the input stimulus shall be applied first. Sufficient
time shall be provided for the design to settle, and then the outputs examined. Typically, this is done in a
loop, so the outputs may be examined just before the next set of inputs is applied, that is, when all outputs
have settled. Each iteration of the loop shall include enough delay so that the transient delays and timeout
clause delays have been exceeded. A model is not in compliance with this standard if it is possible for com-
binational outputs to never reach a steady state (i.e., oscillatory behavior).

Example 1:

always @* a = #5 ~a;
// Example is not compliant with this standard because it
// exhibits oscillatory behavior.

4.2 Sequential logic verification

The general scheme of applying inputs periodically and then checking the outputs just before the next set of
inputs is applied shall be repeated. Sequential designs are either edge-sensitive (typically consisting of edge-
sensitive storage devices) or level-sensitive (typically consisting of level-sensitive storage devices).

The verification of designs containing edge-sensitive or level-sensitive components are as follows:

a) Edge-sensitive models: The same sequence of tasks shall be performed during verification: change
the inputs, compute the results, check the outputs. However, for sequential verification these tasks
shall be synchronized with a clock. The checking portion of the verification shall be performed just
before the active clock edge. The input values may be changed after the clock edge and after suffi-
cient time has elapsed to ensure that no hold time violations will occur. The circuit then has the
entire rest of the clock period to compute the new results before they are latched at the next clock
edge. The period of the clock generated by the stimulus shall be sufficient enough to allow the input
and output signals to settle. When asynchronous data is assigned, the asynchronous data shall not
change during the period in which the asynchronous control (the condition under which the data is
assigned) is active.
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b) Level-sensitive models: These designs are generally less predictable than edge sensitive models due
to the asynchronous nature of the signal interactions. Verification of synthesized results depends on
the application. With level-sensitive storage elements, a general rule is that data inputs should be sta-
ble before enables go inactive (i.e. latch) and checking of outputs is best done after enables are inac-
tive (i.e. latched) and combinational delays have settled. A level-sensitive model in which it is
possible, in the absence of further changes to the inputs of the model, for one or more internal values
or outputs of the model never to reach a steady state (oscillatory behavior) is not in compliance with
this standard.

5. Modeling hardware elements

This clause describes styles for modeling various hardware elements such as edge-sensitive storage devices,
level-sensitive storage devices and three-state drivers.

The hardware inferences specified in this clause do not take into account any optimizations or transforma-
tions. This standard does not specify or limit optimization. A specific tool may perform optimization and not
generate the suggested hardware inferences or may generate a different set of hardware inferences. This
shall not be taken as a violation of this standard provided the synthesized netlist has the same functionality
as the input model.

5.1 Modeling combinational logic

Combinational logic shall be modeled using a continuous assignment or a net declaration assignment or an
always statement.

When using an always statement, the event list shall not contain an edge event (posedge or negedge). The
event list does not affect the synthesized netlist. However, it may be necessary to include in the event list all
the variables read in the always statement to avoid mismatches between simulation and synthesized logic.

A variable assigned in an always statement shall not be assigned using both a blocking assignment (=) and a
nonblocking assignment (<=) in the same always statement.

The event list for a combinational logic model shall not contain the reserved words posedge or negedge. Not
all variables that appear in the right hand side of an assignment are required to appear in the event list. For
example, a variable does not have to appear in the event list of an always statement if it is assigned a value
with a blocking assignment before being used in subsequent expressions within the same always statement.

The event list may be the implicit event expression list (@(*), @*).
Example 2:
always @ (inl or in2)
out = inl + in2;
// always statement models combinational logic.

Example 3:

always @ (posedge a or b)
// Not supported; does not model combinational logic.
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Example 4.

always @ (in)
if (ena)
out = in;
else
out = 1'bl;
// Supported, but simulation mismatch might occur.
// To assure the simulation will match the synthesized logic, add ena
// to the event list so the event list reads: always @ (in or ena)

Example 5:

always @ (inl or in2 or sel)

begin
out = inl; // Blocking assignment
if (sel)

out <= in2; // Nonblocking assignment.
end
// Not supported, cannot mix blocking and nonblocking assignments in
// an always statement.

Example 6.

always @+ // Implicit event expression yields combinational logic

begin
tmpl = a & b;
tmp2 = ¢ & d;
z = tmpl | tmp2;
end

5.2 Modeling edge-sensitive sequential logic

Sequential logic shall be modeled using an always statement that has one or more edge events in the event
list.

5.2.1 Edge events

The reserved words posedge or negedge shall be used to specify edge events in the event list of the always
statement.

5.2.1.1 Positive edge
The following represents a positive edge expression in an always statement:

always @ (posedge <clock name>)
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5.2.1.2 Negative edge
The following represents a negative edge expression in an always statement.

always @ (negedge <clock name>)

5.2.2 Modeling edge-sensitive storage devices

An edge-sensitive storage device shall be modeled for a variable that is assigned a value in an always state-
ment that has exactly one edge event in the event list. The edge event specified shall represent the clock edge
condition under which the storage device stores the value.

Nonblocking procedural assignments should be used for variables that model edge-sensitive storage devices.
Nonblocking assignments are recommended to avoid Verilog simulation race conditions.

Blocking procedural assignments may be used for variables that are temporarily assigned and used within an
always statement.

Multiple event lists in an always statement shall not be supported.
Example 7:

reg out;
always @ (posedge clock)
out <= in;
// out is a positive edge triggered edge-sensitive storage device.

Example §:

reg [3:0] out;
always @ (negedge clock)
out <= in;
// out models four negative edge-triggered
// edge-sensitive storage devices.

Example 9:

always @ (posedge clock)
if (reset)
out <= 1'b0;
else
out <= in;
// out models a positive edge-sensitive storage
// device with optionally a synchronous reset.
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Example 10:

always @ (posedge clock)
if (set)
out <= 1'bl;
else
out <= in;
// out models a positive edge-sensitive storage
// device with optionally a synchronous set.

Example 11:

always @ (posedge clock)
begin
out <= 0;
@ (posedge clock);
out <= 1;
@ (posedge clock);
out <= 1;
end
// Not legal; multiple event lists are not supported within an
// always statement.

NOTE—No specific style is required to infer edge-sensitive storage device with synchronous set/reset. A synthesis tool
may optionally choose to or not to infer such a storage device. See the sync_set_reset attribute on how it can be used to
infer a device with synchronous set/reset.

5.2.2.1 Edge-sensitive storage device modeling with asynchronous set-reset

An edge-sensitive storage device with an asynchronous set and/or asynchronous reset is modeled using an
always statement whose event list contains edge events representing the clock and asynchronous control
variables. Level-sensitive events shall not be allowed in the event list of an edge-sensitive storage device
model.

Furthermore, the always statement shall contain an if statement to model the first asynchronous control and
optional nested else if statements to model additional asynchronous controls. A final else statement, which
specifies the synchronous logic portion of the always block, shall be controlled by the edge control variable
not listed in the if and else if statements. The always statement shall be of the form:

always @ (posedge <condA> or negedge <condB> or negedge <condC> or ...
posedge <Clock>)
// Any sequence of edge events can be in event list.
if (<condA>) // Positive polarity since posedge <condA>.
// ... <asynchronous logic>
else if (~ <condB>) // Negative polarity since negedge <condB>.
// ... <asynchronous logic>
else if (~ <condC>)
// ... <asynchronous logic>
else // Implicit posedge <Clock>.
// ... <synchronous logic>

For every asynchronous control, there is an if statement that precedes the clock branch. The asynchronous
set and or reset logic will therefore have higher priority than the clock edge.
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The “final else” statement is determined as follows. If there are N edge events in the event list, the “else” fol-
lowing (N-1) if’s, at the same level as the top-level if statement, determines the “final else.” The final else
statement specifies the synchronous logic part of the design.

Example 12:

always @ (posedge clock or posedge set)
if (set)
out <= 1'bl;
else
out <= din;
// out is an edge-sensitive storage device with an asynchronous set.

Example 13:

always @ (posedge clock or posedge reset)
out <= in;
// Not legal because the if statement is missing.

Example 14:

always @ (posedge clock or negedge clear)

if (clear) // This term should be inverted (!clear) to match
// the polarity of the edge event.
out <= 0;

else

out <= in;

// Not legal; if condition does not match the polarity of
// the edge event.

Example 15:

always @ (posedge clock or negedge clear)
if (~ clear)
out <= 0;
else if (ping) // Synchronous logic starts with this if.
out <= in;
else if (pong)
out <= 8'hFF;
else
out <= pdata;
// Synchronous logic starts after first else.

5.3 Modeling level-sensitive storage devices
A level-sensitive storage device may be modeled for a variable when all the following apply:
a) The variable is assigned a value in an always statement without edge events in its event list (combi-
national logic modeling style).

b) There are executions of the always statement in which there is no explicit assignment to the variable.

The event list of the always statement should list all variables read within the always statement.
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Nonblocking procedural assignments should be used for variables that model level-sensitive storage devices.
This is to prevent Verilog simulation race conditions.

Blocking assignments may be used for intermediate variables that are temporarily assigned and used only in
the same always statement.

Example 16:

always @ (enable or d)
if (enable)
q <= d;
// A level-sensitive storage device is inferred for g.
// If enable is deasserted, g will hold its value.

Example 17:

always @ (enable or d)
if (enable)

q <= d;
else
q <= 'b0;

// A latch is not inferred because the assignment to g is complete,
// i.e., g is assigned on every execution of the always statement.

5.4 Modeling three-state drivers

Three-state logic shall be modeled when a variable is assigned the value z. The assignment of z can be con-
ditional or unconditional. If any driver of a signal contains an assignment to the value z, then all the drivers
shall contain such an assignment.

z assignments shall not propagate across variable assignments (including implicit assignments, such as those
which occur with module instantiations).

Example 18:

module ztest (test2, testl, test3, ena);
input [0:1] ena;
input [7:0] testl, test3;
output [7:0] test2;
wire [7:0] test2;

assign test2 = (ena == 2'b01) ? testl : 8'bz;
assign test2 = (ena == 2'bl0) ? test3 : 8'bz;
// test2 is three-state when ena is 2'b00 or 2'bll.
endmodule
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Example 19:

module ztest;
wire testl, test2, test3;
input test2;
output test3;
assign testl
assign test3

1'bz;
testl & test2; // test3 will never receive
// a z assignment.

endmodule
Example 20:

always @ (in)
begin
tmp = ’'bz;
out = tmp; // out shall not be driven by three state drivers
// because the value ‘bz does not propagate across the

// variable assignment.
end

Example 21:

always @ (g or enb)
if (!enb)
out <= ‘bz;
else
out <= q;
// out is a three-state driver.

Example 22:

// Three-state driver with non-registered enable:
always @ (posedge clock)
q <= din;

assign out = enb ? g : 1’bz;
// Generates one edge-sensitive storage device with a
// three-state driver on the output.

Example 23:

// Three-state driver with registered enable:
always @ (posedge clock)
if (!enb)
out <= 1’'bz;
else
out <= din;
// Generates two edge-sensitive storage devices, one for din, and
// one for enb, with a three-state driver on the output of the first
// storage device, controlled by the output of the second
// storage device.
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5.5 Support for values x and z

The value x may be used as a primary on the RHS of an assignment to indicate a don’t care value for
synthesis.

The value x may be used in case item expressions (may be mixed with other expressions, such as 4’b01x0)
in a casex statement to imply a don’t care value for synthesis.

The value x shall not be used with any operators or mixed with other expressions.

The value z may be used as a primary on the RHS of an assignment to infer a three-state driver as described
in54.

The value z (or ?) may be used in case item expressions (may be mixed with other expressions, such as
4’bz1z0) for casex and casez statements to imply a don’t care value for synthesis.

The value z shall not be used with any operators or mixed with other expressions.

5.6 Modeling read-only memories (ROM)
An asynchronous ROM shall be modeled as combinational logic using one of the following styles:

a)  One-dimensional array with data in case statement (see 5.6.1).
b) Two-dimensional array with data in initial statement (see 5.6.2).
¢) Two-dimensional array with data in text file (see 5.6.3).

The rom_block attribute shall be used to identify the variable that models the ROM. If the logic_block
attribute is used, then it shall imply that no ROM is to be inferred, and combinational logic be used instead.

NOTES

1 —In the absence of either a rom_block or a logic_block attribute, a synthesis tool may opt to implement either as ran-
dom logic or as a ROM.

2—The standard does not define how or in what form the ROM values are to be saved after synthesis when the
rom_block attribute is used.

3—In each of the three cases above, there may be a simulation mismatch at time O if the ROM initialization does not
occur prior to reading the ROM values.

5.6.1 One-dimensional array with data in case statement

In this style, the data values of a ROM shall be defined within a case statement. All the values of the ROM
shall be defined within the case statement. The value assigned to each ROM address shall be a static expres-
sion (a static expression is one that can be evaluated at compile time).

The variable attributed with the rom_block attribute models the ROM. The address of the ROM shall be the
same as the case expression. The ROM variable is the data. The case statement may contain other assign-
ments or statements that may or may not affect the ROM variable. However all assignments to the ROM
variable shall be done within only one case statement. In addition, the ROM variable must be assigned for all
possible values of the case expression (ROM address).
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Example 24:
module rom case(
(* synthesis, rom block = "ROM CELLXYZO01l" ¥*)

output reg [3:0] z,

input wire [2:0] a); // Address - 8 deep memory.

always @x*

case (a)
3'b000:
3'b001:
3'b100:
3'bl1l10:
3'blll:
default:

endcase

endmodule // rom case
and its address size is determined by a.

// z is the ROM,

//

N N N N N

@(a)

= 4'bl011;

4'b0001;
4'b0011;
4'b0010;

= 4'bl110;

z = 4'b0000;

5.6.2 Two-dimensional array with data in initial statement

A Verilog memory (two-dimensional reg array) attributed as a rom_block, decorated with the attribute
rom_block, shall be used to model a ROM. The address size and data size of the ROM shall be as specified in
the declaration of the memory.

In addition, the values of the ROM shall be assigned using an initial statement. Uninitialized values shall
have an implicit don’t care assignment. The initial statement shall not be restricted to contain only assign-
ment statements. It may contain other synthesizable statements, such as for loop statements, if and case
statements, with the only restriction that the assignments to the ROM, which include data and address, shall

be statically computable.

Such a memory shall only be read from other procedural blocks. It is an error to write to such a memory

from any other procedural block other than the initial statement in which it is initialized.

The initial statement shall be supported when either of the attributes logic_block or rom_block is used.

Example 25:

module rom 2dimarray initial (
output wire [3:0] z,
input wire [2:0] a); // address- 8 deep memory
// Declare a memory rom of 8 4-bit registers. The indices are 0 to 7:
(* synthesis, rom block = "ROM CELL XYZ01l" *) reg [3:0] rom[0:7];

// (* synthesis, logic_block *) reg [3:0] rom [0:7];

initial begin

rom[0] = 4'b1011;
rom[1l] = 4'b0001;

rom[2] = 4'b0011;
rom[3] = 4'b0010;
rom[4] = 4'b1110;
rom[5] = 4'b0111;
rom[6] = 4'b0101;

rom[7] = 4'b0100;
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end

assign Z = rom[a];
endmodule

NOTE —If combinational logic is desired instead of a ROM, specify the attribute logic_block instead of the attribute
rom_block.

5.6.3 Using two-dimensional array with data in text file

The modeling of the ROM shall be identical to that in 5.6.2 except that the ROM is initialized from a text file
using the system tasks $readmemb and $readmemh.

NOTE —The name and format of the file are identified by the system tasks $readmemb or $readmemh.
Example 26:

module rom 2dimarray initial readmem (
output wire [3:0] z,
input wire [2:0] a);
// Declare a memory rom of 8 4-bit registers.
// The indices are 0 to 7:
(* synthesis, rom block = "ROM CELL XYZ01" *) reg [3:0] rom[0:7];

initial $readmemb("rom.data", rom);

assign z = rom[a];
endmodule

// Example of content “rom.data” file:
// file: /user/name/project/design/rom/rom.data
// date : Jan 08, 02

1011 // addr=0
1000 // addr=1
0000 // addr=2
1000 // addr=3
0010 // addr=4
0101 // addr=5
1111 // addr=6
1001 // addr=7

NOTE—This style can lead to simulation/synthesis mismatch if the content of data file changes after synthesis.

5.7 Modeling random access memories (RAM)

A RAM shall be modeled using a Verilog memory (a two-dimensional reg array) that has the attribute
ram_block associated with it. A RAM element may either be modeled as an edge-sensitive storage element
or as a level-sensitive storage element. A RAM data value may be read synchronously or asynchronously.
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Example 27:

// A RAM element is an edge-sensitive storage element:
module ram test(
output wire [7:0] q,
input wire [7:0] d,
input wire [6:0] a,
input wire clk, we);
(* synthesis, ram block *) reg [7:0] mem [127:0];

always @(posedge clk) if (we) mem[a] <= d;

assign q = mem[a];
endmodule

Example 28:

// A RAM element is a level-sensitive storage element:
module ramlatch (
output wire [7:0] g, // output
input wire [7:0] d, // data input
input wire [6:0] a, // address
input wire we); // clock and write enable
// Memory 128 deep, 8 wide:
(* synthesis, ram block *) reg [7:0] mem [127:0];

always @* if (we) mem[a] <= d;

assign q = mem[a];
endmodule

NOTES
1 —If latch or register logic is desired instead of a RAM, use the attribute logic_block instead of the attribute ram_block.
2—1In the absence of either a ram_block or a logic_block attribute, a synthesis tool may implement memory as random

logic or as a RAM.

6. Pragmas

A pragma is a generic term used to define a construct with no predefined language semantics that influences
how a synthesis tool should synthesize Verilog HDL code into a circuit. The only standard pragma style that
shall appear with the Verilog HDL code is a Verilog attribute instance.

6.1 Synthesis attributes
NOTES

1—An attribute instance, as defined by the Verilog standard, is a set of one or more comma separated attributes, with or
without assignment to the attribute, enclosed within the reserved (* and *) Verilog tokens.

2—Per the Verilog standard, “An attribute instance can appear in the Verilog description as a prefix attached to a declara-
tion, a module item, a statement, or a port connection. It can appear as a suffix to an operator or a Verilog function name
in an expression.”
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If a synthesis tool supports pragmas to control the structure of the synthesized netlist or to give direction to
the synthesis tool, attributes shall be used to convey the required information. The first attribute within the
attribute instance shall be synthesis followed by a comma separated list of synthesis-related attributes. Here
is the template for specifying such an attribute.

(* synthesis, <attribute=value or optional value>
{ , <attribute=value or optional value> } *)

The attribute synthesis shall be listed as the first attribute in an attribute instance.

NOTE —BYy placing the synthesis attribute first, a synthesis tool can more easily parse the attribute instance to determine
if the rest of the attributes in the attribute instance are intended for the synthesis tool or for a different tool.

If the attribute has an <optional_value>, such an attribute may be disabled (turned off) by providing a value
of 0. If an attribute has a non-zero value (including a string value), it shall be interpreted as an enabled
attribute. Additional semantics for a non-zero value are not defined by this standard. If no value is provided,
then the attribute is enabled (as if the value is non-zero). The <optional_value>, if provided, shall be a con-
stant expression.

If the attribute has a <value>, then a value shall be required for this attribute.

The following is the list of synthesis attributes that shall be supported as part of this standard and their func-
tionality is described in the remainder of this clause. Additional vendor-specific attributes and attribute val-
ues may exist.

(* synthesis, async_set reset [="signal namel, signal name2, ..."] ¥*)

(* synthesis,
(* synthesis,
(* synthesis,
(* synthesis,
(* synthesis,
(* synthesis,
(* synthesis,
(* synthesis,
(* synthesis,
(* synthesis,
(* synthesis,
(* synthesis,
(* synthesis,
(* synthesis,

black_box

combinational

fsm state
full case

implementation

keep
label

logic_block

op_sharing

parallel case

ram_block
rom_block

sync_set_reset

probe port

N | ———

—_r———

[

[

=<optional value> ] ¥*)
=<optional value> ] *)
=<encoding scheme> ] *)
= <optional value> ] *)
"<value>" *)

=<optional value> ] ¥*)
"name" *)

= <optional value>
<optional value>
<optional value> *)
= <optional value> *)
= <optional value> ] *)

*)
*)

[="signal namel, signal name2, ..."] *)

= <optional value> ] *)

Multiple comma separated synthesis attributes may be added to the same attribute instance without repeating

the keyword synthesis before each additional attribute.

Example 29:

(* synthesis,
case (state)

endcase

NOTES

full case, parallel case *)

1—The use of the full_case and parallel_case attributes is generally not recommended.

2—The LRM also allows multiple attribute instances to be placed before legal, attribute-prefixed statements.
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Example 30:

(* synthesis, full case *)
(* synthesis, parallel case *)
case (state)

endcase

Only synthesis attributes shall be placed in an (single) attribute instance with other synthesis attributes. Non-
synthesis attribute instances may be placed along with synthesis attribute instances before legal attribute pre-
fixed statements and no predetermined placement-order of mixed synthesis and non-synthesis attribute
instances shall be imposed by this standard.

NOTES

1—1It is recommended that if a synthesis tool supports attributes other than those listed as part of this standard, then the
syntax for specifying such an attribute be identical with the format described in this clause.

2—1It is recommended that a synthesis tool not use the synthesis attribute in any other form or meaning other than its
intended use as described in this standard.

6.1.1 Case decoding attributes
The following attributes shall be supported for decoding case statements.
6.1.1.1 Full case attribute
Its syntax is:
(* synthesis, full case [ = <optional value> ] *)

This attribute shall inform the synthesis tool that for all unspecified case choices, the outputs assigned within
the case statement may be treated as synthesis don’t-care assignments.

NOTES

1 —This synthesis attribute provides different information to the synthesis tool than is known by the simulation tool and
can cause a pre-synthesis simulation to differ with a post-synthesis simulation.

2—This synthesis attribute does not remove all latches that could be inferred by a Verilog case statement. If one or more
outputs are assigned by the specified case items, but not all outputs are assigned by all of the specified case items, a latch
will be inferred even if the full_case attribute has been added to the case statement.

3—Adding a default statement to a case statement nullifies the effect of the full_case attribute.
4—The use of the full_case synthesis attribute is generally discouraged.
6.1.1.2 Parallel case attribute
Its syntax is:
(* synthesis, parallel case [ = <optional value> ] *)

This attribute shall inform the synthesis tool that all case items are to be tested, even if more than one case
item could potentially match the case expression.
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NOTES

1 —This synthesis attribute provides different information to the synthesis tool than is known by the simulation tool and
can cause a pre-synthesis simulation to differ with a post-synthesis simulation.

2— Verilog case statements can have overlapping case items (a case expression could match more than one case item),
and the first case item that matches the case expression will cause the statement for that case item to be executed and an
implied break insures that no other case item will be tested against the case expression for the current pass through the
case statement. The Verilog statement for the matched case item is the only Verilog code that will be executed during the
current pass of the case statement.

3—The parallel_case attribute directs the synthesis tool to test each and every case item in the case statement every time
the case statement is executed. This attribute causes the synthesis tool to remove any priority that might be assigned to
the case statement by testing every case item, even if more than one case item matches the case expression. This behav-
ior differs from the behavior of standard Verilog simulation.

4—The parallel_case attribute is commonly used to remove priority encoders from the gate-level implementation of an
RTL case statement. Unfortunately, the RTL case statement may still simulate like a priority encoder, causing a mis-
match between pre-synthesis and post-synthesis simulations.

5— Adding a default statement to a case statement does not nullify the effect of the parallel_case attribute.

6—The use of the parallel_case synthesis attribute is generally discouraged. One exception is the careful implementa-
tion of a one-hot Verilog state machine design.

6.1.1.3 Using both attributes
The syntax is:
(* synthesis, full case, parallel case *)

The full_case and parallel_case attributes may also appear as a single attribute instance, as shown above.
The order in which they appear shall not be of importance.

NOTE —Strictly speaking, full_case should not be needed by any tool. It’s purpose is to communicate to the tool some
information which is also available from alternative modeling styles. The risk is that the user could be wrong about the
‘fullness’ of the case, and, if so, the results will not match simulation. For example,

always @(sel)
(* synthesis, full case *) case (sel)
2'b01: out = opl;
2'bl0: out op2;
2'bll: out op3;
endcase

is synthesis-equivalent to the much safer:

always @(sel) begin
out = 'bx;
case (sel)
2'b01: out = opl;

2'bl0: out = op2;
2'bll: out = op3;
endcase
end
Documents
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6.1.2 RAM/ROM inference attributes
6.1.2.1 RAM attribute
The attribute described shall be supported to assist in the selection of the style of an inferred RAM device.
The syntax is:
(* synthesis, ram block [ = <optional value> ] *)
6.1.2.2 ROM attribute
The attribute described shall be supported to assist in the selection of the style of an inferred ROM device.
The syntax is:
(* synthesis, rom block [ = <optional value> ] *)
6.1.2.3 Logic block attribute

The attribute described shall be supported to assist in inferring discrete logic for a particular RTL coding
style as opposed to a ROM or a RAM.

The syntax is:
(* synthesis, logic _block [ = <optional value> ] *)
NOTE —Examples of these attributes appear in 5.6 and 5.7.

6.1.3 FSM attributes

These attributes apply to finite state machine (FSM) extraction. FSM extraction is the process of extracting a
state transition table from an RTL model where the hardware advances from state to state at a clock edge. In
such a case, it may be necessary to guide the synthesis tool in identifying the state register explicitly and to
provide a mechanism to override the default encoding if necessary.
If a synthesis tool supports FSM extraction, then the following attribute shall also be supported.

(* synthesis, fsm state [=<encoding scheme>] *) // Applies to a reg.

The attribute when applied to a reg identifies the reg as the state vector.

The encoding_scheme is optional. If no encoding is specified, the default encoding as specified in the model
is used. The value of encoding_scheme is not defined by this standard.

NOTE—Use of encoding scheme may cause simulation mismatches.
Example 31:

(* synthesis, fsm state *) reg [4:0] next state;

// Default encoding is used and next state is the state vector.
(* synthesis, fsm state = "onehot" *) reg [7:0] rst state;

// "onehot" encoding is used and rst state is the state vector.
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6.1.4 Miscellaneous attributes
6.1.4.1 Asynchronous set reset attribute

The syntax is:

(* synthesis, async _set reset [ = "signal namel, signal name2, ..." ] *)

This attribute shall apply to an always block that infers level-sensitive storage devices. If no level-sensitive
storage devices are inferred for the block, a warning shall be issued.

This attribute shall also apply to a module in which case, it shall apply to all always blocks in that module. If
no level-sensitive storage devices are inferred for the block, a warning shall be issued.

The presence of the attribute shall cause the set/reset logic to be applied directly to the set/reset terminals of
a level-sensitive storage device if such a device is available in the technology library.

NOTE —Definitions: Set logic—the logic that sets the output of storage device to 1; reset logic—the logic that sets the
output of storage device to 0.

When no signal names are specified in the attribute instance, both set and reset logic signals shall be applied
directly to the set/reset terminals of a level-sensitive storage device.

When signal names are specified, only the specified signals shall be connected to the set/reset terminals (oth-
ers are connected through the data input of the level-sensitive storage device).

Example 32:

(* synthesis, async_set reset = “set” *)
always @(*)
if (reset)
glatch <= 0;
else if (set)
glatch <= 1;
else if (enable)
glatch <= data;
// reset and enable logic connect through the data input.

6.1.4.2 Black box attribute
The syntax is:
(* synthesis, black box [ = <optional value>] *)

This attribute shall apply to a module instance or to a module in which case the attribute shall apply to all its
module instances.

Only the module’s interface shall be defined for synthesis. The module itself may be empty or may contain
non-synthesizable statements. It may also refer to an external implementation, for example, in an EDIF file.
Such a black box shall not be optimized during synthesis.
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Example 33:

(* synthesis, black box *)
module add2 (dataa, datab, cin, result, cout, overflow);
input [7:0] dataa;
input [7:0] datab;
input cin;
output [7:0] result;
output cout;
output overflow;
endmodule

Example 34:

(* synthesis, black box *)
(* // Following are non-standard synthesis attributes:
LPM WIDTH = 8,
LPM DIRECTION = "ADD",
ONE_INPUT IS CONSTANT = "NO",
LPM HINT "SPEED",
LPM TYPE = "LPM ADD SUB"

*)
module add2 (
input [7:0] dataa,
input [7:0] datab,
input cin,
output [7:0] result,
output cout,
output overflow);
endmodule

6.1.4.3 Combinational attribute
The syntax is:
(* synthesis, combinational [ =<optional value>] *)

This attribute shall be applied to an always block or to a module in which case, it shall apply to all always
blocks in that module.

The attribute indicates that the logic generated from the always block shall be combinational. It shall be an
error if it is not so.

Example 35:
(* synthesis, combinational ¥*)

always @(*)
if (reset)

q = 0;
else
q=d;
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6.1.4.4 Implementation attribute
The syntax is:
(* synthesis, implementation = "<value>" *)
This attribute shall apply only to an operator.
The “value” is not defined by the standard. Examples of “value” are “cla” for +, “wallace” for *.
Example 36:
assign x = a + (* synthesis, implementation = "ripple" *) b;
NOTE —The implementation is only a recommendation to the synthesis tool.
6.1.4.5 Keep attribute
The syntax is:
(* synthesis, keep [ =<optional value> ] *)
This attribute shall apply to a net, reg or a module instance or to a module.
With the presence of this attribute on an instance or module, the instance or module shall be preserved, and
not deleted nor replicated, even if the outputs of the module are not connected. The internals of the instance
or the module shall not be subject to optimization.
Similarly, a net with such an attribute shall be preserved.
If a reg has a keep attribute and an fsm_state attribute, the fsm_state attribute shall be ignored. This attribute
does not apply if the reg with the fsm_state attribute, has not been inferred as an edge-sensitive storage
device.
Example 37:
(* synthesis, keep *) wire [2:0] opcode;
(* synthesis, keep *) add2 al (.dataa(da), .datab(db), .cin(carry),
.result(), .cout(), .overflow(nextstage));
(* synthesis, keep *) reg [3:0] count state;
(* synthesis, keep *) wire [7:0] outa; // default keep is keep = 1.

(* synthesis, keep *) reg [7:0] b;

(* synthesis, keep = 1 *) my design my designl (outl, inl, clkin);
// Preserve the instance and its subelements from optimization.

(* synthesis, keep = 0 *) my design my design2 (out, in, clkin);
// This instance may be optimized away.
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Example 38:

(* synthesis, keep *)
module count (reset, clk, counter, flag);
always @(posedge clk)
if (reset) begin
counter <= 0;
flag <= FALSE;
end
else
counter <= counter + 1;
flag <= counter > 10 ? TRUE : FALSE;
end
end
endmodule
// All instances of module count is preserved.

NOTE —Objects connected to a keep net do not need to be kept unless the objects have a keep attribute on them. A warn-
ing may be issued by a synthesis tool for a keep net that has no objects connected to it.

6.1.4.6 Label attribute
The syntax is:
(* synthesis, label = "name" *)
This attribute shall apply to any item that can be attributed.

This attribute shall assign a name to the attributed item. By doing so, other attributes or tool-specific
attributes can be used to reference such an item.

Example 39:

(* synthesis, label = "incrementorl" *) counter = counter + 1;

a = b * (* synthesis, label
* (* synthesis, label

"multl" *) c
"mult2" *) d;

NOTE —The use of a label attribute is not defined by the standard. The attribute provides a standard way to label a sen-
tence or an item.

6.1.4.7 Operator sharing attribute
The syntax is:

(* synthesis, op sharing [=<optional value>] *)
This attribute shall apply to a module.

The presence of the attribute enables operator sharing to be performed in that module (and all its instances).

Documents

[ Published by IEC under licence from IEEE. © 2005 IEEE. All rights reserved. | Document Sharing Hub

Authorized licensed use limited to: Tsinghua University. Downloaded on February 25,2026 at 20:32:43 UTC from IEEE Xplore. Restrictions apply.

Full document details: IEC/IEEE 62142-2005


http://www.avadocuments.com/doc/iec-ieee-62142-2005
http://www.avadocuments.com/doc/iec-ieee-62142-2005

~-32- IEC 62142:2005(E)
IEEE 1364.1-2002(E)

NOTES

1 —Operator sharing technique allows the use of one arithmetic logic unit to perform same or different operations that
are mutually exclusive.

2—The presence of the attribute does not guarantee that operator sharing will take place; it is only enabled. Sharing
occurs based on design cost specifications.

3 —Sharing may be done across always blocks.
4—1In the absence of the attribute, a synthesis tool may still perform sharing.

Example 40:

(* synthesis, op sharing = 1 ¥*)
module ALU (
input [3:0] a, b,
input [1:0] op code,
output [3:0] alu out);
always @ (*)
case (op_code)
ADD: alu out = a + b
SUB: alu_out
GT : alu out
default : alu out =
endcase
endmodule

o

U]

AN |
~288

6.1.4.8 Synchronous set reset attribute
The syntax is:
(* synthesis, sync_set reset [= "signal namel, signal name2, ..."] *)

This attribute shall apply to an always block that infers edge-sensitive storage devices. If no edge-sensitive
storage device is inferred in the block, a warning shall be issued.

This attribute shall also apply to a module in which case, it shall apply to all always blocks in that module. If
no edge-sensitive storage devices are inferred for the block, a warning shall be issued.

The presence of the attribute shall cause the set/reset logic to be applied directly to the set/reset terminals of
an edge-sensitive storage device if such a device is available in the technology library.

It is an error if the attribute is applied to an asynchronous set or reset signal.

NOTE —Definitions: Set logic—the logic that sets the output of storage device to 1; reset logic—the logic that sets the
output of storage device to 0.

When no signal names are present, both set and reset logic signals shall be applied directly to the set/reset
terminals of an edge-sensitive storage device.

When signal names are present, only the specified signals shall be connected to the set/reset terminals (oth-
ers are connected through the data input of the edge-sensitive storage device).
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Example 41:

(* synthesis, sync set reset *)
always @ (posedge clk)

if (rst)

q <= 0;
else if (set)
q <= 1;

else
q <= d;

6.1.4.9 Probe port attribute
The syntax is:
(* synthesis, probe port [ = <optional value> ] *)
This attribute shall apply to a net or a reg. The net or reg shall only be a single bit or a 1-dimensional array.

The presence of this attribute preserves the net or the reg for probing and shall cause it to appear as an output
port (a probe port) in the module it appears. If a module with a probe port is instantiated in another module,
a new probe port shall also be created (one for each instance) in the parent module.

If an object with the probe_port attribute is optimized out, that object shall not be mapped onto a port, unless
the object has an additional keep attribute on it. The appearance or omission of a probe_port as a result of
optimization may be reported by the synthesis tool.

The name of the probe_port is not specified by this standard (may be determined by the synthesis tool). All
newly created probe ports shall appear in the synthesized netlist at the end of the module port list. The order
of the probe ports itself is not specified by this standard.

Example 42:
(* synthesis, probe port *) reg [3:0] current state;
(* synthesis, probe port = 1 *) wire g0, gl, g2;
Example 43:

module ff (g, d, clk, rst);
parameter WIDTH = 1;
parameter PROBE PORT = 1; // 1 => ON, 0 => OFF
output [WIDTH-1:0] g; // output
input [WIDTH-1:0] d; // data input
input clk; // clock
input rst; // reset, active hi
reg [WIDTH-1:0] gq; // FF output

(* synthesis, keep, // Do not remove in optimization.
probe port = PROBE PORT *) // Bring to a test port.

wire [WIDTH-1:0] gbar; // Test point.

assign gbar = ~q; // Equation for test point.

always @(posedge clk or posedge rst)
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