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INTERNATIONAL ELECTROTECHNICAL COMMISSION

SEMICONDUCTOR DEVICES -
DISCRETE DEVICES -

Part 17: Magnetic and capacitive coupler
for basic and reinforced isolation

FOREWORD

this end and in addltlon to other activities, IEC publishes International
Technical Reports, Publicly Available Specifications (PAS) and Gujdes

governmental organizations liaising with the IEC also partlmpate i
with the International Organization for Standardization (ISO
agreement between the two organizations.

and are accepted by IEC National
Committees in that sense. While all reasonable effqrts \ t re that the technical content of IEC
Publications is accurate, IEC cannot be ) the way in which they are used or for any
misinterpretation by any end user.

ors, employees, servants or agents including individual experts and
EC National Committees for any personal injury, property damage or

8) ative references cited in this publication. Use of the referenced publications is
et application of this publication.
9) possibility that some of the elements of this IEC Publication may be the subject of

patent rights. IEC shalil not be held responsible for identifying any or all such patent rights.

A PAS is a technical specification not fulfilling the requirements for a standard, but made
available to the public.
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IEC-PAS 60747-17 has been processed by subcommittee 47E: Discrete semiconductor
devices, of IEC technical committee 47: Semiconductor devices.

The text of this PAS is based on the This PAS was approved for
following document: publication by the P-members of the
committee concerned as indicated in
the following document

Draft PAS Report on voting
47E/412/PAS 47E/423/RVD

Following publication of this PAS, which is a pre-standard publication, the technical committee
or subcommittee concerned may transform it into an International Standargd:

publication date. The validity may be extended for a single period
at the end of which it shall be published as another type of no

O
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SEMICONDUCTOR DEVICES -
DISCRETE DEVICES -

Part 17: Magnetic and capacitive coupler
for basic and reinforced isolation

1 Scope

This PAS gives the terminology, essential ratings, characteristics,
measuring methods of magnetic and capacitive couplers.

It specifies the principles of magnetic and capacitive coupling acros hagrier and

the related requirements for basic isolation and reinforced insulatior

2 Normative references

The following documents, in whole or in part, are nofmativ, din this document and
are indispensable for its application. Fqr dated B Ie the edition cited applies. For
undated references, the Ilatest egiti [N ' document (including any

amendments) applies.

IEC 60068-2-67, ¥
accelerated tg

IEC 60068-2-17:1994, Basic environmental testing procedures — Part 2-17: Tests — Test Q:
Sealing

IEC 60068-2-20, Environmental testing — Part 2-20: Tests — Test T: Test methods for
solderability and resistance to soldering heat of devices with leads

IEC 60068-2-27, Environmental testing — Part 2-27: Tests — Test Ea and guidance: Shock

IEC 60068-2-30, Environmental testing — Part 2-30: Tests — Test Db: Damp heat, cyclic
(12 + 12 h cycle)

IEC 60068-2-58:2004, Environmental testing — Part 2-58: Tests — Test Td: Test methods for
solderability, resistance to dissolution of metallization and to soldering heat of surface
mounting devices (SMD)
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IEC 60112, Method for the determination of the proof and the comparative tracking indices of
solid insulating materials

IEC 60216-1, Electrical insulating materials — Properties of thermal endurance — Part 1:
Ageing procedures and evaluation of test results

IEC 60216-2: Electrical insulating materials — Thermal endurance properties — Part 2:
Determination of thermal endurance properties of electrical insulating materials — Choice of
test criteria

IEC 60270:2000, High-voltage test techniques — Partial discharge measurements

IEC 60664-1:2007, Insulation coordination for equipment within low-voltag ems — Part 1:

Principles, requirements and tests

IEC 60695-11-5, Fire hazard testing — Part 11-5: Test flame e est method —

IEC 61000-4-5, Electromagnetic compatibility (EMQ) b5 Te measurement

measurement

IEC 61000-4-9, Electromagnetic comtib measurement
techniques — Section 9: PylseNxmdgnetic Neld iamupity test

IEC 62539, Guide for t oSt is\of eféctrical insulation breakdown data
3 Magnetic an; C

Magnetic and capaciti corfsist of a transmitter stage and a receiver stage on either
side of a gafvanic\in barrier. The device transmits a signal across the insulation

In this PAS, magunetic\and capacitive couplers are referred to as “coupler”.

This PAS can only be applied to magnetic and capacitive couplers listed under 3.3 ‘Type of
coupler’.

3.1 Semiconductor material
Input: Silicon, etc.

Output: Silicon, etc.

3.2 Details of outline and encapsulation
3.21 Outline drawing

For details, see the relevant IEC standards.
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3.2.2 Method of encapsulation

The materials of encapsulation shall be given e.g. glass/metal/plastic/other

3.23 Terminal identification and indication of any connection between a terminal and
the case

3.3 Type of coupler

Ambient-rated or case-rated coupler device for signal-isolation applications with input(s) and
output(s) in one package.

3.3.1 S102 Isolators

Isolators with an internal insulation construction utilizing Silicon i ilica based

material.

3.3.2 Thin film Polymer Isolators

ar insulation layer
spin coated onto a base substrate.

NOTE A package also may be a molded module.

4.1 Isolation sides

All Terminals of the first sid
barrier forming a two-termi

4.2 Isolation capacitar

The total capaci
together and the te

4.4 |solation voltage

The voltage between any specified terminal on the first side of the isolation barrier and any
terminal on the second side of the isolation barrier.

4.5 Logic state match

The condition in which an output logic state matches the associated input logic state.

4.6 Logic state transition match

The condition in which an output logic state change follows the associated input logic state
change.
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4.7 Common mode transient immunity (CMTI)

Common mode transient immunity (CMTI) is the maximum tolerable rate-of-rise (or fall) of a
common-mode voltage. It is given in volts per second. CMTI should include the amplitude of
the common-mode voltage that can be tolerated.

4.8 Magnetic field immunity (MFI)
4.8.1 Static magnetic field immunity (SMFI)

The maximum tolerable magnetic field density regardless of component orientation under
which the coupler maintains its specified performance.

4.8.2 Variable magnetic field immunity (VMFI)
The maximum tolerable magnetic field density change or the ma

field amplitude at defined frequency regardless of component orie
coupler maintains its specified performance.

4.9 Propagation Delay: t, y or t,

The duration from the presence of an input signal to
associated state of the input signal.

he output matches the

4.10 Further terms and abbreviatians

— Vpp or Ve Supply voltage
-1C
- 1/0
- GND

Electrical, thermal, and mechanical operating conditions that exceed the specified ratings
(limiting values) for normal operation, and to which the specified safety requirements refer.

5.2 Electrical safety requirements of couplers for basic and reinforced insulation

Electrical requirements that have to be met and maintained after the couplers have been
subjected to specified safety ratings, to ensure protection against electrical shock.

NOTE The couplers may become permanently inoperative when safety ratings are applied.
Dielectric Strength

If an enclosure of material is depended upon to serve as electrical insulation, it shall have a
dielectric strength in the use thickness at 16 Hz — 100 Hz:

in case of basic insulation:

of 1,3 x VIOSM, rms, 1 s, Tamb,max Documents
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in case of reinforced insulation

of at least 10 000 V, rms,1 s Tamb,max or 1,6 x VIOSM, rms, 1 s, Tamb,max respectively
—if 1,6 x VIOSM, rms, is higher than 10 000V —

In both cases, after conditioning for 96 h to moist air having a relative humidity of 90 % + 5 %
at a temperature of 85,0 °C + 2,0 °C.

Resistivity

The resistivity of the isolator material shall not be less than:

109 Q at V|5 = 500 V for 1 min after conditioning for 40 h at 23,0 °C + 2,0°
percent relative humidity.

&and 50 % £+ 5 %

5.2.1 Partial discharge (pd)

Localized electrical discharge which occurs in the insulation bg 3 of the first

side and all terminals of the second side of the coupler.

5.2.2 Apparent charge: dpd

Electrical discharge caused by a partial discharge in\the\cg

5.2.3 Threshold apparent charg

. qp

A specified value of apparent charge
measured values of the partial-discha
refer.

as technically feasible and to which
ge or extinction voltage, respectively,

NOTE 2 In actual
NOTE 3 The term "spé y agnitude" (see 3.18.2 of IEC 60664-1:2007) is synonymous with

5.2.41 Test voltage: V44

The voltage applied during the test period of the partial discharge test between all terminals of
the first side (connected together) and all terminals of the second side (connected together) to
the coupler under test.

5.2.4.2 Initial test voltage: Vi)

The test voltage applied during the initial test time ¢;.

5.24.21 Initial test voltage: Vq(ini).a

(See 4.3.3.3 and Table F.1 of IEC 60664-1:2007 for minimum voltages, interpolation is
possible). The value of the voltage applied at the beginning of the measurement, for a
specified time t,;, is intended to simulate the occurrence of a transient over-voltage. Refer to
Figure 1.

ini»
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5.2.4.2.2 Initial test voltage: Vy(ini).p

The isolation test voltage applied between all terminals of the first side (connected together)
and all terminals of the second side (connected together) at routine test (method b). A
withstand voltage equal to the manufacturer's rating with a maximum of V|q7\. Refer to
Figure 2.

NOTE 1 The initial test voltage is higher than or equal to the test voltage in the second part of the test period in
which partial discharge characteristics are measured, see 5.2.4.6.

NOTE 2 For the method according to Figure 1, the specified value for the initial test voltage is equal to the
specified value of the rated transient isolation voltage V|5y-

NOTE 3 For methods according to Figure 2, the specified value for the initial test volta
equal to or lower than the specified value of the rated transient isolation voltage V|,

isolation voltage) is

NOTE 4 The equivalent r.m.s, value of an a.c. test voltage may also be used.
5.2.4.2.3 Multiplying factor: F for method a) and method b
For basic insulation:

At routine test stage and initial measurement of the type test
At sample test stage and after life tests, subgroup 1:

After endurance tests, subgroups 2 and 3:

For reinforced insulation:

F=1,875
F=1,6
F=12

be expressed as multiple of the specified value of the rated isolation

offage: Vpd(m) =FxV, or V =FxV whichever is higher.

IOWM pd(m) IORM’

The lowest peak valyg of an a.c. test voltage at which the apparent charge is greater than the
specified threshold apparent charge, if the test voltage is increased from a lower value where
no partial discharge occurs.

NOTE The equivalent r.m.s. value of an a.c. test voltage may also be used.
5.2.4.5 Partial-discharge extinction voltage: V,q

The lowest peak value of an a.c. test voltage at which the apparent charge is smaller than the
specified threshold apparent charge, if the test voltage is reduced from a higher value where
such discharge occurs.

NOTE The equivalent r.m.s. value of an a.c. test voltage may also be used.
5.2.4.6 Time intervals of the test voltage

See the terms and letter symbols indicated in Figures 1 and 2.
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