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INTERNATIONAL ELECTROTECHNICAL COMMISSION

FIBRE OPTIC CONNECTOR INTERFACES -

Part 18: Type MT-RJ connector family

FOREWORD

A PAS is a technical specification not fulfilling the requirements for a standa«d, ade ‘qvailable to the

IEC-PAS 61754-18 has been processed by subcommittee86B: Fibre optig”in i and passive
components, of IEC technical committee 86: Fibre optics.

The text of this PAS is based on the
following document:

Draft PAS

Following publication of this PAS, the techriical committes _or subcommittee concerned will investigate the

addition to other at
committees; any IEC

ternational Standards. Their preparation is entrusted to technical

2 d in the subject dealt with may participate in this preparatory work.
International, goverpf ental organizations liaising with the IEC also participate in this
preparation. The IE the International Organization for Standardization (ISO) in accordance
with conditions d i S tween the two organizations.

2) The formal de|S|ons Q the IEC on technical matters express, as nearly as possible, an international
subjects since each technical committee has representation from all interested

3) The docume e ¢ the form of recommendations for international use and are published in the form of
standards, technieal spedifications, technical reports or guides and they are accepted by the National Committees in
that sense.

4) In order to promote international unification, IEC National Committees undertake to apply IEC International Standards
transparently to the maximum extent possible in their national and regional standards. Any divergence between the
IEC Standard and the corresponding national or regional standard shall be clearly indicated in the latter.

5) The IEC provides no marking procedure to indicate its approval and cannot be rendered responsible for any
equipment declared to be in conformity with one of its standards.

6) Attention is drawn to the possibility that some of the elements of this PAS may be the subject of patent rights. The
IEC shall not be held responsible for identifying any or all such patent rights.
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FIBRE OPTIC CONNECTOR INTERFACES -

Part 18: Type MT-RJ Connector family
1 Scope

This part of IEC 61754 defines the standard interface dimensions for the type MT-RJ family of
connectors.

2 Description

The parent connector for the type MT-RJ connector family is a plug connector having single or
multiple fibres in a rectangular ferrule nominally 4,4 x 2,5 mm aligned by two 0,7 mm diameter
pins and corresponding holes. The connector includes a single coupling latch and a ferrule
spring loaded in the direction of the optical axis. The plug connector has_a_single male key
which may be used to orientate the connector and the component to whicli it is"mated.

ferrules. Receptacles with and without ribs are defined.

3 Interfaces

Subsequent pages define the standard interfaces for O nector family.

Interface 617354 2 bres with a pitch of 0.25 mm

Interface<61754 ¢ %o fibres with a pitch of 0.75 mm

Interface 61754-18-4 MT-RJ receptacle interface, with pins, without ribs, consisting of,

Interface 61754-18-4-1 for single fibre

Interface 61754-18-4-2 for two fibres with a pitch of 0.25 mm
Interface 61754-18-4-3 for two fibres with a pitch of 0.75 mm
Interface 61754-18-4-4 for four fibres with a pitch of 0.25 mm
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Interface 61754-18-5 MT-RJ receptacle interface, with pins, with ribs, consisting of,

Interface 61754-18-5-1 for single fibre
Interface 61754-18-5-2 for two fibres with a pitch of 0,25 mm
Interface 61754-18-5-3 for two fibres with a pitch of 0,75 mm
Interface 61754-18-5-4 for four fibres with a pitch of 0,25 mm

The following standards are intermateable.

3.1 Plug-Adaptor-Plug
Plug, Plug,
without pins Adaptor with pins
61754-18-1-1 61754-18-3 61754-18-2-1
61754-18-1-2 61754-18-3 61754-18-2-2
61754-18-1-3 61754-18-3 61754-18-2-3
61754-18-1-4 61754-18-3 61754-18-2-4
3.2 Plug-Receptacle, without ribs
Plug, Receptacle,
without pins with pins
61754-18-1-1 61754-18-4-1
61754-18-1-2 61754-18-42
61754-18-1-3 61754-18-3\Q
61754-18-1-4 61754-}1§\4-4
3.3 Plug-Receptadle,

Plug,
without 91'{5

S

61754-(8{-1

6\1\\7\54-\1 8-5Y

61754-18-1-2 %175\4\-18- 2
61754-18-1-3 | O1%54.18-5-3
61754-18-1-4 | 61754-18-5-4
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