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INTERNATIONAL ELECTROTECHNICAL COMMISSION 
____________ 

 
PERFORMANCE OF HIGH-VOLTAGE DIRECT CURRENT (HVDC)  

SYSTEMS WITH LINE-COMMUTATED CONVERTERS –  
 

Part 3: Dynamic conditions 
 
 

FOREWORD 
1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising 

all national electrotechnical committees (IEC National Committees). The object of IEC is to promote 
international co-operation on all questions concerning standardization in the electrical and electronic fields. To 
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications, 
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC 
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested 
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely 
with the International Organization for Standardization (ISO) in accordance with conditions determined by 
agreement between the two organizations. 

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international 
consensus of opinion on the relevant subjects since each technical committee has representation from all 
interested IEC National Committees.  

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National 
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC 
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any 
misinterpretation by any end user. 

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications 
transparently to the maximum extent possible in their national and regional publications. Any divergence 
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in 
the latter. 

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity 
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any 
services carried out by independent certification bodies. 

6) All users should ensure that they have the latest edition of this publication. 

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and 
members of its technical committees and IEC National Committees for any personal injury, property damage or 
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and 
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC 
Publications.  

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is 
indispensable for the correct application of this publication. 

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of 
patent rights. IEC shall not be held responsible for identifying any or all such patent rights. 

The main task of IEC technical committees is to prepare International Standards. However, a 
technical committee may propose the publication of a technical report when it has collected 
data of a different kind from that which is normally published as an International Standard, for 
example "state of the art". 

IEC 60919-3, which is a technical report, has been prepared by subcommittee 22F: Power 
electronics for electrical transmission and distribution systems, of IEC technical committee 22: 
Power electronic systems and equipment. 

This second edition cancels and replaces the first edition, which was issued as a technical 
specification in 1999. It constitutes a technical revision. 

This edition includes the following significant technical changes with respect to the previous 
edition: 
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a) this report concerns only line-commutated converters; 
b) significant changes have been made to the control system technology; 
c) some environmental constraints, for example audible noise limits, have been added; 
d) the capacitor coupled converters (CCC) and controlled series capacitor converters (CSCC) 

have been included. 

 
The text of this technical report is based on the following documents: 

Enquiry draft Report on voting 

22F/183/DTR 22F/192/RVC 

 
Full information on the voting for the approval of this technical report can be found in the 
report on voting indicated in the above table. 

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2. 

A list of all parts of the IEC 60919 series, under the general title: Performance of high-voltage 
direct current (HVDC) systems with line-commutated converters, can be found on the IEC 
website. 

The committee has decided that the contents of this publication will remain unchanged until 
the maintenance result date indicated on the IEC web site under "http://webstore.iec.ch" in 
the data related to the specific publication. At this date, the publication will be  

• reconfirmed, 
• withdrawn, 
• replaced by a revised edition, or 
• amended. 
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PERFORMANCE OF HIGH-VOLTAGE DIRECT CURRENT (HVDC)  
SYSTEMS WITH LINE-COMMUTATED CONVERTERS –  

 
Part 3: Dynamic conditions 

 
 
 

1 Scope 

This Technical Report provides general guidance on the dynamic performance of high-voltage 
direct current (HVDC) systems. Dynamic performance, as used in this specification, is meant 
to include those events and phenomena whose characteristic frequencies or time domain 
cover the range between transient conditions and steady state. It is concerned with the 
dynamic performance due to interactions between two-terminal HVDC systems and related 
a.c. systems or their elements such as power plants, a.c. lines and buses, reactive power 
sources, etc. at steady-state or transient conditions. The two-terminal HVDC systems are 
assumed to utilize 12-pulse converter units comprised of three-phase bridge (double way) 
connections. The converters are assumed to use thyristor valves as bridge arms, with gapless 
metal oxide arresters for insulation coordination and to have power flow capability in both 
directions. Diode valves are not considered in this specification. While multi-terminal HVDC 
transmission systems are not expressly considered, much of the information in this 
specification is equally applicable to such systems. 

Only line-commutated converters are covered in this report, which includes capacitor 
commutated converter circuit configurations. General requirements for semiconductor line-
commutated converters are given in IEC 60146-1-1, IEC 60146-1-2 and IEC 60146-1-3. 
Voltage-sourced converters are not considered. 

This report (IEC 60919-3) which covers dynamic performance, is accompanied by publications 
for steady-state (IEC 60919-1) and transient (IEC 60919-2) performance. All three aspects 
should be considered when preparing two-terminal HVDC system specifications. 

A difference exists between system performance specifications and equipment design 
specifications for individual components of a system. While equipment specifications and 
testing requirements are not defined herein, attention is drawn to those which would affect 
performance specifications for a system. There are many possible variations between 
different HVDC systems, therefore these are not considered in detail. This report should not 
be used directly as a specification for a specific project, but rather to provide the basis for an 
appropriate specification tailored to fit actual system requirements for a particular electric 
power transmission scheme. This report does not intend to discriminate between the 
responsibility of users and manufacturers for the work specified. 

2 Normative references 

The following referenced documents are indispensable for the application of this document. 
For dated references, only the edition cited applies. For undated references, the latest edition 
of the referenced document (including any amendments) applies. 

IEC 60146-1-1, Semiconductor converters – General requirements and line commutated 
converters – Part 1-1: Specification of basic requirements 

IEC/TR 60146-1-2, Semiconductor convertors – General requirements and line commutated 
convertors – Part 1-2: Application guide 

IEC 60146-1-3, Semiconductor convertors – General requirements and line commutated 
convertors – Part 1-3: Transformers and reactors 
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IEC/TR 60919-1:2005, Performance of high-voltage direct current (HVDC) systems with line-
commutated converters – Part 1: Steady-state conditions 

IEC/TR 60919-2:2008, Performance of high-voltage direct current (HVDC) systems with line-
commutated converters – Part 2: Faults and switching 

3 Outline of HVDC dynamic performance specifications  

3.1 Dynamic performance specification 

A complete dynamic performance specification for an HVDC system should consider the 
following clauses: 

–  a.c. system power flow and frequency control (see Clause 4); 
–  a.c. dynamic voltage control and interaction with reactive power sources (see Clause 5); 
–  a.c. system transient and steady-state stability (see Clause 6); 
–  dynamics of the HVDC system at higher frequencies (see Clause 7); 
–  subsynchronous oscillations (see Clause 8); 
–  power plant interaction (see Clause 9). 

Clause 4 deals with using active power control of the HVDC system to affect power flow 
and/or frequency of related a.c. systems in order to improve the performance of such a.c. 
systems. The following aspects should be considered at the design of HVDC active power 
control modes: 

a)  to minimize the a.c. power system losses under steady-state operation; 

b) to prevent a.c. line overload under steady-state operation and under a disturbance; 

c) to coordinate with the a.c. generator governor control; 

d) to suppress a.c. system frequency deviations under steady-state operation and under a 
disturbance. 

In Clause 5, the voltage and reactive power characteristics of the HVDC substation and other 
reactive power sources (a.c. filters, capacitor banks, shunt reactors, SVC (static var 
compensator), synchronous compensators) as well as interaction between them during control 
of the a.c. bus voltage are considered. 

In Clause 6, a discussion is provided concerning methods of controlling active and reactive 
power of an HVDC link to improve the steady-state and/or transient stability of the 
interconnected a.c. system by counteracting electromechanical oscillations. 

Clause 7 deals with dynamic performance of an HVDC system in the range of half 
fundamental frequency and above due to both characteristic and non-characteristic harmonics 
generated by converters. Means for preventing instabilities are also discussed. 

In Clause 8, the phenomenon of amplification of torsional, mechanical oscillations in turbine-
generators of a thermal power plant at their natural frequencies, due to interaction with an 
HVDC control system (constant power and current regulation modes), is considered. 
Specifications for subsynchronous damping control are defined. 

The interaction between a power plant and an HVDC system located electrically near to it is 
considered in Clause 9, taking into account some special features of the nuclear power plant 
and requirements for the reliability of the HVDC system. 
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3.2 General comments  

Any design requirements for future HVDC systems being specified should fall within the 
design limits covered in publications on steady-state (IEC 60919-1) and transient  
(IEC 60919-2) performance. It is recommended that during preparation of the dynamic HVDC 
system performance specification, the proper HVDC system control strategy should be 
identified based on detailed power system studies. The priorities of control signal inputs and 
the way they are processed should be specified. 

4 AC system power flow and frequency control  

4.1 General 

Active power control of an HVDC system can be used to control the power flow and/or 
frequency in related a.c. systems in order to improve the performance of a.c. systems in 
steady-state operation and under disturbance. 

In this clause, the HVDC active power operation modes, which are used to improve the a.c. 
system performance for the following purposes, will be covered: 

–  HVDC power control to minimize the total power system losses under steady-state 
operation; 

–  HVDC power control for prevention of a.c. line overload under a disturbance as well as 
steady state; 

–  coordinated HVDC power control with an a.c. system generator governor control; 
–  HVDC power control for suppression of an a.c. system frequency deviation under a 

disturbance as well as steady state. 

HVDC active and/or reactive power modes used to improve a.c. system dynamic and transient 
stability or improve a.c. voltage control is discussed in Clauses 5 and 6. 

4.2 Power flow control 

4.2.1 Steady-state power control requirements 

The power of an HVDC system is sometimes controlled to minimize overall power system 
losses, to prevent a.c. line overloading, and to coordinate with the governor control of a.c. 
system generators. Such power control requirements differ from time to time according to the 
role of HVDC systems in the overall power system. 

When an HVDC system is used to transmit power from remote generating stations, the HVDC 
transmission power control is coordinated with the governor control of the power station 
generators. In this case, the generator voltage, frequency or the rotor speed may be used as 
a reference to the HVDC power control system. 

When two a.c. power systems are connected by an HVDC link, the HVDC power is controlled 
to a pre-determined pattern under normal circumstances, but an additional function can be 
incorporated to this HVDC power control so that the frequency of either or both a.c. power 
systems is controlled. When one of the a.c. systems is an isolated system, such as one 
supplying a separate island, frequency control of this isolated a.c. system may have to be 
realized by the HVDC system. 

The a.c. system frequency control by an HVDC system is discussed in 4.3. 

When two a.c. systems are interconnected by more than one d.c. link or d.c. and a.c. links, or 
when a d.c. system exists within an a.c. system, HVDC power may be controlled in order to 
minimize the total transmission losses of the interconnected systems. 
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In some cases of a.c./d.c. system configurations described above, the HVDC power change 
control can be used to prevent overloading of one or more transmission lines in the power 
system. 

In certain special HVDC control schemes, such as the one designed to improve a.c. system 
performance by increasing the d.c. power during and after a disturbance, the steady-state d.c. 
transmission power may have to be set at a restricted value so that the d.c. power does not 
exceed the d.c. rated power, including overload capability, when the control is initiated. It is 
important to consider also the additional reactive power supply required both by the HVDC 
converters and the a.c. systems in such a situation. 

The following items a) to g) need to be considered in the specification of steady-state control 
requirements. Note that at the time of preparing the specification, the complete steady-state 
control requirements may not have been determined or designed, but allowance for possible 
future inputs is necessary. 

a) When a power flow control system is designed to have more than one function, including 
the a.c. system frequency control, the HVDC control system should be so designed that 
priorities are set between each control function. 

b) Under steady-state conditions, the control for prevention of a.c. line overloading is usually 
given higher priority over other power flow controls. The control for minimization of power 
system losses is implemented either by setting the d.c. power to a pattern which has been 
pre-determined by the power system data, or in response to an on-line computation which 
is conducted in the central load dispatching office. Usually, its control response is 
relatively slow, being several seconds or several minutes, even in the latter case. 

c) In isolated systems or systems with a relatively large d.c. infeed, frequency is often 
maintained by the HVDC power. In such a case, HVDC frequency control could have a 
priority over system loss minimization, but may be limited by overload protection. 

d) The change in reactive power demand accompanying the power changes may result in 
frequent switching of reactive power equipment. In such a case, it is necessary to figure 
out particular a.c. voltage control measures such as reactive power control by converter 
units, or to set limits of the magnitude of HVDC power change. 

e) The need for special power order adjustment signals unique to the power system should 
be identified, studied, and specified. The signals cannot be permitted to cause d.c. current 
or power, or a.c. voltage to deviate beyond equipment and system ratings and limits. The 
priority of two or more input signals having simultaneous demand on d.c. link power 
should be established and coordinated. 

f) Bipolar d.c. links normally require that d.c. power and current be effectively shared 
between poles. For loss of one pole, an overload strategy for the remaining pole could be 
developed to minimize disruption to a.c. system power flow, voltage and frequency.  

g) Disruption of the telecommunication link between the sending and receiving system of the 
d.c. link should not cause disruption to the a.c. power system. A minimum specification 
requirement is that power transmission is maintained at the same power level which 
existed before the telecommunication failure. If additional functions such as frequency 
control are required during temporary outage of the telecommunication link, these should 
be specified. 

4.2.2 Step change power requirement 

Under certain power system conditions, it may be required to change the HVDC power in 
steps in order to improve the performance of a.c. systems during and after power system 
disturbances. Under certain circumstances, the step change may involve d.c. power reversal. 

A step change of d.c. power is realized by changing the set value of d.c. power order or by 
changing the power range in response to an input signal. The rate of change of power and 
limit to the magnitude of the d.c. power change demanded by the step change should be 
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adjustable within specified limits according to a.c. system requirements. For example, 
different ramp rates may be required for different events. Special considerations may be 
required when the step change would include power reversal. 

Power system disturbances to be considered in specifying d.c. power step changes may 
include: a.c. line trip, loss of large power supply source or large drop in a.c. system frequency 
and sudden increase or decrease of power system load with its corresponding large frequency 
deviation. 

In some of the above cases of power system disturbances, the a.c. systems will also be 
supported by the a.c. frequency control provided by the d.c. system. 

In specifying and designing HVDC control functions, the effects of the step change power 
functions should be surveyed in detail for various power system conditions. It is best to 
specify limits and ranges for power changes and ramp rates rather than specific settings. 
Setting adjustment can be made with the d.c. system in operation. 

The signals for initiation of HVDC step power changes include overload relay signals or trip 
signals of particular transmission lines which are transmitted to the HVDC substation, or a.c. 
system frequency which is detected at the HVDC substation or at some point in a.c. systems. 

The time delay involved in a telecommunication system which transmits these initiation 
signals may affect the a.c. or d.c. system performance. Therefore, in some cases, a high 
speed telecommunication system may be required. When the transmission delay time is large, 
this effect should be taken into account. 

There are some cases in which signals are sent to both HVDC substations, or more than one 
signal is received by an HVDC substation. In these cases, it is necessary to set priorities of 
control functions. 

The magnitude of d.c. power step change may be limited by a.c. and d.c. system conditions, 
and it may be required under certain circumstances to detect the changes in system 
conditions to update the values of such limits. 

In particular, when there is a large step change in d.c. power, the a.c. voltage may change 
substantially. For this reason, it may be required to study the allowable range of a.c. voltage 
fluctuation to determine the limits on step power changes, or introduce special a.c. voltage 
control measures. 

The allowable limits of a.c. voltage deviation can be different for steady-state operation and 
transient conditions and should be specified. 

When an HVDC system is connected to a high impedance and/or low inertia a.c. system, the 
step change in d.c. power may have adverse effects on the voltage stability, transient 
stability, and frequency of the a.c. system. In such cases, the magnitude and rate of change 
of power may have to be limited, or other special measures may have to be provided, to 
prevent deterioration of the a.c. system dynamic performance. When an HVDC system 
interconnects two a.c. systems, the effect of d.c. power step change must be evaluated in 
detail not only for the a.c. system in which a disturbance occurs, but also for the other a.c. 
system in which a fault does not occur. 

When the d.c. step change of power causes the d.c. current to fall below the minimum 
allowable operational current of the HVDC system, which is usually 5 % to 10 % of the rated 
current, the converter operation should be set to the positive minimum current. Otherwise the 
converter should be blocked after the allowable period of low current operation, or be 
specified to operate down to zero current. One possible measure to overcome minimum 
allowable operational current is to set the power flows of two poles in opposite direction and 
let the power flow of two poles cancel each other when the HVDC system configuration is 
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bipolar. The difference in the power flows of each pole is the actual operating power flow of 
the overall HVDC system. 

Because of inverter control limitations and possible risks to a.c. system operation, it is not 
advisable to request a current order step change larger than the current margin unless special 
control actions are taken upon loss of telecommunications. 

Certain considerations may be required when an HVDC system is to be started up from a no 
load stand-by state in response to a step change power order (see Clause 7 of IEC 60919-1). 

4.3 Frequency control 

The a.c. system frequency control by the HVDC system can be applied for the following 
purposes: 

a)  frequency control of the receiving and/or sending end a.c. system for a d.c. transmission 
from remote power sources; 

b)  frequency control of an a.c. system in an isolated island or a small a.c. system when it is 
interconnected to a large a.c. system through a d.c. system; 

c)  frequency control of either of the a.c. systems interconnected by an HVDC system, also 
taking the frequency of the other system into account. 

The a.c. system frequency control is executed either as a continuous function of frequency 
under steady-state conditions, or when the frequency deviation of the a.c. system exceeds 
certain limits. It may only be activated under certain circumstances such as when the local 
a.c. system connected to the HVDC substation is disconnected (islanded) from the main a.c. 
system. Accordingly, the specification should state the duties and performance requirements 
of the frequency control function. 

If the frequency at the receiving end is controlled by varying or modulating the power 
transmitted by the d.c. link, there must be coordination of the d.c. link frequency control with 
any governor control on associated a.c. generators. It may be possible to use transient 
frequency deviation capability of an asynchronous sending end system for support of the 
receiving end, provided the a.c. generating equipment is designed accordingly. 

When an HVDC substation is electrically far from the centre of the a.c. system, the phase 
angle of a.c. voltage at the HVDC substation changes substantially with power changes. In 
such circumstances, the speed of response of the frequency signal can be reduced. To avoid 
this lower speed of response, the frequency signal can be detected at the centre of the a.c. 
system and transmitted to the HVDC substation. 

In frequency control it may be required to provide limits of power change and rate of power 
change which maintains the a.c. system voltage fluctuation within an allowable range, or 
utilize special voltage regulation measures such as reactive power control by converters or 
SVC. The allowable limits of voltage fluctuation during steady state frequency control should 
be specified. 

When the d.c. contribution to a.c. system frequency control is implemented, it is possible that 
generator frequency control is degraded unless the controls are properly coordinated. When 
two different power systems are interconnected, it may be required to provide appropriate 
dead band or to select suitable gain in the frequency control by the HVDC system so that only 
large or fast frequency fluctuations are compensated by the d.c. power control, and small or 
slow frequency fluctuations are controlled by the power stations belonging to the individual 
a.c. systems. 

The frequency control designed to correct for severe disturbances, such as those caused by 
the tripping of large generation units, may be realized more effectively if the generator unit 
trip signal is transmitted to the HVDC substation to initiate the control action. 
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Fast and large magnitude of d.c. power change for frequency control may produce 
overvoltage or voltage dip in the a.c. systems. Such a situation may be relieved by limiting the 
rate of power change or by fast reactive power compensations. The allowable overvoltage or 
voltage dip, and the allowable duration time should be specified. 

One possible measure for continuous and smooth operation of frequency control is to set the 
power flows of two poles in opposite direction and let the power flow of two poles cancel each 
other when the HVDC system configuration is bipolar. This special operation mode is called 
“Frequency control with zero power setting.” However, note that there is additional system 
loss and accompanying polarity reversals, which happen when crossing the border of 
minimum current. 

It is sometimes difficult to set optimal parameters of frequency control since the power system 
configuration often changes due to outages of transmission lines and/or substations for 
maintenance.  This could be accounted for by adopting multi variable frequency control. 

When d.c. power control is performed for the purpose of frequency control, it is usually 
necessary to provide high speed telecommunication channels, such as a microwave channels 
or fiber optic channels, between two HVDC substations. In case of loss of telecommunication 
between the two substations, frequency control is usually limited to the network connected to 
the current controlling substation. 

When the frequency detection point is located far from the HVDC substation control terminal, 
or when it is intended to initiate the frequency control action by special signals issued from 
the a.c. system, telecommunication channels are required.  

In any case, the effect of telecommunication time delay should be taken into account. 

For a discussion of telecommunication channels, refer to Clause 13 of IEC 60919-1. 

5 AC dynamic voltage control and interaction with reactive power sources   

5.1 General 

Change in reactive power flow due to load change, switching operations or faults produce 
voltage fluctuations in the a.c. network. In high impedance a.c. systems, i.e. in systems with 
low short-circuit capacity, larger voltage fluctuation can be expected and the need for voltage 
control is more pronounced. 

Sudden voltage changes in the network should be limited e.g. to less than 3 % if occurring 
frequently and to less than 10 % if happening seldom. Appropriate values should be specified. 

High temporary overvoltages in excess of the normal operating range due to large load 
changes and load rejection in networks with low short-circuit capacity could risk endangering 
station equipment. High temporary overvoltages can be limited by tripping of reactive power 
sources. The acceptable limit and duration for temporary overvoltages should be specified. 

5.2 Voltage and reactive power characteristics of an HVDC substation and other 
reactive power sources 

5.2.1 General 

Dynamic reactive power and voltage control on the a.c. bus of an HVDC substation can be 
obtained by using different equipment. Figure 1 shows schematically an HVDC substation with 
elements for reactive power compensation. Which of the depicted elements is used depends 
on the a.c. network characteristics and requirements on the data of the HVDC substation 
concerned, as well as on the economic evaluation of the different possible solutions. 
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5.2.2 Converter as active/reactive power source 

The active/reactive power of an HVDC converter depends on the following factors: 

–  commutation impedance (including commutation capacitance, if applicable); 
–  commutation voltage; 

–  delay angle α at the rectifier or extinction angle γ at the inverter; 

–  d.c. current. 

1 

2 

3 

4 

5 

6 

7 

8 

10 11 

11 

9 

IEC   1920/09 
 

 Key 

1  a.c. network 

2  synchronous compensator 

3  static var compensator 

4  a.c. reactor 

5  capacitor 

6  a.c. filter 

7    converter transformer 

8    commutation capacitors 

9    converter 

10  d.c. reactor 

11  d.c. terminal 

Figure 1 – Elements for reactive power compensation at an HVDC substation 

Converter operating time constants are the composite of control system, measurement 
systems, and d.c. transmission line constants. With typical control systems, time constants 
are in the range of a few milliseconds, and this provides the control of delay angle or 
extinction angle in the range of less than 20 ms. The response time of the total d.c. system is 
normally in the range of 50 ms to 150 ms. 

The tap changer control can be active in addition to the converter firing control. However, 
each tap changer step has a time delay of a few seconds. Therefore, this control is not used 
for fast active/reactive power control, but only for adjustments to the optimum operation 
conditions at the new operating point. 
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For consideration of dynamic conditions, the active/reactive power diagram of the converter 
shown in Figure 2 can be used (see also Figure 16 of IEC 60919-1). The valid range of 
operation for a given maximum d.c. current and delay angle between a few degrees and 90° 
as defined in Figure 2 could theoretically be used. 
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Figure 2 – P/Q diagram of a converter  
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However, in reality the range is limited according to the equipment design and operating 
conditions. Examples of the use of a converter for dynamic operating conditions are as 
follows: 

–  operation with constant delay angle α or extinction angle γ. In dynamic conditions the 
reactive power changes with the active power corresponding to curve a in Figure 2; 

–  reactive power kept constant when active power is changed (line b in Figure 2). The delay 
angle or extinction angle change correspondingly. 

In this case, all operating points inside the area between curve a and line b can be used for 
dynamic control purposes, depending on the a.c. network requirements, if the converter 
station is specified for the resulting stresses. 

With back-to-back schemes, reactive power control of the converters can be used large scale. 
With long distance or cable transmission, however, converters can be used for reactive power 
control only for a limited range. The priority is to keep constant the voltage on the line or 
cable to transmit active power economically. 

When a converter is to be used for reactive power control, the influence on the operation of 
the converter at the other end has to be considered. Although the two converters may be 
separated by a smoothing reactor in the back-to-back scheme or by the smoothing reactors, 
and the d.c. lines or cables, including d.c. filters in the case of two-terminal transmission, 
dynamic change of the active/reactive power at one converter will influence the active/reactive 
power of the second converter. The HVDC control has to be coordinated at both ends. 

For long distance or long cable transmission, the longer time response of the d.c. 
transmission can influence the dynamic range of the active/reactive power. Both terminals 
can, however, be coordinated by telecommunication signals. If the telecommunication system 
fails, coordination between the terminals can be based on the voltage/current characteristics 
used in the control. In this case, however, a slower response results.  

In a back-to-back station, coordination of control actions is more easily achieved. 

5.2.3 Voltage characteristics of a.c. networks depending on the power loading 
at the busbar of the HVDC substation 

With dynamic voltage control, an a.c. network characteristic describing the dependence on 
the active/reactive power at the a.c. bus for different voltage levels is important. Typical 
curves for such steady-state characteristics are shown in Figure 3. To keep a certain voltage 
level (e.g. 1 p.u. (per unit)) constant, the HVDC substation should deliver or consume a 
certain quantity of reactive power according to a relationship with active power that is specific 
to each station. 
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Figure 3 – Reactive power requirements of a weak a.c. system depending on the active 
power loading for various constant voltage characteristics at the a.c. bus of an HVDC 

substation 

Figure 3 can be used for determining dynamic voltage control. Curves are normally calculated 
by load flow and stability programs. The other possibility is to reduce a.c. networks to a 
simple Thevenin equivalent (see Figure 4). 
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Figure 4 – Representation of the a.c. network 

In meshed a.c. networks with generators electrically far away from the HVDC substation bus, 
the driving voltage E (in Figure 4) remains approximately constant and changes only if the 
a.c. network configuration changes, e.g. tripping of lines, loads or generators. 

When, however, generators are close to the HVDC substation, a change in active/reactive 
power conditions and consequently voltage conditions will influence the voltage at the 
generators. Then generation excitation control will act on and influence the voltage conditions 
at the HVDC substation bus. 
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The time constant for voltage change in this case is about 100 ms to 500 ms. The lower value 
is valid where the generators are electrically close to the HVDC substation, e.g. an isolated 
generator-HVDC network. However, this type of HVDC infeed needs more detailed 
consideration, as the HVDC control and generator voltage control should be closely 
coordinated. 

5.2.4 Voltage characteristics of a.c. filters, capacitor banks and shunt reactors for 
power compensation at the HVDC substation 

To meet reactive power requirements under steady-state conditions, a.c. filters, capacitor 
banks, commutation capacitors and shunt reactors may be installed. As a minimum, the a.c. 
filters required to fulfil the harmonic performance should be connected to the HVDC 
substation. The additional switchable reactive power elements can also be used for dynamic 
voltage control and adjustment of reactive power requirements of the system. 

The size of reactive power elements is determined by the a.c. network requirements and to 
limit the voltage step at switching. Transient voltage change at switching during the operation 
of converters can be reduced with the aid of converter control which damps the change of 
reactive power. Binary switching, e.g. simultaneously switching in and out of different sizes 
and types of reactive power elements can also be used to reduce the reactive power change. 

Considerations should be made in the planned deployment of reactive power compensation 
apparatus for the limitations of a.c. closing operating times, control system processing times, 
and discharge or duty cycles of such equipment. Special consideration also needs to be made 
for power circuit-breaker switching duties, including the transient recovery voltage (TRV) of 
the apparatus during mis-operation or fault conditions. 

5.2.5 Voltage characteristics of static var compensator (SVC) 

Dynamic voltage control in the a.c. network can be maintained by SVCs. At the HVDC 
substation bus, the SVC may be used for voltage control in the event that the HVDC 
substation is out of operation or the converter reactive power control capability is not 
available for other reasons. There is another option for dynamic voltage control: to use VSC 
technology but this technology is not covered by this report. 

The size of SVC connected to the HVDC substation bus should be determined according to 
the expected voltage variation at the bus and the corresponding need for the reactive power 
to compensate it. 

The reactive power rating of the SVC should be larger than the size of the largest switchable 
reactive power element being connected to the bus, to enable smooth voltage control. 

The size of the SVC can also be determined depending on the requested overvoltage 
limitation, e.g. at load rejection. For this task, the overload capability of the SVC can be used. 

When dimensioning the SVC for dynamic compensation, the operating point during continuous 
operation needs to be taken into account. Starting from continuous operation, the SVC should 
have enough regulation area to maintain voltage control. 

An important aspect of SVC dimensioning is the question of availability. If dynamic 
performance of the SVC is also required during possible outages of the SVC, a spare unit 
should be considered or operating restrictions have to be accepted. 

To meet the reactive power requirements under steady-state conditions, a.c. filters, capacitor 
banks, commutation capacitors and shunt reactors may be installed. 
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5.2.6 Voltage characteristics of synchronous compensator (SC) 

In a.c. networks with zero or very low inertia, synchronous compensators may be used to 
increase the short-circuit rating and the inertia. The size of synchronous compensator in this 
case depends on the reactive power and frequency control requirements. In weak a.c. 
systems the synchronous compensator may be required to achieve network impedance 
decrease needed for stable operation of the HVDC substation. 

Fast excitation systems with high ceiling voltage are considered suitable applications for the 
synchronous compensator to support the dynamic voltage control. The time constant for the 
synchronous compensator reaction is slower than the response of an SVC. However, since 
the internal voltage of the synchronous compensator behind its transient reactance adds to 
the short circuit capacity of the a.c. system, temporary voltage variation can be inherently and 
instantly limited to acceptable offset levels as a consequence of design. Action of the 
excitation system returns the a.c. voltage to the normal desired operating point. 

When synchronous compensators are dimensioned, the unit reliability has to be taken into 
account. Because of scheduled maintenance requirements and possible malfunctions, spare 
units should be considered in some cases. 

5.3 Voltage deviations on the busbar of an HVDC substation 

The strength of the a.c. network at the bus of the HVDC substation can be expressed by the 
short-circuit ratio (SCR), defined as the relation between the short-circuit level in megavolt 
amperes at the HVDC substation bus at 1 p.u. voltage and the rated d.c. power in megawatts. 

The capacitors and a.c. filters connected to the a.c. bus reduce the short-circuit level 
significantly. The expression “effective short-circuit ratio” (ESCR) is used for the ratio 
between the short-circuit level reduced by the reactive power of the shunt capacitor banks 
and a.c. filters connected to the a.c. bus at 1,0 p.u. voltage and the rated d.c. power. 
Commutation capacitors in series with the converter will increase the ESCR. 

Lower ESCR or SCR means more pronounced interaction between the HVDC substation and 
the a.c. network. AC networks can be classified in the following categories according to 
strength [1]1): 

–  strong systems with high ESCR: ESCR > 3,0; 
–  medium-level systems of low ESCR: 3,0 > ESCR > 2,0; 
–  weak systems with very low ESCR: ESCR < 2,0. 

In the case of high ESCR systems, changes in the active/reactive power of the HVDC 
substation lead to small or moderate voltage changes. Therefore, the additional transient 
voltage control at the busbar is not normally required. The reactive power balance between 
the a.c. network and the HVDC substation can be achieved by switched reactive power 
elements. 

In the case of low and very low ESCR systems, the changes in the a.c. network or in the 
HVDC transmission power could lead to voltage oscillations and a need for special control 
strategies.  

Dynamic reactive power control of the converter or an additional SVC or synchronous 
compensator is therefore required in these systems. The inverter should preferably operate in 
constant current mode or constant d.c. voltage mode, designed not to lower the power factor 
nor to increase the reactive power of the inverter when the a.c. voltage drops and so avoid 
voltage instability. 

___________ 

1) Figures in square brackets refer to the bibliography. 
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At back-to-back stations, it is possible to use the HVDC converters to control the load 
rejection overvoltage on one side caused by loss of a.c. transmission on the other side (and 
vice versa). On the faulted side, valves continue to conduct direct current through a by-pass 
pair. On the unfaulted side, valve firing is set to control direct current in this short-circuited 
mode in order to draw reactive power, and to control overvoltage in the manner of a thyristor 
controlled reactor. The permissible duration of operation in this mode should be sufficient to 
allow time for reactive switching, or it can be as long as possible within equipment ratings to 
allow for possible a.c. system recovery and therefore rapid restoration of the d.c. 
transmission.  

However, this strategy is not available if load rejection results from a fault in the HVDC 
substation. In this case, other measures for overvoltage reduction may be needed. 

Temporary overvoltages at load rejection of HVDC transmission increase with the reduction of 
SCR. In high SCR systems, the overvoltage factor at load rejection is below 1,25 p.u. and in 
most cases lies under the critical stress level for the equipment. The duration of the 
overvoltage can last for a long time unless it is reduced by switching off the reactive power 
elements. This is the normal procedure to reduce the temporary overvoltages in HVDC 
substations supplied by strong networks. 

In low and very low SCR networks, the overvoltage factor at load rejection, if not limited by 
other means, would reach high values which could endanger the a.c. and HVDC equipment or 
increase the substation costs. 

In this case, reactive power control of the HVDC substation is usually required which would 
limit the overvoltage at complete and partial load rejection. However, additional measures are 
needed to reduce the overvoltages in the event that the HVDC substation is tripped because 
of failure in the substation. This can be done with an overvoltage limiter or additional SVC on 
the busbar or fast tripping of reactive power elements or synchronous compensators. 

5.4 Voltage and reactive power interaction of the substation and other reactive power 
sources 

5.4.1 HVDC converters, switchable a.c. filters, capacitor banks and shunt reactors 

Switchable reactive power elements without controlled reactive power equipment offers 
reactive power change in steps. The size of the reactive power elements should be designed 
in such a way that the voltage change at switching does not exceed a certain specified limit. 
The configuration using only switchable reactive power elements is generally used for strong 
systems. 

However, by making changes to the converter delay angle or extinction angle by a few 
degrees, d.c. control can oppose the reactive power change at switching. To permit use of the 
converter for additional reactive power control within a narrow range, which may be required 
in intermediate systems, only a small additional rating of the converters is required. 

At full load, the change of delay angle or extinction angle by, say, 3o, means a reactive power 
change at the HVDC substation of 10 % of actual active power, which can be accommodated 
by a 2 % higher rating of equipment (see Figure 2). This solution is also suitable for long 
distance HVDC transmission if the coordination of both substations is available. At partial 
load, larger delay angle or extinction angle is necessary to achieve the same increase in 
reactive power consumption. This may result in operation at lower than nominal d.c. voltage 
and therefore will affect the operation of the other station. The lower d.c. voltage with its 
increased current will result in increased transmission line losses. 

However, converters with a larger reactive power range are needed in weak systems to 
control the voltage. The reactive power range should be at least in the range of the largest 
switchable reactive power element. In such a case, the required overrating of the HVDC 
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substation leads to considerably higher costs. This solution can be preferably used in back-to-
back HVDC substations. 

The voltage control time constant of the converters lies in the range of 10 ms to 20 ms. Both 
sides are controlled simultaneously: switching of reactive power elements, depending on the 
requirements of each a.c. side, can in principle be done in steps of 100 ms, though a certain 
decision time may be required in practice. If, due to the differing voltage conditions on each 
side, optimum operating conditions cannot be achieved by switching reactive power elements 
only, the condition can be corrected by tap changer operation on the converter transformers. 
This correction is quite slow, in the range of a few seconds per step. 

5.4.2 HVDC converters, switchable reactive power sources, SVC  

If voltage and reactive power control are required because the network is weak, but cannot be 
made available by the converter, an additional SVC may be installed at the bus of the HVDC 
substation. The advantage of this solution is that the voltage is controlled even while the 
HVDC is out of operation or is being tripped. One further SVC application arises when one 
a.c. side has to be voltage controlled without any influence on the other side of the d.c. 
transmission. In the case of a two-terminal HVDC system, voltage control by SVC can enable 
the HVDC to operate at an economic operating point irrespective of reactive power control. 

The size of the SVC should be designed according to the required regulation range, which 
should be larger than the largest switchable reactive power element. As a starting point for 
the regulation, all possible operating points of the SVC during continuous operation of the 
scheme should be considered. In addition, attention should be given to conditions arising 
when the SVC is out of operation due to outages or maintenance. Either two units should be 
considered, or restrictions imposed by operation without SVC should be accepted. 

HVDC schemes and SVCs each have their own controls with comparable time constants. As 
hunting effects can occur between them, careful coordination between the controls should be 
provided. 

SVCs are used for counteraction of temporary voltage changes, while shunt capacitors or tap 
changer follows after the SVC action bringing a new steady state condition. This coordination 
helps to configure economical SVC rating.  

Instead of SVCs, VSC technology can be used for better control of voltages and reactive 
power compensation, but this is not covered by this report. 

5.4.3 HVDC converters, switchable reactive power sources and synchronous 
compensators 

For dynamic voltage control at the bus of an HVDC substation, synchronous compensators 
can also be used. Synchronous compensators can be utilized in cases where inertia of the 
a.c. system is low and transient load changes or faults would lead to unacceptably large 
frequency deviations. Synchronous compensators can offer a part of the required reactive 
power compensation and voltage control. The voltage compensation time constant depends 
on the excitation system of the synchronous compensator and is in the range of about 100 ms 
to 200 ms, which is longer than the d.c. control time constant. 

A synchronous compensator adds to the short-circuit capacity of the a.c. system and is 
therefore useful in preventing voltage instability in weak networks thanks to the resulting 
increase in short-circuit ratio. 

The synchronous compensator regulation range should be rated for more than the largest 
switchable reactive power unit with due regard to the possible operating point of the 
synchronous compensator. 
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Because of longer maintenance times and forced outages of a synchronous compensator, one 
or more spare units should be considered, or the restrictions imposed by operation without a 
synchronous compensator in service have to be accepted. 

One major disadvantage of a synchronous compensator is its long maintenance period.  
Because it has rotating parts and massive mechanical components, its maintenance requires 
longer time.    

6 AC system transient and steady-state stability  

6.1 General 

The possibility to control active and/or reactive power of an HVDC link can be used to improve 
the transient and steady-state stability of the connected a.c. networks if this is required to 
attain good operating conditions. 

An electric power system is said to be in a condition of steady-state stability if, following any 
“small” disturbance, it reaches a condition of steady-state operation which is identical or close 
to its initial condition. 

A power system is said to be in a condition of transient stability with respect to a sequence of 
disturbances (not “small” as in the above sense) if, following this sequence of disturbances, it 
returns to a condition of steady-state synchronous operation. 

The phenomena dealt with in this clause concern electromechanical oscillations between 
different synchronous machines, groups of machines or areas of the power system following a 
disturbance in the network. If suitable precautions are not taken, such oscillations could be so 
large that the power system becomes unstable and generators fall out of synchronism. In 
other cases the system can be stable, but with low damping leading to a prolonged oscillation 
time. The electromechanical oscillations result in oscillations of active and reactive power in 
generators, transmission lines, etc. and of the voltage in the substations. 

The frequencies of interest are in the range of 0,1 Hz to 2 Hz. Oscillations between large 
network areas normally fall in the lower part of the range, while oscillations involving a low 
inertia machine, such as a synchronous compensator, fall in the upper part of the range.  

An HVDC link can sometimes be used to improve the stability performance of the connected 
a.c. systems by automatically controlling the active power of the link to counteract the 
oscillations. As an alternative or a complement, the reactive power consumption of the 
converter can, if necessary, be controlled to improve performance. 

One control feature, which can be essential in the assistance of an HVDC link to maintain 
stability in an a.c. system is the step change power flow requirements discussed in Clause 4. 

Other aspects of HVDC link performance that have an impact on stability but which are not 
treated here are power transfer during faults and the recovery following fault clearing. These 
matters are treated in 5.3.2 and 5.3.3 of IEC 60919-2.  

6.2 Characteristics of active and reactive power modulation 

6.2.1 General 

Active and reactive power changes are achieved by control of the firing angles. Modulation 
control does not normally involve converter transformer tap changer operation since tap 
changers are too slow to react to oscillations over most of the frequency range of interest, or 
because the modulation levels are too low to initiate tap changer operation. It may also be 
possible to block tap changer operation during modulation action.  
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During a disturbance, several oscillatory modes may occur simultaneously. In such cases, the 
controller may have to respond to several oscillation frequencies at the same time. In some 
cases, however, system conditions may be such that the controller should preferably not 
respond to certain frequencies. These aspects can be taken care of by proper filtering of the 
input signals to the controller. 

The automatic control action can be effected either by large signal modulation or small signal 
modulation. These terms are related to active power modulation. Large signal modulation 
involves the simultaneous modulation of the current order in both rectifier and inverter, while 
small signal modulation is carried out locally in the current controlling station only. Large 
signal modulation is the most commonly applied method. 

6.2.2 Large signal modulation 

The short-term overload capability of the converter equipment can normally be utilized for 
large signal active power modulation, and can be an important factor in achieving an efficient 
damping action. It should therefore be specified if damping control action shall determine the 
amount of overload required, or if the control action shall be limited to using the inherently 
available overload capability. When specifying the overload requirements, it should be 
established if modulation for damping purposes shall be possible in combination with short-
term or steady-state overload operation. Further aspects of overload requirements can be 
found in Clause 6 of IEC 60919-1. 

In back-to-back stations, it may be possible to let the modulation cause power reversal. If 
power reversal during modulation is required in a two-terminal system, a high speed tele-
communication system may be required. 

In two-terminal HVDC system with cables, power reversal imposes a great stress on cable 
insulation since the polarity is changed, “consuming” insulation lifetime of HVDC cable. It is 
advisable to limit the number and speed of power flow reversal. 

In a two-terminal HVDC system, large signal modulation usually requires telecommunication 
for transmission of current order and sometimes frequency information between the HVDC 
substations. 

When the telecommunication is not available, active power modulation can still be performed 
in the current controlling station but should then be restricted in such a way that the current 
margin is not lost. This is illustrated in Figure 5. 
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Figure 5 – Example of voltage – current characteristic showing possible current 
modulation range in the absence of telecommunication 

between rectifier and inverter 

6.2.3 Small signal modulation  

In some situations, it may not be practical or possible to use the telecommunication link to 
transmit modulated power or current orders. This is the case if the telecommunication delay is 
so large that it becomes significant compared to the period time of the modulation or if the 
telecommunication has failed. A small signal power modulation can then still be performed in 
the current controlling station. The modulation amplitude is normally limited to between 30 % 
and 50 % of the current margin. Such a small signal modulation can still provide considerable 
damping assistance in cases where oscillations can start growing spontaneously (steady-state 
instability).  

6.2.4 Reactive power modulation 

In most cases, active power modulation is sufficiently effective. However, modulation of 
reactive power can sometimes be beneficial, in particular for high impedance a.c. systems, or 
because of the location of the d.c. infeed. It should also be pointed out that modulation of 
active HVDC power may only lead to unwanted oscillations of the a.c. voltage, since a change 
in active power is always accompanied by a change in reactive power. This can sometimes be 
cured through a combined control of active and reactive power. Reactive power modulation 
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can for example be performed to counteract a.c. voltage fluctuations. The input signal to the 
controller is, in this case, the a.c. voltage. 

Reactive power modulation is achieved by altering the firing or extinction angle in the voltage 
controlling station. This is normally effected on the inverter. An increase of the extinction 
angle in order to increase the reactive power consumption of the inverter will result in a 
reduction of the direct voltage, and the firing angle in the rectifier will therefore also 
automatically increase in order to maintain constant d.c. current or power. Therefore, reactive 
power modulation at the inverter will also result in variation of the reactive power consumption 
of the rectifier. This can sometimes limit the modulation amplitude. 

The mechanism described above indicates that reactive power modulation can be made at the 
voltage controlling station without any special telecommunication requirements. If reactive 
power modulation is needed at the current controlling station, the control action will still have 
to be carried out at the voltage controlling station, and the control signal should therefore be 
sent through the telecommunication channel. The resulting action in the current controlling 
station will be achieved indirectly through the constant current or power control. 

If the HVDC system is operating at its minimum extinction angle (maximum voltage), only an 
increase of the reactive power consumption from the steady-state value is possible during 
modulation. A decrease of the reactive power relative to the steady-state value can only be 
obtained if the HVDC system is being operated below the maximum direct voltage and with 
steady-state firing and extinction angles above the minimum values. Figures 6 and 7 show 
voltage-current characteristics and reactive power variation at inverter operation for both 
these situations. 

It is important to specify if a decrease in the reactive power consumption during modulation is 
possible, since this will cause increased cost for valves, converter transformers and filters.  

6.3 Classification of network situations 

The degree of improvement of a.c. system stability that can be obtained depends on the size 
of the modulation amplitude relative to the strength of the network, the characteristics of the 
network and to what points in the network the HVDC link is connected. One can distinguish 
between two conceptually different situations. One of these is when stability improvement has 
to be provided for an a.c. line or an a.c. network in parallel with the HVDC link. The other 
situation is when the stability inside a network connected to one of the HVDC substations has 
to be improved. These two situations are shown in Figures 8a and 8b. 

6.4 AC network in parallel with the HVDC link 

This is probably a configuration in which the capability of the HVDC link to improve stability of 
an a.c. system can be most effectively utilized. The normal control action is to modulate the 
active power transmitted to counteract variations in the phase angle between A and B (see 
Figure 8a). The frequency difference between A and B or active power or current in the 
parallel a.c. link are possible inputs to the damping controller of the HVDC link. Figure 9 
shows two principle arrangements of a damping controller. The control strategy should be 
able to recognize the situation when the parallel a.c. link is opened and networks A and B 
lose synchronism. The modulation then becomes meaningless. 
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Figure 6b – Variations of a.c. voltage Uac and extinction angle γ 

Figure 6 – Reactive power modulation in an HVDC transmission operating at 
minimum extinction angle γmin 
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