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9)

INTERNATIONAL ELECTROTECHNICAL COMMISSION

MINERAL INSULATING OILS -
OXIDATION STABILITY TEST METHOD BASED ON DIFFERENTIAL
SCANNING CALORIMETRY (DSC)

FOREWORD

The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote
international co-operation on all questions concerning standardization in the electrical and electronic fields. To
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications,
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely
with the International Organization for Standardization (ISO) in accordance with conditions determined by
agreement between the two organizations.

The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international
consensus of opinion on the relevant subjects since each technical committee has representation from all
interested IEC National Committees.

IEC Publications have the form of recommendations for international use and are accepted by IEC National
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
misinterpretation by any end user.

In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications
transparently to the maximum extent possible in their national and regional publications. Any divergence
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in
the latter.

IEC provides no marking procedure to indicate its approval and cannot be rendered responsible for any
equipment declared to be in conformity with an IEC Publication.

All users should ensure that they have the latest edition of this publication.

No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and
members of its technical committees and IEC National Committees for any personal injury, property damage or
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC
Publications.

Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
indispensable for the correct application of this publication.

Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of
patent rights. IEC shall not be held responsible for identifying any or all such patent rights.

The main task of IEC technical committees is to prepare International Standards. However, a
technical committee may propose the publication of a technical report when it has collected
data of a different kind from that which is normally published as an International Standard, for
example "state of the art".

IEC 62036, which is a technical report, has been prepared by IEC technical committee 10:
Fluids for electrotechnical applications.
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The text of this technical report is based on the following documents:

Enquiry draft

Report on voting

10/676/DTR

10/690/RVC

TR 62036 © IEC:2007

Full information on the voting for the approval of this technical report can be found in the

report on voting indicated in the above table.

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2.

The committee has decided that the contents of this publication will remain unchanged until
the maintenance result date indicated on the IEC web site under "http://webstore.iec.ch" in

the data related to the specific publication. At this date, the publication will be

* reconfirmed,

* withdrawn,

* replaced by a revised edition, or
+ amended.
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INTRODUCTION

The existing methods to assess oxidation stability of mineral insulating oil are very time
consuming. A faster method is necessary for effective quality control and status monitoring.
Differential scanning calorimetry (DSC) as a technique has been used for monitoring grease
and lubricants oxidation stability. The use of DSC for evaluation of oil oxidation stability was
originally suggested to IEC, TC 10 following publication of a literature review of DSC oxidation
tests performed on petroleum products (10/367/INF April 1996). During IEC’s TC 10 meeting
in Geneva, 1998, it was decided to set up a working group for development of a standard
based on DSC for rapid evaluation of mineral insulating oil oxidation stability.
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MINERAL INSULATING OILS -
OXIDATION STABILITY TEST METHOD BASED ON DIFFERENTIAL
SCANNING CALORIMETRY (DSC)

1 Scope

The purpose of IEC 62036, which is a technical report, is to develop a rapid oxidation stability
test method based on differential scanning calorimetry (DSC) to assess the oxidation stability
of mineral insulating oils.

2 General remarks

The main function of insulating oil is insulation and cooling. The expected life span of
transformer oil is 25 to 40 years, largely depending on operating temperature and electrical
load. Specifications are prepared and used to fulfil all criteria required for proper functioning
of the oil in service. Life expectancy from insulating oil has a large economic impact on the
cost of operation of a unit.

The oxidation stability test is an important test as this will evaluate, to some extent, the life of
the oil in service. Resistance of an oil oxidation is very much dependant on the refining
process and type of crude oil. Both under-refined and over-refined oils may exhibit poor
oxidation stability. The complex process of oxidation of in-service oils occurs slowly at the
normal operating temperature of the transformer and is dependant on temperature, oxygen
and catalyst. In the first stage of oil oxidation, radicals and peroxides are produced. These
compounds are unstable and rapidly convert to volatile and soluble acids and finally
producing insoluble material or sludge. All of these products have an adverse effect on
electrical and physical properties of oil. The oil may reach a stage where it is not fit for its
intended purpose.

To establish a long service life for the oil, an oxidation stability test is performed on the
unused oil. There are several standard test methods for evaluation of the oxidation stability of
transformer oil. The recommended international test method is IEC 61125. This test involves
oxidizing the oil at 120 °C for 164 h and then measuring the acidity, sludge and dielectric
dissipation factor (DDF). Other national test methods are based on the same principal and are
time consuming. On delivery, it is required to test the oil for compliance with the specification.
As this test is very time consuming, results are usually retrospective. Clearly, existing methods
are time consuming and not very sensitive. Although there is no direct relation between the oil
oxidation stability test and service life of the oil, oils that are very stable and resist oxidation
are clearly preferred. Therefore, a fast method of determining the oxidation stability is needed
for rapid evaluation of the oil and compliance to the specification.

In order to evaluate high pressure differential scanning calorimetry (PDSC) as a technique for
testing oxidation stability of transformer oil and to establish a suitable method, transformer oil
samples were analysed under varying conditions.

3 Effect of temperature on oxidation induction time

3.1 Isothermal

Six samples of transformer oil (A-F) were analysed using PDSC at different temperature
programmes. Samples B and D were inhibited transformer oil, the remainder were uninhibited
and sample F was a used oil. Oxygen at 300 psi was applied in each case and the sample
weight was kept constant at 4 mg. The results are shown in Table 1. It was found that below
165 °C, no phase transition occurred in any of the six samples. Temperatures higher than
expected, of up to 260 °C were required to give peaks in a reasonable time. ADm:Iuments
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temperature, only sample D gave a peak at around 45 min. When this sample was run at
170 °C, the peak become sharper and clear and occurred at an onset of around 40 min. At
175 °C, the peak occurred at around 30 min and was sharper still. The same trend was
observed in sample B, showing decreasing induction time with increasing temperature, but
oxidation occurred after a slightly longer time. Sample B and D were inhibited oils, which
showed a clear and sharp peak following the rapid oxidation and depletion of the inhibitor.

3.2 Temperature-programmed runs

The uninhibited oils, A, C, E and F showed no clearly defined peak in the thermograms of
isothermal runs. Oxidation did not occur when the samples were run at a heating rate of
50 °C/min or 25 °C/min, or the curves were poorly defined. The samples were then run at a
heating rate of 10 °C/min (TP 2) and more clearly defined exotherms were obtained. As with
the inhibited oil samples, the uninhibited oils showed a broader, shallower peak with
increasing heating rate, but the area under the peak remained the same. As the heating rate
was increased from 2 °C to 5 °C, the oxidation induction time (OIT) decreased, but there was
little change in the OIT between the heating rates of 5 °C and 10 °C. At a heating rate of
10 °C/min, all of the samples showed oxidation induction times between 16 min and 19 min
and therefore could not be distinguished from one another. When the samples were run using
a heating rate of 5 °C/min up to 180 °C, then 2 °C/min up to 210 °C (TP 3), there was a wider
spread in the OITs obtained. This temperature programme was used because it was found
that a slow heating rate was required to give clearly defined peaks for uninhibited oils, and
oxidation usually occurred in the 180 °C — 210 °C range.

Oxidation of the inhibited oils B and D occurred at approximately the same time as it had done
at 10 °C/min, but the uninhibited oils oxidized more rapidly. Samples E and C could not be
distinguished, as they both had 0ITs of around 11 min and samples B and D were also very
similar. The samples overall showed approximately the same ranking with the different
temperature programmes. However, when the samples were run at 2 °C/min up to 180 °C,
then 1 °C/min up to 210 °C (TP 4), the samples could be distinguished by their oxidation
induction times. Again, the ranking was similar as with the other temperature programmes.
This very slow rate of heating also clarified the peak obtained in the thermogram of sample F,
which was a used oil and showed the most broad peak due to the complicated oxidation
process in used oil. The used oil did not, however show the poorest oxidation stability.

4 Effect of sample size on oxidation induction time

Sample B (inhibited oil) and sample A (uninhibited oil) were analyzed by PDSC under 300 psi
of oxygen, as above, using a temperature programme of 130 °C — 180 °C at 2 °C/min, 180 °C
— 210 °C at 1 °C/min. Each sample was analyzed at weights of 1 mg, 4 mg and 10 mg. The
oxidation induction time at the various sample sizes is given in Table 2.

4.1 Inhibited oil

The results showed that oxidation induction time increases with increasing sample size, in
inhibited oil. This may be due to limited oxygen diffusion through the larger samples. The
repeatability between triplicate determinations is good and is unaffected by sample weight.

4.2 Uninhibited oil

With uninhibited oil, however, there is little difference in oxidation induction time with sample

size. The 10 mg sample showed slightly longer oxidation induction time, but this was within

the margin of error for repeatability. Repeatability is also slightly poorer with the larger sample

size and the peak is larger and more spread out, giving poorer resolution. If the sample size is

very large, the accuracy is reduced, because the heat flow may be variable within the sample.
Smaller sample sizes produce smaller peaks, better resolution and better accuracy.
Therefore, the sample size should be as small as possible. A suitable sample size is normally

10 mg to 15 mg, however, much smaller sample sizes should be used with volatile products to
minimize any decontamination of the DSC cell. A sensible sample size of 4 mg wa i

this case, so as not to introduce sample handling difficulties. ﬁa(&ﬂments

Document Sharing Hub

Full document details: IEC TR 62036-2007

FHOTVONYE/IHON VY - ‘PaHWIT NOD3IIW OL d3ISN3DIT

‘NV3ANg ATddNS 009 A9 A3ITddNS ‘ATNO NOILVYOOTSIHL 1V 3SN TYNYILNI J0d


http://www.avadocuments.com/doc/iec-tr-62036-2007
http://www.avadocuments.com/doc/iec-tr-62036-2007

