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INTERNATIONAL ELECTROTECHNICAL COMMISSION 

____________ 

 
CODE OF PRACTICE FOR HEARING-LOOP SYSTEMS (HLS) 

 
FOREWORD 

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising 
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote 
international co-operation on all questions concerning standardization in the electrical and electronic fields. To 
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications, 
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC 
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested 
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely 
with the International Organization for Standardization (ISO) in accordance with conditions determined by 
agreement between the two organizations. 

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international 
consensus of opinion on the relevant subjects since each technical committee has representation from all 
interested IEC National Committees.  

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National 
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC 
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any 
misinterpretation by any end user. 

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications 
transparently to the maximum extent possible in their national and regional publications. Any divergence 
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in 
the latter. 

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity 
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any 
services carried out by independent certification bodies. 

6) All users should ensure that they have the latest edition of this publication. 

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and 
members of its technical committees and IEC National Committees for any personal injury, property damage or 
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and 
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC 
Publications.  

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is 
indispensable for the correct application of this publication. 

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of 
patent rights. IEC shall not be held responsible for identifying any or all such patent rights. 

DISCLAIMER 
This Consolidated version is not an official IEC Standard and has been prepared for 
user convenience. Only the current versions of the standard and its amendment(s) 
are to be considered the official documents. 

This Consolidated version of IEC TR 63079 bears the edition number 1.1. It consists of 
the first edition (2017-04) [documents 29/917/DTR and 29/923/RVC], its amendment 1 
(2018-09) [documents 29/983/DTR and 29/992/RVDTR] and its amendment 2 (2020-04) 
[documents 29/1037/DTR and 29/1046/RVDTR]. The technical content is identical to the 
base edition and its amendments. 

In this Redline version, a vertical line in the margin shows where the technical content 
is modified by amendments 1 and 2. Additions are in green text, deletions are in 
strikethrough red text. A separate Final version with all changes accepted is available 
in this publication. 
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The main task of IEC technical committees is to prepare International Standards. However, a 
technical committee may propose the publication of a Technical Report when it has collected 
data of a different kind from that which is normally published as an International Standard, for 
example "state of the art". 

IEC TR 63079, which is a Technical Report, has been prepared by IEC technical 
committee 29: Electroacoustics. 

This document has been drafted in accordance with the ISO/IEC Directives, Part 2. 

The committee has decided that the contents of the base publication and its amendments will 
remain unchanged until the stability date indicated on the IEC web site under 
"http://webstore.iec.ch" in the data related to the specific publication. At this date, the 
publication will be  

• reconfirmed, 

• withdrawn, 

• replaced by a revised edition, or 

• amended. 
 

IMPORTANT – The 'colour inside' logo on the cover page of this publication indicates 
that it contains colours which are considered to be useful for the correct 
understanding of its contents. Users should therefore print this document using a 
colour printer. 
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INTRODUCTION 

The performance of induction-loop systems is specified in IEC 60118-4, whereas 
IEC TR 63079 gives recommendations and guidance for their design, planning, installation, 
testing, operation and maintenance. Provisions for components of a system are given in 
IEC 62489-1. Methods of calculation and measurement of the magnetic field, in the context of 
human exposure, are given in IEC 62489-2. 

This document takes the form of guidance and recommendations. It should not be quoted as if 
it were a specification and particular care should be taken to ensure that claims of compliance 
are not misleading. 

Any user claiming compliance with this document is expected to be able to justify any course 
of action that deviates from its recommendations. 
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CODE OF PRACTICE FOR HEARING-LOOP SYSTEMS (HLS) 
 
 
 

1 Scope 

This document, which is a Technical Report, gives recommendations for and guidance on the 
design, planning, installation, testing, operation and maintenance of a hearing-loop system 
(HLS) intended for communicating speech, music and/or other signals. It is mainly concerned 
with HLS for hearing enhancement, in which the signals are communicated to users of hearing 
aids equipped with magnetic pick-up coils.  

This document does not apply to induction-loop systems which use a carrier frequency, nor to 
other systems for hearing enhancement purposes which do not use magnetic induction. 

2 Normative references 

There are no normative references in this document. 

The following documents are referred to in the text in such a way that some or all of their 
content constitutes requirements of this document. For dated references, only the edition 
cited applies. For undated references, the latest edition of the referenced document (including 
any amendments) applies. 

IEC 60118-4:2014, Electroacoustics – Hearing aids – Part 4: Induction-loop systems for 
hearing aid purposes – System performance requirements 

IEC 60268-16, Sound system equipment – Part 16: Objective rating of speech intelligibility by 
speech transmission index 

3 Terms, definitions, signs and symbols 

For the purposes of this document, the following terms and definitions apply. 

ISO and IEC maintain terminological databases for use in standardization at the following 
addresses:  

• IEC Electropedia: available at http://www.electropedia.org/ 

• ISO Online browsing platform: available at http://www.iso.org/obp 

3.1 Terms and definitions 

3.1.1  
hearing-loop system 
HLS 
system including amplifier(s), microphones and/or other signal sources, in which magnetic 
fields are created by the flow of audio-frequency current in a conductor arranged in the form 
of one or more loops or a coil or solenoid 

Note 1 to entry: The technical term for a hearing-loop system is "audio-frequency induction-lop system" (AFILS). 

3.1.2  
HLS for hearing enhancement 
HLS in which the intended receivers are hearing aids or specially designed listening devices 
equipped with coils acting as magnetic antennas 
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3.1.3  
direct-to-reverberant ratio 
ratio, at a given point in the sound field, of the sound pressure due to the wanted sound 
source to the sound pressure due to reverberation 

3.1.4  
hearing aid 
personal amplification system, worn entirely on the listener, which is designed to enable a 
person with impaired hearing to hear more easily 

3.1.5  
loop listener 
listening device which is designed to give an audible output in response to signals transmitted 
by an HLS 

3.1.6  
HLS monitoring receiver 
equipment designed to verify the performance of an HLS by audio and visual means 

a) providing visible indication that it is powered and when the strength of the magnetic field 
produced by the loop falls within a specified range, 

b) providing an audio-frequency output by which the sound quality of the HLS transmissions 
can be assessed, and 

c) providing other, optional facilities (see Annex A) 

3.1.7  
magnetic field strength 
magnitude of the magnetic field, at a stated point in space and in a stated direction, 
generated by the flow of alternating current in an HLS 

3.1.8  
listening plane 
plane perpendicular to the axis of telecoils in hearing aids (see Annex B) 

3.1.9  
useful magnetic field volume 
volume within which the system provides hearing-aid users with a signal of acceptable quality 

[SOURCE: IEC 60118-4:2014, 3.2, modified — The brackets have been deleted from the 
definition, as well as the notes.] 

3.1.10  
system designer 
technically competent person who takes responsibility for the technical specification, design 
and performance of the system 

3.1.11  
simple system 
HLS that is neither large nor complex and does not require specialist skills in order to achieve 
a satisfactory result 

3.1.12  
counter system 
ticket office system 
small area HLS designed to assist communication between (usually) two persons, sometimes 
through a transparent screen 

Note 1 to entry: For example at a ticket office or bank. 
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3.1.13  
complex installation 
HLS installation in which any of the following apply: 

• HLS that has an approximate coverage area greater than 400 m2; 

• it is required to operate close to another HLS, which could lead to co-interference; 

• it is required that a certain area is not covered by the HLS, in case it might interfere with 
sensitive electronic equipment, for example electric guitars or dynamic microphones; 

• it is required that the system operates on a number of different listening planes; 

• an unconventional layout of loop conductors is indicated; 

• there is metal in the building’s structure and this causes irregularity in the field strength 
when using a perimeter loop 

Note 1 to entry: Such installations are likely to require specialized design knowledge in order to obtain a 
satisfactory result. 

3.1.14  
direction of the magnetic field 
resultant direction of the magnetic field at a point in three dimensional space, arising from the 
phasor sum of components of the field derived by integration over all elements of the 
induction-loop 

3.1.15  
HLS reference plane 
the plane to which the magnetic characteristics of the HLS are referred when stating specified 
values 

Note 1 to entry The reference plane specification includes its inclination to the horizontal. 

3.1.16  
reference magnetic field strength level 
0 dB reference for magnetic field strength levels, which is 400 mA/m 

[SOURCE: IEC 60118-4:2014, 3.1, modified – The definition has been rephrased, and the 
note has been deleted.] 

3.1.17  
overspill 
magnetic field of usable strength that is present outside the volume in which is it required 

Note 1 to entry This magnetic field extends outside the useful magnetic field volume because a field of lower 
strength than the minimum specified in IEC 60118-4 can still interfere with other nearby HLS or be received with 
suitable equipment. 

3.2 Signs and symbols 

3.2.1 Symbol for an induction-loop 

The symbol shown in Figure 1 should be used on circuit diagrams to indicate an HLS. 
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Figure 1 – Symbol for use on diagrams  

3.2.2 Symbol for multiple loops 

The symbol shown in Figure 2 should be used on circuit diagrams to indicate a complex or 
low-spill HLS. 

 

NOTE n is the number or letter corresponding to the classification of loop. See Clause 11. 

Figure 2 – Symbol for multiple loops for use on diagrams 

3.2.3 Sign for display in premises where an HLS is installed and for HLS equipment 
identification 

Signs for display should be produced on a durable material. 

Areas where the reception of the HLS is satisfactory should be clearly indicated at visible 
positions by means of the sign shown in Figure 3, which is based on the one originally 
adopted by the World Federation of the Deaf. The sign should indicate T as shown. The 
background colour should be Pantone reference 661 or 662 (blue) and the printing should be 
in white. 

NOTE Some organizations that support people with hearing loss do not approve HLS unless signs are displayed. 
Signs of other colours are found in use. 

Normally the dimensions of the display signs should be a minimum of 100 mm × 100 mm; 
when used on equipment, they can be of any convenient size. 

The sign should appear at a position visible in normal use on HLS equipment, on loop cable 
junction boxes and adjacent to the loop cable itself where it would be helpful to maintenance 
personnel or help to prevent accidental disturbance. 
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Figure 3 – Sign for display in premises to indicate  
that an HLS is installed and for HLS  

equipment identification 

3.2.4 Identification of areas where reception of the HLS is not satisfactory 

Areas where the reception of the HLS is not satisfactory should be clearly indicated on a plan 
of the space by means of the sign shown in Figure 4. The plan should be placed where it can 
be seen by both hearing-aid users and staff. This sign should also be placed visibly in the 
unsatisfactory area and/or on all seats in that area. 

 

Figure 4 – Sign to show seating areas where  
HLS reception is not satisfactory 

4 General 

4.1 How to use this document 

4.1.1 Persons addressed 

This document is divided into clauses, with recommendations intended primarily for 

• purchasers of HLS (Clauses 1 to 9, 20 and Annex B), 

• designers of HLS and HLS equipment (Clauses 9 and 10, 20, Annex A, Annex C to 
Annex G and Annex J), 

• installers of HLS (Clauses 11 to 17, Annex A and Annex H), 

• those responsible for commissioning, testing, operation and maintenance (Clauses 14 to 
18, 20 and Annex H), and 

• those responsible for day-to-day operations, ensuring that the facilities are accessible to 
as many people as is reasonably possible (Clauses 19 to 21, Annex A and Annex B). 

4.1.2 Objectives 

The recommendations of this document are intended to lead to the following. 
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a) Prospective purchasers clearly understand the functions and limitations of an HLS (see 

Annex B). 
b) The design, installation and setting-up of the HLS allows compliance with the appropriate 

requirements for safety and electromagnetic compatibility and all relevant regulations 
relating to electrical installations. 

c) Users wearing hearing aids equipped with a magnetic pick-up coil receive signals 
transmitted by the HLS that are intelligible and free from undue distortion and interference 
even when all non-HLS equipment normally used in the environment is in operation. 

d) The reception of such signals is possible in any part of the space; where, by force of 
circumstance, the reception in some parts is limited, this is clearly defined and identified 
(see 3.2.4). 

e) Visual indication is given to prospective users that an HLS is installed. 
f) Means are provided for the building management to easily verify that an HLS is working 

satisfactorily (see Annex A). 
g) The HLS can be satisfactorily operated and maintained by properly trained and competent 

personnel. 
h) Where necessary, the HLS is arranged for minimum extraneous coverage. It should be 

understood, however, that even if an HLS is designed to limit extraneous coverage, it 
might be possible for a determined person outside the intended area of coverage to 
receive what might be confidential information. 

Guidance is given on means to reduce possible effects of the magnetic field produced by the 
loop on other nearby equipment. 

4.2 Specialist advice 

Except for home systems sold as a complete kit, the engagement of a skilled system designer 
is advisable and is considered to be essential whenever large or complex installations are 
involved. Professional bodies can be approached for lists of such specialists. 

4.3 Safety aspects 

It is essential that an HLS, even if temporary, is installed in a safe manner and in accordance 
with safe work practices (see 10.7). 

4.4 Conforming to existing performance documents 

The performance document for HLS is IEC 60118-4, the requirements of which have been 
incorporated (where applicable) as recommendations in this document. 

5 Technical advice 

5.1 Complying with this document 

Significant problems can arise with poorly designed or installed HLS. Purchasers should 
stipulate that the design and installation are to comply with this code of practice and that the 
system should conform to IEC 60118-4. Operation and maintenance procedures should also 
be in accordance with this code of practice. 

NOTE For small self-install systems intended for home use, it is expected that the manufacturer has ensured that 
the basic requirements of this document will be met if the user follows the installation instructions carefully. 

It is recommended that contracts include a specific variation clause under which parties agree 
to the terms of the contract and document any agreed variations. 
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5.2 Seeking technical advice 

While many successful HLS have been installed to date, compliance with this document 
should greatly increase the probability that satisfactory results will be obtained. Its provisions, 
however, cannot be properly applied without adequate technical knowledge and experience, 
and each design presents individual challenges. 

Wherever possible, technical advice should be sought during the early planning stages of an 
HLS. Such advice should cover 

a) the suitability of an HLS for a particular venue and/or application (see Clauses 6 and 9), 
b) factors that can adversely affect the performance of an HLS, 
c) factors that can add to the cost of installing an HLS, 
d) the need for, and scope of, an initial site assessment (see Clause 7), 
e) details of the audio source(s) (see Clause 10), and 
f) where microphones are to be used, their positioning to minimize extraneous noise and 

reverberation (see Clause 10). 

In all cases, the responsibility for the correct performance of the system at the time of 
commissioning should lie with the system designer. It should be understood, however, that the 
system designer cannot be held responsible for the parts of the system outside their control. 

Where the HLS is to be installed as part of other electrical works, it is especially important 
that all aspects of the design are clearly specified, especially regarding microphones, required 
coverage and overspill. 

5.3 The nature of the advice 

Advice sought will depend on the particular installation requirements for each HLS, but should 
generally be covered by the following categories: 

a) advice from the designer/installer direct to the client on all aspects, from initial quotations 
for the task in the planning stages through to installation, commissioning and maintenance 
of the HLS; 

b) advice from the designer to a technician who lacks experience with HLS installations but 
who has the task of installing the system (e.g. systems in new buildings where installation 
is to be carried out by electrical contractors; systems installed by in-house staff); 

c) advice from an appropriate organization or professional body. 

5.4 Professional (consultancy) advice 

Professional advice from a specialist consultant should be sought when installations are to be 
undertaken in extra-large buildings, prestigious buildings and those posing special difficulties. 

The advice of an independent consultant can also be sought in the event of a dispute between 
the purchaser and supplier or manufacturer. Such advice can often provide the most 
economical resolution of the dispute. 

6 Purpose of the system 

The most fundamental purpose is to help people to hear, not to meticulously obtain readings 
on meters; these are a method of achieving the desired result. 

Before approaching a supplier, it is important to write down, in non-technical terms, what the 
users of the system require it to do and the environment it is to be used in. Care should be 
taken that this is as comprehensive as possible: anything left out at this stage can result in 
extra expenditure later. 
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Factors that should be considered include 

a) the room(s) and three dimensional space(s) to be covered, 
b) what sounds or audio signals are to be reproduced and where they will come from (all the 

sources and places), 
c) whether the audio information needs to be confidential (e.g. a court), 
d) known/likely interference from other equipment (e.g. power transformers, air-conditioning 

equipment, other HLS, and some fluorescent lighting), 
e) building construction, such as structural steel work and metal in walls, floors and ceilings, 

particularly close to the looped area, 
f) any metal construction within the space (e.g. tiered seating or metal suspended ceiling 

grids), and 
g) architectural considerations or restrictions (e.g. listed building status).  

7 Choosing the system supplier 

7.1 General 

Possible procedures for acquiring an HLS are recommended in 7.2, 7.3 and 7.4. The choice of 
procedure should depend on the size of the space to be covered and any special 
complications which might be involved. Advice can be obtained from organisations that care 
for people who are deaf or have hearing impairment. 

7.2 Approaching a contractor 

Particularly for a simple HLS, a contractor should be asked to conduct an initial site survey 
(see IEC 60118-4), design, supply and install suitable equipment and all cabling. 
Responsibility for choosing appropriate equipment (microphones, amplifier, monitoring device, 
etc.) and for installing and setting up the HLS correctly should rest with the contractor.  

NOTE For a small HLS, the cost of a formal initial survey might not be justified, but many contractors will conduct 
an informal survey as a matter of course. 

7.3 Approaching a manufacturer of HLS equipment 

Some manufacturers of HLS equipment and their local representatives are willing to produce 
the site survey for the proposed installation, design a system and, perhaps, recommend a 
competent installation contractor. Manufacturers who are unable to provide this service 
themselves might offer contact with appropriate designers/installers who can undertake such 
projects.  

Responsibility for choosing appropriate equipment (microphones, amplifier, etc.) and 
commissioning the system should rest with the selected manufacturer or designer/installer. 
The contractor should be responsible to the manufacturer for the correct installation of the 
HLS and commissioning (where this is also undertaken). 

For some HLS, the installation contractor might call in a manufacturer to provide detailed 
technical advice on areas of uncertainty or particular difficulty. On these occasions the 
contractual obligations of the installation contractor and the manufacturer to the prospective 
purchaser should be clearly documented, preferably under a single contract. 

7.4 Approaching a specialist consultant 

When it is appropriate to engage a specialist consultant, this should be done at the earliest 
opportunity. The consultant should be responsible for the initial survey, design and 
commissioning of the HLS, choice of equipment and for helping to assess installers’ 
proposals. Where necessary, the consultant should also liaise with architects and construction 
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contractors on matters affecting the HLS. Names of consultants who specialize in this work 
can be obtained from professional associations.  

NOTE Such a consultant might be independent or might be a competent person employed by a manufacturing or 
contracting organization. 

8 Contractual provisions 

8.1 Performance specification 

The purchase contract should include an agreed performance specification, prepared by the 
system designer, to which the system is contractually required to conform at the 
commissioning stage. Where the choice of equipment to be used is not completely under the 
control of the system designer (for example, if some existing microphones are to be used), 
any reservation about the suitability of such equipment should be clearly explained to the 
purchaser in writing. 

8.2 Verifying that the completed system delivers its intended performance 

Tests of the completed installation to verify that the HLS performs satisfactorily should be 
specified in the contract and should cover 

a) checks of the system using a meter designed to measure field strength in conformity with 
IEC 60118-4, 

b) subjective tests using persons with normal hearing listening through suitable receiving 
units, 

c) subjective tests by hearing aid users, with their hearing aids set to T, and 
d) provision of either field-strength meters for use by trained staff or a fixed monitor receiver. 

If the subjective tests are conducted correctly and do not provide confirmation of positive 
instrumentation checks, the system designer should be held responsible for identifying 
measures necessary to achieve satisfactory results. The contract should, therefore, include 
adequate provisions for properly defining the system designer’s responsibility with regard to 
the preparation of any required remedial proposals and their implementation. 

NOTE The emphasis is on satisfactory results, as determined by the users of the system, rather than achieving 
particular objective results from technical tests. See IEC 60118-4. 

The system designer should advise on methods of eliminating interference by the HLS with 
other nearby electronic equipment, and modifications to the HLS should be agreed with the 
system designer; it is advisable for the contract to specify how the costs of such remedial 
work are to be apportioned. 

It might be impossible to predict before the HLS is installed and tested the need for specific 
measures to eliminate interference by the HLS with other nearby electronic systems (e.g. 
multiple grounding, legacy equipment with inadequate immunity, unforeseen proximity of loop 
cabling to other cabling – see 10.9).  

Remedial work should normally be carried out by the body having technical responsibility for 
the appropriate system (telephone systems, etc.). 

The tests in Clause 14 are to determine the perceived sound quality of the system and its 
adequate freedom from noise, reverberation and distortion. They are not intended to 
demonstrate that the needs of any particular hearing-aid user are met. 

8.3 Arbitration 

It is recommended that provision is made in the contract for arbitration in the event that 
problems arise. Where possible, an arbitration body should be identified. 
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9 Classification of systems 

Because of the diversity of use for HLS, the following classifications are intended to group 
similar applications, providing minimum performance characteristics for each group based on 
the intended use; for example, the permissible magnetic noise and overspill with adjacent 
counter loops can be considerably higher than that of a theatre system as the user is only in 
contact with the counter system for a small period of time. 

HLS should be assessed by a competent person and assigned one of the following 
classifications for operation and performance.  

a) Portable or hand held self-contained equipment. This equipment is designed for 
mobile/temporary use only to assist one-to-one communication. It is not intended to be 
used on counters or left permanently installed in a location. It should be understood that 
such systems have very limited performance, for example the coverage rarely exceeds 
0,5 m from the equipment or its microphone. 

b) Small volume systems, for use in counters, signage, intercom, emergency voice 
communication system. Coverage is required within a small defined volume (generally not 
more than 2 m × 2 m × 0,5 m), where the user is in a fixed position and use is transitory, 
for example counter systems for a ticket office, reception desk, help points or disabled 
refuges. For counter systems where confidentiality is important, the design of the HLS can 
be required to attenuate the magnetic field outside a designated space (usually the useful 
magnetic field volume) to a level at which speech cannot be understood. But it is not 
necessary for the magnetic attenuation to exceed the acoustic attenuation. 

c) Perimeter loop systems, for coverage of a single volume where other HLS are not present 
in the vicinity and where security, overspill or overcoming significant metal losses is of no 
importance, for example church/stone building remote from other buildings containing 
HLS.  

d) Mobile loop systems, for temporary use as a perimeter loop in a relatively small space, 
where other HLS are not present in the vicinity and where security, overspill or 
overcoming significant metal losses is of no importance, for example a system that 
provides a loop of 50 m perimeter.  

e) Multi-loop systems, specifically designed to control the horizontal and vertical field 
components for HLS installed in close proximity and/or to overcome significant metal 
content, for example classrooms or cinemas with multiple HLS, an auditorium with a box 
office HLS in same building, reinforced concrete construction, or an office space with a 
raised steel computer floor. The techniques involved depend entirely on the individual 
application: from as simple as a figure-of-8 loop, to the use of separate arrays of loops in 
conjunction with a phase shifter or similar device. Consultation of a specialist in system 
design is essential to ensure that the correct solution is applied. Professional associations 
can be approached for lists of such specialists. 

f) Loop systems designed for purposes other than assistive listening such as stage direction 
or observational counselling.  

g) Body worn loops, such as neck loops and ear-hooks (also known as silhouettes). 
h) Specialist loops which fall into none of the above categories, such as systems for lifts 

(elevators), which generally require detailed design work by a competent HLS specialist.  

Table 1 gives the required features, performance and indications for different loop classes 
and covers the desired and minimum features of some classes; by their nature the other 
classes have specific requirements beyond the scope of this document. 
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Table 1 – Classes of loop system 

Class Allowable 
background noise 

Field 
variation in 
the useful 

magnetic field 
volume 

Loop separationa Indications 

dB (0 dB = 
400 mA/m) 

dB 

Portable or hand held 
self-contained 
equipment 

−32, 

−22 for short time 
periods 

12 2 m Power 

Small volume system 12 Width of loop × 2 e.g. 
2 m for counters using 
1 m wide loop 

Power, loop 
current, input signal 
present or 
automatic gain 
control active Perimeter loop systems −32, 

−22 for short time 
periods 

(for critical 
listening systems, 
for example 
auditoria, as close 
as possible to –47) 

6 Width of loop × 2 e.g. 
10 m for 5 m wide 
loop Mobile loop systems 

Multi-loop systems As specified by the 
designer 

Body worn loop systems Not applicable Not applicable Power 

Specialist loops As specified by the designer 
a Separation between two adjacent loops in the plane of the loops to minimize the pick-up of signals from one 

loop by a hearing-aid user using the other loop. Where loops are installed in rooms one above the other, the 
situation is more complex and requires specialist knowledge to minimize interference. 

 

10 Design 

10.1 General 

Many successful HLS designs have been produced but because of the proliferation of less-
than-satisfactory design methods and general uncertainty, an in-depth treatment of verified 
design procedures is given here. Detailed derivations of the design formulas, and further 
information, are given in 10.4 and Annex C. 

All values of alternating voltage, current and magnetic field strength are RMS values unless 
otherwise stated. 

An HLS should be designed to provide the following. 

a) A sufficiently (but not excessively) strong, and uniform (useful) component of magnetic 
field within the required working area, without producing an unacceptably extended 
coverage area which could cause interference with other systems or compromise 
confidentiality. 

b) Usually, the plane of the loop is horizontal and only the vertical component of the 
magnetic field is effective. If some of the hearing aid users are lying down, such as in 
hospital, the loop plane should not be horizontal. A special loop system could alternatively 
be installed. In general, the component of the magnetic field parallel to the axis of the 
magnetic pick-up coil in the hearing aid is the effective component. 

c) The magnetic field strength in item a) over the frequency range 100 Hz to 5 kHz (see 
IEC 60118-4) with acceptable uniformity and amount of non-linearity distortion. 
Normally, the system should be designed to have an overall frequency response 
(measured as magnetic field strength) which is –3 dB at 100 Hz and 5 kHz relative to the 
value at 1 kHz, and is as flat as practicable between these frequencies. 
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The factors relevant to item a) are the dimensions of the loop, the number of turns and the 
current flowing in it, and the perpendicular distance between the loop and the listening plane. 
Apart from the characteristics of the microphones or other signal sources and the amplifier(s), 
the major factor relevant to item b) is the effect of the impedance/frequency characteristic of 
the loop on the variation with frequency of the current flowing in it. This document considers 
several ways of achieving a sufficiently low variation with frequency. 

10.2 Symbols 

For the purposes of this document, the following symbols apply. 

A length of the side of a square loop or of the shorter side of a rectangular loop, 
expressed in metres (m) 

B length of the longer side of a rectangular loop, expressed in metres (m) 
D length of the diagonal of a loop, expressed in metres (m) 
d diameter of the loop conductor, expressed in metres (m) 
fc frequency of the upper limit of the loop pass band, expressed in hertz (Hz) 
H RMS magnetic field strength, expressed in amperes per metre (A/m) 
Ho RMS magnetic field strength at the centre of the loop and in its plane, expressed in 

amperes per metre (A/m) 
Hoz perpendicular component of the RMS magnetic field strength at a point, distance z from 

the plane of the loop along the perpendicular through the centre of the loop, expressed 
in amperes per metre (A/m) 

h height of the telecoil above or below the plane of the loop, expressed in metres (m) 

NOTE The usual case where the plane of the loop is horizontal is assumed. 

hn height ratio, 2h/J(AB) for a rectangular loop 
I RMS current in the loop conductor, expressed in amperes (A) 
K direct to reverberant sound pressure level ratio, expressed in decibels (dB) 
L inductance of the loop, expressed in henrys (H)  
n number of turns in the loop  
R resistance of the loop, expressed in ohms (Ω)  

rn resistance ratio (R/ωcL) 
V RMS voltage between the ends of the loop conductor, expressed in volts (V) 
Z impedance, expressed in ohms (Ω) 
α temperature coefficient of the resistivity of copper (wire), 3,93 x 10-3 K-1 

γ aspect ratio = B/A 
θ temperature, expressed in degrees Celsius (°C) 
µ0 magnetic permeability of space, expressed in microhenrys per metre (0,4 µH/m) 

ρ0 resistivity of copper (wire) at 0 °C, expressed in nano-ohm metres (16,5 nΩ∙m) 

ωc angular frequency of the upper limit of the loop pass band, expressed in radians per 
second (rad/s) 

10.3 Basic theory 

10.3.1 Production of a magnetic field 

Current flowing in a conductor in the form of a loop produces a magnetic field in the space 
inside and surrounding the loop. A pictorial representation of this field, in the form of "lines of 
force", is shown in Figure 5.  
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Figure 5 – Pictorial view of the magnetic field (lines of force) 
of a rectangular loop 

The loop has an impedance which can be represented by a resistance and an inductance in 
series. For a single turn, rectangular loop, using a solid (not stranded) conductor, the 
following formulas apply. 

The value of the current (in A) is given by: 
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The value of the resistance (in Ω) is given by: 
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The value of the inductance (in H) is given by:  
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These formulas are derived in Clauses C.1 to C.3. In most cases, an actual loop can be 
represented with sufficient accuracy by a plane rectangular loop of the same overall 
dimensions. Deviations from the plane (such as might be needed to negotiate doorways) 
increase the inductance by approximately half as much as would be expected from the 
increased length, but have full effect on the resistance. If the loop shape is approximately 
circular, or more complex (for example cruciform), the methods indicated by Dalsgaard 01, by 
Grover 0 and in C.1 to C.2 can be used to calculate the current required for a given field 
strength, resistance and inductance. 

____________ 

1  Numbers in square brackets refer to the Bibliography. 
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While the values calculated with Formulas (1) to (3) (or with the simplified versions, 
Formulas (7), (8) and (9)) are normally in close accordance with measured values, the 
resistance and inductance of both trial loops and installed loops should be measured. 
Unpredicted effects, such as those due to conducting and/or magnetic materials or caused by 
work hardening due to flexure of the loop conductor, might make the measured values 
significantly different from those calculated. The measurement might require the use of a 
bridge specially designed for measuring low values of inductance with high resistive losses. A 
measuring frequency of 5 kHz or even 10 kHz helps to avoid errors. It is essential that the 
series equivalent inductance and resistance are measured or calculated, not the parallel 
equivalent. 

10.3.2 Directional pattern of the magnetic field 

The magnetic field varies in both strength and direction within and outside the loop. At the 
centre of the loop, the field strength is at its lowest value within the loop, and is directed 
perpendicular to the plane of the loop. 

In most hearing aids, the axis of the telecoil is approximately vertical when the user is 
standing (or sitting). The output voltage of the telecoil is therefore proportional to the vertical 
component of the magnetic field: 

V = kHcosϕ 

where 

ϕ  is the angle between the direction of the magnetic field and the axis of the telecoil; 
k  is a constant. 

The resulting directional response of the telecoil is shown in Figure 6. It should be noted that 
the response is reduced by only 3 dB at Î = 45° and by 6 dB at Î = 60°. If the axis of the 
telecoil is nearly perpendicular to the direction of the magnetic field, the response is greatly 
reduced. This occurs, for example, if the telecoil is nearly vertically above or below the 
conductor or a horizontal loop, where the direction of the magnetic field is horizontal. There is 
evidence that in some hearing aids the directionality of the response of the telecoil is greater 
than predicted above, probably due to the presence of metal near the coil. It is therefore 
desirable that the plane of the loop should be horizontal, or nearly so, if the coverage area 
has a horizontal floor and the hearing aid users are standing or sitting. 
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a) Plotted on a linear amplitude axis b) Plotted with amplitude in decibels 
(logarithmic axis) 

Figure 6 – Directional response of a hearing aid telecoil 

The average height of the telecoil above the floor can be taken as 1,4 m when the hearing aid 
users can be standing or sitting. For small loops (where the height affects the performance 
more significantly), and/or where the users can be in other attitudes (such as lying in hospital 
beds), a closer estimate of the actual average height is required. In the latter case, the plane 
of the loop (or, perhaps, of part of the loop) should clearly not be horizontal. 

The variation of the magnetic field strength is quite large in the plane of the loop. In particular, 
the strength becomes very great close to the loop conductor, and this can cause disturbance 
to hearing aid users. A more uniform field strength, both in terms of the total field and of the 
perpendicular component, is obtained above or below the plane of the loop (see Figure 7). 
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NOTE The full line shows the perpendicular component and the dashed line shows the coplanar component of the 
field. 

Figure 7 – Variation of the strength of the perpendicular component of the magnetic 
field across an axis of a rectangular loop, with listening height as parameter 

Care should be taken to distinguish between the total field strength and its coplanar and 
perpendicular (normally horizontal and vertical) components, since their variations within and 
outside of the loop are quite different (see Figure 7, Figure 8 and Figure 9). 

NOTE 1 In the plane of the loop, the direction of the magnetic field is perpendicular to the plane. 

NOTE 2 In the areas A immediately surrounding each conductor, the lines of force continue to crowd together, 
representing a stronger field. 
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NOTE 3 At certain points, above and below each conductor, the direction of the magnetic field is parallel to the 
plane of the loop. Normally, at these points, a hearing aid produces no output. For normal listening heights, the 
points are outside the perimeter of the loop. 

 

NOTE The full line shows the perpendicular component and the dashed line shows the coplanar component of the 
field. 

Figure 8 – Variation across the median of a square loop of the perpendicular and 
coplanar components of the magnetic field at a height ratio hn = 1 

 

Figure 9 – Variation across the diagonal of a square loop of the perpendicular and 
coplanar components of the magnetic field at a height ratio hn = 1 
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strength at the centre of loop in its plane as 0 dB. 
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10.3.3 Uniformity of the magnetic field strength  

The problem of disturbance of hearing aid users due to the high field strength near the loop 
conductor could occur if the loop were at head-height (or chest-height, for body-worn aid 
users) for either seated or standing listeners, and where the listeners could approach the loop 
conductor closely. This should be avoided by installing the loop either at or below floor level 
or well above head-height, thus giving an even more uniform field than is achieved with the 
loop nearer the listening plane, but requiring more current in the loop for the same field 
strength at the listening position. 

It can be shown (see Clause C.1) that a height ratio hn (termed "relative listening height" by 
Dalsgaard) of 0,14 gives reasonable uniformity, for all likely values of aspect ratio of the loop, 
but the resulting distance from the plane of the loop to the listening plane might be too large 
to be practicable if the loop is large (for example 3,7 m for a square loop of 50 m side). In 
such a case, a suitable multiple loop layout can be used. This can reduce the actual listening 
height required, for a given degree of uniformity, to that required for each sub-loop considered 
separately. 

The separation of the listening plane from the loop plane reduces the field strength at all 
points of the listening plane. At the centre of the projection of the loop on to the listening 
plane, i.e. at the loop reference point, the reduced field strength H0z, for a square loop, is 
given by the following formula: 

 
( ) ( )

2
21 2

n
2

n

z0

0 hh
H
H ++

=  (4) 

The derivations of this formula and of the analogous expression for a rectangular loop of 
aspect ratio γ are given in Clause C.2, and values of H0/H0z with γ as parameter are given in  
Table C.1. The field strength due to a square loop falls off more slowly with distance than that 
of a rectangular loop. For height ratios up to 0,2 and aspect ratios up to 3,5, the reduction 
does not exceed 1 dB. It is practicable, in this case, to design on the basis of H0 and to apply 
the appropriate correction during final adjustment, provided the amplifier has at least 1 dB of 
reserve. 

However, for large values of hn, the correction becomes large, and should be taken into 
account at an early stage in design. A large hn usually occurs when the loop is small, as in 
household installations. For example, a 5 m square loop at floor level works with hn between 
0,4 and 0,6, for seated and standing listeners respectively, using head-worn aids, while for a 
loop at ceiling height, for example 2,4 m, the corresponding values are 0,56 and 0,36. These 
values imply that to achieve at the reference point the field strength calculated for the centre 
of the loop, an increase in loop current, calculated from Formula (4), of 15 % to 50 % is 
required. It should also be noted that, when a seated listener using a head-worn aid stands 
up, the field strength at the telecoil changes by about 1,8 dB for the floor-level loop and about 
1,7 dB for the ceiling-level loop. 

10.3.4 Reference points for magnetic field strength  

Because the magnetic field strength varies from point to point, it is necessary to define at 
least one point where the system specification should be verified. It should be noted that 
there can be more than one listening plane, for example if the working area includes seating 
at different levels, but there can be only one HLS reference plane. It is also necessary to 
define the permissible variation of magnetic field strength within the working area. This 
variation should be kept to a minimum by a suitable choice of listening height, use of multiple 
loops, etc. However, in practice, limitations on the siting of the loop conductor, the presence 
of metal in the building and the possible need, in order to avoid overspill, to use multiple or 
other loop configurations which produce nulls in the useful component of the magnetic field 
often mean that variations of the order of approximately ±6 dB relative to the field strength at 
the reference point have to be accepted. In determining conformity to the specified value, 
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nulls should be ignored, and their acceptability separately assessed. At present, this can be 
judged only subjectively. 

In general, inadequate signal-to-noise ratio is even less acceptable than variations in field 
strength, so any necessary compromise should favour improvement in the former. 

10.3.5 Relationship between the requirements of IEC 60118-4 and the characteristics 
of hearing aids and speech signals 

For medical and other reasons, for example design constraints, the characteristics of hearing 
aids which are of interest for HLS design purposes exhibit quite wide variations. The most 
important of these characteristics are the "field-to-air sensitivity" which is the sound pressure 
level produced for a given magnetic field strength at a specified frequency, and the "field-to-
air frequency response". Use of IEC 60118-4 is intended to make it unnecessary for the HLS 
designer to know these characteristics of hearing aids, by specifying that the magnetic field 
strength level 0 dB at a reference frequency of 1 kHz is 400 mA/m, and limits for its variation 
with frequency. However, there are indications that the designer should, in order to avoid 
over-simplification, be aware of the relevant characteristics of hearing aids in some depth. 

The sound pressure level presented to the hearing aid user should clearly be the same, 
whether the signal is received by the microphone or the telecoil. However, the microphone 
signal varies in strength with the distance from the original source of sound, whereas the HLS 
signal strength is constant at a given point. It seems reasonable to adjust the field-to-air 
sensitivity of the hearing aid so that no great adjustment of the gain control of the aid (which 
normally affects the gain from both sources equally) is required when switching the aid from 
microphone (M) operation, where the gain control is usually set for normal conversation, to 
telecoil (T) operation. IEC 60118-4 implies that this is achieved if a field strength of 0,1 A/m 
produces the same output from the hearing aid as a sound pressure level of 70 dB (20 µPa).  

The hearing aid user should also be presented with sound of the same spectral distribution 
(frequency response) whether the signal is received by the microphone or by the telecoil. The 
characteristics of the hearing aid amplifier and earphone are common to both modes of 
operation and can therefore be eliminated from consideration, except for the loading effect of 
the amplifier on the telecoil frequency response. It remains, therefore, to consider the 
frequency response characteristics of the microphone and telecoil. The frequency response of 
the hearing aid from microphone to earphone is known as the "air-to-air response". The 
characteristics of hearing aid microphones vary considerably, mainly for design reasons: all 
that can be said is that there is usually a falling response below 1 kHz, and one or more 
peaks in the 3 kHz range, before a steep fall at higher frequencies. 

If the telecoil in the hearing aid had negligible losses and operated into a high-impedance 
load, it would produce an output voltage proportional to frequency, i.e. rising at 6 dB/octave. 
However, the field-to-air response can be made similar to the air-to-air response for most 
hearing aids if the magnetic field strength is within ±3 dB of the value at 1 kHz over the 
frequency range 100 Hz to 5 kHz, in accordance with IEC 60118-4. 

In practice, it is usual to adjust the current in the loop, and hence the field strength, to be  
–3 dB at approximately 100 Hz and 5 kHz (reference 1 kHz), the latter, in some cases, being 
dictated by design constraints and/or electromagnetic compatibility (EMC) considerations. 
Further equalization of the overall frequency response might be desirable, for example to 
compensate for the low frequency response of the HLS microphone(s) (which can be rising or 
falling, depending on the distance of the sound source from the microphone) and/or for peaks 
in the high frequency response. 
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10.3.6 Impedance of the loop 

The impedance of the loop can be accurately represented by a resistance and an inductance 
in series, the values being given by Formulas (2) and (3) respectively. Formula (2) includes a 
temperature-dependent term, because external sources of heat, such as central heating 
pipes, or the current flowing in the loop conductor, might raise its temperature, and therefore 
its resistance, significantly. 

The current ratings of wires suitable for loop conductors should be determined from relevant 
IEC or national standards. See also Clause C.2. The value of current used to determine the 
required current rating should be the largest current that can flow continuously, taking fault 
conditions into account. If no special provisions are made, this is the current required to 
accommodate programme peaks, i.e. at least 12 dB above the long-term average value, 
because under fault conditions, for example an open-circuit microphone line, this current 
could flow continuously. However, this criterion demands the use of a much larger conductor 
than that required to carry the long-term average current, and this can result in a value of loop 
resistance which, for some design procedures, is undesirably low. It might be preferable to 
provide automatic current limiting, so that currents higher than the long-term average can flow 
only for periods in the order of tens of seconds. In this way, programme peaks are 
accommodated but serious overheating of the loop conductor is prevented. 

The inductance is closely determined by the dimensions of the loop; very little change can be 
made by altering the conductor diameter. In fact, Formula (3) can be simplified (see 
Clause C.3) for nearly all practical cases of single turn loops to: 

 L = 3,2 (A + B) (5) 

where L is expressed in microhenrys. 

The current necessary to provide the required magnetic field strength and the impedance of 
the loop at the upper band-limit frequency (normally 5 kHz) determine the output capability 
required of the amplifier. It should be noted that the "rated output power" of the amplifier is 
not a very useful characteristic in this context. It is necessary for the amplifier, without 
producing an unacceptable amount of distortion, to be able to perform the following: 

a) supply the required current;  

b) produce enough voltage to drive 21  times that current through the impedance of the 
loop at an upper limit frequency which is lower than 5 kHz because the spectral levels of 
speech and music signals decline above about 1,6 kHz. 

The analysis so far makes no assumptions about the value of the impedance of the loop at 
the upper limit frequency, relative to the value at lower frequencies. The value of the amplifier 
current is fixed by the size of the loop. The value of the voltage depends on the impedance, 
which in turn depends on the inductance and resistance. However, for practical purposes, the 
inductance is also fixed by the size of the loop; only the resistance is under the control of the 
designer, who can choose the diameter (and perhaps the material) of the loop conductor. 
Normally, it is kept low, so as to keep the required voltage as low as possible. 

The impedance/frequency characteristics of loops with the same inductance but different 
values of resistance are shown in Figure 10, where the resistance values are normalized to 
the inductive reactance at the upper band limit frequency. It can be seen that decreasing the 
resistance from a normalized value of 1 to 0 reduces the value of the amplifier voltage by a 
factor of only 2 . 

NOTE A resistance or impedance is normalized to the inductive reactance at a given frequency by dividing the 
value of resistance or impedance by the value of the reactance at that frequency. 
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NOTE The impedance axis is graduated in decibels to simplify the use of the curves for determining current and 
voltage levels. 

Figure 10 – Variation with frequency of the logarithm of the impedance of loops of 
constant inductance L, with the loop resistance R as parameter 

10.3.7 Selection of the method of driving the loop 

Although two techniques are known, termed "current drive" and "voltage drive", the common 
requirement is that the current in the loop conductor is independent of frequency within limits 
of ±3 dB, at least over the frequency range of 100 Hz to 5 kHz. 

Unless a high level of technical knowledge and skill is available, a current-drive amplifier 
should be selected, specially made for HLS use, including signal-presence monitoring, 
automatic gain control and/or compression and/or limiting, and the manufacturer's instructions 
should be followed concerning the selection of a suitable conductor for the loop and other 
matters of design. A copy of the manufacturer's instructions should be examined before the 
commitment to purchase is made, since their quality and intelligibility varies considerably. 

10.3.8 Current-driven loop 

The use of an amplifier with a high output source impedance, i.e. a "current-drive amplifier", 
simplifies the selection of a suitable loop conductor. The amplifier "power" requirement is 
minimized by using a loop conductor sufficiently thick to make the resistance negligible 
compared with the inductive reactance at the upper band-limit frequency. In principle, the 
demands on the amplifier are further reduced if the conductor is made larger still, but the 
practical effect is usually negligible. 

Under these conditions, it is necessary to determine only that the amplifier can supply the 
current (in amperes) calculated from Formula (1), i.e. I = πABH0/2D, and that it can supply 
enough voltage to drive 21  times that current through the impedance of the loop at the 
upper band limit frequency. 
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The value of V (in V) is given by: 

V = √2πfcLI  

if the loop resistance is negligible. 

The high output impedance of the current-drive amplifier is obtained by applying negative 
feedback proportional to the output current. In some cases, this is achieved in such a way that 
neither of the output terminals is connected to the common return (earth). In such a case, it is 
essential that the loop conductor is not allowed to come into electrical contact with earthed 
metalwork. Manufacturers using this technique should consider the effects which would occur 
in the amplifier if the mains supply was inadvertently connected to the loop conductor. 

Since the high output impedance of the current-drive amplifier, or the defined output 
impedance of the intermediate-drive amplifier, is obtained by the use of a feedback technique, 
it can be shown that a minimum load resistance might be necessary in order to prevent the 
amplifier oscillating. It is possible to build this minimum value into the amplifier, so that the 
output terminals can even be short-circuited without risk of oscillation. This is not always 
done, however, and the manufacturer's specification should be consulted to determine 
whether a minimum value of load resistance is stated. 

Since the impedance of even large single-turn loops is quite low (a loop of 100 m perimeter 
has an inductive reactance of 6,3 Ω at 5 kHz), the output source impedance of the amplifier 
does not need to be more than a few tens of ohms in order to achieve an adequate 
approximation to current drive. The provision of an unnecessarily high impedance can 
compromise stability. 

It can be shown that the operation of an amplifier with a reactive load involves increased heat 
dissipation in the output devices. This effect is usually negligible if only speech (and music) 
signals, having a high peak-to-mean ratio, are involved and there is no clipping of the signals, 
but results in a heat dissipation of up to 2,5 times that occurring with a resistive load, if high 
level sinusoidal or other continuous tone signals are present. 

10.3.9 Voltage-driven loop 

A loop can be driven by a constant voltage if its resistance (including any added resistive 
component) is not less than the inductive reactance of the loop at 5 kHz. The amplifier 
requires no equalization (increase in frequency response at high frequencies). 

For such a loop, using Formulas (2) and (5), and taking the copper conductor temperature as 
20 °C (but see Clause C.2 for the effects of temperature rise), the following formula for R (in 
ohms) can be derived: 

 2
7–1042,1

d
BAR

π
+

×=   (6)  

For a current, and therefore a magnetic field strength, at a level of -3 dB at frequency fc with 
respect to its low frequency value: 

2πfcL = R 

and if fc = 5 kHz, using Formulas (5) and (6), the cross-sectional area of the loop conductor is 
calculated as: 

πd2/4 = 0,281 mm2 
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and 

d = 0,60 mm 

for a loop of any dimensions (see Clause C.2). In terms of 0, a voltage-driven loop has to 
have a normalized resistance of 1. 

NOTE It is usual to take 1 kHz as the reference frequency for HLS measurements and specifications. However, an 
unequalized HLS behaves as a first-order low-pass filter, and if the upper (–3 dB) band limit is 5 kHz, the response 
at 1 kHz is –0,17 dB relative to the value at a very low frequency. This discrepancy, or any similar discrepancy in 
the response of an equalized system, is usually negligible, but can cause confusion if the designer does not bear it 
in mind. If the upper band limit frequency is lower than 5 kHz, it can be necessary to take the resulting larger 
discrepancy into account. 

The value of d calculated above is the diameter of conductor that produces a band limit 
frequency of 5 kHz; a thicker conductor produces a smaller bandwidth, and a thinner 
conductor allows a greater bandwidth. It should be noted that this result is independent of the 
size of the loop. 

For a very small HLS, such as for a single living room or small committee room, a single turn 
loop might have an inconveniently low impedance unless a very thin and fragile conductor is 
used. It is possible to include a fixed resistance in series with the loop. Alternatively, a multi-
turn loop can be used. The formulas for the characteristics of multi-turn loops are given in 0. 
Because, relative to a single turn loop, the inductance of an n-turn loop is increased 
approximately n2 times, while the resistance is increased only n times, very thin (high 
resistance) conductors are necessary for multi-turn voltage-driven unequalized loops in order 
to keep the normalized resistance equal to 1 (see the Note to 0). 

In the case of a very small multi-turn loop, such as a neck loop or a ticket office system (see 
Clause 9 and Annex B), the use of a series resistor, of adequate power dissipation, might be 
the optimum technique.  

10.3.10 Voltage-driven loop with high-level equalization 

If the loop dimensions are too large, or the chosen conductor is of too low resistance, for the 
loop to be voltage-driven without equalization, it is possible to provide this by connecting a 
network, consisting of a capacitor and a resistor in parallel, in series with the loop  
(see Figure 11). Careful design is necessary in order to achieve correct results. The 
technique could be of use if it is necessary or convenient to use an amplifier designed for 
"voltage line" (e.g. 100 V or 70 V) service, perhaps because other amplifiers of the same type 
are used for sound reinforcement in the same building, and in this case, a loop impedance 
higher than the optimum for other techniques is required. This is one of the cases where it 
can be advantageous to use a loop of more than one turn. 

Another reason for considering this technique is that the equalization can be applied without 
making modifications to the amplifier or providing more than a minimum of supplementary 
equipment; the components can be incorporated in a terminal box where the amplifier output 
lead meets the loop conductor. Amplifiers for 25 V or 50 V line operation can be connected to 
loops of the appropriate impedance directly: those for 70 V or 100 V line operation can need a 
transformer unless the loop perimeter or the number of turns is large. 

For a loop of n turns, the design formulas are converted as follows. The value of the current 
(in amperes) is given by: 

 
D2

0
n

ABHI π
=  (7) 

The value of the resistance (in ohms) is given by: 
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The value of the inductance (in microhenrys) is given by: 

 L = 3,2n2 (A + B) (9) 

Compared with a single turn, the value of the current needed is reduced n times, but the 
inductive reactance at the upper band limit is increased n2 times, so the value of the amplifier 
voltage output needed is increased, by a factor that depends on the normalized resistance  of 
the n-turn loop. For example, if the single turn has a normalized resistance of 1, an n-turn 
loop of the same conductor has a normalized resistance of 1/n, and the normalized 

impedance at the upper band limit is ( )211 n+ , and is predominantly inductive. It can be 
seen that very little is to be gained, in terms of minimizing amplifier "power" (i.e. voltage 
requirement times the current requirement), by using more than three turns which give a 
normalized impedance of 1,054. The actual impedance continues to increase as n2. 

NOTE 1 Alternatively, since the n-turn loop requires only 1/n times the current for the single turn, the conductor 
cross-sectional area could be reduced in proportion. This results in an n-turn loop with a normalized resistance of 
1, which could be voltage driven without equalization, but the conductor has to be very thin (e.g. a maximum area 
of 0,098 mm2 for a three-turn loop). It is difficult to install such thin conductors without damage, and to protect 
them adequately so that they are not broken by movement of the building structure due to temperature and 
humidity changes. However, they can be used in neck loops. 

NOTE 2 Because the equalizer network effectively presents the amplifier with a mainly resistive load, the use of 
this technique does not involve any extra heat dissipation in the amplifier, as is required in other cases. 

If equalization is employed, it should be exploited to give the maximum practical advantage, in 
reducing the amplifier "power" requirement. It can be shown that the maximum possible 
reduction is by a factor of 2, which implies zero loop resistance. 

It is shown in C.4.5 that, for a given shape of frequency characteristic and value of upper 
band limit frequency, there is a unique solution for the values of the components R1, R2 and C 
shown in Figure 10, in terms of the inductance L (in henrys), which itself is practically fixed by 
the loop dimensions. The design formulas, for a practicable case, giving a nearly flat 
frequency response, are as follows. 

The value of R1 (in ohms) is given by: 
2,652
2 c

1
LfR π

=  

The value of R2 (in ohms) is given by: 
3,751
2 c

2
LfR π

=  

The value of C (in farads) is given by: 
Lf

C 2
c

24
121,4

π
=  

Thus, the normalized resistance of the loop is 1/3,751, i.e. 0,267, and the normalized 
impedance is 1,035, which is very close to the theoretical minimum. While R1 and C are 
discrete components, R2 is the resistance of the loop, and the conductor size should be 
chosen to achieve this value of resistance (while being of adequate current rating); a small 
discrete padding resistor can be necessary. It should be noted that the discrete resistors can 
dissipate considerable power, particularly under fault conditions giving a constant high loop 
current. If R2 is too large, a padding inductor can be used, or a higher value of fc accepted, so 
that the above formula for R2 is satisfied. 

The fact that a constant voltage applied to the input of the equalizer (see Figure 11) produces 
a nearly constant current in the loop at any frequency, falling by 3 dB at the upper band limit 
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frequency, implies that the impedance at the equalizer input has the inverse characteristic. 
Since the impedance at low frequencies is (R1 + R2), a simple check of the correct design of 
the equalizer is to measure the equalizer input current at a range of frequencies, while 
applying a constant voltage V across the input terminals. The current should be substantially 
constant, at a value equal to V/(R1 + R2) at low frequencies, falling to 22  = 0,71 times the 
low frequency value at the upper band limit frequency fc. 

 

Figure 11 – Circuit diagram of a "high-level" equalizer (for insertion  
between the amplifier and the loop) 

10.3.11 Voltage-driven loop with low-level equalization 

It is theoretically possible to compensate for the frequency response produced by a loop of 
inadequate bandwidth by the inclusion of a passive equalizing network before the final 
amplifier. However, the use of this technique is not generally advisable because the final 
amplifier is then subject to the same increased heat dissipation requirements as for a current-
drive amplifier, and it is not likely to have been designed with these in mind. Also, the 
equalizing network has to be designed specifically for the inductance and resistance of the 
loop being driven, and considerable technical skill is needed. It should be noted that the 
action of a treble-boost tone-control is most unlikely to produce correct equalization. 

10.3.12 Use of transformers 

The design methods given in this document allow the connection of the loop to the amplifier, 
either directly or via a high-level equalizer, without the need for a transformer. This is 
because the use of transformers can pose difficult design problems, and the necessary 
transformer(s) are often not available as stock items and have to be made specially. 

There are two cases where the use of a transformer can be the best practice. In the first case, 
the amplifier has to be sited several metres from the loop, and losses in the connecting cable 
would be excessive if it had to carry a large current. The design method described in 10.3.8 
can then be used, resulting in a high-impedance loop carrying a low current. An alternative is 
to use the design method described in 10.3.10, making the loop resistance 4 Ω or 8 Ω, in 
conjunction with a "voltage line" amplifier, and to place the matching transformer, which can 
then be a standard type, close to the loop. The power required by the loop should be 
calculated as shown in 10.3.8 and an allowance of up to 2 dB made for the transformer 
losses. 

The second case occurs where a very large loop is necessary, and the required current is 
larger than can be provided by any available amplifier. One technique which can be applicable 
is the use of multiple loops (see 10.3.17), but it is also possible to combine the output 
currents of several amplifiers by means of a transformer specially designed for this purpose. 
The advice of the manufacturer of the transformer should be followed in this case. 
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10.3.13 Effects of building construction 

Metallic (or other electrically conducting) material used in the construction of the building, or 
in subsidiary structures such as the framework for tiered seating, can affect the performance 
of an HLS in two ways. The effect which is usually of lesser importance is the distortion of the 
magnetic field distribution caused by magnetic materials. Structural steelwork usually has an 
appreciable local distorting effect on the field distribution, and produces a less evident 
general reduction in field strength. If the steelwork forms closed magnetic circuits in a vertical 
plane, it can be better to position the loop inside these circuits rather than outside them  
(see Figure 12).  

 

Figure 12 – Preferred loop layout in a steel-framed building 

Extended steel frameworks, such as those used for false ceilings or tiered seating, produce 
gross distortion of the field distribution. To combat this as far as possible, the loop should be 
positioned as far below or above the framework as possible, the listeners being between the 
framework and the loop. The presence of steelwork can significantly increase the inductance 
of the loop, hence increasing the voltage requirement for the amplifier. 

The effects of eddy currents in metal, even steel, structures are usually more significant than 
the magnetic effects. The general effect is a reduction in magnetic field strength, without the 
creation of areas of increased strength. This is increasingly a problem in new buildings, due 
to the use of expanded or perforated metal mesh in wall construction and to the use of 
aluminium foil-laminated insulation boards. Some improvement can be obtained by positioning 
the loop as far as practicable away from the structure concerned. In severe cases, it might be 
necessary to modify metal structures in order to break the main eddy current paths (see 
Figure 13). Eddy current loss tends to cause the overall frequency response of the HLS and 
hearing aid to be subject to a fall at 3 dB/octave with increasing frequency, superimposed on 
the other characteristics. Small metal objects and vertical metal panels, such as signboards, 
normally have very little effect on the magnetic field. 

IEC 

The loop should run inside the frames and be routed as far from them as 
possible. Note the shaped corners. 
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Figure 13 – Methods of breaking eddy current paths in metal structures 

No theoretical design procedure has been found that takes account of the effects of 
metalwork on the magnetic field, but some heuristic procedures have proved useful. It is 
necessary to consider the results of measuring the current requirement and impedance 
characteristic of a trial loop, and the field distribution and frequency response achieved. 
Measures should then be taken in design and installation to overcome any problems 
disclosed. 

10.3.14 Electromagnetic compatibility (EMC) 

It should be noted that individual items of equipment used in the HLS are within the scope of 
the European Community (EC) requirements for EMC. It is also necessary to pay attention to 
the characteristics of the installation as a whole. Since this effectively consists, in part, of a 
large loop antenna connected to an amplifier, there is significant potential for both the 
emission and the reception of interfering signals. 

It is very difficult to prevent radio signals of low radio frequency picked up by the loop, from 
reaching the amplifier, which should thus itself have adequate immunity from interference of 
this type. VHF signals can be filtered by means of ferrite beads and low-inductance capacitors 
(see Figure 14), but document suppressor inductors and, particularly, mains filter assemblies, 
have far too much inductance for connection in series with an HLS loop. 

 

The box should be as close as possible to the amplifier output terminals. The voltage rating of the 1 nF capacitors 
should exceed the peak voltage expected from the amplifier output. 

Figure 14 – Filter for attenuating VHF signals picked up by the loop 
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Interference due to external magnetic fields (usually from mains-powered electromagnetic 
equipment, such as transformers, motors and inductors in fluorescent lamp control gear) is 
often extremely difficult to reduce. Spatially separated line (or phase) and neutral mains 
conductors can also cause severe interference. This interference would be present even if 
there was no HLS installed. In some cases, shielding the source with high-permeability sheet 
can be effective and economically feasible. It should be noted that shielding materials which 
are much less costly than high permeability nickel-iron alloys are now available. If shielding is 
not usable, and the signal-to-noise ratio is unsatisfactory, even with a field strength of 
400 mA/m, use of a modified or different system of communication, such as infra-red, should 
be considered, but it should be realized that these systems are not only more difficult to 
administer but are also less socially acceptable. 

NOTE Some hearing aids can be susceptible to radio frequency interference. 

Except for household systems, both the HLS itself and any sound reinforcement or 
reproduction system used in the same building should use balanced screened wiring for all 
low-level circuits. In some cases, it can be necessary to use high quality, correctly connected, 
screened star-quad cables. Electronic equipment should not be positioned inside the area of 
the loop, unless this is unavoidable. 

In order to minimize the production of magnetic fields at frequencies above 5 kHz, due to 
harmonic distortion of the loop current, measures should be taken to prevent clipping of large-
amplitude signals, not only at the output of the power amplifier, but elsewhere in the system. 
This can be achieved by means of automatic gain control (AGC) and "soft clipping" circuits 
(which usually work by applying non-linear negative feedback or voltage-controlled 
attenuation to excessive signal peaks), or by other techniques, such as dynamic bandwidth 
control. It should also be ensured that the high-frequency content of any tone signals is 
sufficiently low, and that the sending-end bandwidth of the system is no larger than 
necessary. 

The magnetic field produced by the loop can affect other equipment and systems (such as 
telephones and video systems) by the direct induction of audio-frequency currents into 
conducting loops formed by the wiring of the target equipment or system. Such interference 
cannot normally be eliminated by modifying the HLS (except where re-routing of cables 
proves effective), but can be eliminated by suitably modifying the target equipment or system 
so as to break the loop(s). It is essential that electrical safety is not compromised in this 
event. Methods of breaking loops are shown in Figure 15. 

 

NOTE The video transformer can be replaced by a balanced-input video distribution amplifier. 

Figure 15 – Methods of "breaking" loops into which interference voltages 
could be induced by an HLS 
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10.3.15 Tone signals 

Tone signals can be needed to show, in the absence of any other signal, that the HLS is 
working. They also can be needed as time signals, alarm signals, for communication with 
staff, or for testing purposes. It is essential that any tone signals used in the system do not 
include unnecessary high frequency signal components. All signals, particularly those 
digitally-generated, should be low-pass filtered so that the residual voltage above 5 kHz is at 
least 40 dB below the signal voltage. Appropriate levels for tone signals, referred to  
0 dB = 0,4 A/m  or other designed reference value, at the loop reference point(s), are as 
follows: 

a) test tones: –12 dB; 
b) administrative tones (time signals and staff messages): –18 dB; 
c) emergency tones: 0 dB; 
d) confidence tones: –18 dB. 

The duty cycle (i.e. the ratio of "on" time to "off" time) should not exceed 1 to 4, in order to 
reduce heating effects in the amplifier due to operation with an inductive load. 

10.3.16 Equalization, other than for compensating loop impedance characteristics 

In a sound reinforcement system, equalization is provided to compensate for the frequency 
characteristics of microphones, loudspeakers and their interaction with the auditorium. In an 
HLS, only the loudspeakers are absent; the auditorium still affects the characteristics of the 
sound reaching the microphones. It is likely, therefore, that equalization to compensate for the 
microphone and auditorium characteristics can provide a useful improvement in sound clarity 
and intelligibility (see 10.5 and Annex I for further information). The final adjustment of the 
equalization should involve a panel of hearing aid users. 

10.3.17 Multiple loops 

Many configurations of multiple loops have been reported in technical and scientific literature 
concerned with HLS. Some of these do not function as described by their authors, use 
techniques which are not optimum, are costly to install and/or have undisclosed 
disadvantages. Any complex loop layout should be constructed as a simple scale model, on 
which field strength and distribution measurements can be made. 

Multiple loops should be used for the following four purposes: 

a) to reduce the listening height required for a given degree of uniformity of the magnetic 
field; 

b) to cover an area requiring, for a single loop, a larger loop current than one amplifier can 
provide; 

c) to minimize the magnetic field strength in regions outside the coverage area; 
d) to improve coverage, when a single loop cannot provide even coverage due to the effects 

of steel in the building construction. 

The layout shown in Figure 16 a), with currents in the adjacent conductors in the same 
direction, produces a field distribution similar to that for each loop separately, which achieves 
the object of item a). However, since the field distribution for each loop resembles that of a 
single loop, the field above or below the adjacent conductors is directed horizontally, so that a 
normal hearing aid produces no output in this zone. It is sometimes suggested that this is 
acceptable if the null region is located in a centre aisle, but this can cause hearing aid users 
not to hear emergency announcements. 

NOTE 1 If the null region is very localized, as is often the case, this system can be used without difficulty. 

The layout shown in Figure 16 b), with currents in adjacent conductors in opposite directions, 
produces a field distribution nearly identical to that of one large loop. This can be seen from 
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the fact that the fields due to the opposing currents cancel, leaving only the fields due to the 
perimeter conductors. In this case, there are no nulls in the vertical component of the field 
within the loop, but the listening height has to be that calculated for the large loop. It is 
possible to combine the techniques of Figure 16 a) and Figure 16 b) if four sub-loops are 
used. 

   

a) Layout for reducing the actual 
listening height required for a 

given degree of uniformity of field 
strength 

b) Layout for covering an area 
larger than can be served with 

one amplifier 

c) Layout for reducing the field 
strength outside the coverage 

area 

Loops should never be connected in parallel, because the currents in the loops would be nearly impossible to 
predict.  

Where conductors are shown close together, twin twisted or flat cable should be used. This does not necessarily 
apply to adjacent conductors of loops 1 and 2 in Figure 16 c). 

In Figure 16 a), the adjacent conductors carry currents in the same direction so that their magnetic fields add 
together. The adjacent conductors in Figure 16 b) carry opposing currents. If these currents are of equal magnitude 
and phase, the fields generated by the conductors cancel. 

The relative current directions in loops 1 and 2 in Figure 16 c) are unimportant, because the currents are 90° out of 
phase or have a time delay between them. 

Figure 16 – Multiple loop layouts 

While the number of possible loop configurations is clearly infinite, it is considered that in no 
case similar to the above should the adjacent conductors be separated, as this is liable to 
introduce unacceptable non-uniformity of the field distribution; twin flat or twisted cable should 
be used. 

The reduction of the field strength outside the coverage area has been the subject of much 
study; some proposed solutions require complex loop layouts. A reasonably practicable 
method is to use groups of loops fed with currents having a 90° phase difference  
[see Figure 16 c)]. Two amplifiers and a wide-band audio 90° phase-shift network are needed. 
The principle is explained, with practical results by Olofsson 0. Design information on suitable 
wide-band 90° phase-shift networks is given by Williams 0. It should be noted that according 
to Olofsson 0, the word "uncorrelated" is mostly used to mean "in quadrature" or "with a 90° 
phase difference", and that some of the examples of less than satisfactory designs are 
particularly bad examples.  

An illustration of what can be achieved with this technique is given in Figure 17. It should be 
noted that the horizontal component of the magnetic field is not reduced as much as is the 
vertical field. This can cause disturbing effects as listeners (including hearing aid users 
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outside the coverage area) change attitude. Within the loop working area, the horizontal field 
is uniform enough to be usable, if required. An alternative technique mentioned by Olofsson 0 
is to use an electronic delay instead of a 90° wide-band phase-shift network. A delay of 10 ms 
is reported as satisfactory, in spite of producing a comb-filtered frequency response 
characteristic, with a null at every multiple of 100 Hz. The audible effect of this comb filtering 
is very small on speech signals. 

NOTE 2 The phase difference between the fields due to adjacent loops (90° if a wide-band phase-shift network is 
used, or proportional to frequency if a time-delay is used) produces a rotating magnetic field in the vertical plane 
(see 0). If the vertical and horizontal components of the magnetic field are of approximately equal strength, the 
directional response of the telecoil (see Figure 5) is partially nullified, and communication can take place 
irrespective of the body attitude of the hearing aid user, but can vary according to the direction the user is facing. 
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a) Perpendicular to the plane of the system  

 
b) Parallel to the plane of the system 

Figure 17 – Variation across an axis of the system, at a height ratio of 0,32, of the 
component of the field strength, for a loop system similar to that shown in Figure 16 c), 

compared with the corresponding variations for a conventional single loop 

10.3.18 Protection of loop conductors 

Insulated and sheathed cable or cable conforming to recognized international documents 
might in many cases need no further protection, if sited out of reach. In other cases, and 
particularly if unsheathed equipment wire is used, protection by means of rigid plastics tubing, 
or equivalent, should be provided. It has been shown that non-magnetic metal sheathing or 
tubing (for example in the form of mineral insulated copper sheathed (MICS) cable), as can be 
needed in extreme environments or to minimize the risk of spread of fire, has very little effect 
on the magnetic field, provided that the sheathing does not form a complete circuit around the 
perimeter of the loop. The cable should be of the plastics sheathed type, earthed at one point 
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only, and suitably identified so that it is not used as an earth continuity conductor when mains 
supply wiring is subsequently modified. 

10.3.19 Automatic gain control (AGC), compression, limiting, noise gating and voice 
control 

10.3.19.1 Explanation of techniques 

It is necessary to distinguish carefully between these rather similar techniques, because 
incorrect application can have serious consequences. 

AGC is a technique which automatically controls the gain of an amplifier so that the output 
voltage remains practically constant even though the input voltage varies (above a certain 
threshold value). To be effective, the system should have a fast attack time, of the order of 
100 ms, with a peak detector. The release time should be much longer, of the order of several 
seconds. 

Compression is a technique which changes the gain of an amplifier (above a certain threshold 
input voltage) from a constant value to a value proportional to a fractional power (e.g. the 
square root) of the input voltage. The attack time can be short enough to follow the signal 
waveform approximately (e.g. 50 µs), while the release time is normally much longer, up to a 
few seconds. 

Limiting is a fast-acting technique, in which the peaks of the output voltage are removed. This 
can result in much distortion, and the production of radiated interference, but there are 
techniques which produce only reasonably acceptable amounts of distortion (e.g. "soft 
clipping") and which are not likely to cause interference. 

Noise gating is a technique which considerably reduces the amplifier gain (perhaps slowly) 
when the input signal falls below a threshold level for several seconds. 

Voice control is a technique which holds the amplifier gain at a low value until a signal 
exceeding a threshold level is received, when the gain is rapidly increased to a pre-set value. 
The technique is also often described as "automatic microphone mixing" or "automatic 
microphone control". 

10.3.19.2 AGC 

AGC is useful in microphone amplifiers to compensate for quiet or distant talkers, while 
compression or limiting can be used to reduce the peak-to-mean ratio of programme signals 
so as to reduce amplifier demands. This should not be carried too far; a peak-to-mean ratio of 
about 9 dB should be preserved, in order to prevent speech sounding too strident. 

10.3.19.3 Noise gating 

Noise gating is useful if acoustic noise is relayed by the HLS at a level which is annoying in 
the absence of wanted signals. Voice control is useful in that it enables some systems to 
operate satisfactorily without the need for an operator to switch microphones on and off. 

10.3.20 Signal-to-noise ratio 

An HLS that produces the correct magnetic field strength and the correct frequency response 
can still be unsatisfactory if the signal-to-noise ratio is inadequate. Noise in the absence of 
signal can be annoying if too loud, and noise in the presence of wanted signals reduces 
intelligibility. It is known that, to reflect accurately the results of subjective tests with persons 
of normal hearing, these two effects should be measured with different meters and frequency 
weightings. Noise alone should be measured with a true RMS meter and A-weighting, while 
the disturbing effect of noise in the presence of a wanted signal should be measured by 
means of a quasi-peak meter and psophometric weighting. In the absence of reports of 
subjective tests with hearing-impaired persons, the above methods should be used. For most 
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types of noise, the psophometric method gives less favourable values, by a margin of 6 dB to 
14 dB or even more, depending on the spectrum of the noise signal. 

Noise in an HLS comes from the following three sources: 

a) electrical noise, generated in microphone amplifiers, etc.; 
b) acoustic noise, picked up by the HLS microphone(s); 
c) magnetic noise (interference), mostly from mains-powered electromagnetic equipment, 

such as transformers, motors and inductors in fluorescent lighting control gear. 

Electrical noise should not be a problem with well-designed equipment, but care should be 
taken not to operate amplifiers at unnecessarily low signal levels, as this can significantly 
reduce the signal-to-noise ratio. Careful adjustment of gain distribution in the system might be 
necessary to prevent overload (clipping), while maintaining a high signal-to-electrical noise 
ratio. 

Acoustic noise should be reduced to a practicable minimum, bearing in mind that the noise 
should be assessed by measuring and listening to the signal picked up by the microphones, 
as this can be more affected by air-conditioning noise, for example, than by the sound in the 
body of the auditorium. An HLS cannot provide the degree of discrimination against unwanted 
sound that normal binaural hearing does. If necessary, noise gating can be used in the 
amplifier to reduce noise in the absence of wanted signals. 

Magnetic noise normally occurs as a mains power frequency (normally 50 Hz or 60 Hz) signal 
with strong harmonic components, especially at odd multiples of the fundamental frequency. 
Such a signal can produce very different results when measured with a true RMS meter and 
A-weighting, compared with those obtained with a quasi-peak meter and psophometric 
weighting. The shape of the overall frequency response of the HLS and hearing aid tends to 
emphasize the harmonics, and the psophometric measurement gives more realistic results 
under these conditions. Noise gating cannot reduce magnetic noise, which would be picked 
up directly by the hearing aid even if the HLS were not present. 

Research by Zurek and Delhorne 0 has suggested that in the absence of reverberation, 
normal, mildly and moderately sensorineurally-impaired subjects behave similarly with respect 
to consonant reception (which mostly determines intelligibility) when presented with signals of 
equal audibility (i.e. at the same level with respect to the individual's (shifted) threshold). In 
the context of HLS, the audibility should be secured by the action of the hearing aid in 
presenting an appropriate sound pressure level to the ear. The signal-to-noise ratio which is 
then acceptable is, according to 0, similar for mildly and moderately sensorineurally-impaired 
subjects as for normal subjects, and for the latter a signal-to-noise ratio (psophometric) of at 
least 26 dB, referred to the signal level measured with a peak programme meter (PPM), is 
generally considered acceptable. This ratio normally corresponds to a signal-to-A-weighted 
noise ratio (the signal level being measured on a PPM) of between 30 dB and 40 dB, 
depending on the noise spectrum. 

Harris and Swenson 0 indicate that the combined effects of reverberation and noise are 
complex, and can depend on the individual talker and listener, independent of conventional 
measures of the listener's hearing status. In general, moderate to severe hearing loss results 
in great sensitivity to reverberation in the presence of noise, and in cases of severe loss, 
reverberation by itself is very destructive of intelligibility. It is therefore essential to minimize 
the reverberation content of the signal applied to the loop. 

10.3.21 HLS for purposes other than assisted hearing 

HLS are increasingly being used for communication with persons of normal hearing, for 
example for private signalling to staff and for commentaries at exhibitions. For speech-only 
communication, there is no reason to extend the frequency response of the system above 
5 kHz (compare, for example, the public telephone system bandwidth of 3,4 kHz, and that of 
AM radio of less than 4,5 kHz). In some cases, however, realistic music reproduction is 
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required, which demands equalization in the receiver. An extended overall bandwidth can 
then be obtained without extending the bandwidth at the sending end (i.e. still allowing the 
magnetic field strength to fall by 3 dB at 5 kHz), by relaxing the equalization above 5 kHz. 
This reduces the signal-to-magnetic noise ratio at very high frequencies, which is rarely a 
problem, whereas extending the bandwidth at the sending end can cause increased EMC 
problems. 

10.3.22 Time-differences between related information streams 

If the same speech signal is presented to a recipient in two different forms together, such as 
acoustically and via an HLS, there may be time differences between the signals, which can be 
destructive of intelligibility. A similar issue can arise between the speech signal and the image 
of the talker in a visual display (lip-sync').  

These issues are addressed in Annex K (informative). 

10.4 System components 

10.4.1 Final amplifiers 

NOTE 1 The term "final amplifier" is used in preference to "power amplifier" because the function of the amplifier 
is not primarily to deliver power to the load. 

NOTE 2 The term "integrated amplifier" is used to mean a combination of a final amplifier and a preamplifier or 
mixer in the same enclosure. 

Distortion should not be a problem with modern amplifiers of good design, provided clipping 
does not occur. In the working range, the total harmonic distortion should not exceed 1 % 
under any conditions, or 5 % if AGC or "soft clipping" is used. 

NOTE 3 See also Annex E. 

In connection with the need to provide sufficient voltage and current to the loop, it is important 
that built-in protection circuits in the amplifier do not malfunction, so reducing the maximum 
voltage and/or current available to meet the requirements of highly reactive loads associated 
with loops of low normalized resistance. A method of determining this is given in IEC 60268-3 
(see also Baxandall 0). 

To reduce the risk of hum problems due to earth loops, the connection of the safety earth 
conductor to the metalwork of a safety class I amplifier should not be shared with any other 
connection, least of all a high-current return connection for the power supply. Any switching, 
or removable links, intended to separate "technical" and "safety" earths, should not 
compromise safety. 

Except for household systems, inputs for microphones should preferably be balanced, and 
should preferably employ magnetically-screened transformers, although properly designed 
electronically balanced circuits are also satisfactory. Signal indicators should be provided for 
input signals, and for the output current. Preferably, the output current indicator should show 
whether the current is within the necessary range, either by means of a meter or bar-graph 
display with scale marks set on commissioning, or by means of, for example, three illuminated 
indicators with different, pre-set sensitivities. An indicator light should also be provided to 
show that mains power is "on". Provision should be made for monitoring the signal current in 
the loop using headphones and/or a loudspeaker. 

10.4.2 Preamplifiers and mixers 

Inputs for microphones should preferably be balanced, and should preferably employ 
magnetically-screened transformers, although properly designed electronically balanced input 
circuits are also satisfactory. Phantom power should be provided for capacitor microphones 
that require it. The use of user-variable tone controls on individual channels should be 
minimized; equalizer controls should be set and locked on commissioning. Where a graphic or 
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parametric equalizer is provided, either built-in or as a separate unit, the controls should also 
be set and locked. The same applies to controls for gain (except where an operator controls 
the system), AGC and limiting. Signal level indication should be provided to give assurance of 
correct operation of AGC. Signal level metering should have PPM characteristics; it is usually 
not necessary to use true RMS metering. 

If any but the simplest system is required to work for more than approximately 24 h with no 
operator present, voice control and or noise gating, together with AGC are recommended. 

Connectors for low-level circuits should preferably be of the noble metal plated type. 

10.4.3 Signal sources 

10.4.3.1 General 

The prime technical objectives of an HLS are the improvement in the signal to noise ratio and 
direct-to-reverberant ratio, in order to improve the intelligibility for the hearing aid user. As 
such, the choice of the audio source and the choice and positioning of microphones are of 
paramount importance. 

10.4.3.2 Connection to television sets 

Some television sets have the circuits in electrical contact with the mains supply. Unless the 
receiver has external connections for loudspeakers or line-level audio output, it is essential 
that no attempt is made to connect an HLS to it electrically without first consulting the 
manufacturer, as the safety certification of the receiver would be violated and a fatal accident 
could result. HLS kits which use a microphone, or other non-contact means of obtaining the 
audio signal can be used, in accordance with the manufacturer's instructions, without safety 
hazard. 

10.4.3.3 Interconnection with sound reinforcement systems 

Where the room configuration is constant, it can be satisfactory to derive the signal for the 
HLS from a sound reinforcement system. If so, it should be derived from a low-level output on 
the mixer or amplifier of the sound reinforcement system. If the loop amplifier is remote from 
the sound reinforcement amplifier, it can be necessary to include a balanced line driver near 
the sound reinforcement amplifier and use a balanced interconnecting cable. Level 
adjustment should be independent of that of the sound system, and the HLS signal should not 
be subject to the sound system equalization for the room characteristic. It should be made 
difficult to switch off inadvertently, or to fade down the feed to the HLS. Makeshift methods, 
such as placing a microphone in front of a loudspeaker, should not be used in a permanent 
installation. 

10.4.3.4 Interconnection with voice alarm systems 

Where the HLS is used as a supplementary alarm device to reproduce messages or signals 
from a voice alarm system, provision should be made to silence or override all other input 
signal inputs for the duration of the voice alarm message. Some HLS amplifiers have this 
feature built-in while others require additional equipment for this purpose. A voice alarm 
system should provide both an audio signal connection and a control connection (usually a 
switched DC voltage) to the HLS.  

The HLS should also provide an indication to the voice alarm system that the amplifier is 
working correctly and that current is flowing in the loop. This is usually provided by volts-free 
contacts that open when a fault is detected. 

10.4.3.5 Use and siting of microphones 

For the best possible intelligibility, the microphone should be as close to the talker’s mouth as 
possible, for example by use of a headset microphone which can be a wireless microphone. 
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Where the talker position is predictable, the microphone should be securely fixed and 
maintained in position. 

Especially where the room configuration changes, it can be necessary to provide one or more 
microphones, and a mixer or mixing amplifier, for the HLS alone. Such microphones should be 
chosen and sited with a view to obtaining as much direct sound from the original sources as 
possible, and a uniform loudness balance if there are several sources. Directional 
microphones normally give better results than omnidirectional types; highly directional 
microphones require considerable skill and experience in order to achieve consistent 
loudness, unless the signal levels are continuously monitored and adjusted.  

Microphones should be located so as to have a clear "view" of the source they are intended to 
cover, and should be located away from air conditioning grilles, fans, strong air currents or 
other potential sources of acoustic noise pick-up, for example fluorescent or theatre lighting, 
and video projectors. 

In order to avoid introducing audibly delayed signals, the difference in path lengths between 
any source and the two nearest microphones should not exceed 5 m for music or 8 m for 
speech. Adjacent microphones should not in general be closer together than three times the 
distance between the microphone and the source of sound. 

Microphones, except wireless microphones, requiring internal batteries should not be used, 
because of the inconvenience of replacing them and the impairment of reliability of the system 
consequent on failure to replace them before their end of life. Microphones vary greatly in 
their susceptibility to picking up the magnetic field of the loop. Particularly for dynamic 
microphones having a non-metallic case, a test for magnetic pick-up should be carried out 
unless the manufacturer provides adequate assurance of immunity. 

If there is no fixed position for a talker in the space, it is advisable to consider wireless 
microphones or multiple microphones and suitable audio processing such as manual 
switching, noise gates or automatic mixers to minimize noise. Where questions or comments 
from an audience are to be relayed via the HLS, specially positioned stand microphones or 
hand-held microphones managed by staff should be used. It is usually necessary to provide a 
separate pre-amplification channel for each of these microphones, and for an operator to 
control the channel gains when the microphones are in use. 

If separate microphones are required for the HLS, suitable microphone sites and appropriate 
types of microphone should be chosen, as far as possible, during the initial assessment, in 
liaison with the occupier of the building, architect, etc. Alternative sites can require evaluation 
with the trial loop and an induction-loop monitor receiver. 

It is essential that the signal delivered to hearing aid users is as free from reverberation and 
noise (as well as other forms of degradation) as possible. This is because the single-channel 
nature of the HLS prevents the listener using the mechanisms of the ear-brain system to 
distinguish wanted sounds from unwanted. Microphones should, therefore, be positioned as 
close to the original source(s) of sound as possible, and the output signal of each microphone 
should be checked by listening for absence of reverberation and noise (short of being 
completely anechoic) at an early stage, so that any unsatisfactory performance can be 
corrected. The use of appropriate equalization on an individual microphone channel can 
considerably help to reduce unwanted room effects and low frequency acoustic noise 
transmission. 

10.4.3.6 Microphone accessories 

HLS microphones should be mounted to minimise vibration, impact or similar disturbance 
(either accidental or deliberate), because hearing aid users can be significantly disturbed by 
floor noise and noise generated by kicks and handling. Microphones are very susceptible to 
accidental damage and vandalism, so they should be secured against unauthorized access, 
especially when the HLS is left unattended. 
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