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Publication numbering

As from 1 January 1997 all IEC publications are issued with a designation in the
60000 series. For example, IEC 34-1 is now referred to as IEC 60034-1.

Consolidated editions

The IEC is now publishing consolidated versions of its publications. For example,
edition numbers 1.0, 1.1 and 1.2 refer, respectively, to the base publication, the
base publication incorporating amendment 1 and the base publication incorporating
amendments 1 and 2.

Further information on IEC publications

The technical content of IEC publications is kept under constant review by\the IEC
thus ensuring that the content reflects current technology. Informatiegn relating\to
this publication, including its validity, is available in the IE
publications (see below) in addition to new editions, amendments
Information on the subjects under consideration and work in prqgre
by the technical committee which has prepared this publicat:
of publications issued, is also available from the following;

e |IEC Web Site (www.iec.ch)

e Catalogue of IEC publications

The on-line catalogue on the IEC web S|t bles you to
jcal committees

recently issued
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INTERNATIONAL ELECTROTECHNICAL COMMISSION
LONG-TERM RADIATION AGEING IN POLYMERS -
Part 3: Procedures for in-service monitoring

of low-voltage cable materials

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardi
all national electrotechnical committees (IEC National Committees). The obj
international co-operation on all questions concerning standardization in the electfi
this end and in addition to other activities, IEC publishes International Standards\Technicak Spetifications,
Technical Reports, Publicly Available Specifications (PAS) and Guides (R a

Publication(s)”). Their preparation is entrusted to technical committees; a E i njtte®/interested
in the subject dealt with may participate in this preparatory work ) Y
governmental organizations liaising with the IEC also participate in fh : coNaborates closely
with the International Organization for Standardization (ISO) in gccordange Wi itions determined by
agreement between the two organizations.

tlon comprlsmg

2) The formal decisions or agreements of IEC on technical mattg as early as possible, an lnternatlonal
consensus of opinion on the relevant subjects since eac
interested IEC National Committees.

the latter.

5) IEC provides no marki
equipment declared to

6) All users should@
7) No liability shall ch

The main task O C technical committees is to prepare International Standards. In
exceptional circumstances, a technical committee may propose the publication of a technical
specification when

» the required support cannot be obtained for the publication of an International Standard,
despite repeated efforts, or

+ the subject is still under technical development or where, for any other reason, there is the
future but no immediate possibility of an agreement on an International Standard.

Technical specifications are subject to review within three years of publication to decide
whether they can be transformed into International Standards.

IEC 61244-3, which is a technical specification, was prepared by subcommittee 15E: Methods
of test, of IEC technical committee 15: Insulating materials, which has now been merged with
IEC technical committee 98: Electrical insulation systems into IEC technical committee 112:
Evaluation and qualification of electrical insulating materials and systems (provisional title).
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This second edition cancels and replaces the first edition, published in 1998, and constitutes
a technical revision. The main technical changes with regard to the previous edition are as
follows:

a) as there have been technical advances in established test methods and newer methods
have become available, several additions have been made to the techniques available in
Clause 5;

b) some of the techniques listed in the previous edition were found to be either unsuitable for
use as cable monitoring methods in plants, or less sensitive to radiation ageing than other
methods; these techniques have now been removed;

c) a list of abbreviations and their meanings has been added.

The text of this technical specification is based on the following documents:

Enquiry draft Report on voting /\
15E/252/DTS 15E/258/RVC \

Full information on the voting for the approval of this tec
the report on voting indicated in the above table.

Part 1
Part 2:
Part 3:

The committee has de his publication will remain unchanged until

the maintenance sesultdateingicated \ont C web site under "http://webstore.iec.ch" in the
data related to te ic publication. At this date, the publication will be

A bilingual versian of this publication may be issued at a later date.
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INTRODUCTION

Polymers are widely used as electric insulating materials (e.g. in cables for control,
instrumentation and power) in environments in which they are exposed to radiation. In such
applications, these materials may well be required to survive the full working life of the plant,
which may be more than 40 years, and possibly accident conditions up to and at the end of
their working life. Although considerable data are available on the behaviour of polymeric
insulating materials under irradiation, there is still some uncertainty on the effects of long-
term, low-dose rate irradiation such as would be experienced by cables. There is, therefore, a
requirement for techniques for monitoring the state of degradation of cable materials in situ
throughout the lifetime of the plant. Suitable cable monitoring techniques would also be
important to surveillance programmes in support of plant life extension 3 icence renewal.
Although this technical specification is primarily aimed at cable congdition monitoring in
radiation environments, it can also be applied to other polymeric cofaponénts any of the
techniques are equally applicable to thermal-only ageing of polymerj

W
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LONG-TERM RADIATION AGEING IN POLYMERS -

Part 3: Procedures for in-service monitoring
of low-voltage cable materials

1 Scope

the development stage and require more in-plant evaluation
recommended as standard techniques. The advantages and disad

BR

CM

CSPE

CP

DLO

DSC

EPR

EVA

IR

oIT Oxidation induction time
OITP Oxidation induction temperature
NIR Near infra-red reflectance
NMR Nuclear magnetic resonance
PE Polyethylene

PVC Polyvinyl chloride

PEEK Polyetheretherketone

SBR Styrene butadiene rubber
TGA Thermo-gravimetric analysis
XLPE Cross-linked polyethylene
XLPO Cross-linked polyolefin
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4 Requirements of a monitoring technique

There is a range of requirements which the ideal cable monitoring technique would need to
satisfy. In practice, no one technique can currently satisfy all of the requirements and a range
of techniques is likely to be needed. In each case, baseline data (i.e. data on unaged material
of the same formulation and manufacturer) are needed to make full use of the techniques.

The ideal monitoring technique would have the following attributes:

— non-intrusive, causing minimal cable disturbance;
— capable of use during normal operation;

— not require disconnection of equipment;

— related to an identifiable degradation criterion;

— applicable to a wide range of cable materials and configuration;

— applicable at accessible locations;
— capable of measuring degradation at hot-spots;

— reproducible and capable of compensating for envirg
humidity);

— less expensive to implement than periodic cable

ons (temperature,

— readily available reference data.

5 Techniques available

5.1 General

methods consist<:>
— indenter;

The monitoring~nethods which have been evaluated can be grouped together under generic
types, as follows:

a) Local tests without sampling

— indenter;
— sonic velocity;
— near infrared reflectance;

— torque testing;
b) Local tests with micro-sampling

— modulus profiling;

— NMR relaxation;

— infrared spectroscopy;

— oxidation induction time (OIT) and temperature (OITP);
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