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INTERNATIONAL ELECTROTECHNICAL COMMISSION 

____________ 

 
METALLIC COMMUNICATION CABLE TEST METHODS –  

 
Part 4-1: Electromagnetic compatibility (EMC) –  

Introduction to electromagnetic screening measurements 
 

FOREWORD 
1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising 

all national electrotechnical committees (IEC National Committees). The object of IEC is to promote 
international co-operation on all questions concerning standardization in the electrical and electronic fields. To 
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications, 
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC 
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested 
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely 
with the International Organization for Standardization (ISO) in accordance with conditions determined by 
agreement between the two organizations. 

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international 
consensus of opinion on the relevant subjects since each technical committee has representation from all 
interested IEC National Committees.  

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National 
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC 
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any 
misinterpretation by any end user. 

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications 
transparently to the maximum extent possible in their national and regional publications. Any divergence 
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in 
the latter. 

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity 
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any 
services carried out by independent certification bodies. 

6) All users should ensure that they have the latest edition of this publication. 

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and 
members of its technical committees and IEC National Committees for any personal injury, property damage or 
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and 
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC 
Publications.  

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is 
indispensable for the correct application of this publication. 

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of 
patent rights. IEC shall not be held responsible for identifying any or all such patent rights. 

The main task of IEC technical committees is to prepare International Standards. In 
exceptional circumstances, a technical committee may propose the publication of a technical 
specification when 

• the required support cannot be obtained for the publication of an International Standard, 
despite repeated efforts, or 

• the subject is still under technical development or where, for any other reason, there is the 
future but no immediate possibility of an agreement on an International Standard. 

Technical specifications are subject to review within three years of publication to decide 
whether they can be transformed into International Standards. 

IEC/TS 62153-4-1, which is a technical specification, has been prepared by IEC technical 
committee 46: Cables, wires, waveguides, R.F. connectors, R.F. and microwave passive 
components and accessories. 
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This first edition of technical specification IEC/TS 62153-4-1 cancels and replaces the second 
edition of the technical report IEC/TR 62153-4-1 published in 2010. This edition constitutes a 
technical revision. This edition includes the following significant technical changes with 
respect to IEC/TR 62153-4-1: 

a) comparison of the frequency response of different triaxial test set-ups to measure the 
transfer impedance of cable screens; 

b) background of the shielded screening attenuation test method (IEC 62153-4-4); 
c) background of the shielded screening attenuation test method for measuring the screening 

effectiveness of feed-throughs and electromagnetic gaskets (IEC 62153-4-10); 
d) background of the shielded screening attenuation test method for measuring the screening 

effectiveness of RF connectors and assemblies (IEC 62153-4-7). 

The text of this technical specification is based on the following documents: 

Enquiry draft Report on voting 

46/465/DTS 46/492/RVC 

 
Full information on the voting for the approval of this technical specification can be found in 
the report on voting indicated in the above table. 

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2. 

A list of all parts of the IEC 62153 series, under the general title: Metallic communication 
cable test methods, can be found on the IEC website. 

The committee has decided that the contents of this publication will remain unchanged until 
the stability date indicated on the IEC web site under "http://webstore.iec.ch" in the data 
related to the specific publication. At this date, the publication will be 

• transformed into an International standard, 

• reconfirmed, 

• withdrawn, 

• replaced by a revised edition, or 

• amended. 

 

A bilingual version of this publication may be issued at a later date. 

 

IMPORTANT – The 'colour inside' logo on the cover page of this publication indicates 
that it contains colours which are considered to be useful for the correct 
understanding of its contents. Users should therefore print this document using a 
colour printer. 
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METALLIC COMMUNICATION CABLE TEST METHODS –  
 

Part 4-1: Electromagnetic compatibility (EMC) –  
Introduction to electromagnetic (EMC) screening measurements 

 
 
 

1 Scope 

This part of IEC 62153 deals with screening measurements. Screening (or shielding) is one 
basic way of achieving electromagnetic compatibility (EMC). However, a confusingly large 
number of methods and concepts is available to test for the screening quality of cables and 
related components, and for defining their quality. This technical specification gives a brief 
introduction to basic concepts and terms trying to reveal the common features of apparently 
different test methods. It is intended to assist in correct interpretation of test data, and in the 
better understanding of screening (or shielding) and related specifications and standards. 

2 Normative references 

The following documents, in whole or in part, are normatively referenced in this document and 
are indispensable for its application. For dated references, only the edition cited applies. For 
undated references, the latest edition of the referenced document (including any 
amendments) applies. 

IEC 60096-1:1986, Radio-frequency cables – Part 1: General requirements and measuring 
methods1 

IEC 60096-4-1, Radio-frequency cables – Part 4: Specification for superscreened cables – 
Section 1: General requirements and test methods1 

IEC 60169-1-3, Radio-frequency connectors - Part 1: General requirements and measuring 
methods - Section Three: Electrical tests and measuring procedures: Screening effectiveness 

IEC 61196-1:2005, Coaxial communication cables - Part 1: Generic specification - General, 
definitions and requirements 

IEC 61726, Cable assemblies, cables, connectors and passive microwave components - 
Screening attenuation measurement by the reverberation chamber method 

IEC 62153-4-2, Metallic communication cable test methods - Part 4-2: Electromagnetic 
compatibility (EMC) - Screening and coupling attenuation - Injection clamp method 

IEC 62153-4-3, Metallic communication cable test methods - Part 4-3: Electromagnetic 
compatibility (EMC) - Surface transfer impedance - Triaxial method 

IEC 62153-4-4, Metallic communication cable test methods - Part 4-4: Electromagnetic 
compatibility (EMC) - Shielded screening attenuation, test method for measuring of the 
screening  attenuation as up to and above 3 GHz 

IEC 62153-4-5, Metallic communication cables test methods - Part 4-5: Electromagnetic 
compatibility (EMC) - Coupling or screening attenuation - Absorbing clamp method 

___________ 
1 This publication has been withdrawn. 
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IEC 62153-4-6, Metallic communication cable test methods - Part 4-6: Electromagnetic 
compatibility (EMC) - Surface transfer impedance - Line injection method 

IEC 62153-4-7, Metallic communication cable test methods - Part 4-7: Electromagnetic 
compatibility (EMC) - Test method for measuring the transfer impedance and the screening - 
or the coupling attenuation - Tube in tube method 

IEC 62153-4-10, Metallic communication cable test methods - Part 4-10: Electromagnetic 
compatibility (EMC) - Shielded screening attenuation test method for measuring the screening 
effectiveness of feed-throughs and electromagnetic gaskets double coaxial method 

IEC/TR 62152:2009, Transmission properties of cascaded two-ports or quadripols – 
Background of terms and definitions 

EN 50289-1-6: 2002, Communication cables – Specifications for test methods Part 1-6: 
Electrical test methods – Electromagnetic performance 

CISPR 25, Vehicles, boats and internal combustion engines – Radio disturbance 
characteristics – Limits and methods of measurement for the protection of on-board receivers 

3 Symbols interpretation 

This clause gives the interpretation of the symbols used throughout this specification. 

α1, α2 attenuation constants of primary and secondary circuit 
as screening attenuation 
asn normalized screening attenuation with phase velocity difference not greater than 

10 % and 150 Ω characteristic impedance of the injection line 

(Zs=150 Ω and |∆v/v1 |=10 % or εr1/εr2n=1,21) 

co velocity of light in free space 

co = 3 × 108 m/s  

CT through capacitance of the braided cable 
CUT cable or component under test 
E e.m.f. 
f frequency 

f far end 
fc cut-off frequency 
fcf far end cut-off frequency 
fcn near end cut-off frequency 

Φ1 the total flux of the magnetic field induced by the disturbing current I1 
Φ′12 the direct leaking magnetic flux 

Φ″12  complete magnetic flux in the braid 
I1, U1 current and voltage in the primary circuit (feeding system) 
IF current coupled by the feed through capacitance to the secondary system (measuring 

system) 

εr1 relative permittivity of the injection line (feeding system) 

εr2  relative permittivity of the cable (measuring system) 
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L cable length, coupling length 
L1 (external) inductance of the outer circuit 
L2 (external) inductance of the inner circuit 

M ′ 12 mutual inductance related to direct leakage of the magnetic flux Φ′12  

M ″ 12  mutual inductance related to the magnetic flux Φ ″ 12 (or ½ Φ ″ 12) in the braid 

 and  

MT effective mutual inductance per unit length for braided screens 
MT = M’12 – M’’12 

 where M’
12 relates to the direct leakage of the magnetic flux and M’ ’

12 relates to the 

magnetic flux in the braid [24] 

n near end 
P1 sending power 
P2f far end measured power 
P2n near end measured power 
Pr radiated power in the environment of the cable, which is comparable to P2n+P2f of 

the absorbing clamp method of 12.4 of IEC 61196-1:1995 

Ps radiated power in the normalised environment of the cable under test 

(Zs=150 Ω and |∆v/v1 |=10 % or εr1/εr2n=1,21) 

R load resistance of secondary circuit (input resistance of receiver) 
RT screen resistance per unit length 
T coupling transfer function 
Tf far end transfer function 
Tn near end transfer function 

U ′ 2  the disturbing voltage induced by Φ ′ 12  

U ″ rh  the disturbing voltage induced by ½ Φ ″ 12
 of the right hand lay contribution 

U ″ lh  the disturbing voltage induced by ½ Φ ″ 12
 of the left hand lay contribution 

U ″ 2  is equal to U ″ rh and U ″ lh  (= the disturbing voltage induced by ½ Φ″ 12) 
v phase velocity 
v1 phase velocity of the "primary" system (feeding system) 
v2 phase velocity of the "secondary" system (measuring system) 
vr1 relative phase velocity of the "primary" system (feeding system) 
vr2 relative phase velocity of the "secondary" system (measuring system) 
Z1 characteristic impedance of the "primary" system (feeding system or line (1)) 
Z2 characteristic impedance of the cable under test (CUT) (measuring system or line 

(2))  
Z1f terminating impedance of the line (1) in the far end 
Z2n terminating impedance of the line (2) in the near end 
Z2f terminating impedance of the line (2) in the far end (in a matched set-up  

Z1f = Z1 and Z2n = Z2f = Z2) 

  

M I
' '
12 12

1
= Φ

jω
′′ = ⋅

′′M
I12

12

1

1
2

Φ
jω

Z Z Z12 1 2=
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Za surface impedance of the braided cable 
ZF capacitive coupling impedance per unit length 
Zf capacitive coupling impedance 
ZT surface transfer impedance per unit length 
ZTh  transfer impedance of a tubular homogeneous screen per unit length 
Zt surface transfer impedance 
ZTEn effective transfer impedance (= | ZF + ZT |) per unit length in the near end 
ZTEf effective transfer impedance (= | ZF – ZT |) per unit length in the far end 

ZTEn,f effective transfer impedance (= | ZF ± ZT |) per unit length in the near end or in the 
far end 

ZTE effective transfer impedance (= max | ZTEn, ZTEf |) per unit length 

Zte effective transfer impedance (= max | Zf ± Zt |) 
Zten normalized effective transfer impedance of a cable  

(Z1 = 150 Ω and | v1 – v2 | / v2 ≤ 10 % velocity difference in relation to velocity of CUT 

4 Electromagnetic phenomena 

It is assumed that if an electromagnetic field is incident on a screened cable, there is only 
weak coupling between the external field and that inside, and that the cable diameter is very 
small compared with both the cable length and the wavelength of the incident field. The 
superposition of the external incident field and the field scattered by the cable yields the total 
electromagnetic field ( )tt ,HE



 in Figure 1. The total field at the screen's surface may be 
considered as the source of the coupling: electric field penetrates through apertures by 
electric or capacitive coupling; also magnetic fields penetrate through apertures by inductive 
or magnetic coupling. In addition, the induced current in the screen results in conductive or 
resistive coupling. 

 

X 

( )ii,HE


 

( )ss,HE


 

tE


 

n


 
tH


 

J  
σ  

IEC   3105/13 
 

Key 
( )i,i HE



 incident electromagnetic 

field 
( )s,s HE



 scattered electromagnetic 

field 
( )t,t HE



 total electromagnetic field 

x positive axial cable direction 
σ   induced surface charge 

density- (C/m2) 
n   unit vector normal to the 

surface 
εo, εr  permittivity, free space and 

relative 

Figure 1 – Total electromagnetic field ( )tt ,HE

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( ) ( ) ( )ssiitt ,,, HEHEHE


+=  (1) 

tHnJ




⋅=  (2) 

rot εεσ En




⋅=  (3) 

where the symbols are described in the key of Figure 1. 

As the field at the surface of the screen is directly related to density of surface current and 
surface charge, the coupling may be assigned either to the total field ( )tt ,HE



 or to the surface 
current- and charge- densities (J and σ). Consequently, the coupling into the cable may be 
simulated by reproducing, through any suitable means, the surface currents and charges on 
the screen. Because the cable diameter is assumed to be small, the higher modes may be 
neglected and it is possible to use an additional coaxial conductor as the injection structure, 
as shown in Figure 2.  

 L 

D 1 

Z 1f 
Z 2f U 2f 

U 1n 

I 1 Z 2n U 2n 

Z 2 Z 1 

Z 1n 

E 1 
+ 

(1) 

(2) 

U 1f 

ε1  

ε2  

IEC   3106/13 
 

Key (for Figures 2,3,4,5) 

(1), (2) outer circuit (1), tube, respectively inner circuit (2), cable 

Z1,2 characteristic impedance of the outer circuit (1), tube, respectively inner circuit (2), cable 

ε1,2 dielectric permittivity of the outer circuit (1), tube, respectively inner circuit (2), cable 

β1,2 phase constant of the outer circuit (1), tube, respectively inner circuit (2), cable 

λ1,2 wave length of the outer circuit (1), tube, respectively inner circuit (2), cable 

L coupling length 

D1  diameter of injection cylinder-tube 

V voltmeter 

A ammeter 

Z1n, Z1f load resistance at the near end, respectively far end of the outer circuit (1), tube 

Z2n, Z2f load resistance at the near end, respectively far end of the inner circuit (2), cable 

E1 EMF of the generator 

I1, I2 current in the outer circuit (1), tube, respectively inner circuit (2), cable 

U1n, U1f voltage at the near end, respectively far end of the outer circuit (1), tube 

U2n, U2f voltage at the near end, respectively far end of the inner circuit (2), cable 

Figure 2 – Defining and measuring screening parameters – A triaxial set-up 
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Figure 2 shows the concept of a triaxial set-up. The outer circuit (1) is formed by an injection 
cylinder-tube and the screen under test, with an characteristic impedance Z1. The inner circuit 
(2) is formed by the screen under test, and centre conductor, with an characteristic 
impedance Z2. The screening at the ends of circuit (2) is not shown. Observe the conditions 
Z1f, Z2n, Z2f and λ in Figure 3 and Figure 4. Also note that diameter of the injection cylinder 
tube (D1) shall be much smaller than the coupling length (L). 

5 The intrinsic screening parameters of short cables 

5.1 General 

The intrinsic parameters refer to an infinitesimal length of cable, like the inductance or 
capacitance per unit length of transmission lines. Assuming electrically short cables, with 
L << λ which will always apply at low frequencies, the intrinsic screening parameters are 
defined and can be measured as indicated in the subclauses 5.2 and 5.3. 

5.2 Surface transfer impedance, ZT 

As shown in Figure 3, where Z1f and Z2f are zero, the surface transfer impedance (ZT in Ω/m) 
is given: 

LI
UZ

⋅
=

1

2n
T  (4) 

where 
ZT is the transfer impedance, U2n is the voltage at the near end of the 

inner circuit (2), 
L is the coupling length I1 is the current in the outer circuit (1). 

The dependence of ZT on frequency is not simple and is often shown by plotting log ZT 
against log frequency. Note that the phase of ZT may have any value, depending on braid 
construction and frequency range. 

NOTE In circuit (2) of Figure 3, the voltmeter and short circuit may also be interchanged. 

5.3 Capacitive coupling admittance, YC 

As shown in Figure 4, where Z1f and Z2f are open circuit, the capacitive coupling admittance 
(YC in S/m) is given by: 

LU
ICY

⋅
=⋅=

n
TC j

1

2ω  (5) 

where 
YC is the coupling admittance CT  is the through capacitance; 

ω is the radian frequency; j is the imaginary operator 

L is the coupling length I2 is the current in the inner circuit (2). 

The through capacitance CT is a real capacitance and has usually a constant value up to 
1 GHz and higher (with aperture a << λ). 

While ZT is independent of the characteristics of the coaxial circuits (1) and (2), CT is 
dependent on those characteristics. There are two ways of overcoming this dependence: 

a) The normalized through elastance KT (with units of m/F) derived from CT is independent 
of the size of the outer coaxial circuit (2), but it depends on its permittivity: 
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( )21 CCCK ⋅= /TT  (6) 

( )211 rrT /~ εε +K  (7) 

where C1 and C2 are the capacitance per unit length of the two coaxial circuits. 

b) The capacitive coupling impedance ZF (with units of Ω/m) again derived from CT is also 
independent of the size of the outer coaxial circuit (2) and, for practical values of εr1, is 
only slightly dependent on its permittivity: 

TCF j CZZYZZZ ω2121 ==  (8) 

 ( ) ( )2121 rrrrF /~ εεεε +⋅Z  (9) 

Compared with ZT, ZF is usually negligible, except for open weave braids. It may, however, be 
significant when Z2n and Z2f >> Z2 (audio circuits). 

 

Z T 
  
•  L 

U T 

I 1 

U 1n 

U 2n V 

E 1 
+ 

Injection cylinder-tube  

Shield 

Centre conductor 

circuit (1) 
Z1f = 0 

circuit (2) 

Z 2n  =  ∞ 

Z2f = 0 

L << λ IEC   3107/13  

Key 

See Figure 2. 

Figure 3 – Equivalent circuit for the testing of ZT 

 

E 1 
+ 

U 1n 

Injection cylinder-tube  

Shield with apertures 

Centre conductor 

L  <<  λ 

Z 2n  =  0 C T 
  
•   L 

circuit (1) 

circuit (2) 

I 2 

A 

Y C 
  
•   L   =  j ω C T 

  
•   L 

Z1f = ∞ 

  

Z2f = ∞ 

  

IEC   3108/13  

Key 

See Figure 2. 

Figure 4 – Equivalent circuit for the testing of Yc = j ωCT 
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Z 1 
     

circuit (1) 

Z 2 
     

circuit (2) 

U 1 Z 1 

U 1n U 1  (x) U 1f 

U 2n 2  (x) U 2f 

I 1  (x) 

U 2f U 2n 

+ 
E 1 

Z T 

C T 

x 
L 

Z 2 ,  β 2 

Z 1 ,  β 1 

  L: arbitrary 
IEC   3109/13  

Key 

See Figure 2. 

NOTE ZT and CT are distributed (not correctly shown here). The loads Z1, Z2 at the ends may represent matched 
receivers. 

Figure 5 – Electrical quantities in a set-up that is matched at both ends 

5.4 Injecting with arbitrary cross-sections 

A coaxial outer circuit (2) has been assumed so far in this report, but it is not essential 
because of the invariance of ZT and ZF. Using a wire in place of the outer cylinder, the 
injection circuit (2) becomes two-wire with the return via the screen of the cable under test. 
Obviously the charge and current distribution become non-uniform, but the results are 
equivalent to coaxial injection, especially if two injection lines are used opposite to each 
other, and may be justified for worst-case testing. Note that the IEC line injection test uses a 
wire. 

5.5 Reciprocity and symmetry 

Assuming linear shield materials, the measured ZT and ZF values will not change when 
interchanging the injection circuit (1) and the measuring circuit (2). Each of the two 
conductors of the two-line circuit can be interchanged, but in practice the set-up will have to 
take into account possible ground loops and coupling to the environment. 

5.6 Arbitrary load conditions 

When the circuit ends of Figure 3 and Figure 4 are not ideally a short or open circuit, ZT and 
ZF will act simultaneously. Their superposition is noticeable in the low frequency coupling of 
the matched circuit (1) and circuit (2) (see Figure 5 and Table 1). 

6 Long cables – coupled transmission lines 

The coupling over the whole length of the cable is obtained by summing up (integrating) the 
infinitesimal coupling contributions along the cable while observing the correct phase. The 
analysis utilizes the following assumptions and conventions: 

– matched circuits considered with the voltage waves U1, U2n, U2f, see Figure 5, 

– representation of the coupling, using the normalized wave amplitudes [ ]U Z Watt , 

instead of voltage waves. i.e. the coupling transfer function, in the following denoted by 
"coupling function", will be defined as 

Z2 
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11

22

ZU
ZU

T
/
/n

n =  (10) 
11

22

ZU
ZU

T
/
/f

f =  (11) 

The square of the coupling transfer function, |T|2, is the ratio of the power waves travelling in 
circuits (2) and (1). Due to reciprocity and assuming linear screen (shield) materials, T is 
reciprocal, i.e. invariant with respect to the interchange of injection and measuring circuits (1) 
and (2). The quantity |1/T|2 or in logarithmic quantities 

Tas 1020 log×−=  (12) 

may be considered as the "screening attenuation" of the cable, specific to the set-up. 

Performing the straight forward calculations of coupled transmission line theory, the coupling 
function T, given in Table 1, is obtained. The term { }fLS ⋅  is the "summing function" S, being 
dependent on L and f. (The wavy bracket just indicates that the product fL ⋅  is the argument 
of the function S and not a factor to S). S represents the phase effect, when summing up the 
infinitesimal couplings along the line, and is: 

{ } 





 +

⋅
±

±

=⋅
2

2

2 L
L

L

fLS β
β

β

j–exp
sin

f
n

 (13) 

( ) LL ⋅+=+ 12 βββ  (14) 

( ) LL ⋅±=± 12 βββ  (15) 

( )12 /1/12 ννβ ±⋅π=± fLL  (16) 

( ) cLf /2 1r2r εεβ ±⋅π=±L  (17) 

subscript  ± refers to near/far end respectively; i.e. + indicates the near end and – indicates 
the far end; 

 + refers to both near/far ends. 

Note that weak coupling, i.e. T << 1, has been assumed. This case, including losses, is given 
in [1]2. 

Equation (18) and the representation in Table 1 illustrate the contributions of the different 
parameters to the coupling function T: 

( ) { }21
21 2

1
rr

f
nTF

f
n ,, εεfLSL

ZZ
ZZT ⋅⋅⋅

⋅
⋅±=  (18) 

___________ 
2  Figures in square brackets refer to the bibliography. 
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Table 1 – The coupling transfer function T (coupling function)a 

Set-up parameters b 

( ) 1r1
,, εLZ   

/---------------------
/\-----------------------\ 

( ) { }
2r1r

f
n

21
F

f
n

,,
2

1
T εεfLSL

ZZ
ZZT ⋅⋅⋅

⋅
⋅±=  

 \-----\/--------
/  \-----------------\/-----------------

/ 

 Intrinsic  Cable parameters b 

 screen parameters  ( ) 2r2
,, εLZ  

 \----------------\/-----------------
/  \-----------\/------------

/ 

 "Low-frequency coupling",  "HF-effect", 
 short cables c cut-off  ( )cfL⋅  . 

   \--------------\/---------------
/ 

   Length + frequency effect  

a  T2 is the power coupling from circuit (1) to circuit (2).  

The stacked subscripts
f
n are associated to the stacked operation symbols ± in 

the obvious way: upper subscript → upper operation, lower subscript → lower 
operation. 

b  εr1 and εr2 contained in S as parameters. 
c  for L<< λ: { } 1→⋅fLS . 

Note especially the following points. 

a) There may be a directional effect (Tn ≠ Tf) in the whole frequency range if ZF is not 
negligible. (But ZF is usually negligible except with loose, single braid shields.) 

b) Up to a constant factor, T is the quantity directly measured in a set-up. 

c) For low frequencies, i.e. for short cables (L << λ), the trivial coupling formula is obtained 
that is directly proportional to L: 

( )
2

1

12

L
Z

ZZT ⋅⋅±= TF
f
n  (19) 

where 

2112 ZZZ ⋅=  

d) The summing function { }fLS ⋅  is presented in Figure 6.  

e) { }fLS ⋅  has a sin(x)/x behaviour. A cut-off point may be defined as ( )cfL ⋅ : 

( )
21 rrf

nc
εεπ ±

=⋅
cfL  (20) 

f) The exact envelope of { }fLS ⋅  is 
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{ }
( )
( )2

2

1

1

f
cn

f
nEnv

fL
fL

fLS

⋅
⋅

+

=⋅  
(21) 

g) The first minimum (zero) of { }fLS ⋅  occurs at 

( ) ( )cmin fLfL ⋅π=⋅  (22) 

h) As seen from Equations (13) and (21), below the cut-off points ( )
f

cnfL ⋅  is { }fLS ⋅  ≈ 1 and 

above them it starts to oscillate and its envelope drops asymptotically 20 dB/decade,  

{ }
( )

( )fL

fL

fLS
⋅














⋅

≈⋅ f
cn

f
nEnv  

(23) 

i) S is symmetrical in L and f, i.e. L and f are interchangeable. For a fixed length a cut-off 
frequency fc and vice versa, for a fixed frequency a cut-off length Lc may be defined. 
Substituting c/λo for f, we obtain the cut-off length as 

21 rr

o

f
nc

εε
λ
±π

=L  (24) 

j) The effect of S in the frequency range (L = constant) is illustrated in Figure 8. The 
coupling function is proportional to ZT, only if f < fc. Note also the typical values indicated 
for fc. 

k) The minima and maxima of S are not resonances, they are due to cancelling and additive 
effects of the coupling along the line. 

l) The far end cut-off frequency is significantly influenced by the permittivity of the outer 
system (εr1). Selecting 2r1r εε →  we obtain ( ) ∞→⋅ cffL , i.e. no cut-off at the far end. Due 
to practical aspects (tolerances, homogeneity, etc.), an ideal phase matching ( )2r1r εε ≡  is 
not feasible. 

m) The effects of ZT and ZF on the coupling transfer functions Tn and Tf are shown in 
Figure 8.  

n) The total effect of L on the coupling is not contained in S alone, but in the product 
{ }fLSL ⋅⋅ . The product SL ⋅  is presented in Figure 12 for f = constant. The coupling 

function T which can be measured in a set-up is proportional to L if L < Lc. However, for 
appropriately long cables (L > Lc), the maximum coupling is independent of L and we 
obtain a length independent shielding attenuation above the cut-off point ( )cfL ⋅ . But we 
should remember that ( )cfL ⋅  as well as As are still dependent on the set-up parameters 
( )11r ,Zε . 
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1 

S 
Log scale 

S n S f 

          ( )cffL ⋅  ( )cnfL ⋅  ( ) n min,fL ⋅  ( )cnlog fL⋅10

IEC   3110/13  

Key 

(L⋅f)cn,f cut-off point at near (n) respectively far (f) end 

Sn,f summing function at the (n) respectively far (f) end 

NOTE Sf > Sn above near end cut-off, yielding a directive effect. 

Figure 6 – The summing function S{L·f} for near and far end coupling 

 

( )f10log  

T10log Z  

1f  

decade)perdB20is(slope  

IEC   3111/13   

Key 

log10|ZT| magnitude of the transfer impedance drawn on a logarithmic scale 

log10(f) frequency drawn on a logarithmic scale 

f1 frequency of the intersection of the DC resistance of the screen and the 20dB slope at higher 
frequencies 

Figure 7 – Transfer impedance of a typical single braid screen 

Figure 8 gives the result of adding (on a log scale) the frequency responses from Figure 6 and 
Figure 7. It is assumed the cable has a negligible capacitive coupling impedance ZF (ZF<<ZT). 

1f  
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Env ( T f ) 

Env ( T n ) 

T f 

T n 

12
T

1
2 Z
L

Z ⋅⋅  

cnf  
cff  rf  ( )f10log  

T10log  

IEC   3112/13  

Key 

Tn,f coupling transfer function at the (n) respectively far (f) end 

Env(Tn,f) envelope of the coupling transfer function at the (n) respectively far (f) end 

fcn,f cut-off frequency at the (n) respectively far (f) end 

Example: εr1 = 1 (set-up), εr2 = 2,2 (cable), L = 1 m; results in fcn = 40 MHz;  fcf = 200 MHz 

Figure 8 – The effect of the summing function on the coupling  
transfer function of a typical single braid screen cable 
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In calculations the following parameters are used: 

ZT (d.c.) =15 mΩ/m and ZT (10 MHz) = 20 mΩ/m increasing 20 dB/decade (see Figure 7), cable length 1 m, and 
velocities of the outer and inner line: v1 = 200 Mm/s and v2 = 280 Mm/s corresponding to a velocity difference of 
40 %. 

Figure 9 – Calculated coupling transfer functions 
Tn and Tf for a single braid – ZF = 0 
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Tn is 3,5 dB higher and Tf is 6 dB lower than in reference Figure 9 because 

Tn ∼ZF + ZT  = 1,5 × ZT and 

Tf ∼ZF – ZT  = 0,5 × ZT 

Figure 10 – Calculated coupling transfer functions Tn and Tf for a single braid – 
Im(ZT) is positive and ZF = +0,5 × Im(ZT) at high frequencies 

 

Full document details: IEC TS 62153-4-1 2014

http://www.avadocuments.com/doc/iec-ts-62153-4-1-2014
http://www.avadocuments.com/doc/iec-ts-62153-4-1-2014


TS 62153-4-1 © IEC:2014(E)   

 

– 23 – 

 

1⋅105 1⋅106 1⋅107 1⋅108 1⋅1010 1⋅109 

-80 

-60 

-40 

TndBk 

TfdBk 

TnztdBk 

TfztdBk 

fk 

T [dB] 
Tf 

Tn 

f [Hz] 

IEC   3115/13  
 

Tf is 3,5 dB higher and Tn is 6 dB lower than in reference Figure 9 because 

Tf ∼ZF – ZT = 1,5 × ZT  and 

Tn ∼ZF + ZT = 0,5 × ZT  

Figure 11 – Calculated coupling transfer functions Tn and Tf for a single braid – Im(ZT) 
is negative and ZF = –0,5 × Im(ZT) at high frequencies 

 

In Figure 9, ZF = 0 and ZT is positive. 

In Figure 10 and Figure 11, ZF is significant ( ( ) TF 21 ZZ ×= ).  

In Figure 11, the imaginary part of ZT is negative at high frequencies. 

The following notes apply to Figure 9 to Figure 11. 

NOTE 1 Tn for near-end, Tf for far-end and dB means that Tn,f are calculated in dB (20 × log10 | Tn,f |). 

NOTE 2 Tn dB: near-end when ( ) TF
21 ZZ ×=   and Tnzt dB: near-end when ZF = 0. 

NOTE 3 Tf dB: far-end when ( ) TF
21 ZZ ×=  and Tfzt dB: far-end when ZF = 0. 
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NOTE 1 For L > Lc, the maximum value of T is attained, i.e. the maximum coupling (or the screening attenuation) 
is not dependent on L. 

NOTE 2 Lcf strongly depends on εr1. 

NOTE 3 See also Table 1 and list item n) 

Figure 12 – L·S: the complete length dependent factor in the coupling function T 

7 Transfer impedance of a braided wire outer conductor or screen 

Typical transfer impedances of cables with braided wire screens are shown in Figure 13. The 
constant ZT value at the low-frequency end is equal to the DC resistance of the screen, the 
20 dB per decade rise at the high-frequency end is due to the inductive coupling through the 
screen and the dip at the middle frequencies is caused by eddy currents or skin effect of the 
braid. Some braided cables may behave anomalously having less than a 20 dB per decade 
rise at high frequencies. By using an extrapolation of 20 dB per decade we are in most cases 
on the conservative side. This extrapolation can be used up to several GHz. 
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sb:  single braid  

sbo:  single braid optimized  
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Figure 13 – Transfer impedance of typical cables 

An electrically short piece of braided coaxial cable (2) is considered to be placed in a triaxial 
arrangement as in Figure 2. 

It is assumed that the outer circuit (1) is the disturbing one. As stated, a braided cable has a 
transfer impedance ZT that increases proportionally to frequency at high frequencies, because 
of the leakage of the magnetic field through holes in the braid. 

The total flux of the magnetic field induced by the disturbing current I1 is Φ1. A part of it, Φ′12 
leaks directly through the holes and includes a disturbing voltage U′2 in the inner circuit. 
However, a part Φ″ 12 of Φ1 flows in the braid and complicates the mechanism of the total 
magnetic leakage by the following additional phenomenon. 

The braiding wires alternate between the outer and inner layer. It means that the inner and 
outer braid wires are likewise ingredients of both the inner (2) and outer (1) circuit of Figure 
14. 
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Figure 14 – Magnetic coupling in the braid – 
Complete flux 
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Figure 15 – Magnetic coupling in the braid – 
Left-hand lay contribution 
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Figure 16 – Magnetic coupling in the braid – 
Right-hand lay contribution 

Therefore it is necessary and unavoidable that Φ ″ 12 is partly also in the inner circuit (see 
Figure 14). Both the left hand (lh) (see Figure 15) and right hand (rh) lay (see Figure 16) of 
the braiding wires bring into the inner circuit (2) an equal disturbing voltage U ″ 2 induced by 
Φ ″ 12 / 2. The voltages are in parallel: 

U″ rh = U″ lh = U″ 2 = ½jωΦ″ 12 (25) 

This phenomenon is similar to the "magnetic part" of the coupling through a homogeneous 
screen. 

The two induced disturbing voltages oppose each other. 
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Figure 17 – Complex plane, ZT = Re ZT + j Im ZT, frequency f as parameter 
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Figure 18 – Magnitude (amplitude), | ZT (f) | 
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