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IEEE Standards documents are developed within the IEEE Societies and the Standards Coordinating Com-
mittees of the IEEE Standards Association (IEEE-SA) Standards Board. Members of the committees serve
voluntarily and without compensation. They are not necessarily members of the Institute. The standards
developed within IEEE represent a consensus of the broad expertise on the subject within the Institute as
well as those activities outside of IEEE that have expressed an interest in participating in the development of
the standard.

Use of an IEEE Standard is wholly voluntary. The existence of an IEEE Standard does not imply that there
are no other ways to produce, test, measure, purchase, market, or provide other goods and services related to
the scope of the IEEE Standard. Furthermore, the viewpoint expressed at the time a standard is approved and
issued is subject to change brought about through developments in the state of the art and comments
received from users of the standard. Every IEEE Standard is subjected to review at least every five years for
revision or reaffirmation. When a document is more than five years old and has not been reaffirmed, it is rea-
sonable to conclude that its contents, although still of some value, do not wholly reflect the present state of
the art. Users are cautioned to check to determine that they have the latest edition of any IEEE Standard.

Comments for revision of IEEE Standards are welcome from any interested party, regardless of membership
affiliation with IEEE. Suggestions for changes in documents should be in the form of a proposed change of
text, together with appropriate supporting comments.

Interpretations: Occasionally questions may arise regarding the meaning of portions of standards as they
relate to specific applications. When the need for interpretations is brought to the attention of IEEE, the
Institute will initiate action to prepare appropriate responses. Since IEEE Standards represent a consensus of
all concerned interests, it is important to ensure that any interpretation has also received the concurrence of a
balance of interests. For this reason, IEEE and the members of its societies and Standards Coordinating
Committees are not able to provide an instant response to interpretation requests except in those cases where
the matter has previously received formal consideration.

Comments on standards and requests for interpretations should be addressed to:

Secretary, IEEE-SA Standards Board
445 Hoes Lane

P.O. Box 1331

Piscataway, NJ 08855-1331

USA

Note: Attention is called to the possibility that implementation of this standard may
require use of subject matter covered by patent rights. By publication of this stgndard,
no position is taken with respect to the existence or validity of any patent rights in
connection therewith. The IEEE shall not be responsible for identifying patents for
which a license may be required by an IEEE standard or for conducting inquirig¢s into
the legal validity or scope of those patents that are brought to its attention.

Authorization to photocopy portions of any individual standard for internal or personal use is granted by the
Institute of Electrical and Electronics Engineers, Inc., provided that the appropriate fee is paid to Copyright
Clearance Center. To arrange for payment of licensing fee, please contact Copyright Clearance Center, Cus-
tomer Service, 222 Rosewood Drive, Danvers, MA 01923 USA,; (978) 750-8400. Permission to photocopy
portions of any individual standard for educational classroom use can also be obtained through the Copy-
right Clearance Center.
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Introduction

[This introduction is not a normative part of IEEE Std 1003.23-1998, IEEE Guide for Developing User Organization
Open System Environment (OSE) Profiles, but is included for information only.]

This guide is intended to assist users, planners, and implementers in developing User
Organization Open System Environment (OSE) Profiles that address the information processing
and communications requirements of their organizations. Each organization has a different
approach to the development of its profiles depending on many factors including the size of the
organization. This guide is not intended to represent a complete design process, but rather one
that focuses on standards selection and the development of User Organization OSE Profiles.
This guide shall be supplemented by other complementary design techniques and design
knowledge.

This guide records some general advice on one possible approach to the development and use of
profiles. These profiles may be used for procurement, constructing a baseline for configuration
management of Information Technology (IT) resources.

This guide introduces the reader to some of the terminology used in the international community
to describe the principles, processes, and tools used to go from a set of requirements to a
complete and refined system design.

This guide provides a “road map” to an open system design that achieves

Application software portability

Data portability between heterogeneous platforms
Application interoperability

User portability

Standards compliance

Implementation transparency

Distributed system scalability

Realization of the requirements and expectations of the user
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Guide for Developing User Organization
Open System Environment (OSE) Profiles

Section 1: Overview

1.1 Scope

The purpose of this guide is to describe a process for developing User Organization OSE
Profiles. This guide includes a framework for documenting user requirements; the IT services
that support those requirements; and a means for identifying the standards, specifications, and
interim solutions that will provide the required services. This guide also discusses the need for a
transition plan for large systems and includes issues to consider when implementing User
Organization OSE Profiles, such as conformance testing of OSE profiles.

This guide is concerned with the development of User Organization OSE Profiles and, therefore,
discusses profile development in those terms and those terms only. The suggested profile
development process described in Section 5 is applicable for all types of profile development
including implementation using totally proprietary products and solutions.

This guide defines a User Organization OSE Profile expressed as a physical design (See 5.6), i.e.,
one that is expressed in terms of open system standards and gaps that are not addressed by
current formal standards. Although guidelines are given about how to move from a physical
(standards-based) design to an operational (product-based) design, this guide does not
recommend any products or solutions to gaps. Rather, it guides readers in the decision-making
process for their resolution. Readers are encouraged to adopt these guidelines within the context
of the business and technology strategies of their organizations.

1.2 What is an OSE?

OSE describes the functionality necessary to provide portability and interoperability of computer
applications across networks of heterogeneous hardware and software platforms.

1.3 What is an OSE Profile?

An OSE Profile is a selected suite of standards and standards options that defines behavior at
interfaces in terms of function calls, protocols, data formats, etc. for a particular class or domain
of applications.

User Organization OSE Profiles are specifications that capture the IT needs of an entire
organization (or a part of it) in a formal way. User Organization OSE Profiles can be used for
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any or all of the following activities:

— To inventory existing IT strategy
— To support IT procurement
— To drive the evolution of IT strategy for an organization.

As a minimum, a User Organization OSE Profile identifies user requirements (a problem to be
solved), the information services and IT that support those requirements, and standards or
specifications that meet those requirements. This guide describes how to find specifications and
how to evaluate how well a standard meets the user requirements. Often the users will have to
choose among a set of competing specifications for their profiles. A profile can be used to record
these possible choices and discuss the strengths and weaknesses of each specification.

Also, certain requirements may not yet be met by existing specifications and products. A profile
is an excellent document to capture these “gaps” in user requirements. In addition, User
Organization OSE Profiles may also include more details on the IT strategy for an organization,
including

— The present and future requirements (““AS-IS”” and “TO-BE”) that the profile is
addressing
—DBusiness strategy requirements
—Business process (functional architecture) strategy requirements
—IT strategy requirements
—System management strategy requirements
—End user requirements
— The standards that are deemed to meet those requirements, including
—Formal standards
—Emerging formal standards
—De factostandards
— Systems that satisfy the requirements of the profile
— Migration plans for user requirements and services
— Strategies for migration from one IT approach to another

Given that the needs and strategy of an organization may be constantly changing, the
corresponding profile that documents those needs must also change and evolve.

Organizations have been developing “profiles” for many years without actually knowing it. For
instance, User Organization OSE Profiles may currently be called

— Procurement Specifications
— Strategic Plans

— Recommended Practices
— Technical Architectures

1.3.1 The POSIX OSE Approach
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The POSIX OSE approach is based on the capability of ‘“de-coupling” the Application Platform
(AP) entity from the Applications Software and the External Environment entities as shown in
Figure 1-1.

Figure 1-1 - The OSE Reference Model

Application Software Entity

AP| — R —

Application Platform Entity
EEl e

EXte rn al Information Communication)

People Interchange
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This de-coupling is facilitated by identifying all of the interfaces between the entities and
includes services and supporting formats offered across the interfaces. = An Open System
Environment is achieved by first standardizing the Application Program Interfaces (APIs),
External Environment Interfaces (EEIls), services, and formats. The system environment
becomes “open” through the use of standards that were developed under an “open” process.

A number of definitions of "open" are currently used in the computer industry, for example

* Nonproprietary. This sense is usually intended when saying, 'X is open', where X
can be Ada, POSIX, ANSI C, X Window system, etc. While in theory X can be
nonproprietary without being a standard, formal or informal, in practice being a
standard beyond the control of any one vendor or group of vendors is necessary.

* Interoperable. In this sense, an open system is easily configured to work with other
systems. (A closed system makes no provisions for (or even forbids) connection to
other systems.)

* Extensible. In this sense, an open system can be extended to cover uses and
functions not envisioned by the system developer, without the help or permission of
that developer. (A closed system cannot be extended by users or other vendors
without great effort and/or compromise of function.)

Figure 4-1 shows some of these interfaces and major service areas. This model is flexible
enough to support different architectures such as the often used client-server architecture. The
client-server architecture is accomplished by replicating the model and connecting the two
models via the external communications interface. This approach has been used in the view of
IT Service models in this document. This approach requires the addition of distributed services
to the new list of major service areas for the model.
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Each of the major service areas are then decomposed into IT Services (as shown in the example
IT Service list contained in section 5), which are often specified by a “base standard." The work
does not end there. Often a base standard has options and lacks implementation conventions.
These options need to be chosen. Even though two vendors might be “conformant” to the base
standard, interoperability is not guaranteed unless both choose the same options and
implementation conventions. It is important to remember these subtleties while developing the
User Organization OSE Profile. Prototyping the Physical Design helps to facilitate selection
options and implementation conventions. Conformance and interoperability testing is discussed
in Section 7. This work is hard, but the benefits are many--competition in the market place and a
hedge against obsolescence of hardware and software.

Data elements and their attendant standards are a necessary underpinning of a User Organization
OSE Profile. The proper choice and implementation of the data element definition, data
dictionaries, and business process and entity relationship diagrams insure both the portability of
the profile as well as the portability and interoperability of the data, applications, and IT Services.

This guide addresses several of the user needs requirements and issues necessary for the
development of User Organization OSE Profiles with the exception of user expectations of what

the profile will provide. These expectations, although not documented here, are just as real and
important to the user as their requirements.

1.3.2 User Organization OSE Profile Development Process

The approach used in this guide to develop a User Organization OSE Profile is shown below and
is described in detail in Section 5. The steps are as follows:

(1) Determine the scope of the profile (BAs or domains to be addressed, such as finance).

(2) Gather the user organization functional requirements (business functions to be
performed within each BA, such as customer services ).

(3) Identify BSRs and FQs, e.g., pay employees every week on time.

(4) Identify information service requirements, such as DB management and transaction
processing.

(5) Identify ITs needed to meet the information service requirements (often referred to as

the Logical Design).

(6) Develop a Physical Design and select base standards (often referred to as point
design).

(7) Analyze the Physical Design to make sure that it meets the BSRs and FQs.
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(8) Fine tune the Physical Design.

(9) Fine tune selection of base standards, associated options, and products (often called
an Operational Design).

(10) Determine life-cycle cost of proposed solution.
(11) Prototype the Physical Design of the accepted solution.

Many organizations call for the prototyping of the Physical Design at Step 6 to reduce risk.
Applying the prototyping sub-process early also helps with completing Steps 7, 8, 9, and 10.
Often, the resulting Physical Design is too expensive and requires modifications.

If the Physical Design does prove to be too expensive, revisiting the BSRs may be beneficial.
For instance, one could change the way the employees are paid, (using electronic fund transfer
instead of printing and mailing checks to the employees, or paying the employees every two
weeks instead of every week). This sub-process is often called Business Process Improvement.
Others know it as the “AS-IS” and “TO-BE” process. ~Many apply this sub-process in the
beginning of the requirements definition phase (Step 2). The User Organization OSE Profile is
composed of the results of Steps 8 and 9. Maintaining the results from Steps 1 through 5 in the
same document is helpful. A suggested outline for this document is given in Section 6. Sample
User Organization OSE Profiles can be found in Annex B.

1.4 Life-Cycle Approach

This guide approaches user organization profiles from a “life cycle” viewpoint. The life cycle is
composed of a Requirements Definition phase, a Design phase, an Implementation phase, and a
Maintenance phase. Figure 1-2 shows the interrelationship between the “top-down” business
strategy and the “bottom-up” user/IT professional inputs in the User Organization OSE Profile
development process.

Documents

Document §haring Hub
Authorized licensed use limited to: Tsinghua University. Downloaded on March 05,2026 at 04:22:26 UTC from IEEE Xplore. Restrictions apply.

Full document details: IEEE 1003.23-1998


http://www.avadocuments.com/doc/ieee-1003-23-1998
http://www.avadocuments.com/doc/ieee-1003-23-1998

IEEE Std 1003.23-1998

DEVELOPING USER ORGANIZATION

Figure 1-2 - The Interrelationship between Business Requirements and the Specification of

Technical Solutions
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1.4.1 The Requirements Definition Phase

In the Requirements Definition phase, both functional and technical requirements of the profile
are described. This phase may be triggered by a change in technology or corporate or business

strategy. These requirements may come from many sources:

— The users of the services
— The business plan of the organization

— The current and future IT strategy of the organization

— Study of existing systems in use by the organization

1.4.2 The Design Phase

In this phase, point designs are produced. They result in profiles that identify standards and
interface definitions that meet the requirements. Often the various point designs or alternatives
are evaluated for risk and life cycle costs that may cause some requirements and designs to be

modified.
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1.4.3 The Implementation Phase

Once the preferred alternative is selected, a more detailed profile (including standards
implementation options) is developed. This profile can be used as a procurement specification.
Once the system hardware and software are in hand, testing against the functional and
performance requirements is conducted. If a product or platform has already passed vendor
conformance tests, the testing phase may be somewhat reduced, provided that no significant
architectural mismatch problems are present. Testing is discussed in more detail in 7.1.

1.4.4 The Maintenance Phase

After testing is successfully completed, the system is turned over to maintenance. The profiles
continue to be useful as a configuration management tool. In this phase, the profile moves from
a procurement document to a complete IT strategy document that describes long-term and short-
term IT plans for an organization.

1.5 Profile Reuse

Profiles are intended to be reusable, dynamic documents that make planning and procurement of
IT solutions more efficient for both the users and producers of IT.

An important part of profile efforts (for many organizations) is sharing profile documents
between organizations to identify common areas in terms of their IT approaches. Sharing
portions of profiles gives the profile development broader application. As the number of
organizations that use a profile increases, the respect that the profile gains from computer
technology vendors also increases.

At some point, sharing a profile across an entire industry, such as petrochemical, university, or
auto manufacturing, may be practical.

1.6 How to Use This Profiling Method

The road map described in this guide addresses a business-requirement-driven method for
developing User Organization OSE Profiles. The totality of this approach may not be applicable
in all cases; users should adopt the steps and stages that are pertinent to their particular situation.
However, for communication and reuse, maintaining terminology consistency is important.

1.7 Benefits of User Organization OSE Profiles

The benefits of the approach to developing User Organization OSE Profiles as described in this
guide are as follows
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— It is vendor independent.

— It supports any technology paradigm.

— It acts as a means of communication between business and technology.

— It facilitates integration and interoperability now and in the future.

— It provides an investment framework for maximizing the return on technology
investments.

— It provides a visual and comprehensive set of results.
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Section 2: General

2.1 Normative Reference

The following guide contains provisions that, through references in this text, constitute
provisions of this guide. At the time of publication, the edition indicated was valid. All
standards are subject to revision, and parties to agreements based on these standards are
encouraged to investigate the possibility of applying the most recent editions of the standards.
Members of IEC and ISO maintain registers of currently valid International Standards.

{1} ISO/IEC 14252: 1995, (IEEE Std 1003.0-1995%), Guide to the POSIX Open System
Environment.

2.2 Conformance

In accordance with the precedent of ISO/IEC 14252: 1995, it is not appropriate to claim
conformance to this guide because it contains no mandatory requirements. This guide is not
intended to mandate the employment of any particular profile, architecture, or implementation.
However this guide is intended to be a source of various profile structures and to show examples
of how they might be derived. Thus conformance testing to this guide is not applicable.

2.3 Methods
Test methods are not applicable to a guide.
2.4 Trademarks, Brand Names and Product Names

This guide contains references in the examples to trademarks, brand names and product names.
The use of these references does not imply endorsement or implication of POSIX conformance.
They are for illustration only.

M ISO documents can be obtained from the ISO office, 1, rue de Varembe, Case Postale 56, CH - 1211,
Geneve 20, Switzerland/Suisse (http://www/iso.ch/)

IEEE publications are available from the Institute of Electrical and Electronics Engineers,

445 Hoes Lane, P.O. Box 1331, Piscataway, NJ 08855-1331, USA (http://www.standards.ieee.org/)
For information or references, see 2.1.

()

3)
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Section 3:Terminology
3.1 Conventions

This guide uses no specific editorial and typographical conventions.
3.2 Definitions

3.2.1 Terms

For the purpose of this guide, the following definitions apply. The main source of these
definitions is ISO/IEC 14252: 1995. Where no source is quoted the term is defined within this
guide.

3.2.1.1 accredited standards development organizatiomAn organization recognized as a
standards development organization by an international formal standards body (such as ISO, IEC,
or ITU-T) or recognized as a standards development organization by one of the member bodies
of one of these organizations (e.g., a national standards organization) (ISO/IEC 14252: 1995)

3.2.1.2 application environment profile: A combination of multiple standards as well as

single-standard profiles that specify diverse types of functionality needed for a particular
environment. (ISO/IEC 14252: 1995)

3.2.1.3 application platform: A set of resources, including hardware and software that support
the services on which application software will run. (ISO/IEC 14252: 1995)

The application platform provides services at its interfaces that, as much as possible, make the
specific characteristics of the platform transparent to the application software.

3.2.1.4 application software:Software that is specific to an application and is composed of
programs, data, and documentation. (ISO/IEC 14252: 1995)

3.2.1.5 application program interface (API):The interface between the application software
and the application platform across which all services are provided. (ISO/IEC 14252: 1995)

3.2.1.6 base standard: An approved international standard, technical report, ITU-T
recommendation, or national standard. (ISO/IEC 14252: 1995)

3.2.1.7 business area (BA) [domain]The logical subdivision of an enterprise into areas of
similar business directions, e.g., finance, sales and marketing.

3.2.1.8 business functionA set of processes that support the attainment of a particular business
goal.
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3.2.1.9 business system requirement (BSRXhe enterprise-driven requirement for a business
system, i.e., a set of processes, procedures, and documentation supported by technology to
deliver either a major CSF or a KPI in the measurement of the attainment of the enterprise
business goals and vision.

3.2.1.10 communications services interface (CSI¥he boundary across which access to
services for interaction between internal application software entities and application platform
external entities is provided. (ISO/IEC 14252: 1995)

3.2.1.11 component profile: A profile that is made up of a formally defined subset of a single
standard. (ISO/IEC 14252: 1995)

3.2.1.12 critical success factor (CSF)A business system performance measurement that
combines with other CSFs to form a KPI.

3.2.1.13 de facto standard: A standard that is developed informally when one or more entities
develop a product or technology and, through success and imitation, that product or technology

becomes so widely used that deviation causes compatibility problems or limits marketability.
(ISO/IEC 14252: 1995)

3.2.1.14 emerging standard:A specification that is under consideration by an accredited
standards development organization, but has not completed the process of approval by the
sponsoring body.

Emerging standards are often subject to significant changes prior to approval.

3.2.1.15 external environment:A set of entities, external to the application platform with
which services are provided.

External entities include people, exchangeable media that is not mounted in the platform,
communication wiring, and other platforms. (ISO/IEC 14252: 1995)

3.2.1.16 external environment interface (EEI)The interface between the application platform
and the external environment across which services are provided.

The EEI is defined primarily in support of systems and application interoperability.
The primary services present at the EEI are

— HCI

— Information

— Communications (ISO/IEC 14252: 1995)
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3.2.1.17 functional quality (FQ):A measure of the service level and performance expected in
the support of a BSR by the technology solution proposed. These FQs may be used as
assessment criteria for performance and conformance testing as well as for influencing the choice
of standards to populate the physical design and the choice of products to turn the physical design
into a (operational) solution that can be implemented.

3.2.1.18 hardware: Physical equipment used in data processing, as opposed to programs,
procedures, rules, and associated documentation. (ISO/IEC 14252: 1995)

3.2.1.19 harmonization: The process of ensuring that standards (including profiles) do not
overlap or conflict. (ISO/IEC 14252: 1995)

3.2.1.20 human/computer interface (HCI): The boundary across which the physical
interaction between a human being and the application platform takes place. (ISO/IEC 14252:
1995)

3.2.1.21 information systems (IS) service:A high-level description of the services used to
support a BSR. IS Services are cross-referenced to the BSRs they support, the IT Services that
deliver them, and the technology components that house them.

3.2.1.22 information technology (IT) service: The most atomic level of technology. A group
of IT Services will interoperate to deliver an IS Service in support of a BSR. IT Services are
described in terms of protocols, APIs, and service components.

3.2.1.23 information technology (IT) service model: A textual and graphical representation
of an IT Service where all the low-level service components and interfaces are identified.

3.2.1.24 informative: For information only. (ISO/IEC 14252: 1995)
3.2.1.25 interface: A shared boundary between two functional entities.

A standard specifies the service in terms of functional characteristics and behavior observed at
the interface. The standard is a contract in the sense that it documents a mutual obligation
between the service user and provider and assures a stable documented definition of that
obligation. (ISO/IEC 14252: 1995)

3.2.1.26 interoperability: The ability of two or more systems to exchange information and use
the information that has been exchanged mutually. (ISO/IEC 14252: 1995)

3.2.1.27 key performance indicator (KPI): A measurement of the performance of a particular
business system in terms of the aims and goals of an enterprise.

3.2.1.28 locale(s): The definition of the user environment that depends on language and
cultural conventions. (ISO/IEC 14252: 1995)
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3.2.1.29 normative: A mandatory set of instructions or references.

3.2.1.30 open specificationsSpecifications that are maintained by an organization that uses an

open, public consensus process to accommodate new technologies and user requirements over
time. (ISO/IEC 14252: 1995)

3.2.1.31 open system:A system that implements sufficient open specifications or standards for
interfaces, services, and supporting formats to facilitate properly engineered application software

— To be ported with minimal changes across a wide range of systems from one or
more vendors

— To interoperate with other applications on local or remote systems

— To interact with people in a style that facilitates user portability (ISO/IEC 14252:
1995)

3.2.1.32 open system environment (OSE)A comprehensive set of interfaces, services, and
supporting formats, plus user aspects for interoperability or for portability of applications, data,
or people, as specified by IT standards and profiles. (ISO/IEC 14252: 1995)

3.2.1.33 open system environment (OSE) profile: A selected suite of standards and
standards' options that define behavior at interfaces in terms of functions calls, protocols, data
formats, etc. for a particular class or domain of application. (ISO/IEC 14252: 1995)

3.2.1.34 point solution: A proposed systems architecture that contains enough specificity to
determine what requirements can be met and at what cost. (ISO/IEC 14252: 1995)

3.2.1.35 portability (application software): The ease with which applications software and
data can be transferred from one application platform to another. (ISO/IEC 14252: 1995)

3.2.1.36 POSIX: Portable Operating Systems Interface. A family of standards, which define a
standard operating system interface, plus the environment to support application portability at the
source code level.

3.2.1.37 POSIX standardized profile (POSIX SP):A standardized profile that specifies the
application of certain POSIX base standards in support of a class of applications and does not
require any departure from the structure defined by the reference model for POSIX systems in
ISO/IEC 14252-1995. (ISO/IEC 14252: 1995)
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3.2.1.38 profile: A set of one or more base standards and, where applicable, the identification
of chosen classes, subsets, options, and parameters of those base standards that are necessary for
accomplishing a particular function. See also application environment profile, (3.2.1.2) POSIX
standardized profile, (3.2.1.37) and user organization OSE profile (3.2.1.53). (ISO/IEC 14252:
1995)

3.2.1.39 protocol: A set of semantic and syntactic rules that determine the behavior of entities
that interact. (ISO/IEC 14252: 1995)

3.2.1.40 publicly available specifications (PAS): Specifications that are available, without
restriction, to anyone for implementation, sub-licensing, and distribution (i.e., sale) of that
implementation. (ISO/IEC 14252: 1995)

3.2.1.41 reference model:A structured collection of concepts and their relationships that cover
a subject, facilitate the partitioning of the relationships into topics relevant to the overall subject,
and can be expressed by a common means of description. (ISO/IEC 14252: 1995)

3.2.1.42 road map: A high-level process outline.

3.2.1.43 scalability: The ability to provide functionality up and down a graduated series of
application platforms that differ in speed and capacity. (ISO/IEC 14252: 1995)

3.2.1.44 service: A distinct part of the functionality that is provided by an entity on one side of
an interface to an entity on the other side of the interface. (ISO/IEC 14252: 1995)

3.2.1.45 sockets:An interface to transport protocol. (IEEE P1003.1g -1998)

3.2.1.46 software: The programs, procedures, rules, and any associated documentation
pertaining to the operation of an information processing system. (ISO/IEC 14252: 1995)

3.2.1.47 specification A document that prescribes, in a complete, precise, verifiable manner,
the requirements, design, behavior, or characteristics of a system or system component. (ISO/IEC
14252: 1995)

3.2.1.48 standard: A document, established by consensus and approved by an accredited
standards development organization, that provides, for common and repeated use, rules,
guidelines, or characteristics for activities or their results, aimed at the achievement of the
optimum degree of order and consistency in a given context. (ISO/IEC 14252: 1995)

3.2.1.49 standardized profile: A balloted, formal, harmonized document that specifies a
profile. ISO/IEC 14252: 1995)

3.2.1.50 technology: Scientific knowledge used to achieve a practical purpose.

Documents

Documenﬂéharing Hub
Authorized licensed use limited to: Tsinghua University. Downloaded on March 05,2026 at 04:22:26 UTC from IEEE Xplore. Restrictions apply.

Full document details: IEEE 1003.23-1998


http://www.avadocuments.com/doc/ieee-1003-23-1998
http://www.avadocuments.com/doc/ieee-1003-23-1998

IEEE Std 1003.23-1998 DEVELOPING USER ORGANIZATION

3.2.1.51 technology component model:The assembled IT Services required to deliver one or
more IS Services to support the BSRs.

3.2.1.52 user: The source of the business drivers that the User Organization OSE Profile must
address and support. In the context of this guide, the terms, user and user organization are
interchangeable.

3.2.1.53 user organization OSE profile: A profile, documented in terms of open system
(3.2.1.31) standards, POSIX standardized profiles (3.2.1.37), standardized profiles (3.2.1.49),
and/or interim technologies or products, that is deemed by an organization to be required as the
infrastructure basis of the solution to its business needs. (ISO/IEC 14252: 1995)

3.2.2 Acronyms and Abbreviations

3.2.2.1 ADM: Architecture Development Method

3.2.2.2 AEP:Application Environment Profile

3.2.2.3 AP:Application Platform

3.2.2.4 API: Application Program Interface

3.2.2.5 ATM: Asynchronous Transfer Mode

3.2.2.6 BA:Business Area

3.2.2.7 BSI:British Standards Institute

3.2.2.8 BSDBerkley Software Distribution

3.2.2.9 BSRBusiness System Requirement

3.2.2.10 CAD:Computer-Aided Design

3.2.2.11 CAE:Common Application Environment

3.2.2.12 CAM:Computer-Aided Manufacture

3.2.2.13 CAN: Campus Area Network

3.2.2.14 CCITT: Consultative Committee on International Telephony and Telegraphy, (see
ITU-T)

3.2.2.15 CGIl:Common Graphical Interface

Documents

16 Document Sharing Hub
Authorized licensed use limited to: Tsinghua University. Downloaded on March 05,2026 at 04:22:26 UTC from IEEE Xplore. Restrictions apply.

Full document details: IEEE 1003.23-1998


http://www.avadocuments.com/doc/ieee-1003-23-1998
http://www.avadocuments.com/doc/ieee-1003-23-1998

OPEN SYSTEM ENVIRONMENT (OSE) PROFILES IEEE Std 1003.23-1998

3.2.2.16

3.2.2.17

3.2.2.18

3.2.2.19

3.2.2.20

3.2.2.21

3.2.2.22

3.2.2.23

3.2.2.24

3.2.2.25

CGM:Computer Graphics Metafile

C-ISAM:The C Language interface to Index Sequential file Access Mechanism
CM:Common Management

CORBA:Common Object Request Broker Architecture

CSFCeritical Success Factor

CSIl:Communications Services Interface

DBDatabase

DBMSDatabase Management System

DCEDistributed Computing Environment

DISCDelivering International Solutions to Customers through International
Standards

3.2.2.26 DTP: Distributed Transaction Processing

3.2.2.27 ECU: European Currency Unit

3.2.2.28

3.2.2.29

3.2.2.30

3.2.2.31

3.2.2.32

3.2.2.33

3.2.2.34

3.2.2.35

3.2.2.36

EDI:Electronic Data Interchange

EDIFACT: Electronic Data Interchange for Finance, Administration, Commerce and
Trade

EG-OSE:Expert Group - Open System Environment
e-mail: electronic mail

EEIl: External Environment Interface

EWOS: European Workshop on Open Systems
FIPS:Federal Information Processing Standard

FQ: Functional Quality

FTAM: File Transfer Access and Management
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3.2.2.37

3.2.2.38

3.2.2.39

3.2.2.40

FTP: file transfer protocol
FTR: Federal Telecommunications Recommendation
FUR: Framework for User Requirements

GDI: Graphics Device Interface

3.2.2.41 GKS: Graphics Kernel System

3.2.2.42

3.2.2.43

3.2.2.44

3.2.2.45

3.2.2.46

3.2.2.47

3.2.2.48

3.2.2.49

3.2.2.50

HCI:Human/Computer Interface

IAB:Internet Activities Board

IDEF: Integrated Definition and Functional Modeling
IETF:Internet Engineering Task Force

I/F:Interface

IGESInitial Graphics Exchange Specification
ISInformation Systems

ISDNiIntegrated Services Digital Network

ISP International Standardized Profile

3.2.2.51 IT: Information Technology

DEVELOPING USER ORGANIZATION

3.2.2.52 ITU-T: International Telecommunication Union Telecommunication Standards Bureau

3.2.2.53

3.2.2.54

3.2.2.55

3.2.2.56

3.2.2.57

3.2.2.58

18

(formerly CCITT)

JPEGIJoint Photographic Experts Group
JFIF: JPEG File Interchange Format

JTC1Joint Technical Committee 1

KPI:Key Performance Indicator
LAN:Local Are Network

LAPD:Link Access Protocol D
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3.2.2.59

3.2.2.60

3.2.2.61

3.2.2.62

3.2.2.63

3.2.2.64

3.2.2.65

3.2.2.66

3.2.2.67

3.2.2.68

3.2.2.69

3.2.2.70

LLC: Logical Link Control
MAC:Media Access Control
MAN:Metropolitan Area Network
MAU:Media Access Unit

MIDI: Musical Instrument Digital Interface
MIB:Management Information Base
MTA: Message Transfer Agent
NFSNetwork File System
NI:Network Interface

ODBC:Open Database Connectivity
OMG:Object Management Group

OODBMS:Object Oriented Database Management System

3.2.2.71 OSOperating System

3.2.2.72

3.2.2.73

3.2.2.74

3.2.2.75

3.2.2.76

3.2.2.77

3.2.2.78

OSEQOpen System Environment
OSFOpen Software Foundation
OSI:Open System Interconnection

PASPublicly Available Specifications. These are synonymous with the IEEE 1003.0-
1995 definition of Public Specifications

PASCPortable Applications Standards Committee of the IEEE Computer Society
PHIGSProgrammers Hierarchical Interactive Graphics Systems

POSCPetrotechnical Open Software Corporation

3.2.2.79 POSIX:Portable Operating Systems Interface for Computer Environments

3.2.2.80

PPP: Point-to-Point Protocol
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3.3.3.81 PSTNPublic Switched Telephone Network
3.2.2.82 RDA:Remote Database Access

3.2.2.83 RDBMSRelational Database Management System
3.2.2.84 RFCRequest For Comments

3.2.2.85 RPCRemote Procedure Call

3.2.2.86 SGML:Standard Generalized Markup Language
3.2.2.87 SNMPSimple Network Management Protocol
3.2.2.88 SMTP:Simple Message Transfer Protocol
3.2.2.89 SPStandardized Profile

3.2.2.90 SQL:Structured Query Language

3.2.2.91 TCP:Transmission Control Protocol

3.2.2.92 UDPUser Datagram Protocol

3.2.2.93 Ul:User Interface

3.2.2.94 UUT: Unit Under Test

3.2.2.95 VTC:Video Teleconferencing

3.2.2.96 WAN:Wide Area Network

3.2.2.97 Win32: The set of Windows® interface guidelines and APIs as published by
Microsoft®

3.2.2.98 WS:Workstation

3.2.2.99 XA:X/Open DTP RDBMS interface definition
3.2.2.100 XLIB: X Window System Library

3.2.2.101 XM:X/Open DTP Application interface definition

3.2.2.102 XPGX/Open Portability Guide
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3.2.2.103 XSI:X/Open System Interface
3.2.2.104XTI: X/Open Transport Interface
3.2.2.105 2DTwo Dimensions

3.2.2.106 3DThree Dimensions
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Section4: What is a User Organization OSE Profile?

4.1 The POSIX OSE Reference Model

The POSIX OSE reference model, described in ISO/IEC 14252:1995, was developed to promote
the portability of applications across multi-vendor platforms. Application portability enhances
competition and de-couples the automatic upgrading of applications and platforms when the
application or platform changes.

The POSIX OSE reference model identifies three entities (Application Software, Application
Platform and External Environment) and two interfaces between them, identified as the API and
the EEI.

The services provided are described below and shown in Figure 4-1:

— System [ operating system and language services
— Communication [ interoperability among systems
— Information [J portability of data on storage devices
— HCI O portability of people

Standard specifications are used to provide these services. In order to provide these services
completely, more than one standard is generally needed. Groupings of these standards to meet
specific requirements are called profiles.
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Application Software Entity

Services

ASystem A Communications A Information AHuman/Computer
Services Services

Interface Services

——
Application Platform Entity
A Communications Information A Human/Computer
Services Services Interface Services
———
External Information -
Environment People Interchange Comlr—:nnliir:;g:“on
Entities
Figure 4-1 - POSIX OSE Reference Model
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4.2 Types of Profiles

The relationship between standards and the different types of profiles is shown in Figure 4-2:

User Organization OSE Profiles

> e >
combination

A -
applicability
: Standardize
Industry Profil
ndustry Profiles O Q Profile

selection/options

< ODoooom > i

base standards

Figure 4-2 - Profiles and Standards

Various groups have already begun to use profiles. The most widely known profiles are those
used to describe the communication suites used by the Open System Interconnection (OSI)
model.

Single standard profiles such as FIPS 151-2 consist of a subset of a particular standard along with
specific values for options and parameters. This type of profile is also known as a “component
profile,” which is used as the basis for a specific implementation by a vendor.

An AEP may consist of a combination of multiple standards as well as single standard profiles
that specify diverse types of functionality needed for a particular environment.

A POSIX standardized profile is a set of one or more POSIX base standards to describe a
particular set of functionality. The POSIX real-time profile (IEEE 1003.13-1998) is an example.
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An ISP is an internationally approved harmonized document that describes one or more profiles.
ISP 11183: 1992 is an example.

User organizations may develop OSE profiles to describe the technology required to support their
operations. A User Organization OSE Profile should include

(1) Scope and purpose of the user needs or requirements

(2) Reference to one or more base standards or other profiles

(3) Specific statements about which options are used from each base standard

(4) Resolution of gaps in the coverage of standards or conflicts between standards
(5) Conformance requirements of the profile

The desired goal of a profile is that it should be complete, coherent, and free from ambiguity.

OSE profiles help users and vendors make use of well-known OSE standards to acquire systems
and services or describe the requirements for products.

4.3 User Organization OSE Profiles

User Organization OSE Profiles can address a much wider scope than the technical profiles
described in 4.2. User Organization OSE Profiles can be used to describe the computer and
communications technology, that support the operations of

— An entire enterprise (e.g., a vertically integrated petrochemical organization)

— A particular BA within an organization (e.g., the technical department of a
petrochemical organization)

— A specific BSR (e.g., office automation)

This section is a detailed description of User Organization OSE Profiles. Section 5 includes a
guide to the User Organization OSE Profile development process.
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