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IEEE Standards documents are developed within the Technical Committees of the IEEE Societies and the Standards
Coordinating Committees of the IEEE Standards Board. Members of the committees serve voluntarily and without
compensation. They are not necessarily members of the Institute. The standards developed within IEEE represent a
consensus of the broad expertise on the subject within the Institute as well as those activities outside of IEEE that have
expressed an interest in participating in the development of the standard.

Use of an IEEE Standard is wholly voluntary. The existence of an IEEE Standard does not imply that there are no other
ways to produce, test, measure, purchase, market, or provide other goods and services related to the scope of the IEEE
Standard. Furthermore, the viewpoint expressed at the time a standard is approved and issued is subject to change
brought about through developments in the state of the art and comments received from users of the standard. Every
IEEE Standard is subjected to review at least every five years for revision or reaffirmation. When a document is more
than five years old and has not been reaffirmed, it is reasonable to conclude that its contents, although still of some
value, do not wholly reflect the present state of the art. Users are cautioned to check to determine that they have the
latest edition of any IEEE Standard.

Comments for revision of IEEE Standards are welcome from any interested party, regardless of membership affiliation
with IEEE. Suggestions for changes in documents should be in the form of a proposed change of text, together with
appropriate supporting comments.

Interpretations: Occasionally questions may arise regarding the meaning of portions of standards as they relate to
specific applications. When the need for interpretations is brought to the attention of IEEE, the Institute will initiate
action to prepare appropriate responses. Since IEEE Standards represent a consensus of all concerned interests, it is
important to ensure that any interpretation has also received the concurrence of a balance of interests. For this reason
IEEE and the members of its technical committees are not able to provide an instant response to interpretation requests
except in those cases where the matter has previously received formal consideration.

Comments on standards and requests for interpretations should be addressed to:

Secretary, IEEE Standards Board
445 Hoes Lane P.O. Box 1331
Piscataway, NJ 08855-1331
USA

IEEE Standards documents are adopted by the Institute of Electrical and Electronics Engineers without regard to
whether their adoption may involve patents on articles, materials, or processes Such adoption does not assume
any liability to any patent owner nor does it assume any obligation whatever to parties adopting the standards
documents.
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Foreword

(This Foreword is not a part of IEEE Std 1013-1990, IEEE Recommended Practice for Sizing Lead-Acid Batteries for Photovoltaic
(PV) Systems.)

This Recommended Practice applies to all terrestrial photovoltaic power systems, regardless of size or application, that
contain lead-acid battery storage subsystems.

This document should assist a photovoltaic system designer in sizing lead-acid batteries for a particular installation. A
worksheet is included to facilitate the battery sizing process. Examples of its application are found in Appendix B.
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IEEE Recommended Practice for Sizing
Lead-Acid Batteries for Photovoltaic (PV)
Systems

1. Scope

This Recommended Practice describes methods for sizing both vented and valve regulated lead-acid batteries used
with terrestrial photovoltaic (PV) systems. Installation, maintenance, safety, testing procedures, and consideration of
battery types other than lead-acid, are beyond the scope of this document. Recommended practices for the remainder
of the electrical systems associated with PV installations are also beyond the scope of this document.

The purpose of this Recommended Practice is to assist system designers in sizing batteries for residential, commercial,
and industrial PV systems. Sizing examples are given for various representative system applications. Iterative
techniques to optimize battery costs, which include consideration of the interrelationship between battery size, PV
array size, and weather, are beyond the scope of this document.

2. References
This Standard should be used in conjunction with the following publications:
[1] IEEE Std 100-1984, IEEE Standard Dictionary of Electrical and Electronics Terms (ANSI).1

[2] IEEE Std 485-1983, IEEE Recommended Practice for Sizing Large Lead Storage Batteries for Generating Stations
and Substations (ANSI).

[3] IEEE Std 928-1986, IEEE Recommended Criteria for Terrestrial Photovoltaic Power Systems (ANSI).

[4] IEEE Std 929-1988, IEEE Recommended Practice for Utility Interface of Residential and Intermediate
Photovoltaic (PV) Systems (ANSI).

[5]1IEEE Std 937-1987, IEEE Recommended Practice for the Installation and Maintenance of Lead-Acid Batteries for
Photovoltaic (PV) Systems (ANSI).

VIEEE publications are available from te Institute of Electrical and Electronics Engineers, Service Center, 445 Hoes Lane, Piscataway, NJ 08855-
1331,.
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IEEE Std 1013-1990 IEEE RECOMMENDED PRACTICE FOR SIZING LEAD-ACID

3. Definitions

In general, definitions of technical words and terms used in this document are found in IEEE Std 100-1984 [1]2. In
addition, the following definitions apply specifically to this Recommended Practice:

cell: The basic electrochemical unit, characterized by an anode, a cathode, and electrolyte, used to receive, store and
deliver electrical energy.
NOTE — For a lead-acid cell, the nominal voltage is 2.0 V.

cycle life: The number of cycles (discharges and recharges), under specified conditions, that a battery can undergo
before failing to meet its specified end-of-life capacity.

days of battery reserve: The number of days a fully-charged battery can satisfy the load with no contribution from the
PV array or auxiliary power source.

depth of discharge (DOD): The ampere-hours removed from a fully-charged battery, expressed as a percentage of its
rated capacity at the applicable discharge rate.

discharge rate: The rate, in amperes, at which current is delivered by a battery. (See also "hour rate" in this Section).

energy capacity: The energy, usually expressed in watt-hours (Wh), which a fully-charged battery can deliver under
specified conditions.

hour rate: The discharge rate of a battery expressed in terms of the length of time a fully-charged battery can be
discharged at a specific current before reaching a specified end-of-discharge voltage:

Hourrate = C/I; (1)

where C = rated capacity of the battery at the specified discharge current I.

For example, if a fully-charged battery rated at 100 Ah can be discharged at 5 A for a period of 20 h before reaching
the end-of-discharge voltage, discharge of the battery at 5 A is referred to as the 20 h rate (C/I = 100 Ah/5A).

overcharge: The forcing of current through a battery after it has been fully recharged.

rated capacity (C): The manufacturer's statement of the number of ampere-hours (Ah) that can be delivered by a fully
charged cell at a specific discharge rate and electrolyte temperature, and to a specific end-of-discharge voltage.

self discharge: The process by which the available capacity of a battery is reduced by internal chemical reactions
(local action).

self-discharge rate: The amount of capacity reduction occurring per unit of time in a battery as the result of self-
discharge.

valve-regulated battery: A battery in which the venting of the products of electrolysis is controlled by a reclosing
pressure-sensitive valve.

vented battery: A battery in which the products of electrolysis and evaporation are allowed to escape freely to the
atmosphere. These batteries are commonly referred to as "flooded".

2The number in brackets corresponds to those of the references listed in Section 2.
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BATTERIES FOR PHOTOVOLTAIC (PV) SYSTEMS IEEE Std 1013-1990

4. Overview

The function of a battery used in a PV system is to supply power when the system load exceeds the output of the PV
array. For a satisfactory PV battery system, many factors should be considered to determine the necessary capacity
and the number of cells comprising the battery. These factors, as follows, will be discussed in subsequent sections:

1) Battery Reserve Considerations (Section 5.). The length of time that the load should be supported solely by
the battery is established by system design requirements

2) Load Determination (Section 6.). Requirements of the application determine the Amount of current over a
period of time that is to be supplied by the battery. The peak current and the operational voltage window are
also determined by the system's load devices.

3) Battery Capacity and Functional-Hour Rate Determination (Section 7.). The battery capacity and its
discharge functional-hour rate are determined by the specific application load, days of battery reserve, and
battery characteristics (see Appendix A).

4) Determining Number of Series-Connected Cells (Section 8.). The system's voltage limits (voltage window)
determines the required number of cells in series. Several criteria should be examined to assure a workable
system.

5) Cell Capacity and Battery Size Determination (Section 9.). Once the overall battery capacity and number of
cells in series have been determined, a final selection of a specific cell can be made and the final battery size
can be calculated.

NOTE — Because of the interaction of these factors, an iterative process may be needed to determine the optimum

battery for the application.

6) Battery Sizing Worksheet (Section 10.). A worksheet that provides a systematic approach to the sizing of a

battery for a PV system is presented. The application of this worksheet is explained in accompanying textual

material.

7 Battery Characteristics (Appendix A). System performance, life, maintenance, and cost are influenced by
the type of battery selected for a PV application. Information regarding lead-acid battery characteristics is
presented.

8) Examples (Appendix B). Examples demonstrating various aspects of battery sizing are presented.

5. Battery Reserve Considerations

Photovoltaic power systems may require some battery reserve, both for reliability of service and to provide time for
intervention in the event of an unanticipated occurrence, such as unusually poor weather or failure of a system
component. The number of days of battery reserve is commonly specified as a system design requirement, and is based
on several considerations including the following:

1)  System Availability. System availability is the percentage of the time that the PV system is likely to satisfy the
system loads.

2)  System Application. Critical load applications generally require more days of battery reserve than noncritical
applications.

3)  Solar Irradiance Variability. Daily and seasonal variations in solar irradiance affect the required number of
days of battery reserve.

4)  Predictability of Load. The load may or may not be predictable; also, there may be the possibility of
adjusting the loads, e.g., dropping nonessential loads.

5)  Backup Power Provisions. If the PV system includes provisions for backup power, the desired frequency and
duration of operation of the backup power source needs to be considered.

6)  Accessibility of Site. The worst-case time required for correction of any problem should be considered.

7)  System Cost. Cost trade-offs associated with array and battery size relationships for the required system
availability need to be considered.

8)  Other Costs. Costs associated with maintenance and the interruption of service should also be considered.
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6. Load Determination

6.1 General Considerations

The overall duty cycle imposed on the battery is the description of the dc load current and its duration within the days
of battery reserve, during which it is assumed that no power is provided by the PV array or auxiliary power source. For
ac loads supplied through an inverter, these loads should be tabulated separately, totaled, and combined with the
inverter losses to determine the actual dc load on the battery.

The system's load can be expressed in a tabular or graphical form. As both descriptions start with a tabulation of the
individual loads and their durations, the tabular form is more general. The load profile diagram, (the graphical
representation,) is necessary to visualize the interrelationships of the individual loads. For both load descriptions, all
loads expected during a 24 h period are tabulated along with their anticipated durations. Figure None in Section 10.
provides a convenient method of tabulating load data in accordance with the sizing method of this document.

It may be necessary to consider a longer period of time when a 24 h period does not accurately describe the load
profile. For those cases where the load profile exceeds 24 h, an average and a maximum daily load should be
determined for subsequent battery capacity determinations. Figure 2 in Section 10. provides a convenient method for
determining these loads. The average daily load is used in the initial determination of the battery size.

Once the battery has been sized, the maximum daily load is used to determine the ability of this battery to sustain it.
If the maximum daily load sequence cannot be established, the days should be arranged in the worst possible order
generally with the maximum load day last. The battery's capacity may need to be increased to satisfy the maximum
daily load in its thus partially discharged state.

A load-profile diagram is a necessary aid in determining those areas where the battery's performance needs to be
checked to assure load satisfaction. To make a load profile diagram, do the following:

1) Tabulate all the individual loads along with their starting and stopping times,
2) Total the coincident loads for their respective periods of time, and
3) Plot the resulting total load versus time of day.

The resulting curve is the load-profile diagram. If the daily loads vary during the days of battery reserve, the individual
daily load-profile diagrams plotted in sequence constitutes the system's load-profile diagram. (See Appendix B for
examples.)

6.2 Load Data

The information that should be gathered for each load is discussed below.
6.2.1 Momentary Current

Loads lasting one minute or less are designated momentary loads and are given special consideration. The ampere-
hour requirements of this type of load are usually very low, but their effect on battery terminal voltage may be
considerable and should be taken into account. Momentary loads can occur repeatedly during the duty cycle. Typical
momentary loads are:

1) Motor starting current
2) High inverter surge currents
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6.2.2 Running Current

Running current is the current required by a load after its starting current has subsided. Certain devices require a
constant power, thus the current required will rise as the battery voltage falls. In this case, the running current may be
calculated as the current required at 95% of the system voltage.

NOTE —

1) For certain loads, it is necessary to consider both the momentary and running current components of the load. For example, if an
electric motor starts during the duty cycle, both the starting (momentary) current and running current need to be considered. The
starting current need not be considered if the load was operating at the beginning of the duty cycle, i.e., at the beginning of the
days of battery reserve.

2) Parasitic losses, such as those resulting from tare losses of charge controllers and inverters, blocking diodes, and wiring, should
be included as loads.

3) Consideration of the battery's self-discharge as a load is recommended as a check (see 9.5) after the battery is selected.

6.2.3 Load Duration

The load duration is the time, in hours, of operation of each load. For PV systems, it is very common for load duration
to be expressed in terms of a daily cycle that repeats over the days of battery reserve. If the inception time of a load is
known, but the shutdown time is indefinite, it should be assumed that the load will continue through the remainder of
the days of battery reserve.

6.2.4 Load Coincidence

Each load current (momentary or running) is classified as to whether or not it is coincident with any other loads, and
tabulated accordingly. Loads which occur at random are assumed to be coincident loads. This information, portrayed
in the load-profile diagram,is later used in battery selection and to check discharge rate (See 6.3).

6.2.5 Maximum and Minimum Load Voltage

The maximum and minimum voltage at which each load operates properly should be determined and tabulated (see
8.2). Voltage drops in cabling and any diodes between the battery and the loads are not to be considered as an
adjustment to a load's maximum voltage because, at times, the current and resulting voltage drops can be very low,
exposing the device to battery terminal voltage. However, these voltage drops should be determined individually for
each load device and added to its minimum operating voltage to ensure, that the required minimum voltage will be
present at the load.

6.3 Data Analysis
6.3.1 Ampere Hours

It is usually possible to calculate an equivalent daily load by multiplying each load current by its daily duration, and
summing the results. If the duration of the momentary load is known, calculate the ampere-hour load by multiplying
this duration by the momentary current. If the duration of the momentary load is not known, assume the time to be one
minute and calculate the load accordingly.

For voltage drop considerations, a full minute duration is used in either case. If the duty cycle does not repeat each day,
it is necessary to describe the load over the entire days of battery reserve. Figure 2 in Section 10. is provided for this
purpose. If the graphical form of the load description is used, the load is the total area under the load-profile curve.
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6.3.2 Currents

The maximum momentary and running currents are determined and used to calculate the battery's maximum
discharge current. Since the system loads may operate in various combinations, the maximum current (momentary or
running) is the largest summation of the individual loads that can occur simultaneously. If the battery's maximum
discharge current is greater than the 20 h discharge rate (C/20), the method of IEEE Std 485-1983 [2] should be used
to size the battery.

7. Battery Capacity and Functional-Hour Rate Determination

The required battery capacity for a PV application is determined by the number of days of battery reserve and by the
characteristics of the load, battery, and installation. A functional-hour rate for the application is determined by
capacity and load calculations.

7.1 Unadjusted Capacity

The unadjusted capacity, in ampere-hours, is calculated by multiplying the days of battery reserve by the average daily
load (in ampere-hours/day as determined in Section 6.). This capacity will be adjusted in 7.3 for battery characteristics
and operating conditions.

7.2 Battery Type Selection

A trial battery type should be selected before proceeding with the sizing process. This is necessary due to
characteristics that are different for the various battery types, such as design depth of discharge and cycle life.

If a vented battery is used, it should be selected for the intended application so that watering intervals, the
consequences of hydrogen and oxygen evolution, and wear-out mechanisms, are considered.

If a valve-regulated battery is used, it should be selected for the intended application so that recombination is effective,
and dry-out, thermal runaway, and the consequences of hydrogen and oxygen evolution are considered.

Appendix A provides a more detailed catalog of battery characteristics that should be considered. Reevaluation of the
applicability of the trial battery is recommended throughout the sizing process. Refer to manufacturer's literature for
specific data on the type of battery selected.

7.3 Capacity Adjustment
7.3.1 Discharge Adjustments

The unadjusted capacity should be modified to assure satisfactory battery cycle life. Battery manufacturers rate lead-
acid cells for maximum depth of discharge (MDOD), maximum daily depth of discharge (MDDOD) and end-of-life
(EOL) capacity. The battery capacity should be adjusted for the following factors:

1)  The capacity adjusted for MDOD is obtained by dividing the unadjusted capacity by MDOD.

2) The capacity adjusted for MDDOD is obtained by dividing the maximum daily ampere-hours by MDDOD.

3) The capacity adjusted for life is obtained by dividing the unadjusted capacity by the end-of-life capacity
expressed in percent of the rated capacity, commonly 80%.

The largest of these three capacities will satisfy the depth-of-discharge and end-of-life adjustments.
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7.3.2 Temperature Adjustment

The available capacity of a battery is affected by its operating temperature. Cell capacity ratings are standardized at
25°C (77 °F). Capacity increases at temperatures above 25 C and decreases at temperatures below 25 °C. Capacity is
rarely adjusted for warm temperature operation, but adjustments are routinely made for cold weather applications.
Refer to the battery manufacturer's literature for temperature correction factors. The adjusted capacity determined in
7.3.1 should be corrected by this factor to yield capacity adjusted for temperature.

7.3.3 Design Margin Adjustment

It is prudent design practice to provide a capacity margin to allow for uncertainties in the load determination, less-than-
optimum conditions, load growth, etc. A common practice to provide this design margin is to add 10%—-25% to the
capacity as determined in 7.3.2.

7.4 Functional-Hour Rate

In order to correctly size the battery, the discharge rate and ampere-hour capacity should be considered together. In
continuous load applications, the battery should have sufficient capacity to supply the constant discharge rate over the
number of days of battery reserve. However, in noncontinuous load applications, the discharge rate varies and could
include high rates of discharge periodically throughout the days of battery reserve. Using an average rate to size the
battery could result in insufficient capacity to supply high currents above the minimum voltage late in the battery
discharge. The functional-hour rate conservatively approximates a single discharge rate that is equivalent to the
varying discharge rates of a particular duty cycle. The functional-hour rate may be greater than the period of battery
reserve.

The functional-hour rate can be calculated as follows:
1) Compare the sum of all coincident running currents with the highest noncoincident running current and
select the larger,
2) Divide the adjusted capacity as determined in 7.3.3 by the maximum running current selected in (1).

Example 1:

The adjusted battery capacity in a system with 5 days of battery reserve is 150 Ah, with a maximum current drain of
25 A. The functional-hour rate is 150 divided by 25, or 6 hours.

Example 2:

The adjusted battery capacity in a system with 5 days of battery r eserve is 150 Ah with a continuous current drain of
I ampere. The functional-hour rate is 150 divided by 1, or 150 hours.

8. Determining Number of Series-Connected Cells

A battery is usually composed of a number of identical cells connected in series. The maximum and minimum system
voltages determine the number of series-connected cells of the battery.

8.1 Nominal System Voltage

The lead-acid cell delivers approximately 2 V; therefore, the number of cells may be estimated by dividing the nominal
system voltage by two. It is common practice to use 6 cells for a 12 V system, 12 cells for a 24 V system, etc., but it is
possible that the allowable voltage limits may require adjustment to this general rule.
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8.2 Voltage Window

The system equipment will always have a voltage range within which the equipment will operate at rated capacity and
efficiency. If the equipment is exposed to higher- or lower-than-specified voltages, it may be damaged or operate
improperly. This high (V max) and low (V min) limit of system voltage is called the voltage window. The magnitude
of this window has a direct effect on the number and capacity of battery cells selected. The narrower the window, the
larger the cell's capacity should be; the wider the window, the smaller the cell's capacity can be.

From the tabulated maximum and minimum voltages in 6.2.5, the lowest maximum voltage (V max) and the highest
minimum voltage (V min) define the voltage window within which all loads in the system will operate properly. If a
charge controller is used, its setpoints should be within this voltage window (See Section 10, 46.2.5b)

NOTE — The battery may be overcharged by a voltage less than Vmax. It is recommended that a charge controller be used to limit
battery charge voltage. The consequences of overcharging are described in 9.5, (1).

8.3 Calculating the Number of Series-Connected Cells

The number of series-connected cells is a function of both the voltage window of the loads and the manufacturer's
charging recommendation for the selected cell. An optimum number of cells is determined as a result of iterative
calculations.

8.3.1 Maximum Number of Cells Allowed

The most important aspect of calculating the maximum number of series-connected cells is to ensure a optimal and
safe cell recharge voltage. In determining the maximum number of cells allowed by the system, the following
calculation is performed:

V max

= Maximum number of cells (rounded off).
cell recharge voltage

Example:

Assume 2.4 V per cell is recommended for recharging. The maximum allowable system voltage is 58 V dc, then:

58V

AV ea = 2416cells, therefore, use 24 cells.
58V

AV ea = 24-16cells, therefore, use 24 cells.

8.3.2 Minimum System Voltage Versus End-of-Discharge Voltage

To ensure that the battery manufacturer's recommended end-of-discharge (EOD) voltage is not exceeded, calculate the
voltage per cell to which the low limit of the system voltage would allow the cell to be discharged. This calculated
EOD cell voltage should not be below the manufacturer's limit at the functional-hour rate. This is determined as:

V min
Number of cells in 8.3.1

= Calculated EOD cell voltage.
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Example:

Assume the minimum system voltage is 42 V dc, then

42V

m = 1.75V per cell

If the calculated EOD cell voltage is not satisfactory (i.e., is below the manufacturer's recommended EOD voltage at
the functional-hour rate), an adjustment should be made to the minimum system voltage, or a smaller number of higher
capacity cells should be used, or both.

NOTE — If the calculation results in an EOD voltage that is greater than that recommended by the manufacturer, the cell, when
discharged to the calculated EOD voltage, will supply less capacity than if it were discharged to the recommended EOD
cell voltage.

8.3.3 Multi-Cell Unit Considerations

If the cell type selected is available only in multi-cell units, it may be necessary to use a different number of cells than
previously calculated. The conversion from maximum system voltage to number of multi-cell units is:

V max
maximum multi-cell recharge voltage

Total number of Multi-Cell Units =

Fractional results are to be rounded down to the next lowest whole number. It is necessary to review the voltage
window calculation to ensure that all system requirements are met.

8.3.4 Optimization

The calculation contained in 8.3.1 will provide the maximum number of allowable series-connected cells that should
ensure proper system performance. It may be possible to use fewer series-connected cells and yet maintain proper
system performance. See Section 10. for the iterative process that can result in fewer series-connected cells. However,
this could result in other problems including thermal runaway under certain conditions. See 9.5 (1).

NOTE — Care should be taken to ensure that the chosen number of battery cells can be charged effectively by a commercially
available photovoltaic charging system. Nonstandard equipment may be expensive and difficult to obtain.

9. Battery Size Determination

Battery size is determined by using the results of Section 7. and Section 8. to select an appropriate battery that meets
the load and site requirements.

9.1 Cell Size Selection

The cell size selection is performed using the same manufacturer's data that was used in 7.2. Choose a cell that meets
the capacity requirements of 7.3.3 when discharged at the functional-hour rate of 7.4 to an EOD voltage that is greater
than or equal to the EOD voltage of 8.3. Where the cell available from the manufacturer does not meet the exact
capacity requirement, the next larger capacity cell should be selected. If no single cell has the necessary capacity or its
use is not practical for the application, then refer to 9.2. A manufacturer may list available capacities by the following:

1) The capacity of the cell itself, or
2) The capacity of an individual positive plate.

Documents

Document Sharing Hub
Authorized licensed use limited to: Tsinghua University. Downloaded on March 05,2026 at 04:43:46 UTC from IEEE Xplore. Restrictions apply.

Copyright © 1990 IEEE All Rights Reserved

Full document details: IEEE 1013-1990


http://www.avadocuments.com/doc/ieee-1013-1990
http://www.avadocuments.com/doc/ieee-1013-1990

IEEE Std 1013-1990 IEEE RECOMMENDED PRACTICE FOR SIZING LEAD-ACID

If the manufacturer lists capacity of positive plates, the required number of positive plates may be determined by
dividing the capacity requirement as found in 7.3.3 by the positive plate capacity. Fractional results are to be rounded
up to the next highest whole number.

9.2 Number of Parallel Strings

It is usually preferable to have one string of series-connected cells in a battery rather than a number of parallel-
connected strings of series-connected cells. If cells of sufficiently large capacity are not available or practical, then two
or more strings, of equal numbers of identical series-connected cells, may (consistent with the manufacturer's
recommendations) be connected in parallel to obtain the necessary capacity.

The number of parallel strings is calculated by dividing the capacity found in 7.3.3 by the selected cell capacity of 9.1
(ronded up).

9.3 Final Number of Cells

The total number of cells can then be calculated by multiplying the number of series cells from 8.3 by the number of
parallel strings.

9.4 Final Battery Capacity

The final battery capacity is calculated by multiplying the selected cell capacity by the number of parallel strings.

9.5 Checks/Considerations

There are other considerations with respect to the PV system design, which may affect battery performance. These are
as follows:

1)  Overcharging. Too high a charge rate at the end of charge, too high an end-of-charge voltage, or no high-limit
cut-off voltage at the end of charge will cause overcharging. The allowable end-of-charge current is highly
dependent upon the battery temperature. For vented batteries, this will result in the generation and release of
potentially hazardous quantities of hydrogen and oxygen and accelerate water loss. For valve-regulated
batteries this also will result in the generation of potentially hazardous quantities of hydrogen and oxygen that
may be released. The quantity and composition depends on the rate and duration of the overcharge, the
battery and its valve design, oxygen recombination efficiency (see Appendix A, A2), thermal environment,
and previous usage of the battery. Consequences of water loss are different for vented batteries where the
liquid can generally be replaced. In valve-regulated batteries, the water lost cannot be replaced and, therefore,
life will be shortened. Overcharging valve-regulated batteries can also cause a potentially hazardous
condition known as thermal runaway. This results in excess heat, which enables the battery to draw ever more
current, a cycle that continues until the battery releases all its water and the battery is destroyed. If any of the
conditions that may lead to overcharging exist, discussion with the PV system designer and the battery
manufacturer will be necessary to determine the corrective action.

2) Undercharging.Insufficient time at the available charge rate or too low a charging voltage will result in an
under-charged battery. If either of these conditions exist, discussion with the PV system designer and the
battery manufacturer will be necessary to determine the corrective action.

3) High-Discharge Rate. A momentary load, particularly one occurring at or near the end of the days of battery
reserve period may cause the battery voltage to drop below the minimum system voltage. If such a
momentary load is significantly larger than the average load, it is recommended that the battery capacity be
sized in accordance with the method of IEEE Std 485-1983 [2] (considering the required days of battery
reserve for the load profile diagram); or a reexamination of the worst case loads be made and discussed with
the PV system designer. If the method of IEEE Std 485-1983 [2]is used, the resulting battery should be
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