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Abstract: A method for determining the energy-capacity requirements (sizing) of both vented and
valve-regulated lead-acid batteries used in terrestrial stand-alone photovoltaic (PV) systems is
described in this recommended practice. Sizing batteries for hybrid or grid-connected PV systems
is beyond the scope of this recommended practice. Installation, maintenance, safety, testing
procedures, and consideration of battery types other than lead-acid are beyond the scope of this
recommended practice. Recommended practices for the remainder of the electrical systems
associated with PV installations are also beyond the scope of this recommended practice.

Keywords: battery capacity, battery requirements, IEEE 1013™, lead-acid batteries, photovoltaic
(PV), photovoltaic power systems, sizing, sizing lead-acid batteries, solar, stand-alone
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Important Notices and Disclaimers Concerning IEEE Standards Documents

IEEE documents are made available for use subject to important notices and legal disclaimers. These
notices and disclaimers, or a reference to this page, appear in all standards and may be found under the
heading “Important Notices and Disclaimers Concerning IEEE Standards Documents.” They can also be
obtained on request from IEEE or viewed at http://standards.ieee.org/ipr/disclaimers.html.

Notice and Disclaimer of Liability Concerning the Use of IEEE Standards
Documents

IEEE Standards documents (standards, recommended practices, and guides), both full-use and trial-use, are
developed within IEEE Societies and the Standards Coordinating Committees of the IEEE Standards
Association (“IEEE-SA”) Standards Board. IEEE (“the Institute”) develops its standards through a
consensus development process, approved by the American National Standards Institute (“ANSI”), which
brings together volunteers representing varied viewpoints and interests to achieve the final product. IEEE
Standards are documents developed through scientific, academic, and industry-based technical working
groups. Volunteers in IEEE working groups are not necessarily members of the Institute and participate
without compensation from IEEE. While IEEE administers the process and establishes rules to promote
fairness in the consensus development process, IEEE does not independently evaluate, test, or verify the
accuracy of any of the information or the soundness of any judgments contained in its standards.

IEEE Standards do not guarantee or ensure safety, security, health, or environmental protection, or ensure
against interference with or from other devices or networks. Implementers and users of IEEE Standards
documents are responsible for determining and complying with all appropriate safety, security,
environmental, health, and interference protection practices and all applicable laws and regulations.

IEEE does not warrant or represent the accuracy or content of the material contained in its standards, and
expressly disclaims all warranties (express, implied and statutory) not included in this or any other
document relating to the standard, including, but not limited to, the warranties of: merchantability; fitness
for a particular purpose; non-infringement; and quality, accuracy, effectiveness, currency, or completeness
of material. In addition, IEEE disclaims any and all conditions relating to: results; and workmanlike effort.
IEEE standards documents are supplied “AS IS” and “WITH ALL FAULTS.”

Use of an IEEE standard is wholly voluntary. The existence of an IEEE standard does not imply that there
are no other ways to produce, test, measure, purchase, market, or provide other goods and services related
to the scope of the IEEE standard. Furthermore, the viewpoint expressed at the time a standard is approved
and issued is subject to change brought about through developments in the state of the art and comments
received from users of the standard.

In publishing and making its standards available, IEEE is not suggesting or rendering professional or other
services for, or on behalf of, any person or entity nor is IEEE undertaking to perform any duty owed by any
other person or entity to another. Any person utilizing any IEEE Standards document, should rely upon his
or her own independent judgment in the exercise of reasonable care in any given circumstances or, as
appropriate, seek the advice of a competent professional in determining the appropriateness of a given
IEEE standard.

IN NO EVENT SHALL IEEE BE LIABLE FOR ANY DIRECT, INDIRECT, INCIDENTAL, SPECIAL,
EXEMPLARY, OR CONSEQUENTIAL DAMAGES (INCLUDING, BUT NOT LIMITED TO:
PROCUREMENT OF SUBSTITUTE GOODS OR SERVICES; LOSS OF USE, DATA, OR PROFITS;
OR BUSINESS INTERRUPTION) HOWEVER CAUSED AND ON ANY THEORY OF LIABILITY,
WHETHER IN CONTRACT, STRICT LIABILITY, OR TORT (INCLUDING NEGLIGENCE OR
OTHERWISE) ARISING IN ANY WAY OUT OF THE PUBLICATION, USE OF, OR RELIANCE
UPON ANY STANDARD, EVEN IF ADVISED OF THE POSSIBILITY OF SUCH DAMAGE AND
REGARDLESS OF WHETHER SUCH DAMAGE WAS FORESEEABLE.
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Translations

The IEEE consensus development process involves the review of documents in English only. In the event
that an IEEE standard is translated, only the English version published by IEEE should be considered the
approved IEEE standard.

Official statements

A statement, written or oral, that is not processed in accordance with the IEEE SA Standards Board
Operations Manual shall not be considered or inferred to be the official position of IEEE or any of its
committees and shall not be considered to be, or be relied upon as, a formal position of IEEE. At lectures,
symposia, seminars, or educational courses, an individual presenting information on IEEE standards shall
make it clear that his or her views should be considered the personal views of that individual rather than the
formal position of IEEE.

Comments on standards

Comments for revision of IEEE Standards documents are welcome from any interested party, regardless of
membership affiliation with IEEE. However, IEEE does not provide consulting information or advice
pertaining to IEEE Standards documents. Suggestions for changes in documents should be in the form of a
proposed change of text, together with appropriate supporting comments. Since IEEE standards represent a
consensus of concerned interests, it is important that any responses to comments and questions also receive
the concurrence of a balance of interests. For this reason, IEEE and the members of its societies and
Standards Coordinating Committees are not able to provide an instant response to comments or questions
except in those cases where the matter has previously been addressed. For the same reason, IEEE does not
respond to interpretation requests. Any person who would like to participate in revisions to an IEEE
standard is welcome to join the relevant IEEE working group.

Comments on standards should be submitted to the following address:

Secretary, IEEE SA Standards Board
445 Hoes Lane
Piscataway, NJ 08854 USA

Laws and regulations

Users of IEEE Standards documents should consult all applicable laws and regulations. Compliance with
the provisions of any IEEE Standards document does not imply compliance to any applicable regulatory
requirements. Implementers of the standard are responsible for observing or referring to the applicable
regulatory requirements. IEEE does not, by the publication of its standards, intend to urge action that is not
in compliance with applicable laws, and these documents may not be construed as doing so.

Copyrights

IEEE draft and approved standards are copyrighted by IEEE under U.S. and international copyright laws.
They are made available by IEEE and are adopted for a wide variety of both public and private uses. These
include both use, by reference, in laws and regulations, and use in private self-regulation, standardization,
and the promotion of engineering practices and methods. By making these documents available for use and
adoption by public authorities and private users, IEEE does not waive any rights in copyright to the
documents.

Photocopies

Subject to payment of the appropriate fee, IEEE will grant users a limited, non-exclusive license to
photocopy portions of any individual standard for company or organizational internal use or individual,
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non-commercial use only. To arrange for payment of licensing fees, please contact Copyright Clearance
Center, Customer Service, 222 Rosewood Drive, Danvers, MA 01923 USA; +1 978 750 8400. Permission
to photocopy portions of any individual standard for educational classroom use can also be obtained
through the Copyright Clearance Center.

Updating of IEEE Standards documents

Users of IEEE Standards documents should be aware that these documents may be superseded at any time
by the issuance of new editions or may be amended from time to time through the issuance of amendments,
corrigenda, or errata. A current IEEE document at any point in time consists of the current edition of the
document together with any amendments, corrigenda, or errata then in effect.

Every IEEE standard is subjected to review at least every ten years. When a document is more than ten
years old and has not undergone a revision process, it is reasonable to conclude that its contents, although
still of some value, do not wholly reflect the present state of the art. Users are cautioned to check to
determine that they have the latest edition of any IEEE standard.

In order to determine whether a given document is the current edition and whether it has been amended
through the issuance of amendments, corrigenda, or errata, visit the IEEE Xplore at
http://ieeexplore.ieee.org/ or contact IEEE at the address listed previously. For more information about the
IEEE SA or IEEE’s standards development process, visit the IEEE SA Website at http://standards.ieee.org.

Errata

Errata, if any, for all IEEE standards can be accessed on the IEEE SA Website at the following URL:
http://standards.ieee.org/findstds/errata/index.html. Users are encouraged to check this URL for errata
periodically.

Patents

Attention is called to the possibility that implementation of this standard may require use of subject matter
covered by patent rights. By publication of this standard, no position is taken by the IEEE with respect to
the existence or validity of any patent rights in connection therewith. If a patent holder or patent applicant
has filed a statement of assurance via an Accepted Letter of Assurance, then the statement is listed on the
IEEE SA Website at http://standards.ieee.org/about/sasb/patcom/patents.html. Letters of Assurance may
indicate whether the Submitter is willing or unwilling to grant licenses under patent rights without
compensation or under reasonable rates, with reasonable terms and conditions that are demonstrably free of
any unfair discrimination to applicants desiring to obtain such licenses.

Essential Patent Claims may exist for which a Letter of Assurance has not been received. The IEEE is not
responsible for identifying Essential Patent Claims for which a license may be required, for conducting
inquiries into the legal validity or scope of Patents Claims, or determining whether any licensing terms or
conditions provided in connection with submission of a Letter of Assurance, if any, or in any licensing
agreements are reasonable or non-discriminatory. Users of this standard are expressly advised that
determination of the validity of any patent rights, and the risk of infringement of such rights, is entirely
their own responsibility. Further information may be obtained from the IEEE Standards Association.
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Introduction

This introduction is not part of IEEE Std 1013-2019, IEEE Recommended Practice for Sizing Lead-Acid Batteries for
Stand-Alone Photovoltaic (PV) Systems.

This recommended practice describes a method for sizing both vented and valve-regulated lead-acid
batteries used in stand-alone terrestrial photovoltaic (PV) systems. Sizing batteries for hybrid or grid-
connected PV systems is beyond the scope of this recommended practice. Installation, maintenance, safety,
testing procedures, and consideration of battery types other than lead-acid are beyond the scope of this
recommended practice. Recommended practices for the remainder of the electrical systems associated with
PV installations are also beyond the scope of this recommended practice.
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IEEE Recommended Practice for Sizing Lead-Acid Batteries for Stand-

Alone Photovoltaic (PV) Systems

1. Overview

This recommended practice provides a systematic approach for determining the appropriate energy
capacity of a lead-acid battery to satisfy the energy requirements of the electrical loads of a stand-
alone photovoltaic (PV) system. Since this capacity determination (sizing) assumes that no power is
available from the array, the resulting battery capacity should be more than adequate to meet the PV

system’s load requirements during its normal operation.
1.1 Scope

This recommended practice describes a method for sizing both vented and valve-regulated lead-acid
batteries in stand-alone PV systems. Installation, maintenance, safety, testing procedures, and
consideration of battery types other than lead-acid are beyond the scope of this recommended
practice. Sizing batteries for hybrid and grid-connected PV systems is beyond the scope of this
recommended practice. Recommended practices for the remainder of the electrical systems
associated with stand-alone PV installations are also beyond the scope of this recommended

practice.

Sizing examples are given for various representative system applications. Iterative techniques to
optimize battery costs, which include consideration of the interrelationship between battery size, PV

array size, and weather, are beyond the scope of this recommended practice.
1.2 Purpose

This recommended practice is meant to assist system designers in sizing lead-acid batteries for

residential, commercial, and industrial stand-alone PV systems.
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2. Definitions, acronyms, and abbreviations

For the purposes of this document recommended—practice, the following terms and definitions

apply. The Auwtheritative—Dictionary—ef—IEEE Standards Dictionary Online qu%—EB-l-}; should be

consulted refereneed for terms not defined in this clause.’

2.1 Definitions

regulation voltage: The maximum voltage that a charge controller allows the battery to reach under

charging conditions.

W),

solar radiation: The time integral of solar irradiance.

'IEEE Standards Dictionary Online is available at: http://dictionary.ieee.org.
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NOTE—Solar radiation data for a geographic location is generally reported for each month as the

average daily radiation for a specific array tilt angle. A typical range for daily solar radiation is 2

KWh/m’to 7 kWh/m”.

2.2 Acronyms and abbreviations

2ot

DOD

EOD

EOL

I coin

Imp

Inoncoin

MDDOD

MDOD

14

ste

Vmax

Vmin

depth of discharge

end of discharge

end of life

coincident current

maximum power point current
non-coincident current
maximum daily depth of discharge
maximum depth of discharge
photovoltaic
standard-test-conditions
Maximum voltage limit

Minimum voltage limit
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3. Outline of sizing methodology

The functional description of a standalone system is depicted in the following diagram:

DC Bus AC Bus

s

Batteries

__: __(_\} WAVAVAVAN

PV Array Voltage Inverter AC Load
Regulator,
rarse AL
Controller,
or MPPT
DC-DC
converter DC Load

h 4

Figure 1—Description of a stand-alone PV system

The function of a battery used in a PV system is to supply power when the system load exceeds the
output of the PV array. For a satisfactory PV battery system, many factors should be considered to
determine the necessary capacity and the number of cells composing the battery. These factors, as

follows, are discussed in subsequent clauses:

— Autonomy (Clause 4). The length of time that the stand-alone PV system’s load should be

supported solely by its fully charged battery is established by system design requirements.

— Load determination (Clause 5). Requirements of the application determine the amount of
current that is to be supplied by the battery over a period of time. The peak current and the
allowable eoperational voltage limitsare windeow—are determined by the system’s load

devices.
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— Battery capacity and functional-hour rate determination (Clause 5). The battery capacity and its
discharge functional-hour rate are determined by the specific application’s load(s),

autonomy, and battery characteristics (see Annex A).

— Determining number of series-connected cells (Clause 7). The system’s voltage limits (voltage
window) determines the required number of cells in series. Several criteria should be

examined to assure a workable system.

— Cell capacity and battery size determination (Clause 8). Once the overall battery capacity and
number of cells in series have been determined, the final selection of a specific cell can be

made and the final battery size can be calculated.

NOTE—Because of the interaction of these factors, an iterative process may be needed to

determine the optimum battery for the application.

— Battery sizing worksheets (Clause 9). Worksheets that provide a systematic approach to the
sizing of a battery for a stand-alone PV system are presented. The application of the

worksheets is explained in accompanying text.

— Battery characteristics (Annex A). System performance, life, maintenance, and cost are
influenced by the type of battery selected for the PV application. Information regarding lead-

acid battery characteristics is presented.

— Examples (Annex B). Examples demonstrating various aspects of battery sizing are presented.
4. Autonomy considerations

PV power systems may require some battery reserve, both for reliability of service and to provide
time for intervention in the event of an unanticipated occurrence, such as unusually poor weather or
failure of a system component. The number of days of autonomy is commonly specified as a system

design requirement and is based on several considerations, including the following:

a) System application. Critical load applications generally require more autonomy than non-

critical applications.
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b) System availability. System availability is the minimum percentage of the time that the PV

system should be able to satisfy the system’s specified design loads.

c) Solar irradiance variability. Daily and seasonal variations in solar irradiance affect the required

autonomy.

d) Predictability of load. The load may or may not be predictable; also, there may be the

possibility of adjusting the loads, e.g., dropping nonessential loads.

e) Recharge capability. If the array is insufficiently sized or if the available recharge time is too

short, then the battery may not be fully recharged between discharges.

f)  Accessibility of site. The worst-case time required for reaching the site and for correcting any

problem should be considered.
5. Load determination

A description of the system’s electrical load, within the autonomy period, is needed for the sizing of
the battery. The validity of the battery sizing depends on the accuracy and completeness of this

information.
5.1 General considerations

The overall duty cycle imposed on the battery is the description of the dc load current and its
duration within the autonomy period during which it is assumed that no power is provided by the
PV array. For ac loads supplied through an inverter, these loads should be tabulated separately,

totaled, and combined with the inverter losses to determine the actual dc load on the battery.

The system’s load can be expressed in a tabular or graphical form. As both descriptions start with a
tabulation of the individual loads and their durations, the tabular form is more general. The load-
profile diagram, the graphical representation, is necessary to visualize the interrelationships of the
individual loads. For both load descriptions, all loads expected during a 24 h period are tabulated
along with their anticipated durations. Worksheet 1 in Clause 9 provides a convenient method of

tabulating load data in accordance with the sizing method of this recommended practice.
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It may be necessary to consider a longer period of time when a 24 h period does not accurately
describe the load profile. For those cases where the load profile exceeds 24 h, an average and a
maximum daily load should be determined for subsequent battery capacity determinations.
Worksheet 2 and Worksheet 3 in Clause 9 provide convenient methods for determining these loads.

The average daily load is used in the initial determination of the battery size.

Once the battery has been sized, the maximum daily load is used to determine the ability of this
battery to sustain it. If the maximum daily load sequence cannot be established, the days should be
arranged in the worst possible order, generally with the maximum load day last. The battery’s
capacity may need to be increased to satisfy the maximum daily load in this partially discharged

state.

For applications where the load varies significantly on a monthly basis, the average daily load for
each month should be determined. The battery sizing should be based on the resulting maximum

average daily load.

A load-profile diagram is a helpful neeessary aid in determining those areas where the battery’s
performance needs to be checked to assure load satisfaction. To make a load profile diagram, do the

following;:
a) Tabulate all the individual loads along with their starting and stopping times.
b) Total the coincident loads for their respective periods of time.
c) Plot the resulting total load versus time of day or elapsed time, as appropriate.

The resulting curve is the load-profile diagram. If the daily loads vary during the autonomy period,
the individual daily load-profile diagrams, plotted in sequence, constitute the system’s load-profile

diagram. See Annex B for examples.
5.2 Load data

The systematic identification and characterization of the system’s individual loads are fundamental
to defining the battery’s duty cycle. The information in 5.2.1 through 5.2.6 is provided to assist in

gathering and characterizing the system’s loads.

Documents

Document Sharing Hub
Authorized licensed use limited to: Tsinghua University. Downloaded on March 05,2026 at 04:47:16 UTC from IEEE Xplore. Restrictions apply.

Full document details: IEEE 1013-2019


http://www.avadocuments.com/doc/ieee-1013-2019
http://www.avadocuments.com/doc/ieee-1013-2019

5.2.1 Momentary current

Loads lasting 1 min or less are designated “momentary” loads and are given special consideration.
The ampere-hour requirements of this type of load are usually very low, but their effect on battery
terminal voltage may be considerable and should be taken into account. Momentary loads can occur

repeatedly during the duty cycle. Typical momentary loads are:
a) Motor starting currents

b) High inverter surge currents
5.2.2 Running current

Running current is the current required by a load after its starting current has subsided. Certain
devices require a constant power, thus the required current rises as the battery voltage falls. For the
typically long-rate discharges of PV applications, the battery’s voltage remains relatively constant
until near the end of discharge (EOD); therefore, the running current may be approximated as the

current required at 95% of the system voltage.

NOTE—For certain loads, it is necessary to consider both the momentary and running current

components of the load. For example, if an electric motor starts during the duty cycle, both the

starting (momentary) current and running current need to be considered.-Fhe-starting-currentneed

5.2.3 Parasitic current

Parasitic losses, such as those resulting from tare losses of charge controllers and inverters, should
be included as currents. These currents should be included as part of the running-current loads.
Consideration of the battery’s self-discharge, which is a parasitic current that depends on the battery

type and capacity, is recommended as a check (see 8.5) after the battery is selected.
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5.2.4 Load duration

The load duration is the time, in hours, of operation of each load. For PV systems, it is very common
for load duration to be expressed in terms of a daily cycle that repeats over the days of autonomy. If
the inception time of a load is known, but the shutdown time is indefinite, it should be assumed that

the load continues through the remainder of the autonomy period.
5.2.5 Load coincidence

Each load current (momentary or running) is classified as to whether or not it is coincident with any
other loads and is tabulated accordingly. Loads that occur at random are assumed to be coincident
loads. This information, portrayed in the load-profile diagram, is later used in battery selection and

to check discharge rate (see 5.3).
5.2.6 Maximum and minimum load voltage

The maximum and minimum voltage at which each load device operates properly should be

determined and tabulated (see Clause 9, Worksheet 3 6-2). Voltage drops, such as those associated

with cabling, overcurrent protection, and connectors, between the battery and the loads are not to be
considered as an adjustment to a load’s maximum voltage. This is because the current and resulting
voltage drops can be very low at times, thus exposing the device to battery terminal voltage.
However, these voltage drops should be determined individually for each load device and added to
its minimum operating voltage to help ensure that the required minimum voltage is present at the

load.
5.3 Data analysis

After the loads have been defined, the sizing and selection of an appropriate battery can begin. As
the final capacity of the battery depends on the commercially available cell capacities in the desired

lead-acid battery type, the final selection of battery and its capacity may be an iterative process.
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5.3.1 Ampere hours

It is usually possible to calculate an equivalent daily load by multiplying each load current by its
daily duration, and summing the results. If the duration of the momentary load is known, calculate
the ampere-hour load by multiplying this duration by the momentary current. If the duration of the
momentary load is not known, assume the time to be 1 min and calculate the load accordingly. For

voltage-drop considerations, a full minute duration is used in either case.

If the duty cycle does not repeat each day, it is necessary to describe the load over all the autonomy
period. Worksheet 2 in Clause 9 is provided for this purpose. If the graphical form of the load

description is used, the ampere-hour load is the total area under the load-profile curve.
5.3.2 Currents

The maximum momentary and the maximum running currents are determined and are used to
calculate the battery’s maximum discharge current. Since the system loads may operate in various
combinations, the maximum current (momentary or running) is the largest summation of the
individual loads that can occur simultaneously. If the battery’s maximum discharge current is
greater than the 20 h discharge rate and the sequence of loads is known, the method described in

IEEE Std 485™ [B1 B2] may result in a less conservatively sized battery.
6. Battery capacity and functional-hour rate determination

The required battery capacity for a PV application is determined by the autonomy and by the
characteristics of the load, battery, and installation. A functional-hour rate for the application is

determined by capacity and load calculations.
6.1 Unadjusted capacity

The unadjusted capacity, in ampere hours, is calculated by multiplying the days of autonomy by the
average daily load (in ampere hours/day as determined in Clause 5). This capacity is adjusted in 6.3

for battery characteristics and operating conditions. See IEEE Std 1361™ [B3 B4] for additional

information on these subjects.
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6.2 Battery type selection

A trial battery type should be selected before proceeding with the sizing process. This is necessary
because performance characteristics, such as design depth of discharge (DOD) and cycle life, are

different for the various battery types. See IEEE Std 1361 [B3 B4].

If a vented battery is used, it should be selected for the intended application by considering watering

intervals, the consequences of hydrogen and oxygen evolution, and wear-out mechanisms.

If a valve-regulated battery is used, it should be selected for the intended application by considering
the effect that charging current has on recombination and thus cell dryout, thermal runaway, and

the consequences of hydrogen and oxygen evolution (see A.4.3).

Annex A provides a more detailed catalog of battery characteristics that should be considered.
Reevaluation of the applicability of the trial battery is recommended throughout the sizing process.

Refer to manufacturer’s literature for specific data on the type of battery selected.
6.3 Capacity adjustment

After initial battery selection and sizing, the final battery’s capacity is determined by making

adjustments for various battery, operational, and PV system factors.
6.3.1 Discharge adjustments

The unadjusted capacity should be modified to assure satisfactory battery cycle life. Battery
manufacturers rate lead-acid cells for maximum depth of discharge (MDOD), maximum daily depth
of discharge (MDDOD), and end-of-life (EOL) capacity. The battery capacity should be adjusted in

the following ways:

a) The capacity adjusted for MDOD is obtained by dividing the unadjusted capacity by MDOD

(in percent).

b) The capacity adjusted for MDDOD is obtained by dividing the maximum daily ampere
hours by MDDOD (in percent).
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c) The capacity adjusted for life is obtained by dividing the unadjusted capacity by the EOL
capacity expressed in percent of the rated capacity. While 80% is often used as the EOL
capacity in float-service applications, this value may mean earlier replacement than
necessary for PV applications. This is due to a number of factors including the incomplete
charging that can occur in PV applications. The resulting apparent loss in capacity results in
a reduction of the autonomy period. If a fixed period is necessary, a larger EOL battery
capacity should be used. Using an EOL percentage less than 80% in sizing the battery is one

method of achieving this additional capacity. In most cases, an EOL percentage less than

50% is not recommended.

d) The largest of these three capacities satisfies the MDOD, MDDOD, and EOL adjustments.
6.3.2 Temperature adjustment

The available capacity of a battery is affected by its operating temperature. Cell capacity ratings are
generally standardized at 25 °C in the United States. Other countries may use other temperatures
when rating their battery capacities. The battery’s capacity increases for temperatures above and
decreases for temperatures below that used for the battery’s capacity rating. When sizing a battery,
its capacity is rarely adjusted for warm-temperature operation, but adjustments should be made for
cold-temperature applications. Refer to the battery manufacturer’s literature for temperature
correction factors. The discharge-adjusted capacity determined in 6.3.1 should be further adjusted by

this factor to yield a temperature-adjusted capacity.
6.3.3 Design margin adjustment

It is prudent design practice to provide a capacity margin to allow for uncertainties in the load
determination, e.g., less-than-optimum load-operating conditions and load growth. A common

practice to provide this design margin is to add 10% to 25% to the capacity as determined in 6.3.2.
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6.4 Functional-hour rate

In order to select an appropriate battery, the battery’s ampere-hour capacity and its discharge rate
should be considered together. In continuous-load applications, the battery should have sufficient
capacity to supply the constant-discharge rate over the autonomy period. However, in
noncontinuous load applications, the discharge rate varies and could include high rates of discharge
periodically throughout the autonomy period. Using an average discharge rate when selecting a
battery could result in insufficient capacity to supply high currents above the minimum voltage late
in the battery’s discharge. The functional-hour rate, expressed in hours, conservatively approximates
a single discharge rate that is equivalent to the varying discharge rates of a particular duty cycle. The

functional-hour rate used in 8.1, for cell selection, may be greater than the autonomy period.
The functional-hour rate can be calculated as follows:

a) Compare the sum of coincident running currents (lcin) with the maximum noncoincident

running current (Inoncoin) and select the larger as the maximum running current.

b) Divide the adjusted capacity as determined in 6.3.3 by the maximum running current

selected in step a) above.
Example 1:

The adjusted battery capacity in a system with 5 days autonomy is 150 Ah, with a maximum current

drain of 5 A. The functional-hour rate is 150 Ah divided by 5 A, or 30 h.
Example 2:

The adjusted battery capacity in a system with 5 days autonomy is 150 Ah with a continuous current

drain of 1 A. The functional-hour rate is 150 Ah divided by 1 A, or 150 h.
7. Determining number of series-connected cells

A battery is usually composed of a number of identical cells connected in series. The maximum and
minimum system voltages, along with the selected cell’s allowable charging and discharging voltage
limits, determine the number of series-connected cells of the battery.
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