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Abstract: Recommended design, installation, and maintenance practices for electrical power
and grounding (including both power-related and signal-related noise control) of sensitive elec-
tronic processing equipment used in commercial and industrial applications are presented. The
main objective is to provide a consensus of recommended practices in an area where conflict-
ing information and confusion, stemming primarily from different viewpoints of the same
problem, have dominated. Practices herein address electronic equipment performance issues
while maintaining a safe installation. A brief description is given of the nature of power quality
problems, possible solutions, and the resources available for assistance in dealing with prob-
lems. Fundamental concepts are reviewed. Instrumentation and procedures for conducting a
survey of the power distribution system are described. Site surveys and site power analyses
are considered. Case histories are given to illustrate typical problems.
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IEEE Standards documents are developed within the IEEE Societies and the Standards Coordinating
Committees of the IEEE Standards Association (IEEE-SA) Standards Board. Members of the commit-
tees serve voluntarily and without compensation. They are not necessarily members of the Institute. The
standards developed within IEEE represent a consensus of the broad expertise on the subject within the
Institute as well as those activities outside of IEEE that have expressed an interest in participating in the
development of the standard.

Use of an IEEE Standard is wholly voluntary. The existence of an IEEE Standard does not imply that
there are no other ways to produce, test, measure, purchase, market, or provide other goods and services
related to the scope of the IEEE Standard. Furthermore, the viewpoint expressed at the time a standard
is approved and issued is subject to change brought about through developments in the state of the art
and comments received from users of the standard. Every IEEE Standard is subjected to review at least
every five years for revision or reaffirmation. When a document is more than five years old and has not
been reaffirmed, it is reasonable to conclude that its contents, although still of some value, do not
wholly reflect the present state of the art. Users are cautioned to check to determine that they have the
latest edition of any IEEE Standard.

Comments for revision of IEEE Standards are welcome from any interested party, regardless of member-
ship affiliation with IEEE. Suggestions for changes in documents should be in the form of a proposed
change of text, together with appropriate supporting comments.

Interpretations: Occasionally questions may arise regarding the meaning of portions of standards as
they relate to specific applications. When the need for interpretations is brought to the attention of
IEEE, the Institute will initiate action to prepare appropriate responses. Since IEEE Standards represent
a consensus of all concerned interests, it is important to ensure that any interpretation has also received
the concurrence of a balance of interests. For this reason, |IEEE and the members of its societies and
Standards Coordinating Committees are not able to provide an instant response to interpretation
requests except in those cases where the matter has previously received formal consideration.

Comments on standards and requests for interpretations should be addressed to:

Secretary, IEEE-SA Standards Board
445 Hoes Lane

P.O. Box 1331

Piscataway, NJ 08855-1331

USA

Note: Attention is called to the possibility that implementation of this standard may
require use of subject matter covered by patent rights. By publication of this stgndard,
no position is taken with respect to the existence or validity of any patent rights in
connection therewith. The IEEE shall not be responsible for identifying patents for
which a license may be required by an IEEE standard or for conducting inquirig¢s into
the legal validity or scope of those patents that are brought to its attention.

Authorization to photocopy portions of any individual standard for internal or personal use is granted by

the Institute of Electrical and Electronics Engineers, Inc., provided that the appropriate fee is paid to

Copyright Clearance Center. To arrange for payment of licensing fee, please contact Copyright Clear-
ance Center, Customer Service, 222 Rosewood Drive, Danvers, MA 01923 USA; (978) 750-8400.

Permission to photocopy portions of any individual standard for educational classroom use can also be
obtained through the Copyright Clearance Center.
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Introduction

(This introduction is not a part of IEEE Std 1100-1999, IEEE Recommended Practice for Powering and
Grounding Electronic Equipment.)

This recommended practice is a publication of the Industry Applications Society (IAS) of the
IEEE and is one of the books in tlieEE Color Book Seriesvhich relates to industrial and
commercial power systems. The purpose of this recommended practice is to provide consen-
sus for installing and providing power to electronic equipment in literally all sectors and power
system environments. This has been a growing area of concern as incompatibilities between
power system characteristics and equipment tolerances have caused operating problems and
loss of productivity in all kinds of power systems.

As load and source compatibility concerns have become more common, the facility engineers
and system designers have been in the spotlight to provide solutions. Power and microelec-
tronic equipment designs also have a role in solving the problems. Electronic equipment can
be a contributor to, and a victim of, powering and grounding incompatibilities in power
systems. A cooperative effort is required among power system designers, equipment manufac-
turers, and the electric utilities to provide and maintain an acceptable level of load/source
compatibility.

To address this multidisciplined area, the Working Group on Powering and Grounding Sensi-
tive Electronic Equipment was formed in 1986 to write a recommended practice, which was
first published in 1992 and subsequently revised in accordance with IEEE-SA rules. The
project was sponsored by the IAS Industrial and Commercial Power Systems Department,
Power Systems Engineering Committee. This practice is intended to complement other recom-
mended practices in tHEEE Color Book Serieand has been coordinated with other related
codes/standards, as well as nationally recognized testing laboratories.

iv Copyright © 1999 IEEE. All rights reserved.
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IEEE Recommended Practice for
Powering and Grounding
Electronic Equipment

Chapter 1
Overview

1.1 Scope

This recommended practice presents recommended engineering principles and practices for
powering and grounding electronic equipment in commercial and industrial applications.

The scope of this document is limited to recommended design, installation, and maintenance
practices for electrical power and grounding (including both power-related and signal-related
noise control) of electronic processing equipment used in commercial and industrial
applications.

1.2 Purpose

The main objective is to provide a consensus of recommended practices in an area where con-
flicting information and confusion, stemming primarily from different viewpoints of the same
problem, have dominated. Practices herein address electronic equipment performance issues
while maintaining a safe installation, as specified in the National ElectricaPQbdteC-)

(NFPA 70-1999) [B1} and recognized testing laboratories’ standards. This recommended
practice is not intended to replace or to take precedence over any codes or standards adopted
by the jurisdiction where the installation resides.

1.3 Background

As electronic loads proliferate in industrial and commercial power systems, so do problems
related to power quality. Powering and grounding electronic equipment has been a growing
concern for commercial and industrial power system designers. This concern frequently
materializes after start-up, when electronic system-operating problems begin to occur. Efforts
to alleviate these problems have ranged from installing power conditioning equipment to
applying special grounding techniques that are not found in conventional safe grounding
practice. Grasping for conditioning equipment or “magic” grounding methods is a common
response. In some cases this approach has led to unsafe practices and violations of the NEC,

1The numbers in brackets correspond to those of the bibliography in 1.5.

Copyright © 1999 IEEE. All rights reserved. 1
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without solving operating problems. In response to this situation, this recommended practice
attempts to provide an understanding of the fundamentals of powering and grounding elec-
tronic equipment and the various types of problems that can arise.

The concept of load and source compatibility is not new. The need to provide power with
steady voltage and frequency has been recognized since the inception of the electric utility
industry. However, the definition efeadyhas changed over the years, reflecting the different
susceptibility of electronic equipment to the departure fst@adyconditions. Some of the

early concerns were flicker of light bulbs due to voltage variations, and overheating of electro-
magnetic loads or interference of communication loads due to voltage waveform distortion.
Recognition of these problems led to the development of voluntary standards that contributed
significantly to reducing occurrences.

More recently, transient voltage disturbances associated with short circuits, lightning, and
power system switching have emerged as a major concern to manufacturers and users of elec-
tronic equipment. The issue of grounding, and particularly how to deal with noise and safety
simultaneously, is complicated by conflicting philosophies advocated by people of different
backgrounds. Power-oriented engineers and signal-oriented engineers often differ in their
perception of the problem and potential solutions.

Since the earliest days of electric power, users have desired that utilities provide electricity
without interruptions, surges, or harmonic waveform distortions. Reducing such power line
disturbances has always been a concern for utilities. Recently, however, new sources of dis-
turbances have begun to proliferate, just as many loads are becoming more sensitive to these
same power disturbances. Some of these disturbances are generated by adjacent equipment
and by inadequate wiring and grounding practices. These developments have presented utili-
ties and users with a new set of complex power quality issues that require wide-reaching
cooperative efforts in order to be resolved.

Today’s complaints about the quality of power are not easily resolved because they involve
both a multitude of different causes and a variety of specific sensitivities in the affected
equipment. A commonly applied solution to power incompatibilities is to install interface
equipment between commercial power and sensitive loads. Difficulties in assessing the need
to apply power interface equipment include

a) The inability to quantify precisely how much downtime is power related; and

b) The subjective nature of estimating the cost of sensitive load misoperation that is
attributable to power line disturbance.

The cost/benefit aspects of the problem can be addressed from a technical point of view in
standards, but detailed economic analysis and specific decisions remain the prerogative of the
user. Power system designers, utility companies, and manufacturers of electronic equipment
need to cooperate with each other to find effective solutions to reduce the potential sources of
interference, reduce the susceptibility of the load equipment, or apply power conditioning
equipment.

2 Copyright © 1999 IEEE. All rights reserved.
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As in the past, voluntary consensus standards are also needed. Focusing on the technical
issues, dispelling misconceptions, and recommending sound practices can assist the user in
making informed economic decisions. Two of the goals of this recommended practice are to
promote a better understanding of the significant issues and to dispel misconceptions.

Fortunately, powering and grounding an electronic system is fundamentally the same as any
electrical system. Estimating the load, matching current and voltage requirements, or planning
for future growth involves the same basic information. Similarly, designing an appropriate
electrical distribution system, selecting and coordinating overcurrent protection, and assuring
voltage regulation makes use of the same engineering practices. Even the principles of
grounding for safety can be applied to electronic loads in the same way as to any other load.

The IEEE Color Book Series an excellent reference library available for designing com-
mercial and industrial power systems of all types. Each Color Book provides recommended
practices in a specific subject area. The objective is to assist in the design of safe, reliable, and
economical electric power systems by providing the consensus of knowledge and experience
of the contributing IEEE members. TlEEE Emerald Books directed specifically at power-

ing and grounding electronic equipment.

1.4 Text organization

The following chapter descriptions provide the reader with a road map of this recommended
practice.

Chapter 2 provides definitions of the terms that pertain to power quality issues and that are
generally not otherwise available in IEEE standards. A description and a definition of power
disturbances are included. Also provided is a list of terms that have been deliberately avoided
in this recommended practice because they have several different meanings and no generally
accepted single technical definition.

Chapter 3 provides general needs guidelines. This chapter is intended to identify the relevant
codes and standards, as well as the existing electrical environments to which equipment is
typically subjected. These guidelines are established as a basis for the treatment of instrumen-
tation, site surveys, selection of equipment, and recommended practices in subsequent chap-
ters.

Chapter 4 introduces the reader to the fundamental concepts necessary for understanding and
applying recommended practices for the design of a compatible and essentially hazard-free
interconnection to the power system. Fundamentals not unique to electronic and electrical
equipment are treated lightly, or by reference to other standards.

Chapter 5 presents information on available measurement instruments that are useful for
investigating and diagnosing problems in power systems that serve electronic equipment.

Chapter 6 covers site power analyses and site surveys. This chapter presents the fundamen-
tals of how to conduct a site survey for problem identification and diagnosis. The recom-
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mended approach is to start with wiring and grounding checks and progress through voltage
disturbance measurements to harmonic analysis.

Chapter 7 (formerly Chapter 8) presents the myriad of available power enhancement equip-
ment from the points of view of basic technology, performance, and function. Specification,
performance verification, and maintenance are also covered.

Chapter 8 (formerly Chapter 9) covers the recommended design and installation practices for
powering and grounding electronic equipment. The intent is to present the Working Group’s
collective engineering experience and judgment of effective practices.

Chapter 9 is a new addition to IEEE Std 1100-1999 and covers the recommended design and
installation practices peculiar to the powering and grounding of distributed computer systems
and telecommunications equipment. The chapter makes extensive use of existing industry
standards, such as ANSI T1 standards, and industry specifications, such as those by Bellcore
and BICSI.

Chapter 10 (formerly Chapter 7) presents case histories. These case studies provide examples
of real-world performance and safety problems that have been encountered in the field. Cases
that are presented illustrate the need to follow specific recommended practices, and indicate

potential results when recommended practices are not followed.

1.5 Bibliography
Additional information may be found in the following source:

[B1] NFPA 70-1999, National Electrical COd¢NEC").?

2The NEC is published by the National Fire Protection Association, Batterymarch Park, Quincy, MA 02269, USA
(http://www.nfpa.org/). Copies are also available from the Institute of Electrical and Electronics Engineers, 445 Hoes
Lane, P.O. Box 1331, Piscataway, NJ 08855-1331, USA (http://www.standards.ieee.org/).
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Chapter 2
Definitions

2.1 Introduction

The electronic power community is pervaded by terms that have no scientific definition. One

of the purposes of this chapter is to eliminate the use of those words. Another purpose is to
define those terms that aid in the understanding of concepts within this recommended
practice.

Where possible, definitions were obtained from IEEE Std 100-199@.second choice was
to use other appropriate sources, and the final choice was to use a new definition that conveys
a common understanding for the word as used in the context of this recommended practice.

The remainder of this chapter is divided into three parts. First, an alphabetical listing of defi-
nitions is provided in 2.2. The reader is referred to IEEE Std 100-1996 for all words not
listed herein. The second part (2.3) lists those terms that have been deliberately avoided in
this document because of no generally accepted single technical definition. These words find
common use in discussing distribution-related power problems, but tend not to convey sig-
nificant technical meaning. The third part (2.4) lists abbreviations that are employed
throughout this recommended practice.

2.2 Alphabetical listing of terms

The primary source for the definitions in this clause is IEEE Std 100-1996. This clause does
not include any device or equipment definitions (e.g., isolation transformers and uninterrupt-
ible power systems); the reader is advised to refer to the index. Most pertinent equipment is
described in Chapter 7.

2.2.1 bonding: (A)The electrical interconnecting of conductive parts, designed to maintain a
common electrical potential [see the National Electrical EoiéEC”) (NFPA 70-1999)].

(B) The permanent joining of metallic parts to form an electrically conductive path that will

assure electrical continuity and the capacity to conduct safely any current likely to be
imposed. (See the NEC.)

2.2.2 bonding network, common (CBN):(A) The principal means for affecting bonding

and earthing inside a buildin@B) The set of metallic components that are intentionally or
incidentally interconnected to form the (earthed) bonding network (a mesh) in a building.
These components include structural steel or reinforcing rods, metallic plumbing, ac power
conduit, equipment grounding conductors, cable racks, and bonding conductors. The CBN
always has a mesh topology and is connected to the grounding electrode Bydteifihe

CBN may also be known in the public telephone network as an integrated ground plane.

Linformation on references can be found in 2.5.
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2.2.3 bonding network, isolated (IBN):(A) A bonding network that has a single point of
connection (single-point ground) to either the common bonding network (CBN) or another
isolated bonding networkB) Typically a system-level grounding topology used by the orig-
inal equipment manufacturer (OEM) to desensitize its equipment to suspected or known site
environmental issues such as power fault and surge, lightning, and grounding potential rise.
The IBN requires the use of a single-point connection location (also known in the telephone
industry as gyround window to interface the rest of the building metallics (the CBN). The
IBN should not be confused with the isolated grounding receptacle (IGR) circuit discussed in
Section 250-146(d) of the NEGlote: The IBN may also be known in the public telephone
network as amsolated ground plane.

2.2.4 commercial power:Power furnished by an electric power utility company.

2.2.5 common-mode noise (longitudinal)The noise voltage that appears equally, and in
phase, from each current carrying conductor to grolate: For the purposes of this
recommended practice, this abbreviated definition extends the existing definition in
IEEE Std 100-1996 (previously given only for signal cables) to the power conductors sup-
plying electronic equipment.

2.2.6 coupling:The association of two or more circuits or systems in such a way that power
or signal information may be transferred from one system or circuit to another.

2.2.7 crest factor (of a periodic function)The ratio of the peak value of a periodic function
(Ypear to the rms valu€yymg); cf = YpealVrms

2.2.8 critical load: Devices and equipment whose failure to operate satisfactorily jeopardizes
the health or safety of personnel, and/or results in loss of function, financial loss, or damage
to property deemed critical by the udeate: This definition refers to function of the device,
whereas the IEEE Std 100-1996 definition links the device to the quality of its power supply.

2.2.9 customer premises equipment (CPEAny equipment connected by customer pre-
mises wiring to the customer side of the demarcation point (network interface). (See
ANSI T1.318-1994.)

2.2.10 degradation failure:See-failure, degradation.
2.2.11 differential-mode noiseSee:transverse-mode noise.

2.2.12 direct-reading ammetersAmmeters that employ a shunt and are connected in series
and carry some of the line current through them for measurement purposes. They are part of
the circuit being measured.

2.2.13 displacement power factorSee:power factor, displacement.

2.2.14 distortion factor: The ratio of the root square value of the harmonic content to the
root square value of the fundamental quantity, expressed as a percent of the fundamental.
Note:Also referred to awtal harmonic distortion(See IEEE Std 519-1992.)
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2.2.15 dropout: A loss of equipment operation (discrete data signals) due to noise, voltage
sags, or interruption. (See IEEE Std 1159-1995.)

2.2.16 dropout voltage:The voltage at which a device will revert to its de-energized posi-
tion, i.e., the voltage at which a device fails to operate.

2.2.17 earth, remoteThe point beyond which further reduction in ground electrode or grid
impedance results in negligible effects. (See ANSI T1.318-1994.)

2.2.18 efficiencyThe output real power divided by the input real power.

2.2.19 equipment grounding conductorThe conductor used to connect the non-current-
carrying parts of conduits, raceways, and equipment enclosures to the grounding electrode at
the service equipment (main panel) or secondary of a separately derived system (e.g., isola-
tion transformer)Note: This term is defined more specifically in Section 100 of the NEC.

2.2.20 failure, degradation:Failure that is both gradual and partidbte: In time, such a
failure may develop into a complete failure.

2.2.21 failure mode:The effect by which a failure is observed to occur.

2.2.22 flicker: A variation of input voltage, either magnitude or frequency, sufficient in dura-
tion to allow visual observation of a change in electric light source intensity.

2.2.23 foreign potential:Any voltage and resultant current imposed on telecommunications
plant or equipment that is not supplied from the central office or from telecommunications
equipment.

2.2.24 form factor (periodic function): The ratio of the root square value to the average
absolute value, averaged over a full period of the function.

2.2.25 forward transfer impedance:An attribute similar to internal impedance of a power
source, but at frequencies other than the nominal (e.g., 60 Hz power frequency). Knowledge
of the forward transfer impedance allows the designer to assess the capability of the power
source to provide load current (at the harmonic frequencies) needed to preserve a good output
voltage waveform. Generally, the frequency range of interest is 60 Hz to 3 kHz for 50 to
60 Hz power systems, and 20 to 25 kHz for 380 to 480 Hz power systems.

2.2.26 frequency deviationAn increase or decrease in the power frequency from nominal.
The duration of a frequency deviation can be from several cycles to severalNuiar3he
IEEE Std 100-1996 definition is “system frequency minus the scheduled frequency.”

2.2.27 ground: (A)A conducting connection, whether intentional or accidental, by which an
electric circuit or equipment is connected to the earth, or to some conducting body of rela-
tively large extent that serves in place of the egB).High-frequency referencéNote:
Grounds are used for establishing and maintaining the potential of the earth (or of the conduct-
ing body), or approximately that potential, on conductors connected to it and for conducting
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ground currents to and from earth (or the conducting bdgigg. also:signal reference
structure.

2.2.28 ground electrodeA conductor or group of conductors in intimate contact with the
earth for the purpose of providing a connection with the ground. (See the NEC.)

2.2.29 ground electrodeconcrete-encasedAlso known as aufer ground.A grounding
electrode completely encased within concrete, located within, and near the bottom of, a con-
crete foundation or footing or pad, that is in direct contact with the &ath: This term is
defined more specifically in Article 250 of the NEC.

2.2.30 ground grid: A system of interconnected bare conductors arranged in a pattern over a
specified area on, or buried below, the surface of the earth. Normally, it is bonded to ground
rods driven around and within its perimeter to increase its grounding capabilities and provide
convenient connection points for grounding devices. The primary purpose of the ground grid
is to provide safety for workmen by limiting potential differences within its perimeter to safe
levels in case of high currents that could flow if the circuit being worked on became ener-
gized for any reason, or if an adjacent energized circuit faulted. Metallic surface mats and
gratings are sometimes utilized for this same purpdete: This term should not be used
when referring to a signal reference structure, which is defined in this clause.

2.2.31 ground impedance testerA multifunctional instrument designed to detect certain
types of wiring and grounding problems in low-voltage power distribution systems.

2.2.32 grounding conductor (telecommunications)lirect current equipment (DCEG):

The conductor used to connect the metal parts of equipment, raceways, and other enclosures
to the system grounded conductor (battery return), the conductor providing the system
ground reference, or both, at the source of a direct current system (dc power plant).

2.2.33 ground loop:A potentially detrimental loop formed when two or more points in an
electrical system that are nominally at ground potential are connected by a conducting path
such that either or both points are not at the same ground potential.

2.2.34 ground potential shift: The difference in voltage between grounding or grounded
(earthed) structures such as the opposite corners of a metal building. Generally, ground
potential shift increases with distance of separation of ground locations and with the fre-
guency or wave front rise time of the resulting current flow. Ground potential shift problems
are generally exacerbated by surge events from lighting and utility power sources.

2.2.35 ground, radial:A conductor connection by which separate electrical circuits or equip-
ment are connected to earth at one point. Sometimes referred $taag@und

2.2.36 ground, ufer:See:ground electrode, concrete-encased.

2.2.37 ground window:The area through which all grounding conductors, including metal-
lic raceways, enter a specific area. It is often used in communications systems through which
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the building grounding system is connected to an area that would otherwise have no ground-
ing connection.

2.2.38 harmonic distortion:The mathematical representation of the distortion of the pure sine
waveform.See alsodistortion factor and Figure 2-%.

Horizontal 5 milliseconds/division Vertical 50 volts/division

Source: The Dranetz Field Handbook [B3].

Figure 2-1—Distortion example

2.2.39 impulse:Seetransient.

2.2.40 input power factor (of a system)The ratio at the input of active power (measured in
watts or kilowatts) to input apparent power (measured in volt-amperes or kilovolt-amperes) at
rated or specified voltage and lo&ke alsopower factor, displacement; power factor,

total.

2.2.41 input voltage range (of a power systemJ:he range of input voltage over which the
system can operate properly. (See ANSI C84.1-1995.)

2.2.42 inrush: The amount of current that a load or device draws when first energized.
2.2.43 interruption: The complete loss of voltage for a time period.

2.2.43.1 interruption, momentary (power quality monitoring): (A) A type of short dura-
tion variation.(B) The complete loss of voltage (< 0.1 pu) on one or more phase conductors
for a time period between 0.5 cycles and 3 s. (See IEEE Std 1159-1995.)

2The numbers in brackets in the source for Figure 2-1 correspond to those of the bibliography in 2.6.
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2.2.43.2 interruption, sustained (power quality monitoring):The complete loss of voltage
for a time period greater than 1 min.

2.2.43.3 interruption, temporary (power quality monitoring): (A) A type of short-duration
variation.(B) The complete loss of voltage (< 0.1 pu) on one or more phase conductors for a
time period between 3 s and 1 min. (See IEEE Std 1159-1995.)

2.2.44 isolated equipment groundAn isolated equipment grounding conductor runs in the
same conduit or raceway as the supply conductors. This conductor is insulated from the
metallic raceway and all ground points throughout its length. It originates at an isolated-
ground-type receptacle or equipment input terminal block and terminates at the point where
neutral and ground are bonded at the power sobiate: This term is defined more specifi-

cally in Sections 250-96(b) and 250-146(d) of the NEC.

2.2.45 isolation: Separation of one section of a system from undesired influences of other
sections.

2.2.46 linear load:A load that draws a sinusoidal current wave when supplied by a sinusoi-
dal voltage source.

2.2.47 noise, common-modeee:common-mode noise.
2.2.48 noise, differential-modeSeetransverse-mode noise.
2.2.49 noise, electricalUnwanted electrical signals that produce undesirable effects in the

circuits of the control systems in which they ocduote: For this recommended practice,
control systemis intended to include electronic equipment in total or in part (see Figure 2-2).

Horizontal 5 milliseconds/division Vertical 200 volts/division

Source: The Dranetz Field Handbook [B3].

Figure 2-2—Noise example
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2.2.50 noise, normal-modeSee:transverse-mode noise.
2.2.51 noise, transverse-mod&ee:transverse-mode noise.

2.2.52 nonlinear load:A load that draws a nonsinusoidal current wave when supplied by a
sinusoidal voltage source. (See IEEE Std 519-1992.)

2.2.53 nonlinear load current:Load current that is associated with a nonlinear |G
also: nonlinear load.

2.2.54 notch:A switching (or other) disturbance of the normal power voltage waveform, last-
ing less than a half cycle; which is initially of opposite polarity than the waveform, and is
thus subtractive from the normal waveform in terms of the peak value of the disturbance volt-
age. This includes complete loss of voltage for up to a half cycle. (See Figurgez also:
transient.

Horizontal 10 milliseconds/division Vertical 200 volts/division

Source: The Dranetz Field Handbook [B3].

Figure 2-3—Notches

2.2.55 output (reverse transfer) impedance (of a power source§imilar to forward trans-
fer impedance, but it describes the characteristic impedance of the power source as seen from
the load, looking back at the sour&ee alsoforward transfer impedance.

2.2.56 overvoltageWhen used to describe a specific type of long duration variation, refers to
an RMS increase in the ac voltage, at the power frequency, for a period of time greater than
1 min. Typical values are 1.1-1.2 [See alsoswell; transient. (See IEEE Std 1159-1995.)

2.2.57 pathwayA facility for the placement of telecommunications. (See TIA/EIA 607-1994.)
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2.2.58 phase shiftThe displacement between corresponding points on similar wave shapes,
and is expressed in degrees leading or lagging.

2.2.59 power disturbance:Any deviation from the nominal value (or from some selected
thresholds based on load tolerance) of the input ac power characteristics.

2.2.60 power disturbance monitor:instrumentation developed specifically to capture power
disturbances for the analysis of voltage and current measurements.

2.2.61 power factor, displacement: (Alhe displacement component of power factBj.
The ratio of the active power of the fundamental wave, in watts, to the apparent power of the
fundamental wave, in volt-amperes.

2.2.62 power factor, total: The ratio of the total power input, in watts, to the total volt-
ampere inputNote: This definition includes the effect of harmonic components of current
and voltage and the effect of phase displacement between current and voltage.

2.2.63 power quality: The concept of powering and grounding electronic equipment in a
manner that is suitable to the operation of that equipment and compatible with the premise
wiring system and other connected equipment.

2.2.64 radial ground: See:ground, radial.

2.2.65 recovery time:Specifies the time needed for the output voltage or current to return to
a value within the regulation specification after a step load or line change. (Clarification notes
from IEEE Std 100-1996 are excludeNgte: For this recommended practice, recovery time
may also indicate the time interval required to bring a system back to its operating condition
after an interruption or dropout.

2.2.66 safety groundSee:equipment grounding conductor.

2.2.67 sagAn rms reduction in the ac voltage, at the power frequency, for durations from a
half cycle to a few seconds. (See Figure 2Nbje: The IEC terminology iglip. See also:
notch; undervoltage.

2.2.68 shield:Braid copper, metallic sheath, or metallic-coated polyester tape (usually cop-
per or aluminum) applied over the insulation of a conductor or conductors for the purpose of
reducing electrostatic coupling between the shielded conductors and others that may be either
susceptible to, or generators of, electrostatic fields (noise). When electromagnetic shielding is
intended, the terrelectromagnetics usually included to indicate the difference in shielding
requirement and material.
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Horizontal 10 milliseconds/division Vertical 5(7)7 volts/division

Source: The Dranetz Field Handbook [B3].

Figure 2-4—Sag

2.2.69 shielding:The process of applying a conducting barrier between a potentially disturb-
ing noise source and electronic circuitry. Shielding is used to protect cables (data and power)
and electronic circuits. Shielding may be accomplished by the use of metal barriers, enclo-
sures, or wrappings around source circuits and receiving circuits.

2.2.70 signal reference structureA system of conductive paths among interconnected
equipment that reduces noise-induced voltages to levels that minimize improper operation.
Common configurations include grids and planes.

2.2.71 slew rateRate of change of (ac voltage) frequency.
2.2.72 star ground:See:ground, radial.

2.2.73 star-connected circuitA polyphase circuit in which all the current paths of the cir-
cuit extend from a terminal of entry to a common terminal or conductor (which may be the
neutral conductor)Note: In a three-phase system this is sometimes called a Y (or wye)
connection.

2.2.74 surgeSeeitransient.

2.2.75 surge protective device (SPDX device that is intended to limit transient overvolt-
ages and divert surge currents. It contains at least one nonlinear component.

2.2.76 surge reference equalizeA surge protective device used for connecting equipment

to external systems whereby all conductors connected to the protected load are routed, physi-
cally and electrically, through a single enclosure with a shared reference point between the
input and output ports of each system.
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2.2.77 surge suppressolA device operated in conformance with the rate of change of cur-
rent, voltage, power, etc., to prevent the rise of such quantity above a predetermined value.

2.2.78 swellAn increase in rms voltage or current at the power frequency for durations from
0.5 cycle to 1.0 min. Typical values are 1.1-1.8 pu. (See IEEE Std 1159-1995.) (See also
Figure 2-5.)
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Source: IEEE Std 1159-1995.

Figure 2-5—Swells occurring upon recovery from a remote system fault

2.2.79 telecommunicationsAny transmission, emission, and reception of signs, signals,
writings, images, and sounds, i.e., information of any nature by cable, radio, optical, or other
electromagnetic systems. (See TIA/EIA 607-1994.)

2.2.80 telecommunications equipment room (TER)A centralized space for telecommuni-
cations equipment that serves the occupants of the building.

2.2.81 total harmonic distortion (THD): See:distortion factor.

2.2.82 transfer time (uninterruptible power supply): The time that it takes an uninterrupt-
ible power supply to transfer the critical load from the output of the inverter to the alternate
source, or back again.
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2.2.83 transient: A subcycle disturbance in the ac waveform that is evidenced by a sharp,
brief discontinuity of the waveform. May be of either polarity and may be additive to, or sub-
tractive from, the nominal wavefori8ee alsonotch; overvoltage; swell.

2.2.84 transient voltage surge suppressor (TVSSA: device that functions as a surge pro-
tective device (SPD) or surge suppressor.

2.2.85 transverse-mode noise (with reference to load device input ac poweMpise sig-

nals measurable between or among active circuit conductors feeding the subject load, but not
between the equipment grounding conductor or associated signal reference structure and the
active circuit conductors.

2.2.86 unbalanced load regulationA specification that defines the maximum voltage differ-
ence between the three output phases that will occur when the loads on the three are of different
levels.

2.2.87 undervoltageWhen used to describe a specific type of long duration variation, refers
to an RMS decrease in the ac voltage, at the power frequency, for a period of time greater
than 1 min. Typical values are 0.8—-0.9 pu. (See IEEE Std 1159-1995.)

2.2.88 voltage distortion:Any deviation from the nominal sine waveform of the ac line
voltage.

2.2.89 voltage regulation:The degree of control or stability of the rms voltage at the load.
Often specified in relation to other parameters, such as input voltage changes, load changes,
or temperature changes.

2.3 Words avoided

The following words have a varied history of usage, and some may have specific definitions
for other applications. It is an objective of this recommended practice that the following
ambiguous words not be used to generally describe problem areas nor solutions associated
with the powering and grounding of electronic equipment:

— Blackout

— Brownout

— Clean ground

— Clean power

— Computer grade ground

— Conducting barriers

— Dedicated ground

— Dirty ground

— Dirty power

— Equipment safety grounding conductor
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— Frame ground
— Frequency shift

— Gilitch

— Natural electrodes

— Power surge

— Raw power

— Raw utility power

— Shared circuits
— Shared ground

— Spike

— Subcycle outages

— Type |, I, lll power disturbances

2.4 Abbreviations and acronyms

The following abbreviations are utilized throughout this recommended practice:

ALVRT

ASAI

ASD

CAD

CATV

CBEMA

CBN

CEA

CG

CMR

COoTC

CPC

CPE

CPU

16

automatic line voltage regulating transformer
average service availability index

adjustable speed drive

computer-aided design

cable accessed television

Computer and Business Equipment Manufacturers Association
common bonding network

Canadian Electrical Association

cloud to ground

common-mode rejection

central office trunk cable

computer power center

customer premises equipment

central processing unit
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CRT

CT

CVvT

DCEG

DVR

EFT

EGC

EMC

EMI

EMT

EPRI

ESD

FCC

FFT

FMC

GTO

HF

IBN

IEC

IGR

IMC

ITC

ITE

cathode-ray tube
current transformer

constant voltage transformer

IEEE
Std 1100-1999

direct current equipment grounding conductor (telecommunications)

dynamic voltage restorer

electrical fast transient

equipment grounding conductor
electromagnetic compatibility
electromagnetic interference

electrical metallic tubing

Electric Power Research Institute
electrostatic discharge

Federal Communication Commission
fast Fourier transform

flexible metal conduit

gate turn-off

high frequency

isolated bonding network

International Electrotechnical Commission
isolated/insulated grounding

isolated grounding receptacle
intermediate metal conduit

information technology

Information Technology Industry Council

information technology equipment
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LDC line drop compensator

MCT metal cable tray

M-G motor-alternator/generator

MTBF mean time between failures

NEC National Electrical Code

NEMA National Electrical Manufacturers Association

NEMP nuclear electromagnetic pulse

NIST National Institute of Standards and Technology

NPL National Power Laboratory

NRTL nationally recognized testing laboratory

OEM original equipment manufacturer

OSHA Occupational Safety and Health Administration

PABX private automatic branch exchange

PC personal computer

PCC point of common coupling

PDU power distribution unit

PQ power quality

PTN public telephone network

PWM pulse-width modulation

RFI radio-frequency interference

RMC rigid metal conduit

RMS root mean square

SCR silicon-controlled rectifier

ScTP screened twisted pair

SDS separately derived ac system
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SE service entrance

SMPS switched mode power supply

SPD surge protective device

SPG single-point ground

SRGG signal reference ground grid

SRGP signal reference ground plane

SRP signal reference plane

SRS signal reference structure

SSB solid-state circuit breaker

SSTS solid-state transfer switch

STATCON static condenser

Telco telephone company

TER telecommunications equipment room
THD total harmonic distortion

TIA Telecommunications Industry Association
TTE telephone terminal equipment

TVSS transient voltage surge suppressor

UL Underwriters Laboratories

UPS uninterruptible power supply

UTP unshielded twisted pair

VDT video display terminal

VFD variable-frequency speed drive
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2.5 References

This recommended practice shall be used in conjunction with the following publications.
When the following standards are superseded by an approved revision, the revision shall

apply.

ANSI C84.1-1995, American National Standard for Electric Power Systems and Equip-
ment—\oltage Ratings (60 H3).

ANSI T1.318-1994, American National Standard for Telecommunications—Electrical Pro-
tection Applied to Telecommunications Network Plant at Entrances to Customer Structures or
Buildings.

IEEE Std 100-1996, IEEE Standard Dictionary of Electrical and Electronics ferms.

IEEE Std 142-1991, IEEE Recommended Practice for Grounding of Industrial and Commer-
cial Power SystemsEEE Green Book

IEEE Std 519-1992, IEEE Recommended Practice for Harmonic Control in Electric Power
Systems.

IEEE Std 1159-1995, IEEE Recommended Practice for Monitoring Electric Power Quality.
IEEE Surge Protection Standards Collection (C62), 1995 Edition.
NFPA 70-1999, National Electrical CddgNEC).®

TIA/EIA 607-1994, Commercial Building Grounding/Bonding/Requirement Starftiard.

2.6 Bibliography
Additional information may be found in the following sources:

[B1] IEEE Std C62.41-1991, IEEE Recommended Practice on Surge Voltages in Low-Volt-
age AC Power Systems.

SANSI publications are available from the Sales Department, American National Standards Institute, 11 West 42nd
Street, 13th Floor, New York, NY 10036, USA (http://www.ansi.org/).

4EEE publications are available from the Institute of Electrical and Electronics Engineers, 445 Hoes Lane, P.O. Box
1331, Piscataway, NJ 08855-1331, USA (http://www.standards.ieee.org/).

5The NEC is published by the National Fire Protection Association, Batterymarch Park, Quincy, MA 02269, USA
(http://www.nfpa.org/). Copies are also available from the Institute of Electrical and Electronics Engineers, 445 Hoes
Lane, P.O. Box 1331, Piscataway, NJ 08855-1331, USA (http://www.standards.ieee.org/).

SEIA publications are available from Global Engineering, 15 Inverness Way East, Englewood, CO 80112-5704,
USA, tel. (303) 792-2181 (http://global.ihs.com/).
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[B3] The Dranetz Field Handbook for Power Quality AnalyBidison, NJ: Dranetz Technol-
ogies Inc., 1991.
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Chapter 3
General needs guidelines

3.1 Introduction

The need to provide reliable power with a steady voltage and frequency has been recognized
since the inception of the electric utility industry. However, the engineering reality of a large
power system is that disturbances are unavoidable. These disturbances in the quality of power
delivered can occur during the normal operation of the electric power system, like switching
of a power factor correction device, or during abnormal events, like clearing a feeder short
circuit. Depending on end-user equipment or process immunity, damage, operational upset,
or no effect may be the result. An incompatibility may be corrected at the utility, at the equip-
ment, or by adding some power conditioning in between, and blame is difficult to place. This
dichotomy may be a source of misunderstandings, at best, or a source of disputes, at worst,
between suppliers and users of electric power, and between manufacturers and users of sus-
ceptible sensitive equipment. One of the goals of this recommended practice is to promote
better understanding of the significant compatibility issues and to dispel some misconcep-
tions about how to avoid or correct problems of incompatibility.

This chapter presents a brief description of the nature of power quality problems, of possible
solutions, and of the resources available for dealing with these problems. A brief historical
review of the evolution of interest in power quality and resolution of some of the earlier con-

flicts provides a perspective on solving today’s problems.

3.1.1 Historical perspective

As public expectations of uniform lighting intensity grew and as more manufacturers began
to use electric motors to drive production lines, utilities adopted stricter standards for voltage
regulation. During the 1930s, utilities also found that they had to pay increasing attention to
voltage disturbances caused by customer equipment on their distribution lines. Research
showed that flicker in incandescent lamps caused by voltage fluctuations could be perceived
even if the pulsation on the power line was only a third of a volt on a 120 V system. This type
of problem led to an increasing number of industry standards for end-use equipment aimed at
reducing voltage fluctuations sent back along a power line.

A somewhat different problem arose during the 1950s as air conditioners rapidly became
popular. When early models were switched on, so much energy was used to get their com-
pressors started that the incoming line voltage was temporarily reduced and the motors often
could not reach operating speed, ran poorly, or stalled. Fortunately, in this case, a remedy was
readily available—adding power-factor correction capacitors in the system.

The reason why today’s complaints about the quality of power cannot be handled so simply
is that they seem to reflect both a multitude of different causes and a variety of specific sen-
sitivities in the customer equipment most affected. Just as the air conditioner problems were
eventually solved by a coordinated effort among affected parties, so too can new standards
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on equipment and on levels of permissible voltage distortions help guide the design and
application of both sensitive electronic equipment and heavy-duty apparatus. Such standards
will have to be applied much more selectively than in the past, however, and address a much
more complex set of issues.

3.1.2 Proliferation of power electronic equipment

The advent of electronic power conversion has been widely applauded by users, but the draw-
backs from the point of view of power quality have not always been recognized. The very
advantages of solid-state devices that made possible modern switching power supplies,
inverter-rectifiers, high-frequency induction heating, and adjustable-speed drives also make
these power converters into generators of harmonic currents and additional sources of line-
voltage drops. Thus, in addition to the disturbances generated by the normal operation of the
familiar power delivery and load equipment, the disturbances resulting from the new elec-
tronic loads must be taken into consideration.

Harmonic currents caused by many types of customer load and utility equipment provide an
example of this complexity. For many years, harmonic currents originated mainly from a few
large-scale sources, such as arc furnaces and high-voltage dc transmission terminals. In these
cases, they could be removed with relative ease by placing a large (and expensive) filter
between the source and the main power line. Today, however, significant power line harmon-
ics are being caused by many small, widely dispersed customer loads, such as rectifiers and
solid-state controls for adjustable-speed motors. At the same time, an increasing number of
other customers are using sensitive equipment, such as computers, the operation of which
may be adversely affected by harmonics.

It would not be economically feasible to detect and filter each small source of harmonics or to
isolate each sensitive load from all power line disturbances. A more practical approach is to
control harmonics by agreement on limits for emission levels with filters installed on major
offending loads, while defining an acceptable susceptibility level for equipment. Unusually
sensitive electronic equipment may be supplied by special power conditioning interfaces,
external to, or incorporated with, the equipment. Such an approach will require collaboration
among utilities, equipment manufacturers, users, regulatory agencies, and standards-setting
bodies.

3.1.3 Proliferation of microelectronic equipment

Increased use of microelectronics in equipment, controls, and processes has also increased the
need to consider the quality of powering and grounding systems in the industrial sector. Many
tools and equipment are electronic-processor based as factories become more automated and
process intensive. Programmable logic systems control electronic adjustable-speed drives and
servos based on inputs from electronic sensors and resolvers. Often the mechanical aspects of
these processes, such as web tensioning, spindle acceleration, conveyor speed, extruder flow,
or spray pressure, cannot tolerate variations caused by momentary power dips.
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In the commercial sector PCs, fax machines, copiers, and printers that are now combining
with electronic fluorescent lighting, adjustable-speed heat pumps, and various electronic
communications, will likely lead to an all-electronic and paperless office. Even in the residen-

tial sector, we find electronics in every room from toys and tools to microwave ovens. Per-
sonal computers, VCRs, CD players, and digital clocks abound. In the near future we can
expect electronically driven heat pumps, washing machines, and lighting—eventually we will

see microwave clothes drying, electric vehicle battery charging, and the “all electronic

kitchen.”

Many of these electronic-based appliances are sensitive to voltage variations that were not
noticed in the past. We now have more electronics in the power system than ever before and the
forecast is for increasing levels. The bottom line is that our equipment has changed radically
and a key question is, “Can the power supply as designed handle it?” Disturbance mitigation
and power conditioning equipment, and associated costs, are well known but there is no clear
assignment of financial responsibility.

3.1.4 The need for quality of power standards

Emerging concerns about electronic equipment upset and related issues have resulted in more
attention to the quality of the power necessary for successful operation. Along with the need
for quality power is the need for practical compatibility levels of end-user equipment, and for
definition of economic responsibility in the producer-user partnership. Th@tever quality

is now widely used, but objective criteria for measuring the quality of power—a prerequisite
for quantifying this quality—need better definition. A high level of power quality is generally
understood as a low level of power disturbances, however a high level of equipment tolerance
may also be an effective solution. Agreement on acceptable levels of disturbances and of tol-
erance to these disturbances is needed.

Another difficulty in assessing the need for an interface between the utility power and sensitive
loads is the subjective nature of estimating the cost of equipment misoperation attributable to
power disturbances. This particular aspect is addressed from the technical point of view in this
recommended practice, but the detailed economics are beyond its scope.

3.1.5 Conflicting design philosophies for performance and safety

The issue of power quality is made more difficult by conflicting philosophies advocated by
people of different technical backgrounds and commercial interests. An example of this prob-
lem is found in the apparent conflicts resulting from interpretations of grounding requirements.
The general requirement of a safe configuration and a safe operation for a power system is
endorsed by all parties (utilities, users, regulatory bodies, voluntary standards organizations,
etc.), but in some instances these requirements translate into wiring practices alleged to inter-
fere with smooth operation of electronic systems.

Many anecdotal case histories have been encountered where system designers complain that
the requirements of the National Electrical COdBIEC™) (NFPA 70-1999) prevent their

Linformation on references can be found in 3.9.
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system from performing in a satisfactory manner. This apparent conflict of philosophy can
only be settled by giving safety the prevailing directive. That prevailing directive is precisely
the purpose of the NEC, and correct application of the NEC articles does not prevent satisfac-
tory operation of properly wired and grounded installations. If any adaptations have to be
made for the system to operate satisfactorily, the equipment manufacturer must incorporate
them in the equipment design, rather than ask for deviations from the NEC.

3.2 Power quality considerations
3.2.1 General discussion

Power systems operate with a constant line voltage, supplying power to a wide variety of load
equipment. Power levels range from a few watts to megawatts, and the voltages at which the
energy is generated, transported, and distributed range from hundreds of volts to hundreds of
kilovolts. Transmission and primary distribution of this power are made at high voltages, tens
to hundreds of kilovolts, in order to provide efficient and economic transportation of the
energy over long distances. Final utilization is generally in the range of 120 V (typical resi-
dential) to less than one thousand (industrial), and a few thousands for larger loads.

At all these voltage and power levels, no matter how high, the equipment is dependent upon
maintenance of a normal operating voltage range. At higher than normal levels there is lim-
ited capability for components voltage withstand. At lower than normal levels, the equipment
performance is generally unsatisfactory, or there is a risk of equipment damage. These two
disturbances, excessive voltage and insufficient voltage, are described with different names
depending on their duration. There are also types of disturbances, as described in 3.2.2, that
involve waveform distortion and other deviations from the expected sine wave.

3.2.2 Classification of disturbances

Four power system parameters—frequency, amplitude, waveform, and symmetry—can serve
as frames of reference to classify the voltage and power disturbances according to their
impact on the quality of the normal sinewave of system voltage. A brief discussion is given
below of the need for evaluation of their impact on sensitive loads.

a) Frequency variations are rare on utility-connected systems, but engine-generator-
based distribution systems can experience frequency variations due to load variations
and equipment malfunctions.

b) Amplitude variations can occur in several forms; their description is inextricably
associated with their duration. They range from extremely brief duration to steady-
state conditions, making the description and definition difficult, even controversial at
times. Their causes and effects need close examination to understand the mechanisms
and to define an appropriate solution.
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c) Waveform variations occur when nonlinear loads draw a current that is not sinusoidal.
One could also describe an amplitude variation as momentary waveform variation, but
the intended meaning of the term is a steady variation of the waveform, or lasting at
least over several cycles. This type of disturbance may be described as harmonic dis-
tortion because it is easy to analyze as the superposition of harmonics to the nominal
frequency of the power system.

d) Dissymmetry, also called unbalance, occurs when unequal single-phase loads are con-
nected to a three-phase system and cause a loss of symmetry. This type of disturbance
primarily concerns rotating machines and three-phase rectifiers and, as such, is not
receiving broad attention. It is important, however, for machine designers and users.
The percentage by which one-phase voltage differs from the average of all three is the
usual description of this type of disturbance. A detailed definition of various measures
of voltage and power quality by magnitude, duration, and spectral content is provided
in IEEE Std 1159-1995.

3.2.3 Origin of disturbances

The termorigin of disturbancegan be understood in at least two different contexts or inter-
pretations. According to one interpretation, the concern is for the source of the disturbance and
whether it is external or internal to the particular power system. Typically, the boundary of a
power system is defined as the watt-hour meter, and reference is made to the “utility side” of
the meter (utility source side), or to the “user side” of the meter (user load side). According to
another interpretation, the concern is for the nature of the disturbance source, and is then
described in technical terms, such as lightning, load switching, power system fault, and non-
linear loads. Depending on local conditions, one can be more important than the others, but all
need to be recognized. The mechanism involved in generating the disturbance also determines
whether the occurrence will be random or permanent, and unpredictable or easy to define.

The first interpretation is motivated by the goal of assigning responsibility for the problem,
and possibly liability for a remedy. The second interpretation is motivated by the goal of
understanding the problem and developing a technically sound remedy. When discussing the
problem among the parties involved, the different points of view must be recognized, lest
misunderstandings occur. In the following paragraphs, the second interpretation leads to a
description of mechanisms producing the disturbances.

The general tendency of users is to attribute most of their equipment upset problems to the
utility source. Many other sources of disturbances, however, are located within the building
and are attributable to operation of other equipment by the end user. Finally, there are sources
of disturbances—or system errors—not associated with the power input of the equipment,
such as electrostatic discharges to the equipment enclosure or cables, radiated electromag-
netic interference (EMI), ground potential differences, and operator errors (see Figure 3-1).
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PARALLEL LOADS
LIGHTNING RADIATED
EMI
uTILITY —~ DATA
SUPPLY [—® LOAD TINKS
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Figure 3-1—Sources of load disturbances (both internal and external)

3.2.4 Expectation of voltage sag disturbance

Power system faults occur on both sides of the meter, resulting from power system equipment
failure or external causes (vehicle collisions, storms, human errors). These disturbances can
range from a momentary voltage reduction to a complete loss of power lasting for minutes,
hours, or days. Their accidental origin makes them unpredictable, although the configuration
of a power system and its environment can make it more or less prone to this type of distur-
bance (see Key [BlZﬁFigure 3-2 shows typical number of sag events per year by severity
level, from a monitoring study conducted in the U.S.

3.2.5 Prediction of sag-related upset and damage

Low-voltage conditions are primarily upsetting to the equipment that cannot ride through
periods of reduced available voltage. However some automated processes may be disturbed at
a critical time where either the processing equipment or the end product may be damaged.
For example, a data processing system or network communication loss can corrupt the infor-
mation, while low-voltage trip of an automobile glass processing line may leave overheated
windows sized to rollers or rough finished windows with blemishes or scars.

Typical low-voltage trip times based on lab testing for several different types of equipment
are as follows:

a) Digital clocks: 1-10 seconds
b)  Microprocessor-controlled equipment (PLC, PC, TV, VCR, etc.): 1-20 cycles
¢) Induction motors: 10 cycle-seconds

2The numbers in brackets correspond to those of the bibliography in 3.10.
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d) Motor starters and contactors: 1-2 cycles

e) Adjustable-speed drives: 1 cycle-second (control dependent)

Number of Sags per Year
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o 60%
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Magnitude Sag to %
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10%
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Sag Duration in Seconds

Example data: Not intended to represent typical performance.

Source: EPRI [B5].

Figure 3-2—Sags per year for 222 sites (from 6/1/93 to 6/1/95)

3.2.6 Expectation of surge disturbance

Some disturbances occur at random and are not repeatable or predictable for a given site
although statistical information may be available on their occurrence (see IEEE Std C62.41-
1991). Other disturbances, especially those associated with the operation of other equipment,
can be predicted, are repeatable, and can be observed by performing the operating cycle of that
equipment.

Lightning surges are the result of direct strikes to the power system conductors as well as the
result of indirect effects. Direct strikes inject the total lightning current into the system. The
current amplitudes range from a few thousand amperes to a few hundred thousand amperes.
However, the rapid change of current through the impedance of the conductors produces a
high voltage that causes secondary flashover to ground, diverting some current even in the
absence of an intentional diverter. As a result, equipment connected at the end of overhead
conductors are rarely exposed to the full lightning discharge current. Indirect effects include
induction of overvoltages in loops formed by conductors and ground-potential rises resulting
from lightning current in grounding grids or the earth.
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A lightning strike to the power system can activate a surge arrester, producing a severe reduc-
tion or a complete loss of the power system voltage for one half-cycle. A flashover of line
insulators can trip a breaker, with reclosing delayed by several cycles, causing a momentary
power outage. Thus, lightning can be the obvious cause of overvoltages near its point of
impact, but also a less obvious cause of voltage loss at a considerable distance from its point
of impact. Clearly, the occurrence of this type of disturbance is unpredictable at the micro-
scopic level (e.g., specific site). At the macroscopic level (e.g., general area), it is related to
geography, seasons, and local system configuration.

Induction of surges by nearby lightning discharges is a less dramatic but more frequent event.
The resulting surge characteristics are influenced not only by the driving force—the electro-
magnetic field—but also by the response of the power system—its natural oscillations. This
dual origin makes a general description of the occurrence impractical, nevertheless a consensus
exists on representative threats for various environments. Figure 3-3, the classic isokeraunic
map of the U.S., shows the average number of days that thunder is heard.

Source: Adapted from MacGorman et al. [B20].

Figure 3-3—Isokeraunic map showing number of thunderstorm days

Thunder heard indicates that a lightning discharge has occurred. It may be either from cloud
to ground, or within a thundercloud. Most discharges occur within thunderclouds. Cloud-to-
ground (CG) lightning occurs less frequently than lightning within clouds, but the CG is the
primary hazard to people or objects on the ground. Figure 3-4 shows a map of the average
annual ground flashes per square kilometer in the U.S. between 1989 and 1995.
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1989 - 1998 Average U.S. Lightning Flash Density

flashes / km / year

Lightning data provided by the U.S. National Lightning Detection Network
(Measured Lightning Flash Density Corrected for NLDN Detection Efficiency)

,,,,,,,,,,,,,,,,,,

rrrrrrrr

Source: Global Atmospherics, Inc.

Figure 3-4—Average annual cloud-to-ground flashes per km 2 per year
in the continental U.S.

Note that most of the continental U.S. experiences at least 2 CG flastigsAdmout one-

half of the area will see 4 CG flashes?kynwhich is equivalent to about 10 discharge%//yni

The maximum flash densities are found along the southeastern Gulf Coast and the Florida
peninsula, where the values approach 20 CG flashé’ylkmverall, about 20 million CG
flashes strike the U.S. each year, and lightning is clearly among the nation’s most severe
weather hazards.

It is useful to estimate how often a normal-sized structure, such as a house, will be struck
by lightning. For this, case data from the national lightning detection network are used to
identify the typical number of CG flashes. We assume that the house is located in a geo-
graphic region that has an average of 4 CG flashés/Kisee Figure 3-4). We also assume

that the area of the house is aboutx1ZD nf and that there will be a direct strike any time

a stepped leader comes within about 10 m of this area. In this case, the effective area of the
house is about 38 40 = 1200 r, and the house is predicted to be struck, on average,
(1200 x 4)/1 000 000 = 4.& 1073 times a year, or about once every 200 years. Another
way to think of this hazard is that, in the 4 CG flashe%/tegion, 1 of 200 houses is pre-
dicted to be struck each year, on average.
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Load switching is a common cause of surges in power wiring. Whenever a circuit containing
capacitance and inductance is being switched on or off, a transient disturbance occurs
because the currents and voltages do not reach their final value instantaneously. This type of
disturbance is inescapable and its severity depends on the relative power level of the load
being switched and on the short-circuit current of the power system in which the switching
takes place. Switching large loads on or off can produce long-duration voltage changes
beyond the immediate transient response of the circuit. Whether the switching is done by the
utility or by the user is immaterial from a technical point of view, although the responsibility
may be the subject of a contractual dispute.

More complex circuit phenomena, such as current chopping, prestrikes, and restrikes, can
produce surge voltages reaching ten times the normal circuit voltages, involving energy levels

determined by the power rating of the elements being switched. These complex surges can
have very destructive effects, even on rugged equipment, and must be controlled at the source
as well as mitigated at the loads.

The occurrence of load switching disturbances is somewhat predictable, but not necessarily
under controlled conditions. The introduction of power conversion equipment and voltage
regulators that operate by switching on and off at high frequency has created a new type of
load switching disturbance. These disturbances occur steadily, although their amplitude and
harmonic content will vary for a given regulator as the load conditions vary.

Electrostatic discharge is a well-known phenomenon, responsible for interference and damage
to electronic components and circuit boards when handled in a careless manner. However,
from the point of view of a power system engineer, electrostatic discharges do not represent a
significant threat because the high frequencies involved, just like in the case of the fast tran-
sient bursts, quickly attenuate the surge with distance. The discharge of electrostatic charges
built upon the human body or objects, can also inject unwanted voltages or currents into the
circuits. This phenomenon is associated with operator contact with the equipment (e.g., key-
boards, panel switches, connectors) rather than with the quality of the incoming power. Thus,
it is not included in the scope, but should of course not be ignored when troubleshooting
equipment problems.

3.2.6.1 Nature of lightning strike damage

Most lightning strikes cause damage as a result of the large current that flows in the return
stroke or the heat that is generated by this and the continuing current. If lightning strikes a
person, for example, the current can damage the central nervous system, heart, lungs, and
other vital organs. Also, many types of electronic circuits can be damaged or destroyed when
exposed to an excess current or to an excess voltage produced by that current.

If lightning strikes on or near an overhead electric power or telephone line, a large current
will be injected into or induced in the wires, and the current can do considerable damage both
to the power and telecommunications equipment and to anything else that is connected to the
system. If a lightning surge enters an unprotected residence by way of a power circuit, the
voltages may be large enough to cause sparks in the house wiring or appliances. When such
flashovers occur, they short-circuit the power system, and the resulting ac power arc can
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sometimes start a fire. In these cases, the lightning does not start the fire directly but causes a
power fault; the power system itself does the damage.

When a building or power line is struck by lightning, or is exposed to the intense electro-
magnetic fields of a nearby flash, the currents and voltages that appear on the structure are
determined by the currents and fields in the discharge, and by the electrical response of the
object that is struck. The grounding system of the structure is a critical part of the equation
in determining what the response to the transient will be. For example, the voltages that
appear on the electronics inside a grounded metal building are frequently produced by the
fastest rising part of the return stroke current. This fast current excites resonant oscillations
on the exterior of the building (like the resonance of a bell) that then couple into the struc-
ture via apertures in the metal, such as doors and windows.

The exact mechanisms by which lightning currents cause damage are still not completely
understood. In the human body, the current heats tissue and causes a variety of electrochemical
reactions. In the case of metals, large currents heat the surface of the conductor by interactions
between the air arc and the surface, and the interior of the conductor by electron collisions with
the metal lattice. If this heat is large enough, the metal melts or evaporates (see Figure 3-5).

Figure 3-5—Lightning damage to electronic circuits on a circuit board

3.2.6.2 Nature of surge effects in power and communication systems

Power line surges, whether caused by lightning, circuit switching, or other events, typically
represent the biggest threat because of larger exposure areas than, for example, a lightning
strike. Although damage in the electrical wiring may occur, interactions between power line
surges and victim equipment is the main concern. Consider the devices and equipment that
may become the victims of a surge, and their failure mechanisms. After-the-fact investigations
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and experimental data show a wide range of surge-related upset and failure mechanisms.
These include insulation breakdown, flashover, fracture, thermal and instantaneous peak
power overloads, andVv/dt anddl/dt limits being exceeded. The following list gives some
generic types of surge victims and the typical failure or upset mechanisms:

a) Electrical insulation breakdown or sparkover

The failure mechanism (breakdown or sparkover) is principally a function of the surge
voltage, and rise time of the leading edge. Failure rate increases as surge magnitude
and/or rise time increasdssulationis to be taken in the broadest sense of solid or
liquid material separating energized conductors in equipment, clearances on a printed
circuit board, edges of semiconductor layers, etc. A distinction must be made between
the initial breakdown of insulation, related to voltage only, and the final appearance of
the damaged insulation, related to the total energy dissipated in the breakdown path.
In another situation, the insulation of the first turns of a winding may be subjected to
higher stress than the others as the result of the uneven voltage distribution resulting
from a steep front rather than only the peak value of the surge.

b) Surge protective device failure

Normally the voltage across the device is essentially constant, and the energy is a
function of the surge current level and duration. One failure mode of such a device
will occur when the energy dissipated in the bulk material raises the temperature
above some critical level. Failure modes associated with the current level, such as
flashover on the sides of a varistor disc, failure at the boundary layers of the varistor
grains, or fracture of large discs, have also been identified and may not be related to
energy.

¢) Semiconductor device damage

Inadvertently, devices such as thyristors responding to the rate of voltage change can
be turned on by a surge, resulting in failure of the device or hazardous energizing of
the load they control. In a similar way, a triac may be turned on by a voltage surge
without damage, but still fail by exceeding the peak power limit during a surge-
induced turn-on with slow transition time.

d) Power conversion equipment nuisance trip

An example of this is a front-end dc link where the filter-capacitor voltage can be
boosted by a surge, resulting in premature or unnecessary tripping of the downstream
inverter by on-board overvoltage or overcurrent protection schemes.
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e) Data-processing equipment malfunction

In this case the malfunction (data errors), not damage, may be caused by fast rate of
voltage changes (capacitive coupling) or fast rate of current changes (inductive
coupling) that reflect the initial characteristic of the surge event. This response is
insensitive to the “tail” of the surge, where all the “energy” would be contained
according to the misleading energy-related concept.

f)  Light bulbs fail prematurely

Lamps may withstand the short burst of additional heating caused by a few microsec-
onds of surge-caused overcurrent. However, they also fail under surge conditions
when a flashover occurs within the bulb, triggering a power frequency arc that melts
the filament at its point of attachment. This is another failure mechanism originating

with insulation breakdown.

Table 3-1 presents a matrix of surge parameters and types of equipment, showing for each
type of victim which surge parameter is significant or insignificant. The authors have sought
to identify all types of potential victims (and invite additions to this list).

Table 3-1—Surge parameters affecting equipment failure modes

Surge parameters
Type of equipment . . . 9 -
Source Peak Maximum Tail Repetition 1“tin
impedance | amplitude | rate of rise duration rate deviceé?

Insulation
- Bulk X X
- Windings X X
- Edges X X
Clamping SPDs
- Bulk X X X X
- Boundary layer X
Crowbar SPDs X X
Semiconductors
- Thyristors X
- Triacs X X X X
- IGBTs X
Power conversion
- DC level X X X X
- Other X X
Data processing X X X
malfunction

aThel% in the device is actually the result of the combination of surge parameters and device response to the surge. Like
other power- and energy-related equipment stfésis, not an independent parameter of the surge.
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3.2.7 Measurement of power quality

There has been a tendency to attribute disturbances and failpmsensurgesa term often
used by the media but rather ill-defined. The ambiguity results in part from an unfortunate
dual definition of the wordurge

a) To some people, a surge is indeed the phenomenon being discussed here, that is, a
transient voltage or current lasting from microseconds to at most a few milliseconds,
involving voltages much higher than the normal (two to ten times).

b) To other people, a surge is a momentary overvoltage, at the frequency of the power
system, and lasting for a few cycles, with voltage levels slightly exceeding the five to
ten percent excursions that are considered normal occurrences.

The termswellhas been adopted by this recommended practice to describe this second type
of overvoltage; perhaps one day it will supplant the usage of surge for that meaning. It would
be a mistake to attempt protection against these long-duration power frequency swells with a
surge protective device that is designed to absorb large but short impulses of energy. There is
a growing recognition that the horror tales of surge protective device failures are more likely
to be caused by swells rather than by large surges.

Nonlinear loads draw nonsinusoidal currents from the power system, even if the power sys-
tem voltage is a perfect sine wave. These currents produce nonsinusoidal voltage drops
through the system source impedance, which distort the sine wave produced by the power
plant generator. A typical nonlinear load is a dc power supply consisting of rectifiers and a
capacitor-input filter, such as used in most computers, drawing current only at the peaks of
the voltage sine wave. This current has a high third harmonic content that has also created a
new concern, that of insufficient ampacity of the neutral conductor in a three-phase system
feeding power supplies (see Chapter 4 for a discussion of this problem).

3.2.8 Power quality survey data

Power quality site surveys have been performed and reported by a nhumber of investigators.
However, the reports are difficult to compare because the names of the disturbances and their
thresholds vary among the reports. Manufacturers of disturbance recorders have defined the
events reported by their instruments at some variance with other sources of definitions. To
help resolve the confusion, IEEE Std 1159-1995 provides unique definitions for each type of
disturbance. The results of this effort, however, will take some time to be generally recog-
nized and accepted. In the meantime, terms used by different authors might have different
meanings, leaving on authors the burden of defining their terms and leaving for readers the
burden of being alert for possible ambiguities.

One example of such ambiguities occurs when attempting to summarize data from different
surveys. For instance, two surveys have been widely cited (Allen and Segall [B1] and Gold-
stein and Speranza [B7]); each was aimed at defining the quality of power available for the
equipment of concern to the authors. As a result, each author categorized the disturbances
according to the criteria significant to that equipment, including the threshold below which
disturbances are not recorded by the instrument. With hindsight, it is not surprising that the
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criteria were different; when comparing the data from the two surveys expressed in percent-
ages (leading to pie chart representations by some authors of application papers), a puzzling
difference was found. By analyzing the detail of the survey premises and definitions, the dif-
ferences can be reconciled to some extent (see Martzloff and Gruzs [B14]).

Advancements in power line monitoring technologies enable sophisticated analyses of the
electrical environment. Among the developments that cleared the way for comprehensive, geo-
graphically dispersed power line surveys are automated data-acquisition software and remote
programming capability of multiple monitoring units. Three of the most recent comprehensive
power quality surveys include those conducted by the Canadian Electrical Association (CEA)
(see Hughes et al. [B9]), the National Power Laboratory (NPL) (see Dorr [B3]), and the Elec-
tric Power Research Institute (EPRI) (see Sabin et al. [B19]), all conducted in North America.
The information collected during these three surveys provides a detailed picture of the
expected electrical environment in which end-use appliances are intended to be used. The
scope of each survey is described in the following paragraphs. (For a detailed description of
how the results of these surveys are being presented, see Dorr et al. [B4].)

a) CEA Survey

In 1991, the CEA began a three-year survey of power quality. The objective of the
survey was to determine the general levels of power quality in Canada. The results
would serve as a baseline against which future surveys could be compared to deter-
mine trends. The results would also familiarize utilities with making power quality
measurements and interpreting the data gathered. Twenty-two utilities throughout
Canada participated in the survey, with a total of 550 sites monitored for 25 days
each.

Residential, commercial, and industrial customer sites were monitored at their 120 V
or 347 V service-entrance panels. Monitoring was done at the service-entrance panel
because it was considered to offer a blended average of the power quality throughout
the customer’'s premises. CEA decided that monitoring further into the premises
could have made the results unduly influenced by electrical loads on an individual
branch circuit. Monitoring at the distribution feeder would not have shown distur-
bances originating within the customer’s own premises. Only line-to-neutral voltages
were monitored. Neutral-to-ground voltages were not monitored because neutral is
bonded to ground at the service-entrance panel.

b) NPL Survey

In 1990, NPL initiated a five-year survey of single-phase, normal-mode electrical dis-
turbances. The objective of the survey was to provide a large, well-defined database
of recorded disturbances that profiles power quality at typical points of power usage.
Single-phase, line-to-neutral data was collected at the standard wall receptacle. The
disturbances found at this point of utilization are often coupled into computers and
other electronic appliances. Data was collected from 130 sites within the continental
U.S. and Canada.
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The sites included a broad range of building locations, building types, building ages,
and population areas. Included were locations where participants felt they had power
quality problems and also those where no problems were perceived. The diversity of
locations yielded a representative climatic and geographic cross section of the U.S.
and Canada as well as a representative cross section of the major types of utility loads
(heavy industry, light industry, office and retail stores, residential, and mixed).

c) EPRI Survey
In 1992, EPRI conducted a survey to determine the quality of power on ac distribu-
tion feeders in the U.S. This project was intended to monitor and then to simulate the
electrical disturbances recorded at the selected feeders. Twenty-four geographically
dispersed U.S. utilities participated in the survey. The objective of the monitoring
portion of the survey was intended to provide a statistically valid set of data reflecting
the number and types of electrical disturbances typically found at ac distribution
feeders. The survey includes monitoring at 300 locations. Table 3-2 summarizes the
parameters of the three surveys.
Table 3-2—Summary overview of the CEA, NPL,
and EPRI power quality surveys
. . Quantity of data Number Measured
Survey Monitor period (monitor months)? of sites parameters

CEA 1991 to 1994 530 550 \oltage

NPL 1990 to 1995 1200 130 \oltage

EPRI 1992 to 1995 5400 300 Voltage and currept

80ne monitor month is 30.4 days of data from one monitor.

3.3 Grounding considerations

3.3.1 Grounding for safety

A lot has been written on grounding for industrial and commercial power systems. Proper
grounding is essential to safe and satisfactory performance of a power system. There are gen-
erally three requirements for such grounding:

a)
b)

<)

38

Providing a low-impedance path for the return of fault currents, so that an overcurrent
protection device can act quickly to clear the circuit;

Maintaining a low potential difference between exposed metal parts to avoid person-
nel hazards;

Overvoltage control.
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A very comprehensive discussion of these considerations, applicable to any installation, can
be found in other books in thEEE Color Book SeriedEEE Std 141-1993, IEEE Std 142-
1991, and IEEE Std 446-1995.

3.3.2 Referencing for performance

This aspect of grounding is much less well defined than the safety grounding practice. Elec-
tronic equipment and systems vary greatly with respect to noise and transient immunity.
Some electronic processing system configurations are very difficult to adequately ground in a
typical factory or office building installation.

Three particular system installation scenarios tend to experience more grounding- or refer-
encing-related upsets, surge damage, and undesired processing performance than others.
When these difficult installation scenarios are encountered then special attention to ground-
ing details is likely to be required. A summary of what to look for is given in Table 3-3.

Table 3-3—Electrical measures and equipment symptoms of
difficult installation scenarios

Difficult installation
scenarios

Troublesome
electrical condition

Typical electronic
equipment symptoms

What and where to
measure

1. Separately located
and powered compo-
nents of the same
system

Different signal refer-
encelevelsor induced

currents on data cables lockups, slow trans-

Temporary or chronic
data errors, hangs or

fers, more retries, or
1/0 damage

Measure for 60 Hz
voltage level between
equipment chassis

2. Multiple external
connections to ports of
a single appliance or
system

Transient voltages and
currentsat data and
signal port connections

Intermittent lock ups,
corrupted signals, or
damage of exposed I/C
circuits and communi-
cation ports

Monitor for transient
voltages at equipment
terminals

3. A single appliance
or system sharing a
grounding path with
other equipment

Stray currents and
common-mode noise
in equipment ground-
ing conductor and on
data cables

Random data errors or

slow transfer, particu-
larly in analog- rather
than digital-based
systems

Check for stray cur-
rents above 1-2 Ain
green-wire ground

3.3.3 Difficult installation scenario 1—An electronic processing system with
separately located and powered components interconnected by data or con-

trol cables

Here the trouble is different system components (e.g., a computer, a printer, a data network,
an industrial process control, or a PC-connected security system) interconnected by data
cables and powered from different circuits in the building electric system. This arrangement
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is often vulnerable to differences in ground reference voltage levels between components or
induced currents in data lines, which occur by connection of data cable grounds. For exam-
ple, a long printer cable RS-232 interface, or a network coax cable shield connected between
different processing system components experience differences in ground reference voltages.

The ground referencing problem scenario has two critical factors to look for. First, it occurs
where one component, such as the printer, is ground referenced to another system compo-
nent, such as the PC, via data line. Second, the electronic components in this scenario are fed
by different branch circuits or from different points in the power system, as shown in
Figure 3-6. The data cable link may have either one or both ends of the cables grounded to
the equipment chassis. With both ends grounded, transient or steady currents will flow on the
link. With only one end connected, transient or steady voltages appear at the open terminal.
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Figure 3-6—CPU and peripheral interfaces with various wiring and circuit
reference grounding paths

These conditions sometimes cause data-transfer problems during transient events such as surge
currents or voltages in ground conductors. Typical equipment symptoms of a referencing prob-
lem are temporary data hangs, slowdown of data transfer, multiple retries and permanent lock
ups, or in the worst case, I/O damage. However, sensitivity varies between electronic equip-
ment models and designs because of differences in upset thresholds, dependence on stable
ground reference, and degrees of data line isolation.

Site conditions that may lead to ground referencing problems in an electronic processing sys-
tem are
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