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Abstract: Within the context of the ISO/IEEE 11073 family of standards for device 
communication, this standard establishes a normative definition of communication between 
personal telehealth blood pressure monitor devices and compute engines (e.g., cell phones, 
personal computers, personal health appliances, and set top boxes) in a manner that enables 
plug-and-play interoperability. It leverages appropriate portions of existing standards including 
ISO/IEEE 11073 terminology, information models, application profile standards, and transport 
standards. It specifies the use of specific term codes, formats, and behaviors in telehealth 
environments restricting optionality in base frameworks in favor of interoperability. This standard 
defines a common core of communication functionality for personal telehealth blood pressure 
monitors. 
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and issued is subject to change brought about through developments in the state of the art and comments 
received from users of the standard. 

In publishing and making its standards available, IEEE is not suggesting or rendering professional or other 
services for, or on behalf of, any person or entity nor is IEEE undertaking to perform any duty owed by any 
other person or entity to another. Any person utilizing any IEEE Standards document, should rely upon his 
or her own independent judgment in the exercise of reasonable care in any given circumstances or, as 
appropriate, seek the advice of a competent professional in determining the appropriateness of a given 
IEEE standard. 
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UPON ANY STANDARD, EVEN IF ADVISED OF THE POSSIBILITY OF SUCH DAMAGE AND 
REGARDLESS OF WHETHER SUCH DAMAGE WAS FORESEEABLE. 
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Translations 

The IEEE consensus development process involves the review of documents in English only. In the event 
that an IEEE standard is translated, only the English version published by IEEE should be considered the 
approved IEEE standard. 

Official statements 

A statement, written or oral, that is not processed in accordance with the IEEE SA Standards Board 
Operations Manual shall not be considered or inferred to be the official position of IEEE or any of its 
committees and shall not be considered to be, or be relied upon as, a formal position of IEEE. At lectures, 
symposia, seminars, or educational courses, an individual presenting information on IEEE standards shall 
make it clear that his or her views should be considered the personal views of that individual rather than the 
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Comments on standards 

Comments for revision of IEEE Standards documents are welcome from any interested party, regardless of 
membership affiliation with IEEE. However, IEEE does not provide consulting information or advice 
pertaining to IEEE Standards documents. Suggestions for changes in documents should be in the form of a 
proposed change of text, together with appropriate supporting comments. Since IEEE standards represent a 
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the concurrence of a balance of interests. For this reason, IEEE and the members of its societies and 
Standards Coordinating Committees are not able to provide an instant response to comments or questions 
except in those cases where the matter has previously been addressed. For the same reason, IEEE does not 
respond to interpretation requests. Any person who would like to participate in revisions to an IEEE 
standard is welcome to join the relevant IEEE working group. 

Comments on standards should be submitted to the following address: 

 Secretary, IEEE SA Standards Board 
 445 Hoes Lane 
 Piscataway, NJ 08854 USA 

Laws and regulations 

Users of IEEE Standards documents should consult all applicable laws and regulations. Compliance with 
the provisions of any IEEE Standards document does not imply compliance to any applicable regulatory 
requirements. Implementers of the standard are responsible for observing or referring to the applicable 
regulatory requirements. IEEE does not, by the publication of its standards, intend to urge action that is not 
in compliance with applicable laws, and these documents may not be construed as doing so. 

Copyrights 

IEEE draft and approved standards are copyrighted by IEEE under US and international copyright laws. 
They are made available by IEEE and are adopted for a wide variety of both public and private uses. These 
include both use, by reference, in laws and regulations, and use in private self-regulation, standardization, 
and the promotion of engineering practices and methods. By making these documents available for use and 
adoption by public authorities and private users, IEEE does not waive any rights in copyright to the 
documents. 
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Introduction 

This introduction is not part of IEEE Std 11073-10407-2020, Health informatics—Personal health device 
communication—Part 10407: Device specialization—Blood pressure monitor. 

ISO/IEEE 11073 standards enable communication between medical devices and external computer systems. 
This document uses the optimized framework created in IEEE Std 11073-20601™-2019 and describes a 
specific, interoperable communication approach for blood pressure monitors.a These standards align with 
and draw on the existing clinically focused standards to provide support for communication of data from 
personal health devices. 

 

 
a Information on references can be found in Clause 2. 
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Health informatics—Personal health device communication 

Part 10407: Device specialization— 

Blood pressure monitor 

IMPORTANT NOTICE: This standard is not intended to ensure safety, security, health, or 

environmental protection in all circumstances. Implementers of the standard are responsible for 

determining appropriate safety, security, environmental, and health practices or regulatory 

requirements. 

This IEEE document is made available for use subject to important notices and legal disclaimers. 

These notices and disclaimers appear in all publications containing this document and may be 

found under the heading “Important Notice” or “Important Notices and Disclaimers Concerning 

IEEE Documents.” They can also be obtained on request from IEEE or viewed at 

http://standards.ieee.org/IPR/disclaimers.html. 

1. Overview 

1.1 Scope 

Within the context of the ISO/IEEE 11073 family of standards for device communication, this 

standard establishes a normative definition of communication between personal telehealth blood 

pressure monitor devices and compute engines (e.g., cell phones, personal computers, personal 

health appliances, and set top boxes) in a manner that enables plug-and-play interoperability. It 

leverages appropriate portions of existing standards including ISO/IEEE 11073 terminology, 

information models, application profile standards, and transport standards. It specifies the use of 

specific term codes, formats, and behaviors in telehealth environments restricting optionality in base 

frameworks in favor of interoperability. This standard defines a common core of communication 

functionality for personal telehealth blood pressure monitors. 
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1.2 Purpose 

This standard addresses a need for an openly defined, independent standard for controlling 

information exchange to and from personal health devices and compute engines (e.g., cell phones, 

personal computers, personal health appliances, and set top boxes). Interoperability is the key to 

growing the potential market for these devices and to enabling people to be better informed 

participants in the management of their health. 

1.3 Word usage 

The word shall indicates mandatory requirements strictly to be followed in order to conform to the 

standard and from which no deviation is permitted (shall equals is required to).1,2 

The word should indicates that among several possibilities one is recommended as particularly 

suitable, without mentioning or excluding others; or that a certain course of action is preferred but 

not necessarily required (should equals is recommended that). 

The word may is used to indicate a course of action permissible within the limits of the standard 

(may equals is permitted to). 

The word can is used for statements of possibility and capability, whether material, physical, or 

causal (can equals is able to). 

1.4 Context 

See IEEE Std 11073-20601-2019™ for an overview of the environment within which this standard is 

written.3 

1 The use of the word must is deprecated and cannot be used when stating mandatory requirements; must is used only to describe 

unavoidable situations. 

2 The use of will is deprecated and cannot be used when stating mandatory requirements; will is used only in statements of fact. 

3 Information on references can be found in Clause 2. 
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This document, IEEE Std 11073-10407, defines the device specialization for the blood pressure 

monitor, being a specific agent type, and provides a description of the device concepts, its 

capabilities, and its implementation according to this standard. 

This standard is based on IEEE Std 11073-20601-2019, which in turn draws information from both 

ISO/IEEE 11073-10201:2004 [B6 B5] 1 and ISO/IEEE 11073-20101:2004 [B7 B6].4 The medical device 

encoding rules (MDERs) used within this standard are fully described in IEEE Std 11073-20601-2019. 

This standard defines specialized reproduces relevant portions of the nomenclature found in 

ISO/IEEE 11073-10101:2004 [B4] and adds new nomenclature codes that will be collected in future 

revisions of IEEE Std 11073-10101.for the purposes of this standard. Between this standard, IEEE Std 

11073-10101-2019, and IEEE Std 11073-20601-2019, and other IEEE Std 11073-104xx, all required 

nomenclature codes for implementation are documented. New codes may be defined in newer 

versions / revisions of each of these documents. In the case of a conflict, where one term code has 

been assigned to two separate semantic concepts with different 

RefIDs, in general the oldest definition that is in actual use should take precedence. The same policy 

applies when one RefID has two different code values assigned in different specifications. The 

resolution of such conflicts will be determined through joint action by the responsible working 

groups and other stakeholders, and any corrective actions will be published as corrigenda. 

NOTE—In this standard, IEEE Std 11073-104zz is used to refer to the collection of device 

specialization standards that utilize IEEE Std 11073-20601-2019, where zz can be any number from 

01 to 99, inclusive. 52 

 

 

41 The numbers in brackets correspond to the numbers those of the bibliography in Annex A. 

5 2Notes in text, tables, and figures are given for information only and do not contain requirements needed to implement the 

standard. 
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2. Normative references 

The following referenced documents are indispensable for the application of this document (i.e., 

they must be understood and used; therefore, so that each referenced document is cited in text, and 

its relationship to this document is explained). For dated references, only the edition cited applies. 

For undated references, the latest edition of the referenced document (including any amendments or 

corrigenda) applies. 

IEEE Std 11073-10101™-2019, Health informatics—Point-of-care medical device communication—

Part 10101: Nomenclature.6,7 

IEEE Std 11073-20601™-2019 2008, Health informatics—Personal health device communication—

Part 20601: Application profile—Optimized Exchange Protocol.3,4 

See Annex A for all informative material referenced by this standard. 

3. Definitions, acronyms, and abbreviations 

3.1 Definitions 

For the purposes of this document standard, the following terms and definitions apply. The 

Authoritative Dictionary of IEEE Standards 

Dictionary Online Terms [B2] should be consulted referenced for terms not defined in this clause.9 

agent: A node that collects and transmits personal health data to an associated manager. 

6 3The IEEE standards or products referred to in this clause are trademarks of The Institute of Electrical and Electronics Engineers, 

Inc. 

74 IEEE publications are available from The Institute of Electrical and Electronics Engineers , 445 Hoes Lane, Piscataway, NJ 08854, 

USA (https://standards.ieee.org/). 

9 IEEE Standards Dictionary Online is available at https://dictionary.ieee.org. 
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blood pressure: The cyclic pressure (i.e., amount of force applied over a given area divided by the 

size of this area) exerted by blood against the walls of blood vessels. Noninvasive blood pressure 

measurement is typically performed at the brachial artery (arm) or radial artery (wrist). There are 

usually two numbers reported for blood pressure, and with the home monitors, a third number is 

typically available. The first, and higher, number is produced by the contraction of the heart (See: 

systolic pressure). The second, lower number is produced by relaxation of the heart (See: diastolic 

pressure). The third number is the mean arterial pressure. 

class: In object-oriented modeling, a class describes the attributes, methods, and events that objects 

instantiated from the class utilize. 

compute engine: See: manager. 

device: A term used to refer to a physical apparatus implementing either an agent or a manager role. 

diastolic pressure: This is minimum pressure achieved during the cardiac cycle. It is typically the 

second and the lower of the readings given as the blood pressure. 

handle: An unsigned 16-bit number that is locally unique and identifies one of the object instances 

within an agent. 

manager: A node receiving data from one or more agent systems. Some examples of managers 

include a cellular phone, health appliance, set top box, or a computer system. 

mean arterial pressure: value of the integral of one cycle of the blood pressure curve divided by the 

period between successive heart beats. 

object: In object-oriented modeling, a particular instantiation of a class. The instantiation realizes 

attributes, methods, and events from the class. 

obj-handle: See: handle. 

personal health device: A device used in personal health applications. 

personal telehealth device: See: personal health device. 
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pulse: The frequency of the cardiac cycle as reported by the blood pressure monitor. 

pulse pressure: The systolic pressure minus the diastolic pressure. 

systolic pressure: This maximum value of the arterial blood pressure as a result of the contraction of 

the left ventricle. It is typically the first and the higher of the readings given as the blood pressure. 

3.2 Acronyms and abbreviations 

APDU application protocol data unit 

ASN.1 Abstract Syntax Notation One 

BPM beats per minute 

DIM domain information model 

EUI-64 extended unique identifier (64 bits) 

ICS implementation conformance statement 

MAP mean arterial pressure 

MDC medical device communication 

MDER medical device encoding rules 

MDS medical device system 

MOC managed object class 

PDU protocol data unit 

RT-SA real-time sample array 

PHD personal health device 

VMO virtual medical object 
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VMS virtual medical system 

4. Introduction to ISO/IEEE 11073 personal health devices 

4.1 General 

This standard and the remainder of the series of ISO/IEEE 11073 personal health device (PHD) 

standards fit in the larger context of the ISO/IEEE 11073 series of standards. The full suite of 

standards enables agents to interconnect and interoperate with managers and with computerized 

health-care information systems. See IEEE Std 11073-20601-2019 for a description of the guiding 

principles for this series of ISO/IEEE 11073 Personal Health Device standards. 

IEEE Std 11073-20601-2019 supports the modeling and implementation of an extensive set of 

personal health devices. This standard defines aspects of the blood pressure monitor device. It 

describes all aspects necessary to implement the application layer services and data exchange 

protocol between an ISO/IEEE 11073 PHD blood pressure monitor agent and a manager. This 

standard defines a subset of the objects and functionality contained in IEEE Std 11073-20601-2019 

and extends and adds definitions where appropriate. All new definitions are given in Annex B in 

Abstract Syntax Notation One (ASN.1) [B8 B7]. 

All Nomenclature codes nomenclature codes referenced in this standard are collected in Annex C. 

Annex C may contain definitions of codes that are used by this standard and that , which are not yet 

present defined in IEEE Std 11073-10101-2019 and IEEE Std 11073-20601-2019., are normatively 

defined in Annex C. 
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4.2 Introduction to IEEE 11073-20601 modeling constructs 

4.2.1 General 

The ISO/IEEE 11073 series of standards, and in particular the IEEE Std 11073-20601-2019, is based on 

an object-oriented systems management paradigm. The overall system model is divided into three 

principal components: the domain information model (DIM), the service model, and the 

communication model. See IEEE Std 11073-20601-2019 for a detailed description of the modeling 

constructs. 

4.2.2 Domain information model 

The DIM is a hierarchical model that describes an agent as a set of objects. These objects and their 

attributes represent the elements that control behavior and report on the status of the agent and data 

that an agent can communicate to a manager. Communication between the agent and the manager is 

defined by the application protocol in IEEE Std 11073-20601-2019. 

4.2.3 Service model 

The service model defines the conceptual mechanisms for the data exchange services. Such services 

are mapped to messages that are exchanged between the agent and the manager. Protocol messages 

within the ISO/IEEE 11073 series of standards are defined in ASN.1. The messages defined in IEEE 

Std 11073-20601-2019 can coexist with messages defined in other standard application profiles 

defined in the ISO/IEEE 11073 series of standards. 

4.2.4 Communication model 

In general, the communication model supports the topology of one or more agents communicating 

over logical point-to-point connections to a single manager. For each logical point-to-point 

connection, the dynamic system behavior is defined by a connection state machine as specified in 

IEEE Std 11073-20601 2019. 
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4.2.5 Implementing the models 

An agent implementing this standard shall implement all mandatory elements of the information, 

service, and communication models as well as all conditional elements where the condition is met. 

The agent should implement the recommended elements, and it may implement any combination of 

the optional elements. A manager implementing this standard shall utilize at least one of the 

mandatory, conditional, recommended, or optional elements. In this context, “utilize” means use the 

element as part of the primary function of the manager device. For example, a manager whose 

primary function is to display data would need to display a piece of data in the element in order to 

utilize it. 

4.3 Compliance with other standards 

Devices that comply with this standard may also be required to comply with other domain-and 

device-specific standards that supersede the requirements of this standard with respect to issues 

including safety, reliability, and risk management. A user of this standard is expected to be familiar 

with all other such standards that apply and to comply with any higher specifications thus imposed. 

Typically, medical devices should comply with the IEC 60601-1 [B1] base standards with respect to 

electrical and mechanical safety and any device-specific standard as might be defined in the IEC 

60601-2 [B2] series of standards. Software aspects may apply through standards such as IEC 62304 

[B3]. Devices that comply with this standard implement higher layers of network software and 

utilize lower layers as appropriate to the application. The requirements on performance of such 

applications and conformance are defined elsewhere and are outside the scope of this standard. 

Moreover, the use of any medical equipment is subject to risk assessment and risk management 

appropriate to the application. Some relevant examples are ISO 14971 [B5] and IEC 80001-1 [B4]. The 

requirements of such risk assessment, risk management, and conformance are outside the scope of 

this standard. The applicable versions of the referenced safety-related standards may differ per 

country. 
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5. Blood pressure monitor device concepts and modalities 

5.1 General 

This clause presents the general concepts of blood pressure monitor devices. In the context of 

personal health devices in this family of standards, a blood pressure monitor is a device that 

measures blood pressure [i.e., systolic, diastolic, and mean arterial pressure (MAP)] and, optionally, 

pulse noninvasively. Blood pressure monitor devices considered in this standard typically inflate a 

cuff to occlude an artery and then to measure the reaction of the artery while the pressure is released 

with the results being converted into systolic, diastolic, and MAP values. The Optionally, pulse rate 

is may be determined at the same time. 

Blood pressure monitor devices may use a variety of techniques for measuring blood pressure and 

pulse rate. One typical method is the oscillometric method where oscillations in cuff pressure are 

analyzed to obtain blood pressure values. Another technique is the automated auscultatory method 

where the device uses a microphone to detect Korotkoff sounds during cuff deflation. Auscultatory 

devices measure the systolic and diastolic values and estimates the MAP. 

In home monitors, the oscillometric method is typically used, allowing the measurement to be done 

electronically. On the oscillometric method, small pressure changes (oscillations) occur in the cuff as 

a result of blood pressure pulses during the inflation or deflation of the cuff and are detected. These 

oscillations, which first increase and then decrease, are stored together with the corresponding cuff 

pressure values in the automated sphygmomanometer. With these stored values, the systolic, 

diastolic, and mean blood pressure values can be mathematically derived using an appropriate 

algorithm. 

Blood pressure is historically most frequently measured using the units of millimeters of mercury 

(mmHg). Kilopascals (kPa) may also be used. This standard supports both mmHg and kPa. 
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5.2 Systolic and diastolic pressure 

The systolic and diastolic blood pressure measurements indicate the highest and lowest blood 

pressures during the cardiac cycle. Normally, a single measurement is insufficient to provide the 

complete information regarding the state of the heart and vascular system, and so both systolic and 

diastolic blood pressure measurements are provided. According to this standard, both systolic and 

diastolic blood pressures are always reported together. 

5.3 Mean arterial pressure 

Mean arterial pressure is reported in the same units as systolic and diastolic blood pressure. It is 

reported at the same time as systolic and diastolic blood pressure. It is required for this standard. 

5.4 Pulse rate 

Pulse rate is measured in beats per minute (BPM). Reporting a pulse rate is mandated supported by 

this standard, but it is optional in some configurations. 

5.5 Blood pressure measurement status 

The blood pressure measurement status reports status aspects of a single blood pressure 

measurement, such as when the cuff is too loose or the pulse rate is irregular or outside the range to 

allow accurate measurement of the blood pressure. 

6. Blood pressure monitor domain information model 

6.1 Overview 

This clause describes the domain information model of the blood pressure monitor. 

6.2 Class extensions 

In this standard, no class extensions are defined with respect to IEEE Std 11073-20601-2019. 
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6.3 Object instance diagram 

The object instance diagram of the blood pressure monitor domain information model, which is 

defined for the purposes of this standard, is shown in Figure 1. 

 
(New) 

 

 
(Deleted) 

Figure 1—Blood pressure monitor—domain information model 
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The objects of the DIM, as shown in Figure 1, are described in 6.4 to 6.12. This includes the medical 

device system (MDS) object (see 6.5), the numeric objects (see 6.6), the real-time sample array (RT-

SA) objects (see 6.7 1.1), the enumeration objects (see 6.8 1.1), the PM-store objects (see 6.9), and the 

scanner objects (see 6.10). See 6.11 for rules for extending the blood pressure monitor information 

model beyond elements as described in this standard. Each clause that describes an object of the 

blood pressure monitor contains the following information: 

- The nomenclature code used to identify the class of the object. One example of where this 

code is used is the configuration event, where the object class is reported for each object. 

This allows the manager to determine whether the class of the object being specified is a 

numeric, real-time sample array, enumeration, scanner, or PM-store class. 

- The attributes of the object. Each object has attributes that represent and convey 

information on the physical device and its data sources. Each object has a Handle attribute 

that identifies the object instance within an agent. Attribute values are accessed and 

modified using methods such as GET and SET. Attribute types are defined using an 

ASN.1. The ASN.1 definitions for new attribute types specific to this standard are in Annex 

B, and the ASN.1 definitions for existing attribute types referenced in this standard are in 

IEEE Std 11073-20601-2019. 

- The methods available on the object. 

- The potential events generated by the object. Data are sent to the manager using events. 

- The available services such as getting or setting attributes. 
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The attributes for each class are defined in tables that specify the name of the attribute, its value, and 

its qualifier. The qualifiers mean M — Attribute is Mandatory, C — Attribute is Conditional and 

depends on the condition stated in the Remark or Value column (if IEEE Std 11073-20601-2019 is 

referenced, then it contains the conditions), R — Attribute is Recommended, NR — Attribute is Not 

Recommended, and O — Attribute is Optional. Mandatory attributes shall be implemented by an 

agent. Conditional attributes shall be implemented if the condition applies and may be implemented 

otherwise. Recommended attributes should be implemented by the agent. Not recommended 

attributes should not be implemented by the agent. Optional attributes may be implemented on an 

agent. If any attribute (from the DIM of IEEE Std 11073-20601-2019) is not included in the definition 

of that object in this standard, it shall not be included in that object by an implementation, unless it is 

a vendor-specific attribute extended according to 6.12. 

An attribute is further qualified as static, dynamic, or observational. Static attributes shall not change 

value during the life of an association. Dynamic attributes have a value that may change during the 

life of an association. The dynamic attribute value should be sent at configuration time and shall be 

sent at or before the time when the value would be needed for interpreting a reported observation. 

Observational attributes have a value that may change during the life of an association. When a set 

of observational attribute values is received, these values are combined with the available context 

information (i.e., all related dynamic and static attribute values) to represent the observation at the 

observation time. 

The attributes can be either static, meaning that they shall remain unchanged after the configuration 

is agreed upon, or dynamic, meaning that the attribute may change at some point after 

configuration. 

6.4 Types of configuration 

6.4.1 General 

As specified in IEEE Std 11073-20601-2019, there are two styles of configuration available. 

Subclauses 6.4.2 and 6.4.3 briefly introduce standard and extended configurations. 
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6.4.2 Standard configuration 

Standard configurations are defined in the IEEE 11073-104zz specializations (such as this standard) 

and are assigned a well-known identifier (Dev-Configuration-Id). The usage of a standard 

configuration is negotiated at association time between the agent and the manager. If the manager 

acknowledges that it recognizes and wants to operate using the configuration, then the agent can 

begin sending measurements immediately. If the manager does not recognize the configuration, the 

agent provides the configuration prior to transmitting measurement information. 

6.4.3 Extended configuration 

In extended configurations, the agent’s configuration is not predefined in a standard. The agent 

determines which objects, attributes, and values that it wants to use in a configuration and assigns a 

configuration identifier. When the agent associates with a manager, it negotiates an acceptable 

configuration. Typically, the manager does not recognize the agent’s configuration on the first 

connection, so the manager responds that the agent needs to send the configuration information as a 

configuration event report. If, however, the manager already understands the configuration, either 

because it was preloaded in some way or the agent had previously associated with the manager, 

then the manager responds that the configuration is known and no further configuration 

information needs to be sent. 

6.5 Medical device system object 

6.5.1 MDS object attributes 

Table 1 summarizes the attributes of the blood pressure monitor MDS object. The nomenclature code 

to identify the MDS class is MDC_MOC_VMS_MDS_SIMP. 

 

 

Authorized licensed use limited to: Tsinghua University. Downloaded on February 24,2026 at 08:33:04 UTC from IEEE Xplore.  Restrictions apply. 

Full document details: IEEE 11073-10407-2020

http://www.avadocuments.com/doc/ieee-11073-10407-2020
http://www.avadocuments.com/doc/ieee-11073-10407-2020


 

 

Table 1—MDS object attributes 
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NOTE—See IEEE Std 11073-20601 for information on whether an attribute is static or dynamic. 

In the response to a Get MDS Object command, only implemented attributes and their 

corresponding values are returned. 

See IEEE Std 11073-20601-2019 for descriptive explanations of the individual attributes as well as for 

information on attribute ID and attribute type. 

The Dev-Configuration-Id attribute holds a locally unique 16-bit identifier that identifies the device 

configuration. For a blood pressure monitor agent with extended configuration, this identifier is 

chosen in the range of extended-config-start to extended-config-end (see IEEE Std 11073-20601-2019) 

as shown in Table 1. 

The agent sends the Dev-Configuration-Id during the Associating state (see 8.3) to identify its 

configuration for the duration of the association. If the manager already holds the configuration 

information relating to the Dev-Configuration-Id, it recognizes the Dev-Configuration-Id. Then the 

Configuring state (see 8.4) is skipped, and the agent and manager then enter the Operating state. If 

the manager does not recognize the Dev-Configuration-Id, the agent and manager enter the 

Configuring state. 
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If an agent implements multiple IEEE 11073-104zz specializations, System-Type-Spec-List is a list of 

type/version pairs, each referencing the respective device specialization and version of that 

specialization. 

6.5.2 MDS object methods 

Table 2 defines the methods (actions) of the MDS object. These methods are invoked using the 

Action service. In Table 2, the Subservice type name column defines the name of the method; the 

Mode column defines whether the method is invoked as an unconfirmed action (i.e., roiv-cmip-

action from IEEE Std 11073-20601-2019) or a confirmed action (i.e., roiv-cmip-confirmed-action); the 

Subservice type (action-type) column defines the nomenclature code to use in the action-type field of 

an action request and response (see IEEE Std 11073-20601-2019); the Parameters (action-info-args) 

column defines the associated ASN.1 data structure (see IEEE Std 11073-20601-2019 for ASN.1 

definitions) to use in the action message for the action-info-args field of the request; and the Results 

(action-info-args) column defines the structure to use in the action-info-args of the response. 

Table 2—MDS object methods 

 
(New) 

 

 
(Deleted) 
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