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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national
standards bodies (ISO member bodies). The work of preparing International Standards is normally
carried out through ISO technical committees. Each member body interested in a subject for which a
technical committee has been established has the right to be represented on that committee.
International organizations, governmental and non-governmental, in liaison with IS0, also take part
in the work. ISO collaborates closely with the International Electrotechnical Commission (IEC) on all
matters of electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for
the different types of ISO documents should be noted (see www.iso.org/directives).

IEEE Standards documents are developed within the IEEE Societies and the Standards Coordinating
Committees of the IEEE Standards Association (IEEE-SA) Standards Board. The IEEE develops its
standards through a consensus development process, approved by the American National Standards
Institute, which brings together volunteers representing varied viewpoints and interests to achieve
the final product. Volunteers are not necessarily members of the Institute and serve without
compensation. While the IEEE administers the process and establishes rules to promote fairness in
the consensus development process, the IEEE does not independently evaluate, test, or verify the
accuracy of any of the information contained in its standards.

Attention is drawn to the possibility that some of the elements of this document may be the subject
of patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details
of any patent rights identified during the development of the document will be in the Introduction
and/or on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and
expressions related to conformity assessment, as well as information about ISO's adherence to the
World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT), see
www.iso.org/iso/foreword.html.

ISO/IEEE 11073-10419 was prepared by the IEEE 11073 Standards Committee of the IEEE
Engineering in Medicine and Biology Society (as IEEE Std 11073-10419-2017) and drafted in
accordance with its editorial rules. It was adopted, under the “fast-track procedure” defined in the
Partner Standards Development Organization cooperation agreement between ISO and IEEE, by
Technical Committee [SO/TC 215, Health informatics.

This second edition cancels and replaces the first edition (ISO 11073-10419:2016), which has been
technically revised.

Alist of all parts in the [SO 11073 series can be found on the ISO website.

Any feedback or questions on this document should be directed to the user’s national standards
body. A complete listing of these bodies can be found at www.iso.org/members.html.
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Abstract: Within the context of the ISO/IEEE 11073 family of standards for device
communication, a normative definition of communication between personal telehealth insulin
pump devices and compute engines (e.g., cell phones, personal computers, personal health
appliances, set top boxes), in a manner that enables plug-and-play interoperability, is established
in this standard. It leverages appropriate portions of existing standards including ISO/IEEE 11073
terminology, information models, application profile standards, and transport standards. It
specifies the use of specific term codes, formats, and behaviors in telehealth environments
restricting optionality in base frameworks in favor of interoperability. The standard defines a
common core of communication functionality for personal telehealth insulin pump devices.

Keywords: IEEE 11073-10419™, insulin pump, medical device communication, personal health
devices
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Important Notices and Disclaimers Concerning IEEE Standards Documents

IEEE documents are made available for use subject to important notices and legal disclaimers. These
notices and disclaimers, or a reference to this page, appear in all standards and may be found under the
heading “Important Notices and Disclaimers Concerning IEEE Standards Documents.” They can also be
obtained on request from IEEE or viewed at http://standards.ieee.org/IPR/disclaimers.html.

Notice and Disclaimer of Liability Concerning the Use of IEEE Standards
Documents

IEEE Standards documents (standards, recommended practices, and guides), both full-use and trial-use, are
developed within IEEE Societies and the Standards Coordinating Committees of the IEEE Standards
Association (“IEEE-SA”) Standards Board. IEEE (“the Institute”) develops its standards through a
consensus development process, approved by the American National Standards Institute (“ANSI”), which
brings together volunteers representing varied viewpoints and interests to achieve the final product. IEEE
Standards are documents developed through scientific, academic, and industry-based technical working
groups. Volunteers in IEEE working groups are not necessarily members of the Institute and participate
without compensation from IEEE. While IEEE administers the process and establishes rules to promote
fairness in the consensus development process, IEEE does not independently evaluate, test, or verify the
accuracy of any of the information or the soundness of any judgments contained in its standards.

IEEE Standards do not guarantee or ensure safety, security, health, or environmental protection, or ensure
against interference with or from other devices or networks. Implementers and users of IEEE Standards
documents are responsible for determining and complying with all appropriate safety, security,
environmental, health, and interference protection practices and all applicable laws and regulations.

IEEE does not warrant or represent the accuracy or content of the material contained in its standards, and
expressly disclaims all warranties (express, implied and statutory) not included in this or any other
document relating to the standard, including, but not limited to, the warranties of: merchantability; fitness
for a particular purpose; non-infringement; and quality, accuracy, effectiveness, currency, or completeness
of material. In addition, IEEE disclaims any and all conditions relating to: results; and workmanlike effort.
IEEE standards documents are supplied “AS I1S” and “WITH ALL FAULTS.”

Use of an IEEE standard is wholly voluntary. The existence of an IEEE standard does not imply that there
are no other ways to produce, test, measure, purchase, market, or provide other goods and services related
to the scope of the IEEE standard. Furthermore, the viewpoint expressed at the time a standard is approved
and issued is subject to change brought about through developments in the state of the art and comments
received from users of the standard.

In publishing and making its standards available, IEEE is not suggesting or rendering professional or other
services for, or on behalf of, any person or entity nor is IEEE undertaking to perform any duty owed by any
other person or entity to another. Any person utilizing any IEEE Standards document, should rely upon his
or her own independent judgment in the exercise of reasonable care in any given circumstances or, as
appropriate, seek the advice of a competent professional in determining the appropriateness of a given
IEEE standard.

IN NO EVENT SHALL IEEE BE LIABLE FOR ANY DIRECT, INDIRECT, INCIDENTAL, SPECIAL,
EXEMPLARY, OR CONSEQUENTIAL DAMAGES (INCLUDING, BUT NOT LIMITED TO:
PROCUREMENT OF SUBSTITUTE GOODS OR SERVICES; LOSS OF USE, DATA, OR PROFITS;
OR BUSINESS INTERRUPTION) HOWEVER CAUSED AND ON ANY THEORY OF LIABILITY,
WHETHER IN CONTRACT, STRICT LIABILITY, OR TORT (INCLUDING NEGLIGENCE OR
OTHERWISE) ARISING IN ANY WAY OUT OF THE PUBLICATION, USE OF, OR RELIANCE
UPON ANY STANDARD, EVEN IF ADVISED OF THE POSSIBILITY OF SUCH DAMAGE AND
REGARDLESS OF WHETHER SUCH DAMAGE WAS FORESEEABLE.
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Translations

The IEEE consensus development process involves the review of documents in English only. In the event
that an IEEE standard is translated, only the English version published by IEEE should be considered the
approved IEEE standard.

Official statements

A statement, written or oral, that is not processed in accordance with the IEEE-SA Standards Board
Operations Manual shall not be considered or inferred to be the official position of IEEE or any of its
committees and shall not be considered to be, or be relied upon as, a formal position of IEEE. At lectures,
symposia, seminars, or educational courses, an individual presenting information on IEEE standards shall
make it clear that his or her views should be considered the personal views of that individual rather than the
formal position of IEEE.

Comments on standards

Comments for revision of IEEE Standards documents are welcome from any interested party, regardless of
membership affiliation with IEEE. However, IEEE does not provide consulting information or advice
pertaining to IEEE Standards documents. Suggestions for changes in documents should be in the form of a
proposed change of text, together with appropriate supporting comments. Since IEEE standards represent a
consensus of concerned interests, it is important that any responses to comments and questions also receive
the concurrence of a balance of interests. For this reason, IEEE and the members of its societies and
Standards Coordinating Committees are not able to provide an instant response to comments or questions
except in those cases where the matter has previously been addressed. For the same reason, IEEE does not
respond to interpretation requests. Any person who would like to participate in revisions to an IEEE
standard is welcome to join the relevant IEEE working group.

Comments on standards should be submitted to the following address:

Secretary, IEEE-SA Standards Board
445 Hoes Lane
Piscataway, NJ 08854 USA

Laws and regulations

Users of IEEE Standards documents should consult all applicable laws and regulations. Compliance with
the provisions of any IEEE Standards document does not imply compliance to any applicable regulatory
requirements. Implementers of the standard are responsible for observing or referring to the applicable
regulatory requirements. IEEE does not, by the publication of its standards, intend to urge action that is not
in compliance with applicable laws, and these documents may not be construed as doing so.

Copyrights

IEEE draft and approved standards are copyrighted by IEEE under U.S. and international copyright laws.
They are made available by IEEE and are adopted for a wide variety of both public and private uses. These
include both use, by reference, in laws and regulations, and use in private self-regulation, standardization,
and the promotion of engineering practices and methods. By making these documents available for use and
adoption by public authorities and private users, IEEE does not waive any rights in copyright to the
documents.
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Photocopies

Subject to payment of the appropriate fee, IEEE will grant users a limited, non-exclusive license to
photocopy portions of any individual standard for company or organizational internal use or individual,
non-commercial use only. To arrange for payment of licensing fees, please contact Copyright Clearance
Center, Customer Service, 222 Rosewood Drive, Danvers, MA 01923 USA; +1 978 750 8400. Permission
to photocopy portions of any individual standard for educational classroom use can also be obtained
through the Copyright Clearance Center.

Updating of IEEE Standards documents

Users of IEEE Standards documents should be aware that these documents may be superseded at any time
by the issuance of new editions or may be amended from time to time through the issuance of amendments,
corrigenda, or errata. An official IEEE document at any point in time consists of the current edition of the
document together with any amendments, corrigenda, or errata then in effect.

Every IEEE standard is subjected to review at least every ten years. When a document is more than ten
years old and has not undergone a revision process, it is reasonable to conclude that its contents, although
still of some value, do not wholly reflect the present state of the art. Users are cautioned to check to
determine that they have the latest edition of any IEEE standard.

In order to determine whether a given document is the current edition and whether it has been amended
through the issuance of amendments, corrigenda, or errata, visit the IEEE Xplore at
http://ieeexplore.ieee.org/ or contact IEEE at the address listed previously. For more information about the
IEEE-SA or IEEE’s standards development process, visit the IEEE-SA Website at http://standards.ieee.org.

Errata

Errata, if any, for all IEEE standards can be accessed on the IEEE-SA Website at the following URL:
http://standards.ieee.org/findstds/errata/index.html. Users are encouraged to check this URL for errata
periodically.

Patents

Attention is called to the possibility that implementation of this standard may require use of subject matter
covered by patent rights. By publication of this standard, no position is taken by the IEEE with respect to
the existence or validity of any patent rights in connection therewith. If a patent holder or patent applicant
has filed a statement of assurance via an Accepted Letter of Assurance, then the statement is listed on the
IEEE-SA Website at http://standards.ieee.org/about/sasb/patcom/patents.html. Letters of Assurance may
indicate whether the Submitter is willing or unwilling to grant licenses under patent rights without
compensation or under reasonable rates, with reasonable terms and conditions that are demonstrably free of
any unfair discrimination to applicants desiring to obtain such licenses.

Essential Patent Claims may exist for which a Letter of Assurance has not been received. The IEEE is not
responsible for identifying Essential Patent Claims for which a license may be required, for conducting
inquiries into the legal validity or scope of Patents Claims, or determining whether any licensing terms or
conditions provided in connection with submission of a Letter of Assurance, if any, or in any licensing
agreements are reasonable or non-discriminatory. Users of this standard are expressly advised that
determination of the validity of any patent rights, and the risk of infringement of such rights, is entirely
their own responsibility. Further information may be obtained from the IEEE Standards Association.
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Introduction

This introduction is not part of IEEE Std 11073-10419-2017, Health informatics—Personal health device
communication—Part 10419: Device Specialization—Insulin Pump.

ISO/IEEE 11073 standards enable communication between medical devices and external computer systems.
This document uses the optimized framework created in ISO/IEEE 11073-20601:2016 and describes a
specific, interoperable communication approach for insulin pumps.! These standards align with, and draw
on, the existing clinically focused standards to provide support for communication of data from clinical or
personal health devices (PHDs).

Information on references can be found in Clause 2.
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Health informatics—Personal health device communication

Part 10419: Device Specialization—
Insulin Pump

1. Overview

1.1 Scope

This standard establishes a normative definition of communication between personal telehealth insulin
pump devices (agents) and managers (e.g., cell phones, personal computers, personal health appliances, set
top boxes) in a manner that enables plug-and-play interoperability. It leverages work done in other
ISO/IEEE 11073 standards including existing terminology, information profiles, application profile
standards, and transport standards. It specifies the use of specific term codes, formats, and behaviors in
telehealth environments, restricting optionality in base frameworks in favor of interoperability. This
standard defines a common core functionality of personal telehealth insulin pump devices.

In the context of personal health devices (PHDs), an insulin pump is a medical device used for the
administration of insulin in the treatment of diabetes mellitus, also known as continuous subcutaneous
insulin infusion (CSII) therapy.

This standard provides the data modeling according to ISO/IEEE 11073-20601 and does not specify the
measurement method.

1.2 Purpose

This standard addresses the need for an openly defined, independent standard that supports information
exchange to and from PHDs and compute engines (e.g., cell phones, personal computers, personal health
appliances, set top boxes). Interoperability is key to growing the potential market for these devices and to
enabling people to be better informed participants in the management of their health.

1.3 Context

See ISO/IEEE 11073-20601:2016 for an overview of the environment within which this standard is written.2

2 Information on references can be found in Clause 2.
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This standard defines the device specialization for the insulin pump, being a specific agent type, and provides
a description of the device concepts, its capabilities, and its implementation according to this standard.

This standard is based on ISO/IEEE 11073-20601:2016, which in turn draw information from both
ISO/IEEE 11073-10201:2004 [B8] and ISO/IEEE 11073-20101:2004 [B9].2 The medical device encoding
rules (MDER) used within this standard are fully described in ISO/IEEE 11073-20601:2016.

This standard reproduces relevant portions of the nomenclature found in ISO/IEEE 11073-10101:2004 [B6]
and ISO/IEEE 11073-10101a:2015 [B7] and adds new nomenclature codes for the purposes of this standard.
Among these standards and ISO/IEEE 11073-20601:2016, all required nomenclature codes for
implementation are documented.

NOTE—In this standard, ISO/IEEE 11073-104zz is used to refer to the collection of device specialization standards
that utilize ISO/IEEE 11073-20601, where zz can be any number from 01 to 99, inclusive.*

2. Normative references

The following referenced documents are indispensable for the application of this document (i.e., they must
be understood and used; therefore, each referenced document is cited in text and its relationship to this
document is explained). For dated references, only the edition cited applies. For undated references, the
latest edition of the referenced document (including any amendments or corrigenda) applies.

ISO/IEEE 11073-20601:2016, Health informatics—Personal health device communication—Part 20601:
Application Profile—Optimized Exchange Protocol.®

See Annex A for all informative material referenced by this standard.

3. Definitions, acronyms, and abbreviations

3.1 Definitions

For the purposes of this document, the following terms and definitions apply. The IEEE Standards
Dictionary Online should be consulted for terms not defined in this clause.®

agent: A node that collects and transmits personal health data to an associated manager.

artificial pancreas: A system combining diabetes devices to provide similar functionality as a pancreas.
Examples include linking a continuous glucose monitor to an insulin pump to automatically reduce or
increase insulin infusion based upon specified thresholds of measured interstitial glucose.

basal insulin: Insulin required to cover the basic insulin needs of the body.

basal rate: Rate of continuously delivered insulin to cover the basic insulin needs of the body.

3 The numbers in brackets correspond to the numbers of the bibliography in Annex A.

“ Notes in text, tables, and figures of a standard are given for information only and do not contain requirements needed to implement
the standard.

® ISO/IEEE publications are available from the ISO Central Secretariat (http://www.iso.ch/). ISO/IEEE publications are also available
in the United States from The Institute of Electrical and Electronics Engineers (http://standards.ieee.org/).

® |EEE Standards Dictionary Online is available at http://dictionary.ieee.org.
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basal rate profile: Profile defining the time-dependent course of the basal rate over a periodic time interval
(e.g., 24 hours, beginning at midnight).

blood glucose: Glucose concentration in the blood.

bolus: A single dose of a medication typically administered by infusion. See also: bolus insulin.

bolus insulin: Insulin required to cover the intake of food or to correct high blood glucose levels.

class: In object-oriented modeling, a term collectively describing the attributes, methods, and events
utilized by objects instantiated from the class.

compute engine: See: manager.

correction bolus: A bolus to correct high blood glucose levels. See also: bolus.

daily basal dose: Total amount of basal insulin delivered in 24 hours, beginning at midnight.

device: A physical apparatus implementing either an agent or a manager role.

extended bolus: A bolus given over an extended period of time with a specified duration. See also: bolus.

fast bolus: A bolus given over a very short period that can be considered as having infinitesimal duration
and specified by amount of infusion. See also: bolus.

glucagon: Naturally occurring hormone released by the pancreas when glucose levels are low.
glucose: The major source of energy used by the body cells. Glucose is commonly referred to as sugar.

handle: An unsigned 16-bit number that is locally unique and identifies one of the object instances within
an agent.

infusion set: A tubing system with cannula that interfaces the insulin reservoir to the body.

insulin: Naturally occurring hormone required for carbohydrate metabolism. Insulin regulates the way
sugar, fat, and proteins are moved into the cells and the way they are stored or used for energy.

insulin-to-carbohydrate ratio (1:CHO): Amount of carbohydrate covered or disposed of by a single unit
of insulin.

insulin sensitivity factor (ISF): An estimated amount of blood glucose reduced by a single unit of insulin.
Syn: correction factor.

international unit (1U): Unit of measurement used in pharmacology for the measurement of the amount of
a substance.

manager: A node receiving data from one or more agent systems. Some examples of managers include a
cellular phone, health appliance, set top box, or computer system.

meal bolus: A bolus to compensate for meal intake. See also: bolus.

multi-wave bolus: A bolus combining a fast bolus with an extended bolus. One part of the bolus amount is
delivered immediately while the other is delivered over a specific period of time.

object: In object-oriented modeling, a particular instantiation of a class. The instantiation realizes attributes,
methods, and events from the class.
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obj-handle: See: handle.

occlusion: Total obstruction of the infusion set that prevents administering insulin.
personal health device (PHD): A device used in personal health applications.
personal telehealth device: See: personal health device (PHD).

piston rod: Mechanical apparatus to propel the plunger of the insulin reservoir.

priming: The filling of the fluidic path with insulin (e.g., after replacement of the reservoir and/or infusion
set).

reservoir: The insulin supply of an insulin pump.
temporary basal rate: Temporary adjustment of the basal rate.
total daily dose: The total amount of insulin delivered during one day (i.e., 24 hours, beginning at

midnight). This amount contains basal insulin as well as bolus insulin.

3.2 Acronyms and abbreviations

AP artificial pancreas

APDU application protocol data unit
ASN.1 Abstract Syntax Notation One
csi continuous subcutaneous insulin infusion, commonly known as insulin pump therapy
DIM domain information model

DM disease management

EUI-64 extended unique identifier (64 bits)
HCP health care professional

I:CHO insulin-to-carbohydrate ratio

ICS implementation conformance statement
ID identifier

ISF insulin sensitivity factor

U international unit

MDC medical device communication
MDER medical device encoding rules
MDS medical device system

MOC managed object class

OoID object identifier

PDU protocol data unit

PHD personal health device

VMO virtual medical object

VMS virtual medical system
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4. Introduction to ISO/IEEE 11073 personal health devices (PHDs)

4.1 General

This standard and the remainder of the series of ISO/IEEE 11073 PHD standards fit in the larger context of
the ISO/IEEE 11073 series of standards. The full suite of standards enables agents to interconnect and
interoperate with managers and with computerized health-care information systems. See ISO/IEEE 11073-
20601:2016 for a description of the guiding principles for this series of ISO/IEEE 11073 PHD standards.

ISO/IEEE 11073-20601:2016 supports the modeling and implementation of an extensive set of PHDs. This
standard defines aspects of the insulin pump device. It describes all aspects necessary to implement the
application layer services and data exchange protocol between an ISO/IEEE 11073 PHD insulin pump
agent and a manager. This standard defines a subset of the objects and functionality contained in
ISO/IEEE 11073-20601:2016 and extends and adds definitions where appropriate. All new definitions are
given in Annex B in Abstract Syntax Notation One (ASN.1) (ITU-T X.680-2002 [B10]). Nomenclature
codes referenced in this standard that are not defined in ISO/IEEE 11073-20601:2016 are normatively
defined in Annex C.

4.2 Introduction to ISO/IEEE 11073-20601 modeling constructs

4.2.1 General

The ISO/IEEE 11073 series of standards, and in particular ISO/IEEE 11073-20601:2016, is based on an
object-oriented systems management paradigm. The overall system model is divided into three principal
components: the domain information model (DIM), the service model, and the communication model. See
ISO/IEEE 11073-20601:2016 for a detailed description of the modeling constructs.

4.2.2 Domain information model (DIM)

The DIM is a hierarchical model that describes an agent as a set of objects. These objects and their
attributes represent the elements that control behavior and report on the status of the agent and data that an
agent can communicate to a manager. Communication between the agent and the manager is defined by the
application protocol in the ISO/IEEE 11073-20601:2016.

4.2.3 Service model

The service model defines the conceptual mechanisms for the data exchange services. Such services are
mapped to messages that are exchanged between the agent and the manager. Protocol messages within the
ISO/IEEE 11073 series of standards are defined in ASN.1. The messages defined in ISO/IEEE 11073-
20601:2016 can coexist with messages defined in other standard application profiles defined in the
ISO/IEEE 11073 series of standards.

4.2.4 Communication model

In general, the communication model supports the topology of one or more agents communicating over
logical point-to-point connections to a single manager. For each logical point-to-point connection, the
dynamic system behavior is defined by a connection state machine as specified in ISO/IEEE 11073-
20601:2016.
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4.2.5 Implementing the models

An agent implementing this standard shall implement all mandatory elements of the information, service,
and communication models as well as all conditional elements where the condition is met. The agent
should implement the recommended elements, and it may implement any combination of the optional
elements. A manager implementing this standard shall utilize at least one of the mandatory, conditional,
recommended, or optional elements. In this context, utilize means to use the element as part of the primary
function of the manager device. For example, a manager whose primary function is to display data would
need to display a piece of data in the element in order to utilize it.

4.3 Compliance with other standards

Devices that comply with this standard may also be required to comply with other domain-and device-
specific standards that supersede the requirements of this standard with respect to issues including safety,
reliability, and risk management. A user of this standard is expected to be familiar with all other such
standards that apply and to comply with any higher specifications thus imposed. Typically, medical devices
should comply with the IEC 60601-1:2005 [B1] base standards with respect to electrical and mechanical
safety and any device-specific standard as might be defined in the IEC 60601-2 [B2] series of standards.
Software aspects may apply through standards such as IEC 62304:2006/EN 62304:2006 [B3].

Devices that comply with this standard implement higher layers of network software and utilize lower
layers as appropriate to the application. The requirements on performance of such applications and
conformance are defined elsewhere and are outside the scope of this standard. Moreover, the use of any
medical equipment is subject to risk assessment and risk management appropriate to the application. Some
relevant examples are 1SO 14971:2007 [B5] and IEC 80001-1:2010 [B4]. The requirements of such risk
assessment and risk management and conformance are outside the scope of this standard.

5. Insulin pump device concepts and modalities

5.1 General

This clause presents the general concepts of insulin pump devices. In the context of PHDs in this family of
standards, an insulin pump is a device that administers insulin at a defined amount to the human body.
Insulin pump devices are primarily used in the continuous subcutaneous insulin infusion (CSII) therapy of
type 1 diabetes mellitus. This type of diabetes mellitus is characterized by loss of the insulin-producing beta
cells of the islets of Langerhans in the pancreas. Insulin pumps typically inject insulin into the
subcutaneous layer of fat tissue under the skin through an infusion set. Preferred sites for the cannula are
the abdomen, lumbar region, thighs, buttocks, and the upper arms.

Insulin is a hormone that affects the metabolism and other body functions. It regulates, together with
glucagon, the glucose level in the blood. Failure to produce sufficient insulin to maintain the blood glucose
in the normal range leads to conditions of temporarily or persistently high blood sugar (hyperglycemia).

The objective of CSII therapy, also known as insulin pump therapy, is to mimic the insulin secretion of the
healthy body. Insulin pump therapy therefore differentiates between basal insulin and bolus insulin. Basal
insulin, sometimes also referred to as background insulin, regulates the blood glucose level without taking
into account any food intake. In the context of the CSII therapy, basal insulin is continuously administered
at a given rate depending on the fluctuating need throughout the day. By contrast, bolus insulin
compensates for an increased need for insulin induced by food intake. This is also known as meal bolus,
and the insulin dosage can be determined with the knowledge of the user’s insulin-to-carbohydrate ratio
(I:CHO) (the amount of carbohydrate covered by a unit of insulin). In addition, bolus insulin may also be
administered to decrease a temporarily high blood glucose level. This is often referred to as correction
bolus. Meal or correction boluses can be delivered as a standard fast bolus, extended bolus, or as a multi-
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wave bolus. Fast bolus is an infusion of insulin over a very short period similar to a pen injection that can
be considered as having infinitesimal duration. An extended bolus is an infusion of insulin over a longer
period extending the insulin delivery. A multi-wave bolus combines a fast bolus with an extended bolus;
one part of the bolus amount is delivered immediately while the other is delivered over a specific period of
time. This type of bolus is suitable for meals that contain both fast and slowly digestible carbohydrates or
long meals with several courses.

Although the distinction between basal and bolus insulin has a high relevance for the CSII therapy, the
insulin pump typically delivers a single insulin type for both delivery methods. Unlike the intensified
conventional therapy (ICT, injection therapy, pen therapy) where typically a combination of injections with
fast-acting and slow-acting insulin is utilized, the insulin pump therapy generally uses rapid- or fast-acting
insulin. Another term for these types of insulin is insulin analog.

Many insulin pump devices allow the pump user to program basal rate profiles that define the fluctuating
delivery of basal insulin of the pump in the course of the day. These profile settings are often referred to as
circadian profiles. Well-adjusted basal rate profiles generally cover the insulin pump user’s need for basal
insulin and there is normally no necessity to adjust these profiles on a daily basis. However, there are
situations in which the need for basal insulin deviates at such a rate that a temporary adjustment of the basal
delivery is indicated. Phases of stress, intensified physical activity, illness, and menses are counted among
the reasons for increased or reduced need for basal insulin. The temporary basal rate is a means to make
short-term adjustments to the basal insulin delivery. Two different concepts for the temporary basal rate are
currently well accepted in the area of insulin pump therapy. The first concept applies a scaling factor to the
programmed basal rate for a certain period of time. The second concept consists in overriding
the programmed basal rate with a specific value for a certain time period.

The unit of measurement to define the dose of insulin is international unit (IU). One 1U of insulin is the
biological equivalent of 1/22 mg of pure crystalline insulin. The concentration of insulin in an insulin
solution is defined by international units per milliliter (i.e., 1U/mL). In pharmacology, it is also very
common to indicate the concentration of insulin solutions by the letter U followed by the number of
international units per milliliter. For example, a concentration of 100 IU/mL is denominated as U100.

5.2 Device types
Insulin pump devices are generally designed to be portable and permanently connected to the body.

The structural shape of insulin pumps may vary, but insulin pump devices typically include the following
components: the pump unit, a disposable insulin reservoir, and a disposable infusion set.

The pump unit typically comprises a computing unit and a dosing mechanism, both powered by a battery.
Additionally, pump units may contain several user interface elements such as displays, buttons, or
apparatuses to generate visual, haptic, or acoustic signals.

The disposable insulin reservoir typically consists of a glass or plastic ampulla with a volumetric capacity
of a few milliliters of insulin solution. Depending on the insulin need of the pump user, this capacity is
sufficient for provisioning insulin for several days.

The disposable infusion set interfaces the insulin reservoir to the human body. It generally comprises an
adapter that connects to the insulin reservoir, a tubing system and a cannula that is inserted into the
subcutaneous fat tissue. It is generally recommended to replace the infusion set after 2 to 3 days of usage
for sterility reasons and to help prevent irritation at the insertion site.

18
Copyright © 2018 IEEE. All rights reserved.

Documents

Document Sharing Hub

Full document details: IEEE 11073-10419-2019


http://www.avadocuments.com/doc/ieee-11073-10419-2019
http://www.avadocuments.com/doc/ieee-11073-10419-2019

ISO/IEEE 11073-10419:2019(E)

IEEE Std 11073-10419-2017
Health informatics—Personal health device communication—Part 10419: Device Specialization—Insulin Pump

5.3 Collected data

5.3.1 General

The insulin pump is a portable device and therefore may not be connected to a manager while collecting data.
The two main use cases for an insulin pump agent to connect to a manager and send its data are the following:

— The insulin pump user visits a health care professional (HCP) to examine the adequacy of the
therapy. The HCP normally compares the historic data from the insulin pump with the
corresponding data from a blood glucose meter or continuous glucose monitor device to derive
necessary adjustments to the insulin pump therapy. As the interval between such visits may
constitute several months, insulin pumps are typically capable of storing data for such time periods.

— The insulin pump user connects the insulin pump agent to a manager at home to examine the
adequacy of the therapy and to apply adjustments when indicated. This tends to happen on a more
frequent basis (e.g., once per week).

In addition to the two use cases above, an insulin pump agent may also be continuously connected to a
manager to report collected data (e.g., artificial pancreas).

5.3.2 Current bolus setting

The current bolus setting represents the amount of insulin requested to be delivered as a bolus and is
reported before the pump delivers the bolus. A bolus is typically initiated by the insulin pump user to
compensate for an increased need for insulin induced by intake of food containing a relatively high quantity
of carbohydrates (e.g., meal bolus). A bolus may also be indicated to decrease a temporarily high blood
glucose level (e.g., correction bolus).

The quantity of insulin specified in a current bolus setting can be delivered in a theoretically infinitesimal
period of time (e.g., fast bolus) or can be delivered over a defined period of time (e.g., extended bolus) or
as a combination of a fast bolus with an extended bolus (e.g., multi-wave bolus). The duration of an
extended bolus shall be reported as a measure active period.

A current bolus setting can be set to be delivered at a later time. In this instance, the current bolus setting
shall be used with the pending bolus delay together to specify the amount of delay between programming a
current bolus setting and the expected bolus delivered.

A current bolus setting can be cancelled. In this instance, the current bolus setting shall be used with the
insulin pump status to specify the bolus canceled.

A bolus amount can be set manually by the user, or recommended by the insulin pump’s bolus calculator,
or commanded from an artificial pancreas controller. If an insulin pump device has a bolus calculator, the
user may accept or change the recommended amount of insulin.

The unit for the bolus setting is international units.

NOTE—This object represents a device setting and not a measurement value.

5.3.3 Pending bolus delay

The pending bolus delay specifies the delay between programming a current bolus setting and the expected
bolus delivered. This setting is helpful for patients with delayed digestion (gastroparesis).

The unit for the pending bolus delay is in minutes.

NOTE—This object represents a device setting and not a measurement value.
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5.3.4 Bolus delivered

The bolus delivered measurement represents the amount of insulin effectively delivered by the insulin
pump as a bolus and is reported after the pump has delivered the bolus.

The measurement represents the delivered amount of insulin for a bolus and the modality can be described
as a fast bolus, extended bolus, or multi-wave bolus, and the reason for delivering the bolus as meal bolus
or correction bolus (Figure 1). The unit for the bolus delivered is international units.

Fast and Extended (multi-wave) bolus delivered
Extended bolus delivered
* Fast bolus delivered

meal meal

meal

Insulin (1U)

correction

00:00 01:00 02:00 03:00 04:00 05:00 06:00 07:00 08:00 0M00 10:00 11:00 12:00 13:00 14:00 15:00 16:00 17:00 18:00 19:00 20:00 21:00 22:00 23:00 24:00

Time
Figure 1—Example of bolus delivered

5.3.5 Basal rate schedule setting

The purpose of a basal rate schedule setting is to define the amount of basal insulin programmed in an
insulin pump to be delivered for a specified schedule according to the individually fluctuating physiological
needs. One or more basal rate schedule settings form a 24 hour basal profile.

The unit of a basal rate schedule setting is international units per hour.

NOTE—This object represents a device setting and not a measurement value.

5.3.6 Basal profile setting

Insulin pump devices typically offer the option of programming multiple basal profile settings in order to
easily meet changing insulin needs (e.g., work day versus weekend).

In the context of CSII, a basal rate designates the amount of basal insulin programmed to deliver over a
specified period of time.

The basal profile setting is a schedule-segment that consists of a series of basal rate schedule settings
programmed on the insulin pump device. The basal profile setting has a schedule that typically begins at
12 a.m. and ends at 12 a.m. the following day accumulating a total duration of 24 hours (Figure 2).

20
Copyright © 2018 IEEE. All rights reserved.

Documents

Document Sharing Hub

Full document details: IEEE 11073-10419-2019


http://www.avadocuments.com/doc/ieee-11073-10419-2019
http://www.avadocuments.com/doc/ieee-11073-10419-2019

ISO/IEEE 11073-10419:2019(E)

IEEE Std 11073-10419-2017
Health informatics—Personal health device communication—Part 10419: Device Specialization—Insulin Pump

- Current Basal Rate Setting (IU/h)

24 hour Basal Profile Setting

Basal Rate
Schedule Setting

—_—

Insulin Rate (IU/h)

00:00 01:00 02:00 03:00 04:00 05:00 06:00 0700 08:00 000 10:00 11:00 12:00 13:00 14:00 15:00 16:00 17:00 16:00 1200 20:00 21:00 22:00 23:00 24:00

Time
Figure 2—Example of basal profile setting consisting of basal rate schedule settings

Insulin pump devices typically offer the option of programming multiple basal profile settings in order to
easily meet changing insulin needs (e.g., work day versus weekend). The basal profile setting will also have
a unique identifier specified by the manufacturer to identify a basal profile setting.

If an insulin pump deviace supports programming basal profile settings, an active basal profile setting can
be selected.

NOTE—This object represents a device setting and not a measurement value.

5.3.7 Current basal rate setting

The current basal rate setting represents the most recent basal rate to be delivered by the pump and is
reported before the pump delivers the basal rate. Current basal rate setting may be initiated by a
programmed basal profile or a temporary basal rate adjustment made by the user.

A basal profile is a scheduled sequence of basal rate schedule settings programmed on the insulin device.
The active basal profile and current time may define the current basal rate setting.

Alternatively, a user may initiate a temporary basal rate adjustment as a result of a temporarily changed
need. This adjustment remains active for a defined period of time and afterwards the current basal rate
setting will revert to the programmed basal profile. The temporary basal rate setting can be initiated by a
relative or an absolute adjustment.

A relative temporary basal rate setting applies a dimensionless scaling factor to the current basal rate for
the active basal profile. Therefore if the relative temporary basal rate is active, the rate delivery equals the
value of the reference factor multiplied by the basal rates given by the active basal profile for a given
period of time. A relative temporary basal rate shall be the calculated rate after applying the scaling factor.

An absolute temporary basal rate setting overrides the basal rates given by the active basal rate profile for a
given period of time. Therefore, if the absolute temporary basal rate is active, the rate delivery equals the
value of the absolute temporary basal rate for a given period of time.
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This standard assumes that the effective delivery of basal insulin can be represented or approximated by
discrete values of constant delivery rate over time. This standard assumes that the temporary basal rate
setting overrides the basal rates given by the active basal rate profile. Therefore, if the temporary basal rate
(either relative or absolute) is active, the rate of the actual basal insulin delivery equals the value of the
temporary basal rate. The unit of the delivery rate is international units per hour.

NOTE—This object represents a device setting and not a measurement value.

5.3.8 Basal delivered

The basal delivered measurement represents the amount of insulin effectively delivered as a basal by an
insulin pump and is reported after the pump has delivered the basal. An insulin pump device commonly
utilizes semi-continuous infusion and incrementally injects discrete amounts (often called a micro-bolus) of
insulin to satisfy the current basal rate setting (Figure 3). The insulin pump is responsible for determining
the frequency of the basal amount to be reported (e.g., insulin pump may report the amount of insulin
delivered at the end of a basal rate or intermittently as micro-boluses).

¢ = Current Basal Rate Setting (IU/h)
= Basal Delivered (IU)
- Temporary Basal Rate Setting (IU/h)
» Temporary Basal Delivered (IU)

Insulin (1U)

& ¢ e ¢ ¢
AL © S—ll.Pb— $— ¢

m Mbuuallﬁ..iddd'“Nuwmm.um LR

00:00 01:00 02:00 03:00 04:00 05:00 06:00 0700 08:00 0X00 10:00 11:00 12:00 13:00 14:00 1500 1600 17:00 16:00 1900 20:00 21:00 22:00 23:00 24:00

Time
Figure 3—Example of basal rate setting and basal delivered

The measurement represents the delivered amount of basal insulin and can be described as a programmed
basal rate, basal rate set by a controller, a temporary absolute basal, temporary relative basal, or
undetermined basal rate. The unit for the basal delivered measurement is international units.

5.3.9 Insulin reservoir remaining

The insulin reservoir remaining measurement represents the amount of insulin remaining in the reservoir.
The reservoir holds insulin inside the insulin pump and can have varying capacity. As the pump delivers
insulin, the insulin amount in the reservoir decreases. When the reservoir is empty, users typically refill and
insert a new reservoir into the insulin pump. The insulin pump is responsible for determining the frequency
of the insulin reservoir remaining amount to be reported (e.g., the insulin reservoir remaining may be
reported at the same time as the bolus-delivered or basal-delivered measurements).
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The measurement represents the amount of insulin remaining in the reservoir. The unit for the insulin
reservoir remaining is international units.

5.3.10 Insulin concentration

The insulin concentration measurement represents the concentration of insulin in the reservoir. Normally it
is specified as the amount of insulin in international units per milliliter of insulin solution. For example,
U100 designates an insulin concentration of 100 IU/mL of insulin solution.

The measurement represents the insulin concentration. The unit for the insulin concentration is
international units per milliliter.

5.3.11 Insulin-to-carbohydrate ratio (I:CHO) profile settings

This represents the patient’s 1:CHO, which is the amount of carbohydrate covered or disposed of by a 1 1U
of insulin.

Insulin pump devices may offer the option of storing multiple 1:CHOs as a patient may have varying ratios
specific to a time of day or type of meal. The unit for the I:CHO profile setting is grams.

NOTE—This object represents a device setting and not a measurement value.

5.3.12 Insulin sensitivity factor (ISF) profile settings

This represents the patient’s ISF or sometimes referred to as a correction factor, which is an estimated
amount of blood glucose reduced by a single unit of insulin.

Insulin pump devices may offer the option of storing multiple ISFs as a patient may have varying factors
specific to the time of day. The unit for the ISF profile setting is millimole/liter or milligrams/deciliter.

NOTE—This object represents a device setting and not a measurement value.

5.3.13 Operational status

The operational status represents the operation and therapy conditions of the insulin pump device.
Operational conditions are Off, Stand-By, Preparing, Priming, Waiting, Ready, and Undetermined. Therapy
conditions are Pause, Stop, and Run.

5.3.14 PHD DM status

The PHD DM status allows generic notification handling for personal health devices. The status of the
device is represented in a number of bit flags covering warning, error, service, and undetermined statuses.
Changes in status are sent as events notifying the manager.

This represents a generic notification mechanism for a device to report warnings, errors, and other
abnormal statuses to a manager that may provide visibility of these status change events to the user.

5.3.15 Insulin pump status

The insulin pump status represents the specific notifications given by the insulin pump for handling,
warnings, errors, reminders, or confirmations to user-initiated events meant to provide visibility of events
to the user and manufacture.

23
Copyright © 2018 IEEE. All rights reserved.

Documents

Document Sharing Hub

Full document details: IEEE 11073-10419-2019


http://www.avadocuments.com/doc/ieee-11073-10419-2019
http://www.avadocuments.com/doc/ieee-11073-10419-2019

ISO/IEEE 11073-10419:2019(E)

IEEE Std 11073-10419-2017
Health informatics—Personal health device communication—Part 10419: Device Specialization—Insulin Pump

5.4 Stored data

As stated in 5.3.1, an insulin pump may be used over several months of operation without being connected
to a manager to send its data. Once an insulin pump is connected to a manager, the manager is able to select
which of the agent’s stored measurements or observations to retrieve. Depending on the agent’s capabilities
to organize its data into clusters of chronologically contiguous data, the manager may also select the time
ranges of the stored data to retrieve. The agent then transmits the manager’s selection in one or several
blocks of messages for processing by a manager or other processing apparatus. The manager may also be
able to choose a set of data clusters for deletion.

5.5 Scheduled data

An insulin pump may have the ability to program scheduled events such as basal profile settings, I:CHO
profile settings, and ISF profile settings. These scheduled data provide information about the actions or
events and time points that the actions or events occur. Once an insulin pump is connected to a manager,
the manager is able to select which of the agent’s scheduled data to retrieve. The agent then transmits the
manager’s selection in one or several blocks of messages for processing by a manager or other processing
apparatus. The manager may also be able to choose a set of data clusters for deletion.

6. Insulin pump domain information model (DIM)

6.1 Overview

This clause describes the DIM of the insulin pump.

6.2 Class extensions
In this standard, extensions are defined with respect to ISO/IEEE 11073-20601:2016.
The following four attributes are an extension to the enumeration class.

— The Capability-Mask-Simple and Capability-Mask-Basic attributes indicate whether the
corresponding bit in the Enum-Observed-Value-Simple-Bit-Str or Enum-Observed-Value-Basic-
Bit-Str attribute, respectively, is supported by the Agent.

— The State-Flag-Simple and State-Flag-Basic attributes indicate whether the corresponding bit in the
Enum-Observed-Value-Simple-Bit-Str ~ or ~ Enum-Observed-Value-Basic-Bit-Str  attribute,
respectively, is a state or event.

If the Enum-Observed-Value-Simple-Bit-Str attribute is used, the Capability-Mask-Simple and State-Flag-
Simple attributes are mandatory. If the Enum-Observed-Value-Basic-Bit-Str attribute is used, the
Capability-Mask-Basic and State-Flag-Basic attributes are mandatory. The values of the Capability-Mask-
Simple, Capability-Mask-Basic, State-Flag-Simple, and State-Flag-Basic attributes are implementation
specific.

See Annex B for their ASN.1 structures.

The Capability-Mask-Simple or Capability-Mask-Basic attribute is dynamic, i.e., the attribute may change
at some point after configuration. The State-Flag-Simple or State-Flag-Basic attribute is static, i.e., the
attribute shall remain unchanged after the configuration is agreed upon.
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6.3 Object instance diagram

The metric object instance diagram of the insulin pump DIM, defined for the purposes of this standard, is
shown in Figure 4.

The objects of the DIM, as shown in Figure 4, include the medical device system (MDS) object (see 6.6),
the numeric objects (see 6.7), the real-time sample array objects (see 6.8), the enumeration objects (see 6.9),
the persistent metric—store (PM-store) objects (see 6.10), and the scanner objects (see 6.11). See 6.14 for
rules for extending the insulin pump information model beyond elements as described in this standard.
Each subclause that describes an object of the insulin pump contains the following information:

— The nomenclature code used to identify the class of the object. One example where this code is
used is the configuration event, where the object class is reported for each object. This allows the
manager to determine whether the class of the object being specified is a numeric, real-time sample
array, enumeration, scanner, or PM-store class.

— The attributes of the object. Each object has attributes that represent and convey information on the
physical device and its data sources. Each object has a handle attribute that identifies the object
instance within an agent. Attribute values are accessed and modified using methods such as GET
and SET. Attribute types are defined using ASN.1. The ASN.1 definitions for new attribute types
specific to this standard are in Annex B, and the ASN.1 definitions for existing attribute types
referenced in this standard are in ISO/IEEE 11073-20601:2016.

— The methods available on the object.

— The potential events generated by the object. The data are sent to the manager using events.

— The available services such as getting or setting attributes.
The attributes for each class are defined in tables that specify the name of the attribute, its value, and its
qualifier. The qualifiers are defined as follows:

— M: attribute is mandatory.

— C: attribute is conditional and depends on the condition stated in the Remark or Value column (if
ISO/IEEE 11073-20601:2016 is referenced, then it contains the conditions).

— R: attribute is recommended.
— NR: attribute is not recommended.

— O: attribute is optional.

Mandatory attributes shall be implemented by an agent. Conditional attributes shall be implemented if the
condition applies and may be implemented otherwise. Recommended attributes should be implemented by
the agent. Not recommended attributes should not be implemented by the agent. Optional attributes may be
implemented by the agent. For attributes with qualifiers set to R or NR, underlying requirements stated in
the Remark and Value column in ISO/IEEE 11073-20601:2016 shall be followed.

The attributes can be either static, i.e., they shall remain unchanged after the configuration is agreed upon,
or dynamic, i.e., the attribute may change at some point after configuration.
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Figure 4—Insulin pump DIM

6.4 Types of configuration

6.4.1 General

As specified in ISO/IEEE 11073-20601:2016, there are two styles of configuration available. Subclauses
6.4.2 and 6.4.3 briefly introduce standard and extended configurations.

6.4.2 Standard configuration

Standard configurations are defined in the ISO/IEEE 11073-104zz specializations (such as this standard)
and are assigned a well-known identifier (Dev-Configuration-1d). The usage of a standard configuration is
negotiated at association time between the agent and the manager. If the manager recognizes and selects to
operate using the configuration, then the agent can send measurements immediately. If the manager does
not recognize the configuration, the agent provides the configuration prior to transmitting measurement
information.

One standard configuration is defined in this standard. The standard configuration 1900 (0x076C) contains
one bolus delivered object (see 6.7.4) and one current basal rate setting object (see 6.7.5).
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6.4.3 Extended configuration

In extended configurations, the agent’s configuration is not predefined in a standard. The agent determines
the objects, attributes, and values that to be used in a configuration and assigns a configuration identifier.
When the agent associates with a manager, an acceptable configuration is negotiated. Typically, the
manager does not recognize the agent’s configuration on the first connection, so the manager responds that
the agent needs to send its configuration information as a configuration event report. If, however, the
manager recognizes the configuration, either because it was preloaded in some way or the agent had
previously associated with the manager, then the manager responds that the configuration is known and no
further configuration information needs to be sent.

6.5 Profiles

6.5.1 General
A profile further constrains the objects, services, and communication model of a specialization. By
profiling the device specialization, the standard provides more guidance on the specific mandatory objects

that shall be implemented, the objects that are optional, and the objects that are not required. This standard
does not define profiles for the insulin pump device.

6.6 MDS object

6.6.1 MDS object attributes

Table 1 summarizes the attributes of the insulin pump MDS object. The nomenclature code to identify the
MDS class is MDC_MOC_VMS_MDS_SIMP.

Table 1—MDS object attributes

Attribute name Value Qualifier
Handle 0 M
Attribute not present.
System-Type See ISO/IEEE 11073-20601:2016, c
System-Type-Spec-List {MDC_DEV_SPEC_PROFILE_INSULIN_PUMP, 2}. M
System-Model {“Manufacturer”,“Model"} M
System-1d Extended unique identifier (64-bits) (EUI-64) M
Dev-Configuation-d Extended confgs: 0000-OTFFF v
Attribute-Value-Map See ISO/IEEE 11073-20601:2016. C
Production-Specification See ISO/IEEE 11073-20601:2016. ]
Mds-Time-Info See ISO/IEEE 11073-20601:2016. C
Date-and-Time See ISO/IEEE 11073-20601:2016. C
Base-Offset-Time See ISO/IEEE 11073-20601:2016. M
Relative-Time See ISO/IEEE 11073-20601:2016. C
HiRes-Relative-Time See ISO/IEEE 11073-20601:2016. C
Date-and-Time-Adjustment See ISO/IEEE 11073-20601:2016. C
Power-Status See ISO/IEEE 11073-20601:2016. R
Battery-Level See ISO/IEEE 11073-20601:2016. R
Remaining-Battery-Time See ISO/IEEE 11073-20601:2016. R
Reg-Cert-Data-List See ISO/IEEE 11073-20601:2016. )
Confirm-Timeout See ISO/IEEE 11073-20601:2016. )
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NOTE—See ISO/IEEE 11073-20601:2016 for information on whether an attribute is static or dynamic.

In the response to a Get MDS object command, only implemented attributes and their corresponding values
are returned.

See ISO/IEEE 11073-20601:2016 for descriptive explanations of the individual attributes as well as for
information on attribute 1D and attribute type.

The Dev-Configuration-Id attribute holds a locally unique 16-bit identifier that identifies the device
configuration. For an insulin pump agent with extended configuration, this identifier is chosen in the range
of extended-config-start to extended-config-end (see ISO/IEEE 11073-20601:2016) as shown in Table 1.

The agent sends the Dev-Configuration-ld during the Associating state (see 8.3) to identify its
configuration for the duration of the association. If the manager already holds the configuration information
relating to the Dev-Configuration-Id, it recognizes the Dev-Configuration-Id and the Configuring state (see
8.4) is skipped, and the agent and manager then enter the Operating state. If the manager does not recognize
the Dev-Configuration-Id, the agent and manager enter the Configuring state.

If an agent implements multiple ISO/IEEE 11073-104zz specializations, System-Type-Spec-List is a list of
type/version pairs, each referencing the respective device specialization and version of that specialization.

6.6.2 MDS object methods

Table 2 defines the methods (actions) of the MDS object. These methods are invoked using the Action
service. In Table 2, the Subservice type name column defines the name of the method; the Mode column
defines whether the method is invoked as an unconfirmed action (i.e., roiv-cmip-action from
ISO/IEEE 11073-20601:2016) or a confirmed action (i.e., roiv-cmip-confirmed-action); the Subservice
type (action-type) column defines the nomenclature code to use in the action-type field of an action request
and response (see ISO/IEEE 11073-20601:2016); the Parameters (action-info-args) column defines the
associated ASN.1 data structure (see ISO/IEEE 11073-20601:2016 for ASN.1 definitions) to use in the
action message for the action-info-args field of the request; and the Results (action-info-args) column
defines the structure to use in the action-info-args of the response.

Table 2—MDS object methods

. Subservice Subservice type Parameters R_esul_ts
Service Mode . T (action-info-
type name (action-type) (action-info-args) args)
Set-Time Confirmed MDC_ACT_SET_TIME SetTimelnvoke —
ACTION | Set-Base- Confirmed | MDC_ACT_SET_BO_TIME | SetBOTimelnvoke —
Offset-Time
— Set-Time:

This method allows the manager to set a real-time clock in the agent with the absolute time. The
agent indicates whether the Set-Time command is valid using the mds-time-capab-set-clock bit in
the Mds-Time-Info attribute (see ISO/IEEE 11073-20601:2016).

If the agent supports the Absolute-Time-Stamp attribute, this method shall be implemented.
—  Set-Base-Offset-Time:

This method allows the manager to set a real-time clock in the agent with the base time and offset.
The agent indicates whether the Set-Base-Offset-Time command is valid using the mds-time-
capab-set-clock bit in the Mds-Time-Info attribute (see ISO/IEEE 11073-20601:2016).

If the agent supports the Base-Offset-Time-Stamp attribute, this method shall be implemented.

Agents following only this device specialization and no others shall send event reports using agent-initiated
measurement data transmission. Agents following this device specialization as well as others shall send
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event reports in the appropriate fashion. During the association procedure (see 8.3), data-req-mode-capab
shall be set to the appropriate value for the event report style. As a result, the manager shall assume the
insulin pump agent does not support any of the MDS-Data-Request features (see ISO/IEEE 11073-
20601:2016 for additional information). Thus, implementation of the MDS-Data-Request method/action is
not required in this standard and is not shown in Table 2.

6.6.3 MDS object events

Table 3 defines the events that can be sent by the insulin pump MDS object.

Table 3—Insulin pump MDS object events

. Subservice type Subservice type Parameters Results
Service Mode - (event-reply-
name (event-type) (event-info) info)
MDS-Configuration- | 1 rmeq MDC_NOTI_CONFIG | ConfigReport ConfigReport
Event Rsp
m@i&g{;ﬁmlc'l}ma- Confirmed g&%é\l.rci UKIS?CAN— ScanReportInfoVar —
EVENT MDS-Dynamic-Data- Confirmed MDC_NOTI_SCAN_ ScanReportinfo .
REPORT | Update-Fixed REPORT_FIXED Fixed
MDS-Dynamic-Data- Confirmed MDC_NOTI_SCAN_ ScanReportinfoMP .
Update-MP-Var REPORT_MP_VAR Var
MDS-Dynamic-Data- Confirmed MDC_NOTI_SCAN_ ScanReportinfoMP .
Update-MP-Fixed REPORT_MP_FIXED | Fixed

— MDS-Configuration-Event:

This event is sent by the insulin pump agent during the configuring procedure if the manager does
not already know the insulin pump agent’s configuration from past associations or because the
manager has not been implemented to recognize the configuration according to the insulin pump
device specialization. The event provides static information about the supported measurement
capabilities of the insulin pump agent.

MDS-Dynamic-Data-Update-Var:

This event provides dynamic measurement data from the insulin pump agent for the numeric and
enumeration objects. These data are reported using a generic attribute list variable format. The
event is sent as an unsolicited message by the agent (i.e., an agent-initiated measurement data
transmission). See 8.5.3 for more information on unsolicited event reporting.

MDS-Dynamic-Data-Update-Fixed:

This event provides dynamic measurement data from the insulin pump agent for the numeric and
enumeration objects. These data are reported in the fixed format defined by the Attribute-Value-
Map attribute of the objects. The event is sent as an unsolicited message by the agent (i.e., an
agent-initiated measurement data transmission). See 8.5.3 for more information on unsolicited
event reporting.

MDS-Dynamic-Data-Update-MP-Var:

This is the same as MDS-Dynamic-Data-Update-Var but allows inclusion of data from multiple
people.

MDS-Dynamic-Data-Update-MP-Fixed:

This is the same as MDS-Dynamic-Data-Update-Fixed but allows inclusion of data from multiple
people.

NOTE—ISO/IEEE 11073-20601:2016 requires that managers support all of the MDS Object Events listed above.
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6.6.4 Other MDS services
6.6.4.1 GET service

An insulin pump agent shall support the GET service, which is provided by the MDS object to retrieve the
values of all implemented MDS object attributes. The GET service can be invoked as soon as the insulin
pump agent receives the Association Response and moves to the Associated state, including the Operating
and Configuring substates.

The manager may request the MDS object attributes of the insulin pump agent; in which case, the manager
shall send the “Remote Operation Invoke | Get” message (see roiv-cmip-get in ISO/IEEE 11073-
20601:2016) with the reserved MDS handle value of 0. The insulin pump agent shall report its MDS object
attributes to the manager using the “Remote Operation Response | Get” message (See rors-cmip-get in
ISO/IEEE 11073-20601:2016). See Table 4 for a summary of the GET service including some message

fields.
Table 4—Insulin pump MDS object GET service
Service Subservice Mode Subservice Parameters Results
type name type
<imolied GetArgumentSimple GetResultSimple
GET <na> conf?rmed> <na> = (obj-handle = 0), = (obj-handle = 0),
attribute-id-list <optional> | attribute-list

See 8.5.2 for details on the procedure for getting the MDS object attributes.
6.6.4.2 SET service

The insulin pump specialization does not require an implementation to support the MDS object SET service.

6.7 Numeric objects

6.7.1 General

The insulin pump DIM for metric objects (see Figure 4) contains numeric objects that represent aspects of
insulin delivery.

Sometimes, the interpretation of one attribute value in an object depends on other attribute values in the
same object. For example, Unit-Code and Unit-LabelString provide context for the observed values.
Whenever a contextual attribute changes, the agent shall report these changes to the manager using an MDS
object event (see 6.6.3) prior to reporting any of the dependent values.

6.7.2 Current bolus setting

Table 5 summarizes the attributes of the current bolus setting numeric object. The nomenclature code to
identify the numeric class is MDC_MOC_VMO_METRIC_NU. The current bolus setting numeric object
may be present in the extended configuration.
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Table 5—Current bolus setting numeric object attributes

Attribute name Extended configuration
Value Qualifier

Handle See ISO/IEEE 11073-20601:2016. M
Type {MDC_PART_PHD_DM | M

MDC_INS_BOLUS_SET}
Supplemental-Types See following text in Table 6. R

mss-avail-intermittent | mss-avail-stored-data | mss-upd-aperiodic
Metric-Spec-Small | mss-acc-manager-initiated | mss-acc-agent-initiated | mss-cat- M

manual | mss-cat-setting | mss-cat-calculation
Metric-Structure-Small See ISO/IEEE 11073-20601:2016. 0]
Measurement-Status See ISO/IEEE 11073-20601:2016. O
Metric-Id See following text in Table 7. R
Metric-1d-List See ISO/IEEE 11073-20601:2016. 0
Metric-1d-Partition See ISO/IEEE 11073-20601:2016. NR
Unit-Code MDC_DIM_INTL_UNIT M
Attribute-Value-Map See ISO/IEEE 11073-20601:2016. C
Source-Handle-Reference See ISO/IEEE 11073-20601:2016. NR
Label-String See ISO/IEEE 11073-20601:2016. O
Unit-LabelString See ISO/IEEE 11073-20601:2016. 0]
Absolute-Time-Stamp See ISO/IEEE 11073-20601:2016. C
Base-Offset-Time-Stamp See ISO/IEEE 11073-20601:2016. R
Relative-Time-Stamp See ISO/IEEE 11073-20601:2016. C
HiRes-Time-Stamp See ISO/IEEE 11073-20601:2016. C
Measure-Active-Period See following text. C
Simple-Nu-Observed-Value See ISO/IEEE 11073-20601:2016. C
gg';%gg_d\'/i:umep'e"\'“' See ISO/IEEE 11073-20601:2016. NR
Basic-Nu-Observed-Value See ISO/IEEE 11073-20601:2016. R
wompound-Basic-Nu-Observed- | see SO/IEEE 11073-20601:2016. c
Nu-Observed-Value See ISO/IEEE 11073-20601:2016. C
Compound-Nu-Observed-Value | See ISO/IEEE 11073-20601:2016. C
Accuracy See ISO/IEEE 11073-20601:2016. NR

NOTE 1—See ISO/IEEE 11073-20601:2016 for information on whether an attribute is static or dynamic.
NOTE 2—See 6.3 for a description of the qualifiers.

The value reported in this object is the amount of insulin requested to be delivered as a bolus and is
reported before the pump delivers the bolus. Only non-negative numbers shall be used.

An insulin pump agent may contain multiple bolus setting objects if it is designed to transmit multiple
modalities of bolus delivery, in which case the modality shall be denoted in the Supplemental-Type
attribute.

The Supplemental-Types attribute is used to distinguish the modality and the reason for delivering a bolus
of insulin. Table 6 represents the possible values to express a fast or extended bolus delivery mode as well
as correction or meal bolus delivery reason.

Certain combinations of Supplemental-Types are allowed. If it is desired to express that a meal bolus was
delivered as a fast bolus, the SupplementalTypesList structure of the Supplemental-Types attribute should
contain the two values MDC_INS BOLUS_MEAL and MDC_INS BOLUS FAST. Similarly, a
correction bolus delivered as an extended bolus should contain MDC_INS BOLUS _CORR and
MDC_INS_BOLUS_EXT in the Supplemental TypesList.
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The modality values MDC_INS_BOLUS_FAST and MDC_INS_BOLUS_EXT shall not be combined in
the SupplementalTypesList describing the bolus context. However, a multi-wave bolus modality may be
represented by reporting separate current bolus setting objects with MDC_INS_BOLUS _FAST and
MDC_INS_BOLUS_EXT at the same time.

If an acceptable, existing nomenclature term is not available, MDC_INS_BOLUS_UNDETERMINED

shall be used.

Table 6—Bolus context

Type

Definition

MDC_INS_BOLUS_FAST

Bolus insulin delivered as fast bolus

MDC_INS_BOLUS_EXT

Bolus insulin delivered as an extended bolus

MDC_INS_BOLUS_CORR

Bolus insulin delivered for a correction

MDC_INS_BOLUS_MEAL

Bolus insulin delivered for a meal

MDC_INS_BOLUS_UNDETERMINED

Undetermined bolus

The Metric-ID attribute is used to distinguish the bolus setting source and described in Table 7.

If an acceptable, existing nomenclature term is not available, MDC_INS_BOLUS_OTHER shall be used.

Table 7—Bolus source

Type

Definition

MDC_INS_BOLUS_MANUAL

Manual, user defined bolus

MDC_INS_BOLUS_RECOMMENDED

Recommended bolus (e.g., bolus calculator)

MDC_INS_BOLUS_MANUAL_CHANGE

Recommended bolus changed by a user

MDC_INS_BOLUS_COMMANDED

Commanded bolus (e.g., artificial pancreas controller)

MDC_INS_BOLUS_OTHER Other source of bolus

The Measure-Active-Period attribute shall be used with the MDC_INS_BOLUS_EXT to describe the time
duration of the extended bolus setting.

The current bolus setting numeric object does not support any methods, events, or other services.

See ISO/IEEE 11073-20601:2016 for descriptive explanations on the individual attributes as well as for
information on attribute 1D and attribute type.

6.7.3 Pending bolus delay

Table 8 summarizes the attributes of the pending bolus delay numeric object. The nomenclature code to
identify the numeric class is MDC_MOC_VMO_METRIC_NU. The pending bolus delay numeric object
may be present in the extended configuration.
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Table 8—Pending bolus delay numeric object attributes

Attribute name Extended configuration
Value Qualifier

Handle See ISO/IEEE 11073-20601:2016. M
Type {MDC_PART_PHD_DM | M

MDC_INS_BOLUS_PENDING_DELAY}
Supplemental-Types See ISO/IEEE 11073-20601:2016. NR

mss-avail-intermittent | mss-avail-stored-data | mss-upd-
Metric-Spec-Small aperiodic | mss-acc-manager-initiated | mss-acc-agent- M

initiated | mss-cat-manual | mss-cat-setting
Metric-Structure-Small See ISO/IEEE 11073-20601:2016. O
Measurement-Status See ISO/IEEE 11073-20601:2016. o
Metric-1d See ISO/IEEE 11073-20601:2016. NR
Metric-1d-List See ISO/IEEE 11073-20601:2016. NR
Metric-1d-Partition See ISO/IEEE 11073-20601:2016. NR
Unit-Code MDC_DIM_MIN or MDC_DIM_SEC M
Attribute-Value-Map See ISO/IEEE 11073-20601:2016. C
Source-Handle-Reference See following text. R
Label-String See ISO/IEEE 11073-20601:2016. O
Unit-LabelString See ISO/IEEE 11073-20601:2016. 0]
Absolute-Time-Stamp See ISO/IEEE 11073-20601:2016. C
Base-Offset-Time-Stamp See ISO/IEEE 11073-20601:2016. R
Relative-Time-Stamp See ISO/IEEE 11073-20601:2016. C
HiRes-Time-Stamp See ISO/IEEE 11073-20601:2016. C
Measure-Active-Period See ISO/IEEE 11073-20601:2016. NR
Simple-Nu-Observed-Value See ISO/IEEE 11073-20601:2016. C
Compound-Simple-Nu-Observed-Value See /ISO/IEEE 11073-20601:2016. C
Basic-Nu-Observed-Value See ISO/IEEE 11073-20601:2016. M
Compound-Basic-Nu-Observed-Value See ISO/IEEE 11073-20601:2016. C
Nu-Observed-Value See ISO/IEEE 11073-20601:2016. C
Compound-Nu-Observed-Value See ISO/IEEE 11073-20601:2016. C
Accuracy See ISO/IEEE 11073-20601:2016. NR

NOTE 1—See ISO/IEEE 11073-20601:2016 for information on whether an attribute is static or dynamic.
NOTE 2—See 6.3 for a description of the qualifiers.

The value reported in this object is the amount of time between programming a bolus and the expected
bolus delivered. Only non-negative numbers shall be used.

If the Source-Handle-Reference is defined, it should point to the current bolus setting object.
The pending bolus delay numeric object does not support any methods, events, or other services.

See ISO/IEEE 11073-20601:2016 for descriptive explanations on the individual attributes as well as for
information on attribute 1D and attribute type.

6.7.4 Bolus delivered

Table 9 summarizes the attributes of the bolus delivered numeric object. The nomenclature code to identify
the numeric class is MDC_MOC_VMO_METRIC_NU. The bolus delivered numeric object shall be
supported by an insulin pump agent.
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NOTE 1—See ISO/IEEE 11073-20601:2016 for information on whether an attribute is static or dynamic.
NOTE 2—See 6.3 for a description of the qualifiers.

For an insulin pump agent with standard configuration the AttrVValMap structure (see ISO/IEEE 11073-
20601:2016) of the Attribute-Value-Map attribute shall contain the attribute 1D and attribute length
information of the Basic-Nu-Observed-Value and Base-Offset-Time-Stamp attribute in the same order as
indicated in Table 9.

The observed value reported in this object is the amount of the insulin effectively delivered as a bolus and
is reported after the pump has delivered the bolus. Only non-negative numbers shall be used.

The Supplemental-Types attribute is used to distinguish the modality of a particular bolus and the reason

for delivering a bolus of insulin. Table 10 represents the possible values to express a fast or extended bolus
delivery mode as well as correction or meal bolus delivery reason.

Table 10—Bolus context

Type Definition
MDC_INS_BOLUS_FAST Bolus insulin delivered as fast bolus
MDC_INS_BOLUS_EXT Bolus insulin delivered as an extended bolus
MDC_INS BOLUS CORR Bolus insulin delivered for a correction
MDC_INS_BOLUS_MEAL Bolus insulin delivered for a meal
MDC_INS_BOLUS_UNDETERMINED Undetermined bolus

Certain combinations of Supplemental-Types are allowed. If it is desired to express that a meal bolus was
delivered as a fast bolus, the SupplementalTypesList structure of the Supplemental-Types attribute should
contain the two values MDC_INS BOLUS MEAL and MDC_INS BOLUS FAST. Similarly, a
correction bolus delivered as an extended bolus should contain MDC_INS BOLUS CORR and
MDC_INS_BOLUS_EXT in the Supplemental TypesL.ist.

The modality values MDC_INS_BOLUS_FAST and MDC_INS_BOLUS_EXT shall not be combined in
the Supplemental TypesList describing the bolus context. However, a multi-wave bolus modality may be
represented by reporting separate  bolus objects with MDC_INS_BOLUS FAST and
MDC_INS_BOLUS_EXT at the same time.

If an acceptable, existing nomenclature term is not available, MDC_INS_BOLUS_UNDETERMINED
shall be used.

If the Source-Handle-Reference is defined, it should point to the current bolus setting object.
The bolus delivered numeric object does not support any methods, events, or other services.

See ISO/IEEE 11073-20601:2016 for descriptive explanations on the individual attributes as well as for
information on attribute 1D and attribute type.

6.7.5 Current basal rate setting

Table 11 summarizes the attributes of the current basal rate setting numeric object. The nomenclature code
to identify the numeric class is MDC_MOC_VMO_METRIC_NU. The current basal rate setting numeric
object shall be supported by an insulin pump agent.
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Health informatics—Personal health device communication—Part 10419: Device Specialization—Insulin Pump

NOTE 1—See ISO/IEEE 11073-20601:2016 for information on whether an attribute is static or dynamic.

NOTE 2—See 6.3 for a description of the qualifiers.

For an insulin pump agent with standard configuration the AttrValMap structure (see ISO/IEEE 11073-
20601:2016) of the Attribute-Value-Map attribute shall contain the attribute 1D and attribute length
information of the Basic-Nu-Observed-Value and Base-Offset-Time-Stamp attribute in the same order as

indicated in Table 11.

The value reported in this object is the rate of insulin requested to be delivered as a basal and is reported
prior to the delivery of the basal. Only non-negative numbers shall be used.

The Supplemental-Types attribute is used to distinguish additional context of a particular basal rate.
Table 12 represents the possible values to express a programmed, temporary absolute or temporary relative

basal rate.

If an acceptable, existing nomenclature term is not available, MDC_INS_BASAL_UNDETERMINED

shall be used.

Table 12—Basal rate context

Type

Definition

MDC_INS_BASAL_PRGM

Rate set by the active basal profile schedule setting

MDC_INS_BASAL_TEMP_ABS

Rate set by an absolute temporary change

MDC_INS_BASAL_TEMP_REL

Rate set by a relative temporary change

MDC_INS_BASAL_UNDETERMINED

Undetermined basal rate context

The Metric-1d attribute is used to distinguish the

source of a particular basal rate setting. Table 13

represents the possible values to express a basal rate setting by the device, a remote or an artificial pancreas

controller.

Table 13—Basal rate source

Type

Definition

MDC_INS_BASAL_DEVICE

Rate set by the insulin pump

MDC_INS_BASAL_REMOTE

Rate set by a remote controller

MDC_INS_BASAL_AP_CTRL

Rate set by an artificial pancreas controller

MDC_INS_BASAL_OTHER

Rate set by an other source

The current basal rate setting numeric object does not support any methods, events, or other services.

See ISO/IEEE 11073-20601:2016 for descriptive explanations on the individual attributes as well as for
information on attribute 1D and attribute type.

6.7.6 Basal delivered

Table 14 defines the attributes for the object that represents the basal delivered. The nomenclature code to
identify the numeric class is MDC_MOC_VMO_METRIC_NU. The basal delivered object may be
supported by an insulin pump agent with extended configuration.
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