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Abstract: Within the context of the ISO/IEEE 11073 family of standards for device
communication, this standard defines a common framework for making an abstract model of
personal health data available in transport-independent transfer syntax required to establish
logical connections between systems and to provide presentation capabilities and services
needed to perform communication tasks. The protocol is optimized to personal health usage
requirements and leverages commonly used methods and tools wherever possible.
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Important Notices and Disclaimers Concerning IEEE Standards Documents

IEEE documents are made available for use subject to important notices and legal disclaimers. These
notices and disclaimers, or a reference to this page, appear in all standards and may be found under the
heading “Important Notice” or “Important Notices and Disclaimers Concerning IEEE Standards
Documents.”

Notice and Disclaimer of Liability Concerning the Use of IEEE Standards
Documents

IEEE Standards documents (standards, recommended practices, and guides), both full-use and trial-use, are
developed within IEEE Societies and the Standards Coordinating Committees of the IEEE Standards
Association (“IEEE-SA”) Standards Board. IEEE (“the Institute”) develops its standards through a
consensus development process, approved by the American National Standards Institute (“ANSI”), which
brings together volunteers representing varied viewpoints and interests to achieve the final product.
Volunteers are not necessarily members of the Institute and participate without compensation from IEEE.
While IEEE administers the process and establishes rules to promote fairness in the consensus development
process, IEEE does not independently evaluate, test, or verify the accuracy of any of the information or the
soundness of any judgments contained in its standards.

IEEE does not warrant or represent the accuracy or content of the material contained in its standards, and
expressly disclaims all warranties (express, implied and statutory) not included in this or any other
document relating to the standard, including, but not limited to, the warranties of: merchantability; fitness
for a particular purpose; non-infringement; and quality, accuracy, effectiveness, currency, or completeness
of material. In addition, IEEE disclaims any and all conditions relating to: results; and workmanlike effort.
IEEE standards documents are supplied “AS IS” and “WITH ALL FAULTS.”

Use of an IEEE standard is wholly voluntary. The existence of an IEEE standard does not imply that there
are no other ways to produce, test, measure, purchase, market, or provide other goods and services related
to the scope of the IEEE standard. Furthermore, the viewpoint expressed at the time a standard is approved
and issued is subject to change brought about through developments in the state of the art and comments
received from users of the standard.

In publishing and making its standards available, IEEE is not suggesting or rendering professional or other
services for, or on behalf of, any person or entity nor is IEEE undertaking to perform any duty owed by any
other person or entity to another. Any person utilizing any IEEE Standards document, should rely upon his
or her own independent judgment in the exercise of reasonable care in any given circumstances or, as
appropriate, seek the advice of a competent professional in determining the appropriateness of a given
IEEE standard.

IN NO EVENT SHALL IEEE BE LIABLE FOR ANY DIRECT, INDIRECT, INCIDENTAL, SPECIAL,
EXEMPLARY, OR CONSEQUENTIAL DAMAGES (INCLUDING, BUT NOT LIMITED TO:
PROCUREMENT OF SUBSTITUTE GOODS OR SERVICES; LOSS OF USE, DATA, OR PROFITS;
OR BUSINESS INTERRUPTION) HOWEVER CAUSED AND ON ANY THEORY OF LIABILITY,
WHETHER IN CONTRACT, STRICT LIABILITY, OR TORT (INCLUDING NEGLIGENCE OR
OTHERWISE) ARISING IN ANY WAY OUT OF THE PUBLICATION, USE OF, OR RELIANCE
UPON ANY STANDARD, EVEN IF ADVISED OF THE POSSIBILITY OF SUCH DAMAGE AND
REGARDLESS OF WHETHER SUCH DAMAGE WAS FORESEEABLE.

Translations

The IEEE consensus development process involves the review of documents in English only. In the event
that an IEEE standard is translated, only the English version published by IEEE should be considered the
approved IEEE standard.
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Official statements

A statement, written or oral, that is not processed in accordance with the IEEE-SA Standards Board
Operations Manual shall not be considered or inferred to be the official position of IEEE or any of its
committees and shall not be considered to be, or be relied on as, a formal position of IEEE. At lectures,
symposia, seminars, or educational courses, an individual presenting information on IEEE standards shall
make it clear that his or her views should be considered the personal views of that individual rather than the
formal position of IEEE.

Comments on standards

Comments for revision of IEEE Standards documents are welcome from any interested party, regardless of
membership affiliation with IEEE. However, IEEE does not provide consulting information or advice
pertaining to IEEE Standards documents. Suggestions for changes in documents should be in the form of a
proposed change of text, together with appropriate supporting comments. Since IEEE standards represent a
consensus of concerned interests, it is important that any responses to comments and questions also receive
the concurrence of a balance of interests. For this reason, IEEE and the members of its socicties and
Standards Coordinating Committees are not able to provide an instant response to comments or questions
except in those cases where the matter has previously been addressed. For the same reason, IEEE does not
respond to interpretation requests. Any person who would like to participate in revisions to an IEEE
standard is welcome to join the relevant IEEE working group.

Comments on standards should be submitted to the following address:

Secretary, IEEE-SA Standards Board
445 Hoes Lane
Piscataway, NJ 08854 USA

Laws and regulations

Users of IEEE Standards documents should consult all applicable laws and regulations. Compliance with
the provisions of any IEEE Standards document does not imply compliance to any applicable regulatory
requirements. Implementers of the standard are responsible for observing or referring to the applicable
regulatory requirements. IEEE does not, by the publication of its standards, intend to urge action that is not
in compliance with applicable laws, and these documents may not be construed as doing so.

Copyrights

IEEE draft and approved standards are copyrighted by IEEE under U.S. and international copyright laws.
They are made available by IEEE and are adopted for a wide variety of both public and private uses. These
include both use, by reference, in laws and regulations, and use in private self-regulation, standardization,
and the promotion of engineering practices and methods. By making these documents available for use and
adoption by public authorities and private users, IEEE does not waive any rights in copyright to the
documents.

Photocopies

Subject to payment of the appropriate fee, IEEE will grant users a limited, non-exclusive license to
photocopy portions of any individual standard for company or organizational internal use or individual,
non-commercial use only. To arrange for payment of licensing fees, please contact Copyright Clearance
Center, Customer Service, 222 Rosewood Drive, Danvers, MA 01923 USA; +1 978 750 8400. Permission
to photocopy portions of any individual standard for educational classroom use can also be obtained
through the Copyright Clearance Center.
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Updating of IEEE Standards documents

Users of IEEE Standards documents should be aware that these documents may be superseded at any time
by the issuance of new editions or may be amended from time to time through the issuance of amendments,
corrigenda, or errata. An official IEEE document at any point in time consists of the current edition of the
document together with any amendments, corrigenda, or errata then in effect.

Every IEEE standard is subjected to review at least every ten years. When a document is more than ten
years old and has not undergone a revision process, it is reasonable to conclude that its contents, although
still of some value, do not wholly reflect the present state of the art. Users are cautioned to check to
determine that they have the latest edition of any IEEE standard.

In order to determine whether a given document is the current edition and whether it has been amended
through the issuance of amendments, corrigenda, or errata, visit the IEEE-SA Website at
http://ieeexplore.ieee.org/xpl/standards.jsp or contact IEEE at the address listed previously. For more
information about the IEEE-SA or IEEE’s standards development process, visit the IEEE-SA Website at
http://standards.ieee.org.

Errata

Errata, if any, for all IEEE standards can be accessed on the IEEE-SA Website at the following URL:
http://standards.iece.org/findstds/errata/index.html. Users are encouraged to check this URL for errata
periodically.

Patents

Attention is called to the possibility that implementation of this standard may require use of subject matter
covered by patent rights. By publication of this standard, no position is taken by the IEEE with respect to
the existence or validity of any patent rights in connection therewith. If a patent holder or patent applicant
has filed a statement of assurance via an Accepted Letter of Assurance, then the statement is listed on the
IEEE-SA Website at http://standards.ieee.org/about/sasb/patcom/patents.html. Letters of Assurance may
indicate whether the Submitter is willing or unwilling to grant licenses under patent rights without
compensation or under reasonable rates, with reasonable terms and conditions that are demonstrably free of
any unfair discrimination to applicants desiring to obtain such licenses.

Essential Patent Claims may exist for which a Letter of Assurance has not been received. The IEEE is not
responsible for identifying Essential Patent Claims for which a license may be required, for conducting
inquiries into the legal validity or scope of Patents Claims, or determining whether any licensing terms or
conditions provided in connection with submission of a Letter of Assurance, if any, or in any licensing
agreements are reasonable or non-discriminatory. Users of this standard are expressly advised that
determination of the validity of any patent rights, and the risk of infringement of such rights, is entirely
their own responsibility. Further information may be obtained from the IEEE Standards Association.
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Introduction

This introduction is not part of IEEE Std 11073-20601-2014, Health informatics—Personal health device
communication—Part 20601: Application profile—Optimized Exchange Protocol.

ISO and IEEE 11073 standards enable communication between medical devices and external computer
systems. This standard and corresponding IEEE 11073-104zz standards address a need for a simplified and
optimized communication approach for personal health devices, which may or may not be regulated
devices. These standards align with, and draw upon, the existing clinically focused standards to provide
easy management of data from either a clinical or personal health device.

This document addresses a need for an openly defined, independent standard for converting the collected
information into an interoperable transmission format so the information can be exchanged between agents
and managers.

Other closely related standards include the following:

— IEEE Std 11073-00103-2012 [B5]* provides an overview of the personal health space and defines the
underlying use cases and usage models.

— ISO/IEEE 11073-10101 [B16] documents the nomenclature terms that can be used.

— ISO/IEEE 11073-10201:2004 [B17] documents the extensive domain information model (DIM)
leveraged by this standard.

— ISO/IEEE 11073-104zz standards define specific device specializations. For example,
ISO/IEEE 11073-10404 [B18] defines how interoperable pulse oximeters work.

— ISO/IEEE 11073-20101:2004 [B21] defines the medical device encoding rules (MDER) used in this
standard.

* The numbers in brackets correspond to the numbers of the bibliography in Annex K.
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Health informatics —Personal health device communication

Part 20601: Application profile— Optimized Exchange Protocol

IMPORTANT NOTICE: Fhis IEEE Standards is documents are not intended to ensure safety,

security, health, or environmental protection in—all-cirenmstanees, or ensure against interference

with _or from other devices or networks. Implementers of the IEEE Standards documents are

responsible for determining and complying with all appropriate safety, security, environmental, and

health, and interference protection practices e¢ and all applicable laws and regulations

requirerments.

This IEEE document is made available for use subject to important notices and legal
disclaimers. These notices and disclaimers appear in all publications containing this document and
may be found under the heading “Important Notice” or “Important Notices and Disclaimers

Concerning IEEE Documents.” They can also be obtained on request from IEEE or viewed at

http://standards.iece.org/IPR/disclaimers.html.

1. Overview

1.1 Scope

Within the context of the ISO/IEEE 11073 family—ef personal health device eommunieation standard

for family, this standard defines an optimized exchange protocol and modeling techniques to be

used by implementers of personal health devices to create interoperability between device types and

vendors. This standard establishes a common framework for making-an abstract model of personal

health data available in transport-independent transfer syntax required to establish logical
connections between systems and to provide presentation capabilities and services needed to
perform communication tasks. The protocol is optimized to personal health usage requirements and

leverages commonly used methods and tools wherever possible.
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1.2 Purpose

This deeument standard addresses a need for an openly defined, independent standard for
converting—the controlling information prefile—into—an—interoperable—transmission—formatso—the
information—ean—be exchange to and from personal telehealth devices and eompute—engines
managers (e.g., cell phones, personal computers, personal health appliances, and set top boxes).

Interoperability is key to erowing the potential market for these devices and enabling people to be

better informed participants in the management of their health.

1.3 Context

Figure 1 shows categories and typical devices supporting the personal health space. Agents (e.g.,
blood pressure monitors, weighing scales, and pedometers) collect information about a person (or
persons) and transfer the information to a manager (e.g., cell phone, health appliance, or personal
computer) for collection, display, and possible later transmission. The manager may also forward
the data to remote support services for further analysis. The information is available from a
range of domains including disease management, health and fitness, or aging independently

applications.

The communication path between agent and manager is assumed to be a logical point-to-point
connection. Generally, an agent communicates with a single manager at any point in time. A
manager may communicate with multiple agents simultaneously using separate point-to-point

connections.

Documents

Document Sharing Hub
Authorized licensed use limited to: Tsinghua University. Downloaded on February 24,2026 at 09:25:58 UTC from IEEE Xplore. Restrictions apply.

Full document details: IEEE 11073-20601-2014


http://www.avadocuments.com/doc/ieee-11073-20601-2014
http://www.avadocuments.com/doc/ieee-11073-20601-2014

The overlay shows the focus area of the IEEE 11073™ Personal Health Devices Working Group. The
primary concentration is the interface and data exchange between the agents and manager.
However, this interface cannot be created in isolation by ignoring the remainder of the solution
space. Remaining cognizant of the entire system helps to easure-that move data ean reasonably from
the agents all the way to the remote support services when necessary. This path may include
converting the data format, exchange protocols, and transport protocols across different interfaces.
Much of the standardization effort is outside of the scope of the Personal Health Devices Working
Group; however, aligning all standardization efforts allows data to flow seamlessly through the

overall set of systems.

Services

Personal
Computer Appliance

Manager Devices

Agent Devices

Blood '
Pressure
Momnitor

. ‘ Weighing Activity
Treadmill Scale Monitor

Figure 1 —Overall context of work
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Figure 2 shows a hierarchical view of the architecture of an agent or manager superimposed with a
view of the related standards. The application layers are, for the most part, not specific to any
particular transport. Where necessary, this standard identifies assumptions that require direct
support by a transport or a “shim” layer above the transport. This approach allows support for
various transports. The definition of the transports is outside the scope of this standard and the

working group.

Above the transport layer is the Optimized Exchange Protocol (described in this standard). This
protocol consists of two aspects: the application layer services and the definition of the data
exchange protocol between agents and managers. The application layer services provide the
protocol for connection management and reliable transfer of actions and data between agent and
manager. The data exchange protocol defines the commands, agent configuration information, data
format, and overall protocol. The Optimized Exchange Protocol provides the basis to support any
type of agent. For a specific device type, the reader is directed to the device specialization for that
agent to understand the capabilities of the device and its implementation according to this standard.
The device specialization indicates which aspects of this standard to comprehend and where further

information to implement the device is found.

Above the exchange protocol are device specializations that describe specific details relative to the
particular agent (e.g., blood pressure monitor, weighing scale, or pedometer). The specializations
describe the details of how these agents work and act as a detailed description for creating a specific
type of agent. Additionally, they provide reference to a related standard for further details. The
standard numbers reserved for device specializations range from IEEE Std 11073-10401 through
IEEE Std 11073-10499, inclusive. When the collection of standards is being referenced, the term IEEE

11073-104zz is used where zz could be any number in the range from 01 to 99, inclusive.
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Some device specializations describe broad categories of device types (e.g., the IEEE 11073-

10441™ model device types that promote cardiovascular activity such as step counters or exercise

cycles). Other device specializations have a narrow focus on a single device type (e.g., IEEE 11073-

10408™ model thermometers). Specializations that address one or more device types may also

define profiles. A profile further constrains the model defined in a specialization to increase

interoperability (e.g., the step counter profile utilizes a limited portion of IEEE 11073-10441

modeling).

The ISOAEEE Std P11073-00103-2012 [B5]1 technical report describes the overall personal health

space with further definition of the underlying use cases and usage models.

-00103 Technical Report - Overview

'Device Specializations

40410407 | L0408 | 10415 | -10417 | SHESLE 10471 Phase I
Pulse | Blood | Thermo- Weighing! Glucose

i i i ¢ Cardinf
Oximeter| Pressure | meter | Scale ! Sirenph

Activity |
Hub

-20601 Optimized Exchange Protocol

Transports

Figure 2—Document map

" The numbers in brackets correspond to the numbers of the bibliography in Annex K.

Documents

Document Sharing Hub
Authorized licensed use limited to: Tsinghua University. Downloaded on February 24,2026 at 09:25:58 UTC from IEEE Xplore. Restrictions apply.

Full document details: IEEE 11073-20601-2014


http://www.avadocuments.com/doc/ieee-11073-20601-2014
http://www.avadocuments.com/doc/ieee-11073-20601-2014

The personal health device specializations are not being created independently of all other
standards. There are a number of existing standards generated for clinical environments upon which
these standards draw. Figure 3 shows the relationship to the remainder of the IEEE 11073

documents. There are two types of relationships:

— Drawing ideas and/or content from the other documents (dashed lines)

— Leveraging information from the other document and introducing new content into that

document to support this standard (solid lines)

This standard imports information from ISO/IEEE 11073-10201:2004 [B17] and ISO/IEEE 11073-
20101:2004 [B21] as normative annexes. If there is a discrepancy between these standards, this
standard takes priority. Because of the reuse of constructs from these standards, some of the
names appear to be more clinically focused [e.g., medical device system (MDS) instead of personal

health device system]; however, to maintain consistency, the traditional names have been preserved.

This standard replicates relevant portions of ISO/IEEE 11073-10101 [B16] and incorporates new

nomenclature codes.
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Figure 3 —Relationship to other IEEE 11073 documents
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2. Normative references

The following referenced documents are indispensable for the application of this standard (i.e.,
they must be understood and used; therefore, each referenced document is cited in the text and its
relationship to this standard is explained). For dated references, only the edition cited applies.
For undated references, the latest edition of the referenced document (including any amendments

or corrigenda) applies.

IEEE Std 802®-2001 2014, IEEE Standard for Local and Metropolitan Area Networks: Overview and

2,3
Architecture.

IEEE Std 1541™-2002 (Reaff 2008), IEEE Standard for Prefixes for Binary Multiples.

ISO/IEC 80000-13:2008, Quantities and units — Part 13: Information science and technologv.4' ’

ITU-T Rec. X.667 (Sept. 2004), Information technology — Open Systems Interconnection —

Procedures for the operation of OSI Registration Authorities: Generation and registration of

universally unique identifiers (UUIDs) and their use as ASN.1 object identifier Componemts.6

* IEEE publications are available from The Institute of Electrical and Electronics Engineers445-HoesLanePiscatawayNJ-08854;
USA (http://standards.ieee.org).

} The IEEE standards or products referred to in this clause are trademarks of The Institute of Electrical and Electronics Engineers,

Inc.

! This standard cancels and replaces sections 3.8 and 3.9 of IEC 60027-2 (2005).

§ ISO/IEC publications are available from the International Organization for Standardization (http://www.iso.ch/). ISO/IEC

publications are also available in the United States from Global Engineering Documents (http://global.ihs.com/). Electronic copies

are available in the United States from the American National Standards Institute (http://www.ansi.org/).

¢ ITU-T publications are available from the International Telecommunications Union—Place—desNations—CH-12HGeneva—20;
Switzerland/Suisse-(http://www itu.int/).
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3. Definitions, acronyms, and abbreviations

3.1 Definitions

For the—purpeses—of this standard, the following terms and definitions apply. The Awthoritative
Dictionary—of-IEEE Standards {Bé} Dictionary Online should be referenced consulted for terms not

7
defined in this clause.”

agent: A node that collects and transmits personal health data to an associated manager.

attribute: Data representing a property of an object. Attributes, together with actions, define an

object.

AttributeChangeSet: The set of attribute value changes that represents an atomic update of an

object. The medical device system (MDS) or scanner is notified when an AttributeChangeSet is

completed. Collections of these AttributeChangeSets are mapped by the MDS or scanner into one of

the ObservationScan structures in a scan event report that is sent to the manager. The manager

updates its object with the set of attribute value changes contained in the ObservationScan before

deriving any semantic behavior.

compute engine: See: manager.

confirmed: An application-level, completion notification service mechanism. For EVENT REPORT
services (i.e., the data plane), confirmation allows the agent to know when the manager has
“accepted responsibility” for a piece of data so that the agent can delete that piece of data. For the
ACTION, GET, and SET services (i.e., the control plane), confirmation allows the manager to know

when the agent has “completed” the requested transaction.

z The IEEE Standards Dictionary Online subscriptions are available at

http://www .ieee.org/portal/innovate/products/standard/standards dictionary.html
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device: A physical device implementing either an agent or manager role.

dynamic attribute: An attribute with a value that may change during an association. The attribute

value should be sent at configuration time and shall be sent at or before the time when the value

would be needed for interpreting a reported observation. The value may be updated later (e.g., in

a scan _or segment data event report). The attribute value remains in effect until updated by a

later scan or segment data event report or the system exits the association.

handle: An unsigned 16-bit number that is locally unique and identifies one of the object instances

within an agent.

manager: A node receiving data from one or more agent systems. Examples of managers include a

cellular phone, health appliance, set top box, or computer system.

metric: An object that models different forms of measurements.

observational attribute: An attribute value that may change during the life of an association. The

value may be sent in a scan or segment data event report. When a set of observational

attribute values are received, these values are combined with the available context information (i.e.,

all related dynamic and static attribute values) to represent the observation at the observation time.

Unlike dynamic and static attribute values, the observational attribute values are combined only

once with context information (i.e., the observational attribute values are not reused when any new

attribute values are received in the future).

object: A unit that represents some functionality or item in a device whose properties are described

by attributes. Metric objects represent measurements (such as blood pressure, weight, or

temperature), the medical device system (MDS) represents the device, persistent metric store (PM-

store) objects represent the permanent storage mechanisms on an agent, and scanners represent a

control and reporting mechanism.
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personal health device: A device used in personal health applications.

personal telehealth device: See: personal health device.

static attribute: An attribute value that does not change (its value remains fixed) during the life of

an association. The value is sent in the configuration event report. The value remains in effect until

the system exits the associated state.

NOTE —Do not confuse the use of static in this document with static as used in the C programming

8
language.

3.2 Acronyms and abbreviations

APDU application protocol data unit

API Application Programming Interface

ASCII American Standard Code for Information In’cerchange9
ASN.1 Abstract Syntax Notation One

AVA attribute value assertion

BER binary encoding rules

Notes in text, tables, and figures of a standard are given for information only and do not contain requirements needed to

implement the standard.

’ Note that throughout this standard the term ASCII is used to mean the character set as defined in ISO/IEC 646:1991 [B14].

Documents

Document Sharing Hub
Authorized licensed use limited to: Tsinghua University. Downloaded on February 24,2026 at 09:25:58 UTC from IEEE Xplore. Restrictions apply.

Full document details: IEEE 11073-20601-2014


http://www.avadocuments.com/doc/ieee-11073-20601-2014
http://www.avadocuments.com/doc/ieee-11073-20601-2014

DIM

DST

domain information model

davlight savings time

ECG

electrocardiogram or electrocardiograph

EUI-64

FIFO

extended unique identifier (64 bits)

first-in, first-out

GMDN

ICS

ID

LSB

MDER

MDNF

MDS

MOC

MSB

NaN

Global Medical Device Nomenclature

implementation conformance statement

identifier

least significant bit

medical device encoding rules

medical device numeric format

medical device system

medical object class

most significant bit

not a number
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NBO

NRes

NTP

OID

OUI

PDU

PER

PM

network byte order

not at this resolution

Network Time Protocol

object identifier

organizationally unique identifier

protocol data unit

packed encoding rules

persistent metric

POC

RCassoc

RTC

RT-SA

SCADA

personal health device domain information model object and class

retry count: association procedure

real-time clock

real-time sample array

supervisory control and data acquisition

SNTP

TCP

Simple Network Time Protocol

Transmission Control Protocol
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TOassoc

TOca

TOcer-mds

TOcer-pms

TOcer-scan

TOclr-pms

TOconfig

TOcs

TOget

TOrelease

TOsp-mds

TOsp-pms

USB

UTC

UUID

XER

timeout:

timeout:

timeout:

timeout:

timeout:

timeout:

timeout:

timeout:

timeout:

timeout:

timeout:

timeout:

association procedure

confirmed action service

confirmed event report service for the MDS object

confirmed event report service for the PM-store object

confirmed event report service for the scanner object

confirmed action service to clear the PM-store object

configuration procedure

confirmed set service

get service

association release procedure

special interservice timeout for the MDS object

special segment transfer timeout for the PM-segment object

universal serial bus

coordinated universal time

universally unique identifier

Extensible Markup Language (XML) encoding rules
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4. Guiding principles

This standard and the other personal health device standards fit in the larger context of the ISO/IEEE
11073 family of standards. The full suite of standards enables agents to interconnect and

interoperate with managers and with computerized healthcare information systems.

The communication profile defined in this standard takes into account the specific requirements of
personal health agents and managers, which are typically used outside a clinical setting, e.g., mobile

or in a person’s home:

— Personal health agents typically have very limited computing capabilities.

— Personal health agents typically have a fixed configuration, and they are used with a single

manager device.

— DPersonal health agents are frequently battery powered, mobile devices, using a wireless

communication link. Therefore, energy efficiency of the protocol is an important aspect.

— Personal health agents are often not permanently active. For example, a weighing scale may
provide data only once or twice a day. An efficient connection procedure is needed for

minimum overhead for such devices.

— Personal health managers tend to have more processing power, memory, and storage space

so the protocol intentionally places more load on the managers.

— Personal health agents and managers convey information that could be useful to clinical
professionals. As such, the quality of the data may be considered to have clinical merit even if

acquired in a personal health or remote monitoring environment.
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The ISO/IEEE 11073 family of standards is based on an object-oriented systems management
paradigm. Data (measurement, state, and so on) are modeled in the form of information objects that

are accessed and manipulated using an object access service protocol.

To address the unique requirements of personal health devices, a specialized application profile is
defined in this standard. This profile leverages concepts from the ISO/IEEE 11073 family of

standards and industry best practices to define an optimized communication profile for this domain:

— Where possible, the communication profile is not specific to any particular transport.

— The information model of the communication profile is built on the ISO/IEEE 11073 domain

information model (DIM) and includes optimizations where possible.

— An optimized communication protocol is defined to reduce message size, run-time packet
construction, and parsing overheads. This is possible due to the lower complexity of the

devices in the personal health domain.

— Required definitions for a protocol implementation are included in this standard, rather than
referenced. This approach facilitates easier adoption of this standard. In the case of
discrepancies between the normative inclusions and a referenced document, this standard takes

precedence.

Where possible, versions of this standard are fully backward compatible with at least two major

versions.

NOTE—It is expected that any new additions to the DIM or other relevant parts of the ISO/IEEE

11073 family of standards will be adopted and reflected in future revisions of those standards.”
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5. Introduction to IEEE 11073 personal health devices

5.1 General

The overall ISO/IEEE 11073 system model is divided into three principal components: the
DIM, the service model, and the communications model. These three models work together to
represent data, define data access and command methodologies, and communicate the data from
an agent to a manager. Because of the tight relationship between the models, the DIM, service
model, and communications model are briefly introduced in 5.2, 5.3, and 5.4, respectively, so
that when they are described in more detail, in Clause 6, Clause 7, and Clause 8, respectively, the

basic concepts are familiar.

5.2 Domain information model (DIM)

The DIM, described in detail in Clause 6, characterizes information from an agent as a set of objects.
Each object has one or more attributes. Attributes describe measurement data that are
communicated to a manager as well as elements that control behavior and report on the status of the

agent.

5.3 Service model

The service model, described in detail in Clause 7, provides data access primitives that are sent
between the agent and manager to exchange data from the DIM. These primitives include

commands such as Get, Set, Action, and Event Report.
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5.4 Communication model

The communication model, described in detail in Clause 8, supports the topology of one or more
agents communicating over point-to-point connections to a single manager. For each point-to-
point connection, the dynamic system behavior is defined by a connection state machine. The
connection state machine defines the states and substates an agent and manager pair passes
through, including states related to connection, association, and operation. The communication
model also defines in detail the entry, exit, and error conditions for the respective states including
various operating procedures for measurement data transmission. The communication model also

includes assumptions regarding the underlying communication layers” behavior.
Another function of the communication model is to convert the abstract data modeling (abstract

syntax) used in the DIM into a transfer syntax, for example, to binary messages using medical

device encoding rules (MDER), that are sent using the communication model.

5.5 Compliance with other standards

Devices that comply with this standard may also be required to comply with other domain- and

device- specific standards that supersede the requirements of this standard with respect to issues

including safety, reliability, and risk management. A user of this standard is expected to be familiar

with all other such standards that apply and to comply with any higher specifications thus imposed.

Typically, medical devices will comply with the IEC 60601-1 (2005) +A1 (2012) [B1] base standards

with respect to electrical and mechanical safety and any device-specific standard as might be defined

in the IEC 60601-2 [B2] series of standards. Software aspects may apply through standards such as

IEC 62304 (2006)/EN 62304 (2006) [B3].
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Devices that comply with this standard implement higher lavers of network software and

utilize lower layers as appropriate to the application. The requirements on performance of such

applications and conformance are defined elsewhere and are outside the scope of this standard.

Moreover, the use of any medical equipment is subject to risk assessment and risk management

appropriate to the application. Relevant examples are ISO 14971:2007 [B12] and IEC 80001-1 (2010)

[B4]. The requirements of such risk assessment and risk management and conformance are outside

the scope of this standard.

5.6 Security

This standard does not provide any method to ensure security of data exchange. It assumes that

data exchange is secured by other means, for example, a secure transport channel.

6. Personal health device DIM

6.1 General

Personal health devices, within this standard, are defined using an object-oriented model. This DIM
defines several classes for modeling an agent. The model describes an agent device as a set of objects
that represent the data sources, as the elements that a manager can use to control the behavior of the
agent, and as the mechanism the agent uses to report updates to the status of agent representation.

Agent device objects have attributes that represent information and status for the object.

Manager devices communicate with agent device objects through the use of well-defined methods,
such as GET and SET, and are defined in each subclause describing an object. Information, such as

measurements, is sent from agent data objects to the manager device using event reports.
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The information model for the domain of personal health devices is an object-oriented model
defining data objects of agents, including their attributes and methods. The use of an object-oriented

information model supports the following;:

— Separation of specification from implementation through the principle of encapsulation

— Support for evolution through the principle of inheritance

— Support for backward compatibility through the principle of polymorphism

The objects derived from classes defined in the information model represent all data that an agent
system can communicate to a manager system by means of the application protocol defined in this
standard. Such data are modeled in the form of object attributes. Furthermore, the information
model defines specific data access services in the form of methods that are used for data exchange
between agent and manager systems. These services model the application protocol messages (data

access primitives) defined in this standard.

Objects define the structure and the capabilities of the agent system. The manager system accesses
these objects to retrieve data and/or to control the agent system. This standard does not define an

information model of the manager system.

The information model is a hierarchical model that defines the logical structure and capability of a
personal health device. At a top level, the MDS object represents the properties and services of the
device itself, independent of its health data capabilities. Properties of the MDS object include
attributes for device identification and further technical descriptive and state data. The application-
specific data (e.g., health data and measurement data) provided by the personal health device are
modeled in the form of further information objects that are logically contained in the MDS object.
The set of object attributes, together with this containment relation, describes the configuration and,

as such, the capabilities of the personal health device.
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Note that while the definitions in this standard make use of object orientation to define the
information model, this practice does not imply use of object-oriented technologies (e.g., object-
oriented programming languages) for the implementation of this standard in a particular device.
The model is used to define data structures and access methods (protocol messages) in a consistent
and maintainable way. Conformance to these definitions is at a communication protocol message
level only. Specifically, definitions in this standard are optimized to allow very simple agent
implementations (e.g., by use of pre-defined transmission templates). Likewise, the implementation
of the manager device is free to choose a design that makes use of the information objects versus

other design alternatives.

This standard makes use of information classes and objects that are defined in ISO/IEEE 11073-
10201:2004 [B17], but adapts these to the domain of personal health device communication in the

following ways:
— The definition of attributes that are mandatory, optional, or conditional may be different.

— Additional object services may be defined.

— Additional attributes may be defined.

— Some features of the original model might not be used.

6.2 Nomenclature usage

A key aspect of the DIM is that object classes and attributes are referenced using nomenclature codes
found in ISO/IEEE 11073-10101 [B16]. By using a consistent nomenclature, interoperability is
enhanced as all implementations maintain the same semantic meaning for the numeric codes.
Using nomenclature codes also assists with international implementations as the use of strings is

reduced.

Documents

Document Sharing Hub
Authorized licensed use limited to: Tsinghua University. Downloaded on February 24,2026 at 09:25:58 UTC from IEEE Xplore. Restrictions apply.

Full document details: IEEE 11073-20601-2014


http://www.avadocuments.com/doc/ieee-11073-20601-2014
http://www.avadocuments.com/doc/ieee-11073-20601-2014

The ISO/IEEE 11073 nomenclature is defined as a set of context-dependent partitions. The
nomenclature code in each context-dependent partition is defined by a 16-bit code that supports up
to 65 536 independent terms per partition. The partitions are referenced by a 16-bit partition code.
When the partition of the nomenclature code is defined through context, then it is possible to use
only the 16-bit term code. If the context is not defined or a context-independent term code is
required, then this situation is specified by a 32-bit code constructed from the 16-bit partition code
together with the 16-bit term code. Table 1 shows the partitions that are defined in this standard
and/or ISO/IEEE 11073-10101 [B16].

Term codes from 0xF000 — OxFFFF in each partition in the nomenclature are reserved for private

(vendor- specified) nomenclature codes.

For each nomenclature term, ISO/IEEE 11073-10101 [B16] defines a systematic name that explains
the term, a unique code value, and a reference identifier (ID). The reference ID has the form
MDC_XXX_YYY (with MDC referring to “medical device communication”). Throughout this

standard, nomenclature terms and nomenclature codes are referenced by the reference ID.
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Table 1 —Partitions in the nomenclature

Partition number Nomenclature category
0 Unspecified
1 Object-oriented
2 Supervisory control and data acquisition (SCADA)
3 Events
4 Dimensions (units of measurement)
5 Wirtual attributes
6§ Parameter groups
7 [Body] sites
8 Infrastructure
9 File Exchange Format
10 Electrocadiogram (ECG) Extensions
11 IDCO Extensions
12-127 Reserved
128 Personal health devices disease management
120 Personal health devices health and fitness
130 Personal health devices aging independently
131234 Reserved
255 Return codes
256 External nomenclature references
257-1023 Reserved
1024 Private
102565 535 Reserved

New

Partition number Nomenclature category
1 Object-oriented (00)
2 Supervisory confrol and data acquusition (SCADA)
3 Events
4 Dimensions (units of measurement)
5 Virtual attributes
i Parameter groups
7 [Body] sites
3 Infrastructure
0-127 Reserved
128 Personal health devices disease management
129 Personal health devices health and fitness
130 Personal health devices aging independently
131-254 Reserved
255 Retum codes
256 External nomenclafure references
257-1023 Reserved
1024 Private
102565 535 Reserved
Peleted)
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6.3 Personal health object class definitions

6.3.1 General

The diagram in Figure 4 uses Unified Modeling Language (UML) to represent the information
objects of a personal health agent along with class relationships. The top-most object represents the
MDS information and its status (see 6.3.2). There are zero or more numeric, real-time sample array

(RT-SA), enumeration, scanner, or persistent metric store (PM-store) objects associated with an

MDS object. There are zero or more PM-segments that contain persistent metrics associated with a
PM-store. Numeric, RT-SA, and enumeration are derived from a common metric base class that
contains common and shared attributes (see 6.3.3). In general, numeric objects represent episodic
measurements (see 6.3.4), RT-SA objects represent continuous samples or wave forms (see 6.3.5),
enumeration objects represent event annotations (see 6.3.6), and PM-stores (see 6.3.7) along with
PM-segments (see 6.3.8) provide a persistent storage mechanism for metrics that are accessed by
the manager at a later time. In addition, a scanner object (further defined in 6.3.9) facilitates the

reporting of agent-initiated data transfers.

Class PHD-DIM J

PM-SLore

<<import==
r

&

Fa
S0
Scanner Package
+3canner
+CfgScanner
+EpiCfgScanner Numeric RealTime-SA Enumeration PM-Segment
+PeriCfgScanner
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Figure 4 —Personal health device—DIM

Subclauses 6.3.2 through 6.3.9 describe the classes of the personal health device DIM. Each subclause

uses the following format:

— The nomenclature code used to identify the class. This code is used during the configuration
event to report the class for each object and allows the manager to learn whether the object being

specified is numeric, RT-SA, or any of the other classes.

— The attributes defined by the class.

— The methods available.
— The potential events generated by objects instantiated from the class.

— The available services such as getting or setting attributes.

Each attribute data type is defined using an Abstract Syntax Notation One (ASN.1) [B22]. The ASN.1

definitions for all data types and exchange formats are found in Annex A.
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The attributes for each class are defined in tables that specify the name of the attribute, its
nomenclature reference ID, its type, a description of the attribute, and its qualifiers. The qualifiers
mean-O—Attributeis Conditional, Optional, M—Adttributeis and Mandatory E—-Attribute-isand

depends identify when the attribute is to be implemented in the object. A conditional attribute is

implemented based on the condition(s) stated in the Remark column. Conditional attributes shall be

implemented if the eendition remark applies and may be implemented otherwise. Optional
attributes may be implemented er by an agent. Mandatory attributes shall be implemented by an

agent.

An attribute is further qualified as static, dynamic, or observational. Static attributes shall not change

value during the life of an association. The value is sent in the configuration event report. The value

remains in effect until the system exits the associated state. Dynamic attributes have a value that

may change during the life of an association. The attribute value should be sent at configuration

time and shall be sent at or before the time when the value would be needed for interpreting a

reported observation. The value may be updated later (e.g., in a scan or segment data event

report). The attribute value remains in effect until updated by a later scan or segment data event

report or the system exits the association. Observational attributes have a value that may change

during the life of an association. The value may be sent in a scan or segment data event report.

When a set of observational attribute values are received, these values are combined with the

available context information (i.e., all related dynamic and static attribute values) to represent the

observation at the observation time. Unlike dynamic and static attribute values, the observational

attribute values are combined only once with context information (i.e., the observational

attribute values are not reused when any new attribute values are received in the future). In the

metric object tables, attributes that are labeled as observations may be additionally flagged as a (1)

setting, (2) manual entry, or (3) calculation entirely from manual and/or setting entry attributes. In

those three cases, the observational attribute is to be considered valid for the time interval between

when it is first set until it, or any other attribute in the object in which it is contained, is updated.

Without these settings, the observational attribute is only considered valid at the time it is taken.

The agent sets these flags in the Metric-Spec-Small attribute. The attribute types are summarized in

Table 2.
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Table 2 — Attribute types

Attribure value remains in effect

of an association

shall be sent at or before the time
when the value would be needed

Attribute type Can be reported by... until
Dyvnamic attribute Should be reported in a * Updated by a later scan or
may change during the life configuration event report and segment data evenf report

* The system exits the association
state

for interpreting a report
observation
* May be reported in a scan or
segment data event report
Observational attribute + 5Shall be reported in a scan or * These values are combined with
may change during the life segment data event report the available context information
of an association (ie., all related dynamic and
static attribute values) to
represent the observation at the

observation fime.
Staric attribute ) ) * Shall be reported in the * The system exits the association
shall not change during the life configuration event report state

of an association

New

The nomenclature code of the object class (e.g., numeric or RT-SA) is sent to the manager at
configuration time to create a mirrored object representation. Each object has a Handle attribute
that is used to identify the object for operations (to or from the object) and other attributes to
represent and convey information on the physical device and its data sources. Attributes are

accessed and modified using methods such as GET and SET. Data are transmitted using EVENTs.

6.3.2 MDS class

6.3.2.1 General

Each personal health device agent is defined by an object-oriented model as shown in Figure 4. The
top- level object of each agent is instantiated from the MDS class. Each agent has one MDS object.

The MDS represents the identification and status of the agent through its attributes.
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6.3.2.2 MDS class identification

The nomenclature code to identify the MDS class is MDC_MOC_VMS_MDS_SIMP.

6.3.2.3 MDS class attributes

Table 3 defines the set of MDS attributes that are supported for personal health agent
communication. An MDS object shall support all mandatory attributes, but may have a subset of the

conditional and optional attributes present.
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Table 3 —MDS attributes

Attribute
name

Artribute ID

Artribute type

Remark

Qualifiers

Handle

MDC_ATIR ID HANDL

E

HANDLE

The Handle attribute represents
a reference ID for this object.
The value of the MDS Handle
attribute shall be 0.

Mandatory
Static

System-Type

MDC_ATTR_SYS_TYPE

TYPE

This attribute defines the type
of the agent, as defined in
nomenclature (e.g., weighing
scale). The values shall come
from ISO/IEEE 11073-10101
[B16]. nom-part-object
partition, and subpartition MD-
Gen (Medical Device —
Generic). One and only one of
System-Type or System-Type-
Spec-List shall be present.

Conditional
Static

System-Model

MDC_ATTR_ID MODE

L

SystemModel

This attribute defines
mamifacturer and model number
of the agent device.

Mandatory
Static

Svstem-Id

MDC_ATIR _SYS_ID

OCTET STRING

This attribute is an IEEE EUI-
64, which consists of a 24-bit
unigue organizationally unigque
identifier (OUI) followed by a
40-bit manufacturer-defined ID.
The OUI shall be a value
assigned by the IEEE
nglstnnon Authority

dards 1

mdm hmll:n and shall be lLsed
in accordance with [EEE
Std 802-2014.7

Mandatory
Static

Dev-
Configuration-

MDC_ATTR _DEV_CON

FIG ID

Configld

This attribute defines the
identification of the agent
device configuration. This Dev-
Configuration-Id is static during
the lifetime of an association; it
1s normally exchanged during
the association procedure. The
manager can GET thas attribute
during operation. If this attribute
1s queried prior to when the
agent and manager agree upon a
configuration, the agent shall
return the configuration IT) that
1s being offered at that time. For
more information on this
attribute, see 8.8,

Mandatory
Static

10 . .
For information on references, see Clause 2.
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Artribute name
Handle

MDC ATIR ID_

Attribute ID

.—\_m'ibute type

Remark

Qual.

HANDLE

HANDLE

The Handle attnbute represents a
reference ID for this object.

The value of the MDS Handle
attribute shall be 0.

M

System-Type

MDC _ATIR SYS TYPE

TYPE

This attribute defines the type of
the agent. as defined in
nomenclafure (e.g.. weighing
scale). The values shall come
from ISO/IEEE 11073-10101
[B12]. nom-part-object partition
and subpartition MD-Gen
(Medical Device — Generic).
Either this attribufe or System-
Type-Spec-List shall be present.
This attribute shall remain
unchanged after the configuration
is agreed upon.

System-Model

MDC_ATTR_ID MODEL

SystemModel

Thus attribute defines
manufacturer and model mumber
of the agent device. This attribute
shall remain unchanged after the
configuration is agreed upon

M
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Table 3—MDS attributes (continued)

Artribute
name

Avtribute ID

Artribute type

Remark

Qualifiers

Attribute-
Value-Map

MDC_ATIR_ATTRIBUT
E VAL MAP

AttrValMap

This aftribute defines the
attributes that are reported in the
fixed format data update
messages (see 7.4.5 for more
information). If the agent uses
fixed format value messages to
report dvnamuic data for the
object, tlus aftribute shall be set
prior to sending such a report.
This attribute value may change
between sending such event
reports and shall be senf in an
event report if it changes while
associated.

Conditional
Drynamic

Production-
Specification

MDC_ATIR_ID PROD_
SPECN

ProductionSpec

This attribute defines
component revisions, serial
mumibers, and 5o on ina
manufacturer-specific format.

Optional
Static

Mds-Time-

MDC_ATIR_MDS_TIM
E_INFO

MdsTimeInfo

This attribute defines the time
handling capabilities and the
status of the MDS. Usage of this
attribute 1s required if
synchronization or settable time
15 supported.

Conditional
Drynamic

Date-and-
Time

MDC_ATIR_TIME_ABS

AbsoluteTime

This attribute defines the date
and time of an agent with
resolution of 1/100 of a second,
if available. For more
information on this attribute, see
§.12. If the agent reports
AbsoluteTime in any message, it
shall report its current value of
AbsoluteTime in this attribute.
If this attribute is used, the Base-
Offset-Time attribute shall not
be used.

Conditional
Observational

Base-Offset-
Time

MDC_ATIR_TIME_BO

BaseOffsetTime

This attribute defines the date
and time of an agent as a base
time with the offset in minutes
to local time. For more
information on this attribute, see
§.12. If the agent reports
BaseOffsetTime in any
message, it shall report its
current value of base time in this
attribute. If this attribute is used.
the Date-and-Time attribate
shall not be used.

Conditional
Observational

Eelative-Time

MDC_ATTR_TIME_REL

RelativeTime

If the agent reports
RelativeTime in any message, it
shall report its current value of
RelativeTime in this attribute.

Conditional
Observational
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Artribute name

Artribute ID

Attribute tpe

Remark

Qual.

System-Id

MDC_ATIR SYS ID

OCTET STRING

Thus attribute is an IEFE EUL-64.
which consists of a 24-bit unique
organizationally unicque identifier
(OUT) followed by a 40-bit
manufacturer-defined ID. The
OUT shall be a value assigned by
the IEEE Registration Authority
(http://standards ieee.org/regauth/
index html) and shall be used in
accordance with IEEE Std 802-
2001.° This attribute shall remain
unchanged after the configuration
15 agreed upon.

M

Dev-Configuration-

MDC_ATIR DEV_
CONFIG_ID

Configld

This attribute defines the
identification of the agent device
configuration. This Dev-
Configuration-Id is static during
the lifetime of an association; it is
normally exchanged during the
association procedure. The
manager can GET this attribute
during operation. If this attribute
15 queried prior to when the agent
and manager agree upon a
configuration. the agent shall
return the configuration ID that is
being offered at that time. For
more information on this
attribute, see 8.7.6. This attribute
shall remam unchanged after the

configuration is agreed vpon.

M

Attribute-Value-
Map

MDC ATIR
ATTRIBUTE_VAL_MAP

AfrvalMap

This aftribute defines the
aftributes that are reported in the
fixed format data update
messages (see 7.4.5 for more
mformation). Usage of this
attribute is mandatory if the agent
device uses fixed format value
messages to report dvnamic data
for the object.

Production-
Specification

MDC _ATIR ID PROD_
SPECN

ProductionSpec

This attribute defines component
revisions, serial mumbers, and so
on in a manufacturer-specific
format. This attribute shall
remain unchanged after the

configuration is agreed wpon.

Mds-Time-Info

MDC_ATIR MDS TIME_
INFO

MdsTimelnfo

This attribute defines the fime
handling capabilities and the
status of the MDS. Usage of this
attribute is required if
synchronization or seftable fime
15 supported.

Full document details: IEEE 11073-20601-2014
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Table 3—MDS attributes (continued)

Arntribute
name

Attribure ID

Artribute rype

Remark

Qualifiers

HiFes-
Relative-Time

MDC_ATIR_TIME_REL
_HI RES

HighResRelativeTime

If the agent reports
HighResRelative Time in any
message, it shall report its
current value of
HighResRelative Time in this
aftribute.

Conditional
Observational

Date-and-
Time-
Adjustment

MDC_ATTR_TIME_ABS
_ADJUST

Absolute Time Adpust

This attribute reports any date
and time adjustments that occur
either due to a person’s
changing the clock or events
such as daylight savings time.
This 15 used i event reports
only. If queried with Get MDS
Object command. this value
shall be not present or 0. I[f the
agent ever adjusts the date and
time, this aftribute is used in an
event report to report such
adjustment.

Conditional
Observational

Power-Status

MDC_ATIR_POWER_S
TAT

PowerStatus

Thus attribute reports whether
power 1s being drawn from
baftery or main power lines and
the status of charging.

Optional
Drynamic

Batterv-Level

MDC_ATTR VAL BAT
T_CHARGE

INT-U16

This attribute reports the
percentage of battery capacity
remaining, which is undefined if
value = 100.

Optional
Observational

MDC_ATTR_TIME_BAT
T REMAIN

Batheasure

This attribute represents the
predicted amount of operational
time left on the batteries. The
BatMeasure s unit shall be set to
one of MDC_DIM_MIN,
MDC_DIM _HR_ or

MDC DIM DAY for mumutes,
hours, or days, respectively.

Optional
Observational

Feg-Cert-
Data-List

MDC_REG_CERT DAT
A LIST

RegCeriDataList

This attribute lists various
regulatory and/or certification
compliance items to which the
agent claims adherence as an
informative statement. The
Implementation Conformace
Statements (see Clause 9) take
precedence over this atiribute
and are the legally binding

claims.

Optional
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Attribute name

Atiribute [D

Artribute tvpe

Remark

Qual.

Date-and-Time

MDC ATIR IIME ABS

AbsoluteTime

This attribute defines the date and
time of an agent with resolution
of 1/100 of a second. if available.
For more information on this
aftribute, see §.12. If the agent
reports AbsoluteTime in any
other message, it shall report its
current value of AbsoluteTime in
this attribute.

Relative-Time

MDC ATIR TIME REL

RelativeTime

If the agent reports RelativeTime
m any other message, it shall
report its current value of
RelativeTime in this attribute.

HiRes-Relative-
Time

MDC_ATIR TIME REL_
HI RES

HighResRelative Time

If the agent reports
HighResRelativeTime in any
other message, if shall report its
current value of
HighResRelativeTime in this
aftribute.

Date-and-Time-
Adjustment

MDC_ATIR TIME_ABS_
ADJUST

AbsohrteTime Adjust

This attribute reports any date
and time adjustments that occur
either due to a person’s changing
the clock or events such as
daylight savings time. This is
used in event reports only. If
queried with Get MDS Object
command. this value shall be not
present or 0_If the agent ever
adjusts the date and tume, this
attribute 1s used in an event report
to report such adjustment.

Power-Status

MDC_ATTR_POWER_
STAT

PowerStatus

This attribute reports whether
power is being drawn from
battery or main power lines and
the status of charging.

Battery-Level

MDC _ATIR VAL _
BATT CHARGE

INT-U16

This attribute reports the
percentage of battery capacity
remaining, which is undefined if
value = 100.

Remaining-Battery-
Time

MDC_ATTR_TIME_
BATT REMAIN

BatMeasure

This attribute represents the
predicted amount of operational
time left on the batteries. The
BatMeasure’s unit shall be set o
one of MDC DIM_MIN,

MDC _DIM _HE_ or

MDC _DIM DAY for minutes,
hours, or days, respectively.
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