
                

A

Full document det
The Institute of Electrical and Electronics Engineers, Inc.
3 Park Avenue, New York, NY 10016-5997, USA

Copyright © 2000 by the Institute of Electrical and Electronics Engineers, Inc.
All rights reserved. Published 28 March 2000. Printed in the United States of America.

Print: ISBN 0-7381-1755-2 SH94761
PDF: ISBN 0-7381-1756-0 SS94761

No part of this publication may be reproduced in any form, in an electronic retrieval system or otherwise, without the prior 
written permission of the publisher.

IEEE Std 1149.4-1999

IEEE Standard for a Mixed-Signal 
Test Bus

Sponsor

Test Technology Technical Committee
of the
IEEE Computer Society

Approved 26 June 1999

IEEE-SA Standards Board

Abstract: The testability structure for digital circuits described in IEEE Std 1149.1-1990 has been
extended to provide similar facilities for mixed-signal circuits. The architecture is described, together
with the means of control of and access to both analog and digital test data. Sample implementation
and application details (which are not part of the standard) are included for illustration.
Keywords: analog test, board testing, boundary-scan, design for testability, in-circuit test, mixed-
signal test
uthorized licensed use limited to: Tsinghua University. Downloaded on February 24,2026 at 10:37:30 UTC from IEEE Xplore.  Restrictions apply. 

ails: IEEE 1149.4-1999

http://www.avadocuments.com/doc/ieee-1149-4-1999
http://www.avadocuments.com/doc/ieee-1149-4-1999


 

IEEE Standards

 

 documents are developed within the IEEE Societies and the Standards Coordinating Com-
mittees of the IEEE Standards Association (IEEE-SA) Standards Board. Members of the committees serve
voluntarily and without compensation. They are not necessarily members of the Institute. The standards
developed within IEEE represent a consensus of the broad expertise on the subject within the Institute as
well as those activities outside of IEEE that have expressed an interest in participating in the development of
the standard.

Use of an IEEE Standard is wholly voluntary. The existence of an IEEE Standard does not imply that there
are no other ways to produce, test, measure, purchase, market, or provide other goods and services related to
the scope of the IEEE Standard. Furthermore, the viewpoint expressed at the time a standard is approved and
issued is subject to change brought about through developments in the state of the art and comments
received from users of the standard. Every IEEE Standard is subjected to review at least every five years for
revision or reaffirmation. When a document is more than five years old and has not been reaffirmed, it is rea-
sonable to conclude that its contents, although still of some value, do not wholly reflect the present state of
the art. Users are cautioned to check to determine that they have the latest edition of any IEEE Standard.

Comments for revision of IEEE Standards are welcome from any interested party, regardless of membership
affiliation with IEEE. Suggestions for changes in documents should be in the form of a proposed change of
text, together with appropriate supporting comments.

Interpretations: Occasionally questions may arise regarding the meaning of portions of standards as they
relate to specific applications. When the need for interpretations is brought to the attention of IEEE, the
Institute will initiate action to prepare appropriate responses. Since IEEE Standards represent a consensus of
all concerned interests, it is important to ensure that any interpretation has also received the concurrence of a
balance of interests. For this reason, IEEE and the members of its societies and Standards Coordinating
Committees are not able to provide an instant response to interpretation requests except in those cases where
the matter has previously received formal consideration. 

Comments on standards and requests for interpretations should be addressed to:

Secretary, IEEE-SA Standards Board
445 Hoes Lane
P.O. Box 1331
Piscataway, NJ 08855-1331
USA

Authorization to photocopy portions of any individual standard for internal or personal use is granted by the
Institute of Electrical and Electronics Engineers, Inc., provided that the appropriate fee is paid to Copyright
Clearance Center. To arrange for payment of licensing fee, please contact Copyright Clearance Center, Cus-
tomer Service, 222 Rosewood Drive, Danvers, MA 01923 USA; (978) 750-8400. Permission to photocopy
portions of any individual standard for educational classroom use can also be obtained through the Copy-
right Clearance Center.

Note: Attention is called to the possibility that implementation of this standard may
require use of subject matter covered by patent rights. By publication of this standard,
no position is taken with respect to the existence or validity of any patent rights in
connection therewith. The IEEE shall not be responsible for identifying patents for
which a license may be required by an IEEE standard or for conducting inquiries into
the legal validity or scope of those patents that are brought to its attention.

Authorized licensed use limited to: Tsinghua University. Downloaded on February 24,2026 at 10:37:30 UTC from IEEE Xplore.  Restrictions apply. 

Full document details: IEEE 1149.4-1999

http://www.avadocuments.com/doc/ieee-1149-4-1999
http://www.avadocuments.com/doc/ieee-1149-4-1999


                  

A

Full document det
Introduction

(This introduction is not part of IEEE Std 1149.4-1999, IEEE Standard for a Mixed-Signal Test Bus.)

The development of this standard began with a preliminary meeting in the summer of 1991, when the need
was recognized for a standardized structure to be incorporated into mixed-signal circuits to combat the test-
ability problems posed by such circuits. This meeting adopted the following mission:

To define, document, and promote the use of a standard mixed-signal test bus that can be used
at the device and assembly levels to improve the controllability and observability of
mixed-signal designs and to support mixed-signal built-in test structures in order to reduce
both test development time and testing costs and to improve test quality.

This standard was approved by the American National Standards Institute (ANSI) on 18 November 1999.

The work received the support of the Test Technology Technical Committee of the IEEE Computer Society
in November 1991, and the working group started work under the chairmanship of Mani Soma. In January
1995, Professor Soma resigned as chair, and Adam Cron was elected chair of the working group.

At the time of issue of this standard, the members of the working group were

Adam Cron, Chair
Stephen Sunter, Vice Chair

Brian Wilkins, Editor
Elbert Nhan, Secretary

*Chair Emeritus

In the development of this standard, the working group was supported by many other individuals from many
different organizations who contributed time, administrative effort, and technical suggestions. In particular,
the working group wishes to acknowledge the contributions made by the following individuals:

John Andrews
Terry Borroz
C. J. Clark
Bill Coombe
Ramaswami Dandapani
Frans de Jong

Ted Eaton
Allen Heiden
Katsuhiro Hirayama 
Terry Junge
Keith Lofstrom
Akira Matsuzawa
John McDermid

Adam Osseiran
Kenneth P. Parker
Adam Sheppard
Mani Soma*
Anthony J. Suto
Lee Whetsel

Jose C. Alves
Keith Baker
Cary Champlin 
Bernard Courtois
Craig Danes
Steven Dollens
Kathy A. Doty 
Marie English
Firooz Farhoomand
Tom Fisher
Ren Franse 
Joel Goldberg
Grady Giles 
Dick Howell
Jay Iorio
Madhuri Jarwala

Mehdi Katoozi
Mike Kondrat 
Atsushi Kukutsu
Robert LaBelle
Thomas L. Langford
Ana C. Leao 
Nai Chi Lee
Adam W. Ley
Jose Machado da Silva
Charles P. Mangan
J. Silva Matos
Colin Maunder
Patrick McHugh 
Charles Meyerson
Joseph A. Mielke
Naveena Nagi

Luigi Napoli 
Mary Lynne Nielsen 
Franc Novak 
Kozo Nuriya
Stig Oresjo
Michel Parot
Walter Pienciak
Robert J. Russell
Bill Smith
Mick Tegethoff
Carl Thatcher
Mike Topsakal 
Stefan Trost 
Rodham E. Tulloss
Martin Viktil 
Thomas E. Wulling
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When the IEEE-SA Standards Board approved this standard on 26 June 1999, it had the following
membership:

Richard J. Holleman, Chair
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*Member Emeritus

Also included is the following nonvoting IEEE-SA Standards Board liaison:
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IEEE Standard for a Mixed-Signal 
Test Bus

1. Overview

1.1 Organization of the standard

This standard is divided into ten clauses. 

Clause 1 describes the scope and objectives of the standard and explains how the material of the standard is
organized. 

Clause 2 lists references to related standards necessary for the understanding of this standard, while Clause 3
defines terms and acronyms. 

Clauses 4 through 8 contain specifications for the particular features of this standard and contain descriptive
material that illustrates the need for the specified features or their application. This descriptive material is
intended to place the details of various parts of the design in perspective and to provide examples of imple-
mentation and use. 

Clause 9 addresses some of the practical issues that will arise in the implementation of the standard; in par-
ticular, it defines the performance required from a compliant part and describes how the performance limits
can be measured.

Clause 10 summarizes the conditions under which any particular component can claim conformance to the
standard and defines the documentation that shall be provided by the manufacturer to allow test equipment
to make use of the test features.

1.2 Context

Figure 1 illustrates the context within which this standard is intended to operate. It shows an electrical circuit
constructed as a printed circuit assembly (PCA) consisting of a substrate carrying a pattern of conductors
(the interconnect) on which separately manufactured components are mounted so that the component pins
make electrical contact with the interconnect. In normal functional operation, the PCA connects to other
parts of the system by way of a set of contacts, such as the edge-connector shown in Figure 1.
Copyright © 2000 IEEE. All rights reserved. 1
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In Figure 1, the component that is the subject of this standard is shown shaded. In a typical mixed-signal
analog and digital PCA, the pins of the component may be connected to 

— Other mixed-signal components (labelled M), which may or may not conform to this standard;

— Digital components (labelled D), which may or may not conform to IEEE Std 1149.1-19901;

— Analog components (labelled A), which could be anything from a single transistor to an operational
amplifier or an analog signal processing circuit, but which would be unlikely to contain any associ-
ated testability features; or 

— Discrete components (labelled C), such as pull-up resistors or coupling capacitors, which will not
have any associated testability features.

The PCA is tested, both in production (to verify correct manufacture) and in field service (to detect and
locate faults), using automatic test equipment (ATE) to supply test signals to, and to collect test responses
from, some or all of the component pins. The aim of the test structures described in this standard is to pro-
vide test access to individual component pins from the edge-connector to reduce or eliminate the need for
the ATE to make direct physical contact via mechanical probes. The extent to which this aim can be satisfied
will depend on the make-up of the PCA: the pins of components that conform either to this standard or to
IEEE Std 1149.1-1990 will be accessible from the edge-connector, providing at least partial access to the
pins of some nonconformant components. If this access is inadequate for testing purposes, additional probe
access would need to be employed.

1.3 Scope of the standard

1.3.1 Aims

This standard defines test features to be included in a mixed-signal (analog and digital) component, together
with associated test protocols, to provide standardized approaches to

— Interconnect test: Testing for opens and shorts among the interconnections in a PCA;

— Parametric test: Making analog characterization measurements, and testing for presence and value
of discrete components in a PCA; and

1Information on references can be found in Clause 2.

Figure 1—Mixed-signal printed circuit assembly
2 Copyright © 2000 IEEE. All rights reserved.
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— Internal test: Testing the internal circuitry of the mixed-signal component itself regardless of
whether it is part of a PCA.

The standard does not mandate implementation details of the test circuitry, although examples of conformant
implementations are given for illustration.

1.3.2 Interconnect testing

IEEE Std 1149.1-1990 provides an effective mechanism for interconnect testing of a PCA populated with
digital components. The first objective of IEEE Std 1149.4-1999 is to provide a similar capability for an
assembly such as the one illustrated in Figure 1, populated with analog, digital, and mixed-signal compo-
nents and discrete components. 

In seeking to satisfy this objective, one of the fundamental requirements is to provide the ability to detect
open circuits in the interconnections between integrated circuits and to detect and diagnose bridging faults
anywhere in the interconnect regardless of whether they normally carry digital or analog signals. The aim is
also to provide a structure that allows testing in full compatibility with IEEE Std 1149.1-1990 to permit
mixed-signal interconnect testing to take place at the same time and using the same procedures as digital
interconnect testing. 

The range of problems is illustrated in Figure 2, which shows a group of interconnected components
mounted on a board or other substrate, analog and digital pins being represented by “A” and “D,” respec-
tively. The left side of Figure 2 shows open circuits in analog and digital lines and also in an analog intercon-
nection network. The right side of Figure 2 shows a number of short circuits: it should particularly be
noticed that short circuits can occur between analog and analog, digital and digital, and analog and digital
lines, as well as across discrete components in interconnection networks.

1.3.3 Parametric test

The second objective of this standard, parametric test, recognizes the fact that groups of one or more discrete
components are often interposed between integrated circuits, performing functions such as level shifting,
passive filtering, and ac coupling. The inclusion of discrete components in the interconnection pathway gives
rise to the concept of “extended” (as opposed to “simple”) interconnect, as illustrated in Figure 3: to provide
for the testing of components in an extended interconnect, the standard defines a framework that will support
analog measurements, allowing, for example, impedances of discrete components to be computed. Meeting

Figure 2—Defects on a mixed-signal printed circuit assembly (PCA)
Copyright © 2000 IEEE. All rights reserved. 3
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this objective also allows testing of components such as pull-ups and filter capacitors associated with either
analog or digital components.

Also illustrated in Figure 3 is an example of differential interconnect, which is a pair of pathways carrying
signals whose information content is defined by the pair of signals rather than by either one signal
individually. In the case of digital differential interconnect, these pathways would normally be excited by a
single signal, and the activity would be converted back to a single signal after reception. Analog differential
interconnect could follow the same pattern, but conversion from or to a single-ended form might take place
within the core, or it might not take place at all. Differential interconnect can be treated either as two
separate simple interconnects, testing the structural connection between pins, or as a single extended
interconnect, testing the functional connection between single-ended transmission point and single-ended
reception point.

A similar situation from the testing point of view is illustrated in Figure 4, where an analog signal to be
transmitted is passed through an analog-to-digital converter, transmitted as a parallel set of digital signals,
and passed through a digital-to-analog converter to form a received analog signal. Again, the interconnect
can be tested by treating it as several separate simple digital interconnects and then by treating it as if it were
a single analog connection between the transmitted and received signals, thereby allowing the overall trans-
mission properties of the system to be assessed.

Figure 3—Simple, extended, and differential interconnect

Figure 4—Multiple digital interconnect
4 Copyright © 2000 IEEE. All rights reserved.
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1.3.4 Internal test

The third objective of this standard, internal test, relates to the ability to perform comprehensive tests on the
components either in isolation or while mounted on a substrate. Since incorporation of internal test struc-
tures, whose impact on the cost and performance of the circuit may be deemed unacceptable, this aspect of
the standard is not mandatory. The addition of designer-defined test functions is not limited by this standard,
which allows for the incorporation of ad hoc testability features within the internal core structure. To make
such features accessible to the end-user, it is important that they are fully documented (see 10.2).

1.4 Background reading

Readers unfamiliar with IEEE Std 1149.1-1990 might find it helpful to study some of the following books
and papers, some of which also discuss mixed-signal testing using structures related to this standard:

Bleeker, H., van den Eijnden, P., and de Jong, F., Boundary-Scan Test, Kluwer Academic Publishers, 1993.

A test programmer’s perspective of IEEE Std 1149.1-1990, describing the introduction of the system into a
manufacturing company.

McDermid, J., “Limited Access Testing: IEEE 1149.4 Instrumentation and Methods,” Proceedings of the
International Test Conference, pp. 388–395, 1998.

A description of a node-voltage–based fault detection and diagnosis process for systems utilizing
IEEE Std 1149.4-1999 technology.

Maunder, C. M., and Tulloss, R. E., The Test Access Port and Boundary-Scan Architecture, IEEE Computer
Society Press, 1990.

A description of the main features of IEEE Std 1149.1-1990 with examples of implementations and use. Con-
tains an extensive bibliography and reproduces 16 key papers (mostly from ITC Proceedings and other IEEE
publications).

Parker, K. P., The Boundary-Scan Handbook, 2nd Edition, Analog and Digital, Kluwer Academic
Publishers, 1998.

A description of the design and use of IEEE Std 1149.1-1990 and of this standard, written from the point of
view of practicing test engineers.

Parker, K. P., McDermid, J. E., and Oresjo, S., “Structure and Metrology for an Analog Testability Bus,”
Proceedings of the International Test Conference, pp. 309–322, 1993.

A detailed description of a metrology whereby the values of components connected between integrated cir-
cuits may be calculated, using a test structure similar to the one described in this standard.

2. References

This standard shall be used in conjunction with the following publications:

IEEE Std 1149.1-1990 (includes IEEE Std 1149.1a-1993), IEEE Standard Test Access Port and Boundary-
Scan Architecture.2

IEEE Std 1149.1b-1994, Supplement to IEEE Std 1149.1-1990, IEEE Standard Test Access Port and
Boundary-Scan Architecture.

2IEEE publications are available from the Institute of Electrical and Electronics Engineers, 445 Hoes Lane, P.O. Box 1331, Piscataway,
NJ 08855-1331, USA (http://www.standards.ieee.org/).
Copyright © 2000 IEEE. All rights reserved. 5
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NOTE—All IEEE standards are revised periodically. The next revision of IEEE Std 1149.1-1990 will contain updated
versions of all the material at present contained in IEEE Std 1149.1a-1993 and IEEE Std 1149.1b-1994 and is expected
to be fully consistent with the present standard.

3. Definitions, acronyms, and voltage symbols

3.1 Definitions

For the purposes of this standard, the following terms and definitions apply. The IEEE Standard Dictionary
of Electrical and Electronics Terms should be referenced for terms not defined in this clause.

3.1.1 analog boundary module (ABM): A circuit module connected between the core circuit and an analog
function pin to provide facilities for test in a mixed-signal integrated circuit. See: core circuit; function pin;
mixed-signal circuit.
NOTE—An ABM may be attached to a digital function pin in order to provide analog measurement capability to the pin.

3.1.2 analog pin: A pin on an integrated circuit or other component that is intended to pass information rep-
resented as a current or voltage that can have any value between the limits defined by the driver or receiver to
which it is connected. Contrast with: digital pin.
NOTES

1—Analog pins can have several forms. In addition to input, output, and bidirectional pins, which are analogous to cor-
responding digital forms, it is possible to have pins that do not readily fit into any of these categories (e.g., those support-
ing compensation elements for operational amplifiers). Any such pin that has no identifiable drive capability should be
regarded for the purposes of this standard as an input pin.

2—An analog pin may be put into a state in which no signals can pass in either direction between the pin and the core
circuit. See: high-Z; core circuit; core disconnect.

3—An analog pin can pass digital data, using discrete levels that lie within its analog range.

3.1.3 analog test access port (ATAP): A set of two mandatory and two optional pins on a mixed-signal inte-
grated circuit. The pins are connected to a bus allowing automatic test equipment to gain access to the com-
ponents’ on-chip analog test facilities. The mandatory pins are labelled AT1 and AT2; the optional pins
(labelled AT1N and AT2N) are normally used for differential testing.

3.1.4 CD state: The state of an analog pin when it is isolated from the core circuit and all test circuits. See
also: core disconnect; residual element.
NOTE—When a pin is in the CD state, there may be residual elements to which it remains connected.

3.1.5 compliance-enable pins: A set of one or more pins on a component such that full compliance with the
rules of this standard is assured only when a defined pattern of enable signals (a compliance-enable pattern)
is applied to the compliance-enable pins.

NOTE—There may be more than one compliance enable pattern.

3.1.6 conceptual switch: A circuit feature, acting under the control of a digital control signal, that allows
two circuit nodes to be electrically connected or isolated, as though there were a switch between them. See:
switch.
NOTES

1—Depending on physical constraints, such as size, power consumption, and electrical characteristics, it may be possi-
ble in any particular application to implement all, some, or none of the conceptual switches by conventional complimen-
tary metal oxide silicon (CMOS) transmission gates

2—The symbols shown in Figure 5 are used to represent conceptual switches in this standard. For a switch with active
high control [Figure 5(a)], the switch is closed (Data line 1 = Data line 2) when Control = logic 1; for a switch with
active low control [Figure 5(b)], the switch is closed when Control = logic 0. See: logic 0, logic 1.
6 Copyright © 2000 IEEE. All rights reserved.
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3.1.7 core circuit: The part of the circuitry in an integrated circuit that provides the intended data manipula-
tion function (as distinct from dedicated test circuitry). See also: residual element.
NOTES

1—The core circuit is analogous to the “system logic” in IEEE Std 1149.1-1990.

2—Residual elements, which are permanently connected to the pin (i.e., in test mode as well as in normal function
mode), are not regarded as being part of the core circuit. 

3.1.8 core disconnect (CD): A facility provided within an analog boundary module (ABM) (usually medi-
ated by a conceptual switch) that allows a pin to be disconnected from the core circuit so that the signal at
the pin can be driven to any value within the pin’s normal functional range without affecting the core circuit,
and no value generated in the core circuit will affect the pin. See: conceptual switch; core circuit. See also:
high-Z; residual element; CD state.
NOTES

1—The core disconnect facility could be provided as part of the functional driver or receiver attached to the pin, e.g., by
implementing a driver with high-Z capability.

2—It is necessary to document all residual elements that remain connected to the pin when it enters the CD state. 

3.1.9 differential interconnect: A pair of connections carrying signals from a transmitter on one component
to a receiver on another component, where the transmitted information (which may be either analog or digi-
tal) is represented by the difference between two signals rather than by either signal individually. See also:
simple interconnect; extended interconnect.

3.1.10 digital boundary module (DBM): A circuit module connected between the digital core circuit and a
digital function pin to provide facilities for test in a digital or mixed-signal component. A DBM serves the
same function as, and conforms to the same rules as, the boundary-scan register cells defined in
IEEE Std 1149.1-1990.

NOTES

1—A DBM may contain one or more boundary-scan register cells as explained in IEEE Std 1149.1-1990.

2—A DBM may also be interposed at the boundary between the digital and analog portions of the core circuit.

3—A control-and-observe DBM includes a switching function in the serial data path between pin and core; an observe-
only DBM captures data from the data path without interrupting the path.

3.1.11 digital pin: A pin on an integrated circuit or other component that is intended to pass data represented
as a voltage or current that can have one of two discrete values. Contrast with: analog pin.
NOTES

1—In this standard the two discrete values are referred to as logic 0 and logic 1. See: logic 0, logic 1.

2—In addition to the set of discrete data values, a digital pin may be put into a state in which its driver is disabled so that
it cannot actively sink or source current and, therefore, cannot influence the state of the attached net. See: high-Z; net.

3—If analog data are applied externally to a digital input pin, the internal circuitry will normally interpret the data as
digital. Use of the pin in this way may lead to possible adverse effects on the internal circuitry (e.g., power
consumption).

4—A digital function pin may have additional circuitry to allow analog signals to be applied or monitored for test pur-
poses. This additional circuitry would not affect its status as a digital pin.

Figure 5—Conceptual switch symbols
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3.1.12 discrete component: An electrical element that is mounted on a printed circuit board or other sub-
strate and connected to the interconnect wiring system, but is not integrated to any significant extent with
other elements and does not contain boundary module test circuitry adjacent to its pins. See: interconnect.

3.1.13 extended interconnect: A connection pathway consisting of two or more nets that includes one or
more discrete components, where the test requirement is to verify both the integrity of the connections and
the values of the components. See: net. Contrast with: simple interconnect. See also: discrete component.

3.1.14 function pin: An analog or digital pin on an integrated component that takes data into and/or out of
the core circuit when operating in normal function mode. Syn: mission pin; system pin.
NOTE—All pins carrying signals that affect the behavior of the component, including reference supply pins but exclud-
ing power supply pins and compliance-enable pins, are regarded as function pins.

3.1.15 high-Z: A condition in which the driver on a pin is inactive. The state of a net attached to a pin that is
at high-Z is determined by values applied to other parts of the net. See: net. Contrast with: CD state. See
also: core disconnect.
NOTE—For this standard, the impedance looking into a pin that is at high-Z shall be > 1 MΩ for any signal between
VDD and VSS at any frequency up to 10 kHz.

3.1.16 in-circuit testing: A method of testing a printed circuit assembly by making direct physical contact
between automatic test equipment and nets that are connected to the pins of individual components. See:
net. 

3.1.17 interconnect: The system of wiring that carries data and control signals between the different compo-
nents mounted on a printed circuit assembly. See also: simple interconnect; extended interconnect; dif-
ferential interconnect.

3.1.18 internal test bus: The system of wiring that carries analog test signals around the interior of an inte-
grated circuit. See: test bus interface circuit.

3.1.19 logic 0, logic 1: The two logic voltage levels for digital signals. In positive logic systems, the more
positive of the two logic voltage levels is taken to be logic 1.

NOTES

1—For convenience, positive logic is assumed throughout this standard.

2—The voltage levels representing logic 0 and logic 1 are not necessarily the same at every function pin.

3—Logic 0 and logic 1 are often represented as LO and HI, respectively.

3.1.20 mixed-signal circuit: A circuit in which some variables are represented by analog (continuously vari-
able) quantities, and some variables are represented by digital (discrete) quantities.

3.1.21 net: An interconnection path between component pins, where the resistance of the path is not signifi-
cantly different from zero.

3.1.22 reference quality voltage: DC source that is capable of sourcing and sinking current over a defined
range without appreciable change of voltage and whose stability over a given time interval is guaranteed.

NOTE—Whether a given voltage source is of reference quality has a major impact on the accuracy of the measurement
capabilities of the structures described in this standard.

3.1.23 residual element: A circuit element connected to a function pin that, for operational reasons, cannot
be isolated from the pin in test mode. A residual element can be connected to a power supply pin, or another
function pin, or another residual element, provided it can be modelled over a defined working range by a net-
work of ideal resistors, capacitors, and inductors together with independent dc sources.
8 Copyright © 2000 IEEE. All rights reserved.
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3.1.24 simple interconnect: A connection between two or more component pins consisting only of a net.
Contrast with: extended interconnect.

3.1.25 switch: In the context of this standard, an electronic device connected between two data lines. A
switch can exist in one of two states, referred to as “open” and “closed.” The state at any time depends on a
digital control variable. When the switch is open, the pathway between the two data lines has a very high
impedance (ideally infinite) so that signals appearing on the data lines should be completely independent.
When the switch is closed, the pathway between the two data lines has a very low impedance (ideally zero)
so that signals on the two data lines should be identical.

NOTES

1—Practical electronic switches implemented in silicon depart from the ideal in at least three ways.

a) In the “on” state, the pathway between the two data lines may have significant impedance, or the relationship
between voltage and current may be nonlinear (e.g., a voltage-dependent “impedance”).

b) In the “off” state, there may be significant interaction between the signals on the two data lines due to, for
example, stray capacitance.

c) In either state there may be significant leakage pathways through which current can pass from the data lines to
the surrounding circuitry or vice versa.

The effects of all these characteristics will need to be considered as part of the detailed implementation, especially in a
system containing multiple-switch networks.

2—A switching action effectively in series with the function signal pathway can sometimes be obtained without a phys-
ically separate device by incorporating a high-Z or enable facility into the functional circuitry. See: conceptual switch;
high-Z.

3—Data transmission through a switch is normally assumed to be bidirectional (as with electromechanical devices such
as relays or semiconductor switches such as transmission gates). Some forms of switch can implement only unidirec-
tional voltage or current dependence.

3.1.26 test access port (TAP): The test access port defined by IEEE Std 1149.1-1990. Contrast with: analog
test access port.

3.1.27 test bus interface circuit (TBIC): A circuit module that allows an internal analog test bus in an inte-
grated circuit to be isolated from or connected to the pins in the analog test access port (ATAP). See: analog
test access port.

3.1.28 test data: Data that are entered into an electronic system of any kind (component, printed circuit
assembly, subsystem, system) to verify the integrity of part or all of the system. Test data may be entered
through function pins or test pins or both.

3.1.29 test pin: A pin on a component or a printed circuit assembly that is provided solely or primarily for
use during test or maintenance operations.

3.2 Acronyms

ABM analog boundary module
ADC analog-to-digital convertor
ATAP analog test access port
ATE automatic test equipment
CD core disconnect
CMOS complimentary metal oxide silicon
CUT circuit under test
DAC digital-to-analog convertor
DBM digital boundary module
ESD electrostatic discharge
FET field effect transistor
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GND ground
I/O input/output
PCA printed circuit assembly
TBIC test bus interface circuit
TAP test access port
TCK test clock
TDI test data input
TDO test data output
TMS test mode select
TRST* test reset

3.3 Voltage source symbols

Several voltage sources are required as part of the internal test structure described in this standard. The sym-
bols used to denote these voltage sources are defined below. All of these sources are, in general, pin-specific.

3.3.1 Vclamp: A fixed voltage that can be applied to internal test buses when not in use to reduce the possibil-
ity of noise, crosstalk, or feedback.

3.3.2 VG: A pin-specific reference quality voltage that is supplied to a component at a pin. Any function pin
can be connected to VG through its analog boundary module. See: reference quality voltage.

NOTE—VG would normally be one of the power supply rail voltages.

3.3.3 VH,VL: Two dc voltages used as test signals on analog pins during interconnect testing and component
measurement. 

NOTES

1—VH and VL are pin-specific, and typically VH > VL. 

2—At output pins, VH and VL will be supplied from the functional driver and will correspond to logic 1 and logic 0,
respectively.

3.3.4 VTH: A pin-specific voltage to which the voltage at a function pin is compared. The result of the com-
parison is a binary value that can be captured in the boundary-scan register.

4. Testability architecture

4.1 Overview

4.1.1 Specification rules

a) The component shall conform to all provisions of IEEE Std 1149.1-1990 except where specifically
noted in this standard.

NOTES

1—This rule implies that a component conforming to this standard shall contain a test access port (TAP) to pro-
vide access to the circuit for digital test signals. This TAP will contain three input lines [test data input (TDI),
test clock (TCK), test mode select (TMS)] and one output line [test data output (TDO)]; it may contain an
optional fourth input line [test reset (TRST*)]. 

2—In accordance with the rules of IEEE Std 1149.1-1990, a component may require the application of a partic-
ular pattern of signals (a compliance-enable pattern) to a set of one or more compliance-enable pins before the
component is brought into full compliance with this standard. There may be more than one compliance-enable
pattern for a particular component.

3—IEEE Std 1149.1-1990 makes little provision for testing the analog portions of a mixed-signal component
and contains a few rules relating to analog pins that are not compatible with the provisions of this standard. 
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b) The interpretation of the rules governing structures and facilities that are common to this standard
and to IEEE Std 1149.1-1990 shall be determined by IEEE Std 1149.1-1990.

NOTE—This rule implies that, when implementing this standard, the structure and performance of elements
described in IEEE Std 1149.1-1990 shall be in accordance with the specifications set out in
IEEE Std 1149.1-1990. 

4.1.2 Description

This standard is an extension of IEEE Std 1149.1-1990 and consists of additional structures to be added to
an IEEE Std 1149.1-conformant component. Components that are conformant with this standard, when
mounted on a common substrate with IEEE Std 1149.1-conformant components, allow common test opera-
tions (in particular, simple interconnect testing) to be performed in a consistent and coordinated manner.

The overall structure of a basic IEEE Std 1149.4-conformant component is illustrated in Figure 6, which
shows the main mandatory elements of the standard. In IEEE Std 1149.1-1990, the main testability features
are a dedicated test access port (TAP), allowing test data to be passed to and from the circuit, and boundary
modules associated with every digital function pin of the component, providing access to the core circuitry for
the application of digital test stimuli and for the collection of digital test results. The IEEE Std 1149.4-1999
extensions consist of analog boundary modules (ABMs) on every analog function pin, and optionally on other
function pins, allowing access for analog test signals by way of an analog test access port (ATAP) consisting
of two pins (AT1 and AT2), a test bus interface circuit (TBIC), and an internal analog test bus consisting of two
lines (AB1 and AB2).

The boundary modules associated with the digital pins are identical to the boundary cells, or groups of
boundary cells, as specified in IEEE Std 1149.1-1990. Boundary modules on analog pins, which are forbid-
den in IEEE Std 1149.1-1990, form the main subject of this standard, in which they are mandatory. Each
ABM has associated with it a set of voltages (VH, VL, and VG): these voltages are defined on a pin-specific
basis and, therefore, are not necessarily the same for each module. 

Figure 6—Structure of a basic (minimally configured) IEEE Std 1149.4-conformant 
component
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Overall control of the testability structure rests with the test control circuitry, which consists of a TAP con-
troller, an instruction register, and an instruction decoder.

4.2 TAP controller

4.2.1 State sequence

The TAP controller, which is identical to that mandated in IEEE Std 1149.1-1990, is a synchronous finite-
state machine whose state transition diagram is shown in Figure 7. The state transitions are determined by
the value present on TMS at the time of a rising edge on TCK.

4.2.2 Initialization

The TAP controller is required to enter the Test-Logic-Reset state at power-up either by use of an optional
additional pin in the TAP (TRST*) or as a result of circuitry built into the test logic. Further description of
the initialization requirements will be found in IEEE Std 1149.1-1990.

4.2.3 Controller outputs

4.2.3.1 Specification rules

a) The TAP controller shall generate signals to control the operation of the TBIC as defined in 6.3.

b) The TAP controller shall generate signals to control the operation of the ABMs and associated cir-
cuitry as defined in 7.3.5.

c) When the TAP controller is in the Test-Logic-Reset state, all function pins shall be isolated from the
analog test buses and from VH, VL, and VG, irrespective of the state of the ABM control register bits.

d) When the TAP controller is in the Test-Logic-Reset state, all ATAP pins shall be isolated from the
analog test buses and from VH, VL, and Vclamp, irrespective of the state of the TBIC control register
bits.

Figure 7—TAP controller state transition diagram
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4.2.3.2 Description

Control signals for routing data, reconfiguring the test circuitry, and exerting control over the TAP, the ATAP,
and the TBIC are derived partly from output logic of the TAP controller and partly from the instruction reg-
ister. In addition, the TBIC and each ABM contain an individual control register so that their mode of opera-
tion can be individually controlled (see Clause 6 and 7.3). The instruction register, the ABM control
registers, and the TBIC control register are all loaded through the TAP.

The precise set of signals required to control the test structure and boundary modules associated with digital
function pins is not specified in IEEE Std 1149.1-1990 except in terms of sample implementations. Bound-
ary modules are not required by that standard to support all instructions; the control signals needed will vary
depending on the particular set of instructions supported by the individual component. These signals occur
on either the rising or the falling edge of TCK in each controller state as specified in IEEE Std 1149.1-1990.

All the sample implementations of boundary-scan register cells described in IEEE Std 1149.1-1990 use con-
trol signals ShiftDR and ClockDR; all those that incorporate the update register also use UpdateDR. Other
control signals needed for the correct operation of the analog test structure will need to be generated by add-
ing appropriate output logic to the TAP controller.

NOTE—Some output signals named in the sample implementations of IEEE Std 1149.1-1990, and also referred to in
this standard, have the same names as some controller states. Throughout this standard, where this ambiguity applies,
control signals are shown in normal case (e.g., ShiftDR), and controller states are shown in italics (e.g., Shift-DR).

4.3 ATAP

4.3.1 Specification

4.3.1.1 Rules

a) Each component shall contain an ATAP.

b) The ATAP shall include two analog test pins, AT1 and AT2 (defined in Clause 6).

c) AT1 and AT2 shall be dedicated pins (i.e., they shall not be used for any other purpose).

4.3.1.2 Permission

a) The ATAP may contain two further analog test pins, AT1N and AT2N, to allow for the testing of dif-
ferential input and/or output. In this case, AT1 and AT1N shall form one differential pair, and AT2
and AT2N shall form the other differential pair.

4.3.2 Description 

The ATAP is an analog port that provides access for analog test signals. Dedicated connections are required
to allow access to the full range of mandatory features of this standard. The ATAP is composed of a mini-
mum of one analog input connection and one analog output connection. Optional additional analog lines can
provide additional capability (e.g., differential stimulus and/or measurement: see 8.1.3). The definition and
properties of the TBIC are specified in Clause 6.

4.4 Register architecture

The test register architecture, shown in Figure 8, is essentially identical to that defined in
IEEE Std 1149.1-1990. It is entirely digital, consisting essentially of a number of shift-register paths, con-
nected in parallel with a common serial data input connected to TDI and a common serial data output
connected to TDO. Control signals are required both for the transfer of data and for the choice of which
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alternative parallel path is active. These signals are supplied, as shown in Figure 8, partly by the TAP
controller and partly by the instruction decoder, which interprets the particular instruction loaded into the
instruction register.

The mandatory part of the test control architecture (as defined in IEEE Std 1149.1-1990) consists of an
instruction register and at least two test data registers

— A bypass register

— A boundary-scan register (as defined in Clause 7)

The test register structure of a component conformant with this standard differs from that of an
IEEE Std 1149.1-conformant component only in that additional shift-register stages are contained in the
boundary-scan register. These additional stages consist of

— The control stages in the ABMs (as defined in 7.3)

— The control stages in the TBIC (as defined in 6.3)

The order of the individual cells in the boundary-scan register can be chosen by the component manufacturer
to suit layout convenience. It is not even necessary to keep the control stages belonging to a single ABM or
to the TBIC together in a single block since the individual stages are identified by name.

An additional register (the device identification register) for part identification may be included as well as
any number of design-specific test data registers to give access to design-specific testability features. An
example of a design-specific test register that could be included in a mixed-signal design is an internal scan
register used to give access to internal nodes of the core.

Depending on the style of implementation of the test logic defined by this standard, circuitry may be
required to retime the signal passing through the output stage shown in Figure 8 to occur on the falling edge
of TCK.

Figure 8—Test register architecture
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5. Instructions

5.1 General

5.1.1 Specification

5.1.1.1 Rule

a) Each component shall provide a PROBE instruction (see 5.3.4).

5.1.1.2 Permissions

a) Additional instructions may be provided within the rules set out in this standard and in
IEEE Std 1149.1-1990.

b) Any instruction code apart from all 1s and all 0s may be used to represent any instruction.

NOTES

1—The instruction code consisting of all 1s is reserved for the BYPASS instruction.

2—The instruction code consisting of all 0s is reserved for the EXTEST instruction.

c) Any instruction (including BYPASS and EXTEST) may be represented by more than one instruction
code.

5.1.2 Description

An instruction is a bit-pattern that is loaded into the instruction register and is then decoded by the instruc-
tion decoder. It has two major functions: it defines the set of test data registers that may operate while the
instruction is selected, and it defines the serial test data register path that is used to shift data between TDI
and TDO. The instruction set shall include one instruction (PROBE) designed to support analog testing and
the mandatory instructions from IEEE Std 1149.1-1990 (BYPASS, SAMPLE/PRELOAD, and EXTEST—
some with extended facilities). It may also include user-defined instructions as well as optional instructions
defined in IEEE Std 1149.1-1990.

The remainder of this clause lists all defined instructions. Instructions that derive from IEEE Std 1149.1-1990
shall satisfy the rules of that standard; the rules, recommendations, and permissions listed in this standard are
additional to the specifications contained in IEEE Std 1149.1-1990. The instruction that is unique to this
standard is fully specified and described; others are described in general terms for convenience.

5.2 Response of test logic to instructions

5.2.1 Specification rules

a) Each component shall respond to the mandatory instructions of IEEE Std 1149.1-1990 in
accordance with the rules contained in IEEE Std 1149.1-1990 and any additional rules listed in this
standard.

b) Each component shall respond to the PROBE instruction in accordance with the rules in this
standard.

c) If a component provides any optional instructions defined in IEEE Std 1149.1-1990, its response to
those instructions shall be in accordance with the rules contained in IEEE Std 1149.1-1990 and any
additional rules listed in this standard.
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5.2.2 Description

The operation performed at any time by any particular digital boundary module (DBM) is determined in
accordance with the rules of IEEE Std 1149.1-1990. The operation performed at any time by any particular
ABM is determined not only by the control signals supplied from the instruction decoder (which depend on
the instruction currently loaded into the instruction register), but also by the control signals supplied by the
TAP controller (which depend on the current state of the controller) and, depending on which instruction is
selected, the values contained in the individual ABM control register. 

The particular module design used in the test data registers (and the ABMs) will determine what control sig-
nals are required from the TAP controller and the instruction decoder. For the ABM design shown in
Figure 23, for example, ShiftDR, ClockDR, and UpdateDR would be supplied by the TAP controller; Mode1
and Mode2 would be supplied from the instruction decoder.

Each instruction is represented by one or more instruction codes and defines a particular test data register to
be selected for serial connection between TDI and TDO. All instructions are defined in such a way that unse-
lected test data registers have no effect on the operation of either the core circuitry or the selected test data
register, unless specifically mandated in the instruction definition.

When implementing the instruction decoder, it is important to consider possible effects of decoding spikes
when changing from one instruction to another (e.g., from BYPASS to SAMPLE/PRELOAD) so that transi-
tory instruction selections are avoided.

5.3 Mandatory instructions

5.3.1 The BYPASS instruction

5.3.1.1 Specification rules

a) When the BYPASS instruction is selected, all ATAP pins shall be isolated from the internal analog
test buses and from all test voltage sources, irrespective of the state of the boundary register bits.

b) When the BYPASS instruction is selected, all analog function pins shall be connected to the core
circuit.

c) When the BYPASS instruction is selected, all analog function pins shall be isolated from the internal
and external analog test buses and from all test voltage sources, irrespective of the state of the
boundary register bits.

5.3.1.2 Description

The BYPASS instruction selects the bypass register to be connected for serial access between TDI and TDO
in the Shift-DR controller state. The BYPASS instruction can be selected by loading logic 1 into every stage
of the instruction register. (This coding is mandatory; optionally, other codes may also be designed to select
BYPASS.)

When the BYPASS instruction is selected, test data registers that can operate in either system or test mode
perform their system function, and the operation of the test logic has no effect on the action of either the ana-
log or the digital core circuitry. 
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5.3.2 The SAMPLE/PRELOAD instruction

5.3.2.1 Specification rules

a) When the SAMPLE/PRELOAD instruction is selected, all ATAP pins shall be isolated from the
internal analog test buses and from all test voltage sources, irrespective of the state of the boundary
register bits.

b) When the SAMPLE/PRELOAD instruction is selected, all analog function pins shall be connected to
the core circuit.

c) When the SAMPLE/PRELOAD instruction is selected, all analog function pins shall be isolated from
the internal and external analog test buses and from all test voltage sources.

5.3.2.2 Description

This instruction has two functions. The first (SAMPLE) is to use the boundary-scan register to allow a snap-
shot to be taken of the data at the digital pins during normal operation. The snapshot is taken on the rising
edge of TCK in the Capture-DR controller state and can be examined serially by shifting through TDO.

A digitized snapshot of the (analog) signal on an analog pin will be captured in SAMPLE/PRELOAD by way
of the one-bit digitizer in the ABM (see 7.3). The ability to monitor the analog signal itself is provided by the
PROBE instruction (see 5.3.4).

The second function of this instruction (PRELOAD) is to allow an initial digital data pattern to be loaded into
the latched parallel outputs of the boundary-scan register prior to the selection of another boundary-scan test
operation. The loading is performed on the falling edge of TCK in the Update-DR controller state. During
the PRELOAD phase, the operation of the core circuit and the flow of signals between the function pins and
the core circuit are unaffected by the test logic.

In the same way, a digital data pattern can be specified for each ABM, by loading the appropriate values into
its control register, which is part of the boundary-scan register. 

NOTE—A future revision of IEEE Std 1149.1-1990 may define SAMPLE and PRELOAD as separate instructions. In this
case, the user could effectively remerge them by using the same instruction code for both.

5.3.3 The EXTEST instruction

5.3.3.1 Specification rule

a) When the EXTEST instruction is selected, each ABM shall be set so that the pin is disconnected
from the core (i.e., the core disconnect switch shall be open).

5.3.3.2 Description

The EXTEST instruction is used to test simple interconnect as in IEEE Std 1149.1-1990 by applying logic
levels to all pins. It is also used to test extended interconnect by allowing automatic test equipment (ATE) to
make measurements of discrete components connected to the pins. The facilities incorporated into the
boundary-scan test structure allow the ATE to apply analog test signals and monitor analog responses and
hence to obtain one of the major benefits of in-circuit testing without using physical probing. This instruc-
tion is the central feature of this standard: the principles underlying its use for analog measurements are out-
lined in Clause 8.

The EXTEST instruction selects the boundary-scan register to be connected for serial access between TDI
and TDO in the Shift-DR controller state. While the EXTEST instruction is selected, all function output pins
(analog and digital) are isolated from the core. This core disconnect (CD) state allows the signals driven
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from system output pins to be completely defined by the data shifted into the corresponding boundary mod-
ules. Function input pins (analog and digital) are monitored by their boundary modules and may be isolated
from the core. If the facility to isolate input pins from the core during testing is not incorporated, the
designer shall ensure that signals appearing at an input pin during EXTEST execution will not cause damage
to the core, affect measurements on other pins, or be affected by core signals.

The EXTEST instruction shall be represented by the all 0s code, but may also be represented by other
code(s).

NOTE—Because it is mandatory for the all 0s code to represent EXTEST, a stuck-at-zero fault on TDI could then result
in an unwanted selection of EXTEST. 

5.3.4 The PROBE instruction

5.3.4.1 Specification rules

a) The PROBE instruction shall select the boundary-scan register to be connected for serial access
between TDI and TDO in the Shift-DR controller state.

b) When the PROBE instruction is selected, each DBM shall be set to allow core functions to propagate
to and from the pins.

NOTE—This behavior is similar to the requirements in SAMPLE/PRELOAD and BYPASS.

c) When the PROBE instruction is selected, each ABM shall be set so that its pin is connected to the
core (i.e., the core disconnect switch shall be closed).

d) When the PROBE instruction is selected, one or both of the ATAP pins shall be connected to the cor-
responding internal analog test bus lines.

e) When the PROBE instruction is selected, the internal analog test bus lines shall be connected to indi-
vidual function pins as determined by the contents of the corresponding ABM control registers.

NOTE—The PRELOAD phase of the SAMPLE/PRELOAD instruction may be used to set up the contents of the
ABM and TBIC control registers before the PROBE instruction is selected.

5.3.4.2 Description

The PROBE instruction allows analog pins to be monitored on AB2, and/or stimulated from AB1, while the
component is operating in its normal mission configuration, with all function pins connected to the core.

5.4 Optional instructions

5.4.1 The INTEST instruction

5.4.1.1 Specification rules

a) While the INTEST instruction is selected, all inputs to the digital part of the core shall be supplied by
data stored in the boundary-scan register, except clocks, which may be allowed to free-run provided
that the component can be single-stepped through the test sequence.

NOTE—The PRELOAD phase of the SAMPLE/PRELOAD instruction may be used to set up the contents of the
boundary-scan register (including the ABM control registers) before the INTEST instruction is selected.

b) While the INTEST instruction is selected, all analog pins shall be connected to the analog core.

NOTE—Because, in this mode of operation, much of the core is not isolated from the external circuitry, it may
be necessary to control this external circuitry to avoid unwanted interference. Care should also be taken to
ensure that the core itself does not generate unwanted interference.

c) While the INTEST instruction is selected, any analog pin shall be capable of being connected to
AB1.
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NOTE—Because normally only one analog test bus input line is available, only one analog stimulus can be sup-
plied, although, if desired, the signal at AB1 could be applied to more than one input pin. 

d) While the INTEST instruction is selected, inputs to the analog core that are normally supplied from
the digital core shall receive data determined by the contents of the corresponding DBMs.

NOTE—The PRELOAD phase of the SAMPLE/PRELOAD instruction may be used to set up the contents of the
DBMs before the INTEST instruction is selected.

e) While the INTEST instruction is selected, any analog pin shall be capable of being monitored by
AB2.

NOTE—The signal monitored by AB2 may be affected by more than one input. It may be necessary to apply
external control to those inputs that are not being driven by AB1.

5.4.1.2 Description

The optional INTEST instruction is intended to allow testing of the core circuitry of a component while it is
mounted on a printed circuit board. It selects the boundary-scan register to be connected for serial access
between TDI and TDO in the Shift-DR controller state. If INTEST is provided, IEEE Std 1149.1-1990
requires a DBM to be connected at each digital interface with the on-chip analog circuitry (see 7.2), as illus-
trated in Figure 9.

If the INTEST instruction is provided, it shall permit the same test of the digital core as would be the case
with a component conforming to IEEE Std 1149.1-1990. In addition, the presence of the analog test struc-
ture permits some testing of the analog core.

In accordance with the rules of IEEE Std 1149.1-1990, while the INTEST instruction is selected, all outputs
from the digital part of the core are captured in the boundary-scan register on the rising edge of TCK in the
Capture-DR controller state.

The behavior noted above, together with Rule 5.4.1.1 a) ensures that, as far as the digital part of the core is
concerned, the operation of the instruction is exactly as described in IEEE Std 1149.1-1990. Every input to
the digital core, whether normally supplied from a function pin or from the analog core, will have test data
supplied by the boundary-scan register. Every output from the digital core, whether normally connected to a
function pin or to the analog core, will be captured in the boundary-scan register.

Figure 9—A component supporting INTEST (or RUNBIST) showing 
internal boundary modules
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Figure 10 illustrates this part of the operation, as applied to the component shown in Figure 9. The DBMs
mandatorily fitted between the digital and analog cores ensure that the analog core is completely isolated
while the digital core is being tested.  

Rules 5.4.1.1 b) through 5.4.1.1 e) are provided to support the testing of the analog core. If only one pair of
analog test bus lines exists, as will normally be the case, only one analog input signal can be supplied; and
only one analog output can be fully monitored. However, it might be possible to supplement this limited
access by additional direct probing. Furthermore, a one-bit digital representation of the voltage appearing at
each analog pin will always be captured in the ABM control register on the rising edge of TCK in the
Capture-DR controller state.

A typical analog core test, as it might be applied to the circuit of Figure 9, is illustrated in Figure 11. In this
test, one of the analog outputs is being monitored through AT2 while one of the inputs is being supplied with
an analog stimulus through AT1. Other inputs to the analog core include the signals normally supplied by the
digital core and those coming from other analog function pins. During INTEST, the digital signals will be
supplied from the boundary-scan register (into which appropriate data will need to be scanned). Note 2 fol-
lowing rule c) of 5.4.1.1 draws attention to the fact that all the analog pins (including the one being stimu-
lated by way of AB1) are connected to the external circuitry on the board. This circuitry may have to be
controlled to provide appropriate operating conditions or to ensure that the input is rendered quiescent.

In addition to the analog output chosen for observation at AT2, digital test result data are captured in the
DBMs in the analog/digital interface, and digitized results are captured in the control registers of all ABMs.
These data are captured on the rising edge of TCK in the Capture-DR controller state. Further test results for
the same stimulus conditions could be obtained by repeating the test while monitoring each analog output in
turn.   

Figure 10—Testing the digital core in INTEST
20 Copyright © 2000 IEEE. All rights reserved.
uthorized licensed use limited to: Tsinghua University. Downloaded on February 24,2026 at 10:37:30 UTC from IEEE Xplore.  Restrictions apply. 

ails: IEEE 1149.4-1999

http://www.avadocuments.com/doc/ieee-1149-4-1999
http://www.avadocuments.com/doc/ieee-1149-4-1999

