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Introduction

(This introduction is not part of IEEE Std 1450-1999, IEEE Standard Test Interface Language (STIL) for Digital Test
Vector Data.)

Standard Test Interface Language (STIL) was initially developed by an ad-hoc consortium of test equipment
vendors, computer-aided engineering (CAE) and computer-aided design (CAD) vendors, and integrated cir-
cuit (IC) manufacturers, to address the lack of a common solution for transferring digital test data from the
generation environment to the test equipment.

The need for a common interchange format for large volumes of digital test data was identified as an overrid-
ing priority for the work; as such, the scope of the work was constrained to those aspects of the test environ-
ment that contribute significantly to the volume issue, or are necessary to support the comprehension of that
data. Binary representations of data were a key consideration in these efforts, resulting in a proposal to incor-
porate the compression of files as part of this standard.

Limiting the scope of any standards project is a difficult thing to do, especially for a room full of engineers.
However, issues that did not impact the scope as identified were dropped from consideration in this version
of the standard. Subclause 1.1 covers, specifically, the capabilities that are not intended to be part of this first
standard.

Early work in this consortium consisted of identifying the requirements necessary to address this problem
and reviewing existing options and languages in the industry. All options proposed fell short of addressing
the requirements, and the consortium started to define a new language. This work was executed with heavy
leverage from some existing languages and environments, and STIL owes much to the groundwork estab-
lished by these other languages.

Participants
When the STIL Working Group approved this standard, it had the following membership:

Greg Maston, Co-chair
Tony Taylor, Co-chair

The technical subgroup consisted of the following members:

Dave Dowding Larry Moran Mike Purtell

Brady Harvey Gary Murray Jim Ward

Brad Hinckle Chris Nelson Gregg Wilder
Don Organ

Other working group members were as follows:

Srinivas Ajjarapu Don Denburg Gary Raines

Phil Barch Givargis A. Danialy Tim Wagner

Ajit Bhave Tom Munns Tom Williams
Fred Berneche Eric Parker Peter Wohl

Joe Carbone Frank Peyton Stefan Zschiegner
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tion Language (TDL).

When the IEEE-SA Standards Board approved this standard on 18 March 1999, it had the following
membership:

Richard J. Holleman, Chair Donald N. Heirman, Vice Chair

Judith Gorman, Secretary

Satish K. Aggarwal James H. Gurney Louis-Frangois Pau

Dennis Bodson
Mark D. Bowman
James T. Carlo
Gary R. Engmann
Harold E. Epstein
Jay Forster*
Ruben D. Garzon

Lowell G. Johnson
Robert J. Kennelly

E. G. “Al” Kiener
Joseph L. Koepfinger*
L. Bruce McClung
Daleep C. Mohla

Ronald C. Petersen
Gerald H. Peterson
John B. Posey
Gary S. Robinson
Akio Tojo

Hans E. Weinrich

Robert F. Munzner Donald W. Zipse

**Member Emeritus

Also included is the following nonvoting IEEE-SA Standards Board liaison:

Robert E. Hebner

Janet Rutigliano
IEEE Standards Project Editor

Documents

iv Copyright © 1999 IEEE. All rights19sAmiE Nt Sharing Hub

Authorized licensed use limited to: Tsinghua University. Downloaded on February 24,2026 at 15:54:23 UTC from IEEE Xplore. Restrictions apply.

Full document details: IEEE 1450-1999


http://www.avadocuments.com/doc/ieee-1450-1999
http://www.avadocuments.com/doc/ieee-1450-1999

Contents

1 OVETVICW ..t eeteetteeteeette ettt e it e eaeesteeesbeesaseeabeesssaasseessseesseesseassaassseasseessseesseesseanseesseessaenssessseesseanseenns 1
B B 170 1 TSP RR S UP SRRt 3
1.2 PUIPOSE. .ttt ettt ettt ettt ettt e st e et e e teeeaae e teeeab e e aeesabe e seeenbeebbeenbeeseeenbaenneeenbeennaeenraenn 4
2 RETCIEIICES ... ittt ettt et e e te e et e e bt eebeeeateeabeessseesseessseessaeasseesseeseesnseesssennseenns 4
3. Definitions, acronyms, and abDIEVIAtIONS..........ccvieierrieieriieiereeete st eee st eae e eseeeeseeeeeseeseesseesaenseens 4
Bl DETINITIONS. ¢ttt ettt ettt ettt ettt et st e bt et e bt e st e bt en e eb e en bt e st et ene e bt eneeneeeneeanean 4
3.2 Acronyms and abDIEVIAIONS. ...c..coueieiiieieiieiieiteteete sttt ettt ettt st ae e e sa e 7
4. Structure of this STANAAIA .........cceiiriiiiie ettt e 7
5. STIL orientation and capabilities tutorial (InfOrmative)..........cceevereeriiieneiieeeeeeeeee e 8
TN B = (5] T <] TSP 8
5.2 BaSIC LS245 ..ttt 13
5.3 STIL timing expressions/”Spec” information............cccoeieririeriiiene e 17
5.4 Sructural teSt (SCAM) ...eeviruieieiiieie ettt ettt ettt ettt et et e e e st eae e sbeese e teenae s e ensenteeneenseenes 22
5.5 AQVANCEA SCAMN ....viiiiiiiie ettt ettt sttt n et n et r b e 26
5.6 TEEE Std 1149.1-1990 SCAMN .....ccuiitiitiiiieieieieieiieiteit et ettt ettt sttt ene s eneeneese s es 32
5.7 Multiple data elements Per teSt CYCIC.....uiriiiirieiicieieee et 37
5.8 Pattern reuse/direCt ACCESS tESt....euiruiriiriiieieieieiiei ettt ettt sttt ese et eae e b e 41
5.9 Event data/non-cyclized STIL information ............cccoceeieiiiiene i 45
6. STIL SYNtaX dESCIIPLION ....eevieieitieieeiieieetieteeetesteeste st eteeseesaesseesessaessessseseessenseensesseesseeseansesseensennees 55
6.1 CASC SCIISILIVILY 1uvieviiiieiiiiteeie ettt e et et et ettt et e etteeteeseeeteesaeeteesaesaeesseeseesseessesseessesseessesseessesseenes 55
0.2 WHIEESPACE ... eeeneeeeeeit ettt ettt ettt et e et e bt e s et e e st e s st eneeeseeneesseenaeeseenseese et e enee st eneeneeneeneenes 55
6.3 RESEIVEA WOTES ...ttt sttt ettt st be e 55
6.4 RESEIVEA CHATACLETS .....ecuiiiitieiiie ittt ettt ettt sttt et et e st e st eseeseeaeeeeane e 57
0.5 COIMIMENLS ....eeeiiieeeiiieeetieeeitieeeeiteeettee e taeeesssaeessseeeassseeassseeasssaeeassseessseeesseeesssseeansseesnsseeasssesennes 58
6.6 TOKEN LENGLN ..ottt ettt st b e et e st e s b e e neenes 58
6.7 CRATACTET STIINES ..eueetieiieiteeie ittt ettt ettt ettt et e et et e estesbeeneesbeemtesbeebeeseenbeeseenseeneenteeneeseenes 58
6.8 User-defined name CharacCteriStICS .......iivuiiriieiiiiiiieitieiie et eette et et eeveeseeereesteeeaeesteeeseesee e 59
6.9 DOIMAIN NAITIES ....cvieititiiie ettt ettt ettt eh ettt sbe bt et e b e st et e et et eseeseeseeseebeebesbesbeebeee 59
6.10 Signal and group name CharacteriStiCS. .......euuiruirieiieiieiiee e 60
6.11 TimMING NAME CONSIIUCTS ....veeuvirtiereeiieteetieteetteteeetesteeseesseeeesseessesseesesseessesseeseessenseensenseensenseenes 60
6.12 NUMDET CRATACTETISTICS. ¢ vttt ettt sttt ettt ebe st bbb e 60
6.13 Timing expressions and UNItS (1ME EXPT)..ec.verueeiertieieriieieriieneesiienieseesteeee e eeeseeeneeseeeneeseeenes 61
6.14 Signal expressions (SIZIET EXPI)...ccueririerieierieieetieie et ete ettt e st esee e steesaesteenaesaeensenseenes 63
6.15 WaveformChar CharaCteriStICS . .....oo.eruiriiieieieieiieieeet ettt 64
6.16 STIL name spaces and Name reSOIULION. .........ccuiiiiriieiirieie et 65
7. Statement structure and organization of STIL information .............cccecveveerieiiiienieieeeeeeee e 67
7.1 Top-level statements and required Ordering ...........ccoecveeieriieierieeiienie e 68
7.2 Optional top-level StAtEMENLS ........ceeiuiriieiieieiiee ettt eee s 70
7.3 STIL FILES .ottt b sttt ettt ettt bt et be e 70
Documents

Copyright © 1999 IEEE. Al rights reserved. Documgnt Sharing Hub
Authorized licensed use limited to: Tsinghua University. Downloaded on February 24,2026 at 15:54:23 UTC from IEEE Xplore. Restrictions apply.

Full document details: IEEE 1450-1999


http://www.avadocuments.com/doc/ieee-1450-1999
http://www.avadocuments.com/doc/ieee-1450-1999

TN 1§ S ¥ 11501 1 1 | SO PR 70

T N I D 7 3 1 b OO S PPOUSPRRTPR 70

8.2 STIL @XAMPL...iiiieeiiiiiiiciieie ettt ettt ettt ste e e saeesbeste e b e e saesseesaesseessesseesseseenes 70

9. HEAAET DIOCK ...ttt 71
L2 B & (5 14 [ gl o) (o1 ) 4 2 - PRSP 71

0.2 HeEader XAMPLE .....eiiiiiieieieie ettt ettt n ettt aeenes 71

10, INCIUAE STALEIMENT ...ttt ettt ettt b e sttt e e st es e st st ebeebeeneseenes 71
10.1 Include StateMENt SYNTAX ......ccueruieiieieriieierieeiesteete st etesteesesseesseeseeseeseesseessesseessesseansessaessenseens 72

10.2 INCIUAE €XAMPIE ...c.viviiiiiiitiretet ettt ettt ettt sae e 72

10.3 File path resolution with absolute path NOtation ............cceeoerieiiiieiiee e 72

10.4 File path resolution with relative path NOtation ...........c.ccceevvieieriieieiieieceeee e 72

11, USerKeyWords STAtCIMENT .........ccvieiieiieieeiiete ettt ste e steete e et e steesseesaeseeseesseeseesseensesseensessaessenseens 73
11.1 UserKeywords Statement SYNTAX .........c.eecveruieierieieriieiestieteeteeteesteseeeseesseeseesseensesseensesseessesseens 73

11.2 UserKeyWords €XAMPIE .......ccueruieiieieie ettt sttt ettt see e sae e seeentesseensesneens 73

12, USerFUunctions StAtEIMENT . ........oouiiiiitieiiitiete ettt ettt ettt ettt st b et st et st eneeenee 73
12.1 UserFunctions StatemMENt SYNTAX ........cc.eeveerueeiereeeeriieresseeseeseeseeseesseessesseessesseessesssessesseessessaens 74

12.2 USerFunctions €XamPLe.........c.eeuieuirieriieienieiiesieeee st ete st eaesteeneesseeseeseesseeseesseessesseensesseensesseens 74

| TN 1 BN 11S) 14 1<) 0| APPSR 74
13.1 Annotations StatEMENT SYNTAK .....c.eeuieruirierieeiierteeie it ete et e e st et e etee e e esee et eseeseeeseesaeensesseenneseeens 74

13.2 ANNOtAtioNS EXAMPLE ..evvivieiiiiieiiieiiete ettt et et eteeteesbeeteesseeteeseeseesseeseesseessesaeessesssessenseans 74

T4, SINALS DIOCK ...c.eiiiiiiiieii ettt ettt ettt e et e e et esseeseeeseeneeeaeenteereensenreens 74
14.1 Signals BIOCK SYNAX ..cuirvirtirtiriitiietet ettt ettt b e 75

14.2 Signals DlOCK EXAMPIE .....ouieuiiiieiieiee ettt 77

15, SigNalGroUPS DIOCK ... cciiiiiieiiitieii ettt ettt ettt et e s aeessesbaesbeese e b e essebeessesseenseseenes 77
15.1 SignalGroups DIOCK SYNTAX .....ccvieiiriieiiiiierieiiesieeee st ete st eresteesseeseeseeseesseesaesseessesseensessaessensaens 77

15.2 SignalGroups block €XampPle .......c.c.ooveiiiiiiiiiiiiiiiee ettt 78

15.3 Default attribute VAIUES ......cocviiiiiiiiec ettt st 78

15.4 Translation of based data into WaveformChar characters............ccoevererienieneneieieeeeeeee 79

16, PatterNEXEC DIOCK ..c.iiuiiiiiiiitiiteieste ettt et 80
16.1 PatternEXEC DIOCK SYNEAX .....cuiiiiiiieiieiiciieit ettt et e s sseensessaenseeseens 81

16.2 PatternEXec block eXamPLe. .......oouieiieiiiiieie ettt 81

17, PatterNBUISt DIOCK . ....c..iiiiiiie e ettt et 81
17.1 PatternBurst DIOCK SYNTAX .......ccveiiiiiiiiieiiciesie ettt ettt et esae e essessaeseeseens 82

17.2 PatternBurst bloCK €XaAmPIE ........ccvieieriiiieiiiiert ettt eneens 83

Documents
vi Copyright © 1999 IEEE. All rightaroseiaient Sharing Hub

Authorized licensed use limited to: Tsinghua University. Downloaded on February 24,2026 at 15:54:23 UTC from IEEE Xplore. Restrictions apply.

Full document details: IEEE 1450-1999


http://www.avadocuments.com/doc/ieee-1450-1999
http://www.avadocuments.com/doc/ieee-1450-1999

18.  Timing block and WaveformTable bIOCK ...........cccuoiiiiiiiiie e 83

18.1 Timing and WaveformTable SYNtaX ..........ccccevirieiieiieiieieeiee et 84
18.2 Waveform event definitionS.........c.cecieriiiieriiieseeie sttt sre e sse e saeesse e ebeesaens 87
18.3 Timing and WaveformTable eXample ..........cccooieiiiiieiiiiiieiicieiieieee et 89
18.4 Rules for timed event ordering and waveform Creation...........oceeeereeierierieniene e 90
18.5 Rules for waveform INNErTtance . .........ccuveeieeiiiiiieie ettt e sreeeaeesbeeaeeeene s 93
19.  Spec and Selector DIOCKS ........cciiriiiieieiieie ettt ettt s e s e nbeesaenseeneeseenes 94
19.1 Spec and Selector DIOCK SYNTAX........ccccviiieriiiieriieiesieeieste ettt eeeeesaesseesaeesaesseessessaessessaens 94
19.2 Spec and Selector BIOCk eXamPIe .......c..ccueviiiiiiiieieiiieieee ettt eneens 96
20.  ScanStructures BIOCK . .......ooiiiiiie e e ettt 97
20.1 ScanStructures bIOCK SYNMEAX ........cc.eouerieiiiiieiiiiteeeeeere ettt ettt 98
20.2 ScanStructures block €XAMPIE ........ccveruiiierieieiieie et 99
21, STIL PAtterN data......ccovievieiieiieiieeiectieieete ettt ettt sttt sae et s te e b e s sae b e esae b e esaesseesseseeseesseensesseenees 100
21,1 CYCHZEA AALA......cviceiiiiieiieieeeetee ettt ettt e b e et b ettt eess e beereeeseenaesaeeneas 100
21.2 Multiple-bit cyClized data ........c.ooiiiiieiiiiee e 101
21.3 NON-CYCHZEA dALA «..c.eeiiiiiiirietceee ettt 102
21,4 SCAN AALA ....eeviiiieie ettt ettt et ettt et et e e b e ta e b e st ese st e neenteneenaenaeeneas 102
21.5 PatterN 1aDCIS .....eeuiiieiiiiciieiecec ettt ettt b e s b eraesae et e saeeneas 103
22, STIL Pattern STAtCIMEIIES ......eetiiiieteiiieteeiteite ettt ettt ettt et ettt e ste bt et e bt e e ebeenteeseenteeseenaeeneeneeeneen 103
22.1 Vector (V) StALEIMENL........cecuieiiieeiieetieeieeete et esteeeiteeteeeaeeteesibeesseeseseesaessseessaesssessseesssennseennes 103
22.2 WaveformTable (W) StatemMENL..........ccuevieriirieieeieie ettt ae e 104
22.3 Condition (C) STALEIMENL .......ceertieieeiieiieeiieteeeeeteeteetesteestesaesessaesessaeseesseseessesseessesseensesseenees 104
22.4 Call SEALCIMENL. .. .euviivieiieiieiieeietiee ettt ste et ste et e e teesaesteesbeeseessesseesseesaesseessesseessesseeseesseessesseeneas 105
22.5 MACTO SEALEIMGIE ....c..eeueiienieeiiet ettt ettt ettt et e e st e e s bt et e st e e bt ese e bt es e bt eseebeeneenbeeneenaeeneas 105
22.6 LOOP SLALEIMENIL .......eiiiieiiieiie ettt ettt ettt et ettt e b ettt e bt e st e e sbtesateenbaeeateennee 106
22.7 MatChLOOP STATEINCNL. ... ..euvietieeieiieiieiieeit ettt ettt ete st e et esae st eteeseenseeseenseeseanseeneenseeneenseenees 106
22.8 GOLO STALEIMEIL ...eevtieeiiieiieeiieeiie ettt sttt ettt et e st e et e s ateeateesebeesbeesebeenbeessaesabeesssesnseensnesnseenses 107
22.9 BreakPoint StALEIMENLS. .....cveeiiivieeieerieieeteeie ettt eaeeteesaeseeeaeeteebeeseeseessesbeessesseessesseessesseeseas 107
22.10 IDDQTeStPOINt STALEMENL........ccvietieiiieiieete et eie et ete et e sbeeteesereebeessaeenbaessaeenseessneenseennes 107
22,11 SEOP STALEIMEIE ..c..eeiteeiieeiie ettt ettt ettt et b et e bt et e bt e st e e sbaesateenbaeeateennee 108
22.12 ScanChain STALEIMENL.........eeieiieieetieieeit ettt te et e ste e be st ebeesaeseesaenseesseseeneesseensanseennas 108
23, PAtterN DLOCK ..ooviiiiiiiieiiciieece ettt sttt b et b ettt e s e ae e e nneeneenneenees 108
23.1 Pattern DIOCK SYNTAX .....icviiiieiiiiieeiicieeiieete ettt ettt ettt sbeste b e eseebeessebeesseseeseesseessesseeneas 108
23.2 Pattern iNTtaliZATION .....eoueeiiieieiieeee ettt 109
23.3 Pattern EXAMPIES ..cueeuereiriietiitertitetet ettt sttt 109
24.  Procedures and MacroDefs DIOCKS. ........ccuieiirieiiiiieie ettt 109
24.1 Procedures DIOCK .......ccuiiiiiiiiiiieicieeese ettt ettt e ere e sneenees 110
24.2 ProCedures €XAMPIC ......cueervieeiiiieiiiitieieeie ettt ettt eeteebesta e b e esaebeessebeesseseesseeaeeraesaeeneas 111
24.3 MaCTODELS DLOCK. ... .coiiiieiieieiee ettt ettt e 111
24,4 SCAN TESTIME ....evevetieterie ettt sttt ettt et ettt et b ettt s b ettt b e et ettt ettt ebe e bt b ebe b e 111
24.5 Procedure and Macro Data SUDSHITULION..........cccviiieriiiieiecieie et 112
Documents

Copyright © 1999 IEEE. All rights reserved. Documpgnt Sharing Hub

Authorized licensed use limited to: Tsinghua University. Downloaded on February 24,2026 at 15:54:23 UTC from IEEE Xplore. Restrictions apply.

Full document details: IEEE 1450-1999


http://www.avadocuments.com/doc/ieee-1450-1999
http://www.avadocuments.com/doc/ieee-1450-1999

Annex A (Informative) GLOSSATY .....cc.eiiiiiieiiitieie ettt sttt e e st et e eneeste e e neeeneesneeneas 116

Annex B (informative) STIL data MOdel.........cccueiiuiiiiiiiieiiieiiecieeeeee ettt e 117

Annex C (informative) GNU GZIP referencCe .........cocuiiiiiiiiieiieiiieteeie ettt eae e 122

Annex D (informative) Binary STIL data format...........coocoeoiriiiiiioe e 123

Annex E (informative) LS245 design deSCriPtion ..........ccieierieiieiierieieere e 127

Annex F (informative) STIL FAQs and language design deciSions.........ccceeeeruirienirienieeieniieesieeee e 129
Documents

viii Copyright ® 1999 IEEE. All righta 19Sr/@E Nt Sharing Hub

Authorized licensed use limited to: Tsinghua University. Downloaded on February 24,2026 at 15:54:23 UTC from IEEE Xplore. Restrictions apply.

Full document details: IEEE 1450-1999


http://www.avadocuments.com/doc/ieee-1450-1999
http://www.avadocuments.com/doc/ieee-1450-1999

IEEE Standard Test Interface
Language (STIL) for Digital Test
Vector Data

1. Overview

Standard Test Interface Language (STIL) is a standard language that provides an interface between digital
test generation tools and test equipment. STIL may be directly generated as an output language of a test gen-
eration tool, or it may be used as an intermediate format for subsequent processing. Figure 1 shows STIL
usage in a “pipe” format. This is meant solely as a visual analogy to emphasize the high-volume/high-
throughput requirements. It is not meant to represent physical structures or implementation requirements.

STIL is a representation of information needed to define digital test operations in manufacturing tests. STIL
is not intended to define how the tester implements that information. While the purpose of STIL is to pass
test data into the test environment, the overall STIL language is inherently more flexible than any particular
tester. Constructs may be used in a STIL file that exceed the capability of a particular tester. In some circum-
stances, a translator for a particular type of test equipment may be capable of restructuring the data to sup-
port that capability on the tester; in other circumstances, separate tools may operate on that data to provide
that restructuring. In all circumstances, it is desirable to provide the capability to check the data against the
constraints of a tester. This capability is referred to as Tester Rules Checking and is the domain of tools that
operate on STIL data. As such, Tester Rules Checking operations are outside the scope of this standard.

Figure 2 shows how STIL fits into the data flow between computer-aided engineering (CAE)/simulation and
the test environment. In this figure, STIL is shown as both the input and output of “STIL Manipulation
Tools.” STIL represents patterns as a series of cyclized waveforms that are executed sequentially. The wave-
form representation can be as simple as a “print-on-change” set of events, or a complex set of parameterized
events. Hence, tools may be required to manipulate the data according to the requirements of a particular
class of device, simulation, or tester. The output of that manipulation is still represented in STIL.

Another issue presented in Figure 2 is the need for data from the tester to be transmitted back to the
CAE/simulation environment for the purpose of correlating simulation data to tester data. Although this is
recognized as an important aspect of testing digital devices, it does not represent the data volume that the
patterns themselves do, and is not specifically supported in this version of the standard.
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1.1 Scope
This standard defines a test description language that:

a)  Facilitates the transfer of large volumes of digital test vector data from CAE environments to auto-
mated test equipment (ATE) environments;

b)  Specifies pattern, format, and timing information sufficient to define the application of digital test
vectors to a device under test (DUT);

¢) Supports the volume of test vector data generated from structured tests such as scan/automatic test
pattern generation (ATPG), integral test techniques such as built-in self test (BIST), and functional
test specifications for IC designs and their assemblies, in a format optimized for application in ATE
environments.

In setting the scope for any standard, some issues are defined to not be pertinent to the initial project. The
following is a partial list of issues that were dropped from the scope of this initial project:

— Levels: A key aspect of a digital test program is the ability to establish voltage and current parame-
ters (levels) for signals under test. Level handling is not explicitly defined in the current standard, as
this information is both compact (not presenting a transportation issue) and commonly established
independently of digital test data, requiring different support mechanisms outside the current scope
of this standard. Termination values may affect levels.

— Diagnostic/fault-tracing information: The goal of this standard is to optimally present data that needs
to be moved onto ATE. While diagnostic data, fault identification data, and macro/design element
correspondence data can fall into this category (and is often fairly large), this standard is also
focused on integrated circuit and assemblies test, and most debug/failure analysis occurs separately
from the ATE for these structures. Note that return of failure information (for off-ATE analysis) is
also not part of the standard as currently defined.

— Datalogging mechanisms, formatting, and control usually are not defined as part of this current
standard.

— Parametric tests are not defined as an integral part of this standard, except for optional pattern labels
that identify potential locations for parametric tests, such as Ipp tests or alternating current (AC)
timing tests.

— Program flow: Test sequencing and ordering are not defined as part of the current standard except as
necessary to define collections of digital patterns meant to execute as a unit.

— Binning constructs are not part of the current standard.

— Analog or mixed-signal test: While this is an area of concern for many participants, at this point
transfer of analog test data does not contribute to the same transportation issue seen with digital data.

— Algorithmic pattern constructs (such as sequences commonly used for memory test) are not currently
defined as part of the standard.

— Parallel test/multisite test constructs are not an integral part of the current environment.
— User input and user control/options are not part of the current standard.

— Characterization tools, such as shmoo plots, are not defined as part of the current standard.

Documents

_ _ Documgnt Sharing Hub
Copyright © 1999 IEEE. All rights reserved.
Authorized licensed use limited to: Tsinghua University. Downloaded on February 24,2026 at 15:54:23 UTC from IEEE Xplore. Restrictions apply.

Full document details: IEEE 1450-1999


http://www.avadocuments.com/doc/ieee-1450-1999
http://www.avadocuments.com/doc/ieee-1450-1999

IEEE
Std 1450-1999 IEEE STANDARD TEST INTERFACE LANGUAGE (STIL)

1.2 Purpose

This standard addresses a need in the integrated circuit (IC)l test industry to define a standard mechanism for
transferring the large volumes of digital test data from the generation environment through to test. The
environment today contains unique output formats of existing CAE tools, individual test environments of IC
manufacturers, and proprietary IC ATE input interfaces. As each of these three arenas solves individual prob-
lems, together they have created a morass of interfaces, translators, and software environments that provide
no opportunity to leverage common goals and result in much wasted efforts re-engineering solutions. As
device density increases, the magnitude of test data threatens to shift the test bottleneck from the generation
process to the processes necessary solely to maintain and transport this data. These two factors threaten to
eliminate any productive work performed in this area unless a viable standard is defined.

With a common standard for CAE and IC ATE environments, the generation, movement, and processing of
this test data is greatly facilitated. This standard also allows for immediate access to test equipment support-
ing this standard, which benefits both ATE and IC vendors reviewing this equipment.

This standard also serves as a catalyst for the development of a set of standard third party interface tools to
both test and design aspects of IC device generation.

2. References

This standard shall be used in conjunction with the following standards. If the following publications are
superseded by an approved revision, the revision shall apply.

IEEE Std 100-1996, The IEEE Standard Dictionary of Electrical and Electronics Terms, Sixth Edition.?

IEEE Std 260.1-1993, American National Standard Letter Symbols for Units of Measurement (SI Units,
Customary Inch-Pound Units, and Certain Other Units).

ISO 2955:1983, Information processing—Representation of SI and other units in systems with limited char-
3
acter sets.

ISO/TEC 9899:1990, Programming languages—C.4

3. Definitions, acronyms, and abbreviations

3.1 Definitions

For the purposes of this standard, the following terms and definitions apply. Additional terminology specific
to this standard is found in Annex A. IEEE Std 100-1996, The IEEE Standard Dictionary of Electrical and
Electronics Terms, Sixth Edition, should be referenced for terms not defined in this document.

IThe use of this term in this standard is meant only as a point of reference and not to indicate an explicit limitation or restriction of
focus.

2IEEE publications are available from the Institute of Electrical and Electronics Engineers, 445 Hoes Lane, P.O. Box 1331, Piscataway,
NJ 08855-1331, USA (http://www.standards.ieee.org/).

31S0 publications are available from the ISO Central Secretariat, Case Postale 56, 1 rue de Varembé, CH-1211, Genéve 20, Switzer-
land/Suisse (http:/www.iso.ch/). ISO publications are also available in the United States from the Sales Department, American
National Standards Institute, 11 West 42nd Street, 13th Floor, New York, NY 10036, USA (http://www.ansi.org/).

4IEC publications are available from the Sales Department of the International Electrotechnical Commission, Case Postale 131, 3, rue
de Varembé, CH-1211, Geneve 20, Switzerland/Suisse (http://www.iec.ch/). IEC publications are also available in the United States
from the Sales Department, American National Standards Institute, 11 West 42nd Street, 13th Floor, New York, NY 10036, USA.
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3.1.1 automatic test pattern generator (ATPG): Any tool that generates test information for a device
based on structural analysis of the device.

3.1.2 breakpoint: A position within a pattern set where the pattern may be segmented into multiple indepen-
dent bursts while still achieving predictable behavior of the device.

3.1.3 built-in self-test (BIST): A test paradigm that incorporates circuitry in the device for executing and
resolving test information about the device.

3.1.4 burst: Tester execution of a pattern or set of patterns. Generally controlled by “start” and “stop” defini-
tions.

3.1.5 computer-aided engineering (CAE): A computer-based set of tools to assist in the design and devel-
opment of integrated circuits.

3.1.6 cyclize: To drive a tester, data must be provided in uniform, consistent, repeatable collections. These
collections are termed “cycles” or “tester cycles.” The process of constructing these collections, generally
from simulation environments, is called “cyclizing.”

3.1.7 device: A reference to an integrated circuit or other design structure.
3.1.8 device under test (DUT): The device to be placed in a test fixture and tested.

3.1.9 float-state: A logic value that indicates the lack of an active drive condition, generally used in an envi-
ronment with multiple drivers connected to a single signal, and commonly referenced in digital simulation as
a “Z” state.

3.1.10 functional vector: A pattern generated to exercise a device’s functional behavior. Generally defined
to run the device at system speeds to verify system behavior of a design. Contrast with: structural vectors.

3.1.11 Ippq: Current measurement taken at the ground rail during quiescent operation.

3.1.12 incremental vector: A representation of test vectors containing only the changing signals and new
signal values in each vector. Parallel vectors can be generated from incremental vectors by maintaining test-
specified state information for signals that did not change.

3.1.13 metatype: A collection of defined linguistic entities that share some common features. Note: In this
standard, all defined metatypes represent collections of entities which may be used interchangeably in the
language.

3.1.14 newline: The character or characters necessary to generate the start of the next line of ASCII text.
May also be known as a carriage-return (CR), linefeed (LF), or a CR-LF combination.

3.1.15 parallel vector: A representation specifying a set of waveforms across all primary signals, to be
applied to those signals in a parallel fashion (i.e., simultaneously).

3.1.16 parametric test: A test that is performed to verify device behavior such as output drive current, input
leakage current, or output voltage.

3.1.17 pattern: One or more vectors comprising a functionality test for a specific portion of a device under
test (DUT).

3.1.18 primary signal: A signal at the interface between the physical device and the physical tester. Any and
all information meant for test is defined on these signals; test translators need process these signals only.
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3.1.19 pseudo signal: A signal other than that at the interface between the device and the tester. This
includes internal signals, derived signals, and any other signals that may be required by tools other than test
translators to generate tests or test constructs.

3.1.20 scan input signal: A primary signal which may be used to serially precondition the scan register
latches of the DUT.

3.1.21 scan output signal: A primary signal which may be used to serially observe the contents of the scan
register latches of the DUT.

3.1.22 scan test methodology: A test methodology that utilizes shift register latches to precondition and
observe modeled faults within the DUT. Scan tests typically consist of a serial preconditioning (load via scan
inputs), parallel vectors to clock/transition the DUT, and then a serial observation (unload via the scan
outputs).

3.1.23 scan vectors: A representation of test information containing lists of states that are to be shifted into
or out of the scan pins on the device. Note: Scan vectors imply the use of scan test methodology in the design
of the device under test.

3.1.24 signal: A point in the design from which a stimulus may be directly applied or a response directly
measured.

3.1.25 standard test interface language (STIL): A syntax for the description of device stimulus and
expected response used for stimulus development, as well as input to automated test equipment (ATE).

3.1.26 structural vectors: A pattern generated to exercise a device’s structural elements (e.g., scan-based
ATPG test generation). Contrast with: functional vectors.

3.1.27 termination: A constant impedance and digital logic state that a signal is held at during some or all of
a test.

3.1.28 tester cycle: See: vector.

3.1.29 TO (pronounced “tee-zero”): A reference to a MASTER clock that synchronizes all events
across all signals to a common starting point. Initiates the start of each test vector.

3.1.30 valid compare: A condition on output response when the precise state of the response is not impor-
tant to the test, but the fact that the output is a valid state value is pertinent.

3.1.31 valid input: A condition on input stimulus when the state of that stimulus will not affect the current
test. In the simulator perspective, this condition is often identified as an unknown, or X, state.

3.1.32 vector: Every signal’s stimuli/response to be applied/observed in the smallest integral “step” of a
device test. Contains a collection of waveforms to be applied to the primary signals. See: TO0.

3.1.33 waveform: A stream of defined events containing both state and timing information.

3.1.34 waveshape: A stream of defined states or transitions with no associated timing.
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3.2 Acronyms and abbreviations

ATE
ATPG
BIST
BNF
CAE
DFT
DAT
DMA
DUT
FSM
IC
/o
LSB
MSB
TAP
TCK
TDI
TDO
T™S

automated test equipment
automatic test pattern generator
built-in self-test
Backus-Naur form
computer-aided engineering
design for test

direct access test

direct memory access
device under test

finite stste machine
integrated circuit
input/output

least significant bit

most significant bit

test access port

test clock

test data in

test data out

test mode select

4. Structure of this standard

IEEE
Std 1450-1999

This standard is partitioned into several clauses to assist those who are just discovering the language to learn
the constructs and capabilities of STIL, and to facilitate those experienced with the language to find the par-
ticular element they need.

Clause 5 is structured as an informative tutorial to the language, and serves to introduce STIL concepts,
starting with the basics and expanding into special purpose or more elaborate constructs. This clause elabo-
rates on what is happening (and why); however, it is not intended to be a complete presentation on each con-
struct, nor is it a normative part of the specification.

Following the tutorial are the language definition clauses. These clauses present the entire language, with all
requirements and capabilities delineated completely.

The following conventions are used in this standard.

Different fonts are used as follows:

a)
b)

SMALL CAP TEXT is used to indicate user data;
courier text isused to indicate code examples.

In the syntax definitions:

a)
b)
©)
d)
e)
f)
g)

SMALL CAP TEXT is used to indicate user data;

bold text is used to indicate keywords;

italic text is used to reference metatypes;

() indicates optional syntax which may be used 0 or 1 time;

()+ indicates syntax which may be used 1 or more times;

()* indicates optional syntax which may be used 0 or more times;
<> indicates multiple choice arguments or syntax.
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In the syntax explanations, the verb “shall” is used to indicate mandatory requirements. The meaning of a
mandatory requirement varies for different readers of the standard:

— To developers of tools that process STIL (“readers”), “shall” denotes a requirement that the standard
imposes. The resulting implementation is required to enforce this requirement and issue an error if
the requirement is not met by the input.

— To developers of STIL files (“writers”), “shall” denotes mandatory characteristics of the language.
The resulting output must conform to these characteristics.

— To the users of STIL, “shall” denotes mandatory characteristics of the language. Users may depend
on these characteristics for interpretation of the STIL source.

The language definition clauses contain statements that use the phrase “it is an error,” and “it may be ambig-
uous.” These phrases indicate improperly-defined STIL information. The interpretation of these phrases will
differ for the different readers of this standard in the same way that “shall” differs , as identified in the
dashed list above (Clause 4).

Waveforms represented in the diagrams use symbols defined in Table 9 through Table 12. Use the informa-
tion in these tables to help understand waveform diagrams.

5. STIL orientation and capabilities tutorial (informative)

This clause presents an overview of STIL through a layered tutorial that explains the language constructs.
This clause is informative and is not a part of IEEE Std 1450-1999, Standard Test Interface Language (STIL)
for Digital Test Vector Data.

5.1 Hello Tester

Figure 3 represents a complete STIL program to exercise a subset of behavior for an octal bus transceiver
design, modeled after a TTL LS245. Details of this design are found in Annex E. This example defines the
LS245 as “unidirectional.” To simplify this example, the “A” bus signals are defined as inputs, and the “B”
bus signals are defined as outputs. Figure 3 is annotated and explanations (notes) for each of the marked sec-
tions follow the figure.

NOTE—Figure notes follow all of the annotated figures in this standard.
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@STIL 1.0;
. The numbers in the circles (e.g., @) correspond
Signals { to the figure notes that follow.

<:> DIR In;
OE  1In;
A0 In; Al In; A2 In; A3 In;
A4 In; A5 In; A6 In; A7 In;
BO Out; Bl Out; B2 Out; B3 Out;

B4 Out; B5 Out; B6 Out; B7 Out;

}

SignalGroups
@ ABUS='A7 + A6 + A5 + A4 + A3 + A2 + Al + AQ’;
BBUS='B7 + B6 + B5 + B4 + B3 + B2 + B1 + BO’;
ALL ='DIR + OE_ + ABUS + BBUS’;

}

<:>Timing “*hello tester timing”
WaveformTable one

Period ’'500ns’;
Waveforms {
<:>DIR { o1 { ’'ons’ ForceDown/ForceUp; }}
OE { 01 { ’'ons’ ForceUp; ’'200ns’ ForceDown/ForceUp;
"300ns’ ForceUp; }}
aBUS { 01 { '10ns’ ForceDown/ForceUp; }}
BBUS { HLZ { ’'Ons’ ForceOff;’'0Ons’ CompareUnknown;
"260ns’ CompareHighWindow/CompareLowWindow/CompareOffWindow;
'280ns’ CompareUnknown; }}

} // end WaveformTable one <:>
} // end Timing “hello tester timing”

PatternBurst “‘hello tester burst” {
PatList { “hello tester pattern”; {
} // end PatternBurst "hello tester burst"

PatternExec {
Timing “hello tester timing”;
PatternBurst “hello tester burst”;
} //end PatternExec

Pattern “hello tester pattern” {
one;

ALL=0000000000LLLLLLLL; }
ALL=0010000000HLLLLLLL; }
ALL=0001000000LHLLLLLL; }
ALL=0000100000LLHLLLLL; }
ALL=0000010000LLLHLLLL; }
ALL=0000001000LLLLHLLL; }
ALL=0000000100LLLLLHLL; }
ALL=0000000010LLLLLLHL; }
ALL=0000000001LLLLLLLH; }
} //end Pattern "hello tester pattern"

S <<<<S <9< <=

Figure 3—Hello Tester
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Notes for Figure 3.

NOTE 1—The very first statement in a STIL file is the STIL statement. This statement defines the version of the STIL
language following this statement.

NOTE 2—The Signals block defines a name for each signal used in the test vectors and identifies the signal type, such as
In, Out, InOut, Supply, or Pseudo. Remember that in this example the bidirectional busses of the LS245 design are
defined as unidirectional and, therefore, only In and Out are used here.

NOTE 3—The SignalGroups block defines an ordered set of signals to be referenced in subsequent operations. In this
example, three groups are defined: a collection of all bits of the “A” bus, called ABUS; a collection of all bits of the “B”
bus, called BBUS; and a collection of all signals in the design called ALL. ALL has been defined using the two previous
group definitions. The operators “+” and “-” are used to define these ordered groups in objects called “pin expressions.”

NOTE 4—The Timing block defines sets of “WaveformTables.” Each WaveformTable defines the waveforms to be
applied to each signal used in a vector. After the Timing keyword is the quoted string “Hello Tester Timing.” This quoted
string becomes the name of this Timing block. By enclosing the name with double-quotes, characters such as spaces can
be made to be part of the name.

NOTE 5—The first statement in a WaveformTable is the period of the test vector to be applied to all signals. All signals
defined in a single WaveformTable must have the same period. In this example, the tester period is 500 ns long.

Each signal may have several different waveforms defined in a single WaveformTable. Each waveform defined for a sig-
nal will be referenced with a single character, called a WaveformChar, or “WFC.” Within each WaveformTable, each sig-
nal’s WaveformChars must be unique across all waveforms defined for the signal. However, different signals may define
the same WaveformChar for different waveforms.

A waveform needs some explanation. In STIL, a waveform is a series of “time” and “event” pairs. Each pair is defined
with a single STIL statement; these statements are also referred to as “timed events.” The “event” may be a special single
character defined to have a particular operation, or it may be a longer identifier as used in this example. This example
used the events “ForceDown,” “ForceUp,” “ForceOff,” “CompareUnknown,” “CompareHighWindow,” “CompareLow-
Window,” and “CompareOffWindow.” “ForceDown” and “ForceUp” are input or drive events; “ForceDown” forces a
logic low on an input, and “ForceUp” forces a logic high. “ForceOff” forces a logic float-state, or turns off any input
drivers. “CompareHighWindow,” “CompareLowWindow,” “CompareOffWindow,” and “CompareUnknown” are output,
or expect, events. “CompareHighWindow” expects a logic high, “CompareLowWindow” expects a logic low, and “Com-
pareOff Window” expects a logic float-state value. To close a window strobe, the event “CompareUnknown” is used.

There are four distinct types of signals in this design. Each has its own waveform to represent the input or output infor-
mation required to test this design.

NOTE 6—The first waveform definition is for the signal DIR. This signal controls the “direction” of the bused signals,
which is fixed in this test. Even though it is fixed, information is defined for signal DIR to allow this signal to be driven
high or driven low at the start of each test cycle. Figure 4 shows graphically the two waveforms defined for this signal
and the STIL syntax.

Because both waveforms have the same timing, they can be merged into a single STIL statement. This shorthand syntax
allows multiple WaveformChars to be defined to the same event in the waveform, with states for each WaveformChar to
apply at that time. The relationship of WaveformChar to event characters is direct: the first WaveformChar (in the exam-
ple above, “0”) maps to the first waveform event (“ForceDown”), the second (“1”) maps to the second event
(“ForceUp”), and so on for each WaveformChar present. Note that a slash must be present to separate the event refer-
ences when more than one is present.

The signal OE_ has additional events defined to create a pulsed behavior. The merging process for this signal is not as
intuitive as DIR, as the process here requires defining events that do not cause a change of state on the signal. The only
reason to define these events is to support a single waveform definition for this signal.

The ABUS signals are defined similarly to DIR, except that they are offset 10 ns into the vector boundary. Note the use
of a Group here to reference a collection of signals to be defined.

The BBUS signals are defined as outputs; at entry to the cycle, any test drivers are explicitly turned off with the
“ForceOff” event. The WaveformChar characters H, L and Z are mapped to the expected states “CompareHighWindow,”
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“CompareLowWindow,” and “CompareOffWindow,” respectively. The strobe window is opened at 260 ns. At 280 ns, the
strobe is closed with an “CompareUnknown” event.

NOTE 7—STIL supports two styles of comments: “block comments,” which are delimited by a “/*” and “*/”, and “com-
ments to the newline,” which are delimited by a “//” and terminated with a newline. The comments annotating the clos-
ing braces in this example use the style of comments to the newline.

NOTE 8—The PatternBurst block defines a collection of pattern names to be executed sequentially. (In this example,
there is only one pattern defined.) All patterns defined in a single PatternBurst are executed under a similar context, the
context being defined by the subsequent PatternExec statement. The references to pattern names in this block are one of
the few forward references allowed in STIL; patterns are not defined until the end of the STIL data.

NOTE 9—The PatternExec block defines how PatternBurst and Timing information is assembled to create the set of
tests to execute. The references in this block to Timing and PatternBurst names must have been defined before this block.

NOTE 10—Finally, the pattern data is defined. Pattern data constitutes the bulk of data in the STIL data set, and is gen-
erally processed one-vector-at-a time. In order to support processing this data as it is read, it is necessary to define pat-
tern data as the last data in a STIL test environment.

In this example, the first statement in the Pattern block is a reference to a WaveformTable; the following vectors (until
another ‘W’ statement) will use the timing defined in the WaveformTable named “one.”

Note that while this pattern contains references to WaveformChars, and to names of WaveformTables, it does not contain
any direct references to the Timing block. This resolution is provided by the PatternExec statement. The PatternExec can
define references to different Timing blocks; as long as the WaveformChars and WaveformTable names are defined in the
referenced timing set, they can be applied to these same patterns.

Each V statement defines one test vector. In this example, each Vector defines the state to be applied to each signal using
the group reference ALL. The declaration order of signals in the group ALL is critical, as the mapping of Waveform-
Chars to signals in the group is performed linearly.

Waveforms to be defined for signal DIR:
TO 500ns TO

STIL syntax to generate these waveforms:

{ o { 'Oons’ ForceDown; }}
ForceDown at start of vector (at T0)

| T o: { 1 { 'Oons’ ForceUp; }}

ForceUp at start of vector (at T0)

These two STIL statements can be merged

into the single statement: DIR { 01 { ’'Ons’ ForceDown/ForceUp; }}

Figure 4—Waveforms associated with signal DIR
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Waveforms to be defined for signal OE :

TO 500ns TO
i | STIL syntax to generate these waveforms:

_I { \ OE_{ 0 { 'Ons’ ForceUp; ’200ns’

ForceDown; ’'300ns’ ForceUp; }}
* ForceUp at 300 ns after TO
ForceDown at 200 ns after T0
ForceUp at start of vector

| |
—| ? 4 |\ OE_{ 1 { 'Ons’ ForceUp; ’'200ns’
(ForceUp at 300 ns) ForceUp; ’300ns’ ForceUp; }}

4 (ForceUp at 200 ns)
ForceUp at start of vector

The value of the repeated events in the OE_ { 01 {’Ons’ ForceUp;
second waveform only becomes apparent '200ns’ ForceDown/ForceUp;
after the merging of these two statements: '300ns’ ForceUp;} )}

Figure 5—Waveforms associated with the signal OE_

5.1.1 STIL grammatical constructs

STIL has two basic grammatical constructs for statements in the language. The first is a “simple statement,”
featuring a keyword, zero or more other tokens, and terminated by a semicolon. The second is a “block state-
ment,” which again starts with a keyword, may again be followed by zero or more tokens, and then has an
open-brace. After the open-brace, additional STIL language statements may occur. This statement is termi-
nated by a closing brace. These two statement formats are shown in Figure 6.

Simple statement:
Keyword (OPTIONAL TOKENS)*;

Block statement:
Keyword (OPTIONAL TOKENS)* { (OPTIONAL MORE STATEMENTS)* }

Figure 6—STIL statement structure

Figure 6 is intended to represent a simplification of the STIL syntax. Some statements, such as the assign-
ment statements in Figure 3 (ALL=0000000000LLLLLLLL), also require the “=" sign to be present.

STIL is a case-sensitive language. All STIL keywords start with an uppercase letter, and some may have
additional uppercase letters inside.

5.1.2 Complexity and language subsets

The previous example of STIL data has been reduced to present the basic language constructs only. As this
tutorial progresses through additional examples, different aspects of the STIL language will be presented.

There are many ways in which digital test information may be developed or provided. Some types of tests
may be more concerned about testing device specifications. Such tests may not care about how the device
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implements those specifications, only that the specifications are satisfied. Other types of tests may be con-
cerned with device operation, such as functional tests, and still others may only be testing the device from a
structural perspective (i.e., the elements present in the device and their interconnections) and not even have a
concept of how the device is meant to be used. STIL supports all of these perspectives.

Another issue with passing information into the test environment is the definition of the test environment
itself. Test equipment is varied in performance, capability, and capacity. If the goal of STIL is to provide
information to be used in the test environment, how does the language ensure that this can happen? This is a
major issue in the test industry, and a standard language is not going to address the problem. It was deemed
critical that STIL attempt to represent tester capability relevant to digital IC and assembly test, in order to
provide a mechanism to move information onto “capable” test environments, and not to constrain the lan-
guage to the lowest common denominator of test capability.

Intentionally, STIL does not cause or enforce constraints on what can be represented. For example, you
could legally specify a waveform with eight events. Tools reading STIL, such as a tester vendor's pattern
compiler, will enforce the target tester constraints, or possibly translate the request into something that the
tester can support (e.g., two four-event waveforms multiplexed together).

These issues, and several others that will be presented as STIL is discussed in this standard, lead to the inev-
itable conclusion that STIL, in some aspects, is rather complex. The important perspective that should be
maintained is that not all of the complexity of STIL may be needed to represent device test information.Use
only those constructs that are appropriate to the needs.

While this tutorial presents STIL in a “phased” aspect, from “simple” or mandatory information to more

“advanced” constructs, it is important to remember that there are no actual classifications in the language.
This presentation is structured in this fashion solely to facilitate presentation of the concepts.

5.2 Basic LS245

The previous example demonstrated a subset of the L.S245 behavior. In this example, we present a complete
STIL test for this device.
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STIL 1.0; The numbers in the circles (e.g., @) correspond
to the figure notes that follow.
Signals {
DIR In;

OE_ In;

AOQ0 InOut; Al InOut; A2 InOut; A3 InOut;<:>
A4 InOut; A5 InOut; A6 InOut; A7 InOut;

BO InOut; Bl InOut; B2 InOut; B3 InOut;

B4 InOut; B5 InOut; B6 InOut; B7 InOut;

}

SignalGroups

ABUS = 'A7 + A6 + A5 + A4 + A3 + A2 + Al + AQ0';
BBUS = '"B7 + B6 + B5 + B4 + B3 + B2 + B1 + BO';
ALL = 'DIR + OE_ + ABUS + BBUS’;

}

SignalGroups more

Base Hex 01; }<:>

ABUS I = 'ABUS’ {

BBUS I = 'BBUS’ { Base Hex 01; }
ABUS O = 'ABUS’ { Base Hex LHZX; }
BBUS O = 'BBUS’ { Base Hex LHZX; }

}

Timing basic {
WaveformTable one
Period ’'500ns’;
Waveforms
DIR { 01 { ’'Ons’ ForceDown/ForceUp; }}
OE  { 01 { ’Ons’ ForceUp; ’'200ns’ ForceDown/ForceUp;
"300ns’ ForceUp; }}
ABUS { 01 { ’10ns’ ForceDown/ForceUp; |}
LHZX{ '0ns’ ForceOff;’0Ons’ CompareUnknown; ’'260ns’
CompareLowWindow/CompareHighWindow/CompareOf fWindow/CompareUnknown ;
'280ns’ CompareUnknown; }}
BBUS { 01 { ’10ns’ ForceDown/ForceUp; }
LHZX{ '0ns’ ForceOff;’0Ons’ CompareUnknown; ’'260ns’
CompareLowWindow/CompareHighWindow/CompareOf fWindow/CompareUnknown ;
'280ns’ CompareUnknown; }}
} // end Waveforms
} // end WaveformTable one
} // end Timing basic

Figure 7—Basic LS245
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PatternBurst basic burst {
SignalGroups more; <:>
PatList { basic; }
} //end PatternBurst basic
PatternExec
Timing basic;
PatternBurst basic burst;
} //end PatternExec

Pattern basic
W one;

// No default states defined;

// the first vector must specify states on all signals.
V { ALL=00ZZZZZZZZXXXXXXXX; }

<

ABUS I=00;BBUS_0=0000;
ABUS I=80;BBUS_0=4000;
ABUS I=40;BBUS_0=1000;
ABUS I=20;BBUS_0=0400;
ABUS I=10;BBUS_0=0100;
ABUS I=08;BBUS_0=0040;
ABUS I=04;BBUS_0=0010;
ABUS I=02;BBUS_0=0004;
ABUS I=01;BBUS_0=0001;

L R R e Rt
e e e e e e e e

S <9< <S<<S<

OE =1; BBUS O=FFFF; }

<

<

DIR=1;0E_=0;ABUS O=FFFF;BBUS_O=AAAA; }

ABUS_0=0000;BBUS_I=00;
ABUS 0=0001;BBUS_I=01;
ABUS_0=0004;BBUS_I=02;
ABUS 0=0010;BBUS_I=04;
ABUS_0=0040;BBUS_I=08;
ABUS_0=0100;BBUS_I=10;
ABUS_0=0400;BBUS_I=20;
ABUS 0=1000;BBUS_TI=40;
ABUS_0=4000;BBUS_I=80;

S << <9< <s<

e e e e e e e e

<

OE =1; ABUS O=FFFF; }
} //end Pattern basic

Figure 7—Basic LS245 (continued)
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Notes for Figure 7:

NOTE 1—In this example, the “A” and “B” buses are now defined as bidirectional, or InOut in STIL terminology.

NOTE 2—Another SignalGroup definition has been added to this example. This SignalGroup has a domain name
(“more” without the quotes) after the SignalGroup keyword. In STIL, names may optionally occur before the opening
brace of a block section. Named blocks are referenced differently than unnamed blocks. Unnamed blocks are considered
to contain “global” information; the information defined in that block may be used by any other sections after that block.
Named blocks are “local” information; in order to use that information, that domain name must be explicitly referenced
in a block after that declaration. The referencing mechanism for Timing blocks was already presented; the referencing
mechanism for SignalGroups is discussed below.

NOTE 3—This SignalGroup adds four more group definitions to groups previously defined in the unnamed Signal-
Group. These definitions contain the same signals, in the same order, but add references about a “Base” to each declara-
tion.

The “Base” statement is used to define a default number base to be used for assignment statements referencing this
group name. STIL supports the “WFC” base, which is the default mapping of WaveformChars one-to-one to signals in
the group; the “hex” base, which uses hexadecimal notation for defining WaveformChar mapping; or the “decimal” base,
which uses decimal notation to define WaveformChar references.

To define “hex” or “decimal” mapping, the mapping of WaveformChars to bit values in the hex or decimal number must
be defined. This definition is provided by WaveformChar references after the hex or decimal word. In this example, the
first group defined is ABUS 1. ABUS 1 is defined to use a hex base for signal assignment, and the hex values are defined
to map to the WaveformChars 0 and 1.

The number of bits in the hex value required to specify the WaveformChar for each signal in a group is determined by
the number of the WaveformChar references present in the Base statement. In the definition of ABUS I, two Waveform-
Chars are referenced. This requires one bit of a hex character to define the WaveformChar reference. The bit value to
WaveformChar mapping is performed linearly: the first WaveformChar reference is assigned the bit value 0, the second
WaveformChar reference is defined the value 1, and so on. Note that the values increase from left-to-right in this process;
the left-most WaveformChar is assigned zero, and each subsequent WaveformChar is incremented. This process may be
extended for as many WaveformChar characters desired.

It is critical to remember here that the only thing being defined is a relationship of bit-values inside a hex (or decimal)
value, to WaveformChars.

The number of bits used for a hex or decimal value is always discrete for each signal in a group. If three WaveformChars
are defined in a hex or decimal Base, then two bits are required to define those three states. Unused values of the binary
field (such as the value “3” in a three-WaveformChar definition) cannot be specified.

In the third group definition, the group ABUS_O is defined with four WaveformChar references. The mapping of a hex
value assigned to this group is demonstrated in Figure 8.

NOTE 4—In this Timing block, the signals ABUS and BBUS are given multiple waveform definitions using two wave-
form statements each. Note that a single WaveformChar can only be used once in a WaveformTable per signal. Both
ABUS and BBUS are given WaveformChars: 0 and 1 for input waveforms, and H,L,Z, and X for output waveforms.

Note that while the ordered definition of WaveformChars in the WaveformTable matches the order defined in the “base”
statements contained in SignalGroups “more,” there is no relationship between these two ordered sets. The order of
WaveformChars in WaveformTables is aligned with the events defined in the waveform. The order of WaveformChars in
base statements in a SignalGroup defines a value used to map based-numbers to WaveformChars in vector statements.

NOTE 5—The SignalGroups block named “more” must be explicitly referenced to be used. The SignalGroups statement
here provides for the definitions in this named block to be available to any Patterns referenced here. Also note that the
Timing and Pattern names are the same (both are blocks named “basic”). Even though these names are the same, the
name space for each block type is different and, therefore, they refer to separate, unique blocks.
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NOTE 6—As stated in the comment above the first V{} statement, the first vector in this Pattern must define states for all
signals that will be used in this Pattern because there were no DefaultState values defined for these signals.

This vector uses the group ALL. ALL was defined without a base statement and, therefore, defaults to a one-to-one map-
ping of WaveformChars to signals in the group.

NOTE 7—The next vector is an incremental data vector. In STIL, only the data that changes from one vector to the next
needs to be identified. This vector makes use of the bus definitions in the SignalGroup “more” even though most of the
bits of these busses do not always change. ABUS I is assigned the value 00 in this second vector, which will be inter-
preted as a hex value because of the definition of this group. Hex 00 maps to the bits 00000000. ABUS I was defined
with two WaveformChar references, so each bit of this value is a reference to a WaveformChar value for a signal in this
group. All bits of ABUS are assigned the WaveformChar “0.”

BBUS O is assigned the value 0000, which is again interpreted as a hex value because of the declaration of BBUS O.
This expands to 16 0’s; however, BBUS O was defined with four WaveformChar references, and so every two bits of
this value corresponds to a WaveformChar value for each signal in this bus. Each signal in BBUS O is assigned the
WaveformChar “L” for this statement.

The next eight vectors are essentially the same vectors as in “hello tester,” as the A-bus is being driven and the B-bus is
being sampled. The walking-bit pattern is repeated in this sequence.

NOTE 8—On the 11th vector, the individual signal OE is referenced directly. This signal is assigned the Waveform-
Char “1,” which will hold the output disabled for this test cycle. BBUS is ignored in this vector from the “X” state, as all
signals are assigned the bit-values “11.”

The vector data then continues, testing the opposite direction of data propagation in this device.

Group ABUS O is defined to map the following WaveformChar references:
WEC: L=00 H=01 Z=10 X=11
For example:

Hex Value “B” Bits “1011” Z for the first signal ref (value 10)
—— X for the second signal (value 11)

Figure 8—Mapping of a hex value to the group ABUS_O

5.3 STIL timing expressions/”’Spec” information

This example defines a test for the LS245 design using spec timing information. Spec timing parameters are
defined using STIL constructs, and waveforms and stimulus are created to test device response against those
parameters. This test validates timing against “typical” parameters, which are defined here to be an arbitrary
amount less restrictive than the Max values.
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STIL 1.0;
Signals {
DIR In;
OE_ 1In;
AO0 InOut; Al InOut; A2 InOut; A3 InOut;
A4 InOut; A5 InOut; A6 InOut; A7 InOut;
BO InOut; Bl InOut; B2 InOut; B3 InOut;
B4 InOut; B5 InOut; B6 InOut; B7 InOut;
}
SignalGroups ({
ABUS = 'A7 + A6 + A5 + A4 + A3 + A2 + Al
BBUS = '"B7 + B6 + B5 + B4 + B3 + B2 + Bl
BUSES= ’'ABUS + BBUS’;
ALL = 'DIR + OE_ + BUSES’;
}
SignalGroups more
ABUS I = 'ABUS’ { Base Hex 01; }
BBUS I = 'BBUS’ { Base Hex 01; }
}
Spec tmode_ spec
Category tmode ({ <:>
tplh { Typ "13.00ns’;Max ’12.
tphl { Typ "13.00ns’;Max ’12.
tpzl { Typ "41.00ns’;Max '40
tpzh { Typ "41.00ns’;Max ’40.
tplz { Typ "26.00ns’;Max ’25.
tphz { Typ "26.00ns’;Max ’'25
strobe width = ’'20ns’;
tperiod = '500ns’;
}
}
Selector tmode typ {
tplh Typ;
tphl Typ;
tpzl Typ;
tpzh Typ;
tplz Typ;
tphz Typ;

IEEE STANDARD TEST INTERFACE LANGUAGE (STIL)

The numbers in the circles (e.g., @) correspond
to the figure notes that follow.

+ A0’ ;
+ BO';

00Ons’ ;
00Ons’ ;
.00ns’ ;
00Ons’ ;
00Ons’ ;
.00ns’ ;

e

Figure 9—Spec timing tests LS245
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Timing to specs {

WaveformTable pulsed oe {
Period 'tperiod’;

Waveforms (
DIR { o1 {
OE {01 {

"Oons’ D/U; }}
’Ons’

IEEE
Std 1450-1999

U; OE_MARQ‘.> '200ns’ D/U;

OE CLOSE: ’OE MARK+100ns’ U; }}
BUSES{ 01 { ’1o0ns’ D/U; }
L { 'Ons’ Z;’0Ons’ X; 'OE_MARK+tpzl’ 1%
'@+strobe width’ X;}
H { 'Ons’ Z;’'0Ons’ X; 'OE_MARK+tpzh’ h;
'@+strobe width’ X;}
D { 'Ons’ Z;’'0Ons’ X; 'OE CLOSE+tplz’ t;
'@+strobe width’ X;}
U { 'Ons’ Z;’0Ons’ X; 'OE _CLOSE+tphz’ t;
'@+strobe width’ X;}
X { 'ons’ Z;’0Ons’ X; }}
} // end Waveforms
} // end WaveformTable pulsed oe

WaveformTable const oe
Period ’tperiod’;

Waveforms

DIR { 01 { ’‘ons’ D/U; }} <;9
OE {01 { ’Ons’ D; ’'tperiod-strobe width’ U;}}
BUSES{ 01 { IN MARK: ’'tperiod/10’ D/U; }
L { 'Ons’ Z;’0Ons’ X; 'IN MARK+tphl’ 1;
'@+strobe width’ X;}
H { 'Ons’ Z;’0Ons’ X; 'IN MARK+tplh’ h;
'@+strobe width’ X;}
X { 'ons’ Z;’0Ons’ X; }}
} // end Waveforms
} // end WaveformTable const oe
} // end Timing to_ specs

Figure 9—Spec timing tests LS245 (continued)

Copyright © 1999 IEEE. All rights reserved.

Documents
Docurrl‘lgnt Sharing Hub

Authorized licensed use limited to: Tsinghua University. Downloaded on February 24,2026 at 15:54:23 UTC from IEEE Xplore. Restrictions apply.

Full document details: IEEE 1450-1999


http://www.avadocuments.com/doc/ieee-1450-1999
http://www.avadocuments.com/doc/ieee-1450-1999

IEEE

Std 1450-1999 IEEE STANDARD TEST INTERFACE LANGUAGE (STIL)

PatternBurst spec_check burst (
SignalGroups more;
PatList { spec check; }

} //end PatternBurst spec check burst

PatternExec {
Timing to_specs;
Selector tmode_ typ}
Category tmode;

PatternBurst spec_check burst;
} //end PatternExec

Pattern spec_check {
W pulsed oe;

// the first vector must specify states on all signals.

vV { ALL=00DDDDDDDDXXXXXXXX; }

// first set of tests check delays from OE_ signal

v { ABUS I=00;BBUS=LLLLLLLL; } //check BBUS
v { ABUS_ I=FF;BBUS=HHHHHHHH; } //check BBUS
v { ABUS_ I=00;BBUS=DDDDDDDD; } //check BBUS
v { ABUS_ I=FF;BBUS=UUUUUUUU; } //check BBUS
v { DIR=1; ABUS=XXXXXXXX; BBUS=DDDDDDDD; }
v { BBUS_ I=00;ABUS=LLLLLLLL; } //check ABUS
v { BBUS_I=FF;ABUS=HHHHHHHH; } //check ABUS
v { BBUS_I=00;ABUS=DDDDDDDD; } //check ABUS
v { BBUS_I=FF;ABUS=UUUUUUUU; } //check ABUS
W const_oe;

// second set of tests check data propagation delays

tpzl
tpzh
tplz
tphz

tpzl
tpzh
tplz
tphz

spec
spec
spec
spec

spec
spec
spec
spec

v { BBUS I=00;ABUS=LLLLLLLL; } //check ABUS tphl spec

v { BBUS I=FF;ABUS=HHHHHHHH; } //check ABUS tplh spec

\ { DIR=0; BBUS=XXXXXXXX; ABUS=XXXXXXXX; }

v { ABUS I=00;BBUS=LLLLLLLL; }

v { ABUS I=FF;BBUS=HHHHHHHH; } //check BBUS tplh spec

v { ABUS I=00;BBUS=LLLLLLLL; } //check BBUS tphl spec
} //end Pattern spec_ check

Figure 9—Spec timing tests LS245 (continued)
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Notes for Figure 9:

NOTE 1—The Spec block defines spec variables in STIL. All spec variables are defined under categories in this block.
Categories are used to reference sets of spec variables, and it is the Category block name that is important when refer-
encing variables. The Spec block name is not significant.

NOTE 2—This Category defines seven variables. The first six variables are parameters representing propagation delays
for the A and B bus signals. Each of these delays has two values defined in this example: a Typ (typical) value, and a
Max (maximum) value. A variable may be assigned only one value for each of these fields in a Category, but may be
defined to a different value when using a different Category.

The last parameter defines the tester strobe width value. This parameter has only one value, which is interpreted to be the
typical value for this parameter.

NOTE 3—The Selector block defines which value of a Spec variable to use. The selector may specify one of four
indexes to reference a Spec value: Min, Typ, Max, or Meas. Meas values are determined during test execution and are
not explicitly specified in the Spec information. Note that the selector does not indicate which Category to use to identify
a Spec value. The PatternExec provides that information.

The Timing block for this environment contains two WaveformTable definitions. The first definition defines a pulsed
OE _signal and evaluates the propagation delay when transitioning into and out-of a float-state condition. The second
definition holds the OE _signal low for most of the test cycle to keep the outputs active, and it changes the data with the
outputs enabled to test propagation delays from one bus to the other.

NOTE 4—These Waveform definitions use the single character “event” operation vs. the long “event” operation names.
Event “D” is equivalent to “ForceDown,” and “U” is equivalent to “ForceUp.” Either notation (single-character or full-
name event description) may be used interchangeably.

The waveform defined for signal OE includes two event label definitions: one for OE_ MARK, and the other for
OE_CLOSE. These labels operate in the same fashion as Spec variables except they are scoped only to the current Wave-
formTable. Once defined, they may be referenced in subsequent timing definitions in that WaveformTable to provide a
time reference from one waveform event to another waveform event. Labels defined in Timing waveforms only have one
value, which is the current value of the labeled event given the environment defined for that Timing block.

NOTE 5—The waveform defined for WaveformChar “L” in the “BUSES” group contains two timing expressions. The
first expression, “OE_MARK+tpzl,” uses the OE_ MARK label defined with respect to the OE _ signal in the previous
waveform. This defines a tester window strobe to check for a logic low state ‘tpzl’ nanoseconds after the time of
OE_MARK, which is the time that the OE _ signal went low (active). The second expression, “@-+strobe width,” uses
the special event label @, which is the time of the previous timed event in the waveform; this timed event causes the
window strobe to terminate “strobe width” nanoseconds after the previous event.

NOTE 6—This design defines two different propagation times to float-state: one delay when coming from a logic-low,
and a different delay when coming from a logic-high. Checking the design to this specification requires two separate
waveforms to be declared: one for the transition from the low state, and another for the transition from the high state.
These are associated with the WaveformChars D and U, respectively.

Figure 10 shows graphically the waveforms associated with signals in the WaveformTable pulsed oe, and their associa-
tion to timing specifications in the design.

NOTE 7—There are still two remaining timing specifications to validate. These are the ‘tplh’ and ‘tphl’ parameters. To
validate these two specifications, the OE  signal must be enabled and held constant while the “input” bus is changed.
This is the purpose of the WaveformTable const_oe. In this WaveformTable, the bused signals (in output mode) are vali-
dated relative to the specified time of the input bus events in order to check the propagation delay.

NOTE 8—The PatternExec is responsible for defining the resolution of all timing variables by referencing both a spec
Category name and a Selector name. Note this particular test references all “typical” values for this design; any device
that is slower than this typical timing will fail this test.
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Figure 10—Waveform characteristics of WaveformTable pulsed_oe

5.4 Structural test (scan)

STIL supports structural test (scan-based) in addition to functional-based testing. To illustrate the scan con-
structs available in STIL, the previous LS245 example will hypothetically include scan test structures;
namely, some signals will be identified as scan signals, and both procedures and macros will be provided to
perform the load and unload operations.
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FOR DIGITAL TEST VECTOR DATA

STIL 1.0;

Signals {
DIR In;
OE_ 1In;
A0 InOut;
A4 InOut;
BO InOut;
B4 InOut;

Al
A5
Bl
B5

A2
A6
B2
B6

InOut;
InOut;
InOut;
InOut;

InOut;
InOut;
InOut;
InOut;

}

SignalGroups

IEEE
Std 1450-1999

to the figure notes that follow.

The numbers in the circles (e.g., @) correspond

A3
A7
B3
B7

InOut;
InOut;
InOut;
InOut;

I8

ABUS = A0 + A1 + A2 + A3 + A4 + A5 + A6 + A7';
BBUS = '"BO + Bl + B2 + B3 + B4 + B5 + B6 + B7';
ALL = 'DIR + OE_ + ABUS + BBUS’;
SI1 = 'A0’ { ScanIn 30; }
SI2 = 'Al’ { ScanIn 34; } <:>
so1 = 'BO’ { Scanout 30; }
S02 = 'Bl’ { ScanoOut 34; }
MASTER= 'A6’;
SLAVE = 'A7';
}
Timing {
WaveformTable one
Period ’'500ns’;
Waveforms
DIR { 10 { "ons’ U/D; }}
oE  { 10 { "ons’ U; ’200ns’ U/D; ’'300ns’ U;
ABUS { 10 { "1ons’ U/D; }}
BBUS { 10 { "1ons’ U/D; }}
ABUS {HLZX { ’'Ons’ Z;’'Ons’ X; ’'260ns’ H/L/T/X;’280ns’ X;}}
BBUS {HLZX { ‘Ons’ Z;’Ons’ X; ’'260ns’ H/L/T/X;’280ns’ X;}}
}
} // end WaveformTable one
WaveformTable two {
Period ’100ns’; <:>
Waveforms
ArL {10 { ‘omns’ U/D; }}
ALL { HLZX{ ‘Ons’ Z; ’'50ns’ H/L/T/X; }}
MASTER{ P { ’'Ons’ D; ’10ns’ U; ’40ns’ D; }}
SLAVE { P { ‘Ons’ D; ’'60ns’ U; '90ns’ D; }}
}
} // end WaveformTable two
} // end Timing

Figure 11—LS245 with hypothetical scan

Copyright © 1999 IEEE. All rights reserved.
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PatternBurst “scan burst” { <:>
PatList { “scan”; }
}

PatternExec {
PatternBurst “scan burst”;

}
MacroDefs <:>
“scan” {
W two;
C { MASTER=P; SLAVE=P; SI1=0; SI2=0; SOl=X; S02=X; }
shift { v { SIl=#; SI2=#; SOl=#; SO2=#; } }
W one;
C { MASTER=0; SLAVE=0;}
}
} // end MacroDefs
Procedures { <:>
“scan” {
W two;

V { ALL=0011ZZZZZZXXXXXXXX; } // define all signals
Shift { V { MASTER=P; SLAVE=P; SIl=#;SI2=#;S01=#;S02=#;}}

}

} // end procedures

Pattern “scan”
W one;
V { ALL=00ZZZZZZZZXXXXXXXX; } // define all signals

Macro “scan” {
SIl=00OO0OOOOOOOOOOOOOOOOOOOOOOOOO;<:>
$12=1111111111111111111111111111111111; }

vV { MASTER=1; OE _=1; BO=H; } <:>

Call “scan” {

S01=LLLLLLLLLLLLLLLLLLLLLLLLLLLLLL;
S02=\110 HHHHHHHHHH; }

} //end Pattern “scan”

Figure 11—LS245 with hypothetical scan (continued)
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Notes for Figure 11:

NOTE 1—Here we hypothetically define A0 and A1l as scan inputs, and BO and B1 as scan outputs. The scan chain
lengths are also defined to be 30 and 34 via the Scanln and ScanOut keywords.

NOTE 2—The global Timing block now defines two WaveformTables. The first WaveformTable (one) is used to define
the tester cycles for non-scan activity. These cycles typically strobe outputs (measure) at the end of the cycle. The second
WaveformTable (two) is used to define the tester cycles for scan activity. These cycles typically have a faster period, and
strobe outputs before shifting the results in the scan chain. This table defines pulses (WaveformChar “P”) for the
MASTER and SLAVE clocks to perform the shifting. Default waveforms are specified for ALL signals.

NOTE 3—The example uses only the global SignalGroups, the global Timing, the global MacroDefs, and the global
Procedures blocks. Therefore, the PatternBurst only needs to define the patterns to execute (“scan”), and the PatternExec
only needs to reference the PatternBurst (as Timing is global).

NOTE 4—The MacroDefs block defines a single macro (“scan”). This macro first switches to the scan timings (“two”).
This macro then defines a Condition statement, which defines what the current WaveformChar for a signal is assumed to
be, but doesn’t output a vector. The first vector following this macro will output this change. The Condition statement is
used to start pulsing the MASTER and SLAVE clocks.

Condition statements are useful when setup information is available; however, if this setup is applied as a vector, then the
subsequent data becomes difficult to align. A typical situation in which to use a Condition statement is to enable the scan
clocks preceding a Shift operation, as is done in this macro. Condition statements are also useful at the end of a macro to
set up information for the return. Note that Condition statements would not be useful at the end of procedures, because
procedures return to the state before the procedure call, and any condition information would be discarded.

This macro also defines the “pad state” for the scan pins. The last defined state before a “#” reference is used as the pad
state for scan pins. When SI1 and SI2 need to be pre-padded to normalize all chains to the same length, 0 is used. When
SO1 and SO2 need to be post-padded during scan length normalization, X’s are used.

Scan testing introduces a special Shift block, which contains one or more vectors required to shift one scan event in or
out of scan chains. Vectors within the Shift block use a special WaveformChar (“#”) in signal assignments to indicate
that scan data is to be substituted in the vector for the signal. The values to be substituted are defined in the macro invo-
cation, discussed below.

The macro then switches the WaveformTable reference back to “one.”
Lastly, the macro specifies a Condition statement to turn the MASTER and SLAVE clocks to their off states (“0”).

Note that this block does not have a domain_name. The macro defined in this block is treated as a “global” name; any
Pattern can reference this macro unless the macro name “scan” is defined in another (named) Macro block.

NOTE 5—The Procedures block defines a single procedure called “scan.” Note that the same name may be used for dif-
ferent blocks when the name spaces are unique (pattern, macros, and procedures are all called “scan”).

The procedure must first define all signals and the current WaveformTable, since nothing is assumed from the calling
environment (the environment may be different for each call of the procedure). This is the major difference between pro-
cedures and macros.

The procedure defines a Shift block to apply the scan data. In this procedure, however, the C statement was not used to
condition signals before the first V statement (for the sake of this example). Therefore, the MASTER and SLAVE clocks
are explicitly defined as pulsing (“P”) in the Shift block’s vector. The pad event for scan signals is the last defined Wave-
formChar from the previous vector (“1” for inputs, “X” for outputs).

Remember that upon return from a procedure call, the environment prior to the procedure invocation is reinstated, as dis-
cussed in NOTE 8.

NOTE 6—The Macro statement is used to invoke a macro. It allows data to be defined for substitution within the macro.
Specifically, it defines the scan input data for SI1 and SI2. Since no data was defined for the scan outputs, but the macro
defined the substitute WaveformChar (“#”) for them (SO1 and SO2), then the last defined WaveformChar is used instead.
(The pad states X, as defined in the macro’s first Condition statement.)
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NOTE 7—The WaveformChars in effect after the macro include the last states from the macro. Therefore, the last state
for SII is “0” and for SI2 is “1” (the last states of the load data). The states for SO1 and SO2 will be X, per the macro’s
first Condition statement. The Macro’s second Condition statement defines the MASTER and SLAVE clocks as off
(“0”). However, the vector immediately after the macro defines MASTER as a force up (“1”). Therefore, this vector out-
puts a “1” for MASTER and a “0” for SLAVE. This illustrates how the Condition statement may be used to define
default values, and how the Vector can override it.

NOTE 8—The procedure Call performs the unload operation (only defines the scan out pins). SO2 is an “incomplete”
unload, only performing 10 observations. Note the length is specified before the data, using the \I construct (“1” is a low-
ercase “ell”), followed by the number of bits specified (10). The length of the scan data for a signal must be either explic-
itly defined via “\L,” or it may default to the “ScanIn” or “ScanOut” length if the length information is specified. “\110”
precedes the actual scan data, since only 10 observations are required and the default length is 34. Therefore, the scan is
normalized to the length of SO1 (30). The padding used is defined in the procedure. Upon returning from the Call, the
environment prior to the Call is active; that is, the current WaveformTable is “one,” and MASTER is “P,” SLAVE is “0,”
SI1 is “0,” SI2 is “1,” and SO1 and SO2 are “X.” (Because there is no Vector statement after this Call, however, the
restored state is not important to these test vectors.)

5.5 Advanced scan
This example illustrates advanced scan features, including:

— Scan data that cannot be merged by STIL translators;
— Scan data that may be merged by STIL translators;
— Scan data that has been merged by a STIL creator;
— Scan data with a skewed load;

—  Scan data with a skewed unload.

Scan testing typically consists of a set of “tests.” Each “test” typically consists of:

— Device preconditioning: Scanning states (loading) into the internal latches;
— Device test: Applying stimuli and clocking to inputs, and observing results on outputs;
— Device observation: Scanning states (unloading) from the internal latches.

Merged data refers to combining a previous test’s observation (unload) with the next test’s preconditioning
(load). The primary reason to merge scan tests is to decrease the volume of tester vectors that impacts both
tester usage and test time.

Scan data merging may be performed by a STIL translator or by a STIL writer. Merging data by the STIL
translator allows the translator to safely maximize the utilization of the tester’s resources (merging as many
tests as can fit within hardware limitations). Also, the translator is bound by rules defining when scan data
may be merged. Merging data by a STIL writer may bypass these rules.

A skewed load test refers to applying an extra MASTER clock after loading a scan chain. This will shift the
contents of the SLAVE latches into the next MASTER latches, potentially skewing the contents of individual
shift register latch’s MASTER/SLAVE pairs.

A skewed unload test refers to applying an extra SLAVE clock prior to performing the scan unload. This will
result in observing the contents of the MASTER latches vs. the SLAVE latches during the unload.
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FOR DIGITAL TEST VECTOR DATA Std 1450-1999
STIL 1.0; The numbers in the circles (e.g., @) correspond
Signals { to the figure notes that follow.

reset In; scan mode In;
sys_clk In; MASTER In; SLAVE In; capture In;

scan_inl In; scan_in2 In; scan _outl Out; scan out2 Out;
pil In; pi2 In; pi3 In; pi4 In;

pol Out; po2 Out; po3 Out; po4 Out;

}

SignalGroups {
shift clks = '"MASTER + SLAVE';
capture clks = ’'SLAVE + capture’;
all scan clks= 'MASTER + SLAVE + capture’;
pis = 'pil + pi2 + pi3 + pid’;
pos = 'pol + po2 + po3 + po4d’;
sil = ’scan_inl’ { ScanIn 10; }
si2 = ’scan_in2’ { ScanIn 10; }
sol = ’scan_outl’ { ScanOut 10; }
502 = ’scan_out2’ { ScanOut 10; }
sins = ’‘scan_inl + scan_in2’;
souts = ‘scan_outl + scan out2’;
all="reset+scan mode+sys clk+all scan clks+sins+souts+pis+pos’;

}

Timing one {
WaveformTable wft base { Period ’'1000ns’;
Waveforms {

reset { 10 { 'so0ns’ U/D; } }
scan mode { 10 { ’'500ms’ U/D; } }
sys_clk { 10 { 'ons’ U; 's500ns’ U/D; } }
all scan clks { 10 { ’ons’ U/D; } }
sins { 10 { 'so00ns’ U/D; } }
souts { x0. { 'ons’ X; ’'900ns’ X/H/L; } }
pis { 10 { 'so0ns’ U/D; } }
pos { vL { '900ns’ H/L; } }
}
} // end WaveformTable wft base

WaveformTable scan { Period ’100ns’;
Waveforms

reset { 10 { 's0ns’ U/D; } }
scan_mode { 10{ 'sons’ u/D; } }
sys_clk { 10 { 'ons’ U; ’'50ns’ U/D; } }
MASTER { 10 { 'ons’ U; '1l0ns’ U/D; ’'20mns’ U; } }
SLAVE { 10 { 'ons’ U; '30ns’ U/D; ’40ns’ U; } }
capture { 10 { 'ons’ U; "10ns’ U/D; ’'20ns’ U; } }
sins { 10 { 'sons’ U/D; } }
souts { HLx { 'oOns’ X; ’'25ns’ H/L/X; } }
pis { 10 { 's0ns’ U/D; } }
pos { vL { '90ns’ H/L; } }
}
} // end WaveformTable scan
} // end Timing one

Figure 12—Advanced scan
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Procedures {

unload load { <:>

W scan;
c{ all=100 001 00 XX 0000 XXXX; }
Shift {

V{sil=#; si2=#; sol=#; so2=#;}
}

} // unload load

unload_skewedload { <:>
W scan;
c{ all=100 001 00 XX 0000 XXXX; }
Shift {
V{sil=#; si2=#; sol=#; so2=#;}
}

V{MASTER=0; SLAVE=1; sil=#; si2=#; sol=X; so2=X;}
} // unload skewedload

skewedunload load {<:>
W scan;
v{ all=100 101 00 XX 0000 XXXX; }
Shift {
V{MASTER=0; sil=#; si2=#; sol=#; so2=#;}
}

} // skewedunload load
} // Procedures

Figure 12—Advanced scan (continued)
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FOR DIGITAL TEST VECTOR DATA

PatternBurst scanpats(
PatList ({
reset;
scan_loads;

}

PatternExec {
Timing one;
PatternBurst scanpats;

}

Pattern reset {
W wft base;
// Mode Clks Si So PIs POs
v { all = 010 111 00 XX 0000 XXXX;}
V { reset = 1; }

}

Pattern scan loads ({
W wft base;
v { all = 110 111 00 XX 0000 XXXX;}
Call unload load {
$11=1101110101;
s12=0000111011;

}
v { pis 1010;} // FORCE PIs
V { pos = HLHL;} // MEASURE POs

IEEE
Std 1450-1999

// FIRE CAPTURE CLK (SUBSET OF all scan clks)

V { capture clks = 00; pos = XXXX;}

Call unload load { <:>
SsOol=HLHHHLHLHL;
s02=HHHLLHHLHL;

BreakPoint;

Vv { pis = 0101; }

Call unload load {
$11=1101110101;
$12=0000111011;

}

v { pis 1111;} // FORCE PIs
V { pos = LLLH;} // MEASURE POs
Y

{ capture clks = 00; pos = XXXX;} // FIRE CAPTURE CLK

Figure 12—Advanced scan (continued)

Copyright © 1999 IEEE. All rights reserved.

Documents
DocurElsnt Sharing Hub

Authorized licensed use limited to: Tsinghua University. Downloaded on February 24,2026 at 15:54:23 UTC from IEEE Xplore. Restrictions apply.

Full document details: IEEE 1450-1999


http://www.avadocuments.com/doc/ieee-1450-1999
http://www.avadocuments.com/doc/ieee-1450-1999

IEEE
Std 1450-1999 IEEE STANDARD TEST INTERFACE LANGUAGE (STIL)

Call unload load ({
sol=HLHLLLHLHL;
so2=HLHLHHHLHL;

| ©

BreakPoint;

Call unload load ({

$11=1110010101;
$12=0110110011;

{ pis = 1011;} // FORCE PIs

{ pos = HHLH;} // MEASURE POs

{ capture clks = 00; pos = XXXX;} // FIRE CAPTURE CLK
Call unload load ({

SO1=HLHLHLHLHL;

SO2=HLHHHHHLLL; <:>

}
v
v
v

si1=0010010011;
$12=0100010011;

{ pis = 1001;} // FORCE PIs

{ pos = HLLH;} // MEASURE POs

{ capture clks = 00; pos = XXXX;} // FIRE CAPTURE CLK
Call unload load ({

$01=LLLLHLHLLL;

SO2=HHHHLHHLLL;

BreakPoint;

Call unload_skewedload {
si1=\111 11100101010;
si2=\111 01101100111;

}
v
v
v

{ pis 0011;} // FORCE PIs
{ pos = LLHH;} // MEASURE POs
{ capture clks = 00; pos = XXXX;} // FIRE CAPTURE CLK
Call skewedunload load {
$01=LLHLLLHLLL;
SO2=HLHLLHHLHH; <:>

}
v
v
v

}

} // Pattern scan loads

Figure 12—Advanced scan (continued)
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Notes for Figure 12:

NOTE 1—The unload_load procedure is used to apply non-skewed scan data. It utilizes the WaveformTable named Scan
to execute the scan tester cycles with a 100 ns period, and to strobe the scan output signals prior to shifting. The initial
Condition statement defines the background states for all signals during application of the scan data in the Shift block,
including activating the MASTER and SLAVE clocks, and defining the possible padding states for scan inputs (0) and
scan outputs (X).

NOTE 2—The unload _skewedload procedure is identical to the unload load procedure, except that it contains an extra
Vector after the Shift block. This Vector explicitly specifies a MASTER clock (for clarity), disables the SLAVE clock
(1), and specifies to substitute the final states of the scan data. All other scan data will be applied by the Shift block. A
skewed load implies the need for one extra scan input state. Therefore, standard scan data normalization would pad an
extra “X” state to scan outputs if the scan data is merged.

NOTE 3—The skewedunload load procedure replaces the initializing condition with a Vector which applies an initial
SLAVE clock. This will cause the MASTER latches to be observed during the unload instead of the SLAVE latches.
Also, the Vector in the Shift block now specifies a MASTER clock, since the previous vector had disabled the MASTER
clock.

NOTE 4—The first call to the unload load procedure will precondition the device for a test. The scan outputs will be at
X because no scan output data was specified in the Call, which then uses the pad state to specify data for those signals.

NOTE 5—This is an example of non-mergeable scan data. A Vector exists between the call to unload load for the scan
output data and the call to unload load with the scan input data. This means that the Vector must be performed after the
scan output and before the scan input may occur.

NOTE 6—This is an example of mergeable scan data. The same procedure is called back to back for the scan output data
and the scan input data, with no Vectors in-between, and no overlap of the scan signals from the two Call statements.
This condition ensures that the state of all device signals are the same during the unload and load shift blocks, and the
same pre-shift and post-shift vectors are applied. Therefore, STIL translators may merge the scan data and apply the
inputs while simultaneously observing the previous tests’ results.

NOTE 7—This is an example of pre-merged data, generated by a STIL creator. It explicitly has specified both the scan
input and output data to be applied together.

NOTE 8—This is an example of skewed load. Two things should be noted. First, this load is not mergeable with the pre-
vious unload because different procedures are used. Second, the scan input data has an extra state to be applied. This
requires using the \1 flag on the scan input data to override the default scan data length.

NOTE 9—This is an example of skewed unload.

5.5.1 Scan data merging

A common test time reduction technique, referred to here as Scan Merging, combines scan-unloads with
subsequent scan-loads; the load data preconditions the internal latches, while simultaneously unloading and
observing the previous latch states. To perform merging, the STIL translator needs to normalize all scan out-
puts with subsequent scan inputs to a common length.

STIL translators may perform merging if the following conditions are true:

a)  The state of the device is unchanged between the two Call or Macro statements (e.g., there are no V,
C, or W statements between the unload and the load).

b) The same Procedure or Macro is referenced by the Call or Macro statements.

c¢) No Signal is defined in the two Call or two Macro statements.
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Scan data may be specified already merged. In this case, one or more scan inputs and one or more scan out-
puts would be specified in a Call or Macro block. Merging scan data in STIL, however, may lead to errors at
the tester. If a large Pattern had to be split into multiple tester buffers, then the preconditioning for a buffer
may be dependent on the previous buffer. If the tester powers the DUT down between buffers, or if the buff-
ers are executed out of sequence, then their vectors might fail.

5.6 IEEE Std 1149.1-1990 scan

This example (Figure 13) illustrates IEEE Std 1149. 1-1990° scan features, including applying scan data out-
side of the Shift block.

0 100 200 300 400

Tk ./ AN
TMS X
m =X

TDO -_________/ﬁ _______________

Figure 13—IEEE Std 1149.1-1990 example timings

Notes for Figure 13:

NOTE 1—State changes occur based on TMS signal present at rising edge of TCK.

NOTE 2—Output (TDO) becomes valid after the falling edge of TCK within either the “SHIFT-DR” or “SHIFT-IR”
states, and is valid until the next falling edge.

NOTE 3—TAP controller instructions are 1 byte long and are represented by two hex characters (e.g., 7F=01111111).

SIEEE Std 1149.1-1990, IEEE Standard Test Access Port and Boundary-Scan Architecture, is available from the Institute of Electrical
and Electronics Engineers, 445 Hoes Lane, P.O. Box 1331, Piscataway, NJ 08855-1331, USA (http://www.standards.ieee.org/).
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FOR DIGITAL TEST VECTOR

STIL 1.0;

Signals {
TDO
TCK
TDI
TMS
TRST
SYSCLK
HRESET

}

SignalGroups {

DATA

out;

In;
In;
In;
In;
In;
In;
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The numbers in the circles (e.g., @) correspond
to the figure notes that follow.

all = "TDO + TCK + TDI + TMS + TRST + SYSCLK + HRESET’;

si =

so = 'TDO’{ ScanOut 62;
}
Timing {

WaveformTable base {

Period '400ns’;
Waveforms {
TCK { op {
SYSCLK { op {
TDI { o1 {
TMS { o1 {
TRST { o1 {
HRESET { o1 {
TDO { LHx{
}

}// WaveformTable base

} // Timing

Procedures {
reset {
W base;

®

"TDI’'{ Scanln 62; Base Hex 01; }

Base Hex LHX; }

'Ons’
'Ons’
'Ons’
'Ons’
'Ons’
'Ons’
'Ons’

D; ’100ns’ D/U; ’300ns’ D; } }
D; ’100ns’ D/U; ’300ns’ D; } }

D/U; } }
D/U; } }
D/U; } }
D/U; } }

Z; '150ns’ L/H/X; } }

// RESET - TRST AND HRESET ACTIVE (LOW)

Loop 4095 {
v { all

}

// DEASSERT TRST
= XP 0 0 1PO; }

v { all
} // reset

Copyright © 1999 IEEE. All rights reserved.

X0 0 1 0PO; }

// TEST-LOGIC-RESET

Figure 14—IEEE Std 1149.1-1990 scan
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IEEE
Std 1450-1999 IEEE STANDARD TEST INTERFACE LANGUAGE (STIL)

// Scan starts and ends in run test idle state and assumes either
// the WAITR or BIST RESULTS instruction is loaded <:>

scan {
// PUT DEVICE IN SCAN STATE (SHIFT-DR)
v { all = XP 0 1 1P1; } // SELECT-DR-SCAN
v { all = XP 0 0 1P1; } // CAPTURE-DR
v { all = XP 0 0 1P1; } // SHIFT-DR

// LOAD / UNLOAD SCAN CHAIN
Sshift {
v { all = #P # 0 1P1; } // SHIFT-DR

// LAST BIT LOADED WITH TRANSITION STATE
v { all = #P # 1 1P1; } // EXIT1-DR

// RESUME RUN-TEST/IDLE

v { all = XP 0 1 1P1; } // UPDATE-DR
v { all = XP 0 0 1P1; } // RUN-TEST/IDLE
} // scan

} // Procedures

PatternBurst pats({ <:>
PatList {

bist;
}
}

PatternExec {
PatternBurst pats;

}
Pattern bist { <:>

W base;

// RESET THE FSM

Call reset;

Figure 14—IEEE Std 1149.1-1990 scan (continued)
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