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Abstract: IEEE Std 1450™-1999, which specifies the Standard Test Interface Language (STIL), 
is extended by this standard to provide an interface between test generation tools and test 
equipment with regard to the specification of the flow of execution of test program components. It 
defines structures so that test flows, sub-flows, and binning may be described in a manner that 
facilitates automated generation, modification, and/or manual maintenance and, although not yet 
a complete run-time test language, execution on automated test equipment (ATE). It also defines 
an interface between tester configurations (described by IEEE Std 1450-1999 and IEEE 
Std 1450.2™-2002) and test program components. It also defines a hierarchy of flows, sub-flows, 
and test components as well as structures for defining flow-related variables and processing 
expressions involving those variables. It provides structures that support automatic test program 
generation (ATPRG) and translation and that support running it natively as an ATE programming 
language. As an adjunct, IEEE Std 1450.3™-2007 may be used by ATPRG for tester rules 
checking. 
 
Keywords: ATPG, ATPRG, automatic test program generator or generation, binning, CAE, 
computer-aided engineering, device under test, DUT, IC test, IEEE 1450.4™, integrated circuit 
test, test flow, test program description, test program language, TPG  
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Notice and Disclaimer of Liability Concerning the Use of IEEE Standards 
Documents 

IEEE Standards documents (standards, recommended practices, and guides), both full-use and trial-use, are 
developed within IEEE Societies and the Standards Coordinating Committees of the IEEE Standards 
Association (“IEEE-SA”) Standards Board. IEEE (“the Institute”) develops its standards through a 
consensus development process, approved by the American National Standards Institute (“ANSI”), which 
brings together volunteers representing varied viewpoints and interests to achieve the final product. IEEE 
Standards are documents developed through scientific, academic, and industry-based technical working 
groups. Volunteers in IEEE working groups are not necessarily members of the Institute and participate 
without compensation from IEEE. While IEEE administers the process and establishes rules to promote 
fairness in the consensus development process, IEEE does not independently evaluate, test, or verify the 
accuracy of any of the information or the soundness of any judgments contained in its standards. 

IEEE Standards do not guarantee or ensure safety, security, health, or environmental protection, or ensure 
against interference with or from other devices or networks. Implementers and users of IEEE Standards 
documents are responsible for determining and complying with all appropriate safety, security, 
environmental, health, and interference protection practices and all applicable laws and regulations.  

IEEE does not warrant or represent the accuracy or content of the material contained in its standards, and 
expressly disclaims all warranties (express, implied and statutory) not included in this or any other 
document relating to the standard, including, but not limited to, the warranties of: merchantability; fitness 
for a particular purpose; non-infringement; and quality, accuracy, effectiveness, currency, or completeness 
of material. In addition, IEEE disclaims any and all conditions relating to results; and workmanlike effort. 
IEEE standards documents are supplied “AS IS” and “WITH ALL FAULTS.” 

Use of an IEEE standard is wholly voluntary. The existence of an IEEE standard does not imply that there 
are no other ways to produce, test, measure, purchase, market, or provide other goods and services related 
to the scope of the IEEE standard. Furthermore, the viewpoint expressed at the time a standard is approved 
and issued is subject to change brought about through developments in the state of the art and comments 
received from users of the standard. 

In publishing and making its standards available, IEEE is not suggesting or rendering professional or other 
services for, or on behalf of, any person or entity nor is IEEE undertaking to perform any duty owed by any 
other person or entity to another. Any person utilizing any IEEE Standards document, should rely upon his 
or her own independent judgment in the exercise of reasonable care in any given circumstances or, as 
appropriate, seek the advice of a competent professional in determining the appropriateness of a given 
IEEE standard. 

IN NO EVENT SHALL IEEE BE LIABLE FOR ANY DIRECT, INDIRECT, INCIDENTAL, SPECIAL, 
EXEMPLARY, OR CONSEQUENTIAL DAMAGES (INCLUDING, BUT NOT LIMITED TO, 
PROCUREMENT OF SUBSTITUTE GOODS OR SERVICES; LOSS OF USE, DATA, OR PROFITS; 
OR BUSINESS INTERRUPTION) HOWEVER CAUSED AND ON ANY THEORY OF LIABILITY, 
WHETHER IN CONTRACT, STRICT LIABILITY, OR TORT (INCLUDING NEGLIGENCE OR 
OTHERWISE) ARISING IN ANY WAY OUT OF THE PUBLICATION, USE OF, OR RELIANCE 
UPON ANY STANDARD, EVEN IF ADVISED OF THE POSSIBILITY OF SUCH DAMAGE AND 
REGARDLESS OF WHETHER SUCH DAMAGE WAS FORESEEABLE. 
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Translations  
The IEEE consensus development process involves the review of documents in English only. In the event 
that an IEEE standard is translated, only the English version published by IEEE should be considered the 
approved IEEE standard. 

 

Official statements  

A statement, written or oral, that is not processed in accordance with the IEEE-SA Standards Board 
Operations Manual shall not be considered or inferred to be the official position of IEEE or any of its 
committees and shall not be considered to be, or be relied upon as, a formal position of IEEE. At lectures, 
symposia, seminars, or educational courses, an individual presenting information on IEEE standards shall 
make it clear that his or her views should be considered the personal views of that individual rather than the 
formal position of IEEE. 

Comments on standards 
Comments for revision of IEEE Standards documents are welcome from any interested party, regardless of 
membership affiliation with IEEE. However, IEEE does not provide consulting information or advice 
pertaining to IEEE Standards documents. Suggestions for changes in documents should be in the form of a 
proposed change of text, together with appropriate supporting comments. Since IEEE standards represent a 
consensus of concerned interests, it is important that any responses to comments and questions also receive 
the concurrence of a balance of interests. For this reason, IEEE and the members of its societies and 
Standards Coordinating Committees are not able to provide an instant response to comments or questions 
except in those cases where the matter has previously been addressed. For the same reason, IEEE does not 
respond to interpretation requests. Any person who would like to participate in revisions to an IEEE 
standard is welcome to join the relevant IEEE working group. 

Comments on standards should be submitted to the following address: 

 Secretary, IEEE-SA Standards Board  
 445 Hoes Lane  
 Piscataway, NJ 08854 USA 

Laws and regulations  

Users of IEEE Standards documents should consult all applicable laws and regulations. Compliance with 
the provisions of any IEEE Standards document does not imply compliance to any applicable regulatory 
requirements. Implementers of the standard are responsible for observing or referring to the applicable 
regulatory requirements. IEEE does not, by the publication of its standards, intend to urge action that is not 
in compliance with applicable laws, and these documents may not be construed as doing so 

Copyrights 

IEEE draft and approved standards are copyrighted by IEEE under U.S. and international copyright laws. 
They are made available by IEEE and are adopted for a wide variety of both public and private uses. These 
include both use, by reference, in laws and regulations, and use in private self-regulation, standardization, 
and the promotion of engineering practices and methods. By making these documents available for use and 
adoption by public authorities and private users, IEEE does not waive any rights in copyright to the 
documents. 
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Users of IEEE Standards documents should be aware that these documents may be superseded at any time 
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Introduction 

This introduction is not part of IEEE Std 1450.4-2017, IEEE Standard for Extensions to Standard Test Interface 
Language (STIL) (IEEE Std 1450-1999) for Test Flow Specification. 

This document is part of a set of IEEE 1450 standards, which cover the Standard Test Interface Language 
(STIL). 

More specifically, this standard (STIL.4) extends IEEE Std 1450™-1999 (STIL.0) to provide an interface 
between test generation tools and test equipment with regard to the specification of the flow of execution of 
test program components. It defines  

 Structures so that test flows, sub-flows, and binning may be described in a manner that facilitates 
automated generation, modification, and/or manual maintenance and, although not yet a complete 
run-time test language, execution on automated test equipment (ATE).  

 An interface between tester configurations [described by STIL.0 and IEEE Std 1450.2™-2002 
(STIL.2)] and test program components. 

 A hierarchy of flows, sub-flows, and test components. 
 Structures for defining flow-related variables and processing expressions involving those variables. 
 Structures that support automatic test program generation (ATPRG) and translation and that 

support running it natively as an ATE programming language. As an adjunct, IEEE Std 1450.3™-
2007 (STIL.3) may be used by ATPRG for tester rules checking. 
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IEEE Standard for Extensions to 
Standard Test Interface Language 
(STIL) (IEEE Std 1450-1999) for Test 
Flow Specification 

1. Overview 

1.1 General 

Standard Test Interface Language (STIL) is a standard language that provides an interface between digital 
test generation tools and test equipment. This standard, referred to as STIL.4, extends IEEE Std 1450™-
1999 (STIL.0) to define test flows, enable STIL to tester-language translation, and provide hooks for 
automatic test program generation (ATPRG).1  

Test flows direct the execution and sequence of tests. STIL.4 defines TestProgram, Flow, FlowNode, Test, 
Bin, and FlowVariable blocks to support the definition of test flows. The STIL.4 TestProgram block 
invokes the test sequence that involves other STIL.4 blocks and references constructs from other STIL 
standards to create a complete flow. Test operations are defined down to the TestMethod or TestType/Test 
constructs, which identify invocation but not execution of specific test operations. Figure 1 diagrams the 
interaction of other STIL standards with STIL.4; when present, a STIL.4 TestProgram identifies the top of 
the STIL hierarchy. 

STIL .0/.1
Signals,
Timing,
Patterns

STIL.4

STIL .2
DC Levels

STIL .3
Constraints

STIL Flow
consumer

Direct
Tester

Execution

Tester
language

 

Figure 1 — Diagram: STIL flow contents and application 
                                                 
1 Information on normative references can be found in Clause 2. 
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STIL.4 supports multiple contexts of use as indicated in Figure 1. Some contexts leverage the ability to use 
predefined tester interfaces, and the definition of the flow can be specific to that context, in which case the 
STIL constructs are often directed for this specific context. Other contexts, such as ATPRG usage, require 
comprehensive and concise semantics in order to translate between tester environments. Not specific to 
context, STIL.4 identifies two levels of language use, identified with the STIL statement extensions Flow 
or FlowExtended. 

Figure 2 shows a data flow envisioned for ATPRG using STIL. The goal is to, as comprehensively as 
possible, use STIL as a conduit for automatically generating test programs and retargeting them, i.e., 
moving them from one tester and/or test environment to another. Retargeting requires special 
considerations that are not addressed by this standard. Testers X and Y run STIL as the native language. 
Tester Z runs a proprietary language. Arrows from testers X and Y to ATPRG support incremental test 
program development. 

 

Figure 2 —Diagram: ATPRG STIL data flow 
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1.2 Scope 

This standard specifies extensions to STIL.0 that define the description of certain test flow and binning 
components of an integrated circuit (IC) test program in a test-hardware-independent manner. These 
extensions provide language constructs and semantics necessary to describe both the test program flow and 
the sequencing data needed to compose a test program to run on an automated test equipment (ATE) 
platform. The language constructs defined include structures for specifying the following: 

 Order of execution of test program components 
 Hierarchical test flow structures to facilitate automated modification or maintenance 
 Common interfaces between the test flow environment and test program components 
 Test flow variables to facilitate concurrent and serial test flow interactions 
 Binning or categorization of tested ICs 

The following aspects integral to test execution are specifically not addressed by this standard: 

 The standardization of the interface between the prober or handler and tester is beyond the scope of 
STIL.4. STIL.4 requires that appropriate AsynchronousEvent signals shall be issued to the 
TestProgram triggering the corresponding entry-points. 

 Input/output operations and exception handling. 
 The definition of TestMethods is beyond the scope of this standard. 

1.3 Purpose 

STIL is the standard for the interchange of digital test data from the test generation environment (where a 
great deal of design information is used to generate device tests) to the test and manufacturing environment. 
The initial STIL standard (IEEE Std 1450-1999) addresses the essential digital test description information 
(i.e., signals, timing, vectors, and parameter specifications). Other aspects needed for testing devices are 
provided in extension activities such as this standard, which addresses test flow extensions to STIL. 

The flow and binning constructs in this extension allow for developing a test program description in a 
common language; this common description can either be used as input to a test program generator that 
translates the description into the native language of specific IC ATE systems or be run directly on IC ATE 
systems that use IEEE 1450.4 as their native language. 

2. Normative references 

The following referenced documents are indispensable for the application of this document (i.e., they must 
be understood and used, so each referenced document is cited in text and its relationship to this document is 
explained). For dated references, only the edition cited applies. For undated references, the latest edition of 
the referenced document (including any amendments or corrigenda) applies. 

IEEE Std 754™-2008, Standard for Floating-Point Arithmetic. 2,3 

IEEE Std 1450™-1999, IEEE Standard Test Interface Language (STIL) for Digital Test Vector Data.4  

                                                 
2 The IEEE standards or products referred to in Clause 2 are trademarks owned by The Institute of Electrical and Electronics 
Engineers, Incorporated. 
3 IEEE publications are available from The Institute of Electrical and Electronics Engineers (http://standards.ieee.org/). 
4 This standard combined with IEEE Std 1450.2 and IEEE Std 1450.4 can be used to describe the minimum information required to 
generate a test program, i.e., timing, levels, patterns, and flow. 
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IEEE Std 1450.1™-2005, Extensions to STIL for Semiconductor Design Environments. 

IEEE Std 1450.2™-2002, Extensions to STIL for for DC Level Specification.5 

IEEE Std 1450.3™-2007, Extensions to STIL for Tester Target Specification.6 

3. Definitions, abbreviations, and acronyms 

3.1 Definitions 

For the purposes of this document, the following terms and definitions apply. The IEEE Standards 
Dictionary Online should be consulted for terms not defined in this clause.7 

anonymous: A term to describe an element that has no name/identifier. 

assign: To modify the value of an existing instantiation. Value none is not legal. 

actions: A general term for a syntax subset constrained to specific test, flow, and flow-node sub-blocks. 
The syntax controls flow via commands that assign, compare, or evaluate variables; set or clear soft bins; 
and stop program execution. 

argument: An expression used to initialize a parameter. 

attribute: Ancillary information attached to an object or type describing a property. 

buffer: A term to describe a chip interface design cell accessible via a pad. 

channel: A physical conduit connecting a tester resource, usually via a tester pin. A channel provides 
access to, e.g., power, ground, a driver, comparator, control bit. 

chip: An instance of a device design on, or cut from, a wafer. 

Components: When capitalized, a keyword referring to electrical components such as resistors or 
capacitors usually mounted on a load-board. 

Const: When capitalized, a keyword used as a modifier to denote a variable that represents a single value 
during normal execution of the test program. 

constraint: A special kind of attribute that narrows assignment options. 

die: A device design that may be replicated on a wafer in the form of individual chips. 

flow or Flow: A general term or, when capitalized, a keyword for a collection of FlowNodes. In 
FlowExtended mode, a Flow can be viewed as a special kind of test. 

flow-node: A general term for a node in a directed graph represented by keyword FlowNode. 

                                                 
5 This standard combined with IEEE Std 1450 and IEEE Std 1450.4 can be used to describe the minimum information required to 
generate a test program, i.e., timing, levels, patterns, and flow. 
6 This standard may be used to impose specific target tester limitations on timing, levels, and patterns. 
7IEEE Standards Dictionary Online subscription is available at http://dictionary.ieee.org. 
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flow-type: A general term for an instantiable flow description. 

FlowNode: A keyword for a node in a directed graph. 

FlowType: A keyword for a flow-type. 

global: A term to describe identifiers visible across an entire test-program. Examples include a variable 
defined in the unnamed top-level FlowVariables block or a variable defined in a named top-level 
FlowVariables block that is referenced in the TestProgram block. Variables visible to patterns shall be 
defined in the unnamed Variables block and require specific attributes. 

inheritance: An object-oriented programming reuse mechanism applied to test-types. The new test-type, 
known as the derived type, inherits attributes and behavior from the pre-existing type, referred to as the 
base type. Multiple levels of inheritance give rise to an inheritance hierarchy. Only single inheritance is 
supported, i.e., a test-type can inherit directly only from one other. 

initialize: To set starting value(s) at instantiation. Value none is legal for variables and optional 
parameters. 

instantiate: To create an instance from a type. 

library test-type: A predefined test (flow) type accessible to a Standard Test Interface Language (flow) 
(STIL.4) test program.  

literal: A constant value not represented by a variable, e.g., 1ms or "string literal". 

multi-project wafer: A wafer that has multiple device (chip) types. 

multi-site: A term to describe simultaneously testing multiple devices of the same type in parallel. 

mutable variable: A variable that does not have type modifier keyword Const and may therefore assume 
multiple values during the execution of a program. 

native library test-type: A library test (flow) type whose TestExec is defined in the native tester language. 

none: A sentinel value representing an uninitialized state. 

object: An instantiation of a type. 

parameter: A typed variable used to pass an argument for object instantiation or on a function call. 

partition: A software partition of tester resources (channels). 

post-actions: A general term for actions taking place after keyword TestExec in a test (flow) or flow-node 
including the blocks denoted by keywords PostActions, PassActions, FailActions, and Port. 

pre-actions: A general term for actions taking place in the PreActions block of a test or flow-node, i.e., 
before TestExec. 

relational operator: One of operators < <= == != > >=. 

resource: A tester resource such as a driver, comparator, parametric measuring unit, switching matrix, etc., 
accessed via one or more tester channels. 

site: A numerical identifier for a device under test (DUT) location. 
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standard library test-type: A library test-type whose interface and functionality are described in the 
Standard Test Interface Language (flow) (STIL.4).  

target tester: A general term for the tester into whose language the Standard Test Interface Language 
(STIL) is to be translated. 

test: A general term or, when capitalized, a keyword for the smallest executable Standard Test Interface 
Language (flow) (STIL.4) object. 

test-type: A general term for an instantiable test prototype that embodies a definitive procedure that 
produces a test result.  

TestType: A keyword for test-type.  

tester: A keyword to identify a target tester. Syn: automated test equipment (ATE). Syn: target tester 
[with regard to automatic test program generator (ATPRG)]. 

top-level: A term to describe the definition of a block outside of any other brace enclosed block. 

translator: Software that translates the Standard Test Interface Language (vectors and timing/design/flow) 
(STIL.0/2/4) input to a target tester language. 

virtual function: A function whose behavior can be overridden by a derived test-type function of the same 
name. 

3.2 Acronyms and abbreviations 

ATE automated test equipment 

ATPRG automatic test program generator 

BNF Backus-Naur format 

DUT device under test 

IC integrated circuit 

LHS left-hand side 

MCM multi-chip module  

MCP multi-chip package 

MPW multi-project/product wafer 

PGA pin grid array (type of device package) 

RHS right-hand side 

STIL Standard Test Interface Language 

STIL.0 IEEE Std 1450-1999 (vectors and timing) 

STIL.1 IEEE Std 1450.1-2005 (design) 
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STIL.2 IEEE Std 1450.2-2002 (levels) 

STIL.3 IEEE Std 1450.3-2007 (tester target) 

STIL.4 IEEE Std 1450.4-2017 (flow) 

4. Preface 

4.1 General 

STIL.4 is a language with object-oriented features, which describes a test flow designed to be translated 
into various ATE native-language test flows and provides rudimentary ATPRG support.8 It may also be 
used as a fully functional programming language capable of running on ATE. 

To generate a test program, an ATPRG or translator input stream is expected to contain STIL.0 code for 
patterns and timing, STIL.2 code for levels, and STIL.4 code for test flow and ancillary signal information, 
not necessarily all in one file.  

4.2  Word usage 

In this document, the word shall is used to indicate a mandatory requirement. The word should is used to 
indicate a recommendation. The word may is used to indicate a permissible action. The word can is used 
for statements of possibility and capability. 

4.3 Conventions 

With the exception of the Flow statement (Clause 32) and vector labels, the syntax requires definition 
before use. In FlowExtended mode, it is recommended that Flows created from FlowTypes be defined 
before use. In this document, the following conventions are used for syntax definitions: 

a) SMALL CAP text for user data 
b) bold text for keywords 
c) italic text for meta-types 
d) ()  encloses optional syntax which may be used 0 or 1 time 
e) ()+ encloses syntax which may be used 1 or more times 
f) ()* encloses optional syntax which may be used 0 or more times 
g) <>  encloses multiple choice arguments or syntax separated by | 

Code examples use Courier text. In this document, example lines may be prefaced by line numbers to 
permit reference for purpose of explanation. Line numbers are not part of STIL.4 syntax. This example 
illustrates the coding conventions used in this document: 

x1 Enum BlueHues {  
 2     LIGHT_BLUE,  
 3     BLUE,  
 4     DARK_BLUE  
 5 }  
 6 TestType MyType {  
 7     Parameters {  

                                                 
8 See Signals stil4_sig_attrs in 8.2. 
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 8         In BlueHues blueHues = DARK_BLUE;  
 9         In Const Integer Index;  
10     }  
11     TestExec StdNoOp;  
12 }  

Figure 3 —Example: conventions 

Here is a more formal description with references to the example in Figure 3: 

a) Joined capitalized words are used for the following: constant and type identifiers, and keywords. 
Note constant identifier Index on line 9, user-defined type identifiers BlueHues and MyType on 
lines 1 and 6, and keywords Enum, TestType, Parameters, In, Const, Integer, and 
TestExec. 

b) Identifiers that begin with a lower case letter or word potentially followed by joined capitalized 
words are used for mutable variables and functions. Note identifier blueHues on line 8. 

c) Enumerations are all capital letters with words separated by underscore. Note lines 2–4. 
d) Standard library test-types begin with the letters Std. Note line 11. 

4.4 Semantics 

This document does not dictate implementation details however on occasion it employs a particular 
implementation as a vehicle for explaining the actions of and interactions between language elements in 
concise and unambiguous terms.  

STIL.4 compliant code shall be readable by a STIL.4 compliant reader in its entirety. A STIL.4 compliant 
reader shall read all legal STIL.4 syntax including STIL.4 extensions to STIL.0 and STIL.2. Supported 
syntax shall be handled in accordance with specified semantics. 

5. Tutorial 

5.1 General 

The following examples describe test programs that may run on an ATE that supports STIL.4 or be directly 
translated to a native target tester language. 

5.2 Flow test program example 

The key components of the STIL.4 language extension include Flow, FlowNode, Test, Bin, and 
FlowVariable blocks. A Flow block may contain a collection of FlowNode blocks. Each FlowNode may 
execute another Flow or a Test block and then make binning and/or flow navigation decisions at the 
conclusion of the execution. A Test block defines parameter interface to the execution of the test and may 
reference a TestMethod. The actual execution of the Test is beyond the scope of this standard. 

Figure 4 is a block diagram illustratration of a simple Flow using STIL.4 concepts and terminology. The 
illustration begins with an ‘On START’ entry point invoking a Flow named MainFlow. MainFlow contains 
two FlowNodes named dc and ac. The FlowNode dc invokes a second Flow named dcFlow which contains 
a single FlowNode named iil. The FlowNodes iil and ac invoke Tests. Each of the two Tests in Figure 4 
reference a named TestMethod and pass parameter data to the TestMethod. The definition of TestMethod 
execution and how they use the parameter data is beyond the scope of STIL.4.  

Authorized licensed use limited to: Tsinghua University. Downloaded on February 24,2026 at 15:58:58 UTC from IEEE Xplore.  Restrictions apply. 

Full document details: IEEE 1450.4-2017

http://www.avadocuments.com/doc/ieee-1450-4-2017
http://www.avadocuments.com/doc/ieee-1450-4-2017


IEEE Std 1450.4-2017 
IEEE Standard for Extensions to Standard Test Interface Language (STIL) (IEEE Std 1450-1999) for Test Flow 

Specification 

9 
Copyright ©2018 IEEE. All rights reserved. 

 

Figure 4 —Diagram: STIL flow 

Figure 5 shows the corresponding STIL.4 syntax for the example in Figure 4. 

STIL 1.0 {  
  Flow 2017;  
  DCLevels 2002;  
}  
DomainInclude Pat1 { Path "./Patterns/Pat1.stil"; }  
FlowVariables {  
  Amperes iilLimit='300nA';  
}  
Signals {  
  in0 In;    in1 In;  
  io0 InOut; io1 InOut;  
  out0 Out;  out1 Out;  
  vcore Supply;  
}  
SignalGroups {  
  ins ='in0+in1';  
  outs ='out0+out1';  
  ios ='io0+io1';  
  alldig ='ins+ios+outs';  
  pwr ='vcore';  
}  
SoftBinDefs {  
  Pass {  
    Bin Bin1 { Number 1; Color “Green”; }  
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  }  
  Fail {  
    Bin failDC { Number 10; Color “Red”; }  
    Bin failAC { Number 11; Color “Red”; }  
  }  
}  
Test iilTest {  
  TestMethod testCurrent;  
  MethodParameters {  
    In sigref_expr sigref = 'ins';  
    In Volts forceV = '0V';  
    In Amperes limit = 'iilLimit';  
  }  
}  
Test funcTest {  
  TestMethod testPattern;  
  MethodParameters {  
    In sigref_expr sigref = 'ios+outs';  
    In PatternExec PatExec = Pat1::funcPatterns;  
  }  
}  
Flow MainFlow {  
  FlowNode dc {  
    TestNumber 1;  
    TestExec dcFlow;  
    ExitPorts {  
      Port 'True' { } Next;  
    }  
  }  
  FlowNode ac {  
    TestNumber 2;  
    TestExec funcTest;  
    ExitPorts {  
      Port 'execResult==Pass' { SetBinStop Bin1; }  
      Port 'True' { SetBinStop failAC; }  
    }  
  }  
}  
Flow dcFlow {  
  FlowNode iil {  
    TestNumber 11;  
    TestExec iilTest;  
    ExitPorts {  
      Port 'execResult==Pass' { } Return;  
      Port 'True' { SetBinStop failDC; }  
    }  
  }  
}  
TestProgram {  
  EntryPoints {  
    On START MainFlow;  
  }  
}  

Figure 5 —Example: STIL.4 syntax overview 

Authorized licensed use limited to: Tsinghua University. Downloaded on February 24,2026 at 15:58:58 UTC from IEEE Xplore.  Restrictions apply. 

Full document details: IEEE 1450.4-2017

http://www.avadocuments.com/doc/ieee-1450-4-2017
http://www.avadocuments.com/doc/ieee-1450-4-2017


IEEE Std 1450.4-2017 
IEEE Standard for Extensions to Standard Test Interface Language (STIL) (IEEE Std 1450-1999) for Test Flow 

Specification 

11 
Copyright ©2018 IEEE. All rights reserved. 

Figure 6 expands Figure 5 by revealing the content within the "./Patterns/Pat1.stil" include file. This 
include file example defines a pattern execution inclusive of required components. The STIL.4 syntax as 
shown in Figure 5 simply passes the PatternExec named funcPatterns as a MethodParameter from the Test 
named funcTest to the TestMethod named patternMethod. How the PatternExec is used by the TestMethod 
is beyond the scope of STIL.4. 

STIL 1.0 {  
  DCLevels 2002;  
}  
Signals {  
  in0 In;    in1 In;  
  io0 InOut; io1 InOut;  
  out0 Out;  out1 Out;  
  vcore Supply;  
}  
SignalGroups { all ='in0+in1+io0+io1+out0+out1'; }  
DCLevels looseLevels {  
  vcore  { VForce '3V'; }  
  all    { VIL '0V'; VIH '3V'; VOL '1V'; VOH '2V'; }  
}  
Timing funcTiming {  
  WaveformTable WFT1 {  
    Period '100ns';  
    Waveforms {  
      all { 01LHX { '0s' D/U/Z/Z/Z; '50ns' X/X/L/H/X; } }  
    }  
  }  
}  
PatternBurst funcBurst {  
  PatList {  
    Pat1;  
  }  
}  
PatternExec funcPatterns {  
  Timing funcTiming;  
  PatternBurst funcBurst;  
  DCLevels looseLevels;  
}  
Pattern Pat1 {  
  W WFT1;  
  V { all=01XXLH; }  
  V { all=01XXLH; }  
  V { all=01XXLH; }  
}  

Figure 6 —Example: "./Patterns/Pat1.stil" include file 

5.3 FlowExtended test program example 

The program excerpt in Figure 7 (note the lack of STIL 1.0 statement) performs a single functional test and 
sets the appropriate fail or pass soft bin. The bin-map contains no soft to hard bin mapping so no hard bin is 
set. Line numbers are for reference only, not part of the syntax. 

x1 Signals {  
 2   VDD Supply;  
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 3   GND Ground;  
 4   A0 In; A1 In; A2 In; A3 In;  
 5   B0 Out; B1 Out; B2 Out; B3 Out;  
 6 }  
 7 SignalGroups {  
 8   INPUTS  = 'A3 + A2 + A1 + A0';  
 9   OUTPUTS = 'B3 + B2 + B1 + B0';  
10   ALL     = 'INPUTS + OUTPUTS';  
11 }  
12 Timing acloose {  
13   WaveformTable wft {  
14     Period '50ns';  
15     Waveforms {  
16       INPUTS {  
17         01 { '0ns' ForceDown/ForceUp; }  
18       }  
19       OUTPUTS {  
20         HLZ {  
21           '0ns' ForceOff;  
22           '25ns' CompareHigh/CompareLow/CompareOff;  
23         }  
24       }  
25     }  
26   }  
27 }  
28 DCLevels dcloose {  
29   VDD {  
30     VForce '3.3V';  
31     IClamp '50mA';  
32   }  
33   INPUTS {  
34     VIH '2.0V';  
35     VIL '0.8V';  
36   }  
37   OUTPUTS {  
38     VOH '2.7V';  
39     VOL '0.4V';  
40     IOH '-10mA';  
41     IOL '10mA';  
42     LoadVRef '1.5V';  
43   }  
44 }  
45 PatternBurst burst1 {  
46   PatList {  
47     pat1;  
48   }  
49 }  
50 SoftBinDefs softbindefs {  
51   Pass {  
52     Bin Passed;  
53   }  
54   Fail {  
55     Bin LooseFunct;  
56   }  
57 }         
58 BinMap binmap {  
59   SoftBinDefs softbindefs;  
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60 }  
61 TestProgram basic {  
62   BinMap binmap;  
63   EntryPoints {  
64     On START StdFunctional {  
65       failBin  = LooseFunct;  
66       passBin  = Passed;  
67       patburst = burst1;  
68       tim      = acloose;  
69       dclev    = dcloose;  
70     }  
71   }  
72 }  
73 Pattern pat1 {  
74   WaveformTable wft;  
75   V { ALL=0000LLLL; }  
76   V { ALL=1000HLLL; }  
77   V { ALL=0100LHLL; }  
78   V { ALL=0010LLHL; }  
79   V { ALL=0001LLLH; }  
80 }  

Figure 7 —Example: FlowExtended test program 

6. Extensions to STIL.0 Clause 6 (STIL syntax description) 

6.1 General 

All constructs and restrictions for STIL.0 Clause 6 are in effect here, with the following additions: 

 Additional STIL reserved words specific within the context of this standard 
 Additions to Table 3—SI units 
 Extensions to 6.6 (token length) 
 Extensions to 6.8 (user-defined name characteristics) 
 Extensions to 6.12 (number characteristics) 
 Extensions to 6.16 (STIL name spaces and name resolution) 

6.2 Additional reserved words 

Table 1, Table 2, and Table 3 list all STIL global and context-sensitive reserved words defined by this 
standard. Subsequent clauses in this standard identify the use and context of each of these additional 
reserved words. The keywords shown in those two tables shall not be used as identifiers in any context. 

STIL.4 identifiers shall use simple_identifier syntax and rules described in 6.5. Some identifiers commonly 
start with integers so that having to quote them would be a burden. Exceptions to the default are indicated 
in this document where they apply and use alnum_id syntax. STIL.0 and STIL.2 identifiers use STIL.0 
syntax and rules which is described as name_segment also described in 6.5. STIL.4 references to STIL.0 
and STIL.2 objects by name shall recognize name_segment syntax and rules. 

Additionally, TestType and FlowType names shall not be used as identifiers for any objects. See 
Clause 7 for an explanation of the Flow and FlowExtended keywords. 
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Table 1 —Additional global STIL.4 reserved words 

Else 
CurrentExec 
execResult 
Fail 
False 
Global 
If 
Local 
None 
Parent, Pass 
TestNumber 
True 
Unnamed 
While 

 

Table 2 —Additional STIL.4 reserved words—Flow 

Amperes, AsynchronousEvent 
Base, BinAxes, BinAxis, BinMap, BinNumberIncrement, Bins, BinSpec, Boolean, Bypass 
Categories, Channel, ClearBin, Color, Const 
DCLevels, DCSequence, DCSets, Description, Disconnect, Duration 
Enable, EndOfBurst, EndOfPattern, EntryPoints, Enum, ExecResult, ExitPorts 
FailActions, Farads, Flow, FlowNode, FlowVariables 
General 
HardBinDefs, Henries, Hertz 
In, Include, IncludeOnce, InOut, Integer 
Limits, LotEnd, LotStart 
Map, MapBinHighest, MapBinLowest, Max, Meas, Meters, MethodParameters, Min 
Next, Number 
Ohms, Out 
Parameters, PassActions, Permissions, Port, PostActions, PreActions 
ReadOnly, ReadWrite, Real, Return, RhsReadWrite 
Seconds, Selector, SetBin, SetBinStop, SignalMap, sigref_expr, SoftBinDefs, Spec, 
SpecVariable, StartBinNumber, Stop, String, Supply 
Terse, Test, TestExec, TestMethod, TestProgram, Timing, Typ 
Variable, VecLocation, Verbose, Volts 
WaferEnd, WafermapChar, WaferStart, Watts, Window 
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Table 3 —Additional STIL.4 reserved words—FlowExtended 

ADCtrl, Analog, AnalogDigital 
BinGroup, Buffer 
Capacitor, ChanDirection, ChannelMap, CheckResult, Chip, CktType, Components, Config, Connect, 
Control, Coords, Ctap 
Design, Device, DeviceSites, DiffNeg, DiffPos, Digital, Diode, DPDT, DPST, DUTBoard, Dynamic 
Environment 
FailMode, FlowType, ForceHi, ForceLo, Function 
Ground, GroundRails 
IIH, IIL, Inductor, Inherit, InLevelGrp, IOCtrl, IOType, IOH, IOL, IOZH, IOZL 
Layout, Level, LevelGrp, Loadboard, LocType 
NC, NO 
Off, On, Open, OutLevelGrp 
Package, Pad, Pads, Partition, PinList, PinMap, Plane, Power, PowerRails, Probecard, PullDown, PullUp 
Rating, Requirement, Resistor 
SignalGroup, SigType, Simulation, SPDT, SPST, StaticType, Switch 
TestBase, Tester, TestHead, TestMode, TestType, Tolerance, Tristate, Type 
Value, Vbreak, Vdrop, VIH, VIHD, VIL, VILD, VOH, VOHD, VOL, VOLD 
Wire 

 

6.3 Additions to STIL.0 Table 3 (SI units) 

STIL.0 Table 3 is amended to include the units shown in Table 4. Degrees Celsius can be represented as 
either Cel or oC. Ohms can be represented by Ohm or R. 

Table 4 —Additions to STIL.0 Table 3 

Unit Description 
oC Degrees Celsius 
dB Decibels 
deg Phase shift or angle  
units_expr General 
R Ohms 
none Real 

 

units_expr contains either simple or combinatorial SI units. For an explanation of combinatorial SI units, 
see Clause 13. 

6.4 Extensions to STIL.0 6.6 (token length) 

Tokens are defined to be the block of text between reserved characters, or reserved characters themselves 
(other than whitespace and comment delimiters). STIL.4 imposes no constraints on token length however 
STIL.0/1/2 tokens are limited to a maximum length of 1024 characters. 
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STIL.0/1/2 character strings composed of longer sequences may be defined by segmenting the character 
string into clauses and placing a period between the clauses.  

Although not necessary for consideration of token length, note that STIL.4 strings are concatenated via the 
plus (+) operator. STIL.4 identifiers shall not be concatenated. The period (.) operator is used in STIL.4 to 
separate elements in a hierarchical reference. 

6.5 Extensions to STIL.0 6.8 (user-defined name characteristics) 

The following Backus-Naur format (BNF) forms are added to the forms shown in STIL.0 6.8: 

double_quote ::= “"” 
alnum_id ::= simple_characters | double_quote escaped_characters double_quote 
 
NOTE—This document uses metatypes simple_identifier and name_segment, as defined in STIL.0. 

6.6 Extensions to STIL.0 6.12 (number characteristics) 

The following BNF forms are added to the forms shown in STIL.0 6.12: 
 
number is extended to include the following forms: 

signed_integer “e” signed_integer “.” integer | 
signed_integer “.” integer  e signed_integer “.” integer 

 
pos_int ::= <1 | 2 | 3 | 4 | 5 | 6 | 7 | 8 | 9> (digit)* 

6.7 Extensions to STIL.0 6.16 (STIL name spaces and name resolution) 

BinMap, Chip, Device, FlowVariables, Package, SignalMap, SoftBinDefs, HardBinDefs, Spec, 
TestProgram, TestType, FlowType, Test, and Flow blocks augment the STIL name space as defined in 
Table 5. This table is incremental to STIL.0 Table 6 and IEEE Std 1450.2-2002 (STIL.2) Table 2. All 
definitions present in those two tables remain unchanged. 
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Table 5 —Namespaces 

STIL block  Type of name  Domain restrictions 
BinMap  BinMap names Domain names are required and shall be unique 

across all BinMap blocks. 
Chip  Chip names Domain names are required and shall be unique 

across all Chip blocks. 
Device  Device names Domain names are required and shall be unique 

across all Device blocks. 
FlowVariables  STIL.4 variable block 

names 
Supports a single unnamed top-level block and 
domain name (restricted) blocks. 

Package  Package names Domain names are required and shall be unique 
across all Package blocks. 

SignalMap Signal-to-channel 
mapping names 

Supports a single unnamed top-level block and 
domain name (restricted) blocks. 

SoftBinDefs/HardBinDefs Bin definition names Each SoftBinDefs or HardBinDefs block defines an 
entity. The domain name is required and shall be 
unique. 

TestMethod TestMethod names Domain names are required and shall be unique 
across all TestMethod blocks. 

TestProgram  TestProgram names Domain names are required and shall be unique 
across all TestProgram blocks. 

TestType/FlowType/Test/Flow  Test/Flow type and 
instance names 

Each TestType, FlowType, Test, or Flow block 
defines an entity. The domain name is required and 
the name space of all of these entities is shared. 

 

6.8 Expressions 

6.8.1 General 

STIL.4 supports mathematical, Boolean, and string expressions. An expression may be as simple as a literal 
value or include variables, operators, and function calls. As the elements within the expression change, the 
value of the expression changes. For example, the value of expression '1 + var' changes whenever the 
value of var changes. The function eval evaluates the expression to return a literal value. Single-quoted 
and unquoted expressions are semantically identical. An expression, whether used directly or represented 
by a variable, parameter, or spec variable, shall be evaluated whenever a literal value is required. See 
Figure 8 and Figure 9 for expression assignment and evaluation for Flow and FlowExtended, respectively. 

x1  FlowVariables {  
 2    Integer var = 0;           // Initializes var to 0  
 3    Integer a = 1 + var;       // Initializes a to expression 1+var  
 4    Integer b = '1 + var';     // Same as above – quotes or not  
 5    Integer c = 'eval(1+var)'; // Initializes c to 1  
 6    Integer e = 0;             // Initialize e to 0  
 7  }  
 8  Flow MAINFLOW {  
 9    FlowNode {  
10     TestNumber 1;  
11     PreActions {  
12       e=eval(a);  // Evaluates a (1 + var) - sets e to value 1  
13       var=2;      // expressions using var will be affected.  
14       e=b;        // e is expression (1 + var)  
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15       e=e+1;      // Evaluates e, then increments;  e = 4  
16       e=eval(a);  // assign value of a; e = 3  
18       e=c;        // e = 1  
18     }  
19   }  
20 }  

Figure 8 — Flow expression assignment and evaluation 

 
x1 FlowVariables {  
 2         Integer var = 0;           // Initializes to value 0  
 3         Integer a = 1 + var;       // Initializes to expression  
 4         Integer b = '1 + var';     // Initializes to expression  
 5   Const Integer c = 1 + var;       // Initializes to value 1  
 6         Integer e = eval(1 + var); // Initializes to value 1  
 7 }  
 8  
 9  TestType MyType {                // FlowExtended  
10   FlowVariables {  
11     Integer c = var;  // Hides global c – local c is set to ‘var’,  
12                       // which will be evaluated when a value is  
13                       // needed (i.e., when the PreActions of a Test  
14                       // created from MyType are executed).  
15     Boolean f = eval(var == 0);  // Initialize to True  
16  }  
17   PreActions {  
18     // Evaluations occur when needed during execution  
19     // of PreActions - that is, when a Test created  
20     // from this TestType is executed.  
21     e = eval(c); // Assigns value 1  
22     var = 2;     // Assigns value 2  
23     e = b;       // Assigns expression b ('1+var') to e  
24     e = e + 1;   // Assigns value 4, not expr e+1.  
25     e = eval(c); // Assigns value 2  
26   }  
27 }  

Figure 9 — FlowExtended expression assignment and evaluation 

6.8.2 Literal values 

Literal values may be used in variable assignments or passed as parameters. The literal value type shall be 
compatible with the variable or parameter it is assigned to. To be compatible, the literal value shall either 
be of the same type as or convertible to the type of variable or parameter it is assigned to (see Table 11). 
All literal values are constant. 

Numeral 3, for example, is of type Integer. The same number with a decimal point, i.e., 3.0, is of type 
Real, a floating point number with no units. 25e-9 is of type Real. Any number with units is of a type 
associated with those units, e.g., 3s is of type Seconds, a floating point number with units. When the 
units are combinatorial and not reducible to a simple type, e.g., 3nm:s2 (3 nanometers per second 
squared), the type is General. When units are reducible to a simple type, they are of that type, e.g., 
1.0A2R (1 Ampere squared times Ohms) is of type Watts. See Table 4 for a listing of basic unit types, 
STIL.0 Table 4 for engineering unit prefixes, and the function units() description in Table 14 for 
additional information. 
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Characters surrounded by double quotes, e.g., "silly putty", are of type String unless they’ve been 
defined as quoted identifiers in the context of other STIL extension blocks and used in a STIL.4 context 
that requires a type other than String. Double quotes, backslash, t for tab and n for newline shall be 
escaped via backslash to be part of a string, e.g., string "\"C:\\Program Files\"\t\n" represents 
windows path name C:\Program Files enclosed in quotes followed by tab and newline. It is 
recommended that quoted identifiers not be used in STIL.0 and STIL.2 code when combined with STIL.4 
code. Testers do not in general, support quoted identifiers. There is no separate type or literal that 
represents a single character.  

Keywords True and False are of type Boolean. 

Keyword None signifies the value held by an uninitialized variable or parameter. None is also the result of 
illegal or unresolvable operations such as dividing by zero or evaluating an expression containing an 
undefined variable. While None may be a valid default initialization value, it may not be not be explicitly 
assigned to a variable or passed as a parameter value. A variable or parameter may be tested for equality or 
inequality to None. 

6.8.3 Integer expressions (int_expr) 

Integer expressions consist of integers, spec variables, flow variables, functions (see Table 6), and 
operators (see Table 13). In FlowExtended, integer expressions may also include test or flow parameters.  

An integer expression containing None or a variable that represents None, directly or indirectly, shall 
evaluate to None. 

Integer expressions may include run time variant components such as flow variables. Thus, the resolved 
value of the expression shall change as the values of the components change. The eval function may be 
used to force evaluation of an expression and return a literal value. 

Examples: 

1                    // Integer literal 
-2+3                 // Integer literal with operator 
max(2,50)            // evaluation of integer function 
risetime             // Variable 
(3 + risetime)/2     // Mathematical operations 
 

6.8.4 Real expressions (real_expr) 

Real expressions consist of integers, real numbers, exponential numbers, spec variables, flow variables, 
functions (see Table 6), and operators (see Table 13). In FlowExtended, real expressions may also include 
test or flow parameters. Exponential numbers may be expressed using real numbers or exponential 
numbers, followed by engineering notation using the prefixes (see STIL.0 Table 4) and units (see STIL.0 
Table 3 and, in this document, Table 4). 

A real expression containing None or a variable that represents None, directly or indirectly, shall evaluate 
to None. 

Real expressions may include run time variant components such as flow variables. Thus, the resolved value 
of the expression shall change as the values of the components change. The eval function may be used to 
force evaluation of an expression and return a literal value. 
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Examples: 

1                    // Integer literal 
2.0                  // Floating point literal 
3ps                  // Floating point literal with units 
risetime             // Variable 
(3ps + risetime)/2   // Mathematical operations 
 

6.8.5 Boolean expressions (bool_expr) 
A Boolean expression may be as simple as a literal or a predefined variable or it may contain operations 
performed on literals and/or variables, for example: 

True                                  // Boolean literal 
passed                                // Boolean variable 
(3ps + risetime)/2 <= 5ps             // Boolean expression 
boolvar1 != None && boolvar2 == True  // Boolean expression 
 
A Boolean expression may use operators &&, ||, !, ==, !=, >, <, >=, <=, ( , and ). 

Boolean operators &&, ||, and ! shall require Boolean operands. 

Boolean operators == and != shall require two operands of the same type, either String, Boolean, 
Integer, or floating point. One or both of the operands may be None. Two expressions are equal if they 
evaluate to the same value. 

Boolean operators >, <, >=, or <= shall require mathematical expression operands and evaluate to True, 
False, or None. (shall evaluate to None if one or more of the operands is None). 

Boolean operators with both an Integer and a Boolean operand, shall promote the Integer to 
Boolean before the operation is performed (zero is False, non-zero is True). 

6.8.6 String expressions (string_expr) 
A string expression may be as simple as a literal or a predefined variable or it may contain operations 
performed on literals and/or variables, for example: 

""                    // String literal: empty string 
"Arbitrary string"    // String literal 
"\"\t\n\\"            // String literal of supported escaped characters 
str                   // String variable, presumably previously defined 
"string " + str       // Concatenating String expression 
 
STIL.4 string expressions support operator plus (+) which performs concatenation. STIL.0 and STIL.2 
portions of the input stream use operator period (.) for string concatenation. Operator period (.) is not a 
valid concatenation operator for any identifiers used with STIL.4 constructs. However, it is still a valid 
concatenation operator for any non-STIL.4 constructs. 

For the following STIL.4 statement 

if ("s" == s) Stop; 
 
a STIL.4 compliant parser shall first look for identifier "s". That failing, the parser shall interpret "s" as a 
literal of type String. 
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Inside double quotes, the backslash is used as an escape character causing it and the next character to be 
interpreted as follows: 

Escaped character Translates to 
\" Double Quote 
\\ Backslash 
\n Newline (Linefeed) 
\t Horizontal Tab 

 

6.8.7 SignalGroup (FlowExtended) 

6.8.7.1 General 

SignalGroup is a data type used to pass sigref_expr statements. The SignalGroup data type has two 
member functions, size() and at(). 

6.8.7.2 SignalGroup functions syntax 

The syntax for the SignalGroup data type functions is as follows: 

Integer SignalGroup.size(); 
Signal SignalGroup.at(int_expr); 
 
size: Returns an integer representing the number of ordered signals in the resolved expression. 
 
at: Returns the ordered Signal in the SignalGroup indexed by int_expr. The int_expr index of 0 
returns the first resolved Signal. The int_expr index of SignalGroup.size()-1 returns the last resolved 
Signal. None is returned if int_expr is out of range, i.e. < 0 or >= SignalGroup.size(). 
 

6.8.7.3 SignalGroup functions example 

The example in Figure 10 illustrates usage of the size() and at() functions. 
 
Signals {  
  SIG1 In;  
  SIG2 In;  
  SIG3 In;  
  SIG4 In;  
  SIG5 In;  
}  
SignalGroups {  
  GRP1    = 'SIG3+SIG2+SIG1';  
  GRP2    = 'GRP1+SIG4+SIG5';   // 'SIG3+SIG2+SIG1+SIG4+SIG5'  
}  
TestType TestType1 {  
  Parameters {  
    InOut Const SignalGroup grp1 = 'GRP1';  
    InOut Const SignalGroup grp2 = 'GRP2';  
    In SignalGroup grp3;  
    In Signal sig;  
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  }  
  FlowVariables {  
    Const SignalGroup empty = '';  
    Integer int1 = grp1.size();     // Assigns 3 to int1  
    Integer int2 = grp2.size();     // Assigns 5 to int2  
    Integer int3 = empty.size();    // Assigns 0 to int3  
  }  
}  
Test TestType1 test1 {  
  grp1 = &GRP1;  
  grp2 = &GRP2;  
  grp3 = grp1.at(0);            // SIG3  
  sig = grp2.at(grp2.size()-1); // SIG5  
}  

Figure 10 —Example: SignalGroup functions 

6.9 Functions 

STIL.4 supports the functions shown in Table 6. All but function executed are globally accessible. The 
return value shall be None or an array of None if one or more mathematical expression arguments perform 
illegal operations or contain an undefined variable or None, directly or indirectly. Defined but uninitialized 
variables evaluate to None. 

Many of the functions in Table 6 and those described for FlowVariables in Table 11 (in 17.5) and Table 14 
(in 17.7) accept one or more arguments of type math_expr, which is defined in Table 6 as either an int_expr 
or a real_expr. 

math_expr ::= < int_expr | real_expr >  
 

Table 6 —Utility functions 

Function Return type Description 
abs(math_expr) If argument math_expr 

evaluates to type Integer, 
abs returns type Integer. If 
argument math_expr evaluates 
to a floating point type, abs 
returns the corresponding 
floating type. 

Returns the absolute value of mathematical expression 
math_expr or, if math_expr represents an array, an 
array of absolute values. 

eval(math_expr) Same as function abs. Directive replacing mathematical expression math_expr 
with the result of its evaluation, either an unquoted 
literal value or None. When used in initialization 
statement, evaluation occurs at parse time. When used 
in assignments, evaluation occurs at runtime. 

(Table continues) 
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Table 6—Utility functions (continued) 
Function Return type Description 

executed() Integer Returns the number of times TestExec has run to 
completion since asynchronous event START. The 
actual number returned depends on context, i.e., 
CurrentExec.executed() counts the number of 
times the CurrentExec reference_stmt’s 
TestExec has run to completion from the flow-node. 
Parent.executed()counts the parent test’s or 
flow’s TestExec executions. 
Local.executed(), same as unqualified 
executed(), counts the test’s or flow’s TestExec 
executions. Global.executed() shall be illegal. 

max(math_expr, 
math_expr, ...) 

Integer if all arguments are 
of type Integer, or a floating 
point value if one or more 
arguments are of floating point 
types. 

Returns a single literal maximum value from the 
mathematical expression variable-length argument list. 
Includes array elements in comparison if one or more 
arguments represent an array. All arguments shall have 
matching units.  
 
NOTE—Argument list is not defined in STIL.0 or 
STIL.1. If Flow extension appears in the STIL 
statement, then STIL.0 and STIL.1 parsers shall use 
this definition. 

min(math_expr, 
math_expr, ...) 

Same as function max. Same as max but returns a single literal minimum 
value. 

pow(math_expr, 
math_expr) 

Floating point type Returns the base (1st argument) raised to the power 
exponent (2nd argument) as a floating point number, 
with units if appropriate. The exponent shall be unit 
less. If the base is scalar then the exponent shall be 
scalar, and the return value shall be a single literal 
scalar. If base is an array and exponent is scalar, the 
return value is an array with every element raised to 
exponent. If base is an array and exponent is an array, 
the return value is an array with every element raised to 
the corresponding exponent, i.e., the arrays shall be of 
the same size. 

str2number(string, fp) Integer Converts as many of the initial characters in string as 
possible to a floating point number, with units if 
appropriate. No expression evaluation is performed. 
Returns the converted character count as type 
Integer. For example, string argument "10us*2" 
sets argument fp to 10us and returns 4. String 
argument "X" returns 0. 

 

x1 FlowVariables {  
 2   Integer i       = -1;          // Fodder for examples below  
 3   Integer array[] = [ 2, 3, 4 ]; // Fodder for examples below  
 4   Integer i0[]    = array + i;         // Set to 'array + i'  
 5   Integer i2[]    = eval(i0);          // Set to [ 1, 2, 3 ]  
 6   // Next line shows use of max() with a mix of scalar, array args  
 7   Integer i3      = max(i, array, -2); // Set to 4  
 8   Integer i4      = abs(-2);           // Set to 2  
 9   Integer i5      = abs(-2.5);         // Set to 2 (truncate)  
10   Real    r0      = abs(-2.5);         // Set to 2.5  
11   General gen0    = pow(4, 0.5);       // Set to 2.0 (Real)  
12 }  

Figure 11 —Example: mathematical functions 
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x1 FlowVariables {  
 2   Boolean preConditionMet = False;  
 3 }  
 4   
 5 TestType Fnc {  
 6   Parameters {  
 7     Out Boolean execdFnc = False { ReInitAt TEST_ENTRY; }  
 8   }  
 9   PreActions {  
10     If (Parent.executed())  
11       Bypass;  
12   }  
13   PostActions {  
14     If (executed())  
15       execdFnc = True;  
16   }  
17 }  
18   
19 Test Fnc fnc {  
20 }  
21   
22 Flow StdFlow main {  
23   TestExec {  
24     FlowNode fn1 {  
25       PreActions {  
26         If (CurrentExec.executed() == 1)  
27           preConditionMet = True;  
28       }  
29       TestExec fnc;  
30     }  
31   }  
32 }  

Figure 12 — Example: context-sensitive function executed 

6.10 Enum 

6.10.1 Enum syntax 

Enum ENUM_NAME { 
    (enum_stmt)+ 
} 
enum_stmt ::= ENUMERATOR_NAME (=INITIALIZER), 
 
Enum: Start of an enum block. 
 
ENUM_NAME: Required name of the enum block. This name applies scope to the enumerator elements 
within the enum block. 
 
ENUMERATOR_NAME: Required name of the enumerator element. Each enumerator name within the enum 
block shall be unique. 
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INITIALIZER: Optional Integer assignment value for the enumerator. If the initializer is omitted, the 
enumerator takes on the value of the previous enumerator + 1. The first enumerator, if not assigned with an 
initializer, is assigned the starting value of 0. 

6.10.2 Enum example 

X1 Enum Color {  
 2    BLACK,    // 0  
 3    RED,      // 1  
 4    YELLOW=4, // 4  
 5    BLUE      // 5  
 6 }  
 7 FlowVariables vars {  
 8     Color   c2 = RED;                 // Legal: assigns Color::RED  
 9     Color   c4 = Color::RED;          // Legal  
10     Color   c5;                       // Legal: assigns None  
11     Integer i2 = Color::BLUE;         // Sets value to 5  
12 }  

Figure 13 —Example: Enum FlowVariables 

6.11 Parameter, MethodParameter, and FlowVariable types 

The following types and metatypes are used for definition of Test Parameters, MethodParameters, and 
FlowVariable types. 

real_var_type ::= Amperes | Celsius | Decibels | Degrees | Farads | General | Henries | Hertz | Meters | 
                             Ohms | Real | Seconds | Volts | Watts 
boolean ::= True | False 
 
The following definition of  var_type applies when using Flow 2017 (Clause 7) 

var_type ::= <  
Boolean |  
Enum |  
Integer |  
String |  
real_var_type 

>  
 
The following definition of  var_type applies when using FlowExtended 2017 (Clause 7) 

var_type ::= (Const) <  
Boolean |  
Enum |  
Integer |  
Limits |  
String |  
VecLocation |  
VecRange |  
Window |  
real_var_type 

>  
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The following definitions of method_param_type and stil_object_expr are used when defining 
MethodParameters (29.2)  

method_param_type ::= <  
var_type |  
DCLevels |  
DCSequence |  
DCSets |  
Pattern |  
PatternBurst |  
PatternExec |  
Signal |  
sigref_expr |  
Timing 

>  
 
stil_object_expr ::= anything that evaluates to a method_param_type 
 
The following definitions of  param_type and stil_object_expr are used when defining Parameters 
(27.1)  

param_type ::= (Const) <  
var_type | 
BinSpec |  
Category |  
DCLevels |  
DCSequence |  
DCSets |  
PatternBurst |  
PatternExec |  
Selector |  
Signal |  
SignalGroup | // Covers sigref_expr 
Spec |  
SpecVariable |  
TestType |  
Timing 

>  
 
stil_object_expr ::= anything that evaluates to a param_type 

7. Extensions to STIL.0 Clause 8 (STIL statement) 

7.1 General 

To target intended use cases, this standard has been divided into a basic and extended set of language 
syntax definitions. The extended set is a superset of the basic set. 

Usage of the basic capability set is designated by the Flow 2017 keyword in the STIL statement block. 
The basic set imposes minimal changes to usage of clauses defined in existing STIL standards. 

Usage of the extended capability set is designated by the FlowExtended 2017 keyword in the STIL 
statement block. The extended capability includes additional syntax/semantic changes to clauses in existing 
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STIL standards. Usage of these features may not be typical in the scope of a test program deployed at a 
tester. Instead, these features are more likely to be used in offline test program generation applications. 

Table 7 shows the STIL.4 clauses are available in both modes (Flow) or only in the extended mode 
(FlowExtended). In the remainder of the document, the extended clauses include (FlowExtended) in 
the clause header. 

Table 7  — STIL.4 clauses by capability (Flow or FlowExtended) 

Clause Clause title Flow or FlowExtended 
6 Extensions to STIL.0 Clause 6 (STIL syntax description) Flow (6.2–6.7, 6.8.1–6.8.6, 

6.9–6.11) 
FlowExtended (6.8.7) 

7 Extensions to STIL.0 Clause 8 (STIL statement) Flow 
8 Extensions to STIL.0 Clause 14 (Signals block) FlowExtended 
9 Extensions to STIL.0 Clause 15 (SignalGroups block) FlowExtended 
10 Extensions to STIL.0 Clause 16 (PatternExec block) FlowExtended 
11 Extensions to STIL.0 Clause 17 (PatternBurst block) FlowExtended 
12 Extensions to STIL.0 Clause 18 (Timing and WaveformTable block) FlowExtended 
13 Extensions to  STIL.0 Clause 19 (Spec and Selector blocks) Flow 
14 Extensions to STIL.2 Clause 10 (DCLevels block) FlowExtended 
15 Extensions to STIL.2 Clause 12 (DCSequence) FlowExtended 
16 Include enhancements Flow 
17 FlowVariables Flow 
18 Device to tester interface Flow 
19 SignalMap Flow 
20 Device FlowExtended 
21 Binning Flow 
22 SoftBinDefs Flow (22.1–22.3, 22.5) 

FlowExtended (22.4, 22.6) 
23 HardBinDefs Flow 
24 BinMap Flow 
25 Flow conceptual model Flow 
26 Flow conceptual model FlowExtended 
27 TestBase definition FlowExtended 
28 TestType definition FlowExtended 
29 Test Flow 
30 FlowNode Flow 
31 FlowType definition FlowExtended 
32 Flow Flow 
33 Actions and flow control Flow 
34 TestProgram Flow 
35 Standard definitions Flow (35.1.2) 

FlowExtended (35.1.3, 
35.2–35.7) 
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7.2 STIL syntax 

A STIL statement of the following form is required at the top of each input file:9 

STIL <STIL.0_version> { 
    ( < Flow | FlowExtended >  <STIL.4_version>; ) 
} 

7.3 STIL example 

Keyword Flow refers to the standard being described in this document. For example, for a file containing 
STIL.0, STIL.2, and STIL.4 basic syntax: 

STIL 1.0 { 
    Flow 2017; 
    DCLevels 2002; 
} 

Keyword FlowExtended refers to the standard being described in this document. For example, for a 
file containing STIL.0, STIL.2, and STIL.4 extended syntax: 

STIL 1.0 { 
    FlowExtended 2017; 
    DCLevels 2002; 
} 

8. Extensions to STIL.0 Clause 14 (Signals block) (FlowExtended) 

8.1 General 

The STIL.4 Signals block syntax has the same general outline as STIL.0. STIL.4 supports an optional 
name for the Signals block to support multi-project/product wafer (MPW) and mutli-chip package 
(MCP) testing. For a single device, including multi-site testing, the unnamed Signals block is sufficient. 
STIL.4 allows additional attributes represented by meta-types sig_type_stmt and stil4_sig_attrs. 

8.2 Signals block syntax and examples 

Signals (SIGNALS_NAME) { 
    ( SIG_NAME sig_type_stmt)* 
    ( SIG_NAME sig_type_stmt { 
        ( Termination < TerminateHigh | TerminateLow | TerminateOff | TerminateUnknown > ;) 
        ( DefaultState < U | D | Z | ForceUp | ForceDown | ForceOff > ; ) 
        ( Base < Hex | Dec > waveform_char_list; ) 
        ( Alignment <MSB | LSB> ; ) 
        ( ScanIn (DECIMAL_INTEGER) ; ) 
        ( ScanOut (DECIMAL_INTEGER) ; ) 

                                                 
9 Potentially following the IncludeOnce statement (see Clause 16). 
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        ( DataBitCount DECIMAL_INTEGER; ) 
        (stil4_sig_attrs)10 
    } )* 
} 
 
Signals: this keyword introduces a brace enclosed block used to define individual signal names and 
properties. The optional SIGNALS_NAME shall comply with meta-type name_segment rules (see 6.5) with 
one exception: STIL.4 shall not allow SIGNALS_NAME None, a keyword used to explicitly denote 
uninitialized test parameters. Zero or more Signals blocks with domain names are allowed. All domain 
names shall be unique across all Signals. A Signals block and SignalGroups block may have the 
same name. 

sig_type ::= < In | Out | InOut | Supply | Ground | Pseudo > 
 
sig_subtype ::= < Analog | Digital | AnalogDigital | Open > 
 
sig_type_stmt ::= sig_type (+ sig_subtype) (+Channel) 
 
Meta-type sig_type_stmt provides options that do not exist under STIL.0 and slightly different 
interpretations for existing STIL.0 options. It is syntactically compatible with STIL.0 syntax. 
Explanations for sig_type_stmt elements are presented in alphabetical order: 

Analog: analog signal. Augments signal types In, Out, InOut, Supply, or Ground. 

AnalogDigital: dynamically switchable between analog and digital signal. Augments signal types 
In, Out, or InOut. 

Channel: a non-device-under-test (non-DUT) signal representing a tester channel, which may 
control loadboard components, e.g., relays, or an alternate tester channel to be connected to a 
device under test (DUT) signal via relay. Augments signal types In, Out, InOut, Supply, or 
Ground (all but Pseudo). 

Digital: digital signal. For compatibility with STIL.0, the default specification is Digital when 
Analog, AnalogDigital, or Open is not specified. Augments signal types In, Out, InOut, 
Supply, or Ground. 

Ground: analog or digital ground, fixed at 0V. 

Open: static high impedance, usually of type InOut, used to test unused package pins for 
isolation. Augments signal types In, Out, or InOut. 

STIL.4 requires a superset of STIL.0 signal types described in Table 8.  

                                                 
10 Although STIL.0 allows signal attributes to also be applied to groups in the SignalGroups block, stil4_sig_attrs shall be applied 
ONLY to signals in the Signals block. For explanation of STIL.0 attributes, please refer to the STIL.0 documentation. 
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Table 8 —Signal type/subtype combinations 

Signal type Signal subtype Interpretation 
In Digital  Digital input.  
 Analog Analog input. 
 AnalogDigital Input switchable between analog and digital. 
 Open Open package pin wanting a drive capable channel. 
Out Digital Digital output. 
 Analog Analog output. 
 AnalogDigital Output switchable between analog and digital. 
 Open Open package pin wanting a compare capable channel. 
InOut Digital Digital signal switchable between input and output. 
 Analog Analog signal switchable between input and output. 
 AnalogDigital Signal switchable between input and output, analog and digital. 
 Open Open package pin wanting a drive and compare capable channel. 
Ground Digital Digital ground. 
 Analog Analog ground. 
Supply Digital Digital power supply. 
 Analog Analog power supply. 
Pseudo Digital Digital Pseudo Signal. 

 

Part of that superset merits special attention in that it produces three conceptual categories of signals: 

 This signal category, most closely aligned with the STIL.0 notion of a signal, is associated with the 
chip interface. It is part of this category in that its sig_type_stmt includes neither Pseudo, Open, 
or Channel. Its name performs a dual function. It appears on one or more pads as a chip signal. In 
the test environment, it also serves as an alias for a tester channel as specified in the context of a 
ChannelMap (see 20.5). This second function facilitates specifying timing, waveforms, and 
levels on the tester channel in terms of the signal name. 

 This signal category is associated with a package pin that has no connection to the chip. It is of type 
Open. It shall not appear on any pad. Its function is to provide provide a signal name that we can 
associate with a tester channel in the ChannelMap in order to specify timing, waveforms, and 
levels. Typical usage is to perform an isolation test on the corresponding open package pin.  

 This signal category is associated with a tester channel. It is of type Channel. It may or may not 
also be associated with a pad. Its function is to provide a signal name alias for a tester channel. That 
signal name may then be used to specify timing, waveforms, and levels on that channel. Uses 
include relay control and associating multiple tester channels with a pin or pad. Signal type 
Channel may be added to all type/subtype combinations except Pseudo. 

stil4_sig_attrs ::=  
( < Pads (PAD_COUNT) { < (Pad (PAD_NUMBER) pad_attributes)* | (pad_attributes)* > } | 
      Pad (PAD_NUMBER) pad_attributes > )  
(Function function_stmt;) 
(CktType { cktype_stmt }) 
(Requirement reqmnt_stmt;) 
(Environment env_stmt) 

 
Meta-type stil4_sig_attrs can only be applied to signals in the Signals block. 
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CktType cktype_stmt 

cktype_stmt ::= (Tristate;)  
                      (Dynamic;) 
                      (Config SIG_NAME (NODE_NAME) (, SIG_NAME (NODE_NAME))*;)* 
 
Config: a signal whose programmable buffer instance properties are configured by one or more 
Function Control, Function IOCtrl, or Function ADCtrl signals. The configuration is 
controlled by one or more signals indicated by SIG_NAME which uses name_segment syntax. Optional 
NODE_NAME may be used to identify exceptions to the Function Control specification indicating 
which buffer-type node is controlled by which signal. See Figure 19. 

Tristate: pad, output, or output portion of ioput is tri-statable. 

Dynamic: circuit output state deteriorates over time. 

Environment: a variable size list of literal values that describe the electrical environment this output signal 
was designed to operate in (as opposed to the environment it is being tested in), e.g.: 
 

env_stmt ::= Design value(, value); (Simulation value(, value);) 
 

Design: this describes the environment this signal was designed to operate in. 

Simulation: this describes the simulation environment for this signal, i.e., timing may have been 
generated with a specific tester environment in mind. If this specification is omitted, the assumption is 
that simulation was done with Design value specs. 

Here’s an example Environment specification: 

Signame Out { Environment { Design 2pF,50R; Simulation 9pF,50R; } } 
 
Function function_stmt 

function_stmt ::= < (ADCtrl (NODE_NAME) (= <ForceHi|ForceLo>)) | 
                            (IOCtrl (NODE_NAME) (= <ForceHi|ForceLo>)) | 
                            (Control (NODE_NAME (, NODE_NAME)* (= <ForceHi|ForceLo>)) | 
                            (DiffNeg) | (DiffPos) | 
                            (Power VOLTS (+TOL) (–TOL) (CURRENT (ACCURACY))) 
                          > 
ADCtrl: control signal that switches AnalogDigital buffers between Analog and Digital. 
CktType Config specifies the controlled signal(s). An ATPRG requires a buffer-type library in 
order to know whether logic 1 maps to Analog or Digital. Buffer-type library format and content 
specification is beyond the scope of STIL.4. NODE_NAME refers to a node on a buffer-type. 

Control: this signal controls one or more programmable buffer attributes, e.g., tri-state, voltage levels, 
or drive current capability. A programmable buffer is one whose CktType is Config. Control may 
be one of the following: 

 static (tied either high or low) or dynamic (controlled by pattern) 
 internal (sig_type Pseudo) or external (accessible by tester channel).  

Control parameter(s) NODE_NAME refer to a node on a buffer-type. NODE_NAME specifies the buffer-
type node that controls the configuration of the buffer-type. CktType Config offers the 
opportunity to override control connections on a per buffer instance basis if necessary. 
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ForceHi or ForceLo is used to permanently lock the programmable buffer-type into a particular 
state.  

DiffNeg: Negative side of differential pair. Pairing is deduced from buffer instance name. 

DiffPos: Positive side of differential pair. Pairing is deduced from buffer instance name. 

IOCtrl: control signal that switches InOut buffers between In and Out. CktType Config 
specifies the controlled signal(s).  

Power: this optional keyword may only be applied to signals of type Supply. Its purpose is to help an 
ATPRG generate levels or configure power channels. VOLTS shall be a literal nominal value with units 
of volts. TOL optionally indicates either the positive or negative tolerance in percent of the nominal 
voltage or absolute values in volts. Optional CURRENT and ACCURACY represent the maximal current 
draw and the most lenient accuracy to which it may be measured; both shall be literal values with units 
of amperes. Optional ACCURACY shall be preceded by CURRENT. Examples: 

    Power 3.3V;                   // Minimal specification 
    Power 3.3V +5% -5%;           // More accurate tolerance values 
    Power 3.3V 3.47V 3.14V;       // Less accurate tolerance values 
    Power 3.3V 300mA 20mA;        // CURRENT and 20mA accuracy 
    Power 3.3V +5% -5% 300mA 20mA;// Complete specification 
 

Requirement reqmnt_stmt 

reqmnt_stmt ::= <  
(Ctap FARADS)      | 
(Level (VOLTS))     | 
(PullDown OHMS) | 
(PullUp OHMS) 

                       > 
 
Ctap: low-voltage differential input signals require center tap capacitor to ground as shown in Figure 
14, e.g.: 

Signame In { Requirement Ctap 0.1uF; } 
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Figure 14 —Diagram: LVDS center tap 

Level: input requires low current static level such as a reference voltage. Although the following two 
statements differentiate between analog and digital levels, there is no difference in application other 
than to indicate a preference for the type of tester resource to use should the ATPRG have the option: 

Signame In + Analog  { Requirement Level 0.8V; } 
Signame In + Digital { Requirement Level 0.8V; } 

 

PullDown: output requires pulldown resistor, e.g.: 

Signame Out { Requirement PullDown 50R; } 

PullUp: output requires pullup resistor, e.g.: 

Signame Out { Requirement PullUp 50R; } 

Pads: this optional keyword associates information about one or more pads with a signal. It is usually 
applied to signals which appear on multiple pads such as Supply or Ground. Optional parameter 
PAD_COUNT shall be of meta-type pos_int. It describes the number of pads associated with the signal. This 
keyword shall not be applied to signals of type Channel, Open, and Pseudo (by definition, signals of 
this type are not associated with pads). For signal type Open, connectivity is defined in the ChannelMap 
block, a sub-block of Device (see 20.5).  

Pad: this optional keyword associates information about one pad with a signal. It provides the opportunity 
to manually number the pad and associate coordinates and/or buffer information. This keyword shall not be 
applied to signals of type Channel, Open, and Pseudo (by definition, signals of this type are not 
associated with a pad). The optional PAD_NUMBER shall be of meta-type pos_int. Zero or more tester signals 
may be associated with that same pad.11 When multiple channels are associated with a pad, they should act 
                                                 
11 A chip signal is one whose sig_type_stmt includes neither Pseudo, Open, nor Channel. A tester signal is one whose 
sig_type_stmt includes Channel. 
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as a single electrical node either by being ganged or by being constrained to a high impedance (no drive) 
state. Ganging and high impedance may be specified in ChannelMap via the chan_stmt plus operator and 
the chan_config ChanDirection Out specification respectively (see 20.5). 

pad_attributes ::= (Coords X_LOC Y_LOC) buf_stmt 
 
buf_stmt ::=  
<   ;  |      // Use Semicolon to omit buffer information 
     < Buffer INSTANCE_NAME; |  
        Buffer (INSTANCE_NAME) { 
            < Type TYPE_NAME(.NODE_NAME); | Type (TYPE_NAME(.NODE_NAME)) { (buf_attributes) } > 
        } 
     > 
> 
 
NODE_NAME: for single-pad buffer-types, this keyword is optional. For multi-pad buffer-types, it is 
required. Identifier NODE_NAME selects one of its pads.  

Coords: this optional keyword’s parameters X_LOC and Y_LOC represent x and y pad center 
coordinates respectively, specified in units of Meters, e.g., -3430.22um 3260.39um. Locations 
are in relation to an arbitrary origin on the chip die. Usually, there is one pad and therefore one set of 
coordinates per signal. A signal of type Supply or Ground, however, may have many pads 
associated with it and therefore many sets of coordinates per signal. Coords may optionally be paired 
with the Pad number. Use Pads PAD_COUNT to specify the number of pads when neither pad 
numbers nor coordinates are available. 
 
Buffer: this optional keyword introduces the buffer instance name. The buffer INSTANCE_NAME shall 
be required for a multi-pad buffer but is optional for a single pad buffer. INSTANCE_NAME shall 
conform to meta-type alnum_id. When the INSTANCE_NAME is keyword None, it signifies an 
unbuffered pad, i.e., electrical characteristics are unknown. 

Type: this optional keyword subordinate to keyword Buffer associates the buffer-type name 
with the signal and may be used to introduce the buffer attributes block. TYPE_NAME shall conform 
to meta-type alnum_id. NODE_NAME is optional for a single pad buffer-type. A multi-pad buffer-
type shall require NODE_NAME to distinguish one pad from another.  

buf_attributes ::= (InLevelGrp <LEVELGRP_ITEM>;) 
                                (OutLevelGrp <LEVELGRP_ITEM>;) 
                                (PowerRails PWR_SIG_NAME (,PWR_SIG_NAME)*;) 
                                (GroundRails GND_SIG_NAME (,GND_SIG_NAME)*;) 
                                (IIH AMPERES (, AMPERES)*;) 
                                (IIL AMPERES (, AMPERES)*;) 
                                (IOH AMPERES (, AMPERES)*;) 
                                (IOL AMPERES (, AMPERES)*;)  
                                (IOZH AMPERES (, AMPERES)*;) 
                                (IOZL AMPERES (, AMPERES)*;) 
                                (VIH VOLTS (, VOLTS)*;) 
                                (VIL VOLTS (, VOLTS)*;) 
                                (VOH VOLTS (, VOLTS)*;) 
                                (VOL VOLTS (, VOLTS)*;) 
                                (VIHD VOLTS (, VOLTS)*;) 
                                (VILD VOLTS (, VOLTS)*;) 
                                (VOHD VOLTS (, VOLTS)*;) 
                                (VOLD VOLTS (, VOLTS)*;) 
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