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Abstract: IEC/TR 61000-3-7:2008 is adopted by this guide. IEC 61000-3-7:2008 provides
guidance on the principles that can be used as the basis for determining the requirements for the
connection of fluctuating installations to MV, HV, and EHV power systems (LV installations are
covered in other IEC documents). The primary objective of this guide is to provide guidance to
system operators or owners on engineering practices that will facilitate adequate service quality
for all connected customers.

This guide provides a methodology to allocate the capacity of the system to absorb voltage
fluctuations (i.e., flicker). However, it does not address how to mitigate voltage fluctuations, nor
does it address how to increase the capacity of the system to absorb such disturbances.

Since the procedures outlined in this guide are necessarily based on certain simplifying
assumptions, the approach will not always provide an optimum solution. The recommended
approach should be used with flexibility and engineering judgment, when applying the given
assessment procedures in full or in part.
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Notice and Disclaimer of Liability Concerning the Use of IEEE Documents: IEEE Standards documents are
developed within the IEEE Societies and the Standards Coordinating Committees of the IEEE Standards Association (IEEE-
SA) Standards Board. IEEE develops its standards through a consensus development process, approved by the American
National Standards Institute, which brings together volunteers representing varied viewpoints and interests to achieve the final
product. Volunteers are not necessarily members of the Institute and serve without compensation. While IEEE administers the
process and establishes rules to promote fairness in the consensus development process, IEEE does not independently
evaluate, test, or verify the accuracy of any of the information or the soundness of any judgments contained in its standards.

Use of an IEEE Standard is wholly voluntary. IEEE disclaims liability for any personal injury, property or other damage, of
any nature whatsoever, whether special, indirect, consequential, or compensatory, directly or indirectly resulting from the
publication, use of, or reliance upon any IEEE Standard document.

IEEE does not warrant or represent the accuracy or content of the material contained in its standards, and expressly disclaims
any express or implied warranty, including any implied warranty of merchantability or fitness for a specific purpose, or that
the use of the material contained in its standards is free from patent infringement. IEEE Standards documents are supplied "AS
IS-H

The existence of an IEEE Standard does not imply that there are no other ways to produce, test, measure, purchase, market, or
provide other goods and services related to the scope of the IEEE standard. Furthermore, the viewpoint expressed at the time a
standard is approved and issued is subject to change brought about through developments in the state of the art and comments
received from users of the standard. Every IEEE standard is subjected to review at least every ten years. When a document is
more than ten years old and has not undergone a revision process, it is reasonable to conclude that its contents, although still of
some value, do not wholly reflect the present state of the art. Users are cautioned to check to determine that they have the
latest edition of any IEEE standard.

In publishing and making its standards available, IEEE is not suggesting or rendering professional or other services for, or on
behalf of, any person or entity. Nor is IEEE undertaking to perform any duty owed by any other person or entity to another.
Any person utilizing any IEEE Standards document, should rely upon his or her own independent judgment in the exercise of
reasonable care in any given circumstances or, as appropriate, seek the advice of a competent professional in determining the
appropriateness of a given IEEE standard.

Translations: The IEEE consensus development process involves the review of documents in English only. In the event that
an IEEE standard is translated, only the English version published by IEEE should be considered the approved IEEE standard.

Official Statements: A statement, written or oral, that is not processed in accordance with the IEEE-SA Standards Board
Operations Manual shall not be considered the official position of IEEE or any of its committees and shall not be considered to
be, nor be relied upon as, a formal position of IEEE. At lectures, symposia, seminars, or educational courses, an individual
presenting information on IEEE standards shall make it clear that his or her views should be considered the personal views of
that individual rather than the formal position of IEEE.

Comments on Standards: Comments for revision of IEEE Standards documents are welcome from any interested party,
regardless of membership affiliation with IEEE. However, IEEE does not provide consulting information or advice pertaining
to IEEE Standards documents. Suggestions for changes in documents should be in the form of a proposed change of text,
together with appropriate supporting comments. Since IEEE standards represent a consensus of concerned interests, it is
important to ensure that any responses to comments and questions also receive the concurrence of a balance of interests. For
this reason, IEEE and the members of its societies and Standards Coordinating Committees are not able to provide an instant
response to comments or questions except in those cases where the matter has previously been addressed. Any person who
would like to participate in evaluating comments or revisions to an IEEE standard is welcome to join the relevant IEEE
working group at http://standards.ieee.org/develop/wg/.

Comments on standards should be submitted to the following address:

Secretary, IEEE-SA Standards Board
445 Hoes Lane

Piscataway, NJ 08854

USA

Photocopies: Authorization to photocopy portions of any individual standard for internal or personal use is granted by The
Institute of Electrical and Electronics Engineers, Inc., provided that the appropriate fee is paid to Copyright Clearance Center.
To arrange for payment of licensing fee, please contact Copyright Clearance Center, Customer Service, 222 Rosewood Drive,
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Notice to users

Laws and regulations

Users of IEEE Standards documents should consult all applicable laws and regulations. Compliance with
the provisions of any IEEE Standards document does not imply compliance to any applicable regulatory
requirements. Implementers of the standard are responsible for observing or referring to the applicable
regulatory requirements. IEEE does not, by the publication of its standards, intend to urge action that is not
in compliance with applicable laws, and these documents may not be construed as doing so.

Copyrights

This document is copyrighted by the IEEE. It is made available for a wide variety of both public and
private uses. These include both use, by reference, in laws and regulations, and use in private self-
regulation, standardization, and the promotion of engineering practices and methods. By making this
document available for use and adoption by public authorities and private users, the IEEE does not waive
any rights in copyright to this document.

Updating of IEEE documents

Users of IEEE Standards documents should be aware that these documents may be superseded at any time
by the issuance of new editions or may be amended from time to time through the issuance of amendments,
corrigenda, or errata. An official IEEE document at any point in time consists of the current edition of the
document together with any amendments, corrigenda, or errata then in effect. In order to determine whether
a given document is the current edition and whether it has been amended through the issuance of
amendments, corrigenda, or errata, visit the IEEE-SA Website at http://standards.ieee.org/index.html or
contact the IEEE at the address listed previously. For more information about the IEEE Standards
Association or the IEEE standards development process, visit the IEEE-SA Website at
http://standards.ieee.org/index.html.

Errata

Errata, if any, for this and all other standards can be accessed at the following URL:
http://standards.iece.org/findstds/errata/index.html. Users are encouraged to check this URL for errata
periodically.

Patents

Attention is called to the possibility that implementation of this standard may require use of subject matter
covered by patent rights. By publication of this standard, no position is taken by the IEEE with respect to
the existence or validity of any patent rights in connection therewith. If a patent holder or patent applicant
has filed a statement of assurance via an Accepted Letter of Assurance, then the statement is listed on the
IEEE-SA Website http://standards.icee.org/about/sasb/patcom/patents.html. Letters of Assurance may
indicate whether the Submitter is willing or unwilling to grant licenses under patent rights without
compensation or under reasonable rates, with reasonable terms and conditions that are demonstrably free of
any unfair discrimination to applicants desiring to obtain such licenses.
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Essential Patent Claims may exist for which a Letter of Assurance has not been received. The IEEE is not
responsible for identifying Essential Patent Claims for which a license may be required, for conducting
inquiries into the legal validity or scope of Patents Claims, or determining whether any licensing terms or
conditions provided in connection with submission of a Letter of Assurance, if any, or in any licensing
agreements are reasonable or non-discriminatory. Users of this standard are expressly advised that
determination of the validity of any patent rights, and the risk of infringement of such rights, is entirely
their own responsibility. Further information may be obtained from the IEEE Standards Association.

Important Notice

This standard is not intended to ensure safety, security, health, or environmental protection. Implementers
of the standard are responsible for determining appropriate safety, security, environmental, and health
practices or regulatory requirements.

This IEEE document is made available for use subject to important notices and legal disclaimers. These
notices and disclaimers appear in all publications containing this document and may be found under the
heading “Important Notice” or “Important Notices and Disclaimers Concerning IEEE Documents.” They
can also be obtained on request from IEEE or viewed at http://standards.ieee.org/IPR/disclaimers.html.
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IEEE Introduction

This introduction is not part of IEEE Std 1453.1-2012, IEEE Guide—Adoption of IEC/TR 61000-3-7:2008,
Electromagnetic compatibility (EMC)—Limits—Assessment of emission limits for the connection of fluctuating
installations to MV, HV and EHV power systems.

IEEE Std 1453.1 is the adoption of IEC 61000-3-7. The primary objective of IEC 61000-3-7 is to provide
guidance to system operators, owners, and engineers that are responsible for providing electrical service to
loads that cause voltage fluctuations. IEC 61000-3-7 provides guidance on the principles and methodology
that can be used to determine requirements for connecting fluctuating loads to both radial and network
systems. Methods for determining appropriate flicker planning levels and emission limits for fluctuating
loads as well as those that create rapid voltage changes are also provided. IEC 61000-3-7 is a companion
document to IEC 61000-4-15 in that it uses the flicker measuring methodology specified therein to perform
customer performance assessments. IEEE Std 1453 is the adoption of IEC 61000-4-15.
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INTERNATIONAL ELECTROTECHNICAL COMMISSION

ELECTROMAGNETIC COMPATIBILITY (EMC) -

Part 3-7: Limits —
Assessment of emission limits for the connection of fluctuating
installations to MV, HV and EHV power systems

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote
international co-operation on all questions concerning standardization in the electrical and electronic fields. To
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications,
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely
with the International Organization for Standardization (ISO) in accordance with conditions determined by
agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international
consensus of opinion on the relevant subjects since each technical committee has representation from all
interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications
transparently to the maximum extent possible in their national and regional publications. Any divergence
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in
the latter.

5) IEC provides no marking procedure to indicate its approval and cannot be rendered responsible for any
equipment declared to be in conformity with an IEC Publication.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and
members of its technical committees and IEC National Committees for any personal injury, property damage or
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC
Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
indispensable for the correct application of this publication.

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of
patent rights. IEC shall not be held responsible for identifying any or all such patent rights.

The main task of IEC technical committees is to prepare International Standards. However, a
technical committee may propose the publication of a technical report when it has collected
data of a different kind from that which is normally published as an International Standard, for
example "state of the art".

IEC/TR 61000-3-7, which is a technical report, has been prepared by subcommittee 77A: Low
frequency phenomena, of IEC technical committee 77: Electromagnetic compatibility.

This Technical Report forms Part 3-7 of IEC 61000. It has the status of a basic EMC
publication in accordance with IEC Guide 107 [17].1

This second edition cancels and replaces the first edition published in 1996 and constitutes a
technical revision.

1 Figures in square brackets refer to the bibliography. Documents
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This new edition is significantly more streamlined than the original technical report (Edition 1),
and reflects the experiences gained in the application of the first edition. This technical report
has also been harmonised with IEC/TR 61000-3-6 [18] and IEC/TR 61000-3-13 [19].

The text of this technical report is based on the following documents:

Enquiry draft

Report on voting

7T7A/576/DTR

77A/615/RVC

Full information on the voting for the approval of this technical report can be found in the

report on voting indicated in the above table.

A list of all parts of the IEC 61000 series, under the general title Electromagnetic compatibility

(EMC), can be found on the IEC website.

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2.

The committee has decided that the contents of this publication will remain unchanged until
the maintenance result date indicated on the IEC web site under "http://webstore.iec.ch” in

the data related to the specific publication. At this date, the publication will be

* reconfirmed,

* withdrawn,

» replaced by a revised edition, or
*+ amended.

A bilingual version of this publication may be issued at a later date.
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INTRODUCTION

IEC 61000 is published in separate parts according to the following structure:

Part 1: General

General considerations (introduction, fundamental principles)
Definitions, terminology

Part 2: Environment

Description of the environment
Classification of the environment

Compatibility levels
Part 3: Limits

Emission limits

Immunity limits
(in so far as they do not fall under the responsibility of product committees)

Part 4: Testing and measurement techniques

Measurement techniques
Testing techniques

Part 5: Installation and mitigation guidelines

Installation guidelines
Mitigation methods and devices

Part 6: Generic standards
Part 9: Miscellaneous

Each part is further subdivided into several parts published either as International Standards
or as technical specifications or technical reports, some of which have already been published
as sections. Others will be published with the part number followed by a dash and a second
number identifying the subdivision (example: IEC 61000-6-1).
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ELECTROMAGNETIC COMPATIBILITY (EMC) -

Part 3-7: Limits —
Assessment of emission limits for the connection of fluctuating
installations to MV, HV and EHV power systems

1 Scope

This part of IEC 61000 provides guidance on principles which can be used as the basis for
determining the requirements for the connection of fluctuating installations to MV, HV and
EHV public power systems (LV installations are covered in other IEC documents). For the
purposes of this report, a fluctuating installation means an installation (which may be a load or
a generator) that produces voltage flicker and / or rapid voltage changes. The primary
objective is to provide guidance to system operators or owners on engineering practices
which will facilitate the provision of adequate service quality for all connected customers. In
addressing installations, this document is not intended to replace equipment standards for
emission limits.

This report addresses the allocation of the capacity of the system to absorb disturbances. It
does not address how to mitigate disturbances, nor does it address how the capacity of the
system can be increased.

Since the guidelines outlined in this report are necessarily based on certain simplifying
assumptions, there is no guarantee that this approach will always provide the optimum
solution for all flicker situations. The recommended approach should be used with flexibility
and engineering judgment as far as engineering is concerned, when applying the given
assessment procedures in full or in part.

The system operator or owner is responsible for specifying requirements for the connection of
fluctuating installations to the system. The fluctuating installation is to be understood as the
customer’s complete installation (i.e. including fluctuating and non fluctuating parts).

Problems related to voltage fluctuations fall into two basic categories:

e Flicker effect from light sources as a result of voltage fluctuations;
e Rapid voltage changes even within the normal operational voltage tolerances are
considered as a disturbing phenomenon.

The report gives guidance for the coordination of the flicker emissions between different
voltage levels in order to meet the compatibility levels at the point of utilisation. This report
primarily focuses on controlling or limiting flicker, but a clause is included to address the
limitation of rapid voltage changes.

NOTE The boundaries between the various voltage levels may be different for different countries (see
IEV 601-01-28) [16]. This report uses the following terms for system voltage:

- low voltage (LV) refers to Un < 1 kV;

- medium voltage (MV) refers to 1 kV < Un < 35 kV;
- high voltage (HV) refers to 35 kV < Un < 230 kV;
- extra high voltage (EHV) refers to 230 kV < Un.

In the context of this report, the function of the system is more important than its nominal voltage. For example, a
HV system used for distribution may be given a "planning level" which is situated between those MV and HV

systems. Ocuments
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2 Normative references

The following referenced documents are indispensable for the application of this document.
For dated references, only the edition cited applies. For undated references, the latest edition
of the referenced document (including any amendments) applies.

IEC 60050(161), International Electrotechnical Vocabulary — Chapter 161: Electromagnetic
compatibility

3 Terms and definitions

For the purpose of this part of IEC 61000, the following definitions apply as well as the
definitions in IEC 60050(161).

3.1

agreed power

value of the apparent power of the disturbing installation on which the customer and the
system operator or owner agree. In the case of several points of connection, a different value
may be defined for each connection point

3.2

customer

a person, company or organization that operates an installation connected to, or entitled to be
connected to, a supply system by a system operator or owner

3.3

(electromagnetic) disturbance

any electromagnetic phenomenon which, by being present in the electromagnetic
environment, can cause electrical equipment to depart from its intended performance

3.4

disturbance level

the amount or magnitude of an electromagnetic disturbance measured and evaluated in a
specified way

3.5

electromagnetic compatibility (EMC)

ability of an equipment or system to function satisfactorily in its electromagnetic environment
without introducing intolerable electromagnetic disturbances to anything in that environment

NOTE 1 Electromagnetic compatibility is a condition of the electromagnetic environment such that, for every
phenomenon, the disturbance emission level is sufficiently low and immunity levels are sufficiently high so that all
devices, equipment and systems operate as intended.

NOTE 2 Electromagnetic compatibility is achieved only if emission and immunity levels are controlled such that
the immunity levels of the devices, equipment and systems at any location are not exceeded by the disturbance
level at that location resulting from the cumulative emissions of all sources and other factors such as circuit
impedances. Conventionally, compatibility is said to exist if the probability of the departure from intended
performance is sufficiently low. See Clause 4 of IEC 61000-2-1 [20].

NOTE 3 Where the context requires it, compatibility may be understood to refer to a single disturbance or class of
disturbances.

NOTE 4 Electromagnetic compatibility is a term used also to describe the field of study of the adverse
electromagnetic effects which devices, equipment and systems undergo from each other or from electromagnetic
phenomena.
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3.6

(electromagnetic) compatibility level

specified electromagnetic disturbance level used as a reference level in a specified
environment for coordination in the setting of emission and immunity limits

NOTE By convention, the compatibility level is chosen so that there is only a small probability (for example 5%)
that it will be exceeded by the actual disturbance level.

3.7

emission

phenomenon by which electromagnetic energy emanates from a source of electromagnetic
disturbance

[IEV 161-01-08 modified]

NOTE For the purpose of this report, emission refers to phenomena or conducted electromagnetic disturbances
that can cause flicker or fluctuations of the supply voltage.

3.8

emission level

level of a given electromagnetic disturbance emitted from a particular device, equipment,
system or disturbing installation as a whole, assessed and measured in a specified manner

3.9

emission limit

maximum emission level specified for a particular device, equipment, system or disturbing
installation as a whole

3.10

flicker

impression of unsteadiness of visual sensation induced by a light stimulus whose luminance
or spectral distribution fluctuates with time

NOTE Flicker is the effect on the incandescent lamps while the electromagnetic phenomenon causing it is
referred as voltage fluctuations.

3.1

fluctuating installation

an electrical installation as a whole (i.e. including fluctuating and non-fluctuating parts) which
is characterized by repeated or sudden power fluctuations, or start-up or inrush currents
which can produce flicker or rapid voltage changes on the supply system to which it is
connected

NOTE For the purpose of this report, all references to fluctuating installations not only include loads, but also
generating plants.

3.12

fundamental frequency

frequency in the spectrum obtained from a Fourier transform of a time function, to which all
the frequencies of the spectrum are referred. For the purpose of this technical report, the
fundamental frequency is the same as the power supply frequency

NOTE In the case of a periodic function, the fundamental frequency is generally equal to the frequency of the
function itself.

3.13

generating plant

any equipment that produces electricity together with any directly connected or associated
equipment such as a unit transformer or converter
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3.14

immunity (to a disturbance)

ability of a device, equipment or system to perform without degradation in the presence of an
electromagnetic disturbance

3.15

immunity level

maximum level of a given electromagnetic disturbance on a particular device, equipment or
system for which it remains capable of operating with a declared degree of performance

3.16
interharmonic frequency
any frequency which is not an integer multiple of the fundamental frequency

NOTE 1 By extension from harmonic order, the interharmonic order is the ratio of the interharmonic frequency to
the fundamental frequency. This ratio is not an integer (recommended notation “m”).

NOTE 2 In the case where m < 1 the term subharmonic frequency may be used.

3.17

interharmonic component

component having an interharmonic frequency. For brevity, such a component may be
referred to simply as an “interharmonic”

3.18

normal operating conditions

operating conditions of the system or of the disturbing installation typically including all
generation variations, load variations and reactive compensation or filter states (e.g. shunt
capacitor states), planned outages and arrangements during maintenance and construction
work, non-ideal operating conditions and normal contingencies under which the considered
system or disturbing installation has been designed to operate

NOTE Normal system operating conditions typically exclude: conditions arising as a result of a fault or a
combination of faults beyond that planned for under the system security standard, exceptional situations and
unavoidable circumstances (for example: force majeure, exceptional weather conditions and other natural
disasters, acts by public authorities, industrial actions), cases where system users significantly exceed their
emission limits or do not comply with the connection requirements, and temporary generation or supply
arrangements adopted to maintain supply to customers during maintenance or construction work, where otherwise
supply would be interrupted

3.19

planning level

level of a particular disturbance in a particular environment, adopted as a reference value for
the limits to be set for the emissions from the installations in a particular system, in order to
coordinate those limits with all the limits adopted for equipment and installations intended to
be connected to the power supply system

NOTE Planning levels are considered internal quality objectives to be specified at a local level by those
responsible for planning and operating the power supply system in the relevant area.

3.20

point of common coupling (PCC)

point in the public system which is electrically closest to the installation concerned and to
which other installations are or may be connected. The PCC is a point located upstream of
the considered installation

NOTE A supply system is considered as being public in relation to its use, and not its ownership.

3.21
point of connection (POC)
point on a public power supply system where the installation under consideration is, or can be

connected Documents
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NOTE A supply system is considered as being public in relation to its use, and not its ownership.

3.22

point of evaluation (POE)

point on a public power supply system where the emission levels of a given installation are to
be assessed against the emission limits. This point can be the point of common coupling
(PCC) or the point of connection (POC) or any other point specified by the system operator or
owner or agreed upon

NOTE A supply system is considered as being public in relation to its use, and not its ownership.

3.23

rapid voltage changes

changes in fundamental frequency r.m.s. voltages over several cycles; rapid voltage changes
could also be in the form of cyclic changes

NOTE Rapid voltage changes are often caused by start-ups, inrush currents or switching operation of equipment.

3.24

short circuit power

theoretical value expressed in MVA of the initial symmetrical three-phase short-circuit power
at a point on the supply system. It is defined as the product of the initial symmetrical short-
circuit current, the nominal system voltage and the factor V3 with the aperiodic component
(DC) being neglected

3.25
spur
a feeder branch off a main feeder (typically applied on MV and LV feeders)

3.26

supply system

all the lines, switchgear and transformers operating at various voltages which make up the
transmission systems and distribution systems to which customers’ installations are
connected

3.27

system operator or owner

entity responsible for making technical connection agreements with customers who are
seeking connection of load or generation to a distribution or transmission system

3.28

transfer coefficient (influence coefficient)

the relative level of disturbance that can be transferred between two busbars or two parts of a
power system for various operating conditions

3.29
voltage fluctuations
a series of voltage changes or a cyclic variation of the voltage envelope

4 Basic EMC concepts related to voltage fluctuations

The international flickermeter (see IEC 61000-4-15 [1])2 provides two quantities to
characterize the flicker severity: Pg; (“st” referring to “short term”: one value is obtained for
each 10 min period) and P, (“It" referring to “long term”: one value is obtained for each 2 h
period). The flicker related voltage quality criteria are generally expressed in terms of P
and/or Py, with P, typically being derived from groups of 12 consecutive Pg; values.

2 Figures in square brackets refer to the bibliography. Documents
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(1)

Flicker emission levels are assessed at the point of evaluation (POE) of a fluctuating
installation (see Clause 6), at the MV, HV or EHV level in the context of this report. However,
it should be remembered that the background for limits is the possible annoyance to LV
customers, therefore flicker attenuation between LV, MV, HV and EHV should be considered
in assessing the impact of emissions.

It is also assumed in this report that the flickermeter and the associated severity factors are
adapted to the type of incandescent lamps in use (e.g.: 120 V or 230 V) so that the flicker
limits remain the same irrespective of the voltage of the lamps. This is important because
120 V lamps are less sensitive to voltage fluctuations than 230 V lamps (see Annex A) and
100 V lamps are even less sensitive.

The development of emission limits for individual equipment or a customer’s total installation
should be based on the effect that these emissions will have on the quality of the voltage.
Some basic concepts are used to evaluate voltage quality. In order for these concepts to be
used for evaluation at specific locations, they are defined in terms of where they apply
(locations), how they are measured (measurement duration, sample times, averaging
durations, statistics), and how they are calculated. These concepts are described hereafter
and illustrated in Figures 1 and 2. Definitions may be found in IEV 60050(161).

4.1 Compatibility levels

These are reference values (see Table 1) for coordinating the emission and immunity of
equipment which is part of, or supplied by, a supply system in order to ensure the EMC in the
whole system (including system and connected equipment). Compatibility levels are generally
based on the 95 % probability levels of entire systems, using statistical distributions which
represent both time and space variations of disturbances. There is allowance for the fact that
the system operator or owner cannot control all points of a system at all times. Therefore,
evaluation with respect to compatibility levels should be made on a system-wide basis and no
assessment method is provided for evaluation at a specific location.

The compatibility levels for flicker in LV systems are reproduced in Table 1 from
IEC 61000-2-2 [2]. In some cases, higher values have been reported without a correlation
with complaints. In these cases, measurements were possibly made at EHV/HV levels, during
daylight hours, or for other reasons. Additional information is available in reference [3].

Compatibility levels are not defined by IEC for MV, HV and EHV systems.

Table 1 — Compatibility levels for flicker in low voltage systems
reproduced from IEC 61000-2-2

Compatibility
levels
Py 1,0
Py 0,8
4.2 Planning levels
4.21 Indicative values of planning levels

These are voltage flicker levels that can be used for the purpose of determining emission

limits, taking into consideration all fluctuating installations. Planning levels are Sﬁﬁ&fﬂﬁbﬁ t
the system operator or owner for all system voltage levels and can be consicered ents
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