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Abstract: The High Level Architecture (HLA) has been developed to provide a common
architecture for distributed modeling and simulation. The HLA defines an integrated approach that
provides a common framework for the interconnection of interacting simulations. This document,
the second in a family of three related HLA documents, defines the standard services of and
interfaces to the HLA runtime infrastructure (RTI). These services are used by the interacting
simulations to achieve a coordinated exchange of information when they participate in a
distributed federation. The standards contained in this architecture are interrelated and need to be
considered as a product set, when changes are made. They each have value independently.
Keywords: architecture, class attribute, data distribution management, federate, federation,
federation execution, federation object model, HLA, instance attribute, instance attribute
ownership, interaction class, object class, runtime infrastructure, simulation object model, time-
constrained, time-regulating
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IEEE Standards documents are developed within the IEEE Societies and the Standards Coordinating Committees
of the IEEE Standards Association (IEEE-SA) Standards Board. The IEEE develops its standards through a
consensus development process, approved by the American National Standards Institute, which brings together
volunteers representing varied viewpoints and interests to achieve the final product. Volunteers are not necessarily
members of the Institute and serve without compensation. While the IEEE administers the process and establishes
rules to promote fairness in the consensus development process, the IEEE does not independently evaluate, test, or
verify the accuracy of any of the information or soundness of any judgments contained in its standards.

Use of an IEEE Standard is wholly voluntary. The IEEE disclaims liability for any personal injury, property or other
damage, of any nature whatsoever, whether special, indirect, consequential, or compensatory, directly or indirectly
resulting from the publication, use of, or reliance upon this, or any other IEEE Standard document.

The IEEE does not warrant or represent the accuracy or content of the material contained herein, and expressly
disclaims any express or implied warranty, including any implied warranty of merchantability or fitness for a
specific purpose, or that the use of the material contained herein is free from patent infringement. IEEE Standards
documents are supplied “AS IS.”

The existence of an IEEE Standard does not imply that there are no other ways to produce, test, measure, purchase,
market, or provide other goods and services related to the scope of the IEEE Standard. Furthermore, the viewpoint
expressed at the time a standard is approved and issued is subject to change brought about through developments in
the state of the art and comments received from users of the standard. Every IEEE Standard is subjected to review at
least every five years for revision or reaffirmation, or every ten years for stabilization. When a document is more
than five years old and has not been reaffirmed, or more than ten years old and has not been stabilized, it is
reasonable to conclude that its contents, although still of some value, do not wholly reflect the present state of the art.
Users are cautioned to check to determine that they have the latest edition of any IEEE Standard.

In publishing and making this document available, the IEEE is not suggesting or rendering professional or other
services for, or on behalf of, any person or entity. Nor is the IEEE undertaking to perform any duty owed by any
other person or entity to another. Any person utilizing this, and any other IEEE Standards document, should rely
upon his or her independent judgment in the exercise of reasonable care in any given circumstances or, as
appropriate, seek the advice of a competent professional in determining the appropriateness of a given IEEE
standard.

Interpretations: Occasionally questions may arise regarding the meaning of portions of standards as they relate to
specific applications. When the need for interpretations is brought to the attention of IEEE, the Institute will initiate
action to prepare appropriate responses. Since IEEE Standards represent a consensus of concerned interests, it is
important to ensure that any interpretation has also received the concurrence of a balance of interests. For this reason,
IEEE and the members of its societies and Standards Coordinating Committees are not able to provide an instant
response to interpretation requests except in those cases where the matter has previously received formal
consideration. A statement, written or oral, that is not processed in accordance with the IEEE-SA Standards Board
Operations Manual shall not be considered the official position of IEEE or any of its committees and shall not be
considered to be, nor be relied upon as, a formal interpretation of the IEEE. At lectures, symposia, seminars, or
educational courses, an individual presenting information on IEEE standards shall make it clear that his or her views
should be considered the personal views of that individual rather than the formal position, explanation, or
interpretation of the IEEE.

Comments for revision of IEEE Standards are welcome from any interested party, regardless of membership
affiliation with IEEE. Suggestions for changes in documents should be in the form of a proposed change of text,
together with appropriate supporting comments. Recommendations to change the status of a stabilized standard
should include a rationale as to why a revision or withdrawal is required. Comments and recommendations on
standards, and requests for interpretations should be addressed to:

Secretary, IEEE-SA Standards Board
445 Hoes Lane

Piscataway, NJ 08854

USA

Authorization to photocopy portions of any individual standard for internal or personal use is granted by The
Institute of Electrical and Electronics Engineers, Inc., provided that the appropriate fee is paid to Copyright
Clearance Center. To arrange for payment of licensing fee, please contact Copyright Clearance Center, Customer
Service, 222 Rosewood Drive, Danvers, MA 01923 USA; +1 978 750 8400. Permission to photocopy portions of
any individual standard for educational classroom use can also be obtained through the Copyright Clearance Center.
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Introduction

This introduction is not part of IEEE Std 1516.1-2010, IEEE Standard for Modeling and Simulation (M&S) High
Level Architecture (HLA)—Federate Interface Specification.

This document has been developed to record an international standard for the High Level Architecture
(HLA). It serves as one of three related standards for the HLA. It defines the services and interfaces to be
used by federates when participating in a federation execution.

This new version of the IEEE 1516 HLA was produced in 2004 through 2007 by the HLA Evolved Product
Development Group of the Simulation Interoperability Standards Organization (SISO). It incorporates a
number of updates based on practical application of earlier versions of the standard. The purpose of the new
version is to better support development, deployment, and net-centricity of distributed simulations.

Major new additions include support for Web Services communication, modular information models
[federation object models (FOMs) and simulation object models (SOMs)], improved extensible markup
language (XML) features (XML Schemata as well as extensibility), improved fault tolerance support,
support for update rate reduction, and dynamic link compatibility between different implementations.

Notice to users

Laws and regulations

Users of these documents should consult all applicable laws and regulations. Compliance with the
provisions of this standard does not imply compliance to any applicable regulatory requirements.
Implementers of the standard are responsible for observing or referring to the applicable regulatory
requirements. IEEE does not, by the publication of its standards, intend to urge action that is not in
compliance with applicable laws, and these documents may not be construed as doing so.

Copyrights

This document is copyrighted by the IEEE. It is made available for a wide variety of both public and private
uses. These include both use, by reference, in laws and regulations, and use in private self-regulation,
standardization, and the promotion of engineering practices and methods. By making this document
available for use and adoption by public authorities and private users, the IEEE does not waive any rights in
copyright to this document.

Updating of IEEE documents

Users of IEEE standards should be aware that these documents may be superseded at any time by the
issuance of new editions or may be amended from time to time through the issuance of amendments,
corrigenda, or errata. An official IEEE document at any point in time consists of the current edition of the
document together with any amendments, corrigenda, or errata then in effect. In order to determine whether
a given document is the current edition and whether it has been amended through the issuance of
amendments, corrigenda, or errata, visit the IEEE Standards Association web site at http:/
ieeexplore.ieee.org/xpl/standards.jsp, or contact the IEEE at the address listed previously.

For more information about the IEEE Standards Association or the IEEE standards development process,
visit the IEEE-SA web site at http://standards.iece.org.
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Errata

Errata, if any, for this and all other standards can be accessed at the following URL: http:/
standards.ieee.org/reading/icee/updates/errata/index.html. Users are encouraged to check this URL for
errata periodically.

Interpretations

Current interpretations can be accessed at the following URL: http://standards.ieee.org/reading/ieee/interp/
index.html.

Patents

Attention is called to the possibility that implementation of this standard may require use of subject matter
covered by patent rights. By publication of this standard, no position is taken with respect to the existence or
validity of any patent rights in connection therewith. The IEEE is not responsible for identifying Essential
Patent Claims for which a license may be required, for conducting inquiries into the legal validity or scope
of Patents Claims or determining whether any licensing terms or conditions provided in connection with
submission of a Letter of Assurance, if any, or in any licensing agreements are reasonable or non-
discriminatory. Users of this standard are expressly advised that determination of the validity of any patent
rights, and the risk of infringement of such rights, is entirely their own responsibility. Further information
may be obtained from the IEEE Standards Association.
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IEEE Standard for

Modeling and Simulation (M&S)
High Level Architecture (HLA)—
Federate Interface Specification

IMPORTANT NOTICE: This standard is _not_intended to ensure safety, security, health, or environmental
protection. _Implementers of the standard are responsible for determining appropriate safety, security,
environmental, and health practices or regulatory requirements.

This IEEE document is made available for use subject to important notices and legal disclaimers. These notices and

disclaimers appear in_all publications containing this document and may be found under the heading “Important
Notice” or “Important Notices and Disclaimers Concerning IEEE Documents.” They can also be obtained on
request from IEEE or viewed at http://standards.ieee.org/IPR/ disclaimers.html.

1. Overview

1.1 Scope

This document defines the interface between federates (simulations, supporting utilities, or interfaces to live systems)
and the underlying software services that support interfederate communication in a distributed simulation domain.

1.2 Purpose

The High Level Architecture (HLA) has been developed to provide a common architecture for distributed modeling
and simulation (M&S). To facilitate interfederate communications, HLA federates interact with an underlying software
infrastructure. This specification defines the standard services and interfaces to be used by the federates to support
efficient information exchange when participating in a distributed federation execution. (A federation execution occurs
when sets of federates are brought together to support an objective.)

1.3 Introduction

This document is being developed to define the HLA interface specification. The HLA requires a language-
independent specification (LIS) and multiple language bindings to support intersimulation communication in a
distributed simulation domain.

The formal definition of the M&S HLA comprlses three main components: the HLA framework and rules
specification (found in IEEE Std 1516™-2010" ), the HLA federate 1nterface specification_(found in this document),
and the HLA object model template (OMT) (found in IEEE Std 1516. 2™-2010). This decumentshall—provide—a
standard, IEEE Std 1516.1-2010, provides a complete description of the essential elements of the second component of
the HLA, the interface specification.-Fhe-othe h mal-definition— cd-in-the
documents-listed-in-Clause-2:
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The HLA is an integrated architecture that has been developed to provide a common architecture for M&S. The HLA
requires that interfederate communications use a standard application programmer’s interface (API). This specification
defines the standard services and interfaces to be used by the federates in order to support efficient information
exchange when participating in a distributed federation execution. Additionally, the capability for reuse of individual
federates that adhere to these standard services and interfaces is increased.

This document provides a specification for the HLA functional interfaces between federates and the runtime
infrastructure (RTI). The RTT provides services to federates in a way that is analogous to how a distributed operating
system provides services to applications. These interfaces are arranged into seven basic service groups, and an eighth
group of support services, as follows:

a) Federation management

b) Declaration management (DM)

¢) Object management

d) Ownership management

e) Time management

f) Data distribution management (DMM)
g) Support services

The eight service groups describe the interface between the federates and the RTI and between the federates and the
software services provided by the RTI for use by HLA federates. The RTI requires a set of services from the federate
that are referred to as “RTI-initiated” and are denoted with a t (printer’s dagger).

Any software acting as an HLA RTI shall implement all of the federate initiated services in accordance with this
specification. Likewise, any software acting as an HLA federate shall implement all of after the service name.

1.4 Background
1.4.1 HLA federation object model (FOM) framework

A concise and rigorous description of the object model framework is essential to the specification of the interface
between federates and the RTI and of the HLA services. The rules and terminology used to describe a FOM are
described in IEEE Std 1516.2-2010. A simulation object model (SOM) describes salient characteristics of a federate to
aid in its reuse and other activities focused on the details of its internal operation. As such, a SOM is not the concern
of the RTI and its services. A FOM, on the other hand, deals with interfederate issues and is relevant to the use of the
RTI. FOMs describe the set of object classes and interaction classes chosen for a planned federation along with the
attributes of the object classes and parameters of the interaction classes.

Unformation on references can be found in Clause 2.

Every HLA object instance is an instance of an object class found in the FOM. Object classes are chosen by the object
model designer to facilitate an appropriate organizational scheme. Each object class has a set of attributes associated
with it. An attribute is a distinct, identifiable portion of the object state. In this discussion, “attribute designator” refers
to the attribute, and “attribute value” refers to its contents. From the federation perspective, the set of all attribute values
for an object instance shall completely define the state of that instance. Federates may associate additional state
information with an object instance that is not communicated between federates, but this action is outside the purview
of the HLA FOM.

Federates use the state of the object instances as one of the primary means of communication. At any point during a
federation execution, at most one federate shall be responsible for modeling a given object instance attribute. That
federate provides instance attribute values to the other federates in the federation execution via HLA services. The
federate providing the instance attribute values is said to be updating that instance attribute. Federates receiving those
values are said to be reflecting that instance attribute.
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The privilege to update a value for an instance attribute shall be uniquely held by a single joined federate at any given
point during a federation execution. A joined federate that has the privilege to update values for an instance attribute is
said to own that instance attribute. The RTI provides services that allow joined federates to exchange ownership of
object instance attributes.

Each object instance shall have a designator. The value of an object instance designator shall be unique for each
federation execution. Object instance designators shall be dynamically generated by the RTI.

The FOM framework also allows for interaction classes for each object model. The types of interactions possible and
their parameters are specified within the FOM.

A federation is the combination of a particular FOM, a particular set of federates, and the HLA services. A federation
is designed for a specific purpose using a commonly understood FOM and a set of federates that may associate their
individual semantics with that object model. A federation execution is an instance of the Create Federation Execution
service invocation and entails executing the federation with a specific FOM and RTI and using various execution
details.

1.4.2 Relationship of HLA and object-oriented (OO) concepts

Although the HLA OMT is the standardized documentation structure for HLA object models, FOMs, FOM modules,
SOMs, and SOM modules do not completely correspond to common definitions of object models in OO analysis and
design (OOAD) techniques. In the OOAD literature, an object model is described as an abstraction of a system
developed for the purpose of fully understanding the system. To achieve this understanding, most OO techniques
recommend defining several views of the system. For HLA object models, the intended scope of the system
description is much narrower and focuses specifically on requirements and capabilities for federate information
exchange. For SOMs and SOM modules, the intent is to describe the public interface of the federate in terms of an
identified set of supported HLA object classes and interaction classes. A more complete description of how a federate
is designed and functions internally (for example, a traditional OO object model) should be provided via documentation
resources other than the SOM. For FOMs and FOM modules, the intent is to describe information exchange that
happens during a federation execution.

Differences between HLA and OOAD principles and concepts also appear at the individual object level. In the OOAD
literature, objects are defined as software encapsulations of data and operations (methods). In the HLA, objects are
defined entirely by the identifying characteristics (attributes), values of which are exchanged between federates
during a federation execution. Any OO-related behaviors and operations that affect the values of HLA object attributes
are kept resident in the federates. Although HLA class structures are driven by subscription requirements and FOM
growth concerns, class structures in OO systems are typically driven by efficiency and maintainability concerns.

As discussed above, HLA object classes are described by the attributes that are defined for them. These are, in OO
parlance, data members of the class. These attributes, which are abstract properties of HLA object classes, are referred
to as class attributes. HLA object instances are spawned via an HLA service using an HLA object class as a template.
Each attribute contained by an HLA object instance is called an instance attribute.

OO objects interact via message passing, in which one OO object invokes an operation provided by another OO object.
HLA objects do not directly interact. It is the federates that interact, via HLA services, by updating instance attribute
values or sending interactions. Also, responsibility for updating the instance attributes associated with an HLA object
instance can be distributed among different federates in a federation (effectively distributing responsibility for
maintaining the HLA object instance’s state across the federation), whereas OO objects encapsulate state locally and
associate update responsibilities with operations that are closely tied to the object’s implementation in an OO
programming language.

In addition to the stated semantic variations in shared terminology, other differences may also exist. Precise definitions
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of all HLA terms can be found in Clause 3.
1.4.3 General nomenclature and conventions

There are various entities (e.g., object classes, attributes, interaction classes, parameters, dimensions, regions,
federates, object instances) referenced in this document that may have the following different “views”:

— Name: textual or for communication between federates.

— Handle: capable of being manipulated by a computer or for communication between a federate and the RTI. A
handle is originated by the RTI, federation execution-wide unique, and unpredictable. The handle for a class
attribute that is inherited shall be the same as the handle that is assigned to the class attribute in the object class
in which it is declared. The handle for a parameter that is inherited shall be the same as the handle that is
assigned to the parameter in the interaction class in which it is declared.

The following types of names shall be case-sensitive:

— Federation execution
— Federate

— Object class

— Attribute

— Object instance

— Interaction class

— Parameter

— Order

— Transportation type
— Dimension

The arguments to the services described in this document will use different views of the entities depending on a
particular RTI implementation. For clarity, the first 11 clauses of this document refer to only a generic view, known as
a “designator,” when referring to these entities, and the API annexes refer to the actual implementation-specific
arguments. Clause 12 ties the two concepts together.

Some of the arguments to the services described in this document are in the form of a group that represents some
association. These groupings can take several forms (depending on the requirements of the respective service), each of
which is described below. The groupings may be implemented slightly differently in each API, but all implementations
shall support the same semantics. These groupings are pairs, sets, collections, constrained sets of pairs, and collections
of pairs. Collections are sets that permit duplication of elements.

They are used in cases in which duplication is unlikely and not really an error. As such, using a collection rather than
a set retains the same effects, but without the expensive checks to eliminate duplicates that using a set would require. In
these cases, it is preferred not to penalize the majority of users with the less efficient set just to catch errors that are
anticipated to be infrequent.

The following data are needed for the implementation of a running RTI and federation executions:

— FOM Document Data (FDD): FOM information (e.g., class, attribute, parameter names) used by the RTI at

runtime. Each federation execution needs FDD.-In-the-abstract-ereation-of a—{federation-exeecutionissimply-the
binding-of-afederation-exeecution-name-to-an-EPD FDD is provided to the RTI starting with the Management
Object Model (MOM) and Initialization Module (MIM) and FOM modules specified in the Create Federation

Execution service invocation. FDD will also be provided by the MIM that is automatically provided by the RTI
or optionally provided in the Create Federation Execution service invocation. Additional FDD may be

provided as joining federates specify additional FOM modules.
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The following data may be needed for the implementation of a running RTI and federation executions:

— RTI initialization data (RID): RTI vendor-specific information needed to run an RTI. If required, RID are
supplied when an RTT is initialized.

For all joined federate-initiated services in this specification (except 4.2, 4.3, 4.6, and 4.9), an implied supplied
argument is a joined federate’s conjointment with a federation execution. For all RTI-initiated services, an implied
supplied argument is also a joined federate’s connection to a federation execution. The manner in which these
arguments are actually provided to the services is dependent on the RTI implementation and the particular API
programming language therefore, it is not shown in the service descriptions. Also, for the RTI-initiated services, some
implicit preconditions are not stated explicitly because the RTI is assumed to be well behaved. For many RTI-initiated
services, the “Federate is joined” precondition presumes the ‘“‘Federate is connected” precondition.

As mentioned earlier, all RTI-initiated services are denoted with a  (printer’s dagger) after the service name.
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1.4.4 Organization of this document

The seven HLA service groups are specified in Clause 4 through Clause 10. Each service is described using several
components:
— Name and description: service name and narrative describing the functionality of the service.

— Supplied arguments: arguments supplied to the service
— Returned arguments: arguments returned by the service.

— Preconditions: conditions that shall exist for the service to execute correctly.
— Postconditions: conditions that shall exist once the service has executed correctly.

— Exceptions: notifications of any irregularity that may occur during service invocation. Wherever possible
(excepting situations like RTI internal error), exceptions are side-effect free._Exceptions are listed in order of
increasing precedence. That is, if the conditions for more than one exception are met simultaneous, the RTI
shall throw whichever of those exceptions comes later in the exception list.

— Reference state charts: reference to state chart(s) that are germane to the service.

After the clauses describing each of the service groups are a clause describing the MOM and then a clause that ties the
service narratives with the APIs.

Annex A through Annex D contain HLA APIs for the following languages:
—Ada9s

— Java

— C++

— Web Services Definition Language (WSDL)

Annex E contains additional rationale for elements in the main body of this standard.

Annex F contains the FDD XML Schema.

Annex G contains the MIM.

Annex H and Annex I contain a bibliography and list of figures, respectively.

2. Normative references

The following referenced documents are indispensable for the application of this document (i.e., they must be
understood and used, so each referenced document is cited in text and its relationship to this document is explained).
For dated references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments or corrigenda) applies.
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IEEE Std 1516-2010, IEEE Standard for Modeling and Simulation (M&S) High Level Architecture (HLA)—
Framework and Rules.?

IEEE Std 1516.2-2010, IEEE Standard for Modeling and Simulation (M&S) High Level Architecture (HLA)—
Object Model Template (OMT) Specification.

The Unicode Consortium, Ed., -The Unicode Standard, Version 3.0. Reading, MA: Addison-Wesley Developers Press,
2000.

2IEEE publications are available from the Institute of Electrical and Electronics Engineers, 445 Hoes Lane, Piscataway, NJ 08854, USA
(http://standards.ieee.org/).

3. Definitions, abbreviations and acronyms

3.1 Definitions

For the purposes of this document, the following terms and definitions apply. The IEEE Standard Dictionary:
Glossary of HEEE-Standards Terms & Definitions should be referenced for terms not defined in this clause.

accuracy: The measure of the maximum deviation of an attribute or a parameter value in the simulation or federation
from reality or some other chosen standard or referent.

active subscription: A request to the runtime infrastructure (RTI) for the kinds of data (class attributes as well as
interactions) that the joined federate is currently interested in receiving. The RTI uses these data along with
publication data received from other joined federates to support services, such as

a) Start/Stop Registration
b) Turn On/Off Updates
c) Turn On/Off Interactions

The RTI also uses the subscription (and publication) data to determine how to route data to the joined federates that
require that data.

attribute: A named characteristic of an object class or object instance. See also: class attribute; instance attribute.

attribute ownership: The property of an instance attribute that gives a joined federate the capability to supply values
for that instance attribute to its federation execution. See also: instance attribute.

available attributes: The set of declared attributes of an object class in union with the set of inherited attributes of
that object class.

available dimensions:

a) Pertaining to an attribute: the dimensions associated with the class attribute in the federation object model
(FOM). The available dimensions of an instance attribute are the available dimensions of the corresponding
class attribute.

b) Pertaining to an interaction class: the dimensions associated with that interaction class in the FOM.
The available dimensions of a sent interaction are the available dimensions of the interaction class specified in
the Send Interaction With Regions service invocation.

NOTE—See 9.1.4

available parameters: The set of declared parameters of an interaction class in union with the set of inherited
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parameters of that interaction class.

base object model (BOM): A piece-part of a conceptual model, simulation object model (SOM), or federation object
model (FOM) that can be used as a building block in the development and/or extension of a simulation or federation.

best effort: A transportation type that does not provide any guarantee regarding delivery (messages may be out of
order, duplicate, or dropped).

3The IEEE Standards Dictionary: Glossary of Terms & Definitions is available at http:/shop.ieee.org/.

#Notes in text, tables, and figures are given for information only and do not contain requirements needed to implement the standard.

candidate discovery class: The registered class of an object instance, if subscribed. If the registered class of an object
instance is not subscribed, the closest superclass of the registered class of the object instance to which the joined
federate is subscribed. Candidate discovery class pertains to object instances only.

candidate received class: The sent class of an interaction, if subscribed. If the sent class of an interaction is not
subscribed, the closest superclass of the sent class of the interaction to which the joined federate is subscribed.
Candidate received class pertains to interactions only.

class: A description of a group of items with similar properties, common behavior, common relationships, and
common semantics.

class attribute: A named characteristic of an object class denoted by a pair composed of an object class designator
and an attribute designator.

class hierarchy: A specification of a class subclass or “is -a” relationship between classes in a given domain.

coadunate: To attach an object instance handle and an object instance name to an object instance._The object instance
name can be provided specifically by the federate or implicitly by the runtime infrastructure (RTI).

collection: A group of elements in which an element may occur multiple times (this definition corresponds to the
mathematical notion of a bag).

collection of pairs: A group of pairs in which multiple pairs may have the same first component and a given pair may
occur multiple times.

compliant object model: A High Level Architecture (HLA) federation object model (FOM) or simulation object
model (SOM) that fully conforms with all of the rules and constraints specified in object model template (OMT).

constrained set of pairs: A group of pairs in which no two pairs have the same first component (this definition
corresponds to the mathematical notion of a function). An example would be a group of instance attribute and value
pairs; each instance attribute may have at most one value associated with it.

corresponding class attribute of an instance attribute: The class attribute that, from the perspective of a given
joined federate, is the class attribute of the joined federate’s known class for the object instance containing the instance
attribute that has the same attribute designator as the instance attribute.

corresponding instance attributes of a class attribute: The instance attributes that, from the perspective of a given
joined federate, are
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a) Unowned instance attributes of object instances that have a known class at the joined federate equal to the object
class of the class attribute and that have the same attribute designator as the class attribute, or

b) Instance attributes owned by the joined federate that belong to object instances that have a known class at the
owning federate equal to the object class of the class attribute and that have the same attribute designator as the
class attribute.

current federation object model (FOM): The union of the FOM modules and one Management Object Model
(MOM) and Initialization Module (MIM) that have been specified in the creation of the federation execution or by
any federate that has joined the federation execution. The sum operation is carried out according to the rules as
prescribed in IEEE Std 1516.2-2010. When all FOM modules have been provided, the current FOM will be equal to
the FOM: and before this step has happened, the current FOM will be a true subset of the FOM.

current federation object model (FOM) Document Data (FDD): The data and information used to configure the
federation execution that is the union of the FOM modules and one Management Object Model (MOM) and
Initialization Module (MIM) that have been specified in the creation of the federation execution or by any federate
that has joined the federation execution. The sum operation is carried out according to the rules as prescribed in IEEE
Std 1516.2-2010. When all FOM modules have been provided, the current FDD will be equal to the FDD; and before
this step has happened, the current FDD will be a true subset of the FDD.

datatype: A representation convention for a data element establishing its format, resolution, cardinality, and ordinality.

declared attributes: The set of class attributes of a particular object class that are listed in the federation object model
(FOM) as being associated with that object class in the object class hierarchy tree.

declared parameters: The set of parameters of a particular interaction class that are listed in the federation object
model (FOM) as being associated with that interaction class in the interaction class hierarchy tree.

default range: A range lower bound and a range upper bound, defined in the federation object model(FOM)
Document Data (FDD) and specified in terms of [0, the dimension’s upper bound), for a dimension.

default region: A multidimensional region provided by the runtime infrastructure (RTI) that is composed of one range
for each dimension found in the federation object model (FOM) Document Data (FDD). The bounds of each of these
ranges are [0, the range’s dimension’s upper bound). There is no way for a federate to refer to the default region.

NOTE—See 9.1.

delete: To invoke the Delete Object Instance service to eliminate a particular object instance. See also: remove.

NOTE—See 6.14.

designator: A generic view of arguments referenced in service descriptions. This view improves clarity in situations
when arguments (mostly identifiers) to services have different views (implementations) due to a particular
programming language or application programmer’s interface (API).-Ferelarity-service-deseriptionsrefer-to-a-generie

dimension: A named interval. The interval is defined by an ordered pair of values, the first being the dimension
lower bound and the second being the dimension upper bound. A runtime infrastructure (RTI) provides a predefined
interval, whose lower and upper bounds are fixed as [0, the dimension’s upper bound) as specified in the federation
object model (FOM) Document Data (FDD). This interval provides a single basis for communication of all dimension
related data with an RTI. All normalized intervals communicated to the RTI will be subsets of this interval.

NOTE—See 9.1.

discover: To receive an invocation of the Discover Object Instance 7 service for a particular object instance.
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NOTE—See 6.9.

SAll RTI-initiated services are denoted with a + (printer’s dagger) after the service name.

discovered class: The class that was an object instance’s candidate discovery class at a joined federate when that object
instance was discovered by that joined federate. See also: candidate discovery class.

NOTE—See 5.1.2.
exception: Notification of any irregularity that may occur during a service invocation.

fault: An event that prevents the entire federation from executing in a High Level Architecture (HLA) compliant
manner.

federate: An application that may be or is currently coupled with other software applications under a federation
object model (FOM) Document Data (FDD) and a runtime infrastructure (RTI). See also: federate application;
joined federate.

federate application: An application that supports the High Level Architecture (HLA) interface to a runtime
infrastructure (RTI) and that is capable of joining a federation execution. A federate application may join the same
federation execution multiple times or may join multiple federation executions. However, each time a federate
application joins a federation execution, it is creating a new joined federate. See also: joined federate.

federation: A named set of federate applications and a common federation object model (FOM) that are used as a
whole to achieve some specific objective.

federation execution: The actual operation, over time, of a set of joined federates that are interconnected by a runtime
infrastructure (RTT).

federation objectives: The statement of the problem that is to be addressed by the establishment and execution of a
federation.

federation object model (FOM): A specification defining the information exchanged at runtime to achieve a given set
of federation objectives. This information includes object classes, object class attributes, interaction classes,
interaction parameters, and other relevant information. The FOM is specified to the runtime infrastructure (RTI) using
one or more FOM modules. The RTI assembles a FOM using these FOM modules and one Management Object Model
(MOM) and Initialization Module (MIM), which is provided automatically by the RTI or, optionally, provided to the
RTI when the federation execution is created.

federation object model (FOM) Document Data (FDD): The data and information in a FOM that are used by the
Create Federation Execution service and successive Join Federation Execution service invocations to configure the
federation execution.

NOTFE—See IEEEStd1516:2-2000

federation object model (FOM) module: A partial FOM (containing some or all object model template (OMT
tables) that specifies a modular component of a FOM. A FOM module may contain classes not inherent to it but upon
which the FOM module depends, i.e., superclasses to the modular components. These superclasses will be included in
the FOM module as either complete or scaffolding definitions.
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federation requirements: A statement that identifies a federation characteristic, constraint, process, or product that is
unambiguous and testable and that is necessary for a federation to be acceptable for its intended use.

federation scenario: A set of initial conditions and timeline of significant events used within a federation execution
to achieve federation objectives.

handle: An identifier originated/created by the runtime infrastructure (RTI) that is unique to a federation execution.

High Level Architecture (HLA) time axis: A totally ordered sequence of values in which each value typically
represents an HLA instant of time in the physical system being modeled. For any two points, T1 and T2, on the time
axis, if T1 < T2, T1 represents an instant of time that occurs before the instant represented by T2.

inherited attribute: A class attribute of an object class that was declared in a superclass of that object class in the
object class hierarchy tree defined in the federation object model (FOM).

inherited parameter: An interaction parameter that was declared in a superclass of that interaction class in the
interaction class hierarchy tree defined in the federation object model (FOM).

In scope: Of or pertaining to an instance attribute of an object instance for which all of the following apply:

a) The object instance is known to the joined federate.

b) The instance attribute is owned by another joined federate.

¢) The instance attribute’s corresponding class attribute is one of the following:
1) A subscribed attribute of the known class of the object instance, or
2) A subscribed attribute of the known class of the object instance with regions, and the update region set of
the instance attribute at the owning joined federate overlaps the subscription region set of the instance
attribute’s corresponding class attribute at the known class of the instance attribute at the subscribing joined
federate.

NOTE—See 6.1.

instance attribute: A named characteristic of an object instance denoted by a pair composed of the object instance
designator and the attribute designator.

interaction: An explicit action taken by a federate that may have some effect or impact on another federate within a
federation execution.

interaction class: A template for a set of characteristics that is common to a group of interactions. These
characteristics correspond to the parameters that individual federates may associate with interactions.

interaction parameters: The information associated with an interaction that a federate potentially affected by the
interaction may receive to calculate the effects of that interaction on its current state.

joined federate: A member of a federation execution, actualized by a federate application invoking the Join Federation
Execution service as prescribed in IEEE Std 1516.1-2010. See also: federate application.

known class:
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a) An object instance’s registered class if the joined federate knows about the object instance as a result of having
registered it, or

b) An object instance’s discovered class if the joined federate knows about the object instance as a result of
having discovered it.

known object instance: An object instance that a given joined federate has either registered or discovered and that the
joined federate has not subsequently deleted (globally or locally) or been notified to remove. See also: register;
discover; delete: local delete; remove.

last known good logical timestamp: The last timestamp to which a lost joined federate was successfully granted, as

seen from the remaining High Level Architecture (HLA) compliant federation.

local delete: To invoke the Local Delete Object Instance service to inform the runtime infrastructure (RTI) that it is to
treat the specified object instance as if the RTI had never notified the joined federate to discover the object instance

(however, the object instance is not to be eliminated and may be rediscovered). See also: delete.

NOTE—See 6.16.

logical time: A federate’s current point on the High Level Architecture (HLA) time axis. Federates making use of the
time management services follow restrictions on what timestamps can be sent in timestamp order (TSO) messages
(relative to their logical time) to ensure that federates receiving those messages receive them in TSO.

lookahead: A nonnegative value that establishes a lower value on the timestamps that can be sent in time-stamp order
(TSO) messages by time-regulating joined federates. Once established, a joined federate’s lookahead value may be
changed only by using the Modify Lookahead service. Each time-regulating joined federate must provide a lookahead
value when becoming time-regulating.

lost joined federate: A previously joined federate that has been disconnected from the runtime infrastructure (RTI) as
a result of a fault so that the joined federate can no longer continue in the federation execution in a High Level

Architecture (HLA) compliant manner.

Management Object Model (MOM): A group of predefined High Level Architecture (HLA) constructs (object and
interaction classes) that provide the following:

a) Access to federation execution operating information
b) Insight into the operations of joined federates and the runtime infrastructure (RTI)
¢) Control of the functioning of the RTI, the federation execution, and the individual joined federates

Management Object Model (MOM) and Initialization Module (MIM): A subset of the federation object model
(FOM) that contains object model template (OMT) tables that describe the High Level Architecture (HLA) MOM. The
MIM also contains additional predefined HLA constructs such as object and interaction roots, datatypes, transportation
types, and dimensions. HLA specifies a standard MIM that is incorporated into all FOM Document Data (FDD)
automatically by the runtime infrastructure (RTI). The standard MIM can be replaced with a user-supplied MIM

containing the standard MIM plus extensions.

message: A change of object instance attribute value(s), an interaction, or a deletion of an existing object instance,
often associated with a particular point on the High Level Architecture (HLA) time axis, as denoted by the
associated time-stamp.

null designator: A designator reserved to indicate an empty value that is distinguishable from all other designators.
A null designator is guaranteed to compare unequal to any other designator with a nonempty value.
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object class: A fundamental element of a conceptual representation for a federate that reflects the real world at levels of
abstraction and resolution appropriate for federate interoperability. An object class is a template for a set of
characteristics that is common to a group of object instances. These characteristics correspond to the class attributes that
individual federates may publish and to which other federates may subscribe.

object instance: A unique instantiation of an object class that is independent of all other instances of that object class.
At any point during a federation execution, the state of a High Level Architecture (HLA) object instance is defined as
the collection of the values of all its instance attributes.

object model: A system specification defined primarily by class characteristics and relationships. The High Level
Architecture (HLA) idea of an object model is similar in many ways, but not identical, to the common idea of an object
model in object-oriented literature.

object model framework: The rules and terminology used to describe High Level Architecture (HLA) object
models.

order type: A runtime infrastructure (RTI) means of ordering messages originating from multiple joined federates
that are delivered to a single joined federate. Different categories of service are defined with different characteristics
regarding whether and how an RTT orders messages that are to be delivered to a joined federate.

out of scope: Of or pertaining to an instance attribute of an object instance for which one or more of the following are
not true:

a) The object instance is known to the joined federate.

b) The instance attribute is owned by another joined federate.

¢) The instance attribute’s corresponding class attribute is one of the following:
1) A subscribed attribute of the known class of the object instance, or

2) A subscribed attribute of the known class of the object instance with regions, and the update region set of
the instance attribute at the owning joined federate overlaps the subscription region set of the instance
attribute’s corresponding class attribute at the known class of the instance attribute at the subscribing
joined federate.

NOTE—See 6.1.
overlap:

a) Pertaining to region sets: given two region sets, to have a region in each set; such that the two regions overlap.

b) Pertaining to regions: given two regions, to have at least one dimension in common if and only if, for each
dimension the regions have in common, their respective ranges in the common dimension overlap. If two
regions do not have any dimensions in common, the regions do not overlap.

¢) Pertaining to ranges: given two ranges (A = [@joyep upper) a0 B = [b15yer bypper)), to overlap if and only if either

Alower b lower OF (alower < bupper and b lower < aupper)'
NOTE—See 9.1.

owned: Pertaining to the relationship between an instance attribute and a joined federate: when the joined federate has
the unique right to update the instance attribute’s value.

owned instance attribute: An instance attribute that is explicitly modeled by the owning joined federate. A joined
federate that owns an instance attribute has the unique responsibility to provide values for that instance attribute to the
federation, through the runtime infrastructure (RTI), as documented in the federation object model (FOM) Document
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Data (FDD).

pair: A grouping of two related elements (a first component and a second component), the combination of which is
treated as an entity. An example of a pair would be an instance attribute grouped with its current value.

parameter: A named characteristic of an interaction.

passel: A group of attribute handle/value pairs from an Update Attribute Values service invocation that are delivered
together via a Reflect Attribute Values f service invocation. All pairs within the passel have the same user-supplied
tag, sent message order type, transportation type, receive message order type, time-stamp (if present), and set of sent
region designators (if present). A passel is a message.

passive subscription: A request to the runtime infrastructure (RTI) for the kinds of data (object classes and attributes
as well as interactions) that the joined federate is currently interested in receiving. However, unlike an active
subscription, this information is not used by the RTI to arrange for data to be delivered, nor is it used to tell
publishing joined federates that another joined federate is subscribing to that data (by way of Start/Stop Registration,
Turn On/Off Updates, or Turn On/Off Interactions service invocations). This form of subscription is provided to support
certain types of logger joined federates.

promoted: Pertaining to an object instance, as known by a particular joined federate: having a discovered class that is
a superclass of its registered class.

NOTE—See 5.1.3.

publish: To announce to a federation the information a federate may provide to the federation.

Published:

a) Pertaining to an object class from the perspective of a given joined federate: having at least one available
attribute of the object class that was an argument, along with the object class, to a Publish Object Class
Attributes service invocation that was not subsequently unpublished via the Unpublish Object Class Attributes
service.

NOTE—See 5.1.2.

b) Pertaining to an interaction class from the perspective of a given joined federate: being an argument to a Publish
Interaction Class service invocation that was not subsequently followed by an Unpublish Interaction Class
service invocation for that interaction class.

NOTE—See 5.1.3.

published attributes of an object class: The class attributes that have been arguments to Publish Object Class
Attributes service invocations by a given joined federate for that object class that have not subsequently been
unpublished (either individually or by unpublishing the whole object class), and possibly the
HLAprivilegeToDeleteObject attribute for that object class.

NOTE—See 5.1.2.

range: A subset of a dimension, defined by an ordered pair of values, the first being the range lower bound and the
second being the range upper bound. This pair of values defines a semi-open interval [range lower bound, range upper
bound) (i.e., the range lower bound is the smallest member of the interval, and the range upper bound is just greater than
any member of the interval).

NOTE—See 9.1.1.
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range lower bound: The first component of the ordered pair of values that is part of a range.
NOTE—See 9.1.

range upper bound: The second component of the ordered pair of values that is part of a range.
NOTE—See 9.1.

received class: The class that was an interaction’s candidate received class at the joined federate when that interaction
was received at that joined federate via an invocation of the Receive Interaction 7 service.

NOTE—See 5.1.3.

received parameters: The set of parameters received when the Receive Interaction 7 service is invoked. These
parameters consist of the subset of the sent parameters of an interaction that are available parameters of the
interaction’s received class.

NOTE—See 5.1.3.

receive order (RQO): A characteristic of no ordering guarantee for messages. Messages that are received as RO
messages will be received in an arbitrary order by the respective joined federate. A timestamp value will be provided
with the message if one was specified when the message was sent, but that timestamp has no bearing on message
receipt order.

reflect: To receive new values for one or more instance attributes via invocation of the Reflect Attribute Values 1
service.

NOTE—See 6.11.

reflected instance attribute: An instance attribute that is represented but not explicitly modeled in a joined federate.
The reflecting joined federate accepts new values of the reflected instance attribute as they are produced by some
other federation member and provided to it by the runtime infrastructure (RTI), via the Reflect Attribute Values ¥
service.

region: A generic term that refers to either a region specification or a region realization. If not using data distribution
management (DDM), region arguments may be ignored.

NOTE—See 9.1.

region realization: A region specification (set of ranges) that is associated with an instance attribute for update, with
a sent interaction, or with a class attribute or interaction class for subscription. Region realizations are created from
region specifications via the Commit Region Modifications (only when modifying a region specification from
which region realizations are already derived), Register Object Instance With Regions, Associate Regions for Updates,
Subscribe Object Class Attributes With Regions, Subscribe Interaction Class With Regions, Send Interaction With
Regions, or Request Attribute Value Update With Regions services.

NOTE—See 9.1.1.

region specification: A set of ranges. Region specifications are created using the Create Region service, and a runtime
infrastructure (RTI) is notified of changes to a region specification using the Commit Region Modifications service.

NOTE—See 9.1.1.

region template: A region template is an incomplete region specification where one or more dimensions have not
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been assigned ranges.

register: To invoke the Register Object Instance or the Register Object Instance With Regions service to create a
unique object instance designator.

NOTE—See 6.8.

registered class: The object class that was an argument to the Register Object Instance or the Register Object
Instance With Regions service invocation that resulted in the creation of the object instance designator for a given
object instance.

regular interaction class description: A description of an interaction class that follows IEEE Std 1516.2- 2010 and
contains at a minimum the interaction class name and publish/subscribe indicator.

regular object class description: A description of an object class that follows IEEE Std 1516.2-2010 and contains at
a minimum the object class name and publish/subscribe indicator.

remove: To receive an invocation of the Remove Object Instance 1 service for a particular object instance.

NOTE—See 6.15.

repeated description: A description of a construct (e.g., object class, interaction class, datatype, dimension) in a
federation object model (FOM) module with a name and additional properties that are identical to a description that is
already available in the current FOM.

resolution: The smallest resolvable value separating attribute or parameter values that can be discriminated. Resolution
may vary with magnitude for certain datatypes.

retraction: An action performed by a federate to unschedule a previously scheduled message. Message retraction may
be visible to the federate to whom the scheduled message was to be delivered. Retraction is widely used in classic
event-oriented discrete event simulations to model behaviors such as preemption and interrupts.

runtime infrastructure (RTI): The software that provides common interface services during a High Level
Architecture (HLA) federation execution for synchronization and data exchange.

runtime infrastructure (RTI) initialization data (RID): RTI vendor-specific information needed to run an RTI. If
required, an RID is supplied when an RTT is initialized.

scaffolding interaction class description: A description of an interaction class in a federation object model (FOM)
module or simulation object model (SOM) module that follows IEEE Std 1516.2-2010. However, it will contain only
the name. The name of the scaffolding interaction class description is identical to the name of a regular interaction class
description provided by another FOM/SOM module. Scaffolding interaction class descriptions act as placeholders in
order to represent the class hierarchy from the other FOM/SOM module(s) from which a new regular interaction class
description can be specified.

scaffolding object class description: A description of an object class in a federation object model (FOM) module or
simulation object model (SOM) module that follows IEEE Std 1516.2-2010. However, it will contain only the name.
The name of the scaffolding object class description is identical to the name of a regular object class description
provided by another FOM/SOM module. Scaffolding object class descriptions act as placeholders in order to
represent the class hierarchy from the other FOM/SOM module(s) from which a new regular object class description

can be specified.

sent class: The interaction class that was an argument to the Send Interaction or Send Interaction With Regions
service invocation that initiated the sending of a given interaction.
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NOTE—See 5.1.3.

sent interaction: A specific interaction that is transmitted by a joined federate via the Send Interaction or Send
Interaction With Regions service and received by other joined federates in the federation execution via the Receive
Interaction 1 service.

sent parameters: The parameters that were arguments to the Send Interaction or Send Interaction With Regions
service invocation for a given interaction.

NOTE—See 5.1.3.

set: A group of elements in which each element occurs at most once (this definition corresponds to the mathematical
notion of sets). An example of a set would be a group of class attributes, ecach of which belongs to the same object
class.

simulation object model (SOM): A specification of the types of information that an individual federate could
provide to High Level Architecture (HLA) federations as well as the information that an individual federate can
receive from other federates in HLA federations. The SOM is specified using one or more SOM modules. The standard
format in which SOMs are expressed facilitates determination of the suitability of federates for participation in a
federation.

simulation object model (SOM) module: A subset of the SOM that contains some or all object model template
(OMT) tables. SOM modules and one optional Management Object Model (MOM) and Initialization Module (MIM)
are used to specify the SOM of a federate. A SOM module contains complete or scaffolding definitions for all object
classes and interaction classes that are superclasses of object classes and interaction classes in the same SOM module.

specified dimensions: The dimensions that are explicitly provided when the region specification is created or
modified.

NOTE—See 9.1.2.

stop publishing: To take action that results in a class attribute that had been a published attribute of a class no longer
being a published attribute of that class.

subclass: A class that adds additional detail to (specializes) another more generic class (superclass). A subclass, by
inheriting the properties from its parent class (closest superclass), also inherits the properties of all superclasses of its

parent as well.

subscribe: To announce to a federation the information a federate wants from the federation.

subscribed:

a) Pertaining to an object class from the perspective of a given joined federate: having subscribed attributes of that
class or subscribed attributes of that class with regions, for some region. See also: subscribed attributes of an
object class; subscribed attributes of an object class with regions.

b) Pertaining to an interaction class: being a subscribed interaction class or a subscribed interaction class with
regions, for some region. See also: subscribed interaction class; subscribed interaction class with regions.

subscribed attributes of an object class: The class attributes that have been arguments to Subscribe Object Class
Attributes service invocations by a given joined federate for a given object class that have not subsequently been
unsubscribed, either individually or by unsubscribing the whole object class.

NOTE—See 5.1.2 and 5.6.
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subscribed attributes of an object class with regions: The class attributes that have been arguments to Subscribe
Object Class Attributes With Regions service invocations by a given joined federate for a given object class and a
given region, assuming the joined federate did not subsequently invoke the Unsubscribe Object Class Attributes With
Regions service for that object class and region.

NOTE—See 9.8.

subscribed interaction class: An interaction class that, from the perspective of a given joined federate, was an
argument to a Subscribe Interaction Class or Subscribe Interaction Class With Regions service invocation that was not
subsequently followed by an Unsubscribe Interaction Class or Unsubscribe Interaction Class With Regions service
invocation for that interaction class.

NOTE—See 5.1.3 and 5.8.

subscribed interaction class with regions: An interaction class and a region that, from the perspective of a given
joined federate, were arguments to a Subscribe Interaction Class With Regions service invocation that was not
subsequently followed by an Unsubscribe Interaction Class With Regions service invocation for that interaction class
and that region.

NOTE—See 9.10.

subscription region set: A set of regions used for subscription of a class attribute or used for subscription of an
interaction class. See also: used for subscription of a class attribute; used for subscription of an interaction class.

superclass: A class that generalizes a set of properties that may be inherited by more refined (i.e., detailed) versions of
the class. In High Level Architecture (HLA) applications, a class may have at most one immediate superclass (i.e., can
inherit only from a single class at the next higher level of the class hierarchy).

synchronization point: A logical point in the sequence of a federation execution that all joined federates forming a
synchronization set for that point attempt to reach and by which, if they are successful, they synchronize their
respective processing.

Time Advancing state: The interval between a joined federate’s request to advance its logical time and the
corresponding grant by the runtime infrastructure (RTI). A joined federate may advance its logical time only by
requesting a time advancement from the RTI via one of the following services:

a) Time Advance Request

b) Time Advance Request Available
c) Next Message Request

d) Next Message Request Available
e) Flush Queue Request

time-constrained federate: A joined federate that may receive timestamp order (TSO) messages and whose time
advances are constrained by other joined federates within a federation execution.

NOTE—See 8.1.

time management: A collection of High Level Architecture (HLA) services that support controlled message
ordering and delivery to the cooperating joined federates within a federation execution in a way that is consistent with
federation requirements.
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time-regulating federate: A joined federate that may send timestamp order (TSO) messages and that constrains the
time advances of other joined federates within a federation execution.

NOTE—See 8.1.

timestamp (of message or save): The value of the time-stamp argument provided to the relevant service invocation.

timestamp order (TSO): An ordering of messages provided by a runtime infrastructure (RTI) for joined federates
making use of time management services and messages containing timestamps. Messages having different time-stamps
are said to be delivered in TSO if for any two messages, M1 and M2 (time-stamped with T1 and T2, respectively), that
are delivered to a single joined federate where T1 < T2, then M1 is delivered before M2. Messages having the same
time-stamp will be delivered in an arbitrary order (i.e., no tie-breaking mechanism is provided by an RTTI).

transportation type: A runtime infrastructure (RTI) provided means of transmitting messages between joined
federates. Different categories of service are defined with different characteristics such as reliability of delivery and

message latency.

unspecified dimensions: The available dimensions of a class attribute, instance attribute, interaction class, or sent
interaction less the specified dimensions of the region specification from which the region realization is derived.

NOTE—See 9.1.3.
update: To invoke the Update Attribute Values service for one or more instance attributes.
NOTE—See 6.10.

update rate: The rate at which instance attribute values are provided, either by an owning joined federate to the runtime
infrastructure (RTI) or by the RTI to a subscribing joined federate.

update region set: A set of regions used for sending interactions or used for update of instance attributes.-See also:
used for sending; used for update.

used for sending:

a) Pertaining to a region and the specified interaction class designator: being an argument in the Send Interaction
With Regions service.

b) Pertaining to the default region: when the specified interaction class designator is an argument in the Send
Interaction service.

NOTE—See 9.1.

used for subscription of a class attribute:

a) Pertaining to a region, an object class, and a class attribute: when the class attribute is a subscribed attribute of
the object class with that region. See also: subscribed attributes of an object class with regions.

NOTE—See 9.1.

b) Pertaining to the default region: when the specified class attribute is a subscribed attribute of the specified class.
See also: subscribed attributes of an object class with regions.

NOTE—See 9.1.
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used for subscription of an interaction class:

a) Pertaining to a region and an interaction class: when the interaction class is a subscribed interaction class with
regions. See also: subscribed interaction class.

NOTE—See 9.1.

b) Pertaining to the default region: when the specified interaction class is a subscribed interaction class.
See also: subscribed interaction class.

NOTE—See 9.1.

used for update:

a) Pertaining to a region that, along with the specified object instance and attribute designators,
has been used as an argument in either the Register Object Instance With Regions service or
the Associate Regions For Updates service: when the region has not subsequently been used
along with the specified object instance designator as an argument in the Unassociate
Regions For Updates service, nor has the joined federate subsequently lost ownership of the
specified instance attribute(s).

NOTE—See 9.1.

b) Pertaining to the default region: when the specified instance attribute(s) is not currently used for update
with any other region.

NOTE—See 9.1.

valid federate designator: A federate designator which, during the federation execution, was returned by the

Join Federation Execution service to some joined federate. The federate does not have to remain a joined federate

for its federate designator to remain a valid federate designator.

wall-clock time: Time as determined by a chronometer such as a wristwatch or wall clock.

3.2 Abbreviations and acronyms

The following abbreviations and acronyms pertain to IEEE Std 1516-2010, this standard, and IEEE Std 1516.2-

2010.

ADT

abstract datatype

API

BNF
DbM—

BOM

application programmer’s interface
Backus Naur Form
i

base object model

DDM

data distribution management

DIF
DM
DTD
FDD

data interchange format

declaration management
document type declaration
FOM Document Data
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FEDEP Federation Development and Execution Process

FOM federation object model

ol Bl CheneRogrias

GALT Greatest Available Logical Time
HLA High Level Architecture

JAR Java Archive

LIS language-independent specification
LITS Least Incoming Timestamp

LRC Local Runtime Component

MIM _  MOM and Initialization Module
MOM Management Object Model

M&S modeling and simulation

NA not applicable

OMT object model template

00 object oriented

OOAD  object-oriented analysis and design
POC point of contact

RID RTT initialization data

RO receive order

RTI runtime infrastructure

SISC i . bilitv-Standards.C .
B e

Al e L Dosen et b e

SOM simulation object model

TRADT time representation abstract datatype

TSO timestamp order

WSDL  Web Services Definition Language
WSPRC Web Service Provider RTI Component
XML extensible markup language

4. Federation management

4.1 Overview

Federation management refers to the creation, dynamic control, modification, and deletion of a federation
execution.

Before any interaction can take place between a federate and an RTI, such as creating a federation execution or

joining, the unjoined federate shall perform a Connect to the RTI. When a federate has resigned and has no
further intent to join or create federation executions, it shall perform a Disconnect.

The exact manner in which RTI-initiated services (callbacks) are invoked on a federate by the RTI is

programming-language specific. However, the HLA defines two callback models that govern when callbacks
may be invoked. The two callback models are: IMMEDIATE and EVOKED. In the IMMEDIATE model, the RTI

shall invoke callbacks immediately when they are available, unless the callbacks have been disabled using the
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Disable Callbacks service. In the EVOKED model, callbacks are only made when the federate calls the Evoke
Callback/Evoke Multiple Callbacks services, unless callbacks have been disabled using the Disable Callbacks
service. RTIs may implement both callback models, but shall implement at least one. The callback model is
specified as an argument to the Connect service.

Figure 1 shows the overall state of a federation execution as certain basic federation management services are
employed. The figure starts in the Federation Execution Does Not Exist state, representing that the RTI has been
started up, but that no services have been invoked relative to the federation execution. After the federation
execution is created, it is now in the No Joined Federates state. This state represents the clean, or freshly
initialized, federation execution; no federates are joined, no object instances exist, and no messages are queued.
From the point that the first federate joins this execution until the point that the last federate resigns from the
execution, the federation execution is in the Supporting Joined Federates state. This state represents an
operational federation execution in which the services documented in this specification are usable._If all joined
federates resign before a willing joined federate is identified, all unowned instance attributes shall cease to exist
as if their object instances were deleted at the time of the last federate resign.

// “Federation Executiod‘

\\\
"
Federation
Execution Does
Not Exist |
Destroy
Federation Exer:utim/ Create
/ v Federation Execution
-~ ‘\\
/ Federation Execution Exists
Y / The First Join
. ; .
_ K ederation Execution Supporting
No Joined + Joined
Federates + Federates
- The Last Resign
Federation Execution
Join Federation Execution
ar
. Resign Federation Executiny
\ Figure 1—Basic states of the federation execution /
~

Once a federation execution exists, federates may join and resign from it in any sequence that is meaningful to the
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federation user. Figure 2 presents a generalized view of the basic relationship between a federate and the RTI
during the federate participation in a federation execution. The broad arrows in Figure 2 represent the general
invocation of HLA service groups and are not intended to demonstrate strict ordering requirements on the use of
the services. An RTI shall allow an application to participate in a federation as multiple joined federates, and an
RTI shall allow a single application to participate in multiple federations as a joined federate or federates.

Federate

\

Connect to RTI, Join Federation Execution

Establish Initial Data Requirements

ﬁ

MNormal Federate Execution
Time Advance RequestASrant
Register/Discover Object Instances
Update/Reflect Attribute Values
Send/Receive Interactions
Delete/Remove Object Instances

_r

Mot Normal Federate Execution
Savel/Restore Federation Execution
Send certain MOM interactions

E Resiﬁn Federation Execution i

Resign Federation Execution, Disconnect from RTI

RTI

Y

Figure 2—Overall view of federate-to-RTI relationship

The state diagram in Figure 3 is the first of a series of hierarchical state diagrams that formally describe the
exchanges between federates and an RTI. These state diagrams are formal, accurate descriptions of federate state
information depicted in the highly structured, compact, and expressive state chart notation pioneered by David
Harel [B2]. This specification contains two independent sets of state charts. The first set, beginning in Figure 3
and including all other state charts except Figure 6 through Figure 9, describes the state of a given federate,
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from the perspective of that federate, in varying levels of detail. The second set, Figure 6 through Figure 9,
describes the state of a federation execution (including the RTI and all joined federates) strictly with respect to
the use of synchronization points. Finally, Figure 1 is unrelated to either of these sets of state charts. It is a stand-
alone overview of the basic states of a federation execution.

The next few subclauses describe the first two of these state charts in detail as a way of introducing some of
Harel’s notation and providing an understanding of how the complete collection of state charts in this document
are hierarchically interrelated.

/_ Lifetime of a Federate \

Not Connected Connected I
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- Jom
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/.' =
¥
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Figure 3—Lifetime of a federate

4.1.1 Federate lifetime

As shown in Figure 3, the initial state of any federate is “Not Connected.” Before a federate can work with an
RTI, such as to create a federation execution or join one, the federate shall perform a Connect to the RTI. The
Connect service allows the RTI to set up and initialize its communication infrastructure. After successful
invocation of the Join Federation Execution service, a federate will be in the Joined Federate state, where
distributed simulation activities take place. If an infrastructure problem is detected during these activities, the
Connection Lost 7°_service notifies the federate that a fault has been detected and that it has been forced to the
Not Connected state. If previously joined, it shall be now no longer joined to the federation execution. As
described in 4.1.5, the effect will be as if the federate had resigned with a resign action specified by the
Automatic Resign Directive. Following successful simulation activities, the federate invokes the Resign
Federation Execution service to leave the Joined Federate state. When a federate has resigned and has no further
intent to join or create federation executions, it shall perform a Disconnect. The Disconnect service allows the
RTI to break down and clean up its communication infrastructure. Figure 4 shows the federate’s lifetime in the
Joined Federate state.
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As indicated by the dashed line in Figure 4, the Joined Federate state consists of two parallel state machines: one
having to do with whether the joined federate is in the process of saving or restoring the Joined Federate state
(depicted to the left of the dashed line), and the other having to do with whether the joined federate is permitted
to perform normal activity (depicted to the right of the dashed line). While in the Joined Federate state, the joined
federate is simultaneously in both a state depicted in the state machine to the left of the dashed line and a state
depicted in the state machine to the right of the dashed line. Initially, upon entering the Joined Federate state, the
joined federate will be in the Active and Normal Activity Permitted states, as indicated by the dark-circle start
transitions. There are interdependencies between these two parallel state machines and between the state
machine on the left and the Temporal state machine, Figure 17 (in 8.1.7). These interdependencies are depicted
by the guards (shown within square brackets) that are associated with some state transitions. If a transition has a
guard associated with it, then when the assertion within the guard is true, the joined federate may make the
associated transition from one state to another. If a transition has only a guard (with no associated service
invocation), the joined federate will immediately make the associated transition as soon as the guard is true. As
an example of an interdependency between the two parallel state machines depicted in the Joined Federate state,
if a joined federate that is in the Active state receives a Federation Restore Begun f service invocation, it will
transition into the Prepared to Restore state (as indicated by the label on the transition from the Active state to the
Prepared to Restore state). Once the

SAll RTl-initiated services are denoted with a rinter’s dagger) after the service name.

joined federate enters the Prepared to Restore state, it also enters the Normal Activity Not Permitted state (as
indicated by the guard on the transition from the Normal Activity Permitted state to the Normal Activity Not
Permitted state). In other words, the guards impose the following constraints on a joined federate: A joined
federate may be in the Normal Activity Permitted state (right side) if and only if it is also in the Active Federate
state (left side); and a joined federate may be in the Normal Activity Not Permitted state (right side) if and only if it
is also in the Instructed to Save, Saving, Waiting for Federation to Save, Prepared to Restore, Restoring, Waiting
for Federation to Restore, or Waiting for Restore to Begin state (left side).
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Figure 4—Joined Federate state
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d the Temporal state machine, Figure 17 (in 8.1.7), is this: a joined federate that is in the Active state will not
receive an invocation of the Initiate Federate Save 1 service unless that joined federate is either in the Not
Constrained state or the Time Advancing state. The Not Constrained state and Time Advancing state are
depicted in Figure 17. The fact that these two states related to time management are mentioned in the guard on
the transition from the Active state to the Instructed to Save state demonstrates the interdependencies between a
joined federate’s save/restore state and its Temporal state. Specifically, it indicates that a joined federate shall
either not be constrained by time management or be in a position to receive a time advance grant in order for it to
receive an invocation of the Initiate Federate Save f service.

5 RTLinit | . | . . . 5 frort} .

A state chart notation that needs additional explanation is the shallow history state, depicted by a state labeled H.
This notation means to enter the most recently visited of all the states at the level of the H state or enter the initial
state (as indicated by the dark-circle start transition) if this occurrence is the first entry. For example, in Figure 4,
there is a shallow history state within the Active Federate state. The transition for the Request Federation Save
service originates from the outer edge of the Active Federate state, i.e., the transition can occur from any state
within the Active Federate state (i.e., Active or Restore Request Pending). The transition terminates at the
shallow history state; in other words, on completing the transition, the federate will return to the state within the
Active Federate state in which it was previously (i.e., it will return to Active or to Restore Request Pending).
Transition from a superstate to a shallow history state is a common idiom denoting that the transition can occur
while in any substate of the superstate and will result in the machine’s returning to the same state in which it was
prior to the transition.

If a joined federate is in the Normal Activity Permitted state, the joined federate may perform normal joined
federate activity, such as registering and discovering object instances, publishing and subscribing to object class
attributes and interactions, updating and reflecting instance attribute values, sending and receiving interactions,
deleting and removing object instances, and requesting or receiving time advance grants. During federation save
or restore, a joined federate will enter the Normal Activity Not Permitted state. In this state, the only permitted
activities are those performed by the joined federate and with the joined federate (by the RTI) related to the save
or restore in progress. Additionally, while in the Normal Activity Not Permitted state, a joined federate may

— Resign the federation execution or
— Send certain save- or restore-related interactions.

The Normal Activity Permitted state, simple as it may appear in Figure 4, actually contains all of the other states
that appear in the first set of state charts that appear subsequently in this document. Together, these state charts
formally describe the state of a joined federate from that joined federate’s

perspective. These state charts are complete in the sense that all transitions shown represent legal operations and
transitions that are not shown represent illegal operations. The RTI shall generate exceptions if illegal operations
are invoked. The state charts do not include MOM or data distribution management (DDM) activities.

The Normal Activity Permitted state depicted in Figure 4 is enhanced in Figure 5 to identify the major
portions of the Joined Federate state. Additionally, the states in Figure 5 are further detailed as follows:

— Temporal state (Figure 17, in 8.1.7)
— States associated with each object class (Figure 10, in 5.1.4)
— States associated with each interaction class (Figure 13, in 5.1.4)

When a federate enters the Joined Federate state, the joined federate will have a Temporal state, object class states,
and interaction class states. The joined federate will have an Object Class state for each object class that is
defined in the FDD that is associated with the federation execution. Likewise, the joined federate will have an
Interaction Class state for each interaction class that is defined in the FDD. A joined federate will be in the
Temporal state, in each of these Object Class states, and in each of these Interaction Class states simultaneously
(as depicted by the dashed lines separating the state machines within the Normal Activity Permitted state). Time
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management is detailed in Figure 17. The state of an arbitrary object class is detailed in Figure 10, and the state
of an arbitrary interaction class is detailed in Figure 13. Indices, such as “i” in Object Class (i), are used in the
names of many state charts to denote that the state chart refers to an arbitrary occurrence of something. These
indices are used consistently throughout this specification and are described as follows:

~.

Object class designator
Attribute designator

Object instance designator
Interaction class designator
Synchronization label

sth joined federate; also used as F

I I

Another state chart notation that needs additional explanation is the deep history state, depicted by a state labeled
* . . . . *
H'. This notation means to enter the most recently visited of all the states at the level of the H™ state or enter the

initial state (as indicated by the dark-circle start transition) if this occurrence is the first entry and to do the same for
all relevant substates.

Normal Activity Permitted

/ Temporal State \

® Objec Class

o Interaction Clazs

Irkeraction Class
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Figure 5—Normal Activity Permitted state

4.1.2 Federation execution save and restore

Any joined federate in the federation execution may initiate a save by invoking the Request Federation Save
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service. If there is no timestamp argument provided with the invocation of this service, the RTI shall instruct all of
the joined federates in the federation execution (including the requesting joined federate) to save state by invoking
the Initiate Federate Save 7 service at all of these joined federates as soon as possible. If there is a timestamp
argument provided, the RTI will invoke the Initiate Federate Save 7 service at each of the time- constrained joined
federates when their value of logical time advances to the value provided, and it will invoke the [Inifiate
Federate Save 1 service at all nontime-constrained joined federates as soon as all of the time-constrained joined
federates are eligible to be instructed to save.

When a joined federate receives an Initiate Federate Save 1 service invocation and subsequently saves its state,
it shall use the federation save label (that was specified by the joined federate requesting the save in the Request
Federation Save service), its federate type (that it specified when it joined the federation execution), and its
federate designator (that was returned when it joined the federation execution) to distinguish the saved
information.

Once a federation execution save has begun, an RTI shall save all queued messages that have not been delivered
to the intended joined federates (e.g., future timestamp order (TSO) messages or receive order (RO) messages
that were sent by other joined federates not yet in the Federate Save in Progress state). All saved information (by
both the RTI and the joined federates) shall be persistent, i.c., it is stored onto disk or some other persistent
medium, and it remains intact even after the federation execution is destroyed.

The saved information can be used at a later date, by some new set of joined federates, to restore all joined
federates in the federation execution to the state in which they were when the save was accomplished. The
federation can then resume effecting the execution from that saved point. Once a restore has begun, any
messages that have not been delivered to the intended joined federates in the restoring federation execution shall
be lost. After a restore is complete, the RTI shall deliver all related saved messages as appropriate to the joined
federates in the restored federation execution (e.g., TSO messages at the appropriate logical time or RO messages
as soon as possible in wall-clock time).

The set of federates joined to a federation execution when state is restored from a previously saved state need
not be the exact set of federates that were joined to the federation execution when the state being restored was
saved. The number of federates of each federate type that are joined to the federation execution, however, shall be
the same. The federate-type argument supplied in the Join Federation Execution service invocation, therefore, is
crucial to the save-and-restore process. Declaring a federate to be of a given type shall be equivalent to asserting
that the joined federate can be restored using the state information saved by any other joined federate of that type.

There is no requirement that a save taken by one RTI implementation be restorable by another RTI
implementation.

4.1.3 Synchronization discussion

Figure 6 depicts the state of a federation execution with respect to synchronization points. In order to fully
explain synchronization points, both the state of the RTI and the state of each joined federate are detailed.
Because multiple joined federates are involved, each transition within this set of state charts includes an
argument denoting to which joined federate a service invocation applies (i.e., an argument of F denotes the sth

joined federate).

The RTI shall keep track of each synchronization point separately, and the treatment of an arbitrary
synchronization point by the RTI is expanded in Figure 7. Not shown in this diagram is how the RTI
calculates the synchronization set (shown as synch_set within the state chart); this information is detailed in the
service descriptions. Use of the synchronization set, however, is depicted in the state chart on the transition from
the Synchronizing (s, L) states to the Synch Point Not Registered state. This transition denotes, by use of the
universal quantifier over the synchronization set in the guard, that synchronization throughout a federation is
achieved only when all joined federates in the synchronization set have concluded their individual
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synchronizations. A joined federate’s individual synchronization, from the RTI’s point of view, is detailed in
Figure 8.

The final state chart in the set describing synchronization points is Figure 9. This state chart depicts how an
arbitrary joined federate keeps track of an arbitrary synchronization point. This diagram includes how a joined
federate registers a synchronization point as well as how a joined federate actually synchronizes.
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Figure 6—Federation execution and sync points
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4.1.4 FOM Document Data (FDD)

described in this specification. The FOM module format and rules for combination are defined in IEEE Std

1516.2-2010. The FDD that the RTI retains and combines from the FOM modules shall be, at a minimum, the

following:

— Object class structure table (complete)

— Interaction class structure table (complete)

— Attribute table (object, attribute, available dimensions, transportation, and order columns)

Full document details: IEEE 1516.1-2010
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— Parameter table (interaction, parameter, available dimensions, transportation, and order columns)

— Dimension table (complete)

— Transportation type table (name and reliability columns)
— Update rate table (name and maximum update rate columns)

— Switches table (complete)

All the names within an FDD shall be case sensitive.

When the Create Federation Execution service is invoked, the RTI shall initialize the federation execution using
FDD first from the MIM and then from the specified FOM modules. A user-extended MIM may be provided;
otherwise, the RTI shall provide the standard MIM automatically.

Additional FOM modules may be provided in the Join Federation Execution service invocations. The FOM
module designator arguments supplied to the Create Federation Execution service and the Join Federation
Execution service shall designate compliant FOM modules (IEEE P1516/DS5 and IEEE Std 1516.2-2010). Create
Federation Execution and Join Federation Execution service invocations shall reject, issuing an exception, any
entity that is not a compliant FOM module.

4.1.4.1 Rules for combining information from FOM modules

The RTI shall combine the FDD data of the MIM and FOM modules according to the rules for combining FOM
data in IEEE Std 1516.2-2010 when the Create Federation Execution service is invoked as well as whenever the
set of FOM modules has changed due to an invocation of the Join Federation Execution service. The RTI shall
consider only the FDD when combining FOM modules. In case the FDD of the FOM modules provided in such a
service call cannot be successfully combined or the invocation fails for any other reason, the FDD provided in the
call shall not be included in the current FOM.

The RTI shall reject, issuing an exception, any attempt to load a FOM module for the following cases:

— When trying to define an object class, already existing in the current FOM, that is not a scaffolding class or
that has a different set of class attributes compared to the current FOM. The set of class attributes is
considered different from the current FOM if the sets are not identical in number of attributes or the
attributes are not identical in name, available dimensions, transportation, or order.

— When trying to define an interaction class, already existing in the current FOM, that is not a scaffolding
class or that has a different set of parameters compared to the current FOM. The set of parameters is
considered different from the current FOM if the sets are not identical in number of parameters or the
parameters are not identical in name, available dimensions, transportation, or order.

— When trying to define dimension, already existing in the current FOM, with a different definition
compared to the current FOM.

— When trying to define transportation type, already existing in the current FOM, with a different reliability
compared to the current FOM. (Comment note - description is not part of FDD nor should it be and thus
cannot be used for rejection.)

— When trying to define update rate, already existing in the current FOM, with a different maximum rate
compared to the current FOM.

— When trying to define switches, already existing in the current FOM, with a different definition.

— When the MIM or FOM module is noncompliant.

If a FOM module or MIM contains any definition that is rejected by the RTI, the RTI shall reject the FOM
module or MIM in its entirety and shall not add any element to the FDD.

The union of all FOM modules in a given Create Federation Execution or Join Federation Execution
service when added to the previously existing current FOM shall not result in any object class or interaction class
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not having a full definition. If this is the case, the entire service invocation shall fail. In case any of the FOM
modules provided was rejected by the RTI, the entire service invocation shall also fail.

After a Create Federation Execution or Join Federation Execution service has completed successfully, all the

provided FOM modules shall be available in the current FOM, and the corresponding MOM information shall be
updated to reflect this.

Furthermore, any FDD provided as per above, once available in the federation execution, shall be available for
the remaining life span of the federation execution.

4.1.4.2 Access to Current FOM information

The RTI shall provide access to the current FDD, the content of individual FOM modules, as well as the MIM.
The following MOM interactions are provided:

a) For the federation execution:
1) The attribute HLAFOMmoduleDesignatorList provides a list of designators for the FOM modules that
specified the current FOM. Only FOM modules that resulted in the addition of one or more classes,
dimensions, transportations, or update rates shall be included. Specifically, if several FOM modules

with identical content have been specified, only the first shall be included and then only if it satisfies
the preceding requirement.

2) The attribute HLAfederation. HLAMIMDesignator provides the designator for the MIM used in the
current FOM.

3) The attribute HLAcurrentFDD provides the contents of the current FDD.

4) The interactions HLArequestFOMmoduleData and HLAreportFOMmoduleData provide the contents
of a specified FOM module.

5) The interactions HLArequestMIMData and HLAreportMIMData provides the content of the MIM.

b) For each federate:

1) The attribute HLAfederate. HLAFOMmoduleDesignatorList provides a list of designators for the
FOM modules that were specified by that federate when invoking the Create Federation Execution
and Join Federation Execution service.

2) The interactions HLArequestFOMmoduleData and HLAreportFOMmoduleData provide the contents
of a specified FOM module.

A FOM module designator shall be equal to the string (file name or URL) as supplied as part of the Create
Federation Execution or Join Federation Execution service invocation. The FOM module designator for the
HILAstandardMIM as supplied automatically by the RTI shall be “HLAstandardMIM.”

4.1.5 Fault tolerance support

At any point during the execution, a fault may occur. A fault is defined as an event that prevents the entire
federation from executing in an HLA-compliant manner. As a result, one or more federates may be
disconnected from the federation. The RTI shall then send a HLAreportFederateLost MOM interaction. If the
lost federate was time regulating, this interaction shall also provide the last known good logical timestamp to
which the federate was granted.

The RTI shall then perform a resign on behalf of the lost federate, using the current Automatic Resign Directive,
and then restart all federation-wide synchronized operations with the remaining federates. MOM data and
advisories shall be updated to reflect the new state.

All TSO messages sent by the lost federate no later than the last known good logical timestamp before the fault
shall be delivered. TSO messages sent by the lost federate after this point may or may not reach subscribing
federates. RO messages from the lost federate may or may not reach subscribing federates.
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The RTI shall attempt to notify any lost federate that it has been disconnected and is no longer a member of the
federation using the Connection Lost 7 service invocation. The federate will then enter the Not Connected state
(see Figure 3). Since the federate or its environment is subject to a fault, invoking the Connection Lost 1
service and entering the Not Connected state may or may not be attempted and may or may not be successful.

The disconnected federate may try to connect to the federation again using the regular connect and join
sequence. This attempt may or may not be successful.

The fault detection methods and criteria depend on the technical implementation of the RTI and are not part of the
HLA standard. A fault is an event that prevents the federation execution from continuing in an HLA- compliant
manner. In particular, a fault may result in one or more federates being disconnected or lost from the federation.
Such a federate shall be referred to as a lost federate. As a result of detection of a fault, the RTI shall send a
separate HLAreportFederateLost MOM interaction identifying each lost federate. If a lost federate was time

regulating, this interaction shall provide its last known good logical timestamp. The last known good logical
timestamp shall be determined by the RTI for a lost federate so that all reliable TSO messages sent by the
federate before the fault with timestamps less than or equal to the last known good logical timestamp are
deliverable to federates that remain in the federation. After the HLAreportFederatel ost interaction has been
sent, the RTI shall process a resign on behalf of the lost federate, using the federate’s current Automatic Resign
Directive. The resignation of the federate shall result in the restart of all federation-wide synchronized operations
with the remaining federates as if the lost federate itself had resigned. MOM data and advisories shall be
updated to reflect the new state. TSO messages sent by the lost federate after the last known good timestamp
may or may not be delivered to subscribing federates. RO messages from the lost federate may or may not be
delivered to subscribing federates. When a federate becomes lost, the RTI may notify it using the
Connection Lost 1 service invocation. The invocation of the Connection Lost 7 service by the RTI on the
federate shall enter the federate into the Not Connected state (see Figure 3). Because a lost federate or its
environment is subject to a fault, a federate that has been reported to the federation execution as lost but has not
received the Connection Lost 7 service invocation is in an undefined state. A lost federate may try to connect to
the RTI and join the federation execution again using the connect and join sequence. The attempts may or may
not be successful, depending on the fault and steps taken outside of HLA to repair it. A fault may divide the
federation into multiple independent segments, each having the potential to continue an HILA-compliant
federation execution. Should this event occur, the RTI shall select exactly one such segment to continue the
federation execution. Federates contained in all other segments shall be considered lost. It may be that the fault
is catastrophic with no segment remaining to continue the federation execution. Each RTI implementation will
define a mechanism for making this decision.

4.1.6 Logical time implementation

A federation execution must share a common implementation of logical time in order for joined federates and
the RTI to have meaningful interactions involving logical time. No universal implementation of logical time has
been proposed that will satisfy all federation executions. When a federation execution is created, a logical time
implementation shall be identified. RTIs shall provide two default implementations of logical time, one integer
and one floating point. The federate creating a federation execution may provide its own implementation of
logical time for use in the federation execution.

4.2 Connect service

The Connect service shall be used to establish a connection between the unjoined federate and the RTI. No
interaction between the unjoined federate and the RTI may take place until a successful invocation of the
Connect service has been performed. If the optional local settings designator is not present, the default local
settings shall be used.

The callback model argument indicates the desired callback model, either IMMEDIATE or EVOKED.
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