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Abstract:

 

 The scalable coherent interface (SCI) provides computer-bus-like services but, instead
of a bus, uses a collection of fast point-to-point unidirectional links to provide the far higher through-
put needed for high-performance multiprocessor systems. SCI supports distributed, shared
memory with optional cache coherence for tightly coupled systems, and message-passing for
loosely coupled systems. Initial SCI links are defined at 1 Gbyte/s (16-bit parallel) and 1 Gb/s
(serial). For applications requiring modular packaging, an interchangeable module is specified
along with connector and power. The packets and protocols that implement transactions are
defined and their formal specification is provided in the form of computer programs. In addition to
the usual read-and-write transactions, SCI supports efficient multiprocessor lock transactions. The
distributed cache-coherence protocols are efficient and can recover from an arbitrary number of
transmission failures. SCI protocols ensure forward progress despite multiprocessor conflicts (no
deadlocks or starvation).
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IEEE Standards documents are developed within the IEEE Societies and the Standards Coordinating Committees of t
IEEE Standards Association (IEEE-SA) Standards Board. The IEEE develops its standards through a consensus dev
ment process, approved by the American National Standards Institute, which brings together volunteers representing va
viewpoints and interests to achieve the final product. Volunteers are not necessarily members of the Institute and serve w
out compensation. While the IEEE administers the process and establishes rules to promote fairness in the consensus 
opment process, the IEEE does not independently evaluate, test, or verify the accuracy of any of the information conta
in its standards.

Use of an IEEE Standard is wholly voluntary. The IEEE disclaims liability for any personal injury, property or other dam
age, of any nature whatsoever, whether special, indirect, consequential, or compensatory, directly or indirectly resul
from the publication, use of, or reliance upon this, or any other IEEE Standard document.

The IEEE does not warrant or represent the accuracy or content of the material contained herein, and expressly discl
any express or implied warranty, including any implied warranty of merchantability or fitness for a specific purpose, or th
the use of the material contained herein is free from patent infringement. IEEE Standards documents are supplied “AS IS.”

The existence of an IEEE Standard does not imply that there are no other ways to produce, test, measure, purchase, m
or provide other goods and services related to the scope of the IEEE Standard. Furthermore, the viewpoint expressed 
time a standard is approved and issued is subject to change brought about through developments in the state of the a
comments received from users of the standard. Every IEEE Standard is subjected to review at least every five years for 
sion or reaffirmation. When a document is more than five years old and has not been reaffirmed, it is reasonable to conc
that its contents, although still of some value, do not wholly reflect the present state of the art. Users are cautioned to ck
to determine that they have the latest edition of any IEEE Standard.

In publishing and making this document available, the IEEE is not suggesting or rendering professional or other servi
for, or on behalf of, any person or entity. Nor is the IEEE undertaking to perform any duty owed by any other person
entity to another. Any person utilizing this, and any other IEEE Standards document, should rely upon the advice of a co
petent professional in determining the exercise of reasonable care in any given circumstances.

Interpretations: Occasionally questions may arise regarding the meaning of portions of standards as they relate to spe
applications. When the need for interpretations is brought to the attention of IEEE, the Institute will initiate action to prepare
appropriate responses. Since IEEE Standards represent a consensus of concerned interests, it is important to ensure th
interpretation has also received the concurrence of a balance of interests. For this reason, IEEE and the members of its
eties and Standards Coordinating Committees are not able to provide an instant response to interpretation requests exc
those cases where the matter has previously received formal consideration. 

Comments for revision of IEEE Standards are welcome from any interested party, regardless of membership affiliation w
IEEE. Suggestions for changes in documents should be in the form of a proposed change of text, together with approp
supporting comments. Comments on standards and requests for interpretations should be addressed to:

Secretary, IEEE-SA Standards Board
445 Hoes Lane
P.O. Box 1331
Piscataway, NJ 08855-1331
USA

IEEE is the sole entity that may authorize the use of certification marks, trademarks, or other designations to indicate c
pliance with the materials set forth herein.

Authorization to photocopy portions of any individual standard for internal or personal use is granted by the Institute 
Electrical and Electronics Engineers, Inc., provided that the appropriate fee is paid to Copyright Clearance Center.
arrange for payment of licensing fee, please contact Copyright Clearance Center, Customer Service, 222 Rosewood D
Danvers, MA 01923 USA; (978) 750-8400. Permission to photocopy portions of any individual standard for education
classroom use can also be obtained through the Copyright Clearance Center.

Note: Attention is called to the possibility that implementation of this standard may require use of subject mat-
ter covered by patent rights. By publication of this standard, no position is taken with respect to the existence or
validity of any patent rights in connection therewith. The IEEE shall not be responsible for identifying patents
for which a license may be required by an IEEE standard or for conducting inquiries into the legal validity or
scope of those patents that are brought to its attention.
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Introduction

(This introduction is not a part of IEEE Std 1596-1992, IEEE Standard for Scalable Coherent Interface [SCI].)

The demand for more processing power continues to increase, and apparently has no limit. One can usefully
the resources of any computer so easily by merely specifying a finer mesh or higher resolution for the solution 
physical problem (hydrodynamics, for example), that engineers and scientists are desperate for enormous
computers.

To get this kind of computing power, it seems necessary to use a large number of processors cooperatively. B
the propagation delays introduced when signals cross chip boundaries, the fastest uniprocessor may be on
before long. Pipelining and similar large-mainframe tricks are already used extensively on single-chip proc
Vector processors help, but are hard to use efficiently in many applications. Multiprocessors communica
message passing work well for some applications, but not for all. The shared-memory multiprocessor looks 
best strategy for the future, but a great deal of work will be needed to develop software to use it efficiently.

It is important to support both the shared-memory and the message-passing models efficiently (and at the sa
in order to support optimal software for a wide range of problems, especially for a system that dynamically a
processors and perhaps changes its configuration depending on the nature of its load.

SCI started from an attempt to increase the bandwidth of a backplane bus past the limits set by backplane p
order to meet the needs of new generations of processor chips, some of which can single-handedly saturate 
buses. We soon learned that we had to abandon the bus structure to achieve our goals.

Backplane performance is limited by physics (distributed capacitances and the speed of light) and by a bus's 
time nature, an inherent bottleneck. To gain performance far beyond what buses and backplanes can do, o
better signaling techniques and the concurrent use of many signaling paths.

Rather than using bused backplane wires, SCI is based on point-to-point interconnect technology. This
approach eliminates many of the physics problems and results in much higher speeds. SCI in effect simulat
providing the bus services one expects (and more) without using buses.

SCI has turned out to be surprisingly simple, much simpler than many of the alternative designs we explored a
simpler than bus-based systems would be if they tried to approach a comparable size and performance. This s
may not be obvious to the first-time reader of this rather thick document, but much of this bulk is due to th
amount of tutorial material necessary to introduce such a new way of doing things (a paradigm shift), and ev
is due to the comprehensive executable description of cache behavior under all possible conditions.

The switch from a shared backplane bus to a point-to-point interconnect has created many new problems and
topics, which have been resolved in record time by this SCI project. Much research remains to be done on det
optimal ways to use the mechanisms SCI provides. SCI has also required the development of novel alloca
cache-coherence protocols, which has made the project a challenging one indeed, particularly in view of our s
objectives.

Historical Perspective and Acknowledgments

Most of the developers of SCI come from high-speed-bus backgrounds, such as Fastbus (IEEE Std 960-
Futurebus (IEEE Std 896.1-1987). Paul Sweazey, who was the coordinator of the Futurebus cache cohere
group, initiated a SuperBus Study Group under the IEEE Computer Society's Microprocessor Standards Com
November 1987 to consider whether something could be done for the next bus generation to avoid the mul
competing incompatible standards we saw in the 32-bit generation. Futurebus tried to solve that problem, st
the late 1970s, but could not converge to a single best solution in time to head off the development o
alternatives.
iii
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The SuperBus Study Group met for less than a year before deciding that there was indeed a way to do bett
achieve the throughput rates that are required for supporting multiple 100-MFLOPS-class processor chips,
about 1 Gbyte/s per processor. We were particularly urged on by Paul L. Borrill, Futurebus chairman, an
Moussouris (one of the founders of MIPS), who frightened us all by his predictions of immensely powerful proc
in the near future—which already are coming true!

Our July 1988 Project Authorization Request was approved by the IEEE Standards Board in October. D
Gustavson was appointed Chairman and David V. James became the logical-task-group coordinator a
Chairman. Gustavson also served as physical-task-group coordinator, handled the records and mailings, an
minutes-taking and editing duties with David James.

A Control and Status Register and I/O Architecture effort was started within SCI, based on some sign
contributions by David James. When it was recognized as important for other standard buses as well, it was sp
an independent activity shared by Futurebus+, Serial Bus (P1394), and others. In April 1989 this also bec
official project, P1212, with David James as chairman. The goal of a uniform CSR architecture has been at
many times before (e.g., by the Fastbus Software Working Group, chaired by Gustavson), and has proven elu
reason P1212 has had a more comprehensive success is that David James brought considerable arc
experience to bear, generating sufficient rationale for the various choices so that decisions no longer seem
arbitrary. Much of this rationale is a consequence of multiprocessor architectural considerations; without the co
of efficient multiprocessor interoperability, many CSR design issues would be too arbitrary to be able to achieve
standardization.

The CSR Architecture has become a unifying force for the latest generation of buses, encouraging VM
MULTIBUS® II users to use the CSR architecture as they interface to Futurebus+, thus facilitating a future inte
SCI as system requirements grow. In this way, there is a relatively smooth and well-defined growth path from p
generation single-processor systems through Futurebus+'s several-processor systems with cache coherenc
many-processor systems. Because of the importance of such a migration path to the future acceptance of SCI
high priority on interfacing SCI with other buses. For that reason we include protocol hooks that would not oth
be needed. In exchange, SCI users will be able to take advantage of the large number of existing I/O interfac

In March 1989, a Fiber Optic Task Group (SCI-FI) was started, led by Hans Wiggers, and an SCI/Futurebus+
Task Group was started, led by Mark Williams (a joint appointment with Futurebus+).

Throughout the development of SCI, Knut Alnes and Ernst Kristiansen were working on an early implemen
providing input for the details of the specification. They also initiated work at the University of Oslo, by Stein Gje
and others, on formal verification of the cache-coherence mechanisms. This real implementation effort was ex
valuable to SCI, and greatly accelerated convergence to a practical specification.

David James generated documents at an incredible rate. As the result of his single-handed effort the bulk of th
this specification first appeared in June 1989. At the same time he was producing two volumes of similar size
CSR working group! He is convinced that having something on paper produces more productive discussions,
experience supports that view.

In September 1990, the working group requested the initiation of a project to standardize an SCI/VME 
architecture, P1596.1, chaired by Ernst Kristiansen. The first meeting was held in November.

September 1990 also saw the P1212 draft completion and the beginning of its ballot phase.

In November 1990 the Fiber Optic part of SCI was given a big boost by Hewlett Packard's decision to release i
serial G-link specification for use by SCI. This link is able to transfer the 17th bit that makes possible a tran
synchronous interface with the parallel 16-bit-plus-flag SCI link. The other serial links considered needed occ
extra symbols in place of the flag bit, which made such an interface much more difficult because the serial and

® MULTIBUS is a registered trademark of Texas Instruments, Inc.
iv
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clock frequencies could not have a constant ratio. (Subsequently, ways to solve this problem were discovered
compatible with other encodings, such as 8b/10b, so future link standards could use these if that proves desi

In January 1991, the working group voted unanimously to submit the draft specification to the Micropro
Standards Committee (MSC) for forwarding to the balloting body. This was the only vote taken by the working 
which worked entirely by consensus from start to finish. Our philosophy was that, given choices, we would 
take the technically superior way. If superiority was not apparent, an arbitrary choice would be used until it r
problems. This method worked very well, resulting in rapid progress and a nearly ego-free working environm
helped that this project was at the leading edge of technology, and thus attracted contributors of sufficien
stature that their egos were under control. It also helped that SCI was not considered a threat to existing com
interests, but rather a path to new markets.

In order to avoid the chaos of the 32-bit-bus world, SCI would have to finish in record time. (Normal developme
for a new bus standard that involves new design without major historical constraints has run from eight to
years.) To this end, the group worked at a feverish pace, with multiday meetings every month and much work b
Many workers put in nearly full-time (in some cases much more than full-time) effort. One benefit, as the
increases, is that the progress improves more than proportionally because there is no time between mee
forgetting. The result is that the work goes faster and has higher quality and coherence, as we hope the re
agree upon examining this standard.

The P1596 Working Group is grateful to all who have participated directly or indirectly in the development of th
standard. In the initial design phases, novel concepts were often mistakenly discarded before being resurre
included in the SCI standard. The working group extends its gratitude to those who had the perseverance to w
this learning process, and its apologies to those whose contributions were not appreciated properly. Som
multiprocessor architectural issues in SCI are very esoteric, and we recognize that has been frustrating to ne
as it takes a long time to get up to speed. The working group is also grateful for the patience that the experts i
areas have shown while time was spent on other areas.

Particular acknowledgment is due Manolis Katevenis, who suggested register rings before the working gro
ready to accept them. Sverre Johanssen, Steinar Wenaas, Alain Kägi, Evan Torrie, and Wayne Yamamoto exe
helped debug the specification code. Stein Gjessing and Jim Goodman were major contributors to the cache-c
and Queue on Lock Bit features. John Mellor-Crummey of Rice University and Michael Scott of the Univers
Rochester (NY) helped the working group understand how to make nonblocking message queues and s
queues. David Black helped the working group understand the requirements of coherent TLB support.

Craig Hansen and Mike Koster provided good architectural insights, a RISC-like philosophy, and helpful c
review. Gary Demos motivated the working group to consider the needs of HDTV and other graphics applic
Pete Fenner provided much helpful review on the logical layer. Kurt Baty showed efficient ways to interco
ringlets to optimize cost and keep the number of hops low.

Ralph Lachenmaier, Julian Olyansky, Tim Scott and Joanne Spiller helped the working group to consider re
issues and put in some hooks that can be used for real-time support in future extensions. Ralph also helped b
financial support to enable some of our technical experts to attend the meetings. (By real-time support, SCI generally
means sacrificing its forward-progress guarantees under unknown but presumed-heavy computing load, wh
result in large variations of latency, in exchange for deterministic latency that can be used with Rate Mo
Scheduling to set task priorities for a fully understood computing load so that critical deadlines are never misse
definitions of real-time also exist. SCI may be used without modification in some real-time applications.)

Phil Ponting of CERN provided European redistribution for SCI mailings and liaison with related European act
Hans Müller of CERN served as contact person for the CERN SCI group.

Charles Grimsdale shared with the working group useful experiences of Division Ltd. in building a system with 
goals to SCIs. Randy Rettberg and Guy Fedorkow shared experience from BBN's multiprocessor system
Nelson shared experience from Cray Research, particularly on signaling technology. Wayne Downer an
v
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Mellinger shared experience from Sequent, particularly convincing the working group of the importance o
diagnostic support.

Steve Deiss evaluated SCI from a neural-net point of view, and helped create the broadcast mechanism. Ken
(the Fastbus editor) spent a week in California in November 1990 helping edit the draft to significantly impr
clarity.

Several vendors, particularly AMP (Jim Schroeder) and DuPont (Robert Appleby), made significant investm
connector modeling to ensure that SCI's signals would successfully pass through the chosen con
Measurements of the performance of actual hardware were done by Dolphin Server Technology and Hewlett 
Steve Hunter of Gore presented prototype cables for SCI. Useful presentations on connectors and signaling w
by David Brearley, Ram Goel, Robert Southard, Robert Weber, Ken Wratten, and others. Branko Leskovar e
fiber and coaxial connectors for SCI. The serial encoding scheme and optical specification were largely drawn
Serial HIPPI draft and the work of David Cunningham, George Kwan, Bill McFarland, Steve Methley, Ri
Walker, and Chu-Sun Yen of Hewlett Packard Laboratories, Palo Alto and Bristol.

Eike Waltz of Schroff helped with the mechanical specification, as did the P1301 working group, led by
Karlsson. Gone Schramm of AT&T was particularly helpful in addressing the tolerance issues. Joe Trainor
pointed out common connector reliability problems that could be avoided. Ed Kantner of IBM helped the w
group understand the importance of detailing pin shape and metallurgy in the connector, which P1301.1 then 
the connector specification. Ernie Crocker and Dick Lawrence of Digital Equipment Corporation were help
providing current information on the P896.2 Profile B mechanics, which were followed as closely as possib
addition to defining a different connector layout, some changes were necessary because certain SCI-modul
prefer to use PC boards that are thicker than the standard card-guide grooves. That is very difficult with t
discharge mechanism used in Profile B, which requires a conductive surface on the region of the PC boards 
be removed to thin the board to fit the card guide.)

Hans Wiggers of Hewlett Packard provided and maintained electronic archives on an anonymous-FTP
accessible throughout the world via the Internet. This was used for electronic distribution of drafts and code,
rapid feedback and communication among our collaborators. This service was particularly important becaus
large volume of work being done in Norway as well as in California—the latest draft could make the trip in mi
Documents were provided in MicroSoft Word® 4 format (compressed) and in PostScript format. The latter m
possible for collaborators without Macintosh® access to print documents (complete with graphics) on a wide
of machines.

Alain Kägi and Evan Torrie contributed extensively to the SCI C-code specification while working one summ
Apple Computer. In addition to debugging, they modernized the naming conventions and generated the con
communication “cloud” within each node. Wayne Yamamoto helped refine the interface to the C-code specif
including support for simulation/execution and debugging environments. Colin Plumb pointed out that the o
CRC stomp value (cc33) was suboptimal. He provided a program that the working group modified and used to
for a better number.

We are grateful to the following individuals and their companies, who served as hosts for one or more of the w
group's multiday meetings (listed alphabetically by company): Donald Senzig, Amdahl; David James, 
Computer; Randall Rettberg, BB&N; Hans Müller, CERN; Ernst Kristiansen, Dolphin Server Technology; V
Mokkarala, Hans Wiggers, Mark Williams, Hewlett Packard; Carl Warren, McDonnell Douglas; Paul Borrill, 
Murdock, Paul Sweazey, National Semiconductor; Wayne Downer, Sequent; Anatol Kaganovich, Signetics
Gustavson, Stanford Linear Accelerator Center; John Theus, Tektronix; Jay Cantrell, Texas Instruments; 
Koster, Unisys; Jim Goodman, University of Wisconsin. The P1596 Working Group is also grateful to many 
who hosted SCI presentations or task-group meetings.
vi
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IEEE Standard for Scalable Coherent 
Interface (SCI)

1. Introduction

1.1 Document structure

This document describes a communication protocol that provides the services required of a modern compute
at far higher performance levels than any bus could attain. Packet protocols on unidirectional point-t
transmission links emulate a sophisticated bus without incurring the inherent bus physics or bus contention pr

This document is partitioned into sections that serve several distinct purposes:

Section 1: Introduction provides background for understanding the Scalable Coherent Interface (SCI) protoco
may be skipped by those already familiar with these concepts. The descriptions in this section are so
simplified, and should not be considered part of the SCI specification.

Section 2.: References, glossary, and notation defines the terminology used within this standard and lists referen
that are required for implementing the standard.

Section 3.: Logical protocols and formats defines the packets and protocols that implement transactions (like r
and writes) between SCI nodes. This section uses text and figures as introductory material, to establish a 
reference for the formal specification.

Section 4.: Cache-coherence protocols provides background information for understanding the protocols use
two or more SCI nodes to maintain coherence between cached copies of shared data. The coherence protoco
many options. This section describes the minimal subset of these protocols, a typical set of options that are lik
implemented, and also the full set of protocols.

Section 5.: C-code structure explains the structure of the C code that defines the logical (packet symbol proce
and cache-coherence protocols. The precise specifications of the logical-level packet protocols and the
coherence protocols, which involve a large number of state-transition details, are expressed in C code bec
difficult to state them unambiguously in English, and so that they can be tested thoroughly under simulation.
Copyright © 1992 IEEE All Rights Reserve                                                                                                                    1
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Section 6: Physical layers defines a mechanical package and several physical links that may be used to implem
logical protocols. This section uses text and figures to specify the mechanical and electrical characteristics o
physical links.

Section 7.: Bibliography provides a variety of references that may be useful for understanding the termino
notation, or concepts discussed within this standard.

Annexes A–B: These Annexes describe other system-related concepts that have influenced the design of this s
These may be useful for understanding the rationale behind some of the SCI design decisions.

C code: The C code is published as a text file on an IBM-format diskette. This was done for the convenience 
the casual reader of this standard, who will not delve into the details of the C code, and also of the serious u
will wish to understand the C code thoroughly, executing it on a computer. Though the C code takes precede
this document in case of inconsistency, this document provides considerable explanation and illustration 
develop an intuitive understanding that will make the C code more comprehensible.

1.2 SCI overview

1.2.1 Scope and directions

Purpose: To define an interface standard for very high performance multiprocessor systems that supports a c
shared-memory model scalable to systems with up to 64K nodes. This standard is to facilitate assembly of p
memory, I/O, and bus adaptor cards from multiple vendors into massively parallel systems with throughputs 
up to more than 1012 operations per second.

Scope: This standard will encompass two levels of interface, defining operation over distances less than 10 
physical layer will specify electrical, mechanical, and thermal characteristics of connectors and cards. The logical
level will describe the address space, data transfer protocols, cache coherence mechanisms, synchr
primitives, control and status registers, and initialization and error recovery facilities.

The preceding statements were those submitted to and approved by the IEEE Standards Board as the definit
SCI project. These goals have been met and exceeded: support for message-passing was added, and the
distance is not limited to 10 m. (The intent of that limitation was to make clear that this is not yet-another Loca
Network.)

The real distinction between SCI and a network has more to do with the memory-access-based model SCI use
distributed cache-coherence model. The practical operating distance depends more on the throughput and pe
needed than on any absolute limit built into the specification—very long links would yield unacceptable perfor
for many users (but perhaps not all).

In particular, the fiber-optic physical layer can extend the SCI paradigm over distances long enough to link a co
to its I/O devices, or to link several nearby processors. No arbitrary length limit would be appropriate, but pr
considerations including the throughput requirements and the cost of transmitters and receivers will set the len
people consider useful.

A very-high-priority goal was that SCI be cost-effective for small systems as well as for the massively paralle
mentioned in the purpose statement above. SCI's low pin count and simple ring implementation make m
performance, few-processor systems easier to build with SCI than with bused backplane systems; a tw
backplane should be sufficient, and three layers should be enough to support the optional geographical ad
mechanism. The SCI interface, complete with transceivers, fits into a single IC package that includes much of t
needed to support the cache-coherence protocols. This economy for small systems leads to the expectation
processor boards will be built in high volume, making them inexpensive enough to be assembled in large num
building supercomputers at low cost.
2 Copyright © 1992 IEEE All Rights Reserved
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SCI also simplifies the construction of reliable systems. SCI Type 1 modules are well protected against elec
discharge and electromagnetic interference, and can be safely inserted while the remainder of the system
powered. SCI supports live insertion and withdrawal by using a single supply voltage (with on-board conver
needed) and staggered pin lengths in the connector to guarantee safe sequencing. Note, however, that system
plays an important role in live insertion or removal of a module because the resources provided by that mod
to be allocated and deallocated appropriately. In systems where several modules share a ringlet, the remov
module interrupts all communication via that ringlet, so the resources on those modules also have to be deallo
similar situation arises in any system that may have multiple processors resident on one field-replaceable b
have to be deallocated when any one is replaced. The system software for handling the deallocation and rea
of these resources is outside SCI's scope.

Although SCI does not provide fault tolerance directly in its low-level protocols, it does provide the support nee
implementing fault-tolerant operation in software. With this recovery software, the SCI coherence protocols are
and can recover from an arbitrary number of detected transmission failures (packets that are lost or corrupted

The SCI paradigm removes the limits that bus structures place on throughput, but its latency is of course limite
speed of signal propagation (less than the speed of light). Ever-increasing throughput can be expected as te
improves, but the organization of hardware and software will have to take into account the relatively constant
(delay between request and response), which is proportional to the physical size of the system.

The last generation of buses approached the ultimate limits of performance, leading to the concept of an “u
standard. However, the initially defined SCI physical layers are likely just the first of a series of implement
having higher or lower performance levels. The 1 Gbyte/s link speed specified for the initial ECL/copper-bac
implementation was chosen based on a combination of marketing and engineering considerations. From a m
point of view, it was necessary to define a territory that did not disturb the markets for present 32-bit stand
present networks, and from an engineering point of view this link speed was near the edge of what available s
technology and integrated circuit technology could support.

New technologies, such as better cables, connectors, transceivers; IC packages with more pins or highe
dissipation capabilities; or faster ICs, could make it practical or desirable to implement SCI on new physica
standards. Such standards, with different link widths or bit rates, will be developed from time to time. However,
formats and higher level coherence protocols will be the same across all these physical implementations. Tha
make the problem of interfacing one SCI system to another relatively simple—SCI already includes the ne
mechanisms to cope easily with speed differences.

1.2.2 The SCI approach

The objective of SCI was to define an interconnect system that scales well as the number of attached processo
increases, that provides a coherent memory system, and that defines a simple interface between modules.

SCI developers initially hoped to make a better backplane bus to meet these goals, but soon realized no bus
the job. Bus speeds are limited by the distance a signal must travel and the propagation delay across a bac
asynchronous buses, the limit is the time needed for a handshake signal to propagate from the source to the 
for a response to return to the source. In synchronous buses, it is the time difference between clock and data s
originate in different places.

Transmission lines in a backplane bus are affected by reflections caused by multiple connectors, as we
variations in loading as the number of inserted modules changes. This makes a backplane bus an i
transmission line at best.

Furthermore, a backplane bus can only handle one data transmission at a time and therefore becomes a bo
multiprocessor systems. Although bridges can be used to extend the bus concept to a multiple-bus topolo
bridges are expected to be more costly and less efficient than SCI switches. Support for an efficient switch
influenced the design of the SCI protocols.
Copyright © 1992 IEEE All Rights Reserved 3
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SCI solves these problems by defining a radically different interconnect system. SCI defines an interface stan
enables a system integrator to connect boards using many different interconnect configurations. These config
may range from simple rings to complex multistage switching networks. SCI modules still may plug i
backplane—it holds the connectors in place; it's just not wired as a bus.

SCI uses point-to-point unidirectional communication between neighboring nodes, greatly reducing the no
transmission-line problems. The bandwidth of the point-to-point link depends on the transmission medium. 
18-DE-500 link is 2 bytes wide and data are transferred at 1 Gbyte/s, using differential ECL signaling and bet
of a 250 MHz clock.

The clock rate can be much higher for point-to-point links than for buses. For a given data rate this makes it 
to use faster clocking to reduce the link width. This reduces the pin count for bus interface logic, so that the en
interface can be integrated on a single chip. Thus, timing skews can be tightly specified, since compon
inherently well matched in a single-chip design.

A large number of requests can be outstanding at the same time, making SCI well suited for high-perfo
multiprocessor systems. SCI allows up to 64K nodes to be connected in a single system. Since each node co
be a multiprocessor, the SCI addressing mechanism should be sufficient to support the next generation of m
parallel computer systems.

Cache coherence is an important part of the proposed standard. Switching networks cannot easily provide
broadcast or eavesdrop capabilities. Hence the SCI coherence protocols are based on single-responder di
transactions and distributed directories, where processors sharing cache lines are linked together by 
Broadcasts are generally software, not hardware, operations, though the protocols do support some (non
broadcast transactions that may be useful in certain applications.

1.2.3 System configurations

An SCI node relies on feedback arriving on its input link to control its behavior on its output link. Thus there
always be a ring-like connection, with the output of one node providing the input to another. Implementations
structure range from a small ring connecting two nodes (one of which might be the port to a fast switch) to a la
consisting of many nodes. The term “ringlet” is often used to imply a ring that has a relatively small number of
up to perhaps half a dozen. Few applications will perform well with large rings because each node see
generated by all the other nodes on the ring; for some I/O applications, however, large rings may be appropri

One node on each ring (called the scrubber) is assigned certain housekeeping tasks, such as initializing the r
point that each node is addressable, maintaining certain timers, and discarding damaged packets so they don
indefinitely.

For performance, fault tolerance or other reasons many systems will require more than one ringlet. Agents
consist of two or more SCI node interfaces to different ringlets, with appropriate routing mechanisms, are 
allow nodes on different ringlets to communicate with one another in a transparent way.

One can build useful switch fabrics consisting of many ringlets with a few processor nodes and agents on each
can use more traditional switch mechanisms that have SCI interfaces at their extremities but transpare
whatever internal data transfer and switching techniques they prefer.

1.2.4 Initial physical models

The logical portion of the SCI specification defines the format and function of fields in packets that are sent fro
SCI node to another over any one of several different physical link layers.

SCI links continually transmit symbols that contain 16 data bits plus packet-delimiter and clock information
clock provides a precise timing reference that the receiver uses for extracting data from the incoming sig
4 Copyright © 1992 IEEE All Rights Reserved
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symbol is either part of a packet (a contiguous sequence of symbols marked by the packet delimiter) or an idle
(transmitted during the interval between packets to maintain synchronism between the link and the receiver).

On a backplane, where signal wires are relatively inexpensive, an entire symbol may be sent each clock pe
longer-distance interconnects, where signal wires are relatively expensive, the symbols may be sent one bit a

The notation used by SCI for names of link types is:

Type 〈number of signals〉-〈kind of signals〉-〈bit rate per signal in Mb/s〉.

Type 18-DE-500 signals support high-performance boards plugged into a system backplane or cable links co
proprietary physical packages. Symbols are sent bit-parallel, using differential drivers and receivers
transmission rates can be achieved by having all signal drivers and receivers in the same integrated circuit 
which also contains high-speed queues, as illustrated in figure 1-1.

Figure 1-1 —Physical-layer alternatives

The initial interface chips are expected to be VLSI chips that include the transmitters, receivers, high-speed
and most of the cache-coherence protocols. They will probably consume about 15 W, but lower
implementations of the standard should follow shortly. This power must properly be compared with the entire
circuits needed for comparable functionality in typical bus systems. The inherent power dissipation of th
interface is less than that of interfaces to bused backplanes, since the differential signal levels are smaller (le
V), there are fewer signals, and transmission impedances are significantly higher.

The Fiber-Optic Physical Layer Type 1-FO-1250 is intended to support longer-distance local communications 
thousands of meters). The fiber versions of SCI could be used to connect back-end peripherals to the centra
or could provide high-bandwidth communication between workstations and servers in a local computing enviro
Packets are sent in a bit-serial fashion, as illustrated in figure 1-1.

Low-cost LEDs can support communication bandwidths of less than 1 Gb/s over short fiber hops. Higher-cost
mode lasers and fibers are required for higher bandwidth communications over longer distances. Many app
Copyright © 1992 IEEE All Rights Reserved 5
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will find it attractive to use coaxial cable instead of fiber for short hops, avoiding the optical/electrical conv
costs.

Fiber-optic interfaces are expected to consist of high-speed bipolar front-ends that convert between a high-ba
serial bit-stream and a lower-bandwidth symbol-stream. Lower-speed back-end circuits could be implemente
expensive CMOS technologies.

New link standards will be defined from time to time to take advantage of advances in technology or to accom
the needs of particular markets.

1.2.5 SCI node model

An SCI node needs to be able to transmit packets while concurrently accepting other packets addressed to 
passing packets addressed to other nodes. Because an input packet might arrive while the node is transm
internally generated packet, FIFO storage is provided to hold the symbols received while the packet is bei
Since a node transmits only when its bypass FIFO is empty, the minimum bypass FIFO size is determine
longest packet that the node originates. Idle symbols received between packets provide an opportunity to e
bypass FIFO in preparation for the next transmission.

Input and output FIFOs are needed in order to match node processing rates to the higher link-transfer rate. Si
is no facility for delaying the transmissions of symbols within a packet, each node ensures that all symbols wit
packet are available for transmission at full link speed. Similarly the node is able to receive a packet at full spee
node application logic is not expected to match the SCI link speeds, FIFO storage is needed for both trans
receive functions, as illustrated in figure 1-2.

Figure 1-2 —SCI node model

1.2.6 Architectural parameters

The SCI system is generally considered to have a 64-bit architecture, because of its address size (16 bits
selection plus 48 bits for use within each node). The data width is less constrained, however. SCI usually send
multiples of 16 bytes, and the most significant size assumption is the 64-byte coherence-line size.

SCI is described in terms of a distributed shared-memory model with cache coherence, because that is 
complex service SCI provides. However, SCI also provides message-passing mechanisms and non
6 Copyright © 1992 IEEE All Rights Reserved
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transactions for those who need or prefer them. All of these transactions can be dynamically mixed in one sy
desired.

1.2.7 A common CSR architecture

Control and status registers (CSRs) are an important part of the proposed standard. The CSR definitions are
for all initialization and exception handling. A few of the CSRs are SCI-specific, but the majority of the nece
definitions are provided by the CSR Architecture standard (IEEE Std 1212-1991). 1

SCI uses the 64-bit-fixed addressing model defined by the CSR Architecture. The 64-bit address space is div
subspaces, one for each of 64K equal-sized nodes, as illustrated in figure 1-3. When compared to other 
extension schemes, the fixed address-field partitioning dramatically simplifies packet routing; however, it comp
software's memory-mapping model, since the memory addresses provided by different memory nodes can n
be contiguous.

Figure 1-3 —64-bit-fixed addressing

The upper 16 bits of the address specify the responder nodeId value; the remaining 48 bits specify the addre
in the addressed node. The highest 256 Mbytes of each node's 256 Tbytes contain the CSR registers as def
CSR Architecture. Since SCI's broadcast transactions are block moves with no responses, only the directed
broadcast) CSR registers are supported.

Only a portion of the 64-bit address space is accessible from 32-bit systems bridged to SCI. The initial 4 Kb
each node's directed CSR address space as defined by the CSR Architecture could be directly mapped in
addresses, using the 10 bus-address and 6 module-address bits to form an SCI node address. In additio
portion (3.5 Gbytes) of the memory address space in node[0] could be directly mapped from the 32-bit m
address space. However, the address-map conventions used by bridges to other buses are beyond the scope
standard.

1Information on references can be found in 2.1.
Copyright © 1992 IEEE All Rights Reserved 7
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1.2.8 Structure of the specification

This specification covers a great deal of new territory, and has required some new approaches for prese
material in a way that is precise and not easily misunderstood. Much of this document is tutorial and explan
nature, to develop the way of thinking and the level of understanding needed to properly interpret and use the
specification. The most important part of this standard is the packet protocol. Packet transmission is 
implemented on some physical signaling layer, and that in turn may be incorporated into a standard me
package.

Except for the packet formats and physical implementation specifications, such as module, connector, po
signal levels, this specification is expressed in the C computer language. English text should be con
explanatory, and C listings, the definitive specification. Though C is known to have some ambiguities (such
order of evaluation of parts of certain expressions), they are easily avoided in this application. In addition to 
this specification unambiguous, another significant advantage of the C specification is that it is executable so th
be incorporated into other software to test the operation of the specification under simulation or to test
implementation of the specification.

1.3 Interconnect topologies

1.3.1 Bridged systems

To ensure the early availability of the wide range of I/O interface boards that any system needs in order te 
accepted and useful, the SCI standard was heavily influenced by the need to bridge to other system buses. Co
between SCI and other bus standards are performed by bus bridges, as illustrated in figure 1-4.

Indivisible uncached lock transactions (such as swap, compare&swap, fetch&add) are supported, but not impl
as indivisible read-modify-write transaction sequences. Since indivisible sequences are hard to implement 
switches, indivisible lock operations are performed at the responder upon request. A standard set of lock tra
subcommands is defined in order to communicate the intent of the requester to the hardware at the responde
carry out the operation. Bus bridges may translate these lock transactions into indivisible sequences where ap

Most remote DMA adapters generate uncached bus transactions; bus bridges can convert these into 
transaction sequences. If the remote bus supports coherent transfers, the bus bridge can also convert
coherence protocols. Futurebus+ (see [B2] ,2 [B3] , and [B4] ) and SCI have the same coherence line size, wh
simplifies that conversion process.

2The numbers in brackets preceded by the letter B correspond to those of the bibliography in Section 7.
8 Copyright © 1992 IEEE All Rights Reserved
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Figure 1-4 —Bridged systems

1.3.2 Scalable systems

SCI protocols are scalable, which means that they are efficient and cost-effective for uses ranging from 
graphics workstations to high-end massively parallel processing (MPP) systems. One future vision of a m
parallel processor consists of large numbers of single-beard computers connected through a high-performanc

To make this vision a reality, SCI is designed to be used in simple passive backplane configurations, or as the
constructing switches, or as the interface between multiprocessor boards and vendor-dependent proprieta
performance interconnects. Such configurations are introduced in the following sections.

1.3.3 Interconnected systems

SCI is based on packets sent from one node to another over unidirectional links. This specification defines a
send these packets 16 bits at a time over short distances (on the order of meters), and one bit at a time ov
distances (on the order of a kilometer).

The bit-serial version of SCI makes use of fiber-optic links or short coaxial cables. It might be used as 
performance peripheral bus connecting storage servers to back-end processors, or as a local-area bus c
distributed workstations and file servers.

1.3.4 Backplane rings

The simplest SCI interconnect is a single ring. Larger configurations could consist of multiple rings connected t
bridges. The highest performance configurations would probably be based on switching interconnects, 
butterfly switch. From a node interface perspective, the interface to a simple ring and to a complex switch is th
(one input link and one output link).

The lowest-cost SCI configuration makes use of a passive backplane; the nodes are electrically connected 
The ring connection could join adjacent slots (which results in one long link to connect the ends) or alternate 
shorten the maximum link length). On a sequential ring, a node's physical and electrical neighbors are the 
illustrated in figure 1-5.
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Figure 1-5 —Backplane rings

On an interleaved ring a node's physical and electrical neighbors differ. Even-numbered boards attach to 
direction; odd-numbered boards to the other, thus minimizing the maximum distance between nodes. To 
partially populated topologies, implementations are expected to use pass-through cards in empty slots, to
jumper-card pairs for bypassing empty slots, or to use self-bridging connectors (that short inputs to outputs w
slot is empty).

There is also provision for doubled (or even trebled) SCI connections to a module, making bridges and redunda
tolerant systems possible. With multiple rings arranged so that at least one ring skips any given slot, one can 
partial system operation even when one module is removed—the rings connected to that slot are broken, but 
rings can connect the remaining modules via bridges.

For some applications it may be desirable to use SCI signals on cable links to connect devices that do
conveniently into the standard SCI modules.

1.3.5 Interconnected rings

Since the SCI protocols have been designed to minimize the transit time for packets that pass through a sw
one ringlet to another, they can be readily applied to multiple-ring topologies. For example, a grid of processor
easily and efficiently interconnected by horizontal and vertical ringlets, as illustrated in figure 1-6. In this illustr
each processor has two SCI interfaces; one interface attaches to the horizontal ringlet and the other attach
vertical ringlet.

Additional dimensions (for example, a 3-D cube) can be supported by increasing the number of ports o
processor (one for each dimension). Such structures are known as k-ary n-cubes, where k is the number of nodes on
each ringlet and n is the number of dimensions. For a fixed number of processors, the number k can be increased to
reduce the cost of the switch elements or may be decreased to reduce the contention on each ringlet.

1.3.6 Rectangular grid interconnects

SCI can also be used as an interconnect to form grids of processors. Nodes with four SCI interfaces can
bidirectional interconnect, where different ringlets connect each node to its adjacent neighbors. Nodes with t
interfaces can form a unidirectional interconnect, where the ringlets form squares of nodes, as illustrated in fig
10 Copyright © 1992 IEEE All Rights Reserved
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Figure 1-6 —Interconnected rings

Figure 1-7 —2-D processor grids

1.3.7 Butterfly switches

SCI can also be used to implement butterfly-like interconnects. Before SCI, these NlogN switches were ge
implemented with a unidirectional data transfer and a reverse flow-control signal. The switch is wrapped aro
one processor node appears to connect to beth sides of the switch.

SCI ringlets can be used to implement such switches by partitioning the transmission paths into separate 
horizontal and diagonal, as shown in figure 1-8.
Copyright © 1992 IEEE All Rights Reserved 11
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The dotted-line ringlet-completion path in this figure is an implied node-internal data path that connects one
port to another.

Figure 1-8 —Butterfly ringlets

1.3.8 Vendor-dependent switches

A switch may internally implement specialized vendor-dependent protocols to route SCI packets. Each 
attached to the switch by an SCI ringlet obeying normal SCI protocols, as shown in figure 1-9. SCI provid
interface between the nodes and the queues in the switch interfaces. To avoid deadlock, two queues are pr
each direction, one for requests and one for responses. This prevents requests from using up all the queue 
thus blocking completion of their responses. This strategy is followed throughout SCI.
12 Copyright © 1992 IEEE All Rights Reserved
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1.4 Transactions

Transactions are performed by sending packets from a queue in one node to a queue in another. A packet c
an unbroken sequence of 16-bit symbols. It contains address, command, and status information in a header, op
data in one of several allowed lengths, and a check symbol. When a packet arrives at a node to which 
addressed, it is passed on to the next node with no change except possibly to the flow control information in the
When a packet arrives at its destination address it is stored by that node for processing, and is not passed on 
node.

Figure 1-9 —Switch interface

An SCI packet originates at a source and is addressed to a single target. In going from source to target the pa
possibly pass through intermediate nodes or agents (explained later). Such single-requestor/single-responder
are highly scalable.

Transactions are initiated by a requester and completed by a responder. Transactions consist of two sub-action
During the request subaction address and command are transferred from requester to responder. The response
subaction returns completion status from responder to requester. Depending on the transaction command, 
transferred in the request subaction (writes), the response subaction (reads), or both subactions (locks).

A subaction consists of two packet transmissions, one sent on the output link and the other received on the inp
A subaction is initiated by a source, which generates a send packet. The subaction is completed by the destinati
which returns an echo packet. Hence a typical transaction involves the transfer of four packets, as illustrated in
1-10.

1.4.1 Packet formats

The first symbol of the header, targetId, contains the final target's nodeId, and is sufficient for a node to quic
recognize packets addressed to it. During the passage of a packet through an SCI system, intermediate age
Copyright © 1992 IEEE All Rights Reserved 13
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the targetId symbol (and possibly other symbols) to route the packet, and intermediate nodes look at it to de
whether they should accept the packet. This and other packet symbols are shown, in simplified form, in figure

The second symbol, command, provides flow-control information and the transaction command field. The flo
control field, which contains localized flow-control information, may be changed many times before a packet r
its destination. This information is excluded from the CRC calculation, so the CRC remains unchanged (an
coverage is not compromised) as the packet is routed toward its final destination.

Figure 1-10 —Subactions

Figure 1-11 —Send-packet format, simplified

The command field specifies the type of packet (read00, readsb, writesb, etc.). In a request-send packet, the 
specifies the action to be performed by the responder. In a response-send packet, the command specifies the
data returned. In an echo packet, the command field indicates whether the corresponding send packet was a

The third symbol contains the sourceId, allowing the target to identify the originator of the packet. All packets inclu
a 6-bit sequence number (which distinguishes between multiple currently pending transactions from one req
The location of this field differs for send and echo packets.
14 Copyright © 1992 IEEE All Rights Reserved
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Appended to each packet is a 16-bit cyclic redundancy code (CRC), that is generated when the packet is crea
source, is optionally checked by agents, and is checked before the packet is processed by the target. Th
generated based on a parallelized version of the 16-bit CCITT-CRC.

Note that a flag bit is associated with each symbol. A zero-to-one transition of the flag bit is used to identify t
symbol of a packet. The one-to-zero transition of the flag bit occurs near the end of the packet (1 or 4 symbol
the packets end, for echo and send packets respectively). A loss of link synchronization will generally cause im
flag patterns and CRCs.

Other information that is included in some packet types includes the following:

1) Time of death. The timeOfDeath is a time-stamp field in send packets, that specifies the time at which
packet should be discarded. This simplifies error recovery protocols by bounding the lifetime 
outstanding packets.

2) Address offset. The 48-bit addressOffset field in request-send packets transfers an address offset to
responder. Although this is often used to select specific memory or register locations, the interpreta
(most of) this field is responder-architecture dependent.

3) Status. The 48-bit status field in response-send packets returns the transaction status from the respond
requester.

4) Extended header. A packet may include an additional 16 bytes of header. The presence of the ext
header is signaled by a bit in the command field. A small portion (four bytes ) of the extended he
defined for certain cache-coherence transactions. The remainder of the extended header is rese
definition by future extensions to the SCI standard.

5) Data bytes. The data section contains a data block of 0, 16, or 64 bytes. SCI systems may optionally s
256-byte transfers for higher efficiency.

1.4.2 Input and output queues

Queues are used to hold SCI packets that cannot be immediately forwarded or processed at their intermedia
destinations. The simplest responder node has two queues. The input queue holds request packets that 
stripped from the input link but have not yet been processed. The output queue holds response packets to be s
output link when bandwidth is available. These queues are illustrated in figure 1-12.

Packets in the output queue are sent when the bypass FIFO is empty and the node's flow-control mechanism
permits it. Another packet (or packets) may arrive on the input link while an output packet is being sent. If they
addressed to this node, the bypass FIFO holds these incoming packets for delayed transmission after the out
packet has been sent. Thus, the bypass FIFO needs to be as large as the longest packet sent through the ou

While the bypass FIFO is nonempty, symbols arriving between packets (called idle symbols) are merged a
contents are saved for delayed retransmission. Thus, most idle symbols provide an opportunity to decrease b
number of saved symbols in the bypass FIFO. When the bypass FIFO is empty, and the flow-control mechani
enabled, another packet may be sent from the output queue.

When a send packet is emitted, the packet is saved in the output queue until a confirming echo packet is rece
addressed target node strips the send packet from the interconnect and creates an echo packet, which is retu
source. There are two types of echo packet. If the target node can save the send packet, a done echo is retu
target node lacks queue space, it discards the send packet and returns a retry echo.

When a done echo is returned to the source the corresponding send packet is discarded. When a retry echo 
to the source the corresponding send packet is re-sent. Resending after a retry echo packet is often called b
and the discarded send packet is said to have been busied by the destination node.
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Figure 1-12 —Responder queues

Note that send packets can be discarded by targets that have no space to save them, but returned echo p
always accepted. Sources need to allocate space for echo packets before transmitting send packets.

1.4.3 Request and response queues

Many SCI nodes have requester as well as responder capabilities. To avoid system deadlocks on these fu
nodes, request and response subactions are processed through separate queues. Thus, each node logically 
request and response subaction queues, as shown in figure 1-13.

Figure 1-13 —Logical requester/responder queues
16 Copyright © 1992 IEEE All Rights Reserved
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For performance and cost reasons a single bypass FIFO is desirable. With suitable allocation protocols, the tw
FIFOs can be merged into one, as illustrated in figure 1-14.

Figure 1-14 —Paired request and response queues

Pairs of input and output FIFOs are still required, to ensure that requests and responses can be p
independently. The input and output queues can be dynamically or statically allocated for holding reque
responses, if these queues can be bypassed when a FIFO entry is available. Forward progress is ensured 
least one entry is always available for holding input-request, input-response, output-request, and output-r
packets respectively.

1.4.4 Switch queues

The concept of independent queue pairs can be extended to switches. For example, the queues in a simp
(suitable for use in hierarchical topologies) between two SCI ringlets are illustrated in figure 1-15.

Figure 1-15 —Basic SCI bridge, paired request and response queues
Copyright © 1992 IEEE All Rights Reserved 17
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More-complex topologies could have loops in the physical configuration (e.g., a toroidal topology form
connecting the top and bottom edges and the right and left edges of a 2-D mesh). Additional queues may be n
avoid hardware deadlocks due to possible circular dependencies in such systems.

1.4.5 Subactions

When requester and responder are on the same lightly loaded ringlet (i.e., “local”), a transaction involves fou
transmissions, as illustrated in figures 1-16 and 1-17. (Shading is used to indicate the queue that holds the
packet. The queue state in figure 1-16 is shown as it would be just before receipt of the illustrated packet.) The
subaction involves the transfer of a request packet from the requester to the responder (steps 1 and 2). The re
processing involves the consumption of the request packet and the generation of a response packet. The
subaction involves the return of a response packet from the responder to the requester (steps 3 and 4).

Figure 1-16 —Local transaction components
18 Copyright © 1992 IEEE All Rights Reserved
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Figure 1-17 —Local transaction components (busied by responder)

Each subaction consists of a send packet (steps 1 and 3 in figure 1-16) that transfers information between a prod
and a consumer and an echo packet (steps 2 and 4) acknowledging the receipt of the information. Each packet is
between a source and a target. The producer is a source for request-send and response-echo packets and a ta
request-echo and response-send packets.

The producer saves a copy of the request-send (or response-send) packet until a returned request-echo (or
echo) packet confirms its acceptance at the consuming node. The echo packet may sometimes indicate
consumer queues were busy (full) and that the send packet was discarded. These busied packets are retransm
they are accepted by the consumer. Bandwidth allocation protocols are used to guarantee that all producers w
eventually transmit their send packets; queue allocation protocols guarantee that consumers will eventually acce
these send packets (or a busied retransmission of them, see 3.7).

For example, consider a heavily loaded system, where there is contention for the shared responder subactio
If the responder's request queue is full, the first request-send packet may be busied and retransmitted as illu
figure 1-17. The queue state in this figure is shown as it would be just before completion of each illustrated su

The first request-send packet (1) is busied by the responder, which initially has a full request queue. The requ
packet is discarded and the busy status (2) is returned in the first request-echo packet. Later another req
packet (3) is sent from the requester to the responder and (in this example) is accepted; receipt of the req
packet is confirmed by the status returned in the request-echo packet (4).
Copyright © 1992 IEEE All Rights Reserved 19
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Although not illustrated in figure 1-17, either the request-send or the response-send packet may be busied ma
but will eventually be accepted. Simple aging protocols guarantee that the oldest busied transactions are e
accepted.

1.4.6 Remote transactions (through agents)

A packet starts at an original-producer (source) node, addressed to a final-consumer (target) node. For 
transaction the source and target nodes are on different rings. The packet will then be accepted by consumer
intermediate agents (e.g., bridges or switches) for forwarding to the target. Each intermediate agent behav
producer when forwarding the packet to its final-consumer node. A given packet has only one final consumer, 
be processed by a number of consumer/producer pairs as it moves from agent to agent.

A remote transaction is initiated by the requester as though it were local. The packets forming the transac
queued and forwarded by intermediate agents. To the requester, the agent behaves like a responder; to the 
the agent behaves like a requester. An agent typically acts on behalf of many nodes, and thus accepts packet
of a set of addresses (a different set on each side). The steps involved in the completion of a remote SCI trans
illustrated in figure 1-18, for a lightly loaded system (no subaction queues are full) with a single intermediate a
this figure, the queue state is shown as it was before the start of each illustrated subaction.

The initial request subaction (1 and 2) transmits the request packet from the local requestor to the intermedia
The remote request subaction (3 and 4) forwards the request packet from the agent to the remote respon
confirmation that the request has been accepted by the responder, the intermediate agent discards 
information (residual history); its send buffers can immediately be reused for other purposes.

Note that subactions do not care whether they are local or remote; only agents need know that the subacti
local. Note also that echoes merely confirm delivery to the next agent, not necessarily to the final consumer, 
queues in agents take responsibility for further transmission.

After the request has been processed by the responder, the remote response subaction (5 and 6) transmits th
packet from the remote responder to the intermediate agent. The local response subaction (7 and 8) forw
response packet from the agent to the original requester. After confirmation of the response being accepte
requester, the responder and the intermediate agent have no queued send packets; their send buffe
immediately reused for other purposes.

An active agent can be pipelined; forwarding of the request-send packet (3) can begin before the request-ech
is returned (2) to the requester. The same is true for the response; the response-send packet (7) can begin 
response echo (6) is returned to the responder. Note that an agent must also keep a copy in its queue u
confirmation has occurred.

This mechanism applies in general for any number of intermediate agents. The routing of packets in a sy
determined by the set of agents, each with its own set of addresses to accept.

1.4.7 Move transactions

A move transaction is like a write transaction, with the exception that no response subaction is returned. A
transaction is expected to be used when large amounts of data are transferred and timeliness is more impo
confirmed delivery, such as for repetitive data transfers to a video frame buffer. Although more efficient than 
transaction, the lack of a response (which provides the responder's completion status) limits move-transactio
specialized applications or constrained configuration topologies.
20 Copyright © 1992 IEEE All Rights Reserved
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Figure 1-18 —Remote transaction components

A move transaction is a specialized noncoherent write transaction that has a request subaction but (for im
efficiency) no response subaction. Flow control, performed at the subaction level, ensures that request-send pa
not discarded when attempting to enter congested queues. However, transmission errors (which are normally
Copyright © 1992 IEEE All Rights Reserved 21
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in response subactions) will not be detected by the standard lower-level protocols (but could be by application-
higher-level ones). The steps involved in the completion of a remote SCI move transaction are illustrated in f
19, for a lightly loaded system.

Figure 1-19 —Remote move-transaction components

The local request subaction (1 and 2) transmits the move-request packet from the requester to the intermedia
The remote request subaction (3 and 4) forwards the move-request packet from the agent to the responder.
agent is informed when the request is queued in the responder, but the requester receives no such confirmat
transactions may be reordered while passing through an interconnect, there is no standard way for either the 
or the agent to confirm when or if the move transaction has completed.

Since move transactions have no response, there is no standard way to return agent or responder error sta
requester. Intermediate agents and responders are expected to provide mechanisms for logging these errors
error logging mechanisms are beyond the scope of the SCI standard.

Since move transactions have no confirming response, there is no reliable way to use their transactionId values to
differentiate between distinct move transactions. Thus, producers with two or more active move transaction
become confused, when two or more active move transactions generated the same request-echo packet. To a
confusions, producers are expected to temporarily inhibit transmission of new move requests when their echo
be confused with those that are already expected from other active requests. (An active request is one that has
but whose echo has not been returned).

1.4.8 Broadcast moves

Some applications can benefit from the optional capability of efficiently broadcasting a packet to multiple desti
using a single transaction. Application examples include some kinds of image processing such as HDTV
definition television) signal processing, systolic processing arrangements, and massively parallel architectures
22 Copyright © 1992 IEEE All Rights Reserved
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neural networks. Special protocols are used to ensure forward progress, since a move transaction might som
accepted by some of the nodes but not all (when some of the consumer queues are temporarily full).

In the worst case, a broadcast consumes the same bandwidth as sending the packet repeatedly to all its N destinations.
In the best case, it reduces the consumed bandwidth by a factor of N, when there are N broadcast-capable nodes on th
ring. Note that broadcast transactions are ignored by nodes that do not support this optional capability:

Several subaction command codes are allocated for broadcast functions. Half of these codes are for starting 
messages; the other half are for the resumption of a previously initiated broadcast. Except for having multiple e
target addresses, broadcast (start and resume) transactions are functionally equivalent to directed moves (th
have a response subaction and they do not participate in cache coherence).

On a local ringlet, a start-broadcast packet is sent from the broadcaster to itself, with a special start-move c
code (smove) that enables the “eavesdrop” capability on other ringlet-local nodes. The command code f
broadcast is decoded by all those nodes that have broadcast capability; the smove is ignored by nodes that do no
support broadcast, based on its target address.

If all acceptance queues are free, the smove packet returns to its source (node_C) and is stripped. The originating
broadcaster node_C recognizes that no echo is needed, but updates its send queues as though one were rece
strategy of not echoing one's own send packets is efficient, simplifies the allocation-priority sampling protoco
applies to directed send packets as well.

If an eavesdropper's acceptance queues are full, it strips (1) the packet and returns (2) an echo, as illustrated
1-20.

Figure 1-20 —Broadcast starts

In this example, the broadcast transaction has been originated by a remote node (node_R) and is being forwarded to
this ringlet through node_C. Just as for other SCI transactions, the send packet's sourceId field is provided 
original source, not the local agent.

When the busied transaction is re-sent (3) by node_C, the retried packet contains the resume-broadcast comm
(rmove) and is directed to the node that returned the echo (node_A). The resume-broadcast packet is directed in t
sense that it is ignored by other ringlet-local nodes. While the acceptance queues are full, the rmove packets are
stripped and echoed by node_A and re-sent by node_C. When the acceptance queues become free, node_A converts the
packet into its original smove form (4) for distribution to the downstream nodes, as illustrated in figure 1-21.
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Figure 1-21 —Broadcast resumes

When the rmove transaction is accepted by node_A, its target address is restored to the value provided by the so
and its command value is restored to the original smove value. When this queued packet is passed to an adjacent rin
it looks like the o original broadcast. Restoring the resume-broadcast to its start broadcast form also 
regeneration of the CRC value, since the target and command fields change. Note that waiting for the source
converting the packet to its original form requires two extra levels of pipelining in the node's packet processi
more than needed by a ring scrubber).

The smove transaction completes when it is stripped by the originating node_C, as illustrated in figure 1-22. This
broadcast is never busied, even if node_C's acceptance queues are full. This is because the broadcast actions
already performed on node_C, before the send packet was originally transmitted.

Figure 1-22 —Broadcast completes

1.4.9 Broadcast passing by agents

The routing algorithms for an agent's directed and broadcast transactions may differ, to prevent broadca
traveling from one ringlet through a switch or a bridge to another ringlet and back again, thereby circulating
system indefinitely.

For example, consider two ringlets connected to each other via two distinct symmetric bridges. A broadcast co
on one ringlet, propagate to the first bridge, pass to the other ringlet, circulate around to the second bridge, 
propagate back onto the original ringlet. There would be an infinite loop and an increasing number of packe
original packet would go past the bridge while the bridge creates a new one.

Normally an agent needs only to look at the targetId and its own internal routing tables to decide whether or not to p
a packet to its remote side. That is, routing decisions depend entirely on packet destinations. However, ag
support broadcast transactions look at the sourceId field in broadcast packets, and broadcasts have a special ro
table. The table indicates which broadcasts are to be passed, based on sourceId comparisons. When properly
initialized, such tables prevent the return of broadcasts that previously left this ringlet.
24 Copyright © 1992 IEEE All Rights Reserved
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Such broadcast routing tables need to be set up at initialization time. Proper setup of these routing tables
treating each node in the system as the potential root of a tree whose branches are formed by the other rin
agents in the system. System initialization procedures are expected to put these broadcast tree routes into the
tables with the specific purpose of creating efficient paths that have no loops. These procedures may option
into account traffic patterns in the system in order to optimize path assignments where path choices exist.

Note that the implementation of the broadcast routing table in an agent, like the normal routing table, need 
table lookup. In some configurations, the routing can be done algorithmically with sourceId range-checking logic.
However, the specification of the routing tables or range-checking logic is beyond the scope of this standard.

1.4.10 Transaction types

Several types of transactions are supported, including reads, writes, and locks. The primary difference betwe
transactions is the amount of data transferred, and in which subaction, as illustrated in figure 1-23.

Figure 1-23 —Transaction formats

Readxx transactions copy data from the responder to the requester; writexx transactions copy data from the 
to the responder. Readxx and writexx transactions both have responses, which are used to return the comple
from the responder.

Movexx transactions copy data from the requester to the responder. Movexx transactions are more efficient th
nearly equivalent writexx transactions, but there is no provision for returning the completion status from the res

Locksb transactions copy data from the requester to the responder. The responder indivisibly updates the
address, based on the command value and the request-subaction's data. The response subaction returns t
(unmodified) data and status. These noncoherent transactions support fetch&add as well as compare&swa
operations.

Shorter transactions, such as a 1-byte write transaction, are formatted as 16-byte transactions, but only a port
data is used. These selected-byte read and write transactions are useful when accessing control registers (whi
than 16 bytes in size, and whose side-effects are sometimes dependent on the transaction size).

1.4.11 Message passing

SCI supports message passing, as defined by the CSR Architecture. A standard noncoherent write64 tran
used to send short unsolicited messages to a specified CSR register within the target node. Two techniques fo
longer messages can be used:

1) Concatenated packets. Two or more 64-byte write transactions are concatenated to form a longer mess
Copyright © 1992 IEEE All Rights Reserved 25
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2) Indirect pointer. A long message transfer (from A to B) is initiated by a short unsolicited message from
B. This message includes a pointer to the longer message, which remains stored in memory at A
processing the message pointer, the processor on node B reads the long message from node A.

To simplify flow-control protocols (and buffer allocation), the indirect-pointer approach is recommended.

1.4.12 Global clocks

The SCI standard supports global time synchronization, as defined by the CSR Architecture. SCI nodes can 
local clocks (formatted as 64-bit integer-seconds/fraction-seconds counters). Hardware provides mechan
detecting drifts between clocks, and soft, ware is responsible for correcting the drifts as they are detected.
expected uses of the clocks are as follows:

1) System debugging. If the optional trace feature is implemented, the route of a packet with its trace-bit se
be reconstructed by logging (with an accurate time stamp) packet arrivals at switching points 
interconnect.

2) Time of death. If the optional timeOfDeath value is provided in the packet header, stale send packets ca
safely discarded before they might be misinterpreted.

3) Real-time data. A global clock can be used to synchronize the activities of multiple data-acquisition n
(such as A/D and D/A converters).

On a traditional backplane, a clockStrobe signal can be broadcast to synchronize clocks on observing nodes. C
synchronization on SCI is more complex, since signal paths are daisy-chained or switched rather than bu
3.12.4.1).

1.4.13 Allocation protocols

Depending on system configurations and dynamic loading conditions, the cumulative bandwidth requirem
multiple requesters can exceed the capacity of a shared interconnect or the bandwidth of a shared responder.
cumulative bandwidth exceeds the available bandwidth, allocation protocols apportion the oversubscribed reso
the multiple requesters.

Most of the bandwidth is (optionally) apportioned unfairly to the highest-priority transactions. However, a 
portion of the bandwidth is always apportioned fairly, as illustrated in figure 1-24. There are four priority lev
through 3 are the lowest through highest priority respectively. The allocation protocols allocate most of the ban
(approximately 90%) to those transactions with the highest priority that is currently being used; the rem
bandwidth is allocated fairly to those transactions having priorities less than the current highest priority.

Figure 1-24 —Bandwidth partitioning
26 Copyright © 1992 IEEE All Rights Reserved
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For the lower-priority nodes, the relative node priority has no effect on the allocation of this bandwidth. Ho
under dynamic loading conditions, the higher-priority nodes are likely to become the highest-priority nodes
often, which then increases their apportioned bandwidth.

Although this partial fairness scheme complicates allocation protocols, having even a little guaranteed ba
fairly allocated simplifies SCI in other ways, which include the following:

1) Forward progress. The impact of transient hardware or software priority inversions is minimized. A h
priority process can be temporarily blocked by a low-priority process without deadlocking the system

2) Deterministic timeouts. For any system configuration, deterministic worst-case transaction timeout va
can be calculated. These values are necessary for initializing the timeout hardware.

3) Queue-allocation protocols. Partial fairness bounds the time limit for retrying busied transactions. T
simplifies queue-allocation protocols, which wait for retries of previously busied transactions.

Bandwidth allocation protocols apportion bandwidth on a local ringlet. When many requesters and many res
are on the same ringlet, allocation protocols apportion the shared ringlet bandwidth. SCI bandwidth-allo
protocols are similar in effect to bus arbitration protocols.

Queue allocation protocols allocate queue entries in a responder or switch component. When many requeste
the same responder, the responder's allocation protocols allocate the limited responderqueue bandwidth. SC
allocation protocols and bus-bridge busy-retry protocols are similar in function.

Bandwidth allocation protocols apportion bandwidth when the interconnect is the bottleneck; queue allo
protocols apportion bandwidth when a shared responder (or intermediate agent) is the bottleneck. These bo
are illustrated in figure 1-25. Shading indicates congestion.

Figure 1-25 —Resource bottlenecks

Requester nodes assign a two-bit transaction priority to their transactions. This transaction priority affe
bandwidth and queue allocation protocols, which assign most of the available bandwidth to the highest-priority
A send packet’s effective priority is usually equal to its transaction priority, but may be temporarily increased b
of higher-priority packets that are blocked behind it. This priority-modification process is called priority inherit
Copyright © 1992 IEEE All Rights Reserved 27
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Priority inheritance is supported by SCI, whose send packets contain the transaction priority as well as the 
priority.

Allocation of prioritized bandwidth has a delayed effect. Transmission of future packets is inhibited based on t
of other nodes in the recent past. On large systems, these protocols can effectively apportion bandwidth but h
effect on reducing the latency for random accesses.

Traditional backplane bus arbitration takes longer, but simultaneously senses the priority of all nodes, so 
information is more current and more directly affects latency. Note that this bus virtue comes at the price of s
limiting the bandwidth and the maximum number of nodes.

1.4.14 Queue allocation

Most bus designers are familiar with arbitration protocols, which are similar in function to SCI's bandwidth allo
protocols. When bus transactions are unified (not split into separate request and response subactions) a
“busied,” fair arbitration protocols are sufficient to ensure that all transactions eventually complete. However
bus transactions are split into request and response subactions, many requesters may access a shared resp
and its available queues may be filled. When queues are filed, request subactions are terminated with a “bus
which forces them to be retried until the queue eventually has space.

In the absence of queue-reservation protocols, some retried request subactions could never be sent suc
Although queues may be emptied quickly, they could consistently be refilled by one or several other requester
the one requester is continually busied, as illustrated in figure 1-26.
28 Copyright © 1992 IEEE All Rights Reserved
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Figure 1-26 —Queue allocation avoids starvation

In this illustration, requester1 initially sends (1) a request-send packet to the responder; since the responder's
empty, the packet is accepted. The returned request-echo packet indicates (2) the request send was accept
error. However, this request-send packet temporarily fills the responder's input-request queue.

Before the responder has processed its input-request queue, another request-send packet is sent (3) from r
since the responder's queue is full, the packet is rejected. The returned request-echo packet indicates (4) the
was busied and should be quickly retried.

Soon thereafter, the responder's input-request queue is emptied (5) and another request-send packet is gen
within requester1. The new request subaction is sent (7) from requester1; since the responder's queue is e
packet is accepted. The returned request-echo packet indicates (8) the request send was accepted without e

Then requester2 resends (9) its previously busied request-send packet, but since the responder's queue is 
full thee packet is rejected. The returned request-echo packet indicates (10) the subaction was busied and 
quickly retried.
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If this cycle repeats, the less-fortunate requester2 could be forever starved by the activity of requester1. T
allocation protocols avoid such starvation conditions by reserving space for the older send packets that are bu
3.7 for details.

1.5 Cache coherence

1.5.1 Interconnect constraints

High-performance processors use local caches to reduce effective memory-access times. In a multip
environment this leads to potential conflicts; several processors could be simultaneously observing and m
local copies of shared data.

Cache-coherence protocols define mechanisms that guarantee consistent data are locally cached and mo
multiple processors. The SCI cache-coherence protocol can be hardware based, thus reducing both the 
system complexity and the software effort to ensure consistency.

Many cache-coherence protocols rely on the broadcasting of all transactions. This broadcasting allows
eavesdropping and intervention techniques to achieve data consistency. Broadcast transactions are inheren
based system, but are not feasible for large high-speed distributed systems. Therefore, broadcast and eave
mechanisms are not used by the SCI cache-coherence mechanism.

1.5.2 Distributed directories

SCI uses a distributed directory-based cache-coherence protocol. Each shared line of memory is associat
distributed list of processors sharing that line. All nodes with cached copies participate in the update of this lis

Every memory line that supports coherent caching has an associated directory entry that includes a point
processor at the head of the list. Each processor cache-line tag includes pointers to the next and previous no
sharing list for that cache line. Thus, all nodes with cached copies of the same memory line are linked together
pointers. The resulting doubly linked list structure is shown in figure 1-27.

Note that this illustrates the logical organization of the directory's sharing-list structure for one line, which m
different for each line that is cached. The processors are always shown on the top and the shared memory l
shown on the bottom. These logical illustrations should not be confused with the physical topology of a syste
expects that processors and memory will often be found on the same node.

Coherence protocols can be selectively enabled, based on bits in thee processor's virtual-address-translati
Depending on processor architecture and application requirements, pages could be coherently cached, nonc
cached, or not cached at all.
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Figure 1-27 —Distributed cache tags

This distributed-list concept scales well. Even when the number of nodes in a list grows dramatically, the m
directory and processor-cache-tag sizes remain unchanged. However, memory-directory storage and process
tag storage represent extra fixed-percentage overheads for cache-coherence protocols.

The list pointer values are the node addresses of the processors (caches). When a node accesses memory to
of coherently shared data, memory saves the requesting node's address. If there are currently no cached c
requesting node becomes the head of a new list. (The memory directory is updated with the new node address
nodes have cached copies of the data, the pointer to the head of the sharing list is returned from mem
requesting node inserts itself at the head of the list and gets its data from the previous head.

With the exception of the pairwise sharing option, write access is restricted to the node at the head of the lis
write access, a requesting node creates an exclusive copy by inserting itself at the head of the list and pu
remainder of the list entries. SCI supports both weak and strong sequential consistency, as determined by the 
architecture. A weakly ordered write instruction can be executed before the sharing-list purge completes, 
strongly ordered write must wait for purge completion.

1.5.3 Standard optimizations

Standard optimizations are defined that improve the performance of common kinds of coherence updates, as

1) Fresh copies. The fresh memory state indicates that all shared copies are read-only; the data can be re
from memory when a now processor is attaching to the head of the previous sharing list.

2) DMA transfers. DMA data can be read directly from the sharing-list head without Changing the dire
state. DMA writes (of full 64-byte lines) can be performed directly to memory, although a list of old c
(purge list) will be returned to the writer if the data were being shared.

3) Pairwise sharing. When data are shared by a producer (the writer) and a consumer (the reader), d
directly transferred from one cache to the other. The directory pointers need not be changed, and me
not involved in the cache-to-cache transfer.

1.5.4 Future extensions

As well as supporting a wide range of interoperable options, the SCI standard intends to support several co
future extensions. This allows implementations to quickly use the existing specification, while providing opport
to expand the SCI capabilities when more experience is available. Although the future extensions are beyond t
of the SCI standard, a short overview is intended to provide the reader with insights on how this standard ma
in the future.
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1.5.4.1 Out-of-band QOLB

The SCI standard supports the concept of delaying distribution of shared data, by queuing additional reques
a cache line has been released by its current owner (queued on lock bit, called QOLB). The coherence protoco
the QOLB option to avoid transferring shared cache lines until the data can be used. Although QOLB controls 
of cache lines between caches, an additional lock bit is needed to validate ownership of the cache-line data; w
SCI standard, this lock bit is expected to be contained within the 64 bytes of cache-line data.

A future extension to the SCI coherence protocols could implement a more-transparent lock bit, by providing 
of-band lock bit for every 64-byte cache line. The advantage of using out-of-band lock bits is that compiler sup
QOLB is made much easier. As an example, consider an array of objects, each of which needs a lock bit. Th
protocols assumed that the lock-bit and its affected data are contained within the same cache line. Altho
compiler can make each object slightly larger, this would change the size of each array object.

If lock bits are implemented as a one-bit cache-line tag, which is located in an out-of-band data address, then
of array elements is unaffected by the lock bits. To implement these lock bits, each cache line would be ass
have a 513th bit associated with it. A reserved bit in the header could be used to efficiently transfer this bit in re
send packets; a bit in the extended header could be used to transfer this bit in request-send packets.

Processors would be expected to provide special loadQolb and swapQolb instructions to read and modify thi
band lock bit, based on the cache-line address being accessed. Special operating system software would be
to save and restore these extra bits when the data is swapped to secondary storage.

The encoding of this out-of-band lock bit has been deferred, so that it can be reconsidered when the
requirements of the logarithmic extensions (discussed in the following section) are known.

1.5.4.2 Logarithmic extensions

On a large heavily loaded system, “hot spots” may occur at or near a heavily shared memory controller. To e
such hot spots, coherence protocols should support the possibility of combining list-prepend requests
interconnect. Such hot spots not only degrade the performance of the requesting processor, they deg
performance of other transactions that share portions of the congested connection path. Although coherent co
is not defined in this specification, it is planned as part of P1596.2, a compatible extension to the SCI standar

A possible way to support coherent combining is as follows. While queued in a switch buffer, two requests to th
physical memory address (read A and read B) can be combined. The combining generates one response (stat
is immediately returned to one of the requesters, and one modified request (read A-B), that is routed toward 
Additional requests (read C) can also be combined with the modified request, as illustrated in figure 1-28.
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Figure 1-28 —Request combining

These read transactions can be combined in the interconnect or at the front-end of the memory controller.

When request combining reduces the hot spot latencies, the distribution of data to the other sharing-list ent
become the performance bottleneck. Extensions to the coherence protocols are being developed to reduce 
latencies normally associated with data distribution and invalidations. Linear latencies can be reduced to log
latencies by adding a third sharing-list pointer to SCI's forward and backward pointers to form a tree struc
illustrated in figure 1-29.

The three pointers per cache line define a binary tree. Shared data can be routed through the tree to quickly 
new copies of read-shared data. A writer can also route purges through the tree to quickly invalidate other re
copies. Deadlock avoidance for forwarding of data and purges can be handled correctly.

The support for binary trees is planned as a compatible extension to SCI (P1596.2). It is an authorized s
project that has not been completed at the time of this document's publication. For current information con
chairman of that working group.

1.5.5 TLB purges

Most SCI systems will have processors that use virtual addressing. Such processors cache their most recent v
physical address translations in special translation lookaside buffers (TLBs). When page-table entries are c
remotely cached TLB entries need to be purged.

TLB replacements are usually handled by software that purges the corresponding remote entries when pa
entries are changed. Three remote TLB purge mechanisms are supported by SCI:
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Figure 1-29 —Binary tree

1) Indirect purging. The TLB purge address is left (1) in a memory-resident message. Remote process
interrupted (2), read their messages, purge their local TLB entries, and return their completion st
memory (3).

2) Direct purging. The TLB purge address is written to a control register on each remote processor. The re
from the control register write is delayed until the TLB purge has completed.

3) Coupled purging. Physically addressed TLB entries can be implemented as cached versions of pag
entries. When the page table is modified the cache-coherence protocols are used to invalidate the TLB
in the other processors.

The first two of these TLB-purge options are illustrated in figure 1-30, for processor P-1 purging a TLB en
processor P-2. The third option has some dependency interlocks that must be clearly understood to ensure co
while avoiding deadlock.

Figure 1-30 —TLB purging
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1.6 Reliability, availability, and support (RAS)

1.6.1 RAS overview

Maintainability has been a primary concern in the design of SCI. To simplify maintenance, the SCI protoco
been defined with the following precepts in mind:

1) Conceptual simplicity. Although high-performance circuits may be complex when implemented, 
functions provided by the SCI interconnect should be conceptually simple.

2) Minimum options. It is better to standardize on one nonoptimal option than to support a wide varie
options in the field.

Rather than describing a formal RAS strategy, this section describes the major decisions (in the logical protoc
were influenced by the RAS objectives and strategies.

1.6.2 Autoconfiguration

Each ringlet has a scrubber node that is responsible for monitoring ringlet activity and discarding stale or co
packets and idle symbols. To minimize human errors in the configuration process, the scrubber is autom
selected when the ringlet is initialized. This avoids the use of human-settable switches, which could accidental
to conflicting values.

The scrubber-selection process is based on an 80-bit unique identifier. The 16 most-significant bits of this id
can be set manually, so that a pre-specified scrubber can be selected whenever the ringlet is initialized. T
significant 64 bits of the number are used to break ties, when two or more nodes have the same value for the
significant bits. These 64 bits are assigned at node manufacturing time, or may be generated randomly (based
not pseudo-, random number generator).

The initial addresses on each ringlet are automatically assigned by the scrubber, based on the distance of the 
the scrubber. In larger systems with multiple ringlets, each of the scrubbers initially assigns the same seq
nodeId values to the nodes on its ringlet. Initialization software eventually overrides these initial values and 
unique nodeId values to all nodes on all ringlets in the system.

1.6.3 Control and status registers

In the design of the control and status registers (as defined by the CSR Architecture), the following issue
considered:

1) Autoconfiguration. When new nodes are inserted, the old boot code should still work on the new system
new configuration can be automatically detected and dynamically initialized. Autoconfiguration su
includes the following features:
a) Standard ID-ROM. Each node has ROM. A standard portion of the ROM identifies the node's nam

initialization characteristics.
b) Standard selftests. With standardized selftests, a node can be partially initialized before its I/O d

software is available.
2) Distributed error logs. The CSR Architecture provides the framework for implementing distributed e

logs, one on each node in the system. These error logs supplement the standardized error status co
attempting to isolate the source of an error.

See the CSR Architecture for details. Note that most of the definitions therein are shared by related buses (Fu
and Serial Bus) as well.
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1.6.4 Transmission-error detection and isolation

In a large system, a significant number of errors may occur during packet transmissions. SCI protocols are de
detect these errors readily and isolate them. Although a small portion of each packet has no error detection c
these fields are only used for arbitration purposes; an error in them would affect only the packet's ringlet-local e
priority, not the packet's correct interpretation.

To reliably detect transmission errors, all packets are protected by a 16-bit CCITT CRC code. The packet
control information (which dynamically changes during packet routing) is excluded from the CRC calculation.
the CRC is unchanged by intermediate (switch) hops between the original source and the final target. This s
implementation of switches and improves reliability of error checking (coverage is not compromised while a ne
is being appended to unprotected data).

Timeouts are also used to detect transmission errors. Whenever possible, these timeouts are designed t
calibrating (so they cannot be incorrectly set). An exception is the response timeout, which has to be set by 
(based on knowledge of system configuration and design parameters). Allocation protocols ensure a minimal
of fairly apportioned bandwidth, so proper timeout values that detect hardware transmission errors are indepe
the system's real-time software loading.

Addressing errors are a form of transmission error; although the data are not corrupted during transmission, th
target to properly acknowledge the packet. These addressing errors are quickly detected and reported b
scrubbers, so that these (software-related) errors will not be confused with other (hardware-related) t
transmission errors.

When possible, error status is returned to the requester in the response-send packet, using a 4-bit status 
status code distinguishes among error categories. This helps isolate the cause of the problem (for an address
or the location of additional information (for a responder-data error).

1.6.5 Error containment

To simplify recovery from transmission errors, errors are contained (whenever possible). For example, the con
of a send packet into an echo packet is delayed so that the integrity of the send packet can be reflected in its

Often transmission of a packet or echo has begun before it is discovered to be invalid. This is commonly done t
latency. In such a case the correct CRC is computed for the data as transmitted, and then certain bits are comp
to produce a recognizable bad CRC value. This process is called “stomping” the CRC, and makes it pos
discriminate between packets newly discovered to be bad and those that have already been detected bu
propagating. Thus error logging can record the bad packet at only the first checking location after the failure, 
discovery of the failure point easier. The stomped CRC is a bad CRC, and has the normal effect that the pa
eventually be discarded.

Error containment also influenced the time-of-death fields (which are optionally included in all send packets). Wh
a response timeout is generated, the time-of-death value can be used to guarantee that residual send packets
deleted. This simplifies error recovery, since stale packets (which could be confused with newly gen
transactions) are never delivered.

1.6.6 Hardware fault retry (ringlet-local, physical layer option)

Ringlet-local hardware fault-retry may be supported (as a physical layer option) on individual ringlets. Ho
hardware fault-retry is not supported for end-to-end transmissions, since the failures introduced by the (muc
complex) end-to-end retry hardware would most likely offset most of the benefits it could provide. For exa
hardware fault retry could be used to improve the reliability of transmission over a less reliable intermediate m
as illustrated in figure 1-31.
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Figure 1-31 —Hardware fault-retry sequence

Hardware fault retry has significant costs; special accounting hardware is needed to log sequence numbers n
duplicate suppression, and each packet is lengthened by prepending these sequence numbers. The SCI sta
not define a hardware fault-retry mechanism.

1.6.7 Software fault recovery (end-to-end)

Several forms of software fault recovery are well supported. When accessing noncoherent CSRs, many tran
can be safely retried by software. The retry is not as simple as it first sounds; after the failure, the success o
transaction is unknown (it may have succeeded or failed). Reads (to SCI-defined registers) have no side e
reads of these registers can be safely tarried (one and two reads are equivalent, they both have no side effec

Many writes have side effects, but can safely be retried (the side effects of one and two identical writes are th
Retrying writes to CSRs where one and two writes have different side-effects is harder. For these registers, 
Architecture recommends using sequence-number bits in the data; these bits can be used by software (to 
success or failure of the initial transaction attempt). Designers should carefully consider these problems an
creating needless difficulties for error recovery.

Software can perform end-to-end fault retry on coherent memory transactions. Since coherent memory has a ta
identifying the last owner, the previously dirty entries can be identified after the fault is detected. Transactio
recovery involves flushing the old dirty copy to memory and destroying the (possibly now corrupted) shari
structure, as illustrated in figure 1-32. After the data have been flushed, the sharing list is rebuilt automatical
the standard coherence protocols.

Although the error recovery is relatively inefficient, its infrequent use should have a minimal impact on s
performance.

1.6.8 System debugging

A trace bit is provided to selectively enable packet logging as packets are routed through the system. Since a glob
synchronized time-day clock is provided (see 3.4.6), packets can be accurately time-stamped as they are log
use of time stamps allows the route of the packet (at logging locations) to be reconstructed based on the log 
The detailed implementation and use of the trace bit is beyond the scope of the SCI standard.
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Figure 1-32 —Software fault-retry on coherent data

1.6.9 Alternate routing

On a single ringlet, the SCI protocols are intolerant to faults since one failure brings down the entire ringlet. Ho
redundant-ringlet systems are feasible. Switches or bridges between ringlets can isolate each ringlet from the 
others.

Even though a ringlet has failed, its nodes could still be interrogated and diagnosed using a redundant 
diagnostic bus (Serial Bus). Although Serial Bus is not intended to be a redundant operational bus, it can 
identifying the failed field-replaceable unit.

1.6.10 Online replacement

The SCI standard supports online replacement of modules, in that the full system need not be idled while a m
being replaced. Software is expected to isolate the module before it is replaced, taking account of any resou
module was providing to the rest of the system. For example, coherently cached data has to be flushed to
before a processor caching it can be replaced.

The physical specification section of the SCI standard defines mechanical and electrical interfaces that suppo
replacement. These specifications allow a module to be replaced without disrupting the electrical power sup
other nodes in the system. The CSR Architecture defines the behavior of modules during the on-line repla
process.

Replacing a module temporarily breaks the ringlet. A switch could isolate this ringlet from the remainder of the 
while the module is being replaced. Alternatively, fault-recovery software could retry transactions that were los
the module was being replaced. These ringlet-isolation and fault-recovery protocols are beyond the scope of
standard.
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