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TECHSTREET, AN ASME COMPANY.

This document is intended to provide users with an indication of changes from one
edition to the next. It includes a full-text version of the new document, plus an indication
of changes from the previous version.

Redlines are designed to save time and improve efficiencies by using the latest
software technology to find and highlight document changes. More professionals are
using valuable new technologies like redlines, to help improve outcomes in a fast paced
global business world.

Because it may not be technically possible to capture all changes accurately, it is
recommended that users consult previous editions as appropriate. In all cases, only the
current base version of this publication is to be considered the official document.

This Redline is produced solely by Techstreet. IEEE has not
prepared this Redline and is not responsible for its accuracy.
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Abstract: Certificate management protocols are specified in this document to support provisioning
and management of digital certificates, as specified in IEEE Std 1609.2™, to end entities, that is,
an actor that uses digital certificates to authorize application activities.

Keywords: authorization, certificate, end entity, enrollment, IEEE 1609™, IEEE 1609.2.1™,
interface, Security Credential Management System (SCMS)
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Important Notices and Disclaimers Concerning IEEE Standards Documents

IEEE Standards documents are made available for use subject to important notices and legal disclaimers.
These notices and disclaimers, or a reference to this page (https://standards.ieee.org/ipr/disclaimers.html),
appear in all standards and may be found under the heading “Important Notices and Disclaimers Concerning
IEEE Standards Documents.”

Notice and Disclaimer of Liability Concerning the Use of IEEE Standards
Documents

IEEE Standards documents are developed within the IEEE Societies and the Standards Coordinating
Committees of the IEEE Standards Association (IEEE SA) Standards Board. IEEE develops its standards
through an accredited consensus development process, which brings together volunteers representing varied
viewpoints and interests to achieve the final product. IEEE Standards are documents developed by volunteers
with scientific, academic, and industry-based expertise in technical working groups. Volunteers are not
necessarily members of IEEE or IEEE SA, and participate without compensation from IEEE. While IEEE
administers the process and establishes rules to promote fairness in the consensus development process, IEEE
does not independently evaluate, test, or verify the accuracy of any of the information or the soundness of
any judgments contained in its standards.

IEEE makes no warranties or representations concerning its standards, and expressly disclaims all warranties,
express or implied, concerning this standard, including but not limited to the warranties of merchantability,
fitness for a particular purpose and non-infringement. In addition, IEEE does not warrant or represent that
the use of the material contained in its standards is free from patent infringement. IEEE standards documents
are supplied “AS IS” and “WITH ALL FAULTS.”

Use of an IEEE standard is wholly voluntary. The existence of an IEEE Standard does not imply that there
are no other ways to produce, test, measure, purchase, market, or provide other goods and services related to
the scope of the IEEE standard. Furthermore, the viewpoint expressed at the time a standard is approved and
issued is subject to change brought about through developments in the state of the art and comments received
from users of the standard.

In publishing and making its standards available, IEEE is not suggesting or rendering professional or other
services for, or on behalf of, any person or entity, nor is IEEE undertaking to perform any duty owed by any
other person or entity to another. Any person utilizing any IEEE Standards document, should rely upon his
or her own independent judgment in the exercise of reasonable care in any given circumstances or, as
appropriate, seek the advice of a competent professional in determining the appropriateness of a given IEEE
standard.

IN NO EVENT SHALL IEEE BE LIABLE FOR ANY DIRECT, INDIRECT, INCIDENTAL, SPECIAL,
EXEMPLARY, OR CONSEQUENTIAL DAMAGES (INCLUDING, BUT NOT LIMITED TO: THE
NEED TO PROCURE SUBSTITUTE GOODS OR SERVICES; LOSS OF USE, DATA, OR PROFITS; OR
BUSINESS INTERRUPTION) HOWEVER CAUSED AND ON ANY THEORY OF LIABILITY,
WHETHER IN CONTRACT, STRICT LIABILITY, OR TORT (INCLUDING NEGLIGENCE OR
OTHERWISE) ARISING IN ANY WAY OUT OF THE PUBLICATION, USE OF, OR RELIANCE UPON
ANY STANDARD, EVEN IF ADVISED OF THE POSSIBILITY OF SUCH DAMAGE AND
REGARDLESS OF WHETHER SUCH DAMAGE WAS FORESEEABLE.

Translations

The IEEE consensus development process involves the review of documents in English only. In the event
that an IEEE standard is translated, only the English version published by IEEE is the approved IEEE
standard.
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Official statements

A statement, written or oral, that is not processed in accordance with the IEEE SA Standards Board
Operations Manual shall not be considered or inferred to be the official position of IEEE or any of its
committees and shall not be considered to be, nor be relied upon as, a formal position of IEEE. At lectures,
symposia, seminars, or educational courses, an individual presenting information on IEEE standards shall
make it clear that the presenter’s views should be considered the personal views of that individual rather than
the formal position of IEEE, IEEE SA, the Standards Committee, or the Working Group.

Comments on standards

Comments for revision of IEEE Standards documents are welcome from any interested party, regardless of
membership affiliation with IEEE or IEEE SA. However, IEEE does not provide interpretations,
consulting information, or advice pertaining to IEEE Standards documents.

Suggestions for changes in documents should be in the form of a proposed change of text, together with
appropriate supporting comments. Since IEEE standards represent a consensus of concerned interests, it is
important that any responses to comments and questions also receive the concurrence of a balance of interests.
For this reason, IEEE and the members of its Societies and Standards Coordinating Committees are not able
to provide an instant response to comments, or questions except in those cases where the matter has
previously been addressed. For the same reason, IEEE does not respond to interpretation requests. Any person
who would like to participate in evaluating comments or in revisions to an IEEE standard is welcome to join
the relevant IEEE working group. You can indicate interest in a working group using the Interests tab in the
Manage Profile & Interests area of the IEEE SA myProject system.! An IEEE Account is needed to access
the application.

Comments on standards should be submitted using the Contact Us form.?

Laws and regulations

Users of IEEE Standards documents should consult all applicable laws and regulations. Compliance with the
provisions of any IEEE Standards document does not constitute compliance to any applicable regulatory
requirements. Implementers of the standard are responsible for observing or referring to the applicable
regulatory requirements. IEEE does not, by the publication of its standards, intend to urge action that is not
in compliance with applicable laws, and these documents may not be construed as doing so.

Data privacy

Users of IEEE Standards documents should evaluate the standards for considerations of data privacy and data
ownership in the context of assessing and using the standards in compliance with applicable laws and
regulations.

Copyrights

IEEE draft and approved standards are copyrighted by IEEE under US and international copyright laws. They
are made available by IEEE and are adopted for a wide variety of both public and private uses. These include
both use, by reference, in laws and regulations, and use in private self-regulation, standardization, and the
promotion of engineering practices and methods. By making these documents available for use and adoption
by public authorities and private users, IEEE does not waive any rights in copyright to the documents.

! Available at: https://development.standards.ieee.org/myproject-web/public/view.html#landing.
2 Available at: https://standards.ieee.org/content/ieee-standards/en/about/contact/index.html.
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Photocopies

Subject to payment of the appropriate licensing fees, IEEE will grant users a limited, non-exclusive license
to photocopy portions of any individual standard for company or organizational internal use or individual,
non-commercial use only. To arrange for payment of licensing fees, please contact Copyright Clearance
Center, Customer Service, 222 Rosewood Drive, Danvers, MA 01923 USA; +1 978 750 8400;
https://www.copyright.com/. Permission to photocopy portions of any individual standard for educational
classroom use can also be obtained through the Copyright Clearance Center.

Updating of IEEE Standards documents

Users of IEEE Standards documents should be aware that these documents may be superseded at any time
by the issuance of new editions or may be amended from time to time through the issuance of amendments,
corrigenda, or errata. An official IEEE document at any point in time consists of the current edition of the
document together with any amendments, corrigenda, or errata then in effect.

Every IEEE standard is subjected to review at least every 10 years. When a document is more than 10 years
old and has not undergone a revision process, it is reasonable to conclude that its contents, although still of
some value, do not wholly reflect the present state of the art. Users are cautioned to check to determine that
they have the latest edition of any IEEE standard.

In order to determine whether a given document is the current edition and whether it has been amended
through the issuance of amendments, corrigenda, or errata, visit IEEE Xplore or contact IEEE.? For more
information about the IEEE SA or IEEE’s standards development process, visit the IEEE SA Website.

Errata

Errata, if any, for all IEEE standards can be accessed on the IEEE SA Website.* Search for standard number
and year of approval to access the web page of the published standard. Errata links are located under the
Additional Resources Details section. Errata are also available in [EEE Xplore. Users are encouraged to
periodically check for errata.

Patents

IEEE Standards are developed in compliance with the IEEE SA Patent Policy.’

Attention is called to the possibility that implementation of this standard may require use of subject matter
covered by patent rights. By publication of this standard, no position is taken by the IEEE with respect to the
existence or validity of any patent rights in connection therewith. If a patent holder or patent applicant has
filed a statement of assurance via an Accepted Letter of Assurance, then the statement is listed on the IEEE
SA Website at https://standards.ieee.org/about/sasb/patcom/patents.html. Letters of Assurance may indicate
whether the Submitter is willing or unwilling to grant licenses under patent rights without compensation or
under reasonable rates, with reasonable terms and conditions that are demonstrably free of any unfair
discrimination to applicants desiring to obtain such licenses.

Essential Patent Claims may exist for which a Letter of Assurance has not been received. The IEEE is not
responsible for identifying Essential Patent Claims for which a license may be required, for conducting
inquiries into the legal validity or scope of Patents Claims, or determining whether any licensing terms or
conditions provided in connection with submission of a Letter of Assurance, if any, or in any licensing

3 Available at: https://ieeexplore.ieee.org/browse/standards/collection/ieee.
4 Available at: https:/standards.ieee.org/standard/index.html.
5 Available at: https://standards.ieee.org/about/sasb/patcom/materials.html.
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agreements are reasonable or non-discriminatory. Users of this standard are expressly advised that
determination of the validity of any patent rights, and the risk of infringement of such rights, is entirely their
own responsibility. Further information may be obtained from the IEEE Standards Association.

IMPORTANT NOTICE

IEEE Standards do not guarantee or ensure safety, security, health, or environmental protection, or ensure
against interference with or from other devices or networks. IEEE Standards development activities consider
research and information presented to the standards development group in developing any safety
recommendations. Other information about safety practices, changes in technology or technology
implementation, or impact by peripheral systems also may be pertinent to safety considerations during
implementation of the standard. Implementers and users of IEEE Standards documents are responsible for
determining and complying with all appropriate safety, security, environmental, health, and interference
protection practices and all applicable laws and regulations.
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Introduction

This introduction is not part of IEEE Std 1609.2.1-2022, IEEE Standard for Wireless Access in Vehicular Environments
(WAVE)—Certificate Management Interfaces for End Entities.

In intelligent transportation systems (ITS), participants exchange messages to improve safety, efficiency, and
mobility for travelers and other participants in the transportation environment. These messages have security
requirements that are in many cases addressed by signing the messages using digital certificates. A certificate
design optimized for ITS is specified in [EEE Std 1609.2™.

In security terminology, the system participants that use certificates to authorize their application messages
are known as end entities (EEs). In order for the system to operate, these end entities must be provisioned
with certificates for their applications. Crash Avoidance Metrics Partners LLC (CAMP) under a cooperative
agreement with the United States Department of Transportation (USDOT) developed a design for a Security
Credential Management System (SCMS) to provide security credentials to ITS end entities. This document
uses the CAMP design as a starting point to specify certificate management protocols that can be used for all
types of ITS end entities to provide efficient, robust, scalable certificate management services.

The EEs receive two types of certificates: enrollment and authorization, issued by an enrollment certificate
authority (ECA) and an authorization certificate authority (ACA), respectively. The enrollment certificate
that is provisioned during the bootstrapping of an EE certifies that the EE meets all the security requirements
for participating in the ITS communications and, hence, enables it to request authorization certificates for use
in the actual ITS messages/applications. There are two types of authorization certificates, namely,
identification and pseudonym, where the exact type of certificate depends on the EE and the ITS
messages/applications used by that EE; for example, for sending Basic Safety Messages, Cooperative
Awareness Messages, or Decentralized Environmental Notification Messages, the vehicle onboard unit
(OBU) uses pseudonym certificates.

For identification and pseudonym certificate types, a “top-off” system is supported, where the EEs need to
make the certificate request only once, and the SCMS automatically generates the certificates at a fixed
interval and makes them available for download by the EE at the EE’s convenience. All the certificates
generated by the SCMS have unique and random verification keys, despite there being a single request per
EE. This is enabled by the butterfly key mechanism, a core part of the SCMS design. Additionally, for the
pseudonym certificate type, an EE can request multiple simultaneously valid certificates that are generated
in a privacy-preserving manner to help protect the EE’s privacy from both SCMS-insider and -outsider
attacks. Finally, for efficient revocation of pseudonym certificates that do not have any identifying
information in them, that is, any two pseudonym certificates belonging to an EE look completely random and
unrelated to each other, linkage values are used that link all the pseudonym certificates of an EE through a
common and secret seed.

This document specifies interfaces only and does not address how devices are to be certified as suitable to
receive certificates, nor what the requirements for that certification might be. Those are matters for different
standards, or for policy.

This document is a revision of IEEE Std 1609.2.1-2020™ with no significant changes in functionality, but
with some modifications to the details of interfaces, which means that this version is not fully backwards
compatible. Where there are conflicts between the two documents, this document supersedes the older one.
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IEEE Standard for Wireless Access in Vehicular Environments (WA VE) —

Certificate Management Interfaces for End Entities
1. Overview

1.1 Scope

This standard specifies certificate management protocols to support provisioning and management
of digital certificates, as specified in IEEE Std 1609.2™, to end entities, that is, actors that use digital

certificates to authorize application activities.© *

1.2 Purpose

IEEE Std 1609.2 specifies services that can be used to protect messages from attacks such as
eavesdropping, spoofing, alteration, and replay. These services make use of digital certificates.
Standardized interfaces for requesting, obtaining, and managing these certificates significantly assist
the deployment of the system. This standard provides those interfaces for use by end entities, that is,

entities other than certificate authorities.
1.3 Word usage

Theword shall indicates mandatory requirements strictly to be followed in order to conform to the

standard and from which no deviation is permitted (shall equals is required to).zl—8 %3

6+ mformation on references can be found in Clause 2.

72 The use ofthe word must is deprecated and cannotbe used when stating mandatory requirements, mustis used only to describe

unavoidable situations.

82 The use ofwill is deprecated and cannot be used when stating mandatory requirements, will is only used in statements of fact.
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The word should indicates that among several possibilities one is recommended as particularly
suitable, without mentioning or excluding others; or that a certain course of action is preferred but

not necessarily required (should equals is recommended that).

The word may is used to indicate a course of action permissible within the limits of the standard

(may equals is permitted to).

The word ain is used for statements of possibility and capability, whether material, physical, or

causal (can equals is able to).

2. Normative references

The following referenced documents are indispensable for the application of this document (i.e.,
they must be understood and used, so each referenced document is cited in text and its relationship
to this document is explained). For dated references, only the edition cited applies. For undated
references, thelatest edition of the referenced document (including any amendments or corrigenda)

applies.

NOTE —This list of normative references includes the “base standard” IEEE Std 1609.2-2016, and its
amendments IEEE Std 1609.2a™-2017 and IEEE Std 1609.2b™-2019. Where the current document
refers to “IEEE Std 1609.2”, this is shorthand for the combination of the base standard and its
94

amendments.2

FIPS 180-4, Secure Hash Standard (SHS), Aug. 2015.m S

FIPS 186-4, Digital Signature Standard (DSS), Jul. Jady 2013.

9 % Notes in text, tables, and figures of a standard are given for information only and do not contain requirements needed to

implement this standard.

10 5 pps publications are available from the National Technical Information Service, U.S. Department of Commerce
(http://www.ntis.org/).
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IEEE Std 1609.2™-2016, IEEE Standard for Wireless Access in Vehicular Environments—Security

Services for Applications and Management Messages. 11,12 6

IEEE Std 1609.2a™-2017, IEEE Standard for Wireless Access in Vehicular Environments—Security

Services for Applications and Management Messages —Amendment 1.

IEEE Std 1609.2b™-2019, IEEE Standard for Wireless Access in Vehicular Environments—Security

Services for Applications and Management Messages —Amendment 2.

IEEE Std 1609.12™-2019, IEEE Standard for Wireless Access in Vehicular Environments (WAVE) —

Identifiers.

IETF RFC 4648, The Basel6, Base32, and Base64 Data Encodings.E 8
IETF RFC 5246, The Transport Layer Security (TLS) Protocol Version 1.2.

IETF RFC 5280, Internet X.509 Public Key Infrastructure Certificate and Certificate Revocation List
(CRL) Profile.

IETF RFC 5289, TLS Elliptic Curve Cipher Suites with SHA-256/384 and AES Galois Counter Mode
(GCM).

IETF REC 5480, Elliptic Curve Cryptography Subject Public Key Information. IETF RFC 6749, The

OAuth 2.0 Authorization Framework.
IETF RFC 6750, The OAuth 2.0 Authorization Framework: Bearer Token Usage.

IETF RFC 6960, X.509 Internet Public Key Infrastructure Online Certificate Status Protocol —OCSP.

IETF REC 6961, The Transport Layer Security (TLS) Multiple Certificate Status Request Extension.

11 © The IEEE standards or products referred to in Clause 2 are trademarks owned by The Institute of Electrical and Electronics

Engineers, Incorporated.

127 ggg publications are available from The Institute of Electrical and Electronics Engineers (http://standards.ieee.org/).

138 BT publications are available from the Internet Engineering Task Force (https://www.ietf.org/).
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IETF RFC 7230, Hypertext Transfer Protocol (HTTP/1.1): Message Syntax and Routing.
IETF RFC 7231, Hypertext Transfer Protocol (HTTP/1.1): Semantics and Content.

IETF RFC 7232, Hypertext Transfer Protocol (HTTP/1.1): Conditional Requests.

IETF RFC 7233, Hypertext Transfer Protocol (HTTP/1.1): Range Requests.

IETF REC 7515, JSON Web Signature (JWS). IETF RFC 7519. JSON Web Token (JWT).

IETF RFC 7523, JSON Web Token (JWT) Profile for OAuth 2.0 Client Authentication and

Authorization Grants.
IETF RFC 7662, OAuth 2.0 Token Introspection.
IETF RFC 8446, The Transport Layer Security (TLS) Protocol Version 1.3.

149

ISO 8601-1, Date and time—Representations for information interchange—Part 1: Basic rules.

ISO/TS 21177, Intelligent transport systems—ITS station security services for secure session

establishment and authentication between trusted devices.

ITU-T Recommendation X.509, Information Technology —Open Systems Interconnection —The

1510

Directory: Public-Key and Attribute Certificate Frameworks.

ITU-T Recommendation X.680, Information Technology — Abstract Syntax Notation One (ASN.1) &
ASN.1 Encoding Rules.

ITU-T Recommendation X.696, Information Technology —ASN.1 Encoding Rules: Specification of

Octet Encoding Rules (OER).

14%50 publications are available from the International Organization for Standardization (http://www.iso.org/) and the American
National Standards Institute (http://www.ansi.org/).

1546 ITU-T publications are available from the International Telecommunications Union (http://www.itu.int/).
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PKWARE.ZIP File Format Specification, published as APPNOTE.TXT —.ZIP File Format

Specification version 63616+

SECG, £SEC 4: Elliptic Curve Qu-Vanstone Implicit Certificate Scheme (ECQV),~ Version 1.0, Jan. 24,

201317 +2

3. Definitions, acronyms, and abbreviations

3.1 Definitions

For the purposes of this document, the following terms and definitions apply. The IEEE Standards

Dictionary Online should be consulted for terms not defined in this clause. 184

Since this document specifies functionality that supports the functionality defined in IEEE Std
1609.2™, definitions in IEEE Std 1609.2 also apply to this document. In particular, IEEE Std 1609.2
should be consulted for the definitions of the following terms: asymmetric cryptographic algorithm,
authentication, authorization, certificate authority, certificate holder, certificate revocation list (CRL),
certificate revocation list (CRL) signer, digital certificate, decrypt, elliptic curve cryptography,
enrollment—eertiicate—explicit certificate, hash value, implicit certificate, misbehavior,
nonrepudiation, peer-to-peer certificate distribution, Provider Service Identifier, reconstruction
value, revocation, root certificate, secure session, security management, self-signed certificate,

service specific permissions, symmetric cryptographic algorithm, valid certificate.

The following definitions update the corresponding definitions in IEEE Std 1609.2: authorization
certificate, end entity, enrollment certificate, misbehavior authority, pseudonym certificate,

Transport Layer Security.
16+ prwARE publications are available from PKWARE, Inc. (https://www.pkware.com/).
17+ gpcG publications are available from the Standards for Efficient Cryptography Group (https://www.secg.org/).

18 ¥ JEEE Standards Dictionary Online is available at: http://dictionary.ieee.org. An IEEE Accountis required for access to the

dictionary, and one can be created at no charge on the dictionary sign-in page.
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application activities: The activities that are carried out to achieve the business or operational goals

of a distributed application.

application domain: The collection of application instances and management services that carry out

and support a specific collection of application activities.

application instance: A single instance of an implementation of a component of a distributed

application, running on a single device (or perceived as running on a single device from the

perspective of other participants in the application domain).
authorization certificate: A certificate that is used to authorize application activities. Contrast:_
enrollment certificate.

authorization certificate authority (ACA): A certificate authority (CA) whose main responsibility is

to issue authorization certificates.

binary hash tree: A data structurein which each node at level I + 1 has its value derived by applying
a hash function to its parent node at level [, such that the publication of one node value at level  +1

allows the derivation of all node values at levels [ and below.

blocked enrollment certificate: An enrollment certificate that has been determined to be no longer

eligible to authorize certificate requests or certificate download requests.
butterfly key: The final cryptographic public key or private key produced by the butterfly key process.

butterfly key certificate request: A request created by an end entity (EE) that is intended to result in
the issuance of multiple certificates, with the keys in those certificates created via the butterfly key

process.

butterfly key expander (BKE): A component of the Security Credential Management System (SCMS)
that adds an additional random elliptic curve point to each cocoon public key to create the butterfly

public key (or, the implicit certificate) for an explicit certificate.
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butterfly key parameters: The caterpillar public key and the expansion function used in the butterfly key

process.

butterfly key process: A process used in certificate generation where an initial caterpillar public key is
modified using an expansion function by the cocoon key expander (CKE) to create a cocoon public key, and
further modified by a butterfly key expander (BKE) to produce a butterfly public key (or, an implicit
certificate) for an explicit certificate, in such a way that only the holder of the original caterpillar
private key can derive the butterfly private key corresponding to the butterfly public key (or, the
implicit certificate). It is infeasible for a party that does not know the caterpillar private key to derive

the corresponding butterfly private key.

butterfly private key: The final cryptographic private key produced by the butterfly key process.
butterfly public key: The final cryptographic public key produced by the butterfly key process.
canonical identifier: A device identifier used to look up the device’s canonical key.

canonical key: A device key with a long lifetime, used to request enrollment certificates.

canonical key acceptance policy: A set of conditions applied to a canonical key and its metadata to
determine whether that key is acceptable to authorize an enrollment certificate request received by a

particular enrollment certificate authority (ECA).

caterpillar key: The initial cryptographic public key or private key input to the butterfly key process.
caterpillar private key: The initial cryptographic private key input to the butterfly key process.
caterpillar public key: The initial cryptographic public key input to the butterfly key process.

certificate acceptance policy: A policy setting constraints on the digital certificates (ITU-T

Recommendation X.509 or IEEE Std 1609.2 based) that may be used to authorize certain activities.

certificate acceptance policy: A statement of properties that a Security Credential Management System
(SCMS) component certificate is required to have when it is used to authenticate that SCMS

component in the context of a Transport Layer Security (TLS) session.
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certificate trust list (CTL): A list of the electors and the root certificate authorities (root CAs) that are

trusted by a particular Security Credential Management System (SCMS) Manager, signed by the eligible

electors.

characterization parameters: Parameters used to indicate properties of a protocol mechanism
(secure session or Web API) specified in this document, with the purpose of making the properties

of a composite protocol (secure session + Web API) clear.

client (of a registration authority [RA]): Any entity within the system that uses a particular

registration authority (RA) for certificate management activities.

cocoon key expander (CKE): A component of the Security Credential Management System (SCMS) that

uses the expansion function to create a series of statistically uncorrelated cocoon public keys.

cocoon key: The intermediate cryptographic public key or private key produced by applying an

expansion function to a caterpillar key in the butterfly key process.

cocoon private key: The intermediate cryptographic private key produced by applying an expansion

function to a caterpillar private key in the butterfly key process.

cocoon public key: The intermediate cryptographic public key produced by applying an expansion
function to a caterpillar public key in the butterfly key process.

delegated registration authority: An organization responsible for assigning identifiers, or identifier
sets, from a designated range of values of the identifier CtlSeriesld EleeterGroupld defined in this
standard. The name indicates that the authority to assign from the indicated range has been assigned

to the delegated registration authority by the IEEE Registration Authority.
derivable node: A node in a binary hash tree whose value can be derived from published node values.

device configuration manager (DCM): A component of the Security Credentinl Management System
(SCMS) that is responsible for bootstrapping an end entity (EE) and providing secure connection

between the EE and the enrollment certificate authority (ECA).
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direct authorization (for enrollment certificate request): A mode of authorization for enrollment

certificate request where the enrollment certificate request generated by an end entity (EE) device

contains a proof that the device is entitled to that enrollment certificate.

distribution center (DC): A component of the Security Credentinl Management System (SCMS) that

distributes public information such as certificates and certificate revocation lists. Contrast:

registration authority (RA).

elector: A component of the Security Credential Management System (SCMS) that manages trust of root

certificate authority (root CA) certificates and peer elector certificates.

end entity (EE): An actor that uses digital certificates to authorize application activities. Contrast:

certificate authority (CA).

end entity node: A bottom-layer node in a binary hash tree used to calculate an Activation Codes for

Pseudonym Certificates (ACPC) private activation value (APrV).

enrollment certificate: A certificate that is used to request authorization certificates and to manage
other interactions between an end entity (EE) and the Security Credentinl Management System (SCMS).

Contrast: authorization certificate.
enrollment certificate authority (ECA): A certificate authority (CA) that issues enrollment certificates.

expansion function: A function used to produce cocoon keys from a caterpillar key in the butterfly key

process.

identification certificate: An authorization certificate that is constructed so as not to deliberately

obscure the real-world identity of the certificate holder. Contrast: pseudonym certificate.

identifying uniform resource locator (URL): A uniform resource locator (URL) that acts as a long-

lived identifier for an SCMS component.
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IEEE Registration Authority (IEEE RA): A unit of IEEE that assigns unambiguous names to objects

in a way that makes the assignment available to interested parties.H H

indirect authorization (for enrollment certificate request): A mode of authorization for enrollment
certificate request where the enrollment certificate request generated by an end entity (EE) device does
not contain a proof that the device is entitled to that enrollment certificate, and the proof is instead

provided to the enrollment certificate authority (ECA) by some other means.

individual certificate request: A request for a certificate authority (CA) to issue a single certificate.
The request may come from the relevant end entity (EE) or from the registration authority (RA).

Contrast: butterfly key certificate request.

intermediate certificate authority (ICA): A certificate authority (CA) whose certificate was issued
by another CA and whose main responsibility is to issue certificates to another CA, that is, an

authorization certificate authority (ACA), an enrollment certificate authority (ECA), or another ICA.

i-period: A wvalidity period for a certificate, identified by an i value to simplify management of

temporal sequences of certificates issued to an end entity (EE).

i-period epoch: The date at which i-periods of the indicated length started.

i-period length: The length of time that an i-period lasts.

i-period series: A series of temporal intervals, each of the same length, identified by an i-value that

increases by one for each successive interval.

ITU-T X.509 certificate: A digital certificate following the format specified in ITU-T Recommendation

X.509.

i-value: An integer identifying an i-period.

j-value: An integer identifying the index within an i-period.

19+ ppg Registration Authority (https://standards.ieee.org/products-services/regauth/index.html).
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linkage authority (LA): A component of the Security Credential Management System (SCMS) that
provides inputs to the linkage value calculation process to enable efficient revocation of pseudonym

certificates while preserving the privacy of an end entity (EE) against the authorization certificate

authority (ACA).

location obscurer proxy (LOP): A component of the Security Credential Management System (SCMS)

that is responsible for hiding location information of an end entity (EE) from the registration authority
(RA).

minimal length hex encoding (of an integer): The encoding of an integer with the minimum

necessary number of hexadecimal characters. For example, an i-value of 76 is encoded as 0x4C.

Examples of quantities that will be subject to minimal length hex encoding include i-values, j-values,

and Provider Service Identifiers (PSIDs).

misbehavior authority (MA): A component of the Security Credential Management System (SCMS)
that that receives reports of malicious or potentially malicious application activities, analyzes them,

and determines whether or not to take mitigating actions.

omitted node: A node in a binary hash tree whose value is omitted from the encoding of the binary

hash tree and whose value cannot be derived from published nodes. Contrast: published node.

parent enrollment certificate: An enrollment certificate that maintains continuity of ownership with a
subsequent enrollment certificate (a successor enrollment certificate), such that if a certificate
management activity could be authorized with the parent enrollment certificate that same activity

can also be authorized with the successor enrollment certificate.

physically secure session: A communications session in which security is provided by the fact that

both endpoints of the session are in the same physically secure environment.

privacy against insiders: A property of a system such that the system protects users of the system

from having personal information revealed even to privileged actors within that system.
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private key: A cryptographic key, used for key exchange, decryption, and/or signature generation,

that has a corresponding public key such that the private key cannot feasibly be derived from the

public key using public information.

pseudonym certificate: An authorization certificate that is designed to help protect the privacy of an
end entity (EE). This is achieved using mechanisms such as linkage valued-based revocation. An EE
that uses pseudonym certificates will typically have multiple certificates valid at the same time to

allow that EE to use different certificates at different times and locations, disrupting an

eavesdropper’s ability to track them. Contrast: identification certificate.

public key: A cryptographic key, used for key exchange, encryption, and/or signature verification,
that has a corresponding private key such that the private key cannot feasibly be derived from the

public key using public information.

public key infrastructure (PKI): A system of certificate authorities and supporting entities to

support the management of digital certificates and public keys.

published node: A node in a binary hash tree whose value is published in the encoding of the binary

hash tree or can be derived from the values of other published nodes. Contrast: omitted node.

registration authority (RA): A component of the Security Credential Management System (SCMS) that
is the main point of contact for an end entity (EE), and is responsible for provisioning the EE with
authorization and successor enrollment certificates. Contrast: distribution center (DC), IEEE

Registration Authority (IEEE RA).

root certificate authority (root CA): A certificate authority (CA) that issues certificates for other

entities and whose certificate was issued by itself.

security credential management system (SCMS): A system of certificate authorities and supporting

entities to support distribution of trust in a system based on IEEE 1609.2 digital certificates.

security credential management system (SCMS) manager: A component of the Security Credential
Management System (SCMS) whose role is to govern the entire SCMS, including defining and
enforcing the certificate and security policies to be applied to electors and root CAs.
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successor enrollment certificate: An enrollment certificate that maintains continuity of ownership

with a previous enrollment certificate (a parent enrollment certificate), such that if a certificate

management activity could be authorized with the parent enrollment certificate that same activity

can also be authorized with the successor enrollment certificate.

Transport Layer Security (TLS): A security protocol developed and maintained by the Internet

Engineering Task Force (IETF) providing confidentiality, integrity, and authentication services.

validity period (of a certificate): The time period during which a certificate is to be trusted. In the

IEEE 1609.2 system, this is indicated by the validityPeriod field in the certificate, that is, the time

period starting at validityPeriod.start and ending at (validityPeriod.start + validityPeriod.duration).

3.2 Acronyms and abbreviations

ACPC

ACA

AES

APDU

API

APrvV

APuV

ASD

AT

CA

CAM

CAMP

Activation Codes for Pseudonym Certificates

authorization certificate authority

Advanced Encryption Standard

application protocol data unit

application programming interface

Activation Codes for Pseudonym Certificates (ACPC) private activation value
Activation Codes for Pseudonym Certificates (ACPC) public activation value
aftermarket safety device

access token

certificate authority

certificate access manager

Crash Avoidance Metrics Partners LLC
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CAL

CCF

CCG

C-OER

CRACA

CRL

CTL

DC

DCM

DER

DHCP

DNS

ECA

ECC

certificate access list

certificate chain file

client credentials grant

canonical octet encoding rules

certificate revocation authorizing certificate authority

certificate revocation list

certificate trust list

distribution center

device configuration manager

distinguished encoding rules

Dynamic Host Configuration Protocol

Domain Name System

enrollment certificate authority

elliptic curve cryptography

EE

HTTP

2v

IETF

P

ITS

end entity

Hypertext Transfer Protocol

infrastructure to vehicle

Internet Engineering Task Force

Internet Protocol

intelligent transportation systems
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JSON

JWKS

JWT

LA

LOP

LV

JavaScript Object Notation

JavaScript Object Notation (JSON) web key set

JavaScript Object Notation (JSON) web token

linkage authority

location obscurer proxy

linkage value

M2M

NAT

OAS

OBU

ocspe

OEM

machine to machine

Network Address Translation

OAuth authorization server

onboard unit

Online Certificate Status Protocol

original equipment manufacturer

OER

OID

octet encoding rules

object identifier

P2PCD

PCA

peer-to-peer certificate distribution

pseudonym certificate authority

PKI

PLV

public key infrastructure

prelinkage value

PSID

Provider Service Identifier

registration authority
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REST representational state transfer

REC Request for Comments

RSU roadside unit

SAS Supplementary Authorization Server

SCMS Security Credential Management System
SPDU secured protocol data unit

SSME security services management entity

ssp service specific permissions

TLS Transport Layer Security

URL uniform resource locator

USDOT United States Department of Transportation
UTC Coordinated Universal Time

V2I vehicle to infrastructure

V2v vehicle to vehicle

V2X vehicle to everything

WAVE Wireless Access in Vehicular Environments
WSA Wireless Access in Vehicular Environments (WAVE) Service Advertisements
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4. Architecture
4.1 Security Credential Management System (SCMS)

4.1.1 General

The SCMS, for which this document defines interfaces, is a public key infrastructure (PKI) that

creates and manages digital certificates as specified in IEEE Std 1609.2. The primary functional goal
of the certificates is to enable authenticated application interactions between end entities EEs. An
end entity is an application instance running on a computing platform, which can be a roadside unit

(ar—RSU), an onboard unit (OBU), an aftermarket safety device (©BH—an—ASD), or some other

computing system. IEEE 1609.2 certificates encode permissions indicating which application
activities the certificate holder can carry out, with the application being indicated by the Provider

Service Identifier (PSID), as defined in IEEE Std 1609.12™-2019, and the specific activities or roles

within the application being indicated by the service specific permissions (SSP), as defined in IEEE
Std 1609.12-2019. See IEEE Std 1609.2 for further discussion. Certificates used in application

interactions are referred to as authorization certificates and are issued by authorization certificate

authorities (ACAs) in response to a request from an end entity. The ACA follows policies put in
place by the SCMS manager that provide assurance that the end entity is in fact entitled to the

permissions indicated in the certificate.

To protect the privacy of system participants, the ACA may provide an end entity with several
simultaneously valid authorization certificates so that the end entity may use different certificates at
different times for the same activity. These certificates are known as “pseudonym certificates. If
certificates are issued such that there is only one certificate valid at a given time for a given end
entity (except perhaps for a brief overlap period as discussed in 4.3.2), then the certificates are
known as “identification certificates” (for applications hosted on mobile devices) or as “application

7,

certificates” (for applications hosted on nonmobile devices). Pseudonym certificates, identification
certificates, and application certificates are the only subtypes of authorization certificate identified in

this document.

Documents

Document Sharing Hub
Authorized licensed use limited to: Tsinghua University. Downloaded on February 24,2026 at 20:23:00 UTC from IEEE Xplore. Restrictions apply.

Full document details: IEEE 1609.2.1-2022


http://www.avadocuments.com/doc/ieee-1609-2-1-2022
http://www.avadocuments.com/doc/ieee-1609-2-1-2022

The conceptual SCMS architecture is shown in Figure 1. A previous version of this architecture was

developed by Crash Avoidance Metrics Partners LLC (CAMP) for vehicle to vehicle (V2V), vehicle

to infrastructure (V2I), and infrastructure to vehicle (I2V) communications (together referred to as

vehicle to everything [V2X] communications), in a series of projects under a cooperative agreement

with the United States Department of Transportation (USDOT). The purpose of the SCMS is to

provision end entities (EEs) in the system with the certificates that they use to send secured protocol

data units (SPDUs); in such a way that the recipients of the SPDU can have assurance that the
certificate reflects the true authorizations of the sender. The boxes in the architectural diagram
represent functional entities, thatis, different boxes represent distinct collections of functionality. In
a real-world deployment, there may be a single organization that operates more than one functional
entity. The architecture shown in the architecture diagram permits a particularly high level of
privacy protection against both eavesdroppers and SCMS component operators when two linkage

authorities are used and the four components {authorization certificate authority (CA), registration

authority, linkage authority 1, linkage authority 2} are operated by different organizations with

limited sharing of information. See Annex F B for more details.

The SCMS components 20 are as follows:

—  SCMS manager: A component of the SCMS whose role is to govern the entire SCMS,
including defining and enforcing the certificate and security policies to be applied to

electors and root CAs.

20 The SCMS components are presented here in an alphabetical order, except SCMS manager, elector, root CA, intermediate CA,

enrollment CA, and authorization CA, which are presented first and in that order, to signify their relative importance in the PKI

system.

Documents

Document Sharing Hub
Authorized licensed use limited to: Tsinghua University. Downloaded on February 24,2026 at 20:23:00 UTC from IEEE Xplore. Restrictions apply.

Full document details: IEEE 1609.2.1-2022


http://www.avadocuments.com/doc/ieee-1609-2-1-2022
http://www.avadocuments.com/doc/ieee-1609-2-1-2022

—  Elector: A component of the SCMS that manages trust of root CA certificates and peer

elector certificates. Electors do this by signing certificate trust lists (CTLs) containing

identifiers for the trusted certificates. The contents of the CTLs, that is, the set of trusted
certificates, is set by the SCMS manager. The system design allows the SCMS manager to
specify various electors that areactive at any one time and a quorum value such that a CTL
is trusted only if it is signed by a quorum or more of trusted electors. For example, (number
of electors, quorum) may be (1, 1), or (3, 2), or (5, 3), or any other pair of values as set by the
SCMS manager. How the quorum and the number of electors are managed and
communicated to system participants are outside the scope of this document. For further

discussion, see 4.1.8 and Annex L §.

—  Root CA: A CA that issues certificates for other entities and whose certificate was issued by
itself. Root CAs in general are brought online rarely because any root CA compromise has a

significant impact.

—  Intermediate CA (ICA): A CA whose certificate was issued by another CA and whose main

responsibility is to issue certificates to other CAs, that is, an ACA, an enrollment certificate

authority (ECA), or other ICAs.

— Enrollment CA (ECA): A CA whose main responsibility is to issue enrollment certificates.

—  Authorization CA (ACA): A CA whose main responsibility is to issue authorization

certificates.

— Certificate access manager (CAM): A component of the SCMS that enables the Activation

Codes for Pseudonym Certificates (ACPC) mechanism, as described in 9.4. The CAM

interacts with the registration authority (RA) and the misbehavior authority (MA) to

determine an EE’s eligibility and revocation status for managing the EE’s certificate access.
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—  Certificate revocation list (CRL) signer: A component of the SCMS that is authorized to

sign CRLs. Each CRL Signer is associated with a single CA known as a certificate revocation

authorizing certificate authority (CRACA). The CRL Signer may be the same as its CRACA

(i.e., the CRL signing certificate is the same as the CA’s certificate issuing certificate), or it
may be a separate component. This allows for the CRL signing operations to be online more
than the certificate issuing operations, improving the responsiveness and robustness of the
system. Every IEEE 1609.2 certificate that can be revoked by an IEEE 1609.2 CRL is
associated with a single CRACA that is in the issuance chain of that certificate, and it can

only be revoked by a CRL Signer associated with that CRACA.

—  Device configuration manager (DCM): A component of the SCMS that is responsible for

bootstrapping an EE and providing secure connection between the EE and the ECA.

—  Distribution center (DC): A component of the SCMS that distributes public information

such as_certificate access lists (CALSs), certificates, CRLs, eertifieates and CTLs, similar to the

RA, except that unlike the RA it does not act as a trusted entity for approving certificate
requests. Like the RA, it may make the information available to all system participants or to

a subset of system participants.

—  Linkage authority (LA): A component of the SCMS that provides inputs to the linkage
value calculation process to enable efficient revocation of pseudonym certificates while
preserving the privacy of an EE against the ACA. The SCMS architecture allows multiple
LAs. In the current system design, one or two LAs provide input into the generation of each
certificate that uses linkage values. Using one LA enables efficient revocation of an arbitrary
number of certificates, while using two LAs enables efficient revocation and also allows the
system to be run so that no one SCMS component stores information that allows a collection

of certificates to be identified as all belonging to the same end entity.

—  Location obscurer proxy (LOP): A component of the SCMS that is responsible for hiding
location information of an EE from the RA when the EE requests or attempts to download
certificates. This improves the privacy of the EE against being tracked by its RA. The
interfaces in this document are written so that the existence of the LOP is transparent to the
EE.
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—  Misbehavior authority (MA): A component of the SCMS that receives reports of malicious

or potentially malicious application activities, analyzes them, and determines whether or

not to take mitigating actions. The analysis and determination of misbehavior could involve

interactions between the MA and other components of the SCMS, including the ACA, the

LAs, and the RA. The mitigating actions could include a recommendation that the
misbehaving actor is revoked. CRL Signers trust the MA’s recommendation on revocation,
so therevocation is effectively triggered by the MA alone. The mitigating actions could also
include a recommendation to the RA that the relevant EE is no longer permitted to be
issued with authorization certificates, that is, that the EE’s enrollment certificate is blocked.

In this case, the RA is assumed to trust the MA’s recommendation.

—  Registration authority (RA): A component of the SCMS that is the main point of contact for
an EE and is responsible for provisioning the EE with certificates. The RA receives
certificate requests from EEs, determines whether the EE is entitled to the certificate, and
passes authorized requests to the ACA or the ECA for the certificates to be issued. The CAs
trust the RAs to carry out the authorization checks and do not carry out checks of their own,
except to determine that the RA has_ authorized the certificate request. The RA also provides
support services around load management, support for privacy, and provisioning of
security management information like CTLs and CRLs to EEs. The RA manages a group of
EEs, in the sense that those EEs are configured to use that particular RA for certificate
management in a particular application domain or a set of application domains. The RA

may choose to restrict its support services to the EEs that it manages, or may provide them

to a broader population of system participants. RAs are identified by a_uniform resource
locator (URL) known as the RA identifying URL, which is used to locate them on the
network and for authentication. EEs are configured with the identifying URL of the RA that
they are to contact to carry out EE-RA activities. How this configuration is carried out is out

of scope of this document.
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—  Supplementary authorization server (SAS): A component of the SCMS that provides

authorization tokens to EEs for use in authorizing operations that are not critical for

security. The SAS interacts with the RA to determine an EE’s eligibility for authorization

tokens. In this document, the supplementary authorization service is instantiated with

OAuth 2.0 bearer authorization, as described in 6.2.

This document specifies two main use cases of the SCMS: 1) enrollment certificate provisioning,
where an_ECA provisions an end entity with an enrollment certificate that it uses for
communications with the SCMS, and 2) authorization certificate provisioning, where an end entity

with a valid enrollment certificate is provisioned by an ACA with authorization certificates.

Before an end entity can securely interact with the SCMS, it needs to establish the root of trust; that

is it needs to be provisioned with certificates of electors, or root CAs, or both electors and root CAs.

How and which certificates are provisioned to the EE, and what are the security requirements are

outside the scope of this document.

The enrollment certificate provisioning use case involves the EE and up to two SCMS components,
namely the DCM and the ECA. Either the DCM on behalf of the EE or the EE directly sends an
enrollment certificate request to the ECA. If the request is valid, the ECA responds with an
enrollment certificate. Whether the DCM is used and what are the security requirements are outside
the scope of this document. This document only specifies the messages exchanged between the EE
and the ECA; the security requirements on the EE and the interface are outside the scope of this

document. End entity interfaces to support enrollment certificate provisioning are given in 6.3.4.2.
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The authorization certificate provisioning use case involves the EE and up to six SCMS components,
namely the ACA, the LA1, the LA2, the LOP, the RA, and optionally a SAS. The EE connects with
the RA, either via the LOP for location privacy or directly if the LOP is not available, and sends a
request for authorization certificates. If the request is valid, the RA responds with an
acknowledgment containing the time and location where the EE should connect for downloading
the certificates. The EE downloads the certificates from the location on or after the time specified in
the RA’s acknowledgment. After receiving a valid request from an EE, the RA starts the process of
generating the requested certificates by communicating with the ACA, and additionally with the
LAl and the LA2 for authorization certificates of type pseudonym. End entity interfaces to support

authorization certificate provisioning are specified in 6.3.5.2 and 6.3.5.3.

This document supports two different approaches to authorization certificate provisioning. In the
first, an end entity requests and is issued a single authorization certificate. In the second, the end
entity uses a mechanism known as “butterfly key expansion” to create a single request that the
SCMS components use to generate a set of certificates, covering multiple time periods, and with
(potentially) multiple certificates within each time period. These two different approaches are
indicated by different parameters in the authorization certificate provisioning interfaces specified in

6.3.5.2 and 6.3.5.3.

NOTE —In (nonstandard) publications preceding this document, the ACA was previously called the

pseudonym certificate authority (PCA)becauseit was originally designed to issue only pseudonym
certificates to vehicles. As additional certificate types were identified_for—hat—s; applications for
road-side units and identification for vehicles that do not necessarily need privacy protection, new
types were added to the SCMS use cases (and they were also issued by the PCA). The name of the
PCA was never updated to reflect the additional certificate types it issues because these additional
certificate types required only a subset of mechanisms that were developed for pseudonym
certificates. In this document, the above three certificate types have been consolidated into two
types, namely, identification and pseudonym certificates that are collectively called “authorization

certificates.” Therefore, the PCA has been renamed to the ACA.
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Figure 1 —Conceptual SCMS architecture
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4.1.2 Supported interfaces

4.1.2.1 General

This document specifies interfaces between an EE and the SCMS that are used to provision the EE
with digital certificates and supporting system management information. The architecture
supported by this document is shown in Figure 1. In this architecture, there are the following six

feur such interfaces:
—  Authorization certificate authority—end entity (ACA-EE)
—  Distribution center-end entity (DC-EE)
—  Enrollment certificate authority—end entity (ECA-EE)

— End entity—misbehavior authority via registration authority (EE-MA)

—  End entity-registration authority (EE-RA)

—  End entity—supplementary authorization server (EE-SAS)

In addition, this document also provides for informational purposes the specification of an interface

between two SCMS components, the ACA and the RA; see Annex G E.

An identifier for the endpoints of the message flow is embedded in the ASN.1 definition of each
message enabling te-help-ensure-that-all messages to ean-be parsed unambiguously (so +es—+hat no
matter which physical interface a message is sent over, it can always be interpreted the same way).
This provides logical separation of the functional use of a message from the details of how it is

passed between the generator and the receiver.
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4.1.2.2 ACA-EE interface

The ACA-EE interface is used to provision the EE with authorization certificates. It is mainly a
logical interface in that there is no direct message flow between the ACA and the EE: The messages
from the ACA are stored by the RA and subsequently forwarded to the EE. This document does not
provide a mechanism for the EE to know in advance which ACA(s) will provide its certificates or to
request that certificates are provided by a particular ACA. The assumption is that the EE’s
relationship is with a particular RA, and the RA is responsible for deciding which ACA service

providers to use.

4.1.2.3 DC-EE interface

The DC is an optional component of the SCMS. The DC-EE interface is used to provide the
following system information to the end entity. This interface is identical to the EE-RA interface for

the same operations:

—  Certificate chain file (CCF)

— CRL

—  Individual CA certificate

—  Individual CRL

— (CTL

—  Status (freshness) of the above information

The system may contain multiple DCs, and an EE may be configured to use one or more DCs for the
use cases listed above. A DC is identified by a URL known as the DC identifying URL. The EE can use
this URL both to locate the DC on the network (via DNS lookup or some other mech anism to map
URLs to network addresses) and to obtain assurance that it, the EE, is communicating with the
correct DC (via certificates that contain that URL). How the URL is configured, managed, and (if

necessary) changed on the EE is out of scope for this document.
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4.1.2.4 ECA-EE interface

The ECA-EE interface is used to provision the EE with enrollment certificates.

If the EE communicates directly with the ECA over a secure session as defined in 4.2, the ECA may
be identified by a URL, referred to as the ECA identifying URL. The EE can use this URL both to
locate the ECA RA on the network (via DNS lookup or some other mechanism to map URLs to
network addresses) and to obtain assurance that it, the EE, is communicating with the correct ECA
RA: (via certificates that contain that URL). How the URL is configured, managed, and (if necessary)

changed on the EE is out of scope for this document.

4.1.2.5 EE-MA interface

The EE-MA interface is used by the EE to upload misbehavior reports to the MA. It is mainly a

logical interface in that there is no direct message flow between the EE and the MA: The messages

from the EE are stored by the RA and subsequently forwarded to the MA after applying some

privacy-preserving mechanisms to preserve the EE’s privacy. This document only partially specifies

this interface as a large part of this interfaceand MA’s operations are out of scope. Further details on

this interface are provided in the EE-RA interface, see 4.1.2.6 and 6.3.5.6.

4.1.2.6 EE-RA interface

The EE-RA interface is used as follows:
a) Support authorization certificate provisioning
b)  Support successor enrollment certificate provisioning
¢)  Provide the following system information:
1) CCF
2) CRL

3) Individual CA certificates
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4) Individual CRLs

5) TheCTL

6) The RA certificate

7)  Status (freshness) of the above information

d)  Upload misbehavior reports (though theeentents-efthe-misbehavior report PDUs reperts

are outside the scope of this document)

The RA is identified by a URL, referred to as the RA identifying URL. The EE can use this URL both
to locate the RA on the network (via DNS lookup or some other mechanism to map URLs to
network addresses) and to obtain assurance that it, the EE, is communicating with the correct RA
(via certificates that contain that URL). How the URL is configured, managed, and (if necessary)
changed on the EE is out of scope for this document. An EE is assumed to be bound to a single RA
for all of the certificates with a particular set of permissions, although nothing in this document

requires it to be so bound.

4.1.2.7 EE-SAS interface

The FE-SAS interface is used to provision the EE with authorization tokens.

This document supports only one type of supplementary authorization service: OAuth 2.0 bearer

authorization, as described in 6.2.

4.1.3 Types of enrollment certificate

An enrollment certificate is a certificate used to authenticate interactions with the SCMS. The most
important use of enrollment certificates in this document is to authenticate a request for

authorization certificates, which are the certificates used in application interactions.

This document supports the following two types of enrollment certificate to authenticate a request

for authorization certificates:
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— Enrollment certificates following the IEEE 1609.2 format. In this case, the enrollment
certificate is identifiable as an enrollment certificate because it contains the
certRequestPermissions field and is owned by an EE. Validity conditions for an IEEE 1609.2
enrollment certificate are given in 7.6 #.3.6 5. Validity conditions for an authorization

certificate request signed with an IEEE 1609.2 certificate are given in 10.1.7 5 and 10.1.8 6.

—  Enrollment certificates following the ITU-T Recommendation X.509 format per IETF RFC
5280 and (if elliptic curve cryptographic keys are used) IETF RFC 5480. Validity conditions
for an ITU-T X.509 enrollment certificate are given in 7.6.3.8 Z#3-6. Validity conditions for

an authorization certificate request signed with an ITU-T X.509 certificate are given in_10.1.8

Z.

This document specifies mechanisms for managing (requesting, updating) IEEE 1609.2 enrollment
certificates. Mechanisms for managing ITU-T X.509 enrollment certificates are out of scope of this

document. Standardized mechanisms for managing ITU-T X.509 enrollment certificates are specified

in IETF REC 5272 [B8].2L

4.1.4 Assumed lifecycle and use cases
4.1.4.1 General

This document defines interfaces to support the following use cases:
a) Initial enrollment certificate request/download (single round-trip)
b)  Authorization certificate request
) Authorization certificate download
d)  Successor enrollment certificate request
e) Successor enrollment certificate download

21 %5 The numbers in brackets correspond to those of the bibliography in Annex N §.
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f) Misbehavior report submission
g)  Download of security management and configuration, including the following:
1)  RA (IEEE 1609.2) certificate download
2)  MA certificate download
3)  CRL download (composite CRL file and individual CRLs)
4)  CCF download (composite certificate chain file and individual CA certificates)
5)  CTL download

6)  Status (freshness) of the above information as stored by the source from which the EE

is downloading it

NOTE —Unlike other SCMS components, the RA may have certificates of type other than ke IEEE
1609.2—ere. The above use case “RA (IEEE 1609.2) certificate download” applies only to RA’s

certificate of type IEEE 1609.2.

The use cases support provisioning an end entity with its own certificates and with security
management information throughout its lifecycle. An overview of the use cases follows. A detailed

description of the interactions for each use case is given in Clause 6.

4.1.4.2 Initial enrollment certificate request/download

In this use case, an end entity that does not yet have an IEEE 1609.2 enrollment certificate requests

and receives an enrollment certificate from the ECA, as follows:

a)  This enrollment certificate may contain the following constraints on the permissions the end

entity can request in the toBeSigned.certRequestPermissions field:

1)  The mechanism by which the ECA determines whether the end entity is entitled to
the permissions requested for the enrollment certificate is outside the scope of this
document.

Documents

Document Sharing Hub
Authorized licensed use limited to: Tsinghua University. Downloaded on February 24,2026 at 20:23:00 UTC from IEEE Xplore. Restrictions apply.

Full document details: IEEE 1609.2.1-2022


http://www.avadocuments.com/doc/ieee-1609-2-1-2022
http://www.avadocuments.com/doc/ieee-1609-2-1-2022

2)  Themechanism by which the end entity is configured to know which ECA to apply to

is outside the scope of this document.

b)  The end entity is assigned at least one RA, as follows, to manage authorization certificate

requests:
1)  The end entity may be assigned different RAs for different sets of applications.
2)  The RA certificate is provided to the end entity.

3)  Themechanism by which the end entity is configured with this information is outside

the scope of this document.

When an end entity applies for an enrollment certificate, it may indicate that it is entitled to the

certificate directly or indirectly.

In the indirect authorization case, the ECA is given assurance that the end entity is entitled to the
enrollment certificate by means outside the scope of the enrollment certificate request. For example,
the enrollment request could happen in an environment that is trusted by the ECA and the request

could be transmitted over a secure connection.

In the direct authorization case, before enrollment happens, the end entity generates a keypair known
as the canonical keypair, and is assigned (or generates) a globally unique identifier known as the
canonical identity. The device undergoes inspection to determine that it meets security and other
requirements. If the device passes these tests, the public key of this keypair is stored, associated with
the canonical identifier, in a data store accessible by the ECAs. At enrollment time, the end entity
includes its canonical identity in the enrollment certificate request and signs the enrollment
certificate request with the private key from the canonical keypair. The ECA can use the canonical
identity to look up the public key and uses that to verify the signature; this provides assurance that

the device is entitled to an enrollment certificate.
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The ECA follows a canonical key acceptance policy to determine whether a canonical key, referenced in
an enrollment certificate request, is valid to authorize that request. The canonical key acceptance
policy may include properties of the key such as the algorithm that it is for, the hardware security
properties of the device it was generated in, and so on. The acceptance policy may be enforced by
the data store; so that only keys that meet the acceptance policy are stored in the data store; or the
data store may store metadata about the keys so that the ECA can apply an ECA-specific acceptance
policy to that metadata. Further details about the canonical key acceptance policy, including how it
is established and communicated to suppliers of end entities that use canonical keys, are out of

scope for this document.

NOTE 1—The direct authorization approach, using canonical keys and identities, is specified in ETSI
TS 102 941 [B4]. A version of this approach, which is functionally similar idertieal, but does not

provide a property known as proof of possession (see ETSI TS 102 941 [B4] for more details), and

which uses incompatible data types, is supported by this document. The use of canonical keys and
identifiers for any use case other than initial enrollment certificate request is not supported by this

document.

NOTE 2—As discussed in 4.1.3, this document supports enrollment certificates of two types, IEEE
1609.2 and ITU-T X.509. This document specifies PDUs for provisioning with IEEE 1609.2 enrollment
certificates but not for provisioning with ITU-T X.509 enrollment certificates. Provisioning with ITU-
T X.509 enrollment certificates is supported by mechanisms out of the scope of this document, for

example, those specified in IETF RFC 5272 [B8].
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4.1.4.3 Use cases authenticated with the enrollment certificate

4.1.4.3.1 General —Enrollment certificate registration and blocking —

Relationship between EE and RA

The assumption in this document is that the enrollment certificate is used as the primary identifier of
an EE to the SCMS, in particular to the RA. To prevent an EE from using its enrollment certificate to
request certificates via multiple RAs and so receiving more certificates than it is entitled to, the
assumption is that RAs will only process requests from EEs whose enrollment certificates are

registered with that RA. If access to the RA is authorized using OAuth access tokens (ATs) as

specified in 6.2, it is assumed that the OAuth authorization server (OAS) also has access to a list of

registered EEs and will only issue ATs to EEs on that list. The list may use the enrollment certificate
or any other appropriate identifier to identify registered EEs. This document does not specify
interfaces to be used to register the EE or the enrollment certificate with an RA or other SCMS

component. An enrollment certificate that is not registered with an RA is referred to as an

“unregistered enrollment certificate.”

If an EE is determined by the MA to be misbehaving as described in 4.1.1, or otherwise to need
certificate privileges to be withdrawn, the MA may instruct the RA to “block” that EE by marking
the EE’s enrollment certificate as blocked. If an EE is blocked, the RA shall deny certificate requests
and certificate download requests for authorization and successor enrollment certificates. The RA

may also restrict the EE from other activities. In this case, the EE’s enrollment certificate is referred

to as a “blocked“ enrollment certificate.
4.1.4.3.2 Authorization certificate request

In this use case, an end entity that has an enrollment certificate requests authorization certificates

from the RA.

NOTE —As discussed in 4.1.3, this document supports enrollment certificates of two types, IEEE
1609.2 and ITU-T X.509. This document specifies mechanisms for authorization certificate

provisioning with authentication provided by either IEEE 1609.2 or ITU-T X.509 certificates.

Documents

Document Sharing Hub
Authorized licensed use limited to: Tsinghua University. Downloaded on February 24,2026 at 20:23:00 UTC from IEEE Xplore. Restrictions apply.

Full document details: IEEE 1609.2.1-2022


http://www.avadocuments.com/doc/ieee-1609-2-1-2022
http://www.avadocuments.com/doc/ieee-1609-2-1-2022

An end entity that has an enrollment certificate can use that enrollment certificate to request
authorization certificates from the RA. Authorization certificates are of type implicit. An implicit
certificate, as specified in SEC 4, is a digital certificate that allows the associated public key to be
reconstructed from a reconstruction value and the certificate issuing CA’s public key rather than

directly providing the associated public key; see 5.1.1 and 5.3.2 in IEEE Std 1609.2a™-2017 for

discussion of explicit and implicit certificates.

This document defines two types of authorization certificates, namely, identification and
pseudonym. An identification certificate is a certificate that is constructed so as not to deliberately
obscure the real-world identity of the certificate holder. This is in contrast to a pseudonym certificate
that is designed to help protect the privacy of the end entity. Pseudonym certificates are generated
using several novel mechanisms such as linkage valued-based revocation (see Annex E B), butterfly

keys (see 9.2 and 9.3), and Activation Codes for Pseudonym Certificates (ACPC) (see 9.4). An EE that

uses pseudonym certificates will typically have multiple certificates valid at the same time to allow
that EE to use different certificates at different times and locations, disrupting an eavesdropper’s
ability to track them. The linkage value-based revocation mechanism allows the MA to efficiently
revoke multiple pseudonym certificates of an EE by publishing linkage seeds on the CRL instead of
hashes of the certificates. The butterfly key mechanism allows an EE to request multiple
authorization certificates with just one request via the use of expansion functions; the caterpillar key
and the expansion function provided by an EE is expanded into multiple pseudorandom cocoon
keys that are then used to generate pseudonym certificates that all look different from each other.
Finally, the ACPC mechanism provides an alternative way of removing no-longer-trusted EEs from
the system; an SCMS component locks certificates on generation and provides unlocking codes to

nonrevoked EEs before it is time to use the certificates, as follows:

a)  The request is authenticated and authorized using the EE’s enrollment certificate. The RA
may also require that the EE provides additional authentication by other means, such as via

the SAS.

b)  The request is encrypted using a currently valid RA certificate. If the end entity does not
have a currently valid RA (IEEE 1609.2) certificate, it can obtain that certificate as specified

in the-deseriptionof the RA (IEEE 1609.2) certificate download (see 6.3.5.12) use case.
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c¢)  Therequest may indicate the use of a “butterfly key” mechanism (see 9.2 and 9.3) where the
end entity uploads a single request that is intended to result in multiple certificates for
multiple distinct time periods, or the “conventional” process where the end entity uploads a

single request and expects a single response.
d)  TheRA determines whether or not the request is to be granted, as follows:

1)  If the enrollment certificate contains constraints, the request is only valid if the

requested certificate is permitted by those constraints.

2) The RA may also maintain a policy stating the authorization certificates that
particular enrollment certificates or groups of enrollment certificates are entitled to.
The means for maintaining and updating this policy, and any means for

communicating this policy to end entities, are outside the scope of this document.

e)  The RA responds with either a failure code or information about when the EE should

connect for downloading the certificates.

f) The RA interacts with the ACA to have the appropriate certificate issued.

4.1.4.3.3 Authorization certificate download

In this use case, the end entity requests a download of issued authorization certificates from the RA,

as follows:

a) The download request is authenticated and authorized using one of the following two

options:

1)  Therequest is authenticated and authorized using the enrollment certificate used for

the certificate request, or one of its successors (see 4.1.4.3.4, “suecessor-enrellment

77

> and see EeRaDownloadRequestSpdu for further

discussion).
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