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Abstract: Guidance in the use of the signal and test definition (STD) standard, IEEE Std 1641-
2010, is provided. IEEE Std 1641 provides the means to define and describe signals used in
testing. This guide describes how to form complex signals usable across all test platforms.
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Notice and Disclaimer of Liability Concerning the Use of IEEE Documents: IEEE Standards documents are developed
within the IEEE Societies and the Standards Coordinating Committees of the IEEE Standards Association (IEEE-SA)
Standards Board. IEEE develops its standards through a consensus development process, approved by the American National
Standards Institute, which brings together volunteers representing varied viewpoints and interests to achieve the final product.
Volunteers are not necessarily members of the Institute and serve without compensation. While IEEE administers the process
and establishes rules to promote fairness in the consensus development process, IEEE does not independently evaluate, test, or
verify the accuracy of any of the information or the soundness of any judgments contained in its standards.

Use of an IEEE Standard is wholly voluntary. IEEE disclaims liability for any personal injury, property or other damage, of
any nature whatsoever, whether special, indirect, consequential, or compensatory, directly or indirectly resulting from the
publication, use of, or reliance upon any IEEE Standard document.

IEEE does not warrant or represent the accuracy or content of the material contained in its standards, and expressly disclaims
any express or implied warranty, including any implied warranty of merchantability or fitness for a specific purpose, or that
the use of the material contained in its standards is free from patent infringement. IEEE Standards documents are supplied "AS
IS."

The existence of an IEEE Standard does not imply that there are no other ways to produce, test, measure, purchase, market, or
provide other goods and services related to the scope of the IEEE standard. Furthermore, the viewpoint expressed at the time a
standard is approved and issued is subject to change brought about through developments in the state of the art and comments
received from users of the standard. Every IEEE standard is subjected to review at least every ten years. When a document is
more than ten years old and has not undergone a revision process, it is reasonable to conclude that its contents, although still of
some value, do not wholly reflect the present state of the art. Users are cautioned to check to determine that they have the
latest edition of any IEEE standard.

In publishing and making its standards available, IEEE is not suggesting or rendering professional or other services for, or on
behalf of, any person or entity. Nor is IEEE undertaking to perform any duty owed by any other person or entity to another.
Any person utilizing any IEEE Standards document, should rely upon his or her own independent judgment in the exercise of
reasonable care in any given circumstances or, as appropriate, seek the advice of a competent professional in determining the
appropriateness of a given IEEE standard.

Translations: The IEEE consensus development process involves the review of documents in English only. In the event that
an IEEE standard is translated, only the English version published by IEEE should be considered the approved IEEE standard.

Official Statements: A statement, written or oral, that is not processed in accordance with the IEEE-SA Standards Board
Operations Manual shall not be considered the official position of IEEE or any of its committees and shall not be considered to
be, nor be relied upon as, a formal position of IEEE. At lectures, symposia, seminars, or educational courses, an individual
presenting information on IEEE standards shall make it clear that his or her views should be considered the personal views of
that individual rather than the formal position of IEEE.

Comments on Standards: Comments for revision of IEEE Standards documents are welcome from any interested party,
regardless of membership affiliation with IEEE. However, IEEE does not provide consulting information or advice pertaining
to IEEE Standards documents. Suggestions for changes in documents should be in the form of a proposed change of text,
together with appropriate supporting comments. Since IEEE standards represent a consensus of concerned interests, it is
important to ensure that any responses to comments and questions also receive the concurrence of a balance of interests. For
this reason, IEEE and the members of its societies and Standards Coordinating Committees are not able to provide an instant
response to comments or questions except in those cases where the matter has previously been addressed. Any person who
would like to participate in evaluating comments or revisions to an IEEE standard is welcome to join the relevant IEEE
working group at http:/standards.ieee.org/develop/wg/.

Comments on standards should be submitted to the following address:

Secretary, IEEE-SA Standards Board
445 Hoes Lane

Piscataway, NJ 08854

USA

Photocopies: Authorization to photocopy portions of any individual standard for internal or personal use is granted by The
Institute of Electrical and Electronics Engineers, Inc., provided that the appropriate fee is paid to Copyright Clearance Center.
To arrange for payment of licensing fee, please contact Copyright Clearance Center, Customer Service, 222 Rosewood Drive,
Danvers, MA 01923 USA; +1 978 750 8400. Permission to photocopy portions of any individual standard for educational
classroom use can also be obtained through the Copyright Clearance Center.
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Notice to users

Laws and regulations

Users of IEEE Standards documents should consult all applicable laws and regulations. Compliance with
the provisions of any IEEE Standards document does not imply compliance to any applicable regulatory
requirements. Implementers of the standard are responsible for observing or referring to the applicable
regulatory requirements. IEEE does not, by the publication of its standards, intend to urge action that is not
in compliance with applicable laws, and these documents may not be construed as doing so.

Copyrights

This document is copyrighted by the IEEE. It is made available for a wide variety of both public and
private uses. These include both use, by reference, in laws and regulations, and use in private self-
regulation, standardization, and the promotion of engineering practices and methods. By making this
document available for use and adoption by public authorities and private users, the IEEE does not waive
any rights in copyright to this document.

Updating of IEEE documents

Users of IEEE Standards documents should be aware that these documents may be superseded at any time
by the issuance of new editions or may be amended from time to time through the issuance of amendments,
corrigenda, or errata. An official IEEE document at any point in time consists of the current edition of the
document together with any amendments, corrigenda, or errata then in effect. In order to determine whether
a given document is the current edition and whether it has been amended through the issuance of
amendments, corrigenda, or errata, visit the IEEE-SA Website at http://standards.ieee.org/index.html or
contact the IEEE at the address listed previously. For more information about the IEEE Standards
Association or the IEEE standards development process, visit IEEE-SA  Website at
http://standards.ieee.org/index.html.

Errata

Errata, if any, for this and all other standards can be accessed at the following URL:
http://standards.iece.org/findstds/errata/index.html. Users are encouraged to check this URL for errata
periodically.

Patents

Attention is called to the possibility that implementation of this standard may require use of subject matter
covered by patent rights. By publication of this standard, no position is taken by the IEEE with respect to
the existence or validity of any patent rights in connection therewith. If a patent holder or patent applicant
has filed a statement of assurance via an Accepted Letter of Assurance, then the statement is listed on the
IEEE-SA Website at http://standards.iece.org/about/sasb/patcom/patents.html. Letters of Assurance may
indicate whether the Submitter is willing or unwilling to grant licenses under patent rights without
compensation or under reasonable rates, with reasonable terms and conditions that are demonstrably free of
any unfair discrimination to applicants desiring to obtain such licenses.
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Essential Patent Claims may exist for which a Letter of Assurance has not been received. The IEEE is not
responsible for identifying Essential Patent Claims for which a license may be required, for conducting
inquiries into the legal validity or scope of Patents Claims, or determining whether any licensing terms or
conditions provided in connection with submission of a Letter of Assurance, if any, or in any licensing
agreements are reasonable or non-discriminatory. Users of this standard are expressly advised that
determination of the validity of any patent rights, and the risk of infringement of such rights, is entirely
their own responsibility. Further information may be obtained from the IEEE Standards Association.
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Introduction

This introduction is not part of IEEE Std 1641.1-2013, IEEE Guide for the Use of IEEE Std 1641™, IEEE Standard for
Signal and Test Definition.

IEEE Std 1641-2010 defines a method of accurately defining signals and their timing as used in test
procedures and requirements.” This guide supplements IEEE Std 1641 and is part of the document set.

This guide has been prepared to help all users of IEEE Std 1641. The standard may be used within any test
discipline, and with any carrier language, and the examples provided herein should be seen as typical.

The guide explains how each of the layers in the standard are built up on the preceding (lower) layer and to
inform the user how to use the layer (or layers) that are important to a specific application. It describes how
a signal may be created from basic signal components (BSCs) or other signals. It also shows the application
and measurement of signals using a text-only format.

The need for the guide arose from the experience of users in the creation of signals and tests using
IEEE Std 1641. This experience showed that further information in the implementation and application of
signal definitions was required. The purpose of this guide is to provide guidance in the technique of
implementation, application, and usage of the basic signals defined in IEEE Std 1641 to create signal
definitions and test requirements. This is seen as particularly important in promoting the use of a relatively
new and unambiguous method of describing signals. This document is not intended to be used as an
instruction manual for IEEE Std 1641 nor as a substitute for formal training, but by its nature it should find
some application in the training environment.

The initial clauses are intended as a brief introduction to the application of signal and test definition (STD).
Subsequent clauses concentrate on the description of signals used in test. Stimulus signals, conditioning
elements, and the acquisition of information from response signals are all covered.

IEEE Std 1641 does not specify any specific carrier (test program sequencing) language, and this guide
does not provide any advice about the selection of a suitable carrier language. It does show STD used
within typical carrier languages and includes examples of the definition and use of signal models in
different environments.

* Information on references can be found in
Documents
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IMPORTANT NOTICE: IEEE Standards documents are not intended to ensure safety, health, or
environmental protection, or ensure against interference with or from other devices or networks.
Implementers of IEEE Standards documents are responsible for determining and complying with all
appropriate safety, security, environmental, health, and interference protection practices and all
applicable laws and regulations.

This IEEE document is made available for use subject to important notices and legal disclaimers.
These notices and disclaimers appear in all publications containing this document and may
be found under the heading “Important Notice” or “Important Notices and Disclaimers
Concerning IEEE Documents.” They can also be obtained on request from IEEE or viewed at
http:/standards.ieee.org/IPR/disclaimers. html.

1. Overview

1.1 Scope

This guide provides application information and guidance for users who write, develop, implement, and
support test requirements, signal definitions, and signal responses using IEEE Std 1641-2010, the signal
and test definition (STD) standard.' Examples of the definition and use of signal models in different
environments are included.

1.2 Purpose

This guide explains how signal definitions and test requirements may be implemented in conformance with
IEEE Std 1641-2010. It also provides background information, tutorial support, and examples of signal
definitions and test requirements for users of the standard.

! Information on references can be found in Clause 2.
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2. Normative references

The following referenced documents are indispensable for the application of this document (i.e., they must
be understood and used, so each referenced document is cited in text and its relationship to this document is
explained). For dated references, only the edition cited applies. For undated references, the latest edition of

the referenced document (including any amendments or corrigenda) applies.

IEEE Std 1641-2010, IEEE Standard for Signal and Test Definition.> *

3. Definitions, acronyms, and abbreviations

3.1 Definitions

For the purposes of this document, the following terms and definitions apply. The [EEE Standards
Dictionary Online [B5] or Annex A should be consulted for terms not defined in this clause.* °

Abbreviated Test Language for All Systems (ATLAS): A stylized, abbreviated English language used in
the preparation and documentation of test requirements and test programs, which can be implemented

either manually or with automatic or semi-automatic test equipment.

NOTE—In this standard, the term ATLAS refers to any version or subset whether it is a formal standardized version or
a project specific modified subset.

argument: Input values that can be passed to a function.

attribute: A property value that is used to define signal characteristics or behavior.

base class: A class from which another class inherits attributes or properties.

basic signal component (BSC): The lowest level of building block used to define signals.

carrier language: A native computer language used to support signal and test definition (STD) signals
(whether in the form of test statements or graphical representations) and to provide all other programming
requirements. STD signals will need to be converted into carrier language code before program execution
can commence.

class: A generic set of predefined abstract test objects.

component: A part of a system, which may be hardware or software and which may be subdivided into
other components. Components communicate their functionality through their interface definitions.

connection: The application of a signal to a unit under test (UUT).

2 IEEE publications are available from The Institute of Electrical and Electronics Engineers (http:/standards.ieee.org/).

* The IEEE standards or products referred to in this clause are trademarks of The Institute of Electrical and Electronics Engineers, Inc.
* The numbers in brackets correspond to those of the bibliography i

* IEEE Standards Dictionary Online subscription is available at:
http://www.ieee.org/portal/innovate/products/standard/standards_dictionary.html.

® Notes in text, tables, and figures of a standard are given for information only and do not contain requirements needed to implement
this standard.
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dynamic signal: A signal whose definition changes over time, by use of the control interface. These
changes must be initiated with one of the signal method calls or by changing the interconnections of a
signal model.

event stream: A signal comprising a stream of active/inactive pulses generated from signal models.

function: A construct that is a logically separated block of code that operates upon test values (i.e.,
arguments). Another name for a function is method. Syn: method.

gated event stream: An event stream used to gate a basic signal component (BSC) or test signal
framework (TSF).

Interface Definition Language (IDL): A machine-compilable language that is used to describe the
interfaces that software objects call and object implementations provide. The language provides a neutral
way to define software interfaces.

method: Syn: function.

model: A mathematical or physical representation (i.e., simulation) of system relationships for a process,
device, or concept.

physical: Pertaining to the natural characteristics of the universe according to the natural laws of science.

procedural: The part of an signal and test definition (STD) test requirement that defines the tests in the
manner and order required for testing.

property: The special form of method (or function) that supports the semantics of assignment (I-value) and
reading (r-value).

reserved word: A keyword whose meaning and use are fixed by the semantics of a language. In certain or
all contexts, a reserved word cannot be used for any purpose other than as defined for that language.

sensor: A transducer that converts a test parameter to a form suitable for measurement.
SignalFunction: The name of the base class, for all classes that provide signals.
signal graph: See: signal model.

signal model: A collection of test signal frameworks (TSFs) or basic signal components (BSCs)
interconnected to define a signal. Used to define the model part of a TSF (TSF model) or a signal
component used with the Require method. Syn: signal graph.

static signal: A signal whose definition does not change over time. All basic signal components (BSCs)
and test signal framework (TSF) models are static signals.

subclass: A class that inherits attributes or properties from a base class.

test: (A) An action or group of actions that are performed on a unit under test (UUT) to evaluate its
parameter(s) or characteristic(s). (Derived from IEEE Std 771™-1989) (B) An observed activity that may
be caused to occur (e.g., stimulus-response) in order to obtain information about the behavior of a test
subject. (Derived from IEEE Std 1671™-2006) (C) A set of stimuli, either applied or known, combined
with a set of observed responses and criteria for comparing these responses to a known standard. (Derived
from IEEE Std 1232™-2002)
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test signal framework (TSF): A combination of basic signal components (BSCs) to form more complex
signals.

value: The quantitative magnitude of a signal attribute.

3.2 Acronyms and abbreviations

ac alternating current
ADC analog-to-digital converter
AM amplitude modulation
API application programming interface
ARB arbitrary waveform generator
ASCII American Standard Code for Information Interchange
ATE automatic test equipment
ATLAS Abbreviated Test Language for All Systems
ATML Automatic Test Markup Language (also see 4.6, IEEE Std 716™-1995 [BS8] to
IEEE Std 1671.6™-2008 [B12]
ATS automatic test system
BSC basic signal component
C/ATLAS Common/Abbreviated Test Language for All Systems (also see IEEE Std 716-1995 [BS8])
COTS commercial off-the-shelf
CwW continuous wave
DAC digital-to-analog converter
de direct current
DCE Distributed Computer Environment
DME distance measuring equipment
DOD Department of Defense
FG function generator
FM frequency modulation
IDL Interface Definition Language
ILS instrument landing system
LSB least significant bit
MSB most significant bit
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PM

RAI

rms

SI

SML

STD

TPL

TRD

trms

TSF

URI

URL

URN

UTF-8

UUT

XML

XSD
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phase modulation

Resource Adapter Information
radio frequency
root-mean-square

Syst¢eme International d’Unités (International System of Units) (also see
IEEE/ASTM SI 10 [B4])

Signal Modeling Language
signal and test definition
Test Procedure Language
test requirement document
true root-mean-square

test signal framework
Uniform Resource Identifier
Uniform Resource Locator
Uniform Resource Name
Unicode 8 bit encoding table
unit under test

Extensible Markup Language

XML schema document

4. Introduction to IEEE Std 1641

4.1 Requirements for signal and test definition standard

At the

time that IEEE Std 1641 was originally developed, the Working Group generated a series of

requirements. The principal requirements for that standard were determined to be as follows: ’

a)
b)

c)

d)

Provide the means to unambiguously define all signals.

Provide a sound mathematical foundation for the definition of signals so that signals could be
accurately exported, re-created, and used directly by different test equipment.

Enable signals to be defined by providing an architecture that permitted the combination of existing
signals.

Support the collection of signals with similar application domains into readily extensible libraries.

7 In this document, references to the “standard” refer to the signal and test definition (STD) standard, IEEE Std 1641-2010.
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e) Provide a means whereby signals could be defined, used, and controlled in several programming
languages.

f) Enable test programs to be written for any test system that supported the same STD signals.

These requirements resulted in a standard with a hierarchical structure that satisfied these requirements.
The features and structure of the standard are outlined 4.2 and 4.3.

4.2 Features of the standard

The key features of the standard are as follows:

a) Definition of signals. STD has a rigorous mathematical and definitive foundation for all of its signal
components. In other words, any signal defined using this standard will be the same regardless of
what equipment is used to generate and/or analyze the signal.

b) Modern language structures. STD does not specify a programming language. Any carrier language
is acceptable. Its suitability is determined by its support of the minimum requirements as described
in the standard.

c) Extensibility. All signals are defined mathematically based on basic signal components (BSCs). New
signals may be described by combining existing signals and BSCs. Thus, any desired signal can be
described, and there is no limit on the extensibility of signals supported by the standard.

d) Implementation of new technologies. The standard supports the implementation of new technologies
by providing users with the ability to describe their own signals.

e) Flexibility of use. The standard not only supports traditional textual test requirements and sequences,
using the Test Procedure Language (TPL), but also supports modern graphical programming
techniques, diagnostic driven programming techniques, and other environments where the test
signals and timing need to be separated from the program sequencing and signal routing instructions
and implementations.

4.3 Hierarchy of signal definitions

The standard uses a hierarchy of definitions to describe any signal. This hierarchy is illustrated in Figure 1,
which shows the four STD layers. Most users will not need to familiarize themselves with every level in the
hierarchy. The lowest level, the Signal Modeling Language (SML) level, will be used only by certain
specialists within an organization. It may be used for the introduction of a new keyword to cover a new test
application not currently embraced. The SML definitions are presented using Haskell 98 (see [B15]).

The level above the SML is the BSC layer. This layer provides all the basic building blocks that enable
more complex signals to be constructed. BSCs create SignalFunction base classes and BSC subclasses of
up to four levels. A BSC may be used on its own as a signal to be applied to a unit under test (UUT). For
example, a simple ac signal may require no more than is provided with the sinusoid BSC. If the ac signal
requires further parameters, then the sinusoid BSC will have to be combined with one or more other BSCs
to provide the overall signal desired.

Combining one or more BSCs into a more complex model results in a test signal framework (TSF) model.
TSF models compose the next level in the hierarchy. These represent the majority of the signals required by
a test requirement to be applied or measured at the interface with a UUT. The TSF models belonging to a
particular test technology may be grouped together into a TSF library. The standard provides a typical TSF
library in an informative annex (Annex E of IEEE Std 1641-2010). This annex presents examples of many
of the signals described in C/ATLAS (IEEE Std 716-1995 [BS]). It should be noted that TSF signals are not
necessarily exclusive to a single TSF library. For example, a dc signal may be in many different libraries.
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They do not even have to be the same dc signal as the definition of the signal that is carried with the TSF
class definition in the TSF library.

Test Requirement Layer

J L

Test Signal Framework

J L

Basic Signal Components

J L

Signal Modeling Language

Figure 1—The four STD layers

It is the structured hierarchy of these three lower levels that ensures the portability of test requirements
supported by the standard. As every signal applied or measured is founded upon the same lower level
definitions, all implementations of the same test requirement should produce the same results.

The upper layer is the test requirement layer. This layer allows definitions of tests (e.g., test requirements,
test procedures, test programs) to be formally described by combining signal definitions with procedural
information. The signal information may be presented in different ways and the procedural information
may be provided in a programming language of the user’s choice. One option is to use the TPL defined in
the standard for signals. TPL, together with a carrier language, provides the same programming facilities as
any other test programming language, but it also includes signal-oriented descriptions that were a feature
and an advantage of ATLAS. The same restricted programming features that ATLAS contained, however,
do not constrict this layer.

The standard defines how signal statements should be written; in other words, all implementations of the
standard will provide the same signal for an identical definition. The procedural part of a test requirement
may be written in any suitable programming language. This language is referred to as the carrier language
in the standard because it is the programming language that “carries” the signal statements. Annex H of
IEEE Std 1641-2010 shows how TPL statements are mapped into a typical carrier language.

The test requirement layer is not necessarily restricted to a text-based program definition environment.
Users are free to use a graphical programming environment should that be more relevant to their
application.

The body of the standard concentrates upon the application of the standard to the electrical signal domain.
The content of the standard can be applied to a much wider scope of signal definition, however, because the
signal-defining terminology is not restricted to the electrical signal domain. For example, pneumatic,
hydraulic, and mechanical signals can also be defined by the BSCs. The signal values and their dimensions
have to be appropriate to the nonelectrical signal domain.
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4.4 Improvements to the standard

A revision of IEEE Std 1641 was published in 2010. Most of the changes introduced in that revision do not
represent new items but are clarifications and removal of ambiguities. Key to the revision process was the
work to improve the standard while maintaining backward compatibility. What is new is how various
aspects of the standard are described. Some of the key areas for this improved definition include signal
states, multi-channel behavior, and measurement transforms.

There have been some additions to the revised standard. These include some new BSCs to simplify the
definition of digital signals and signal streams. Although digital signals were supported by the original
standard, describing complex digital structures or large amounts of digital data was comparatively
unwieldy. During the revision process, considerable effort was put into methods of describing digital
signals.

4.5 Signals and streams

4.5.1 Different types of stream

Signals and events behave the same as in IEEE Std 1641-2004. IEEE Std 1641-2010 adds clarification in
the relationship of signals and events and introduces the concept of digital streams.

The term signal is now used generically to refer to analog and digital signals as well as events. To
distinguish between the different types, reference is made to signal streams, event streams, and digital
streams, as follows:

a) Signal stream—a physical signal stream, i.e., a signal of type Physical
b) Event stream—a stream of events

¢) Digital stream—a stream of digital states

A digital stream is a signal representing the digital states only, without any reference to a physical state that
may be used to carry the digital information.

A physical signal, event, or digital stream element may be active or inactive and also may be controlled by
events, i.e., it may be gated on or off. Of course, it is quite common for a SignalFunction—a BSC or a
TSF—not to have any gate connection at all. But this is the same as being permanently gated on, so does
not require separate discussion. Thus, there are four possible states that may be adopted: active and gated
on, active and gated off, inactive and gated on, and inactive and gated off. The states that can be adopted by
each may be illustrated diagrammatically.

4.5.2 States available to a signal stream

Figure 2 shows the states available to a signal. Before a signal exists it may be considered to be in the “No
Signal” (Z) state. When it is invoked it passes into the active state and in the simplest case will appear with
its specified value (V), i.e., the “Signal with Value” state in the diagram. The value may be changed while
the signal exists, as indicated in the diagram by the value changing from Vx to Vy and so on. If the signal is
provided with a gate, the signal may be gated on and off by external events. When the signal is gated on,
the signal is output with its specified value. When gated off, the signal has no value, i.e., the signal is active
but nothing is known about its value. When subsequently gated on again, the signal appears with its current
value. That means that the value may have changed while it was gated off, but that cannot be determined
until it is gated on again.
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No Signal (Inactive Signal)

L

Inactive

Active

Signal with No Value Signal with Value

\/ X V v

(Changing values)

d

Off On

Figure 2—State diagram for a signal stream

The signal cannot be switched into the “Inactive Signal” or “No Signal” states by any action on the signal.
The signal is only returned to the “No Signal” state when it is destroyed when it is no longer required. At
that time, the signal may be considered to have passed momentarily through the “Inactive Signal” state.

4.5.3 States available to an event stream

Figure 3 shows the states available to an event stream. The states attained by an event conditioner will also
depend upon the signal on its input. Before an event exists it may be considered to be in the “No Event” (Z)
state. When it is invoked it passes into the gated on state but may be active or inactive. An event may
change between active and inactive states while gated on. Events may be gated on and off by other events
and switched between the “No Event” state and one of “Event Inactive” (I) or “Event Active” (A) as
appropriate. The fourth state, “Event Off” (X) in the diagram, may be considered not to exist for an event
source.

When used to gate a signal, there is very little difference between an event in the “No Event” state and the
“Event Inactive” state; either of these will effectively gate the signal off. Only the “Event Active” state will
gate a signal on.
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No Event Event Inactive

e i
Z I 4

Inactive

Active

Event Off Event Active

X A

Off On

Figure 3—State diagram for an event stream

4.5.4 States available to a digital stream

Figure 4 shows the states available to elements of a digital stream. When there is no digital signal it may be
considered to be in the “Digital Off” state. A digital stream, whether serial or parallel, may comprise a
series of H, L, X, and Z states as shown in the diagram.

——— e |
! Digital Off Digital Low |
I <::> |
I I
i / L Al
: I
| |
. (No Signal or .
! High Impedance) (Logic Zero) I Inactive
Active

Unknown State Digital High

(High Impedance & not monitored ) (Logic One)
Off On
Figure 4—State diagram for a digital stream
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A “Digital Off” (Z) state indicates that there is no signal. The “Digital High” (H) and “Digital Low” (L)
states represent the normal two digital states (0 and 1). The “Unknown State” (X) represents the fact that a
digital signal is present but it is not possible to know what it is, i.e., it is not monitored when used as
response information (a “don’t care”).

4.6 Inclusion of support for Automatic Test Markup Language

During the time that the standard was being developed, the Automatic Test Markup Language (ATML) was
initiated. The purpose of ATML is to define a collection of Extensible Markup Language (XML) schemas
that allow automatic test equipment (ATE) and test information to be exchanged in a common format
adhering to the XML standard (see IEEE Std 1671-2010 [B9]). This led to the inclusion of XML schemas
for the BSCs and TSFs in the standard, providing a basis for test requirements written using ATML to be
supported by the same signal definitions.

5. Describing signals using IEEE Std 1641

5.1 Overview

The standard provides a means to describe and model the test requirements needed to test a UUT. In
describing these test requirements, the external behavior of a test subject is defined unambiguously, by
modeling the signals, attributes, and values that pertain to the UUT.

The standard defines entities known as SignalFunctions. New SignalFunctions can be created by combining
existing SignalFunctions. The behavior and specification of new SignalFunctions so created is defined (in
part) by their hierarchical decomposition and their subcomponent SignalFunctions. At the lowest level,
SignalFunctions are BSCs. At this level, their behavior and specification are defined by the standard.

Interaction between SignalFunctions occurs only via the information that passes between them (see
Figure 5).

SignalFunction SignalFunction

Signal

Figure 5—Signal flow between two SignalFunctions

The information transfer between SignalFunctions falls into two categories, continuous and discrete. The
continuous transfer of information represents signals, and the discrete transfer of information represents
events.

The behavior that a SignalFunction exhibits is controlled through attributes. The behavior is a combination
of the class of the SignalFunction, such as Sinusoid (Voltage, Time), and the values of its attributes, such as
frequency, amplitude, and phase. As well as describing a source of a signal, SignalFunctions can measure
an observable behavior of the signal by producing values. Conceptually, control attributes help define the
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signal whereas value attributes provide measurable aspects of the signal. Put another way, control attributes
represent inputs to the SignalFunctions whereas value attributes represent outputs from SignalFunctions.
All attributes are heavily typed using the same basic types.

Figure 6 is used to illustrate a generic SignalFunction component. The concept of a SignalFunction is the
key reusable component within the system. The SignalFunction provides the signal interface that transfers a
signal, its attributes, and its values to other components. The SignalFunction has a reference to an input
signal (In). The SignalFunction operates on the input signal and produces an output signal (Out). The
behavior may also be through events (Sync and Gate). In addition, the SignalFunction has a collection of
attributes that affect its behavior. An STD model depicts the passing of parameters to other components
pictorially as lines.

Attributes

Conn > SignalFunction

In Out
Signal Name
Sync
—>
N
Gate
Value

Figure 6—SignalFunction diagram

The fundamental SignalFunctions are BSCs and have formal definitions that mathematically define both
the function and behavior. The concept of the standard is that a network of these SignalFunctions can be
constructed based on a consistent set of rules of composition. These rules and the SignalFunction formal
definitions allow the building of complex SignalFunctions, which are formally defined via their base
components. Using these SignalFunctions and attributes, a model may be created that defines the complete
signal (see Figure 7).

Sinusoid

Signal B

SUM COMBINED SIGNAL

N
—->

YY

Sinusoid

Signal B

Figure 7—Simple signal summing two sinusoidal waveforms
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By assigning the reference input signal to another SignalFunction output, it is possible to build up complex
signal descriptions. These signal definitions become available to the application through the high-level
signal model interfaces.

The standard deals directly with the concept of SignalFunctions and their interaction and defines the
allowed set of attributes and values for each SignalFunction and their allowed types. It is the role of the
carrier language program to deal with the values of every attribute and interpret the values correctly,
including performing any analysis, computation, or evaluating expressions on the attributes.

In practice, some test requirements may not be fully defined without the need of some carrier language
algorithms, in which case the test requirements may be nondeterministic across different language
platforms. In these cases, it is important to realize that the signal descriptions will have fully deterministic
behavior that is supported by strict rules concerning event concurrency and state updates and that the
nondeterministic nature lies with the different implementations of carrier languages, such as speed or
variable precision.

SignalFunctions may be defined in several ways, including XML definitions, TSFs, or a carrier language
utilizing the Interface Definition Language (IDL). When using a carrier language with IDL, each instance
of a SignalFunction is created by a supplied application, but the SignalFunction’s behavior and interface
are defined through the standard. The purpose of the carrier language is to name and request the creation of
all the necessary SignalFunctions, interconnect all of the SignalFunctions, set the attributes of the
SignalFunctions, initiate the top-level sequencing (thereby, in effect, pressing the GO button), and interpret
the results.

Test specifications are built using static (functional specification) descriptions or dynamic (algorithmic)
descriptions. This process necessitates that the carrier language program perform two tasks, as follows:

a) Modeling, i.e., providing a static description of the SignalFunctions and their interconnections.

b) Control, i.e., providing a dynamic use of the model by changing attributes and interpreting values.

5.2 Physical types

The standard defines a whole collection of quantity types, under a base type called Physical. These are the
general engineering terms such as Time, Voltage, Resistance, and Power as well as some others that are
less well used such as Amount of Information, Luminescence, Pressure, Heat, etc.

They are all equally valid, although the examples used in this guide are predominantly based on electrical
signals with the default dependent (type) being Voltage and the independent (reftype) being Time. In
general, any Physical type may be used.

The standard also defines the base physical types that can be used to define any quantity in terms of a
combination of unit symbols, e.g., kB/s. The definition of these physical quantities is outside the scope of
the standard. However, when used, their definition shall match the appropriate SI* or IEEE standard
definition (see IEEE/ASTM SI 10 [B4]).

All physical types may take engineering unit prefixes as illustrated in the examples: pF, nm, pW, mA, cm,
kg, and MHz.

When a Physical quantity is defined, e.g., 2 V, the following can also be used:

— A qualifier, such as inst, pk, trms, pk_pk, av

¥ Systéme International d’Unités (International System of Units).
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— A level of uncertainty, introduced by errlmt, =+, etc.

— A range over which the quantity may change

If this additional information is not provided, then the interpretation is that these values are unimportant. In
other words, if no uncertainty value is defined, any accuracy or stability will do.

Examples:

—  “25°C” (or “25 deg(C”), meaning that on average the temperature should be 25 °C

—  “trms 2 V £ 5% range MAX 10 V,” meaning that the true root-mean-square (trms) value must be
within 5% of 2 V

—  “pk 2 W errlmt 100 mW range 1 W to 3 W,” meaning that the peak power must be within 100 mW
of2 W

The range value in the last two examples indicates the extremes that the attribute value may take.
Therefore, for a control attribute, it will never be programmed outside these values, and for a measurement,
the value will be within the range.

It is strongly recommended that a level of uncertainty is provided, because the person specifying the value
is in the best position to define a suitable value. If this is not done, it is left to the implementer to guess
what would be a suitable value for the uncertainty, and it would be possible, if not sensible, to choose a
significantly different value. For example, ifa 12 V supply is specified without an errlmt, what would be an
acceptable value; 12.000 V, 12.1 V, 12.5V, 13 V, 18 V, ..?

Within engineering, there are several terms where it is more convenient to express the value using a
different set of units. The standard supports this practice by allowing mappings between different units onto
the defined quantity. In all cases, the quantity, regardless of how it is defined, represents the same single
value; therefore, defining “32 °F” or “0 °C” defines the same value.

Some quantities provide mappings between units, e.g., a frequency value of 1 MHz is identical to a value of
1 us because frequency has a mapping of 1/Time. In some cases, there are relationships between mapped
quantities that require additional information. An example of this situation is Power and Voltage where a
value for the load resistance is required.

Only the following mappings defined in the standard should be used because abuse of this feature makes
signal verification difficult and masks user mistakes within signal definitions.

—  Frequency = 1/Time

— Time = 1/Frequency

— Power = Voltage x Current

— Power = Voltage x Voltage / Resistance
— Power = Current x Current x Resistance

— Voltage = Current x Resistance
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5.3 Signals

5.3.1 General

Electrical engineers often visualize signals as Voltage vs. Time; i.e., a signal is some voltage changing in
time. For most electrical signals, this view is reasonable. The question that should be asked is the
following: Are these types the best way to describe the required signal?

The standard allows a signal to be defined in any combination of Physical types. A signal identifies the
relationship between the dependent variable (type) and independent variable (reftype). The concept is that
any signal exhibiting the specified relationship will be adequate. The implication of this concept is that
there may be many waveforms that will meet the STD definition of the signal. This implication falls in line
with the intent of the standard, as follows:

a) Do not over-constrain a requirement.

b) Do not pin down a signal definition to a particular implementation, instrument, or resource.

A simple dc voltage, something that may be expressed as 5 V dc, would be described (using XML) as
<Constant amplitude="5 V" />

Or more fully

<Constant type="Voltage" reftype="Time" amplitude="5 V" />

This example defines a signal whose relationship between Voltage and Time is such that the voltage
amplitude is a constant 5 V. It is illustrated in Figure 8.

Time

Figure 8—Constant (Voltage, Time) signal

5.3.2 Effect of qualifiers on signal definition

The definition could be expressed in a different way. The following definition could be used to describe the
identical signal:

s Documents
Copyright © 2013 IEEE. All rights reserved. Document Sharing Hub
Authorized licensed use limited to: Tsinghua University. Downloaded on March 05,2026 at 17:25:18 UTC from IEEE Xplore. Restrictions apply.

Full document details: IEEE 1641.1-2013


http://www.avadocuments.com/doc/ieee-1641-1-2013
http://www.avadocuments.com/doc/ieee-1641-1-2013

IEEE Std 1641.1-2013
IEEE Guide for the Use of IEEE Std 1641™, IEEE Standard for Signal and Test Definition

<Constant amplitude="trms 5 V" />

In both cases, the definitions describe a constant voltage with respect to time where the (constant) value of
the amplitude of the voltage is expressed as trms 5 V, rather than a constant trms voltage with respect to
time.

It is important to remember that using a qualifier does not change the type of the signal being defined. It
just allows a quantity to be expressed in a different form. The meaning of qualifiers when used with a
stimulus signal aligns with the definition of the corresponding measurement BSC. For example, if a signal
is described as follows:

<Sinusoid type="Voltage" amplitude="pk pk 5 V"frequency="200 kHz" />

a measurement of the signal using the PeaktoPeak BSC would produce a value of 5 V.

The qualifiers available are shown in Table 1 and are listed with the corresponding Sensor BSC.

Table 1—Qualifiers and their meaning

Qualifier Meaning Corresponding Sensor BSC
trms True root mean square RMS
pk _pk Peak to peak PeakToPeak
pk Peak Peak
pk_pos Positive peak PeakPos
pk _neg Negative peak PeakNeg
av Average Average
inst Instantaneous Instantaneous
inst_max Instantaneous maximum value MaxInstantaneous
inst min Instantaneous minimum value MinInstantaneous

Consider the following signal:

<Sinusoid type="Voltage" reftype="Time" frequency="1 MHz +0.1 Hz"
amplitude="trms 2 V" />

This example defines a signal whose relationship between Voltage and Time (the default types) is a
sinusoid where the frequency is 1 MHz (with an accuracy of +0.1 Hz) and the trms value of its amplitude is
2 V. Therefore, the amplitude pk is 2.8284 V (2+2), the pk_pk value is 5.6569 V (4\2), etc. The phase of
the signal is undefined. This signal is illustrated in Figure 9.

6 Documents
Copyright © 2013 IEEE. All rights reserved. Document Sharing Hub

Authorized licensed use limited to: Tsinghua University. Downloaded on March 05,2026 at 17:25:18 UTC from IEEE Xplore. Restrictions apply.

Full document details: IEEE 1641.1-2013


http://www.avadocuments.com/doc/ieee-1641-1-2013
http://www.avadocuments.com/doc/ieee-1641-1-2013

IEEE Std 1641.1-2013
IEEE Guide for the Use of IEEE Std 1641™, IEEE Standard for Signal and Test Definition

o A W A Y A VY A W A\
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Figure 9—Sinusoid (Voltage, Time) signal

5.3.3 Phase information within signal

This example may be extended to illustrate how phase is handled by the standard. The signal was specified
with a defined phase. If two such sinusoid signals with different phase attributes were to be summed, the
resulting signal would be defined as follows:

<Sum In="sl s2" />
<Sinusoid name="sl1" frequency="1 MHz" amplitude="1 V" />
<Sinusoid name="s2" frequency="3 MHz" amplitude="1 V" phase="45 deg" />

Phase is relative between signals within the same time frame; therefore, the second sinusoid signal (s2) has
an initial phase angle of 45° different from the first signal (s1). This case is illustrated in Figure 10, which
shows the two signals, one combined in phase and the other with a 45° phase shift.

In Phase 45° Phase Shift

Ti}me (ps)} } | | Time (ps)‘

Figure 10 —Example showing phase relationship on a signal

A signal may pass through different time frames. For example, when a signal goes through any derived
STD connection object, the phase information of the time frame is lost. In other words, the relative phase of
the signal is maintained, but the specific phase of the time frame is not guaranteed. A consequence of this
situation is that if a simple single sinusoid is applied to the UUT, defining the signal as sinusoid (0° initial
phase angle) or cosine (90° initial phase angle) has little effect because at the connection, the waveform
that emerges is not guaranteed to start at the time # = 0. Using the preceding signal example, both
waveforms in Figure 11 are valid at the UUT.
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Phase before connection Phase after connection

Ti@ (us) | | | Time (ps‘)

Figure 11 —Effect of connection: both waveforms valid for signal

5.3.4 Signals with insufficient information
Consider signals that are expressed in terms of Power.
<Sinusoid type="Voltage" frequency="1 MHz" amplitude="trms 2 mW" />

This example defines a signal whose relationship between Voltage and Time is a sinusoid where the
voltage amplitude of the sinusoid is such that the trms power (voltage x current) is 2 mW. Because it is
unlikely that the signal can affect the impedance of the system, it will need to adjust the voltage, or know in
advance what the resistance load is, in order to achieve this goal. The signal definition, however, does not
change.

<Sinusoid type="Voltage" frequency="1 MHz" amplitude="inst max 2 uW" />

This example defines a signal whose relationship between Voltage and Time is a sinusoid where the
voltage amplitude of the sinusoid is such that the inst max power (voltage x current) is 2 uW. If an
impedance of 50 Q is assumed, the maximum instantaneous power of 2 pW would indicate that a voltage
amplitude of the signal at that instant would be V(2 pW x 50 Q), or 10 mV. Figure 12 shows the waveforms
for instantaneous voltage and power.

0010__ 2.0e-06—
0008_|
0006 |
15e-06
0004 _|

0.002_|

1.0e-06—

Pow er

5.0e-07—

0.0e+00

Time Time

0010

Figure 12 —Relationship between instantaneous voltage and power

The preceding examples show that either the signal voltage has to be dynamically adjusted to arrive at the
required power or the impedance must be known in advance of creating the signal. It should be noted that it
may be difficult or even impossible to achieve the specified signal, e.g., if the impedance is not a linear or
open circuit. Specification of stimulus signals that rely on the characteristics of the UUT for their
implementation is not recommended.
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All of the following describe the same signal (assuming an impedance of 50 Q).

<Sinusoid frequency="1 MHz" amplitude="inst max 2 uW" />
<Sinusoid frequency="1 MHz" amplitude="pk pk 2 pW" />
<Sinusoid frequency="1 MHz" amplitude="pk 1 puW" />
<Sinusoid frequency="1 MHz" amplitude="trms 1.2247 pwW" />
<Sinusoid frequency="1 MHz" amplitude="inst max 10 mv" />
<Sinusoid frequency="1 MHz" amplitude="inst min -10 mVv" />
<Sinusoid frequency="1 MHz" amplitude="pk pk 20 mv" />
<Sinusoid frequency="1 MHz" amplitude="pk 10 mv" />
<Sinusoid frequency="1 MHz" amplitude="pk neg -10 mv" />
<Sinusoid frequency="1 MHz" amplitude="trms 7.0711 mv" />
<Sinusoid frequency="1 MHz" amplitude="10 mv" />

Consider the following example in which the signal is defined in terms of Power:
<Constant type="Power" reftype="Frequency" amplitude="0.1 uw" />

This example defines a signal whose relationship between Power and Frequency is constant, i.c., at all
frequencies, a power of 0.1 pW exists. This example is a description of white noise. In this example, the
key properties that are required have been defined, but not the method of turning it into a traditional
voltage-time waveform. This ability represents a major strength when defining signals because in reality
there may be many types of waveforms that will do the job, and it must be possible to include them all.

5.4 Using signal graphs to create a signal

5.4.1 Introduction

BSCs are specified to be the basic building blocks required to create any signal. A TSF model is a higher
level grouping of building blocks designed to create reusable blocks of signal functionality or measurement
definition, as an arrangement of BSCs and/or TSFs, connected together to form a signal. A TSF model is
also known as a signal graph or signal model.

There are a number of different ways in which to express signal graphs. They may be shown graphically,
which is useful for visualization; XML provides the benefits of a mark-up language, such as ready parsing;
and IDL provides an interface to software objects implementing signal control functionality. In all cases,
the functional SML underpins all BSCs to provide consistent definition across all implementations.

5.4.2 Sources and conditioners

Sources are BSCs that create a signal according to the values of the attributes associated with it.
Conditioners are BSCs that take one or more input signals and output a signal depending upon the
relationship of the input signals and/or the value of the associated attributes.

Most BSCs have attributes, which are used to configure the behavior of that component. Examples of
attributes are amplitude, frequency, phase, etc.

Attributes have default values that simplify their use should the designer not need to manipulate that
attribute. For example, the design in Figure 13 shows sinusoid components where the phase attribute has
been ignored. In this case, the result is no phase offset. Figure 13 demonstrates an additional format to
present the same information. This format is also used in Figure 14, Figure 15, and Figure 16 in 5.4.3,
5.4.4, and 5.4.5, respectively.
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Figure 13—Sources and conditioners
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The In connection is used to indicate that the signal generated by one BSC Out connection should be
passed to another. This statement is true for almost all BSCs. An exception to this rule is made for the case
of the carrier input to the amplitude modulation (AM) BSC, where a distinction between two different In
connections must be made. Usually, as for the case of the sum conditioner, no such distinction is required.

The signal graph shown in Figure 13 represents an instrument landing system (ILS) signal. One sinusoid
BSC provides a carrier signal into the two AM BSCs. The other two sinusoids provide the modulation
signals for the two AM BSCs. This setup results in two separate AM signals with the same carrier
frequency but with different modulation signals. These two signals are then added in the sum BSC to
provide the composite signal.

5.4.3 Events and timing

Much like signal sources and conditioners, event BSCs provide and condition event signals. Events can be
used to synchronize or gate signals.

— Synchronizing a signal restarts the BSC or TSF, e.g., time becomes zero.

— Qating a signal turns on the operation, i.e., for a source or conditioner, the output is on, and for a

measureme

nt, the measurement is performed over the gate.

In addition to default values, the Clock event source provides an example of a default unit. In this case, if
no unit is specified, hertz is presumed. In the case of the clock BSC, it is possible to specify clockRate in

seconds or hertz. The component model will automatically convert one unit to the other.

The signal graph shown in Figure 14 represents random bursts of a decaying sinusoid. The sinusoid Out
signal is modified by the exponential conditioner, which will produce an exponentially decaying sinusoid.
The effect of the Sync signal from the clock will be to restart the exponential each time the Sync event
occurs, resulting in a series of decaying sinusoids. Notice also that the clock provides a signal into the
ProbabilityEvent (labeled ProbabilityBasedEvent in Figure 14); this results in an output from the
ProbabilityEvent for 50% of the inputs. The Gate signal from the ProbabilityEvent is used to gate the
exponential BSC on and off, resulting in the random bursts of a decaying sinusoid.

20
Copyright © 2013 IEEE. All rights reserved.

Documents

Document Sharing Hub

Authorized licensed use limited to: Tsinghua University. Downloaded on March 05,2026 at 17:25:18 UTC from IEEE Xplore. Restrictions apply.

Full document details: IEEE 1641.1-2013


http://www.avadocuments.com/doc/ieee-1641-1-2013
http://www.avadocuments.com/doc/ieee-1641-1-2013

IEEE Std 1641.1-2013
IEEE Guide for the Use of IEEE Std 1641™, IEEE Standard for Signal and Test Definition

-

Out —

Sinusoid Exponential

amplitude = 1V In —| dampingFactor = 1000
frequency = 1 kHz

phase =0
/ Key: —

Clock ProbabilityBased

clockRate = 100 Hz s
probability = 50% Event Conditioner

default value

Signal—>
Event——»

Source

Conditioner

Figure 14 —Events

5.4.4 Sensors and measurements

Sensors perform combinations of three main functions, as follows:

a) A monitor function for raising an event when a particular condition is met
b) Measurements of a required value or values of a signal

¢) Comparison of the measurement with upper and lower limits to yield a pass/fail result

Figure 15 shows a sinusoid being measured by a sensor BSC that provides the root-mean-square (rms)
value of the input signal. The signal from the SingleRamp BSC is monitored by a sensor BSC that will
register the maximum instantaneous value of the ramp signal. In addition, as the instantaneous value
reaches 0.9 V, the monitor function will raise an event that is used to gate the sinusoid BSC on.

When taking a measurement, the attribute value of gateTime has the following effects:

1)  +ve value: the gateTime is the specified value in time (seconds).
2)  zero: the measurement resource determines the required time.

3) —ve value: the gateTime is determined by the gate input.

Prior to any measurement, the signal can be conditioned, e.g., by filtering the signal or demodulating the
signal. Conditioning allows measurements to be made on processed signals.

Parallel measurements can be defined by using sensors in parallel. As an example to measure both rms and
instantaneous frequency, it is needed only to add sensors in parallel, for both rms and instantaneous
(frequency).
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Figure 15—Measurements

As an alternative measurement method, the standard provides the generic measure sensor. This method
allows multiple TSF or BSC attributes to be measured simultaneously. The measurement may represent a
multidimensional series of results that can be further analyzed.

Example:
<Measure As="Sinusoid" attribute="amplitude phase" />

This example provides the simultaneous amplitude and phase measurement of the input signal. The use of
user-defined TSFs and the generic measure sensor allows a wide range of measurements to be defined by
the standard.

5.4.5 Connections and locations
Connections provide the method to map signals from signal graphs to physical pins on a real UUT.

The standard provides a further group of BSCs called connections. Connections are used to define a point
in the signal graph where the signal is required to appear in the real world, typically, as an electrical signal.
The attributes of a connection are primarily pin names used to describe a physical pin or location, i.e., what
would commonly be the UUT (see Figure 16).

An additional aspect of using a connector is that any implied phase or synchronous information with
respect to ¢ = 0 is lost across the connector. Phase and synchronism between signal components is
maintained. This aspect allows TSFs to define signals that have ambiguous phase or synchronous
characteristics without over-constraining a solution. As an example, consider a pulsed ac signal where the
phase of the ac signal to that of the pulse may be unknown. By separating the components by a connector
(with no pin information), this ambiguity is formally defined.
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Figure 16 —Connections

5.5 Documenting signal descriptions

The standard is an interface standard that identifies how to model signals. It is not a computer language.
Remember that the TPL describes only signals and requires the support of a carrier language.

In order to allow consistent access to signal definitions across multiple languages, it is necessary to
describe the STD classes using a language-neutral method. This approach allows each independent
language to define how it accesses STD classes. In effect, each language reads the language-neutral
description and coverts it into something it can use (e.g., in the case of C++, a header file is used containing
client classes). The medium chosen for the definition of the signal definitions is the IDL, which is defined
in the Distributed Computer Environment (DCE) Specifications [B2] controlled by The Open Group.

The standard provides interface definitions detailing the names of all the properties that the STD classes
possess. In addition, the standard provides the semantics of what each property does. The standard also
defines the rules of use and composition between these elements and effectively defines interfaces to non-
signal types that are used by signals.

5.5.1 BSC definitions

The standard defines a set of fundamental SignalFunctions (i.e., the BSCs). These fundamental classes
represent the elementary components available in STD and are used to define all higher level signals. For
each BSC, there exists a description in English and an SML definition to form the basis of a formal
description. The SML definitions underwrite the BSCs in a rigorous mathematical way.

As well as defining the BSCs, the standard contains higher level signal models defined in a TSF library.
The TSF library provided in Annex E of IEEE Std 1641-2010 defines examples of signals derived from the
existing C/ATLAS standard (IEEE Std 716-1995 [BS]).

Clause 10 of this guide provides a more detailed description of the BSCs.

5.5.2 Defining TSFs

TSF models are built up using the STD BSCs and by reusing existing TSF models. The TSF models
represent static model descriptions with an interface that represents its attributes. A TSF model has an
interface description and a static “network list” description. A TSF class is defined with a valid XML TSF
element utilizing the attribute model and description elements. These may also be shown in a diagram and
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as tables. A TSF class model is described only as a static signal model and may contain elements from the
following:

— BSGCs
—  Other TSF classes
— Reference to the TSF class being defined

A TSF IDL library is defined in terms of an IDL library module, will contain an entry for each TSF class
within the library domain, and is derived from the XML TSF library. No SML definition is required
because the TSF classes are constructed only from STD BSCs or other TSF models. Because the
fundamental classes (BSCs) are formalized and traceable to SML definitions, the higher level signals are
also defined.

The use of TSFs allows users to define their own signals and then use them in the same way as any of the
BSCs. The standard does not mandate the use of TSFs; in fact, applications concentrate on the underlying
capability of BSCs. TSFs provide a very powerful tool to define and support legacy signals as well as
provide a vehicle for capturing domain specific signals.

It should be noted that the signal model attributed to a TSF only identifies that the TSF model can be
defined; it does not mandate any particular implementation. This feature allows TSF implementations to be
optimized and enables different TSF definitions to be compared.

The key use of TSF models is that, once defined, they provide an ideal vehicle through which to describe
resource capability. The strengths of this approach are that resources can be configured for specific signal
domains and users can match test requirement to capability. The downside is that each resource’s capability
needs to be defined in terms of the TSF models it can support. In traditional instruments, this offers a
practical solution; however, when considering synthetic instruments or looking at combining instruments
into a complex resource, this approach requires that all the TSF models are known and mapped into
resource capability or that a full analysis of the TSF signal capability be performed.

5.5.2.1 TSF structure

A TSF comprises two parts: an interface description and a model description. Basically, the interface
description provides the information that allows the TSF to connect to other TSFs and a UUT, and the
model description defines its internal operation. Although the formal method of defining TSFs requires the
use of XML, it is simpler to explain how an interface is described and a model is defined using tables and a
graphical representation. Commercial tools that assist in the creation of TSFs may use graphical methods
and then automatically create the XML definition.

5.5.2.2 Interface properties

The different types of property for a TSF model include the following:

—  Control

— Measurement
— Input

—  Output

—  Expression or formula
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The interface must include all inputs for the model as shown in Table 2.

Table 2—Interface properties

Description Name Type Default Range
Attribute 1 attr namel Physical
Attribute 2 attr name2 Frequency
Attribute 3 attr name3 Ratio
Input Signal input_Signal SignalFunction

This interface properties table provides the following information:

— Description is a short, helpful description describing the attribute.

— Name is the attribute’s name with initial lowercase letter and no spaces. This information becomes
the name of the attribute in the interface.

— Type is the primary type, such as a signal type, a Physical type, or a basic data type. An attribute
can be of only one type, which may be of type Variant. Associated with the type may be a direction
relative to the SignalFunction. Types have initial uppercase letter and no spaces.

— Default is the value given to the attribute if no value is provided by the user.

— Range is a constraint that limits the range of the values for an attribute.

The output signal and the sync and gate inputs are not shown in Table 2. This omission does not mean that
they are not present.

Therefore, for a simple signal like an ac signal, the interface properties table could be as shown in Table 3.

Table 3—Simple interface (AC_SIGNAL)

Description Name Type Default Range
AC Signal amplitude | ac_ampl Physical — —
AC Signal frequency | freq Frequency — —

In a TSF interface properties table, the lack of a default entry indicates that the user is expected to provide a
value. Normal engineering considerations require that, for an ac signal, the user will (as a minimum) state
the amplitude and frequency of the signal. If the values are not provided, the default attributes of the
supporting BSC will be assumed. Omitting these parameters from a signal is bad practice, as it is then not
clear at a glance what the values are intended to be. Users are not expected to remember (or care about) the
default attributes of a BSC.

5.5.2.3 Model description

Each TSF model has a signal model description in the form of a network list describing the
interconnections. The model description table has the form shown in Table 4.
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Table 4—Model
Name Type Terminal Inputs Output Formula
BSC Name BSC Class Signal [Out] — OUTPUT SIGNAL | —
— — bsc_attr 1 attr_namel — —
— — bsc_attr 2 attr namel — —
— — bsc attr 3 attr namel — —
— — bsc attr 4 — — 0

— Name is a short, helpful description identifying the specific instance of the BSC.

— Type is the class or subclass of the BSC in the model.

— Terminal is the name of the attribute or signal of the BSC.

— Input is the name of the input from the interface properties table.

—  Output is the name of the BSC output signal.

— Formula provides information about the attribute, such as how the value is fixed or a calculated
value if the attribute does not have an entry in the interface properties table.

For the same simple ac signal the model description table could be as shown in Table 5.

Table 5—Simple model (AC_SIGNAL)

Name Type Terminal Inputs QOutput Formula
AC Signal Sinusoid Signal [Out] — AC SIGNAL —
— — amplitude ac_ampl — —
— — frequency freq — —
— — phase — — 0 rad

The name of the TSF model provides the class of the SignalFunction it describes. For multi-component

models, the Sync event input is generally connected to the last SignalFunction Sync event.

5.5.2.4 Graphical presentation

Each TSF model diagram shows the network list in a graphical presentation where the TSF is contained
within an interface box. Each component is placed within the interface box, and its class and name
identified. The interconnections between signals and between attributes are shown as lines with arrows.

The inputs and outputs to the TSF interface box are the same as for an individual BSC as shown in

Figure 17.

The TSF model diagram for the simple example of an ac signal would be as shown in Figure 18.

Clause 10 of this guide provides a more detailed description of the creation and use of TSF models together

with examples.
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Figure 17 —Generic TSF model diagram
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Sinusoid

AC Signal

AC_SIGNAL

Figure 18 —Simple TSF model (AC_SIGNAL)

5.5.3 Interfacing STD signal descriptions to carrier language

The standard allows almost any language to be used as the carrier language for a signal definition
environment. To achieve this feature, the signal definitions have to be made available to the carrier
language in a form that is compatible with the carrier language. As previously discussed, the standard
provides a description of the SignalFunctions, together with their controllable properties, in a language-
neutral form, which can be mapped into carrier language environments.’ This language-neutral form (IDL)
allows computer language environments (such as C/C++ or Basic) to generate their own header and input
files and allows access to these signal building blocks. Some language development environments are

% There are certain criteria a carrier language must meet to support this feature.
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powerful enough that they can use the IDL description directly, extend their programming features, and
eliminate the need for additional interfacing files.

The standard allows the use of any of the commercial off-the-shelf (COTS) languages to define common

signal descriptions for UUT testing. These signal descriptions, together with the programmatic information,
become the UUT test requirements (see Figure 19).

PP

Header Include Module Interface

Signal Components Definitions
(BSCs and TSF models)

Figure 19 —Multiple languages using common signal component definitions

5.6 Using signal definitions

When defining signals, it is important to consider that they will ultimately have to be implemented
practically. That does not mean that the detailed implementation has to be described or even implied. It is
important that the signal or test remains implementation independent. But, whatever is described will have
to be run on a test system, and maybe several different types of test system at different maintenance levels.
The simplest way of describing a signal is usually the best. Designing a very clever and complicated signal
is of no use when it cannot be implemented using available test instrumentation.

In many cases instruments may be described using the same elements as used for signal definitions, which
means that aligning or allocating real instruments with signal definitions can be an automatic process. But
even if manual intervention is required to ensure that the correct instrumentation is used, the signal
definitions will leave no doubt in what is required, and the implementer’s task is therefore straightforward.

6. Signal models

6.1 General

One of the primary use cases for the standard is to capture test requirements and create test programs. The
standard has a variety of methods that could be used for this task, and initially it can be daunting to identify
a process using the standard. This clause introduces some best practices that can be followed for this
activity, and users can refine these practices to fulfill their individual requirements.
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A key feature of the standard is the ability to create user signal components and maintain them within a
library environment. Within the standard, these signal components are called TSF models, and a collection
of TSF models used for a particular application, technology, or project is a TSF library. TSF models can be
used to support stimulus signals, events, measurements, and the processing of existing signals.

It is also possible to define a complete test, including all the timing and location information, within a
single template signal or TSF model.

6.2 TSF model as signal template

A TSF model may be considered as a reusable signal template with parameters, signal inputs, and signal
outputs. The parameters are known as attributes and will be one of the types described in 6.2.1. The signal
model (template) may be reused by providing different values for the attributes.

6.2.1 Types of TSF attributes

The following attributes can be found in a TSF model:

a) Control attributes. A control attribute is mapped onto a model property. It provides information
about the characteristics of a signal.

Example: voltage 10 V. The resource provides a signal with a voltage of 10 V.
b) Capability attributes. An attribute that is not mapped onto any signal model is regarded as a

capability attribute and may be thought of as a requirement attribute. It holds information about the
capability of the resource required to supply the signal

Example: current inst max 2 A. The resource must be capable of supplying a signal that may draw
up to 2 A.

c) Value attributes. A value attribute represents a value obtained from the signal model. These
attributes are normally read-only.

Example: when an interface attribute is mapped onto a model measurement attribute. The resource
must be capable of providing measurement information about a signal, such as the amplitude of the
signal.

d) Expression or formula attributes. An expression or formula attribute is mapped to or from a model
property via an expression.

Examples:

—  Type conversion, such as “period = 1/freq”
— Measurement analysis, such as “mode = HistMode (Measurements)”

—  Text manipulation
6.2.2 Creating a TSF

These TSF models may be defined in XML as shown in the following examples:

a) Provide the name of the library component.
<TSF name="AC_ SIGNAL" uuid=...>

b) Specify TSF base type.
<xs:extension base=“SignalFunctionType”/>
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c) Define attributes in the <interface> section.
<xs:attribute name="ac ampl" type="Physical">

d) Specify any default attribute values.
default="0 rad"

e) Specify any restrictions to attribute values.
<xs:maxInclusive value="{{2*pi} rad}"/>

f) Define the behavior model in the <model> section.

<Signal Out="AC_ Signal" ..>
<Constant name="DC Offset" amplitude="dc offset"/>
<Sinusoid name="AC Component" amplitude="ac ampl"
frequency="freq"
phase="phase"/>
<Sum name="AC Signal" In="DC Offset AC Component"/>
</Signal>

g) Specify any attribute formula.
(period="1/freqg")

h) Assign value attributes formula.

(default="rms.measurement/carrier.amplitude")

Many of the previous examples are shown in the following XML description of an AC_SIGNAL:

<TSF name="AC SIGNAL" uuid="{CA4F7FD8-DO5E-11D6-860D-00010214C4D2}">
<interface>
<xs:schema xmlns:xs="http://www.w3.0rg/2001/XMLSchema"
elementFormDefault="qualified">
<xs:element name="AC_SIGNAL">
<xs:complexType>
<xs:complexContent>
<xs:extension base="SignalFunctionType">
<xs:attribute name="ac ampl" type="Physical">
</xs:attribute>
<xs:attribute name="dc_offset" type="Physical" default="0">
</xs:attribute>
<xs:attribute name="freq" type="Frequency">
</xs:attribute>
<xs:attribute name="phase" default="0 rad">
<xs:simpleType>
<xs:restriction base="PlaneAngle">
<xs:minInclusive value="0"/>
<xs:maxInclusive value="{{2*pi} rad}"/>
</xs:restriction>
</xs:simpleType>
</xs:attribute>
</xs:extension>
</xs:complexContent>
</xs:complexType>
</xs:element>
</xs:schema>
</interface>
<model>
<signal Out="AC Signal" xmlns="STDBSC" >
<Constant name="DC Offset" amplitude="dc offset"/>
<Sinusoid name="AC Component" amplitude="ac_ ampl"
frequency="freq"
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phase="phase"/>
<Sum name="AC Signal" In="DC Offset AC Component"/>
</Signal>
</model>
</TSEF>

Additional tools may be required to deal with formulae within a signal model, as follows:

— Formula translations allow TSF models to manipulate attribute values.
— Formula translations may be used to specify measurement analysis.

— The formulae formats are normally in Haskell 98 (see [B15]), which may not be the most suitable
form. This situation leads to a requirement for formula support for other unspecified formulae and

for other analysis tools, and this requirement should be documented in the TSF library
documentation.

Further details about the creation and use of TSF models are provided in Clause 10.

6.3 Typical signal model (TSF)

Figure 20 represents a model for a typical TSF model. The example used is for a SYNCHRO, which is
described in more detail in 10.7. This model shows the input parameters (attributes) at the top and the
signal output on the right. The attributes shown are control attributes. Figure 21 shows the output
waveforms derived from the TSF model.
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Figure 20 —Annotated SYNCHRO signal TSF model
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Signal

0.0 N /TN

Figure 21 —Output from SYNCHRO TSF model

6.4 Using TSFs in a test requirement or program

Signal templates may be used in a test requirement or program by adding the test parameters to the
template to create an instance of a signal. The reason to use a template is to enable the signal definition to
be reused.

The standard does not mandate how the requirement is to be captured. It is possible to use the TPL as
defined in Annex H of the standard. This method allows a more traditional textual definition of a program
in a simple format; however it does requires a process to convert the TPL program into the test program
native language (see examples in 8.5).

The test program may also be written directly in the native language using the signals instantiated from
BSCs or the TSF models (see 8.5.1.3).

Both these approaches provide the same test requirement in a procedural (dynamic) form, i.e., “do this;
then do that; etc.”

Test requirements may also be captured in a nonprocedural form for use in an information or declarative
(static) system, e.g., using XML descriptions such as ATML or other nonprocedural environment (see
8.5.2.6). The standard itself uses the nonprocedural method to define test requirements, as seen in the
behavioral model of a TSF (Figure 6).

The standard allows the creation of “anonymous TSFs,” which represent a signal’s behavior without any
interface definitions, using the Require method and XML signal definition. Anonymous TSFs support a
default interface that provides a “Document Object Model” interface utilizing late binding (IDespatch).

Example:
mySig.DC Offset.dc offset = "1V"
mySig.AC Component.freq = "10MHz"

These anonymous TSFs can be used to create and define nonprocedural test requirements and can be used
interchangeably within a procedural test requirement definition.

The test requirement may then be built up in a procedural or declarative manner.
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Clause 8 provides many examples of tests and test requirements that use TSFs.

6.5 Measurement models (signal measurement)

Thus far, TSF models have been discussed as signals. Signals and, therefore, TSFs can be equally
considered sources, events, or measurements. This flexibility allows TSF models to encapsulate
measurements or even complete tests.

Measurements are performed using the Sensor BSCs. Many of these perform the measurement of specific
characteristics of a signal, i.e., they perform intrinsic measurements. The Measurement BSC requires
additional information about the measurement required, but can measure characteristics of a signal as
described by a signal attribute, i.e., a generic measurement.

Clause 7 deals with measurement in IEEE Std 1641 in some detail, and Annex B and Annex C include
further discussion of Intrinsic and Generic measurement, respectively.

The Decode BSC in one of the Sensor BSCs, which will be described separately.
7. Defining measurements with STD

7.1 General

Measurement within the standard should be considered within the following context:

—  Precursor signals are supplied (to the UUT).

—  Output signal is returned (from the UUT).

— The signal is conditioned (optional).

—  Characteristics of the signals are measured at specific points.

— The measurement characteristics may then be further analyzed.

Figure 22 shows a typical signal into a UUT and a measurement being performed on an output of the UUT.

Within the standard, each of the following areas is dealt with by a separate item:

— Sources

—  Connection
— Conditioners
—  Sensors

—  Carrier language analysis libraries (outside the scope of the standard)

Within this list, the sensors are the STD components that provide the raw measurement feature.
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uuT Connection Conditioning Sensor
Measurement

Figure 22 —STD components and their typical use

There are two distinct measurement methods defined by sensors within the standard, as follows:

—  Generic measurement

— Intrinsic measurement techniques

Before describing the different types of intrinsic measurements supported by STD, it is worth examining
some common measurement principles and those provided by all STD sensors.

7.2 Sensors

7.2.1 General

All sensors provide the same basic capability, as follows:

a) Number of measurements (samples)

b) The interval over which the measurement should be taken (gateTime)

c) Event when the measurement should be made (Gate)

d) Expected value and range of values (nominal)

7.2.2 Measurements

A sensor can take a series of measurements. The number of consecutive measurements that will be taken is
defined by the samples attribute.

In general, each individual measurement is made over the measurement window specified by the gateTime
attribute. The use of the word Time in the attribute name is a misnomer; gateTime refers to the width of the
measurement window in terms of the independent variable (reftype). Time just happens to be a very

common independent variable.

35
Copyright © 2013 IEEE. All rights reserved.

Documents

Document Sharing Hub

Authorized licensed use limited to: Tsinghua University. Downloaded on March 05,2026 at 17:25:18 UTC from IEEE Xplore. Restrictions apply.

Full document details: IEEE 1641.1-2013


http://www.avadocuments.com/doc/ieee-1641-1-2013
http://www.avadocuments.com/doc/ieee-1641-1-2013

IEEE Std 1641.1-2013
IEEE Guide for the Use of IEEE Std 1641™, IEEE Standard for Signal and Test Definition

Figure 23 shows a series of measurements gated by a positive gateTime. The measurement window is the
same as the gateTime. Measurements are made when the input signal is available (active) and when the
sensor is gated by an event.

Measurement 1 Measurement 2 Measurement 3

gateTime
> < > <
-

A A

Vv

Measurement window

Figure 23 —Measurement window

The value of gateTime provides more information than just the size of the measurement window. The
following added complexities should be noted:

a) gateTime is zero, and

1) there is a gated event stream. The measurement window is defined by the duration of the Gate
event, and each successive measurement is made when the next Gate event occurs.

2) there is no gated event stream. The measurement window is implementation dependent, and
each successive measurement is made sequentially.

NOTE—This mode relies on the measuring system determining the appropriate measurement window to suit
the signal being measured. This may be satisfactory for very simple applications or for initial use during
program development, but could give rise to different results on different test equipment. It is strongly
recommended that a non-zero gateTime is provided so that the measurement requirement is explicit and will
provide the same result across different test equipment.

b) gateTime is positive, and the sensor is defined with respect to time, and

1) there is a gated event stream. The measurement window is defined by the value of gateTime,
and the time when each successive measurement is made is determined by the next Gate event
after the gateTime has elapsed, following the previous measurement (see Figure 24).

2) there is no gated event stream. The measurement window is defined by the value of gateTime,
and the time when each successive measurement is made is also determined by the value of
gateTime.

¢) gateTime is negative, and the sensor is defined with respect to time, and

1)  there is a gated event stream. The measurement window is defined by the duration of the Gate
event, and the time when each successive measurement is made is determined by the next
Gate event after the (absolute) gateTime has elapsed, following the previous measurement
(see Figure 25, in which the gateTime arrows represent the absolute gateTime).

2) there is no gated event stream. The measurement window is implementation dependent.

y Documents
Copyright © 2013 IEEE. All rights reserved. Document Sharing Hub
Authorized licensed use limited to: Tsinghua University. Downloaded on March 05,2026 at 17:25:18 UTC from IEEE Xplore. Restrictions apply.

Full document details: IEEE 1641.1-2013


http://www.avadocuments.com/doc/ieee-1641-1-2013
http://www.avadocuments.com/doc/ieee-1641-1-2013

