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Abstract: Guidelines to specify, procure, design, manufacture and develop manuals, safety
procedures, practices and procedures for effective maintenance of medium-voltage direct current
(MVDC) electrical power systems is discussed in this recommended practice. Recommendations
are made for analytical methods, preferred interconnection interfaces and performance
characteristics for reliable integration of MVDC electrical components into the ship MVDC
electrical power systems.

Keywords: integrated power systems, marine electrical-power systems, medium-voltage DC,
MVDC power electronics, power-electronic building blocks
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IEEE Standards documents are developed within the IEEE Societies and the Standards Coordinating Committees of
the IEEE Standards Association (IEEE-SA) Standards Board. The IEEE develops its standards through a consensus
development process, approved by the American National Standards Institute, which brings together volunteers
representing varied viewpoints and interests to achieve the final product. Volunteers are not necessarily members of the
Institute and serve without compensation. While the IEEE administers the process and establishes rules to promote
fairness in the consensus development process, the IEEE does not independently evaluate, test, or verify the accuracy
of any of the information or the soundness of any judgments contained in its standards.

Use of an IEEE Standard is wholly voluntary. The IEEE disclaims liability for any personal injury, property or other
damage, of any nature whatsoever, whether special, indirect, consequential, or compensatory, directly or indirectly
resulting from the publication, use of, or reliance upon this, or any other IEEE Standard document.

The IEEE does not warrant or represent the accuracy or content of the material contained herein, and expressly
disclaims any express or implied warranty, including any implied warranty of merchantability or fitness for a specific
purpose, or that the use of the material contained herein is free from patent infringement. IEEE Standards documents
are supplied “AS IS.”

The existence of an IEEE Standard does not imply that there are no other ways to produce, test, measure, purchase,
market, or provide other goods and services related to the scope of the IEEE Standard. Furthermore, the viewpoint
expressed at the time a standard is approved and issued is subject to change brought about through developments in the
state of the art and comments received from users of the standard. Every IEEE Standard is subjected to review at least
every five years for revision or reaffirmation, or every ten years for stabilization. When a document is more than five
years old and has not been reaffirmed, or more than ten years old and has not been stabilized, it is reasonable to
conclude that its contents, although still of some value, do not wholly reflect the present state of the art. Users are
cautioned to check to determine that they have the latest edition of any IEEE Standard.

In publishing and making this document available, the IEEE is not suggesting or rendering professional or other
services for, or on behalf of, any person or entity. Nor is the IEEE undertaking to perform any duty owed by any other
person or entity to another. Any person utilizing this, and any other IEEE Standards document, should rely upon his or
her independent judgment in the exercise of reasonable care in any given circumstances or, as appropriate, seek the
advice of a competent professional in determining the appropriateness of a given IEEE standard.

Interpretations: Occasionally questions may arise regarding the meaning of portions of standards as they relate to
specific applications. When the need for interpretations is brought to the attention of IEEE, the Institute will initiate
action to prepare appropriate responses. Since IEEE Standards represent a consensus of concerned interests, it is
important to ensure that any interpretation has also received the concurrence of a balance of interests. For this reason,
IEEE and the members of its societies and Standards Coordinating Committees are not able to provide an instant
response to interpretation requests except in those cases where the matter has previously received formal consideration.
A statement, written or oral, that is not processed in accordance with the IEEE-SA Standards Board Operations Manual
shall not be considered the official position of IEEE or any of its committees and shall not be considered to be, nor be
relied upon as, a formal interpretation of the IEEE. At lectures, symposia, seminars, or educational courses, an
individual presenting information on IEEE standards shall make it clear that his or her views should be considered the
personal views of that individual rather than the formal position, explanation, or interpretation of the IEEE.

Comments for revision of IEEE Standards are welcome from any interested party, regardless of membership affiliation
with IEEE. Suggestions for changes in documents should be in the form of a proposed change of text, together with
appropriate supporting comments. Recommendations to change the status of a stabilized standard should include a
rationale as to why a revision or withdrawal is required. Comments and recommendations on standards, and requests
for interpretations should be addressed to:

Secretary, IEEE-SA Standards Board

445 Hoes Lane

Piscataway, NJ 08854

USA
Authorization to photocopy portions of any individual standard for internal or personal use is granted by The Institute
of Electrical and Electronics Engineers, Inc., provided that the appropriate fee is paid to Copyright Clearance Center.
To arrange for payment of licensing fee, please contact Copyright Clearance Center, Customer Service, 222 Rosewood

Drive, Danvers, MA 01923 USA; +1 978 750 8400. Permission to photocopy portions of any individual standard for
educational classroom use can also be obtained through the Copyright Clearance Center.
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Introduction

This introduction is not part of IEEE Std 1709-2010, IEEE Recommended Practice for 1 kV to 35 kV Medium-Voltage
DC Power Systems on Ships.

The purpose of this recommended practice is to provide a set of guidelines that can be used by the of
medium-voltage DC (MVDC) Power systems stakeholders to specify, procure, design, manufacture and
develop manuals, safety guidelines, practices and procedures for effective maintenance of their MVDC
system. It is not intended that these recommended practice form the basis for a mandatory standard.
Acceptance or rejection of any or all of the recommendations contained herein is left to the discretion of the
individual agency, which should determine their applicability to its proposed or existing operating practices
and procedures.

Notice to users

Laws and regulations

Users of these documents should consult all applicable laws and regulations. Compliance with the
provisions of this standard does not imply compliance to any applicable regulatory requirements.
Implementers of the standard are responsible for observing or referring to the applicable regulatory
requirements. IEEE does not, by the publication of its standards, intend to urge action that is not in
compliance with applicable laws, and these documents may not be construed as doing so.

Copyrights

This document is copyrighted by the IEEE. It is made available for a wide variety of both public and
private uses. These include both use, by reference, in laws and regulations, and use in private self-
regulation, standardization, and the promotion of engineering practices and methods. By making this
document available for use and adoption by public authorities and private users, the IEEE does not waive
any rights in copyright to this document.

Updating of IEEE documents

Users of IEEE standards should be aware that these documents may be superseded at any time by the
issuance of new editions or may be amended from time to time through the issuance of amendments,
corrigenda, or errata. An official IEEE document at any point in time consists of the current edition of the
document together with any amendments, corrigenda, or errata then in effect. In order to determine whether
a given document is the current edition and whether it has been amended through the issuance of
amendments, corrigenda, or errata, visit the IEEE Standards Association web site at
http://ieeexplore.ieee.org/xpl/standards.jsp, or contact the IEEE at the address listed previously.

For more information about the IEEE Standards Association or the IEEE standards development process,
visit the IEEE-SA web site at http://standards.ieee.org.
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Errata

Errata, if any, for this and all other standards can be accessed at the following URL:
http://standards.ieee.org/reading/ieee/updates/errata/index.html. Users are encouraged to check this URL
for errata periodically.

Interpretations

Current interpretations can be accessed at the following URL: http://standards.ieee.org/reading/ieee/interp/
index.html.

Patents

Attention is called to the possibility that implementation of this recommended practice may require use of
subject matter covered by patent rights. By publication of this recommended practice, no position is taken
with respect to the existence or validity of any patent rights in connection therewith. The IEEE is not
responsible for identifying Essential Patent Claims for which a license may be required, for conducting
inquiries into the legal validity or scope of Patents Claims or determining whether any licensing terms or
conditions provided in connection with submission of a Letter of Assurance, if any, or in any licensing
agreements are reasonable or non-discriminatory. Users of this recommended practice are expressly
advised that determination of the validity of any patent rights, and the risk of infringement of such rights, is
entirely their own responsibility. Further information may be obtained from the IEEE Standards
Association.
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IEEE Recommended Practice for 1 kV
to 35 kV Medium-Voltage DC Power
Systems on Ships

IMPORTANT NOTICE: This standard is not intended to ensure safety, security, health, or
environmental protection. Implementers of the standard are responsible for determining appropriate
safety, security, environmental, and health practices or regulatory requirements.

This IEEE document is made available for use subject to important notices and legal disclaimers.
These notices and disclaimers appear in all publications containing this document and may
be found under the heading “Important Notice” or “Important Notices and Disclaimers
Concerning IEEE Documents.” They can also be obtained on request from IEEE or viewed at
http://standards.ieee.org/IPR/disclaimers. html.

1. Overview

This recommended practice addresses specific aspects of shipboard medium-voltage DC (MVDC) power
systems and defines recommended practice for applying contemporary technologies to convert and
distribute shipboard electrical power with improved reliability, survivability, and power quality. It is not
intended in any way to impede development of new or improved techniques.

Target users for this recommended practice are evaluators and designers of electrical power systems for
commercial marine and military applications, commercial and military ship end-users, shipbuilders, port
operators, classification societies, machinery and equipment manufacturers, research institutes, and
universities.

1.1 Scope

This recommended practice is based on current electrical engineering methods and practices for applying
1 kV to 35 kV MVDC power distribution and DC power delivery systems on ships. Recommendations are
made for analytical methods, preferred interconnection interfaces and performance characteristics for
reliable integration of MVDC electrical components into the ship electrical power systems.

1.2 Purpose

The purpose of this document is to recommend a methodology for analysis and specifications parameters
for 1 kV to 35 kV MVDC power systems on ships. It will describe impact of MVDC on all electrical
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components and will formulate requirements on proper interfaces, sizing, life cycle cost, weight, efficiency
and risk reduction of MVDC power systems implementation. It will compliment the IEEE Std 45™-2002."

1.3 Power electronics in MVDC power systems

Recent successes in the development of fast switching medium-voltage power semiconductors made it
possible to realize such advantages of DC power distribution over AC as:

— Simplifying connection and disconnection of different types and sizes of power generation and

storage devices.

— Reducing the size and ratings of switchgear.

— Eliminating large low-frequency (50 Hz or 60 Hz) transformers.

— Limiting and managing fault currents and enabling reconfiguration.

— Eliminating reactive voltage drop.

— Enabling bi-directional power flow.

— Reducing power system weight by using high speed generators.

— Enabling higher power ratings for a given cable size.

— Improving control of power flows, especially in transient and emergency conditions.

— Reducing fuel consumption by allowing variable speed prime mover operation.

— Improving efficiency when energy storage and power conversion from batteries, fuel cells, and

emergency generators is required.

— Eliminating the need for phase angle synchronization of multiple sources and loads.

Figure 1 illustrates a concept of the MVDC distribution power system in which every electrical power
source and every electrical load are connected to the MVDC bus via power electronics.
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Figure 1—Concept of MVDC distribution power system

NOTE—CB = circuit breaker, DCD = DC disconnect, HF = high frequency2

! Information on normative references are found in Clause 2.

% Notes in text, tables, and figures of a standard are given for information only and do not contain requirements needed to implement

this recommended practice.

2
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The system shown in Figure 1 may be expanded with redundant generators of large and small size,
redundant storage systems of different kinds, two variable speed propulsion drives, etc., or there may be
two redundant MVDC systems. All loads requiring an independent ground should be connected to the
medium-voltage DC bus via a means such as compact high frequency transformers. Converters will
accommodate reactive power required for loads. To reduce the system size and weight, transformers
between generators, propulsion motors and the DC bus may be eliminated.

Furthermore, with the capability of power electronics to control and interrupt current, most load-side circuit
breakers may be replaced by simple switches such as DC disconnect switches. In case of a fault in the
converter between generator and MVDC bus, or failure of converters to limit fault current, there should be
a backup short circuit protection device between each generator and its converter.

All power sources should actively limit fault currents. Such an approach allows relative ease of connection
of different size generators, storage devices and loads. Commercial ships may not require storage except for
satisfying the requirements for safety of personnel, for computers, controls, and communications, and for
international regulations. In case of large pulse-type loads, short-time power demand may significantly
exceed the power rating of all the installed generators. Within that context, there can be a number of ways
that a DC bus system can be configured.

2. Normative references

The following referenced documents are indispensable for the application of this document (i.e., they must
be understood and used, so each referenced document is cited in text and its relationship to this document is
explained). For dated references, only the edition cited applies. For undated references, the latest edition of
the referenced document (including any amendments or corrigenda) applies.

IEEE Std 45™-2002, IEEE Recommended Practice for Electric Installations on Shipboard.

IEEE Std 142™-2007, IEEE Recommended Practice for Grounding of Industrial and Commercial Power
Systems (Green Book).

IEEE Std 1100™-2005, IEEE Recommended Practice for Powering and Grounding Electronic Equipment
(Emerald Book).

IEEE Std 1584™-2002, IEEE Guide for Performing Arc-Flash Hazard Calculations.

IEEE Std 1662™-2008, IEEE Guide for the Design and Application of Power Electronics in Electrical
Power Systems on Ships.

IEEE Std C37.100.1™-2007, IEEE Standard of Common Requirements for High Voltage Power
Switchgear Rated Above 1000 V.

IEC 60092 (all parts), Electrical Installations in Ships.

IEC 60146 (all parts), Semiconductor Convertors.

IEC 61000 (all parts), Electromagnetic Compatibility (EMC).

Requirements of international, federal, state, country, provincial, or local regulations should be observed. If

any conflict exists between this recommended practice and the rules established by the owner of the
MVDC system, the owner should determine and confirm which rules should take precedence.
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Other International, Regulatory and Industrial specific standards referenced in this recommended practice
are listed in Annex C. These references are considered informative.

3. Definitions, acronyms, and abbreviations

3.1 Definitions

For the purposes of this document, the following terms and definitions apply. The IEEE Standards
Dictionary: Glossary of Terms & Definitions should be referenced for terms not defined in this clause.’
IEEE Std C37.100™-1992 [B27], IEEE Std 1313.1™-1996 [B24], and IEEE Std 1662™-2008, should be
referenced for terms not defined in this clause.

auctioneering diodes: A configuration of diodes that connects multiple DC sources to a load, but prevents
current from one source feeding another source in the reverse direction.

crash back: Maneuvering from full propulsor speed ahead to full propulsor speed astern with the ship
initially making full way ahead.

emergency condition test: Evaluates power system performance under sudden interruptions of power,
rapid re-application of power after an interruption and emergency condition voltage tolerances.

medium-voltage DC (MVDC): Direct Current (DC) voltages above 1 kV and up to and including 35 kV.

quality of power: In reference to medium-voltage DC (MVDC) systems this means compliance with
specified voltage tolerances and voltage ripple.

quality of service (QoS): The metric of how reliably the power system provides power to the loads.

voltage class: Categorizes the voltage capability of power system components. For a chosen rated voltage,
only equipment categorized for a voltage class equal to or greater than the rated voltage should be used.

3.2 Acronyms and abbreviations

AC alternating current

AC/DC alternating current to direct current conversion
AVM average value model

DC direct current

DC/AC direct current to alternating current conversion
DC/DC direct current to direct current conversion
EMALS electromagnetic aircraft launch system

ES-CONOPS electrical system concept of operations

FEL free electron laser
LVAC low-voltage AC
LVDC low-voltage DC

3 The IEEE Standards Dictionary: Glossary of Terms & Definitions is available at http:/shop.ieee.org/.
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MVDC medium-voltage DC

MTBSI mean time between service interruptions

PEBB power electronic building block

PM permanent magnet

PWM pulse-width modulator or modulation

UPS uninterrupted power source or uninterruptible power supply

4. MVDC power systems fundamentals

Throughout this document the reader may encounter similarities with AC power systems. However, readers
should avoid using AC practices directly. Also, established practices for 3 kV rated DC systems should be
applied to MVDC Systems with caution. For example, the fault level in MVDC distribution systems can
exceed the interrupting capability of currently available circuit-breakers. The alternatives, such as
embedding fault clearance within power electronic converters or using dedicated solid state or hybrid
switchgear, bring their own challenges such as increased losses and more complex converter topology. It is
important to remember that this document addresses all issues from a MVDC point of view.

4.1 MVDC functional diagram

This subclause defines the boundaries of the MVDC system and the scope of this recommended practice.
The MVDC power system must generate, store, and deliver electrical power of the proper quality and
continuity to the served loads with minimal safety risks.

A notional functional diagram of a MVDC power system for ships is shown in Figure 2. The functional
blocks are defined as follows:

— Shore Power Interface is primarily a power source that adapts electric energy from the utility
system on shore to MVDC (e.g., interface transformer + rectifier).

— Power Generation is primarily a power source that converts prime energy from fuel into MVDC
(e.g., gas turbine + PM generator + rectifier).

— Energy Storage is a stand-alone power source that primarily provides power to the system when
needed but also draws power from the system to recharge (e.g., a capacitor bank with a bi-
directional DC/DC converter).

— Pulsed Load is a stand-alone load center that primarily draws intermittent pulses of power from the
system [such as electromagnetic aircraft launch system (EMALS)), etc.].

— Propulsion is a load center that primarily draws power from the system for propulsion of the vessel.
It may also provide power during certain maneuvers such as crash back (e.g., a motor drive inverter
+ propulsion motor).

— Ship service is a load center that primarily draws power from the system to power ship services
within zones (e.g., DC/DC converter for in-zone distribution of LVDC, DC/AC inverter for in-zone
distribution of LVAC). Note that “ship service” modules may take power from either the MVDC
bus or from in-zonal energy storage systems.

— Dedicated High Power Load is a stand-alone load center that draws 1 MW or more of power in
steady-state operation (e.g., 3 MW radar sensor array).

— MVDC bus is a functional block that allows interrupting and isolating sections of the MVDC
system (e.g., mechanical disconnect, solid-state DC breaker). In addition, each functional block in
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the system can connect, disconnect, and isolate itself from the system through its own means (e.g.,
a “power generation” module should have at least a disconnect switch at its DC output).

Note that interruption, isolation, and configuration are actually independent functions. One device may
fulfill one or more of these functions. Examples include:

—  Circuit breaker: interruption, isolation, and configuration
— Fuse: interruption and isolation (a fuse cannot turn on and hence cannot configure)
— Load switch: isolation and configuration

— Power Electronics on output of generator: interruption

Ship Wide Electric Power and Energy
Management and Control

Bus Regulation
(power conditioning)
Shore Power 2 [ |
Interface _(% | Pulse Load
E
Ne
=
o3 | .
Power 2 5
Generation (é ;
(0]
= c : Ship Senvice |
3
£
h
m) g
nergy Storage = Dedicated High
§ Power Load

Figure 2—Functional MVDC block diagram

This functional breakdown allows the design of any kind of MVDC ship power system. The number of
blocks and modules is not limited to the number of blocks depicted in Figure 2.

An example, of how this functional diagram maps into a specific design is illustrated in Figure 3.
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Figure 3—Mapping of Figure 2 into specific engineering design
The following describes how the blocks of Figure 2 expand into the details of Figure 3:

— Shore power interface: Three-phase AC shore power is made available to the ship MVDC
distribution bus by stepping its voltage up or down to the MVDC bus level with a transformer and
rectifying the result with an AC/DC converter.

— Power generation: In this example, MVDC power is generated onboard the ship through the use of
gas turbine-driven generator sets. In order to meet the total installed power requirement, two large-
capacity “main” generator sets (e.g., 36 MW) can be supplemented with two or more small-
capacity “auxiliary” generator sets (e.g., 4 MW). For example, high-speed permanent magnet AC
generators can employ simple, low-cost, diode rectifiers to supply DC power to the MVDC
distribution bus. If bi-directional (active) rectifiers are employed, adequate protection and control
shall prevent reverse power flow (from the system into the generator sets) to avoid damage to the
prime mover. Note that unidirectional fuel cell systems, which provide electrical power from fuel,
are classified as power generation.

— Energy storage: Since the response time of generator sets to power fluctuations is low to moderate,
sudden demands or rejections in DC bus power caused by step-loads from pulsed load devices or
the loss of a generator set or shore power are met through the use of quick response energy storage
devices. Furthermore, energy storage devices may be used to enable a dark ship system restart. All
energy storage devices such as capacitor banks or flywheels charge from, and discharge to, the
MVDC distribution bus via bi-directional DC/DC converters. Note that only bi-directional fuel cell
systems, which also allow the generation of fuel from electricity, may be classified as energy
storage devices.
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