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Abstract: This standard provides a set of extensions to the IEEE 1364™ Verilog® hardware
description language (HDL) to aid in the creation and verification of abstract architectural level
models. It also includes design specification methods, embedded assertions language, testbench
language including coverage and an assertions application programming interface (API), and a
direct programming interface (DPI). This standard enables a productivity boost in design and
validation and covers design, simulation, validation, and formal assertion-based verification flows.
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IEEE Standards documents are developed within the IEEE Societies and the Standards Coordinating
Committees of the IEEE Standards Association (IEEE-SA) Standards Board. The IEEE develops its standards
through a consensus development process, approved by the American National Standards Institute, which brings
together volunteers representing varied viewpoints and interests to achieve the final product. Volunteers are not
necessarily members of the Institute and serve without compensation. While the IEEE administers the process
and establishes rules to promote fairness in the consensus development process, the IEEE does not independently
evaluate, test, or verify the accuracy of any of the information contained in its standards.

Use of an IEEE Standard is wholly voluntary. The IEEE disclaims liability for any personal injury, property or
other damage, of any nature whatsoever, whether special, indirect, consequential, or compensatory, directly or
indirectly resulting from the publication, use of, or reliance upon this, or any other IEEE Standard document.

The IEEE does not warrant or represent the accuracy or content of the material contained herein, and expressly
disclaims any express or implied warranty, including any implied warranty of merchantability or fitness for a spe-
cific purpose, or that the use of the material contained herein is free from patent infringement. IEEE Standards
documents are supplied “AS IS.”

The existence of an IEEE Standard does not imply that there are no other ways to produce, test, measure,
purchase, market, or provide other goods and services related to the scope of the IEEE Standard. Furthermore, the
viewpoint expressed at the time a standard is approved and issued is subject to change brought about through
developments in the state of the art and comments received from users of the standard. Every IEEE Standard is
subjected to review at least every five years for revision or reaffirmation. When a document is more than five
years old and has not been reaffirmed, it is reasonable to conclude that its contents, although still of some value,
do not wholly reflect the present state of the art. Users are cautioned to check to determine that they have the
latest edition of any IEEE Standard.

In publishing and making this document available, the IEEE is not suggesting or rendering professional or other
services for, or on behalf of, any person or entity. Nor is the IEEE undertaking to perform any duty owed by any
other person or entity to another. Any person utilizing this, and any other IEEE Standards document, should rely
upon the advice of a competent professional in determining the exercise of reasonable care in any given
circumstances.

Interpretations: Occasionally questions may arise regarding the meaning of portions of standards as they relate to
specific applications. When the need for interpretations is brought to the attention of IEEE, the Institute will initiate
action to prepare appropriate responses. Since IEEE Standards represent a consensus of concerned interests, it is
important to ensure that any interpretation has also received the concurrence of a balance of interests. For this
reason, IEEE and the members of its societies and Standards Coordinating Committees are not able to provide an
instant response to interpretation requests except in those cases where the matter has previously received formal
consideration. At lectures, symposia, seminars, or educational courses, an individual presenting information on
IEEE standards shall make it clear that his or her views should be considered the personal views of that individual
rather than the formal position, explanation, or interpretation of the IEEE.

Comments for revision of IEEE Standards are welcome from any interested party, regardless of membership affil-
iation with IEEE. Suggestions for changes in documents should be in the form of a proposed change of text,
together with appropriate supporting comments. Comments on standards and requests for interpretations should
be addressed to:

Secretary, IEEE-SA Standards Board

445 Hoes Lane

Piscataway, NJ 08854

USA

NOTE—Attention is called to the possibility that implementation of this standard may require use of subject
matter covered by patent rights. By publication of this standard, no position is taken with respect to the
existence or validity of any patent rights in connection therewith. The IEEE shall not be responsible for
identifying patents for which a license may be required by an IEEE standard or for conducting inquiries into the
legal validity or scope of those patents that are brought to its attention.

Authorization to photocopy portions of any individual standard for internal or personal use is granted by the Insti-
tute of Electrical and Electronics Engineers, Inc., provided that the appropriate fee is paid to Copyright Clearance
Center. To arrange for payment of licensing fee, please contact Copyright Clearance Center, Customer Service,
222 Rosewood Drive, Danvers, MA 01923 USA; +1 978 750 8400. Permission to photocopy portions of any indi-
vidual standard for educational classroom use can also be obtained through the Copyright Clearance Center.
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Introduction

This introduction is not a part of IEEE Std 1800-2005, IEEE Standard for SystemVerilog: Unified Hardware
Design, Specification, and Verification Language.

The purpose of this standard is to provide the electronic design automation (EDA), semiconductor, and sys-
tem design communities with a well-defined and official IEEE unified hardware design, specification, and
verification standard language. The language is designed to coexist and enhance the hardware description
languages (HDLs) presently used by designers while providing the capabilities lacking in those languages.

SystemVerilog is a unified hardware design, specification, and verification language that is based on the
Accellera SystemVerilog 3.1a extensions to the Verilog HDL [B1]?, published in 2004. Accellera is a con-
sortium of EDA, semiconductor, and system companies. IEEE Std 1800 enables a productivity boost in
design and validation and covers design, simulation, validation, and formal assertion-based verification
flows.

SystemVerilog enables the use of a unified language for abstract and detailed specification of the design,
specification of assertions, coverage, and testbench verification that is based on manual or automatic meth-
odologies. SystemVerilog offers application programming interfaces (APIs) for coverage and assertions, a
vendor-independent API to access proprietary waveform file formats, and a direct programming interface
(DPI) to access proprietary functionality. SystemVerilog offers methods that allow designers to continue to
use present design languages when necessary to leverage existing designs and intellectual property. This
standardization project will provide the VLSI design engineers with a well-defined IEEE standard that meets
their requirements in design and validation and enables a step function increase in their productivity. This
standardization project will also provide the EDA industry with a standard to which they can adhere and
which they can support in order to deliver their solutions in this area.

Notice to users

Errata

Errata, if any, for this and all other standards can be accessed at the following URL: http:/stan-
dards.ieee.org/reading/icee/updates/errata/index.html. Users are encouraged to check this URL for errata
periodically.

Interpretations

Current interpretations can be accessed at the following URL: http:/standards.ieee.org/reading/ieee/interp/
index.html.

Patents

Attention is called to the possibility that implementation of this standard may require use of subject matter
covered by patent rights. By publication of this standard, no position is taken with respect to the existence or
validity of any patent rights in connection therewith. The IEEE shall not be responsible for identifying
patents or patent applications for which a license may be required to implement an IEEE standard or for
conducting inquiries into the legal validity or scope of those patents that are brought to its attention.

#The numbers in brackets correspond to the numbers in the bibliography in Annex K.
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Participants

The SystemVerilog Language Working Group is entity based. At the time this standard was completed, the
SystemVerilog Working Group had the following membership:

Johny Srouji, IBM, Chair
Shrenik Mehta, Sun Microsystems, Inc., Vice Chair
Dennis Brophy, Mentor Graphics Corporation, Secretary
Karen Pieper, Synopsys, Inc., Technical Chair
Stuart Sutherland, Sutherland HDL, Inc., Technical Editor

Victor Berman, Cadence Design Systems, Inc. Yossi Levy, Intel Corporation
Clifford Cummings, Sunburst Design, Inc. Rishiyur Nikhil, Bluespec, Inc.
Vassilios Gerousis, Accellera Alec Stanculescu, Fintronic USA

Oz Levia, Synopsys, Inc.
Work on this standard was divided among five primary committees.

The Champions Committee was responsible for ensuring consistency in the work done by each committee,
as well as between this standard and the Verilog standard (IEEE Std 1364b).

Karen Pieper, Synopsys, Inc., Chair
Tom Fitzpatrick, Mentor Graphics Corporation, Co-Chair

Shalom Bresticker, Intel Corporation Brad Pierce, Synopsys, Inc.

Surrendra Dudani, Synopsys, Inc. Dave Rich, Mentor Graphics Corporation
Neil Korpusik, Sun Microsystems, Inc. Stuart Sutherland, Sutherland HDL, Inc.
Francoise Martinolle, Cadence Design Systems, Inc. Bassam Tabbara, Novas Software, Inc.

The Basic/Design Committee (SV-BC) was responsible for the specification of the design features of

SystemVerilog.
Matt Maidment, Intel Corporation, Chair
Brad Pierce, Synopsys, Inc., Co-Chair
Cliff Cummings, Sunburst Design, Inc. Rishiyur Nikhil, Bluespec, Inc.
Surrendra Dudani, Synopsys, Inc. Karen Pieper, Synopsys, Inc.
Mark Hartoog, Synopsys, Inc. Logie Ramachandran, Synopsys, Inc.
Dan Jacobi, Intel Corporation Dave Rich, Mentor Graphics Corporation
Greg Jaxon, Synopsys, Inc. Steven Sharp, Cadence Design Systems, Inc.
Francoise Martinolle, Cadence Design Systems, Inc. Stuart Sutherland, Sutherland HDL, Inc.
Kathy McKinley, Cadence Design Systems, Inc. Gordon Vreugdenhil, Mentor Graphics Corporation
Don Mills, LCDM Engineering Doug Warmke, Mentor Graphics Corporation

The Enhancement Committee (SV-EC) was responsible for the specification of the testbench features of

SystemVerilog.
Mehdi Mohtashemi, Synopsys, Inc., Chair
Neil Korpusik, Sun Microsystems, Inc., Co-Chair
Stefen Boyd, Boyd Technology, Inc. Jay Lawrence, Cadence Design Systems, Inc.
Dennis Brophy, Mentor Graphics Corporation Francoise Martinolle, Cadence Design Systems, Inc.
Michael Burns, Motorola, Inc. Brad Pierce, Synopsys, Inc.
Kevin Cameron, Sonics, Inc. Dave Rich, Mentor Graphics Corporation
Cliff Cummings, Sunburst Design, Inc. Ray Ryan, Mentor Graphics Corporation
Surrendra Dudani, Synopsys, Inc. Arturo Salz, Synopsys, Inc.
Jeff Freedman, Mentor Graphics Corporation Stuart Sutherland, Sutherland HDL, Inc.

bInformation on references can be found in Clause 2.
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The Assertions Committee (SV-AC) was responsible for the specification of the assertion features of

SystemVerilog.
Faisal Haque, Cisco Systems, Inc., Chair
Arif Samad, Synopsys, Inc., Co-Chair
Doron Bustan, Freescale Semiconductor, Inc. Manisha Kulshrestha, Mentor Graphics Corporation
Ed Cerny, Synopsys, Inc. Joseph Lu, NVIDIA Corporation
Surrendra Dudani, Synopsys, Inc. Hillel Miller, Freescale Semiconductor, Inc.
John Havlicek, Motorola, Inc. Bassam Tabbara, Novas Software, Inc.

The C API Committee (SV-CC) was responsible for on the specification of the DPI, the assertions and cov-
erage APIs, and the Verilog programming interface (VPI) features of SystemVerilog.

Charles Dawson, Cadence Design Systems, Inc., Chair
Ghassan Khoory, Synopsys, Inc., Co-Chair

Tapati Basu, Synopsys, Inc. Michael Rohleder, Motorola, Inc.

Steven Dovich, Cadence Design Systems, Inc. Rob Slater, Freescale Semiconductor, Inc.
Ralph Duncan, Mentor Graphics Corporation John Stickley, Mentor Graphics Corporation
Jim Garnett, Mentor Graphics Corporation Stuart Sutherland, Sutherland HDL, Inc.

Joao Geada, CLK Design Automation Bassam Tabbara, Novas Software, Inc.
Andrzej Litwiniuk, Synopsys, Inc. Jim Vellenga, Cadence Design Systems, Inc.
Francoise Martinolle, Cadence Design Systems, Inc. Doug Warmke, Mentor Graphics Corporation

Sachchidananda Patel, Synopsys, Inc.

The following members of the entity balloting committee voted on this standard. Balloters may have voted
for approval, disapproval, or abstention.

Accellera JEITA

Bluespec, Inc. Mentor Graphics Corporation
Cadence Design Systems, Inc. Sun Microsystems, Inc.
Fintronic USA Sunburst Design, Inc.

IBM Sutherland HDL, Inc.
Infineon Technologies Synopsys, Inc.

Intel Corporation Synplicity

When the IEEE-SA Standards Board approved this standard on 8 November 2005, it had the following

membership:
Steve M. Mills, Chair
Richard H. Hulett, Vice Chair
Don Wright, Past Chair
Judith Gorman, Secretary
Mark D. Bowman William B. Hopf T. W. Olsen
Dennis B. Brophy Lowell G. Johnson Glenn Parsons
Joseph Bruder Herman Koch Ronald C. Petersen
Richard Cox Joseph L. Koepfinger* Gary S. Robinson
Bob Davis David J. Law Frank Stone
Julian Forster* Daleep C. Mohla Malcolm V. Thaden
Joanna N. Guenin Paul Nikolich Richard L. Townsend
Mark S. Halpin Joe D. Watson
Raymond Hapeman Howard L. Wolfman

*Member Emeritus
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Also included are the following nonvoting IEEE-SA Standards Board liaisons:

Satish K. Aggarwal, NRC Representative
Richard DeBlasio, DOE Representative
Alan H. Cookson, NIST Representative

Michelle D. Turner
1IEEE Standards Project Editor
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IEEE Standard for SystemVerilog—
Unified Hardware Design, Specification,
and Verification Language

1. Overview

1.1 Scope

This standard specifies extensions for a higher level of abstraction for modeling and verification with the
Verilog® hardware description language (HDL). These additions extend Verilog into the systems space and
the verification space. SystemVerilog is built on top of IEEE Std 1364™! for the Verilog HDL. This
standard includes design specification methods, embedded assertions language, testbench language
including coverage and assertions application programming interface (API), and a direct programming
interface (DPI).

Throughout this standard, the following terms apply:

—  Verilog refers to IEEE Std 1364 for the Verilog HDL.
—  Verilog-2001 refers to IEEE Std 1364-2001 [B4]2 for the Verilog HDL.
—  Verilog-1995 refers to IEEE Std 1364-1995 [B3] for the Verilog HDL.

—  SystemVerilog refers to the extensions to the Verilog standard (IEEE Std 1364) as defined in this
standard.

1.2 Purpose

SystemVerilog is built on top of IEEE Std 1364. SystemVerilog improves the productivity, readability, and
reusability of Verilog-based code. The language enhancements in SystemVerilog provide more concise
hardware descriptions, while still providing an easy route with existing tools into current hardware
implementation flows. The enhancements also provide extensive support for directed and constrained-
random testbench development, coverage-driven verification, and assertion-based verification.

nformation on references can be found in Clause 2.
2The numbers in brackets correspond to the numbers in the bibliography in Annex K.
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SystemVerilog adds extended and new constructs to Verilog, including the following:

— Extensions to data types for better encapsulation and compactness of code and for tighter
specification

— C data types: int, typedef, struct, union, enum
—  Other data types: bounded queues, logic (0, 1, X, Z) and bit (0, 1), tagged unions for safety

— Dynamic data types: string, classes, dynamic queues, dynamic arrays, associative arrays
including automatic memory management freeing users from deallocation issues

—  Dynamic casting and bit-stream casting
— Automatic/static specification on a per-variable-instance basis
—  Extended operators for concise description
—  Wild equality and inequality
—  Built-in methods to extend the language
—  Operator overloading
—  Streaming operators
—  Set membership
— Extended procedural statements
— Pattern matching on selection statements for use with tagged unions
—  Enhanced loop statements plus the foreach statement
—  C-like jump statements: return, break, continue
— final blocks that execute at the end of simulation (inverse of initial)
— Extended event control and sequence events
— Enhanced process control
— Extensions to always blocks to include synthesis consistent simulation semantics
— Extensions to fork..join to model pipelines and for enhanced process control
—  Fine-grain process control
— Enhanced tasks and functions
—  C-like void functions
—  Pass by reference
—  Default arguments
— Argument binding by name
—  Optional arguments
—  Import/export functions for DPI
— Classes: object-oriented mechanism that provides abstraction, encapsulation, and safe pointer
capabilities
— Automated testbench support with random constraints
— Interprocess communication synchronization
— Semaphores
— Mailboxes
— Event extensions, event variables, and event sequencing
— Clarification and extension of the scheduling semantics

—  Cycle-based functionality: clocking blocks and cycle-based attributes that help reduce develop-
ment, ease maintainability, and promote reusability

—  Cycle-based signal drives and samples

—  Synchronous samples
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— Race-free program context
— Assertion mechanism for verifying design intent and functional coverage intent
—  Property and sequence declarations
— Assertions and coverage statements with action blocks
—  Extended hierarchy support
— Packages for declaration encapsulation with import for controlled access
—  Compilation-unit scope nested modules and extern modules for separate compilation support
— Extension of port declarations to support interfaces, events, and variables
—  $root to provide unambiguous access using hierarchical references
— Interfaces to encapsulate communication and facilitate communication-oriented design
—  Functional coverage
—  DPI for clean, efficient interoperation with other languages (C provided)
— Assertion API
— Coverage API
— Dataread API
—  Verilog procedural interface (VPI) extensions for SystemVerilog constructs

—  Concurrent assertion formal semantics

1.3 Conventions used in this standard

This standard is organized into clauses, each of which focuses on a specific area of the language. There are
subclauses within each clause to discuss individual constructs and concepts. The discussion begins with an
introduction and an optional rationale for the construct or the concept, followed by syntax and semantic
descriptions, followed by examples and notes.

The terminology conventions used throughout this standard are as follows:

—  The word shall is used to indicate mandatory requirements strictly to be followed in order to con-
form to the standard and from which no deviation is permitted (shall equals is required to).

—  The word should is used to indicate that among several possibilities one is recommended as particu-
larly suitable, without mentioning or excluding others; or that a certain course of action is preferred
but not necessarily required; or that (in the negative form) a certain course of action is deprecated
but not prohibited (should equals is recommended that).

—  The word may is used to indicate a course of action permissible within the limits of the standard
(may equals is permitted to).

— The word can is used for statements of possibility and capability, whether material, physical, or
causal (can equals is able to).

1.4 Syntactic description

The main text uses the following conventions:
— [talicized font when a term is being defined

— Constant-width font for examples, file names, and references to constants, especially 0, 1, x, and
z values

— Boldface constant-width font for Verilog and SystemVerilog keywords, when referring to the
actual keyword
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The formal syntax of SystemVerilog is described using Backus-Naur Form (BNF). The following conven-
tions are used:

— Lowercase words, some containing embedded underscores, denote syntactic categories. For
example:

module_declaration

— Boldface-red characters denote reserved keywords, operators, and punctuation marks as a required
part of the syntax. For example:

module => ;

— A vertical bar (|) separates alternative items, unless it appears in boldface-red, in which case it
stands for itself. For example:

unary_operator ::=
P~ [ & ~& [~~~ [~
—  Square brackets ([ ] ) enclose optional items. For example:
input_declaration ::= input | range | list of variables ;

— Braces ( { } ) enclose a repeated item, unless it appears in boldface-red, in which case it stands for
itself. The item may appear zero or more times; the repetitions occur from left to right as with an
equivalent left-recursive rule. Thus, the following two rules are equivalent:

list of param assignments ::= param_assignment { , param_assignment }

list of param_assignments ::=
param_assignment
| list of param assignment, param_assignment

— If the name of any category starts with an italicized part, it is equivalent to the category name with-
out the italicized part. The italicized part is intended to convey some semantic information. For
example, “msb_index” and “Isb_index” are equivalent to “index.”

1.5 Use of color in this standard

This standard uses a minimal amount of color to enhance readability. The coloring is not essential and does
not affect the accuracy of this standard when viewed in pure black and white. The places where color is used
are the following:

—  Cross references that are hyperlinked to other portions of this standard are shown in underlined-blue
text (hyperlinking works when this standard is viewed interactively as a PDF file).

—  Syntactic keywords and tokens in the formal language definitions are shown in boldface-red text.

— Some figures use a minimal amount of color to enhance readability.

1.6 Contents of this standard

A synopsis of the clauses and annexes is presented as a quick reference. There are 31 clauses and 11
annexes. All clauses, as well as Annex A through Annex I, are normative parts of this standard. Annex J and
Annex K are included for informative purposes only.

Clause 1 describes the contents of this standard and the conventions used in this standard.
Clause 2 lists references to other standards that are required in order to implement this standard.

Clause 3 describes the lexical tokens used in SystemVerilog source text and their conventions. It describes
how to specify and interpret the lexical tokens.
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Clause 4 describes enhancements to Verilog data objects and data types, including new variable data objects
and types, net data type extensions, string types, enumerated types, user-defined types, structures, and
unions.

Clause 5 describes SystemVerilog arrays, including packed and unpacked arrays, dynamic arrays, associa-
tive arrays, queues, and various array methods.

Clause 6 describes declaring net, variable and constant data, enhanced rules on writing to variables, signal
aliasing, and type compatibility.

Clause 7 describes the object-oriented programming capabilities in SystemVerilog. Topics include defining
classes, dynamically constructing objects, inheritance and subclasses, data hiding and encapsulation, poly-
morphism, and parameterized classes.

Clause 8 describes new operators, rules on operations with SystemVerilog data types, operations on arrays,
operator methods, and operator overloading.

Clause 9 describes SystemVerilog enhanced simulation scheduling semantics.

Clause 10 describes enhancements to Verilog decision statements and looping constructs, new procedural
statements, £inal blocks, statement and block labels, enhanced event types and event control.

Clause 11 describes specialized procedural blocks for modeling combinational logic, latched logic, and
sequential logic; enhancements to Verilog continuous assignments; and process control.

Clause 12 describes numerous enhancements to Verilog tasks and functions, plus the syntax for importing
functions from a foreign language and exporting tasks and functions to a foreign language.

Clause 13 describes generating random numbers, constraining random number generation, dynamically
changing constraints, and seeding random number generators (RNGs) and randomized case statement
execution.

Clause 14 describes built-in semaphore and mailbox classes and describes enhanced Verilog event type and
operators.

Clause 15 defines clocking blocks, input and output skews, cycle delays, and default clocking.

Clause 16 describes the testbench program construct, the elimination of testbench race conditions, and pro-
gram control tasks.

Clause 17 describes immediate assertions, concurrent assertions, properties, sequences, sequence opera-
tions, multiclock sequences, clock resolution, and assertion binding.

Clause 18 describes coverage groups, coverage points, cross coverage, coverage options, and coverage
methods.

Clause 19 describes packages, compilation units ($unit), top-level instance ($root), nested modules, extern
modules, enhanced port declarations, time unit and precision, port connection rules, and name spaces.

Clause 20 describes interface syntax, interface ports, modports, interface tasks and functions, parameterized
interfaces, virtual interfaces, and accessing objects within interfaces.

Clause 21 describes enhancements to Verilog configurations.

Documents

Copyright © 2005 IEEE. All rights reserved. Documént Sharing Hub
Authorized licensed use limited to: Tsinghua University. Downloaded on February 25,2026 at 00:35:38 UTC from IEEE Xplore. Restrictions apply.

Full document details: IEEE 1800-2005


http://www.avadocuments.com/doc/ieee-1800-2005
http://www.avadocuments.com/doc/ieee-1800-2005

IEEE
Std 1800-2005 IEEE STANDARD FOR SYSTEMVERILOG:

Clause 22 describes several extensions to Verilog system tasks and system functions, including a $type-
name function, $bits size function, range function, array querying functions, assertion control tasks, random
number functions, program control tasks, coverage functions, and enhancements to Verilog system tasks and
system functions.

Clause 23 describes extensions to the Verilog ‘define and ‘include directives, and a new directives for con-
trolling keywords compatibility.

Clause 24 describes extensions to the value change dump (VCD) file to support SystemVerilog data objects
and data types.

Clause 25 covers the possible deprecation of the Verilog defparam statement and the Verilog procedural
assign/deassign statements.

Clause 26 describes SystemVerilog’s direct interface to foreign languages.

Clause 27 describes enhancements to the VPI object diagrams to support SystemVerilog constructs.
Clause 28 describes the assertion API in SystemVerilog.

Clause 29 describes the coverage API in SystemVerilog.

Clause 30 describes enhancements to the VPI to support accessing design and simulation data from files.
Annex A defines the formal syntax of SystemVerilog, using BNF.

Annex B lists the SystemVerilog keywords.

Annex C describes the system type definitions for mailbox, semaphore, randomize, and process.

Annex D defines a List package that implements a list data-structure, analogous to the standard template
library (STL).

Annex E describes a formal semantics for SystemVerilog concurrent assertions.
Annex F defines the C-language layer for the SystemVerilog DPI.
Annex G defines the standard svdpi . h include file for use with SystemVerilog DPI applications.

Annex H describes common guidelines for the inclusion of foreign language code into a SystemVerilog
application.

Annex I provides a listing of the contents of the sv_vpi user.h file, which extends the Verilog
vpi_user.h include file.

Annex J defines terms that are used in this standard.

Annex K lists reference documents that are related to this standard.
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1.7 Examples

Several small SystemVerilog code examples are shown throughout this standard. These examples are infor-
mative. They are intended to illustrate the usage of SystemVerilog constructs in a simple context and do not
define the full syntax.

1.8 Prerequisites

This standard presupposes a working knowledge of the Verilog HDL and the Verilog programming lan-
guage interface (PLI). Some clauses of this standard presuppose a working knowledge of the C program-
ming language.
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2. Normative references

The following referenced documents are indispensable for the application of this standard. For dated refer-
ences, only the edition cited applies. For undated references, the latest edition of the referenced document
(including any amendments or corrigenda) applies.

IEEE Std 1364™, IEEE Standard for Verilog Hardware Description Language.3 45

IEEE Std 754™, IEEE Standard for Binary Floating-Point Arithmetic.

3EEE publications are available from the Institute of Electrical and Electronics Engineers, 445 Hoes Lane, Piscataway, NJ 08854,
USA (http://standards.ieee.org/).

“This IEEE standards project was not approved by the IEEE-SA Standards Board at the time this publication went to press. For infor-
mation about obtaining a draft, contact the IEEE.

3The IEEE standards or products referred to in this clause are trademarks of the Institute of Electrical and Electronics Engineers, Inc.
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3. Literal values

3.1 Introduction

NOTE—The lexical conventions for SystemVerilog literal values are extensions of those for Verilog. SystemVerilog
adds literal time values, literal array values, literal structures, and enhancements to literal strings.6

3.2 Literal value syntax

’[ime_literal5 = // from A.
unsigned number time_unit
| fixed_point number time unit

So

4

time unit ::=s | ms | us | ns | ps | fs | step

number ::= / from A.8.7
integral number
| real number

integral number ::=
decimal_number
| octal number
| binary_number
| hex _number

decimal _number ::=
unsigned number
| [ size ] decimal base unsigned number
| [ size ] decimal base x digit { }
| [ size ] decimal base z digit { }

binary number ::= [ size | binary_base binary value
octal number ::= [ size ] octal base octal value
hex number ::= [ size | hex_base hex_value
sign ::=+ | -
size ::=non_zero_unsigned number
non_zero_unsigns—:*d_number1 ::=non_zero_decimal digit { | decimal digit}
real_number1 =
fixed point number

| unsigned number [ . unsigned number ] exp [ sign ] unsigned number
fixed _point_number1 ::=unsigned number . unsigned number
exp:=e|E
unsigned_number1 == decimal_digit { | decimal digit }

string_literal ::=" { Any_ASCII_Characters } " // from A.8.8

Syntax 3-1—Literal values (excerpt from Annex A)

Notes in text, tables, and figures are given for information only and do not contain requirements needed to implement this standard.
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3.3 Integer and logic literals

Literal integer and logic values can be sized or unsized, and they follow the same rules for signedness, trun-
cation, and left-extending as Verilog.

SystemVerilog adds the ability to specify unsized literal single-bit values with a preceding apostrophe ( * ),
but without the base specifier. All bits of the unsized value are set to the value of the specified bit. In a self-
determined context, these literals have a width of 1 bit, and the value is treated as unsigned.

‘o, "1, 'X, 'x, 'Z, 'z // sets all bits to this wvalue

3.4 Real literals

The default type is real for fixed-point format (e.g., 1. 2), and exponent format (e.g., 2. 0e10).

A cast can be used to convert literal real values to the shortreal type (e.g., shortreal’ (1.2) ). Cast-
ing is described in 4.14.

3.5 Time literals

Time is written in integer or fixed-point format, followed without a space by a time unit (fs ps ns us ms s
step). For example:

0.1lns
40ps

The time literal is interpreted as a realtime value scaled to the current time unit and rounded to the current
time precision.

NOTE—While s, ms, ns, ps, and fs are the usual SI unit symbols for second, millisecond, nanosecond, picosecond, and
femtosecond, due to lack of the Greek letter L (mu) in coding character sets, ‘us’ represents the SI unit symbol for micro-
second, properly s.

3.6 String literals

A string literal is enclosed in quotes and has its own data type. Nonprinting and other special characters are
preceded with a backslash. SystemVerilog adds the following special string characters:

\v vertical tab
\f form feed

\a bell
\x02 hex number

A string literal must be contained in a single line unless the new line is immediately preceded by a \ (back
slash). In this case, the back slash and the new line are ignored. There is no predefined limit to the length of
a string literal.

A string literal can be assigned to an integral type, as in Verilog. If the size differs, it is right justified.

byte c1 = "A" ; bit [7:0] 4 = "\n" ;
bit [0:11] [7:0] c2 = "hello world\n" ;
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A string literal can be assigned to an unpacked array of bytes. If the size differs, it is left justified.

byte ¢3 [0:12] = "hello world\n"

Packed and unpacked arrays are discussed in Clause 5. The difference between string literals and array liter-
als is discussed in 3.7.

String literals can also be cast to a packed or unpacked array, which shall follow the same rules as assigning
a literal string to a packed or unpacked array. Casting is discussed in 4.14.

SystemVerilog also includes a string data type to which a string literal can be assigned. Variables of type
string have arbitrary length; they are dynamically resized to hold any string. String literals are packed arrays
(of a width that is a multiple of 8 bits), and they are implicitly converted to the string type when assigned to
a string type or used in an expression involving string type operands (see 4.7).

3.7 Array literals

Array literals are syntactically similar to C initializers, but with the replicate operator ( {{}} ) allowed.

int nf1:2][1:3] = *{'{0,1,2},'{3{4}}};
The nesting of braces must follow the number of dimensions, unlike in C. However, replicate operators can
be nested. The inner pair of braces in a replication is removed. A replication expression only operates within
one dimension.

int n(1:2][1:6] = '{2{'{3{4, 5}}}}; // same as '{'{4,5,4,5,4,5},'{4,5,4,5,4,5}}

Array literals are array assignment patterns or pattern expressions with constant member expressions (see
8.13.1). An array literal must have a type, which may be either explicitly indicated with a prefix or implicitly
indicated by an assignment-like context.

typedef int triple [1:3];
$mydisplay (triple'{0,1,2});

Array literals can also use their index or type as a key and use a default key value (see 8.13.1).

triple b = '{1:1, default:0}; // indexes 2 and 3 assigned 0

3.8 Structure literals

Structure literals are structure assignment patterns or pattern expressions with constant member expressions
(see 8.13.2). A structure literal must have a type, which may be either explicitly indicated with a prefix or
implicitly indicated by an assignment-like context.

typedef struct {int a; shortreal b;} ab;

ab c;

c = {0, 0.0}; // structure literal type determined from
// the left-hand context (c)

Nested braces should reflect the structure. For example:
ab abarr[1:0] = '{'{1, 1.0}, '{2, 2.0}};

The C-like alternative ' {1, 1.0, 2, 2.0} for the preceding example is not allowed.

Documents

Copyright © 2005 IEEE. Al rights reserved. Docurhant Sharing Hub
Authorized licensed use limited to: Tsinghua University. Downloaded on February 25,2026 at 00:35:38 UTC from IEEE Xplore. Restrictions apply.

Full document details: IEEE 1800-2005


http://www.avadocuments.com/doc/ieee-1800-2005
http://www.avadocuments.com/doc/ieee-1800-2005

IEEE
Std 1800-2005 IEEE STANDARD FOR SYSTEMVERILOG:

Structure literals can also use member name and value or use data type and default value (see 8.13.2):

c = '{a:0, b:0.0}; // member name and value for that member
c = '{default:0}; // all elements of structure c are set to 0
d = ab'{int:1, shortreal:1.0}; // data type and default value for all members

// of that type

When an array of structures is initialized, the nested braces should reflect the array and the structure. For
example:

ab abarr[1:0] = '{'{1, 1.0}, '{2, 2.0}};

Replicate operators can be used to set the values for the exact number of members. The inner pair of braces
in a replication is removed.

struct {int X,Y,Z;} XYZ = '{3{1}};
typedef struct {int a,b[4];} ab_t;
int a,b,c;

ab_t v1[1:0] [2:0];

vi = '{2{"{3{a, "{2{b,c}}}}}};
/* expands to '{'{3{'{a,{2{b,c}}}}}, "{3{{a,'{2{b,c}}}}}} */

/* expands to '{'{'{a,'{2{b,c}}}, "{a, {2{b,c}}}, '{a, ' {2{b,c}}}},
{{a,{2{b,c}}}, {a, " {2{b,c}}}, " {a, " {2{b,c}}} } } */

"{a,"{b,c,b,c}},"{a,"{b,c,b,c}}},

/* expands to ' {a, " {b,c,b,c}}, ,
"{a,"{b,c,b,c}}, " {a, " {b,c,b,c}}}} */

{{
"{"{a,"{b,c,b,c}},
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4. Data types

4.1 Introduction

NOTE—To provide for clear translation to and from C, SystemVerilog supports the C built-in types, with the meaning
given by the implementation C compiler. However, to avoid the duplication of int and long without causing
confusion, int is 32 bits and longint is 64 bits in SystemVerilog. The C £loat type is called shortreal in
SystemVerilog so that it is not be confused with the Verilog real type.

Verilog has data objects that can take on values from a small number of predefined value systems: the set of 4-state logic
values, vectors and arrays of logic values, and the set of floating point values. SystemVerilog extends Verilog by intro-
ducing some of the data types that conventional programming languages provide, such as enumerations and structures.

In extending the type system, SystemVerilog makes a distinction between an object and its data type. A data type is a set
of values and a set of operations that can be performed on those values. Data types can be used to declare data objects or
to define user-defined data types that are constructed from other data types.

The Verilog logic system is based on a set of four state values: 0, 1, X, and Z. Although this 4-state logic is fundamental
to the language, it does not have a name. SystemVerilog has given this primitive data type a name, logic. This new
name can be used to declare objects and to construct other data types from the 4-state data type.

The additional strength information associated with bits of a net is not considered part of the data type.
SystemVerilog adds string, chandle, and class data types and enhances the Verilog event type.

Verilog provides arbitrary fixed-length arithmetic using 4-state logic. The 4-state type can have bits at X or Z, however.
Therefore, it may be less efficient than an array of bits because the operator evaluation must check for X and z, and twice
as much data must be stored. SystemVerilog adds a bit data type that can only have bits with 0 or 1 values. See 4.3.2 on
2-state data types.

User-defined types are introduced by typedef and must be defined before they are used. Data types can also be param-
eters to modules or interfaces, making them like class templates in object-oriented programming. One routine can be
written to reverse the order of elements in any array. Such a routine is impossible in C and in Verilog.

Structures and unions are complicated in C because the tags have a separate name space. SystemVerilog follows the C
syntax, but without the optional structure tags.

See also Clause 5 on arrays.
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4.2 Data type syntax

data type ;== / from A.2.2.1
integer _vector_type [ signing ] { packed dimension }

| integer atom_type [ signing |

| non_integer type

| struct union [ packed [ signing | ] { struct_union_member { struct union_member } }

{ packed_dimension }13

| enum [ enum_base type ] { enum name declaration {, enum name declaration } }
| string
| chandle
| virtual [ interface ] interface identifier
| [ class_scope | package scope ] type identifier { packed dimension }
| class_type
| event
| ps_covergroup_identifier

| typeireferenceﬁ

enum_base_type ::=
integer_atom_type [ signing |
| integer vector_type [ signing ] [ packed dimension ]
| type_identifier [ packed dimension 1?4

enum_name_declaration ::=
enum_identifier [ [ integral number [ : integral number | | ] [ = constant_expression ]

class_scope ::= class_type ::

class_type ::=
ps_class_identifier [ parameter_value assignment ]
{ :: class_identifier [ parameter value assignment | }

integer type ::= integer_vector_type | integer atom_type
integer atom_type ::= byte | shortint | int | longint | integer | time
integer _vector_type ::= bit | logic | reg
non_integer type ::=shortreal | real | realtime
net_type ::= supplyO | supplyl | tri | triand | trior | trireg | tri0 | tril | uwire | wire | wand | wor
signing ::= signed | unsigned
simple_type ::= integer_type | non_integer type | ps_type_identifier
struct_union_member& =
{ attribute_instance } [random_qualifier] data_type or void list of variable decl assignments ;
data type or void ::=data type | void
struct_union ::= struct | union [ tagged ]
type_reference ::=
type ( expressionZ’ )
| type ( data type)

variable decl assignment ::= // from A.2.4
variable identifier { variable dimension } [ = expression ]

| dynamic array variable identifier [ | [ = dynamic array new ]

| class_variable identifier [ = class new ]

| [ covergroup_variable_identifier | = new [ ( list_of arguments ) ]'°

Syntax 4-1—Data types (excerpt from Annex A)
Documents
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4.3 Integer data types

SystemVerilog offers several integer data types, representing a hybrid of both Verilog and C data types, as
shown in Table 4-1.

Table 4-1—Integer data types

shortint 2-state SystemVerilog data type, 16-bit signed integer

int 2-state SystemVerilog data type, 32-bit signed integer

longint 2-state System Verilog data type, 64-bit signed integer

byte 2-state SystemVerilog data type, 8-bit signed integer or ASCII character
bit 2-state System Verilog data type, user-defined vector size

logic 4-state System Verilog data type, user-defined vector size

reg 4-state Verilog data type, user-defined vector size

integer 4-state Verilog data type, 32-bit signed integer

time 4-state Verilog data type, 64-bit unsigned integer

4.3.1 Integral types

The term integral is used throughout this standard to refer to the data types that can represent a single basic
integer data type, packed array, packed struct, packed union, enum, Or time.

The term simple bit vector type is used throughout this standard to refer to the data types that can directly
represent a one-dimensional packed array of bits. The packed vector types of Verilog are simple bit vector
types, as are the integral types with predefined widths, such as byte. The SystemVerilog packed structure
types and multidimensional packed array types are not simple bit vector types, but each is equivalent (see
6.9.2) to some simple bit vector type, to and from which it can be easily converted.

4.3.2 2-state (two-value) and 4-state (four-value) data types

Types that can have unknown and high-impedance values are called 4-state types. These are logic, reg,
integer, and time. The other types do not have unknown values and are called 2-state types, for example,
bit and int.

The difference between int and integer is that int is a 2-state type and integer is a 4-state type. The 4-
state values have additional bits that encode the X and Z states. The 2-state data types can simulate faster,
take less memory, and are preferred in some design styles.

The Verilog keyword reg does not always accurately describe user intent. SystemVerilog adds the keyword
logic as a more descriptive term. The keywords logic and reg are equivalent types (see 6.9.2 for details
on type equivalence).

Automatic type conversions from a smaller number of bits to a larger number of bits involve zero extensions
if unsigned or sign extensions if signed. Automatic type conversions from a larger number of bits to a
smaller number of bits involve truncations of the most significant bits (MSBs). When a 4-state value is auto-
matically converted to a 2-state value, any unknown or high-impedance bits shall be converted to zeros.
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4.3.3 Signed and unsigned data types

Integer types use integer arithmetic and can be signed or unsigned. This affects the meaning of certain oper-
ators such as ‘<’, etc.

int unsigned ui;
int signed si;

The data types byte, shortint, int, integer, and longint default to signed. The data types bit, reg,
and logic default to unsigned, as do arrays of these types.

The signed keyword in the preceding example is part of Verilog. The unsigned keyword is a reserved
keyword in Verilog, but is not utilized.

See also Clause 8 on operators and expressions.

4.4 Real and shortreal data types

The real’ data type is from Verilog and is the same as a C double. The shortreal data type is a System-
Verilog data type and is the same as a C £loat.

4.5 Void data type

The void data type represents nonexistent data. This type can be specified as the return type of functions to
indicate no return value. This type can also be used for members of tagged unions (see 4.11).

4.6 Chandle data type

The chandle data type represents storage for pointers passed using the DPI (see Clause 26). The size of a
value of this data type is platform dependent, but shall be at least large enough to hold a pointer on the
machine in which the tool is running.

The syntax to declare a handle is as follows:
chandle variable name ;

where variable name is a valid identifier. Chandles shall always be initialized to the value null, which
has a value of 0 on the C side. Chandles are very restricted in their usage, with the only legal uses being as
follows:

—  Only the following operators are valid on chandle variables:
—  Equality (==), inequality (! =) with another chandle or with null

—  Case equality (===), case inequality (!==) with another chandle or with null (same seman-
tics as == and 1 =)

—  Chandles can be tested for a boolean value that shall be 0 if the chandle is null and 1 otherwise.
—  Only the following assignments can be made to a chandle:
— Assignment from another chandle

— Assignment to null

"The real and shortreal types are represented as described by IEEE Std 754.
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— Chandles can be inserted into associative arrays (refer to 5.9), but the relative ordering of any two
entries in such an associative array can vary, even between successive runs of the same tool.

— Chandles can be used within a class.
— Chandles can be passed as arguments to functions or tasks.

—  Chandles can be returned from functions.

The use of chandles is restricted as follows:
—  Ports shall not have the chandle data type.
— Chandles shall not be assigned to variables of any other type.
—  Chandles shall not be used as follows:
— In any expression other than as permitted in this subclause
— Asports
— In sensitivity lists or event expressions
— In continuous assignments
— In untagged unions

— In packed types

4.7 String data type

SystemVerilog includes a string data type, which is an ordered collection of characters. The length of a
string variable is the number of characters in the collection. Variables of type string are dynamic as
their length may vary during simulation. A single character of a string variable may be selected for
reading or writing by indexing the variable. A single character of a string variable is of type byte.
SystemVerilog also includes a number of special methods to work with strings.

Verilog supports string literals, but only at the lexical level. In Verilog, string literals behave like packed
arrays of a width that is a multiple of 8 bits. A string literal assigned to a packed array of an integral variable
of a different size is either truncated to the size of the variable or padded with zeroes to the left as necessary.

In SystemVerilog, string literals behave exactly the same as in Verilog. However, SystemVerilog also sup-
ports the string data type to which a string literal can be assigned. When using the string data type
instead of an integral variable, strings can be of arbitrary length and no truncation occurs. Literal strings are
implicitly converted to the string type when assigned to a string type or used in an expression involving
string type operands.

The indices of string variables shall be numbered from 0 to N—1 (where N is the length of the string) so
that index 0 corresponds to the first (leftmost) character of the string and index N—1 corresponds to the last
(rightmost) character of the string. The string variables can take on the special value “, which is the
empty string. Indexing an empty string variable shall be an out-of-bounds access.

A string shall not contain the special character "\ 0". Assigning the value 0 to a string character shall be
ignored.

The syntax to declare a string is as follows:
string variable name [= initial value];

where variable name is a valid identifier and the optional initial value can be a string literal or the
value “” for an empty string. For example:
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string myName = "John Smith";

330}

If an initial value is not specified in the declaration, the variable is initialized to
empty string has zero length.

, the empty string. An
SystemVerilog provides a set of operators that can be used to manipulate combinations of string variables
and string literals. The basic operators defined on the string data type are listed in Table 4-2.

A string literal can be assigned to a string or an integral type. If their size differs, the literal is right justi-
fied and either truncated on the left or zero filled on the left, as necessary. For example:

byte ¢ = "A"; // assign to c "A"
bit [10:0] a = "\x41l"; // assigns to a ‘b000_0100_0001
bit [1:4]1[7:0] h = "hello" ; // assigns to h "ello"

A string or a string literal can be assigned directly to a string variable. Integral types can be assigned to
a string variable, but require a cast. When casting an integral value to a string, the string variable shall
grow or shrink to accommodate the integral value. If the size (in bits) of the integral value is not a multiple
of 8, then the integral value is zero filled on the left.

A string literal assigned to a string variable is converted according to the following steps:
— Al "\ o~ characters in the string literal are ignored (i.e., removed from the string).
— If the result of the first step is an empty string literal, the string is assigned the empty string.

—  Otherwise, the string is assigned the remaining characters in the string literal.

Casting an integral value to a string variable proceeds in the following steps:

— If the size (in bits) of the integral value is not a multiple of 8, the integral value is left extended and
filled with zeros until its bit size is a multiple of 8. The extended value is then treated the same as a
string literal, where each successive 8 bits represent a character.

—  The steps described above for string literal conversion are then applied to the extended value.

For example:

string sl = "hello"; // sets sl to "hello"
bit [11:0] b = 12'ha4l;
string s2 = string’ (b); // sets s2 to 16'h0a4l

As a second example:

typedef reg [15:0] r t;
r t r;

integer i = 1;

string b = "";

string a = {"Hi", b};

r =1 t'(a); // OK

b = string’ (r); // OK

b = "Hi"; // OK

b = {5{"Hi"}}; // OK

a = {i{"Hi"}}; // OK (non constant replication)

r = {i{"Hi"}}; // invalid (non constant replication)

a = {i{b}}; // OK

a = {a,b}; // OK

a = {"Hi",b}; // OK

r = {"H",""}; // yields "H\O". "" is converted to 8'b0
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b = {rg","}; // yields "H". "" is the empty string
al0] = "h"; // OK, same as al[0] = "cough"
al0] = b; // invalid, requires a cast
all] = "\o"; // ignored, a is unchanged

Table 4-2—String operators

Operator Semantics

Strl == Str2 Equality. Checks whether the two strings are equal. Result is 1 if they are equal
and 0 if they are not. Both strings can be of type string. Or one of them can
be a string literal. If both operands are string literals, the operator is the same
Verilog equality operator as for integer types.

Strl != Str2 Inequality. Logical negation of ==

Strl < Str2 Comparison. Relational operators return 1 if the corresponding condition is true
Strl <= Str2 using the lexicographical ordering of the two strings Str1 and Str2. The com-
Strl > Str2 parison uses the compare string method. Both operands can be of type

Strl >= Str2 string, or one of them can be a string literal.

{stri,str2,...,Strn} Concatenation. Each operand can be of type string or a string literal (it shall

be implicitly converted to type string). If at least one operand is of type
string, then the expression evaluates to the concatenated string and is of type
string. If all the operands are string literals, then the expression behaves like
a Verilog concatenation of integral types; if the result is then used in an expres-
sion involving string types, it is implicitly converted to the string type.

{multiplier{str}} Replication. Str can be of type string or a string literal. Multiplier must be
of integral type and can be nonconstant. If multiplier is nonconstant or Str is of
type string, the result is a string containing N concatenated copies of Str,
where N is specified by the multiplier. If Str is a literal and the multiplier is
constant, the expression behaves like numeric replication in Verilog (if the result
is used in another expression involving string types, it is implicitly converted to
the string type).

Str [index] Indexing. Returns a byte, the ASCII code at the given index. Indexes range from
0 to N-1, where N is the number of characters in the string. If given an index out
of range, returns 0. Semantically equivalent to Str.getc (index), in4.7.3.

Str.method(...) The dot (. ) operator is used to invoke a specified method on strings.

SystemVerilog also includes a number of special methods to work with strings. These methods use the built-
in method notation. These methods are described in 4.7.1 through 4.7.15.

4.7.1 Len()

function int len()

— str.len() returns the length of the string, i.e., the number of characters in the string (excluding
any terminating character).

— Ifstris"", then str.len () returns 0.
4.7.2 Putc()
task putc(int i, byte c)

str.putc (i, c) replaces the ith character in str with the given integral value.
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— putc does not change the size of str: [f 1 <0 or i >=str.len(), then st is unchanged.

— if the second argument to putc is zero, the string is unaffected.
The putc method assignment str.putc (j, x) is semantically equivalent to str[j] = x.
4.7.3 Getc()

function byte getc(int i)

— str.getc (i) returns the ASCII code of the ith character in str.

— Ifi<Oori>=str.len(),then str.getc (i) returns 0.
The getc method assignment x = str.getc (j) is semantically equivalent to x = str[j].
4.7.4 Toupper()

function string toupper ()

— str.toupper () returns a string with characters in str converted to uppercase.

— strisunchanged.
4.7.5 Tolower()

function string tolower ()

— str.tolower () returns a string with characters in str converted to lowercase.

— strisunchanged.
4.7.6 Compare()

function int compare (string s)

— str.compare (s) compares str and s, as in the ANSI C strcmp function with regard to lexical
ordering and return value.

See the relational string operators in 4.7, Table 4-2.
4.7.7 lcompare()

function int icompare (string s)

— str.icompare (s) compares str and s, like the ANSI C strcmp function with regard to lexical
ordering and return value, but the comparison is case insensitive.

4.7.8 Substr()

function string substr(int i, int j)

— str.substr(i, j) returns a new string that is a substring formed by characters in position i
through j of str.

— 1Ifi<0,j<i,orj>=str.len(), substr() returns " " (the empty string).
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4.7.9 Atoi(), atohex(), atooct(), atobin()

function integer atoi ()

function integer atohex()
function integer atooct ()
function integer atobin()

— str.atoi() returns the integer corresponding to the ASCII decimal representation in str. For

example:
str = "123";
int i = str.atoi(); // assigns 123 to 1.

The conversion scans all leading digits and underscore characters ( _ ) and stops as soon as it
encounters any other character or the end of the string. It returns zero if no digits were encountered.
It does not parse the full syntax for integer literals (sign, size, tick, base).

— atohex interprets the string as hexadecimal.
— atooct interprets the string as octal.

— atobin interprets the string as binary.
4.7.10 Atoreal()

function real atoreal ()

— str.atoreal () returns the real number corresponding to the ASCII decimal representation in str.
The conversion parses Verilog syntax for real constants. The scan stops as soon as it encounters any
character that does not conform to this syntax or the end of the string. It returns zero if no digits were
encountered.

4.7.11 ltoa()

task itoa(integer i)

— str.itoa (i) stores the ASCII decimal representation of i into str (inverse of atoi).
4.7.12 Hextoa()

task hextoa(integer 1i)

— str.hextoa (i) stores the ASCII hexadecimal representation of i into str (inverse of atohex).
4.7.13 Octtoa()

task octtoa(integer 1i)

— str.octtoa (i) stores the ASCII octal representation of i into str (inverse of atooct).
4.7.14 Bintoa()

task bintoa(integer 1i)

— str.bintoa (i) stores the ASCII binary representation of i into str (inverse of atobin).
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4.7.15 Realtoa()

task realtoa(real r)

— str.realtoa(r) stores the ASCII real representation of r into str (inverse of atoreal).

4.8 Event data type

The event data type is an enhancement over Verilog named events. SystemVerilog events provide a handle
to a synchronization object. As in Verilog, event variables can be explicitly triggered and waited for.
Furthermore, SystemVerilog events have a persistent triggered state that lasts for the duration of the entire
time step. In addition, an event variable can be assigned another event variable or the special value null.
When assigned another event variable, both event variables refer to the same synchronization object. When
assigned null, the association between the synchronization object and the event variable is broken. Events
can be passed as arguments to tasks.

The syntax to declare an event is as follows:

event variable name [= initial valuel;

Where variable name is a valid identifier and the optional initial wvalue can be another event vari-
able or the special value null.

If an initial value is not specified, then the variable is initialized to a new synchronization object.

Examples:
event done; // declare a new event called done
event done too = done; // declare done_too as alias to done
event empty = null; // event variable with no synchronization object

Event operations and semantics are discussed in detail in 14.5.

4.9 User-defined types

type declaration ::= / from 4.2.1.3
typedef data_type type identifier { variable dimension } ;
| typedef interface instance_identifier . type identifier type_identifier ;
| typedef [ enum | struct | union | class | type identifier ;

Syntax 4-2—User-defined types (excerpt from Annex A)
The user can define a new type using typedef, as in C.
typedef int intPp;
This can then be instantiated as follows:
intP a, b;

A type can be used before it is defined, provided it is first identified as a type by an empty typedef:
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typedef foo;
foo £ = 1;

typedef int foo;

An empty typedef shall not be allowed with enumeration values. Enumeration values must be defined
before they are used.

User-defined type identifiers have the same scoping rules as data identifiers, except that hierarchical refer-
ence to type identifiers shall not be allowed. References to type identifiers defined within an interface
through ports are allowed provided they are locally redefined before being used.

interface intf i;
typedef int data t;

endinterface

module sub (intf i p)
typedef p.data t my data_t;
my data t data;
// type of 'data' will be int when connected to interface above

endmodule

User-defined type names must be used for complex data types in casting (see 4.14, below), which only
allows simple type names, and as type parameter values when unpacked array types are used.

Sometimes a user-defined type needs to be declared before the contents of the type have been defined. This
is of use with user-defined types derived from enum, struct, union, and class. For an example, see 7.24.
Support for this is provided by the following forms for typedef:

typedef enum type identifier;

typedef struct type identifier;
typedef union type identifier;
typedef class type identifier;

typedef type identifier;

While an empty user-defined type declaration is useful for coupled definitions of classes as shown in 7.24, it
cannot be used for coupled definitions of structures because structures are statically declared and there is no
support for pointers to structures.

The last form shows that the type of the user-defined type does not have to be defined in the forward
declaration.

The actual type definition of a forward typedef declaration shall be resolved within the same local scope or
generate block. Importing a typedef from a package into a local scope can also resolve a type definition.
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4.10 Enumerations

data_type ::= // from A.2.2.1

| enum [ enum_base type ] { enum_name_declaration { , enum_name_declaration } }

enum_base type ::=
integer atom_type [ signing |
| integer vector type [ signing ] [ packed dimension ]

| type identifier [ packed dimension ]24

enum_name_declaration ::=
enum_identifier [ [ integral number [ : integral number | | ] [ = constant_expression ]

Syntax 4-3—Enumerated types (excerpt from Annex A)

An enumerated type declares a set of integral named constants. Enumerated data types provide the capability
to abstractly declare strongly typed variables without either a data type or data value(s) and later add the
required data type and value(s) for designs that require more definition. Enumerated data types also can be
easily referenced or displayed using the enumerated names as opposed to the enumerated values.

In the absence of a data type declaration, the default data type shall be int. Any other data type used with
enumerated types shall require an explicit data type declaration.

An enumerated type defines a set of named values. In the following example, 1ight1 and 1ight2 are
defined to be variables of the anonymous (unnamed) enumerated int type that includes the three members:
red, yellow, and green.

enum {red, yellow, green} lightl, light2; // anonymous int type

An enumerated name with x or z assignments assigned to an enum with no explicit data type or an explicit
2-state declaration shall be a syntax error.

// Syntax error: IDLE=2'b00, XX=2'bx <ERROR>, S1=2'b01, $2=2'bl0
enum {IDLE, XX='x, S1=2'b01, S2=2'bl0} state, next;

An enum declaration of a 4-state type, such as integer, that includes one or more names with x or z assign-
ments shall be permitted.

// Correct: IDLE=0, XX='x, Sl=1, S2=2
enum integer {IDLE, XX='x, S1='b01l, S2='bl0} state, next;

An unassigned enumerated name that follows an enum name with x or z assignments shall be a syntax error.

// Syntax error: IDLE=2'b00, XX=2'bx, S1=??, S2=2?7?
enum integer {IDLE, XX='x, S1, S2} state, next;

The values can be cast to integer types and increment from an initial value of 0. This can be overridden.
enum {bronze=3, silver, gold} medal; // silver=4, gold=5

The values can be set for some of the names and not set for other names. The optional value of an enum
named constant is an elaboration time constant expression (see 6.3) and can include references to parame-
ters, local parameters, genvars, other enum named constants, and constant functions of these. Hierarchical
names and const variables are not allowed. A name without a value is automatically assigned an increment
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of the value of the previous name. It shall be an error if incrementing the previous value causes an overflow
within the significant digits of the enumerated type.

// ¢ 1s automatically assigned the increment-value of 8
enum {a=3, b=7, c} alphabet;

If an automatically incremented value is assigned elsewhere in the same enumeration, this shall be a syntax
error.

// Syntax error: c and d are both assigned 8
enum {a=0, b=7, c, d=8} alphabet;

If the first name is not assigned a value, it is given the initial value of 0.

// a=0, b=7, c=8
enum {a, b=7, c} alphabet;

Any enumeration encoding value that is outside the representable range of the enum shall be an error. If any
of the enum members are defined with a different sized constant, this shall be a syntax error.

// Correct declaration - bronze and gold are unsized
enum bit [3:0] {bronze='h3, silver, gold='h5} medal4;

// Correct declaration - bronze and gold sizes are redundant
enum bit [3:0] {bronze=4'h3, silver, gold=4'h5} medal4;

// Error in the bronze and gold member declarations
enum bit [3:0] {bronze=5'h13, silver, gold=3'h5} medal4;

// Error in c declaration, requires at least 2 bits
enum bit [0:0] {a,b,c} alphabet;

Type checking of enumerated types used in assignments, as arguments, and with operators is covered in
4.10.3. Like C, there is no overloading of literals; therefore, medal and medal4 cannot be defined in the same
scope because they contain the same names.

4.10.1 Defining new data types as enumerated types

A type name can be given so that the same type can be used in many places.

typedef enum {NO, YES} boolean;
boolean myvar; // named type

4.10.2 Enumerated type ranges

A range of enumeration elements can be specified automatically, via the syntax shown in Table 4-3.

Table 4-3—Enumeration element ranges

name Associates the next consecutive number with name.

name = C Associates the constant C to name.

name [N] Generates N named constants in the sequence: name0, namel,..., nameN-1. N shall be a
positive integral number.
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Table 4-3—Enumeration element ranges (continued)

name[N] =C Optionally, a constant can be assigned to the generated named constants to associate that
constant to the first generated named constant; subsequent generated named constants are
associated consecutive values.

N shall be a positive integral number.

name [N:M] Creates a sequence of named constants starting with nameN and incrementing or decre-
menting until reaching named constant nameM.
N and M shall be nonnegative integral numbers.

name[N:M] =C Optionally, a constant can be assigned to the generated named constants to associate that
constant to the first generated named constants; subsequent generated named constants are
associated consecutive values.

N and M shall be nonnegative integral numbers.

For example:
typedef enum { add=10, sub[5], jmp[6:8] } E1;

This example defines the enumerated type E1, which assigns the number 10 to the enumerated named con-
stant add. It also creates the enumerated named constants sub0, subl, sub2, sub3, and sub4 and assigns
them the values 11...15, respectively. Finally, the example creates the enumerated named constants jmpé,
jmp7, and jmp8 and assigns them the values 16 through 18, respectively.

enum { register[2] = 1, register[2:4] = 10 } vr;

The example above declares enumerated variable vr, which creates the enumerated named constants
register0 and registerl, which are assigned the values 1 and 2, respectively. Next, it creates the enu-
merated named constants register2, register3, and register4 and assigns them the values 10, 11,
and 12.

4.10.3 Type checking

SystemVerilog enumerated types are strongly typed; thus, a variable of type enum cannot be directly
assigned a value that lies outside the enumeration set unless an explicit cast is used or unless the enum vari-
able is a member of a union. This is a powerful type-checking aid that prevents users from accidentally
assigning nonexistent values to variables of an enumerated type. The enumeration values can still be used as
constants in expressions, and the results can be assigned to any variable of a compatible integral type.

Both the enumeration names and their integer values must be unique. The values can be set to any integral
constant value or auto-incremented from an initial value of 0. It is an error to set two values to the same
name or to set a value to the same auto-incremented value.

Enumerated variables are type-checked in assignments, arguments, and relational operators. Enumerated
variables are auto-cast into integral values, but assignment of arbitrary expressions to an enumerated vari-
able requires an explicit cast.

For example:
typedef enum { red, green, blue, yellow, white, black } Colors;

This operation assigns a unique number to each of the color identifiers and creates the new data type
Colors. This type can then be used to create variables of that type.
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Colors c;

¢ = green;

c = 1; // Invalid assignment

if (1 == ¢ ) // OK. ¢ is auto-cast to integer

In the example above, the value green is assigned to the variable ¢ of type Colors. The second assignment
is invalid because of the strict typing rules enforced by enumerated types.

Casting can be used to perform an assignment of a different data type, or an out-of-range value, to an enu-
merated type. Casting is discussed in 4.10.4, 4.14, and 4.15.

4.10.4 Enumerated types in numerical expressions

Elements of enumerated type variables can be used in numerical expressions. The value used in the expres-
sion is the numerical value associated with the enumerated value. For example:

typedef enum { red, green, blue, yellow, white, black } Colors;

Colors col;
integer a, b;

a = blue * 3;
col = yellow;
b = col + green;

From the previous declaration, blue has the numerical value 2. This example assigns a the value of 6 (2*3),
and it assigns b a value of 4 (3+1).

An enum variable or identifier used as part of an expression is automatically cast to the base type of the
enum declaration (either explicitly or using int as the default). A cast shall be required for an expression
that is assigned to an enum variable where the type of the expression is not equivalent to the enumeration
type of the variable.

Casting to an enum type shall cause a conversion of the expression to its base type without checking the
validity of the value (unless a dynamic cast is used as described in 4.15).

typedef enum {Red, Green, Blue} Colors;
typedef enum {Mo,Tu,We,Th,Fr,Sa,Su} Week;
Colors C;

Week W;

int I;

(@]
Il

Colors!' (C+1) ; // C is converted to an integer, then added to
// one, then converted back to a Colors type

C=C+ 1; C++; C+=2; C = I; // Illegal because they would all be
// assignments of expressions without a cast

C = Colors' (Su) ; // Legal; puts an out of range value into C

H
I

C + W; // Legal; C and W are automatically cast to int

SystemVerilog includes a set of specialized methods to enable iterating over the values of enumerated types.
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4.10.4.1 First()
The prototype for the £irst () method is as follows:
function enum first () ;
The first () method returns the value of the first member of the enumeration.
4.10.4.2 Last()
The prototype for the 1ast () method is as follows:
function enum last();
The 1ast () method returns the value of the last member of the enumeration.
4.10.4.3 Next()
The prototype for the next () method is as follows:
function enum next ( int unsigned N = 1 );
The next () method returns the Nth next enumeration value (default is the next one) starting from the
current value of the given variable. A wrap to the start of the enumeration occurs when the end of the enu-
meration is reached. If the given value is not a member of the enumeration, the next () method returns the
default initial value for the enumeration.

4.10.4.4 Prev()

The prototype for the prev () method is as follows:

function enum prev( int unsigned N = 1 );
The prev () method returns the Nth previous enumeration value (default is the previous one) starting from
the current value of the given variable. A wrap to the end of the enumeration occurs when the start of the
enumeration is reached. If the given value is not a member of the enumeration, the prev () method returns
the default initial value for the enumeration.

4.10.4.5 Num()
The prototype for the num () method is as follows:
function int num() ;
The num () method returns the number of elements in the given enumeration.

4.10.4.6 Name()

The prototype for the name() method is as follows:

function string name () ;

The name () method returns the string representation of the given enumeration value. If the given value is
not a member of the enumeration, the name () method returns the empty string.
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4.10.4.7 Using enumerated type methods

The following code fragment shows how to display the name and value of all the members of an
enumeration:

typedef enum { red, green, blue, yellow } Colors;
Colors ¢ = c.first;
forever begin
$display( "%s : %d\n", c.name, c );
if( ¢ == c.last ) break;
c = c.next;
end

4.11 Structures and unions

data_type ::= / from A.2.2.1

| struct_union [ packed [ signing | ] { struct_union_member { struct union_member } }

{ packed_dimension }13

struct_union_memberz—6 =
{ attribute_instance } [random_qualifier] data type or void list of variable decl assignments ;

data_type or void ::=data_type | void
struct_union ::= struct | union [ tagged ]

Syntax 4-4—Structures and unions (excerpt from Annex A)
Structure and union declarations follow the C syntax, but without the optional structure tags before the “{‘.
struct { bit [7:0] opcode; bit [23:0] addr; }IR; // anonymous structure

// defines variable IR

IR.opcode = 1; // set field in IR.
Some additional examples of declaring structure and unions are as follows:

typedef struct {

bit [7:0] opcode;

bit [23:0] addr;
} instruction; // named structure type
instruction IR; // define variable

typedef union { int i; shortreal f; } num; // named union type

num n;
n.f = 0.0; // set n in floating point format

typedef struct {
bit isfloat;
union { int i; shortreal f; } n; // anonymous type

} tagged st; // named structure
tagged st al[9:0]; // array of structures

A structure can be assigned as a whole and passed to or from a function or task as a whole.
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Members of a structure data type may be assigned individual default member values by using an initial
assignment with the declaration of each member. The assigned expression must be a constant expression.

An example of initializing member of a structure type is as follows:

typedef struct {
int addr = 1 + constant;
int crc;
byte data [4] = '{4'{1}};
} packetl;

The structure can then be instantiated.

packetl pil; // initialization defined by the typedef.
// pl.crc will use the default value for an int

If an explicit initial value expression is used with the declaration of a variable, the initial assignment expres-
sion within the structure data type shall be ignored. Subclause 3.8 discusses assigning initial values to a
structure. For example:

packetl pi = '{1,2,'{2,3,4,5}}; //suppresses the typedef initialization

Members of unpacked structures containing a union as well as members of packed structures shall not be
assigned individual default member values.

The initial assignment expression within a data type shall be ignored when using a data type to declare a net
(see 6.5).

A packed structure is a mechanism for subdividing a vector into subfields that can be conveniently accessed
as members. Consequently, a packed structure consists of bit fields, which are packed together in memory
without gaps. An unpacked structure has an implementation-dependent packing, normally matching the C
compiler. A packed structure differs from an unpacked structure in that, when a packed structure appears as
a primary, it is treated as a single vector.

One special provision exists in order to simplify the use of unpacked unions: if an unpacked union contains
several unpacked structures that share a common initial sequence (see below) and if the unpacked union
object currently contains one of these structures, it is permitted to inspect the common initial part of any of
them anywhere that a declaration of the complete type of the union is visible. Two structures share a com-
mon initial sequence if corresponding members have equivalent types for a sequence of one or more initial
members.

Like a packed array, a packed structure can be used as a whole with arithmetic and logical operators. The
first member specified is the most significant and subsequent members follow in decreasing significance.
The structures are declared using the packed keyword, which can be followed by the signed or unsigned
keyword, according to the desired arithmetic behavior. The default is unsigned:

struct packed signed {
int a;
shortint b;
byte c;
bit [7:0] d;
} packl; // signed, 2-state

struct packed unsigned ({
time a;
integer b;
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logic [31:0] c;
} pack2; // unsigned, 4-state

If all data types within a packed structure are 2-state, the structure as a whole is treated as a 2-state vector.

If any data type within a packed structure is 4-state, the structure as a whole is treated as a 4-state vector. If
there are also 2-state members in the structure, there is an implicit conversion from 4-state to 2-state when
reading those members and from 2-state to 4-state when writing them.

One or more bits of a packed structure can be selected as if it were a packed array, assuming an [n-1:0]
numbering:

packl [15:8] // ¢

Noninteger data types, such as real and shortreal, are not allowed in packed structures or unions.
Neither are unpacked arrays.

A packed structure can be used with a typedef.

typedef struct packed { // default unsigned
bit [3:0] GFC;
bit [7:0] VPI;
bit [11:0] VCI;
bit CLP;
bit [3:0] PT ;
bit [7:0] HEC;
bit [47:0] [7:0] Payload;
bit [2:0] filler;
} s_atmcell;

A packed union shall contain members that must be packed structures, or packed arrays or integer data types
all of the same size (in contrast to an unpacked union, where the members can be different sizes). This
ensures that a union member that was written as another member can be read back. A packed union can also
be used as a whole with arithmetic and logical operators, and its behavior is determined by the signed or
unsigned keyword, the latter being the default. One or more bits of a packed union can be selected as if it
were a packed array, assuming an [n—1:0] numbering.

If a packed union contains a 2-state member and a 4-state member, the entire union is 4-state. There is an
implicit conversion from 4-state to 2-state when reading and from 2-state to 4-state when writing the 2-state
member.

For example, a union can be accessible with different access widths:

typedef union packed { // default unsigned
s_atmcell acell;
bit [423:0] bit_slice;
bit [52:0] [7:0] byte slice;

} u_atmcell;

u_atmcell ul;

byte b; bit [3:0] nib;

b = ul.bit slice[415:408]; // same as b = ul.byte slice[51];
nib = ul.bit slice [423:420]; // same as nib = ul.acell.GFC;
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With packed unions, writing one member and reading another is independent of the byte ordering of the
machine, unlike an unpacked union of unpacked structures, which are C-compatible and have members in
ascending address order.

The signing of unpacked structures is not allowed. The following declaration would be considered illegal:

typedef struct signed {
int f1 ;
logic f2 ;
} sIllegalSignedUnpackedStructType; // illegal declaration

If no initial value is specified in the declaration of a variable of an unpacked union type, then the variable
shall be initialized to the default initial value for variables of the type of the first member in declaration order
of the union type.

The qualifier tagged in a union declares it as a tagged union, which is a type-checked union. An ordinary
(untagged) union can be updated using a value of one member type and read as a value of another member
type, which is a potential type loophole. A tagged union stores both the member value and a tag, i.e., addi-
tional bits representing the current member name. The tag and value can only be updated together consis-
tently using a statically type-checked tagged union expression (see 8.14). The member value can only be
read with a type that is consistent with the current tag value (i.e., member name). Thus, it is impossible to
store a value of one type and (mis)interpret the bits as another type.

Dynamic types and chandles shall not be used in untagged unions, but may be used in tagged unions.

In addition to type safety, the use of member names as tags also makes code simpler and smaller than code
that has to track unions with explicit tags. Tagged unions can also be used with pattern matching (see 10.4),
which improves readability even further.

In tagged unions, members can be declared with type void, when all the information is in the tag itself, as in
the following example of an integer together with a valid bit:

typedef union tagged ({
void Invalid;
int VvValid;

} vint;

A value of vInt type is either Invalid (and contains nothing) or valid (and contains an int). Subclause
8.14 describes how to construct values of this type and also describes how it is impossible to read an integer
out of a vInt value that currently has the Invalid tag.

For example:

typedef union tagged ({
struct {
bit [4:0] regl, reg2, regd;
Add;
union tagged
bit [9:0] JmpU;
struct {
bit [1:0] cc;
bit [9:0] addr;
JmpC;
Jmp ;
Instr;
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