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Abstract: The DNP3 protocol structure, functions, and application alternatives and the
corresponding conformance test procedures are specified. In addition to defining the structure
and operation of DNP3, three application levels that are interoperable are defined. The simplest
application is for low-cost distribution feeder devices, and the most complex is for full-featured
master stations. The intermediate application level is for substation and other intermediate
devices. The protocol is suitable for operation on a variety of communication media consistent
with the makeup of most electric power communication systems.
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Introduction

This introduction is not part of IEEE Std 1815-2010, IEEE Standard for Electric Power Systems Communications—
Distributed Network Protocol (DNP3).

0.1 DNP3 purpose and history

This Introduction discusses the creation and history of DNP3. The structure and operation of the protocol
may be easier to understand when taken in the context of the problems the designers of DNP3 intended to
solve.

0.1.1 Addressing an impediment to automation

Westronic Incorporated developed DNP3 between 1992 and 1994, intending it to be the first truly open,
truly useful protocol standard in the utility industry. Westronic was a manufacturer of remote terminal units
and a system integrator based in Calgary, Canada. It had made a reputation converting between the
hundreds of proprietary utility protocols in use at the time. This was not an easy task, however, and
Westronic management had become frustrated with trying to make its devices compatible with so many
proprietary protocols.

A proposal was made that Westronic should develop its own protocol but then release it to the industry.
The new protocol would incorporate the best features of the many protocols Westronic had encountered,
plus some new ideas. Westronic would place the specification under the control of an independent users’
group. Both utilities and vendors would be invited to be members, including Westronic’s competitors.
Westronic would not receive any money for the sale and distribution of the specification.

0.1.2 Rationale for a new protocol based on standards

Westronic was not the first to propose an open standard for the utility industry, but the designers of DNP3
did not find any of the existing efforts suitable. At the time when Westronic was considering DNP3, there
were two main candidates available for an open protocol:

— The Electrical Power Research Institute (EPRI) had recently released the Utility Communications
Architecture (UCA) version 1.0. However, version 1.0 listed a choice of protocol profiles only and
did not define any object models or services suitable for performing Supervisory Control and Data
Acquisition (SCADA) functions. At that point in the development of UCA, very few utilities or
vendors had provided input to the specification, and there were some serious concerns about
bandwidth usage. These drawbacks and others eventually led to the development of UCA 2.0. UCA
2.0 became an IEEE technical report in 1998 and eventually evolved into IEC 61850."

— The International Electrotechnical Commission (IEC) had developed the first few documents in the
IEC 60870-5 series of specifications, including the specifics of the Data Link Layer and general
definitions for the Application Layer. (At that time, it was called just 870-5.) Westronic had been
participating in this effort but felt that it was progressing too slowly. Furthermore, the IEC had
provided many options in the specification, and Westronic was worried the standard would not be
restrictive enough to promote interoperability. The IEC eventually released the 60870-5-101-
companion standard in 1995 to address these issues.

* Information on references can be found in Clause 2.
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In 1992, the IEC work seemed to be the more complete of the two efforts and had wider industry support at
the time. Westronic therefore decided to base DNP3 on the IEC work already completed. Even now, the
feature sets of IEC 60870-5-101:2003 [B5]° and DNP3 are very similar because the design teams built
them on the same basic research.

UCA was not forgotten. Westronic (by then called Harris Distributed Automation Products) circulated
versions of the DNP3 Basic 4 Document Set including a paper called “On the Road to Utility
Communications Architecture.” The thesis of this paper was that by standardizing on DNP3, utilities would
at least be reducing from many protocols to one. This would make it easy for utilities to later change to use
UCA. However, very few design elements ofs UCA found their way into this standard, other than a
generally layered architecture.

0.1.3 Need for scalability

The designers of DNP3 built it with several goals in mind, but the one that had the most impact on the final
protocol was the industry’s desire to limit the amount of bandwidth used. At that time, utilities considered a
link running at 1200 bits per second to be fairly quick. (Yes, there are areas where this is still true). Local
area networks (LANs) were for office computing only, and the thought of trusting one’s SCADA network
to a third-party telecom provider was heresy.

Power utilities had heard about layered protocols and the Open System Interconnection (OSI) model, but
they were unconvinced of their value in a SCADA protocol. The Internet was beginning to boom, of
course, but most utilities considered those protocols for business computing only. They were not for a
SCADA network. Those who followed such things may also have heard that there was a backlash against
the OSI model brewing. Protocols like Asynchronous Transfer Mode (ATM) and Frame Relay promised
higher performance by eliminating layers. No utility at that time would have used these protocols in their
network, but they probably heard that “layers are bad.”

Therefore, the designers of DNP3 gave themselves a design goal to reduce bandwidth and use as few layers
as possible.

This goal combined with the desire to be compliant with IEC 60870-5 resulted in the “Transport Function”
as it now exists: a header that is not quite part of the Data Link Layer and yet not quite a complete
Transport Layer. A later subclause will discuss the Transport Function in more detail.

0.1.4 Emphasis on reliability

While requesting less bandwidth, utilities refused to compromise on the requirement that a SCADA
protocol be extremely reliable. Early bit-oriented protocols had acquired a bad reputation because a change
of a single bit could result in a device operating the wrong switch. This led to utilities requiring in bid
specifications that vendors build select-before-operate, “I tell you twice,” functions into all protocols. A
few bad experiences made utilities paranoid about reliability to the point of writing it into contracts.

Therefore, when designing a frame format to use, the DNP3 designers chose the most reliable format they
could find. The IEC had done extensive modeling on reliability and had documented the results in
IEC 60870-5-1:1990 [B3]. Rather than reinvent the wheel, the designers picked the most reliable of the
several formats described in that specification, Frame Type 3 (FT3).

In the years that have passed, this decision has proven to be a good one. Many vendors have cursed the
calculations necessary for the many cyclic redundancy checks (CRCs). Many system engineers have cursed
the extra bandwidth overhead. However, DNP3’s reputation for reliability started well and has only
improved with the years.

® The numbers in brackets correspond to those of the bibliography in Annex E.
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0.1.5 Feature selection

Because the designers of DNP3 were from a systems integration company, they tried to incorporate into
DNP3 the best features of all the utility protocols they had encountered. These features included:

— Broadcasting. The ability to send a single message to multiple devices.

— Select-before-operate—or not. The ability to choose to use extra reliability when operating an
output, or to choose not to use it.

— Time-stamped data. Some of the most popular utility protocols, such as Modbus, had no way to
accurately time-stamp data. Vendors and utilities were forced to develop proprietary work-around
solutions. Other protocols supported time stamps on binary data only. DNP3 permits time stamps on
almost all data. This is a feature that is only now beginning to become popular as utilities are starting
to gather other types of historical data beyond the standard binary “sequence of events” log.

— Accurate time synchronization. Many earlier protocols had no way to account for transmission and
software delays when synchronizing. The method used in DNP3 is an amalgamation of several
different protocols’ solutions.

— Quality flags. Representing a maker of data concentrators, the designers provided a mechanism to
see whether data was valid, and why. Some protocols, designed by intelligent electronic device
(IED) vendors whose data was always online, did not include this feature.

— Multiple data formats. The ability to report data in a variety of formats: 16-bit, 32-bit, with a flag,
without a flag, floating-point, binary-coded decimal (BCD), packed, unpacked, and so on.

— Scan groups. The ability to define and ask for a large set of otherwise unrelated data using a single
request.

— Layer separation. Separating the function of “getting the data there” from the actual SCADA
functions.

— Report-by-exception. More than any other feature, the ability to reliably report only the changes in
data has helped make DNP3 successful.

— Internal indications. As several protocol efforts that are more recent than DNP3 have discovered, it
is extremely useful to have a global set of flags returned in each response. These flags indicate the
health of the device and the results of the last request.

Most of these features had been seen elsewhere, but this was the first time an open utility protocol had
attempted to do them all.

0.1.6 Rationale for DNP3 Subset Definitions

Unfortunately, the “best practices” approach to developing DNP3 was not perfect, causing a number of
features to be added that were not really in widespread use. A number of them existed only in Westronic
equipment. At various times, vendors have questioned the need for:

— So many different types of counters, particularly delta counters
— So many different types of binary output operations, especially control queuing
— So many different ways to format data (i.e., many qualifier codes)

— Pattern masks
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— Binary-coded decimal analogs
— Storage objects
— The ability to either write or operate an output

— So many layers of confirmation and segmentation

0.1.7 Features to support distributed capabilities

Another trend in the early 1990s was the move to put larger processors and more memory in SCADA
devices. Marketing and sales people were talking about “the intelligent network.” By this, they meant
pushing many of the functions previously performed only by master stations into remote devices. These
devices would be more independent and make more decisions on their own. Those who join the utility
industry these days are sometimes confused by the term “IED” meaning intelligent electronic device. They
say, “Aren’t all computing devices intelligent?” Yes, but it wasn’t always this way.

In terms of DNP3 design, the idea of “the intelligent network” translated to the following features:

— Spontaneous reporting. A device could transmit whenever it wanted, not just when polled by the
master. On multi-drop links, this led to the need for a collision avoidance mechanism.

— Meta-data. The DNP3 designers called a spontaneous message an “Unsolicited Response,” which
shows the mindset in those days. Most devices only sent data in response to a poll request.
Therefore, the master always knew what data was coming. For a device to send an unsolicited
message, it had to include not only the SCADA data itself but also information describing the data so
the master knew what it was. The term these days for such information is meta-data. It appears in
such modern technologies as Extensibe Markup Language (XML). At that time, though, it was a
very new concept for the utility industry.

— Wild-carding. Because the remote device was more intelligent, the designers gave it more choice in
the amount and format of the data it reported. A master could ask very simple questions, like “Give
me all your data” or “Give me your analog changes” and get very complex answers. Again, because
the answer did not exactly match the question, meta-data was required in the response.

— Self-description. The idea that a device could tell the master what data it had available, and how to
present it, was already around thanks to UCA 1.0. The DNP3 designers tried to incorporate some of
this ability into DNP3. The Device Profile Object and the use of floating-point with the units
transmitted were considered very advanced. Perhaps they were too advanced because they appeared
in very few implementations.

— Vendor-specific expansion. This standard includes the Private Registration Object, which permits
vendors to add proprietary extensions to the basic standard. The Private Registration Object
Descriptor permits a standard implementation to parse these extensions even though they are
proprietary. These objects, too, have not been very popular, but a few vendors have used them to
good effect.

— File transfer. The designers gave DNP3 file transfer capabilities so that an intelligent device could
download new configuration or software, or upload oscillography files. At the time DNP3 was
developed, few devices had flash memory, and only specialized fault recorder devices performed
oscillography. Now both are widespread.

— Program control. The ability to start and stop individual programs and processes on a remote device
was common in the factory automation industry. DNP3 provides a rudimentary mechanism to do
this.

The dream of the “intelligent network” has had mixed results. Some of these features, like spontaneous
reporting, meta-data, prioritization and wild-carding, have worked very well. They are probably some of
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the main reasons for DNP3’s popularity. Other features, like self-description, file transfer, floating-point,
program control, and collision avoidance, were not completely thought out. The DNP Technical Committee
was forced to revise these and issue technical bulletins clarifying their use. Some features have died a death
of obscurity.

However, history should not be a harsh judge. Many people take such features for granted these days, but it
is important to remember that DNP3 was there first.

0.1.8 Additional communications features

Because of the intense pressure to reduce bandwidth, and because the DNP3 designers had more expertise
in SCADA than in general data communications, a number of common communications features were “left
out” of the DNP3 definition. Many designers have subsequently mourned the absence of these features.
Some of them the DNP Technical Committee has attempted to “add on” afterward. Others the Committee
could only achieve now at the cost of obsoleting all existing implementations.

The following list of missing data communications features illustrates how well the DNP3 architecture
works despite the limitations imposed at its birth:

— Network layer. At one point, the designers actually wrote a specification for a DNP3 network layer,
but Westronic management did not approve it. In retrospect, this is just as well, because the Internet
Protocol (IP) network layer now used is far more popular.

— Application Layer addresses. The ability to select a particular logical device within a physical one
would have been useful. Most devices that support this feature have found a way around it through
local software mechanisms that use the Data Link address and/or physical port number as a key.

— Application and Transport Layer sequence number initialization. This has caused much grief over
the years and has been addressed as well as possible without causing obsolescence. Data
communications experts should note, therefore, that DNP3 is not quite connection-oriented and not
quite connectionless, but somewhere in between.

— Long sequence numbers. DNP3 sequence numbers are very short, which is good for bandwidth but
not for detecting duplicates. This is the reason Transmission Control Protocol (TCP) is required
when using DNP3 over wide area networks (WANSs), which turns out to be a very robust solution.

— Sequence number in Data Link Confirms. Without a sequence number, it is impossible to determine
which Data Link frame a Confirm frame is answering. On a serial point-to-point link, this is not a
problem, but on a WAN, Confirm frames could arrive out of order or be lost. Using TCP in WANs
addresses the issue on IP networks, but in theory, it could still cause problems in serial radio
networks. In practice, it generally works anyway. This problem was inherited from IEC 60870-5 and
cannot be changed without obsolescence.

— Sliding window. One constant of DNP3 has been that only one transaction can be outstanding at a
time. In theory, a device could send several response fragments very quickly for a particular request,
but over the years the DNP Technical Committee has decided that interoperability is best served by
enforcing a confirmation between each fragment.

— Access security. The designers of DNP3 purposely avoided dealing with this issue because of its
complexity. Fortunately, it may be possible to add security features without completely re-writing
the protocol.

— Version control. Most protocols tend to have an octet reserved to show the version of the protocol in
use. This was not included in the original DNP3 definition due to bandwidth reasons, but it may
reappear as part of the new self-description solution.
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— Overall length field. Segmentation and fragmentation would have been a lot easier and more robust,
and the LAN implementation would have been easier if each fragment had a length field at the
beginning. It was not included for bandwidth reasons. Again, various software solutions make it
work anyway, so perhaps it was the right decision.

0.1.9 Compatibility with IEC protocols

As discussed earlier, there were two reasons why the DNP3 designers wanted it to be compliant with the
IEC 60870-5 specifications:

— They wanted to take advantage of the excellent technical work done on reliability in the IEC 60870-
5 Data Link Layer specifications.

— They wanted to increase the acceptance of the protocol by showing it was based on standards work
that was already well known.

They were so successful in both efforts that even now some people are confused about whether DNP3 and
IEC 60870-5 are interoperable.

The answer is that they are not interoperable, although the DNP3 Data Link Layer could be considered
compliant to IEC 60870-5 Parts 1 [B3] and 2 [B4]. DNP3 was based on the drafts available at the time of
IEC 60870-5 Parts 1 through 5. These Parts of the specification described the Data Link Layer in great
detail and the Application Layer in general. There were several options specified for the Data Link Layer.

The DNP3 designers chose those options of Parts 1 [B3] and 2 [B4] they thought were most appropriate.
Unfortunately, when the IEC 60870-5-101:2003 [B5] companion standard was released with the details of
the Application Layer, it specified different Data Link Layer options than those the DNP3 designers had
chosen.

Therefore, DNP3 is considered compliant with IEC 60870-5-1:1990 [B3] and 60870-5-2:1992 [B4] but not
with IEC 60870-5-101:2003 [B5].

Table 0.1 shows the differences in the Data Link Layers of the two protocols.
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Table 0.1—Comparison of IEC 60870-5 and DNP3 Data Link Layers

system-dependent

Considered a single four-
octet “structured” address
for compliance purposes.

Options permitted in Chosen by
Feature IEC 60870-5-1:1990 [B3] Chosen by DNP3 IEC 60870-5-101:2003
and 2:1992 [B4] [B5]
Two-octet Source address
and two-octet Destination
. address. Single address, choice of
Addressing Single address, length either zero, one, or two

octets in length

Frame Format

Choice of FT1.1, FT1.2,
FT2, and FT3

FT3, transmitted
asynchronously

FT1.2

Multiple 16-bit CRCs over

Parity bits and one-octet

Rehablh'ty Varies per frame type each 16 octets of a 255-.octet checksum (not CRC)
Mechanism frame. Start and Stop bits,
. calculated over 255 octets
but no parity.
6 for the original FT3.
Hamming Varies per frame tvpe Some debate about the value 4
Distance p yP as currently used. See further
discussion in this clause.
Acknowledge- Either fixed-length or single- Fixed 10-octet only Either fixed-length or single-
ments octet octet
Procedures Balanced (no master) or Balanced onl Either Balanced or
Unbalanced (master polls) y Unbalanced
MethOd. for Multi- Unbalanced mode Collision Avoidance Unbalanced mode
Drop Links

0.1.9.1 Hamming Distance

Some critics of DNP3 have disputed DNP3’s right to claim a Hamming Distance of six. The “Hamming
Distance” of a protocol is the number of bit errors required in a frame before a receiver could incorrectly
identify a corrupted incoming frame as a valid frame. Critics argue that the original calculation was made
assuming the FT3 frame was transmitted synchronously, while DNP3 uses the FT3 frame format
asynchronously.

The main concern in this debate is inter-character gaps. If a gap is permitted between the octets of a 16-
octet block, noise could be introduced that might be misinterpreted as valid data. In fact, it has been shown
that there exists at least one case where an inter-character gap of exactly 1-bit time at the end of a message
can be misinterpreted, thereby resulting in a Hamming distance of 2. Critics claim that this standard has
never required that all octets of a block be transmitted together, and this reduces the theoretical reliability
of the protocol to below that of the FT1.2 frame.

However, years of use in hundreds of systems have proven DNP3’s reliability to be more than sufficient for
utility purposes. This may be due to the fact that most DNP3 devices transmit frames without inter-
character gaps, and receiving devices tend to start a timer or other mechanism that discards incoming
frames when inter-character gaps appear.

The inter-character concern with the DNP3 frame is similar to a problem that occurs in some IEC 608705-
101 systems. The FT1.2 frame’s reliability relies on the use of parity bits in each octet. However, many
utilities mistakenly use the protocol with modems that do not add, or actually remove, such parity bits. The
IEC is preparing an IEC 60870-5 standard that clarifies parity bits shall be used.
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0.1.9.2 Addressing of binary outputs

The other main issue concerning DNP3 compliance to IEC 60870-5 was the structure of the address field.
The IEC definition of the address field states that it is a single address, always addressing one end of the
link. This is the way IEC 60870-5-101:2003 [B5] uses the address field.

By including both a source and a destination in every message, the DNP3 designers permitted the use of
multiple masters on the same link, and peer-to-peer communications. This proved to be a powerful
argument in the acceptance of DNP3. Furthermore, since IEC 60870-5-2:1992 [B4] did not specify a
particular length of address, a four-octet address that just happened to be “structured” with two sub-
addresses could still be considered compliant.

0.1.9.3 Reality today

Although it was the topic of lively debate when DNP3 was first released, the question of whether DNP3
complies with IEC 60870-5 is essentially a moot point today. DNP3 may be considered compliant to Parts
1 and 2. One could even argue that DNP3 complies with the spirit, if not the letter, of Part 5, the general
Application Layer definition. However, the format of the IEC 60870-5-101 [B5] Application Layer is very
different from that of DNP3. It is clear the two protocols could never interoperate.

It is better to consider the two protocol suites as cousins with a common family tree and leave it at that.

0.1.10 Transport Function

The naming of the Transport Function always confuses newcomers to DNP3. Is it a true Transport Layer, is
it a part of the Data Link Layer, or is it something truly different?

The answer is that it really is something different, although it most closely resembles an additional field in
the Data Link Layer. It does not have its own addressing or acknowledgments, as a separate layer would.
There was no network layer in the original protocol definition, so the transport header was terminated at the
end of each physical link, just like the data link header. It does not have the long sequence numbers and
other features that would really enforce transmitting frames in sequence. Therefore, it does not seem to be a
Transport Layer.

However, if it were a field of the data link header, it would be included in every data link frame, and it is
not. Only those frames containing Application Layer data contain a transport header.

The reasons this strange “half-layer” exists are both political and technical. The designers of DNP3 decided
they wanted the Application Layer data broken into small segments suitable for passing over noisy links.
This capability would at a minimum require a new Data Link Layer field. However, they did not want to
add a new field for two reasons:

a) It would eliminate DNP3’s chances to be considered compliant to IEC 60870-5. As discussed
earlier, this was considered critical to DNP3’s acceptance by the industry.

b) Changing the structure of the FT3 frame could possibly compromise the calculated reliability of the
frame.

Therefore, the transport header was placed in front of the Application Layer header, in the user data field of
the Data Link Layer frame.

However, the next question was, “What to call it?” As noted in this clause, it had some of the
characteristics of a layer but not all of them. Furthermore, the designers knew there would be resistance to
any additional layers in the protocol. It was bad enough that they were dedicating a whole octet to the
segmentation and reassembly functions.
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Therefore, the name “Transport Function” was chosen, thus causing years of questions on hotlines, e-mails,
and training presentations.

Whatever it is, it makes DNP3 distinct. Along with Application Layer fragmentation, it permits a small,
low-powered device to report a nearly unlimited amount of data reliably over a noisy link.

0.1.11 DNP User’s Group

One feature of DNP3 that newcomers do not always appreciate is the organization that stands behind it.
Over the years, the DNP User’s Group has contributed at least as much to the protocol’s success as the
technical features of the protocol itself.

In roughly chronological order, here are the organizational features that helped DNP3 become popular:

— Membership that included both utilities and vendors

— Low membership fees

— Low cost of the specifications

— A structure consisting of steering, technical, and marketing committees

— The DNP3 Subset Definitions document

— Suggested wordings for utilities to specify DNP3

— Agreement that any non-backward compatible change shall be approved by the General Membership
— The DNP3 hotline, later to become an Internet chat session

— Booths at major trade shows

— Publishing membership lists so utilities could see the lists of vendors

— The DNP3 bulletin board, later to become a Web site

— The DNP3 e-mail mailing list

— The DNP Technical Committee mailing list, which can include non-committee members

— Publishing the technical committee minutes so the process remains open

— Technical bulletins clarifying areas of dispute when interoperability issues arose

— Agreement, first informal and then formal, that the president should always be from a utility
— The DNP3 IED Application Level Conformance Test Documents*

— The DNP3 WAN/LAN Specification

0.1.12 Summary

The following design goals, whether formally stated or not at the time, had a major impact on the structure
of DNP3:

¢ Refer to htp;//www.dnp.org.

i Documents

Copyright © 2010 IEEE. All rights reserved. Document Sharing Hub

Authorized licensed use limited to: Tsinghua University. Downloaded on February 25,2026 at 01:04:33 UTC from IEEE Xplore. Restrictions apply.

Full document details: IEEE 1815-2010


http://www.avadocuments.com/doc/ieee-1815-2010
http://www.avadocuments.com/doc/ieee-1815-2010

— Include the best features of the utility protocols in use at the time.

— Push the intelligence in the network toward the remote device.

— Try to comply as much as possible with existing standards efforts, especially IEC 60870-5.
— Use as little bandwidth as possible.

— Make it more reliable than anything that came before.

It is easy to see that these goals are necessarily contradictory. The resulting protocol was not perfect and
has been “patched up” over the years. However, it remains popular, open, reliable, and mostly backward-
compatible.

0.1.13 Background: Origins of the name “DNP3”

Few people seem to know what to call this protocol. Everyone knows it is DNP3, but is it “DNP 3,” “DNP
3.0,” “DNP V3.0,” or any combination of the above? Also, there are several different subset levels of
implementation, and a few non-backward-compatible changes have been made over the years.

As of Technical Bulletin TB2000-003: “Change Management,” the official name of the protocol is DNP3-
xxxX, where xxxx is the year of release of the Test Procedures to which a device complies. The subset level
is specified afterward, as in “DNP3-2000 Level 2.”

This naming convention represents an evolution of the name over the years:

— The original Basic 4 documentation referred to the protocol as “DNP V3.00.” No one has ever liked
saying the “V” part, so that name has never caught on.

— For those who were wondering: DNP V1.00 and DNP V2.00 are proprietary Westronic protocols
that were rarely used even at the time DNP3 was released.

— The user’s group is called just the “DNP User’s Group.” That saves it from having to worry about
version numbers in marketing information.

— The Subset Definitions defined the format DNP3-Lx, where x was the subset level. That never
caught on either, since utilities preferred to spell out the words “Level x” in their bid specs.

— When the Test Procedures were first published in 2000, there had to be some mechanism to
distinguish between an implementation that was compliant to the procedures and earlier
implementations that were not. The DNP Technical Committee therefore decided to use the year in
the specification, similar to the format used by the International Organization for Standardization
(ISO), IEEE, and IEC.

— The intent is that there shall never be a DNP 4.0, or even a DNP 3.1. To help illustrate this
commitment to backward compatibility, the DNP User’s Group changed the name from “DNP
V3.00” to “DNP3.” The name therefore remains recognizable while eliminating the “software
version” impression that the decimal point gave.

Some people rightly complain that it is redundant to say “DNP3 protocol” since the “P”” in DNP3 stands for
“Protocol” already. However, this truism does not seem to discourage people from using the phrase, and it
is likely to be heard for years to come.

Now if one could just figure out how a protocol that originally had no network layer ended up with the
name “Distributed Network Protocol.” One long-standing DNP3 user points out that the networks in
question are SCADA networks, which “bear scant resemblance to other things that people usually call
networks.” Perhaps this is the case.
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Ah well, a protocol by any other name is just as interoperable and reliable.

0.2 DNP3 overview

0.2.1 Basic messages and data flow

The document is a brief, but incomplete, overview of DNP3 messages and data flow. Its purpose is to
prepare the reader for what follows in the Application Layer, Transport Function, and Data Link Layer
specifications for DNP3.

This initial discussion of DNP3 uses the master—outstation model illustrated in Figure 0.1. This clause
omits many details to purposely keep the description straightforward.

Binary Master Binary Outstation
Input Binary Input Binary
(8] Output (8] Output
7] Analog |7 Analog
6 Alnalog Output 6 Analog Output
5] nput Counter 5] Input Counter
z Input z Input
3] 13
12| 12
] 1]
—OT | T |
User Layer User Layer
DNP3 DNP3
Application Layer Application Layer
Transport Function Transport Function
DNP3 DNP3
Data Link Layer Data Link Layer

//
- - /

Digits inside Physical Media Requests
boxes represent - =

index numbers Solicited and Unsolicited Responses

-
Confirmations
—_—

Figure 0.1—DNP3 master—outstation model

The User Layer in the master on the left side of the figure initiates a data transfer by causing its Application
Layer to send a request to the outstation. The request contains a function code and zero or more DNP3
objects that specify what data is wanted. The Application Layer passes the request on to the Transport
Function for partitioning into transmission-sized units and then on to the Data Link Layer. The Data Link
Layer adds addressing and error detection information and transmits the packet to the outstation over the
physical media.
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At the outstation on the right side, the Data Link Layer receives the octets from the physical layer and
checks for errors that were introduced while the packet was in transit. If no errors are detected, the
addressing and error detection information added by the transmitting Data Link Layer is stripped from the
message, and the remaining octets are passed on to the Application Layer. If necessary, the Transport
Function reassembles multiple packets into a complete request. The Application Layer then interprets the
function code and DNP3 objects in the message and indicates to the User Layer what data is desired.

The User Layer in the outstation initiates a response based on what data the master requested. It fetches
data, classifies it, and presents that data to the Application Layer. The Application Layer creates a message
with data formatted into DNP3 objects, passes it through the Transport Function, and then on to the Data
Link Layer for transmission to the master using methods similar to those employed by the master to send
its request.

Upon receipt of the response at the master, the layers perform address and error checking and reassembly
into a complete message for the Application Layer. This layer parses the DNP3 objects in the response and
presents the information to the User Layer. The User Layer can then store or operate on that data in a way
that is suitable for the end user.

The master always initiates control commands. These actuate device outputs or variables internal to the
outstation. The DNP3 User-to-Application Layer interface and transmission procedures are similar to those
discussed for data acquisition.

A transaction consists of a single request followed by a single response. A master sends a request and waits
for the response, or a timeout, before issuing another request. Multiple transactions may simultaneously
occur within a system. For example, consider the case where two masters each make requests to the same
outstation.

In some systems the master does not always directly initiate data transfer. DNP3 has provision for the
outstation to automatically send data when it detects a condition worthy of transmitting without a specific
master request. “Unsolicited responses” is the terminology applied to this type of operation because the
request is implied.

0.2.2 Layering

0.2.2.1 General

ISO defines a communication architecture that separates functions into seven layers called the OSI
reference model. DNP3 protocol is based on a simplified model termed the Enhanced Performance
Architecture (EPA) that consists of only three layers: Application, Data Link, and Physical. Figure 0.1
shows how DNP3 fits the EPA structure and communication model.

In theory, each layer in a layer stack performs a set of functions required to communicate with the same
layer in another device, relying on the next lower layer for more primitive functions. At the sending device,
each layer below the Application Layer receives data from the layer above for transmission. The layer adds
more information that enables the equivalent layer in the receiver to properly process the message. At the
receiving device, layers examine their layer specific information added by the corresponding layer at the
transmission site and process the message appropriately. The layer control information is stripped, and the
message is passed to the next higher layer.

The Transport Function within the Application Layer performs a layer-like function of partitioning large
messages into smaller messages that the Data Link Layer is capable of handling. The Transport Function is
sometimes referred to as a “pseudo layer.” In DNP3 the Application Layer, Transport Function, and the
Data Link Layer in the transmitter add information to the message for enabling the same layer or pseudo
layer in the receiver to process the message.
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0.2.2.2 Fragments, segments, and frames
Figure 0.2 illustrates the partitioning of large messages at the Application Layer into smaller units and the
addition of header information at each layer.

«—  Application Layer Messageg ———— >

j«—— 1st Fragment ——{  |=—— 2nd Fragment ——

Application
Layer
Fragments

Transport ety T TiA T T
SFunctlo:\ nib H H nin h ;
egments - P -
P /
1st // ) Last
LITIA T LiT LITIA LT LT
HiHiH HiH HiH HiHiH HiH HiH

Data Link Layer Frames

Transmission sequence =~ ———

L. Link Header

T - Transport Header H

A Application Header H

H

Figure 0.2—Fragmented Application Layer message

Figure 0.2 shows a fragmented Application Layer message, segmentation of each fragment by the
Transport Function, and how segments fit into Data Link Layer frames. This diagram does not show timing
and confirmation details but serves to demonstrate how the higher level parts nest inside the lower layer
structures. It also shows the relative positions of the Application Layer headers, the Transport Function
headers, and the Data Link Layer headers.

Table 0.2 provides a summary of the terminology and some brief information associated with each layer or

function.
Table 0.2—DNP3 layer summary
Layet: or Unit name Information
function
Application Application Perrmt.s the setting of an upper hmlt_ on the memory requirements for message
reception. Requests shall fit into a single fragment. Responses may require more
Layer Fragment
than one fragment.
Segmentation breaks a Data Link fragment into pieces that fit into a Data Link
Transport Transport frame. Each segment contains a Transport header, but only the first segment of any
Function Segment fragment contains an Application header. Each segment may have a maximum of
250 octets including the Transport header.
Data Link Data Link A Frame may have as many as 292 octets including its header and CRC octets.
Layer Frame Frames are designed for superior error detection.

0.2.3 Message sequences

Figure 0.3 illustrates a hypothetical sequence and the time relationship of fragments and frames as they
move between layers, and between the master and the outstation in a polled environment. Readers just
beginning to learn this standard are cautioned to only view the diagram as a means of gaining a general
overview.
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Figure 0.4 illustrates a hypothetical sequence and the time relationship of fragments and frames as they
move between layers, and between the master and the outstation in an unsolicited response environment.
Readers just beginning to learn this standard are cautioned to only view the diagram as a means of gaining
a general overview. Later, after studying the details, refer back to this figure when it may be more
meaningful.
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0.2.4 Data loss and efficiency

One of the fundamental goals of DNP3 is to prevent loss of data transferred from an outstation to the
master. Of special concern is the transfer of all binary input states, in sequence, and without missing any
transitions.

To increase the efficiency, DNP3 provides for report-by-exception whereby changes are transmitted soon
after they occur, and an occasional integrity poll is issued to synchronize the master and outstation
databases. When an outstation transmits changes, it shall request Application Layer confirmation. Only
after the master confirms receipt of the changes can the outstation assume the changes arrived at the master.

Outstation devices that are able to report all of their current data in a single frame are not required to
support report-by-exception.

0.2.5 Unsolicited responses

Unsolicited responses are messages spontaneously sent from an outstation without a specific request from a
master when “something of significance” occurs. The DNP3 protocol includes support for unsolicited
responses.

This method of operating has advantages in some applications. In a system with a large number of
outstations and a single master, changes at an outstation can reach the master often much faster because
there is no delay while waiting for a master poll. The communication costs to achieve faster polling in some
installations can be prohibitive, and the quickest notification of changes can occur if most of the messages
contain only changes and confirmations. Unsolicited operation may reduce costs where the owners choose
a “cost-per-byte” type of service.

On the other hand, equipment that implements unsolicited messages is more complex because the issues of
media access and collision avoidance should be dealt with. Master software requires accepting messages
from any of its outstations at any time. Another disadvantage is that system performance may become
unpredictable during periods of heavy communication.

Employing unsolicited reporting requires an engineering judgment based on numerous factors for each
individual system. There are no guarantees that unsolicited reporting is universally applicable for all
systems.

A description and rules for unsolicited responses are provided in Clause 4 through Clause 6 of this
standard.

0.2.6 IP networking

DNP3 was originally designed for serial octet streaming, point-to-point communications over voice grade
audio links, or hard-wired, multi-drop wire and fiber cabling. As IP networking evolved, users recognized a
need for devices to exchange DNP3 messages over these high-speed, packet-based, digital networks. DNP3
now includes this capability.

The approach taken was to place DNP3 as the user of an IP stack and to retain all the same Application
Layer, Transport Function, and Data Link Layer structures, objects, and formats as in the original DNP3.
Thus, DNP3 Data Link Layer frames are passed transparently across an IP network as TCP or User
Datagram Protocol (UDP) packets.
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A description and special rules are described in Clause 13 of this standard.

0.3 Organization of DNP3 Specification

The complete DNP3 Specification is organized into separate clauses wherein details of the DNP3 protocol
are documented as follows:

Clause 0 through Clause 3 and Annex B: ~ DNP3 Introduction (formerly known as Volume 1)

Clause 4 through Clause 7: Application Layer (formerly known as Volume 2)
Clause 8: Transport Function (formerly known as Volume 3)
Clause 9: Data Link Layer (formerly known as Volume 4)
Clause 10: Layer Independent Topics

(formerly known as Volume 5)
Clause 11, Clause 12, and Annex A: Data Object Library (formerly known as Volume 6)
Clause 13 and Annex C: IP Networking (formerly known as Volume 7)
Clause 14: Interoperability (formerly known as Volume 8)

0.4 Conventions used in this standard

0.4.1 NOTEs

Some NOTEs appear inside a box.°

This is a NOTE box. These are used to highlight special information that is not part of the protocol

specification but can help the reader.
NOTE

NOTE boxes also hold implementation suggestions.

0.4.2 Examples

Examples are preceded with a box describing what is illustrated below. The number EX 1 represents the
example number.

EX 1 | This example shows a request for all of the static binary inputs. Assume there are 18 binary inputs.

4 The DNP3 Specification was identified by volumes prior to IEEE Std 1815-2010 standardization.
¢ Notes in text, tables, and figures of a standard are given for information only and do not contain requirements needed to implement
this standard.
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0.4.3 Single master, single outstation perspective

The DNP3 protocol is suitable for systems with one or more master stations, one or more outstations, and
peer-to-peer arrangements. In general, this specification was written from the perspective of a single master
and a single outstation to make the documents easier to understand without the additional complexities
involved.

A separate subclause (13.2.3.5) is devoted to discussion of multi-master systems and their special
considerations and requirements. Statements appear elsewhere only when it is necessary to emphasize
specific characteristics or behavior for systems with multiple master or outstation devices.

Notice to users

Laws and regulations

Users of these documents should consult all applicable laws and regulations. Compliance with the
provisions of this standard does not imply compliance to any applicable regulatory requirements.
Implementers of the standard are responsible for observing or referring to the applicable regulatory
requirements. IEEE does not, by the publication of its standards, intend to urge action that is not in
compliance with applicable laws, and these documents may not be construed as doing so.

Copyrights

This document is copyrighted by the IEEE. It is made available for a wide variety of both public and
private uses. These include both use, by reference, in laws and regulations, and use in private self-
regulation, standardization, and the promotion of engineering practices and methods. By making this
document available for use and adoption by public authorities and private users, the IEEE does not waive
any rights in copyright to this document.

Updating of IEEE documents

Users of IEEE standards should be aware that these documents may be superseded at any time by the
issuance of new editions or may be amended from time to time through the issuance of amendments,
corrigenda, or errata. An official IEEE document at any point in time consists of the current edition of the
document together with any amendments, corrigenda, or errata then in effect. In order to determine whether
a given document is the current edition and whether it has been amended through the issuance of
amendments, corrigenda, or errata, visit the IEEE Standards Association web site at
http://ieeexplore.ieee.org/xpl/standards.jsp, or contact the IEEE at the address listed previously.

For more information about the IEEE Standards Association or the IEEE standards development process,
visit the IEEE-SA web site at http://standards.ieee.org.
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Errata

Errata, if any, for this and all other standards can be accessed at the following URL:
http://standards.ieee.org/reading/ieee/updates/errata/index.html. Users are encouraged to check this URL
for errata periodically.

Interpretations

Current interpretations can be accessed at the following URL: http://standards.ieee.org/reading/ieee/interp/
index.html.

Patents

Attention is called to the possibility that implementation of this standard may require use of subject matter
covered by patent rights. By publication of this standard, no position is taken with respect to the existence
or validity of any patent rights in connection therewith. The IEEE is not responsible for identifying
Essential Patent Claims for which a license may be required, for conducting inquiries into the legal validity
or scope of Patents Claims or determining whether any licensing terms or conditions provided in
connection with submission of a Letter of Assurance, if any, or in any licensing agreements are reasonable
or non-discriminatory. Users of this standard are expressly advised that determination of the validity of any
patent rights, and the risk of infringement of such rights, is entirely their own responsibility. Further
information may be obtained from the IEEE Standards Association.
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IEEE Standard for Electric Power
Systems Communications—
Distributed Network Protocol (DNP3)

IMPORTANT NOTICE: This standard is not intended to ensure safety, security, health, or
environmental protection. Implementers of the standard are responsible for determining appropriate
safety, security, environmental, and health practices or regulatory requirements.

This IEEE document is made available for use subject to important notices and legal disclaimers.
These notices and disclaimers appear in all publications containing this document and may
be found under the heading “Important Notice” or “Important Notices and Disclaimers
Concerning IEEE Documents.” They can also be obtained on request from IEEE or viewed at
http://standards.ieee.org/IPR/disclaimers. html.

1. Overview

1.1 Scope

This document specifies the DNP3 protocol structure, functions, and application alternatives. In addition to
defining the structure and operation of DNP3, the standard defines three application levels that are
interoperable. The simplest application is for low-cost distribution feeder devices, and the most complex is
for full-featured master stations. The intermediate application level is for substation and other intermediate
devices. The protocol is suitable for operation on a variety of communication media consistent with the
makeup of most electric power communication systems.

The standard consists of several clauses each related to an application or function.
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1.2 Purpose

The purpose of this standard is to document and make available the specifications for the DNP3 protocol.
While a primary focus of this protocol is the Electric Utility Industry, other industries that deliver Energy
and Water are also using DNP3. The intent of this DNP3 standard is to meet the goal established by the
National Institute of Standards and Technology (NIST) for a Smart Grid protocol:

— Provides a protocol standard from a recognized standard institution
— Provides interoperability with hundreds of operational systems and thousands of devices
— Provides cyber security based on IEC/TS 62351-5

— Provides Device data profiles in a format that can be mapped to IEC 61850 Object Models

Vendors may use this standard to implement and test the protocol in their products and be assured of
interoperability. Users may use the document to specify the features they wish to apply. System Integrators
may use this standard to assist in system integration and testing.

1.3 Octet order

Unless specified elsewhere, the least significant octet in multi-octet data values is transmitted first.
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2. Normative references

The following referenced documents are indispensable for the application of this document (i.e., they must
be understood and used, so each referenced document is cited in text and its relationship to this document is
explained). For dated references, only the edition cited applies. For undated references, the latest edition of

the referenced document (including any amendments or corrigenda) applies.

FIPS 186-2, Digital Signature Standard (DSS), USA NIST, February 2000 including Change Notice #1,
October 2001." 2

FIPS 198, The Keyed-Hash Message Authentication Code (HMAC), March 2002.
IEC 60870-5, Telecontrol equipment and Systems—Part 5: Transmission protocols.
IEC 61850, A New Approach to Substation Automation,Communications, and Integration. ®

IEC/TS 62351-2, Power systems management and associated information exchange—Data and
communications security. Part 2: Communication network and system security—Glossary.

IEC/TS 62351-3, Power systems management and associated information exchange—Data and
communications security. Part 3: Communication network and system security—Profiles including TCP/IP.

IEC/TS 62351-5, Power systems management and associated information exchange—Data and
communications security. Part 5: Communication network and system security—Security for [IEC 60870-5
and derivatives.

IEEE Std 754™, IEEE Standard for Floating-Point Arithmetic.* °

IETF RFC 768, User Datagram Protocol.®

IETF RFC 791, DARPA Internet Program Protocol Specification.

IETF RFC 793, Transmission Control Protocol DARPA Internet Program Protocol Specification.

IETF RFC 3280, Internet X.509 Public Key Infrastructure Certificate and Certificate Revocation List
(CRL) Profile

IETF RFC 3629, UTF-8, a transformation format of ISO 10646

" FIPS publications are available from the National Technical Information Service (NTIS), U. S. Dept. of Commerce, 5285 Port Royal
Rd., Springfield, VA 22161 (http://www.ntis.org/).

2 Only the random number generation algorithms in the appendix are used.

* IEC publications are available from the Sales Department of the International Electrotechnical Commission, Case Postale 131, 3 rue
de Varembé, CH-1211, Geneve 20, Switzerland/Suisse (http://www.iec.ch/). IEC publications are also available in the United States
from the Sales Department, American National Standards Institute, 11 West 42nd Street, 13th Floor, New York, NY 10036, USA.

* The IEEE standards or products referred to in this clause are trademarks owned by the Institute of Electrical and Electronics
Engineers, Incorporated.

* IEEE publications are available from the Institute of Electrical and Electronics Engineers, 445 Hoes Lane, Piscataway, NJ 08854,
USA (http://standards.ieee.org/).

¢ IETF publications are available from the Internet Engineering Task Force, IETF Secretariat, c/o Association Management Solutions,
LLC (AMYS), 48377 Fremont Boulevard, Suite 117, Fremont, CA 94538 (http://www.ietf.org).
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ISO/IEC 9798-4, Information technology—Security techniques—Entity authentication—Part 4:
Mechanisms using a cryptographic check function.’

ISO/IEC 10646, Information technology—Universal Multiple-Octet Coded Character Set (UCS).

7 1SO publications are available from the ISO Central Secretariat, Case Postale 56, 1 rue de Varembé, CH-1211, Geneve 20,
Switzerland/ Suisse (http://www.iso.ch/). ISO publications are also available in the United States from the Sales Department,
American National Standards Institute, 11 West 42nd Street, 13th Floor, New York, NY 10036, USA (http://www.ansi.org/). IEC
publications are available from the Sales Department of the International Electrotechnical Commission, Case Postale 131, 3 rue de
Varembé¢, CH-1211, Geneve 20, Switzerland/Suisse (http://www.iec.ch/). IEC publications are also available in the United States from
the Sales Department, American National Standards Institute, 11 West 42nd Street, 13th Floor, New York, NY 10036, USA.
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3. Definitions, acronyms, and abbreviations

3.1 Definitions

For the purposes of this document, the following terms and definitions apply. The [EEE Standards
Dictionary: Glossary of Terms & Definitions should be referenced for terms not defined in this clause.®

Application Service Data Unit (ASDU): The data presented by the Application Layer to lower layers for
transmission. Equivalent to a Distributed Network Protocol (DNP3) Application Layer fragment.

association: The state information required to maintain a logical connection between a master and an
outstation. Includes both the third-generation Distributed Network Protocol (DNP3) and the Internet
Protocol information.

challenger: A station that issues authentication challenges. May be either a master or an outstation.

configure: To initialize a device so it operates in a particular way. For instance, a customer may configure
a device so the device never requests data link confirmations. A vendor or customer may configure a device
using a variety of mechanisms (e.g., parameters in non-volatile random access memory (NVRAM),
parameters in read-only memory (ROM), dip switches, or hardware jumpers).

control direction: Data transmitted by the master to the outstation.

control relay output block (CROB): A structured data block appearing in request and response messages
associated with actuating on-off type output devices.

cyclic redundancy check (CRC): Code that is generated according to a specific algorithm, and transmitted
with the message, for the purpose of detecting data corruption during communication via the Physical
Layer.

datagram end point: A process that can send and receive messages using the connectionless User
Datagram Protocol (UDP).

deprecated: Indicates that a feature or requirement is still permitted although its use is discouraged, and it
is not guaranteed to be a part of future specification versions. See also: obsolete.

Distributed Network Protocol (DNP3) event object: A third-generation DNP3 object that has a group
number and variation that is used to report event data in the outstation to the master.

Distributed Network Protocol (DNP3) object: A third-generation DNP3 object that is a representation of
data from a point or other structure that is formatted according to its group and variation numbers for
transport in a message.

dual end point: A process that can both listen for Transmission Control Protocol (TCP) connection
requests and perform a TCP active open on the channel. A dual end point in an outstation shall also receive
User Datagram Protocol (UDP) datagrams to facilitate broadcast requests.

end point: A process on a computer that accepts and/or initiates communication channel establishment and
provides a service for other processes to send messages through the channel.

8 The IEEE Standards Dictionary: Glossary of Terms & Definitions is available at http:/shop.ieee.org/.
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event: The occurrence of something significant happening.

event data: The information that is retained regarding an event. Event data are saved at the outstation in
vendor-specific structures and reported to the master using third-generation Distributed Network Protocol
(DNP3) event objects. Event data shall be kept in the outstation until confirmation has been received from
the master indicating that a description of the event arrived at the master. Only after confirmation, may the
outstation discard the corresponding event data. With a few exceptions, DNP3 does not define which events
are worthy of transmission.

event buffer: A vendor-specific structure used to hold event data in an outstation. Third-generation
Distributed Network Protocol (DNP3) does not specify how many buffers an outstation maintains. When
the plural buffers is used in this specification, it also refers to the single common structure that some
implementation have.

fragment: A packet of octets that is sized to fit into the buffers of the receiving device’s Application Layer.
Each fragment has an application header and octets containing Application Layer request, response, or
confirmation information.

frame: A packet of octets transmitted from the Link Layer in one device to the Link Layer in another
device over the Physical Layer. Each frame contains a link header, cyclic redundancy check (CRC) octets,
and sometimes a segment from the Transport Function.

identical retry. An identical retry of an unsolicited response is a repeat, octet-for-octet of the previously
transmitted unsolicited response. The internal indications (IIN) octets shall be the same. The sequence
number appearing in the application control octet of an identical retry and the previous unsolicited
messages are the same.

initiating end point: An initiating process that performs a Transmission Control Protocol (TCP) active
open on the channel.

input: Refers to values that are measured, read, or generated by the device and are reported by an
outstation to a master. Examples are

— The level of fluid in a tank
— The open-close state of a switch

— The calculated sum of the power on all three phases of a power line

Input sometimes refers to the physical source of the value such as a voltage sensor.

internal indications (IIN): This bit field appears in response headers that indicate certain states or error
conditions with the outstation.

Least Significant Byte (L.SB): The third-generation Distributed Network Protocol (DNP3) uses the term
octet instead of byte; therefore, this abbreviation means the least significant octet. It is applied when there
are two or more contiguous octets that together are used to hold a value and the lower order octet is
intended.

listening end point: A listening process that performs a Transmission Control Protocol (TCP) passive open
and waits for connection requests. A listening end point shall also receive User Datagram Protocol (UDP)
datagrams to facilitate broadcast requests.
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local issue or local matter: The subject of interest that is restricted to an individual device or system and
not generally known to other devices, systems, vendors, or persons. The method of measuring analog
quantities in an outstation is a local issue.

local mode: An operating condition whereby outputs are prevented from being controlled remotely from a
third-generation Distributed Network Protocol (DNP3) master. The outputs can possibly be operated
locally at the device where the output point is physically located. Output points that are not configured for
operation by DNP3 are not considered to be in local mode.

master: A device that initiates requests to gather data or perform controls using the Distributed Network
Protocol (DNP3).

message: A block of data that is part of the authentication mechanism. It shall be expressed by some
combination of Distributed Network Protocol (DNP3) objects, function codes, qualifiers, and so on.

monitoring direction: Data transmitted by the outstation to the master.

Most Significant Byte: The third-generation Distributed Network Protocol (DNP3) uses the term octet
instead of byte; therefore, this abbreviation means the most significant octet. It is applied when there are
two or more contiguous octets that together are used to hold a value and the higher order octet is intended.

network address translation (NAT): An Internet standard that enables a local area network (LAN) to use
one set of Internet Protocol (IP) addresses for internal traffic and a second set of addresses for external
traffic.

null response: A response message wherein the Application Layer fragment consists of only application
control, function code, and internal indication octets.

obsolete: Indicates that a feature or requirement is no longer valid; vendors shall not implement them, and
users shall disregard any past references in previous specification documents. See also: deprecated.

octet: A group of eight contiguous digital information bits.

original. The first message in an unsolicited response series. The sequence number in the application
control octet is incremented from the previously transmitted unsolicited response. See also. unsolicited
response series.

output: Refers to values in an outstation or lower level device that are controlled by commands from the
master. Examples are

— An analog signal that sets the desired pressure for a gas manifold

— Electrical contacts, which when activated, cause a circuit breaker to trip or close

Output sometimes refers to the physical device that receives a control signal such as a circuit breaker.

parse: To resolve a request or response into component parts. In the context of third-generation Distributed
Network Protocol (DNP3) messages, to parse a message means a device can break the message into pieces,
each of which consists of a header and sometimes some corresponding data. If a device is able to parse a
message, it can recognize each piece of a message. It does not necessarily make use of the data found in
that message. However, it shall make any confirmation responses or other responses that the message
requires.

point: An instance of a point type.
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point index: The zero-based numeric identifier that differentiates unique instances of points having the
same point type within a third-generation Distributed Network Protocol (DNP3) device.

point type: The classification for entities having a common set of characteristics and attributes. Examples
are binary inputs, analog inputs, counters, binary outputs, and analog outputs.

poll: A request for data from a master.

polling: An interrogate-reply scheme whereby a master schedules the transmission of requests for data to
an outstation. Upon receipt of the request, the outstation returns the requested data in a response. The
scheduled time of each poll and the specific data requested are a local matter.

primary station (when used in context of the Data Link Layer): The device (master or outstation) that
initiates a message transaction between its Data Link Layer and that of a secondary device. The secondary,
or non-initiating station, sometimes, but not always, depending on which function code is used by the
primary, sends a response to complete the transaction.

private: Belonging to or restricted to an individual device or system and not generally known to other
devices, systems, vendors, or persons. An example of a private application is a control loop implemented
within a utility’s outstation.

regenerated retry. The octets of this unsolicited response may contain some or all of the data from the
previous unsolicited response and may also include updated data, new data, and changed internal
indications (IIN) octets. The sequence number in the application control octet is incremented from the
previously transmitted unsolicited response. Regeneration is permitted when the outstation does not receive
confirmation to an unsolicited response.

remote mode: An operating condition whereby outputs may be controlled from a remotely located master.
The outputs may also be operated locally if the system permits this.

report: To actually send to a master device a particular object variation. Used only in connection with
outstation devices. An outstation may parse requests for a larger subset of objects than it actually reports.

report-by-exception: A schema whereby only changes are reported from an outstation. The data that
remains constant is reported at infrequent intervals, via an integrity poll, as a means of assuring that the
data in the master matches the data in the outstation. Report-by-exception is used for both polled and
unsolicited responses.

request: An Application Layer message that asks an outstation to perform a specific action. A poll is only
one type of request. There are other types of requests (e.g., actuate a control output and set the time).

responder: A station that responds or reacts to authentication challenges. May be either a master or an
outstation.

response: An Application Layer message from an outstation that is returned to the master as the result of a
request from the master.

secondary station (when used in context of the Data Link Layer): The device (master or outstation) that
receives a request from a primary station.

segment: A packet of octets that is sized to fit into a Link Layer frame. Each segment contains a transport
header and a portion of a fragment from the Application Layer.
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Supervisory Control and Data Acquisition (SCADA): A generic term used to indicate monitoring and
controlling devices that are physically located remotely from a centralized computer. Some form of
communications are implied between the central location and the outlying devices.

subset: The Distributed Network Protocol (DNP) User’s Group organization recognized that not all devices
need to support all aspects of the DNP3 protocol, and that device complexity depends on its intented
function within a system. To assure interoperability, various levels, called subset levels, are defined that
specify behavior and parsing requirements. Each subset specifies a selection of DNP3 objects that a device
shall be capable of

— Parsing when they appear in a message
— Processing if the respective data type is supported

— Formulating appropriate requests or responses with these objects

support: To be able to send or parse a particular set of third-generation Distributed Network Protocol
(DNP3) objects, variations, function codes, and/or qualifiers.

transmitted unsolicited response. Any unsolicited response that has been sent from the outstation
regardless of whether it was an original, an identical retry, or a regenerated retry response.

unsolicited response: An Application Layer message from an outstation to a master for which no explicit
request was received. The request is implied by the act of a master enabling unsolicited reporting of various
points within an outstation.

unsolicited response series. A sequence of unsolicited responses that begin with an original unsolicited

response and terminate under conditions described later. An unsolicited response series may contain
identical and regenerated retry messages.

3.2 Acronyms and abbreviations

ASCI American Standard Code for Information Interchange

ASDU Application Service Data Unit

ATM Asynchronous Transfer Mode

BCD binary-coded decimal

CA certificate authority

CON A bit in the Application Layer’s control octet that specifies whether an Application Layer

confirmation is required

CRC cyclic redundancy check
CROB control relay output block
DFC Data Flow Control
DNP Distributed Network Protocol
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DNP3

EFCB

EPA

EPRI

FCB

FCV

FIN

FIR

FT#

GPS

HMAC

IANA

IEC

IED

IERS

IIN

1P

ISO

LAN

LSB

MSB

NAT

NIST

NVRAM

OSI

PCB

PCM

IEEE Std 1815-2010

The third generation of Distributed Network Protocol
expected Frame Count bit

Enhanced Performance Architecture

Electric Power Research Institute

Frame Count bit

Frame Count Valid

Final Data Link frame or final Application Layer fragment in a message
First Data Link frame or first Application Layer fragment in a message
Frame Type #

global positioning system

Hash Message Authentication Code

Internet Assigned Numbers Authority

International Electrotechnical Commission
intelligent electronic device

International Earth Rotation Service

internal indications

Internet Protocol

International Organization for Standardization

local area network

Least Significant Byte

Most Significant Byte

network address translation

National Institute of Standards and Technology
non-volatile random access memory

Open System Interconnection

Pattern Control Block

Pattern Control Mask
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RMS root mean square
ROM read-only memory
RTU remote terminal unit

SCADA Supervisory Control and Data Acquisition

SEQ Sequence number that differentiates subsequent Data Link frames or Application Layer
fragments. Sequence numbers associated with unsolicited responses are distinct from
sequence numbers used for solicited responses

SHA Secure Hash Algorithm

TCP Transmission Control Protocol

TLS Transport Layer Security

UCA Utility Communications Architecture

UDP User Datagram Protocol

UNS A bit in the Application Layer’s control octet that specifies whether a fragment (response

and confirmation) pertains to an unsolicited message. When this bit is set, the sequence
number in the SEQ field refers to the unsolicited sequence number

UTC Universal Coordinated Time
UTF Unicode Transformation Format
UUID Universally Unique Identifier
VT virtual terminal
WAN wide area network
XML Extensible Markup Language
XSLT Extensible Stylesheet Language Transformations
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3.3 Special terms

intelligent electronic device (IED): These are usually physically located close to sensors or actuators that
are monitored or controlled.

outstation: A process that has data, variables, or information that another process wants to obtain or wants
to set to a new value. May also refer to a device that contains an outstation process. An outstation can be a
number of different devices/systems; some of these are intelligent electronic devices (IEDs) (remote
terminal units, relays, meters, programmable logic controllers, distributed inputs/outputs, data
concentrators/protocol converters, and substation human—machine interfaces), master stations, and regional
operation center master stations.

remote terminal unit (RTU): Similar to an intelligent electronic device (IED), these are normally placed
in the field close to sensors or actuators that are monitored or controlled. Often, RTUs are mounted
outdoors and have demanding environmental specifications.
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4. Application layer—part 1

4.1 Application layer preface

4.1.1 Layering

The Application Layer is the top layer in the EPA and OSI models. It interfaces with the DNP3 user’s
software and with the lower layers. Figure 1 shows where the layer fits within the layering stack. The
Application Layer provides standardized functions, data formats, and procedures for the efficient
transmission of data acquisition values, attributes, and control commands.

DNP3 user’s software is the application program that makes a device unique, whether it is a master, IED, or
a data concentrator. It makes use of the Application Layer’s services to send messages to, and receive
messages from, another DNP3 device.

Master Outstation
User Layer User Layer
DNP3 DNP3
Application Layer Application Layer
Transport Function Transport Function
DNP3 DNP3
Data Link Layer Data Link Layer

//

Physical Media

Figure 1—Layering diagram

4.1.2 Introduction to points and point types

In DNP3, a point is a uniquely identifiable physical or logical entity. The term “point” applies to inputs like
analogs, binaries, and counters and to outputs like analogs and binaries. A single analog input is an
example of a point. It is associated with a specific measured signal or computed analog quantity. In
addition to a value, an analog input may have a name, a scale factor, a deadband value for event detection,
and other attributes.

A point type is a means of categorizing points having related characteristics, similar functionality, and
relationship to physical hardware or logical space. Using the example from the previous paragraph, an
analog input belongs to the analog input point type.

DNP3 models each point type as an independent array of points. Each point is uniquely identified by its
index within the array. Figure 2 illustrates five basic point types within a DNP3 outstation.
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Outstation
Binary
Input
Point Binary
Type Output
5] Analog Point Analog
< Input Counter Type Output
] Point Ingut a Point
H Type Point 5] Type
4 Type
Digits inside 3]
boxes represent |2 [ 2] 12|
index numbers [ T] 7]
of [o] [0 [9]

DNP3 User's Software

DNP3
Application Layer

Transport Function

DNP3
Data Link Layer

Figure 2—Point type arrays

A few DNP3 concepts associated with points are as follows:

— A point is identified by an index.

NOTE A point usually has a static value.

— A point may generate events.

— Information about a point is reported using one or more objects.

Subsequent clauses define these in detail.

4.1.3 Introduction to indexes, groups, and variations

Figure 2 shows a DNP3 Outstation having five point types that it can transport. DNP3 can also transport
files and other data forms. The transmitter shall suitably encode point information appearing within a
message to enable the receiving device to parse and properly interpret this data. The index and group
numbers identify a unique point, and the variation describes its data format.

4.1.3.1 Indexes

DNP3 uses index numbers to identify points having the same point type. Index numbers are equivalent to
array element numbers. DNP3 indexes are zero-based; that is, the lowest element is always zero.
Continuing with the analog input example, the first 10 analog input points are referenced using indexes 0
through 9.
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4.1.3.2 Groups

Groups provide a means of classifying the type or types of data within a message. Each group number
shares a common point type and method of data generation or creation. Continuing with the example of an
analog input point type, group numbers are used to report data as follows:

Group 30—current value of the point The group numbers listed are intended to
illustrate the different data types that can be
reported for the analog input point type; it is not
required that all devices support these specific
groups and data types—discussion of these
Group 33—change of frozen value event issues occurs later.

Group 31—frozen value of the point

Group 32—change of current value event

Group numbers are also used for specifying the type of data needed for reporting time values, file controls,
virtual terminal characters, and other information.

The term object group is often used in lieu of group. Group has many common meanings and is often
NOTE intended as a collection of things. Object group is more suggestive of a set of point indexes associated with
a specific point type whose data are conveyed by message objects. Objects are discussed in 4.1.4.

4.1.3.3 Variations

DNP3 offers a choice of encoding formats for many of the data types. The choices are known as variations.
Every group number has an independent set of variations.

For example, group 30 has the following variations:

1—a 32-bit integer value with flag

2—a 16-bit integer value with flag The flag refers to supplementary data that

3—a 32-bit integer value indicates conditions such as the source being
o online, the source device having restarted, or
4—a 16-bit integer value the value being outside of the measurement

5—a 32-bit floating-point value with flag range. Refer to Annex A for specific details.

6—a 64-bit floating-point value with flag

Variations are sometimes used in DNP3 to identify attribute values, counts of octets, and other formatting
issues. Annex A provides details for all of the variations.

4.1.4 DNP3 objects

A DNP3 object is an encoded representation of data from a point, or other structure, that is formatted
according to its group and variation number for transport in a message.

A message may contain multiple objects, each representing the value of a point at a given instant in time or
a command to be issued to an output point.

The term instance is sometimes used to distinguish one object from another. For example, a message with 6
objects holds the current value of 6 analog input points, expressed as 32-bit integers. Here, the group
number is 30, the variation is 3 and there are 6 instances of 32-bit analog input objects.
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This clause as well as Clause 5 through Clause 7 avoid referencing specific objects, unless needed for
clarification. Object specifics appear in Annex A.

4.1.5 Static, event, and class data

4.1.5.1 Static

In DNP3, the term static refers to the point’s current value, which is the most recently measured, computed,
or obtained value. Thus, static binary input data refers to the present on or off condition of a bi-state point.
Static analog input data contains the most recently obtained value of an analog input point. DNP3 allows
the possibility to request some or all of the static data from an outstation device.

4.1.5.2 Events

DNP3 events are associated with something of significance happening. Examples are state changes, a
measurement whose value crosses some threshold, an analog input changing by more than its deadband, a
snapshot of data taken at a particular time, a transient phenomena, and some newly available information.

In many cases, the logic associated with points in an outstation can generate events, but other entities
within an outstation can also cause creation of events. An outstation stores information about events in
proprietary, vendor-specific structures.

Examples of the structured information stored for each event are as follows:

— Type of event (binary input, analog input, etc.).
— Value (on, off, 387, etc.).

— Point index.

— Time when event occurred.

— Class assignment.

— A representative object is in transmit buffer (true or false).

An event is generated or created when something occurs that requires storage of a new set of structured
information about the event.

It is important to know the difference between events and the DNP3 objects that report events. Even
though some DNP3 objects are referred to as “event objects,” they are only a representation of the event,
and not the actual structured information stored in the outstation. The stored event information may only be
deleted from an outstation after an event description has been transmitted to the master (in a DNP3 object),
and the outstation has received confirmation back from the master acknowledging that it received the event.

The three fundamental principles in DNP3 are as follows:

— The decision as to what constitutes an event is usually a local issue.

— It is not permitted to lose or discard the stored structured event information until a representation of
the event has been transmitted to and acknowledged by the master.

— Duplicate reporting of an event should be avoided.
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The determination that a point has undergone a significant change may only be based on information from
that point’s current or past value. Decisions based on information about any other point, directly or
indirectly, are explicitly forbidden.

There are DNP3 objects defined for reporting events with and without time stamps.

4.1.5.3 Classes

DNP3 uses the concept of classes to organize static data and events into several categories:

— Class 0: Static data (may be a subset of the outstation’s total static data)

— Classes 1, 2, 3: Events

The points of most data types may be assigned to one of the four classes (Clause 5 details which data types
may be assigned to which classes). If a point is assigned to Class 0, the point’s present value shall be
reported by the outstation in its response to a Class 0 poll, but the outstation shall not store or report any
events for that point. If a point is assigned to one of the event classes (classes 1, 2, or 3), the outstation shall
store and report events for that point, and the point’s present value shall also be reported by the outstation
in its response to a Class 0 poll. If a point is not assigned to any class, the outstation shall not include the
point’s present value in its response to a Class 0 poll, nor shall it store or report events for that point.

Note that if a point is not assigned to one of the four classes, the outstation shall still report its present value
if the master performs a static poll of a specific data type. For example, if a master’s request for binary
input static data specifies all binary input points, or specifies the index of such a point (not assigned to one
of the four classes), the outstation shall include that point’s present value in its response.

If a point is not assigned to one of the event classes (classes 1, 2, or 3), the outstation shall not store any
events for the point. Therefore, even if a master’s request for binary input events specifies the index of such
a point (not assigned to an event class), the outstation shall not have any stored events to report for that
point.
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Table 1—Function code table

Point not Point Point Point Point
assigned to assigned to assigned to assigned to assigned to
any class Class 0 Class 1 Class 2 Class 3

Present value included
in response to static Yes Yes Yes Yes Yes
data-type poll?

Present value included
in response to Class 0 No Yes Yes Yes Yes
poll?

Events stored and
event data included in
response to Class 1
poll?

Events stored and
event data included in
response to Class 2
poll?

No No No Yes No

Events stored and
event data included in
response to Class 3
poll?

DNP3 does not assign significance to the three event classes. One strategy is to assign the highest priority
events to class 1 and the lowest priority events to class 3, but other strategies may work better in specific
systems. Equipment manufacturers and persons configuring devices may decide which strategy is most
appropriate for their application. Masters may request events from one or more of these classes.

Subclause 4.4.14 describes dynamically assigning events to event classes and contains informative material
regarding event classes and statements about outstation configuration.

4.1.6 Outstation event buffering

This subclause is advisory to aid understanding. Its purpose is to discuss concepts related to retaining event
information and to preventing loss or duplication of event data. It is not the intention to explicitly or
implicitly specify an implementation design.

An event buffer is a structure in the outstation used to temporarily store event information. When an event
is generated, software places information about the event into the buffer where it remains until relevant
facts about the event have been transmitted to the master and their delivery confirmed. Upon receipt of the
confirmation, event information is permanently removed from the buffer. Refer to 4.1.5.2 for additional
discussion of event information.

DNP3 does not specify how many buffers an outstation maintains, one or multiple. Buffer structure, data
organization, and contents are also not specified. These are considered vendor-specific design issues.

These examples are meant to illustrate event information. Depending on other implementation details and
event types as well as other factors, a design may include more or less data for each event.
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As stated, event information is retained in the buffer until data has been sent to and confirmed by the
master. This guarantees that events are not lost.

Removing event information from the buffer after transmission to, and confirmation back from, the master
is sufficient to prevent reporting of the same event more than once when the device is used in a polled-only
environment. Additional guards are required when an outstation is used in an unsolicited reporting
environment.

Figure 3 illustrates buffering concepts. Please keep in mind that the diagram does not represent a required
design.

Event
Buffer

Buffered
information is
discarded upon

receipt of a

) ) ) confirmation
Event objects representing the events are put into from master.

a transmit buffer to create a response message.

Shaded area shows J Shaded area shows
event information in

. . /
event objects in the buffer y/ the buffer

Response Transmit Buffer \

Information
about a new
event is placed
Note: This diagram is intended to illustrate concepts in the buffer
and does imply a required design. at the time when
the event is
generated.

Figure 3—Event buffering concepts

The descriptions in this specification sometimes use the term event buffer and at other times refer to event
NOTE buffers. There is no significance to the use of the singular or plural form, and the reader is cautioned to
think more about event buffering rather than about the number of buffers.

4.2 Message structure

Masters formulate and send request messages for an outstation to return data, carry out a command, or
perform a special activity. Upon receipt, an outstation performs or initiates the requested action, generates
an appropriate response message, and transmits it back to the master with the data, results, or special
information.
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In certain systems, an outstation may spontaneously transmit an unsolicited response message to the master
on the basis that the request is implied.

4.2.1 Application layer fragments

A fragment is a block of octets containing request or response information transported between a master
and an outstation. Each fragment contains a function code specifying how the receiver shall process the
fragment, zero or more data object headers and data-filled objects, and information for checking that the
fragment is received in the proper order. Subclause 4.2.2 discusses the internal details of a fragment’s
structure.

DNP3 allows devices to limit the amount of memory reserved for sending and receiving messages. It
achieves this by specifying the maximum length of each fragment and allowing response messages to be
divided into one or multiple fragments. Small messages, requiring only a few octets, can fit into a single

fragment, whereas larger messages may require multiple fragments.

Fragments are sometimes broken into smaller blocks when they are passed to the lower layers and then
reassembled at the receiving end. This is illustrated in 0.2 of this standard.

Fragment rules are detailed in 4.3.

4.2.2 Application layer fragment structure

4.2.2.1 General fragment structure
Request and response fragments have similar, but slightly different, structuring (Figure 4).

|e Start of fragment

Request fragment

Application First Last !
Request Object | DNP3 Objects see Object | DNP3 Objects
Header Header ; (| Header !
Response fragment
Application First | Last |
Response Object | DNP3 Objects s Object | DNP3 Objects
Header Header : | Header |

Figure 4—Fragment structure

Each fragment begins with an application header that contains message control information. This is true for
all fragments regardless of whether they appear in single or multiple fragment messages.

The application response header contains an additional field, called internal indications. This field does
not appear in an application request header.

Often an application header alone is insufficient to convey complete information, and one or more sets of
object headers and possibly DNP3 objects are included after the application header. These provide the
additional information needed to form a complete message. Briefly, an object header specifies the type,
format, and identification of the DNP3 objects that follow. A general description of object headers appears
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