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Abstract: The standard describes remote control architecture of digital community, intelligent
building groups, and digital metropolitan networks; specifies interactive data format between devices
and systems; and gives a standardized generalization of equipment, data communication interface,
and interactive message in this digital community network. The digital community remote control
network opens interfaces for public administration, public service, property management service,
and individual service, which enables intelligent interconnection, collaboration service, remote
surveillance, and central management to be feasible.
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IEEE Standards documents are developed within the IEEE Societies and the Standards Coordinating Committees of the
IEEE Standards Association (IEEE-SA) Standards Board. The IEEE develops its standards through a consensus
development process, approved by the American National Standards Institute, which brings together volunteers
representing varied viewpoints and interests to achieve the final product. Volunteers are not necessarily members of the
Institute and serve without compensation. While the IEEE administers the process and establishes rules to promote fairness
in the consensus development process, the IEEE does not independently evaluate, test, or verify the accuracy of any of the
information or the soundness of any judgments contained in its standards.

Use of an IEEE Standard is wholly voluntary. The IEEE disclaims liability for any personal injury, property or other
damage, of any nature whatsoever, whether special, indirect, consequential, or compensatory, directly or indirectly
resulting from the publication, use of, or reliance upon this, or any other IEEE Standard document.

The IEEE does not warrant or represent the accuracy or content of the material contained herein, and expressly disclaims
any express or implied warranty, including any implied warranty of merchantability or fitness for a specific purpose, or
that the use of the material contained herein is free from patent infringement. IEEE Standards documents are supplied “AS
IS.”

The existence of an IEEE Standard does not imply that there are no other ways to produce, test, measure, purchase, market,
or provide other goods and services related to the scope of the IEEE Standard. Furthermore, the viewpoint expressed at the
time a standard is approved and issued is subject to change brought about through developments in the state of the art and
comments received from users of the standard. Every IEEE Standard is subjected to review at least every five years for
revision or reaffirmation, or every ten years for stabilization. When a document is more than five years old and has not
been reaffirmed, or more than ten years old and has not been stabilized, it is reasonable to conclude that its contents,
although still of some value, do not wholly reflect the present state of the art. Users are cautioned to check to determine
that they have the latest edition of any IEEE Standard.

In publishing and making this document available, the IEEE is not suggesting or rendering professional or other services
for, or on behalf of, any person or entity. Nor is the IEEE undertaking to perform any duty owed by any other person or
entity to another. Any person utilizing this, and any other IEEE Standards document, should rely upon his or her
independent judgment in the exercise of reasonable care in any given circumstances or, as appropriate, seek the advice of a
competent professional in determining the appropriateness of a given IEEE standard.

Interpretations: Occasionally questions may arise regarding the meaning of portions of standards as they relate to specific
applications. When the need for interpretations is brought to the attention of IEEE, the Institute will initiate action to
prepare appropriate responses. Since IEEE Standards represent a consensus of concerned interests, it is important to ensure
that any interpretation has also received the concurrence of a balance of interests. For this reason, IEEE and the members
of its societies and Standards Coordinating Committees are not able to provide an instant response to interpretation
requests except in those cases where the matter has previously received formal consideration. A statement, written or oral,
that is not processed in accordance with the IEEE-SA Standards Board Operations Manual shall not be considered the
official position of IEEE or any of its committees and shall not be considered to be, nor be relied upon as, a formal
interpretation of the IEEE. At lectures, symposia, seminars, or educational courses, an individual presenting information
on IEEE standards shall make it clear that his or her views should be considered the personal views of that individual
rather than the formal position, explanation, or interpretation of the IEEE.

Comments for revision of IEEE Standards are welcome from any interested party, regardless of membership affiliation
with IEEE. Suggestions for changes in documents should be in the form of a proposed change of text, together with
appropriate supporting comments. Recommendations to change the status of a stabilized standard should include a
rationale as to why a revision or withdrawal is required. Comments and recommendations on standards, and requests for
interpretations should be addressed to:

Secretary, IEEE-SA Standards Board
445 Hoes Lane

Piscataway, NJ 08854

USA

Authorization to photocopy portions of any individual standard for internal or personal use is granted by The Institute of
Electrical and Electronics Engineers, Inc., provided that the appropriate fee is paid to Copyright Clearance Center. To
arrange for payment of licensing fee, please contact Copyright Clearance Center, Customer Service, 222 Rosewood Drive,
Danvers, MA 01923 USA; +1 978 750 8400. Permission to photocopy portions of any individual standard for educational
classroom use can also be obtained through the Copyright Clearance Center.
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Introduction

This introduction is not part of IEEE Std 1888-2011, IEEE Standard for Ubiquitous Green Community Control Network
Protocol.

This standard describes a remote control architecture of digital community, intelligent building groups, and
digital metropolitan networks; specifies interactive data format between devices and systems; and gives a
standardized generalization of equipment, data communication interface, and interactive message in this
digital community network. The digital community remote control network opens interfaces for public
administration, public service, property management service, and individual service, which enables
intelligent interconnection, collaboration service, remote surveillance, and central management to be feasible.

Facility networking in buildings, houses, and factories is now considered to be a promising tool for energy-
management or energy-saving, and networking of facilities with TCP/IP protocols has certainly enabled
building-scale or city-wide energy management. However, most of the systems are proprietarily and
independently developed, deployed, and operated, which made the installation and running costs quite high.

Traditionally, in order to extend access reachability to sensors and actuators at field-bus level via the Internet,
gateway design has been introduced. However, recent applications of facility networking for such scales are
required beyond just a simple access to devices. In most of the practical implementation, they have (1) a
large storage to archive the history of sensor readings, (2) user interface for interactive operation, (3)
reporting systems, and (4) data analyzer.

Collaboration of these system components is mandatory, especially in energy-aware facility networking.
However, they cannot simply collaborate or interoperate with each other without unpreferred analysis,
integration, and operation of systems, because these system components have been independently developed
and proprietarily integrated.

Interoperability of these system components by a common communication protocol certainly increases the
efficiency of facility networking deployment. It reduces the cost of system integration and interoperability
management, allowing installation of them in small- and medium-sized buildings and even houses. For
vendors, their developed components can be sold worldwide without any customized implementation,
sometimes resulting in mass production with reasonable cost.

Targeting at building-scale and city-wide energy management, the IEEE P1888 working group initiates the
project named Ubiquitous Green Community Control Network (UGCCNet), which specifies remote control
architecture of facility networking. The scope and purpose of this project is to establish facility networking
infrastructure over the Internet by specifying an interoperable communication protocol among the common
(building-scale) facility networking components (i.e., device access gateways, data storages, and application
units). This standard specifies UGCCNet in order to allow interoperability and open development of those
facility networking components. First, the standard generalizes all the facility networking components by a
simple component model. Then, the standard defines communication protocol among them. The standard also
introduces registry mechanism to support autonomous collaboration of these components.

It is a communication infrastructure that aims to construct a new network for the renewal of the facilities,
next generation’s facility management, and the energy conservation including small- and medium-sized
facilities. The aspect is expanded from a past facility management to the operation management that targets
energy conservation and the integration of the management platform, monitoring and controlling by using an
open and common protocol. This infrastructure will be used for some system-level collaborations in addition
to the energy conservation.
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Notice to users

Laws and regulations

Users of these documents should consult all applicable laws and regulations. Compliance with the provisions
of this standard does not imply compliance to any applicable regulatory requirements. Implementers of the
standard are responsible for observing or referring to the applicable regulatory requirements. IEEE does not,
by the publication of its standards, intend to urge action that is not in compliance with applicable laws, and
these documents may not be construed as doing so.

Copyrights

This document is copyrighted by the IEEE. It is made available for a wide variety of both public and private
uses. These include both use, by reference, in laws and regulations, and use in private self-regulation,
standardization, and the promotion of engineering practices and methods. By making this document available
for use and adoption by public authorities and private users, the IEEE does not waive any rights in copyright
to this document.

Updating of IEEE documents

Users of IEEE standards should be aware that these documents may be superseded at any time by the
issuance of new editions or may be amended from time to time through the issuance of amendments,
corrigenda, or errata. An official IEEE document at any point in time consists of the current edition of the
document together with any amendments, corrigenda, or errata then in effect. In order to determine whether a
given document is the current edition and whether it has been amended through the issuance of amendments,
corrigenda, or errata, visit the IEEE Standards Association web site at
http://iecexplore.ieee.org/xpl/standards.jsp, or contact the IEEE at the address listed previously.

For more information about the IEEE Standards Association or the IEEE standards development process,
visit the IEEE-SA web site at http://standards.ieee.org.

Errata

Errata, if any, for this and all other standards can be accessed at the following URL:
http://standards.ieee.org/reading/ieee/updates/errata/index.html. Users are encouraged to check this URL for
errata periodically.

Interpretations

Current interpretations can be accessed at the following URL: http://standards.ieee.org/reading/ieee/interp/
index.html.
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Patents

Attention is called to the possibility that implementation of this standard may require use of subject matter
covered by patent rights. By publication of this standard, no position is taken with respect to the existence or
validity of any patent rights in connection therewith. The IEEE is not responsible for identifying Essential
Patent Claims for which a license may be required, for conducting inquiries into the legal validity or scope of
Patents Claims or determining whether any licensing terms or conditions provided in connection with
submission of a Letter of Assurance, if any, or in any licensing agreements are reasonable or non-
discriminatory. Users of this standard are expressly advised that determination of the validity of any patent
rights, and the risk of infringement of such rights, is entirely their own responsibility. Further information
may be obtained from the IEEE Standards Association.
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At the time this standard was submitted to the IEEE-SA Standards Board for approval, the UGCCNet
Working Group had the following membership:
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their assistance and dedication, this standard would not have been completed.

Dong Liu, Chair
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IEEE Standard for Ubiquitous Green
Community Control Network Protocol

IMPORTANT NOTICE: This standard is not intended to ensure safety, security, health, or environmental
protection. Implementers of the standard are responsible for determining appropriate safety, security,
environmental, and health practices or regulatory requirements.

This IEEE document is made available for use subject to important notices and legal disclaimers.
These notices and disclaimers appear in all publications containing this document and may
be found under the heading “Important Notice” or “Important Notices and Disclaimers
Concerning IEEE Documents.” They can also be obtained on request from IEEE or viewed at
http://standards.ieee.org/IPR/disclaimers. html.

1. Overview

1.1 Scope

The standard describes a remote control architecture of digital community, intelligent building groups, and
digital metropolitan networks; specifies interactive data formats between devices and systems; and gives a
standardized definition of equipment, service services, signals, and interactive messages in this digital
community network.

The digital community remote control network opens application interfaces for public administration, public
services, property management services, and individual service services, which enables intelligent
interconnection, collaboration service, remote surveillance, and central management to be feasible.
Surveillance networks, consumer electronics, remote service systems, public administration systems, security
linkage systems, and emergency reaction systems will be integrated into the community network seamlessly.

Based on TCP/IP open systems, the network architecture adopts active and emerging technologies,
supporting diverse access technologies in the physical layer, supporting IPv4/v6 in the network layer, and
integrating well with the next generation converged networks.
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1.2 Purpose

The standard aims to provide proper remote control and collaborating management solutions for operators,
community administrators, public service providers, government departments, and individual users, so as to
use and control facilities in community and building groups effectively, such as sensors, surveillance
monitors, HVAC, lighting systems, fire-fighting systems, consumer electronics, and so on; The public
environment monitor mechanism is set up to ease energy shortage and environment degradation through
remote surveillance, operation, management, and maintenance, leaving a secure, comfortable, and
convenient living environment. Energy, environment, and security are taken into consideration to realize
reasonable plans and remote control in community networks.

2. Normative references

The following referenced documents are indispensable for the application of this document (i.e., they must
be understood and used, so each referenced document is cited in text and its relationship to this document is
explained). For dated references, only the edition cited applies. For undated references, the latest edition of
the referenced document (including any amendments or corrigenda) applies.

IETF RFC 793, “Transmission Control Protocol,” September 1981. Information Sciences Institute.'

IETF RFC 2460, “Internet Protocol, Version 6 (IPv6) Specification,” December 1998. S. Deering, and R.
Hinden, editors.

IETF RFC 3986, “Uniform Resource Identifiers (URI): Generic Syntax,” January 2005. T. Berners-Lee, R.
Fielding, and L. Masinter, editors.

W3C", “Extensible Markup Language (XML) 1.0.” Tim Bray, Jean Paoli, C. M. Sperberg-McQueen, Eve
Maler, and Frangois Yergeau, editors.’

W3C, “Namespaces in XML 1.0.” Tim Bray, Dave Hollander, and Andrew Layman, editors.

W3C, “SOAP Version 1.2 Part 1: Messaging Framework.” Martin Gudgin, Marc Hadley, Noah Mendelsohn,
Jean-Jacques Moreau, Henrik Frystyk Nielsen, Anish Karmarkar, and Yves Lafon, editors.

W3C, “XML Schema Part 1: Structures.” Henry S. Thompson, David Beech, Murray Maloney, and Noah
Mendelsohn, editors.

W3C, “XML Schema Part 2: Datatypes.” Paul V. Biron and Ashok Malhotra, editors.

3. Definitions, abbreviations, and acronyms

For the purposes of this document, the following terms and definitions apply. The IEEE Standards
Dictionary: Glossary of Terms & Definitions should be referenced for terms not defined in this clause.*

"IETF publications are available from the Internet Engineering Task Force (IETF) at http://www.ietf.org/.

2'W3C publications are available from the World Wide Web Consortium (W3C) at http://www.w3.org/.

> W3C is a registered trademark of the World Wide Web Consortium; marks of W3C are registered and held by its host institutions MIT,
ERCIM, and Keio.

* The IEEE Standards Dictionary: Glossary of Terms & Definitions is available at http://shop.ieee.org/.
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3.1 Definitions

access control: The means to allow authorized entry and usage of resources.

actuator: A transducer that accepts a data sample or samples and converts them into physical action.

eXtensible Markup Language (XML) namespace: A method for distinguishing XML elements and

attributes that may have the same name but different meanings. A URL is used as a prefix to a “local name.

2

This combination ensures the uniqueness of the element or attribute name. The URL is used only as a way to

create a unique prefix and does not have to resolve to a real page on the Internet.

sensor: A transducer that converts a physical, biological, or chemical parameter into a digital signal.

universally unique identifier (UUID): An identifier that has a unique value within some defined universe.
In this standard, the query-expression and lookup-expression of transport data structure has a UUID unless
otherwise stated.

3.2 Abbreviations and acronyms used in this standard

AAA
API
EPR
FTP
HTTP
HTTPS
IP
IPv6
NAT
RPC
SIP
SMTP
SOAP
SSH
SSL
TCP
TTL
UGCCNet
URI
UUID
VPN
W3C
XML

authentication, authorization, and accounting
application programming interface
end point reference

File Transfer Protocol

Hypertext Transfer Protocol
Hypertext Transfer Protocol Secure
Internet Protocol

Internet Protocol Version 6
network address translation

remote procedure call

Session Initiation Protocol

Simple Mail Transfer Protocol
Simple Object Access Protocol
secure shell

secure sockets layer

Transmission Control Protocol
time to live

Ubiquitous Green Community Control Network Protocol
uniform resource identifier
universally unique identifier
virtual private network

World Wide Web Consortium
eXtensible Markup Language
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4. Architecture

4.1 UGCCNet networking architecture

Figure 1—UGCCNet networking architecture

This protocol specification applies to a TCP/IP-based facility networking architecture shown in Figure 1.
One of the main goals of this specification is to enable interoperability among facility networking
components. Thus, GW, Storage and APP, what we call “Component” in this document, have the same
generalized communication interface. Registry has different communication interface with these components,
so it is distinguished with dashed frame as shown in Figure 1. A Component works as a part of data-plane,
and a Registry works as a part of control-plane. In Figure 1, an emphasis is on authentication, authorization
and accounting (AAA) functionality provided for operational management support. This document does not
cover AAA, but related work may be taken on in the future.

In UGCCNet networking environment, Registry works as a broker of Components. It manages meta
information e.g., the role of each component and the semantics of Point ID, in order to bind components
appropriately and autonomously. We here describe them in more detail and show how they collaborate with
each other.

4.1.1 Gateway (GW)

The Gateway component has physical sensors and actuators. It generalizes the data model and the access
method for those devices, encapsulating each physical (field-bus) data model and access method. It acts on
its actuator according to the written value from a component (e.g., APP), and it provides physical sensor
readings for other components (e.g., Storage and APP).
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4.1.2 Storage

The Storage component archives the history of data sequences. The written values from other components
should be permanently stored in the backend disks. It provides the archived values to the components that
have requested them.

4.1.3 Application (APP)

The APP component provides some particular works on sensor readings and actuator commands. It can have
user interface to display the latest environmental state. It can also allow a user to input some schedules of
actuator settings, and it can as well analyze some sensor data in realtime and provide the result as a virtual
device.

4.1.4 Registry

The Registry works as a broker of GW, Storage, and APPs. The main role of registry is to bind those
components appropriately and autonomously. It is separated from the data-plane. It does not work on sensor
readings or actuator settings directly.

4.2 Typical sequence

Figure 2 shows typical protocol sequences among components and registry. The bold arrows indicate
component-to-component communication, and the dashed arrows indicate component-to-registry
communication.

Registry manages the information of Point IDs and the role of components. When components need to access
the data or the interface bound to a certain Point ID, it first refers to the Registry. Then, the Registry replies
with the access URIs (e.g., SOAP EPRs) of the components that manage the data or the interface of the Point
ID.

Here, we describe the details of communication from case A to case 1.

NOTE 1—Annex A provides more detailed explanations for each case.’

Case A: Registration of Components. The registration includes the information of (i) what Point IDs this
GW has, (ii) what Point IDs this storage manages, (iii) what Point IDs this APP reads and provides. See 5.3.2
for detail.

Case B: Searching appropriate Points by semantic-query. See 5.3.3 for detail.

Case C: Searching a Storage component for a specified Point. It returns the access URI (IETF RFC 3986)°
for the resolved component. See 5.3.3 for detail.

Case D: Transmission of data; GW is sending observed sensor readings to Storage. See 5.2.3 for detail.

Case E: Sequential retrieval of data; APP is retrieving data from Storage. If the retrieving dataset is large,
data should be read sequentially. See 5.2.2 for detail.

> Notes in text, tables, and figures of a standard are given for information only and do not contain
requirements needed to implement this standard.
% Information on references can be found in Clause 2.
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Figure 2—A typical sequence of UGCCNet communication
Case F: Searching a GW component for a specified Point. It returns the access URI for the resolved
component. See 5.3.3 for detail.

Case G: Retrieval of Data; APP is retrieving data from GW; If the retrieving dataset is small, data can be
read in one remote procedure call (RPC). See 5.2.2 for detail.

Case H: Notification of Data; APP is putting event query to GW periodically, and the GW submits updates
to the APP. See 5.2.4 for detail.

Case I: Writing of Data; APP is setting a command to a GW actuator. See 5.2.3 for detail.

4.3 Concerns of UGCCNet network design

As we see in the above sequences, all components can behave both as the TCP (IETF RFC 793) initiator and
receiver at once. It implies the components should be put on a flat network. A flat network means there are
no middle boxes which could disturb bi-directional communications such as NAT routers and firewalls.
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To avoid the issue, we strongly recommend building IPv6 (IETF RFC 2460) networks. There could be other
solutions than IPv6, such as http proxy based or NAT traversal solutions. However, they would depend on
the requirements of the network configuration. This specification does not reject such solutions, but they are
required to make interoperable with other UGCCNet-based systems and not to disturb the specification.
Proposing of specific solution other than IPv6 is out of scope of this document.

4.4 System model and deployment

Figure 3—UGCCNet system model

Figure 3 provides UGCCNet system model. Component is the basic unit for all the GWs, Storages, and APPs.
The interface of Component provides data and query method. GW, Storage, and APP are the inherited
classes of Component. Thus, they have the same interface (i.e., data and query method), and they
communicate with each other using the same protocol. Here,

—  Query is a method for retrieving data (including event-based data transfer) from Component.

— Data is a method for pushing data into Component.

Registry works as a broker of Components with another type of interface (i.e., registration and lookup
method). The interface of Registry provides registration and lookup method. Here,

— Registration is a method for registering the role of components and semantics of Points.

— Lookup is a method for finding appropriate components and Points.
Typical implementations for GWs, Storages, APPs, and Registry would be:

— GW implementations encapsulate field-buses and provide INPUT/OUTPUT access for physical
devices (by query and data method).

— Storage implementations archive the history of data posted by data method, and provide the
historical data by query method.
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— APP implementations provide other functionalities. For example, they can have user interface. Data
processing component must be also categorized to an APP implementation.

— Registry implementations manage the relationships between Point ID and components, provide
registration of the role of components and semantic of Points by registration method, and provide
inquiry of appropriate components and Points by lookup method.

Note that this specification also allows calling APP the system that accesses other components, but does not
have query and data method.

Figure 4—Implementation of a facility networking system

This generalization enables open development of facility networking components (i.e., GWs, Storages, and
APPs) by any vendors. And we would deploy facility networking systems for customer buildings without
customized programming, by binding these developed components (Figure 4).
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