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Abstract: Described in this guide are methods to evaluate and test the electrical performance 
of energy saving devices (ESDs). Measurement methods that focus on monitoring the power 
consumed or generated by the observed load or generator without the ESD connected into the 
circuit and with the ESD connected and energized into the circuit are described. Detailed protocols 
describe step-by-step the testing circuits, the type and accuracy of evaluation instrumentation, 
and the order of the test measurements. Special emphasis is given to sources of measurement 
errors due to incorrect connection of instrumentation, inadequate instrumentation, or incorrect 
interpretation of results. Contained in Annex  B are practical examples and explanations of the 
physical mechanisms of phenomena that may cause errors. This guide applies to any electrically 
connected ESD controlling electrical power delivered from a source and powering an electrical 
load. While an independent, certified testing laboratory might be contracted to perform ESD testing, 
the intent of this standard is to provide guidance to those involved with ESDs wishing to obtain 
accurate and objective data to aid in evaluating ESD performance.

Keywords: electrical energy consumption, electrical test protocol, energy saving device, ESD, 
IEEE 1889™ RESD, retrofit energy saving device
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Important Notices and Disclaimers Concerning IEEE Standards Documents

IEEE documents are made available for use subject to important notices and legal disclaimers. These notices 
and disclaimers, or a reference to this page, appear in all standards and may be found under the heading 
“Important Notices and Disclaimers Concerning IEEE Standards Documents.” They can also be obtained on 
request from IEEE or viewed at http://​standards​.ieee​.org/​IPR/​disclaimers​.html.

Notice and Disclaimer of Liability Concerning the Use of IEEE Standards 
Documents

IEEE Standards documents (standards, recommended practices, and guides), both full-use and trial-use, 
are developed within IEEE Societies and the Standards Coordinating Committees of the IEEE Standards 
Association (“IEEE-SA”) Standards Board. IEEE (“the Institute”) develops its standards through a consensus 
development process, approved by the American National Standards Institute (“ANSI”), which brings 
together volunteers representing varied viewpoints and interests to achieve the final product. IEEE Standards 
are documents developed through scientific, academic, and industry-based technical working groups. 
Volunteers in IEEE working groups are not necessarily members of the Institute and participate without 
compensation from IEEE. While IEEE administers the process and establishes rules to promote fairness in the 
consensus development process, IEEE does not independently evaluate, test, or verify the accuracy of any of 
the information or the soundness of any judgments contained in its standards.

IEEE Standards do not guarantee or ensure safety, security, health, or environmental protection, or ensure 
against interference with or from other devices or networks. Implementers and users of IEEE Standards 
documents are responsible for determining and complying with all appropriate safety, security, environmental, 
health, and interference protection practices and all applicable laws and regulations.

IEEE does not warrant or represent the accuracy or content of the material contained in its standards, and 
expressly disclaims all warranties (express, implied and statutory) not included in this or any other document 
relating to the standard, including, but not limited to, the warranties of: merchantability; fitness for a particular 
purpose; non-infringement; and quality, accuracy, effectiveness, currency, or completeness of material. In 
addition, IEEE disclaims any and all conditions relating to: results; and workmanlike effort. IEEE standards 
documents are supplied “AS IS” and “WITH ALL FAULTS.”

Use of an IEEE standard is wholly voluntary. The existence of an IEEE standard does not imply that there 
are no other ways to produce, test, measure, purchase, market, or provide other goods and services related to 
the scope of the IEEE standard. Furthermore, the viewpoint expressed at the time a standard is approved and 
issued is subject to change brought about through developments in the state of the art and comments received 
from users of the standard.

In publishing and making its standards available, IEEE is not suggesting or rendering professional or other 
services for, or on behalf of, any person or entity nor is IEEE undertaking to perform any duty owed by any 
other person or entity to another. Any person utilizing any IEEE Standards document, should rely upon his or 
her own independent judgment in the exercise of reasonable care in any given circumstances or, as appropriate, 
seek the advice of a competent professional in determining the appropriateness of a given IEEE standard.

IN NO EVENT SHALL IEEE BE LIABLE FOR ANY DIRECT, INDIRECT, INCIDENTAL, SPECIAL, 
EXEMPLARY, OR CONSEQUENTIAL DAMAGES (INCLUDING, BUT NOT LIMITED TO: 
PROCUREMENT OF SUBSTITUTE GOODS OR SERVICES; LOSS OF USE, DATA, OR PROFITS; 
OR BUSINESS INTERRUPTION) HOWEVER CAUSED AND ON ANY THEORY OF LIABILITY, 
WHETHER IN CONTRACT, STRICT LIABILITY, OR TORT (INCLUDING NEGLIGENCE OR 
OTHERWISE) ARISING IN ANY WAY OUT OF THE PUBLICATION, USE OF, OR RELIANCE 
UPON ANY STANDARD, EVEN IF ADVISED OF THE POSSIBILITY OF SUCH DAMAGE AND 
REGARDLESS OF WHETHER SUCH DAMAGE WAS FORESEEABLE.
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Translations

The IEEE consensus development process involves the review of documents in English only. In the event that 
an IEEE standard is translated, only the English version published by IEEE should be considered the approved 
IEEE standard.

Official statements

A statement, written or oral, that is not processed in accordance with the IEEE-SA Standards Board Operations 
Manual shall not be considered or inferred to be the official position of IEEE or any of its committees and shall 
not be considered to be, or be relied upon as, a formal position of IEEE. At lectures, symposia, seminars, or 
educational courses, an individual presenting information on IEEE standards shall make it clear that his or her 
views should be considered the personal views of that individual rather than the formal position of IEEE.

Comments on standards

Comments for revision of IEEE Standards documents are welcome from any interested party, regardless 
of membership affiliation with IEEE. However, IEEE does not provide consulting information or advice 
pertaining to IEEE Standards documents. Suggestions for changes in documents should be in the form of a 
proposed change of text, together with appropriate supporting comments. Since IEEE standards represent a 
consensus of concerned interests, it is important that any responses to comments and questions also receive 
the concurrence of a balance of interests. For this reason, IEEE and the members of its societies and Standards 
Coordinating Committees are not able to provide an instant response to comments or questions except in 
those cases where the matter has previously been addressed. For the same reason, IEEE does not respond to 
interpretation requests. Any person who would like to participate in revisions to an IEEE standard is welcome 
to join the relevant IEEE working group.

Comments on standards should be submitted to the following address:

Secretary, IEEE-SA Standards Board
445 Hoes Lane
Piscataway, NJ 08854  USA

Laws and regulations

Users of IEEE Standards documents should consult all applicable laws and regulations. Compliance with 
the provisions of any IEEE Standards document does not imply compliance to any applicable regulatory 
requirements. Implementers of the standard are responsible for observing or referring to the applicable 
regulatory requirements. IEEE does not, by the publication of its standards, intend to urge action that is not in 
compliance with applicable laws, and these documents may not be construed as doing so.

Copyrights

IEEE draft and approved standards are copyrighted by IEEE under US and international copyright laws. They 
are made available by IEEE and are adopted for a wide variety of both public and private uses. These include 
both use, by reference, in laws and regulations, and use in private self-regulation, standardization, and the 
promotion of engineering practices and methods. By making these documents available for use and adoption 
by public authorities and private users, IEEE does not waive any rights in copyright to the documents.
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Photocopies

Subject to payment of the appropriate fee, IEEE will grant users a limited, non-exclusive license to photocopy 
portions of any individual standard for company or organizational internal use or individual, non-commercial 
use only. To arrange for payment of licensing fees, please contact Copyright Clearance Center, Customer 
Service, 222 Rosewood Drive, Danvers, MA 01923 USA; +1 978 750 8400. Permission to photocopy portions 
of any individual standard for educational classroom use can also be obtained through the Copyright Clearance 
Center.

Updating of IEEE Standards documents

Users of IEEE Standards documents should be aware that these documents may be superseded at any time 
by the issuance of new editions or may be amended from time to time through the issuance of amendments, 
corrigenda, or errata. An official IEEE document at any point in time consists of the current edition of the 
document together with any amendments, corrigenda, or errata then in effect.

Every IEEE standard is subjected to review at least every 10 years. When a document is more than 10 years old 
and has not undergone a revision process, it is reasonable to conclude that its contents, although still of some 
value, do not wholly reflect the present state of the art. Users are cautioned to check to determine that they have 
the latest edition of any IEEE standard.

In order to determine whether a given document is the current edition and whether it has been amended 
through the issuance of amendments, corrigenda, or errata, visit the IEEE Xplore at http://​ieeexplore​.ieee​.org/​ 
or contact IEEE at the address listed previously. For more information about the IEEE-SA or IEEE’s standards 
development process, visit the IEEE-SA Website at http://​standards​.ieee​.org.

Errata

Errata, if any, for all IEEE standards can be accessed on the IEEE-SA Website at the following URL: http://​
standards​.ieee​.org/​findstds/​errata/​index​.html. Users are encouraged to check this URL for errata periodically.

Patents

Attention is called to the possibility that implementation of this standard may require use of subject matter 
covered by patent rights. By publication of this standard, no position is taken by the IEEE with respect to the 
existence or validity of any patent rights in connection therewith. If a patent holder or patent applicant has 
filed a statement of assurance via an Accepted Letter of Assurance, then the statement is listed on the IEEE-
SA Website at http://​standards​.ieee​.org/​about/​sasb/​patcom/​patents​.html. Letters of Assurance may indicate 
whether the Submitter is willing or unwilling to grant licenses under patent rights without compensation 
or under reasonable rates, with reasonable terms and conditions that are demonstrably free of any unfair 
discrimination to applicants desiring to obtain such licenses.

Essential Patent Claims may exist for which a Letter of Assurance has not been received. The IEEE is not 
responsible for identifying Essential Patent Claims for which a license may be required, for conducting inquiries 
into the legal validity or scope of Patents Claims, or determining whether any licensing terms or conditions 
provided in connection with submission of a Letter of Assurance, if any, or in any licensing agreements are 
reasonable or non-discriminatory. Users of this standard are expressly advised that determination of the 
validity of any patent rights, and the risk of infringement of such rights, is entirely their own responsibility. 
Further information may be obtained from the IEEE Standards Association.
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Introduction

This introduction is not part of IEEE Std 1889-2018, IEEE Guide for Evaluating and Testing the Electrical Performance 
of Energy Saving Devices.

A non-industry-specific guide for evaluating the effectiveness of electrically connected energy saving 
devices (ESDs) and technologies connected to low-voltage power systems is detailed in this document. A 
clause containing detailed analysis of energy saving devices provides insight into how ESDs might reduce 
energy consumption. Testing procedures and test equipment requirements for evaluating the energy saving 
capabilities of ESDs are clearly defined within this document for single-phase and three-phase systems. This 
guide also defines testing procedures and test reporting requirements.
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1.  Overview

1.1  Scope

This guide describes methods to evaluate and test the electrical performance of energy saving devices (ESDs). 
It describes measurement methods that focus on monitoring the power consumed or generated by the observed 
load or generator without the ESD connected into the circuit and with the ESD connected and energized into 
the circuit. Detailed protocols describe step-by-step the testing circuits, the type and accuracy of evaluation 
instrumentation, and the order of the test measurements. Special emphasis is given to sources of measurement 
errors due to incorrect connection of instrumentation, inadequate instrumentation, or incorrect interpretation 
of results. Annex B contains practical examples and explains the physical mechanisms of phenomena that 
may cause errors. This guide applies to any electrically connected ESD controlling electrical power delivered 
from a source and powering an electrical load. While an independent, certified testing laboratory might be 
contracted to perform ESD testing, the intent of this standard is to provide guidance to those involved with 
ESDs wishing to obtain accurate and objective data to aid in evaluating ESD performance.

1.2  Purpose

It is the purpose of this guide to provide instructions for the measurement protocol of the most relevant 
electrical parameters such as voltage, current, kilowatts, and kilovars that are needed in determining the 
energy consumption of ESDs. This guide also provides guidance for measuring performance characteristics 
of various loads affected by the ESD, such as lumens, rotations per minute, torque, temperature, voltage, etc.

2.  Normative references
The following referenced documents are indispensable for the application of this document (i.e., they must 
be understood and used, so each referenced document is cited in text and its relationship to this document is 
explained). For dated references, only the edition cited applies. For undated references, the latest edition of the 
referenced document (including any amendments or corrigenda) applies.

ANSI/IEEE Std 112™-2004, IEEE Standard Test Procedure for Polyphase Induction Motors and Generators.1,2

1The IEEE standards or products referred to in this clause are trademarks of The Institute of Electrical and Electronics Engineers, Inc.
2IEEE publications are available from The Institute of Electrical and Electronics Engineers, 445 Hoes Lane, Piscataway, NJ 08854, USA 
(http://​standards​.ieee​.org/​).

IEEE Guide for Evaluating and 
Testing the Electrical Performance 
of Energy Saving Devices
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ANSI/IEEE Std 120™-1989, IEEE Master Test Guide for Electrical Measurements in Power Circuits.

IEEE Std 1459™, IEEE Standard Definitions for the Measurement of Electric Power Quantities Under 
Sinusoidal, Nonsinusoidal, Balanced, or Unbalanced Conditions.

NFPA 70®-2017, National Electric Code (NEC)®, 2017.3

3.  Definitions
For the purposes of this document, the following terms and definitions apply. The IEEE Standards Dictionary 
Online should be consulted for terms not defined in this clause.4

energy measurement session: The total time a load is being measured for energy consumption, including 
both the time an ESD is connected and the time it is not connected.

energy saving device (ESD): A device built for the stated purpose of reducing the amount of electrical energy 
consumed by another device or system without significantly reducing the energy output of that device or 
system. Often an ESD is applied as a “retrofit” device to a separate existing device or system.

equipment under test (EUT): The complete electrical circuit being tested including the load and ESD.

EUT system boundary: The complete assembly being tested of the ESD plus any related devices, or required 
components, and the load.

load: An electrically powered device or system that is connected either to a single-phase or to a three-phase 
system. As used in the present document, an ESD is meant to reduce the energy consumption of a load.

parallel-connected ESD: A parallel-connected ESD is connected between the phase conductors and/or 
neutral conductors usually via a protective device such as a breaker or fused switch (see Figure 1).

Figure 1—Parallel-connected ESD

retrofit energy saving device (RESD): See: energy saving device.

single-phase ESD: For the purpose of this document, a single-phase ESD is defined as an electrical device 
connected between one phase and the neutral conductor or between two phases. The single-phase ESD may be 
connected on a single-phase or multiphase power system.

3NFPA publications are available from Publications Sales, National Fire Protection Association, 1 Batterymarch Park, P.O. Box 9101, 
Quincy, MA 02269-9101, USA (http://​www​.nfpa​.org/​).
4IEEE Standards Dictionary Online is available at: http://​dictionary​.ieee​.org.
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three-phase ESD: A three-phase ESD is an electrical device that has three (3) phase connections to the source 
and may or may not have a requirement for connection to a neutral conductor.

series-connected ESD: A series-connected ESD is connected in series with the phase and/or neutral 
conductor(s). For the purposes of testing, it should have a bypass or other means of disconnect (see Figure 2).

Figure 2—Series-connected ESD

4.  Basic energy saving and measurement concepts
Various definitions of power are given in IEEE Std 1459™ [B11], and these definitions are integrated into 
concepts of energy and energy saving as described in Annex A. Basically, as used in this document, energy is 
the time-based integral of active ac electrical power delivered from an electrical source to an electrical load. 
For a utility’s customer, specifically, that energy is measured at one point: the local utility revenue meter. For 
any ESD installed in any setting, the change in energy consumption should be measurable by the local utility 
revenue meter. Likewise, a measurement system in a laboratory setting performs a function similar to that of 
the revenue meter.

When evaluating the effectiveness of an energy saving device (ESD) in saving energy, the electrical power 
delivered from a source to a load must be measured over time—both without the ESD connected and with the 
ESD connected. During the energy measurement session, all other nonelectrical energy flows, or variables 
(e.g., ambient temperature, humidity, or air movement), should remain constant to remove confounding 
factors. The time durations of the measurements with and without the ESD connected should be equal and 
over sufficient time to assure that meaningful data be obtained and that the nonelectrical energy variables 
remain constant. While the practical extent of the effects and impacts of nonelectrical energy variables on test 
results may be debated, keeping these as constant as possible serves to minimize, if not remove entirely, their 
influence on the test results. In general, keeping potentially confounding factors under control poses a greater 
challenge in the field compared to a laboratory setting.

During all measurement sessions, the instruments used for the measurements should be calibrated to minimize 
any uncertainty regarding the measurements obtained. This is done with properly trained persons operating 
quality measurement instruments following a valid testing protocol that includes instrument calibration to well-
accepted national or international standards and within manufacturers’ recommendations. The importance of 
accurate and valid testing data cannot be overstated. Several standards intended to assure the calibration of 
equipment, and the objectivity and competence of testing laboratories, are provided in the bibliography.

Because many modern loads and ESDs use power electronics that generate distortion, it is necessary that the 
measurement instruments also yield correct values of power and energy in the presence of harmonic distortion 
(and imbalance in the case of three-phase systems). This includes the measurement of active, reactive, and 
apparent power.

This document describes the details of performing such testing of loads and ESDs so that accurate and 
meaningful evaluations may be made as to the degree of energy savings achieved through the addition of 
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a particular ESD to a particular load in a controlled test environment. Thus, the real-world operation of the 
load and ESD may be assessed. The intent of this guide is to provide interested individuals with information 
sufficient to allow such individuals—whether in an accredited laboratory setting or otherwise—the ability to 
perform such tests competently and to produce meaningful results.

4.1  Types of energy saving devices

ESDs currently being marketed may employ a wide variety of materials and claims. While this standard 
assumes ESDs to be electrical in nature—that is, the ESD connects electrically through wiring to the load(s)—
the testing methodology provided may be used effectively to assess the energy-saving capabilities for any 
ESD technology intended to affect electricity use as measured by the local utility revenue meter. Electrical 
energy—that indicated by the utility meter—is measured in kilowatt-hours (kWh), which in turn is power 
measured in kilowatts (kW) over a period of time. Any device that does not affect the kW demanded by the 
connected load will not affect the kWh as measured by the utility’s meter. Revenue meters exist that measure 
kilovolt-amperes reactive (kvar) and power factor. These parameters may affect utility charges for industrial 
and commercial customers; however, energy consumption is distinct from these parameters. Residential 
customers in the United States are not currently billed for kvar or power factor.

An ESD reducing voltage to a lighting device may result in a reduction of lumens emitted. This reduction may 
be most noticeable for resistive lighting technologies. However, this reduction may be deemed acceptable if 
understood beforehand. One such device may provide energy savings only for compatible fluorescent lighting 
ballasts (a list of these may be obtained from the manufacturer of the ESD). Therefore, prior to testing, the 
testing entity should verify such requirements of the ESD itself and understand fully the ESD’s connection and 
operation necessary for energy reduction to occur.

By measuring the power at the voltage input of the EUT system, this guide treats all ESDs alike: power 
reduction at the input to the EUT should be measurable by the local utility meter—or in this case, the laboratory 
measuring devices—regardless of the technology being tested or how the technology interacts with the load, 
and regardless of the customer being residential, commercial, or industrial.

The reader may also find and read a web-based article from the National Institute of Standards and Technology 
(NIST) entitled “NIST Team Demystifies Utility of Power Factor Correction Devices” [B17].

An Electric Power Research Institute (EPRI) program examined several types of ESDs. The results may be 
found in Assessment of Retrofit Energy Savings Device (RESD) Technologies—Phase II. [B6].

4.1.1  Single-phase devices

As defined in Clause  3, a single-phase ESD may be connected on a single-phase or multiphase power 
system. Measurements verifying the actual energy saved from such a device should be carefully performed, 
recognizing the potential effect of a single-phase device especially on a three-phase power system.

4.2  Personnel training and experience

Test personnel should be able to determine the validity of the test setup, the test measurement instrumentation, 
and the measurements obtained. Therefore, test personnel should have experience in laboratory test 
environments.

The test personnel should be trained in the field of electricity and should have experience working in electrical 
laboratory environments. Those trained in the field of electricity may include electricians (although they 
should have experience in a laboratory setting), electrical laboratory technicians, and electrical or other 
degreed, professional engineers who normally work with electrical laboratory test equipment.
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An experienced test engineer should supervise the laboratory personnel during testing, and a person with 
sufficient background in ac electrical power and energy should interpret results and should approve the 
test report. Experience has shown that there is great confusion—even among some technical persons—in 
interpreting the differences between active and reactive power, in particular. The test personnel should be 
qualified person(s) as defined by NEC as “one who has the skills and knowledge related to the construction and 
operation of the electrical equipment and installations and has received safety training to recognize and avoid 
the hazards involved.”

4.3  The test setup approach

An important concept for energy measurement involves defining the system or boundary of the system being 
measured. For energy saving devices, this boundary includes the input terminals of the ESD as well as the 
energy-consuming system (otherwise known as the load) being affected by the ESD. For instance, an ESD 
lowering the voltage at the input terminals of the load in some cases may reduce the energy consumed by the 
load; however, the ESD may be dissipating energy in some way to achieve the lower voltage such as may 
happen with a rheostat. Any such energy dissipation cannot be ignored and therefore should be considered in 
the total energy consumption of the system since it will be measured by the local utility revenue meter and will 
appear in any utility bill. Therefore, the boundary of the system shall include the ESD, any related devices or 
cabinets necessary to connect the ESD, as well as any load(s) the ESD is intended to affect. This total system, 
the ESD and its load, including all phase conductors, as well as all grounded and grounding conductors, shall 
be known as the equipment under test (EUT). Example EUT boundaries for parallel-connected and series-
connected ESDs, whether single-phase or three-phase, are shown in Figure 3. An ESD consisting of a series-
parallel combination of devices may be possible. An ESD requiring multiple connections before and after 
the load may be possible. In any case, all components of the ESD should be included within the EUT system 
boundary, and it should be possible to disconnect the ESD entirely from the EUT system boundary so that 
the operation of the load may be measured with and without the ESD in the circuit. Note that the metering 
box in the schematic represents the point of measurement corresponding to the local utility revenue meter. 
Energy-saving devices may have a broad number of configurations with the equipment they are intended to 
affect; measuring the power saved at the equipment level may thus be complicated. However, the utility only 
measures the energy consumed at the revenue meter; therefore, the test configuration envelope—whatever it 
may contain—features one energy input into the boundary where measurements may be taken. Furthermore, 
energy measured in kWh represents the active or real power demanded by the load as a function of time. 
The duty cycle of the load may not be known. Therefore, watts need only be measured during the energy 
measurement session with and without the ESD in place within the defined boundary to determine the change 
in watts over time.

With a properly defined test boundary, the test equipment (except that for measuring load characteristics such 
as motor rotations per minute [r/min] or illumination, for instance) need only be connected to the controlled 
power input of the EUT boundary as shown in Figure 3. While the figure assumes a conventional, electrically 
connected system in either case (with and without the ESD connected to the load), as long as the system 
boundary includes the ESD (including any and all ESD-related devices, cabinets, etc.) and the affected load, 
the manner of their connection does not matter regarding the measurement of power demanded and energy 
consumed over time with respect to this metering point of measurement. For instance, the manufacturer may 
recommend that the ESD be connected to a free circuit breaker in the main electrical cabinet. The test setup 
and test boundary should therefore contain this electrical cabinet such that the ESD may be connected as 
recommended. The load(s) affected by the ESD should be connected to the electrical cabinet also according to 
conventional practice.
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