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Abstract: This standard specifies a suite of conformance tests for system-level requirements of
Ethernet Passive Optical Network (EPON) equipment, defined in IEEE 1904.1 Package A.
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Important Notices and Disclaimers Concerning IEEE Standards Documents

IEEE documents are made available for use subject to important notices and legal disclaimers. These
notices and disclaimers, or a reference to this page, appear in all standards and may be found under the
heading “Important Notice” or “Important Notices and Disclaimers Concerning IEEE Standards
Documents.”

Notice and Disclaimer of Liability Concerning the Use of IEEE Standards
Documents

IEEE Standards documents (standards, recommended practices, and guides), both full-use and trial-use, are
developed within IEEE Societies and the Standards Coordinating Committees of the IEEE Standards
Association (“IEEE-SA”) Standards Board. IEEE (“the Institute”) develops its standards through a
consensus development process, approved by the American National Standards Institute (“ANSI”), which
brings together volunteers representing varied viewpoints and interests to achieve the final product.
Volunteers are not necessarily members of the Institute and participate without compensation from IEEE.
While IEEE administers the process and establishes rules to promote fairness in the consensus development
process, IEEE does not independently evaluate, test, or verify the accuracy of any of the information or the
soundness of any judgments contained in its standards.

IEEE does not warrant or represent the accuracy or content of the material contained in its standards, and
expressly disclaims all warranties (express, implied and statutory) not included in this or any other
document relating to the standard, including, but not limited to, the warranties of: merchantability; fitness
for a particular purpose; non-infringement; and quality, accuracy, effectiveness, currency, or completeness
of material. In addition, IEEE disclaims any and all conditions relating to: results; and workmanlike effort.
IEEE standards documents are supplied “AS IS” and “WITH ALL FAULTS.”

Use of an IEEE standard is wholly voluntary. The existence of an IEEE standard does not imply that there
are no other ways to produce, test, measure, purchase, market, or provide other goods and services related
to the scope of the IEEE standard. Furthermore, the viewpoint expressed at the time a standard is approved
and issued is subject to change brought about through developments in the state of the art and comments
received from users of the standard.

In publishing and making its standards available, IEEE is not suggesting or rendering professional or other
services for, or on behalf of, any person or entity nor is IEEE undertaking to perform any duty owed by any
other person or entity to another. Any person utilizing any IEEE Standards document, should rely upon his
or her own independent judgment in the exercise of reasonable care in any given circumstances or, as
appropriate, seek the advice of a competent professional in determining the appropriateness of a given
IEEE standard.

IN NO EVENT SHALL IEEE BE LIABLE FOR ANY DIRECT, INDIRECT, INCIDENTAL, SPECIAL,
EXEMPLARY, OR CONSEQUENTIAL DAMAGES (INCLUDING, BUT NOT LIMITED TO:
PROCUREMENT OF SUBSTITUTE GOODS OR SERVICES; LOSS OF USE, DATA, OR PROFITS;
OR BUSINESS INTERRUPTION) HOWEVER CAUSED AND ON ANY THEORY OF LIABILITY,
WHETHER IN CONTRACT, STRICT LIABILITY, OR TORT (INCLUDING NEGLIGENCE OR
OTHERWISE) ARISING IN ANY WAY OUT OF THE PUBLICATION, USE OF, OR RELIANCE
UPON ANY STANDARD, EVEN IF ADVISED OF THE POSSIBILITY OF SUCH DAMAGE AND
REGARDLESS OF WHETHER SUCH DAMAGE WAS FORESEEABLE.

Translations

The IEEE consensus development process involves the review of documents in English only. In the event
that an IEEE standard is translated, only the English version published by IEEE should be considered the
approved IEEE standard.
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Official statements

A statement, written or oral, that is not processed in accordance with the IEEE-SA Standards Board
Operations Manual shall not be considered or inferred to be the official position of IEEE or any of its
committees and shall not be considered to be, or be relied upon as, a formal position of IEEE. At lectures,
symposia, seminars, or educational courses, an individual presenting information on IEEE standards shall
make it clear that his or her views should be considered the personal views of that individual rather than the
formal position of IEEE.

Comments on standards

Comments for revision of IEEE Standards documents are welcome from any interested party, regardless of
membership affiliation with IEEE. However, IEEE does not provide consulting information or advice
pertaining to IEEE Standards documents. Suggestions for changes in documents should be in the form of a
proposed change of text, together with appropriate supporting comments. Since IEEE standards represent a
consensus of concerned interests, it is important that any responses to comments and questions also receive
the concurrence of a balance of interests. For this reason, IEEE and the members of its societies and
Standards Coordinating Committees are not able to provide an instant response to comments or questions
except in those cases where the matter has previously been addressed. For the same reason, IEEE does not
respond to interpretation requests. Any person who would like to participate in revisions to an IEEE
standard is welcome to join the relevant IEEE working group.

Comments on standards should be submitted to the following address:

Secretary, IEEE-SA Standards Board
445 Hoes Lane
Piscataway, NJ 08854 USA

Laws and regulations

Users of IEEE Standards documents should consult all applicable laws and regulations. Compliance with
the provisions of any IEEE Standards document does not imply compliance to any applicable regulatory
requirements. Implementers of the standard are responsible for observing or referring to the applicable
regulatory requirements. IEEE does not, by the publication of its standards, intend to urge action that is not
in compliance with applicable laws, and these documents may not be construed as doing so.

Copyrights

IEEE draft and approved standards are copyrighted by IEEE under U.S. and international copyright laws.
They are made available by IEEE and are adopted for a wide variety of both public and private uses. These
include both use, by reference, in laws and regulations, and use in private self-regulation, standardization,
and the promotion of engineering practices and methods. By making these documents available for use and
adoption by public authorities and private users, IEEE does not waive any rights in copyright to the
documents.

Photocopies

Subject to payment of the appropriate fee, IEEE will grant users a limited, non-exclusive license to
photocopy portions of any individual standard for company or organizational internal use or individual,
non-commercial use only. To arrange for payment of licensing fees, please contact Copyright Clearance
Center, Customer Service, 222 Rosewood Drive, Danvers, MA 01923 USA; +1 978 750 8400. Permission
to photocopy portions of any individual standard for educational classroom use can also be obtained
through the Copyright Clearance Center.
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Updating of IEEE Standards documents

Users of IEEE Standards documents should be aware that these documents may be superseded at any time
by the issuance of new editions or may be amended from time to time through the issuance of amendments,
corrigenda, or errata. An official IEEE document at any point in time consists of the current edition of the
document together with any amendments, corrigenda, or errata then in effect.

Every IEEE standard is subjected to review at least every ten years. When a document is more than ten
years old and has not undergone a revision process, it is reasonable to conclude that its contents, although
still of some value, do not wholly reflect the present state of the art. Users are cautioned to check to
determine that they have the latest edition of any IEEE standard.

In order to determine whether a given document is the current edition and whether it has been amended
through the issuance of amendments, corrigenda, or errata, visit the IEEE-SA Website at
http://ieeexplore.ieee.org/xpl/standards.jsp or contact IEEE at the address listed previously. For more
information about the IEEE-SA or IEEE’s standards development process, visit the IEEE-SA Website at
http://standards.ieee.org.

Errata

Errata, if any, for all IEEE standards can be accessed on the IEEE-SA Website at the following URL:
http://standards.ieee.org/findstds/errata/index.html. Users are encouraged to check this URL for errata
periodically.

Patents

Attention is called to the possibility that implementation of this standard may require use of subject matter
covered by patent rights. By publication of this standard, no position is taken by the IEEE with respect to
the existence or validity of any patent rights in connection therewith. If a patent holder or patent applicant
has filed a statement of assurance via an Accepted Letter of Assurance, then the statement is listed on the
IEEE-SA Website at http://standards.icee.org/about/sasb/patcom/patents.html. Letters of Assurance may
indicate whether the Submitter is willing or unwilling to grant licenses under patent rights without
compensation or under reasonable rates, with reasonable terms and conditions that are demonstrably free of
any unfair discrimination to applicants desiring to obtain such licenses.

Essential Patent Claims may exist for which a Letter of Assurance has not been received. The IEEE is not
responsible for identifying Essential Patent Claims for which a license may be required, for conducting
inquiries into the legal validity or scope of Patents Claims, or determining whether any licensing terms or
conditions provided in connection with submission of a Letter of Assurance, if any, or in any licensing
agreements are reasonable or non-discriminatory. Users of this standard are expressly advised that
determination of the validity of any patent rights, and the risk of infringement of such rights, is entirely
their own responsibility. Further information may be obtained from the IEEE Standards Association.
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Introduction

This introduction is not part of IEEE Std 1904.1/Conformance01-2014, IEEE Standard for Conformance Test
Procedures for Service Interoperability in Ethernet Passive Optical Networks, IEEE Std 1904.1™ Package A —
Version 001.001.

This standard builds upon the IEEE 1904.1 Service Interoperability in Ethernet Passive Optical Networks
(SIEPON) and specifies a suite of conformance tests for system-level requirements of Ethernet Passive
Optical Network (EPON) equipment, defined in IEEE 1904.1 Package A. This standard supplements
IEEE Std 1904.1 by providing test cases to verify key requirements for proper service establishment across
the Optical Line Terminal (OLT) and Optical Network Units (ONUs) from different manufacturers.
Interoperability between the OLT and ONUs is verified indirectly, by assessing conformance of individual
devices to IEEE 1904.1 Package A requirements.
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IEEE Standard for Conformance Test
Procedures for Service Interoperability in
Ethernet Passive Optical Networks,

IEEE Std 1904.1™ Package A

Version 001.001

IMPORTANT NOTICE: IEEE Standards documents are not intended to ensure safety, security, health,
or environmental protection, or ensure against interference with or from other devices or networks.
Implementers of IEEE Standards documents are responsible for determining and complying with all
appropriate safety, security, environmental, health, and interference protection practices and all
applicable laws and regulations.

This IEEE document is made available for use subject to important notices and legal disclaimers.
These notices and disclaimers appear in all publications containing this document and may
be found under the heading “Important Notice” or “Important Notices and Disclaimers
Concerning IEEE Documents.” They can also be obtained on request from IEEE or viewed at
http://standards.ieee.org/IPR/disclaimers. html.

1. Overview

1.1 Scope

This standard specifies a suite of conformance tests for system-level requirements of Ethernet Passive
Optical Network (EPON) equipment, defined in IEEE 1904.1 Package A.

1.2 Purpose

The purpose of this standard is to build upon the IEEE 1904.1 Package A EPON system-level
interoperability standard and create a suite of conformance tests. Defining the exact test procedures will
allow vendors, network operators, and independent testing facilities to achieve consistent results when
testing EPON equipment for conformance with IEEE 1904.1 Package A.

| Documents
Copyright © 2015 IEEE. All rights reserved. Document Sharing Hub

Authorized licensed use limited to: Tsinghua University. Downloaded on February 25,2026 at 03:00:02 UTC from IEEE Xplore. Restrictions apply.

Full document details: IEEE 1904.1-Conformance01-2014


http://standards.ieee.org/IPR/disclaimers.html
http://www.avadocuments.com/doc/ieee-1904-1-conformance01-2014
http://www.avadocuments.com/doc/ieee-1904-1-conformance01-2014

IEEE Std 1904.1/Conformance01-2014
IEEE Standard for Conformance Test Procedures for Service Interoperability in
Ethernet Passive Optical Networks, IEEE Std 1904.1™ Package A — Version 001.001

1.3 Mandatory and optional requirements

This standard defines the configuration of test equipment and testing procedures required to test EPON
device’s conformance with the IEEE 1904.1 Service Interoperability in the Ethernet Passive Optical
Networks (SIEPON). The mandatory and optional requirements included in this standard cover the test
equipment and the test procedures, but not the expected behavior of the device under test (DUT).

1.4 Test suite version and conformance test identifier
1.4.1 Major and minor conformance test suite versions

The numbering of the conformance test suite uses the following format: AAA.aaa, where AAA represents
the major conformance test suite version and aaa represents the minor conformance test suite version. The
major and minor version numbers are used to indicate the current revision of this standard, where

— The major version AAA represents a major revision of this standard, where at least one of the
conformance tests was subject to a major change, requiring retesting of any equipment conforming
with the previous version of the conformance test suite.

— The minor version aaa represents a minor revision of this standard, where at least one of the
conformance tests was subject to a minor change, not requiring retesting of any equipment
conforming with the current major version of the conformance test suite.

This standard specifies version 001.001 of the suite of conformance tests.
1.4.2 Conformance test identifier

Each conformance test described in this standard is unequivocally designated with a conformance test
identifier with the following format: XXXX-nn.BBB.bbb, where

— XXXX represents the identifier of the primary Protocol Implementation Conformance Statements
(PICS) item covered by the given conformance test, as defined in IEEE Std 1904.1, Annex 4A.
When a conformance test covers more than one PICS item, only the primary PICS item (i.e., the
PICS item describing the feature, function, or behavior subject to conformance testing) is reflected
in the conformance test identifier. For example, if the given conformance test is focused on Queue
Service Discipline (QSD) feature for the Package A Optical Network Unit (ONU), XXXX in the
conformance test identifier is equal to AU-QSDI.

— nn represents the conformance test index, when multiple conformance tests are required to examine
the very same PICS item. The value of this field starts with 01, and its maximum value is 99.

— BBB represents the major version of the conformance test. The value of this field starts with 001,
and its maximum value is 999.

— bbb represents the minor version of the conformance test. The value of this field starts with 001,
and its maximum value is 999.

For example, if the given conformance test is focused on the QSD feature for the Package A ONU and
covers PICS item AU-QSDI, this is the second conformance test required to fully examine this feature,
there were three major releases of this conformance test, and the test is now on second minor release, then
the associated conformance test identifier has the following form:

AU-QSD1-02.003.002
1.4.3 Updating conformance test identifier and test suite version

During the life cycle of this standard, individual conformance tests are likely to be modified to cater to new
requirements and changes to existing requirements as well as to address any maintenance requests. For this
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reason, it is critical to understand changes in the conformance test identifier numbering and their impact on
conformance testing and certification of devices.

When a conformance test is modified, and if the modifications introduced to that conformance test are
insignificant and the results obtained using the previous conformance test version are still valid for the
device certified based on that conformance test, then the major version BBB does not change, and the
minor version bbb is incremented.

XXXX-nn.BBB.bbb — XXXX-nn.BBB.(bbb+1)

When a conformance test is modified, and if the modifications introduced to that conformance test are so
significant that the test results obtained using the previous conformance test version are not applicable
anymore for the device certified based on that conformance test, then the major test version BBB is set to
the value equal to the major version of this standard plus one, and the minor version bbb is set to 001.

XXXX-nn.BBB.bbb — XXXX-nn.(AAA+1).001

When a minor version of at least one conformance test is incremented and the major version of all
conformance tests is not incremented, then only the minor version of the entire test suite aaa is
incremented.

AAA.aaa — AAA.(aaat])

When major changes are made to at least one conformance test, the major version AAA of the entire test
suite is incremented. When the major version AAA of the test suite is incremented, the minor version of the
test suite aaa is set to 001.

AAA.aaa — (AAA+1).001

1.5 Overview of clauses

The following is an overview of the scope of individual clauses included in this specification:

— Clause 1 provides an overview of the IEEE 1904.1/Conformance01 specifications, including the
scope and purpose of the specification and the scope of individual clauses. It also includes the
definition of the test suite version and a detailed description of the conformance test identifier and
the rules governing it.

— Clause 2 lists normative references used within this specification.

— Clause 3 outlines definitions of specific terms as used in this standard. Terms may be introduced in
this specification or may exist with multiple industry definitions. Additionally, a list of acronyms
used in this standard is included.

— Clause 4 describes the most common conformance test configurations, together with the functional
requirements for individual devices used for their instrumentation.

— Clause 5 provides a conformance map, where PICS defined in IEEE Std 1904.1 are mapped to
individual conformance tests specified in this standard. Two lists are available, one for the ONU
and one for the Optical Line Terminal (OLT).

— Clause 6 serves as a repository of all configuration and management messages used in individual
test cases.

— Clause 7 serves as a repository of ONU-specific conformance tests.

— Clause 8 serves as a repository of OLT-specific conformance tests.
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2. Normative references

The following referenced documents are indispensable for the application of this document (i.e., they must
be understood and used, so each referenced document is cited in text and its relationship to this document is
explained). For dated references, only the edition cited applies. For undated references, the latest edition of
the referenced document (including any amendments or corrigenda) applies.

IEEE Std 1904.1™-2013, IEEE Standard for Service Interoperability in Ethernet Passive Optical Networks
(SIEPON)." 2

IEEE Std 802.1Q™-2011, IEEE Standard for Information technology—Telecommunications and
information systems—Local and metropolitan area networks—Media Access Control (MAC) Bridges and

Virtual Bridge Local Area Networks.

IEEE Std 802.3™-2012, IEEE Standard for Ethernet.

"IEEE publications are available from The Institute of Electrical and Electronics Engineers (http://standards.ieee.org/).
? The IEEE standards or products referred to in this clause are trademarks of The Institute of Electrical and Electronics Engineers, Inc.
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3. Definitions, acronyms, and abbreviations

3.1 Definitions

For the purposes of this document, the terms and definitions given in IEEE Std 1904.1-2013 apply. The

IEEE Standards Dictionary Online should be referenced for terms not defined in this clause.’

3.2 Acronyms and abbreviations

bL-ONU

CPE

DA

DCD

DUT

eOAM

eOAMPDU

EPON

FCS

ICS

IGMP

LLID

L-ONU

LSB

MAC

MDI

MPCP

MPCPDU

MSB

NMS

NNI

base Line Optical Network Unit

Customer Premise Equipment

Destination Address

device and capability discovery

device under test

extended Operations, Administration, and Maintenance
extended Operations, Administration, and Maintenance protocol data unit
Ethernet Passive Optical Network

frame check sequence

image check sequence

Internet Group Management Protocol

Logical Link Identifier

Line Optical Network Unit

least significant bit

Media Access Control

Medium Dependent Interface

Multipoint Control Protocol

Multipoint Control Protocol data unit

most significant bit

network management system

Network-to-Network Interface

* The IEEE Standards Dictionary Online subscriptions are available at
http://www.ieee.org/portal/innovate/products/standard/standards_dictionary.html.
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OAM

OAMPDU

ODN

OLT

ONU

OuUl

PCP

PDU

PON

PSC

RF

SA

SU

TLV

™

VM

UNI

UTM

UVM

VLAN
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Operations, Administration, and Maintenance
Operations, Administration, and Maintenance protocol data unit
Optical Distribution Network

Optical Line Terminal

Optical Network Unit

organizationally unique identifier

Priority Code Point

protocol data unit

Passive Optical Network

Power Splitter/Combiner

REPORT MPCPDU format

Source Address

software update

Type/Length/Value

OLT tunneling mode

OLT VLAN mode

user network interface

ONU tunneling mode

ONU VLAN mode

Virtual Local Area Network

3.3 Package A organizationally unique identifier (OUI) value

EPON ONU or OLT subject to conformance tests defined in this standard implement Operations,
Administration, and Maintenance (OAM)-based management protocols per IEEE Std 802.3, Clause 57, and

specifically extended OAM (eOAM) mechanisms for managing various features

defined in

IEEE Std 1904.1. The ¢OAM mechanisms utilize the Organization Specific OAM protocol data unit
(OAMPDU), as defined in IEEE Std 802.3, 57.4.3.6, where each package defined in IEEE Std 1904.1 is
identified by a specific value of OUI. For Package A, the value of OUI A is equal to 0x58-D0-8F, as
defined in IEEE Std 1904.1, 4.4.
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4. Test equipment and test configuration

4.1 Functional requirements for test equipment
4.1.1 Introduction

This subclause provides definitions of the essential elements of the conformance test setup, namely the
Packet Analyzer, Passive Optical Network (PON) Protocol Analyzer, Packet Generator, Optical
Distribution Network (ODN), OLT Emulator, and ONU Emulator, which are connected together as shown
in4.2.

Subclauses 4.1.2 through 4.1.7 specify aggregated functional requirements needed to support the entire set
of defined test cases. However, for any individual test case, a device is not required to support any
functions or capabilities beyond those required by the given test case.

Individual devices are specified in terms of functional requirements and do not impose specific
implementation. For test purposes, functions of two or more logical devices described in the following
subclauses may be combined into a single physical device, as long as the new device meets all the
requirements outlined in the following subclauses.

4.1.2 Packet Analyzer

The Packet Analyzer is a device that is connected to the OLT Network-to-Network Interface (NNI) and/or
ONU User Network Interface (UNI) as shown in 4.2 and that supports the following functions:

— Capture of selected packets transmitted by the OLT across the NNI toward the metro/aggregation
network.

—  Capture of selected packets transmitted by the ONU across the UNI toward connected Customer
Premise Equipment (CPEs).

— Analysis of the content of captured packets, including a capability to examine and display/output
the content of individual fields in captured packets.

4.1.3 PON Protocol Analyzer

The PON Protocol Analyzer is a device that is connected to the ODN as detailed in 4.2.2, 4.2.3, 4.2.4, and
4.2.5 and that supports the following functions:

— Capture of upstream packets, including Multipoint Control Protocol data units (MPCPDUs),
OAMPDUs, eOAM protocol data units (¢€OAMPDUs), and data frames, as specified in
IEEE Std 802.3 and IEEE Std 1904.1, transmitted by any of the connected ONUs toward the OLT.

— Capture of downstream packets, including MPCPDUs, OAMPDUs, eOAMPDUs, and data frames,
as specified in IEEE Std 802.3 and IEEE Std 1904.1, transmitted by the OLT toward any of the
connected ONUs.

— Simultaneous capture of downstream and upstream packets, i.e., implementation of at least two
capture interfaces, one of which is configured to capture upstream packets and the other is
configured to capture downstream packets.

— Analysis of the content of captured packets, including a capability to examine and display/output
the content of individual fields in captured packets.

The PON Protocol Analyzer does not modify the content of any upstream or downstream packets.
Additionally, when connected to the ODN, this device affects the channel insertion loss value as specified
in4.1.5.
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4.1.4 Packet Generator

The Packet Generator is a device that is connected to the OLT NNI and/or ONU UNI as shown in 4.2 and
that supports the following functions:

— Generation of a predefined number of data packets of preconfigured type, meeting specific packet
size distribution and type requirements.

— Capability to configure the following parameters (with examples) of the packet stream:

— Packet type and content (e.g., Virtual Local Area Network (VLAN) tagged or untagged, [Pv4,
IPv6, Internet Group Management Protocol (IGMP)).

— Profile of the packet stream (constant rate or bursty, continuous or specific number).

— Packet size distribution (uniformly random packet sizes or specific probability distribution
function).

The Packet Generator is not connected to the ODN and does not influence the loss observed between
OLT _MDI and ONU_MDI. This device may be connected to the OLT NNI and ONU UNI via copper or
fiber links, depending on the interface types supported on the OLT and ONUs.

4.1.4.1 Size of Ethernet frame

In certain test cases, it is necessary to define the size of Ethernet frames transmitted by the Packet
Generator. When defined, the size of an Ethernet frame accounts for all the fields included in an Ethernet
frame as defined in IEEE Std 802.3, 3.1.1 and 3.2, starting from the Destination Media Access Control
(MAC) address and ending with the frame check sequence (FCS) field, including all IEEE 802.1Q VLAN
tags and Tunneling tags (if present). Preamble is not included in the size of the Ethernet frame.

4.1.5 ODN

Testing conformance of the ODN with the respective IEEE 802.3 requirements is outside of the scope of
this standard. Various aspects of physical layer transmission, e.g., target sensitivities, launch powers,
immunity to dispersion, are not part of the conformance tests.

However, for the proper execution of the conformance tests described in this standard, the ODN needs to
conform to several basic requirements. The target channel insertion loss for the ODN used for the
conformance tests under this standard is recommended to range between 15 dB and 20 dB. The ODN can
be realized by connecting the splitter with either fiber cables of appropriate length or attenuators to achieve
the minimum recommended channel insertion loss of 15 dB. The recommended split ratio for Power
Splitter/Combiner (PSC) (see 4.2 for more details) is 2:N (N = 16). The recommended maximum distance
between the OLT and the furthest ONU is 20 km, to limit the observed signal dispersion. During the design
of the ODN for conformance testing under this standard, the loss introduced by the additional splitter ports
used to connect the PON Protocol Analyzer needs to be accounted for.

Specific requirements for the minimum channel insertion loss for specific Physical Medium Dependent
layers can be found in IEEE Std 802.3, Clause 75 for 10G-EPON devices and Clause 60 for 1G-EPON
devices.

4.1.6 OLT Emulator

The OLT Emulator is used to perform conformance testing of ONUs, replacing the regular OLT in EPON,
and it is connected to the ODN as shown in 4.2. The OLT Emulator supports the following functions:

—  Performing all functions of the OLT as defined in IEEE Std 802.3, including physical layer, MAC
layer, and Multipoint Control Protocol (MPCP) layer functions.

— Performing all functions of the OLT as defined in IEEE Std 1904.1, Table 4-1 for Package A,
including OAM and eOAM discovery, bandwidth allocation, and management.
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The OLT Emulator is capable of executing all MPCP, OAM, and eOAM processes, as specified in
IEEE Std 802.3 and IEEE Std 1904.1. Additionally, the OLT Emulator is capable of executing custom
processes and generating custom MPCPDUs, OAMPDUs, and eOAMPDU s as described in more detail in
individual test cases.

Unless stated otherwise, the OLT Emulator does not perform authentication for any connected DUT.
4.1.7 ONU Emulator

The ONU Emulator is used to perform conformance testing of OLT, replacing regular ONUs in EPON, and
it is connected to the ODN as shown in 4.2. The ONU Emulator supports the following functions:

—  Performing all functions of the ONU as defined in IEEE Std 802.3, including physical layer, MAC
layer, and MPCP layer functions.

— Performing all functions of the ONU as defined in IEEE Std 1904.1, Table 4-1 for Package A,
including OAM and eOAM discovery, bandwidth allocation, and management.

The ONU Emulator is capable of executing all MPCP, OAM, and eOAM processes, as specified in
IEEE Std 802.3 and IEEE Std 1904.1. Additionally, the ONU Emulator is capable of executing custom
processes and generating custom MPCPDUs, OAMPDUs, and eOAMPDU s as described in more detail in
individual test cases.

4.2 Test equipment configurations
4.2.1 Introduction

This subclause outlines the common test configurations used by individual conformance test cases defined
in Clause 7 and Clause 8 of this standard. In total the following four configurations without optical line
protection are described:

—  ONU under test, without the Packet Generator/Analyzer; see 4.2.2

—  OLT under test, without the Packet Generator/Analyzer; see 4.2.3

— ONU under test, with the Packet Generator/Analyzer; see 4.2.4

—  OLT under test, with the Packet Generator/Analyzer; see 4.2.5

Individual test cases covered in Clause 7 and Clause 8 may specify their own modified test configurations,
as needed, building from the generic test configurations defined in the following subclauses.

4.2.2 ONU under test, without Packet Generator/Analyzer

In this scenario, the ONU (DUT) is subject to conformance testing using the test equipment configuration
shown in Figure 1. The PON Protocol Analyzer is connected to PSC (with 2:N split, where N is defined in
4.1.5), to capture both upstream and downstream traffic exchanged between OLT MDI and ONU_MDI.

In this test configuration, there is no Packet Generator/Analyzer connected to either the NNI on the OLT
Emulator or the UNI on the DUT. This test configuration is therefore optimum for testing interaction
between the OLT and DUT not affecting subscriber traffic, e.g., software download.
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PON Protocol Analyzer

us

OLT PSC ®

ONU_MDI

Emulator 2:N

NNI OLT_MDI DS
|
|
|

PON link

C-ONU

DUT

Figure 1—Test equipment configuration for testing ONU (DUT)
with no line protection, without Packet Generator/Analyzer

4.2.3 OLT under test, without Packet Generator/Analyzer

In this scenario, the OLT (DUT) is subject to conformance testing using the test equipment configuration
shown in Figure 2. The PON Protocol Analyzer is connected to PSC (with 2:N split, where N is defined in
4.1.5), to capture both upstream and downstream traffic exchanged between OLT _MDI and ONU_MDI.

In this test configuration, there is no Packet Generator/Analyzer connected to either the UNI on the ONU
Emulator or the NNI on the DUT. This test configuration is therefore optimum for testing interaction
between the ONU and the DUT not affecting subscriber traffic, e.g., software download.

PON Protocol Analyzer

us

PSC ®

ONU_MDI

2:N

NNI OLT _MDI DS

PON link

ONU
Emulator

Figure 2—Test equipment configuration for testing OLT (DUT)
with no line protection, without Packet Generator/Analyzer

4.2.4 ONU under test, with Packet Generator/Analyzer

UNI
!
|
1
|
1
|
1
|
1
|
1

In this scenario, the ONU (DUT) is subject to conformance testing using the test equipment configuration
shown in Figure 3. The PON Protocol Analyzer is connected to PSC (with 2:N split, where N is defined in
4.1.5), to capture both upstream and downstream traffic exchanged between OLT MDI and ONU_MDI.

In this test configuration, the Packet Generator/Analyzer is connected to both the NNI on the OLT
Emulator as well as the UNI on the DUT. This test configuration is therefore optimum for testing
interaction between the OLT and DUT affecting subscriber traffic, e.g., authentication.
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PON Protocol Analyzer

us

PSC

NNI OLT_MDI
| ot |
3 Emulator 3
PON link
non-PON link

2:N

DS

ONU_MDI

Packet
Generator/Analyzer

Figure 3—Test equipment configuration for testing ONU (DUT)
with no line protection, with Packet Generator/Analyzer

4.2.5 OLT under test, with Packet Generator/Analyzer

In this scenario, the OLT (DUT) is subject to conformance testing using the test equipment configuration
shown in Figure 4. The PON Protocol Analyzer is connected to PSC (with 2:N split, where N is defined in
4.1.5), to capture both upstream and downstream traffic exchanged between OLT MDI and ONU MDI.

In this test configuration, the Packet Generator/Analyzer is connected to both the UNI on the ONU
Emulator and the NNI on the DUT. This test configuration is therefore optimum for testing interaction
between the ONU and the DUT affecting subscriber traffic, e.g., authentication.

PON Protocol Analyzer

NNI OLT_MDI
|
|
|
|
|
|
|
|

PON link
non-PON link

us
DS ONU_MDI UNI
. | |
. | |
PSC i 1 ONU 1
2:N ° 3 Emulator 3
. | |
° | |
Packet
Generator/Analyzer
Figure 4—Test equipment configuration for testing OLT (DUT)
with no line protection, with Packet Generator/Analyzer
Documents
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4.3 Frame flow configurations

The Packet Generator is configured to generate flows of Ethernet frames with specific VLAN tags,
tunneling tags, destination MAC addresses, or source MAC addresses, as shown in individual tables. Each
flow consists of K packets (K = 2000). The size of each Ethernet frame is 1000 octets. The order of frames
belonging to different flows in the aggregated stream is not specified.

Unless explicitly shown in the individual tables, particular fields in the I-Tag, S-Tag, and C-tag header shall
use IEEE Std 802.1Q-compliant values (default values).

When the MAC address defined in any tables included in this subclause contains the keyword UNin, the
value of the MAC address is derived from the UNIn port number, represented in a 1-octet-wide format. For
example, for the MAC address of 0x58-D0-8F-11-11-UNIn, the resulting MAC address for UNI! is equal
to 0x58-D0-8F-11-11-01; for UNI2, 0x58-D0-8F-11-11-02; and for UNI21, 0x58-D0-8F-11-11-15. For the
downstream direction flow, this value is expected in the Destination Address (DA) field. For the upstream
direction flow, this value is expected in the Source Address (SA) field.

Table 1—Packet Generator frame flow configuration A

Copyright © 2015 IEEE. All rights reserved.

Fl;lal;nr:bgrw I-Tag B-Tag S-Tag C-Tag

1 I-SID = 0x00-00-01 not present not present not present

2 I-SID = 0x00-00-01 not present S-VID = 0x0-FF | not present

3 [-SID = 0x00-00-01 not present not present C-VID = 0x0-FF
4 [-SID = 0x00-00-01 not present S-VID = 0x0-FF | C-VID = 0x0-FF
5 [-SID = 0x00-00-02 | not present not present not present

6 I-SID = 0x00-00-02 not present S-VID = 0x0-FF | not present

7 1-SID = 0x00-00-02 not present not present C-VID = 0x0-FF
8 [-SID = 0x00-00-02 | not present S-VID = 0x0-FF | C-VID = 0x0-FF
9 [-SID = 0x00-00-03 | not present not present not present

10 [-SID = 0x00-00-03 | not present S-VID = 0x0-FF | not present

11 I-SID = 0x00-00-03 not present not present C-VID = 0x0-FF
12 I-SID = 0x00-00-03 not present S-VID = 0x0-FF C-VID = 0x0-FF
13 [-SID = 0x00-00-04 | not present not present not present

14 I-SID = 0x00-00-04 | not present S-VID = 0x0-FF | not present

15 [-SID = 0x00-00-04 | not present not present C-VID = 0x0-FF
16 I-SID = 0x00-00-04 | not present S-VID = 0x0-FF | C-VID = 0x0-FF
17 I-SID = 0x00-00-05 not present not present not present

18 [-SID = 0x00-00-05 | not present S-VID = 0x0-FF | not present

19 [-SID = 0x00-00-05 | not present not present C-VID = 0x0-FF
20 [-SID = 0x00-00-05 | not present S-VID = 0x0-FF | C-VID = 0x0-FF
21 I-SID = 0x00-00-01 B-VID = 0x0-FF | not present not present

22 I-SID = 0x00-00-01 B-VID = 0x0-FF | S-VID = 0x0-FF | not present

23 I-SID = 0x00-00-01 B-VID = 0x0-FF | not present C-VID = 0x0-FF
24 [-SID = 0x00-00-01 | B-VID = 0x0-FF | S-VID = 0x0-FF | C-VID = 0x0-FF
25 I-SID = 0x00-00-02 B-VID = 0x0-FF | not present not present

26 I-SID = 0x00-00-02 | B-VID = 0x0-FF | S-VID =0x0-FF | not present

27 [-SID = 0x00-00-02 | B-VID = 0x0-FF | not present C-VID = 0x0-FF
28 [-SID = 0x00-00-02 | B-VID = 0x0-FF | S-VID = 0x0-FF | C-VID = 0x0-FF
29 I-SID = 0x00-00-03 | B-VID = 0x0-FF | not present not present

30 [-SID = 0x00-00-03 | B-VID = 0x0-FF | S-VID =0x0-FF | not present

31 [-SID = 0x00-00-03 | B-VID = 0x0-FF | not present C-VID = 0x0-FF
32 I-SID = 0x00-00-03 | B-VID = 0x0-FF | S-VID =0x0-FF | C-VID = 0x0-FF
33 [-SID = 0x00-00-04 | B-VID = 0x0-FF | not present not present

34 I-SID = 0x00-00-04 | B-VID = 0x0-FF | S-VID = 0x0-FF | not present

35 [-SID = 0x00-00-04 | B-VID = 0x0-FF | not present C-VID = 0x0-FF
36 [-SID = 0x00-00-04 | B-VID = 0x0-FF | S-VID =0x0-FF | C-VID = 0x0-FF
37 I-SID = 0x00-00-05 B-VID = 0x0-FF | not present not present
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Table 1—Packet Generator frame flow configuration A (continued)

Fl;laxbt::w I-Tag B-Tag S-Tag C-Tag

38 I-SID = 0x00-00-05 | B-VID = 0x0-FF | S-VID =0x0-FF | not present

39 [-SID = 0x00-00-05 | B-VID = 0x0-FF | not present C-VID = 0x0-FF
40 [-SID = 0x00-00-05 | B-VID = 0x0-FF | S-VID = 0x0-FF | C-VID = 0x0-FF
41 not present not present not present not present

42 not present not present S-VID = 0x0-FF | not present

43 not present not present not present C-VID = 0x0-FF
44 not present not present S-VID = 0x0-FF | C-VID = 0x0-FF

Table 2—Packet Generator frame flow configuration B
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Fl;lal;nr:bf;:w I-Tag B-Tag S-Tag C-Tag

1 I-SID = 0x00-00-01 not present S-VID = 0x0-01 not present

2 not present not present S-VID = 0x0-01 not present

3 1-SID = 0x00-00-01 not present S-VID = 0x0-01 C-VID = 0x0-FF
4 not present not present S-VID = 0x0-01 C-VID = 0x0-FF
5 I-SID = 0x00-00-01 not present S-VID = 0x0-02 not present

6 not present not present S-VID = 0x0-02 not present

7 I-SID = 0x00-00-01 not present S-VID = 0x0-02 C-VID = 0x0-FF
8 not present not present S-VID = 0x0-02 C-VID = 0x0-FF
9 [-SID = 0x00-00-01 not present S-VID = 0x0-03 not present

10 not present not present S-VID = 0x0-03 not present

11 I-SID = 0x00-00-01 | not present S-VID = 0x0-03 C-VID = 0x0-FF
12 not present not present S-VID = 0x0-03 C-VID = 0x0-FF
13 I-SID = 0x00-00-01 not present S-VID = 0x0-04 not present

14 not present not present S-VID = 0x0-04 not present

15 I-SID = 0x00-00-01 not present S-VID = 0x0-04 C-VID = 0x0-FF
16 not present not present S-VID = 0x0-04 C-VID = 0x0-FF
17 I-SID = 0x00-00-01 not present S-VID = 0x0-05 not present

18 not present not present S-VID = 0x0-05 not present

19 [-SID = 0x00-00-01 not present S-VID = 0x0-05 C-VID = 0x0-FF
20 not present not present S-VID = 0x0-05 C-VID = 0x0-FF
21 I-SID = 0x00-00-01 not present S-VID = 0x0-FF | not present

22 not present not present S-VID = 0x0-FF | not present

23 [-SID = 0x00-00-01 not present S-VID = 0x0-FF | C-VID = 0x0-FF
24 not present not present S-VID = 0x0-FF | C-VID = 0x0-FF
25 I-SID = 0x00-00-01 not present not present not present

26 not present not present not present not present

27 1-SID = 0x00-00-01 not present not present C-VID = 0x0-FF
28 not present not present not present C-VID = 0x0-FF
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Table 3—Packet Generator frame flow configuration C

F;alﬁ:bi:gw I-Tag B-Tag S-Tag C-Tag

1 1-SID = 0x00-00-01 not present S-VID = 0x0-01 not present

2 not present not present S-VID = 0x0-01 not present

3 1-SID = 0x00-00-01 not present S-VID = 0x0-01 C-VID = 0x0-FF
4 not present not present S-VID = 0x0-01 C-VID = 0x0-FF
5 1-SID = 0x00-00-01 not present S-VID = 0x0-02 not present

6 not present not present S-VID = 0x0-02 not present

7 I-SID = 0x00-00-01 not present S-VID = 0x0-02 C-VID = 0x0-FF
8 not present not present S-VID = 0x0-02 C-VID = 0x0-FF
9 1-SID = 0x00-00-01 not present S-VID = 0x0-03 not present

10 not present not present S-VID = 0x0-03 not present

11 I-SID = 0x00-00-01 | not present S-VID = 0x0-03 C-VID = 0x0-FF
12 not present not present S-VID = 0x0-03 C-VID = 0x0-FF
13 1-SID = 0x00-00-01 not present S-VID = 0x0-04 not present

14 not present not present S-VID = 0x0-04 not present

15 1-SID = 0x00-00-01 not present S-VID = 0x0-04 C-VID = 0x0-FF
16 not present not present S-VID = 0x0-04 C-VID = 0x0-FF
17 I-SID = 0x00-00-01 not present S-VID = 0x0-05 not present

18 not present not present S-VID = 0x0-05 not present

19 I-SID = 0x00-00-01 | not present S-VID = 0x0-05 C-VID = 0x0-FF
20 not present not present S-VID = 0x0-05 C-VID = 0x0-FF
21 I-SID = 0x00-00-01 not present S-VID = 0x0-FF not present

22 not present not present S-VID = 0x0-FF not present

23 1-SID = 0x00-00-01 not present S-VID = 0x0-FF C-VID = 0x0-FF
24 not present not present S-VID = 0x0-FF C-VID = 0x0-FF
25 1-SID = 0x00-00-01 not present not present not present

26 not present not present not present not present

27 1-SID = 0x00-00-01 not present not present C-VID = 0x0-FF
28 not present not present not present C-VID = 0x0-FF

Table 4—Packet Generator frame flow configuration D *

Frame flow
number

SA-MAC

0x58-D0-8F-00-UNIn-01

0x58-D0-8F-00-UNIn-02

0x58-D0-8F-00-UNIn-03

0x58-D0-8F-00-UNIn-04

0x58-D0-8F-00-UNIn-05

0x58-D0-8F-00-UNIn-06

0x58-D0-8F-10-UNIn-07

0x58-D0-8F-10-UNIn-08

0x58-D0-8F-10-UNIn-09

=IO |0 (AN N[ |W (N~

0 0x58-D0-8F-10-UNIn-0A

* The DA-MAC in generated frames can be set to an arbitrary value.

Table 5—Packet Generator frame flow configuration E?

Frame flow SA-MAC
number
1 0x58-D0-8F-00-UNIn-01
2 0x58-D0-8F-00-UNIn-02
3 0x58-D0-8F-00-UNIn-03
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The DA-MAC in generated frames can be set to an arbitrary value.
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5. Conformance map

5.1 Introduction

This clause defines the mapping between IEEE 1904.1 Package A PICS items for the ONU (see 5.2) and
the OLT (see 5.3) and individual test cases.

5.2 Mapping between IEEE 1904.1 Package A PICS for ONU and test cases

The mapping between IEEE 1904.1 Package A PICS items for the ONU and related test cases is shown in
Table 6.

Table 6—Mapping between IEEE 1904.1 Package A PICS for ONU and test cases

f’zlléksaigteerﬁ Compliance verified in the following test(s)

AU-DCDO AU-DCD1-01.001.001, AU-DCD4-01.001.001

AU-DCDla AU-DCD1-01.001.001

AU-DCDI1b AU-DCD1-01.001.001

AU-DCDlc AU-DCD1-01.001.001

AU-DCD2 AU-DCDI1-01.001.001

AU-DCD3a AU-DCD1-01.001.001

AU-DCD3b AU-DCD4-01.001.001

AU-DCD4 AU-DCD4-01.001.001
AU-UTM2-01.001.001, AU-UTM2-02.001.001, AU-UTM3-01.001.001, AU-UTM3-

AU-MEla 02.001.001, AU-UVM2-01.001.001, AU-UVM2-02.001.001, AU-UVM3-01.001.001,
AU-UVM3-02.001.001, AU-UVM1-01.001.001, AU-UVM1-02.001.001, AU-UVM4-
01.001.001

AU-ME3a AU-UVM2-01.001.001
AU-UTM2-01.001.001, AU-UTM2-02.001.001, AU-UTM3-01.001.001, AU-UTM3-

AU-ME3b 02.001.001, AU-UVM2-02.001.001, AU-UVM3-01.001.001, AU-UVM3-02.001.001,

AU-UVMI1-01.001.001, AU-UVM1-02.001.001

AU-UTM2-01.001.001, AU-UTM3-01.001.001, AU-UTM3-02.001.001, AU-UVM2-
AU-ME3c 02.001.001, AU-UVM3-01.001.001, AU-UVM3-02.001.001, AU-UVM1-01.001.001,
AU-UVM1-02.001.001

AU-UTM2-01.001.001, AU-UTM2-02.001.001, AU-UTM3-01.001.001, AU-UTM3-
AU-ME3d 02.001.001, AU-UVM2-01.001.001, AU-UVM2-02.001.001, AU-UVM3-01.001.001,
AU-UVM3-02.001.001, AU-UVM1-01.001.001, AU-UVM4-01.001.001
AU-UTM2-01.001.001, AU-UTM2-02.001.001, AU-UTM3-01.001.001, AU-UTM3-

AU-ME3f 02.001.001, AU-UVM2-01.001.001, AU-UVM2-02.001.001, AU-UVM3-01.001.001,
AU-UVM3-02.001.001, AU-UVM1-01.001.001, AU-UVM1-02.001.001
AU-ME7 AU-DCD1-01.001.001, AU-DCD4-01.001.001
AU-ME8 AU-DCD1-01.001.001
AU-ME9 AU-DCD1-01.001.001
AU-MEI12 AU-DCD1-01.001.001
AU-ME24 AU-UVM4-01.001.001
AU-UTM2-01.001.001, AU-UTM2-02.001.001, AU-UTM3-01.001.001, AU-UTM3-
AU-ME93a 02.001.001, AU-UVM2-01.001.001, AU-UVM2-02.001.001, AU-UVM3-01.001.001,
AU-UVM3-02.001.001, AU-UVM1-01.001.001, AU-UVM1-02.001.001
AU-ME93b AU-UVMI-01.001.001, AU-UTM3-01.001.001, AU-UTM2-02.001.001
AU-ME93c AU-UVM1-01.001.001, AU-UTM3-01.001.001, AU-UTM2-02.001.001
AU-ME93d AU-UVM1-01.001.001, AU-UTM3-01.001.001, AU-UTM2-02.001.001
AU-ME93¢ AU-UTM3-01.001.001
AU-ME93f AU-UTM3-01.001.001
AU-ME93g AU-UTM3-01.001.001
AU-ME93h AU-UTM3-01.001.001
AU-ME112 AU-UVM4-01.001.001
AU-ME115 AU-UVM4-01.001.001
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Table 6—Mapping between IEEE 1904.1 Package A PICS for ONU and test cases

(continued)
f’?g{saigtiﬁ Compliance verified in the following test(s)

AU-MEI116 AU-UVM4-01.001.001
AU-UTM2-01.001.001, AU-UTM2-02.001.001, AU-UTM3-01.001.001, AU-UTM3-

AU-MEI120 02.001.001, AU-UVM2-01.001.001, AU-UVM2-02.001.001, AU-UVM3-01.001.001,
AU-UVM3-02.001.001, AU-UVM1-01.001.001, AU-UVM1-02.001.001
AU-UTM2-01.001.001, AU-UTM2-02.001.001, AU-UTM3-01.001.001, AU-UTM3-

AU-MGla 02.001.001, AU-UVM2-01.001.001, AU-UVM2-02.001.001, AU-UVM3-01.001.001,
AU-UVM3-02.001.001, AU-UVM1-01.001.001, AU-UVM1-02.001.001
AU-UTM2-01.001.001, AU-UTM2-02.001.001, AU-UTM3-01.001.001, AU-UTM3-

AU-MG1b 02.001.001, AU-UVM2-01.001.001, AU-UVM2-02.001.001, AU-UVM3-01.001.001,
AU-UVM3-02.001.001, AU-UVM1-01.001.001, AU-UVM1-02.001.001
AU-UTM2-01.001.001, AU-UTM2-02.001.001, AU-UTM3-01.001.001, AU-UTM3-

AU-MG2 02.001.001, AU-UVM2-01.001.001, AU-UVM2-02.001.001, AU-UVM3-01.001.001,
AU-UVM3-02.001.001, AU-UVM1-01.001.001, AU-UVM1-02.001.001, AU-UVM4-
01.001.001

AU-MG5a AU-DCD1-01.001.001, AU-DCD4-01.001.001

AU-MG5b AU-DCD1-01.001.001, AU-DCD4-01.001.001

AU-MG11 AU-UVM4-01.001.001

AU-MG12 AU-UVM4-01.001.001

AU-MG17a AU-SU1-01.001.001, AU-SU1-05.001.001

AU-MG17b AU-SU1-01.001.001, AU-SU1-05.001.001

AU-MG17¢c AU-SU1-01.001.001, AU-SU1-05.001.001

AU-MG17d AU-SU1-01.001.001, AU-SU1-05.001.001

AU-MG23a AU-UVM4-01.001.001

AU-MG23b AU-UVM4-01.001.001

AU-MG23c¢ AU-UVM4-01.001.001

AU-RF0Oa AU-RF0b-01.001.001

AU-RFO0b AU-RF0b-01.001.001

AU-RF1 AU-RF0b-01.001.001

AU-RF2a AU-RF0b-01.001.001

AU-RF2b AU-RF0b-01.001.001

AU-RF3 AU-RF0b-01.001.001

AU-RF5 AU-RF0b-01.001.001

AU-SUO AU-SU1-01.001.001, AU-SU1-05.001.001

AU-SU3 AU-SU1-01.001.001, AU-SU1-05.001.001

AU-UTMO gzUo})J]T(l;g% 01.001.001, AU-UTM2-02.001.001, AU-UTM3-01.001.001, AU-UTM3
AU-UTM2-01.001.001, AU-UTM2-02.001.001, AU-UTM3-01.001.001, AU-UTM3-

AU-UTMla 02.001.001

AU-UTM1b AU-UTM2-01.001.001, AU-UTM2-02.001.001, AU-UTM3-01.001.001, AU-UTM3-
02.001.001

AU-UTM2 AU-UTM2-01.001.001, AU-UTM2-02.001.001

AU-UTM3a AU-UTM3-01.001.001, AU-UTM3-02.001.001

AU-UTM3b AU-UTM3-01.001.001, AU-UTM3-02.001.001

AU-UTM3c AU-UTM3-01.001.001, AU-UTM3-02.001.001

AU-UTM3d AU-UTM3-01.001.001, AU-UTM3-02.001.001

AU-UVMO AU-UVM2-01.001.001, AU-UVM2-02.001.001, AU-UVM3-01.001.001, AU-UVM3-
02.001.001, AU-UVM3-02.001.001, AU-UVM1-01.001.001, AU-UVM4-01.001.001

AU-UVMIa AU-UVM2-01.001.001, AU-UVM2-02.001.001, AU-UVM3-01.001.001, AU-UVM3-
02.001.001, AU-UVM3-02.001.001, AU-UVM1-02.001.001

AU-UVMI1b AU-UVM1-01.001.001, AU-UVM1-02.001.001

AU-UVM2 AU-UVM2-01.001.001, AU-UVM2-02.001.001

AU-UVM3a AU-UVM3-02.001.001, AU-UVM3-02.001.001

AU-UVM3c AU-UVM3-01.001.001

AU-UVM4 AU-UVM4-01.001.001
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5.3 Mapping between IEEE 1904.1 Package A PICS for OLT and test cases

The mapping between IEEE 1904.1 Package A PICS items for the OLT and related test cases is shown in

Table 7.

Table 7—Mapping between IEEE 1904.1 Package A PICS for OLT and test cases

f’zlléksaigteerﬁ Compliance verified in the following test(s)
AT-DCDO AT-DCD3-01.001.001, AT-DCD2-01.001.001, AT-DCD4-01.001.001
AT-DCD1 AT-DCD3-01.001.001
AT-DCD2a AT-DCD2-01.001.001
AT-DCD2b AT-DCD2-01.001.001
AT-DCD3 AT-DCD3-01.001.001, AT-DCD2-01.001.001
AT-DCD4 AT-DCD4-01.001.001
AT-ME7 AT-DCD3-01.001.001, AT-DCD4-01.001.001
AT-MES AT-DCD3-01.001.001
AT-ME9 AT-DCD3-01.001.001
AT-ME12 AT-DCD3-01.001.001
AT-MG5a AT-DCD3-01.001.001, AT-DCD4-01.001.001
AT-MG5b AT-DCD3-01.001.001, AT-DCD4-01.001.001
AT-MG9 AT-DCD3-01.001.001, AT-DCD4-01.001.001
AT-SUO AT-SU1-01.001.001, AT-SU1-02.001.001
AT-SU1 AT-SU1-01.001.001, AT-SU1-02.001.001
AT-TVMO AT-TVM2-01.001.001, AT-TVM2-02.001.001
AT-TVMIla AT-TVM2-01.001.001, AT-TVM2-02.001.001
AT-TVMIb AT-TVM2-01.001.001, AT-TVM2-02.001.001
AT-TVM2 AT-TVM2-01.001.001, AT-TVM2-02.001.001
AT-TVM3 AT-TVM2-01.001.001, AT-TVM2-02.001.001
AT-TTMO AT-TTM1-01.001.001, AT-TTM1-02.001.001
AT-TTMIla AT-TTM1-01.001.001, AT-TTM1-02.001.001
AT-TTMI1b AT-TTM1-01.001.001, AT-TTM1-02.001.001
AT-TTM2 AT-TTM1-01.001.001, AT-TTM1-02.001.001
AT-TTM3 AT-TTM1-01.001.001, AT-TTM1-02.001.001
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This clause describes the set of common configuration messages, including OAMPDUs, eOAMPDUs, and
MPCPDUs, exchanged between the ONU and the OLT during individual test cases. Individual
eOAMPDUs are defined in IEEE Std 1904.1, 13.1 and 13.4. Individual Type/Length/Values (TLVs) are
defined in IEEE Std 1904.1, 14.4.

While individual test cases generally show the DUT generating a single e€OAMPDU containing multiple
TLVs, specific implementations are allowed to generate multiple eOAMPDUSs to transmit the same TLVs.

Both implementations are acceptable and shall be handled appropriately by the test equipment.

6.1 Message and TLV primitives

This subclause defines a set of eEOAMPDUs used by a number of test cases defined in this standard.

6.1.1 Get_Request( TLV1,.., TLVn ) primitive

This primitive provides a shortcut notation for the eOAM Get Request EOAMPDU, as shown in Table 8.

Table 8—Structure of eOAMPDU represented by
Get_Request( TLV1,.., TLVn ) primitive

(O?tzets) Field Value
6 Destination Address 0x01-80-C2-00-00-02
6 Source Address Varies (OLT MAC address)
2 Length/Type 0x88-09
1 Subtype 0x03
2 Flags 0x00-50
1 Code 0xFE
3 OUIl OUI A
1 Opcode 0x01
Varies TLVI Content of TLV1
Varies ... ..
Varies TLVn Content of TLVn
1 Branch 0x00
2 Leaf 0x00-00
Varies Pad 0x00-...-00 (presence depends on number of TLVs)
4 FCS Varies
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6.1.2 Get_Response( TLV1,

.., TLVn ) primitive

This primitive provides a shortcut notation for the eOAM_Get Response eOAMPDU, as shown in Table 9.

Table 9—Structure of eOAMPDU represented by
Get_Response( TLV1,.., TLVn ) primitive

(oscizeis) Field Value
6 Destination Address 0x01-80-C2-00-00-02
6 Source Address Varies (ONU MAC address)
2 Length/Type 0x88-09
1 Subtype 0x03
2 Flags 0x00-50
1 Code 0xFE
3 OUI OUI_A
1 Opcode 0x02
Varies TLV1 Content of TLV1
Varies .. ..
Varies TLVn Content of TLVn
1 Branch 0x00
2 Leaf 0x00-00
Varies Pad 0x00-...-00 (presence depends on number of TLVs)
4 FCS Varies

6.1.3 Sset Request( TLV1,..

, TLVn ) primitive

This primitive provides a shortcut notation for the eOAM Set Request EOAMPDU, as shown in Table 10.

Table 10 —Structure of eOAMPDU represented by
Set_Request( TLV1,.., TLVn ) primitive

(oiz‘is) Field Value
6 Destination Address 0x01-80-C2-00-00-02
6 Source Address Varies (OLT MAC address)
2 Length/Type 0x88-09
1 Subtype 0x03
2 Flags 0x00-50
1 Code 0xFE
3 OuIl OUI_ A
1 Opcode 0x03
Varies TLV1 Content of TLV1 parameter
Varies
Varies TLVn Content of TLVn parameter
1 Branch 0x00
2 Leaf 0x00-00
Varies Pad 0x00-...-00 (presence depends on number of TLVs)
4 FCS Varies
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6.1.4 set_Response( TLV1,.., TLVn ) primitive

This primitive provides a shortcut notation for the eOAM Set Response eOAMPDU, as shown in Table 11.

Table 11 —Structure of eOAMPDU represented by
Set_Response( TLV1,.., TLVn ) primitive

(oii?is) Field Value
6 Destination Address 0x01-80-C2-00-00-02
6 Source Address Varies (ONU MAC address)
2 Length/Type 0x88-09
1 Subtype 0x03
2 Flags 0x00-50
1 Code OxFE
3 OUI OUI A
1 Opcode 0x04
Varies TLV1 Content of TLV1 parameter
Varies .
Varies TLVn Content of TLVn parameter
1 Branch 0x00
2 Leaf 0x00-00
Varies Pad 0x00-...-00 (presence depends on number of TLVs)
4 FCS Varies

6.1.5 TLV_Context( object, instance ) primitive

This primitive represents the structure of the Object Context TLV, as shown in Table 13. Individual values
for the object parameter are defined in Table 12.

Table 12 —Definition of object parameter values

object Value
value
ONU 0x00-00
PON 0x00-01
LLID 0x00-02
UNI 0x00-03
Queue 0x00-04

Table 13 —Structure of TLV represented by
TLV_Context( object, instance ) primitive

(oscizeis) Field Value
1 Branch 0xD6
2 ObjectType Value of object parameter per Table 12
1 Length 0x01 for ObjectType values 0x00-00 to 0x00-03
0x04 for ObjectType value of 0x00-04
Varies ObjectInstance instance
20
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6.1.6 TLV_Attribute( attribute_id ) primitive

This primitive represents the structure of any attribute-related Variable Descriptor TLV, as shown in Table
15. Individual values for the attribute id parameter are defined in Table 14.

Table 14 —Definition of attribute_id parameter values

attribute id
— Value
parameter

ONU ID 0x00-02
ONU Firmware 0x00-03
Chipset ID 0x00-04
LLID Count 0x00-07
Dynamic Learning Table Size 0x01-01
MAC Dynamic Age 0x01-02
Admission Control 0x01-06

Table 15—Structure of TLV represented by
TLV_Attribute (attribute_id ) primitive

(oscizeis) Field Value
1 Branch 0xD7
2 Leaf Value of attribute id parameter per Table 14

6.1.7 TLV_Action( action_id ) primitive

This primitive represents the structure of any action-related Variable Descriptor TLV, as shown in Table
17. Individual values for the action id parameter are defined in Table 16.

Table 16 —Definition of action_id parameter values

action id
- Value
parameter

Reboot 0x00-01
Clear MAC Dynamic | 0x01-01
Add MAC Dynamic 0x01-02
Clear MAC Static 0x01-04
Add MAC Static 0x01-05
Clear All Rules 0x05-01
Add One Rule 0x05-02

Table 17 —Structure of TLV represented by

TLV_Action( action_id ) primitive

(oscizeis) Field Value
1 Branch 0xD9
2 Leaf Value of action id parameter per Table 16
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6.1.8 TLV_Attribute Response( attribute_id, code ) primitive

This primitive represents the structure of any attribute-related Variable Container TLV, as shown in Table
18. Individual values for the attribute id parameter are defined in Table 14.

Table 18 —Structure of TLV represented by
TLV_Attribute Response( attribute id, code ) primitive

Size .
(octets) Field Value
1 Branch 0xD7
2 Leaf Value of attribute id parameter per Table 14
Value of code parameter:
1 Length OK = 0x80

6.1.9 TLV_Action Response( action_id, code ) primitive

This primitive represents the structure of any action-related Variable Container TLV, as shown in Table 19.
Individual values for the action id parameter are defined in Table 16.

Table 19 —Structure of TLV represented by
TLV_Action Response( action_id, code ) primitive

Size .
(octets) Field Value
1 Branch 0xD9
2 Leaf Value of action id parameter per Table 16
Value of code parameter:
1 Length OK = 0x80

6.2 Group DCD messages

This subclause defines a set of e€OAMPDUs used by the group of test cases related to the device and
capability discovery (DCD) function, as specified in this standard.

6.2.1 InformationExt () primitive

This primitive provides a shortcut notation for the /nformation OAMPDU with Extended Information TLV,
as shown in Table 20.

Table 20 —Structure of e€OAMPDU represented by InformationExt () primitive

(o?éis) Field Value
6 Destination Address 0x01-80-C2-00-00-02
6 Source Address Varies (OLT MAC address)
2 Length/Type 0x88-09
1 Subtype 0x03
2 Flags 0x00-50
1 Code 0x00
1 Information Type 0x01
1 Information Length 0x10
1 OAM Version 0x01
2 Revision 0x00
1 State Varies(ignored)
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Table 20—Structure of eOAMPDU represented by InformationExt () primitive

(continued)
(O?tzets) Field Value
1 OAM Configuration 0x1F (all configuration variables set to 1)
2 OAMPDU Configuration Varies (Maximum OAMPDU Size)
3 Oul Varies (Organizationally Unique Identifier of the vendor)
4 Vendor Specific Info Varies (differentiate a vendor’s product models/versions)
1 Information Type 0x02
1 Information Length 0x10
14 OAM Version to Vendor Varies (copy of the last received Local Information TLV from the
Specific Info remote) (ignored)
1 Type 0xFE
1 Length 0x05
3 Oul OUI A
1 InfoType 0x00
1 Version 0x20
3 Pad 0x00-00
4 FCS Varies

6.2.2 Information () primitive

This primitive provides a shortcut notation for the Information OAMPDU without Extended Information

TLV, as shown in Table 21.

Table 21 —Structure of OAMPDU represented by Information () primitive

(Oi‘é‘t’s) Field Value
6 Destination Address 0x01-80-C2-00-00-02
6 Source Address Varies (OLT MAC address)
2 Length/Type 0x88-09
1 Subtype 0x03
2 Flags 0x00-50
1 Code 0x00
1 Information Type 0x01
1 Information Length 0x10
1 OAM Version 0x01
2 Revision 0x00
1 State Varies(ignored)
1 OAM Configuration 0x1F (all configuration variables set to 1)
2 OAMPDU Configuration Varies (Maximum OAMPDU Size)
3 OUI Varies (Organizationally Unique Identifier of the vendor)
4 Vendor Specific Info Varies (differentiate a vendor’s product models/versions)
1 Information Type 0x02
1 Information Length 0x10
14 OAM Version to Vendor Varies (copy of the last received Local Information TLV from the
Specific Info remote) (ignored)
10 Pad 0x00-00
4 FCS Varies
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