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Foreword 

ISO (the International Organization for Standardization) and IEC (the International Electrotechnical 
Commission) form the specialized system for worldwide standardization. National bodies that are members of 
ISO or IEC participate in the development of International Standards through technical committees 
established by the respective organization to deal with particular fields of technical activity. ISO and IEC 
technical committees collaborate in fields of mutual interest. Other international organizations, governmental 
and non-governmental, in liaison with ISO and IEC, also take part in the work. In the field of information 
technology, ISO and IEC have established a joint technical committee, ISO/IEC JTC 1. 

IEEE Standards documents are developed within the IEEE Societies and the Standards Coordinating 
Committees of the IEEE Standards Association (IEEE-SA) Standards Board. The IEEE develops its standards 
through a consensus development process, approved by the American National Standards Institute, which 
brings together volunteers representing varied viewpoints and interests to achieve the final product. 
Volunteers are not necessarily members of the Institute and serve without compensation. While the IEEE 
administers the process and establishes rules to promote fairness in the consensus development process, the 
IEEE does not independently evaluate, test, or verify the accuracy of any of the information contained in its 
standards. 

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2. 

The main task of ISO/IEC JTC 1 is to prepare International Standards. Draft International Standards adopted 
by the joint technical committee are circulated to national bodies for voting. Publication as an International 
Standard requires approval by at least 75 % of the national bodies casting a vote. 

Attention is called to the possibility that implementation of this standard may require the use of subject matter 
covered by patent rights. By publication of this standard, no position is taken with respect to the existence or 
validity of any patent rights in connection therewith. ISO/IEEE is not responsible for identifying essential 
patents or patent claims for which a license may be required, for conducting inquiries into the legal validity or 
scope of patents or patent claims or determining whether any licensing terms or conditions provided in 
connection with submission of a Letter of Assurance or a Patent Statement and Licensing Declaration Form, if 
any, or in any licensing agreements are reasonable or non-discriminatory. Users of this standard are 
expressly advised that determination of the validity of any patent rights, and the risk of infringement of such 
rights, is entirely their own responsibility. Further information may be obtained from ISO or the IEEE 
Standards Association. 

ISO/IEC/IEEE 21451-7 was prepared by Joint Technical Committee ISO/IEC JTC 1, Information technology, 
Subcommittee SC 31, Automatic identification and data capture techniques, in cooperation with the Technical 
Committee on Sensor Technology (TC9) of the IEEE Instrumentation and Measurement Society, under the 
Partner Standards Development Organization cooperation agreement between ISO and IEEE. 

ISO/IEC/IEEE 21451 consists of the following parts, under the general title Information technology — Smart 
transducer interface for sensors and actuators: 

� Part 1: Network Capable Application Processor (NCAP) information model 

� Part 2: Transducer to microprocessor communication protocols and Transducer Electronic Data Sheet 
(TEDS) formats 

� Part 4: Mixed-mode communication protocols and Transducer Electronic Data Sheet (TEDS) formats 

� Part 7: Transducer to radio frequency identification (RFID) systems communication protocols and 
Transducer Electronic Data Sheet (TEDS) formats 
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Introduction 

This part of ISO/IEC/IEEE 21451 describes communication methods, data formats and provides a Transducer 
Electronic Data Sheet (TEDS) for sensors working in cooperation with radio frequency identification (RFID) 
systems. This part of ISO/IEC/IEEE 21451 does not outline, recommend, or prescribe any specific air-
interface protocol. This part of ISO/IEC/IEEE 21451 is intended to be air-interface agnostic. 

In the ISO/IEC/IEEE 21451 series of standards, transducers (sensors or actuators) are connected to a 
transducer interface module (TIM), which is connected to a network capable application processor (NCAP) to 
allow network access of transducer data. ISO/IEC/IEEE 21450 defines a set of common functionality, 
commands, and TEDS for the ISO/IEC/IEEE 21451 series of smart transducer standards.  

ISO/IEC/IEEE 21450 provides a common basis for members of the ISO/IEC/IEEE 21451 series of standards 
to be interoperable. It defines the functions that are to be performed by a TIM and the common characteristics 
for all devices that implement the TIM. It specifies the formats for TEDS. It defines a set of commands to 
facilitate the setup and control of the TIM as well as reading and writing the data used by the system. 
Application programming interfaces (APIs) are defined to facilitate communications with the TIM and with 
applications. ISO/IEC/IEEE 21451-1 defines a smart transducer object model and communication methods to 
facilitate the access of smart transducers in a network. ISO/IEC/IEEE 21451-2 defines serial interfaces for 
connecting transducer modules to a network processor. ISO/IEC/IEEE 21451-4 defines a mixed-mode 
transducer interface that allows the transfer of digital transducer electronic data sheet and analogue sensor 
signals on the same wires. 
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Information technology — Smart transducer interface for 
sensors and actuators — 

Part 7: 
Transducer to radio frequency identification (RFID) systems 
communication protocols and Transducer Electronic Data 
Sheet (TEDS) formats 

1 Scope 

This part of ISO/IEC/IEEE 21451 defines communication methods and data formats for transducers (sensors 
and actuators) communicating with RFID tags. This part of ISO/IEC/IEEE 21451 also defines Transducer 
Electronic Data Sheet (TEDS) formats based on the ISO/IEC/IEEE 21451 series of standards and protocols 
for accessing TEDS and transducer data. It adopts necessary interfaces and protocols to facilitate the use of 
technically differentiated, existing technology solutions. It does not specify transducer design or signal 
conditioning. 

There is currently no openly defined independent interface standard between transducers and RFID tags. 
Each vendor builds its own interface. Without such a standard, transducer interfacing and integration to RFID 
tags and systems are time-consuming and all vendors’ duplicated efforts are economically unproductive. The 
purpose of this part of ISO/IEC/IEEE 21451 is to provide interfaces and methods for interfacing transducers to 
RFID tags and reporting transducer data within the RFID infrastructure. It also provides the means for device 
and equipment interoperability. 

2 Conformance 

Conformance to this part of ISO/IEC/IEEE 21451 requires that all non-optional sections be implemented in the 
vendor device. 

3 Normative references 

The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced 
document (including any amendments) applies. 

ISO/IEC 19762 (all parts), Information technology — Automatic identification and data capture (AIDC) 
techniques — Harmonized vocabulary 

IEEE Std 100-2000, The Authoritative Dictionary of IEEE Standards Terms, Seventh Edition 

Authorized licensed use limited to: Tsinghua University. Downloaded on February 25,2026 at 04:38:17 UTC from IEEE Xplore.  Restrictions apply. 

Full document details: IEEE 21451-7-2011

http://www.avadocuments.com/doc/ieee-21451-7-2011
http://www.avadocuments.com/doc/ieee-21451-7-2011


ISO/IEC/IEEE 21451-7:2011(E) 

2 
© ISO/IEC 2011 – All rights reserved

© IEEE 2011 – All rights reserved
 

4 Terms and definitions 

For the purposes of this document, the terms and definitions given in ISO/IEC 19762 (all parts), IEEE Std 100 
and the following apply. 

4.1 
transducer electronic data sheet 
data sheet stored in some form of electrically readable memory, which describes a Transducer Channel 

4.2 
event sensor 
sensor that detects a change of state in the physical world 

NOTE   The fact that a change of state has occurred and/or instant in time of the change of state, and not the state 
value, is the “measurement”. 

4.3 
message 
information that is to be passed between devices as a single logical entity 

NOTE A message may occupy one or more packets. 

4.4 
sensor 
device that responds to biological, chemical, or physical stimuli (such as heat, light, sound, pressure, 
magnetism, motion, and gas detection) and transmits the resulting signal or data for providing a measurement, 
operating a control, or both 

4.5 
1451.7 sensor 
device that responds to biological, chemical, or physical stimulus (such as heat, light, sound, pressure, 
magnetism, motion, and gas detection) and provides a measured response of the observed stimulus 

4.6 
smart transducer 
transducer that provides functions beyond those necessary for generating a correct representation of a 
sensed or controlled quantity, simplifying the integration of the transducer into applications in a networked 
environment 

4.7 
time tick 
number of sample intervals that have occurred 

5 Abbreviated terms 

For the purposes of this document, the abbreviated terms given in IEEE Std 100, ISO/IEC 19762 (all parts) 
and the following apply. 

AI Air Interface 

EUI Extended Unique Identifier 

LSB Least Significant Bit 

MSB Most Significant Bit 

OUI Organizational Unique Identifier (allocated by IEEE) 

RFU Reserved for Future Use 
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RN Random Number 

RTLS Real-Time Locating System 

SI International System of Units (SI)  

TEDS Transducer Electronic Data Sheet 

TIM Transducer Interface Module 

UTC Coordinated Universal Time 

6 Transducer and RFID system interface specification 

This part of ISO/IEC/IEEE 21451 specifies a set of features, which allow a smart transducer to communicate 
with the outside world using the techniques employed by RFID systems. The list below shows the four design 
elements that must be embodied in all smart transducers, which conform to this part of ISO/IEC/IEEE 21451. 

� Essential elements of a conformant smart transducer: 

� Communications Protocol 

� Command Structure 

� TEDS 

� Transducer Data 

The Communications Protocol provides the direct link between the outside world and the smart transducer. At 
the time of publication of this part of ISO/IEC/IEEE 21451, Clause 7 identifies a number of the ISO/IEC Air 
Interface specifications that are candidates for supporting this part of ISO/IEC/IEEE 21451; other air interfaces 
may also support this part of ISO/IEC/IEEE 21451. Each air interface protocol that supports this International 
Standard shall refer to it as a normative reference and implement the requirements specified in this part of 
ISO/IEC/IEEE 21451. The Command Structure is the language, specified in Clause 9, with which the actions 
of the smart transducer are controlled. The TEDS contains the capability and configuration information, as 
specified in Clause 8, for each particular smart transducer. The Transducer Data, also described in Clause 8, 
constitutes the results of sensor measurements. 

Figure 1 provides an example of the minimum components required in a system interfaced with a compliant 
transducer. The elements common to all systems that are compliant to this International Standard are all 
those in Figure 1, except the “Network Interface” in the “RFID Tag Interrogator”. 

 

Figure 1 — RFID system interface with smart transducer 
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For clarity, this figure does not show the other numerous hardware elements common to generic RFID tag 
interrogators and transducers that are compliant with this International Standard. 

Input from the RFID Tag Interrogator or its network interface is processed by the Command Generator, and 
then transmitted by its RF Unit. Within the Transducer of International Standard, the Command Interpreter 
processes radio signals sent to it from the RF Unit, into low-level control signals. These are required for the 
various functions of which the particular smart transducer is capable. As a minimum requirement, every 
Transducer that is compliant with this International Standard shall be able to retrieve data from the TEDS 
memory, and all data records. 

7 Air interface applicability (RFID and RTLS) 

7.1 General 

This International Standard's command structure supports the air interface communications protocols 
described in these ISO/IEC standards: Additional air interface protocols may be added by declaring 
compliance with this part of ISO/IEC/IEEE 21451. 

� ISO/IEC 18000-2 [3] 

� ISO/IEC 18000-3 [4] 

� ISO/IEC 18000-4 [5] 

� ISO/IEC 18000-6 [6] 

� ISO/IEC 18000-7 [7] 

� ISO/IEC 24730-2 [10] 

� ISO/IEC 24730-5 [8] 

NOTE Bibliographic references included in brackets. 

Sensors that are compliant with this International Standard are designed on a hierarchical structure with two 
levels: 

� The sensor type (e.g., temperature or relative humidity) determined by its physical design. 

� The data type defined by the measured or derived data extracted from the sensor (e.g., present 
sampled value, or a count of occurrences of out-of-limit samples, or a detailed data log). 

Effectively, the hierarchy separates the functions of which a sensor that is compliant with this International 
Standard is capable from the type of data that is extracted. 

7.2 Overview 

This part of ISO/IEC/IEEE 21451 specifies sensor types and scaling for RFID sensor data acquisition, files 
that control data acquisition and hold desired sensor data, and commands for accessing data files. The data 
available for extraction from each sensor shall consist of: 

� The Sensor Identifier (See 8.4) 

� The Sensor Characteristics Record (See 8.5) 

� The Sample and Configuration Record (See 8.6) 

� The Event Administration Record (See 8.7) 

� The Event Record (See 8.8) 
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7.3 Sensor security system basic operations 

This part of ISO/IEC/IEEE 21451 specifies optional security in two forms, which are Air Interface Security and 
Direct Sensor Security. Either or both of these may be used, and there are options within the two forms. 

Air Interface Security provides methods for the sensor to take advantage of the security built into a particular 
RFID air interface. It operates by the tag passing a security status code to the sensor informing the sensor of 
the security state of the tag. The sensor then appropriately limits its command execution according to a 
security function code programmed by the user.  If the sensor is deeply embedded within the tag electronics, 
then this method of sensor security is as secure as the air interface security. However, air interface security 
has limitations in that it is not available for all air interfaces, is commonly not fully secure in a cryptographic 
sense, is sometimes “one way” with only the reader authenticating to the tag, and for modular sensors it may 
be physically defeated. 

To overcome these problems direct sensor security is also specified. This version this International Standard 
provides for sensor security ranging from a simple password system for reader only authentication, to 
encrypted two-way authentication of reader and sensor, to authentication of reader and sensor on each 
command/response exchange, to encryption of data flow in the link. There is a high degree of flexibility 
provided, such as a choice of encryption algorithms and the opportunity to specify different algorithms and 
different keys for authentication and data encryption (different keys must be supported if different algorithms 
are allowed for authentication and data encryption since the key length can differ). Other flexibility includes 
reader commanded RN/security token lengths that may be different for each link, and that may change from 
initial authentication to continuing authentication of an established session. Authentication and encryption may 
also be independently commanded as applying to either or both links. Under this system optional encryption 
capability is required to authenticate the tag to the reader. The reader may, if desired, authenticate itself to the 
tag without encryption using only a password. 

The type of security supported by the sensor is reported in the TEDS. Since this part of ISO/IEC/IEEE 21451 
allows both Air Interface Security and Direct Sensor Security to be implemented simultaneously, separate 
fields for security capability description are provided for each. If the two security function codes are 
programmed to different levels, the sensor will default to the security level of the more secure (it will limit 
command set execution for both to that specified by the most limiting). The two passwords/keys may be 
different, and if different both will be required to access the sensor. 

7.3.1 Air interface security system support 

The air interface security may be supported through a security status reporting system (using the “Tag 
Security Status Code”) where the tag reports to the sensor the security state it is in, and the sensor responds 
appropriately. Typically the Tag Security Status Code reports to the sensor whether the tag has 
“authenticated” that the reader is authorized for some degree of sensor access via a password method 
(improved air interface security using encryption based authorization is under development). A 3-bit Tag 
Security Status Code is provided for this function, as defined in Table 12. The code from this table is pre-
appended to the payload of the air interface “transport command” that moves sensor commands as payload to 
the sensor controller. The sensor controller interprets how to respond to the Tag Security Status Code of the 
tag as defined in the Air Interface Security Function Code of Table 14. The Air Interface Security Function 
Code is basically a user-programmed choice of the air interface security capabilities as defined in the Air 
Interface Security Capabilities Code field of TEDS Table 2. It operates by specifying the classes of command 
that the sensor may execute, for example allowing read operations, but not write operations, without having 
passed air interface security. See 7.5.10 for specific information on the command classes. 

7.3.2 Direct sensor security support 

The sensor manufacturer and the user through programming options may extend or replace the air interface 
security with direct or embedded sensor security.  Such security may share a password or key(s) with the air 
interface, or be different. The “password” used for one-way authentication is replaced by a “key” or keys when 
encrypted two-way authentication is used. If both security methods are supported then the sensor will assume 
the higher security level of the two Security Function Codes (field 6 and field 7) programmed in the Sample 
and Configuration Record of Table 11. 
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The Sensor Security Function Code (field 7) of Table 11 is a user-selected choice from the options available 
under the detailed descriptions of Table 6 Sensor Security Capability Codes. 

The direct sensor security can be as simple as the reader authenticating itself to the sensor via a simple 
password. This version of this International Standard provides a structure and a command set that can allow 
for “Two-Way Authentication”, meaning that both Reader and Sensor can privately authenticate that the other 
has a secret key. Passwords may currently be 16, 32, 64, or 128 bits long. Keys may also be any of these 
lengths, and also may be any number if a specific key length is specified as always associated with a 
particular encryption algorithm. An algorithm in this part of ISO/IEC/IEEE 21451 may also be left open with 
respect to length, and then the particular length specified in the Transducer Electronic Data Sheet (TEDS) of 
Table 2. 

The two-way authentication is implemented with a private key encryption system. This requires not only 
selection of particular encryption or hashing algorithms, but also random number generation on both reader 
and sensor. For each authentication random numbers are generated by each side (reader or tag) to be used 
in combination with the secret key to generate constantly changing “security tokens” (an encryption function 
output that is a function of both the key and the new random number) that prove the authenticity of the side 
receiving the random number and generating the security token. Since the secret and un-transmitted key is 
essential to generating the security tokens, the random numbers are transmitted in plaintext (unless the full 
communication is encrypted). For example, for the sensor to authenticate the reader the sensor provides the 
reader with a random number. The reader encrypts or hashes that random number with the key (both are 
inputs to the encryption function), and sends the encrypted result (reader security token) back to the sensor. 
The sensor has also run the same random number and key through the encryption algorithm and gotten an 
internal result that it can compare to the result provided by the reader. If they match, this proves to the sensor 
that the reader has the key. This result was achieved without ever having to transmit the key where it could be 
intercepted by an eavesdropper. This process may be extended to encryption of regular message traffic, and 
not just authentication. 

The flow of events to perform two-way authentication is shown in Figure 2. If encryption is not available or not 
selected for use, then reader skips the tag authentication part of the process. In that case the first step is for 
the reader to request a random number (Request RN command) from the sensor to use in “XOR cover 
coding” a transmission of the reader authenticating password to the sensor (via the Reader-Authenticate 
command). Since the random number used for cover coding was transmitted in the clear where it could be 
intercepted, and in this case there is no encryption (the openly transmitted RN itself serves as a kind of key to 
“uncover” the password), this is a very modest degree of security. The only reason it provides modest security 
is that the tag transmission of the RN is usually a low power transmission such that an eavesdropper must be 
within a fairly limited range to perform the intercept. It is suitable to prevent casual access to the sensor by 
unauthorized readers, but not suitable to prevent determined access. This same situation applies to air 
interface security where the reader provides a cover-coded password to the tag. 

If a sensor supports two-way authentication, it may drop back to using this limited one-way reader only 
authentication where the key serves as a password. If this operation is desired it is commanded by the reader 
via the Encryption Usage flag in the Reader-Authenticate command. If “Continuing Authentication” whereby 
each command/response exchange is independently authenticated is supported, then that authentication may 
be two-way or one-way in either direction as chosen by the reader. If encryption of data flow is supported, 
then it may also be selected as two-way or one-way in either direction. More specific information is provided in 
the data structures and commands, and in particular in the description of the Reader-Authenticate command. 
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Figure 2 — Two-way secure authentication with exit points 

7.4 Sensor identifier 

Each sensor shall have a 64-bit (an 8-octet array) sensor identifier (ID), compliant with the global identifier 
format defined in the IEEE 64-bit extended unique identifier (EUI-64) as shown in Table 1. The most 
significant 3 or 4 octets of a EUI-64 are the 24-bit or 36-bit Company_ID (OUI), which is obtained from the 
IEEE registration authority. The IEEE administers the assignment of OUI-24 or OUI-36 Company_ID. The 
least-significant 28- or 40-bit extension identifier is assigned by the manufacturer. The Sensor ID is 
permanently encoded by the sensor manufacturer. This is in addition to any unique identifier(s) that the RFID 
tag might contain. 

Table 1 — Sensor ID 

Company_ID Extension Identifier 

OUI-24 - 24 bits 40 bits 

OUI-36 - 36 bits 28 bits 
 

Guidelines for the 64-bit global identifier (EUI-64) registration authority can be found 
at http://standards.ieee.org/regauth/oui/tutorials/EUI64.html 

For example, assume that a manufacturer’s IEEE-assigned OUI-24 Company_ID value is ACDE4816 and the 
manufacturer-selected extension identifier for a given component is 234567ABCD16. The EUI-64 value 
generated from these two numbers is ACDE48234567ABCD16, whose byte and bit representations are 
illustrated in Figure 3. 

Company_ID Extension identifier field 
addr+0 addr+1 Addr+2 addr+3 addr+4 addr+5 addr+6 addr+7 order 

AC DE 48 23 45 67 AB CD hex 
10101100 11011110 01001000 00100011 01000101 01100111 10101011 11001101 bits  
MSB                                                                                                                                         LSB                      

Figure 3 — OUI-24 Example 
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Assume that a manufacturer’s IEEE-assigned OUI-36 Company_ID value is 8765432AB16, and the 
manufacturer-selected extension identifier for a given component is 567ABCD16. The EUI-64 value generated 
from these two numbers is 8765432AB567ABCD16, whose byte and bit representations are illustrated in 
Figure 4. 

Company_ID Extension identifier Field
addr+0 addr+1 Addr+2 addr+3 addr+4 addr+4 addr+5 addr+6 addr+7 order 

87 65 43 2A B 5 67 AB CD hex 
10000111 01100101 01000011 00101010 1011 0101 01100111 10101011 11001101 bits 
MSB                                                                                                                                                     LSB  

Figure 4 — OUI-36 Example 

7.5 Sensor characteristics TEDS (Type 1) 

The Transducer Electronic Data Sheet (TEDS) is the primary means of identifying the sensor’s functional 
capability. The structure of the primary sensor characteristics is defined in Table 2, with further detailed 
specifications in the following sub-clauses. 

Table 2 — Primary sensor characteristics TEDS (Type 1) 

field Name Size Reference Example / Note 
1 TEDS type 3 bits 8.5.1 0012 

2 Sensor Type 7 bits 8.5.2 00011102 = Relative Humidity 

3 Units extension 5 bits 8.5.3 Sub-type, e.g., for chemical sensors 

4 Sensor map 16 bits 8.5.4  

5 Data resolution 5 bits 8.5.5 Sensor capability 

6 Scale Factor Significand 11 bits 8.5.6 Sensor capability 

7 Scale Factor Exponent 6 bits 8.5.6 Sensor capability 

8 Scale Offset Significand 11 bits 8.5.6 Sensor capability 

9 Scale Offset Exponent 6 bits 8.5.6 Sensor capability 

10 Data uncertainty 3 bits 8.5.7 Sensor capability 

11 Sensor Reconfiguration Capability  1 bit 8.5.8 0 = NO 1 = YES 

12 Memory Rollover Capability  1 bit 8.5.9 0 = NO 1 = YES 

13 Air Interface Security Capability Code 
(See Footnote a) 

3 bits 8.5.10 See Table 5 for details. 

14 Sensor Security Capability Code 
(See Footnote a) 

3 bits 8.5.11 0002=No Direct Sensor Security. If greater than 
zero then at least one-way password security is 
supported.  If greater than zero and at least one 
authentication encryption algorithm is supported, 
then two-way initial encrypted authentication is 
also supported. See Continuing Authentication 

Capability field of this table for directions 
supported when continuing to authenticate each 

command. See Table 6 for Sensor Security 
Capability Code assignments. 

15 Sensor Authentication Encryption 
Capability Map 

7 bits 8.5.12 Choices of encryption algorithms for 
authentication that the sensor supports. If all 
zeroes then encrypted authentication is not 

supported. 
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field Name Size Reference Example / Note 
16 Sensor Data Encryption Capability 

Map 
7 bits 8.5.13 Choices of encryption algorithms for data that 

the sensor supports. If all bits are zero then data 
encryption is not supported. If data encryption is 
supported, the directions supported are detailed 

in the Data Encryption Capability field of this 
table. 

17 Sensor Authentication Password/Key 
Size 

(See Footnote b) 

3 bits 8.5.16 0002=16 bits, 0012=32 bits, 0102=64 bits, 
0112=128 bits, 1002~1112 = RFU 

18 Sensor Data Encryption Key Size 
(See Footnote c) 

3 bits 8.5.17 0002=16 bits, 0012=32 bits, 0102=64 bits, 
0112=128 bits, 1002~1112 = RFU 

19 Random Number Sizes Supported 
(See Footnote d) 

3 bits 8.5.14 0002 = 16 bits, 0012 = 16 & 32 bits, 0102 = 16, 32 
& 64 bits, 0112= 16, 32, 64, & 128 bits, 

1002~1112 = RFU 
20 Continuing Authentication Capability 

field 
(See Footnote e) 

2 bits 8.5.15 See Table 9 for details. 

21 Data Encryption Capability field 2 bits 8.5.16 Table 10 for details. 

22 Clock Uncertainty 
(See Footnote f) 

3 bits  00: >10% 
001: 10% 
010: 5% 
011: 2% 
100: 1% 

101: 300 ppm 
110: 100 ppm 

111: <100 ppm 

23 RFU 17 bits   

TOTAL 128 bits   
a If the air interface and sensor security systems are both supported and if Security Function Codes based on the 
capability codes are programmed to different levels, then the more secure mode apply to how the sensor processes 
commands. 
b For sensor authentication the term “password/key” is used instead of simply “key” because this field functions as a 
key if the sensor has authentication encryption but as a password if it does not. Though sensor authentication 
password/key sizes are 16 bits and greater, if Sensor Security Capability Code is 000, then there is no password or key 
and this overrides the password/key length field.  It is possible via the Sensor Authentication Encryption Capability Map 
to select a standardized encryption algorithm with a key length that overrides the key length field. The key length field is 
to allow algorithms that support multiple key lengths to specify the particular length the tag uses. For example, AES can 
have key lengths of 128, 192, and 256 bits (though only 128 is specified for this part of ISO/IEC/IEEE 21451). 
c Though sensor data encryption key sizes are 16 bits and greater, if Sensor Security Capability Code is 000, then 
there is no key and this overrides the key length field. It is possible via the Sensor Data Encryption Capability Map to 
select a standardized encryption algorithm with a key length that overrides the key length field. 
d A random number generator is needed to support authentication, which it does by providing a continuously 
changing number to encrypt into a security token that proves the key is possessed. The supported random number 
sizes in this version are all or a subset of 16, 32, 64, and 128. Though the random number size is 16 bits and greater, if 
Sensor Encryption Capability Code is 000, then there is no random number generator and this overrides the Random 
Number Size field. The actual random number sizes to be used by each side of the link are provided by the Challenge 
command for the initial authentication, and by the Reader-Authenticate command for Continuing Authentication. See 
next comment. 
e Continuing Authentication is an optional ability to authenticate all commands and responses individually, as 
opposed to a single authentication where it is assumed that following authentication commands are not subject to 
hostile action. 
f Clock accuracy applies to logged data, and if supported then also to the Secure Session Timer of Table 16. The 
range of values shown are suitable for the two main classes of reference sources, which are free running relaxation 
(RC) oscillators (trimmed and untrimmed) and low cost low power crystal timers (such as standard 32.768 kHz watch 
crystal based Real Time Clocks). 

Authorized licensed use limited to: Tsinghua University. Downloaded on February 25,2026 at 04:38:17 UTC from IEEE Xplore.  Restrictions apply. 

Full document details: IEEE 21451-7-2011

http://www.avadocuments.com/doc/ieee-21451-7-2011
http://www.avadocuments.com/doc/ieee-21451-7-2011


ISO/IEC/IEEE 21451-7:2011(E) 

10 
© ISO/IEC 2011 – All rights reserved

© IEEE 2011 – All rights reserved
 

The manufacturer shall permanently lock the Primary Sensor Characteristics TEDS. 

7.5.1 TEDS type 

This field identifies the TEDS format. For the purpose of this part of ISO/IEC/IEEE 21451 the only relevant 
code is 0012 for the Primary Sensor Characteristics TEDS. 

NOTE The total number of TEDS formats that may be specified in this International Standard is nominally limited to 8 
(but that may be extended using the type 2 or 3 TEDS). 

7.5.2 Sensor type 

The Sensor Type field defines the SI unit, or derived SI unit that the sensor is capable of monitoring. The 7-bit 
sensor type code value is all that is required for sensor data processing to identify the associated unit and to 
process the data. 

NOTE Annex A lists the code values that are assigned and supported by this part of ISO/IEC/IEEE 21451. 

7.5.3 Units extension 

The only units’ extension that has been defined in this version of this International Standard is for chemical 
substances. These qualify the sensor type with a unit of measure of amount of substance (Moles), or parts per 
million. 

NOTE The code values are defined in Annex B. 

7.5.4 Sensor map of supported measurement codes 

The sensor map field indicates the capability of the sensor to provide data of the types defined in Table 3 – 
Measurement Codes. Each sensor shall support at least one type of data. The code value represents the 
position in the field of a bit set to 1 to indicate that the sensor supports the particular type of measurement. As 
read from left to right, the first position is designated by code value 0. 

Code values 0-9 denote measurement types for which only one measured value is returned in response to a 
request for data. Code values 10-13 denote measurement types for which multiple data values can be 
returned by the sensor. 

The number of bits in each measured value size of data is determined by the code value for field 5 of the 
Primary Sensor Characteristic TEDS (See Table 2). 

The bit sequence (for Table 3 – Measurement Codes) is mapped from left to right and it indicates the 
presence (with a 1) or absence (with a 0) of a measurement capability. Examples follow Table 3. 
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Table 3 — Supported measurement type codes 

Code 
value 

Measurement type Single / Multiple field size in event record 

0 Present (point-of-time) value Single Data = 1 to 32 bits (See 8.5.5) 

1 Maximum (or peak) value Single Data = 1 to 32 bits (See 8.5.5) 

2 Minimum (or lowest) value Single Data = 1 to 32 bits (See 8.5.5) 

3 Average value Single Data = 1 to 32 bits (See 8.5.5) 

4 Variance Single Data = 1 to 32 bits (See 8.5.5) 

5 Standard deviation Single Data = 1 to 32 bits (See 8.5.5) 

6 Observed value at a predetermined 
sample time 

Single Data = 1 to 32 bits (See 8.5.5).  Also 
requires specific sample count value 

(See 8.7.7) 

7 Sample count and data value upon 
sample time after alarm has tripped 

Single Data = 1 to 32 bits (See 8.5.5) and 
specific sample count value (See 8.7.8) 

8 Count of readings over maximum 
threshold value 

Single Data = 1 byte with the value incremented 
by 1 for each event 

9 Count of readings below minimum 
threshold value 

Single Data = 1 byte with the value incremented 
by 1 for each event 

10 Data log of observed value recorded at 
each sample interval 

Multiple, record for 
each event 

Data = 1 to 32 bits (See 8.5.5) 

11 Data log of observed value with time tick 
(8-bit code) reporting outside either 

threshold 

Multiple, record for 
each event 

Time tick = 1 byte Data = 1 to 32 bits 
(See.4.5) 

12 Data log of observed value with time tick 
(16-bit code) reporting outside either 

threshold 

Multiple, record for 
each event 

Time tick = 2 bytes Data = 1 to 32 bits 
(See 8.5.5) 

13 Data log of all observed values after an 
initial alarm value has triggered 

Single record for 
time stamp and 

multiple record for 
each event 

Sample data = 1 to 32 bits (See 8.5.5) 
Also requires specific sample count 

value (See 8.7.10) 

14 Temperature Time Integration TBD TBD 

15 RFU   
 

EXAMPLE: 

Bit map 1110000000010000 indicates that the sensor supports the following measurement types: 

� Present (point-of-time) value 

� Maximum (or peak) value 

� Minimum (or lowest) value 

� Observed value with time tick (8-bit code) reporting outside either threshold 

7.5.5 Data resolution 

The Memory Resolution field identifies the numeric data format that is used to convey sensor data for 
Measurement Codes 0 to 13. The data format shall be the number of bits, from 1 to 32, of output data defined 
by the manufacturer. In most cases this will be equivalent to the bit output of the ADC, but may also be 
truncated.  

The 5-bit code in field 5 of the Primary Sensor Characteristics TEDS shall have the value 000002 for a 1-bit 
output and the value 111112 for a 32-bit output. 
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7.5.6 Scale factors for transmitted data 

The value of any particular sensor datum is a real number R, which is encoded for transmission as a binary 
integer Nb that is equivalent to the decimal integer Nd. 

The real number R is calculated from Nd using the equation: 

R = Nd x SF + SO where the scale factor SF is given by SF = SFSd x 10SFEd and the scale offset SO is given 
by SO = SOSd x 10SOEd   

The scale factor parameters SOS, SOE, SFS, and SFE are defined below. 

The binary Scale Factor Significand (SFSb) is a signed 11-bit binary number that represents the decimal Scale 
Factor Significand (SFSd), which is defined to have 2048 possible values between -1.024 and +1.023, 
inclusive. The binary Scale Factor Significand is calculated by multiplying the decimal Scale Factor Significand 
by 100010, rounding to the nearest integer, and then converting to the signed 11-bit binary format in 
which -102410 = 100000000002, and +102310 = 011111111112. It is encoded in field 6 of the TEDS. 

NOTE The 11-bit binary format representation is a two’s-complement numeral system. 

The binary Scale Factor Exponent (SFEb) is a signed 6-bit binary number that represents the decimal Scale 
Factor Exponent (SFEd) in the format in which -3210 = 1000002 and +3110 = 0111112. It is encoded in field 7 of 
the TEDS. 

The binary Scale Offset Significand (SOSb) is a signed 11-bit binary number that represents the decimal Scale 
Offset Significand (SOSd), which is defined to have 2048 possible values between -1.024 and +1.023, 
inclusive. The binary Scale Offset Significand is calculated by multiplying the decimal Scale Offset Significand 
by 100010, rounding to the nearest integer, and then converting to the signed 11-bit binary format in 
which -102410 = 100000000002, and +102310 = 011111111112.  It is encoded in field 8 of the TEDS. 

The binary Scale Offset Exponent (SOEb) is a signed 6-bit binary number that represents the decimal Scale 
Offset Exponent (SOEd) in the format in which -3210 = 1000002 and +3110 = 0111112. It is encoded in field 9 of 
the TEDS. 

NOTE This declaration holds the range of the error to 0.05% to 0.5%, with the average value of 0.13%. 

EXAMPLE 1 

 Mains voltage monitor, range 216 V to 253 V, with 8-bit ADC 

The real number 216 is represented by decimal 0 and therefore by binary 0, and the real number 253 is represented by 
decimal 255 (based on the capability of the 8-bit ADC) and therefore by binary 11111111. The consequent constraints on 
the scale factor SF and scale offset SO are: 

216 = 0 x SF + SO 

253 = 255 x SF + SO 

Therefore, SO = 216 = 0.216 x 103, and SF = (253-216)/255 = 0.145 = 0.145 x 100, and 

 SOSd = 0.21610, and SOSb = 000110110002 

 SOEd = 310,       and SOEb = 0000112 

 SFSd = 0.14510, and SFSb = 000100100012 

 SFEd = 010,        and SFEb = 0000002 

EXAMPLE 2 

Temperature sensor, range -10oC to 75oC, with 12-bit ADC 

The real number –10 will be represented by decimal 0 and therefore by binary 0, and the real number 75 will be 
represented by decimal 4095 (based on the capability of the 12-bit ADC) and therefore by binary 111111111111. The 
consequent constraints on the scale factor SF and scale offset SO are: 

-10 = 0 x SF + SO 
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75 = 4095 x SF + SO 

Therefore SO = -10 = -1 x 101, and SF = (75+10)/4095 = 0.0208 = 0.208 x 10-1, and 

 SOSd = -1.00010, and SOSb = 100000110002 

 SOEd = 110,         and SOEb = 0000012 

 SFSd = 0.20810, and SFSb = 000110100002 

 SFEd = -110,       and SFEb = 1111112 

7.5.7 Data uncertainty 

This field contains a code corresponding to a value that represents the uncertainty of the transmitted data. 
The value is expressed as a percentage X of each transmitted value, and means that the actual value is 
estimated, at the 95% level of statistical confidence, to differ from the transmitted value by an amount not 
exceeding X% of the transmitted value. Table 4 shows the codes and values. 

Table 4 — Data Uncertainty Codes 

Code  Value (%) 
000 < 1 

001 1 

010 2 

011 3 

100 5 

101 10 

110 20 

111 > 20 
 

Analysis conducted by the sensor manufacturer reveals that the expanded combined relative standard 
uncertainty due to the ADC performance characteristics (sensor manufacturing tolerances, and variations in 
environmental conditions within specified limits) is 7.89%. It is recommended that the manufacturer reports 
this value on its website, and assigns the code 101. 

7.5.8 Sensor reconfiguration 

The sensor reconfiguration capability bit, (field 11, Table 2) indicates whether or not the sensor supports the 
capability for the user to reconfigure the sensor. If this bit is set to 1, reconfiguration is possible. If this bit is set 
to 0, then depending on the type of sensor and its use in an application, the sensor: 

� May be used to monitor only a single item. 

� May be used to monitor a different item until the end of service life of the sensor. This can be achieved by 
changing the unique item identifier on the RFID tag. 

7.5.9 Memory rollover capability 

Memory rollover applies only to Table 3 – Measurement Codes fields 10 to 13, which provide multiple data 
values. As successive sample data are recorded, the available memory may be filled. Without memory 
rollover, at the point where the memory becomes full the recording of data ceases, and a memory-full alarm is 
set. With memory rollover enabled, at the point where the memory becomes full the earliest record is 
overwritten on a FIFO basis. 

The Memory Rollover Capability field of the Primary Sensor Characteristics TEDS (Table 2 field 12) is a single 
bit that indicates whether or not the sensor supports the capability to apply memory rollover on the sensor. If 
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this bit is set to 1, memory rollover is supported. The Sample and Configuration Record Table 11 field 5) has a 
bit that declares whether the application administrator for the current mission has enabled memory rollover. 

7.5.9.1 Memory rollover capability for measurement code 10 

Each sample in memory is referred to by an index that is one less than the sample number of the particular 
sample. For example, S0 taken at relative time zero (the UTC timestamp taken upon successfully starting a 
mission time plus the monitor delay value that gives the time monitoring actually begins) is the first sample, 
and S1 taken one sample interval later is the second sample. If Sample Capacity SCap is full, then the SCapth 
sample has index SCap – 1. If memory rollover has occurred one time such that the very first sample (index 
zero) has been rewritten, then that once rewritten sample may be referred to as having “Total Index” = SCap, 
and “Local Index” = 0 (it is the 0 index element within this “pass”). At this point, the number of samples taken 
equals SCap + 1. If memory rollover is supported and enabled, the correct time stamp of each sample can be 
easily calculated as follows: 

Table 17, field 1 gives the total number of segments (see 8.7) that can be stored, referred to as C10SC (Code 
10 Sample Capacity). The total number of samples that can be stored (SCap) is given by 32*C10SC. 

Letting SC be the current total sample count (tracked via field 5 of Table 17), the number of times memory 
rollover has occurred is: 

�
�

�
�
�

	 

��

SCap
SCIntRCCountRollover 1

, 

where Int[x] is defined as the largest integer less or equal to x. 

Next, define the variable Local Index (LI) as the index from 0 to SCap -1 that describes a sample position. 

Let us now define the Last Sample Taken (LST) in the most recent memory rollover period as having Local 
Index Max (LImax). 

LImax is given by: 

LImax � SC
1� 
 
 SCap* RC� 
  

The “Total Index” TI (the index relative to the 0th index first sample taken) for samples in the most recent 
memory rollover period (those with Local Index <= LImax) is given by: 

 TI (for Local Index <= LImax) �(SCap* RC)�LI

The TI for samples taken in the previous (next to last) roll over period (those with indexes from LImax + 1 to 
SCap – 1) is given by: 

TI � SCap*(RC
1)� �LI� (for Local Index > LImax and RC>0) 

The time stamp in seconds of the LIth indexed sample (t(LI indexed sample)s) in memory, so long as TI is 
properly calculated as per the above based on the position of LI relative to LImax, is always given by: 

)()( sss SaInTIMDUTCsampleindexedLIt ����   

where UTC is given in field 1 of Table 11, MDs is the monitor delay in field 3 of Table 11 expressed in seconds, 
and SaIns is the Sample Interval in field 2 of Table 11 expressed in seconds. Then, t (LI indexed sample)s can 
be converted to any desired time stamp format. 

The above equations may also be used to find the data of interest (find the proper local indexes) that 
corresponds to a certain time period. The pertinent manipulations of the above equations are: 
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First, 

� �
�
�

�
�
�

	 


�

s

ss

SaIn
MDUTCdesiredtRoundTI )(

, 

where Round[x] returns the nearest even integer to x. 

And then, 

LI �TI 
RC*SCap  (if TI >= SCap*RC) 

or, 

LI �TI 
(RC
1)*SCap  (if TI < SCap*RC) 

7.5.9.2 Memory rollover capability for measurement code 11 

If memory rollover is supported and enabled, the correct time stamp of each sample is given by the time tick 
associated with it. Notice that when the sample count is beyond the encoding capacity, the sensor shall stop 
writing records to the memory assigned for this measurement code. Table 17, field 2 (Code 11, Sample 
Capacity) gives the total number of segments that can be stored. The total number of samples that can be 
stored (SCap) is given by 32*C11SC. 

The number of times memory rollover has occurred is: 

�
�

�
�
�

	 

�

SCap
SCOEOETIntCountRollover 1

, 

where SCOEOET (Sample Count of Events Outside Either Threshold) is given in field 9 of Table 17. 

The time of the particular LI sample can be calculated as follows: 

� �sss SaInsampleindexedLITickSampleMDUTCsampleindexedLIt ���� )()(  

t(LI indexed sample)s, MDs, and SaIns are as defined in 8.5.9.1) 

7.5.9.3 Memory rollover capability for measurement code 12 

If memory rollover is supported and enabled, the correct time stamp of each sample is given by the time tick 
associated with it. Notice that when the sample count is beyond the encoding capacity, the sensor shall stop 
writing more records in the memory assigned for this measurement code. Table 17, field 3 (Code 12 sample 
capacity) gives the total number of segments that can be stored. The total number of samples that can be 
stored (SCap) is given by 32*C12SC. The number of times memory rollover has occurred is: 

�
�

�
�
�

	 

�

SCap
SCOEOETIntCountRollover 1

, 

where SCOEOET (Sample Count of Events Outside Either Threshold) is given in field 9 of Table 17. 

The time of the particular LI sample can be calculated as follows: 

))(()( sss SaInsampleindexedLITickSampleMDUTCsampleindexedLIt ����  

t(LI indexed sample)s, MDs, and SaIns are as defined in 8.5.9.1. 
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7.5.9.4 Memory rollover capability for measurement code 13 

These calculations are only valid if the alarms are triggered. Field 6 of Table 17 reveals the alarm status. 

If memory rollover is supported and enabled, the correct time stamp of each sample can be easily calculated 
as follows: 

The number of times memory rollover has occurred is: 

�
�

�
�
�

	 

��

SCap
TESCSCIntRCCountRollover 1

, 

where SC (Sample Count) is given in field 5 of Table 17, SC1TE (Sample Count at 1st threshold event) is 
given in field 10 of Table 17, and C13SC is the Code 13 Sample Capacity in segments given in field 4 of 
Table 17. The total number of samples that can be stored (SCap) is given by 32*C13SC. 

LImax is defined as: 

� 
 � RCSCapTESCSCLI *1max 

� 


�

 

The “Total Index” (TI; the index relative to the 0th index first sample taken) for samples in the most recent 
rollover period (those with Local Index <= LImax) is given by: 

 TI (for Local Index <= LImax) �(SCap* RC)�LI

The TI for samples taken in the previous (next to last) memory rollover period (those with indexes from LImax + 
1 to SCap – 1) is given by: 

TI � SCap*(RC
1)� �LI (for Local Index > LImax and RC>0) 
The time stamp in seconds of the LIth indexed sample (t(LI indexed sample)s) in memory, so long as TI is 
properly calculated as per the above based on the position of LI relative to LImax, is always given by: 

))11(()( sss SaInTITESCMDUTCsampleindexedLIt �
���� , 

where UTC is given in field 1 of Table 11, MDs, and SaIns are as defined in 8.5.9.1. 

The above equations may also be used to find the data of interest (find the proper local indexes) that 
corresponds to a certain time period. The pertinent manipulations of the above equations are: 

First, 

11)(
�
�

�

�
�
�

	 


� TESC

SaIn
MDUTCdesiredtRoundTI

s

ss , 

where Round[x] returns the nearest even integer to x. MDs, and SaIns are as defined in 8.5.9.1 

And then, 

LI �TI 
RC*SCap.(if TI >= SCap*RC) 

or, 

LI �TI 
(RC
1)*SCap  (if TI < SCap*RC) 
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7.5.10 Air interface security capability 

This field reports whether the sensor supports air interface security and the allowed level of security options 
(command set blocking). The Air Interface Security Function Code as programmed in Table 11 Sample and 
Configuration Record and as detailed in Table 14 is the user selection of allowed option levels. 

For this version of this part of ISO/IEC/IEEE 21451 air interface security is assumed to be limited to whether 
an air interface security check based on a simple password has been passed or not. This is referred to as Air 
Interface Security Level 1. More advanced air interface security is expected in the future. 

Table 5 — Air interface security capability codes 
Air Interface 

Security 
Capability Code 

Definition 

000 This sensor does not support Air Interface security. An attempt to program an Air Interface 
Security Function Code > 000 will result in an error code. 

001 This sensor supports Air Interface Security Capability 1, defined as the ability to accept 
programming of Air Interface Security Function Codes 000 to 011 based on Air Interface Level 1 
security (see Table 14) An attempt to program a Security Function Code > 001 will result in an 
error code. 

X = 010 to 111 This sensor supports air interface security levels up to and including this value. These Air 
Interface Security Capability Codes are currently RFU. 

 

7.5.11 Sensor security capability 

This field reports whether the sensor supports its own internal security and the allowed level of security 
options. The Sensor Security Function Code as programmed in Table 11 Sample and Configuration Record 
and as detailed in Table 15 is the user selection of allowed option levels. 

Table 6 — Sensor security capability codes 

Sensor Security 
Capability Code 

Definition 

000 This sensor does not support direct security. An attempt to program a Sensor Security Function 
Code > 000 will result in an error code. There is no authentication password/key and the key 
read-lock and write-lock fields of the Event Administration Record of Table 17 are not present. 

001 This sensor supports Sensor Security Capability 1, defined as the ability to accept programming 
of Sensor Security Function Codes 000 to 011 (see Table 15). An attempt to program a Security 
Function Code > 001 will result in an error code. 

X = 010 to 111 This sensor supports security levels up to and including X. These Sensor Security Capability 
Codes are Currently RFU. 

 

7.5.12 Sensor authentication encryption capability map 

Table 7 provides the 7-bit map of supported sensor authentication encryption algorithms 
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Table 7 — Sensor authentication encryption capability map 

Bit Position Encryption Algorithm Comment 

0 Advanced Encryption 
Standard (AES) 

The most widespread algorithm, suitable for VLSI or SW implementation, 
standard key lengths of 128, 192, and 256 bits (though only 128 supported 
under this version). 

1 SHA 1 Hash SHA1 with 160 bit output and 528 bit input. The key and random 
number make up part of the 528 bit input, and the remainder are fixed. More 
security is provided by choosing longer lengths for the key and random 
number. 

2 RFU  

3 RFU  

4 RFU  

5 RFU  

6 RFU  
 

7.5.13 Sensor data encryption capability map 

Table 8 provides the 7-bit map of supported sensor data encryption algorithms. 

Table 8 — Sensor data encryption capability map 

Bit Position Encryption 
Algorithm 

Comment 

0 Advanced 
Encryption Standard 

(AES) 

The most widespread algorithm, suitable for VLSI or SW implementation, 
standard key lengths of 128, 192, and 256 bits (though only 128 supported 
under this version). 

1 RFU  

2 RFU  

3 RFU  

4 RFU  

5 RFU  

6 RFU  
 

7.5.14 Random number size 

This 3-bit field is used to report the sizes of the random number supported by this sensor. This part of 
ISO/IEC/IEEE 21451 currently supports RN sizes of 16 bits, 32 bits, 64 bits, and 128 bits, with four RN sizes 
reserved for future use. If Sensor Security Capability Code is 000, then there is no random number generator 
and this overrides the Random Number Size field. The actual RN lengths in use are as selected by the 
Challenge and Reader-Authenticate commands. Supporting a given size requires supporting all the sizes less 
than that size. For example, if the sensor supports RN size of 128 bits, this means that it also supports RN 
sizes 16, 32, and 64 bits. 

7.5.15 Continuing authentication capability field 

Continuing Authentication is an optional feature whereby the reader and/or the sensor may continue to 
authenticate themselves to each other on every command and response. Continuing Authentication prevents 
unauthorized readers and/or tags from masquerading as authentic by inserting themselves into the 
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communication after the initial authentication-to-enter-into-a-secured-state is completed. The available options 
that the sensor supports are as given in Table 9 below. 

Table 9 — Continuing authentication capability field 

Value Capability 

00 The sensor does not support Continuing Authentication in either link. 

01 The sensor supports only Continuing Authentication of the sensor (requires new reader RNs on each 
reader command). 

10 The sensor supports only Continuing Authentication of the reader (new sensor RNs on each sensor reply). 

11 The sensor supports Continuing Authentication of both sensor and reader (new RNs and tokens supplied 
by both sides on every transmission). 

 

If two-way Continuing Authentication is supported, then the reader may select it for forward communication or 
reverse communication or both. The Continuing Authentication modes are commanded as options within the 
Reader-Authenticate command (see 8.17). 

7.5.16 Sensor authentication password/key size 

This 3-bit field is used to report the size of the sensor authentication password/key. The term “password/key” 
is used instead of just “key” because it functions as a password if the sensor does not feature encryption 
based authentication, but as a key if the sensor does feature encryption. This part of ISO/IEC/IEEE 21451 
currently supports sensor authentication password/key sizes of 16 bits, 32 bits, 64 bits, and 128 bits, with four 
sizes reserved for future use. A particular encryption algorithm may be specified to override these key sizes to 
have a custom length. If Sensor Security Capability Code is 000, then there is no sensor authentication 
password/key and this overrides the Sensor Authentication Password/Key Size field. 

7.5.17 Sensor data encryption key size 

This 3-bit field is used to report the size of the sensor data encryption key. This part of ISO/IEC/IEEE 21451 
currently supports sensor data encryption key sizes of 16 bits, 32 bits, 64 bits, and 128 bits, with four key 
sizes reserved for future use. A particular encryption algorithm may be specified to override these key sizes to 
have a custom length. If Sensor Security Capability Code is 000, then there is no data encryption key and this 
overrides the Sensor Data Encryption Key Size field. 

7.5.18 Data encryption capability field 

Data encryption is an optional feature that is available if at least one data encryption algorithm is available 
under the Sensor Data Encryption Capability Map of Table 8. This two-bit field specifies if encryption is 
available for each of the forward link and reverse link, as follows. 

Table 10 — Data encryption capability field 

Value Capability 

00 The sensor supports no data encryption 

01 The sensor supports only encryption from sensor to reader. 

10 The sensor supports only encryption from reader to sensor. 

11 The sensor supports encryption in both links. 
 

When encryption is in use, it is applied to the total command and/or response. Thus, security tokens under 
data encryption are encrypted twice, once for the original authentication encryption of random number into 
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token, and then again for encryption of the entire message. This double encryption of the security token allows 
for simpler design by not having to track token position in the encrypted stream. 

7.6 Sample and configuration record 

The Sample and Configuration Record consists of a number of fields as defined in Table 11, with further 
detailed specifications in the sub-clauses that follow Table 11. 

Table 11 — Sample and configuration record 

field Name Size Reference Example / Note 
1 UTC timestamp at configuration, or 

upon successfully beginning a mission. 
See Footnote a 

32 bits See 7.6.1 2008-08-08 08:08:08 

2 Sample interval 16 bits See 7.6.2 Either in seconds or in minutes 
3 Monitor delay 16 bits See 7.6.3 Either in seconds or in minutes 
4 Alarm values set 2 bits See 7.6.4 00=none, 01=lower only, 10=upper only, 

11=both 
5 Memory rollover enabled 1 bit See 7.6.5 0 = switched off 1 = switched on 
6 Air Interface Security Function Code  3 bits See 7.6.6 See Table 14 for detailed definition. 
7 Sensor Security Function Code 3 bits See 7.6.9 See Table 15 for detailed definition.  
8 Sensor Authentication Encryption 

Function Code 
3 bits See 7.6.10 The selection among the available 

methods. 
9 Sensor Data Encryption Function Code 3 bits See 7.6.11 The selection among the available 

methods. 
10 Security Timer Duration 3 bits See 7.6.12 See Table 16 for detailed definition. To 

accuracy specified in TEDS Table 2. 
11 Begin-End-Mission Authority 1 bit See 7.6.13 0 = Requires user to have write level 

authority per Security Function Code in 
order to end mission or start new mission 

after a mission has ended due to full 
memory or sampling limitation. 1 = Allows 
user with only read level authority to end 

mission or start new mission after another 
mission has ended. 

12 Upper alarm threshold 1 to 32 
bits 

See 7.6.14 Encoded in the same format as sensor 
data  

13 Lower alarm threshold 1 to 32 
bits 

See 7.6.15 Encoded in the same format as sensor 
data Characteristic TEDS 

a The UTC timestamp is written at configuration, and then again upon beginning a mission or a re-mission. A mission 
is begun with the Begin-End-Mission command. Monitoring begins upon expiration of the monitor delay, and the monitor 
delay timer begins running when the mission begins. 

 

7.6.1 UTC timestamp at configuration and beginning of mission 

The time stamp shall be based on the UTC (Universal Coordinated Time) time epoch beginning at 1970-01-01 
00:00:00. At configuration, the time stamp shall be set to the current 32-bit UTC, precise to 1 second. This 
time stamp is captured when the Write-Sample-and-Configuration-Record command is executed, and it is 
updated at the time a valid Begin-End-Mission command is successfully executed to begin a mission. 

NOTE This time stamp can be achieved by taking the most significant 32 bits from the IEEE 1588 standard 
synchronized time stamp. Interpretation to the UTC format of year-month-day/hour-minute-second is beyond the scope of 
this International Standard. 
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