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does not in any respect preclude anyone, whether he or she has adopted the standard 
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materials. Neither is this standard intended to apply in all cases relating to the subject. 
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policies which preclude the issuance of interpretations by individual volunteers.
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safety, environmental, and regulatory documents and for determining their applicability 
in relation to this standard prior to its use. This NACE/IEEE standard may not neces-
sarily address all potential health and safety problems or environmental hazards asso-
ciated with the use of materials, equipment, and/or operations detailed or referred to 
within this standard. Users of this NACE/IEEE standard are also responsible for estab-
lishing appropriate health, safety, and environmental protection practices, in consulta-
tion with appropriate regulatory authorities if necessary, to achieve compliance with 
any existing applicable regulatory requirements prior to the use of this standard.
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subsequently from the date of each reaffirmation or revision. The user is cautioned to 
obtain the latest edition. Purchasers may receive current information on all standards 
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+1 281-228-6200
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on request from IEEE or viewed at https://standards.ieee.org/ipr/disclaimers.html. 

ABSTRACT
The buried or below-grade sections of 
electric utility steel transmission and dis-
tribution structures are often subject to 
corrosive environments and are not easi-
ly accessible for visual inspection.  Prior 
to the publication of this standard, no in-
dustry practice existed to help electric 
utilities determine a prioritized listing of 
structures to be inspected or that de-
scribed an inspection and assessment 
procedure to evaluate below-grade corro-
sion problems.

This joint NACE/IEEE standard is intend-
ed for use by electric utility personnel, 
contractors, inspectors, and those inter-
ested in the impact of corrosion on the 
below-grade sections of transmission, 
distribution, and substation steel struc-
tures. It provides requirements to: (1) 
help utilities identify structures that may 
be at a high risk for below-grade corro-
sion; (2) excavate and inspect the select-
ed structures; (3) categorize the condition 
of structures based on corrosion degra-
dation; (4) prioritize structures requiring 
additional inspection based on those find-
ings; and (5) help identify next steps as 
required.

This standard is limited to the inspection 
and assessment of weathering steel 
transmission towers, poles, substation 
structures, and other similar structures.
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Foreword

There are an estimated 900,000 electric utility steel transmission and distribution structures in North America alone. The major-
ity of these structures were installed between 1950 and 1990. These structures are now an average of about 45 years of age. 
The age of these structures dictates an inspection and assessment procedure to determine the level of corrosion affecting the 
buried portions of this important segment of our infrastructure. While the condition of the above-grade portions of these struc-
tures is relatively easy to visually assess, the buried or below-grade sections are often subject to a more corrosive environment 
and are not easily accessible for visual inspection.

Prior to the publication of this standard, no industry practice existed to help electric utilities determine a prioritized listing of struc-
tures to be inspected or that described an inspection and assessment procedure to evaluate below-grade corrosion problems.

This standard is intended for use by electric utility personnel, contractors, inspectors, and those interested in the impact of cor-
rosion on the below-grade sections of transmission, distribution, and substation steel structures.

This standard was prepared in 2018-2019 by NACE/IEEE joint Task Group (TG) 538, “Development of a Joint NACE/IEEE Stan-
dard for Below-Grade Inspection and Assessment of Below Grade and Groundline Corrosion on Weathering Steel on Electrical 
Transmission and Distribution Structures,” which is administered by Specific Technology Group (STG) 41, “Electric Utility Gen-
eration, Transmission, and Distribution.”  The task group included members of IEEE. This standard is published by NACE under 
the auspices of STG 41, and by IEEE’s Corrosion Working Group 12: Power and Energy Society/Transmission and Distribution 
(PE/T&D/TPC–Corrosion).

In NACE and IEEE standards, the terms shall, must, should, and may are used in accordance with the definitions of these 
terms in the NACE Publications Style Manual and the IEEE-SA Standards Style Manual. The terms shall and must are 
used to state a requirement, and are considered mandatory. The term should is used to state something good and is 
recommended, but is not considered mandatory. The term may is used to state something considered optional.
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Section 1: General

1.1	 Scope—This standard provides requirements to: (1) help utilities identify structures that may be at a high risk for be-
low-grade corrosion; (2) excavate and inspect the selected structures; (3) categorize the condition of structures based 
on corrosion degradation; (4) prioritize structures requiring additional inspection based on those findings; and (5) help 
identify next steps as required.

1.1.1	 This NACE/IEEE joint standard is limited to the inspection and assessment of weathering steel transmission 
towers, poles, substation structures, and other similar structures.

1.1.2	 It does not address the specific inspection of concrete foundations, above-grade attachment points, or guy 
anchors. In addition, this standard does not provide procedures regarding repair and/or replacement of these 
same types of structures.

1.1.3	 This standard addresses general and localized corrosion.

1.1.4	 This standard does not provide specific pass/fail criteria. Pass/fail criteria are often determined by structural 
strength considerations, which are beyond the scope of this corrosion-related standard. Users of this standard are 
encouraged to develop their own specific set of pass/fail criteria based upon their particular design requirements.

NOTE: 	 Additional information on below-grade inspections is available in NACE SP0415/IEEE Std 1895.1

1.1.5	 For the purposes of this standard, the area of inspection is comprised of the transition zone and below-grade portion 
of the structure. The inspection area and depth of excavation is determined by the utility as appropriate to identify the 
extent of corrosion. This standard should not be used to address structures in continuous immersion environments.

1.1.6	 The definitions of many of the corrosion-related terms used in this standard can be found in NACE/ASTM(1) G193.2

Section 2:  Definitions

2.1	 Definitions as follows are specific to this standard.

	 Assessment: The act of judging or deciding the amount, value, quality, or importance of damage and/or corrosion of 
structures to determine further action such as repair or replacement.

	 Inspection: Visual observation of a structure for signs of damage or corrosion.

	 Pack-out: A condition where the development of pack rust creates mechanical force between structural members. See 
Figure 1.

	 Pack Rust: An area of loosely adhered layers of corrosion product. See Figure 2.

	 Qualified Individual: A qualified individual is a person who meets legitimate knowledge, skill and/or other requirements 
through documented or otherwise proven education, knowledge and/or experience.

(1) ASTM International (ASTM), 100 Barr Harbor Drive, West Conshohocken, PA 19428-2959. 
(2) Notes in text, tables, and figures are given for information only and do not contain requirements needed to implement the standard.

Figure 1: Image of Pack Out on Lattice Transmission Tower Figure 2: Image of Pack Rust on a Transmission Pole
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