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Abstract: An approach to preparing a functional specification for a unified power flow controller 
(UPFC) using modular multilevel converter (MMC) is documented by this guide. This guide provides 
the functional requirements for UPFC project application, including UPFC system composition, 
function and performance requirements, primary equipment requirements, control and protection 
requirements, characteristic description, spares, engineering studies, testing, documentation, as 
well as training of UPFC projects. The intention of this document is to serve as a base specification 
with an informative annex provided to guide utilities, manufacturers, integrators, and other interested 
entities to apply a particular UPFC project.

Keywords: control and protection system, function requirements, IEEE  P2745.1™, modular 
multilevel converter, performance requirements, primary equipment, system composition, test, 
unified power flow controller

The Institute of Electrical and Electronics Engineers, Inc.
3 Park Avenue, New York, NY 10016-5997, USA

Copyright © 2019 by The Institute of Electrical and Electronics Engineers, Inc. 
All rights reserved. Published 27 November 2019. Printed in the United States of America.

IEEE is a registered trademark in the U.S. Patent & Trademark Office, owned by The Institute of Electrical and Electronics Engineers, 
Incorporated.

PDF:	 ISBN 978-1-5044-6155-9	 STD23882
Print:	 ISBN 978-1-5044-6156-6	 STDPD23882

IEEE prohibits discrimination, harassment, and bullying.
For more information, visit https://​www​.ieee​.org/​web/​aboutus/​whatis/​policies/​p9​-26​.html.
No part of this publication may be reproduced in any form, in an electronic retrieval system or otherwise, without the prior written permission 
of the publisher.

Authorized licensed use limited to: Tsinghua University. Downloaded on March 06,2026 at 21:49:25 UTC from IEEE Xplore.  Restrictions apply. 

Full document details: IEEE 2745.1-2019

https://www.ieee.org/web/aboutus/whatis/policies/p9-26.html
http://www.avadocuments.com/doc/ieee-2745-1-2019
http://www.avadocuments.com/doc/ieee-2745-1-2019


3
Copyright © 2019 IEEE. All rights reserved.

Important Notices and Disclaimers Concerning IEEE Standards Documents

IEEE documents are made available for use subject to important notices and legal disclaimers. These notices 
and disclaimers, or a reference to this page, appear in all standards and may be found under the heading 
“Important Notices and Disclaimers Concerning IEEE Standards Documents.” They can also be obtained on 
request from IEEE or viewed at http://​standards​.ieee​.org/​ipr/​disclaimers​.html.

Notice and Disclaimer of Liability Concerning the Use of IEEE Standards 
Documents

IEEE Standards documents (standards, recommended practices, and guides), both full-use and trial-use, 
are developed within IEEE Societies and the Standards Coordinating Committees of the IEEE Standards 
Association (“IEEE SA”) Standards Board. IEEE (“the Institute”) develops its standards through a consensus 
development process, approved by the American National Standards Institute (“ANSI”), which brings 
together volunteers representing varied viewpoints and interests to achieve the final product. IEEE Standards 
are documents developed through scientific, academic, and industry-based technical working groups. 
Volunteers in IEEE working groups are not necessarily members of the Institute and participate without 
compensation from IEEE. While IEEE administers the process and establishes rules to promote fairness in the 
consensus development process, IEEE does not independently evaluate, test, or verify the accuracy of any of 
the information or the soundness of any judgments contained in its standards.

IEEE Standards do not guarantee or ensure safety, security, health, or environmental protection, or ensure 
against interference with or from other devices or networks. Implementers and users of IEEE Standards 
documents are responsible for determining and complying with all appropriate safety, security, environmental, 
health, and interference protection practices and all applicable laws and regulations.

IEEE does not warrant or represent the accuracy or content of the material contained in its standards, and 
expressly disclaims all warranties (express, implied and statutory) not included in this or any other document 
relating to the standard, including, but not limited to, the warranties of: merchantability; fitness for a particular 
purpose; non-infringement; and quality, accuracy, effectiveness, currency, or completeness of material. In 
addition, IEEE disclaims any and all conditions relating to: results; and workmanlike effort. IEEE standards 
documents are supplied “AS IS” and “WITH ALL FAULTS.”

Use of an IEEE standard is wholly voluntary. The existence of an IEEE standard does not imply that there 
are no other ways to produce, test, measure, purchase, market, or provide other goods and services related to 
the scope of the IEEE standard. Furthermore, the viewpoint expressed at the time a standard is approved and 
issued is subject to change brought about through developments in the state of the art and comments received 
from users of the standard.

In publishing and making its standards available, IEEE is not suggesting or rendering professional or other 
services for, or on behalf of, any person or entity nor is IEEE undertaking to perform any duty owed by any 
other person or entity to another. Any person utilizing any IEEE Standards document, should rely upon his or 
her own independent judgment in the exercise of reasonable care in any given circumstances or, as appropriate, 
seek the advice of a competent professional in determining the appropriateness of a given IEEE standard.

IN NO EVENT SHALL IEEE BE LIABLE FOR ANY DIRECT, INDIRECT, INCIDENTAL, SPECIAL, 
EXEMPLARY, OR CONSEQUENTIAL DAMAGES (INCLUDING, BUT NOT LIMITED TO: 
PROCUREMENT OF SUBSTITUTE GOODS OR SERVICES; LOSS OF USE, DATA, OR PROFITS; 
OR BUSINESS INTERRUPTION) HOWEVER CAUSED AND ON ANY THEORY OF LIABILITY, 
WHETHER IN CONTRACT, STRICT LIABILITY, OR TORT (INCLUDING NEGLIGENCE OR 
OTHERWISE) ARISING IN ANY WAY OUT OF THE PUBLICATION, USE OF, OR RELIANCE 
UPON ANY STANDARD, EVEN IF ADVISED OF THE POSSIBILITY OF SUCH DAMAGE AND 
REGARDLESS OF WHETHER SUCH DAMAGE WAS FORESEEABLE.
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Translations

The IEEE consensus development process involves the review of documents in English only. In the event that 
an IEEE standard is translated, only the English version published by IEEE should be considered the approved 
IEEE standard.

Official statements

A statement, written or oral, that is not processed in accordance with the IEEE SA Standards Board Operations 
Manual shall not be considered or inferred to be the official position of IEEE or any of its committees and shall 
not be considered to be, or be relied upon as, a formal position of IEEE. At lectures, symposia, seminars, or 
educational courses, an individual presenting information on IEEE standards shall make it clear that his or her 
views should be considered the personal views of that individual rather than the formal position of IEEE.

Comments on standards

Comments for revision of IEEE Standards documents are welcome from any interested party, regardless 
of membership affiliation with IEEE. However, IEEE does not provide consulting information or advice 
pertaining to IEEE Standards documents. Suggestions for changes in documents should be in the form of a 
proposed change of text, together with appropriate supporting comments. Since IEEE standards represent a 
consensus of concerned interests, it is important that any responses to comments and questions also receive 
the concurrence of a balance of interests. For this reason, IEEE and the members of its societies and Standards 
Coordinating Committees are not able to provide an instant response to comments or questions except in 
those cases where the matter has previously been addressed. For the same reason, IEEE does not respond to 
interpretation requests. Any person who would like to participate in revisions to an IEEE standard is welcome 
to join the relevant IEEE working group.

Comments on standards should be submitted to the following address:

Secretary, IEEE-SA Standards Board
445 Hoes Lane
Piscataway, NJ 08854  USA

Laws and regulations

Users of IEEE Standards documents should consult all applicable laws and regulations. Compliance with 
the provisions of any IEEE Standards document does not imply compliance to any applicable regulatory 
requirements. Implementers of the standard are responsible for observing or referring to the applicable 
regulatory requirements. IEEE does not, by the publication of its standards, intend to urge action that is not in 
compliance with applicable laws, and these documents may not be construed as doing so.

Copyrights

IEEE draft and approved standards are copyrighted by IEEE under US and international copyright laws. They 
are made available by IEEE and are adopted for a wide variety of both public and private uses. These include 
both use, by reference, in laws and regulations, and use in private self-regulation, standardization, and the 
promotion of engineering practices and methods. By making these documents available for use and adoption 
by public authorities and private users, IEEE does not waive any rights in copyright to the documents.
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Photocopies

Subject to payment of the appropriate fee, IEEE will grant users a limited, non-exclusive license to photocopy 
portions of any individual standard for company or organizational internal use or individual, non-commercial 
use only. To arrange for payment of licensing fees, please contact Copyright Clearance Center, Customer 
Service, 222 Rosewood Drive, Danvers, MA 01923 USA; +1 978 750 8400. Permission to photocopy portions 
of any individual standard for educational classroom use can also be obtained through the Copyright Clearance 
Center.

Updating of IEEE Standards documents

Users of IEEE Standards documents should be aware that these documents may be superseded at any time 
by the issuance of new editions or may be amended from time to time through the issuance of amendments, 
corrigenda, or errata. An official IEEE document at any point in time consists of the current edition of the 
document together with any amendments, corrigenda, or errata then in effect.

Every IEEE standard is subjected to review at least every 10 years. When a document is more than 10 years old 
and has not undergone a revision process, it is reasonable to conclude that its contents, although still of some 
value, do not wholly reflect the present state of the art. Users are cautioned to check to determine that they have 
the latest edition of any IEEE standard.

In order to determine whether a given document is the current edition and whether it has been amended 
through the issuance of amendments, corrigenda, or errata, visit IEEE Xplore at http://​ieeexplore​.ieee​.org/​ or 
contact IEEE at the address listed previously. For more information about the IEEE SA or IEEE’s standards 
development process, visit the IEEE SA Website at http://​standards​.ieee​.org.

Errata

Errata, if any, for IEEE standards can be accessed via https://​standards​.ieee​.org/​standard/​index​.html. Search 
for standard number and year of approval to access the web page of the published standard. Errata links are 
located under the Additional Resources Details section. Errata are also available in IEEE Xplore: https://​
ieeexplore​.ieee​.org/​browse/​standards/​collection/​ieee/​. Users are encouraged to periodically check for errata.

Patents

Attention is called to the possibility that implementation of this standard may require use of subject matter 
covered by patent rights. By publication of this standard, no position is taken by the IEEE with respect to the 
existence or validity of any patent rights in connection therewith. If a patent holder or patent applicant has 
filed a statement of assurance via an Accepted Letter of Assurance, then the statement is listed on the IEEE 
SA Website at http://​standards​.ieee​.org/​about/​sasb/​patcom/​patents​.html. Letters of Assurance may indicate 
whether the Submitter is willing or unwilling to grant licenses under patent rights without compensation 
or under reasonable rates, with reasonable terms and conditions that are demonstrably free of any unfair 
discrimination to applicants desiring to obtain such licenses.

Essential Patent Claims may exist for which a Letter of Assurance has not been received. The IEEE is not 
responsible for identifying Essential Patent Claims for which a license may be required, for conducting inquiries 
into the legal validity or scope of Patents Claims, or determining whether any licensing terms or conditions 
provided in connection with submission of a Letter of Assurance, if any, or in any licensing agreements are 
reasonable or non-discriminatory. Users of this standard are expressly advised that determination of the 
validity of any patent rights, and the risk of infringement of such rights, is entirely their own responsibility. 
Further information may be obtained from the IEEE Standards Association.
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Introduction

This introduction is not part of IEEE Std 2745.1–2019, IEEE Guide for Technology of Unified Power Flow Controller 
Using Modular Multilevel Converter—Part 1: Functions.

As the most flexible, powerful, and comprehensive flexible ac transmission system (FACTS) device, the 
unified power flow controller (UPFC) can realize the bidirectional control of power flow, flexibly control 
voltage and reactive power, as well as improve the steady and dynamic stability of power grids. Since the 
1990s to 2004, three UPFC projects were put into operation: Inez substation of AEP, Kangjin substation of 
KEPCO, and Marcy substation of NYPA, all of which utilized gate turn-off thyristor (GTO) devices and three-
level converter technology. With increasing development of power electronics equipment and technology, 
modular multilevel converter (MMC) technology with insulate-gate bipolar transistor (IGBT) has been 
successfully applied into UPFC, such as Tiebei substation of SGCC, Yunzaobang substation of SGCC, and 
Mudu substation of SGCC. Compared with the GTO device and three-level multiple technology, the MMC 
technology is superior in expandable structure, low output waveform deviation, easy control of capacitor 
voltage, and desirable fault tolerance of sub-modules. Therefore, the MMC technology is the development 
trend of UPFC in the future. With the decreasing cost of converters, more MMC-UPFC projects may be put 
into commercial operation and satisfy the requirements of power flow control and system stability.

A series of documents, named the IEEE 2745™ series, is proposed to provide guides for technology of the 
UPFC using MMC. This guide, IEEE Std 2745.1, is the first part of the IEEE 2745 series, focusing on functions.

The purpose of this guide is to specify the functional requirements for UPFC project application, so that 
utilities, integrators, manufacturers, and other interested entities can benefit from this guide. This guide can 
specify the application conditions and system architecture of UPFC, requirements for function, performance, 
primary equipment, control and protection, auxiliary system, testing, spares, and training of UPFC projects. 
This guide aims to provide the knowledge base, experience, and opportunities for greater utilization of UPFC.
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1.  Overview

1.1  Scope

This guide provides the functional requirements for unified power flow controller (UPFC) deployment, 
including application conditions, system architecture, function requirements, performance requirements, 
primary equipment requirements, control and protection requirements, auxiliary system requirements, testing, 
spares, and training of UPFC projects, which are suitable for UPFC in transmission power grids.

1.2  Purpose

The purpose of this guide is to specify the functional requirements for UPFC project application, allowing 
utilities, integrators, and other interested entities to specify the application conditions and system architecture 
of UPFC, and define the requirements for function, performance, primary equipment, control and protection, 
commissioning, and testing of UPFC projects. This guide aims to provide the knowledge base, experience, 
and opportunities for greater utilization of UPFC.

1.3  Application

This guide should be considered a general-purpose resource and does not include all details needed for a 
specific application. In addition, since UPFCs are typically designed to address a specific application, not 
every part of this guide may be applicable. The user of this guide should evaluate how and to what extent each 
clause applies to the development of a specification for a specific application.

1.4  Word usage

The word shall indicates mandatory requirements strictly to be followed in order to conform to the standard 
and from which no deviation is permitted (shall equals is required to).1,2

1The use of the word must is deprecated and cannot be used when stating mandatory requirements, must is used only to describe 
unavoidable situations.
2The use of will is deprecated and cannot be used when stating mandatory requirements, will is only used in statements of fact.
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The word should indicates that among several possibilities one is recommended as particularly suitable, 
without mentioning or excluding others; or that a certain course of action is preferred but not necessarily 
required (should equals is recommended that).

The word may is used to indicate a course of action permissible within the limits of the standard (may equals 
is permitted to).

The word can is used for statements of possibility and capability, whether material, physical, or causal (can 
equals is able to).

2.  Normative references
The following referenced documents are indispensable for the application of this document (i.e., they must 
be understood and used, so each referenced document is cited in text and its relationship to this document is 
explained). For dated references, only the edition cited applies. For undated references, the latest edition of the 
referenced document (including any amendments or corrigenda) applies.

IEC TR 61000-3-6:2008, Electromagnetic Compatibility (EMC)—Part 3–6: Limits—Assessment of Emission 
Limits for the Connection of Distorting Installations to MV, HV and EHV Power Systems.3

IEC 61000-4-7:2002/AMD1:​2008, Electromagnetic Compatibility (EMC)—Part 4–7: Testing and 
Measurement Techniques—General Guide on Harmonics and Interharmonics Measurements and 
Instrumentation, for Power Supply Systems and Equipment Connected Thereto.

IEC 62751-1:2014/AMD1:​2018, Power losses in Voltage Sourced Converter (VSC) Valves for High-Voltage 
Direct Current (HVDC) Systems—Part 1: General Requirements.

IEC 62751-2:2014, Power Losses in Voltage Sourced Converter (VSC) Valves for High-Voltage Direct 
Current (HVDC) Systems - Part 2: Modular Multilevel Converters.

IEEE Std 139™-1988, IEEE Recommended Practice for the Measurement of Radio Frequency Emission from 
Industrial, Scientific, and Medical (ISM) Equipment Installed on User’s Premises.4,5

IEEE Std 519™-2014, IEEE Recommended Practice and Requirements for Harmonic Control in Electric 
Power Systems.

IEEE Std 1031™-2011, IEEE Guide for the Functional Specification of Transmission Static Var Compensators.

3.  Definitions, acronyms, and abbreviations

3.1  Definitions

For the purposes of this document, the following terms and definitions apply. The IEEE Standards Dictionary 
Online should be consulted for terms not defined in this clause.6

balancing winding: A delta connected auxiliary winding capable of reducing zero-sequence impedance in 
star-star connection transformers.

3IEC publications are available from the International Electrotechnical Commission (https://​www​.iec​.ch) and the American National 
Standards Institute (https://​www​.ansi​.org/​).
4The IEEE standards or products referred to in Clause 2 are trademarks owned by The Institute of Electrical and Electronics Engineers, 
Incorporated.
5IEEE publications are available from The Institute of Electrical and Electronics Engineers (https://​standards​.ieee​.org/​).
6IEEE Standards Dictionary Online is available at: http://​dictionary​.ieee​.org.
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NOTE—In the UPFC system, the balancing winding is required when the valve-side winding of the series transformer 
uses the star connection.7

commercial operation: The acceptance, by the user, of the unified power flow controller (UPFC) from the 
supplier.

NOTE—Adapted from IEEE Std 1031-2011.8

control mode: A method for UPFC to control one or more electrical variables at setting values. The setting 
values are measured variables or predefined functions varying with time.

converter: A machine or device for changing ac power into dc power (rectifier operation) or dc power into ac 
power (inverter operation). It connects between three ac phase terminals and two dc pole terminals.

NOTE—Adapted from IEEE Std C37.96–2012 [B8].9

converter arm (arm): Part of a voltage source converter in UPFC connecting the ac phase terminal with the 
dc pole terminal.

fast bypass system: A fast bypass system in UPFC consisting of a thyristor bypass switch (TBS) and two 
mechanical bypass breakers. After the bypass command is triggered, the protected equipment is quickly 
bypassed and the current previously flowing through the protected equipment is undertaken by TBS. Shortly 
after that, the mechanical bypass switch is turned on to sustain the current of the protected device instead, 
while the TBS is turned off at the current zero crossing point. The main functions of fast bypass system are 
to quickly isolate the valve, bypass the transformer, and reduce the damage to the converter and transformer.

firing: The operation to establish the forward current in the valve or the converter arm.

grid-side winding: A winding of series or shunt transformer connected to power grid directly.

interline power flow controller (IPFC): A power electronic device employing two (or more) voltage source 
converters (VSCs) coupled via a common dc bus, which is connected in series to different transmission lines to 
control power flow distribution between lines.

mechanical bypass switch (bypass breaker): A mechanical device, such as a switch or circuit breaker, 
installed in parallel with the grid side and valve side of series transformer to fast bypass the series transformer 
and converter, or resume operation.

modular multilevel converter (MMC): A multilevel converter in which each voltage source converter (VSC) 
valve consists of a number of sub-modules connected in series.

multilevel converter: A converter in which the voltage at the ac terminals is switched between more than 
three discrete dc voltage levels.

multi-terminal UPFC: UPFC that consists of three or more VSCs connected back-to-back on the dc side, to 
regulate power flows of two or more transmission lines.

multi-circuit UPFC: UPFC installed on two or more transmission lines consisting of multi-terminal UPFC or 
multiple single-circuit UPFCs.

7Notes in text, tables, and figures of a standard are given for information only and do not contain requirements needed to implement this 
standard.
8Information on references can be found in Clause 2.
9The numbers in brackets correspond to those of the bibliography in Annex A.
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point of common coupling (PCC): The connection point between the UPFC and the power system at which 
performance requirements are defined.

NOTE—Adapted from IEEE Std 1031-2011.

series transformer: A transformer with a primary winding and a secondary winding, in which the primary 
winding is placed in a series relationship in a circuit to change voltage in that circuit as a result of input 
received from the secondary winding.

NOTE 1—When it is applied in UPFC, the primary winding and the secondary winding of the series transformer are the 
grid-side winding and the valve-side winding, respectively. If the valve-side winding employs the star connection mode, a 
balancing winding is configured.

NOTE 2 —Adapted from IEEE Std C57.15–2009 [B9].

settling time: The duration from a step change in control signal input until the device output settles to within 
±5% of the required control output.

NOTE—Adapted from IEEE Std 1031-2011.

shunt transformer: A transformer with two or more windings connected to ac grid, exchanging active and 
reactive power between the converter and ac grid.

single-circuit UPFC: UPFC installed on a single-circuit transmission line.

static synchronous compensator (STATCOM): A static synchronous generator employing VSC in parallel 
with transmission line(s), whose capacitive or inductive output current can be controlled independently of the 
ac system voltage.

NOTE—Adapted from IEEE Std 1031-2011.

static synchronous series compensator (SSSC): A static synchronous compensator employing VSC in series 
with transmission line(s), which can continuously and fast control equivalent impedance of transmission 
line(s).

step response: The normalized output as a function of time t when the input is a step.

NOTE—Adapted from IEEE Std 4™-2013 [B6].

step response time: The duration from a step change in control signal input until the device output reaches 
90% of required output, before any overshoot.

subsystem test: On-site tests of a group of interconnected equipment, performed after the completion of 
the installation and debugging of each single device to assess the functions and technical indicators of the 
complete set of devices.

NOTE—Adapted from IEEE Std 1303-2011 [B7].

sub-module: Each basic power unit of modular multilevel converter, which is encapsulated by power 
electronic components and corresponding diodes, auxiliary equipment and control circuits.

system test: Testing conducted on a complete, integrated system to evaluate the system's compliance with its 
specified requirements.

NOTE—Adapted from ISO/IEC/IEEE Std 24765-2017 [B10].

Authorized licensed use limited to: Tsinghua University. Downloaded on March 06,2026 at 21:49:25 UTC from IEEE Xplore.  Restrictions apply. 

Full document details: IEEE 2745.1-2019

http://www.avadocuments.com/doc/ieee-2745-1-2019
http://www.avadocuments.com/doc/ieee-2745-1-2019


IEEE Std 2745.1-2019
IEEE Guide for Technology of Unified Power Flow Controller Using Modular Multilevel Converter—Part 1: Functions

18
Copyright © 2019 IEEE. All rights reserved.

three-level VSC: Voltage source converter with three different dc levels in converter arm output voltage (refer 
to dc capacitor neutral point).

thyristor bypass switch (TBS): A power electronic switch composed of parallel and antiparallel thyristors, 
current limiting reactors, and their auxiliary devices. In parallel with the protected equipment, it is used to 
bypass the protected equipment and has the ability to quickly trigger conduction and withstand the fault 
current of the protected equipment for a short time.

thyristor level: Part of a TBS, comprising a thyristor, or thyristors connected in parallel or antiparallel, 
together with their immediate auxiliaries and reactor, if any.

two-level VSC: Voltage source converter with two different dc levels in converter arm output voltage (refer to 
dc capacitor neutral point).

unified power flow controller (UPFC): A combined power electric device employing two (or more) VSCs 
coupled via a common dc bus, which is connected in series and in parallel to an ac power grid. The UPFC 
is able to control the active and reactive power flow independently, and provide controllable shunt reactive 
compensation.

unified power flow controller using modular multilevel converter (MMC-UPFC): A UPFC using modular 
multilevel converters.

valve: Refers to VSC valve in this guide.

valve reactor: A reactor that is connected in series to a VSC valve of the controllable voltage-source type to 
restrain valve output harmonic current and limit transient and fault currents.

valve-side winding: A winding of series or shunt transformer connected to converter directly.

voltage source converter (VSC): A voltage source converter is characterized by a stiff dc voltage in the 
intermediate dc-link. The line-side network voltage is converted to a constant dc voltage provided by, for 
example, a common dc link capacitor or distributed dc capacitors within the converter arms.

NOTE—Adapted from IEEE Std C37.96–2012 [B8].

VSC phase unit: Part of VSC, comprising converter arms and valve reactors, which are used to connect the 
two dc terminals to one ac terminal.

VSC valve (converter valve): Complete controllable device assembly, which represents a functional unit as 
part of a VSC phase unit and characterized by switching actions of the power electronic devices upon control 
signals of the converter base electronics.

3.2  Acronyms and abbreviations

CT	 current transformer

DFR	 digital fault recorder

ECT	 electronic current transformer

EPT	 electronic potential transformer

FACTS	 flexible alternating current transmission system

FBSM	 full-bridge sub-module
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GTO	 gate turn-off (thyristor)

HBSM	 half-bridge sub-module

HMI	 human machine interface

HVDC	 high voltage direct current

IGBT	 insulated gate bipolar transistor

IPFC	 interline power flow controller

MMC	 modular multilevel converter

PCC	 point of common coupling

PT	 potential transformer

SM	 sub-module

SSSC	 static synchronous series compensator

STATCOM	 static synchronous compensator

SVC	 static Var compensator

TBS	 thyristor bypass switch

THD	 total harmonic distortion

UHVDC	 ultra high voltage direct current

UPFC	 unified power flow controller

VSC	 voltage source converter

WT	 wind turbine

4.  UPFC system composition

4.1  Typical structure

The typical topology of UPFC is shown in Figure 1, mainly including the series part, the shunt part, as well 
as the control and protection system. The series part consists of the series converter (valve reactors included), 
series transformer, and fast bypass system (thyristor bypass switch and mechanical bypass breakers included). 
The shunt part consists of the shunt converter (valve reactors included), shunt transformer, and startup circuit.

4.2  Main equipment

The UPFC using modular multilevel converter (MMC-UPFC) consists of the main equipment described in 
this subclause.

4.2.1  Converter

The VSC is the core equipment of the UPFC, including the shunt converter and the series converter. The shunt 
converter controls the output reactive power or voltage at the PCC on the series side. The series converter is 
equivalent to a voltage source whose amplitude and phase angle can be adjusted to optimize the power flow of 
the transmission line.

MMC technology is proposed in recent years as a major breakthrough on the type of VSC topology, and 
enables the design of medium and high voltage systems with high-quality output voltage using cascading 
multiple sub-modules [see Figure 2(a)]. Compared to the conventional two-level VSC or three-level VSC, 
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MMC has a number of advantages, such as the simple realization of redundancy, low filter expense, and the 
reduction of power semiconductor losses. Therefore, the MMC is the better choice for the UPFC.

Although types of sub-modules for MMC are diverse, the bridge type sub-modules are mainly studied and 
applied, such as the half-bridge sub-module (HBSM) and the full-bridge sub-module (FBSM). The HBSM of 
an MMC is shown in Figure 2(b). At present, the HBSM is the most commonly used sub-module topology, 
which has the advantages of simple structure, easy control, less power electronic switching components, and 
low loss, and is able to output 0 and Uc  level. The FBSM, shown in Figure 2(c), is able to output 0 and ± Uc  
level. In addition, the converter arm can also be mixed with FBSM and HBSM.

Figure 1—Typical topology of UPFC
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Figure 2—Typical topology of MMC

4.2.2  Series transformer

The series transformer is core primary equipment for exchanging power between the series converter and 
the ac system. The adjustable voltage generated by the series converter is injected into the three-phase 
transmission lines through the six terminals of grid-side winding. The valve-side windings can adopt the star 
connection mode, whose neutral point can be grounded via a large resistance, as shown in Figure 3. The valve-
side windings can also employ the delta connection mode, which needs an additional grounding device. In 
addition, a balancing winding needs to be configured to provide the path for the third harmonic of transformer 
excitation and change zero sequence impedance of the transformer, which is also important to reduce the 
overvoltage due to the ac power grid failure.
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Figure 3—Structure of series transformer

4.2.3  Shunt transformer

The shunt transformer fulfills the connection between the shunt converter and the ac grid, realizing the 
exchange of power energy between the converter and the grid. The grid side of the shunt transformer can be 
connected to the buses or lines of either the same voltage level or the different voltage levels. The valve-side 
winding can adopt the star connection mode whose neutral point is grounded via a large resistance. The valve-
side windings can also employ the delta connection mode and generally require a grounding device.

Figure 4—Structure of TBS

4.2.4  Fast bypass system

The fast bypass system typically consists of a TBS and two mechanical bypass breakers. The TBS includes 
a reactor and thyristor levels (see Figure 4). The TBS is connected to the winding of series transformer in 
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parallel, which can be configured on the valve side or the grid side, as shown in Figure 5. The main functions 
of the fast bypass system are to quickly isolate the valve, bypass the transformer, and reduce the damage to the 
converter and the series transformer.

Figure 5—Fast bypass system for UPFC

4.2.5  Startup circuit

A startup circuit consists of a resistor and bypass equipment. The resistor is bypassed after the charging of the 
converters. The startup circuit can be configured on the valve side or the grid side of the shunt transformer, as 
shown in Figure 6.

Authorized licensed use limited to: Tsinghua University. Downloaded on March 06,2026 at 21:49:25 UTC from IEEE Xplore.  Restrictions apply. 

Full document details: IEEE 2745.1-2019

http://www.avadocuments.com/doc/ieee-2745-1-2019
http://www.avadocuments.com/doc/ieee-2745-1-2019


IEEE Std 2745.1-2019
IEEE Guide for Technology of Unified Power Flow Controller Using Modular Multilevel Converter—Part 1: Functions

24
Copyright © 2019 IEEE. All rights reserved.

Figure 6—Startup circuit for UPFC

4.2.6  Control and protection system

The control and protection system plays a significant role in UPFC that controls active and reactive power, and 
protects all of the electrical devices in the UPFC system from fault damages. Different from the conventional 
ac grid, a UPFC’s operation depends on the control and protection system. The control and protection system 
of a UPFC receives instructions from operating personnel, generates reference voltages for converters, 
achieves accurate output, and maintains the normal operation of the whole UPFC system.

4.3  Electricity access system

4.3.1  Typical electricity access of single-circuit UPFC

The typical topology of single-circuit UPFC is shown in Figure 7.

Figure 7—Typical topology of single-circuit UPFC

4.3.2  Typical electricity access of multi-circuit UPFC

Taking the two-circuit UPFC, for example, the topology of typical interconnection of multi-circuit UPFCs 
with three terminals is shown in Figure 8.
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Figure 8—Typical topology of two-circuit UPFCs with three terminals

The typical topology of two single-circuit UPFCs with four terminals is shown in Figure 9.

Figure 9—Typical topology of two single-circuit UPFCs with four terminals

4.4  Basic principles

In the UPFC, the shunt VSC and the series VSC are equivalent to a controllable current source and a 
controllable voltage source, respectively. Ignoring the line impedance and admittance, the UPFC equivalent 
circuit is shown in Figure 10.
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Figure 10—UPFC equivalent circuit model

In Figure 10, the node voltage of U1  is assumed as a reference point of the phase, the injection current of the 
shunt-side VSC is c, and the corresponding output voltage is Ush shÐδ . The output voltage of the series-side 
VSC is Use seÐδ , and the current flowing through the series side is Ise seÐα . X sh  and X se  represent the leakage 
reactance of the shunt transformer and the series transformer, respectively. Rsh  means the equivalent 
resistance, including the loss of shunt converter and shunt transformer, and Rse  is the equivalent resistance 
including the losses of series converter and series transformer. The voltage and current vector diagram of the 
UPFC equivalent circuit is shown in Figure 11.

Figure 11—UPFC equivalent circuit vector diagram

Equation (1) shows the calculation process of the active power of the transmission line, as follows:

P
U U
X

= −( )1 2
1 2sin δ δ 	 (1)

where

U U1 2, 	 are the voltage amplitudes of the two terminals of the transmission line, respectively
δ δ1 2, 	 are the voltage phase angles of the two terminals of the transmission line, respectively
X 		  is the equivalent reactor of the transmission line
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