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Abstract: Practices are provided for establishing procedures that will yield data to demonstrate
that the equipment can meet its performance requirements during and/or following one safe
shutdown earthquake event preceded by a number of operating basis earthquake events. This
standard may be used to establish tests, analyses, or experienced-based evaluations that will
yield data to demonstrate equipment performance claims or to evaluate and verify performance of
devices and assemblies as part of an overall qualification effort. Common methods currently in
use for seismic qualification by test are presented. Two approaches to seismic analysis are
described, one based on dynamic analysis and the other on static coefficient analysis. Two
approaches to experienced-based seismic evaluation are described, one based on earthquake
experience and the other based on test experience.

Keywords: earthquake, earthquake experience, equipment qualification, IEEE 344™, inclusion
rules, nuclear, operating basis earthquake, prohibited features, qualification methods, required
response spectrum, response spectra, safe shutdown earthquake, safety function, seismic,
seismic analysis, test experience, test response spectrum, type testing
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Important Notices and Disclaimers Concerning IEEE Standards Documents

IEEE documents are made available for use subject to important notices and legal disclaimers. These
notices and disclaimers, or a reference to this page, appear in all standards and may be found under the
heading “Important Notice” or “Important Notices and Disclaimers Concerning IEEE Standards
Documents.”

Notice and Disclaimer of Liability Concerning the Use of IEEE Standards
Documents

IEEE Standards documents (standards, recommended practices, and guides), both full-use and trial-use, are
developed within IEEE Societies and the Standards Coordinating Committees of the IEEE Standards
Association (“IEEE-SA”) Standards Board. IEEE (“the Institute”) develops its standards through a
consensus development process, approved by the American National Standards Institute (“ANSI”), which
brings together volunteers representing varied viewpoints and interests to achieve the final product.
Volunteers are not necessarily members of the Institute and participate without compensation from IEEE.
While IEEE administers the process and establishes rules to promote fairness in the consensus development
process, IEEE does not independently evaluate, test, or verify the accuracy of any of the information or the
soundness of any judgments contained in its standards.

IEEE does not warrant or represent the accuracy or content of the material contained in its standards, and
expressly disclaims all warranties (express, implied and statutory) not included in this or any other
document relating to the standard, including, but not limited to, the warranties of: merchantability; fitness
for a particular purpose; non-infringement; and quality, accuracy, effectiveness, currency, or completeness
of material. In addition, IEEE disclaims any and all conditions relating to: results; and workmanlike effort.
IEEE standards documents are supplied “AS IS” and “WITH ALL FAULTS.”

Use of an IEEE standard is wholly voluntary. The existence of an IEEE standard does not imply that there
are no other ways to produce, test, measure, purchase, market, or provide other goods and services related
to the scope of the IEEE standard. Furthermore, the viewpoint expressed at the time a standard is approved
and issued is subject to change brought about through developments in the state of the art and comments
received from users of the standard.

In publishing and making its standards available, IEEE is not suggesting or rendering professional or other
services for, or on behalf of, any person or entity nor is IEEE undertaking to perform any duty owed by any
other person or entity to another. Any person utilizing any IEEE Standards document, should rely upon his
or her own independent judgment in the exercise of reasonable care in any given circumstances or, as
appropriate, seek the advice of a competent professional in determining the appropriateness of a given
IEEE standard.

IN NO EVENT SHALL IEEE BE LIABLE FOR ANY DIRECT, INDIRECT, INCIDENTAL, SPECIAL,
EXEMPLARY, OR CONSEQUENTIAL DAMAGES (INCLUDING, BUT NOT LIMITED TO:
PROCUREMENT OF SUBSTITUTE GOODS OR SERVICES; LOSS OF USE, DATA, OR PROFITS;
OR BUSINESS INTERRUPTION) HOWEVER CAUSED AND ON ANY THEORY OF LIABILITY,
WHETHER IN CONTRACT, STRICT LIABILITY, OR TORT (INCLUDING NEGLIGENCE OR
OTHERWISE) ARISING IN ANY WAY OUT OF THE PUBLICATION, USE OF, OR RELIANCE
UPON ANY STANDARD, EVEN IF ADVISED OF THE POSSIBILITY OF SUCH DAMAGE AND
REGARDLESS OF WHETHER SUCH DAMAGE WAS FORESEEABLE.

Translations

The IEEE consensus development process involves the review of documents in English only. In the event
that an IEEE standard is translated, only the English version published by IEEE should be considered the
approved IEEE standard.
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Official statements

A statement, written or oral, that is not processed in accordance with the IEEE-SA Standards Board
Operations Manual shall not be considered or inferred to be the official position of IEEE or any of its
committees and shall not be considered to be, or be relied upon as, a formal position of IEEE. At lectures,
symposia, seminars, or educational courses, an individual presenting information on IEEE standards shall
make it clear that his or her views should be considered the personal views of that individual rather than the
formal position of IEEE.

Comments on standards

Comments for revision of IEEE Standards documents are welcome from any interested party, regardless of
membership affiliation with IEEE. However, IEEE does not provide consulting information or advice
pertaining to IEEE Standards documents. Suggestions for changes in documents should be in the form of a
proposed change of text, together with appropriate supporting comments. Since IEEE standards represent a
consensus of concerned interests, it is important that any responses to comments and questions also receive
the concurrence of a balance of interests. For this reason, IEEE and the members of its societies and
Standards Coordinating Committees are not able to provide an instant response to comments or questions
except in those cases where the matter has previously been addressed. For the same reason, IEEE does not
respond to interpretation requests. Any person who would like to participate in revisions to an IEEE
standard is welcome to join the relevant IEEE working group.

Comments on standards should be submitted to the following address:

Secretary, IEEE-SA Standards Board
445 Hoes Lane
Piscataway, NJ 08854 USA

Laws and regulations

Users of IEEE Standards documents should consult all applicable laws and regulations. Compliance with
the provisions of any IEEE Standards document does not imply compliance to any applicable regulatory
requirements. Implementers of the standard are responsible for observing or referring to the applicable
regulatory requirements. IEEE does not, by the publication of its standards, intend to urge action that is not
in compliance with applicable laws, and these documents may not be construed as doing so.

Copyrights

IEEE draft and approved standards are copyrighted by IEEE under U.S. and international copyright laws.
They are made available by IEEE and are adopted for a wide variety of both public and private uses. These
include both use, by reference, in laws and regulations, and use in private self-regulation, standardization,
and the promotion of engineering practices and methods. By making these documents available for use and
adoption by public authorities and private users, IEEE does not waive any rights in copyright to the
documents.

Photocopies

Subject to payment of the appropriate fee, IEEE will grant users a limited, non-exclusive license to
photocopy portions of any individual standard for company or organizational internal use or individual,
non-commercial use only. To arrange for payment of licensing fees, please contact Copyright Clearance
Center, Customer Service, 222 Rosewood Drive, Danvers, MA 01923 USA; +1 978 750 8400. Permission
to photocopy portions of any individual standard for educational classroom use can also be obtained
through the Copyright Clearance Center.
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Updating of IEEE Standards documents

Users of IEEE Standards documents should be aware that these documents may be superseded at any time
by the issuance of new editions or may be amended from time to time through the issuance of amendments,
corrigenda, or errata. An official IEEE document at any point in time consists of the current edition of the
document together with any amendments, corrigenda, or errata then in effect.

Every IEEE standard is subjected to review at least every ten years. When a document is more than ten
years old and has not undergone a revision process, it is reasonable to conclude that its contents, although
still of some value, do not wholly reflect the present state of the art. Users are cautioned to check to
determine that they have the latest edition of any IEEE standard.

In order to determine whether a given document is the current edition and whether it has been amended
through the issuance of amendments, corrigenda, or errata, visit the IEEE-SA Website at
http://ieeexplore.ieee.org/xpl/standards.jsp or contact IEEE at the address listed previously. For more
information about the IEEE SA or IEEE’s standards development process, visit the IEEE-SA Website at
http://standards.ieee.org.

Errata

Errata, if any, for all IEEE standards can be accessed on the IEEE-SA Website at the following URL:
http://standards.ieee.org/findstds/errata/index.html. Users are encouraged to check this URL for errata
periodically.

Patents

Attention is called to the possibility that implementation of this standard may require use of subject matter
covered by patent rights. By publication of this standard, no position is taken by the IEEE with respect to
the existence or validity of any patent rights in connection therewith. If a patent holder or patent applicant
has filed a statement of assurance via an Accepted Letter of Assurance, then the statement is listed on the
IEEE-SA Website at http://standards.ieee.org/about/sasb/patcom/patents.html. Letters of Assurance may
indicate whether the Submitter is willing or unwilling to grant licenses under patent rights without
compensation or under reasonable rates, with reasonable terms and conditions that are demonstrably free of
any unfair discrimination to applicants desiring to obtain such licenses.

Essential Patent Claims may exist for which a Letter of Assurance has not been received. The IEEE is not
responsible for identifying Essential Patent Claims for which a license may be required, for conducting
inquiries into the legal validity or scope of Patents Claims, or determining whether any licensing terms or
conditions provided in connection with submission of a Letter of Assurance, if any, or in any licensing
agreements are reasonable or non-discriminatory. Users of this standard are expressly advised that
determination of the validity of any patent rights, and the risk of infringement of such rights, is entirely
their own responsibility. Further information may be obtained from the IEEE Standards Association.
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Introduction

This introduction is not part of IEEE Std 344-2013, IEEE Standard for Seismic Qualification of Equipment for Nuclear
Power Generating Stations.

This revision of IEEE Std 344 was developed to expand and clarify guidance for developing programs to
qualify Seismic Category I equipment for nuclear power generating stations. IEEE Std 344 can also be used
to evaluate structural integrity and position retention of non-safety-related equipment to demonstrate that it
will not prevent the satisfactory accomplishment of safety functions of safety-related equipment under
seismic conditions. [Equipment that is not required to function but whose failure could adversely affect the
safety function of any Seismic Category I equipment or could result in an incapacitating injury to control
room occupants and is designed and constructed so that the safe shutdown earthquake (SSE) would not
cause a failure are typically referred to as Seismic Category II equipment.] Specific areas of amplification
were to address seismic qualification programs with higher frequency content as a result of high-frequency
ground motion and experience gained since 2004. Clause 7 has been expanded to add discussion of the
different treatment of rigid and flexible equipment and to clarify the differences between static, static
coefficient, and dynamic (response spectrum and time history) methods of analysis. Guidance is also
provided in Annex C to determine equipment fragility level. The goal of fragility testing is to define the
highest seismic level at which the equipment item can still perform its safety function.

The equipment to be qualified by procedures or standards based upon this standard can be of many forms;
therefore, this standard presents the guidelines for many acceptable seismic qualification methods with the
intent of permitting the user to make a judicious selection from the options offered. This standard attempts
to define more fully the procedures by which equipment can be seismically qualified. It presents the
methods that are known by the Working Group to be practices that are acceptable to the nuclear power
generation industry, its equipment suppliers, and the industrial test and analysis facilities utilized by the
industry. The clarification and update of methods in this standard reflect an effort to recommend state-of-
the-art techniques at the time of publication.

The methods and definitions presented in this revision are not intended to limit other seismic qualification
techniques. Exceptions to this standard may be made at any time where it can be shown that the substituted
procedure verifies that the equipment can perform its safety function with justifiable methodology. The
basis for a technical justification may be, but is not limited to, partial analysis, tests on similar equipment,
experience data, or a combination thereof. Engineering judgment may be used in conjunction with these
methods. Exceptions to these guidelines, which are founded on a broad base of actual test, analysis, and
earthquake experience, supplemented by engineering judgment, may be used to meet the intent of this
standard, provided the methods are justified.

Clause 10 and relevant parts of Clause 11 contain guidance for the use of earthquake and test experience
data. Use of the experience-based approach in this standard is acceptable for use in nuclear plants if it is
consistent with the plant’s licensing/regulatory design basis.

Further guidance is presented to address seismic high-frequency content in excess of 33 Hz. Recent studies
have identified the potential for certain hard-rock plant sites in the Central and Eastern U.S. to have high-
frequency ground motion. As a result of the high-frequency ground motion, the seismic plant response
spectra may contain high-frequency content that exceeds the traditional 33 Hz cutoff frequency used in
previous qualification programs. To address these hard-rock sites, the qualification and documentation
clauses of this document have been updated to include the potential for high-frequency content in the
qualification program.

Adherence to this standard to obtain equipment seismic qualification alone will not suffice for assurance of
public health and safety since it is the integrated performance of structures, fluid systems, instrumentation
systems, electrical systems, and man/machine interface systems of a nuclear power generating station that
establish safe operating conditions.

This standard was prepared by Subcommittee 2 Working Group 2.5 (Seismic) of the Nuclear Power
Engineering Committee of the IEEE Power and Energy Society.
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IEEE Standard for Seismic Qualification of
Equipment for Nuclear Power Generating
Stations

IMPORTANT NOTICE: IEEE Standards documents are not intended to ensure safety, security, health,
or environmental protection, or ensure against interference with or from other devices or networks.
Implementers of IEEE Standards documents are responsible for determining and complying with all
appropriate safety, security, environmental, health, and interference protection practices and all
applicable laws and regulations.

This IEEE document is made available for use subject to important notices and legal disclaimers.
These notices and disclaimers appear in all publications containing this document and may
be found under the heading “Important Notice” or “Important Notices and Disclaimers
Concerning IEEE Documents.” They can also be obtained on request from IEEE or viewed at
http://standards.ieee.org/IPR/disclaimers. html.

1. Overview

This standard is divided into 11 clauses. Clause 1 provides the scope of this standard. Clause 2 lists
normative references to other standards that are useful in applying this standard. Clause 3 provides
definitions that are either not found in other standards or have been modified for use with this standard.
Clause 4 provides background information on earthquake behavior and on the performance of equipment
during simulated seismic events. Clause 5 defines the most commonly used methods for seismic
qualification of equipment contained in this standard. Clause 6 provides guidance on the measurement and
application of damping in the seismic qualification of equipment. Clause 7 provides procedures for
approaches most commonly used to seismically qualify equipment by analysis. Clause 8 provides
procedures for the commonly used methods for seismic qualification of equipment by test. Clause 9
provides guidelines for seismic qualification of equipment that cannot be practically qualified by analysis
or testing alone. Clause 10 provides guidelines for two approaches to seismically qualify equipment using
experience data for a reference equipment class. Clause 11 provides documentation guidelines for the
seismic qualification of equipment.

This standard also contains six informative annexes. Annex A explains how to measure the zero period
acceleration (ZPA) from seismic test data. Annex B explains frequency content and stationarity of the input
waveform. Annex C provides guidance on fragility testing. Annex D explains the use of test duration and
response cycles in evaluating equipment response relative to low-cycle fatigue capability. Annex E
provides guidance in establishing statistically independent simulated simultaneous multi-axis motions for
seismic testing and analysis. Annex F includes bibliographical references.
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1.1 Scope

This standard describes methods for establishing seismic qualification procedures that will yield
quantitative data to demonstrate that the equipment can meet its performance requirements.

1.2 Purpose

This standard provides methods and documentation requirements for seismic qualification of equipment to
verify the equipment’s ability to perform its specified performance requirements during and/or after the
specified seismic motions.

2. Normative references

The following referenced documents are indispensable for the application of this document (i.e., they must
be understood and used, so each referenced document is cited in text and its relationship to this document is
explained). For dated references, only the edition cited applies. For undated references, the latest edition of
the referenced document (including any amendments or corrigenda) applies.

IEEE Std 323™ [EEE Standard for Qualifying Class 1E Equipment for Nuclear Power Generating
Stations.'*?

IEEE Std 382™, [EEE Standard for Qualification of Actuators for Power-Operated Valve Assemblies with
Safety-Related Functions for Nuclear Power Plants.

MIL-S-901D-1989, Requirements for Shock Tests, H. 1. (High-Impact); Shipboard Machinery, Equipment
and Systems.”

3. Definitions

For the purposes of this document, the following terms and definitions apply. The [EEE Standards
Dictionary Online should be consulted for terms not defined in this clause.*

broadband response spectrum: A response spectrum that describes motion in which amplified response
occurs over a wide (broad) range of frequencies.

coherence function: A comparative relationship between two time histories. It provides a statistical
estimate of how much two motions are related, as a function of frequency. The numerical range is from
zero for unrelated to +1.0 for related motions.

correlation coefficient function: A comparative relationship between two time histories. It provides a
statistical estimate of how much two motions are related, as a function of time delay. The numerical range
is from —1.0 for inversely related motions, zero for unrelated, to +1.0 for related motions.

critical seismic characteristics: Those design, material, and performance characteristics of an equipment
item that provide reasonable assurance that the item will perform its required function under seismic loads.

"IEEE publications are available from The Institute of Electrical and Electronics Engineers (http://standards.ieee.org/).

? The IEEE standards or products referred to in this clause are trademarks of The Institute of Electrical and Electronics Engineers, Inc.
* MIL publications are available from the U.S. Department of Defense (http://www.defense.gov/).

*IEEE Standards Dictionary Online subscription is available at:

http://www.ieee.org/portal/innovate/products/standard/standards_dictionary.html.
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cutoff frequency: The frequency in the response spectrum where the zero period acceleration (ZPA)
asymptote begins. This is the frequency beyond which the single-degree-of-freedom (SDOF) oscillators
exhibit no amplification of motion and indicate the upper limit of the frequency content of the waveform
being analyzed.

damping: An energy dissipation mechanism that reduces the amplification and broadens the vibratory
response in the region of resonance. It is usually expressed as a percentage of critical damping. Critical
damping is defined as the least amount of viscous damping that causes a single-degree-of-freedom (SDOF)
system to return to its original position without oscillation after initial disturbance.

earthquake experience spectrum (EES): The response spectrum that defines the seismic capacity of a
reference equipment class based on earthquake experience data.

flexible equipment: Equipment, structures, and components whose lowest resonant frequency is less than
the cutoff frequency on the response spectrum.

floor acceleration: The acceleration of a particular building floor (or equipment mounting) resulting from
the motion of a given earthquake. The maximum floor acceleration is the zero period acceleration (ZPA) of
the floor response spectrum.

Fourier spectrum: A complex valued function that provides amplitude and phase information as a
function of frequency for a time domain waveform.

fragility response spectrum: A response spectrum that defines the ultimate seismic capability of the
equipment under test based upon fragility data.

ground acceleration: The acceleration of the ground resulting from the motion of a given earthquake. The
maximum ground acceleration is the zero period acceleration (ZPA) of the ground response spectrum.

inclusion rules: The rules that define the bounds of equipment included in a reference equipment class
based on an acceptable range of equipment physical characteristics, dynamic characteristics, and functions
for which seismic ruggedness has been demonstrated by experience data.

NOTE—See 10.2.3.1 and 10.3.3.1.°

independent items: Components and equipment that (a) have different physical characteristics or (b)
experienced different seismic motion characteristics, e.g., different earthquakes, different sites, different
buildings, or different orientations/locations in the same building.

median-centered in-structure response spectrum: In-structure response spectrum developed using
realistic damping and best estimate modeling parameters to obtain the most probable structural
amplification that could realistically occur for the level of the specified earthquake ground motion.

narrowband response spectrum: A response spectrum that describes the motion in which amplified
response occurs over a limited (narrow) range of frequencies.

natural frequency: The frequency(s) at which a body vibrates due to its own physical characteristics (mass
and stiffness) when the body is distorted in a specific direction and then released.

operating basis earthquake (OBE): An earthquake that could reasonably be expected to occur at the plant
site during the operating life of the plant considering the regional and local geology and seismology and
specific characteristics of local subsurface material. It is that earthquake that produces the vibratory ground

* Notes in text, tables, and figures of a standard are given for information only and do not contain requirements needed to implement
this standard.
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motion for which those features of the nuclear power plant, necessary for continued operation without
undue risk to the health and safety of the public, are designed to remain functional.

power spectral density (PSD): The mean squared amplitude per unit frequency of a waveform. PSD is
expressed in g?/Hz versus frequency for acceleration waveforms.

prohibited features: Design details, materials, construction features, or installation characteristics that
have resulted in seismic induced failure or malfunction of the equipment to maintain its structural integrity
and perform its specified function at earthquake or test excitations up to and including the defined seismic
capacity level.

qualified life: The period of time, prior to the start of a design basis event (DBE), for which the equipment
was demonstrated to meet the design requirements for the specified service conditions.

reference equipment: The equipment used to establish a reference equipment class.

reference equipment class: A group of equipment sharing common attributes as defined by a set of
inclusion rules and prohibited features.

reference site: A site containing equipment or items used to establish a reference equipment class.

required response spectrum (RRS): The response spectrum issued by the user or the user’s agent as part
of the specifications for qualification or artificially created to cover future applications. The RRS
constitutes a requirement to be met.

resonant frequency: A frequency at which a response peak occurs in a system subjected to forced
vibration. This frequency is accompanied by a phase shift of response relative to the excitation.

response spectrum: A plot of the maximum response, as a function of oscillator frequency, of an array of
single-degree-of-freedom (SDOF) damped oscillators subjected to the same base excitation.

rigid equipment: Equipment, structures, and components whose lowest resonant frequency is greater than
the cutoff frequency on the response spectrum.

safe shutdown earthquake (SSE) : An carthquake that is based upon an evaluation of the maximum
earthquake potential considering the regional and local geology and seismology and specific characteristics
of local subsurface material. It is that earthquake that produces the maximum vibratory ground motion for
which certain structures, systems, and components are designed to remain functional. These structures,
systems, and components are those necessary to provide reasonable assurance of the following:

a) Integrity of the reactor coolant pressure boundary.
b) Capability to shut down the reactor and maintain it in a safe shutdown condition.

c) Capability to prevent or mitigate the consequences of accidents that could result in potential offsite
exposures comparable to applicable regulatory requirements.

seismic capacity: The highest seismic level for which required adequacy has been verified.

Seismic Category I equipment: Safety-related equipment designed to withstand the effects of the safe
shutdown earthquake (SSE) and maintain the specified design function and structural integrity.

Seismic Category Il equipment: That equipment that is not required to function but whose failure could
adversely affect the safe shutdown of any Seismic Category I equipment, or could result in incapacitating
injury to occupants of the control room, which are designed and constructed so that the safe shutdown
earthquake (SSE) would not cause a failure.
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seismic ruggedness: The ability to resist the damaging effects of an earthquake imparted by robust design
and manufacture.

seismic vulnerability: A physical and/or electrical characteristic that renders an equipment item
susceptible to structural damage or malfunction from the effects of an earthquake.

sine beats: A continuous sinusoid of one frequency, amplitude modulated by a sinusoid of a lower
frequency.

stationarity: A condition that exists when a waveform is stationary and when its amplitude distribution,
frequency content, and other descriptive parameters are statistically constant with time.

structure diameter: The diameter of a circle having the equivalent area of the facility’s foundation.

test experience spectra (TES): The test-based response spectra that define the seismic capacity of a
reference equipment class.

test response spectrum (TRS): The response spectrum that is developed from the actual time history of
the motion of the shake table.

transfer function: A complex frequency response function that defines the dynamic characteristics of a
constant parameter linear system. For an ideal system, the transfer function is the ratio of the Fourier
transform of the output to that of a given input.

zero period acceleration (ZPA): The acceleration level of the high-frequency, nonamplified portion of the
response spectrum. This acceleration corresponds to the maximum peak acceleration of the time history
used to derive the spectrum.

4. General discussion of earthquake environment and equipment response

4.1 General

This clause provides background information on earthquake behavior and on the performance of equipment
during simulated seismic events. Numerical values provided are typical and illustrative and should not be
considered as standards.

4.2 Earthquake environment

Earthquakes produce three-dimensional (3D) random ground motions that are characterized by
simultaneous but statistically independent horizontal and vertical components. The strong motion portion of
the earthquake may last from 10 s to 15 s, although the complete event may be considerably longer. The
ground motion is typically broadband random and produces potentially damaging effects over a frequency
range of 1 Hz to the cutoff frequency of the response spectra.

4.3 Equipment on foundations

The vibratory nature of the ground motion (both horizontal and vertical) can be amplified or attenuated in
foundation-mounted equipment. For any given ground motion, the alteration depends on the system’s

5 Documents
Copyright © 2013 IEEE. All rights reserved. Document Sharing Hub

Authorized licensed use limited to: Tsinghua University. Downloaded on March 07,2026 at 02:34:55 UTC from IEEE Xplore. Restrictions apply.

Full document details: IEEE 344-2013


http://www.avadocuments.com/doc/ieee-344-2013
http://www.avadocuments.com/doc/ieee-344-2013

IEEE Std 344-2013
IEEE Standard for Seismic Qualification of Equipment for Nuclear Power Generating Stations

natural frequencies of vibration (soil, foundation, and equipment) and the damping mechanisms. The
typical broadband response spectra that describe the ground motion indicate that multiple-frequency
excitation predominates.

4.4 Equipment on structures

The ground motion (horizontal and vertical) can be filtered by intervening building structures to produce
amplified or attenuated narrowband motions within the structure. The dynamic response of equipment on
structures can be further amplified or attenuated to an acceleration level many times more or less than that
of the maximum ground acceleration, depending upon the equipment damping and natural frequencies. The
narrowband response spectra that typically describe a building floor motion indicate that single-frequency
excitation of equipment subcomponents can predominate. Similar filtering of in-structure motion can occur
in flexible piping systems. For components mounted away from supports, the resultant motion can be
predominantly single frequency in nature and centered near or at the resonant frequency of the piping
system. This resonance condition can produce the most critical seismic load on components mounted on the
line.

4.5 Simulating the earthquake

The goal of seismic simulation is to reproduce the postulated earthquake environment in a realistic manner.
The form of the simulated seismic motion used for the qualification of equipment by analysis or testing can
be described by one of the following functions:

a) Response spectrum
b) Time history
c) Power spectral density (PSD)

The simulated seismic motion may be generated for the foundation, floor of the building, or substructure
upon which the equipment is to be mounted. It is supplied by the user or the user’s agent as a part of the
specifications for that equipment (see Clause 11) or generated by others for generic applications.

Because of the directional nature of seismic motion and the filtered output motion of building and
equipment structures, the directional components of the motion and their application to the equipment
should be specified or accounted for in some other appropriate manner.

4.5.1 Response spectrum

The response spectrum provides information on the maximum response of single-degree-of-freedom
(SDOF) oscillators as a function of oscillator frequency and damping when subjected to an input motion.
The frequency content and the peak value of the input motion, that is, the ZPA, are indicated.

It is important to recognize that the response spectrum does not supply the following information:

a) The waveform or time history of the excitation that produced it
b) The duration of motion (this shall be defined in the qualification specification)

¢) The dynamic response of any particular equipment
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4.5.2 Time history

A time history displays the earthquake-induced motion (usually in terms of acceleration) as a function of
time. The simulated motion is derived from existing or artificially generated earthquake records. For
application at any floor, the time history record generated includes the dynamic filtering and amplification
effects of the building and other intervening support structures.

4.5.3 PSD function

The mean squared amplitude per unit frequency of the vibratory motion is characterized in terms of the
PSD as a function of frequency.

NOTE—Although the response spectrum and the PSD function do not define the exact waveform or duration of the
excitation, they are valuable tools. They enable significant frequency-dependent properties of the motion to be seen at a
glance from one curve. The PSD provides information regarding the excitation directly without including the effects on
an array of SDOF oscillators as is done for the response spectrum. As a result, the PSD allows application of
relationships between excitation and response by way of the transfer functions for linear systems.

4.6 Support structure and interactions

Seismic qualification of equipment requires consideration of installation features, such as (a) the seismic
adequacy of the supporting structure (support assembly, structure, anchorage, floors, walls, or foundation),
and (b) the potential for adverse seismic interactions (such as falling of overhead components, proximity
impacts, differential displacements, spray, flood, or fire).

5. Seismic qualification approach

The seismic qualification of Seismic Category I equipment shall demonstrate an equipment’s ability to
perform its required safety function(s) during and/or after the time it is subjected to the forces resulting
from a safe shutdown earthquake (SSE). For equipment being qualified by test and having more than one
safety function, more than one SSE may be required to demonstrate satisfactory performance of all the
safety functions. In addition, the equipment shall withstand the effects of a number of operating basis
earthquakes (OBEs) [see 7.5, 8.1.5.2, item b) in 10.2.3.1, and 10.3] prior to the application of an SSE. The
most commonly used methods for seismic qualification are contained in this standard. The methods are
grouped into four general categories that

a) Predict the equipment’s performance by analysis.
b) Test the equipment under simulated seismic conditions.
¢) Qualify the equipment by a combination of test and analysis.

d) Qualify the equipment through the use of experience data.

Each of the preceding methods, or other justifiable methods, may be adequate to verify the ability of the
equipment to meet the seismic qualification requirements. The choice should be based on the practicality of
the method for the type, size, shape, and complexity of the equipment configuration, whether the safety
function can be assessed in terms of operability or structural integrity alone, and the reliability of the
conclusions.

Seismic Category I equipment being qualified shall demonstrate that it can perform its safety function
during and/or after an earthquake. The required safety function depends not only on the equipment itself
but also on the system and plant in which it is to function. The safety function during the earthquake may
be the same, but is often different from the safety function required after the earthquake. For example, an
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electrical device may be required to have no spurious operations during the earthquake or to perform an
active function both during and/or after the earthquake, or it may be required to survive during the
earthquake and perform an active function after the earthquake, or any combinations of these. Another
device may only be required to maintain structural integrity during and/or after the earthquake. Throughout
this standard, it is assumed that the requirements given here are understood and that the definition of the
safety function is provided as part of the equipment qualification specification. It is the responsibility of the
user to verify that the qualification approach selected complies with the requirements.

When the safety function of equipment requires a demonstration of operability during the earthquake, it
shall be demonstrated during the strong motion portion of the qualification simulation.

The seismic testing, when part of an overall qualification program, shall be performed in its proper
sequence as indicated in IEEE Std 323, and care should be taken to identify and account for significant
aging mechanisms with test margins as discussed therein.® Within these guidelines, it shall be demonstrated
that the equipment is capable of performing its safety function throughout its qualified life, including its
functional operability during and/or after an SSE at the end of that qualified life.

Earthquake experience data will result in seismic capacities that are significantly less than those obtained
from seismic testing. This is because earthquake ground motions, which form the basis for establishing
capacities in 10.2, are significantly less than the seismic accelerations typically obtained during shake-table
testing.

Non-safety-related equipment whose continued function is not required but whose failure or interaction
could reduce the functioning of safety-related equipment in proximity to an unacceptable level shall be
capable of maintaining structural integrity so that seismic events up to and including the SSE would not
cause such a failure. The seismic qualification approach for this non-safety-related equipment is the same
as for safety-related equipment, except that demonstration of operability may not be required. Non-safety-
related equipment in proximity to safety-related equipment is typically referred to as Seismic Category II
equipment.

6. Damping

6.1 Introduction

Damping is the generic name ascribed to the numerous energy dissipation mechanisms in a system. In
practice, damping depends on many parameters, such as the structural system, mode of vibration, strain,
normal force, velocity, materials, joint, and slippage. In linear vibration theory, the simplifying assumption
is made that damping is purely viscous or proportional to the relative velocity of moving parts. Therefore,
when a value of damping is associated with a practical system, it is usually assumed to be equivalent to
viscous or linear. This is a convenient simplification relating real-world hardware behavior, which may be
nonlinear to some degree, with theoretical concepts that normally utilize linear methods of analysis.

For equipment composed of an assembly of components, there is usually no single value of damping.
Damping is associated with every part of the equipment, ranging from bolted or welded construction to
uniform material. The value of damping may vary from place to place, depending on numerous factors.
Therefore, when a value of damping is ascribed to equipment, it is common to give a range of typical
values. Since each mode of vibration of a structure can, and most often does, have a different value of
damping, a useful practice in analysis is to associate a value of damping to each mode of vibration of the
equipment that is in the frequency range of interest.

® Information on references can be found in Clause 2.

g Documents
Copyright © 2013 IEEE. All rights reserved. Document Sharing Hub
Authorized licensed use limited to: Tsinghua University. Downloaded on March 07,2026 at 02:34:55 UTC from IEEE Xplore. Restrictions apply.

Full document details: IEEE 344-2013


http://www.avadocuments.com/doc/ieee-344-2013
http://www.avadocuments.com/doc/ieee-344-2013

IEEE Std 344-2013
IEEE Standard for Seismic Qualification of Equipment for Nuclear Power Generating Stations

6.2 Measurement of damping

Linear vibration theory indicates that there are numerous methods for measuring damping. Considerable
care shall be exercised in making the correlation between an idealized model and a practical system. For
example, it is rarely possible to locate precise points in equipment that have exact correspondence with the
lumped mass elements in a model. Some methods of calculating modal damping, such as the Q method,
rely purely on SDOF assumptions.

Damping calculated directly from the maximum response at the resonance peak measured at any point in
the equipment and the magnitude of the sine-sweep input excitation is not generally acceptable since the
response of points in equipment is usually determined by the mode shape vector and the participation factor
for each vibration mode. The following methods for evaluating damping are commonly used but other
justifiable methods may be used. They assume that a single mode of vibration can be excited in the
equipment and that motion transducers are mounted at positions other than at a point of zero motion. In all
cases, care should be exercised to determine whether damping nonlinearity with response amplitude is
significant.

6.2.1 Damping by measuring the decay rate

The equivalent viscous damping can be calculated by recording the decay rate of the particular vibration
mode. This procedure is often referred to as the logarithmic decrement method.

6.2.2 Damping by measuring the half-power bandwidth

The equipment should be excited with a slowly swept sinusoidal vibration. The response of any desired
location in the equipment is measured and plotted as a function of frequency. From these response plots,
the damping associated with each mode can be calculated by measurements of the width of the respective
resonance peak at the half-power point. This procedure is often referred to as the half-power bandwidth
method.

6.2.3 Damping by curve-fitting methods

The equipment is excited by swept sine, random, or transient excitation, and a response transfer function is
developed. The modal damping is obtained by fitting a mathematical model to the actual frequency
response data (transfer function). This curve fitting will smooth out any noise or small experimental errors.

6.3 Application of damping

Ranges of damping, measured as described in 6.2, are valuable data for the equipment designer. Damping
is used differently in equipment qualification analysis and testing as described in 6.3.1 and 6.3.2.

6.3.1 Application of damping in analysis

In analysis, a mathematical model is made of the equipment so as to predict the response to the seismic
motion. The value of damping used in this model should correspond to the actual energy dissipation in the
equipment to enable the response to be accurately predicted. An alternative approach is to use a
conservative value of linear damping to obtain a conservative estimate of response. In any case, there is a
need to know the ranges of damping for the specific equipment and the nature of nonlinearities and their
effect on the response. Appropriate values of damping may be obtained from tests or other justifiable
sources.
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