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TECHSTREET, AN ASME COMPANY.

This document is intended to provide users with an indication of changes from one
edition to the next. It includes a full-text version of the new document, plus an indication
of changes from the previous version.

Redlines are designed to save time and improve efficiencies by using the latest
software technology to find and highlight document changes. More professionals are
using valuable new technologies like redlines, to help improve outcomes in a fast paced
global business world.

Because it may not be technically possible to capture all changes accurately, it is
recommended that users consult previous editions as appropriate. In all cases, only the
current base version of this publication is to be considered the official document.

This Redline is produced solely by Techstreet. IEEE has not
prepared this Redline and is not responsible for its accuracy.
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Abstract: Measurements of the electrical properties of naturally occurring solids are covered in
the scope of this guide. Not covered are methods that rely on mapping earth structure anomalies
unless directly related to electrical properties. Coverage of numerical methods for forward/inverse
modeling is limited.

Keywords: conductivity, earth materials, electromagnetic measurement techniques, IEEE 356™,
permittivity, resistivity

The Institute of Electrical and Electronics Engineers, Inc.
3 Park Avenue, New York, NY 10016-5997, USA

Copyright © 2021 by The Institute of Electrical and Electronics Engineers, Inc.
All rights reserved. Published 1 February 2021. Printed in the United States of America.

IEEE is a registered trademark in the U.S. Patent & Trademark Office, owned by The Institute of Electrical and Electronics
Engineers, Incorporated.

PDF:  ISBN 978-1-5044-7090-2 STD24425
Print:  ISBN 978-1-5044-7091-9 STDPD24425

IEEE prohibits discrimination, harassment, and bullying.

For more information, visit http://www.ieee.org/web/aboutus/whatis/policies/p9-26.html.

No part of this publication may be reproduced in any form, in an electronic retrieval system or otherwise, without the prior written permission
of the publisher.

, Documents
Copyright © 2021 IEEE. All rights reserved. Document Sharing Hub
Authorized licensed use limited to: Tsinghua University. Downloaded on March 07,2026 at 02:51:14 UTC from IEEE Xplore. Restrictions apply.
Full document details: IEEE 356-2020


http://www.ieee.org/web/aboutus/whatis/policies/p9-26.html
http://www.avadocuments.com/doc/ieee-356-2020
http://www.avadocuments.com/doc/ieee-356-2020

Important Notices and Disclaimers Concerning IEEE Standards Documents

IEEE Standards documents are made available for use subject to important notices and legal disclaimers.
These notices and disclaimers, or a reference to this page (https://standards.ieee.org/ipr/disclaimers.html),
appear in all standards and may be found under the heading “Important Notices and Disclaimers
Concerning IEEE Standards Documents.”

Notice and Disclaimer of Liability Concerning the Use of IEEE Standards
Documents

IEEE Standards documents are developed within the IEEE Societies and the Standards Coordinating
Committees of the IEEE Standards Association (IEEE SA) Standards Board. IEEE develops its standards
through an accredited consensus development process, which brings together volunteers representing
varied viewpoints and interests to achieve the final product. IEEE Standards are documents developed by
volunteers with scientific, academic, and industry-based expertise in technical working groups. Volunteers
are not necessarily members of IEEE or IEEE SA, and participate without compensation from IEEE. While
IEEE administers the process and establishes rules to promote fairness in the consensus development
process, IEEE does not independently evaluate, test, or verify the accuracy of any of the information or the
soundness of any judgments contained in its standards.

IEEE makes no warranties or representations concerning its standards, and expressly disclaims all
warranties, express or implied, concerning this standard, including but not limited to the warranties of
merchantability, fitness for a particular purpose and non-infringement. In addition, IEEE does not warrant
or represent that the use of the material contained in its standards is free from patent infringement. IEEE
standards documents are supplied “AS IS” and “WITH ALL FAULTS.”

Use of an IEEE standard is wholly voluntary. The existence of an IEEE Standard does not imply that there
are no other ways to produce, test, measure, purchase, market, or provide other goods and services related
to the scope of the IEEE standard. Furthermore, the viewpoint expressed at the time a standard is approved
and issued is subject to change brought about through developments in the state of the art and comments
received from users of the standard.

In publishing and making its standards available, IEEE is not suggesting or rendering professional or other
services for, or on behalf of, any person or entity, nor is IEEE undertaking to perform any duty owed by
any other person or entity to another. Any person utilizing any IEEE Standards document, should rely upon
his or her own independent judgment in the exercise of reasonable care in any given circumstances or, as
appropriate, seek the advice of a competent professional in determining the appropriateness of a given
IEEE standard.

IN NO EVENT SHALL IEEE BE LIABLE FOR ANY DIRECT, INDIRECT, INCIDENTAL, SPECIAL,
EXEMPLARY, OR CONSEQUENTIAL DAMAGES (INCLUDING, BUT NOT LIMITED TO: THE
NEED TO PROCURE SUBSTITUTE GOODS OR SERVICES; LOSS OF USE, DATA, OR PROFITS;
OR BUSINESS INTERRUPTION) HOWEVER CAUSED AND ON ANY THEORY OF LIABILITY,
WHETHER IN CONTRACT, STRICT LIABILITY, OR TORT (INCLUDING NEGLIGENCE OR
OTHERWISE) ARISING IN ANY WAY OUT OF THE PUBLICATION, USE OF, OR RELIANCE
UPON ANY STANDARD, EVEN IF ADVISED OF THE POSSIBILITY OF SUCH DAMAGE AND
REGARDLESS OF WHETHER SUCH DAMAGE WAS FORESEEABLE.

Translations

The IEEE consensus development process involves the review of documents in English only. In the event
that an IEEE standard is translated, only the English version published by IEEE is the approved IEEE
standard.
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Official statements

A statement, written or oral, that is not processed in accordance with the IEEE SA Standards Board
Operations Manual shall not be considered or inferred to be the official position of IEEE or any of its
committees and shall not be considered to be, nor be relied upon as, a formal position of IEEE. At lectures,
symposia, seminars, or educational courses, an individual presenting information on IEEE standards shall
make it clear that the presenter’s views should be considered the personal views of that individual rather
than the formal position of IEEE, IEEE SA, the Standards Committee, or the Working Group.

Comments on standards

Comments for revision of IEEE Standards documents are welcome from any interested party, regardless of
membership affiliation with IEEE or IEEE SA. However, IEEE does not provide interpretations,
consulting information, or advice pertaining to IEEE Standards documents.

Suggestions for changes in documents should be in the form of a proposed change of text, together with
appropriate supporting comments. Since IEEE standards represent a consensus of concerned interests, it is
important that any responses to comments and questions also receive the concurrence of a balance of
interests. For this reason, IEEE and the members of its Societies and Standards Coordinating Committees
are not able to provide an instant response to comments, or questions except in those cases where the matter
has previously been addressed. For the same reason, IEEE does not respond to interpretation requests. Any
person who would like to participate in evaluating comments or in revisions to an IEEE standard is
welcome to join the relevant IEEE working group. You can indicate interest in a working group using the
Interests tab in the Manage Profile & Interests area of the IEEE SA myProject system. An IEEE Account is
needed to access the application.

Comments on standards should be submitted using the Contact Us form.

Laws and regulations

Users of IEEE Standards documents should consult all applicable laws and regulations. Compliance with
the provisions of any IEEE Standards document does not constitute compliance to any applicable
regulatory requirements. Implementers of the standard are responsible for observing or referring to the
applicable regulatory requirements. IEEE does not, by the publication of its standards, intend to urge action
that is not in compliance with applicable laws, and these documents may not be construed as doing so.

Data privacy

Users of IEEE Standards documents should evaluate the standards for considerations of data privacy and
data ownership in the context of assessing and using the standards in compliance with applicable laws and
regulations.

Copyrights

IEEE draft and approved standards are copyrighted by IEEE under US and international copyright laws.
They are made available by IEEE and are adopted for a wide variety of both public and private uses. These
include both use, by reference, in laws and regulations, and use in private self-regulation, standardization,
and the promotion of engineering practices and methods. By making these documents available for use and
adoption by public authorities and private users, IEEE does not waive any rights in copyright to the
documents.
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Photocopies

Subject to payment of the appropriate licensing fees, IEEE will grant users a limited, non-exclusive license
to photocopy portions of any individual standard for company or organizational internal use or individual,
non-commercial use only. To arrange for payment of licensing fees, please contact Copyright Clearance
Center, Customer Service, 222 Rosewood Drive, Danvers, MA 01923 USA; +1 978 750 8400;
https://www.copyright.com/. Permission to photocopy portions of any individual standard for educational
classroom use can also be obtained through the Copyright Clearance Center.

Updating of IEEE Standards documents

Users of IEEE Standards documents should be aware that these documents may be superseded at any time
by the issuance of new editions or may be amended from time to time through the issuance of amendments,
corrigenda, or errata. An official IEEE document at any point in time consists of the current edition of the
document together with any amendments, corrigenda, or errata then in effect.

Every IEEE standard is subjected to review at least every 10 years. When a document is more than 10 years
old and has not undergone a revision process, it is reasonable to conclude that its contents, although still of
some value, do not wholly reflect the present state of the art. Users are cautioned to check to determine that
they have the latest edition of any IEEE standard.

In order to determine whether a given document is the current edition and whether it has been amended
through the issuance of amendments, corrigenda, or errata, visit IEEE Xplore or contact IEEE. For more
information about the IEEE SA or IEEE’s standards development process, visit the [EEE SA Website.

Errata

Errata, if any, for all IEEE standards can be accessed on the IEEE SA Website. Search for standard number
and year of approval to access the web page of the published standard. Errata links are located under the
Additional Resources Details section. Errata are also available in IEEE Xplore. Users are encouraged to
periodically check for errata.

Patents

IEEE Standards are developed in compliance with the IEEE SA Patent Policy.

Attention is called to the possibility that implementation of this standard may require use of subject matter
covered by patent rights. By publication of this standard, no position is taken by the IEEE with respect to
the existence or validity of any patent rights in connection therewith. If a patent holder or patent applicant
has filed a statement of assurance via an Accepted Letter of Assurance, then the statement is listed on the
IEEE SA Website at https://standards.iece.org/about/sasb/patcom/patents.html. Letters of Assurance may
indicate whether the Submitter is willing or unwilling to grant licenses under patent rights without
compensation or under reasonable rates, with reasonable terms and conditions that are demonstrably free of
any unfair discrimination to applicants desiring to obtain such licenses.

Essential Patent Claims may exist for which a Letter of Assurance has not been received. The IEEE is not
responsible for identifying Essential Patent Claims for which a license may be required, for conducting
inquiries into the legal validity or scope of Patents Claims, or determining whether any licensing terms or
conditions provided in connection with submission of a Letter of Assurance, if any, or in any licensing
agreements are reasonable or non-discriminatory. Users of this standard are expressly advised that
determination of the validity of any patent rights, and the risk of infringement of such rights, is entirely
their own responsibility. Further information may be obtained from the IEEE Standards Association.
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IMPORTANT NOTICE

IEEE Standards do not guarantee or ensure safety, security, health, or environmental protection, or ensure
against interference with or from other devices or networks. IEEE Standards development activities
consider research and information presented to the standards development group in developing any safety
recommendations. Other information about safety practices, changes in technology or technology
implementation, or impact by peripheral systems also may be pertinent to safety considerations during
implementation of the standard. Implementers and users of IEEE Standards documents are responsible for
determining and complying with all appropriate safety, security, environmental, health, and interference
protection practices and all applicable laws and regulations.
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Introduction

This introduction is not part of IEEE Std 356-2020, IEEE Guide for Measurements of Electromagnetic Properties of
Earth Media.

This guide represents a total rewrite of IEEE Std 356-1974, IEEE Guide for Radio Methods of Measuring
Earth Conductivity [B8], which had been prepared by J. T. deBettencourt, D. Davidson, and J. R. Wait.!
Prior attempts to revise this guide by committees led by Dr. John Cavanaugh and Mr. George Hagn were
merged into IEEE Std 356-2001. This latest version was prepared by a subcommittee of the Antennas and
Propagation Standards Committee (APSC) of the IEEE Antennas and Propagation Society, chaired by Prof.
Vikass Monebhurrun of CentraleSupélec. The individuals with primary responsibility for this version as
well as those who contributed or made useful comments are acknowledged in the participants’ section. An
invitation is extended to users of the guide to contribute to the next revision whenever they see deficiencies
or have ideas for an improvement by communicating with the APS/SC Chair via email.?

The current guide covers the theory, field methodology/measurement techniques, suggestions for further
reading, and a list of references for each of the several field and laboratory techniques covered. The
frequency range of applicability and the geographical extent of applicability are indicated.

The current version of this standard retains the same number, IEEE Std 356, and it is a guide that describes
recommended practices rather than a standard in the strict sense of the word. It is designed to be of use to
those who plan and/or make laboratory and/or field measurements of the macroscopic electromagnetic
parameters (i.e., the effective conductivity in S/m, and the effective relative permittivity &) of earth media
including surface soil, rocks, and ice.

! The numbers in brackets correspond to those of the bibliography in Annex B.
2 Contact the APS/SC Chair at vikass.monebhurrun@centralesupelec.fr.
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IEEE Guide for Measurements of Electromagnetic Properties of Earth

Media

1. Overview

1.1 Scope

The scope of the project is to cover measurements of the electrical properties of naturally occurring
solids. Not covered are methods that rely on mapping earth structure anomalies unless directly
related to electrical properties. There is limited coverage of numerical methods for forward/inverse

modeling.

1.2 Purpose

This document is needed for ground plane assessment for locating antennas; formation mapping to

obtain geological information; assessment of ore-grade quality; moisture content, salinity;

propagation prediction and studies; aquifer studies for water search, nuclear waste disposal, dam

location; ground-penetrating radar research; prospecting.
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1.3 Word usage

The word shall indicates mandatory requirements strictly to be followed in order to conform to the

standard and from which no deviation is permitted (shall equals is required to).3' 4

The word should indicates that among several possibilities one is recommended as particularly

suitable, without mentioning or excluding others; or that a certain course of action is preferred but

not necessarily required (should equals is recommended that).

The word may is used to indicate a course of action permissible within the limits of the standard

(may equals is permitted to).

The word can is used for statements of possibility and capability, whether material, physical, or

causal (can equals is able to).

1.4 Background

The electromagnetic properties of earth [conductivity ¢ in siemens/meter (S5/m), permittivity € in
farads/meter (F/m), and magnetic permeability p in henries/meter (H/m)] can have a major effect
upon the performance of electrical and electromagnetic systems. Examples of these systems include
both communications systems and remote-sensing systems. For example, the electrical properties of
the earth beneath an antenna can influence the antenna efficiency (and the need for a metallic
ground plane) and radiation pattern, and these properties also can limit the effective depth of
ground-penetrating radar. Many different methods and techniques have evolved for the
measurement of the electrical properties of the earth at and near the surface at radio frequencies, and
other methods using lower frequencies were developed for measuring the conductivity deeper into

the earth for geophysical prospecting and other applications.

3 The use of the word must is deprecated and cannot be used when stating mandatory requirements, must is used only to describe

unavoidable situations.

4 The use of will is deprecated and cannnot be used when stating mandatory requirements, will is only used in statements of fact.
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This guide is intended to describe these methods (both the theory and field methodology) and
provide references for further reading for each method. The descriptions represent the
recommended practice of these techniques. There is a further attempt to provide guidance on the

limits of applicability of the methods (e.g., in frequency or in geographical context).

This guide has been prepared by the Wawe Antennas and Propagation Standards Committee of the
IEEE Antennas and Propagation Society to replace the document, IEEE Std 356-1974, IEEE Guide for
Radio Methods of Measuring Earth Conductivity [B+# B8], which was also published by de

Bettencourt et al. [B%l—.é%].é} In 1974, Lytle [B15] also published a comprehensive review paper
Bi5]

The International Telecommunication Union (ITU) has published world surface conductivity maps

for a number of frequency bands (ITU-R Recommendation P. 832-2 [B4-:9B9]), although these maps
are no longer being updated. The curves of conductivity and relative permittivity in ITU-R
Recommendation 527-3 [B+36 B10] exhibit no dispersion in the band 3 MHZ to 30 MHz;, whereas
measured values show significant dispersion in this band for which surface soils typically can show
characteristics from good conductors to lossy dielectrics (King and Smith [B332 B12]). The real and
imaginary parts of the complex relative permittivity form a Hilbert transform pair. As a result, the
conductivity and relative permittivity are not independent variables. Their mutual eeupling
dependence is described by the Kramers—Kronig relations (King and Smith [B332 B12]). Therefore,
the ITU values for the high-frequency (HF) band are inconsistent with the results of complex

variable theory and are in error.

> The numbers in brackets correspond to those of the bibliography in Annex B.
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1.5 Intention

The intent of this guide is to describe the measurement principles used to determine the electrical
properties of naturally occurring solid materials, although it should also serve as a guide for the

measurement of any solid material. Most of the symbols defined in this document are provided in

Annex A and the e /%! notation is used for a time-harmonic signal, where t is the time in seconds and

i =\-1 . These properties are the conductivity o (in S/m) and the permittivity ¢ (in F/m). The magnetic
permeability p (in H/m) is not considered except where it impacts en-the interpretation. This is

because p = pQ (to within less than 5%) for most naturally occurring materials. Even dry, pure

magnetite sand only increases pr to 1.09. In free space (vacuum), the permittivity is €0 = 8.854 x 10

~12 F/m and the magnetic permeability is pQ = 47t x 1077 H/m.

The conductivity of a material is defined by Ohm’s Law, i.e., the current I [in amperes (A)] passing

through a block of the material {[length [ in meters (m) and cross-section A in mz}l is related to the

voltage V applied to plate electrodes covering two parallel faces of the cube by Equation (1):
I=VR (1)
where R is the resistance in ohms (€2).

The conductivity o can be determined since, as shown in Equation (2):

R=IcA @)

The inverse of the conductivity is called the resistivity and it is designated by o. Similarly, the

permittivity of material can be determined by the same physical arrangement of a block (area A and
length I) between two parallel electrodes by measuring the voltage V between the plates and the

charge stored on the plates Q [in coulombs (C)] by the capacitance C (in F/m3}:) [see Equation (3) and
Equation (4)]:

C=QV 3)
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and
C=¢cAl 4)

where the effects of fringing fields have been ignored. The similarity between the measurements of
Rand C, and consequently € and o, result in very similar methods being used to determine the two

parameters.
In particular, using Equation (2) and Equation (4), one can write Equation (5) (from Cheng [B+4 B4]):
RC=¢0 (5)

When the material kas supports conduction and displacement currents, the relationship between the
applied voltage V varying with angular frequency w and the current I can be written as Equation (6):
1 I

F= wlw— (&)
O+ joE A

=1

Dividing the permittivity by the permittivity of free space €0 provides the relative permittivity er.

The complex relative permittivity for a linear, isotropic medium can be written as Equation (7):

& =& —jey (7)
where
&' is the real part (also called the effective relative permittivity) >0
g/ is the imaginary part that accounts for losses > 0
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The conductivity ¢ can range in value from 107 S/m for very dry sand, rock, or fresh water ice to 10

S/m for highly saline soils. The effective relative permittivity ¢, can range from 3 to 100 for isotropic

materials, but the effective relative permittivity can assume much larger values (or even be negative)
in the case of mixed and/or anisotropic media (Cheng [B+4 B4], Ahrens [B1-}]). For example, King

and Smith [B332 B12] reported that a clay-loam soil with 10% water content was found to vary
continuously from o = 1072 S/m and ¢,’ = 104 at 100 Hz to ¢ =5 S/m and ¢,' = 10 at 1010 Hz. For a

uniform anisotropic earth, the electrical characteristics can be represented by a 3 x 3 tensor. Angle
rotation of the resistivity tensor has been shown to predict the response of the earth in all possible

orientations in dip and strike (Wilson and Thiel [B30 B+29]).

It is well known that the physical and electromagnetic properties of the earth are highly non-

uniform.

Consequently the use of parameters o and ¢ to describe the earth should take into account the fact
that they can be a function of spatial dimensions or can represent a composite value, which is
directly affected by the non-uniformity of the sample. In rock mechanics, these differences are
described by the terms “rock mass” to represent the non-uniform composite structure, and “rock
material” to represent the uniform material (Brady and Brown [B+2 B2]). This distinction can also be
made by differentiating between those methods of measurements that are made in situ and those
that are made on rock samples in the laboratory. This distinction is also directly related to the
wavelength of the radiation in the material under consideration and the size and separation of the

contact electrodes used in the measurement.

This document does not cover electrical or electromagnetic geophysical methods reported by Keller
and Frischknecht [B+34B11] that rely on mapping anomalies in the earth’s structure, unless such
information is directly related to determining the electrical properties of such materials. These
geophysical techniques include magnetic tilt methods, magnetic surveys, most types of ground
probing radar (GPR) and many airborne and satellite remote-sensing techniques. Fhe-doeument This

guide does include the methods used to provide “ground truth” for these mapping methods.

Documents

Document Sharing Hub
Authorized licensed use limited to: Tsinghua University. Downloaded on March 07,2026 at 02:51:14 UTC from IEEE Xplore. Restrictions apply.

Full document details: IEEE 356-2020


http://www.avadocuments.com/doc/ieee-356-2020
http://www.avadocuments.com/doc/ieee-356-2020

The frequency of measurement, porosity of rock, water content, temperature, pressure, and the
degree of fracture of the sample can affect measurement. Porosity is defined as the percentage of
pore space in a unit volume of rock. Pores in a rock are often filled with fluids that give rise to finite
resistance. While measuring the conductivity, there can be significant problems with probe contacts,
both for in-situ measurements (probe impedance, conductive layers, etc.) and sample measurements
(surface preparation, air gaps, etc.). In addition, these materials can be highly inhomogeneous,
anisotropic, layered, and fractured so that the orientation of the electrodes should play a significant

part in determining the results obtained (Keller and Frischknecht [Bi34+ B11]). Anisotropy

Anisetrepie of a rock sample is scale-dependent. Consequently, electrode orientation as well as the

separation of electrodes can influence the anisotropy measurement.

The measurements on soil samples are particularly difficult as the removal of a sample can strongly
affect soil compaction and water content (particularly the water concentration profile as a function

of depth) (Sternberg and Levitskaya [B4-26 B21]).

In-situ measurements are commonly made frem on or above the earth’s surface, e.g., with inserted
probes, from an airborne platform or from boreholes. In-situ measurements, where properly
implemented, can avoid the problems resulting from changes in compaction and soil moisture

content. An attempt was made to cover all of these techniques.
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Given the inhomogeneous and anisotropic nature of earth mass, the derivation of reliable data from
field and laboratory measurements is difficult. It is possible to find analytical solutions to certain
idealized earth structures. The calculation of field results using analytical or numerical methods
from a postulated earth structure is called forward modeling. Thus one can derive characteristic curves
to deduce ground constants. More commonly, kewever—automated data inversion techniques are
not available, as the number of unknown parameters (including their spatial distribution) is so large
that least squared error minimization techniques do not converge to the correct answer (Oldenburg
[B+49 B19]). The mathematical techniques of numerical modeling for solving the forward problem
(i.e., assuming a particular earth profile to calculate expected measurement results), and stimulated
simulated annealing and artificial neural networks for the inverse problem (i.e., determining the
electrical properties of the earth from the measurements) require considerable computation time and
effort. Therefore, only passing mention is made to numerical methods for forward modeling and

data inversion for two- and three-dimensional structures.
1.6 Applications

The measurement of the electromagnetic properties of soil and rock, commonly called “ground

constants,” are important for a wide variety of reasons including the following:

a) Ground plane assessment for the location of antennas, and assessment of the

characteristics of installed antennas
b) Estimation of the coverage area of transmitters

C) Mapping of conductive and resistive formations to obtain geological information and

locating buried objects
d) Assessment of ore-grade quality, moisture content, salinity, etc.

e) Propagation studies for communications links above the surface and through-rock

communications systems
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f) Assessment of aquifer activity for water search, assessment of nuclear waste disposal

sites, the location of dams and rock drilling for tunnels and storage sites

g) Measurement of surface parameters to calibrate antenna sites and remote—sensing

systems (including surface soil moisture content, soil salinity, aquifer location, etc.)

h) Estimation of oil and gas reserve and their producibility

The area of coverage of these techniques is not only frequency-dependent but also relates to the ease
of use of the technique and whether it is possible to perform the measurements from an airborne
platform. A generalized surface coverage diagram for in-situ measurements is given in Figure 1. DC

resistivity is in practice measured over 1 Hz to 100 Hz for several reasons: (a) at 0 Hz it is difficult to

separate the measured signal from bias, which can be easily removed by using a low-frequency AC

source and a chopper circuit, (b) the so-called “pink noise” in measurement electronics will be

required, and (c) the electrode polarization will be reduced (though not eliminated).

06 rosistivity (7] |
surlace impedancs (3]
propagatan studkes (4]

wawe il (5]

sell-impedancs (6]
mutual impedance (7]
tranaienl mathods (8]

lirrer chomzin reflectamalry (5]

grownd probing ragar (140

free spaca reflection {15) —

remate senging (16]
LR 1] i ) e
01 1 10 on 1004 10000
Distance (meders)

Figure 1—Approximate coverage area (linear traverse)

1.7 Document organization

The distinction between methods of measurement is quite blurred in many cases. However, in the
interests of clarity, each different generic measurement technique is discussed separately. The

divisions used in this document are listed in Table 1.
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As the effect of frequency is very important, not only because of the depth of electromagnetic wave
penetration, but also because the electrical parameters can differ dramatically over the frequency
range, Figure 2 has been included to categorize the different measurement techniques in terms of

their typical frequencies of operation.

Table 1 —Measurement method categories

In-sitn measnrements Laboratary measurements
Besistivity methods (1) Time-domain reflectometry (9]
Surface impedance methads (3) Buzsistivity methods (117
Propapation stadies (4) Capacitance methods (12)
Wave tilt methods (53 Trapzmission line methods (133
Probe self-impedance () Wavepnide and cavity metheds (14)

Murual Impedance (7)

Transient elecroma snetic methods (B)

Time-domain refleciometry (91

Ground probine radar (10)

Transmizsson line methads (13}

Free-space reflection (15)

Microwave and millimeter-wave remote sensing (16)

DG resislivity (2] F—
surface impedance (3)

propagation studies (4) _—

wave tilt (5)

saff-impedance (6]

il impedance (T)
transient methods (B)

time domain reflectometry (9)

grownd probing radar (10} —_—
capacitance methods [12)
free space refection (15)
ramobe sensing (16)

T T T 1 T T 1 T 1T 1T T T 11
1E-03 1 1E+03 1E~0% 1E+09 1E+12
Freguency (Hz)

Figure 2 —Frequency ranges of field methods
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1.8 Notation

Throughout this guide, a set of standard definitions are used. The complex propagation constant y

for an electromagnetic wave propagating through any material is defined by Equation (8) (from

Cheng [B1+4 B4]):

F=a+ jf = jo,) pls+ o) jo) (%)

where

a is the attenuation constant

B is the phase constant

@ is the angular frequency, in radians per second (rad/s)

is the magnetic permeability of the medium, in henries per meter (H/m)

€ is the permittivity of the medium, in farads per meter (F/m)
o is the conductivity of the medium, in siemens per meter (S/m)
j =+-1

The resistivity o of the medium is given by_Equation (9):

e~lo ©)
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As there are losses associated with the propagation, one can attribute a finite value to the
conductivity of the medium. If the medium is uniform, then the field strength of the propagating
wave attenuates exponentially. The separation distance between two points along a line in the
direction of propagation is designated the penetration depth (or skin depth, d) (IEEE Std 211™-2018
1997 B1-81-[B7]) if the field at one point is 1/e less than the field at the other:, where e is the Euler’s

number. This can be defined as the reciprocal of the attenuation constant—+his_and can be written as

shown in Equation (10):

d5=1a (10)

When the conduction current is much larger than the displacement current (i.e., 0 >> we¢), one can

write an approximate expression for d as_shown in Equation (11):

1
NEST

& (11}

I

where f is the frequency of the radiation (f = w/2).

When o = we, it is necessary to use the full expression for the skin depth d derived from Equation (8)

and Equation (10).

The intrinsic impedance of the medium Z, is given by Equation (12):

jeg

= |— (1)
o+ s

If the conduction current dominates the displacement current in the earth (i.e., 0 << w¢), then one can

write Equation (13):

Zz=, o (13)

The normalized impedance A is the ratio of the intrinsic impedance Z divided by the impedance of

free space Z(, that is, as shown in Equation (14):
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£
120 r 2

(14}

A=
£y

The reflection coefficient for a plane wave in Medium 0, incident at an angle 6; on Medium 1, is
polarization dependent and is given by Fresnel's equations 8+4} (Cheng [B4]). Note that 0; is

measured with respect to the surface normal [see Figure 3(a)]. One can use Snell’s Law to calculate

the transmission angle Ot of the lines of constant phase in Medium 2, as shown in Equation (15):

—
sing = |21 cing; (15)
\ &

where
er0  is the relative permittivity of Medium 0
erl  isthe relative permittivity of Medium 1

In a lossy medium, &r is complex [Equation (7)], so Ot can be a complex angle. From this angle, one
can calculate the equation for the planes of constant amplitude and constant phase. For parallel

transverse magnetic (TM) polarization when the magnetic field vector is perpendicular to the plane

of incidence, the reflection coefficient I'| | for the electric field is given by Equation the-expression

16):
-Gomt-zena)
where
Z0 is the intrinsic impedance of Medium 0
71 is the intrinsic impedance of Medium 1
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When the numerator of Equation (16) equals zero at the Brewster angle, there is a transmitted field

only due to an incident field and this results in a Zenneck wave whose properties are generally

independent of frequency to a first order like the Brewster angle associated with a complex

permittivity (IEEE Std 211™-2018 [B7]). When then the denominator of Equation (16) equals zero,

there is a pole and then there is a reflected and a transmitted field only without any incident field

resulting in a surface wave where the fields are a function of frequency and that hugs the surface

with higher frequency (Orfanidis [B20]).

z
Y
X
Medium O: air Medium 0: air
Medium 1: earth Medium 1: soil I h,
Medium 2: rock \
a) b)

Figure 3—Schematic diagrams for electromagnetic radiation plane wave

incident on the earth’s surface: (a) uniform, infinitely deep earth; (b)
single layer above a uniform, infinitely deep earth

For perpendicular [transverse electric (TE)] polarization when the electric field is perpendicular to

the plane of incidence, the reflection coefficient I'j for the electric field is given by the-expression
Equation (17):

FJ_:{ZlcosHj—ZDcer:] (7)
(Zy cos8; + Zy cos 6y )
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Note that for any horizontally layered medium having # layers, the intrinsic impedance Zy is given

by Equation (12), that is, as shown in Equation (18):

Zy = | (18)
\on+ispe

where
n=0,1, and 2 are the layer numbers
on, €n, and py are the electromagnetic properties of the nth layer

If the medium is non-uniform, it is common to assign a single parameter, the effective surface

impedance; _defined as the ratio of the horizontal electric field to the horizontal magnetic field

perpendicular to the plane of incidence, to describe interactions on the surface. Geophysicists often

use apparent resistivity gg to quantify the total loss measured in the medium. Thus many
geophysical techniques yield contour maps of gz and do not attempt to interpret the underlying
structure. In this guide, reference is made to effective surface impedance and apparent conductivity,
which are directly related to oa through Equation (3413), assuming the earth is uniform and

infinitely deep.

The effective impedance concept can be used to describe the reflection of electromagnetic waves
from the plane surface of a non-uniform material. For example, if the earth plane is horizontally
layered, it is possible to calculate the effective surface impedance for a plane wave incident from the

air.

Two separate cases should be considered: TM and TE. In the general case for an angle of incidence

0i, it is convenient to define the effective impedance 7" (Wait [B+27 B28]) by_Equation (19):

| 2 _

- cos &

7y=zy N-205°7 (19)
|

n
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where
Z1 is the intrinsic impedance of the earth defined in Equation (18)
0i is the angle of incidence as shown in Figure 3(a).

For a uniform earth, which is infinitely deep (Medium 1), the surface impedance Zs is given by

Equation (20):
25=2 (20)

In the TM case, for a single earth layer of depth h1 overlying an infinite half-space [see Figure 3(b)],

the resultant surface impedance Z " is given by the-expression-by-Equation (21) (Wait [B}+27 B28]):

zs"'=Qz (1)
where

Zs is the surface impedance of an infinitely deep earth of Medium 1 given by Equation

(2420)
o - Z,+Z, tanh(u 7 )
Z, +Z, tanh(u b, )
1 = ycosfy = 1IIIn';rflj - }fﬂj sin? 6

Y0 is the-eemplex propagation constant for free space

Y1 is the complex propagation constant for Medium 1

Z 5  isgiven by Equation (19) using the electrical properties of Medium 2
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For a multi-layered earth plane, one can calculate the surface impedance by calculating the intrinsic
impedance of the lowest layer (i.e., assuming no reflection from a lower boundary) and use Equation

(21) and Equatien{22} the formula above for Q1 iteratively until the upper surface of the top layer is

determined. This calculation is identical to the expression used to calculate the input impedance of a

multi-component transmission line (Wait [B327 B28]).

In the simplest case of normal incidence, 6; = 0, the reflection coefficient I'l | is given by the

expressienr Equation (22):

r-%-%
Z,+Z,

(22

In the TE case, the surface admittance Y§S is given by the-expression Equation (23):
Ys=Q'Y (24 23)

T, is the effective

where the effective surface admittance on top of layer 1 is given by 7 =

surface admittance on top of layer 2, and, as shown in Equation (24):

, T +1; tanhluyiy )

=2l 24)
Il+}3 tﬂ.ﬂhl.u'lhl] (

When the earth electrical properties vary continuously as a function of depth (e.g., when the
moisture content is varying exponentially), analytical expressions for the surface impedance and
surface admittance can be derived (Wait [B+27# B28]). In general, the vertical gradient (i.e., variation

along a vertical line) down to approximately one skin depth for the frequency in use should be

considered.

If the earth is anisotropic, it is possible to rotate the resistivity tensor to the direction of interest and
calculate the effective surface impedance (Negi and Saraf [B+37 B17]). This is true both for
horizontally oriented anisotropy and tilted (i.e., dipping) structures (Thiel [B+23 B24]). When the
earth has a dipping, layered structure (i.e., non-horizontal, parallel stratifications), a more complex
solution is required (Wait [B+26 B27]).
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There are analytical formulas for the permittivity of materials consisting of mixtures of dielectric
materials (Taylor [B+22 B23]). Similarly, in composite materials, artificial dielectric theory can be
applied to conductive particles embedded in a lossy matrix (Brady and Brown [B+3 B3], Wait
[BE24-Wait- {8125 B25], [B26],). At most frequencies, the complex permittivity of earth materials is
dominated by the water content (King and Smith [B342 B12], Levitskaya and Sternberg [B+43 B13],
Wang [B328 B29], Longmire and Smith [B3-+4 B14]). The water distribution is often highly variable,

particularly in the vertical direction. A lumped impedance resistor-capacitor (RC) network model,

such as the Longmire-Smith (L-S) model [B+34 B14], allows a description of the relationship

between the real and imaginary part of the permittivity. A plot of the imaginary part ¢,’ versus the

real part ¢, of the relative permittivity &, is referred to as a Cole-Cole plot (King and Smith [B+42

B12], Nabigian [ B16]). Only recently has dispersion been incorporated into numerical methods (Cole
and Cole [B+5 B5], King and Smith [B+32B12], Nabigian [B4+36 B16], Okoniewski et al. [B+38 B18],
Sullivan [B+2+ B22]).

2. DC resistivity

2.1 Theory

DC resistivity measurements represent the most fundamental approach to determining the
conductivity of in-situ materials from a surface. Two electrodes are used to make electrical contact
with the surface to inject current, and the potential distribution is measured in the vicinity of the
current electrodes. Despite the name, low frequency alternating voltages and currents are used.
Table 2 summarizes the common electrode arrangements and the expressions used to calculate the
apparent conductivity. Note that I is the injected current, V is the voltage detected, a is the standard
electrode spacing, and 7 is an integer. The geometry for these different electrode arrangements is

illustrated in Figure 4.
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Table 2 —Common resistivity electrode configurations

(Note that I is the current, V is the voltage detected, a is the standard

electrode spacing, and # is an integer.)

Electrode arrangement Apparent conductivity, ga
Wenner array I/2aVa
Schlumberger array I/ aVna(n+1)
Three-electrode array 7.
(pale. dipolc) I/2aVna(n+1)
(Eltran array whenn=1)
Dipole-dipole array I/ aVra(n+1)(n+2)
Right-angle array 0.05305(1/V)/a
(Wait array)

For measurements on a semi-infinite uniform half-space (conductivity o) using hemispherical

electrodes with radius 7, the resistance between one electrode RE and a point an infinite distance

away is given by the-expressienr Equation (25) (Wait [B2347 B48]):

= 2
RE = 2oro @5)

As there can be significant difficulties in ensuring adequate contact between the electrodes and the
ground, the effect of the contact is minimized by using a set of voltage electrodes and a different set
of current electrodes located in the vicinity; this constitutes a four—point electrode system; and is
used to map the conductivity profile of the upper parts of the Earth’s surface. DC current is injected
into the ground at one electrode and extracted at another (the current electrodes), and two other
spaced electrodes (the voltage electrodes) are used to determine the voltage for a given electrode
spacing at the surface in the local area. This process usually is repeated for different electrode
spacings to check for layering. Data commonly are plotted as contours of apparent resistivity
covering the area surveyed (deBettencourt et al. [B2:3B33]). The right-angle array technique (or Wait
array) is described in more detail by deBettencourt et al. [B2-3 B33] and Wait [B2-317 B48].
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Figure 4—Common apparent resistivity arrays

The forward modeling problem requires the solution of Laplace’s equation for the potential

distribution found on the surface.
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