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Abstract: The application of Damped ac (DAC) for field testing of power cables is described. 
DAC voltage withstand testing and diagnostic tests and measurements that are performed in 
combination with DAC voltage application in the field on shielded power cable systems are 
discussed. Whenever possible, cable systems are treated in a similar manner to individual 
cables. Tables and figures are included to show the effectiveness of the DAC ac voltage test, the 
diagnostic evaluation and the user experiences in the past years for field testing of different 
medium and (extra) high voltage cable system. 
 
Keywords: after-laying testing, asset management, cable fault locating, cable system testing, 
cable testing, condition assessment, condition monitoring, damped ac voltage testing, diagnostic 
testing, dielectric losses, electric breakdown, grounding, high-voltage testing, IEEE 400.4™, 
nondestructive testing, oil-filled cables, partial discharge measurement, power cable insulation, 
safety, tangent delta testing. 
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Important Notices and Disclaimers Concerning IEEE Standards Documents 

IEEE documents are made available for use subject to important notices and legal disclaimers. These 
notices and disclaimers, or a reference to this page, appear in all standards and may be found under the 
heading “Important Notice” or “Important Notices and Disclaimers Concerning IEEE Standards 
Documents.” 

Notice and Disclaimer of Liability Concerning the Use of IEEE Standards 
Documents 

IEEE Standards documents (standards, recommended practices, and guides), both full-use and trial-use, are 
developed within IEEE Societies and the Standards Coordinating Committees of the IEEE Standards 
Association (“IEEE-SA”) Standards Board. IEEE (“the Institute”) develops its standards through a 
consensus development process, approved by the American National Standards Institute (“ANSI”), which 
brings together volunteers representing varied viewpoints and interests to achieve the final product. 
Volunteers are not necessarily members of the Institute and participate without compensation from IEEE. 
While IEEE administers the process and establishes rules to promote fairness in the consensus development 
process, IEEE does not independently evaluate, test, or verify the accuracy of any of the information or the 
soundness of any judgments contained in its standards. 

IEEE does not warrant or represent the accuracy or content of the material contained in its standards, and 
expressly disclaims all warranties (express, implied and statutory) not included in this or any other 
document relating to the standard, including, but not limited to, the warranties of: merchantability; fitness 
for a particular purpose; non-infringement; and quality, accuracy, effectiveness, currency, or completeness 
of material. In addition, IEEE disclaims any and all conditions relating to: results; and workmanlike effort. 
IEEE standards documents are supplied “AS IS” and “WITH ALL FAULTS.” 

Use of an IEEE standard is wholly voluntary. The existence of an IEEE standard does not imply that there 
are no other ways to produce, test, measure, purchase, market, or provide other goods and services related 
to the scope of the IEEE standard. Furthermore, the viewpoint expressed at the time a standard is approved 
and issued is subject to change brought about through developments in the state of the art and comments 
received from users of the standard.  

In publishing and making its standards available, IEEE is not suggesting or rendering professional or other 
services for, or on behalf of, any person or entity nor is IEEE undertaking to perform any duty owed by any 
other person or entity to another. Any person utilizing any IEEE Standards document, should rely upon his 
or her own independent judgment in the exercise of reasonable care in any given circumstances or, as 
appropriate, seek the advice of a competent professional in determining the appropriateness of a given 
IEEE standard. 

IN NO EVENT SHALL IEEE BE LIABLE FOR ANY DIRECT, INDIRECT, INCIDENTAL, SPECIAL, 
EXEMPLARY, OR CONSEQUENTIAL DAMAGES (INCLUDING, BUT NOT LIMITED TO: 
PROCUREMENT OF SUBSTITUTE GOODS OR SERVICES; LOSS OF USE, DATA, OR PROFITS; 
OR BUSINESS INTERRUPTION) HOWEVER CAUSED AND ON ANY THEORY OF LIABILITY, 
WHETHER IN CONTRACT, STRICT LIABILITY, OR TORT (INCLUDING NEGLIGENCE OR 
OTHERWISE) ARISING IN ANY WAY OUT OF THE PUBLICATION, USE OF, OR RELIANCE 
UPON ANY STANDARD, EVEN IF ADVISED OF THE POSSIBILITY OF SUCH DAMAGE AND 
REGARDLESS OF WHETHER SUCH DAMAGE WAS FORESEEABLE. 

Translations  

The IEEE consensus development process involves the review of documents in English only. In the event 
that an IEEE standard is translated, only the English version published by IEEE should be considered the 
approved IEEE standard. 
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Official statements  

A statement, written or oral, that is not processed in accordance with the IEEE-SA Standards Board 
Operations Manual shall not be considered or inferred to be the official position of IEEE or any of its 
committees and shall not be considered to be, or be relied upon as, a formal position of IEEE. At lectures, 
symposia, seminars, or educational courses, an individual presenting information on IEEE standards shall 
make it clear that his or her views should be considered the personal views of that individual rather than the 
formal position of IEEE.  

Comments on standards 

Comments for revision of IEEE Standards documents are welcome from any interested party, regardless of 
membership affiliation with IEEE. However, IEEE does not provide consulting information or advice 
pertaining to IEEE Standards documents. Suggestions for changes in documents should be in the form of a 
proposed change of text, together with appropriate supporting comments. Since IEEE standards represent a 
consensus of concerned interests, it is important that any responses to comments and questions also receive 
the concurrence of a balance of interests. For this reason, IEEE and the members of its societies and 
Standards Coordinating Committees are not able to provide an instant response to comments or questions 
except in those cases where the matter has previously been addressed. For the same reason, IEEE does not 
respond to interpretation requests. Any person who would like to participate in revisions to an IEEE 
standard is welcome to join the relevant IEEE working group. 

Comments on standards should be submitted to the following address: 

 Secretary, IEEE-SA Standards Board  
 445 Hoes Lane  
 Piscataway, NJ 08854 USA 

Laws and regulations  

Users of IEEE Standards documents should consult all applicable laws and regulations. Compliance with 
the provisions of any IEEE Standards document does not imply compliance to any applicable regulatory 
requirements. Implementers of the standard are responsible for observing or referring to the applicable 
regulatory requirements. IEEE does not, by the publication of its standards, intend to urge action that is not 
in compliance with applicable laws, and these documents may not be construed as doing so. 

Copyrights 

IEEE draft and approved standards are copyrighted by IEEE under U.S. and international copyright laws. 
They are made available by IEEE and are adopted for a wide variety of both public and private uses. These 
include both use, by reference, in laws and regulations, and use in private self-regulation, standardization, 
and the promotion of engineering practices and methods. By making these documents available for use and 
adoption by public authorities and private users, IEEE does not waive any rights in copyright to the 
documents. 

Photocopies  

Subject to payment of the appropriate fee, IEEE will grant users a limited, non-exclusive license to 
photocopy portions of any individual standard for company or organizational internal use or individual, 
non-commercial use only. To arrange for payment of licensing fees, please contact Copyright Clearance 
Center, Customer Service, 222 Rosewood Drive, Danvers, MA 01923 USA; +1 978 750 8400. Permission 
to photocopy portions of any individual standard for educational classroom use can also be obtained 
through the Copyright Clearance Center. 

 iv 
Authorized licensed use limited to: Tsinghua University. Downloaded on February 25,2026 at 13:56:01 UTC from IEEE Xplore.  Restrictions apply. 

Full document details: IEEE 400.4-2015

http://www.avadocuments.com/doc/ieee-400-4-2015
http://www.avadocuments.com/doc/ieee-400-4-2015


 

Updating of IEEE Standards documents  

Users of IEEE Standards documents should be aware that these documents may be superseded at any time 
by the issuance of new editions or may be amended from time to time through the issuance of amendments, 
corrigenda, or errata. An official IEEE document at any point in time consists of the current edition of the 
document together with any amendments, corrigenda, or errata then in effect.  

Every IEEE standard is subjected to review at least every ten years. When a document is more than ten 
years old and has not undergone a revision process, it is reasonable to conclude that its contents, although 
still of some value, do not wholly reflect the present state of the art. Users are cautioned to check to 
determine that they have the latest edition of any IEEE standard. 

In order to determine whether a given document is the current edition and whether it has been amended 
through the issuance of amendments, corrigenda, or errata, visit the IEEE-SA Website at 
http://ieeexplore.ieee.org/xpl/standards.jsp or contact IEEE at the address listed previously. For more 
information about the IEEE SA or IEEE’s standards development process, visit the IEEE-SA Website at 
http://standards.ieee.org. 

Errata  

Errata, if any, for all IEEE standards can be accessed on the IEEE-SA Website at the following URL: 
http://standards.ieee.org/findstds/errata/index.html. Users are encouraged to check this URL for errata 
periodically. 

Patents 

Attention is called to the possibility that implementation of this standard may require use of subject matter 
covered by patent rights. By publication of this standard, no position is taken by the IEEE with respect to 
the existence or validity of any patent rights in connection therewith. If a patent holder or patent applicant 
has filed a statement of assurance via an Accepted Letter of Assurance, then the statement is listed on the 
IEEE-SA Website at http://standards.ieee.org/about/sasb/patcom/patents.html. Letters of Assurance may 
indicate whether the Submitter is willing or unwilling to grant licenses under patent rights without 
compensation or under reasonable rates, with reasonable terms and conditions that are demonstrably free of 
any unfair discrimination to applicants desiring to obtain such licenses. 

Essential Patent Claims may exist for which a Letter of Assurance has not been received. The IEEE is not 
responsible for identifying Essential Patent Claims for which a license may be required, for conducting 
inquiries into the legal validity or scope of Patents Claims, or determining whether any licensing terms or 
conditions provided in connection with submission of a Letter of Assurance, if any, or in any licensing 
agreements are reasonable or non-discriminatory. Users of this standard are expressly advised that 
determination of the validity of any patent rights, and the risk of infringement of such rights, is entirely 
their own responsibility. Further information may be obtained from the IEEE Standards Association. 
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Introduction 

This introduction is not part of IEEE Std 400.4™-2015, IEEE Guide for Field Testing of Shielded Power Cable 
Systems Rated 5 kV and Above with Damped Alternating Current (DAC) Voltage. 

This guide provides an overview of an available method for performing electrical tests in the field on 
shielded power cable systems using damped alternating current (DAC) voltages. It is intended to help the 
reader select a test that is appropriate for a specific situation of interest. It provides a brief description of the 
use of DAC voltage sources to perform field tests with a short discussion of specific tests. The material 
presented is descriptive and tutorial. Based on the current state of the art using this testing method, the 
guide addresses the evaluation of test results, the specification of test voltage levels and time of application. 

If applicable, additional details are provided in the omnibus standard, IEEE Std 400™1, IEEE Guide for 
Field Testing and Evaluation of the Insulation of Shielded Power Cable Systems Rated 5 kV and Above, or 
in “point” documents, such as IEEE 400.1™, IEEE Guide for Field Testing of Laminated Dielectric, 
Shielded Power Cable Systems Rated 5 kV and Above with High Direct Current Voltage; IEEE 400.2™, 
IEEE Guide for Field Testing of Shielded Power Cable Systems Using Very Low Frequency (VLF); and 
IEEE 400.3™, IEEE Guide for Partial Discharge Testing of Shielded Power Cable Systems in a Field 
Environment. 

 

1 Information on references can be found in Clause 2. 

viii 
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IEEE Guide for Field Testing of 
Shielded Power Cable Systems 
Rated 5 kV and Above with Damped 
Alternating Current (DAC) Voltage 

IMPORTANT NOTICE: IEEE Standards documents are not intended to ensure safety, security, health, 
or environmental protection, or ensure against interference with or from other devices or networks. 
Implementers of IEEE Standards documents are responsible for determining and complying with all 
appropriate safety, security, environmental, health, and interference protection practices and all 
applicable laws and regulations. 

This IEEE document is made available for use subject to important notices and legal disclaimers.  
These notices and disclaimers appear in all publications containing this document and may  
be found under the heading “Important Notice” or “Important Notices and Disclaimers  
Concerning IEEE Documents.” They can also be obtained on request from IEEE or viewed at 
http://standards.ieee.org/IPR/disclaimers.html. 

1. Overview 

1.1 Background 

This guide provides a description of the methods and practices to be used in the application of damped 
alternating current (DAC) voltages for field testing of shielded power cable systems.  

DAC voltage testing is one of the alternative methods of ac voltage testing and is applicable for a broad 
range of medium-voltage (MV), high-voltage (HV), and extra-high-voltage (EHV) cable types. As the 
DAC test procedure has been used for several years for diagnostic, maintenance and acceptance 
(commissioning) tests, it provides a method of evaluation of the insulation condition and helps to fill the 
need for more complete information on the condition of cable systems. 

This guide addresses DAC voltage testing in the frequency range from 20 Hz to 500 Hz [B12], [B14], 
[B16], [B31], [B45], [B78]1. 

The information contained in this guide is intended to provide the methodology, the voltage levels, and test 
procedures as well as other factors to be considered when utilizing DAC voltages, whether for withstand or 

1 The numbers in brackets correspond to those of the bibliography in Annex F. 

1 
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IEEE Std 400.4-2015 
IEEE Guide for Field Testing of Shielded Power Cable Systems Rated 5 kV and Above 

with Damped Alternating Current (DAC) Voltage 

diagnostic tests. For general information regarding other field testing methods, reference is made to the 
omnibus standard, IEEE Std 400™2. 

1.2 Scope 

This guide presents the practices and procedures for testing and diagnosis of shielded power cable systems 
rated 5 kV and above using DAC voltages. It applies to all types of power cable systems that are intended 
for the transmission or distribution of electric power. The tabulated test levels assume that the cable 
systems have an effectively grounded neutral system or a grounded metallic shield. 

1.3 Purpose 

The purpose of this guide is to provide uniform practices and procedures for performing (DAC) voltage 
off-line tests on installed shielded power cable systems in the field and to provide guidelines for evaluation 
of the test results. As at present certain test parameters and procedures require further study and 
clarification, this guide provides a starting point that can be grown and improved with time as more 
experience is gathered from the field and analyzed. 

2. Normative references 

The following referenced documents are indispensable for the application of this document (i.e., they must 
be understood and used, so each referenced document is cited in text and its relationship to this document is 
explained). For dated references, only the edition cited applies. For undated references, the latest edition of 
the referenced document (including any amendments or corrigenda) applies. 

Accredited Standards Committee, C2-2012, National Electrical Safety Code® (NESC®).3,4 

ASTM D150-11, Standard Test Methods for AC Loss Characteristics and Permittivity (Dielectric Constant) 
of Solid Electrical Insulation.5 

IEC 60060-3, High Voltage Test Techniques—Part 3: Definitions and requirements for on-site testing.6 

IEC 60270, High-voltage test techniques—Partial discharges measurements. 

IEC 60885-3, Electrical test methods for electric cables;—Part 3: Test methods for partial discharge 
measurements on lengths of extruded power cables. 

IEC 61230 Live working—Portable equipment for earthing or earthing and short-circuiting. 

IEEE Std 4™, IEEE Standard for High Voltage Testing Techniques. 

2 Information on references can be found in Clause 2. 
3 The IEEE standards or products referred to in this clause are trademarks of The Institute of Electrical and Electronics Engineers, Inc. 
4 IEEE publications are available from The Institute of Electrical and Electronics Engineers, 445 Hoes Lane, Piscataway, NJ 08854, 
USA (http://standards.ieee.org/). 
5 ASTM publications are available from the American Society for Testing and Materials, 100 Barr Harbor Drive, PO Box C700, West 
Conshohocken, PA 19428-2959, USA (http://www.astm.org/). 
6 IEC publications are available from the Sales Department of the International Electrotechnical Commission, 3 rue de Varembé,  PO 
Box  131, CH-1211, Geneva 20, Switzerland (http://www.iec.ch/). IEC publications are also available in the United States from the 
Sales Department, American National Standards Institute, 25 West 43rd Street, 4th Floor, New York, NY 10036, USA 
(http://www.ansi.org). 

2 
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IEEE Std 400.3™, IEEE Guide for Partial Discharge Testing of Shielded Power Cable Systems in a Field 
Environment. 

IEEE Std 510™, IEEE Recommended Practices for Safety in High-Voltage and High-Power Testing. 

NFPA 70E, Standard for Electrical Safety in the Workplace.7 

3. Definitions, acronyms, and abbreviations 

3.1 Definitions 

For the purposes of this document, the following terms and definitions apply. The IEEE Standards 
Dictionary Online should be consulted for terms not defined in this clause.8 

breakdown: Disruptive discharge through or along the insulation causing a breakdown of the applied 
voltage. 

cable system: One or more lengths of shielded power cable joined together, 5 kV and above, including 
cable accessories (joints and terminations). 

charging time, ct , in [s]: Equal to the necessary time at given maximum current, maxCI , to charge the test 
object capacitance, TOC , up to selected test voltage level, DACV . 

circuit natural frequency, rf , in hertz: Equal to reciprocal of the time between two successive peaks of 

same polarity and it is determined by the TOC  and CL , and in most cases the ( )1 2r C TOf L Cπ= × . 

DAC excitation: Complete process of stressing the power cable under test with Part 1, continuously 
increasing test voltage up to selected maximum test voltage level, and Part 2, a damped-(co)sinusoidal 
oscillation with circuit natural frequency and a given damping factor. 

DAC voltage PD test: A field test in which the focus of the test is to obtain information about the presence 
and behavior of partial discharge (PD) in the cable section under the test.  

DAC voltage withstand test procedure: Is the whole procedure of DAC voltage step phase (by 
performing DAC excitations with increasing voltage level) followed by a DAC voltage hold phase 
consisting of series of DAC voltage excitations as applied consecutively at selected voltage levels to the 
power cable under test. 

damped alternating voltage DAC: Starting from a (negative or positive) maximum voltage level and 
having damped sinusoidal oscillations around the zero level. It is characterized by the peak value, DACV , the 
circuit natural frequency, rf , and the damping factor, fD . 

damping factor, Df, percentage: Equals the voltage difference between the first and second peak of same 
polarity divided by the voltage value of the first peak. 

7 NFPA publications are available from Publications Sales, National Fire Protection Association, 1 Batterymarch Park, P.O. Box 9101, 
Quincy, MA 02269-9101, USA (http://www.nfpa.org/). 
8IEEE Standards Dictionary Online subscription is available at: http://dictionary.ieee.org/.. 

3 
Copyright © 2016 IEEE. All rights reserved. 

                                                 

Authorized licensed use limited to: Tsinghua University. Downloaded on February 25,2026 at 13:56:01 UTC from IEEE Xplore.  Restrictions apply. 

Full document details: IEEE 400.4-2015

http://dictionary.ieee.org/
http://www.avadocuments.com/doc/ieee-400-4-2015
http://www.avadocuments.com/doc/ieee-400-4-2015


IEEE Std 400.4-2015 
IEEE Guide for Field Testing of Shielded Power Cable Systems Rated 5 kV and Above 

with Damped Alternating Current (DAC) Voltage 

electrical tree: Tree-like growths, consisting of non-solid or carbonized micro-channels that can occur at 
stress enhancements such as protrusions, contaminants, voids or water tree/dry insulation interfaces 
subjected to electrical stress for extended time periods. At the site of an electrical tree, the insulation is 
damaged irreversibly. If the voltage stress on the electrical tree is above the inception voltage, partial 
discharge will be present, the tree will grow, and a failure can occur in only a matter of time. 

hybrid cable system: A cable system consisting of cables with very different dielectric or construction 
characteristics, for example, extruded dielectric insulation cable and laminated insulation cable or cables 
with filled and unfilled insulations. 

(insulation) weak spot: A part of the cable insulation system where, due to one or more factors such as 
mechanical, chemical, or thermal stresses, the insulation medium breaks down before the rest of the system 
under certain applied voltage. An insulation weak spot that leads to a breakdown at operating voltage is 
sometimes called a gross defect.  

laminated dielectrics: Insulation formed in layers typically from fluid-impregnated tapes of either 
cellulose paper or polypropylene or a combination of the two. Examples include paper-insulated, lead-
covered (PILC) cable designs, mass-impregnated, non-draining (MIND) cable designs, high pressure pipe 
type cable designs, and self-contained cable systems.  

partial discharge (PD): Localized electrical discharge that only partially bridges the insulation between 
conductors. 

partial discharge (PD) pulse: A high-frequency current pulse that results from a PD. In a shielded power 
cable, the pulse propagates away from the PD source in both directions along the cable. 

shielded cable: A cable in which an insulated conductor is enclosed in a grounded conducting envelope. 

tests: For the purpose of this guide, several test categories are considered: 

a) off-line testing: The cable system under test is disconnected from the service power source and 
energized from a separate field-test power supply. 
From the application point of view, there are three categories of tests: 

1) installation test: A field test conducted after cable installation but before the application of 
joints or terminations. 

2) acceptance test: A field test made after cable system installation, including terminations and 
joints, but before the cable system is put into normal service.  

3) maintenance test: A field test made during the operating life of a cable system. 

b) From the technical point of view, there are three broad sets of tests:  

1) diagnostic test: A field test made during the operating life of a cable system to assess the 
condition of the cable system and, in some cases, locate degraded regions that can result in a 
failure. 

2) monitored withstand test: A diagnostic test in which a voltage of a predetermined 
magnitude is applied according to a withstand test procedure of voltage step and hold phase. 
During the test, other properties of the test object are monitored to help determine its 
condition and also evaluate if the test duration needs to be extended or may be reduced. 

3) non-monitored or simple withstand test: A diagnostic test in which a voltage of a 
predetermined magnitude is applied according to a withstand test procedure of voltage step 
and hold phase. If the test object withstands the test it is deemed to have passed the test.  
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voltage level, DACV , in peak kilovolts: This is the actual test voltage level of the DAC voltage which is 
equal to the actual selected test voltage level VT as it has to be generated by a DAC system. 

NOTE—From a practical point of view and due to the fact that cable test specifications are given in kVrms, the DACV  

can also be determined as the value 2TV  in kVrms.9 

3.2 Acronyms and abbreviations 

DAC  damped ac voltage (for the purpose of this guide: 20 Hz to 500 Hz)  

fD  DAC damping factor 

EVH extra-high-voltage 

rf  DAC natural frequency 

DF dissipation factor, also referred to as tan delta ( tanδ ) 

HV high-voltage 

MIND mass-impregnated, non-draining 

MV medium-voltage 

DACN  number of DAC excitations 

OF oil-filled 

PD partial discharge 

PDEV  partial discharge extinction voltage, eV  

PDIV  partial discharge inception voltage, iV  

PILC paper-insulated lead-covered 

PPE personal protection equipment 

TDR  time domain reflectometry 

nU  power cable rms rated voltage, phase-to-phase 

0U   nominal rms operating voltage, phase-to-ground 

TV  peak test voltage, phase-to-ground 

9 Notes in text, tables, and figures of a standard are given for information only and do not contain requirements needed to implement 
this standard. 
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4. Safety awareness 

WARNING 

For all tests involving hazardous voltage levels, special attention must be paid to improve the safety of 
personnel. Personnel safety is of utmost importance during all testing procedures. All cable and equipment 
tests shall be performed on de-energized and isolated systems except where otherwise specifically required 
and properly authorized. Appropriate safety practices must be followed. Where applicable, the safety 
practices shall include, but not be limited to, the following requirements: 

a) Applicable user safety operating procedures 

b) IEEE Std 510, IEEE Recommended Practices for Safety in High-Voltage and High-Power Testing 

c) Accredited Standards Committee, C2-2012, National Electrical Safety Code® (NESC®) 

d) NFPA 70E, Standard for Electrical Safety in the Workplace 

e) Applicable national, state and local safety operating procedures 

f) Protection of utility and customer property 

High-voltage field testing of cable systems involves all of the factors normally associated with working on 
energized circuits, as well as several unique situations that must be addressed. 

Cable circuits will normally have one or more ends remote from the location of the test equipment and the 
test operator. These ends must be cleared and guarded to protect the safety of personnel. Reliable voice 
communication should be established between all such locations and the test operator. 

The use of an energized circuit indicator or other suitable device may be used to indicate that the circuit is 
completely de-energized before application of safety grounds. 

Precautions shall be taken to allow adequate voltage clearance when testing conductors in close proximity 
to other energized conductors. Failure to maintain safe clearances may lead to flashover between the test 
conductor and other live conductors, particularly when test voltages above the rated operating voltage are 
used. When spacing is marginal, special precautions may be required to prevent flashover. 

WARNING 

Particular attention shall be directed to the special techniques required for discharging cables after testing to 
eliminate personnel hazards. Cables have high capacitance and dielectric absorption characteristics. Cables 
subjected to high-voltage testing that are not grounded for sufficiently long periods of time after such tests 
can experience dangerous charge buildups as a consequence of the very long time constant associated with 
dielectric absorption currents. For this reason, the grounding procedures recommended in the appropriate 
work rules should be followed. 

Personnel safety is of utmost importance during all testing procedures. All cable and equipment tests shall 
be performed on de-energized and isolated systems except where otherwise specifically recommended and 
properly authorized. The safety practices shall include, but not be limited to, the above-mentioned 
requirements. 

Prior to testing, determination of particular safe clearances must consider both the test voltage and voltage 
of nearby energized equipment: 

When a switch or disconnect type device is used to isolate the cable circuit from the rest of the system,  the 
ability of the device to sustain the DAC test voltage and maintain safe voltage isolation while the other end 
is under normal operating voltage shall be checked with the manufacturer, in particular, the following:. 
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a) Care should be taken to carefully monitor the discharging (earthing) of the cable, particularly on 
long cables that may take tens of seconds to fully discharge. 
 

b) When isolation of the cable from the energized source is via an air gap, such as when a cable 
terminator connection is removed, the clearance distance must be sufficient to maintain isolation 
with the cable system at the DAC test voltage and the surrounding equipment at normal line 
voltage. 
 

c) Proper Blocking/Lock-out/Tag-out procedures must be followed to make sure that the isolation 
device cannot be operated nor the isolation distance violated without proper authorization. 
 

d) Appropriate personnel protective equipment (PPE) should be worn. 

While testing, one or more cable ends will be remote from the manned testing site, therefore, before testing 
begins: 

 Cable ends under test must be cleared and cordoned off. 

 Cables that are de-energized should be grounded when not being tested. 

 Remote cable ends must be marked to indicate that a high-voltage test is in progress. 

At the conclusion of high voltage testing, attention should be given to the following: 

 Discharging cables and cable systems including test equipment. 
 
 Grounding requirements for cables and test equipment to eliminate the after effects of recharging 

the cables due to dielectric absorption and capacitance characteristics. 

Cable systems can be considered de-energized and grounded when conductor and metallic shield are 
connected to system ground at the test site and, if possible, at the far end of the cable. 

When testing, a single system ground at the test site is recommended (See Figure 1). The shield or sheath of 
the cable to be tested is connected to system ground. If this connection is missing, deteriorated, or has been 
removed, it must be replaced at this time. A safety ground cable must connect all test instrument casings 
with system ground. All exposed conductive parts of the test system must be bonded to the common ground 
point. As a DAC test instrument is a high-voltage device, an external safety ground cable should be used to 
safely ground the cable to be tested. This cable should be able to accommodate the fault current of the 
system. Once the test lead from the DAC test equipment is connected to the cable to be tested, this safety 
ground can be removed so that testing can commence. 

Should a local ground be advisable or recommended for the test equipment, case ground must remain 
connected to system ground in order to maintain an acceptable single ground potential. 

Care should be taken to verify that all ground connections cannot be disconnected accidentally. Grounding 
connections, which can be securely tightened, are recommended. Portable ground clamps and grounding 
assemblies built and tested per IEC 61230 are recommended. 
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