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Abstract: Methods for defining the dc load and for sizing a lead-acid battery to supply that load 
for stationary battery applications in float service are described in this recommended practice. 
Some factors relating to cell selection are provided for consideration. Installation, maintenance, 
qualification, testing procedures, and consideration of battery types other than lead-acid are 
beyond the scope of this recommended practice. Design of the dc system and sizing of the battery 
charger(s) are also beyond the scope of this recommended practice.

Keywords: battery duty cycle, cell selection, dc load, full-float operation, IEEE 485™, lead-acid 
batteries, rated capacity, sizing, stationary applications, valve-regulated lead-acid (VRLA) cell, 
vented battery, vented lead-acid (VLA)
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Important Notices and Disclaimers Concerning IEEE Standards Documents

IEEE Standards documents are made available for use subject to important notices and legal disclaimers. These notices and disclaimers, 
or a reference to this page (https:// standards .ieee .org/ ipr/ disclaimers .html), appear in all standards and may be found under the heading 
“Important Notices and Disclaimers Concerning IEEE Standards Documents.”

Notice and Disclaimer of Liability Concerning the Use of IEEE Standards Documents

IEEE Standards documents are developed within the IEEE Societies and the Standards Coordinating Committees of the IEEE Standards 
Association (IEEE SA) Standards Board. IEEE develops its standards through an accredited consensus development process, which brings 
together volunteers representing varied viewpoints and interests to achieve the final product. IEEE Standards are documents developed by 
volunteers with scientific, academic, and industry-based expertise in technical working groups. Volunteers are not necessarily members 
of IEEE or IEEE SA, and participate without compensation from IEEE. While IEEE administers the process and establishes rules to 
promote fairness in the consensus development process, IEEE does not independently evaluate, test, or verify the accuracy of any of the 
information or the soundness of any judgments contained in its standards.

IEEE does not warrant or represent the accuracy or completeness of the material contained in its standards, and expressly disclaims all 
warranties (express, implied and statutory) not included in this or any other document relating to the standard, including, but not limited 
to, the warranties of: merchantability; fi tness for a particular purpose; non-infringement; and quality, accuracy, eff ectiveness, currency, 
or completeness of material. In addition, IEEE disclaims any and all conditions relating to results and workmanlike eff ort. In addition, 
IEEE does not warrant or represent that the use of the material contained in its standards is free from patent infringement. IEEE Standards 
documents are supplied “AS IS” and “WITH ALL FAULTS.”

Use of an IEEE standard is wholly voluntary. The existence of an IEEE Standard does not imply that there are no other ways to produce, 
test, measure, purchase, market, or provide other goods and services related to the scope of the IEEE standard. Furthermore, the viewpoint 
expressed at the time a standard is approved and issued is subject to change brought about through developments in the state of the art and 
comments received from users of the standard. 

In publishing and making its standards available, IEEE is not suggesting or rendering professional or other services for, or on behalf of, 
any person or entity, nor is IEEE undertaking to perform any duty owed by any other person or entity to another. Any person utilizing 
any IEEE Standards document, should rely upon his or her own independent judgment in the exercise of reasonable care in any given 
circumstances or, as appropriate, seek the advice of a competent professional in determining the appropriateness of a given IEEE standard.

IN NO EVENT SHALL IEEE BE LIABLE FOR ANY DIRECT, INDIRECT, INCIDENTAL, SPECIAL, EXEMPLARY, OR 
CONSEQUENTIAL DAMAGES (INCLUDING, BUT NOT LIMITED TO: THE NEED TO PROCURE SUBSTITUTE GOODS OR 
SERVICES; LOSS OF USE, DATA, OR PROFITS; OR BUSINESS INTERRUPTION) HOWEVER CAUSED AND ON ANY THEORY 
OF LIABILITY, WHETHER IN CONTRACT, STRICT LIABILITY, OR TORT (INCLUDING NEGLIGENCE OR OTHERWISE) 
ARISING IN ANY WAY OUT OF THE PUBLICATION, USE OF, OR RELIANCE UPON ANY STANDARD, EVEN IF ADVISED OF 
THE POSSIBILITY OF SUCH DAMAGE AND REGARDLESS OF WHETHER SUCH DAMAGE WAS FORESEEABLE.

Translations

The IEEE consensus development process involves the review of documents in English only. In the event that an IEEE standard is 
translated, only the English version published by IEEE is the approved IEEE standard.

Offi  cial statements

A statement, written or oral, that is not processed in accordance with the IEEE SA Standards Board Operations Manual shall not be 
considered or inferred to be the official position of IEEE or any of its committees and shall not be considered to be, nor be relied upon as, a 
formal position of IEEE. At lectures, symposia, seminars, or educational courses, an individual presenting information on IEEE standards 
shall make it clear that the presenter’s views should be considered the personal views of that individual rather than the formal position of 
IEEE, IEEE SA, the Standards Committee, or the Working Group.
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Comments on standards

Comments for revision of IEEE Standards documents are welcome from any interested party, regardless of membership affiliation 
with IEEE or IEEE SA. However, IEEE does not provide interpretations, consulting information, or advice pertaining to IEEE 
Standards documents. 

Suggestions for changes in documents should be in the form of a proposed change of text, together with appropriate supporting comments. 
Since IEEE standards represent a consensus of concerned interests, it is important that any responses to comments and questions also 
receive the concurrence of a balance of interests. For this reason, IEEE and the members of its Societies and Standards Coordinating 
Committees are not able to provide an instant response to comments, or questions except in those cases where the matter has previously 
been addressed. For the same reason, IEEE does not respond to interpretation requests. Any person who would like to participate in 
evaluating comments or in revisions to an IEEE standard is welcome to join the relevant IEEE working group. You can indicate interest 
in a working group using the Interests tab in the Manage Profi le & Interests area of the IEEE SA myProject system. An IEEE Account is 
needed to access the application.

Comments on standards should be submitted using the Contact Us form.

Laws and regulations

Users of IEEE Standards documents should consult all applicable laws and regulations. Compliance with the provisions of any IEEE 
Standards document does not constitute compliance to any applicable regulatory requirements. Implementers of the standard are 
responsible for observing or referring to the applicable regulatory requirements. IEEE does not, by the publication of its standards, intend 
to urge action that is not in compliance with applicable laws, and these documents may not be construed as doing so.

Data privacy

Users of IEEE Standards documents should evaluate the standards for considerations of data privacy and data ownership in the context of 
assessing and using the standards in compliance with applicable laws and regulations.

Copyrights

IEEE draft and approved standards are copyrighted by IEEE under US and international copyright laws. They are made available by IEEE 
and are adopted for a wide variety of both public and private uses. These include both use, by reference, in laws and regulations, and use 
in private self-regulation, standardization, and the promotion of engineering practices and methods. By making these documents available 
for use and adoption by public authorities and private users, IEEE does not waive any rights in copyright to the documents.

Photocopies

Subject to payment of the appropriate licensing fees, IEEE will grant users a limited, non-exclusive license to photocopy portions of 
any individual standard for company or organizational internal use or individual, non-commercial use only. To arrange for payment of 
licensing fees, please contact Copyright Clearance Center, Customer Service, 222 Rosewood Drive, Danvers, MA 01923 USA; +1 978 
750 8400; https:// www .copyright .com/ . Permission to photocopy portions of any individual standard for educational classroom use can 
also be obtained through the Copyright Clearance Center.

Updating of IEEE Standards documents

Users of IEEE Standards documents should be aware that these documents may be superseded at any time by the issuance of new editions 
or may be amended from time to time through the issuance of amendments, corrigenda, or errata. An official IEEE document at any point 
in time consists of the current edition of the document together with any amendments, corrigenda, or errata then in effect. 
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Every IEEE standard is subjected to review at least every 10 years. When a document is more than 10 years old and has not undergone a 
revision process, it is reasonable to conclude that its contents, although still of some value, do not wholly refl ect the present state of the art. 
Users are cautioned to check to determine that they have the latest edition of any IEEE standard.

In order to determine whether a given document is the current edition and whether it has been amended through the issuance of 
amendments, corrigenda, or errata, visit IEEE Xplore or contact IEEE. For more information about the IEEE SA or IEEE’s standards 
development process, visit the IEEE SA Website.

Errata

Errata, if any, for all IEEE standards can be accessed on the IEEE SA Website. Search for standard number and year of approval to access 
the web page of the published standard. Errata links are located under the Additional Resources Details section. Errata are also available in 
IEEE Xplore.  Users are encouraged to periodically check for errata.

Patents

IEEE Standards are developed in compliance with the IEEE SA Patent Policy.

Attention is called to the possibility that implementation of this standard may require use of subject matter covered by patent rights. By 
publication of this standard, no position is taken by the IEEE with respect to the existence or validity of any patent rights in connection 
therewith. If a patent holder or patent applicant has fi led a statement of assurance via an Accepted Letter of Assurance, then the statement 
is listed on the IEEE SA Website at https:// standards .ieee .org/ about/ sasb/ patcom/ patents .html. Letters of Assurance may indicate whether 
the Submitter is willing or unwilling to grant licenses under patent rights without compensation or under reasonable rates, with reasonable 
terms and conditions that are demonstrably free of any unfair discrimination to applicants desiring to obtain such licenses.

Essential Patent Claims may exist for which a Letter of Assurance has not been received. The IEEE is not responsible for identifying 
Essential Patent Claims for which a license may be required, for conducting inquiries into the legal validity or scope of Patents Claims, or 
determining whether any licensing terms or conditions provided in connection with submission of a Letter of Assurance, if any, or in any 
licensing agreements are reasonable or non-discriminatory. Users of this standard are expressly advised that determination of the validity 
of any patent rights, and the risk of infringement of such rights, is entirely their own responsibility. Further information may be obtained 
from the IEEE Standards Association.

IMPORTANT NOTICE

IEEE Standards do not guarantee or ensure safety, security, health, or environmental protection, or ensure against interference with or 
from other devices or networks. IEEE Standards development activities consider research and information presented to the standards 
development group in developing any safety recommendations. Other information about safety practices, changes in technology or 
technology implementation, or impact by peripheral systems also may be pertinent to safety considerations during implementation of 
the standard. Implementers and users of IEEE Standards documents are responsible for determining and complying with all appropriate 
safety, security, environmental, health, and interference protection practices and all applicable laws and regulations.
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Introduction

This introduction is not part of IEEE Std 485-2020, IEEE Recommended Practice for Sizing Lead-Acid Batteries for 
Stationary Applications.

The storage battery is of primary importance for the satisfactory operation of stationary applications including 
but not limited to generating stations, substations, telecommunications, and other stationary applications. 
This recommended practice is based on commonly accepted methods used to define the load and determine 
adequate battery capacity. The method described is applicable to all installations and battery sizes.

The installations considered herein are designed for operation with a battery charger serving to maintain the 
battery in a charged condition as well as to supply the normal dc load. This recommended practice does not 
apply to “cycling” applications. (See IEEE Std 1660™ [B7].1)

This recommended practice was prepared by the Vented Lead Acid Sizing Working Group of the Energy Storage 
and Stationary Battery Committee. It may be used separately, but when combined with IEEE Std 450™ 2 and 
IEEE Std 484™ (for vented lead acid batteries) or IEEE Std 1187™ and IEEE Std 1188™ (for valve-regulated 
lead-acid [VRLA] batteries), it provides the user with a general guide to designing, placing in service, and 
maintaining the applicable lead-acid battery installation.

1The numbers in brackets correspond to those of the bibliography in Annex H.
2Information on references can be found in Clause 2.
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IEEE Recommended Practice 

for Sizing Lead-Acid Batteries 

for Stationary Applications 

IMPORTANT NOTICE: This standard is not intended to ensure safety, security, health, or 

environmental protection. Implementers of the standard are responsible for determining appropriate 

safety, security, environmental, and health practices or regulatory requirements. 

This IEEE document is made available for use subject to important notices and legal disclaimers. 

These notices and disclaimers appear in all publications containing this document and may be 

found under the heading “Important Notice” or “Important Notices and Disclaimers Concerning 

IEEE Documents.” They can also be obtained on request from IEEE or viewed at 

http://standards.ieee.org/IPR/disclaimers.html. 

1. Overview 

1. Scope 

Methods are described for defining the dc load and for sizing a lead-acid battery to supply that load 

for stationary battery applications in full float service operations are described. Some factors relating 

to cell selection are provided for consideration. Installation, maintenance, qualification, testing 

procedures, and consideration of battery types other than lead acid are beyond the scope of this 

recommended practice. The design of the dc system and sizing of the battery charger(s) are also 

beyond the scope of this recommended practice. 
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2. Normative references 

The following referenced documents are indispensable for the application of this document (i.e., 

they shall must be understood and used, so each referenced document is cited in text and its 

relationship to this document is explained). For dated references, only the edition cited applies. For 

undated references referenced, the latest edition of the referenced document (including any 

amendments or corrigenda) applies. 

IEEE Std 450TM-2002, IEEE Recommended Practice for Maintenance, Testing, and Replacement of 

Vented  Lead- Acid Batteries for Stationary Applications. 3,4 1,2 

IEEE Std 484TM-2002, IEEE Recommended Practice for Installation Design and Installation of 

Vented Lead-Acid Batteries for Stationary Applications. 

IEEE Std 1184TM-2006, IEEE Guide for Batteries for Uninterruptible Power Supply Systems. 

IEEE Std 1187TM,-2002 IEEE Recommended Practice for Installation Design and Installation of 

Valve- Regulated Lead-Acid Storage Batteries for Stationary Applications. 

IEEE Std 1188TM-2005, IEEE Recommended Practice for Maintenance, Testing, and Replacement of 

Valve- Regulated Lead-Acid (VRLA) Batteries for Stationary Applications. 

IEEE Std 1881TM, IEEE Standard Glossary of Stationary Battery Terminology. 

 

 

 

31This publication is available from the Institute of Electrical and Electronics Engineers, 445 Hoes Lane, Piscataway, NJ 08854, USA 

(http://standards.ieee.org/) 

42The IEEE standards or products referred to in this clause are trademarks owned by the Institute of Electrical and Electronics 

Engineers, Incorporated. 
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3. Definitions 

For the purposes of this document, the following terms and definitions apply. The IEEE Standards 

Dictionary Online5, or IEEE Std 1881™, IEEE Standard Glossary of Stationary Battery Terminology, : 

Terms & Definitions should be consulted for terms not defined in this clause. 3 

cell size: The rated capacity of a cell or the number of positive plates in a cell. 

continuous load: Loads that are energized throughout the duty cycle. 

coup de fouet: Initial voltage drop and recovery experienced when discharging a lead-acid battery. 

battery duty cycle: The sequence of loads a battery is expected to supply for specified time periods. 

equalizing charge: A charge, at a level higher than the normal float voltage, applied for a limited 

period of time, to correct inequalities of voltage, specific gravity, or state of charge that may have 

developed between the cells during service. 

full-float operation (float service): Operation of a direct current (dc) system in which the battery 

spends the majority of the time on float charge with infrequent discharge. Syn: standby service. (The 

primary source of power is normally the battery charger or rectifier.) 

NOTE—The primary source of power is normally the battery charger or rectifier.6 

momentary load: loads that can occur one or more times during the duty cycle, but are of short 

duration, not to exceed one minute during any occurrence. 

 

5IEEE Standards Dictionary Online subscription is available at: http://ieeexplore.ieee.org/xpls/dictionary.jsp. An IEEE Account is 

required for access to the dictionary, and one can be created at no charge on the dictionary sign-in page. 

3 The IEEE Standards Dictionary: Glossary of Terms & Definitions is available at http://shop.ieee.org/. 

64Notes in text, tables, and figures of a standard are given for information only and do not contain requirements needed to 

implement this standard. 
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non-continuous load: loads energized only during a portion of the duty cycle. 

period: An interval of time in the battery duty cycle during which the current (or power) is assumed 

to be constant for purposes of cell sizing calculations. 

rated capacity (lead-acid): The capacity assigned to a cell by its manufacturer for a given discharge 

rate, at a specified electrolyte temperature and specific gravity, to a given end-of-discharge voltage. 

valve-regulated lead-acid (VRLA) cell: A lead-acid cell that is sealed with the exception of a valve 

that opens to the atmosphere when the internal pressure in the cell exceeds atmospheric pressure by 

a preselected amount. VRLA cells provide a means for recombination of internally generated oxygen 

and the suppression of hydrogen gas evolution to limit water consumption. 

vented cell:Acell battery: A battery in which the products of electrolysis and evaporation are 

allowed to escape to the atmosphere as they are generated. Syn: flooded cell. These batteries are also 

commonly referred to as “flooded.” 

NOTE—vented cell is the preferred term that should be used in place of wet cell or flooded cell. 

4. Defining loads 

4.1 General considerations 

The duty cycle imposed on the battery by any of the conditions described herein depends will 

depend on the dc system design and the requirements of the installation. The battery supplies must 

supply the dc power requirements when one or more of the following conditions occur: 

a) Load on the dc system exceeds the maximum output of the battery charger 

b) Output of the battery charger is interrupted 

c) AC power to the battery charger is lost [may result in a greater dc power demand than item 

b)] 
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The most severe of these conditions, in terms of battery load and duration, should be used to 

determine the battery size for the installation. 

4.2 Load classification 

The individual dc loads supplied by the battery during the duty cycle are may be classified as 

continuous or noncontinuous. Noncontinuous loads lasting 1 min minute or less are designated 

“momentary loads” and should be given special consideration (see 4.2.3). 

4.2.1 Continuous loads 

Continuous loads are energized throughout the duty cycle. These loads are those normally carried 

by the battery charger and those initiated at the inception of the duty cycle. Typical continuous loads 

are as follows: 

a) Lighting 

b) Continuously operating motors 

c) Converters (e.g., inverters) 

d) Indicating lights 

e) Continuously energized coils 

f) Annunciator loads 

g) Communication systems 

h) Power Supplies (e.g., Relay protection, security systems, battery monitors) 
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4.2.2 Noncontinuous loads 

Noncontinuous loads are energized only during a portion of the duty cycle. These loads may come 

on at any time within the duty cycle and remain may be on for a set length of time, or be removed 

automatically or by operator action, or continue to the end of the duty cycle. Typical noncontinuous 

loads may include are as follows: 

a) Emergency pump motors 

b) Critical ventilation system motors 

c) Fire protection systems actuations 

d) Motor-driven valve operations (stroke time > 1 min minute) 

e) Other ac loads on the output of inverters 

4.2.3 Momentary loads 

Momentary loads can occur one or more times during the duty cycle but are of short duration, not 

exceeding 1 min minute at any occurrence. Although momentary loads may exist for only a fraction 

of a second, it is common practice to treat consider each load as if it lasts will last for a full minute 

because the battery voltage drop after several seconds often determines the battery’s 1 -min minute 

rating. When several momentary loads occur within the same 1-min minute period and a discrete 

sequence cannot be established, the load for the 1 -min minute period should be assumed to be the 

sum of all momentary loads occurring within that minute. If a discrete sequence can be established, 

the load for the period is should be assumed to be the maximum load at any instant. Sizing for a 

load lasting only a fraction of a second, based on the battery’s 1-min minute performance rating, 

results in a conservatively sized battery. Consult the battery manufacturer for ratings of discharge 

durations less than 1 minminute. Typical momentary loads may include are as follows: 

a) Switchgear operations 

b) Motor-driven valve operations (stroke time < 1 min minute) 
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c) Motorized Isolating switch operations 

d) Field flashing of generators 

e) Motor starting currents 

f) Inrush currents 

4.2.4 Other considerations 

The preceding lists of typical loads are not a full catalog of the dc loads at any one installation. The 

loads applied to the battery are normally categorized as constant power, constant resistance, or 

constant current. However, for sizing purposes, the loads are treated as constant power or constant 

current. The designer should review each system carefully to be sure all possible loads and their 

variations are included (see Annex B). If the loads are solely constant power loads, sizing as 

described in Annex D E is appropriate and simplifies may simplify the sizing process. 

4.2.5 Duty cycle diagram 

A duty cycle diagram showing the total load at any time during the cycle is an aid in the analysis of 

the duty cycle. To prepare such a diagram, all loads (expressed in either current or power) expected 

during the cycle are tabulated along with their anticipated inception and shutdown times. The total 

time span of the duty cycle is determined by the requirements of the installation. 

4.2.6 Defined loads 

Loads whose inception and shutdown times are known are plotted on the diagram as they would 

occur. If the inception time is known, but the shutdown time is indefinite, it should be assumed that 

the load continues will continue through the remainder of the duty cycle. Similarly, if the shutdown 

time is known, but the inception is not, it should be assumed that the load begins when the duty 

profile begins. 
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4.2.7 Random loads 

Loads that occur at random should be shown at the most critical time of the duty cycle in order to 

simulate the worst-case load on the battery. These are may be noncontinuous or momentary loads as 

described in 4.2.2 and 4.2.3. To determine the most critical time, it is necessary to size the battery 

without the random load(s) and to identify the section of the duty cycle that controls battery size. 

Then the random load(s) should be superimposed on the end of that controlling section as shown in 

Figure 1 (see 6. 4 3.4). 

NOTE—This example is worked out in detail in Annex A. There it is will be found that the first 120 

min is the controlling portion of the duty cycle. Therefore, the random load is located on the duty 

cycle so that the random load ends at the end of the 120th min. This is indicated by the dashed lines. 

See Annex F G for an additional discussion on treatment of random loads. 4 

 

Figure 1—Diagram of a duty cycle 

4.2.8 Duty cycle example 

Figure 1 is a diagram of a duty cycle made up of the following hypothetical loads expressed in 

amperes: 

L12 40 A for 3 h, continuous load 

L23 280 A for the 1st min, momentary load, actually 5 s starting current to load L3 
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L34 60 A from the 1st min through the 120th min, noncontinuous load 

L45 100 A from the 30th min through the 120th min, noncontinuous load 

L56 80 A from the 30th min through the 60th min, noncontinuous load 

L67 80 A for the last minute, momentary load, actually a known sequence of: 40 A for the first 5 

s, 80 A for the next 10 s, 30 A for the next 20 s 

L78 100 A for 1 min, random load (Actually this consists of four 25 A momentary loads that can 

occur at any time within the duty cycle. Therefore, the assumption is that they all occur 

simultaneously.) 

When the duty cycle includes constant power and constant current loads, it is usually more 

convenient to convert the constant power load values to constant current values for sizing 

calculations (see Annex D B). 

5. Cell selection 

This clause summarizes some factors that should be considered in selecting a cell design for a 

particular application. Various cell designs have different charge, discharge, and aging 

characteristics. Refer to IEEE Std 1184 TM -2006, Annex C D of this document, and vendor literature 

for discussions of cell characteristics. 

The following factors should be considered in the selection of the cell (or multi-cell unit): 

a) Physical characteristics, such as dimensions and weight of the cells, container material, 

intercell connectors, and terminals 

b) Planned life of the installation and expected service life of the cell 

c) Frequency and depth of discharge 

d) Type of discharge (high-rate, long-duration, mixed loads) 
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e) Ambient temperature (Note that sustained high ambient temperatures result in reduced 

battery life. See IEEE Std 484TM-2002 and IEEE Std 1187TM-2002.) 

f) Charging characteristics 

g) Maintenance requirements 

h) Cell orientation requirements 

i) Ventilation requirements 

j) Seismic characteristics 

k) Spill management 

6. Determining battery size 

6.1 General 

Several basic factors govern the size (number of cells and rated capacity) of the battery, including: 

the maximum system voltage, the minimum system voltage, correction factors, and the duty cycle. 

Because a battery is usually composed of a number of identical cells connected in series, the voltage 

of the battery is the voltage of a cell multiplied by the number of cells in series. The ampere-hour 

capacity of a battery is the same as the ampere-hour capacity of a single cell, which depends upon 

the dimensions and number of plates. 

If cells of sufficiently large capacity are not available, then two or more strings (equal numbers of 

series- connected cells) should may be connected in parallel to obtain the necessary capacity. The 

capacity of such a battery is the sum of the capacities of the strings. Consult the manufacturer for 

any limitation on paralleling. 

Examples of Operating conditions that can change the available capacity of the battery are as 

follows; for example: 

— The available capacity of the battery decreases as its temperature decreases. 
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— The available capacity decreases as the discharge rate increases. 

— The minimum specified cell voltage at any time during the battery discharge cycle limits the 

available capacity of the battery. 

6.2 Number of cells 

6.2.1 General 

The maximum and minimum allowable system voltage determines the number of cells in the 

battery. It has been common practice to use 12 cells, 24 cells, 60, 120 cells, or 240 120 cells for nominal 

system voltages of 24 V, 48 V, 125 V, 48 V, 125 V, or 250 V, or 480 V, respectively. In some cases, it is 

may be desirable to vary from this practice to match the battery to system voltage limitations more 

closely. It should be noted that the use of the widest possible voltage window, within the confines of 

individual load requirements, results will result in the most economical battery. Furthermore, the 

use of the largest number of cells allows the lowest minimum cell voltage and, therefore, the 

smallest size cell for the duty cycle. The application of the following principles is illustrated in A.2 1 

of Annex A. 

Furthermore, the use of the largest number of cells allows the lowest minimum cell voltage and 

therefore, the smallest size cell for the duty cycle. 

6.2.2 Calculating Calculation of number of cells and minimum cell 

voltage 

When the battery voltage is not allowed to exceed a given maximum system voltage, the number of 

cells is will be limited by the cell voltage required for satisfactory charging or equalizing. The system 

(load equipment) operating voltage range determines the number of cells that can be used and takes 

into consideration the charging or equalizing voltage, This is as in the following equation follows: 
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Example: Assume 2.33 V/cell is required for equalize charging and that the maximum allowable 

system voltage is 140 V or 135 V. Then, 

 

If the number of cells is rounded up off, the charging voltage should then be recalculated and 

verified for adequacy of operation. 

The minimum battery voltage equals the minimum system voltage plus the cable voltage drop. 

EnsureAll voltage drops should be are considered.: For example, the use of unusually long cable 

connections within the battery or connectors with inter-cell connections resistances greater resistance 

than the values than used to rate on which the battery ratings are based may require an adjustment 

to the calculated minimum battery voltage. The minimum battery voltage is then used to calculate 

the allowable minimum cell voltage. 

 

In an application with a wide voltage window, particularly when long discharge times are required, 

the minimum cell voltage recommended by the manufacturer for a given discharge time may be a 

factor. If so, reduce the number of cells in the preceding calculation so that the minimum cell voltage 

per cell does not fall below the recommended value. 

Example: Assume that the minimum battery voltage for the example examples above is 105 V. Then 

 

This minimum cell voltage is then used in the sizing calculation. 
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6.3 Additional considerations 

6.3.1 General 

Before proceeding to calculate the cell capacity required for a particular installation, the designer 

should consider factors that will influence cell size but that are not included in the general equation. 

6.3.2 Temperature correction factor 

The available capacity of a cell is affected by its operating temperature. The standard U.S. 

temperature for rating cell capacity is 25 °C (77 °F). If the lowest expected electrolyte temperature is 

below the rated battery this standard temperature, select a cell large enough to have the required 

capacity available at the lowest expected temperature. If the lowest expected electrolyte temperature 

is above the rated battery temperature 25 °C (77 °F), it is a conservative practice to select a cell size to 

match the required capacity at the standard temperature and to recognize the resulting increase in 

available capacity as part of the overall design margin. Table 1 lists cell size correction factors for 

various temperatures for lead-acid cells with nominal 1.215 specific gravity. For unlisted 

temperatures within the range of Table 1, interpolate between adjacent values and round off to two 

decimal places. Consult the manufacturer for factors for the specific battery being evaluated. 

NOTE—The standard US temperature for rating cell capacity is 25 °C (77 °F). Some European 

manufactures use 20 °C (68 °F). 

Table 1 shows typical temperature factors for lead-acid nominal 1.215 specific gravity cells. Consult 

the manufacturer to see whether specific temperature factors are available for the battery being 

evaluated. 
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Table 1—Cell size correction factors for temperature for vented and 

VRLA cells 

 

6.3.3 Design margin 

It is prudent to provide a capacity margin to allow for unforeseen additions to the dc system and 

less-than- optimum operating conditions of the battery due to improper maintenance, recent 

discharge, or ambient temperatures lower than anticipated, or a combination of these factors. A 

method of providing this design margin is to add 10% to 15% to the cell size determined by 

calculations. If the various loads are expected to grow at different rates, it is may be more accurate to 

apply the expected growth rate to each load for a given time and to develop a duty cycle from the 

results. 

The cell size calculated for a specific application will seldom matches match a commercially 

available cell exactly, and it is normal procedure to select the next higher capacity cell. The 

additional capacity obtained can be considered part of the design margin. 
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Note that the “margins are also discussed in clause ” described by 6.3.1.5 and clause 6.3.3 of IEEE 

Std 323™ -2003 [B2 3]. However, those margins are to be applied during “qualification” and are not 

related to the “design margins described in this clause. margin.” 

6.3.4 Aging factor 

As a rule, for long-duration discharges of a vented lead-acid battery, the capacity slowly declines 

throughout most of the battery’s life, but begins to decrease rapidly in the latter stages, with the 

“knee” of the life versus capacity curve occurring when the remaining capacity is reduced to 

approximately 80% of rated capacity. This characteristic is well documented for discharges at the 1 h 

rate or longer. 

Because of that, IEEE Std 450 TM-2002 and IEEE Std 1188TM-2005 recommend that a battery be 

replaced when its actual capacity drops to 80% of its rated capacity. Therefore, to maintain ensure 

that the battery’s capability battery is capable of meeting its design loads throughout its service life, 

the battery’s rated capacity should be at least 125% (1.25 aging factor) of the load expected at the end 

of its service life. See Annex H for additional discussions regarding the aging factor. 

For high-rate, short-duration discharges of vented lead-acid batteries and all discharges of VRLA 

batteries, there are too many variables to state definitively where the “knee” occurs. Therefore, it is 

reasonable to expect its short-duration performance to drop significantly below 80% of its rating 

before it reaches the “knee” at that rate so a larger aging factor may be appropriate. Consult with the 

battery manufacturer for additional information and recommendations. 

Exceptions to this rule exist. For example, some manufacturers recommend that vented batteries 

with Planté, and modified Planté, and round plate designs be replaced when their measured 

capacity drops below 100% of their rated capacity (1.00 aging factor). These designs maintain a fairly 

constant capacity throughout their life. 
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6.3.5 Initial capacity 

Batteries may have less than rated capacity when delivered. 

Unless 100% capacity upon delivery is specified, batteries initial capacity may be delivered with 

capacities as low as 90% of rating rated capacity. This should will rise to rated capacity in normal 

service after several charge–discharge cycles or after several years of float operation. 

If the designer has provided a 1.25 aging factor, there is no need for the battery to have full rated 

capacity upon delivery because the capacity normally available from a new battery is will be above 

the duty cycle requirement. When a 1.00 aging factor is used, the designer should verify ensure that 

the initial capacity upon delivery is at least100% or that there is sufficient margin in the sizing 

calculation to accommodate a lower initial capacity.. Annex H provides some additional information 

regarding the aging factor. 

Example: If the cells have 90% initial capacity and the margin is greater than 11%, then no additional 

compensation for initial capacity is required. 

6.4 Cell size 

This subclause describes and explains a proven method of calculating the cell capacity necessary for 

satisfactory performance on a given duty cycle. The application of this method to a specific duty 

cycle, using an optional preprinted worksheet to simplify the calculations, is demonstrated in A. 32 

of Annex A. Instructions for the proper use of the worksheet are given in 6. 54. 
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