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Publication numbering

As from 1 January 1997 all IEC publications are issued with a designation in the
60000 series. For example, IEC 34-1 is now referred to as IEC 60034-1.

Consolidated editions

The IEC is now publishing consolidated versions of its publications. For example,
edition numbers 1.0, 1.1 and 1.2 refer, respectively, to the base publication, the
base publication incorporating amendment 1 and the base publication incorporating
amendments 1 and 2.

Further information on IEC publications

The technical content of IEC publications is kept under constant review by the IEC,
thus ensuring that the content reflects current technology. Information relating to
this publication, including its validity, is available in the IEC Catalogue of
publications (see below) in addition to new editions, amendments and corrigenda.
Information on the subjects under consideration and work in progress undertaken
by the technical committee which has prepared this publication, as well as the list
of publications issued, is also available from the following:

. IEC Web Site (www.iec.ch)

e Catalogue of IEC publications

The on-line catalogue on the IEC web site (www.iec.ch/searchpub) enables you to
search by a variety of criteria including text searches, technical committees
and date of publication. On-line information is also available on recently issued
publications, withdrawn and replaced publications, as well as corrigenda.

. IEC Just Published

This summary of recently issued publications (www.iec.ch/online_news/ justpub)
is also available by email. Please contact the Customer Service Centre (see
below) for further information.

. Customer Service Centre

If you have any questions regarding this publication or need further assistance,
please contact the Customer Service Centre:

Email: custserv@iec.ch
Tel: +41 22919 02 11

Fax: +4122919 03 00
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INTERNATIONAL ELECTROTECHNICAL COMMISSION

HIGH-VOLTAGE SWITCHGEAR AND CONTROLGEAR -

Part 111: Overhead, pad-mounted, dry vault, and submersible
automatic circuit reclosers and fault interrupters
for alternating current systems up to 38 kV

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization
comprising all national electrotechnical committees (IEC National Committees). The object of IEC is to
promote international co-operation on all questions concerning standardization in the electrical and
electronic fields. To this end and in addition to other activities, IEC publishes International Standards,
Technical Specifications, Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter
referred to as “IEC Publication(s)”). Their preparation is entrusted to technical committees; any IEC National
Committee interested in the subject dealt with may participate in this preparatory work. International,
governmental and non-governmental organizations liaising with the IEC also participate in this preparation.
IEC collaborates closely with the International Organization for Standardization (ISO) in accordance with
conditions determined by agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an
international consensus of opinion on the relevant subjects since each technical committee has
representation from all interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications
transparently to the maximum extent possible in their national and regional publications. Any divergence
between any IEC Publication and the corresponding national or regional publication shall be clearly
indicated in the latter.

5) IEC provides no marking procedure to indicate its approval and cannot be rendered responsible for any
equipment declared to be in conformity with an IEC Publication.

6) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of
patent rights. IEC shall not be held responsible for identifying any or all such patent rights.

International Standard IEC/IEEE 62271-111 has been processed through IEC sub-
committee 17A: High-voltage switchgear and controlgear, of IEC technical committee 17:
Switchgear and controlgear.

The text of this standard is based on the following documents:

IEEE Std FDIS Report on voting
C37.60 (2003) 17A/737/FDIS 17A/746/RVD

Full information on the voting for the approval of this standard can be found in the report on
voting indicated in the above table.

This publication has been drafted in accordance with the ISO/IEC Directives.

The committee has decided that the contents of this publication will remain unchanged
until 2008.

The list of all the parts of IEC 62271 series, under the general title High-voltage switchgear
and controlgear, can be found on the IEC website.
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IEC/IEEE Dual Logo International Standards

This Dual Logo International Standard is the result of an agreement between the IEC and the Institute of
Electrical and Electronics Engineers, Inc. (IEEE). The original IEEE Standard was submitted to the IEC for
consideration under the agreement, and the resulting IEC/IEEE Dual Logo International Standard has been
published in accordance with the ISO/IEC Directives.

IEEE Standards documents are developed within the IEEE Societies and the Standards Coordinating
Committees of the IEEE Standards Association (IEEE-SA) Standards Board. The IEEE develops its standards
through a consensus development process, approved by the American National Standards Institute, which
brings together volunteers representing varied viewpoints and interests to achieve the final product. Volunteers
are not necessarily members of the Institute and serve without compensation. While the IEEE administers the
process and establishes rules to promote fairness in the consensus development process, the IEEE does not
independently evaluate, test, or verify the accuracy of any of the information contained in its standards.

Use of an IEC/IEEE Dual Logo International Standard is wholly voluntary. The IEC and IEEE disclaim liability for
any personal injury, property or other damage, of any nature whatsoever, whether special, indirect,
consequential, or compensatory, directly or indirectly resulting from the publication, use of, or reliance upon
this, or any other IEC or IEEE Standard document.

The IEC and IEEE do not warrant or represent the accuracy or content of the material contained herein, and
expressly disclaim any express or implied warranty, including any implied warranty of merchantability or fitness
for a specific purpose, or that the use of the material contained herein is free from patent infringement.
IEC/IEEE Dual Logo International Standards documents are supplied “AS IS”.

The existence of an IEC/IEEE Dual Logo International Standard does not imply that there are no other ways to
produce, test, measure, purchase, market, or provide other goods and services related to the scope of the
IEC/IEEE Dual Logo International Standard. Furthermore, the viewpoint expressed at the time a standard is
approved and issued is subject to change brought about through developments in the state of the art and
comments received from users of the standard.

Every IEEE Standard is subjected to review at least every five years for revision or reaffirmation. When a
document is more than five years old and has not been reaffirmed, it is reasonable to conclude that its contents,
although still of some value, do not wholly reflect the present state of the art. Users are cautioned to check to
determine that they have the latest edition of any IEEE Standard.

In publishing and making this document available, the IEC and IEEE are not suggesting or rendering
professional or other services for, or on behalf of, any person or entity. Neither the IEC nor IEEE is undertaking
to perform any duty owed by any other person or entity to another. Any person utilizing this, and any other
IEC/IEEE Dual Logo International Standards or IEEE Standards document, should rely upon the advice of a
competent professional in determining the exercise of reasonable care in any given circumstances.

Interpretations — Occasionally questions may arise regarding the meaning of portions of standards as they relate
to specific applications. When the need for interpretations is brought to the attention of IEEE, the Institute will
initiate action to prepare appropriate responses. Since |I[EEE Standards represent a consensus of concerned
interests, it is important to ensure that any interpretation has also received the concurrence of a balance of
interests. For this reason, IEEE and the members of its societies and Standards Coordinating Committees are
not able to provide an instant response to interpretation requests except in those cases where the matter has
previously received formal consideration.

Comments for revision of IEC/IEEE Dual Logo International Standards are welcome from any interested party,
regardless of membership affiliation with the IEC or IEEE. Suggestions for changes in documents should be in
the form of a proposed change of text, together with appropriate supporting comments. Comments on standards
and requests for interpretations should be addressed to:

Secretary, IEEE-SA Standards Board, 445 Hoes Lane, P.O. Box 1331, Piscataway, NJ 08855-1331, USA and/or
General Secretary, IEC, 3, rue de Varembé, PO Box 131, 1211 Geneva 20, Switzerland.

Authorization to photocopy portions of any individual standard for internal or personal use is granted by the
Institute of Electrical and Electronics Engineers, Inc., provided that the appropriate fee is paid to Copyright
Clearance Center. To arrange for payment of licensing fee, please contact Copyright Clearance Center,
Customer Service, 222 Rosewood Drive, Danvers, MA 01923 USA; +1 978 750 8400. Permission to photocopy
portions of any individual standard for educational classroom use can also be obtained through the Copyright
Clearance Center.

NOTE Attention is called to the possibility that implementation of this standard may require use of subject
matter covered by patent rights. By publication of this standard, no position is taken with respect to the
existence or validity of any patent rights in connection therewith. The IEEE shall not be responsible for
identifying patents for which a license may be required by an IEEE standard or for conducting inquiries into the
legal validity or scope of those patents that are brought to its attention.
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IEEE Standard for Overhead,
Pad-Mounted, Dry Vault, and
Submersible Automatic Circuit
Reclosers and Fault Interrupters
for Alternating Current Systems
Up to 38 kV

Sponsor

Switchgear Committee
of the
IEEE Power Engineering Society

Approved 20 March 2003
IEEE-SA Standards Board

Abstract: Required definitions, ratings, procedures for performing design tests, production tests,
and construction requirements for overhead, pad-mounted, dry vault, and submersible automatic
circuit reclosers and fault interrupters for alternating systems up to 38kV are specified.
Keywords: dry vault, fault interrupter, overhead, pad-mounted, recloser, submersible, standard
operating duty, switchgear
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IEEE Introduction

This standard has been revised from IEEE Std C37.60-1981, incorporating significant improvements
that reflect the present state of the art in recloser technology. These include changes and additions in
the following areas:

a) Expanded the standard to include gas-insulated reclosers.

b) Revised the title and scope to limit the standard to 38 kV; deleted ratings above 38 kV nominal.

¢) Added voltage ratings commonly used outside of North America with related dielectric
withstand capabilities taken from IEC 60694-2002."

d) Added several new interrupting ratings in the 15.5kV, 27kV, and 38kV ranges.

e) Revised limits of temperature and temperature rise to be consistent with circuit breaker
standards.

f) Reorganized the switching tests into 6.3 following a format similar to IEEE Std 1247™-1998
and referenced IEEE Std 1247-1998 for switching test procedures.

g¢) Removed the requirement for transformer magnetizing tests; reference discussion in IEEE Std
1247-1998.

h) Clarified the intent of the switching tests as related required capabilities and prohibited the use
of single-phase tests to qualify three-phase reclosers in the performance of the switching tests.

1) Removed the altitude correction factors. (Refer to the following paragraph and informative
Annex E.)

7)) Removed the X/R footnote and table of multiplication factors from old 5.6 to new informative
Annex A with expanded information and data.

k) Added new informative Annex B.

1) Added transient recovery voltage (TRV) specifications and informative Annex C and Annex D.

m) Restricted the use of single-phase testing to verify three-phase performance.

n) Reduced radio influence voltage (RIV) limits.

0) Added Partial Discharge as a design and production test.

p) Reduced dc withstand voltage test time from 15min. to Smin.

Although this revised standard will be published before the work on IEEE PC37.100.1, Draft
Standard Requirements for Power Switchgear [B13]® is completed, it is the intention of the Recloser
Working Group to issue supplements or revisions to adopt common requirements. There was
considerable discussion in the Recloser Working Group regarding the addition of the partial discharge
test requirements suggesting that this topic should be revisited at the next revision cycle to see if the
data collected between now and then shall warrant any changes in the test procedure or test limits.

a . .
Information on references can be found in Clause 2.

bThe numbers in brackets correspond to the numbers of the bibliography in Annex F.
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HIGH-VOLTAGE SWITCHGEAR AND CONTROLGEAR -

Part 111: Overhead, pad-mounted, dry vault, and submersible
automatic circuit reclosers and fault interrupters
for alternating current systems up to 38 kV

1. Scope
This standard applies to all overhead, pad-mounted, dry vault, and submersible single- or multipole
alternating current automatic circuit reclosers and fault interrupters for rated maximum voltages

above 1000V and up to 38kV.

In order to simplify this standard where possible, the term recloser/FI (reclosers/Fls) has been
substituted for automatic circuit recloser or fault interrupter or both.

NOTE—When reclosers are applied in a substation, special considerations may apply, see 6.5.1.5.3.

2. References

This standard shall be used in conjunction with the following publications. When the following
publications are superseded by an approved revision, the revision shall apply.

ANSI C37.06-2000, American National Standard for AC High-Voltage Circuit Breakers Rated on a
Symmetrical Current Basis—Preferred Ratings and Related Required Capabilities.'

ANSI C37.06.1-2000, American National Standard Guide for AC High-Voltage Circuit Breakers
Rated on a Symmetrical Current Basis—Designated “Definite Purpose for Fast Transient Recovery
Voltage Rise Times.”

'ANSI publications are available from the Sales Department, American National Standards Institute, 11 West 42nd Street,
13th Floor, New York, NY 10036, USA (http://www.ansi.org).
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ANSI C37.85-2002, American National Standard for Switchgear—Alternating-Current High-Voltage
Power Vacuum Interrupters—Safety Requirements for X-Radiation Limits.

ANSI C57.12.28-1999, American National Standard for Pad-mounted Equipment—Enclosure
Integrity.

ANSI C63.2-1996, American National Standard for Electromagnetic Noise and Field Strength
Instrumentation, 10 kHz to 40 GHz—Specifications.

ASME BPVC-1998, Boilers and Pressure Vessels Code—Section VIII: Rules for Construction of
Pressure Vessels—Division 1.2

IEC 60060-1-1989, High-Voltage Test Techniques—Part 1: General Definitions and Test
Requirements.’

IEC 60270-2000, High-Voltage Test Techniques—Partial Discharge Measurements.

IEC 60502-1-2004, Power Cables with Extruded Insulation and Their Accessories for Rated
Voltages from 1 kV (U,,=1,2 kV) Up to 30 kV (U, =36 kV)—Part 1: Cables for Rated Voltages of
1 kV (U,=1,2kV) and 3 kV (U,,=3,6 kV).

IEC 60502-2-2005, Power Cables with Extruded Insulation and Their Accessories for Rated
Voltages from 1 kV (U, =1,2kV) Up to 30 kV (U, = 36 kV)—Part 2: Cables for Rated Voltages from
6 kV (U,=7,2kV) Up to 30 kV (U,,=36 kV).

IEC 60694-2002, Common Specifications for High-Voltage Switchgear and Controlgear Standards.®

IEC 62271-100-2003, High-Voltage Switchgear and Controlgear—Part 100: High-Voltage
Alternating-Current Circuit-Breakers.’

IEEE Std 4™-1995, IEEE Standard Techniques for High Voltage Testing.*>
IEEE Std 4a™-2001, Amendment to IEEE Standard Techniques for High-Voltage Testing.

IEEE Std 386™-1995, IEEE Standard for Separable Insulated Connector Systems for Power
Distribution Systems Above 600 V.

IEEE Std 1247™.-1998, IEEE Standard for Interrupter Switches for Alternating Current Rated Above
1000 Volts.

IEEE Std 1291™.-1993, IEEE Guide for Partial Discharge Measurement in Power Switchgear.
IEEE Std C37.04-1999, IEEE Standard Rating Structure for AC High-Voltage Circuit Breakers.

IEEE Std C37.09-1999, IEEE Standard Test Procedure for AC High-Voltage Circuit Breakers Rated
on a Symmetrical Current Basis.

2ASME publications are available from the American Society of Mechanical Engineers, 3 Park Avenue, New York, NY 10016-
5990, USA (http://www.asme.org).

3IEC publications are available from the Sales Department of the International Electrotechnical Commission, Case Postale 131,
3, rue de Varembé, CH-1211, Geneve 20, Switzerland/Suisse (http://www.iec.ch/). IEC publications are also available in the
United States from the Sales Department, American National Standards Institute, 11 West 42nd Street, 13th Floor, New York,
NY 10036, USA (http://www.ansi.org).

“The IEEE standards or products referred to in Clause 2 are trademarks owned by the Institute of Electrical and Electronics
Engineers, Inc.

IEEE publications are available from the Institute of Electrical and Electronics Engineers, 445 Hoes Lane, P.O. Box 1331,
Piscataway, NJ 08855-1331, USA (http://standards.icee.org/).

®Edition2.2 Consolidated edition.

"Edition 1.1 Consolidated edition.
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IEEE Std C37.41™-2000, 1IEEE Standard Design Tests for High-Voltage Fuses, Distribution
Enclosed Single-Pole Air Switches, Fuse Disconnecting Switches, and Accessories.

IEEE Std C37.90.1™.-2002, IEEE Standard for Surge Withstand Capability (SWC) Tests for Relays
and Relay Systems Associated with Electric Power Apparatus.

IEEE Std C37.100™-1992 (Reaff 2001), IEEE Standard Definitions for Power Switchgear.

NEMA 107-1987 (Reaff 1993), Methods of Measurement of Radio Influence Voltage (RIV) of High-
Voltage Apparatus.®

3. Definitions

The definitions of terms contained in this standard, and to the related standards for recloser/FIs, shall
be in accordance with IEEE Std C37.100-1992. These definitions are not intended to embrace all
possible meanings of the terms. They are applicable only to the subject treated in this standard.

unit operation (of a recloser): An interrupting operation followed by a closing operation. The final
interruption is also considered one unit operation.

NOTE—See Figure 1.

INITIATION OF
SHORT—CIRCUIT

ACTUATION OF
TRIP CIRCUIT

PRIMARY ARCING
CONTACTS PART

FINAL ARC

EXTINCTION PRIMARY ARCING"-
- CONTACTS MAKE

—_—

TIME

INTERRUPTING TIME

-

RECLOSING INTERVAL

|[RELEASE| OPENING
DELAY TIME _|ARCING TIMmE

had >

CONTACY
PARTING TIME

AR
e CLEARING TIME

Figure 1—Unit operation

®NEMA publications are available from Global Engineering Documents, 15 Inverness Way East, Englewood, CO 80112-5704,
USA (http://global.ihs.com/).
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4. Service conditions

4.1 Usual service conditions

Reclosers/FIs conforming to this standard shall be suitable for operation at their standard ratings
provided that:

a) The temperature of the air (ambient temperature) is not above 40 °C or below —30 °C.

b) The altitude does not exceed 1000 m.

¢) For submersible units, the water head does not exceed 3m above the base of the enclosure
during occasional submersion. Exposure to chemical or electrochemical reactions may be
encountered in a subgrade environment. The subgrade environment may contain chemicals that
contribute to mild corrosive reactions.

4.2 Unusual service conditions

Unusual service conditions shall include, but are not limited to, service conditions that exceed those
defined in 4.1 or extremes in:

a) Actual service duty cycle

b) System conditions

¢) Site conditions

d) Shock and/or vibration

e) Damaging fumes or vapors

f) Excessive or abrasive dust

g) Explosive mixtures of dust or gases
h) Salt air or extreme humidity

Unusual service conditions shall be brought to the attention of those responsible for the manufacture
of the equipment to define or prevent loss of performance or service life, if any, from specified values.
Applicable standards such as those for altitude correction shall be used when available.

4.2.1 Abnormal ambient temperatures

Reclosers/FIs may be applied at higher or lower ambient temperatures than specified, but performance
may be affected and special consideration shall be given to these applications.

4.2.2 Altitudes above 1000 m

Reclosers/FIs may be applied at altitudes higher than 1000 m; however, the rated lightning impulse
withstand voltage, rated maximum voltage and rated continuous current shall be multiplied
individually by the correction factor (see following note) to obtain values at which the application
may be made. The rated symmetrical interrupting current, related required capabilities, and
interrupting times are not affected by altitude.

NOTE—Altitude correction factors are being studied by the Switchgear Committee and will be adopted by issuance of a
supplement or revision to this standard when they are approved. In the meantime, users should consult the manufacturer for
appropriate derating when the equipment is applied above 1000 m. Refer also to Annex E.
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5. Rating

5.1 Rating information

—-12 —

The ratings shall include the following:

a) Rated maximum voltage
b) Rated power-frequency
¢) Rated continuous current
d) Rated minimum tripping current (series-trip reclosers only)
e) Rated symmetrical interrupting current

f) Rated symmetrical making current

g) Rated lightning impulse withstand voltage
h) Rated control voltage

NOTE—Switching tests as specified in 6.3 are related required capabilities.

5.2 Rated maximum voltage

IEC 62271-111:2005(E)
IEEE C37.60-2003(E)

The preferred values of rated maximum voltage of reclosers/FIs are those shown in Column 2 of
Table 1a) and Table 1b).

Table 1a)—Preferred voltage ratings and related test requirements for reclosers

(except those covered in Table 1b) (Note 1)

Power-frequency insulation level
. L. withstand test kV
Rated maximum Rated lightning impulse .

Line no. voltage withstand peak voltage kV (Warning Box and Note 3)
(Note 2) kV (Note 3) 1 min. dry 10s wet
Column 1 Column 2 Column 3 Column 4 Column 5

1 15 95 36 30

2 15.5 110 50 45

3 27 (Note 4) 60 50

4 38 150 70 60

11 12 75 28 23

12 17.5 95 38 32

13 24 125 50 45

14 36 170 70 60

WARNING

When performing tests involving open contacts in vacuum, adequate precautions such as shielding or distance
should be used to protect test personnel against the possible occurrences of higher X-radiation due, for example, to
incorrect contact spacing, or to the application of voltages in excess of those specified. For example, maintaining a
distance of 2-3 m between the recloser/FI and all test personnel is a typical basic precaution to reduce the risk of
excess X-radiation exposure. Further discussion of shielding, adequate distances and personnel exposure limits are
found in ANSI Std C37.85-2002.

NOTES

1—The test values shown in Table 1a) are for design tests; refer to Clause 8 for field testing.
2—Lines 11-14 refer to distribution systems commonly found outside of North America; the test withstand levels were taken

from IEC 60694-2002,

Table 1a).

3—These are performance characteristics specified as test requirements in this standard.
4—For oil interrupting reclosers, 150kV; for all others, 125kV.

[ Published by IEC under licence from IEEE. © 2005 IEEE. All rights reserved. |
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Table 1b)—Preferred voltage ratings and related test requirements for pad-mounted,

all with vacuum or SFg interrupters (Note 1)

dry vault and submersible reclosers, and nonreclosing fault interrupters,

Power-frequency insulation level .
Rated lightning withstand test kV Withstand test
Rated maximum | impulse withstand (Warning Box and Note 3) dc voltage kV
Line no. voltage peak voltage kV (Warning Box and
(Note 2) kV (Note 3) 1 min. dry 10s wet Note 4) 5min.
Column 1 Column 2 Column 3 Column 4 Column 5 Column 6
1
2 15.5 95 35 Not required 53
3 27 125 40 Not required 78
4 38 150 50 Not required 103 (Note 3)
11 12 60 28 Not required 42
12 17.5 75 38 Not required 57
13 24 95 50 Not required 78
14 36 145 70 Not required 103 (Note 3)
WARNING

When performing tests involving open contacts in vacuum, adequate precautions such as shielding or distance
should be used to protect test personnel against the possible occurrences of higher X-radiation due, for example, to
incorrect contact spacing, or to the application of voltages in excess of those specified. For example, maintaining a
distance of 2-3m between the recloser/FI and all test personnel is a typical basic precaution to reduce the risk of
excess X-radiation exposure. Further discussion of shielding, adequate distances and personnel exposure limits are
found in ANSI C37.85-2002.

NOTES

1—The test values shown in Table 1b) are for design tests; refer to Clause 8 for field testing.

2—Lines 11-14 refer to distribution systems commonly found outside of North America; the test withstand levels were taken
from IEC 60694-2002, Table la).

3—These are performance characteristics specified as test requirements in this standard.

4—DC withstand tests are required for pad-mounted, dry vault and submersible gear since this type of equipment is interfaced to
the power system via separable connectors. The test requirements of separable connectors are specified in Table 1 of IEEE Std
386-1995 and these values are reproduced here in Column 6. DC withstand testing of 36/38 kV cables is not a recommended
practice. Very low frequency (VLF) testing is a relatively new practice being used as an alternative to the dc withstand test.
Reference IEEE Std 433™.-1979 [B8]”. The dc withstand test requirement on the recloser/FI demonstrates its capability to
withstand either dc withstand or VLF testing of connected cables.

5.3 Rated power-frequency

The rated power-frequency shall be the frequency at which the recloser/FI and its components are
designed to operate. The preferred rated power-frequencies are 50 Hz or 60 Hz.

5.4 Rated continuous current

The preferred ratings for the continuous current of reclosers/FIs are those shown in Table 2.

5.4.1 Conditions of continuous current rating

a) Reclosers/FIs shall be used under the usual service conditions defined in 4.1.
b) Current ratings shall be based on the total temperature limits of the materials used. A
temperature rise reference is given to permit testing at reduced ambient.

"The numbers in brackets correspond to those of the bibliography in Annex F.
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Table 2—Preferred continuous current ratings for reclosers and fault interrupters

Recloser or fault interrupter type Preferred continuous current ratings (A)
5 35 200
10 50 280
Series-trip reclosers/FIs 15 70 400
25 100 560
140
50 280 560
Oil interrupting shunt-trip reclosers/FIs
100 400 1120
100 315 800
200 400 1000
All other reclosers or fault interrupters
250 500 1250
630

NOTE—1It is recognized that reclosers/FIs designed under an earlier revision of this standard may have
continuous current ratings not shown in Table 1. Examples include ratings of 560 A, 600 A, and 1200 A.

¢) Reclosers/FIs designed for installation in enclosures shall have their ratings based on the
ventilation of such enclosures and a 40 °C ambient temperature outside the enclosure.

d) Outdoor reclosers/FIs and indoor reclosers/FIs without enclosures shall have ratings based on a
40 °C ambient temperature.

5.4.2 Limits of observable temperature rise

At rated current, the observable hottest-spot temperature rise above ambient and the total
temperature of each of the various parts shall not exceed those listed in Table 3.

5.5 Rated minimum tripping current (for series-trip reclosers/Fls)

The preferred rated minimum tripping current shall be twice the continuous current rating with a
tolerance of 4+ 10%.

NOTE—The minimum tripping current for shunt-trip reclosers/FIs is variable and has no relation to the rated continuous
current. Information on specific reclosers/FIs should be obtained from the manufacturer.

5.6 Rated symmetrical interrupting current

The preferred values for the rated symmetrical interrupting currents of reclosers/FIs are as given in
Table 4 for series-trip reclosers/FIs and Column 4 of Table 5a), Table 5b), and Table 6 for shunt-trip
reclosers/FTs.

The rated symmetrical interrupting current shall be based on the capability of the reclosers/FIs to
interrupt the corresponding asymmetrical current in circuits having X/R values as given in Columns 5,
7, and 9 of Table 5a), Table 5b), and Table 6 and with a power-frequency recovery voltage equal to the
rated maximum voltage and with transient recovery voltages as defined in 6.5.1.5.
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Table 3—Limits of temperature and temperature rise for various parts and

materials of reclosers/Fls

[ Published by IEC under licence from IEEE. © 2005 IEEE. All rights reserved. |

Total Temperature
temperature rise at
Nature of the part and material (Notes 1, 2, and 3) (o) ambient (40 °C)
0 (90 °C) 90 50
A (105 °C) 105 65
1. Material used as insulation and | B (130 °C) 130 90
metal parts in contact with o
insulation of these classes F{d55°0) 155 15
(Note 4) H (180 °C) 180 140
C (220 °C) 220 180
0il (Note 5) 90 50
Bare copper and bare-copper alloy
—in air 75 35
—in SF (sulfurhexaflouride) 105 65
—in oil 80 40
Silver-coated or nickel-coated (Note 7)
—in air 105 65
2. Contacts (Note 6)
—in SF¢ 105 65
—in oil 90 50
Tin-coated (Note 7)
—in air 105 65
—in SF¢ 105 65
—In oil 90 50
Bare-copper, bare-copper alloy,
bare aluminum or bare-aluminum alloy
—in air 90 50
—in SF¢ 115 75
—in oil 100 60
Silver-coated or nickel-coated
3. Connections, bolted or the —in air 115 75
equivalent (Note 8)
—in SF¢ 115 75
—in oil 100 60
Tin-coated
—in air 105 65
—in SF¢ 105 65
—in oil 100 60
4. All other contacts or
connections made of bare metals or
coated with other materials (Note 9) (Note 9)
Bare- d bare- 11 90 50
5. Terminals for the connection to ATC7COPPET ANC DATe-cOPPer a70Y
external conductors by screws or Silver-coated, nickel-coated, tin-coated 105 65
bolts (Note 10) .
Other coatings (Note 9) (Note 9)
6. Metal parts acting as springs (Note 11) (Note 11)
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NOTES
I—According to its function, the same part may belong to several categories as listed in Table 3. In this case, the permissible
maximum values of total temperature and temperature rise to be considered are the lowest among the relevant categories.
2—For sealed interrupters, the values of total temperature and temperature-rise limits are not applicable for parts inside the
sealed interrupter. The remaining parts shall not exceed the values of temperature and temperature rise given in Table 3.
3—The temperatures of conductors between contacts and connections are not covered in Table 3, as long as the temperature at
the point of contact between conductors and insulation does not exceed the limits established for the insulating material.
4—The classes of insulating materials are those given in IEC 60694-2002.
5—The top oil (upper layer) temperature shall not exceed 40 °C rise or 80 °C total. The 50 °C and 90 °C values refer to the hottest
spot temperature of parts in contact with oil.
6—When contact parts have different coatings, the permissible temperatures and temperature rises shall be those of the part
having the lower value permitted in Table 3.
7—The quality of the coated contacts shall be such that a layer of coating material remains at the contact area:

(a) After making and breaking tests (if any);

(b) After short-time withstand current tests;

(c) After the mechanical endurance test according to the relevant specifications for each piece of equipment. Otherwise, the

contacts shall be regarded as “bare.”

8—When connection parts have different coatings, the permissible temperatures and temperature rises shall be those of the part
having the lower value permitted in Table 3.
9—When materials other than those given in Table 3 are used, their properties shall be considered in order to determine the
maximum permissible temperature rises.
10—The values of temperature and temperature rise are valid even if the conductor to the terminals is bare.
11—The temperature shall not reach a value where the temper of the material is impaired.

5.7 Rated symmetrical making current
The rated symmetrical making current shall be the same value as the rated symmetrical interrupting

current, with maximum asymmetry corresponding to the X/R ratio in Column 9 of Table 5a),
Table 5b), and Table 6.

5.8 Rated lightning impulse withstand voltage
The preferred values for the rated lightning impulse withstand voltage of reclosers/FIs are those given

in Column 3 of Table 1a) and Table 1b) for both negative and positive test polarities. The voltage wave
shall reach its peak value in 1.2 us and decay to one-half its peak value in 50 ps.

5.9 Rated control voltage and ranges
When measured at the control power terminals of the operating mechanisms with the maximum

operating current flowing, the preferred rated control voltages for the control power supply of
switching and interrupting devices are those shown in Table 7.

5.10 Rated line and cable charging interrupting currents (where applicable)

The preferred line and cable charging interrupting current ratings for reclosers/FIs having these
capabilities are as given in Table 8.
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Table 4—Preferred values for symmetrical interrupting current ratings of series-trip
reclosers/Fls

Symmetrical interrupting current rating in amperes
Single-phase reclosers/FIs
Recloser line number (Table 4a)
1 : | 3 | 4 5 6 7
Rated maximum voltage, kV
Continuous current rating (A) 15 15.5 15.5 15.5 27.0 27.0 38.0
5 125 200 — — 200 — —
10 250 400 — — 400 — —
15 375 600 — — 600 — —
25 625 1000 1500 — 1000 — —
35 875 1400 2100 — 1400 — —
50 1250 2000 3000 — 2000 3000 —
70 — 2000 4000 — 2500 4000 —
100 — 2000 4000 6000 2500 4000 6000
140 — — 4000 8400 — 4000 8000
200 — — 4000 10000 — 4000 8000
280 — — 4000 10000 — 4000 8000
400 — — — 10000 — — 8000
560 — — — 10000 — — 8000
Three-phase reclosers/Fis
Recloser/FI line number (Table 4b)
1 2 | 3 | 4 |samao| 8 13
Rated maximum voltage, kV
Continuous current rating, (A) | 15 155 155 155 | B3y 38
5 125 200 — — — 200 —
10 250 400 — — — 400 —
15 375 600 — — — 600 —
25 625 1000 1500 1500 — 1000 1500
35 875 1400 2100 2100 — 1400 2100
50 1250 2000 3000 3000 — 2000 3000
70 — 2000 4000 4000 — 2500 4200
100 — 2000 4000 4000 6000 2500 6000
140 — — 4000 4000 8000 — 6000
200 — — 4000 4000 8000 — 6000
280 — — 4000 4000 8000 — 6000
400 — — — 4000 8000 — 6000
560 — — — — 8000 — —
NOTE—Performance characteristics are the same as shown in Table 5a) and Table 5b) for the same line number.
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Table 7—Preferred rated control voltage and ranges

Direct current (Note 1), control voltage ranges (Note 4 and Note 5)

Closing and

Nominal voltage o .
auxiliary functions

Tripping function

24 (Note 2) 1428 (Note 6)
48 (Note 2) 3856 28-56 (Note 6)
125 100-140 70-140
250 200-280 140-280

Alternating current, control voltage ranges (Note3, Note 4, and Note 5)

Nominal voltage (50 Hz or 60 Hz) single-phase Closing, tripping, and auxiliary functions
120 104127 (Note 3)
240 208-254 (Note 3)
480 416-508 (Note 3)
Polyphase

208 (Wye)/120 180 (Wye)/104-220 (Wye)/127
240 208-254
480 416-508

480 (Wye)/277 416 (Wye)/240-508 (Wye)/292

NOTES

1—It is recommended that the coils of closing, auxiliary, and tripping devices that are directly connected continually to
one dc potential should be connected to the negative control bus so as to minimize electrolyte deterioration.

2—24 V or 48 V tripping, closing, and auxiliary functions are recommended only when the device is located near the
battery or where special effort is made to ensure the adequacy of conductors between battery and control terminals.
3—Includes heater circuits.

4—Relays, motors, and other auxiliary equipment that function as part of the control for a device shall be subject to the
voltage limits imposed by this standard, whether mounted at the device or at a remote location.

5—In some applications, reclosers/FIs may be exposed to control voltages exceeding those specified herein due to
abnormal conditions such as abrupt changes in line loading. Such application requires specific study, and the manufac-
turer should be consulted. Also, applications of reclosers/FIs containing solid-state control exposed continuously to con-
trol voltages approaching the upper limits of ranges specified herein require specific attention and the manufacturer
should be consulted before application is made.

6—Reclosers/FIs having self-contained dc control sources shall operate over the range of 85% to 115% of nominal volt-
age and Table 7 shall not apply.

Table 8—Preferred line and cable charging interrupting current ratings

Maximum rms current (A)
Rated max(i::{;l m voltage Line charging Cable charging
7.2 2 5
12 2 10
15.5 2 10
24 5 25
27 5 25
36 3 40
38 5 40
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