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ELECTRICAL RESISTANCE TRACE HEATING SYSTEMS 

FOR INDUSTRIAL AND COMMERCIAL APPLICATIONS – 

Part 1: General and testing requirements 

FOREWORD 

1) The International Electrotechnical Commission (IEC) is a worldwide organization for 

standardization comprising all national electrotechnical committees (IEC National Committees). 

The object of IEC is to promote international co-operation on all questions concerning 

standardization in the electrical and electronic fields. To this end and in addition to other 

activities, IEC publishes International Standards, Technical Specifications, Technical Reports, 

Publicly Available Specifications (PAS) and Guides (hereafter referred to as "IEC document(s)"). 

Their preparation is entrusted to technical committees; any IEC National Committee interested 

in the subject dealt with may participate in this preparatory work. International, governmental 

and non-governmental organizations liaising with the IEC also participate in this preparation. 

IEEE Standards documents are developed within IEEE Societies and Standards Coordinating 

Committees of the IEEE Standards Association (IEEE SA) Standards Board. IEEE develops its 

standards through a consensus development process, approved by the American National 

Standards Institute, which brings together volunteers representing varied viewpoints and 

interests to achieve the final product. Volunteers are not necessarily members of IEEE and serve 

without compensation. While IEEE administers the process and establishes rules to promote 

fairness in the consensus development process, IEEE does not independently evaluate, test, or 

verify the accuracy of any of the information contained in its standards. Use of IEEE Standards 

documents is wholly voluntary. IEEE documents are made available for use subject to important 

notices and legal disclaimers (see https://standards.ieee.org/ipr/disclaimers.html for more 

information).  
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IEC collaborates closely with IEEE in accordance with conditions determined by agreement 

between the two organizations. This Dual Logo International Standard was jointly developed by 

the IEC and IEEE under the terms of that agreement. 

2) The formal decisions of IEC on technical matters express, as nearly as possible, an international 

consensus of opinion on the relevant subjects since each technical committee has representation 

from all interested IEC National Committees. The formal decisions of IEEE on technical matters, 

once consensus within IEEE Societies and Standards Coordinating Committees has been reached, 

is determined by a balanced ballot of materially interested parties who indicate interest in 

reviewing the proposed standard. Final approval of the IEEE standards document is given by the 

IEEE Standards Association (IEEE SA) Standards Board. 

3) IEC/IEEE Publications have the form of recommendations for international use and are accepted 

by IEC National Committees/IEEE Societies in that sense. While all reasonable efforts are made to 

ensure that the technical content of IEC/IEEE Publications is accurate, IEC or IEEE cannot be held 

responsible for the way in which they are used or for any misinterpretation by any end user. 

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC 

Publications (including IEC/IEEE Publications) transparently to the maximum extent possible in 

their national and regional publications. Any divergence between any IEC/IEEE Publication and 

the corresponding national or regional publication shall be clearly indicated in the latter. 

5) IEC and IEEE do not provide any attestation of conformity. Independent certification bodies 

provide conformity assessment services and, in some areas, access to IEC marks of conformity. 

IEC and IEEE are not responsible for any services carried out by independent certification bodies. 

6) All users should ensure that they have the latest edition of this publication. 
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7) No liability shall attach to IEC or IEEE or their directors, employees, servants or agents including 

individual experts and members of technical committees and IEC National Committees, or 

volunteers of IEEE Societies and the Standards Coordinating Committees of the IEEE Standards 

Association (IEEE SA) Standards Board, for any personal injury, property damage or other 

damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) 

and expenses arising out of the publication, use of, or reliance upon, this IEC/IEEE Publication or 

any other IEC or IEEE Publications. 

8) Attention is drawn to the normative references cited in this publication. Use of the referenced 

publications is indispensable for the correct application of this publication. 

9) Attention is drawn to the possibility that implementation of this IEC/IEEE Publication may 

require use of material covered by patent rights. By publication of this standard, no position is 

taken with respect to the existence or validity of any patent rights in connection therewith. IEC or 

IEEE shall not be held responsible for identifying Essential Patent Claims for which a license may 

be required, for conducting inquiries into the legal validity or scope of Patent Claims or 

determining whether any licensing terms or conditions provided in connection with submission 

of a Letter of Assurance, if any, or in any licensing agreements are reasonable or non-

discriminatory. Users of this standard are expressly advised that determination of the validity of 

any patent rights, and the risk of infringement of such rights, is entirely their own responsibility. 

IEC/IEEE 62395-1 has been prepared by IEC technical committee 27: Industrial electroheating and 

electromagnetic processing, in cooperation with Petroleum & Chemical Industry Committee of 

the IEEE Industrial Applications Society, under the IEC/IEEE Dual Logo Agreement between IEC 

and IEEE. It is an International Standard. 

This document is published as an IEC/IEEE Dual Logo standard. 

This first edition cancels and replaces the second edition published in 2013. This edition 

constitutes a technical revision. 
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This edition includes the following significant technical changes, apart from general revisions of IEC 

62395-1 and harmonization with IEEE 515 [1]1 and IEEE 515.1 [2], with respect to the previous 

edition: 

a)  Added control and monitoring requirements for fire sprinkler systems and safety showers. 

b)  Provided a supplemental ice bath method for verification of rated output. 

c)  Provided constructional and type test requirements for glands used to terminate heating 

devices to an exposed enclosure. 

The text of this International Standard is based on the following IEC documents:  

 
(New) 

Full information on the voting for its approval can be found in the report on voting indicated in the 

above table.  

The language used for the development of this International Standard is English.  

This document was drafted in accordance with the rules given in the ISO/IEC Directives, Part 2, 

available at www.iec.ch/members_experts/refdocs. The main document types developed by IEC are 

described in greater detail at www.iec.ch/publications/.  

A list of all parts in the IEC 62395 series, published under the general title Electrical resistance trace 

heating systems for industrial and commercial applications, can be found on the IEC website.  

The IEC Technical Committee and IEEE Technical Committee have decided that the contents of this 

document will remain unchanged until the stability date indicated on the IEC website under 

webstore.iec.ch in the data related to the specific document. At this date, the document will be  

•  reconfirmed, 

1  Numbers in square brackets refer to the Bibliography.  
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•  withdrawn, or 

•  revised.  

IMPORTANT – The "colour inside" logo on the cover page of this document indicates that it 

contains colours which are considered to be useful for the correct understanding of its 

contents. Users should therefore print this document using a colour printer.  
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INTRODUCTION 

IEC/IEEE 62395-1 provides the essential requirements and testing appropriate to electrical resistance 

trace heating equipment used in industrial and commercial applications. While some of this work 

already exists in national or international standards, this document has collated much of this 

existing work and added considerably to it.  

IEC/IEEE 62395-2 provides detailed recommendations for the system design, installation and 

maintenance of electric trace heating systems in industrial and commercial applications.  

It is the objective of the IEC/IEEE 62395 series that, when in normal use, electrical trace heating 

systems operate safely under their defined conditions of use, by 

a) employing heaters of the appropriate construction and meeting the test criteria detailed in 

IEC/IEEE 62395-1. The construction includes a metallic sheath, braid, screen or equivalent 

electrically conductive covering; 

b) operating at safe temperatures when designed, installed, and maintained in accordance with 

IEC/IEEE 62395-2. 

c) having at least the minimum levels of overcurrent and earth-fault protection required in 

IEC/IEEE 62395-1 and IEC/IEEE 62395-2. 

This introduction is not part of IEEE Std 515-2017, IEEE Standard for the Testing, Design, 

Installation, and Maintenance of Electrical Resistance Trace Heating for Industrial Applications. 

The scope of this standard includes specific testing requirements for qualifying electrical resistance 

trace heating for use in industrial applications in ordinary locations, as well as a basis for electrical 

and thermal design. 

This document was first published as a recommended practice in 1983. In 1989, it was elevated to a 

standard, and Division 1 heating cables were added. 

Authorized licensed use limited to: Tsinghua University. Downloaded on February 25,2026 at 20:48:44 UTC from IEEE Xplore.  Restrictions apply. 

Full document details: IEEE 62395-1-2024

http://www.avadocuments.com/doc/ieee-62395-1-2024
http://www.avadocuments.com/doc/ieee-62395-1-2024


In 1997, this standard was expanded to include American classified zone heaters. A 32-week 

benchmark test was added to provide a thermal shock cycling test. This test established a minimum 

performance criteria for new products, offered a system to validate product temperature ratings 

claimed by manufacturers, and provided a minimum acceptable level of quality/performance by the 

trace heating devices. 

The 2004 revision added a 12-week temperature cycling test as an alternative to the 32-week 

benchmark test. This revision also aligned the tolerance on sheath temperature for T-rating with the 

IEC 60079-30 5 K and 10 K tolerances (IEC 60079-30-1:2007 [B9] and IEC 60079-30-2:2007 [B10]).1 

The 2011 revision included subsequent harmonization with international standards and has 

expanded the sections on maximum sheath temperature determination and design. 

This revision removes hazardous (classified) locations requirements and updates the standard for 

industrial applications for ordinary (unclassified) locations. The hazardous (classified) locations 

requirements in IEEE 515-2011 has been superseded by the requirements in IEC/IEEE 60079-30-1 

[B9] and −2 [B10]. Several figures, definitions, text and methods have also been revised to align with 

IEC/IEEE 60079-30-1[B9]. 

 

 

 

 

 

 

 

 

 

1The numbers in brackets correspond to those of the bibliography in Annex A. 
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ELECTRICAL RESISTANCE TRACE HEATING SYSTEMS 

FOR INDUSTRIAL AND COMMERCIAL APPLICATIONS – 

Part 1: General and testing requirements 

IEEE Standard for the Testing, Design, Installation, and Maintenance of 

Electrical Resistance Trace Heating for Industrial Applications 

1. Overview 

1 Scope 

This part of IEC/IEEE 62395 specifies requirements for electrical resistance trace heating systems and 

includes general test requirements.  

This document pertains to trace heating systems that can comprise either factory-fabricated or field-

assembled (work-site) units, and which can be series and parallel trace heaters or surface heaters 

(heater pads and heater panels) that have been assembled and/or terminated in accordance with the 

manufacturer's instructions.  

This document also includes requirements for termination assemblies and control methods used 

with trace heating systems.  

This document provides the essential requirements and testing appropriate to electrical resistance 

trace heating equipment used in industrial and commercial applications. The products complying 

with this document are intended to be installed by persons who are suitably trained in the 

techniques required and that only trained personnel carry out especially critical work, such as the 

installation of connections and terminations. Installations are intended to be carried out under the 

supervision of a qualified person who has undergone supplementary training in electric trace 

heating systems.  
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This document does not include or provide for any applications in potentially explosive 

atmospheres.  

This document does not cover induction, impedance or skin effect heating.  

Trace heating systems are grouped into different types of applications and the different conditions 

found during and after installation necessitate different requirements for testing. Trace heating 

systems are usually for a specific type of installation or application. The product type grouping, 

applications and product attributes are indicated in Table 1.  

NOTE Trace heating systems intended for use in explosive atmospheres are the subject of IEC/IEEE 

60079-30-1 [3] and IEC/IEEE 60079-30-2 [4].  

This standard provides requirements for the testing, design, installation, and maintenance of 

electrical resistance trace heating in general industries as applied to pipelines, vessels, pre-traced 

and thermally insulated instrument tubing and piping, and mechanical equipment. The electrical 

resistance trace heating is in the form of series trace heaters, parallel trace heaters, and trace heater 

pads or panels. The requirements also include test criteria to determine the suitability of these trace 

heating devices utilized in industrial applications as applied in unclassified (ordinary) locations. 

1.2 Purpose 

The provisions of this standard should help ensure that process, fluid, or material temperatures are 

maintained and provide electrical, thermal, and mechanical durability to the trace heating system, 

such that in normal use, its performance is reliable and poses no danger to the user or surroundings. 

This standard is to serve as a complementary document to the current version of those national and 

international standards addressing electrical resistance trace heating. 
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2 Normative references  

The following referenced documents are referred to in the text in such a way that some or all of their 

content constitutes requirements indispensable for the application of this document (i.e., they must 

be understood and used, so each referenced document is cited in text and its relationship to this 

document is explained). For dated references, only the edition cited applies. For undated references, 

the latest edition of the referenced document (including any amendments or corrigenda) applies.  

IEC 60519-1, Safety in installations for electroheating and electromagnetic processing – Part 1: General 

requirements  

IEC 60529, Degrees of protection provided by enclosures (IP Code)  

IEC 60695-11-3:2012, Fire hazard testing – Part 11-3: Test flames – 500 W flames – Apparatus and 

confirmational test methods.4 

ANSI Z358.1, American National Standard for Emergency Eyewash and Shower Equipment.2 

ASTM B193-02, Standard Test Method for Resistivity of Electrical Conductor Materials.3 

IEC/IEEE 62395-2:2024, 62395-2-2013, Electrical resistance trace heating systems for industrial and 

commercial applications – Part 2: Application guide for system design, installation and maintenance  

ISO 7240-2:2017, Fire detection and alarm systems – Part 2: Fire detection control and indicating equipment  

ANSI/UL 864, Standard for Control Units and Accessories for Fire Alarm Systems – Control and Indicating 

Equipment  

ASTM D 5025-20 D5025-05, Standard Specification for Laboratory Burner Used for Small-Scale Burning 

Tests on Plastic Materials. 

2 ANSI publications are available from the American National Standards Institute (http:// www .ansi .org/ ) 

3 ASTM publications are available from the American Society for Testing and Materials (http:// www .astm .org/ ). 

4 IEC publications are available from the International Electrotechnical Commission (http:// www .iec .ch) and the American 

National Standards Institute (http:// www .ansi .org/ ). 
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ASTM G155-21, Standard practice for operating xenon arc light apparatus for exposure of nonmetallic 

materials  

NFPA 70®, National Electrical Code®(NEC®).5 

3 Terms and definitions  

For the purposes of this document, the following terms and definitions apply. The IEEE Standards 

Dictionary Online should be consulted for terms not defined in this clause. 6 

ISO, IEC and IEEE maintain terminology databases for use in standardization at the following 

addresses:  

•  IEC Electropedia: available at https://www.electropedia.org/ 

•  ISO Online browsing platform: available at https://www.iso.org/obp 

•  IEEE Standards Dictionary Online: available at http://dictionary.ieee.org  

NOTE 1 General definitions are given in the International Electrotechnical Vocabulary, IEC 60050 

(all parts) [5]. Terms relating to industrial electroheat are defined in IEC 60050-841 [6].  

NOTE 2 The terms defined in this Clause 3 are used both in IEC/IEEE 62395-1 and IEC/IEEE 62395-2.  

3.1 

ambient temperature 

temperature surrounding the object under consideration workpiece, including the trace heating 

device and any thermal insulation or weather barrier that may be applied. 

Note 1 to entry: Where trace heaters or surface heaters are enclosed in thermal insulation, the 

ambient temperature is the temperature exterior to such thermal insulation.  

5 NFPA publications are available from the National Fire Protection Association (http:// www .nfpa .org). 

6 IEEE Standards Dictionary Online is available at: http:// dictionary .ieee .org. 
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3.1.1 

maximum ambient temperature: 

highest specified ambient temperature. 

3.1.2 

minimum ambient temperature: 

lowest specified ambient temperature  

Note 1 to entry: Heat-loss calculations in IEC 62395-2 are based on the minimum ambient 

temperature.  

Lowest ambient temperature specified at which trace heating is operable and performs according to 

specified requirements (and on which heat-loss calculations are based). 

3.2 

branch circuit 

portion of the wiring installation between the overcurrent device protecting the circuit and the trace 

heater(s) or surface heater(s) heating devices. 

certifying agency: Organization that validates that equipment meets tests and standards. 

3.3 

cold lead: 

electrically insulated conductor or conductors used to connect a trace heater or surface heater 

heating device to the a branch circuit and designed so that it does not produce significant heat. 
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3.4 

connection 

termination or splice used to attach trace heaters or surface heaters to power wiring or to connect 

sections of these devices  

3.5 

dead-leg: 

segment of process piping segregated from the normal flow pattern for the purpose of providing a 

heat loss reference.  

3.6 

design loading 

minimum power that meets the design requirements, in the specified adverse conditions (minimum 

ambient and maximum wind velocity), after voltage and resistance tolerances and appropriate 

safety factors have been considered  

[SOURCE: IEC/IEEE 60079-30-1:2015, 3.6]  

3.7 

electrically conductive covering 

metallic braid, metallic sheath, or alternative covering with sufficient conductivity so that, when 

bonded to ground, it will allow a ground fault protective device to operate under a fault condition  

electrical insulation: A dielectric material that insulates each conductor from other conductors or 

from conductive parts at or near earth potential. 
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electrical resistance trace heating (heat tracing): The utilization of electric trace heaters and support 

components that are externally applied and used to maintain or increase the temperature of 

fluids/materials in piping, vessels, or other equipment. Syn: trace heating. 

electrically conductive covering: Metallic sheath, metallic braid, or other conductive material. 

3.8 

end termination: 

termination, which can may be heat producing, applied to a trace heater at the end opposite to that 

where the power is supplied. 

3.9 

factory-fabricated unit : 

trace heater unit or set or surface heater unit or set, including the necessary terminations and 

connections, A trace heating device assembled by the manufacturer, including end terminations and 

connections. 

3.10 

field-assembled unittrace : 

heaters or surface heaters A trace heating device supplied unterminated in bulk form with 

terminating components to be , assembled at the work on site. 

3.11 

heat loss: 

A quantitative value of energy flow from a workpiece, pipe, vessel, or other equipment to its 

surroundings the surrounding ambient temperature. 
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3.12 

heat sink: 

A part that conducts and dissipates heat away from a workpiece the pipe, vessel, or other equipment 

such as supports and valve operators. 

Note 1 to entry: Typical heat sinks are pipe shoes, pipe supports and items of large mass such as 

valve actuators or pump bodies.  

3.13 

heat transfer aids: 

thermally conductive materials, such as metallic foils or heat-transfer compounds used to increase 

the heat-transfer efficiency from the trace heaters or surface heaters heating devices to the 

workpiece. 

3.14 

heater pad 

surface heater, comprising series or parallel connected elements having sufficient flexibility to 

conform to the shape of the surface to be heated 

3.15 

heater panel 

non-flexible surface heater, comprising series or parallel connected elements fabricated to conform 

to the general shape of the surface to be heated  
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3.16 

heating device 

trace heater or surface heater  

3.17 

heating device set 

heating device assembled with the associated parts necessary to connect it to a source of electrical 

supply  

high-limit temperature: The maximum allowable temperature, including the piping, fluid, and 

heating system. 

3.18 

integral component: 

component such as a heat shrink termination, a cold lead connection, a moulded end seal or a splice, 

which conforms may conform to the general shape of the trace heater or surface heater heating 

device and is exposed to the same environment as the trace heater or surface heater heating device, 

which can may be factory-fabricated or field-assembled, and which is not intended to be re-used in 

the event of a repair or modification. 

3.19 

low risk of mechanical damage 

installations and applications where only lower levels of impact and deformation are expected to 

occur  
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3.20 

maximum continuous exposure temperature (trace heater heating device 

de-energized): 

The highest allowable continuous temperature to which the trace heating system can device may be 

continuously exposed as declared by the manufacturer. 

3.21 

maximum intermittent exposure temperature (trace heater energized or 

de-energized): 

The highest allowable intermittent temperature to which a the trace heater can heating device may 

be exposed, as declared by the manufacturer. 

3.22 

maximum maintain temperature 

specified maximum workpiece or process temperature the trace heater can maintain as declared by 

the manufacture  

3.23 

maximum maintain temperature/maximum continuous operating 

temperature (trace heating device energized): 

specified maximum workpiece temperature, the trace heater, can operate heating device operates at 

continuously when energized as declared by the manufacturer. 
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3.24 

maintain temperature: 

specified temperature of a workpiece or process that the trace heaters shall be able to maintain the 

fluid or process material that the trace heating is designed to hold at equilibrium under specified 

design conditions. 

3.25 

maximum sheath temperature: 

maximum temperature of the outermost continuous covering of the a trace heater or surface heater 

heating device. 

3.26 

maximum withstand temperature 

maximum continuous exposure temperature or the maximum intermittent exposure temperature 

(energized or de-energized) whichever is higher, as declared by the manufacturer 

maximum operating or exposure temperature that does not adversely affect the thermal stability of 

the trace heater and its component parts. 

3.27 

minimum installation temperature: 

minimum temperature at which the trace heating system can may be handled and installed as 

recommended by the manufacturer. 

 

Authorized licensed use limited to: Tsinghua University. Downloaded on February 25,2026 at 20:48:44 UTC from IEEE Xplore.  Restrictions apply. 

Full document details: IEEE 62395-1-2024

http://www.avadocuments.com/doc/ieee-62395-1-2024
http://www.avadocuments.com/doc/ieee-62395-1-2024


3.28 

MI (mineral insulated) trace heater: 

mineral insulated metal sheathed trace heater typically containing one or more heating conductors. 

3.29 

operating voltage: 

actual voltage applied to the trace heater or surface heater when in service. 

3.30 

outdoor exposure 

exposure to outdoor conditions of ultraviolet light and moisture  

3.31 

overjacket 

continuous layer of material applied over the trace heater or surface heater to provide mechanical or 

environmental protection 

3.32 

parallel trace heater 

heating elements that are electrically connected in parallel, either continuously or in zones, so that 

the power output per lineal length is maintained, irrespective of any change in length for the 

continuous type or for any number of discrete zones  

ordinary (unclassified) location: A location or area not having a flammable gas, flammable liquid-

produced vapor, combustible dusts, or fibers/flyings. 
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overjacket: A continuous layer of insulating material that may be applied over the electrically 

conductive covering used to protect against corrosion and enhance mechanical protection. 

oversize insulation: A term applied to thermal insulation when the inside diameter of the thermal 

insulation must be larger than the nominal outside diameter of a particular pipe, vessel, or other 

equipment so as to accommodate the trace heater. 

parallel trace heater: A device of linear geometry designed for the purpose of producing heat on the 

principal of electrical resistance, with its heating element being either continuous or in discrete 

zones, such that the power density per unit length is not substantially affected by any change in 

circuit length. 

power connection: The connection between the trace heater and the branch circuit wiring. 

3.33 

rated output: 

total power Total power or the power per unit length or power per unit surface area of the a trace 

heater or surface heater heating device, at rated voltage, temperature, and length or area. 

3.34 

rated voltage: 

voltage assigned by the manufacturer to which operating and performance characteristics of trace 

heaters or surface heaters heating devices are referred. 

3.35 

routine test: 

A test that is carried out performed by the manufacturer of on the trace heater or surface heater on 

all trace heaters or surface heaters and factory fabricated integral components during or after the 

production process. 
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3.36 

series trace heater 

heating elements electrically connected in series with a single current path and with a specific 

resistance at a given temperature for a given length 

runaway pipe temperature: The highest equilibrium pipe (workpiece) temperature that occurs when 

the trace heating device is continuously energized at the maximum ambient temperature. 

3.37 

sheath: 

A uniform and continuous metallic or non-metallic covering enclosing components of the trace 

heater or surface heater heating device to provide protection against influence from the 

surroundings (e.g., corrosion, moisture, abrasion, etc.) . 

Note 1 to entry: See overjacket (3.31).  

3.38 

sheath temperature: 

The temperature of the outermost continuous covering (braid, sheath, or overjacket) that can be 

exposed to the surrounding environment of a trace heater or surface heater that may be exposed to 

the surrounding atmosphere. 

3.39 

stabilized design: 

design method where the temperature of the trace heater or surface heater will heating device, by 

design and use, stabilize stabilizes below the limiting high limit temperature, under the most 

unfavourable unfavorable conditions, without the need for a protective system to limit the 

temperature. 
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3.40 

start-up current: 

current response of a trace heater or surface heater following energization. 

3.41 

surface heater: 

A trace heater pad or trace heater panel. 

3.42 

surface heater unit: 

A surface heater suitably terminated in conformity with the manufacturer's instructions. 

3.43 

system documentation 

information provided by the trace heater manufacturer to allow satisfactory understanding, 

installation and safe use of the trace heating system  

3.44 

tee 

electrical connection of trace heaters, in series or in parallel, to accommodate a branch or a branch 

circuit  

tee connection: Connection of trace heating devices, in series or parallel, to accommodate a branch 

on a pipe, vessel, or other equipment. 

temperature control device: A device that serves to maintain the temperature within a specified 

temperature range. 
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3.45 

temperature controller: 

A device or combination of devices incorporating a means of sensing temperature and of controlling 

the energy supplied power to the trace heater or surface heater . 

3.46 

temperature sensor (sensing element): 

A device designed to respond that responds to temperature providing and provides an electrical 

signal or mechanical operation. 

3.47 

thermal insulation: 

material having air-or gas-filled pockets, voids, or heat reflecting -reflective surfaces that, when 

properly applied, retards the transfer of heat. 

trace heater pad: A heater intended for heating a surface by providing heat over an area, comprising 

series or parallel connected elements, and having sufficient flexibility to conform to the shape of the 

surface to be heated. 

trace heater panel: A non-flexible heater intended for heating a surface by providing heat over an 

area, comprising series or parallel connected elements, and fabricated to conform to the general 

shape of the surface to be heated. 

3.48 

series trace heater: 

A device of linear geometry designed for the purpose of producing heat on the principle of electrical 

resistance, with its heating element electrically connected in series, with a single current path and 

with a specific resistance at a given temperature for a given length. 
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3.49 

trace heater unit: 

(trace heater set): Series trace heater, parallel trace heater, trace heater pad, or trace heater panel 

suitably terminated in conformity with the manufacturer's instructions. 

3.50 

trace heating: 

utilization of trace heaters or surface heaters as well as support components, designed for the 

purpose of producing heat through heating elements electrically connected in series or in parallel, 

used to maintain or raise temperatures of piping, tanks and other surfaces 

See: electrical resistance trace heating (heat tracing). 

trace heating device (trace heater): A device designed for the purpose of producing heat on the 

principle of electrical resistance and typically composed of one or more metallic conductors and/or 

an electrically conductive material, suitably electrically insulated and protected. 

traced tube bundle: Pretraced and thermally insulated instrument tubing that is used for fluid 

transport, containment, or conditioning system. The bundle is factory fabricated and consists of 

tubing, trace heater, thermal insulation, and weatherproof jacket. 

3.51 

type test: 

conformity test made on one or more items representative of the production  

[SOURCE: IEC 60050-151:2001, 151-16-16]  

A test or series of tests carried out on trace heaters and accessories, representative of a type, to 

determine compliance of the design, construction, and manufacturing methods within the 

requirements of this standard. 
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3.52 

weather barrier (cladding): 

material that, when installed on the outer surface of thermal insulation, protects the thermal 

insulation from water or other liquids, ; from physical damage caused by ice pellets, wind, or 

mechanical abuse; and from deterioration caused by solar radiation or atmospheric contamination. 

3.53 

workpiece: 

object to which a trace heater or surface heater is applied the trace heating device is applied, such as 

piping, vessels, tanks, valves, instruments, and similar equipment. 

4 General requirements  

4.1 General  

Electrical resistance trace heating systems within the scope of this document shall be designed and 

constructed so as to help ensure electrical, thermal and mechanical durability and reliable 

performance such that, in normal use, they pose no danger to the user or the surroundings.  

Trace heaters which are identified for use only in areas with a low risk of mechanical damage are 

subjected to a reduced load in the impact tests in 5.2.4 and 5.2.5 and a reduced force in the 

deformation test in 5.2.6 and shall be clearly marked as specified in Clause 7.  

Trace heaters and surface heaters can be supplied with additional mechanical protection to meet the 

requirements of this document if they are supplied as an integral assembly (prefabricated) and shall 

be marked as required by Clause 7, item g).  

Trace heating equipment intended for use in contact with potable water shall be constructed of 

materials that meet relevant toxicity requirements.  
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Trace heaters and surface heaters temperature ratings that are required to conduct the type test in 

this document, shall be stated and controlled by the trace heater manufacturer in their 

documentation and published in their literature. The trace heater manufacturer shall provide 

documentation of the specification of non-metallic materials on which the mechanical strength and 

the electrical insulation depend (between the heater and other conductive parts) which shall include 

identification of the material type. 

4.2 Electrically conductive covering  

Trace heaters and surface heaters shall be provided with an evenly distributed electrically 

conductive covering which shall cover at least 70 % of the surface. Surface heating units shall be 

constructed such that the electrically conductive covering shall be opposite the surface to be heated.  

4.3 Electrical circuit protection requirements for branch circuits  

The minimum requirements for trace heating systems are: 

a)  a means of isolating all live conductors from the supply; 

b)  over-current protection provided for each branch circuit; 

c)  a means of protecting against earth-faults by disconnecting all live conductors. 

The trace heater or surface heater branch circuit electrical protection shall be capable of interrupting 

earth faults, as well as short-circuit faults. An earth-fault protective device or a controller with earth-

fault interruption capability shall be used. The preferred trip level is nominal 30 mA or 30 mA above 

any inherent capacitive leakage characteristic of the heater as specified by the trace heater or surface 

heater supplier. These devices are intended for use in conjunction with circuit overcurrent 

protection. Where conditions of maintenance and supervision help ensure that only qualified 

persons will service the installed systems and continued circuit operation is necessary for the safe 

operation of the equipment or processes, earth-fault detection without interruption is acceptable if 

alarmed in a manner assuring an acknowledged response.  
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4.4 Temperature requirements 

4.4.1 General  

A trace heating system shall be designed so that under all conditions that can reasonably be 

foreseen, the surface temperature of the trace heater or surface heater does not exceed its maximum 

withstand temperature or any maximum system temperature ratings. This shall be achieved by a 

stabilized design or controlled design. In the design process of a system, the temperatures that occur 

have to be considered. All components, for example terminals or glands used with the trace heaters, 

have to resist the adjacent temperatures.  

4.4.2 Stabilized design  

Stabilized design applications, in which the maximum surface temperature of the trace heater or 

surface heater is determined without thermostatic control, shall employ either the systems approach 

specified in 5.2.13.2 or the product approach specified in 5.2.13.3.  

4.4.3 Controlled design: 

The surface temperature obtained through controlled design is based on energy limitation by 

temperature controllers or high temperature limiters. There are no additional requirements for 

temperature controllers and high temperature limiters beyond those of the general industrial 

standards.  

NOTE Typical general industrial requirements for temperature controllers and high temperature 

limiters can be found in the following documents. It is not a requirement of this document that 

conformity to those standards be verified. 

a)  IEC 61010-1, Electrical Equipment for Measurement, Control, and Laboratory Use – Part 1: General 

requirements [7]; 

b)  IEC 60730-2-9, Automatic electrical controls – Part 2-9: Particular requirements for temperature 

sensing control [8]; 
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c)  UL 508, Industrial Controls [9]; 

d)  CSA C22.2 No. 14, Industrial control equipment [10]; 

e)  CSA C22.2 No. 24, Temperature Indicating and Regulating Equipment [11]. 

Design where the set point of the applicable temperature controller or high-limit device is used in 

establishing the maximum sheath temperature. 

4.4.4 Controls and monitoring for fire sprinkler systems and safety 

showers 

4.4.4.1 General  

Temperature controllers and high temperature limiters for fire sprinkler systems and safety showers 

shall comply with 4.4.4.2 and 4.4.4.3.  

Testing requirements for trace heaters and control systems for use with fire sprinkler systems are 

given in 5.6.  

4.4.4.2 Control systems requirements  

Temperature controllers and high temperature limiters for fire sprinkler systems and safety showers 

shall comply with the relevant parts of standards such as: 

a)  Additional design requirements as specified in ISO 7240-2, Fire Detection and Alarm Systems – 

Control and Indicating Equipment; 

b)  ANSI/UL 864, Standard for Control Units and Accessories for Fire Alarm Systems – Control and 

Indicating Equipment, which includes additional design requirements for software control and 

indicating equipment  
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4.4.4.3 Monitoring requirements  

For safety showers, alarms are required to provide indication when ground fault circuit protection 

interrupts the circuit.  

For fire sprinkler lines, the following are required:  

Provisions for annunciating a local audible and visual alarm and providing a supervisory signal to a 

fire alarm system shall be provided for the following conditions depending upon the system design: 

a)  earth/Ground fault; 

b)  low sprinkler system temperature; 

c)  high sprinkler system temperature; 

d)  temperature sensor failure; 

e)  primary controller failure; 

f)  loss of continuity; 

g)  loss on incoming supply voltage; 

h)  any engagement of a secondary high temperature limiter, if provided.  

5 General product Testing 

5.1 Type tests – General purpose tests 

All trace heaters and surface heaters shall meet the requirements of the type tests given in 5.2. Trace 

heaters and surface heaters intended for applications described in Table 1 shall also meet the 

requirements specified in Table 2. The test samples needed for the type tests are summarized in 

Annex A.  
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Samples of a trace heaters selected for testing shall be heater at least 3 m in length, unless otherwise 

specified, shall be selected for testing. 

Integral components shall be subjected to the same type test as the trace heater or surface heater 

unless otherwise noted. 

System components, other than those identified as integral, shall be evaluated in accordance with 

standards relevant to their construction and use.  

Tests shall be conducted at a room temperature between 10 ºC and 40 ºC unless otherwise specified 

stated. 

Separate samples shall be used for each test unless otherwise specified. These shall be prepared in 

accordance with the manufacturer's recommendations. 

Annex E provides a matrix of test requirements for each trace heating device application. 
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Table 1 – Trace heater and surface heater types and related attributes 

 
(New) 
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Table 2 – Applicable tests for trace heaters, surface heaters, and integral 

components, by trace heater and surface heater type 
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(New) 

Integral components shall be subjected to the same tests as the trace heater, except where otherwise 

noted. System components other than those identified as integral shall be evaluated in accordance 

with national and international standards relevant to their construction and use. 

Thermal measuring devices (thermometers, thermocouples, etc.) and the connecting cables shall be 

selected and so arranged that they do not significantly affect the thermal behavior of the trace heater. 

5.2 Type tests – All applications 

5.2.1 Dielectric test  

The dielectric test shall be performed on trace heaters or surface heaters in accordance with Table 3. 

1 on test sample(s) prepared as described in 4.1. 
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Table 3 1 – Test voltages for the dielectric test voltage 

 
(New) 

 

 
(Deleted) 

 

1  For MI trace heaters, the required test voltage shall be reduced to 2U + 500 for products rated at 

or over 30 VAC., or to √2U + 500 for products rated at or over 60 VDC.  

For single conductor series trace heaters or surface heaters the voltage, shall be applied between the 

conductor conductors and the metallic sheath, braid, screen or equivalent electrically conductive 

covering.  

For multi-conductor series trace heaters or surface heaters the voltage shall be applied between the 

conductors connected together and the metallic sheath, braid, screen or equivalent electrically 

conductive covering, and also between each conductor in turn with the remaining conductor(s) 

connected together.  

For parallel trace heaters or surface heaters the voltage shall be applied between the conductors 

connected together and the metallic sheath, braid, screen or equivalent electrically conductive 

covering.  
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Alternatively, the dielectric test can be conducted by submerging the trace heaters or surface heaters 

in tap water at room temperature (resistivity typically 500 Ω·m). The test voltage shall be applied 

between the heating conductors and the water.  

The a rate of rise shall be neither less than 100 V/s nor more than 200 V/s and maintained for 1 min at 

the specified test voltage without dielectric breakdown. The test voltage waveform shall be 

essentially sinusoidal, with a frequency of 45 Hz to 65 Hz.   without dielectric breakdown. 

The test voltage waveform shall be essentially sinusoidal, with a frequency of 45 Hz to 65 Hz. 

Alternatively, the dielectric test may be conducted by submerging the trace heater in tap water at 

room temperature (resistivity typically 500 Ω·m). The electrically conductive covering shall be 

bonded to the water and the voltage shall be applied between conductors and the water. 

When determining U, the correct use of phase-to-phase or phase-to-neutral voltage levels shall be 

considered.  

For type tests 4.1.3, 4.1.5, and 4.1.7 through 4.1.9, and the routine test in 4.3.2 for MI trace heaters the 

required test voltage is reduced to 2×E+500 V ac for trace heaters rated over 30 V ac, or to   

V dc for trace heaters rated over 60 V dc in type tests, due to the dielectric characteristics of the MI 

trace heater construction and electrical insulation materials. 

5.2.2 Electrical insulation resistance test 

The electrical insulation resistance shall be measured on the test sample(s) prepared in accordance 

with 5.1 test shall be conducted after the dielectric test specified in 5.2 4.1.1. on the same test 

sample(s). 

For single conductor series trace heaters or surface heaters the resistance of the electrical insulation 

shall be measured between the conductor conductors and the metallic sheath, braid, screen or 

equivalent electrically conductive covering. , 
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For multi-conductor series trace heaters or surface heaters where the conductors are electrically 

insulated from each other, the resistance of the electrical insulation shall be measured between the 

conductors connected together and the metallic sheath, braid, screen or equivalent electrically 

conductive covering, and also between each conductor in turn with the remaining conductor(s) 

connected together. 

For parallel trace heaters or surface heaters the resistance of the electrical insulation shall be 

measured between the conductors connected together and the metallic sheath, braid, screen or 

equivalent electrically conductive covering. 

The insulation resistance shall be measured by means of a DC source voltage of at least 500 V dc. 

The measured value shall be not be less than 50 MΩ. 

Alternatively the insulation resistance test may be conducted by submerging the trace heater in tap 

water at room temperature (resistivity typically 500 Ω·m). The electrically conductive covering shall 

be bonded to the water and the voltage shall be applied between the conductors and the water. 

5.2.3 Flammability test  

A flammability test shall be performed on trace heaters and surface heaters and also on trace heaters 

and surface heaters with integral components. The full range of sizes shall be capable of complying 

with the test. The test shall be made carried out in a room free from draughts drafts and in a flame 

chamber or fume hood with a minimum volume of 0, . 5 cubic meters m3. For the trace heaters, the 

sample shall be at least 450 mm in length, and shall be supported in a vertical position. For surface 

heaters the sample width shall be as above with a width of 80 mm.  

A gummed unbleached paper indicator shall be wrapped once around the sample so that it projects 

20 mm from the sample. The paper indicator shall be positioned 250 mm above the point at which 

the inner blue cone of the flame contacts the sample. A layer of dry, pure surgical cotton not more 

than 6 mm in depth shall be placed underneath the sample so that the distance from the cotton to the 

point of the flame application is approximately 250 mm.  
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A laboratory burner as described in ASTM D5025-057 or in IEC 60695-11-3 or in ASTM D 5025-20 

shall be used for the test. The fuel shall be methane, natural gas, propane, or butane with the 

following properties: 

a) Methane or natural gas – :For methane: technical grade, 98 % minimum purity; for methane or 

natural gas: a heating value of (37 ± 1) MJ/m3 at 25 °C 

b)  Propane – :Technical grade, 98 % minimum purity, a heating value of (94 ± 2) MJ/m3 at 25 °C 

c)  Butane – :CP grade, 99 % minimum purity, a heating value of (120 ± 3) MJ/m3 at 25 °C 

As shown in Figure 1 5, the flame shall be adjusted to a 130 mm height with a 40 mm inner blue 

cone. The burner shall be tilted to an angle of 20° from the vertical and the flame applied to the test 

sample trace heater so that the tip of inner blue cone of the flame touches the specimen at a point 250 

mm below the unbleached paper indicator and approximately 150 mm from the bottom of the 

sample. 

For integral components termination assemblies, the flame shall be set such that it contacts the 

component material at the midpoint most vulnerable point. Clamps used to support the sample shall 

be above the paper indicator and at least 80 mm below the point of flame application. If additional 

stability is needed for the testing of some integral components, then a steel wire and weight can be 

utilized to secure the component provided that the flame does not contact the steel wire or weight. 

Details of the test fixture required to achieve minimum influence on the test may vary based on 

heater and component properties and shall be agreed between manufacturer and test agency.  

For surface heater samples heaters, the flame is applied at the horizontal mid-point of the sample, 

with the unbleached paper indicator vertically above the flame using dimensions as shown in Figure 

1.5.  

 

 

7 Information on references can be found in Clause 2. 
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The laboratory burner shall be moved towards toward the sample until the inner blue cone touches 

the sample; (see Figure 1. 5). The flame shall be applied for 15 s and , then removed for 15 s, until 

five such applications have been made.  

The test results shall be considered satisfactory if the sample trace heater does not support 

combustion for more than 1 min after the fifth application of the flame, does not burn more than 25 

% of the extended unbleached paper indicator, and does not ignite the cotton from burning falling 

particles.  

NOTE— This specification is equivalent to the ignition sources specified in the IEC 60695-11-3 and 

ASTM D 5207 standards.8 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 

 

 

8 Notes in text, tables, and figures of a standard are given for information only and do not contain requirements needed to 

implement this standard. 
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Figure 1 5– Flammability test 
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5.2.4 Room temperature impact test  

NOTE Electric trace heaters and surface heaters are, in the majority of applications, covered by 

thermal insulation and therefore afforded some mechanical protection. In some situations, however, 

trace heaters and surface heaters are not mechanically protected by thermal insulation. For example, 

during installation before the thermal insulation is applied or where the trace heater exits from the 

thermal insulation into a junction box or outdoor exposed area installations.  

A Each sample approximately 450 mm in length is placed on a rigid flat steel plate (with a mass 

equal to or greater than 20 kg, approximately 195 mm × 195 mm × 70 mm). The plate is positioned on 

a rigid substrate such that the impact energy absorbed by the substrate is negligible. The sample is 

then positioned underneath an intermediate piece of hardened steel in the shape of a horizontal half-

cylinder with a diameter of 25 mm. This cylinder shall have a length of 25 mm with smoothly 

rounded edges to a radius of approximately 5 mm when used to test surface heaters (see Figure 2 3). 

For the test, the cylinder is laid horizontally on the sample. A trace heater having a non-circular 

cross-section shall be so positioned that the impact is applied along the minor axis (i.e., the sample 

trace heater is positioned flat on the steel plate).  

Other than in tests on electrical trace heaters intended for use in applications with low risk of 

mechanical damage, a hammer with a mass of   kg shall be allowed to fall once onto the 

horizontal cylinder from a height of   

For trace heaters and surface heaters intended for use in applications with low risk of mechanical 

damage in accordance with 4.1, the height can be reduced to  Trace heaters or surface 

heaters submitted to such a test shall be examined by the testing body to verify that the 

manufacturer's installation instructions adequately caution the user as to its reduced mechanical 

capability [see Clause 7 item i)]. 

Immediately after impact, conformity is verified by testing the electrical insulation in accordance 

with 5.2.1 4.1.1 and 5.2.2 4.1.2 while the steel cylinder and hammer are still in place on the sample.  
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