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INTERNATIONAL ELECTROTECHNICAL COMMISSION

BUSHINGS FOR DC APPLICATION

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote international
co-operation on all questions concerning standardization in the electrical and electronic fields. To this end and
in addition to other activities, IEC publishes International Standards, Technical Specifications, Technical Reports,
Publicly Available Specifications (PAS) and Guides (hereafter referred to as "IEC document(s)"). Their
preparation is entrusted to technical committees; any IEC National Committee interested in the subject dealt with
may participate in this preparatory work. International, governmental and non-governmental organizations liaising
with the IEC also participate in this preparation.

IEEE Standards documents are developed within IEEE Societies and Standards Coordinating Committees of the
IEEE Standards Association (IEEE SA) Standards Board. |[EEE develops its standards through a consensus
development process, approved by the American National Standards Institute, which brings together volunteers
representing varied viewpoints and interests to achieve the final product. Volunteers are not necessarily members
of IEEE and serve without compensation. While IEEE administers the process and establishes rules to promote
fairness in the consensus development process, IEEE does not independently evaluate, test, or verify the
accuracy of any of the information contained in its standards. Use of IEEE Standards documents is wholly
voluntary. IEEE documents are made available for use subject to important notices and legal disclaimers (see
https://standards.ieee.org/ipr/disclaimers.html for more information).

IEC collaborates closely with IEEE in accordance with conditions determined by agreement between the two
organizations. This Dual Logo International Standard was jointly developed by the IEC and IEEE under the terms
of that agreement.

2) The formal decisions of IEC on technical matters express, as nearly as possible, an international consensus of
opinion on the relevant subjects since each technical committee has representation from all interested IEC
National Committees. The formal decisions of IEEE on technical matters, once consensus within IEEE Societies
and Standards Coordinating Committees has been reached, is determined by a balanced ballot of materially
interested parties who indicate interest in reviewing the proposed standard. Final approval of the IEEE standards
document is given by the IEEE Standards Association (IEEE SA) Standards Board.

3) IEC/IEEE Publications have the form of recommendations for international use and are accepted by IEC National
Committees/IEEE Societies in that sense. While all reasonable efforts are made to ensure that the technical
content of IEC/IEEE Publications is accurate, IEC or IEEE cannot be held responsible for the way in which they
are used or for any misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications
(including IEC/IEEE Publications) transparently to the maximum extent possible in their national and regional
publications. Any divergence between any IEC/IEEE Publication and the corresponding national or regional
publication shall be clearly indicated in the latter.

5) IEC and IEEE do not provide any attestation of conformity. Independent certification bodies provide conformity
assessment services and, in some areas, access to IEC marks of conformity. IEC and IEEE are not responsible
for any services carried out by independent certification bodies.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or IEEE or their directors, employees, servants or agents including individual
experts and members of technical committees and IEC National Committees, or volunteers of IEEE Societies and
the Standards Coordinating Committees of the IEEE Standards Association (IEEE SA) Standards Board, for any
personal injury, property damage or other damage of any nature whatsoever, whether direct or indirect, or for
costs (including legal fees) and expenses arising out of the publication, use of, or reliance upon, this IEC/IEEE
Publication or any other IEC or IEEE Publications.

8) Attention is drawn to the normative references cited in this publication. Use of the referenced publications is
indispensable for the correct application of this publication.

9) Attention is drawn to the possibility that implementation of this IEC/IEEE Publication may require use of material
covered by patent rights. By publication of this standard, no position is taken with respect to the existence or
validity of any patent rights in connection therewith. IEC or IEEE shall not be held responsible for identifying
Essential Patent Claims for which a license may be required, for conducting inquiries into the legal validity or
scope of Patent Claims or determining whether any licensing terms or conditions provided in connection with
submission of a Letter of Assurance, if any, or in any licensing agreements are reasonable or non-discriminatory.
Users of this standard are expressly advised that determination of the validity of any patent rights, and the risk
of infringement of such rights, is entirely their own responsibility.
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IEC/IEEE 65700-19-03 has been prepared by a joint working group of sub-committee 36A:
Insulated bushings, of IEC technical committee 36: Insulators and Bushing, in cooperation with

subcommittee of the IEEE-PES transformer committee !, under the IEC/IEEE Dual Logo
Agreement between |IEC and IEEE. It is an International Standard.

This document is published as an IEC/IEEE Dual Logo standard.

This second edition cancels and replaces the first edition published in 2014. This edition
constitutes a technical revision.

This edition includes the following significant technical changes with respect to the previous
edition:

a) service experiences as well as established market requirements have been harmonized with
existing IEC and IEEE standards, primarily IEC 60137, Insulated bushings for alternating
voltages above 1 000 V, and IEEE Std C57.19.00™, /EEE Standard General Requirements
and Test Procedures for Outdoor Power Apparatus Bushings;

b) inclusion of voltage source converter (VSC) technologies

The text of this International Standard is based on the following IEC documents:

Draft Report on voting

36A/255/FDIS 36A/260/RVD

Full information on the voting for its approval can be found in the report on voting indicated in
the above table.

The language used for the development of this International Standard is English.

This document was drafted in accordance with the rules given in the ISO/IEC Directives, Part 2,
available at www.iec.ch/members_experts/refdocs. The main document types developed by IEC
are described in greater detail at www.iec.ch/publications/.

The IEC Technical Committee and IEEE Technical Committee have decided that the contents
of this document will remain unchanged until the stability date indicated on the IEC website
under webstore.iec.ch in the data related to the specific document. At this date, the document
will be

e reconfirmed,

e withdrawn, or

e revised.
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INTRODUCTION

In this second edition of IEC/IEEE 65700-19-03, service experiences as well as established
market requirements have been harmonized with existing IEC and IEEE standards, primarily:

IEC 60137, Insulated bushings for alternating voltages above 1 000 V

IEEE Std C57.19.00™, |EEE Standard General Requirements and Test Procedures for Outdoor
Power Apparatus Bushings

Voltage source converter (VSC) technologies have also been included.

Documents
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BUSHINGS FOR DC APPLICATION

1 Scope

This International Standard applies to outdoor and indoor bushings of any voltage used on DC
systems, of capacitance graded or gas insulated types for use as components of liquid-filled
converter transformers and smoothing reactors, as well as air-to-air DC bushings. It applies to
both line commutated converter (LCC), as well as voltage source converter (VSC) technologies.
This document does not apply to the following:

e cable terminations (potheads);

e bushings for instrument transformers;

e bushings for test power supplies;

e bushings applied with gaseous insulation (other than air at atmospheric pressure) external
to the bushing;

e bushings for industrial application;
e bushings for traction application;

e bushings for distribution class transformers.

This document refers to IEC 60137 for general terms and conditions and defines the special
terms used, operating conditions, ratings, test procedures as well as general mechanical and
electrical requirements for bushings for DC application.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies.
For undated references, the latest edition of the referenced document (including any
amendments) applies.

NOTE For this document, bushings complying with IEC standards (IEC profile, 3.1.20) refer to IEC documents, and
bushings complying with IEEE standards (IEEE profile, 3.1.21) refer to IEEE documents, unless stated otherwise. A
cross-reference list is given in Annex F.

IEC 60050, International  Electrotechnical Vocabulary (IEV). Available from:
http://www.electropedia.org/

IEC 60060-1:2010, High-voltage test techniques — Part 1. General definitions and test
requirements

IEC 60071-1, Insulation co-ordination — Part 1: Definitions, principles and rules

IEC 60071-11, Insulation co-ordination — Part 11 : Definitions, principles and rules for HVYDC
system

IEC 60076-1, Power transformers — Part 1: General
IEC 60076-2, Power transformers — Part 2: Temperature rise for liquid-immersed transformers

IEC 60076-7, Power transformers — Part 7: Loading guide for mineral-oil-immersed power

transformers
Documents
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IEC 60137:2017, Insulated bushings for alternating voltages above 1 000 V
IEC 60270, High-voltage test techniques — Partial discharge measurements

IEC 60296, Fluids for electrotechnical applications — Mineral insulating oils for electrical
equipment

IEC 60376, Specification of technical grade sulphur hexafluoride (SFg) and complementary
gases to be used in its mixtures for use in electrical equipment

IEC 60422, Mineral insulating oils in electrical equipment — Supervision and maintenance
guidance

IEC TS 60815-1, Selection and dimensioning of high-voltage insulators intended for use in
polluted conditions — Part 1: Definitions, information and general principles

IEC TS 60815-2, Selection and dimensioning of high-voltage insulators intended for use in
polluted conditions — Part 2: Ceramic and glass insulators for a.c. systems

IEC TS 60815-3, Selection and dimensioning of high-voltage insulators intended for use in
polluted conditions — Part 3: Polymer insulators for a.c. systems

IEC TS 60815-4, Selection and dimensioning of high-voltage insulators intended for use in
polluted conditions — Part 4: Insulators for d.c. systems

IEC TS 61245, Artificial pollution tests on high-voltage ceramic and glass insulators to be used
on d.c. systems

IEC 61462, Composite hollow insulators — Pressurized and unpressurized insulators for use in
electrical equipment with AC rated voltage greater than 1 000 V AC and D.C. voltage greater
than 1 500 V — Definitions, test methods, acceptance criteria and design recommendations

IEC 62155, Hollow pressurized and unpressurized ceramic and glass insulators for use in
electrical equipment with rated voltages greater than 1 000 V

IEC/IEEE 60076-57-129:2017, Power transformers — Part 57-129: Transformers for HVDC
applications

IEEE Std 4™, |[EEE Standard Techniques for High-Voltage Testing

IEEE Std 430™, |[EEE Standard Procedures for the Measurement of Radio Noise from Overhead
Power Lines and Substations

IEEE Std C37.123™, |EEE Guide to Specifications for Gas-Insulated, Electric Power Substation
Equipment

IEEE Std C62.82.1™ |EEE Standard for Insulation Coordination — Definitions, Principles, and
Rules

IEEE Std C62.82.2™, |[EEE Guide for the Application of Insulation Coordination

IEEE Std C57.106™, |[EEE Guide for Acceptance and Maintenance of Insulating Oil in
Equipment

IEEE Std C57.113™, |[EEE Recommended Practice for Partial Discharge Mea [
Liquid-Filled Power Transformers and Shunt Reactors Sﬂf‘fﬂfﬂlﬁents
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IEEE Std C57.12.00™, |EEE Standard for General Requirements for Liquid-Immersed
Distribution, Power, and Regulating Transformers

IEEE Std C57.12.10™, |[EEE Standard Requirements for Liquid-Immersed Power Transformer
IEEE Std C57.12.80™, |EEE Standard Terminology for Power and Distribution Transformers

IEEE Std C57.12.90™, |[EEE Standard Test Code for Liquid-Immersed Distribution, Power, and
Regulating Transformers

IEEE Std C57.12.91™, |EEE Standard Test Code for Dry-Type Distribution and Power
Transformers

IEEE Std C57.19.00™, |EEE General Requirements and Test Procedures for Outdoor
Apparatus Bushings (ANSI)

IEEE Std C57.19.01™, |[EEE Standard for Performance Characteristics and Dimensions for
Power Transformer and Reactor Bushings

IEEE Std C57.19.100™ |EEE Guide for Application of Power Apparatus Bushings

IEC/IEEE 60076-57-129:2017, Power transformers — Part 57-129: Transformers for HVDC
applications

CISPR 16-1 (all parts), Specification for radio disturbance and immunity measuring apparatus
and methods

CISPR 18-2, Radio interference characteristics of overhead power lines and high-voltage
equipment — Parts 2: Methods of measurement and procedure for determining limits

3 Terms, definitions, acronyms and variables

3.1 Terms and definitions

For the purposes of this document, the terms and definitions given in IEC 60137 and IEC 60050
apply to bushing complying with IEC documents (IEC profile, 3.1.20), the terms and definitions
given in IEEE C57.19.00 and the IEEE Standards Dictionary Online 2 apply to bushings
complying with IEEE documents (IEEE profile, 3.1.21), and the following apply to both profiles.

ISO and IEC maintain terminology databases for use in standardization at the following
addresses:

o |EC Electropedia: available at https://www.electropedia.org/

e |SO Online browsing platform: available at https://www.iso.org/obp

3.1.1

DC bushing

bushing subject to DC voltage stress, i.e. bushings applied to the valve winding side of a
converter transformer, bushings applied to a DC smoothing reactor, wall bushing, or a bushing
applied to a converter valve

2 Subscription is available at http://www.ieee.org/portal/innovate/products/standard/standards mcanQQruments
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3.1.2

bushing for pure DC application

DC bushing subject to a DC voltage with only a small AC voltage ripple, such as applied on the
high voltage side of a DC converter valve

3.1.3

bushing for combined voltage applications

DC bushing subject to a large AC voltage superimposed on a DC bias voltage, such as a
bushing applied to the valve winding side of a converter transformer

3.1.4

AC bushing

bushing subject to AC voltage stress with a negligible amount of DC offset, i.e. bushings applied
to the valve winding side of a converter transformer in a symmetrical VSC configuration.

3.1.5
wall bushing
bushing intended to be mounted on the wall (roof) of a building such as a converter valve hall

3.1.6
tilted bushing
bushing intended to be mounted at an angle of 20° to 70° from the vertical

3.1.7
vertical bushing
bushing intended to be mounted vertically or at an angle not exceeding 20° from the vertical

3.1.8
horizontal bushing
bushing intended to be mounted horizontally or at an angle 70° to 90° from the vertical

3.1.9
draw-lead bushing
bushing that will allow use of a draw-lead conductor

3.1.10

draw-lead conductor

cable or solid conductor that has one end connected to the transformer or reactor winding and
the other end drawn through the central tube of the bushing and connected to the top of the
bushing

3.1.11

internal insulation

Insulating material provided in a radial direction around the energised conductor in order to
insulate it from the ground potential

3.1.12
dissipation factor
tangent of the dielectric loss angle

Note 1 to entry: For small values of dielectric loss, the dissipation factor is virtually equal to the insulation power
factor.
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3.1.13

insulation power factor

ratio of the power dissipated in the insulation, in watts, to the product of the effective voltage
and current in volt-amperes, when tested under a sinusoidal voltage and prescribed conditions

Note 1 to entry: The insulation power factor is equal to the cosine of the phase angle between the voltage and the
resulting current when both the voltage and current are sinusoidal.

3.1.14
partial discharge
discharge that does not completely bridge the insulation between electrodes

Note 1 to entry: The term corona is preferably reserved for partial discharge in air around a conductor, but not
within the bushing assembly.

3.1.15

corona

external partial discharge due to ionisation of the air surrounding a conductor caused by a
voltage gradient exceeding a critical value

3.1.16

radio interference voltage

high-frequency voltage generated as a result of partial discharge or corona, which may be
propagated by conduction, induction, radiation or a combined effect of all three

3.1.17
polarity
polarity of the DC voltage with respect to ground, for example positive or negative

3.1.18
polarity reversal
change of voltage polarity from positive to negative or from negative to positive polarity

3.1.19

insulating barriers

set of barriers which form part of the insulation structure of the converter transformer or
smoothing reactor at the liquid end of the DC bushing

Note 1 to entry: Usually supplied for DC systems of nominal voltage above 150 kV.

3.1.20
IEC profile
iteration of the document where the user of this document follows the IEC references

3.1.21
IEEE profile
iteration of this document where the user of this document follows the IEEE references

3.2 List of acronyms and variables

leq.DC is the total equivalent (or test) DC current;

1, is the magnitude of the Ath harmonic current, including fundamental frequency,
through the bushing;

Liestac  is the applied fundamental frequency AC current during the thermal test;

Rac is the resistance of the current carrying parts of the bushing under test at fundamental
(or test) frequency;
Rpe is the DC resistance of the load current carrying part of the bushing under test;
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Ry is the AC resistance of the load current carrying part of the bushing at the Ath
harmonic including fundamental frequency;

Uy is the rated voltage (see 5.1.1 and 5.1.2);

Upc is the AC RMS test voltage for measurement of partial discharge;

U, is the magnitude of the 4th harmonic voltage, including fundamental frequency, at the
bushing;

Udm is the highest DC voltage per valve bridge, i.e. across each six-pulse bridge for LCC
and across the whole converter for VSC;

Upc is the DC withstand test voltage;

Upr is the polarity reversal test voltage (DC voltage);

Uvm is the maximum phase-to-phase AC operating voltage of the valve windings of the
converter transformer on which the bushing will be assembled. The parameter also
applies to wall bushings installed on the ac-side of the converter valve;

N is, for LCC, the number of six-pulse bridges in series from the neutral of the DC line
to the converter bridge connected to the bushing when mounted on the converter
transformer. The parameter also applies to wall bushings installed on the ac-side of
the converter valve. For VSCg,, N is equal to 0,5. For VSCysypm, N is equal to 1
(Annex C shows a few converter configurations and how N should be selected for
those);

LCC Line Commutated Converters;

VSC Voltage Source Converters (bushings used in VSC schemes are reviewed in
Annex A);

V§Csym  Symmetric VSC, one DC terminal has positive DC voltage (Uyy,/2) and the other has
negative DC voltage (- Uy,,/2), earth potential is in the middle;

VS§Casym Asymmetric VSC, one DC terminal at (or close to) earth potential and the other has
high DC voltage (Uy,);

Cy Altitude correction factor for pollution performance;

Cy Correction factor for effect of the average diameter of the selected insulator;

CF Creepage factor. It is a typical parameter of insulators sheds profiles. Ratio between
the creepage and arcing distances;

D, Insulator average diameter (See IEC TS 60815-2 and IEC TS 60815-3);

Dy Reference insulator average diameter (typically Dy = 250 mm);

H Altitude above sea level;

HTM Hydrophobicity Transfer Material (See IEC 62039);

I Total creepage distance of the selected insulator;

S Arcing distance of the selected insulator;

RUSCD  Reference Unified Specific Creepage Distance [mm/kV] (for pure AC insulators);
RUSCDy. Reference Unified Specific Creepage Distance [mm/kV] (for DC or combined voltage
insulators);

USCD Unified Specific Creepage Distance [mm/kV] corrected by average diameter of the
selected insulator and altitude;
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Up Base Voltage for creepage distance:
e The value of the rated continuous DC voltage to ground for bushings in pure DC
application.

e The RMS value of the AC + DC voltage components to ground for bushings in
combined voltage application.

4 Profiles and use of normative references

This document can be used with either IEC or IEEE normative references, but the references
shall not be mixed. For the IEC profile (3.1.20), IEC references are used; for the IEEE profile
(3.1.21), IEEE references are used. The purchaser shall include in the enquiry and order which
normative references are to be used. By default, if the choice of normative references is not
specified, IEC references shall be used. For bushings intended for installation in North America,
IEEE references are used. All the requirements in IEC 60137 or IEEE Std C57.19.00 are valid
unless specific requirements are given in this document. In case of conflicting requirements,
this document shall prevail.

5 Ratings

5.1 Rated voltages
5.1.1 Rated continuous DC voltage

The rated continuous DC voltage is the maximum continuous DC voltage assigned to the
bushing for specified operating conditions.

5.1.2 Rated peak voltage

The rated peak voltage is the maximum value of the combination of DC voltage plus peak AC
voltage of fundamental frequency that the bushing is required to withstand under the specified
operating conditions.

5.1.3 Rated harmonic voltages

The rated harmonic voltages that the bushing is required to withstand shall be given by the
purchaser.

5.2 Insulation levels

According to IEC 60071-11 the insulation levels for bushings used in DC applications do not
generally follow the standard values of insulation level given in IEC 60071-1. The purchaser
shall specify the insulation levels. The methods of calculation for test voltages are given in the
relevant clauses of this document.

NOTE Insulation levels for AC bushings according to 3.1.4 used in the VSCqym scheme are to be agreed between

the parties, considering the insulation levels for operating voltage and consistency between the different types of
tests in IEC 60137 or IEEE C57.19.01.

5.3 Rated currents
5.3.1 General

The definition of rated current depends on the bushing application. If the bushing is one for pure
DC application, the ratings are defined in 5.3.2. If the bushing is one for combined voltage
application, the ratings are defined in 5.3.3.
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5.3.2 Pure DC voltage applications
5.3.2.1 Rated continuous current

For VSC and LCC, the rated continuous current is the RMS value of the maximum continuous
DC current and maximum frequency AC current that the bushing is required to carry under the
specified operating conditions. See equation (1).

Iv:\)Igc"'[gc (1)

where

1, is the RMS value of the current (through the bushing);

Iyc is the DC current (through the bushing);

Iy is the AC current including harmonic content (through the bushing).

NOTE The equivalent test current for the temperature rise test is to be be considered for the design of the bushing.
5.3.2.2 Rated overload current

For VSC and LCC, the rated overload current is the RMS value of the maximum DC current and
the maximum AC current that the bushing is required to carry for a stated duration of time and
ambient temperature. The purchaser shall specify the current magnitudes, durations, and
frequency of occurrences. See Equation (1).

5.3.2.3 Rated momentary short-time current

The rated momentary short-time current is the current flowing through the bushing at the major
peak of the maximum cycle as determined from the envelope of the current wave. This current
is expressed as the root mean-square value including the AC and DC component. Duration of
momentary current shall be 1 s unless otherwise specified.

5.3.3 Combined voltage applications

5.3.3.1 General
e For LCC, the bushing is usually required to carry AC current.

e For VSC, the bushing is usually required to carry a combination of AC and DC current.

5.3.3.2 Rated continuous current

e For LCC, the rated continuous AC current is the RMS equivalent of the actual current wave
shape (including fundamental and harmonic frequency components) that the bushing is
required to carry based on the DC rated load current commutated with zero commutating
reactance.

1V=1dx\/§z1dxo,816 (2)

where
I, is the RMS value of the AC side current;

14 is the DC side current.

Based on zero overlap angle at zero commutating reactance and infinite inductﬂbeﬁlments
load in the DC side.
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e For VSC, the rated continuous current is the RMS value of the maximum continuous DC
current and maximum continuous fundamental frequency AC current that the bushing is
required to carry. See Equation (1).

5.3.3.3 Rated overload current

e For LCC, the rated AC overload current is the maximum alternating current that the bushing
is required to carry for a stated duration of time and ambient temperature. It shall be the
RMS equivalent of the actual current waveshape that the bushing is required to carry based
on the DC rated overload current commutated with zero commutating reactance and infinite
inductance of the load in the DC side.

e For VSC, the rated overload current is the RMS value of the maximum AC and DC currents
that the bushing is required to carry for a stated duration of time and ambient temperature.
The purchaser shall specify the current magnitudes, durations, and frequency of
occurrences.

5.3.34 Rated momentary short-time current

The rated momentary short-time current is the current flowing through the bushing at the major
peak of the maximum cycle as determined from the envelope of the current wave. This current
is expressed as the root mean-square value including the AC and DC component. Duration of
momentary current shall be 1 s unless otherwise specified.

5.4 Rated frequency

Rated frequency is the frequency of the AC system to which the bushing is connected. Rated
frequency for bushings for pure DC application is "DC".

5.5 Unified Specific Creepage Distance

The concepts for assessment of on-site pollution severity, the aspects relating to the sizing of
the AC and DC insulators, as well as the verification of their performance under these conditions
are described in [IEC TS 60815-1, IEC TS 60815-2, IEC TS 60815-3, and IEC TS 60815-4.

For HVDC bushings defined in 3.1.1 and 3.1.2, reference document is IEC TS 60815-4. The
parameter necessary for HVDC insulator dimensioning, based on the site pollution severity
conditions, is the minimum reference DC specific creepage distance RUSCD.. This parameter

shall be specified by the purchaser.

NOTE 1 The experiences in pollution tests performed with combined AC + DC voltage are still limited. Consequently,
for bushings for combined voltage application, it is advisable to use the test data and dimensioning concepts related
to pure DC voltage applications. The results will be more conservative and will respect the criteria for pure AC
applications.

For bushings that are not subject to DC components, the reference documents are
IEC TS 60815-2, and IEC TS 60815-3, respectively for ceramic and composite insulators, and
RUSCD is the parameter to be specified by the purchaser.

For HVDC bushings the minimum creepage distance may be determined from the RUSCD 4. by:

USCD = RUSCDy; xCyq % Cy (3)
[ = Uy, xUSCD (4)
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Where the correction factor Cy is:

For HTM materials in conditions with no potential loss of

Cd=1

hydrophobicity

(%)

For HTM materials in conditions with potential loss of hydrophobicity

17
2]
Cy=|=2
Dy

For non-HTM material,

(6)

(7)

NOTE 2 The HTM property, typical of high-grade silicone materials, is subject to progressive reduction. For this
reason, it is advisable to size the insulators with silicone housing, as for HTM material with risk of loss of

hydrophobicity.

The coefficient C, is:

oas{ 1109
Cy=e
The voltage U, is:
For bushings in pure DC application
Up = Uy

For bushings in combined voltage application

sz\/((N ~0,5)xUgn)? +[

NOTE 3 Information on how to select the value "N" in the equations

(8)
9)
2
Uﬂj (10)
J3
above can be found in 3.2.
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Based on the selected insulator sheds profile, it is possible to calculate the insulator arcing
distance by its creepage factor:

§=— (11)

Completed the insulator design, including the selection of the shed material and profile, it shall
be necessary to proceed with its verification in accordance with the procedure indicated in
IEC TS 60815-4.

For indoor bushings not exposed to the external environment and installed inside a humidity
conditioned ambient, the minimum RUSCD, shall be 17 mm/kV.

If artificial pollution tests are required, they shall be performed in accordance with 11.2.

Annex E illustrates some examples of calculation of creepage and arcing distances of insulators
for HVDC bushings.

6 Operating conditions

6.1 General

Bushings conforming to this standard shall, unless otherwise stated, be suitable for operation
at rated values under conditions defined in IEC 60137 and IEEE Std C57.19.00 and summarized
as follows:

a) The ambient air temperature is within the limits specified in Table 1.

b) Altitude does not exceed 1 000 m.

c) The temperature of the transformer insulating liquid in which the liquid end of the bushing
is immersed is within the limits specified in Table 1.

d) The temperatures and temperature rise of external connections and metal parts in contact
with insulating materials do not exceed the limits given in Table 2 of IEC 60137:2017.

e) No moisture condensation is present on the outer surface of the indoor part of outdoor-
indoor bushings, indoor bushings, and indoor-immersed bushings.

Table 1 — Temperature of ambient air and immersion media

Subject Temperature IEC Temperature IEEE

°C °C

Ambient air:

— maximum outdoors 40 40

— maximum indoors (valve hall) a a

— maximum daily mean (open air) 30 30

— maximum daily mean (air-insulated ducting) 70 70

— maximum annual mean 20 n/a

— minimum indoors (valve hall) 5 n/a

—  minimum outdoor -30 -30
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Subject Temperature IEC Temperature IEEE
°C °C

Liquid in transformers:
— maximum

o for rated power 100 105

e for long time emergency duty ° 115 110
— maximum daily mean 90 95
Other media:
(gaseous and non-gaseous) c

The daily mean temperature of the immersion medium should be calculated by averaging 24 consecutive hourly
readings.

By agreement between purchaser and supplier, other temperature ranges may be adopted.

a8 Maximum valve hall temperature shall be specified for each specific project and that the maximum valve hall
ambient temperature is normally ranging from 40 °C to 60 °C depending of the technology used.

The values for liquid in transformers are in accordance with IEC 60076-1 and IEC 60076-2. The value for
emergency duty is in accordance with IEC 60076-7.

In the absence of other information, reference should be made in principle to the corresponding apparatus
standard for which the bushing is intended, whereby particular attention should be paid to bushings one end of
which is to be immersed in gas.

6.2 Factors affecting design, testing and application

Where particular operating conditions exist, they shall be specified by the purchaser.

Examples of such conditions are as follows:

a) The ambient air temperature, for bushings operating wholly or partially in the valve hall. It
is common to have a maximum HVDC valve hall air temperature well over the standardised
40 °C maximum air temperature. Values up to 60 °C are of usual practice. Such high
ambient air temperatures have significant effects on dielectric withstand as well as maximum
operating temperature. If a valve hall air ambient temperature exceeding 40 °C is specified
care should be taken regarding dielectric withstand performance as well as maximum
operating temperature.

b) Particular pollution conditions.

¢) Inclination.

d) Seismic loading.

e) Vibrations or shocks.

f) Transportation or storage conditions.
g) Other thermal conditions.

h) Damaging fumes or vapours, excessively abrasive or conducting dusts, explosive mixtures
of dust or gases, salt spray, icing, etc.

i) Proximity of insulating barriers or earthed walls within the transformer or reactor.
j) Proximity of the walls or roof of a building.

k) Ice loading conditions.

[) Overloads.
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6.3 Altitude correction

Although the insulation level refers to sea level, bushings corresponding to this standard are
declared suitable for operation at any altitude not exceeding 1 000 m. In order to ensure that
the external withstand voltages of the bushing are sufficient at altitudes exceeding 1 000 m, the
arcing distance normally required shall be increased by a suitable amount. It is not necessary
to adjust the radial thickness of insulation or the clearance of the immersed end for transformer
bushings. The puncture strength and the flashover voltage in the immersion medium of a
bushing are not affected by altitude. For installations at an altitude higher than 1 000 m, the
arcing distance under the standard reference atmospheric conditions shall be determined in
order to withstand the voltages obtained by multiplying the withstand voltages required at the
service location by a factor ,,.

(H-1000)
" 8150
k,=e
where
H is the altitude (in meters), not exceeding 4 000 meters. Installations above 4 000 meters

are subject to agreement between purchaser and supplier
m =1 for power frequency and lightning impulse withstand voltage

m according to Figure 1 for switching impulse withstand voltage

NOTE 1 limited information is available for altitude correction under DC conditions. A factor m = 1 is considered
conservative.

NOTE 2 For the case of transformer bushings, the withstand voltages to be increased by the & factor are the basic
withstand voltages of the transformer, unless otherwise agreed between purchaser and manufacturer.

11 m for switching impulse
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Figure 1 — Factor m on the coordination switching impulse withstand voltage
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NOTE 3 Generally, for power-frequency voltage withstand test and DC applied voltage withstand test, altitude
correction is not necessary because the increasing of the arcing distance related to the enhanced switching impulse
level (or lightning impulse level if switching impulse is not specified) is sufficient to cover the altitude requirements.

NOTE 4 The enhanced values calculated by applying the altitude correction factors have the only purpose of
properly size the bushing external insulating envelope. This means that the bushing is not subject to type or routine
test with the enhanced test voltage levels.

If the increased arcing distance is based on a verified arcing distance, it can be considered
valid without further testing. This unless a specific agreement between purchaser and
manufacturer is made.

6.4 Interchangeability

DC bushings in converter transformers and smoothing reactors are not normally
interchangeable with other DC bushings of the same voltage and current. This is because the
capacitance grading arrangement must align properly with the insulating barriers to minimise
voltage stresses. This may not apply to DC bushings without insulating barriers.

6.5 Transformer insulating liquid

Transformer bushings according to this document are normally intended for use in transformers
filled with mineral oil complying with the requirements of IEC 60296 and |IEC 60422. Where
other insulating liquids are used details shall be given by the transformer manufacturer.

7 General requirements

71 Nameplate markings
The following information shall appear on all bushing nameplates:

e Manufacturer's name, identification number, type, year of manufacture and serial number;
e Country and location of manufacturer shall be directly identifiable;

e Rated continuous DC voltage;

e Rated peak voltage (for bushings for combined voltage applications, see 5.1.2);

e Rated continuous DC current, where applicable;

e Rated continuous AC current, where applicable;

e Dry lightning impulse withstand voltage;

e Dry or wet switching impulse withstand voltage, or dry power-frequency withstand voltage;

e Capacitance, C4 and C,, on all bushings equipped with voltage taps, and C, on all bushings
equipped with test taps, and C on all bushings without test taps;

e Dissipation factor measured from conductor to tap, where applicable;

e Type of insulating gas and rated filling pressure (absolute) at 20 °C, where applicable;
e Minimum gas operating pressure (absolute) at 20 °C, where applicable;

e Mass of gas, where applicable;

e Equivalent CO, of the gas, when requested in specific markets;

e In-operation mass;

e Allowed mounting angles from the vertical plane.
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