IEEE Std 693-1997
(Revision of IEEE Std 693-1984)

IEEE Recommended Practice for Seismic
Design of Substations

Sponsor

Substation Design Criteria Committee
of the

IEEE Power Engineering Society

Approved 9 December 1997
IEEE Standards Board

Abstract: Recommendations for seismic design of substations, including qualification of each equipment
type, are discussed. Design recommendations consist of seismic criteria, qualification methods and levels,
structural capacities, performance requirements for equipment operation, installation methods, and
documentation.

Keywords: anchorage, conductor, damping, dynamic analysis, loads, required response spectrum,
seismic performance levels, shake table, sine-beat, static coefficient analysis, support structures,
suspended equipment, time history

The Institute of Electrical and Electronics Engineers, Inc.

345 East 47th Street, New York, NY 10017-2394, USA

Copyright © 1998 by the Institute of Electrical and Electronics Engineers, Inc.
All rights reserved. Published 1998. Printed in the United States of America
ISBN 0-7381-0234-2

No part of this publication may be reproduced in any form, in an electronic retrieval system or otherwise, without the
prior written permission of the publisher.

Documents

Document Sharing Hub
Authorized licensed use limited to: Tsinghua University. Downloaded on February 25,2026 at 22:39:52 UTC from IEEE Xplore. Restrictions apply.

Full document details: IEEE 693-1997


http://www.avadocuments.com/doc/ieee-693-1997
http://www.avadocuments.com/doc/ieee-693-1997

| EEE Standar ds documents are devel oped within the IEEE Societies and the Standards Coordinating Committees of
the IEEE Standards Association (IEEE-SA) Standards Board. Members of the committees serve voluntarily and
without compensation. They are not necessarily members of the Institute. The standards developed within |IEEE
represent a consensus of the broad expertise on the subject within the Institute as well as those activities outside of
|EEE that have expressed an interest in participating in the development of the standard.

Use of an |IEEE Standard iswholly voluntary. The existence of an | EEE Standard does not imply that there are no other
waysto produce, test, measure, purchase, market, or provide other goods and services related to the scope of the IEEE
Standard. Furthermore, the viewpoint expressed at the time a standard is approved and issued is subject to change
brought about through developments in the state of the art and comments received from users of the standard. Every
|EEE Standard is subjected to review at least every five years for revision or reaffirmation. When a document is more
than five years old and has not been reaffirmed, it is reasonable to conclude that its contents, although still of some
value, do not wholly reflect the present state of the art. Users are cautioned to check to determine that they have the
latest edition of any |EEE Standard.

Commentsfor revision of |IEEE Standards are welcome from any interested party, regardless of membership affiliation
with |EEE. Suggestions for changes in documents should be in the form of a proposed change of text, together with
appropriate supporting comments.

Interpretations: Occasionally questions may arise regarding the meaning of portions of standards as they relate to
specific applications. When the need for interpretations is brought to the attention of |EEE, the Institute will initiate
action to prepare appropriate responses. Since |EEE Standards represent a consensus of all concerned interests, it is
important to ensure that any interpretation has also received the concurrence of a balance of interests. For this reason,
IEEE and the members of its societies and Standards Coordinating Committees are not able to provide an instant
response to interpretation requests except in those cases where the matter has previously received formal
consideration.

Comments on standards and requests for interpretations should be addressed to:

Secretary, | EEE Standards Board
445 Hoes Lane

P.O. Box 1331

Piscataway, NJ 08855-1331
USA

Note: Attention is called to the possibility that implementation of this standard may require use of subject matter
covered by patent rights. By publication of this standard, no position is taken with respect to the existence or
validity of any patent rightsin connection therewith. The |IEEE shall not be responsible for identifying patents for
which alicense may be required by an |EEE standard or for conducting inquiries into the legal validity or scope
of those patents that are brought to its attention.

Authorization to photocopy portions of any individual standard for internal or personal use is granted by the Institute
of Electrical and Electronics Engineers, Inc., provided that the appropriate fee is paid to Copyright Clearance Center.
To arrange for payment of licensing fee, please contact Copyright Clearance Center, Customer Service, 222 Rosewood
Drive, Danvers, MA 01923 USA; (978) 750-8400. Permission to photocopy portions of any individual standard for
educational classroom use can a so be obtained through the Copyright Clearance Center.

Documents

Document Sharing Hub
Authorized licensed use limited to: Tsinghua University. Downloaded on February 25,2026 at 22:39:52 UTC from IEEE Xplore. Restrictions apply.

Full document details: IEEE 693-1997


http://www.avadocuments.com/doc/ieee-693-1997
http://www.avadocuments.com/doc/ieee-693-1997

Introduction
(Thisintroduction is not part of |EEE Std 693-1997, IEEE Recommended Practice for Seismic Design of Substations.)

This revision of |EEE Std 693 was devel oped as a recommended practice for the seismic design of substations. This
recommended practice emphasizes the qualification of electrica equipment. Nuclear Class 1E equipment is not
covered by this recommended practice, but is covered by |EEE Std 344-1987 .

This recommended practice presents one method only of qualification for each type of equipment. This one method
should not be construed as the only acceptable method of qualification. The equipment may be qualified by other
methods that meet the intent of this recommended practice.

Thisrecommended practice isintended to establish standard methods of providing and validating seismic withstand of
electrical substation equipment. It provides detailed test and analysis methods for each type of major equipment or
component found in electrical substations.

This recommended practice is intended to assist the substation owner or operator in providing substation equipment
that will have ahigh probability of withstanding seismic eventsto predefined ground acceleration levels. It establishes
standard methods of verifying seismic withstand. This gives the substation designer the ability to select equipment
from various manufacturers, knowing that the seismic withstand rating of each manufacturer’s equipment is an
equivalent measure.

This recommended practice is also intended to guide the manufacturers of power equipment in demonstrating and
documenting the seismic withstand of their product in aform that can be universally accepted.

While most damaging seismic activity occursin limited areas, many additional areas could experience an earthquake
with forces capable of causing great damage. This recommended practice should be used in all areas that may
experience earthquakes.

It is the hope of those who worked on the development of this recommended practice that these standard methods of
verifying seismic withstand will lead to lower qualification costs.

At the time this recommended practice was completed, the Seismic Design of Substations Working Group had the
following membership:

Rulon Fronk (Chair)
Edward Matsuda (Co-Vice Chair)
Dennis Ostrom (Co-Vice Chair)
William (Woody) Savage (Co-Vice Chair)

Javier Avilés William E. Gundy Alberto L6pez
Reyes Barraza Everett Hager Surrendar Menrai
Burhan Becer Edward Hiers Al Molnar
Viorel Berlovan, Jr. Jim Hogan Timothy Moore
Larry Bowie Carrie Holmes Thomas Prange
David Brucker Howard Hwang Anshel Schiff
Terry Burley Sam Inukai Mel Smith
Florian Costa Carl Johnson Gerald Stewart
Jean-Bernard Dastous Leon Kempner, Jr. Robert Stewart
Lonnie Elder Jim Kennedy Sam Swan
Keith Ellis Kamran Khan Albert Tharnish
Willie Freeman Tim Little Charles Todd
Vicente Guerrero Kenneth Lo Ron Tognazzini
John Gully Joe Watson

Documents

i Document Sharing Hub
Authorized licensed use limited to: Tsinghua University. Downloaded on February 25,2026 at 22:39:52 UTC from IEEE Xplore. Restrictions apply.

Full document details: IEEE 693-1997


http://www.avadocuments.com/doc/ieee-693-1997
http://www.avadocuments.com/doc/ieee-693-1997

The following persons were on the balloting committee:

Hanna E. Abdallah
William J. Ackerman
Stuart Akers
Jacques Allaire
Raymond Allustiarti
Bill N. Assurian
Burhan Becer
Viorel Berlovan, Jr.
Michadl J. Bio
Larry E. Bowie
Steven D. Brown
David S. Brucker
Bob Clark

John R. Clayton
Richard Crowdis
Frank A. Denbrock
William K. Dick
W. Bruce Dietzman
Randall L. Dotson
Dennis Edwardson
Keith Ellis

Gary R. Engmann

Markus E. Etter
Dennis R. Falkenheim
Willie Freeman
Donald A. Gillies
William Gundy
Richard Haas

Everett G. Hager

Erik Hanson

John Horwath

Donald E. Hutchinson
Danny L. Johnson
Kamran Khan
Hermann Koch
Lincoln Koga

Luther W. Kurtz
Donald N. Laird
Lawrence M. Laskowski
Alfred A. Leibold

H. Peter Lips

Albert Livshitz
Rusko Matulic

A. P. Sakis Meliopoulos
John E. Merando, Jr.

Daleep Mohla
Jerry Mundon
Jovan M. Nahman
John Norberg
Michael W. Pate
Raymond J. Perina
Kjell Pettersson
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T.W Prange

Paulo F. Ribeiro
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Bodo Sojka
Gerald A. Stewart
Peter G. Stewart
Robert P. Stewart
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Charles F. Todd
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Joe D. Watson

When the |IEEE Standards Board approved this recommended practice on 9 December 1997, it had the following

membership:

Clyde R. Camp
Stephen L. Diamond
Harold E. Epstein
Donald C. Fleckenstein
Jay Forster*

Thomas F. Garrity
Donald N. Heirman
Jim Isaak

Ben C. Johnson

*Member Emeritus

Donald C. Loughry, Chair
Richard J. Holleman, Vice Chair
Andrew G. Salem, Secretary

Lowell Johnson
Robert Kennelly

E. G. “Al” Kiener
Joseph L. Koepfinger*
Stephen R. Lambert
Lawrence V. McCall
L. Bruce McClung
Marco W. Migliaro

Also included are the following nonvoting | EEE Standards Board liaisons:

Satish K. Aggarwal

Alan H. Cookson

Catherine Berger, |IEEE Standards Project Editor

Louis-Francois Pau
Gerald H. Peterson
John W. Pope

Jose R. Ramos
Ronald H. Reimer
Ingo Risch

John S. Ryan

Chee Kiow Tan
Howard L. Wolfman

Uniform Building Code is atrademark of the International Conference of Building Officials (ICBO).
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IEEE Recommended Practice for Seismic
Design of Substations

1. Overview

1.1 Scope

This recommended practice is for the seismic design of substations, excluding Class 1E equipment for nuclear power
generation stations. Seismic qualification of electrical equipment and their supports is emphasized.

The most important goal of this recommended practiceis to provide a single standard set of design recommendations
for seismic qualification of each equipment type. Design recommendations consist of seismic criteria, qualification
methods and levels, structural capacities, performance requirements for equipment operation, installation methods,
and documentation. This will reduce costs, because the manufacturers can qualify their equipment once for each
qualification level and eliminate specialized testing.

Three qualification levels are recommended. They are low, moderate, and high. The user should determine the desired
qualification level when purchasing the equipment.

This recommended practice is divided into nine clauses (1 through 9) and 20 annexes (A through T). Clauses contain
general seismic design requirements. Annexes contain equipment-specific seismic design reguirements and are
located after the clauses. If the type of equipment to be qualified is not specifically addressed in Annexes C through O,
the seismic design requirements of Annex B may be used, if applicable.

Annexes are titled normative or informative. Normative annexes are official parts of this recommended practice.
Informative annexes are for information only and are not an official part of this recommended practice.

The following references are recommended for seismic design of substation structures, foundations, and anchorage:*

¥  Buildings: Uniform Building CodeTM (UBC), Southern Building Code, Mexican Code (MDOC/CFE),
National Building Code (BOCA), or National Building Code of Canada (NBCC).
¥  Anchorage design: American Society of Civil Engineers (ASCE) Substation Structure Design Guide (draft).

NOTE — Anchorage design requirements are found in the ASCE Substation Structure Design Guide (draft). Anchorage
requirements for equipment qualification are provided in this recommended practice.

L nformation on these and additional references can be found in Clause 2..
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% Foundation design: UBC MDOC/CFE, Southern Building Code, American Concrete Institute (ACI),
ASCE Substation Structure Design Guide (draft), or NBCC.

¥  Sructures. Strain bus structures, A-Frames, racks, box structures, rigid bus supports, and all other such
substation structures. ASCE Substation Structure Design Guide (draft).

¥ Rigid bus. ASCE Substation Structure Design Guide (draft).

The ASCE “Guidefor Improved Earthquake Performance of Power Systems,” (draft) isin preparation. It will illustrate
many methods of installing substation equipment and discuss their advantages. It will also provide useful information
for evaluating existing installation details for good earthquake performance.

1.2 How to use this recommended practice

Follow the flow chart in Figure 1 and read the clauses and annexes noted.
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Seismic Design of Substations

|
! |
Design and info Qualification of electrical Equipment
regarding non-power See Clause 1,5,7,9, & Annex P. Select the
equipment, structures, seismic Qualification Level: Low, Moderate or High.
& misc. Select equipment type. See 5.2 and 6.5.
Structure (such as A- Circuit Breaker. See Annex C
Frame, Racks, etc.)
See Clause 1 Transformer & Liquid Reactor. See Annex D
Disconnect Switches. See Annex E
Foundation & anchor- Instrument Transformers. See Annex F
age analysis. See 8.1 ]
Air Core Reactors. See Annex G
Circuit Switchers. See Annex H
Station Service. e Suspended Equipment. See Annex |
See 8.2 -
Batteries & Racks. See Annex J
Surge Arresters. See Annex K
Emergency power Substation Electronic Devices. See Annex L
systems. See 8.3 )
Metalclad Switchgear. See Annex M
Potheads. See Annex N
Telecommunication Capacitors. See Annex O
Equipment. See 8.4 )
- Equipment not shown above. See Annex B

Y
|

[ eyrest |
&

Select Test Lab. See 5.8 Prepare Report & Seismic
Prepare Test Plan. See A.5.1,6.5,5.8, & Annex S Outline Drawing. See A.6 &
Annex R.

Prepare Report & Seismic Outline Drawing. See A.5 & Annex S.

I |

Install. See Clause 6

Figure 1— Using the recommended practice

1.3 Acceptance of previously qualified electrical equipment

Existing qualificati_ons may be acceptable and need not be repeated, provided that the specialist who signs the report
and the user agree in wr|t|n_g Fhat the existing qualification adequately meets the requirements of this recommended
practice. However, the existing qualification shall be augmented with the documentation requirements of this
recommended practice.
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“Adequately” means that should the qualification be repeated using the requirements of this current recommended
practice, in the opinion of the user and the specialist based on the data in the existing qualification report, the
equipment would meet the acceptance criteria of this current recommended practice.

1.4 Earthquakes and substations

Earthquakes are caused by the sudden rupture of ageologic fault. Shock wavesradiate from the fault fracture zone and
arrive at the earth’ s surface as a complex multifrequency vibratory ground motion, having both horizontal and vertical
components.

The response of buildings and structures to earthquake ground motion depends on their strength of construction,
ductility, and dynamic properties. Lightly damped structures that have one or more natural modes of oscillation within
the frequency band of ground excitation can experience considerable amplification of both the forces and deflections.

Mechanisms that absorb energy in a structure, in response to its motion, provide damping.

If two or more structures or equipment are rigidly linked together they will interact with one another producing a
modified response. If they are flexibly linked then, in an ideal situation, no forces are transferred between the
structures or equipment. However, the linkage must be flexible enough to accommodate the rel ative displacements.

Many items of substation equipment, for electrical reasons, are highly interconnected and often contain brittle,
relatively low-strength (as compared to steels, for example), low-damping materials (e.g., porcelain). The conductors
are often installed with very little slack. In these cases, after only a little relative motion occurs, impacting between
connected equipment will begin. Thus, items of substation equipment whose natural frequencies lie in the normal
frequency range of earthquake ground motion are particularly vulnerable to damage by seismic events.

1.5 Design and construction

It is recognized that a substation may not always be designed and constructed solely by a utility using its in-house
expertise. A substation may be designed as a “turnkey contract.” In between these two extremes lie many hybrid
possibilities, including the involvement of consultants or architect-engineers as third parties.

After the substation is complete, the user should have procedures that ensure that any planned modification or
expansion of the substation is subject to proper review to verify that the intentions of this recommended practice are
preserved.

1.6 The equipment at risk

The satisfactory operation of asubstation during and immediately after an earthquake depends on the survival, without
malfunction, of many diverse types of equipment. Not only must individual equipment be properly engineered, but
their anchorage, services, and interconnections must be well designed. For critical areas, it may be prudent to have
backup facilities and protected sparesin the event of earthquake-causing ground motion.

1.7 Mechanical loads

Seismic loads (horizontal and vertical, acting simultaneously) are superimposed on other pre-existing loads or other
loads that may occur due to the earthquake.

Pre-existing loads and loads other than seismic loads include the following:
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a) Deadweight (gravitational |oad)

b) Assembly loads, either deliberate (i.e., by design) or accidental (arising from manufacturing tolerances and
assembly misalignment)

¢) Linepull (and other interconnections)

d) Wind, snow, and ice loads

€) Internal pressure (or vacuum)

f)  Thermal effects (stresses due to thermal expansion, plusinfluence on strength properties of materials over the
full temperature range from minimum ambient to maximum ambient plus temperature rise due to load
heating effects)

g) Electromagnetic forces, normal operating current, or short-circuit current

h)  Operating mechanism forces and reactions to open and close contracts

All of the above listed loading types, except item b), are discussed in Clause 6.. Of course, it is unreasonabl e to expect
all of the above loads to occur simultaneously.

2. References

This recommended practice shall be used in conjunction with the following standards. When the following standards
are superseded by an approved revision, the revision shall apply.

AISC M016-1989, Manual of Steel Construction, ASD—Sth Edition.?

AlSI SG-673 Part |, Specification for the Design of Cold-Formed Steel Structural Members, August 19, 1986, Edition
with December 11, 1989 Addendum Cold-Formed Steel Design Manual-Part 1, 1986.3

ANSI C37.06-1987 (Reaff 1994), American National Standard for Switchgear—AC High-Voltage Circuit Breakers
Rated on a Symmetrical Current Basis—Preferred Ratings and Related Required Capabilities.4

ANSI C37.32-1996, American National Standard for High-Voltage Air Disconnect Switches Interrupter Switches,
Fault Initiating Switches, Grounding Switches, Bus Supports and Accessories Control Voltage Ranges—Schedul e of
Preferred Ratings, Construction Guidelines and Specifications.

ANSI C84.1-1995, American National Standard for Electric Power Systems and Equipment—\Voltage Ratings (60
Hertz).

ANSI C93.1-1990, American National Standard for Power Line Carrier Coupling Capacitors and Coupling Capacitor
Voltage Transformers (CCV T)—Requirements.

ASCE (draft 4.0), Substation Structure Design Guide.®
ASTM A36/A36M-96, Standard Specification for Carbon Structural Steel 5
ASTM A307-94, Standard Specification for Carbon Steel Bolts and Studs, 60,000 PS| Tensile Strength.

IEC60129 (1984-01) Alternating Current Disconnectors and Earthing Switches.”

2AISC publications are available from the American Institute of Steel Construction, One East Wacker Drive, Chicago, IL 60601-2001.

3alSI publications are available from the Publication Orders, P. O. Box 4327, Chestertown, MD 21690.

4ANSI publications are available from the Sales Department, American National Standards Institute, 11 West 42nd Street, 13th Floor, New York,
NY 10036, USA.

SASCE publications are available from the American Society of Civil Engineers, 1801 Alexander Bell Drive, Reston, VA 20191-4400.

6ASTM publications are available from the American Society for Testing and Materials, 100 Barr Harbor Drive, West Conshohocken, PA 19428-
2959, USA.
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|EEE Std 48-1996, | EEE Standard Test Procedures and Requirements for Alternating-Current Cable Terminations 2.5
kV through 765 kV.8

|EEE Std 100-1996, | EEE Standard Dictionary of Electrical and Electronics Terms.

IEEE Std 518-1982 (Reaff 1996), IEEE Guide for the Installation of Electrical Equipment to Minimize Electrical
Noise Inputs to Controllers from External Sources.

|EEE Std 824-1994, |EEE Standard for Series Capacitorsin Power Systems.
|EEE Std 1036-1992, |IEEE Guide for Application of Shunt Power Capacitors.

|EEE Std C37.09-1979 (Reaff 1988), |EEE Standard Test Procedure for AC High-Voltage Circuit Breakers Rated on
a Symmetrical Current Basis (DoD).

|EEE Std C37.20.2-1993, |EEE Standard for Metal-Clad and Station-Type Cubicle Switchgear.
|EEE Std C37.20.3-1987 (Reaff 1992), |IEEE Standard for Metal-Enclosed Interrupter Switchgear.

|EEE Std C37.90.1-1989 (Reaff 1994), | EEE Standard Surge Withstand Capability (SWC) Testsfor Protective Relays
and Relay Systems.

|IEEE Std C37.90.2-1995, |IEEE Standard for Withstand Capability of Relay Systems to Radiated Electromagnetic
Interference from Transceivers.

IEEE Std C57.12.00-1993, |IEEE Standard General Requirements for Liquid-lmmersed Distribution, Power, and
Regulating Transformers.

|EEE Std C57.13-1993, |EEE Standard Requirements for Instrument Transformers.

IEEE Std C57.16-1996, |IEEE Standard Requirements, Terminology, and Test Code for Dry-Type Air-Core Series-
Connected Reactors.

IEEE Std C57.19.00-1991 (Reaff 1997), IEEE Standard General Requirements and Test Procedures for Outdoor
Power Apparatus Bushings.

|EEE Std C57.21-1990 (Reaff 1995), |EEE Standard Reguirements, Terminology, and Test Code for Shunt Reactors
Rated Over 500 kVA.

|EEE Std C62.11-1993, |EEE Standard for Metal-Oxide Surge Arresters for Alternating Current Power Circuits.

MDOC/CFE Manual de Disefio de Obras Civiles, dela Comision Federal de Electricidad. Instituto de Investigaciones
Eléctricas, México, 1993.°

National Building Code of Canada, (NBCC) 1995 Edition (eleventh).?

IEC publications are available from |EC Sales Department, Case Postale 131, 3, rue de Varembé, CH-1211, Genéve 20, Switzerland/Suisse. IEC
publications are also available in the United States from the Sales Department, American National Standards Institute, 11 West 42nd Street, 13th
Floor, New York, NY 10036, USA.

8IEEE publications are available from the Institute of Electrical and Electronics Engineers, 445 Hoes Lane, P.O. Box 1331, Piscataway, NJ 08855-
1331, USA.

9MDOC/CFE publications are available from the Civil Engineering Department, P.O. Box 1-475, 62001, Cuernavaca, Mor, Mexico.

10The Nati onaald Building Code of Canadaisavailablefrom the National Research Council of Canada, I nstitute for Research in Construction, Ottawa,
Ontario, Canada.
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NEHRP-1997 (National Earthquake Hazards Reduction Program), Recommended Provisionsfor Seismic Regulations
for New Buildings, [Federal Emergency Management Agency (FEMA), 1997.]1

PSM Peligro Sismico en México, 11-UNAM, CENAPRED, CFE, IIE, México, 1996.12

3. Definitions

The definitionsin this clause establish the meanings of words in the context of their use in this recommended practice.
See |EEE Std 100-1996 for further definitions.

3.1 biaxial testing: Simultaneously testing in one horizontal and the vertical direction.
3.2 brittle metal component: A metallic component that fails at an elongation of lessthan 10% in 5 cm (2 in).

3.3 critical damping: The least amount of viscous damping that causes a single-degree-of-freedom system to return
toitsoriginal position without oscillation after initial disturbance.

3.4 cutoff frequency: The frequency in the response spectrum where the zero period acceleration asymptote begins.
Thisis the frequency beyond which the single-degree-of-freedom oscillators exhibit no amplification of input motion
and which indicates the upper limit of the frequency content of the waveform being analyzed.

3.5 damping: An energy dissipation mechanism that reduces the response amplification and broadens the vibratory
response over frequency in the region of resonance. Damping is usually expressed as a percentage of critical damping.
See also: critical damping.

3.6 flexible equipment: Equipment, structures, and components whose lowest resonant frequency is less than the
cutoff frequency on the response spectrum.

3.7 g: Acceleration due to gravity, that is9.81 m/s’ (32.2 ft/sz).

3.8 ground acceleration: The acceleration of the ground resulting from the motion of a given earthquake. The
maximum or peak ground acceleration is the zero period accel eration (ZPA) of the ground response spectrum.

3.9 maximum mechanical load: The largest service load allowed on acomposite insulator or bushing. The maximum
mechanical load (MML) is within the reversible elastic range and is supplied by the manufacturer. It is defined in
IEC TC 36 WGO7 Project 1462 Ed 1: 1996 (draft). (See Q.1.2.4.)

3.10 natural frequency: A frequency at which abody or system vibrates due to its own physical characteristics (mass
and stiffness) when the body or system is distorted and then released.

3.11 normal operating load: Any equipment operation that can reasonably be expected to occur during an
earthquake, except short-circuit loads, that produces a force, stress, or load.

3.12 oil leakage load: The load applied to the top of the bushings at which oil leakage begins.
3.13 overtesting: Testing beyond requirements.

3.14 performance factor: The ratio PL/RRS where PL, the performance level, is the level of ground shaking and
RRS, the required response spectrum is the test or analysis level. As used in this recommended practice the
performance factor is 2.

3.15 performance level (PL): A specified level of earthquake ground shaking that is used to define standardized
seismic qualification levels (high, moderate, and low) for substation eguipment.

1This NEHRP publication is available from the Building Seismic Safety Council, 1201 L St., N.W., Suite 400, Washington, D.C. 20005.
2pgm publications are available from the Instituto De Ingenieria, CD Universitaria, Coyoacan, 04510, Mexico, D.S.
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3.16 required response spectrum (RRS): The response spectrum issued by the user or the user’s agent as part of the
specifications for qualification. The RRS constitutes arequirement to be met. IEEE Std 693-1997 ’ srequired response
spectraare shown in Figures A.1 and A.2. Seeaso 5.3.

3.17 resonant frequency: A frequency at which aresponse peak occursin asystem subjected to forced vibration. This
frequency is accompanied by a phase shift of response relative to the excitation.

3.18 response spectrum: A plot of the maximum response of an array of single-degree-of-freedom (SDOF)
identically damped oscillators with different frequencies, al subjected to the same base excitation.

3.19rigid equipment: Equipment, structures, and components whose lowest resonant frequency is greater than the
cutoff frequency on the response spectrum.

3.20 seismic outlinedrawing: A 280" 432 mm (11~ 17in)or 216"~ 280 mm (8 /2~ 11 in) drawing that shows key
information concerning the seismic qualification of the equipment. It shows information such as the resonant
frequencies of the equipment, important loads, an outline drawing of the equipment, the center of gravity of the
equipment, and other key information about the equipment. (See A.5.3and A.6.2.)

3.21 sinebeats: A continuous sinusoid of one frequency, the amplitude of which is modulated by asinusoid of alower
frequency.

3.22 specified mechanical load (SML): The bending moment load at which irreversible visible damage may be
evident. SML is supplied from the manufacturer. It is defined in IEC TC 36 WGO7 Project 1462 Ed 1: 1996 (draft).
(SeeQ.1.2.4)

3.23 test response spectrum (TRS): The calculated response spectrum that is developed from the actual time history
of the motion of the shake table (not any point on the equipment or equipment structure) for a particular damping
value,

3.24 time history: A record of motion, usually in terms of acceleration, as a function of time.
3.25triaxial: Testing or analysisin the two horizontal orthogonal directions and the vertical direction simultaneoudly.

3.26 zero period acceleration (ZPA): The acceleration level of the high-frequency, nonamplified portion of the
response spectrum (e.g. above the cut-off frequency). This acceleration corresponds to the maximum (peak)
acceleration of the time history used to derive the spectrum. For usein this recommened practice, the ZPA is assumed
to be the accel eration response at 33 Hz or greater.

4. Abbreviations and acronyms

ACI American Concrete | nstitute

AISC  American Institute of Steel Construction

ASCE American Society of Civil Engineers

AWS  American Welding Society

BIL basic impulse insulation level

CG center of gravity

CVT  capacitor voltage transformer

DFR  digital fault recorders

EPDM ethylene propylene diene copolymer

EPM ethylene propylene copolymer

FRP  fiberglassreinforced polymer

IED intelligent electronic devices

IT instrument transformer

MDOC/CFE Manual de Disefio de Obras Civiles de la Comision Federal de Electricidad
MML  maximum mechanical |oad

NBCC National Building Code of Canada

NEHRP National Earthquake Hazards Reduction Program
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PL performance level

PSD  power spectral density (g%/Hz vs. frequency)
RRS  required response spectra

RTU  remoteterminal unit

SED  substation electronic devices

SER  sequence of eventsrecorders

SML  specified mechanical load

SRSS sguareroot of the sum of the squares
SS| soil-structure interaction

TRS  test response spectra

UBC  Uniform Building Code

VT voltage transformer

ZPA  zero period acceleration

5. Instructions

5.1 General

This recommended practice provides qualification requirements for substation equipment and supports manufactured
from steel, aluminum, porcelain, and composites. Should other material, such as timber, structural plastics, concrete,
or glass be specified, the user or the user's agent should provide the acceptance criteria. Any acceptance criteria
proposed by the manufacturer shall first be accepted by the user or user's agent, before it can be used by the
manufacturer in the qualification.

5.2 Specifying this recommended practice in user’s specifications

The user or the user’s agent should supply the following information in their equipment specifications to the
manufacturer:

a) Thetype of equipment should be stated and the name must match one of the types of equipment described in
Annexes C through O, such as circuit breaker, disconnect switch, suspended wave trap, etc., or Annex B must
be referenced.

NOTE — Theéelectrical section of the user’ s specifications should define the detailed electrical requirements, including
voltage, BIL, creep lengths, etc.

b) The equipment shall be qualified according to the requirements of this recommended practice.

¢) Thesesmic quaification level required (i.e., high, moderate, or low).

d) Equipment’sin-service configuration. The user or user’s agent should:

1) Specify that the equipment be supplied with or without a support.
2) If the equipment is intended to be elevated on a support but the support is not being supplied by the
equipment manufacturer, then the user needs to supply the equipment manufacturer with either:
%  The detailsfor the support. The manufacturer shall include the support in the analysis or provide a
support for the test(s), except as allowed in 6.5, or
Y% A response spectrum that reflects the effects of the ground motion at the top of the support, in
which case the manufacturer will not include a support in the qualification.
For economic and time saving purposes, the equipment should be supplied with the manufacturer’s
support. However, site conditions or economy may dictate other supports. Therefore, the other in-service
configurations discussed in 5.2 items d) 1) and d) 2) or discussed in 6.5 may be used.

e) State whether frequency modifying devices (base isolation) are allowed. See 6.6 and A.7.

f)  Theuser or user’s agent should provide any necessary information, such as allowables for wood, plastics, or
other material not provided for in this recommended practice. For example, the user’ s specifications may read
asfollows:
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“The surge arresters and support structure shall be qualified according to the requirements of IEEE Std 693-
1997 . The surge arresters and support shall meet the requirements of the high seismic qualification level.
Frequency modifying devices shall not be alowed.” (This example is for Annexes C through O.) Structure
height and information discussed in 5.2 item d) must be included if support structure is required.

or

“The voltage divider shall be qualified according to the requirements of IEEE Std 693-1997 . The voltage
divider and support shall meet the requirements of the moderate seismic qualification level and shall be
qualified according to Annex B. Qualification shall be by Time History testing. The RRS shownin Figure A.2
shall be used. No functional tests are required. Frequency modifying devices may be used.”

Note that additional information is required, since this example is for Annex B. Structure height and
information discussed in 5.2 item d), must be included if support structure is required.

5.3 Standardization of criteria

It is recommended that the user not include additional or different seismic requirements in their specifications for
equipment. The reason being, this recommendation provides for a uniform and consistent seismic qualification
procedure. Thiswill allow multiple usersto take advantage of prequalified equipment with the goa of distributing the
cost among the users. This also allows the manufacturer to design the equipment to a standard set of requirements.
However, this recommended practice does not preclude a user from including requirements unique to their facilities.
Nor doesit preclude a user from requiring tests, reports, templates, or other topics defined in, but not required by, this
recommended practice.

5.4 Selection of qualification level

This recommended practice provides three levels of qualification that encompass the needs of most users. Experience
has shown that it is good practice to specify the same criteria for all like equipment in all substations within a
reasonably large geographical area, even if some of the substations within the area have moderately higher or sightly
lower expected levels of ground shaking. There are a number of reasons for this. The most important reason is
interchangeability. Should equipment malfunction or, in the event of an earthquake, be lost and need to be replaced
quickly, equipment from other substations can be moved and installed in the substation that experienced the loss.
Another reason to keep the same criteriafor al like equipment is simply to make it easier to keep track of equipment
and its qualification level.

Following this practice makes economical sense. There are savings to be had by specifying fewer levels for the same
equipment; the manufacturer needs to design and manufacture fewer modifications of the same equipment. Also, the
equipment supplied to dlightly different areas is generally the same equipment with possible minor modifications.

5.5 Witnessing of shake-table testing

One to three potential users should witness the shake-table testing. (The users generally provide their own
accommodations and transportation to the test site.) If the equipment is being qualified for a specific purchaser, it is
suggested that additional potential usersalso beinvited, with the approval of the purchaser. The names of the witnesses
should be included in the report, with the approval of the witnesses.

5.6 Optional qualification methods
5.6.1 General

When a qualification technique is specified in an equipment annex, the manufacturer is permitted to use an alternative
technique if the originally specified method has an optional qualification method listed in 5.6.2 through 5.6.7. The
intent of the optional qualification methods s to return either a more conservative or a more precise determination of
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the seismic loads than the original required technique. Qualification techniques with recognized options are limited to
those listed in 5.6.2 through 5.6.7.

5.6.2 Option to static analysis

When static analysis is specified, the manufacturer has the option of substituting dynamic analysis, time history
testing, or sine beat testing according to the requirements of A.1 and the acceptance requirements of A.2 or A.3 as
appropriate, provided al other requirements are met. Figure A.1 shall be used for the high level and Figure A.2 shall
be used for the moderate level.

5.6.3 Option to dynamic analysis (static coefficient analysis)

When dynamic analysis is specified, the manufacturer has the option of substituting the static coefficient analysis
method as defined in A.1.7, provided all other requirements are met. This method allows asimpler techniquein return
for added conservatism. Under this alternate method, a determination of natural frequencies and damping is not
required. Where natural frequencies are normally shown or provided in the report and seismic outline drawing, the
note “optional analysis’ should be shown.

5.6.4 Option to static coefficient analysis (dynamic analysis)

When the static coefficient analysisis specified, the manufacturer has the option of substituting dynamic analysisasan
alternate method of analysis, provided all other requirements are met. Dynamic analysis shall be done according to the
requirements of A.1.5.

5.6.5 Option to dynamic analysis (testing)

When dynamic analysis is specified, the manufacturer has the option of substituting the time history test or sine best
test and its associated acceptance criteriafor the analytical method, provided all other requirementsare met. Thetesting
shall be done according to the requirements of A.1 and the acceptance requirements shall be done according to A.2.

5.6.6 Option of using a greater acceleration

The manufacturer may use an acceleration greater than that specified or aresponse spectrum that envel opes the user’s
spectrum as discussed in A.1.2, provided all the other requirements are met.

5.6.7 Option of testing at the performance level

When testing is specified, the manufacturer has the option of testing at the performance level, instead of the required
response spectrum (RRS), provided all other requirements are met, except the following:

a) Inlieu of the acceptance requirement of A.2, the following may be used:

1) Insulating components, including porcelain and their end fittings or composite polymers and their end
fittings, shall not crack or fail.

2) Meta parts shall not fail. However, metal parts and composite parts may elongate or bend dightly
provided the damage does not affect the function of the equipment.

3) Thefunctional test requirements of A.2.5 shall remain unchanged.

b) Monitoring requirements, as specified in Annexes B through O may be modified as follows: Monitoring of
stresses may be omitted. Monitoring requirements for accelerations and displacements shall remain
unchanged.

¢) Inlieu of the requirement of A.4.2, which states “Allowable stresses for anchor bolts or welds shall be as
specified in AISC Manual of Steel Construction, ASD with no increase allowed for earthquake loads, unless
qudlification is by sine beat in which case a 1/3 increase is allowable,” the following may be used: “ Stresses
in anchor bolts or welds shall not exceed yield.”
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When dynamic analysis is specified, the manufacturer has the option of substituting the time history test at the
performance level provided al other requirements are met. The testing shall be done according to the requirements of
A.1l and the acceptance requirements shall be according to A.2, except as given in 5.6.7 item a). Monitoring
requirements and anchorage requirements may be according to 5.6.7 items b) and c).

5.7 Qualifying equipment by group

Equipment that differs structurally or dynamically, including different voltage class, BIL, equipment type, etc., shall
require a separate qualification, except as allowed herein.

Often, equipment of the same type, but of varying voltage, BIL, etc., are very similar physically and structurally, such
as bushings, surge arresters, or instrument transformers. Equipment such as these may be combined into groups for
gualification purposes, with the most seismically vulnerable piece of equipment of each group being analyzed or
tested. That qualification would then apply to all equipment in that group. It shall be demonstrated analytically or by
test that the equipment in the group are structurally similar and that the most seismically vulnerable equipment was
tested or analyzed. The user or the user’ s agent must agree with the grouping and the demonstration method in writing
or this method cannot be used. Should the user or the user’s agent not agree with the grouping or the analytical
demonstration, then the equipment shall be qualified separately and grouping shall not be used.

Note that additional equipment may be added to agrouping at any time. For example, surge arrester “Existg” has been
qualified and some time later surge arrester “New” is required. If surge arrester “New” can be shown to be less
vulnerable than surge arrester “Existg”, then surge arrester “New” can be grouped with the qualification of surge
arrester “Existg”, provided the user or user’s agent agree as discussed above.

5.8 Shake-table facilities

All shake-table facilities have limitations in what can be tested and to what degree it can be tested. Tables have
limitations in size and weight of what can be tested, and in displacement, velocity, and acceleration of the table.

Equipment identified in this recommended practice as requiring shake-table testing can be fully tested by most
commercial tables according to the requirements of this recommended practice, with the possible exception of
equipment with long period resonant frequencies. Such equipment may includetall, slender cantilever type equipment,
such as live tank circuit breakers or current transformers, or base isolated equipment. Equipment with natural
frequencies below 1 Hz may be difficult to test.

The shake table facilities chosen for shake-table testing shall at least be capable of achieving all the requirements of
this recommended practice, including the resonant frequency search from frequencies between 1 Hz and 33 Hz and all
other testing requirements between the equipment’s first fundamental frequency and 33 Hz. If it is apparent or
reasonably possible that resonant frequencies exist below 1 Hz, testing below 1 Hz shall be done.

If the limitations of the test |aboratories equipment require deviations from this recommended practice, the deviation
shall be approved by the user or user’s agent. (It is suggested that the deviations be discussed with the potential user
witnesses discussed in 5.5.)

All safety requirements, as determined by the testing laboratory, shall be followed. A safety line should be attached to
the equipment during testing and appropriate precautions should be followed for testing pressurized equipment.

5.9 Report templates

The manufacturer should use the report templates given in Annexes R and S. The templatein Annex R isfor analysis
and the template in Annex Sisfor testing. Annexes R and S provide checklists for the manufacturer to follow to help
ensure that no information or requirement is inadvertently omitted. They also provide the user with standard formats
for the many reports the user will need to review and maintain.
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6. Installation considerations

6.1 General

This clause discusses the effect that the parameters of installation may have on the equipment qualification.
Installation parameters can have a significant effect on the way equipment will respond and perform during an
earthquake. Some equipment installation parameters can affect the motion that the equipment will experience during
an earthquake. This is true of both equipment that is installed and operating and spare components in storage.
Installation parameters can either accentuate or attenuate the equipment response to an earthquake. The important
installation parameters are equipment assembly, site response characteristics, soil-structure interaction, support
structures, anchorage, and adjacent equipment interaction.

6.2 Equipment assembly

The proper assembly of equipment and its components in accordance with manufacturer’s guidelines (e.g., tightening
boltsto required torque level s, minimizing the conductor loading on insulators, ensuring that components are properly
aligned, following anchorage recommendations, etc.) is critical to achieve the intended seismic performance of the
equipment. It isthe responsibility of the user to ensure that the equipment is properly installed except in the case when
the manufacturer undertakes the responsibilities of erection. It is also crucial that all future field alterations be
approved by an engineer familiar with the seismic design and criteria of the equipment. A statement reflecting this
should be included on the manufacturer’ s installation drawings.

6.3 Site response characteristics

Site effects are dependent on the dynamic properties of the geologic formations at and around the site. The impact of
site effects on the motion from an earthquake are usually considered in detailed hazard assessments. Site effects can
result in dynamic amplification or deamplification between the bedrock and the soil immediately surrounding the
foundation of the equipment of interest. Generally speaking, due to the usual frequency content of earthquakes, hard
rock sites tend to have less severe motion of engineering significance than do the softer sites of alluvium or saturated
claysor silts. It isthe responsibility of the user to ensure that site response characteristics are reflected in the RRS.

6.4 Soil-structure interaction

Soil-structure interaction (SSI) occurs when the soil deforms due to the loading to the soil from the equipment-
foundation system responding to an earthquake. The soil-foundation system may become a significant component in
the dynamic properties of the equipment-foundations-soil system which may increase or decrease the motion the
equipment experiences during an earthquake. SSI occurs with certain combinations of equipment mass and size,
foundation type and configuration, and soil properties. Transformers are especially susceptibleto SSI. SSI isgenerally
not considered in the design of substation equipment, unless specifically requested by the user. SSI increases where
there are high accelerations, heavy equipment, or soft sites. It isthe responsibility of the user to ensure that the possible
effects of SS| are accounted for in the RRS.

6.5 Support structures

Support structures can have avery significant effect on the motion that the supported equipment will experience during
an earthquake. The acceleration that the equipment experiences on a structure can be several times more severe than
the ground acceleration. During qualification, it is generally desirable to have the equipment mounted or modeledin a
manner identical to what it would bein itsin-service configuration. However, the following are typical reasons for not
qualifying the equipment in its in-service configuration:
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% Theequipment will be used on avariety of supports.

%  Adequate supports already exist that are different than those used in the equipment qualification. That is, the
qualification for the equipment already exists, but the supportsin the qualification are different from those to
be used by the user.

%  The exact location of the equipment or exact height of the pedestals are not known at the time the equipment
is purchased.

¥  Testing or analyzing will be done or has been done on a support that transmits more severe accelerations than
the equivalent support or the support on which equipment is to be mounted.

When equipment is installed on supports that are different than those used in qualification, the supports should be
dynamically equivalent. Dynamically equivalent includes the following:

¥  Testing or analyzing on equivalent support: The equipment may be mounted or modeled on an equivalent
(dynamically) structure.

¥  Testing or analyzing without support: Conservatively estimate the acceleration that the equipment would
experience on the support structure during the required earthquake shaking and then qualify the equipment to
the estimated or more severe motion.

¥ Testing or analyzing on a support that transmits more severe accelerations than equivalent support.

6.6 Base isolation

The support structure dynamics can figure heavily in the qualification strategy of equipment. Base isolation is an
earthquake damage mitigation strategy that relies on a support structure to lessen the severity of earthquake-induced
accelerations. Base isolators have been successfully used in many equipment applications. Under certain types of
motion and base-isolation configurations, very large displacement, in certain cases, even over 1/3 m, may result. This
should be accounted for in the equipment installation to ensure that proper electrical clearances are maintained. With
displacements of the order of 1/3 m, there may be the potential for large impact loads at the limits of the displacement.
Base isolation is particularly useful for equipment that is too fragile to be qualified to the required motion.

Historically, there have been significant problems with existing base-isolation designs that use conical shaped disked
springs (washers). The design of thistype of base-isolating device should be very carefully considered before using for
the following reasons:

a) The springs (washers) have been known to change characteristics, usually due to environmental effects, such
as corrosion, dust, or other material collecting between the washers. (This type of device should be sealed
from the environment.)

b) The springs have been known to change characteristics due to fatigue or over tensioning.

¢) In order to remove the equipment from its stand, this type of spring assembly usually must be entirely
disassembled.

d) The expected response of the springs may not be achieved if improperly pretensioned.

6.7 Suspended equipment

Equipment that is suspended often takes on the dynamic characteristics of base-isolated equipment. Asaconsequence,
it may not be subjected to the peak levels of the horizontal ground motion accel eration. On the other hand, just aswith
base-isolated equipment, it may experience significant vertical acceleration and horizontal displacements, and may be
subject to large loads associated with snubbing action of restraints. In the case of suspended equipment, instances of
displacements over a meter have been observed during a significant earthquake. The large motions may cause
significant nonlinear effects due to interaction with conductor connections with inadequate slack. The dynamics of the
upper support point may also influence the response and loads on support and restraint points. (It is expected that most
suspension mounting structures are non-rigid in at least one direction.) These interactions can cause large connection
point loads. Suspended equipment has included wave traps, current voltage transformers, capacitors, and thyristor
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valves. Requirements for suspended equipment other than thyristor valves are given in Annex |. Suspended thyristor
valves should be qualified on a case-by-case basis.

There are four basic components to a suspended mounting configuration. They are as follows:

%  The equipment

% A suspension system
Y% A restraint system

¥  Electrica connections

To achieve the intended seismic performance of the suspended equipment, the user must adequately design the
suspension system, restraint system, and the electrical connections.

Figure 2 is provided to assist the user in understanding the terms used in conjunction with suspended equipment. It
does not represent the only configuration. For example, the restraint system need not be bel ow the equipment, and both
the suspension and restraint systems may consist of more than one line.

Support ——» L ¢
Y« Support
structur‘e - point(s)
Suspension
point(s) \\\ I SuspenSion
B system
' _—Load-
Equipment carrying
Structure
Restraint— __—— Restraint
point(s) system
__— Anchor
point(s)

Figure 2— Definitions

There are numerous possible configurations for the mounting of suspended equipment, but seismically proven designs
generally adhere to the following concepts:

a) Equipment. The requirements of suspended equipment are provided in Annex I.

b) Suspension system. The suspension system consists of all the hardware used to support the weight of the
suspended equipment and is bounded by the upper support point(s) and the equipment’ s suspension point(s)
(see 1.1.4.1). The suspension system must be constructed such that it allows the suspended equipment to
oscillate about the upper support point(s).
To allow the necessary freedom of motion and yet control the attitude of the suspended equipment, the upper
connection of the suspension system to the upper support point(s) and the lower connection of the suspension
system to the equipment suspension point(s) must each have rotational freedom about any horizontal axis.
A suspension system can have coincident restraint functions. However, such configurations must not allow
the suspension system to go slack.

Documents

Document Sharing Hub

Copyright & 1997 IEEE All Rights Reserved

Authorized licensed use limited to: Tsinghua University. Downloaded on February 25,2026 at 22:39:52 UTC from IEEE Xplore. Restrictions apply.

Full document details: IEEE 693-1997


http://www.avadocuments.com/doc/ieee-693-1997
http://www.avadocuments.com/doc/ieee-693-1997

IEEE Std 693-1997 IEEE RECOMMENDED PRACTICE FOR

¢) Redtraint system. All seismically qualified equipment that is suspension mounted shall have a restraint
system. The purpose of the restraint system isto control oscillation (i.e., maintain electrical clearances of the
suspended equipment), without unduly increasing the equipment acceleration and to maintain a continuous
downward force upon the suspension system. The restraint system encompasses al of the hardware from the
suspended equipment’ srestraint point(s) (seel.1.4.2) to the anchorage point(s), which are normally below the
equipment.

The restraint system must be constructed so that it continuously maintains electrical clearances of the
suspended equipment. It is prohibited to have slack in the suspension system, neither initially nor as the
system moves in an earthquake. Therefore the restraint system must not go slack. Past field experience has
proven that designs with initial slack or linesthat go slack in an earthquake have experienced impact damage.
For reasons identical to those given for the suspension system, the connection of the restraint system to the
equipment restraint point(s) must allow rotation freedom about, and translational freedom in, any horizontal
axis. The connection of the restraint system to the anchorage point(s) must allow rotational freedom about
any horizontal axis.

Therestraint system is usually attached to anchorslocated bel ow the equipment, but the restraint system need
not be below the equipment. However, restraint systems must be capable of maintaining a continuous
downward load upon the suspension system throughout a seismic event (so as to avoid any slack in the
suspension system). For restraint systems that are not below the equipment, maintaining a continuous
downward load typically entails the incorporation of axial stiffness into the suspension system to prevent
vertical displacements. Without axial stiffness, the insulators may go slack, resulting in the equipment
bouncing and causing impact loads.

A recommended, but not compulsory, feature of a spring type restrained system is to incorporate a damping
mechanism. Care should be exercised not to over-damp the restraint system, thereby increasing the
acceleration of the equipment.

The ideal situation is to design the support system to also function as the restraint system. This is done by
providing full rotational attachments at the support point(s) and the suspension point(s), providing rigid
insulator(s), and providing adequate flexibility of movement of the conductor to alow free movement of the
equipment. Because of the large deflections, attention to detail, such as the impact of insulator sheds on
support structure members, isimportant.

d) Electrical connections. To alow the necessary freedom of motion of the suspended equipment, the

equipment’s electrical connections must be made with suitably flexible conductors that do not impede the
free oscillations of the equipment. Also, the displacements of the entire suspended configuration should be
accounted for when designing clearances with neighboring equipment or structures.
Typicaly electrical conductors do not serve as part of the suspension or restraint systems. However, for
certain equipment types [e.g., capacitor voltage transformers (CVTs)] the electrical conductor may provide
the structural support. This is acceptable provided there are independent connectors at either end of the
conductor that are capable of transferring the mechanical loads and the conductor can accommodate the
structural loads.

The combination of unique requirements for a suspension mounted system (e.g., suitable structures from which to
suspend the equipment, restraint anchorage points, physical clearances, and conductor terminals) may dictate the
design of the suspended equipment. If this is the case, the user should provide the following information in their
specification:

¥  The number and locations of the suspension and restraint points on the equipment.
¥  Thedirection and magnitude of the normal operating restraint load(s) at the restraint point(s).

6.8 Anchorage

Anchorage is often the most cost-effective measure that can be implemented to improve the earthquake performance
of inadequately anchored equipment. It isimportant, asin the case of asupport structure, that the anchorage used in the
gualification closely simulate the in-service anchorage. Using a welded anchorage normally allows for simpler and
stiffer anchorage configurations and can be stronger than bolted anchorages.
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It is the responsibility of the manufacturer to supply a product with the capability of being secured by a fastening
method condoned by the user (either welded or bolted). The manufacturer shall state the anticipated seismic loads
(shear, tension, compression, bending, if applicable) in combination with normal loads at the footprint(s) of the
equipment. It isthe responsibility of the user to ensure that the connection between the manufacturer’ s equipment and
the immediate support (either a foundation support structure or other piece of egquipment) is made so that it will
properly transfer the anticipated |oad combinations.

The recommended equipment anchorage is made by welding the base to structural steel members embedded in, or
firmly anchored to, a concrete foundation. The manufacturer designs the welds, including the size, location, and type,
and shows them on the manufacturer’ sinstallation drawing and on the seismic outline drawing. All welds and welders
should conform to applicable American Welding Society (AWS) specifications. (Refer to A.4.2 for further
information.)

If bolts are to be used, their size, strength, location, and materials should be shown on the manufacturer’ s installation
drawings and on the seismic outline drawing. The size and strength of the anchor systems should be determined using
critical material allowable stresses. However, the one-third increase in bolt allowable stresses, due to earthquake loads,
should not be permitted, except for sine-beat tested equipment (see A.4.2). It is recommended that mild ductile steel,
such as ASTM A36, be used, and that the design philosophy such as that stated in “Design of Headed Anchor Bolts’
[B19] 13 pe followed. The depth of embedment and the type of bonding to that portion of the anchor system within the
foundation should be determined by the user and should produce a strength greater than the strength of the anchor
bolts. The intention here is to ensure that the bolt is weaker than the concrete so that the beginning of failure, should
it occur, will be ductile. Consideration should be given by the user to any unequal distribution of dynamic earthquake
loading on the anchor bolts.

All anchor systems must withstand the forces resulting from the design earthquake. Ultimate strength design of
anchorage is acceptable as long as the anchorage capacity is equivalent to that required by the allowable strength
design.

When designing equipment foundation anchoring systems, it is recommended that the anchor system be reviewed for
adequacy to withstand the cyclic nature of the seismic forces. The anchor must withstand the shear, uplift, and
compressive forces resulting from the design earthquake. Any anchoring system (e.g., expansion type, adhesive type,
etc.) must be certified by the manufacturer as being acceptable for use in seismic applications. The manufacturer’s
recommendations for safety factors, embedment lengths, pullout design, and edge-shear design should be reviewed,
modified, and applied as required by the designer. In the past it has been considered good engineering practice not to
use mechanical fasteners that rely on friction or wedging action to anchor equipment against earthquake loading.
Although certain types of mechanical fasteners perform acceptably for tension and shear vibrating loads, historical
experience suggests that these types of anchors should not generally be used for tension and shear vibrating loads. In
all cases, use caution and investigate qualification testing and in-situ experience for these types of anchors.

6.9 Conductor induced loading
6.9.1 Interconnection with adjacent equipment

All equipment, whether installed and operating or stored as spares, can be adversely affected by impacting an adjacent
moving or stationary component. Therefore, care must also be given to the placement of important components so that
failure or movement of adjacent components does not cause damage that would lessen the ability of a facility to
operate.

Equipment that are connected by conductors must have some provisionin their installation (e.g., sufficient flexibleline
dack) that will allow for any relative deflection between the equipment, which will occur during an earthquake.
Likewise, in rigid bus installation, it is necessary to incorporate adequate flexibility to permit axia or longitudinal

13The numbersin brackets correspond to those of the bibliography in Annex T.
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movement of individual major equipment assemblies while avoiding the transfer of excessive forces between the
individual components.

6.9.2 Observed component displacements

Based on analysis, tests, and forensic engineering after earthquakes, it has been determined that individual items of
major equipment and bus supports move by varying degrees depending on their mass, mounting height, type and size
of support structure, etc. This movement results in the need for specific flexible bus configurations.

Typical ranges of observed axia or longitudinal movements at the conductor attachment point of various classes of
138 kV, 230 kV, and 500 kV equipment for 0.3 g peak ground acceleration are indicated in Table 1.

The classes of equipment have been chosen to arbitrarily identify threelevels of expected displacement: high, medium,
and low.

a) High-frequency equipment (8 Hz and greater, small displacements). Transformers, tank reactors, dead-tank
circuit breakers.

b) Medium-frequency equipment (2.5-8 Hz, medium displacements). Disconnect switches, live tank circuit
breaker, capacitor banks.

c) Low-frequency equipment (less than 2.5 Hz, large displacements). Capacitor voltage transformer, current
transformer, wave trap, suspended components.

The observed displacement for three categories of equipment are shown in Table 1.

Table 1— Typical equipment displacements in millimeters (where 25 mm~1 in)

Frequency 138 kV 230kV 500 kV
High 25-50 mm (1-2in) 25-75mm (1-3in) 100-300 mm (4-12in)
Medium 50-150 mm (2-6in) 70-200 mm (3-8in) 200-600 mm (8-24in)
Low 150-500 mm (6-20 in) 200-1000 mm (8-39in) 300-1500 mm (12-59 in)

6.9.3 Conductor length determination

The typical movements (displacements) are given for informational purposes only and should not be used in design.
The displacement found in the qualification should be used in the design. Wherever possible the design should provide
additional slack or movement between equipment over that found in the qualification. A recommended method for
calculating minimum required conductor length between componentsis:

a) Equipment #1 maximum displacement during earthquake plus;

b) Equipment #2 maximum displacement during earthquake;

c) Tota sum of #1 and #2 multiplied by afactor of 1.5 plus;

d) Straight line distance between connection points plus;

€) Minimum required slack for conductor configuration under consideration.

For the installation of an adjacent disconnect switch and circuit breaker, for example, the movement for the disconnect
switchis50 mm and for the circuit breaker is 75 mm which, when combined, equal adifferential movement of 125 mm
for the completely out-of-phase scenario. To this a 50% margin, or 63 mm is added. Only the longitudinal motion
(along the conductor length) is important for a flexible conductor. For a rigid conductor, both longitudinal and
transverse motion can be important.
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6.9.4 Installation

The stranded-bare conductor, although considered to be flexible, will not provide sufficient flexibility when installed
unless adequate length is included. The minimum distance between termination points for which a stranded-bare
conductor may be used is determined by the minimum bending radius of the conductor. The distance between
termination points will determine the configuration of the conductor.

In addition to establishing the required amounts of differential movement, it is necessary to choose a practical
conductor configuration that will provide the necessary limited flexibility. The flexible connection shall be configured
so as to avoid compromising voltage gradients across bus and equipment insulators and maintaining the established
phase-to-phase and phase-to-ground air insulation clearances.

As the result of analysis and tests aimed at establishing the flexibility characteristics of standard all-aluminum
conductors, three basic configurations (see Figure 3) and adaptations of each were found to be most suitable. Also, it
was found by analysis and confirmed by tests that the forces required to “stretch” or “compress’ these configurations
are at least an order of magnitude less than the peak dynamic forces generated by the equipment movements. The
configurations are intended to provide the necessary conductor stretch and compression without applying excessive
force to the bus and equipment terminations. The dimensions of configurations adequate for an application are
determined according to voltage (clearances), conductor size (bending radius), equipment differential movement, and
vertical and horizontal separation of the termination points (V and H). Adding conductor length normally decreases
dynamic load, but can result in violation of required electrical clearances.

i il lX/ﬂ

. H

H

—_—= g !
Configuration 1 Configuration 2 Configuration 3

Figure 3— Basic slack configurations

For the configurations shown in Figure 3, the conductor Iength should be established with the recommended method
presented in 6.9.3.

6.9.5 Short circuit
Short-circuit loads do not appear to have been a significant cause of failure during past earthquakes.

Short-circuit conditions typically produce a high fault current, which in turn produces el ectromagnetic forces between
conductors carrying the current. Depending on the spacing of the conductors, the generated forces can be significant.
The greater the current and the smaller the conductor spacing, the greater the force generated.

The oscillating force exists as long as the current flows and ceases as the current flow ceases. The faster the system
recognizes that there is afault and opens the circuit via circuit breaker operation, the less the system will respond and
be stressed.
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Sometimes, by the time the earthquake shaking reaches a substation, the substation is de-energized due to damage in
other substations, circuit breaker operation in adjoining substations, or faulting along the lines leading into the
substation causing the substation circuit breakers to open.

If the substation is still energized, there is some likelihood that the earthquake and the short circuit will affect the
equipment at the same time.

Normally, equipment should not be designed for concurrent earthquake and short-circuit loading. If the user feels that
additional margin is needed, the user may use equipment in a higher performance classification, increase phase
spacing, or add specified short-circuit loads in the user’s seismic requirements (refer to 5.3).

6.9.6 Weight of conductor (static) and conductor dynamic loads

The weight of the conductor (static) and conductor dynamic loads do not appear to have been a significant cause of
failure during past earthquakes when a conductor was installed according to the recommendations of 6.9.2 through
6.9.4.

When a conductor is strung from another component, the conductor weight may exert a longitudinal force due to
catenary action. Depending on the amount of sag, this force can be significant. During an earthquake, the conductor
responds dynamically. This dynamic response can be significant.

Normally, equipment should not be designed for concurrent earthquake and the weight of the conductor (static) and
conductor dynamic loads. If the user feels that additional margin is needed, the user may use equipment in a higher
performance classification, evaluate factor of safety margins for equipment with existing qualification reports, or add
specified weight of conductor or conductor dynamic loads in the user’ s seismic requirements (refer to 5.3).

6.9.7 Wind and ice loads
Wind and ice loads do not appear to have been a significant cause of failure during past earthquakes.
Wind and ice loads can be significant on electrical equipment, especially if they are due to the loading on conductors.

Normally, equipment should not be designed for concurrent earthquake and wind and ice loads. If the user feels that
additional margin is needed, the user may use equipment in a higher performance classification, or add specified wind
and ice loads in the user’ s seismic requirements (refer to 5.3).

7. Qualification methods: An overview

Static analysis, static coefficient analysis, dynamic response spectrum analysis, time history testing, sine-beat testing,
and static pull testing are methods used in this recommended practice to qualify electrical equipment. This clause
explains these methods. This clause does not provide qualification requirements. The requirements for the
gualification methods are given in Annexes A through O. However, this clause discusses time history dynamic
analysis, which the user may use as discussed within.

7.1 General
In order to qualify equipment to withstand earthquakes, the following dynamics problems should be considered:

a) The expected magnitude of the excitation. The geographical region, local site, soil conditions, historical
seismic data, and degree of conservatism should all be considered when establishing the expected magnitude
of excitation.

20 Copyright & 1997 IEEE All RiR%ments

Document Sharing Hub
Authorized licensed use limited to: Tsinghua University. Downloaded on February 25,2026 at 22:39:52 UTC from IEEE Xplore. Restrictions apply.

Full document details: IEEE 693-1997


http://www.avadocuments.com/doc/ieee-693-1997
http://www.avadocuments.com/doc/ieee-693-1997

SEISMIC DESIGN OF SUBSTATIONS IEEE Std 693-1997

b) The configuration of the equipment. In genera, taler, heavier high-voltage equipment having lower
frequencies are more susceptible to seismic excitations. The result is higher stresses and motions than are
found in shorter, lighter low-voltage, higher-frequency equipment. Thus, lower voltage equipment is more
amenable to simpler calculation methods.

¢) The functional aspects of the equipment during and after a seismic event. This is influenced by the
importance of the equipment and level of acceptable risk. For important equipment it may be advisable to
demonstrate by tests one or more of the following: equipment mechanisms, relays, contacts, etc., operate
without malfunctioning before, during, and after a design earthquake. Refer to 5.4 and Clause 9 for more
detailed information. Review of previous seismic performance or testing of similar equipment is
recommended.

The use of seismic response spectra as a means for qualifying equipment, either by calculation or by test, has become
the most widely accepted and powerful method. Figures A.1 and A.2 give the RRS for high and moderate levels,
respectively.

The maximum accel eration response of equipment with modesin the range of 1.1 Hz to 8 Hz is as indicated by these
spectra. The response levels are also a function of damping (the less damping the higher the response). Equipment
modes above 33 Hz are considered rigid and respond at the constant zero period acceleration level (ZPA) of the
required spectrum.

7.2 Calculation methods
7.2.1 Static analysis

For higher-frequency equipment, with modal frequencies above 33 Hz, apply a multiple of the ZPA at the center of
gravity in each of the principal axis directions and calculate the combined resulting stresses and anchorage loads. See
A.1.6 for further requirements.

7.2.2 Static coefficient analysis

Thistype of analysis usually applies to equipment having a few important modes in the seismic range. A factor of 1.5
times the peak g value from the RRS applied according to the mass distribution in each of the principal axis directions
is required, unless otherwise specified in the annexes. Calculate loads and combine stresses. The 1.5 factor accounts
for multimode effects. Refer to 5.6.3 and A.1.7 for more details.

7.2.3 Modal dynamic analysis

For complex structures with many modes in the seismic range, a detailed finite element model is needed. The RRS
method is used with damping as verified by item @) of A.1.8 (simple-bump test) and other tests as specified in A.1.8,
or a conservatively low value (e.g., 1% or 2%) is used. The lower frequencies of the mathematical model should, if
possible, also be verified by the simple-bump or other specified test methods. The loads and modal stresses are
combined using the square root or the sum of squares (SRSS) method, or closely-spaced modes (within 10% of lower
modes) are added directly and then the remaining modes are added using the SRSS method. An alternate method for
combining modes is the complete quadratic combination technique. (For requirements see A.1.5.) Residual mass
effects at the center of gravity (CG) should be included.

7.2.4 Time history dynamic analysis

This method is a powerful tool when evaluating multiple, interconnected equipment or when studying equipment too
large to test. Note that this method is intended as a qualification method for electrical equipment only if the user
specifically requiresit, because it requires proper definition of the time history and is more expensive.
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Linear analysis, a time history representing a seismic event, can be applied to a linear finite element model, then
calculate the instantaneous stresses and |oads. Modal reduction techniques can be used to reduce models to important
lower modes and degrees of freedom, then calculations can be made more readily.

A time history as above can be applied to a finite element model having nonlinear elements representing important
nonlinearities in equipment. It is more time-consuming and costly, and also requires direct time integration of all
degrees of freedom. Modal or modal reduction methods do not apply in general unless nonlinearities are treated as
pseudo-forces. Thisis an approximate method requiring considerable engineering judgment.

7.3 Testing methods
Historically, testing has been done using a variety of the following test methods:

a) Single sine frequency

b) Continuous-sine

¢) Sine-beat

d) Decaying sine

€) Multiple-frequency

f)  Time history

g) Random motion

h)  Random motion with sine beats

i)  Combination of multiple sinusoids
j)  Combination of multiple sine beats
k) Combination of decaying sinusoids, and others plus combinations of any of the above

The most important consideration, regarding methods that envelope the RRS, is that the calculated test response
spectrum (TRS) of the table motion at the test facility envelopes the RRS in a manner similar to that of an actual
earthquake. That is, it envelopes the RRS with amplitudes, frequencies, and energy levels that occur in a similar
simultaneous manner.

Note that the method of attaching equipment to the test table should be the same or equivalent to that used on the actual
foundation or supporting structure. Strain gauge hold-down bolts are recommended to measure anchorage loads.

Direction categories for testing include multiaxis, single-axis, biaxial, and triaxial. Primarily for device testing, it is
important to introduce cross-effects due to the earthquake disturbance. Hence, multiple tests are required in different
directions (orientations) of each system when biaxial testing is performed. Because the triaxial method requires only
one test position, the consequent stress fatigue effects will be at a minimum in the equipment tested in this manner.

A biaxial machine with 100% horizontal and 80% vertical motion can be used in lieu of atriaxial table by mounting
the equipment at 45° to the table motion with the table motion increased by 40% to meet the RRS in both directions
simultaneously, which will simultaneously excite the two orthogonal principal directions. This reduces the number of
tests, but the magnitude of motion to equipment in direction of table motion may be too severe. The severity is
dependent on the geometry and type of equipment.

Instrumentation to measure accelerations at the overall CG is recommended, but not mandatory. If the CG is outside
the equipment, the closest practical location on the equipment should be used. The results can be used to calculate and
verify foundation loads and the equipment on other supports.

7.4 Special cases

Generic testing beyond specified requirements (overtesting) may be accomplished by broadening the specification to
include a wide variety of applications. However, it can produce a very severe test motion and care must be taken to
avoid costly damage. Generic or overtesting, if done carefully, can lead to improved seismic designs at reasonable
costs.

22 Copyright & 1997 IEEE All RiR%ments

Document Sharing Hub
Authorized licensed use limited to: Tsinghua University. Downloaded on February 25,2026 at 22:39:52 UTC from IEEE Xplore. Restrictions apply.

Full document details: IEEE 693-1997


http://www.avadocuments.com/doc/ieee-693-1997
http://www.avadocuments.com/doc/ieee-693-1997

SEISMIC DESIGN OF SUBSTATIONS IEEE Std 693-1997

Fragility testing can be used to determine the ultimate capability of equipment. Such information would serveto prove
adequacy for more drastic earthquake disturbances and conclusively shows the weak link, which may result in
improved seismic capability.

On-site testing can be accomplished by portable shaking devices, where the equipment was not tested before
installation. It has the advantage of including the effects of attachments or modifications made to the equipment and
limited foundation and soil effects, but is not typical earthquake random type motion. These results can be used to
update and improve calculations (models).

7.5 Qualification method for specific equipment

Thetable of contents of this recommended practice lists annexes for equipment types found in substations. Depending
upon the complexity of its structure, a specification has been provided for either calculations or tests necessary to
qualify each piece of equipment to withstand an earthquake environment. The annexes contain a recommended
qualification outline for the listed equipment.

7.6 Functionality of equipment

The functional aspects of specific equipment are defined in the “Operational requirements’ and the “Acceptance
criteria’ of the annexes. The ultimate requirement for particular equipment is to be capable of functioning before,
during, and after a seismic event. This can only be verified by testing to a level equivalent to the particular seismic
event and performing the required functions before, during, and after the test. Switches, linkages, mechanisms, relays,
etc. must remain functional, or must change state as required to perform their function. This includes both mechanical
and electrical integrity requirements.

Functional requirements are only verified to the actual level of the test. On the other hand, structural requirements can
be satisfied by lower levels of testing and extrapolating results to higher levels by comparison of actua stress
measurements to the allowabl es.

7.7 Qualification by seismic experience data

Procedures for qualifying certain types of equipment through the use of actual earthquake experience have been
developed in the nuclear power industry. The use of earthquake experience data as a qualification method is addressed
in IEEE Std 344-1987 [B15], and in subsequent revisions of that standard under development at the time of this
writing.

Earthquake experience datatypically appliesto categories of equipment rather than to specific items. The documented
performance record of the equipment category must demonstrate that there is no tendency for significant structural
seismic damage over the range of ground shaking experienced in actual earthquakes.

This documented performance record consists of an inventory of equipment (within the particular category) that has
experienced substantial earthquake ground motion, for which the post-earthquake condition of the equipment can be
verified. Thisinventory of earthquake-affected equipment comprises a database for the equipment category.

The use of experience data may be considered as an aternative to testing and analysis only when the following have
been met:

a) The particular type of equipment can be shown to have no tendency for significant structural damage or
performance degradation for the specified level of ground motion.

b) The specified ground motion is less than or comparable to the range of ground motions experienced by sites
reviewed in compiling the database.
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¢) Itemsof equipment qualified by experience data must be shown to be generally represented by the equipment
category for which an adequate database has been compiled. Representation means that a specific equipment
item must fit within the database range of size, mass, and capacity; must be similar in operation and
construction (including its support); and must contain no significant design differences compared to database
equipment that might be sources of weakness under seismic loading. The equipment item need not be
represented within the database by the specific manufacturer and model.

d) An adequate database inventory for a particular category of equipment should include about 50 examples
(i.e., about 50 items of similar equipment) that have experienced earthquake ground motion comparableto or
greater than the predicted level for the substation site. This database inventory should include multiple sites
and multiple earthquakes.

€) The earthquake performance record for the category of equipment must demonstrate that there is no tendency
for seismic damage in past earthquakes, or that sources of seismic damage are precluded by design or
installation provisions for the particular item to be qualified.

f)  Experience data may be used only when approved by the purchaser of the substation equipment.

Experience data can only be used to demonstrate the ability of equipment to survive the earthquake and remain
operable afterward. It cannot be used to ensure that equipment, such as circuit breakers, relays, or contacts will
maintain the correct operational state during shaking.

Procedures for qualification by experience data have been developed by the nuclear power industry for certain
categories of equipment powered at voltages up to about 15 kV. These procedures are supported by an existing
database of adequate size and detail, and a standard set of restrictions and requirements for reviewing specific
equipment items. These procedures are discussed in Annex P and in the referenced standard “ Generic Implementation
Procedure (GIP) for Seismic Verification of Nuclear Plant Equipment” [B10]. Qualification by experience data
requires appreciable expertise; it is suggested that the standards developed by the nuclear industry be utilized
whenever possible.

8. Design considerations

8.1 Foundation analysis

This subclause applies to the design of foundations and the analysis of the soil. It does not apply to anchorage. See
ASCE Substation Structure Design Guide (draft) and A.4.2 for anchorage.

8.1.1 Pad-type foundations supporting flexible equipment

Pad-type foundations supporting flexible equipment may be designed using lower loads than required by the
qualification of the equipment and support. Experience has shown that these types of foundations can be analyzed to
the requirements of Equation (1),

Fp = Zl Cpr )
which comes from Section 1630.2, vol. 2 of the 1994 edition of the Uniform Building Code (UBC), where C,, = 0.75.
Thisload should be applied horizontally at the CG of the equipment. As always, the dead weight of the equipment and
foundation should be considered as vertical load. Normal operating loads, if applicable, should be included. Fj, can be

used for overturning and determining the loads on the soil. However, it is advisable to use working allowables for the
soilsinstead of ultimate values.
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8.1.2 Pad-type foundations supporting heavy or rigid equipment

Pad-type foundations supporting heavy or rigid equipment, such as transformers, may be designed to the same criteria
as flexible equipment. However, specia care should be exercised when designing the foundation and evaluating the
soils. Poor or marginal soils may require that engineered fill or piles be placed under the foundation. Settlement of
foundations and cracked or damaged foundations are typical problems found after earthquakes. Also, rocking of the
foundation has been identified as a potentia problem.

8.1.3 Pier and pile type foundations

Pier- and pile-type foundations supporting equipment should be designed to the loads found in the qualification
process for the equipment and support. However, the soil may be analyzed to the same criteria and loads as the pad-
type foundations, except Equation (1) should be multiplied by 1.67 for tall pedestal-type equipment and support.

If the electrical support structureis designed to act asan integral unit at the high and moderate performance levels and
islocated on multiple foundations, then consideration should be given to connecting the foundation with grade beams
to minimize differential foundation displacement, due to an earthquake.

8.2 Station service

Station service is one of the key elements necessary to bring earthquake damaged stations back on-line. The station
service is normally comprised of lower-voltage equipment (except the transformer high voltage side), and experience
has shown that such equipment is generally inherently rugged. However, station service has been lost in earthquakes.
Often this can be traced to inadequate attention to detail. The following checklist can be used when designing the
station service:

a) Verify that all the equipment and the supports are adequately anchored to the foundations.

b) Verify that al of the equipment is decoupled and that there is adequate slack or jumper loops in the
conductors and interconnections with rigid bus.

c) Verify that equipment meets the requirements of Annexes B through O.

d) Verify that the support structures are rugged and rigid.

e) Verify that there are no weak hinge points in the structures.

f)  Verify that the bushings and their mounting fittings to the equipment are adequately designed.

g) Verify that there are no objects, such astrees or branches, outside of the station service areathat can fall into
the station service area.

h) Itisdesirable, if practicable, to place the station service equipment on one solid foundation. If liquefaction or
soil settlement occurs, damage can be minimized using this technique. Also, differential movement between
equipment is minimized.

i) All items, including “noncritical” items, such as light poles, that are within or near the station service area
that have the potential of falling on station equipment or energized bus, should be considered as critical and
designed not to fail, since their failure could cause the station service to fail.

j)  Verify that no damage will result from the swinging of any suspended or hung equipment or article.

8.3 Emergency power systems
8.3.1 Station batteries

Station batteries are an integral part of the control and communication systems (ac station service supplies power to dc
system) in electrical substations. When ac system power is lost, these batteries provide the critical emergency power
for control, communications, and monitoring when off-site power is lost or if station power is disrupted. The
operational life of batteries, that is, the number of hours the batteries can meet demand when station service is
disrupted, typically ranges from 2 h to 6 h. For critical sites without engine-generators, battery operational life should
be determined by the time it would take to supply emergency power with a mobile generator. To meet the vital needs
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supplied by the batteries for disruptions longer than the operational life of the batteries, emergency engine-generators
can be used to recharge the batteries and provide other essential ac loads for an extended period. For sites with
emergency generators that can support the load on the station batteries, batteries only need to be able to start the
engine-generator.

It isvital that batteries be supported by seismically qualified battery racks, as described in Annex J. In addition to a
seismically qualified battery rack, the cells should be restrained to the rack and provided with rigid foam separators
between cells and between side and end restraints of the battery rack to prevent impact loads and damage to cell cases.
Electrical connections should be provided with adequate slack to accommodate movement of the rack and conductor
anchor points. Normal shipping loadsfor industrial grade batteries should be adequate to qualify the cellsto 1 g motion
at the base of the battery rack.

8.3.2 Engine-generators

The performance of engine-generators after earthquakes has not been good for a number of reasons. These include
inadequate anchorage of the engine-generator or fuel supply system, overturning or malfunction of the engine-
generator control system, or overloading of the system. Detailed discussion of issues related to the selection,
installation, operation, maintenance, and testing of emergency generatorsis contained in the ASCE (draft), “ Guide to
Reliable Emergency Power” [B4].

The most common problems with emergency generators are easily avoided, as described in the following:

a) Generator anchorage. Engine generators are often mounted on vibration-isolation systems to keep vibrations
of the engine-generator from getting into the engine support structure. In most cases, these isolation systems
are not necessary. If they are used, it is vital that the system that is supported be restrained so that its motion
is limited and it cannot fall off of its support system. Some isolation systems have self-contained restraints,
but they are often made of cast iron and fail under earthquake induced loads. When isolation systems are
used, itisalsoimportant to provide al utility connections, such asthefuel line, control lines, power lines, and
cooling water lines with adequate slack and flexibility.

b) Securing engine-generator starting batteries. Frequently, in otherwise well-engineered emergency power
facilities, batteries that are used to start the engine-generator are unanchored. In an earthquake, unanchored
batteries can be damaged and hence, unavailable to start the emergency engine. Batteries should be secured
so that they cannot fall or slide and impact against each other or their support structure.

¢) Day tank anchorage. Modern day tanks, small tanks, and pump controls used to get fuel from the main
storage tank to a small tank near the engine-generator, typically consist of a closed fuel tank sitting in a
second open tank. While the overall system is typically anchored to the floor, the closed tank may not be
anchored to the open tank in which it sits. In this case, fuel lines provide the restraint to secure the tank. The
load path for all system components should be evaluated for adequate strength and limited flexibility.

d) Fouled and contaminated fuel. If diesel fuel is used, it should be treated with additives to prevent growth of
micro-organisms and changed periodically, about every five years. Fouled fuel will clog injectors and filters.
Under some conditions, partially filled tanks will allow water to condense and contaminate the fuel.

€) Posted manual operating instructions. Several conditions can prevent an engine from starting. For example,
relays used to control and protect the engine may malfunction due to earthquake-induced vibrations. It is
important that detailed instruction be posted near the engine for starting the units. These instructions should
indicate the proper position for all switches and valves and sequence of actions needed to start the engine.

f)  Annually compare engine-generation capacity to its load. Annualy review electrical load on the engine-
generator to ensure that it is below its capacity.

8.4 Telecommunication equipment

Three features common to telecommunication equipment can cause poor performance in earthquakes. They are as
follows:
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a) Flexible anchorage details of communication equipment racks. Telecommunication equipment racks are
typically anchored to the floor by four bolts through large aluminum angles in front and back. While this
anchoring method may have adequate strength, it is very flexible. These racks can experience earthquake-
induced motions of many centimeters at the top of the rack. It isimportant that cable connections be provided
with adeguate slack to accommodate these motions. These motions can be greatly reduced by providing an
upper brace to the rack by attaching the top of the rack to an overhead cable tray. The design should also
prevent pinching of cables between cable trays. These motions can be greatly reduced by providing an upper
brace to the rack or attaching the top of the rack to an overhead cable tray.

b) Communication cable trays. Cable trays commonly used by the communication industry are constructed so
that sections are connected with friction clips. If these trays are used to brace equipment racks, positive
connections should be used in their assembly.

¢) Communication equipment circuit board or pack restraints. Communication equi pment often contains circuit
boards, or circuit packs, that plug into a mother board mounted in the equi pment chassis. These boards should
have positive restraints to prevent them from vibrating loose. The restraints can be provided by circuit board
retractors with locks or with other means to restrain the boards.

9. Seismic performance criteria for electrical substation equipment

9.1 Introduction
This clause describes the following:

a) Three seismic qualification levels (high, moderate, and low)

b) The substation equipment performance that can be expected for each of the qualification levels
¢) Guidelinesto equipment purchasers on how to select the appropriate qualification level

d) The performancelevel

€) Therequired response spectrum

f)  How the performance level isrelated to the required response spectrum

9.2 Objective

The objective of this recommended practice is to secure equipment that performs acceptably under reasonably
anticipated strong ground motion. Acceptable performance means that following (and during, if so required) the
earthquake shaking, there is no significant structural damage and most equipment continues to function. However,
some minor damage may occur and a small portion of equipment may not fully function. (See 7.6 for a discussion of
electrical function.)

Because the anticipated loading due to earthquakes differs greatly from region to region, and in some casesthereisan
associated cost for meeting significantly higher seismic qualification levels, three seismic qualification levels (high,
moderate, and low) have been established.

9.3 Seismic performance levels

The PL of earthquake motion is represented by response spectra that reasonably envelop response spectra from
anticipated ground strong motions. See 9.4 and 9.5 for more discussion.

The shape of the PL is a broad-band response spectrum that envelopes effects of earthquakes in different areas
considering site conditions ranging from rock to soft soil as described in NEHRP-1997. Different damping
percentages are specified, as shown in Figures 4 and 5.

Copyright & 1997 IEEE All Rights Reserved DOC u 'P/ents
Document Sharing Hub
Authorized licensed use limited to: Tsinghua University. Downloaded on February 25,2026 at 22:39:52 UTC from IEEE Xplore. Restrictions apply.

Full document details: IEEE 693-1997


http://www.avadocuments.com/doc/ieee-693-1997
http://www.avadocuments.com/doc/ieee-693-1997

IEEE Std 693-1997 IEEE RECOMMENDED PRACTICE FOR

The PL and RRS shapes bracket the vast mgjority of substation site conditions, and in particular provide longer period
coverage for soft sites. However, very soft sites and hill sites may not be adequately covered by these spectral shapes.

9.3.1 High seismic performance level

Equipment that is shown by this practice to perform acceptably in ground shaking up to the high seismic performance
level issaid to be seismically qualified to the high level.

The high seismic performance level is shown in Figure 4.

36 Damping
2%
3.2 /'
/ 5%
28
f

\ T e
\\
AN
/ N

.~
i

1Y

20 ///

1.6

N
4

1.2
1.0

N

' /
%
4

0.3 1 5 10 50 100
Frequency f, in Hertz

Response Spectra, Acceleration in units of g *

* g, ACCELERATION OF GRAVITY.

i DRAWING NUMBER
Figure 4— High seismic performance level

9.3.2 Moderate seismic performance level

Equipment that is shown by this practice to perform acceptably in ground shaking up to the moderate seismic
performance level is said to be seismically qualified to the moderate level.

The moderate seismic performance level is shown in Figure 5.
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Figure 5— Moderate seismic performance level

9.3.3 Low seismic performance level

Equipment that is shown by this practice to perform acceptably in ground shaking up to the low seismic performance
level issaid to be seismically qualified to the low level.

The low seismic performance level represents the performance that can be expected when good construction practices
are used and no special consideration is given to seismic performance. In general, it is expected that the majority of
equipment will have acceptable performance at 0.1 g and less. However, live tank circuit breakers in voltage
classifications of 500 kV and higher that have not been designed for earthquake loading and then qualified by shake-
table testing or analysis may be damaged at these low acceleration levels.

9.4 Performance factor
It is often impractical or not cost effective to test to the high or moderate PL because of the following:

a) Test laboratories may not be able to attain these acceleration levels, especialy at low frequencies; more
importantly,

b) Sinceyielding of ductile materialsis considered acceptable at the PL, some structural components may be
damaged if tested to the PL and hence would be afinancial loss.

For these reasons, the equipment may be tested at 50% of the PL. For consistency, analysis will also be performed at
50% of the PL. This reduced level is called the RRS. For the high level, compare Figure 4 to Figure A.1 and for the
moderate level, compare Figure 5 to Figure A.2.

Theratio of PL to RRS in this practice is 2.0. This factor is called the performance factor. (That is, the performance
factor is PL/RRS or two.) The performance factor does not apply to the low seismic level.
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However, equipment tested or analyzed to the RRS is expected to have acceptable performance at the PL. Thisis
achieved by measuring the stresses obtained from the test or found from the analysis at the RRS and by the following:

a) Comparing the stresses to 50% of the ultimate strength of the porcelain or cast aluminum component. The
50% is the inverse of the performance factor.

b) Using alower factor of safety against yield combined with an allowance for ductility for steel and other
ductile materials.

¢) Considering that for most materials, the hysteresis damping capability increases at the higher levels of stress
normally associated with higher levels of shaking.

Theoretically, because of the reasons stated above, components qualified using the moderate or high RRS should be
able to withstand ground shaking at the respective PL. It is cautioned that this approach is dependent upon identifying
the highest stressed locations within the equipment and then monitoring during testing or analyzing the stresses at
these locations. Should the preparer of the qualification not identify the critical locations within the egquipment,
premature failure may occur in an earthquake. Also, the response of the equipment to the dynamic loading may change
between the RRS and the PL. If thisis not anticipated, premature failures may occur.

9.5 Seismic qualification

The discussion of 9.4 pertains to the structural performance of the equipment. Qualification by analysis provides no
assurance of electrical function. Shake-table testing provides assurance for only those electrical functions verified by
electrical testing and only to the RRS level, not to the PL.

Shake-table testing may be required for equipment that in previous years were qualified by dynamic analysis, but
performed poorly during past earthquakes. However, static or static coefficient analysis may still be specified when
past seismic performance of equipment qualified by such methods has led to acceptable performance.

9.5.1 High and moderate seismic performance level qualifications

The high and moderate RRS are shown in Figures A.1 and A.2, respectively. The RRS spectral shape is the same
spectral shape asusedinthePL, except at 50% of the PL. The equationsfor the spectraarelistedin FiguresA.1and A.2.

9.5.2 Low seismic performance level qualification

A rigorous seismic qualification, such asisrequired to meet the high and moderate performance levels, is not required
for equipment qualified to the low performance level. That is, no required response spectrum nor seismic report is
required. However, the following should be met:

a) Anchorage. Anchorage for the low seismic performance level shall be capable of withstanding at least
0.2 times the equipment weight applied in one horizontal direction combined with 0.16 times the weight
applied inthe vertical direction at the CG of the equipment and support. The resultant load shall be combined
with the maximum normal operating load and dead load to devel op the greatest stress on the anchorage. The
anchorage should be designed using the requirements of A.4.2.

b) Defined load path. The equipment and its support structure shall have a well defined load path.
Documentation of the load path is not required. However, the manufacturer shall design the equipment so that
it adheres to the characteristics described herein. The determination of the load path shall be established so
that it describes the transfer of loads generated by, or transmitted to, the equipment from the point of origin
of theload to the anchorage of the supplied equipment. Among the forces that shall be considered are seismic
(simultaneous triaxial loading—two horizontal and one vertical), gravitational, and normal operating loads.
The load path shall not include the following:

1) Sacrificia collapse members
2) Materialsthat will undergo non-elastic deformations, unrestrained translation, or rotational degrees of
freedom
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3) Solely friction dependent restraint (control energy dissipating devices excepted)

9.6 Selecting performance level for seismic qualification

A degree of judgment and advanced planning is likely to be involved in selecting the performance level for seismic
qualification. The site hazard should not be expected to fall directly on the high, moderate, or |ow seismic performance
level, and a decision to take morerisk or lessrisk will need to be made. It isrecommended that large blocks of service
area be dedicated to a single level as discussed in 5.4. There are also many operational factors that will need to be
considered when selecting equipment to go into the active inventory of an operating utility. Therefore, it is
recommended that the user evaluate all sitesin the entire serviceterritory and establish amaster plan, evaluating which
sites are high, moderate, or low (see 5.4). Likewise, after a site for new electrical equipment has been identified, the
user or user’s agent must determine the appropriate seismic performance level for selecting the seismic qualification.

Should the user determine that the spectra given in Figures 4, 5, A.1, or A.2 are unsuitable, then other spectra should
be developed and used. (See 5.3.)

9.6.1 Earthquake hazard method
The procedure to select the appropriate seismic qualification level for a site consists of the following steps:

a) Establish the probabilistic earthquake hazard exposure of the site where the equipment will be placed. Usethe
site-specific peak ground acceleration developed in a study of the site’s seismic hazard, selected at a 2%
probability of exceedance in 50 years, modified for site soil conditions.

b) Theresulting site-specific peak acceleration value and spectral acceleration values should then be compared

with the three seismic performance levels in order to select the level (high, moderate, or low) that best
accommodates the ground motions expected. If the peak ground acceleration is equal or less than 0.1 g, the
siteis classified as low. If the peak ground acceleration is greater than 0.1 g, but equal or less than 0.5 g, the
siteisclassified asmoderate. If the peak ground acceleration is greater than 0.5 g, the siteis classified as high.
This level then specifies the seismic qualification level used for procurement.
In selecting the quaification level based on the performance levels, it should be remembered that
performance levels represent levels of ruggedness based on testing at lower levels combined with factors of
safety for material, or analysis combined with experience from previous earthquakes. Therefore, these
performance levels have a degree of uncertainty. For better assurance of structural performance during an
earthquake, a user may require that the qualification spectra be higher to more closely fit the level that the
user desires the equipment to be protected against. The user should carefully weigh the benefits of deviating
from criteria specified herein against the added costs.

The earthquake hazard method is the preferred approach and can be used at any site.
9.6.2 Seismic exposure map method

These methods are aternate methods to the earthquake hazard method.

9.6.2.1 United States

The NEHRP-1997 seismic exposure maps can be used. The NEHRP-1997 maps provide spectral acceleration levels at
severa response spectra periods of ground-motion vibration for several probability levels.

To select the appropriate seismic qualification level, follow the steps outlined bel ow.

a) Determine the soil classification of the site (NEHRP-1997 soil type A, B, C, D, or E).
b) Locatethesite onthe NEHRP-1997 seismic hazard map showing peak accel eration (%g) with 2% probability
of exceedance in 50 years on soft-rock site.
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<)
d)
€)

Estimate the site peak soft-rock acceleration from the 2% map.

Multiply that value by the Fa value for the site soil conditions as a function of peak soft-rock acceleration.
From the resulting value, which is the site peak ground acceleration, select the PL. If the peak ground
accelerationis£ 0.1 g, the siteis classified as low. If the peak ground accelerationis> 0.1 g, but £ 0.5 g, the
siteis classified as moderate. If the peak ground acceleration is > than 0.5 g, the siteis classified as high.

9.6.2.2 Canada

Seismic zoning maps, located in the 11th edition of the 1995 NBCC, can be used. The 1995 NBCC maps provide
contours of peak horizontal firm ground acceleration and vel ocities for a probability of exceedance of 10% in 50 years
(i.e., 475 year return period).

To select the appropriate seismic qualification level, follow the steps outlined as follows:

a) Determine the foundation category (1 to 4) at the site as defined in Table 2.

b) Locatethe site on the 1995 NBCC peak acceleration zoning map.

c¢) Determinethe site peak firm ground acceleration from the map (or the tabulated values provided in the 1995
NBCC for some sites).

d) Multiply the firm ground acceleration by 1.5.14

€) Multiply that value by the appropriate foundation factor from Table 2 to obtain the site peak ground
acceleration.

f)  Select the appropriate PL. If the site peak ground acceleration is< 0.1g, the siteis classified aslow. If the site
peak ground acceleration is > 0.1g, but £ 0.5g, the site is classified as moderate. If the site peak ground
acceleration is> 0.5g, the siteis classified as high.

Table 2— Foundation factors (F)"
Category | Typeand depth of rock and soil measured from the foundation or F
pile cap level

1 Rock, dense and very dense coarse-grained soils, very tiff and hard 1.0
fine-grained soils; compact coarse-grained soils and firm and stiff fine-
grained soils from 0 to 15 m deep.

2 Compact coarse-grained soils, firm and stiff fine-grained soils with a 13
depth greater than 15 m; very loose and loose coarse-grained soils and
very soft and soft fine-grained soils from O to 15 m deep.

3 Very loose and |oose coarse-grained soils with depth greater than 15m. | 1.5

4 Very soft and soft fine-grained soils with depth greater than 15 m. 20

* Source—National Research Council of Canada, Institute for Research in Construction.
9.6.2.3 Mexico

To select the appropriate seismic qualification level, follow the steps outlined below.

WThis factor is applied because the NBCC seismic zoning maps show accelerations that do not have the same probability of exceedance as the
performance level accelerations defined in this recommended practice. Experience at various Canadian sites has shown that the computed peak firm
ground acceleration has a probability of exceedance of 10% in 50 years. For critical sites, it is recommended that users consider the use of a factor
larger than 1.5; in such casesit is advisable to consult an engineering seismologist familiar with the area.
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