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Abstract: Criteria that establish protection requirements for Class 1E power systems and equip-
ment are prescribed in this standard. The purpose of and the means for obtaining protection from 
electrical and mechanical damage, or failures that can occur within a time period that is shorter than 
that required for operator action, are described. Testing and surveillance requirements are includ-
ed. Plant physical design requirements to protect against events such as pipe whip, fi re, dropped 
load, etc., are not included.

Keywords: Class 1E, electrical equipment, IEEE 741™, nuclear power generating stations, power 
systems, protection
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Important Notices and Disclaimers Concerning IEEE Standards Documents

IEEE documents are made available for use subject to important notices and legal disclaimers. These notic-
es and disclaimers, or a reference to this page, appear in all standards and may be found under the heading 
“Important Notices and Disclaimers Concerning IEEE Standards Documents.” They can also be obtained on 
request from IEEE or viewed at http://​standards​.ieee​.org/​IPR/​disclaimers​.html.

Notice and Disclaimer of Liability Concerning the Use of IEEE Standards 
Documents

IEEE Standards documents (standards, recommended practices, and guides), both full-use and trial-use, are 
developed within IEEE Societies and the Standards Coordinating Committees of the IEEE Standards Asso-
ciation (“IEEE-SA”) Standards Board. IEEE (“the Institute”) develops its standards through a consensus de-
velopment process, approved by the American National Standards Institute (“ANSI”), which brings together 
volunteers representing varied viewpoints and interests to achieve the final product. IEEE Standards are doc-
uments developed through scientific, academic, and industry-based technical working groups. Volunteers in 
IEEE working groups are not necessarily members of the Institute and participate without compensation from 
IEEE. While IEEE administers the process and establishes rules to promote fairness in the consensus develop-
ment process, IEEE does not independently evaluate, test, or verify the accuracy of any of the information or 
the soundness of any judgments contained in its standards.

IEEE Standards do not guarantee or ensure safety, security, health, or environmental protection, or ensure 
against interference with or from other devices or networks. Implementers and users of IEEE Standards doc-
uments are responsible for determining and complying with all appropriate safety, security, environmental, 
health, and interference protection practices and all applicable laws and regulations.

IEEE does not warrant or represent the accuracy or content of the material contained in its standards, and 
expressly disclaims all warranties (express, implied and statutory) not included in this or any other document 
relating to the standard, including, but not limited to, the warranties of: merchantability; fitness for a particular 
purpose; non-infringement; and quality, accuracy, effectiveness, currency, or completeness of material. In 
addition, IEEE disclaims any and all conditions relating to: results; and workmanlike effort. IEEE standards 
documents are supplied “AS IS” and “WITH ALL FAULTS.”

Use of an IEEE standard is wholly voluntary. The existence of an IEEE standard does not imply that there 
are no other ways to produce, test, measure, purchase, market, or provide other goods and services related to 
the scope of the IEEE standard. Furthermore, the viewpoint expressed at the time a standard is approved and 
issued is subject to change brought about through developments in the state of the art and comments received 
from users of the standard.

In publishing and making its standards available, IEEE is not suggesting or rendering professional or other 
services for, or on behalf of, any person or entity nor is IEEE undertaking to perform any duty owed by any 
other person or entity to another. Any person utilizing any IEEE Standards document, should rely upon his or 
her own independent judgment in the exercise of reasonable care in any given circumstances or, as appropri-
ate, seek the advice of a competent professional in determining the appropriateness of a given IEEE standard.

IN NO EVENT SHALL IEEE BE LIABLE FOR ANY DIRECT, INDIRECT, INCIDENTAL, SPECIAL, 
EXEMPLARY, OR CONSEQUENTIAL DAMAGES (INCLUDING, BUT NOT LIMITED TO: PROCURE-
MENT OF SUBSTITUTE GOODS OR SERVICES; LOSS OF USE, DATA, OR PROFITS; OR BUSINESS 
INTERRUPTION) HOWEVER CAUSED AND ON ANY THEORY OF LIABILITY, WHETHER IN CON-
TRACT, STRICT LIABILITY, OR TORT (INCLUDING NEGLIGENCE OR OTHERWISE) ARISING IN 
ANY WAY OUT OF THE PUBLICATION, USE OF, OR RELIANCE UPON ANY STANDARD, EVEN 
IF ADVISED OF THE POSSIBILITY OF SUCH DAMAGE AND REGARDLESS OF WHETHER SUCH 
DAMAGE WAS FORESEEABLE.
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Translations

The IEEE consensus development process involves the review of documents in English only. In the event that 
an IEEE standard is translated, only the English version published by IEEE should be considered the approved 
IEEE standard.

Official statements

A statement, written or oral, that is not processed in accordance with the IEEE-SA Standards Board Operations 
Manual shall not be considered or inferred to be the official position of IEEE or any of its committees and shall 
not be considered to be, or be relied upon as, a formal position of IEEE. At lectures, symposia, seminars, or 
educational courses, an individual presenting information on IEEE standards shall make it clear that his or her 
views should be considered the personal views of that individual rather than the formal position of IEEE.

Comments on standards

Comments for revision of IEEE Standards documents are welcome from any interested party, regardless of 
membership affiliation with IEEE. However, IEEE does not provide consulting information or advice pertain-
ing to IEEE Standards documents. Suggestions for changes in documents should be in the form of a proposed 
change of text, together with appropriate supporting comments. Since IEEE standards represent a consensus 
of concerned interests, it is important that any responses to comments and questions also receive the concur-
rence of a balance of interests. For this reason, IEEE and the members of its societies and Standards Coordi-
nating Committees are not able to provide an instant response to comments or questions except in those cases 
where the matter has previously been addressed. For the same reason, IEEE does not respond to interpretation 
requests. Any person who would like to participate in revisions to an IEEE standard is welcome to join the 
relevant IEEE working group.

Comments on standards should be submitted to the following address:

Secretary, IEEE-SA Standards Board
445 Hoes Lane
Piscataway, NJ 08854  USA

Laws and regulations

Users of IEEE Standards documents should consult all applicable laws and regulations. Compliance with the 
provisions of any IEEE Standards document does not imply compliance to any applicable regulatory require-
ments. Implementers of the standard are responsible for observing or referring to the applicable regulatory 
requirements. IEEE does not, by the publication of its standards, intend to urge action that is not in compliance 
with applicable laws, and these documents may not be construed as doing so.

Copyrights

IEEE draft and approved standards are copyrighted by IEEE under US and international copyright laws. They 
are made available by IEEE and are adopted for a wide variety of both public and private uses. These include 
both use, by reference, in laws and regulations, and use in private self-regulation, standardization, and the pro-
motion of engineering practices and methods. By making these documents available for use and adoption by 
public authorities and private users, IEEE does not waive any rights in copyright to the documents.
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Photocopies

Subject to payment of the appropriate fee, IEEE will grant users a limited, non-exclusive license to photocopy 
portions of any individual standard for company or organizational internal use or individual, non-commercial 
use only. To arrange for payment of licensing fees, please contact Copyright Clearance Center, Customer Ser-
vice, 222 Rosewood Drive, Danvers, MA 01923 USA; +1 978 750 8400. Permission to photocopy portions of 
any individual standard for educational classroom use can also be obtained through the Copyright Clearance 
Center.

Updating of IEEE Standards documents

Users of IEEE Standards documents should be aware that these documents may be superseded at any time by 
the issuance of new editions or may be amended from time to time through the issuance of amendments, corri-
genda, or errata. An official IEEE document at any point in time consists of the current edition of the document 
together with any amendments, corrigenda, or errata then in effect.

Every IEEE standard is subjected to review at least every 10 years. When a document is more than 10 years old 
and has not undergone a revision process, it is reasonable to conclude that its contents, although still of some 
value, do not wholly reflect the present state of the art. Users are cautioned to check to determine that they have 
the latest edition of any IEEE standard.

In order to determine whether a given document is the current edition and whether it has been amended 
through the issuance of amendments, corrigenda, or errata, visit the IEEE Xplore at http://​ieeexplore​.ieee​.org/​ 
or contact IEEE at the address listed previously. For more information about the IEEE-SA or IEEE’s standards 
development process, visit the IEEE-SA Website at http://​standards​.ieee​.org.

Errata

Errata, if any, for all IEEE standards can be accessed on the IEEE-SA Website at the following URL: http://​
standards​.ieee​.org/​findstds/​errata/​index​.html. Users are encouraged to check this URL for errata periodically.

Patents

Attention is called to the possibility that implementation of this standard may require use of subject matter 
covered by patent rights. By publication of this standard, no position is taken by the IEEE with respect to the 
existence or validity of any patent rights in connection therewith. If a patent holder or patent applicant has 
filed a statement of assurance via an Accepted Letter of Assurance, then the statement is listed on the IEEE-
SA Website at http://​standards​.ieee​.org/​about/​sasb/​patcom/​patents​.html. Letters of Assurance may indicate 
whether the Submitter is willing or unwilling to grant licenses under patent rights without compensation or 
under reasonable rates, with reasonable terms and conditions that are demonstrably free of any unfair discrim-
ination to applicants desiring to obtain such licenses.

Essential Patent Claims may exist for which a Letter of Assurance has not been received. The IEEE is not re-
sponsible for identifying Essential Patent Claims for which a license may be required, for conducting inquiries 
into the legal validity or scope of Patents Claims, or determining whether any licensing terms or conditions 
provided in connection with submission of a Letter of Assurance, if any, or in any licensing agreements are 
reasonable or non-discriminatory. Users of this standard are expressly advised that determination of the valid-
ity of any patent rights, and the risk of infringement of such rights, is entirely their own responsibility. Further 
information may be obtained from the IEEE Standards Association.
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Introduction

This introduction is not part of IEEE Std 741-2017, IEEE Standard for Criteria for the Protection of Class 1E Power 
Systems and Equipment in Nuclear Power Generating Stations.

The IEEE Power Engineering Society has developed this standard to provide the principal design criteria, 
design features, and testing requirements for the protection of Class 1E power systems and equipment sup-
plied from those systems. It is of particular use in identifying the need for special protection features where 
the requirements of nuclear power generating stations necessitate supplementing accepted industry practices.

Wherever possible, this standard identifies other standards or documents that provide more explicit guidance 
for specific protection requirements. By definition, the protection shall be adequate to sense and to determine 
the presence of an unacceptable condition and to execute the operations required in order to limit degradation 
effects. In this role, this standard pays special attention to the requirements for design verification documenta-
tion to support the protection performance.

This standard also addresses the electrical penetration assemblies installed as part of the containment structure 
that may require special considerations for protection. Also included are the criteria used to establish the ne-
cessity for special considerations and the resulting protection requirements.

The revision of this standard includes the following principal changes:

—	 Updating normative references revisions, as necessary

—	 Moving definitions from Annexes to main body

—	 Updating Annex A to include one method found acceptable for the determination of the proper settings 
for loss of voltage and degraded voltage protection systems and their associated time delays.
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 1. Scope

This standard provides the principal design criteria, design features, and testing requirements for the protec-
tion of Class 1E power systems and equipment supplied from those systems. It identifi es special protection 
features that are needed where the requirements of nuclear power generating stations necessitate supplement-
ing accepted industry practices.

 2. Normative references

The following referenced documents are indispensable for the application of this document (i.e., they must 
be understood and used, so each referenced document is cited in text and its relationship to this document is 
explained). For dated references, only the edition cited applies. For undated references, the latest edition of the 
referenced document (including any amendments or corrigenda) applies.

IEEE Std 141™-1993, IEEE Recommended Practice for Electric Power Distribution for Industrial Plants 
(IEEE Red Book™).1,2

IEEE Std 142™, IEEE Recommended Practice for Grounding of Industrial and Commercial Power Systems 
(IEEE Green Book™).

IEEE Std 242™, IEEE Recommended Practice for Protection and Coordination of Industrial and Commercial 
Power Systems (IEEE Buff Book™).

IEEE Std 308™, IEEE Standard Criteria for Class 1E Power Systems for Nuclear Power Generating Stations.

IEEE Std 317™, IEEE Standard for Electric Penetration Assemblies in Containment Structures for Nuclear 
Power Generating Stations.

IEEE Std 336™, IEEE Standard Installation, Inspection, and Testing for Power, Instrumentation, and Control 
Equipment at Nuclear Facilities.

1IEEE publications are available from the Institute of Electrical and Electronics Engineers (http:// standards .ieee .org/ ). 
2The IEEE standards or products referred to in Clause 2 are trademarks owned by the Institute of Electrical and Electronics Engineers, 
Incorporated. 

IEEE Standard for Criteria for
the Protection of Class 1E Power
Systems and Equipment in Nuclear
Power Generating Stations
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IEEE Std 338™, IEEE Standard Criteria for the Periodic Surveillance Testing of Nuclear Power Generating 
Station Safety.

IEEE Std 384™, IEEE Standard Criteria for Independence of Class 1E Equipment and Circuits.

IEEE Std 415™-1986 (Reaff 1992), IEEE Guide for Planning of Preoperational Testing Programs for Class 1E 
Power Systems for Nuclear Power Generating Stations.3

IEEE Std 446™, IEEE Recommended Practice for Emergency and Standby Power Systems for Industrial and 
Commercial Applications (IEEE Orange Book™).

IEEE Std 487™, IEEE Standard for the Electrical Protection of Communications Facilities Serving Electric 
Supply Locations—General Considerations.

IEEE Std 518™-1982 (Reaff 1997), IEEE Guide for the Installation of Electrical Equipment to Minimize Elec-
trical Noise Inputs to Controllers from External Sources.4

IEEE Std 603™, IEEE Standard Criteria for Safety Systems for Nuclear Power Generating Stations.

IEEE Std 666™, IEEE Design Guide for Electric Power Service Systems for Generating Stations.

IEEE Std 765™, IEEE Standard for Preferred Power Supply (PPS) for Nuclear Power Generating Stations 
(NPGS).

IEEE Std 944™-1986 (Reaff 1996), IEEE Recommended Practice for the Application and Testing of Uninter-
ruptible Power Supplies for Power Generating Stations.5

IEEE Std 946™, IEEE Recommended Practice for the Design of DC Auxiliary Power Systems for Generating 
Stations.

IEEE Std 1050™, IEEE Guide for Instrumentation and Control Equipment Grounding in Generating Stations.

IEEE Std 1290™, IEEE Guide for Motor Operated Valve (MOV) Motor Application, Protection, Control, and 
Testing in Nuclear Power Generating Stations.

IEEE Std 1375™, IEEE Guide for the Protection of Stationary Battery Systems.

IEEE Std 1792™, IEEE Recommended Practice for Nuclear Power Generating Station Preferred Power Sup-
ply Reliability.

IEEE Std C37.91™, IEEE Guide for Protecting Power Transformers.

IEEE Std C37.96™, IEEE Guide for AC Motor Protection.

IEEE Std C62.2™, IEEE Guide for the Application of Metal-Oxide Surge Arresters for Alternating-Current 
Systems.

IEEE Std C62.23™, IEEE Application Guide for Surge Protection of Electric Generating Plants.

3IEEE Std 415-1986 (Reaff 1992) has been withdrawn; however, copies can be obtained from The Institute of Electrical and Electronics 
Engineers, 445 Hoes Lane, Piscataway, NJ 08854, USA (http:// standards .ieee .org/ ). 
4IEEE Std 518-1982 (Reaff 1997) has been withdrawn; however, copies can be obtained from The Institute of Electrical and Electronics 
Engineers, 445 Hoes Lane, Piscataway, NJ 08854, USA (http:// standards .ieee .org/ ). 
5IEEE Std 944-1986 (Reaff 1996) has been withdrawn; however, copies can be obtained from The Institute of Electrical and Electronics 
Engineers, 445 Hoes Lane, Piscataway, NJ 08854, USA (http:// standards .ieee .org/ ). 
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IEEE Std C62.41™, IEEE Recommended Practice on Characterization of Surges in Low-Voltage (1000 V and 
less) AC Power Circuits.

IEEE Std C62.45™, IEEE Recommended Practice on Surge Testing for Equipment Connected to Low-Voltage 
(1000 V and less) AC Power Circuits.

IEEE Std C62.92.3™, IEEE Guide for the Application of Neutral Grounding in Electrical Utility Systems, Part 
III—Generator Auxiliary Systems.

NEMA ICS 2-2000, Industrial Control and Systems: Controllers, Contactors, and Overload Relays Rated 600 
Volts.6

NEMA MG 1-2014, Motors and Generators.

3.  Definitions, abbreviations, and acronyms

3.1  Definitions

For the purposes of this document, the following terms and definitions apply. The IEEE Standards Dictionary 
Online and IEEE C37.100™ [B9] should be consulted for terms not defined in this clause.7, 8

analytical limit: A limit of a measured or calculated variable, established by the analysis to ensure that a safety 
limit is not exceeded.

anticipated overloads: Those values of motor current in excess of motor nameplate rating that are expected to 
be realized during valve actuation due to the varying torque nature of the load.

degraded voltage relay (DVR): Undervoltage relays; part of the (second level of) undervoltage protection 
(with time delay) provided to protect the Class 1E equipment from damage or becoming unavailable upon 
transfer to an alternate source (US. NRC Branch Technical Position, PSB-1 [B16]). These protective relays 
monitor the Class 1E safety bus voltages and automatically initiate the disconnection of offsite power whenev-
er the voltage setting and time delay limits have been exceeded.

duty cycle of a valve actuator: The duty cycle of a valve actuator consists of the number of valve strokes 
needed for its intended service. Plant operation or testing may require successive stroking of the valve.

duty cycle time of a valve actuator: The time required for a valve to complete one stroke multiplied by the 
duty cycle.

DVR dropout setting: The voltage setpoint of the degraded voltage relay (DVR) that causes the relay to ac-
tuate and automatically disconnect offsite power, after the DVR voltage limit and the DVR time delay limit is 
reached. Also, the minimum voltage at which all Class 1E loads are capable of starting and running indefinitely.

DVR reset setting: The voltage value that causes the degraded voltage relay (DVR) to reset following relay 
initiation. If this voltage value is reached prior to DVR timeout, it will prevent automatic disconnection of 
offsite power.

loss of voltage relay (LVR): Undervoltage relays; part of the (first level of) undervoltage protection scheme 
provided to detect loss of offsite power at the Class 1E buses.

6NEMA publications are available from Global Engineering Documents, 15 Inverness Way East, Englewood, CO 80112, USA (http://​
global​.ihs​.com/​).
7IEEE Standards Dictionary Online subscription is available at: http://​www​.ieee​.org/​portal/​innovate/​products/​standard/​standards​
_dictionary​.html.
8The numbers in brackets correspond to those of the bibliography in Annex E.
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LVR dropout setting: The voltage setpoint of the loss of voltage relay (LVR) that causes the relay to actuate 
and automatically disconnect offsite power after the LVR voltage limit and LVR time delay limit is reached. 
Also, minimum voltage at which all Class 1E loads are capable of running for a defi ned period of time.

minimum required grid voltage: The minimum switchyard voltage required to maintain an operable pre-
ferred offsite power supply such that the supply can perform its intended safety function per GDC-17. This 
requires the offsite supply to have suffi cient capacity and capability to perform its intended function, including 
the ability to maintain voltage while accepting the accident loads. It also requires the supply to safety-related 
loads without causing the DVR to time out and trip thereby causing separation from the offsite power supply.

valve actuator motor nominal current: The current that the motor is rated to carry for the duration of its rated 
duty, commonly known as the motor nameplate current.

valve actuator motor nominal torque: The torque that corresponds to the valve actuator nominal current.

valve stroke: Complete travel distance of a valve from either fully open to fully closed position, or vice-versa.

 3.2 Abbreviations and acronyms

CT current transformer

DVR degraded voltage relay

LTC load tap changing

LVR loss of voltage relay

MOV motor operated valve

NEMA National Electrical Manufacturer’s Association

NERC Nuclear Energy Regulatory Committee

NPGS nuclear power generating stations

NPP nuclear power plant

PPS preferred power supply

PU per-unit

SSO solid-state overload

TOR thermal overload relay

VAM valve actuator motor

 4. General design criteria

As used in this standard, protection refers to the sense, command, and execute features with their associated 
interconnections (see IEEE Std 603) that are provided to minimize equipment damage and any interruption of 
electrical service resulting from mechanical or electrical failures or other unacceptable conditions.9 Protection 
includes equipment required to support the Class 1E power system in the performance of its safety function, 
and components whose function is to increase the availability and reliability of the safety-related equipment. 
The protection shall be capable of the following:

9Information on references can be found in Clause 2. 
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a)	 Preventing failures in safety systems and equipment from disabling safety functions to below an ac-
ceptable level. The protective actions of each load group shall be independent of the protective actions 
provided by redundant load groups (see IEEE Std 308).

b)	 Operating the required devices upon detection of unacceptable conditions to reduce the severity and 
extent of electrical system disturbances, equipment damage, and potential personnel and property 
hazards

c)	 Monitoring the connected preferred power supply and, where an alternate preferred power supply is 
provided by the design, of automatically initiating a transfer or alerting the operator to manually trans-
fer to the preferred alternate power supply

d)	 Providing indication and identification of the protective operations

e)	 Periodic testing to verify logic schemes and protective functions

f)	 Being designed in such a way that the availability of protection control power is monitored

g)	 Periodic testing to verify setpoints. This requirement is not applicable to fuses.

Those parts of the protection that have a safety function shall meet the requirements of IEEE Std 603 and 
IEEE Std 308. Documentation requirements for the protection of Class 1E power systems and equipment are 
found in IEEE Std 308. Those parts of the protection whose function is non-safety-related shall be designed 
such that their failure does not degrade the Class 1E power system below an acceptable level.

5.  Principal design criteria and requirements

5.1  AC power distribution systems

5.1.1  Switchgear and bus protection

For recommended practices in application of overcurrent relays, directional relays, differential relays for bus 
protection, and ground fault relaying, refer to IEEE Std 141-1993, IEEE Std 242, and IEEE Std 666. The 
protection systems for the ac distribution system should be coordinated in accordance with IEEE Std 242. For 
supplementary information on ground protection practices, refer to IEEE Std 142.

If the power distribution system design cannot accommodate paralleling of bus supplies, or if paralleling can 
be allowed only under certain conditions, interlocks or procedural restrictions shall be provided to restrict such 
paralleling. Consideration shall be given to the higher fault current that could exist during parallel operation 
when selecting protective devices.

If the power distribution design allows for automatic bus transfers, consideration shall be given to the impact 
of the bus transfer on the coordination of protection devices (see Annex C).

5.1.2  Bus voltage monitoring schemes

Bus voltage monitoring schemes that are used for disconnecting the preferred power source, load shedding, 
and starting the standby power sources are part of the protection and shall meet the criteria that follow. Voltage 
monitoring schemes, which are used only for alarms, do not have to meet these criteria.

a)	 Bus voltage shall be detected directly from the Class 1E bus to which the standby power source is 
connected.

b)	 Upon sensing preferred power supply degradation, the condition shall be alarmed in the main control 
room. Upon sensing preferred power supply degradation to an unacceptable low voltage condition, 
the affected preferred power supply shall be automatically disconnected from the Class 1E buses.
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c)	 Each division shall have an independent scheme of detection of degraded voltage and loss of voltage 
conditions. Within each division, common equipment may be used for the detection of both conditions 
(see Annex A).

d)	 Each scheme shall monitor all three phases. The protection system design shall be such that a blown 
fuse in the voltage transformer circuit or other single phasing condition does not cause incorrect op-
eration, nor prevent correct operation, of the scheme. Means shall be provided to detect and identify 
these failures.

e)	 The design shall minimize unwanted operation of the standby power sources and disconnection of the 
preferred power supply. The use of coincident logic and time delay to override transient conditions is a 
way to accomplish this.

f)	 Capability for test and calibration during power operation shall be provided.

g)	 The selection of undervoltage and time delay setpoints shall be determined from an analysis of the 
voltage requirements of the Class 1E loads at all on-site distribution levels (see Annex A).

h)	 Indication shall be provided in the control room for any bypass incorporated in the design.

5.1.3  Feeder circuits

For recommended practice on motor protection, refer to IEEE Std C37.96, IEEE Std 242, and IEEE Std 666. 
See clause 5.5 of this standard for additional requirements associated with valve actuator motors (VAMs). The 
feeder circuit protection shall consider any expected operating conditions of the motor that could require cur-
rent demands above the motor’s nameplate rating such as operation into the motor service factor (see NEMA 
MG 1-2014), or operation at other than rated voltage.

For recommended practice on power transformer protection, refer to IEEE Std C37.91 and IEEE Std 666. For 
recommended practice on feeder circuit to power distribution panel protection, refer to IEEE Std 141-1993 
and IEEE Std 242. For criteria on isolation and separation of non-Class 1E circuits from Class 1E circuits, 
refer to IEEE Std 384.

For use of high-speed magnetic circuit breakers in special applications, refer to Annex D.

5.1.4  Standby power supply protection

For diesel generator protection recommended practice, refer to IEEE Std 242.

In the manual control mode, synchronizing interlocks should be provided to prevent incorrect synchronization 
whenever a standby power source is required to operate in parallel with the preferred power supply.

When a standby power supply is being operated in parallel with the preferred power supply, protection shall 
be provided to separate the two supplies if either becomes degraded to an unacceptable level. This protection 
shall not lock out or prevent the availability of the power supply that is not degraded.

5.1.5  Load shedding and sequential loading

An automatic load shedding and sequential loading scheme may be included to ensure that the preferred or 
standby power sources can be loaded while maintaining voltage and frequency within acceptable limits.

The Class 1E bus load shedding scheme shall automatically prevent shedding during sequencing of the emer-
gency loads to the bus when connected to the standby power source.

If the preferred or standby power source breaker is tripped during loading or subsequent to loading, the load 
shedding and sequential loading scheme shall be arranged to be automatically reset to perform its function in 
the event that the loads are to be reapplied.
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5.1.6  Surge protection

For surge protection of equipment and systems, refer to IEEE Std 141-1993 or IEEE Std C62.23 for electric 
generating plants. For surge protection of induction motors, refer to IEEE Std C37.96. For guidance on protec-
tion of wire-line facilities used for protective relaying and data transfer circuits, refer to IEEE Std 487.

For recommendations in design and installation of low-energy, low-voltage signal circuits associated with 
solid-state electronic equipment, refer to IEEE Std 518-1982.

Surge protection shall be provided to protect the shunt field of dc VAMs. This surge protection may take the 
form of a resistor in the motor control center, wired in parallel with the shunt field to provide a discharge path 
for the shunt field’s inductive voltage surges.

For guidance in the application of surge arresters to all types of power circuits and equipment, refer to 
IEEE Std C62.2. Refer to IEEE Std C62.41 for guidance in determining the surge voltage for low-voltage 
equipment, and to IEEE Std C62.45 to provide guidance for tests that should be used to determine the surge 
withstand capability of the equipment used on low-voltage circuits.

5.2  DC power system

The dc power distribution system shall be provided with coordinated protection. Refer to IEEE Std 946 for 
dc system design and IEEE Std 1375 for station battery protection. Coordination for dc power system circuits 
shall include the main bus protective devices and the protective devices used in branch circuits, in switchgear 
control circuits, in relay and process control panels, and in battery chargers. Care shall be taken to use appro-
priate correction factors or dc trip characteristic curves for protection devices. The current limiting character-
istics of battery chargers shall be considered.

For criteria on isolation and separation of non-Class 1E circuits from Class 1E circuits, refer to IEEE Std 384.

Ground detection monitoring shall be provided for ungrounded systems.

Battery chargers shall be provided with current-limiting features or overload protection, reverse current pro-
tection, output undervoltage, and overvoltage alarms and/or trips. For additional guidance on the protection of 
battery chargers, refer to IEEE Std 446.

5.3  Instrumentation and control power system

For guidance on protection for inverters, refer to IEEE Std 446. For information on ground protection prac-
tices, refer to IEEE Std 142 and IEEE Std C62.92.3. For criteria for isolation and separation of non-Class 1E 
circuits from Class 1E circuits, refer to IEEE Std 384

Where a rectifier-type power supply is used as a source for an inverter, it shall be provided with reverse cur-
rent protection, current-limiting features or overload protection, and output undervoltage and overvoltage 
protection.

The instrumentation and control power distribution system shall be provided with coordinated protection. Be-
cause inverters and motor generator sets are sources of limited short-circuit current, special attention shall be 
given to integrating protective device sensitivity and system available fault current. Coordination shall include 
the protective devices in the alternate supply, inverters, static switches, distribution panels, instrumentation 
panels and racks, and other equipment powered from the system.
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Where an instrumentation and control power bus is supplied by an inverter with current-limiting characteris-
tics and an automatic transfer has been provided to an alternate source with higher available current, this alter-
nate source may be used in order to achieve the previously described coordinated protection.

Ground detection monitoring shall be provided for ungrounded systems.

The instrumentation and control power system shall be provided with undervoltage, overvoltage, and under-
frequency protection. Where its power is supplied from a static inverter, overfrequency protection shall also be 
provided. For recommended practice on alarms and indication, refer to IEEE Std 944-1986.

5.4  Primary containment electrical penetration assemblies

An electrical penetration assembly shall be considered as part of the cable system between the load and the pri-
mary interrupting device. For guidance in the application of electrical circuit protection, refer to IEEE Std 242, 
which includes information also applicable to electrical penetrations. Short-circuit, overload, and continuous 
current ratings and capabilities of the electrical penetration are defined in IEEE Std 317.

The electrical penetration assemblies installed as part of the containment structure may require special con-
sideration in the selection of their protection. This special consideration arises where the potential exists for a 
fault inside containment to result in a penetration seal failure, such that a breach of containment could occur. 
Where a penetration assembly can indefinitely withstand the maximum current available due to a fault inside 
containment, no special consideration is required.

Electrical penetrations requiring special consideration (i.e., where protection is required to ensure contain-
ment integrity) shall be provided with dual primary protection operating separate interrupting devices, or 
primary and backup protection operating separate interrupting devices.

The time-current curves of the dual primary protection or the primary and backup protection shall coordinate 
with the time-current capability curve of the electrical penetration to be protected.

Protection for non-Class 1E circuits using containment penetration assemblies do not need to be treated as 
Class 1E. The protection for these non-Class 1E circuits is acceptably provided by the previously specified 
requirements.10 For protection circuits requiring special consideration, the surveillance requirements of 6.3 
shall apply.

5.5  Valve actuator motors (direct gear driven)

The selection of a protective device for the direct geared VAM shall ensure that the time-current characteristic 
of the protective device is coordinated with the time-current characteristic of the motor, as derived from motor 
time-temperature data. In addition, the coordination shall ensure the allowable duty cycle of the valve (see 
Annex B) is completed without compromising the motor thermal withstand capability, while allowing margin 
for variations in current drawn by the motor, or in the thermal characteristics of the protective device, or both. 
Refer to Annex B for guidelines for selection of the protective devices. See also IEEE Std 1290. The criteria 
for setting mechanical devices within the valve actuator, such as torque and limit switches, are not within the 
scope of this standard.

The protective device(s) shall be selected to prevent the following:

—	 Motor overheating due to locked-rotor conditions

10Designs that use dual protection for penetration circuits provide adequate assurance that the protection will function acceptably under 
all plant conditions. Since the plant design basis is that a seismic event will not cause a loss-of-coolant accident or high energy line break 
inside containment, seismic qualification of protective devices for non-Class 1E circuits that penetrate the containment is not required.
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