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Important Notices and Disclaimers Concerning IEEE Standards Documents

IEEE documents are made available for use subject to important notices and legal disclaimers. These notices and
disclaimers, or a reference to this page, appear in all standards and may be found under the heading “Important Notices
and Disclaimers Concerning IEEE Standards Documents.” They can also be obtained on request from IEEE or viewed at
https://standards.ieee.org/IPR/disclaimers.html.

Notice and Disclaimer of Liability Concerning the Use of IEEE Standards 
Documents

IEEE Standards documents (standards, recommended practices, and guides), both full-use and trial-use, are developed
within IEEE Societies and the Standards Coordinating Committees of the IEEE Standards Association (“IEEE-SA”)
Standards Board. IEEE (“the Institute”) develops its standards through a consensus development process, approved by
the American National Standards Institute (“ANSI”), which brings together volunteers representing varied viewpoints
and interests to achieve the final product. IEEE Standards are documents developed through scientific, academic, and
industry-based technical working groups. Volunteers in IEEE working groups are not necessarily members of the
Institute and participate without compensation from IEEE. While IEEE administers the process and establishes rules to
promote fairness in the consensus development process, IEEE does not independently evaluate, test, or verify the
accuracy of any of the information or the soundness of any judgments contained in its standards.

IEEE Standards do not guarantee or ensure safety, security, health, or environmental protection, or ensure against
interference with or from other devices or networks. Implementers and users of IEEE Standards documents are
responsible for determining and complying with all appropriate safety, security, environmental, health, and interference
protection practices and all applicable laws and regulations. 

IEEE does not warrant or represent the accuracy or content of the material contained in its standards, and expressly
disclaims all warranties (express, implied and statutory) not included in this or any other document relating to the
standard, including, but not limited to, the warranties of: merchantability; fitness for a particular purpose; non-
infringement; and quality, accuracy, effectiveness, currency, or completeness of material. In addition, IEEE disclaims
any and all conditions relating to: results; and workmanlike effort. IEEE standards documents are supplied “AS IS” and
“WITH ALL FAULTS.”

Use of an IEEE standard is wholly voluntary. The existence of an IEEE standard does not imply that there are no other
ways to produce, test, measure, purchase, market, or provide other goods and services related to the scope of the IEEE
standard. Furthermore, the viewpoint expressed at the time a standard is approved and issued is subject to change
brought about through developments in the state of the art and comments received from users of the standard. 

In publishing and making its standards available, IEEE is not suggesting or rendering professional or other services for,
or on behalf of, any person or entity nor is IEEE undertaking to perform any duty owed by any other person or entity to
another. Any person utilizing any IEEE Standards document, should rely upon his or her own independent judgment in
the exercise of reasonable care in any given circumstances or, as appropriate, seek the advice of a competent
professional in determining the appropriateness of a given IEEE standard.

IN NO EVENT SHALL IEEE BE LIABLE FOR ANY DIRECT, INDIRECT, INCIDENTAL, SPECIAL,
EXEMPLARY, OR CONSEQUENTIAL DAMAGES (INCLUDING, BUT NOT LIMITED TO: PROCUREMENT OF
SUBSTITUTE GOODS OR SERVICES; LOSS OF USE, DATA, OR PROFITS; OR BUSINESS INTERRUPTION)
HOWEVER CAUSED AND ON ANY THEORY OF LIABILITY, WHETHER IN CONTRACT, STRICT
LIABILITY, OR TORT (INCLUDING NEGLIGENCE OR OTHERWISE) ARISING IN ANY WAY OUT OF THE
PUBLICATION, USE OF, OR RELIANCE UPON ANY STANDARD, EVEN IF ADVISED OF THE POSSIBILITY
OF SUCH DAMAGE AND REGARDLESS OF WHETHER SUCH DAMAGE WAS FORESEEABLE.

Translations 

The IEEE consensus development process involves the review of documents in English only. In the event that an IEEE
standard is translated, only the English version published by IEEE should be considered the approved IEEE standard.
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Official statements 

A statement, written or oral, that is not processed in accordance with the IEEE-SA Standards Board Operations Manual
shall not be considered or inferred to be the official position of IEEE or any of its committees and shall not be considered
to be, or be relied upon as, a formal position of IEEE. At lectures, symposia, seminars, or educational courses, an
individual presenting information on IEEE standards shall make it clear that his or her views should be considered the
personal views of that individual rather than the formal position of IEEE. 

Comments on standards

Comments for revision of IEEE Standards documents are welcome from any interested party, regardless of membership
affiliation with IEEE. However, IEEE does not provide consulting information or advice pertaining to IEEE Standards
documents. Suggestions for changes in documents should be in the form of a proposed change of text, together with
appropriate supporting comments. Since IEEE standards represent a consensus of concerned interests, it is important that
any responses to comments and questions also receive the concurrence of a balance of interests. For this reason, IEEE
and the members of its societies and Standards Coordinating Committees are not able to provide an instant response to
comments or questions except in those cases where the matter has previously been addressed. For the same reason, IEEE
does not respond to interpretation requests. Any person who would like to participate in revisions to an IEEE standard is
welcome to join the relevant IEEE working group.

Comments on standards should be submitted to the following address:

Secretary, IEEE-SA Standards Board 
445 Hoes Lane 
Piscataway, NJ 08854 USA

Laws and regulations 

Users of IEEE Standards documents should consult all applicable laws and regulations. Compliance with the provisions
of any IEEE Standards document does not imply compliance to any applicable regulatory requirements. Implementers of
the standard are responsible for observing or referring to the applicable regulatory requirements. IEEE does not, by the
publication of its standards, intend to urge action that is not in compliance with applicable laws, and these documents
may not be construed as doing so.

Copyrights 

IEEE draft and approved standards are copyrighted by IEEE under U.S. and international copyright laws. They are made
available by IEEE and are adopted for a wide variety of both public and private uses. These include both use, by
reference, in laws and regulations, and use in private self-regulation, standardization, and the promotion of engineering
practices and methods. By making these documents available for use and adoption by public authorities and private
users, IEEE does not waive any rights in copyright to the documents.

Photocopies 

Subject to payment of the appropriate fee, IEEE will grant users a limited, non-exclusive license to photocopy portions
of any individual standard for company or organizational internal use or individual, non-commercial use only. To
arrange for payment of licensing fees, please contact Copyright Clearance Center, Customer Service, 222 Rosewood
Drive, Danvers, MA 01923 USA; +1 978 750 8400. Permission to photocopy portions of any individual standard for
educational classroom use can also be obtained through the Copyright Clearance Center.
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Updating of IEEE Standards documents 

Users of IEEE Standards documents should be aware that these documents may be superseded at any time by the
issuance of new editions or may be amended from time to time through the issuance of amendments, corrigenda, or
errata. A current IEEE document at any point in time consists of the current edition of the document together with any
amendments, corrigenda, or errata then in effect. 

Every IEEE standard is subjected to review at least every ten years. When a document is more than ten years old and has
not undergone a revision process, it is reasonable to conclude that its contents, although still of some value, do not
wholly reflect the present state of the art. Users are cautioned to check to determine that they have the latest edition of
any IEEE standard.

In order to determine whether a given document is the current edition and whether it has been amended through the
issuance of amendments, corrigenda, or errata, visit the IEEE-SA Website at https://ieeexplore.ieee.org or contact IEEE
at the address listed previously. For more information about the IEEE SA or IEEE’s standards development process,
visit the IEEE-SA Website at https://standards.ieee.org.

Errata 

Errata, if any, for all IEEE standards can be accessed on the IEEE-SA Website at the following URL: https://
standards.ieee.org/findstds/errata/index.html. Users are encouraged to check this URL for errata periodically.

Patents

Attention is called to the possibility that implementation of this standard may require use of subject matter covered by
patent rights. By publication of this standard, no position is taken by the IEEE with respect to the existence or validity of
any patent rights in connection therewith. If a patent holder or patent applicant has filed a statement of assurance via an
Accepted Letter of Assurance, then the statement is listed on the IEEE-SA Website at https://standards.ieee.org/about/
sasb/patcom/patents.html. Letters of Assurance may indicate whether the Submitter is willing or unwilling to grant
licenses under patent rights without compensation or under reasonable rates, with reasonable terms and conditions that
are demonstrably free of any unfair discrimination to applicants desiring to obtain such licenses.

Essential Patent Claims may exist for which a Letter of Assurance has not been received. The IEEE is not responsible for
identifying Essential Patent Claims for which a license may be required, for conducting inquiries into the legal validity
or scope of Patents Claims, or determining whether any licensing terms or conditions provided in connection with
submission of a Letter of Assurance, if any, or in any licensing agreements are reasonable or non-discriminatory. Users
of this standard are expressly advised that determination of the validity of any patent rights, and the risk of infringement
of such rights, is entirely their own responsibility. Further information may be obtained from the IEEE Standards
Association.
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Introduction

This amendment defines one medium access control (MAC) and several physical layer (PHY) specifications
for wireless connectivity for fixed, portable, and moving stations (STAs) within a local area. It defines
modifications to IEEE Std 802.11-2016, above the physical layer (PHY), to enable delivery of
preassociation service discovery information to IEEE 802.11 stations (STAs).

This introduction is not part of IEEE Std 802.11aq-2018, IEEE Standard for Information technology—
Telecommunications and information exchange between systems—Local and metropolitan area networks—Specific
requirements—Part 11: Wireless LAN Medium Access Control (MAC) and Physical Layer (PHY) Specifications—
Amendment 5: Preassociation Discovery.
9
Copyright © 2018 IEEE. All rights reserved.

uthorized licensed use limited to: Tsinghua University. Downloaded on February 26,2026 at 00:47:17 UTC from IEEE Xplore.  Restrictions apply. 

ails: IEEE 802.11aq-2018

http://www.avadocuments.com/doc/ieee-802-11aq-2018
http://www.avadocuments.com/doc/ieee-802-11aq-2018


A

Full document det
Contents

1. Overview.............................................................................................................................................. 15

1.3 Supplementary information on purpose................................................................................. 15

2. Normative references ........................................................................................................................... 16

3. Definitions, acronyms, and abbreviations............................................................................................ 16

3.1 Definitions ............................................................................................................................. 16
3.2 Definitions specific to IEEE Std 802.11 ................................................................................ 16
3.4 Abbreviations and acronyms ................................................................................................. 16

4. General description .............................................................................................................................. 17

4.5 Overview of the services........................................................................................................ 17
4.5.4 Access control and data confidentiality services ....................................................... 17

4.5.4.10 MAC privacy enhancements............................................................................ 17
4.5.9 Interworking with external networks ......................................................................... 17

4.5.9.1 General............................................................................................................. 17
4.5.9.2 Preassociation discovery (PAD) ...................................................................... 18

6. Layer management............................................................................................................................... 20

6.3 MLME SAP interface ............................................................................................................ 20
6.3.3 Scan............................................................................................................................ 20

6.3.3.3  MLME-SCAN.confirm................................................................................... 20
6.3.11 Start ............................................................................................................................ 20

6.3.11.2 MLME-START.request ................................................................................... 20
6.3.73 Network discovery and selection support .................................................................. 22

6.3.73.2 MLME-GAS.request........................................................................................ 22
6.3.73.3 MLME-GAS.confirm ...................................................................................... 23
6.3.73.4 MLME-GAS.indication ................................................................................... 25
6.3.73.5 MLME-GAS.response ..................................................................................... 26

6.3.119 Update ........................................................................................................................ 28
6.3.119.1 Introduction...................................................................................................... 28
6.3.119.2 MLME-UPDATE.request................................................................................ 28
6.3.119.3 MLME_UPDATE.confirm .............................................................................. 29

9. Frame formats ...................................................................................................................................... 31

9.3 Format of individual frame types........................................................................................... 31
9.3.3 Management frames................................................................................................... 31

9.3.3.3 Beacon frame format ....................................................................................... 31
9.3.3.11 Probe Response frame format.......................................................................... 31
9.3.4.2 DMG Beacon ................................................................................................... 31

9.4 Management and Extension frame body components ........................................................... 32
9.4.1 Fields that are not elements ....................................................................................... 32

9.4.1.9 Status Code field .............................................................................................. 32
9.4.2 Elements..................................................................................................................... 32

9.4.2.1 General............................................................................................................. 32
9.4.2.27 Extended Capabilities element......................................................................... 32
9.4.2.177 CAG Number element ..................................................................................... 33
10
Copyright © 2018 IEEE. All rights reserved.

uthorized licensed use limited to: Tsinghua University. Downloaded on February 26,2026 at 00:47:17 UTC from IEEE Xplore.  Restrictions apply. 

ails: IEEE 802.11aq-2018

http://www.avadocuments.com/doc/ieee-802-11aq-2018
http://www.avadocuments.com/doc/ieee-802-11aq-2018


A

Full document det
9.4.2.233 Service Hint element........................................................................................ 34
9.4.2.234 Service Hash element....................................................................................... 35
9.4.2.235 GAS Extension element .................................................................................. 36

9.4.5 Access Network Query Protocol (ANQP) elements.................................................. 37
9.4.5.1 General............................................................................................................. 37
9.4.5.27 CAG ANQP-element ....................................................................................... 37
9.4.5.28 Service Information Request ANQP-element.................................................. 38
9.4.5.29 Service Information Response ANQP-element ............................................... 39

9.6.8 Public Action details .................................................................................................. 39
9.6.8.1 Public Action frames ....................................................................................... 39
9.6.8.12 GAS Initial Request frame format ................................................................... 40
9.6.8.13 GAS Initial Response frame format................................................................. 40
9.6.8.14 GAS Comeback Request frame format ........................................................... 41
9.6.8.45 Group Addressed GAS Request frame format ................................................ 41
9.6.8.46 Group Addressed GAS Response frame format ............................................. 42
9.6.22.2 Announce frame format .................................................................................. 43

10 MAC sublayer functional description.................................................................................................. 44

10.3 DCF........................................................................................................................................ 44
10.3.2 Procedures common to DCF and EDCAF................................................................. 44

10.3.2.11 Duplicate detection and recovery .................................................................... 44

11 MLME ................................................................................................................................................. 44

11.25 WLAN interworking with external networks procedures...................................................... 44
11.25.3 Interworking procedures: generic advertisement service (GAS)............................... 44

11.25.3.1 Introduction...................................................................................................... 44
11.25.3.2 GAS Protocol ................................................................................................... 45
11.25.3.3 ANQP procedures ............................................................................................ 53

11.25a Preassociation discovery (PAD) procedures ......................................................................... 54
11.25a.1 General....................................................................................................................... 54
11.25a.2 Unsolicited PAD procedure ....................................................................................... 54
11.25a.3 Solicited PAD procedure .......................................................................................... 55
11.25a.4 Service hash procedures ............................................................................................ 56
11.25a.5 Bloom filter hash function operation ......................................................................... 56

12. Security ................................................................................................................................................ 57

12.2 Framework ............................................................................................................................. 57
12.2.10 Requirements for support of MAC privacy enhancements ....................................... 57

17. Orthogonal frequency division multiplexing (OFDM) PHY specification ......................................... 58

17.3 OFDM PHY........................................................................................................................... 58
17.3.5 DATA field ................................................................................................................ 58

17.3.5.5 PHY DATA scrambler and descrambler ......................................................... 58

Annex A (informative) Bibliography ............................................................................................................ 59

Annex B (normative) Protocol Implementation Conformance Statement (PICS) proforma......................... 60

B.2 Abbreviations and special symbols............................................................................................ 60
B.2.2 General abbreviations for Item and Support columns ............................................... 60
11
Copyright © 2018 IEEE. All rights reserved.

uthorized licensed use limited to: Tsinghua University. Downloaded on February 26,2026 at 00:47:17 UTC from IEEE Xplore.  Restrictions apply. 

ails: IEEE 802.11aq-2018

http://www.avadocuments.com/doc/ieee-802-11aq-2018
http://www.avadocuments.com/doc/ieee-802-11aq-2018


A

Full document det
B.4 PICS proforma—IEEE Std 802.11-2016................................................................................... 60
B.4.3 IUT configuration ..................................................................................................... 60
B.4.20 Interworking (IW) with external networks extensions .............................................. 60
B.4.32 Preassociation discovery extensions  ........................................................................ 61

Annex C (normative) ASN.1 encoding of the MAC and PHY MIB............................................................. 62

C.3 MIB detail .................................................................................................................................. 62

Annex Y (informative) Preassociation discovery (PAD) additional information ......................................... 65

Y.1 Preassociation discovery usage models .................................................................................... 65
Y.2 Background search..................................................................................................................... 65
Y.3 Immediate search ....................................................................................................................... 66
12
Copyright © 2018 IEEE. All rights reserved.

uthorized licensed use limited to: Tsinghua University. Downloaded on February 26,2026 at 00:47:17 UTC from IEEE Xplore.  Restrictions apply. 

ails: IEEE 802.11aq-2018

http://www.avadocuments.com/doc/ieee-802-11aq-2018
http://www.avadocuments.com/doc/ieee-802-11aq-2018


13
Copyright © 2018 IEEE. All rights reserved.

Tables

Table 9-27—Beacon frame body................................................................................................................... 31
Table 9-34—Probe Response frame body ..................................................................................................... 31
Table 9-41—DMG Beacon frame body ....................................................................................................... 31
Table 9-46—Status codes .............................................................................................................................. 32
Table 9-77—Element IDs ............................................................................................................................. 32
Table 9-135—Extended Capabilities field .................................................................................................... 32
Table 9-262a1—CAG Information Type definitions ................................................................................... 34
Table 9-262ah—False Positive Probability Range subfield values .............................................................. 35
Table 9-271—ANQP-element definitions .................................................................................................... 37
Table 9-307—Public Action field values ...................................................................................................... 39
Table 9-313—GAS Initial Request Action field format................................................................................ 40
Table 9-314—GAS Initial Response Action field format ............................................................................. 40
Table 9-315—GAS Comeback Request Action field format ........................................................................ 41
Table 9-325n—Group Addressed GAS Request Action field format ........................................................... 41
Table 9-325o—Group Addressed GAS Response Action field format......................................................... 42
Table 9-416—Announce frame Action field format ..................................................................................... 43
Table 11-15—ANQP usage ........................................................................................................................... 53

Authorized licensed use limited to: Tsinghua University. Downloaded on February 26,2026 at 00:47:17 UTC from IEEE Xplore.  Restrictions apply. 

Full document details: IEEE 802.11aq-2018

http://www.avadocuments.com/doc/ieee-802-11aq-2018
http://www.avadocuments.com/doc/ieee-802-11aq-2018


14
Copyright © 2018 IEEE. All rights reserved.

Figures

Figure 4-15a—Unsolicited PAD architecture................................................................................................ 18
Figure 4-15b—Solicited PAD architecture ................................................................................................... 19
Figure 9-589b—CAG Number element format............................................................................................. 33
Figure 9-589c—CAG Tuple field.................................................................................................................. 33
Figure 9-589du—Service Hint element format ............................................................................................. 34
Figure 9-589dv—Bloom Filter Information field format .............................................................................. 34
Figure 9-589dw—Service Hash element format ........................................................................................... 35
Figure 9-589dx—GAS Extension element format ........................................................................................ 36
Figure 9-589dy—GAS Flags field................................................................................................................. 36
Figure 9-589dz—Response Map Duple subfield format ............................................................................... 37
Figure 9-628f—Service Information Request ANQP-element format.......................................................... 38
Figure 9-628g—Service Information Request Tuple subfield format........................................................... 38
Figure 9-628e—CAG ANQP-element format ............................................................................................... 38
Figure 9-628h—Service Information Response ANQP-element format....................................................... 39
Figure 9-628i—Service Information Response Tuple subfield format ......................................................... 39
Figure 11-40a—Group addressed GAS Query Request exchange sequence ................................................ 45
Figure 11-40b—Group addressed GAS Query Response exchange sequence.............................................. 46
Figure 11-40c—Group addressed GAS Query for a specific fragment exchange sequence ........................ 47
Figure 11-40d—GAS frame exchange sequence using CAG Version ......................................................... 48
Figure Y-1—Example of a frame exchange for background search with Service Hint matching ............... 66
Figure Y-2—Example of frame exchange for background search with matching Service Hash element ... 66
Figure Y-3—Example of frame exchange for immediate search ................................................................. 67

Authorized licensed use limited to: Tsinghua University. Downloaded on February 26,2026 at 00:47:17 UTC from IEEE Xplore.  Restrictions apply. 

Full document details: IEEE 802.11aq-2018

http://www.avadocuments.com/doc/ieee-802-11aq-2018
http://www.avadocuments.com/doc/ieee-802-11aq-2018


A

Full document det
IEEE Standard for Information technology— 
Telecommunications and information exchange between systems
Local and metropolitan area networks— 
Specific requirements

Part 11: Wireless LAN Medium Access Control 
(MAC) and Physical Layer (PHY) Specifications

Amendment 5: Preassociation Discovery

This amendment is based on IEEE Std 802.11™-2016 as amended by IEEE Std 802.11ai™-2016,
IEEE Std 802.11ah™-2016, IEEE Std 802.11aj™-2018, and IEEE Std 802.11ak™-2018.

NOTE—The editing instructions contained in this amendment define how to merge the material contained therein into
the existing base standard and its amendments to form the comprehensive standard.

The editing instructions are shown in bold italic. Four editing instructions are used: change, delete, insert, and replace.
Change is used to make corrections in existing text or tables. The editing instructions specifies the location of the change
and describes what is being changed by using strike through (to remove old material) and underscore (to add new mate-
rial). Delete removes existing material. Insert adds new material without disturbing the existing material. Insertions may
require renumbering. If so, renumbering instructions are given in the editing instruction. Replace is used to make
changes in figures or equations by removing the existing figure or equation and replacing it with a new one. Editorial
notes will not be carried over into future editions because the changes will be incorporated into the base standard.1 

1. Overview

1.3 Supplementary information on purpose

Insert the following item at the end of the dashed list in 1.3:

— Defines mechanisms to enable delivery of preassociation service discovery information to
IEEE 802.11 stations (STAs).    

  

1 Notes in text, tables, and figures of a standard are given for information only and do not contain requirements needed to implement the 
standard.
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2. Normative references

Insert the following normative references into Clause 2 in alphanumeric order:  

IEEE Std 802c™-2017, IEEE Standard for Local and Metropolitan Area Networks: Overview and Architec-
ture Amendment 2: Local Medium Access Control (MAC) Address Usage.1,2 

IETF RFC 6335, Internet Assigned Numbers Authority (IANA) Procedures for the Management of the Ser-
vice Name and Transport Protocol Port Number Registry, August 2011.3    

3. Definitions, acronyms, and abbreviations

3.1 Definitions

Insert the following definition into 3.1 in alphabetic order: 

service hash: A value used for representing a service. This value is formed from a hash of the service name.   

3.2 Definitions specific to IEEE Std 802.11

Insert the following definitions into 3.2 in alphabetic order:   

service information client (SIC): A logical entity that initiates station (STA) service discovery.    

service information registry (SIR): A logical entity that contains caches of information about services that
are available via the basic service set (BSS).  

3.4 Abbreviations and acronyms 

Insert the following abbreviations into 3.4 in alphabetic order:

PAD preassociation discovery 

SIC service information client 

SIR service information registry 

SLAP Structured Local Address Plan 

  

1 IEEE publications are available from The Institute of Electrical and Electronic Engineers (http://standards.ieee.org/).
2 The IEEE standards or products referred to in this clause are trademarks of The Institute of Electrical and Electronic Engineers, Inc.
3 IEFT documents (i.e., RFCs) are available from the Internet Engineering Task Force (http://tools.ieft.org/html/).
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4. General description

4.5 Overview of the services

4.5.4 Access control and data confidentiality services

Insert the following subclause (4.5.4.10) after 4.5.4.9:  

4.5.4.10 MAC privacy enhancements 

When a non-AP STA searches for, and connects to, an infrastructure BSS, IBSS, or PBSS or attempts to
discover services on a network preassociation, it defines the addressing of its MAC layer for the particular
connection. If the STA uses a fixed MAC address it is trivial to track the STA. An MSDU transmitted by a
STA is assigned a sequence number that, if never reset, can also be used to track a device irrespective of the
MAC address. If OFDM is used, the PHY DATA scrambler used can enable tracking of a device
irrespective of the MAC address if it is not reseeded. The dynamic nature of BSS membership combined
with this tracking information allows for construction of a network of connections, locations, and behavior.
This network can be used to glean private and sensitive information regarding the individual behind the
device. 

Furthermore, even without establishing a connection, a mobile or portable STA that gratuitously transmits
Probe Request frames containing SSIDs of favored infrastructure BSS networks, or announces the existence
of IBSS networks, can reveal potentially sensitive information about its location and location history. 

To mitigate this sort of traffic analysis a STA can support the ability to periodically and randomly change its
MAC addresses and reset counters and seeds prior to association. While discovering networks, a STA can
refrain from gratuitously transmitting Probe Request frames containing SSIDs of favored BSS networks.  

4.5.9 Interworking with external networks

Insert the following subclause heading (4.5.9.1), and change the text (originating from the former 4.5.9)
of the now 4.5.9.1 as shown:  

4.5.9.1 General

The interworking service allows non-AP STAs to access services provided by an external network according 
to the subscription or other characteristics of that external network. An IEEE Std 802.11 non-AP STA might 
have a subscription relationship with an external network, e.g., with an SSPN.  

An overview of the interworking functions addressed in this standard is provided below:

— Network discovery and selection  

— Discovery of suitable networks through the advertisement of access network type, roaming
consortium and venue information, via Management frames  

— Selection of a suitable IEEE 802.11 infrastructure using advertisement services (e.g., access
network query protocol (ANQP) or an IEEE 802.21™ Information Server) in the BSS or in an
external network reachable via the BSS. 

— Selection of an SSPN or external network with its corresponding IEEE 802.11 Infrastructure 

— Preassociation discovery (PAD)  

— Discovery of services offered by a BSS or an external network reachable via that BSS  
17
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— Emergency services

— Emergency Call and Network Alert support at the link level

— QoS mapping distribution  

— SSPN interface service between the AP and the SSPN 

The generic advertisement service (GAS), described in 4.5.10, provides both support for a STA’s network
discovery and selection, and support for a conduit for communication by a non-AP STA with other
information resources in a network before joining the wireless LAN.

The interworking service supports emergency services by providing methods for users to access emergency
services via the IEEE 802.11 infrastructure, advertising that emergency services are supported (see 11.25.6)
and identifying that a traffic stream is used for emergency services. 

The interworking service provides QoS mapping for SSPNs and other external networks. Since each SSPN
or other external network might have its own layer-3 end-to-end packet marking practice (e.g., differentiated
services code point (DSCP) usage conventions), a means to remap the layer-3 service levels to a common
over-the-air service level is necessary. The QoS Map service provides STAs a mapping of network-layer
QoS packet marking to over-the-air QoS frame marking (i.e., user priority).

The SSPN Interface service supports service provisioning and transfer of user permissions from the SSPN to
the AP. The method and protocol by which these permissions are transferred from the SSPN are outside the
scope of this standard.

Insert the following subclause (4.5.9.2, including Figure 4-15a and Figure 4-15b) after 4.5.9.1:   

4.5.9.2 Preassociation discovery (PAD) 

4.5.9.2.1 Introduction  

PAD is an interworking function provided by a BSS to allow a non-AP and non-PCP STA, prior to
association, to discover information concerning services that might be available to the STA when it is
associated with the BSS. PAD provides a method for the STA to gather information to aid in the decision to
select a BSS with which to associate.     

4.5.9.2.2 Architecture

Figure 4-15a and Figure 4-15b show the functional flow of MAC messaging and service information
between a service information client (SIC) and a service information registry (SIR). These entities are
described in 4.5.9.2.3, 4.5.9.2.4, and 4.5.9.2.5. The active components within the architecture differ
depending upon whether unsolicited or solicited PAD is being used.  

Figure 4-15a—Unsolicited PAD architecture
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NOTE—A SIR can be either co-located with the AP or outside the AP. An SIR can only be co-located with a PCP. The
communications between the SIR and the AP, together with the SIR and the ANQP server are out of the scope of this
standard. 

The unsolicited PAD procedure is described in11.25a.2 and solicited PAD procedure is described in
11.25a.3. 

4.5.9.2.3 Service information entities 

The SIC and SIR are used to exchange PAD service information. The PAD procedures operate between the
SIC and SIR.   

4.5.9.2.4 Service information registry (SIR)

The SIR caches information about services that might be reachable via the BSS and therefore might be
available to the STA once the STA is associated with that BSS. How the SIR obtains the information about
services is outside the scope of this standard. 

There is typically one SIR assigned to each ESS. It can be addressed by each AP and each service within that
ESS. It includes supporting service discovery requests and responses from the BSS.  

The SIR communicates with the ANQP server to respond to ANQP requests.  

4.5.9.2.5 Service information client (SIC)

The SIC initiates service discovery. The SIC exchanges service discovery requests and responses between
the SME and applications.  

The SME determines whether to use unsolicited PAD or solicited PAD procedures. The SME also composes
ANQP requests for solicited PAD procedures. 
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Figure 4-15b—Solicited PAD architecture 
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6. Layer management

6.3 MLME SAP interface 

6.3.3 Scan 

6.3.3.3  MLME-SCAN.confirm 

6.3.3.3.2 Semantics of the service primitive

Insert the following rows at the end of the untitled BSS Description parameter table in 6.3.3.3.2:  

6.3.11 Start

6.3.11.2 MLME-START.request

6.3.11.2.2 Semantics of the service primitive

Change the primitive parameter list in 6.3.11.2.2 as follows:  

MLME-START.request(
SSID, 
BSSType,
BeaconPeriod,
DTIMPeriod,
CF parameter set,
PHY parameter set,
IBSS parameter set,
NAVSyncDelay,  
CapabilityInformation,
BSSBasicRateSet,
OperationalRateSet,
Country,
IBSS DFS Recovery Interval,
EDCAParameterSet,

Name Type Valid range Description IBSS adoption 

ServiceHint Service Hint 
element

As defined in  
9.4.2.233

Provides an indication of the 
services advertised in Beacon 
frames and Probe Response 
frames. 

The values from the Service 
Hint element, if such an element 
was present in the Beacon or 
Probe Response frame; else null. 

Do not adopt

ServiceHash Service Hash 
element

As defined in  
9.4.2.234

Specifies services advertised in 
Beacon and Probe Response 
frames. 

The values from the Service 
Hash element, if such an 
element was present in the 
Beacon or Probe Response 
frame; else null. 

Do not adopt
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