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Abstract: A physical layer (PHY) and medium access control (MAC) sublayer for short-range
optical wireless communications (OWC) in optically transparent media using light wavelengths from
10 000 nm to 190 nm are defined. The standard is capable of delivering data rates sufficient to
support audio and video multimedia services and also considers mobility of the optical link,
compatibility with various light infrastructures, impairments due to noise and interference from
sources like ambient light, and a MAC sublayer that accommodates the unique needs of visible links
as well as the other targeted light wavelengths. It also accommodates optical communications for
cameras where transmitting devices incorporate light-emitting sources and receivers are digital
cameras with a lens and image sensor. The standard adheres to applicable eye safety regulations.
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Important Notices and Disclaimers Concerning IEEE Standards 
Documents

IEEE documents are made available for use subject to important notices and legal disclaimers. These notices and
disclaimers, or a reference to this page, appear in all standards and may be found under the heading “Important Notices
and Disclaimers Concerning IEEE Standards Documents.” They can also be obtained on request from IEEE or viewed at
https://standards.ieee.org/ipr/disclaimers.html.

Notice and Disclaimer of Liability Concerning the Use of IEEE Standards 
Documents

IEEE Standards documents (standards, recommended practices, and guides), both full-use and trial-use, are developed
within IEEE Societies and the Standards Coordinating Committees of the IEEE Standards Association (“IEEE-SA”)
Standards Board. IEEE (“the Institute”) develops its standards through a consensus development process, approved by
the American National Standards Institute (“ANSI”), which brings together volunteers representing varied viewpoints
and interests to achieve the final product. IEEE Standards are documents developed through scientific, academic, and
industry-based technical working groups. Volunteers in IEEE working groups are not necessarily members of the
Institute and participate without compensation from IEEE. While IEEE administers the process and establishes rules to
promote fairness in the consensus development process, IEEE does not independently evaluate, test, or verify the
accuracy of any of the information or the soundness of any judgments contained in its standards.

IEEE Standards do not guarantee or ensure safety, security, health, or environmental protection, or ensure against
interference with or from other devices or networks. Implementers and users of IEEE Standards documents are
responsible for determining and complying with all appropriate safety, security, environmental, health, and interference
protection practices and all applicable laws and regulations. 

IEEE does not warrant or represent the accuracy or content of the material contained in its standards, and expressly
disclaims all warranties (express, implied and statutory) not included in this or any other document relating to the
standard, including, but not limited to, the warranties of: merchantability; fitness for a particular purpose; non-
infringement; and quality, accuracy, effectiveness, currency, or completeness of material. In addition, IEEE disclaims
any and all conditions relating to: results; and workmanlike effort. IEEE standards documents are supplied “AS IS” and
“WITH ALL FAULTS.”

Use of an IEEE standard is wholly voluntary. The existence of an IEEE standard does not imply that there are no other
ways to produce, test, measure, purchase, market, or provide other goods and services related to the scope of the IEEE
standard. Furthermore, the viewpoint expressed at the time a standard is approved and issued is subject to change
brought about through developments in the state of the art and comments received from users of the standard. 

In publishing and making its standards available, IEEE is not suggesting or rendering professional or other services for,
or on behalf of, any person or entity nor is IEEE undertaking to perform any duty owed by any other person or entity to
another. Any person utilizing any IEEE Standards document, should rely upon his or her own independent judgment in
the exercise of reasonable care in any given circumstances or, as appropriate, seek the advice of a competent
professional in determining the appropriateness of a given IEEE standard.

IN NO EVENT SHALL IEEE BE LIABLE FOR ANY DIRECT, INDIRECT, INCIDENTAL, SPECIAL,
EXEMPLARY, OR CONSEQUENTIAL DAMAGES (INCLUDING, BUT NOT LIMITED TO: PROCUREMENT OF
SUBSTITUTE GOODS OR SERVICES; LOSS OF USE, DATA, OR PROFITS; OR BUSINESS INTERRUPTION)
HOWEVER CAUSED AND ON ANY THEORY OF LIABILITY, WHETHER IN CONTRACT, STRICT
LIABILITY, OR TORT (INCLUDING NEGLIGENCE OR OTHERWISE) ARISING IN ANY WAY OUT OF THE
PUBLICATION, USE OF, OR RELIANCE UPON ANY STANDARD, EVEN IF ADVISED OF THE POSSIBILITY
OF SUCH DAMAGE AND REGARDLESS OF WHETHER SUCH DAMAGE WAS FORESEEABLE.

Translations 

The IEEE consensus development process involves the review of documents in English only. In the event that an IEEE
standard is translated, only the English version published by IEEE should be considered the approved IEEE standard.
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Official statements 

A statement, written or oral, that is not processed in accordance with the IEEE-SA Standards Board Operations Manual
shall not be considered or inferred to be the official position of IEEE or any of its committees and shall not be considered
to be, or be relied upon as, a formal position of IEEE. At lectures, symposia, seminars, or educational courses, an
individual presenting information on IEEE standards shall make it clear that his or her views should be considered the
personal views of that individual rather than the formal position of IEEE. 

Comments on standards

Comments for revision of IEEE Standards documents are welcome from any interested party, regardless of membership
affiliation with IEEE. However, IEEE does not provide consulting information or advice pertaining to IEEE Standards
documents. Suggestions for changes in documents should be in the form of a proposed change of text, together with
appropriate supporting comments. Since IEEE standards represent a consensus of concerned interests, it is important that
any responses to comments and questions also receive the concurrence of a balance of interests. For this reason, IEEE
and the members of its societies and Standards Coordinating Committees are not able to provide an instant response to
comments or questions except in those cases where the matter has previously been addressed. For the same reason, IEEE
does not respond to interpretation requests. Any person who would like to participate in revisions to an IEEE standard is
welcome to join the relevant IEEE working group.

Comments on standards should be submitted to the following address:

Secretary, IEEE-SA Standards Board 
445 Hoes Lane 
Piscataway, NJ 08854 USA

Laws and regulations 

Users of IEEE Standards documents should consult all applicable laws and regulations. Compliance with the provisions
of any IEEE Standards document does not imply compliance to any applicable regulatory requirements. Implementers of
the standard are responsible for observing or referring to the applicable regulatory requirements. IEEE does not, by the
publication of its standards, intend to urge action that is not in compliance with applicable laws, and these documents
may not be construed as doing so.

Copyrights 

IEEE draft and approved standards are copyrighted by IEEE under U.S. and international copyright laws. They are made
available by IEEE and are adopted for a wide variety of both public and private uses. These include both use, by
reference, in laws and regulations, and use in private self-regulation, standardization, and the promotion of engineering
practices and methods. By making these documents available for use and adoption by public authorities and private
users, IEEE does not waive any rights in copyright to the documents.

Photocopies 

Subject to payment of the appropriate fee, IEEE will grant users a limited, non-exclusive license to photocopy portions
of any individual standard for company or organizational internal use or individual, non-commercial use only. To
arrange for payment of licensing fees, please contact Copyright Clearance Center, Customer Service, 222 Rosewood
Drive, Danvers, MA 01923 USA; +1 978 750 8400. Permission to photocopy portions of any individual standard for
educational classroom use can also be obtained through the Copyright Clearance Center.
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Updating of IEEE Standards documents 

Users of IEEE Standards documents should be aware that these documents may be superseded at any time by the
issuance of new editions or may be amended from time to time through the issuance of amendments, corrigenda, or
errata. A current IEEE document at any point in time consists of the current edition of the document together with any
amendments, corrigenda, or errata then in effect. 

Every IEEE standard is subjected to review at least every ten years. When a document is more than ten years old and has
not undergone a revision process, it is reasonable to conclude that its contents, although still of some value, do not
wholly reflect the present state of the art. Users are cautioned to check to determine that they have the latest edition of
any IEEE standard.

In order to determine whether a given document is the current edition and whether it has been amended through the
issuance of amendments, corrigenda, or errata, visit the IEEE-SA Website at https://ieeexplore.ieee.org or contact IEEE
at the address listed previously. For more information about the IEEE SA or IEEE’s standards development process,
visit the IEEE-SA Website at https://standards.ieee.org.

Errata 

Errata, if any, for all IEEE standards can be accessed on the IEEE-SA Website at the following URL: https://
standards.ieee.org/findstds/errata/index.html. Users are encouraged to check this URL for errata periodically.

Patents

Attention is called to the possibility that implementation of this standard may require use of subject matter covered by
patent rights. By publication of this standard, no position is taken by the IEEE with respect to the existence or validity of
any patent rights in connection therewith. If a patent holder or patent applicant has filed a statement of assurance via an
Accepted Letter of Assurance, then the statement is listed on the IEEE-SA Website at https://standards.ieee.org/about/
sasb/patcom/patents.html. Letters of Assurance may indicate whether the Submitter is willing or unwilling to grant
licenses under patent rights without compensation or under reasonable rates, with reasonable terms and conditions that
are demonstrably free of any unfair discrimination to applicants desiring to obtain such licenses.

Essential Patent Claims may exist for which a Letter of Assurance has not been received. The IEEE is not responsible for
identifying Essential Patent Claims for which a license may be required, for conducting inquiries into the legal validity
or scope of Patents Claims, or determining whether any licensing terms or conditions provided in connection with
submission of a Letter of Assurance, if any, or in any licensing agreements are reasonable or non-discriminatory. Users
of this standard are expressly advised that determination of the validity of any patent rights, and the risk of infringement
of such rights, is entirely their own responsibility. Further information may be obtained from the IEEE Standards
Association.
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Introduction

This edition is a revision of IEEE Std 802.15.7-2011 and broadens the standard’s scope to include more
optical wireless communications (OWC) technologies. This revision adds new clauses for physical layer
(PHY) types IV, V, and VI (see Clause 13, Clause 14, and Clause 15) and several related annexes (see
Annex G through Annex N).

In OWC, data is transmitted by intensity modulating optical sources, such as light-emitting diodes (LEDs)
and laser diodes (LDs), faster than the persistence of the human eye. OWC merges lighting and data
communications in applications such as area lighting, signboards, streetlights, vehicles, traffic signals, status
indicators, displays, LED panel, and digital signage. This standard describes the use of OWC for optical
wireless personal area networks (OWPANs) and covers topics such as network topologies, addressing,
collision avoidance, acknowledgment, performance quality indication, dimming support, visibility support,
colored status indication, and color stabilization.

This introduction is not part of IEEE Std 802.15.7-2018, IEEE Standard for Local and metropolitan area
networks—Part 15.7: Short-Range Optical Wireless Communications.
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IEEE Standard for 

Local and metropolitan area networks— 

Part 15.7: Short-Range 

Optical Wireless Communications Communication Using Visible Light 

IMPORTANT NOTICE: This standard is not intended to ensure safety, security, health, or 

environmental protection. Implementers of the standard are responsible for determining appropriate 

safety, security, environmental, and health practices or regulatory requirements. 

This IEEE document is made available for use subject to important notices and legal disclaimers. 

These notices and disclaimers appear in all publications containing this document and may be 

found under the heading “Important Notice” or “Important Notices and Disclaimers Concerning 

IEEE Documents.” They can also be obtained on request from IEEE or viewed at 

http://standards.ieee.org/IPR/disclaimers.html. 

1. Overview 

1.1 Scope 

This standard defines a physical layer (PHY) and medium access control (MAC) sublayer layer for 

short-range optical wireless communications (OWC) using visible light in optically transparent 

media using. The visible light wavelengths spectrum extends from 10 000 380 nm to 190 780 nm in 

wavelength. The standard is capable of delivering data rates sufficient to support audio and video 

multimedia services and also considers mobility of the optical visible link, compatibility with 

various visible-light infrastructures, impairments due to noise and interference from sources like 

ambient light, and a MAC sublayer layer that accommodates the unique needs of visible links as 

well as the other targeted light wavelengths. It also accommodates optical communications for 

cameras where transmitting devices incorporate light-emitting sources and receivers are digital 

cameras with a lens and image sensor. The standard adheres to applicable eye safety regulations. 
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1.2 Purpose 

The purpose of This standard provides is to provide a global standard for short-range OWC.optical 

wireless communication using visible light. The standard provides the following: 

— Access to several hundred terahertz THz of unlicensed spectrum. 

— Immunity to electromagnetic interference and noninterference with radio frequency 

systems (RF). 

— For visible light systems, additional security by allowing the user to see the 

communication channel. and 

— Communication augmenting and complementing existing services (e.g., such as 

illumination, display, indication, decoration, etc). from visible-light infrastructures. 

2. Normative references 

The following referenced documents are indispensable for the application of this document (i.e., 

they must be understood and used; therefore, so each referenced document is cited in text, and its 

relationship to this document is explained). For dated references, only the edition cited applies. For 

undated references, the latest edition of the referenced document (including any amendments or 

corrigenda) applies. 

ANSI/INCITS 373: Fiber Channel Framing and Signaling Interface (FC-FS).1 

 

 

 

1 ANSI publications are available from the Sales Department, American National Standards Institute, 25 West 43rd Street, 4th Floor, 

New York, NY 10036, USA (http://www.ansi.org/). 
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IEEE Std 802.15.4TM- 2015 2006, IEEE Standard for Information technology—Telecommunications 

and information exchange between systems—Local and metropolitan area networks—Specific 

requirements— Part 15.4: Wireless Medium Access Control (MAC) and Physical Layer (PHY) 

Specifications for Low-Rate Wireless Personal Area Networks (LR-WPANs).2,3 

ITU-T I.432.1, Series I: Integrated Services Digital Network, ISDN user-network interfaces—Layer 1 

RecommendationsB-ISDN user-network interface—Physical layer specification: General 

characteristics, http://www.itu.int/rec/T-REC-I.432.1-199902-I/en.4 

3. Definitions, acronyms, and abbreviations 

For the purposes of this document, the following terms and definitions apply. The IEEE Standards 

Dictionary Online Glossary of Terms & Definitions should be consulted for terms not defined in this 

clause.5 

3.1 Definitions 

blending: The disproportional merging of two different images as a single image. 

color function: A function that provides information, such as device status and channel quality, to 

the human eye via color. 

 

 

2 IEEE publications are available from The Institute of Electrical and Electronics Engineers, Inc., 445 Hoes Lane, Piscataway, NJ 

08854, USA (http://standards.ieee.org/). 

3 The IEEE standards or products referred to in this clause are trademarks of The Institute of Electrical and Electronics Engineers, 

Inc. 

4 ITU-T publications are available from the International Telecommunications Union, Place des Nations, CH-1211, Geneva 20, 

Switzer-land/Suisse (http://www.itu.int/). 

5 The IEEE Standards Dictionary Online: Glossary of Terms & Definitions is available at http://dictionary shop.ieee.org/. 
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color-shift keying (CSK): A modulation scheme for visible-light communication involving multiple 

light sources, which keeps the average emitted optical color and the total optical power constant 

during communication. 

color stabilization: A control loop for the stabilization of the color emitted by color-shift keying 

(CSK) transmitters. 

color visibility dimming (CVD) frame: A frame used for color, visibility, and dimming support. 

The color visibility dimming frame visually provides information such as communication status and 

channel quality to the user via various colors. The color visibility dimming frame may also be sent 

during idle or receive modes of operation for continuous visibility and dimming support. During 

the color visibility dimming frame transmission, the device is still emitting light while not 

communicating, and it is thus able to fulfill its lighting function. The payload of the frame consists of 

visibility patterns of appropriate intensity and color. 

compensation time: The idle time inserted in the idle pattern or in the data frame, where the light is 

turned ‚ON‛ or ‚OFF‛ with the appropriate ratio to meet dimming requirements. 

dimming: Reducing the radiant power of a transmitter while preserving the color of the transmitted 

transmitting light. 

field of view (FOV): The angular extent of coverage for the optical transmitter or receiver. 

idle pattern: A pattern whose duty cycle variation results in a change of brightness for dimming 

support and may be transmitted during idle or receive mode. 

image sensor: A sensor that captures an image and translates it into a light-coded output signal. 

macro cell: An aggregate cell formed using all the cells available at the optical media and is used for 

device discovery and association. 

modulation-domain spectrum: The spectrum observed at the output of the receiver’s photodetector. 

typically measured at the output of the trans impedance amplifier 

Authorized licensed use limited to: Tsinghua University. Downloaded on February 26,2026 at 01:52:11 UTC from IEEE Xplore.  Restrictions apply. 

Full document details: IEEE 802.15.7-2018

http://www.avadocuments.com/doc/ieee-802-15-7-2018
http://www.avadocuments.com/doc/ieee-802-15-7-2018


 

 

on-off keying (OOK): A simple modulation technique that represents digital data as the presence 

(‘ON’) or absence (‘OFF’) of a signal. Note that ‘ON’ and ‘OFF’ are simply two logic levels or two 

distinct amplitude levels for the purposes of communication and does not necessarily require that 

the light source be turned OFF completely. 

optical clock rate: The frequency at which the data is clocked out to the optical source. 

photodetector: A device that photodetector captures optical power and translates it into an output 

signal. Most photodetectors convert optical power into an electrical current or an electrical voltage. 

PHY switch: A switch at the transmission interface between the physical layer (PHY) and the optical 

service access point (SAP), used to send and receive data to and from a single or multiple optical 

sources and photodetectors in a selective manner. 

point-and-shoot: The alignment of devices by the transmission of a color visibility dimming (CVD) 

frame to illuminate for the purpose of illuminating the target receiving device. 

region of interest (ROI): An interesting subset of an image region. 

switching level: A distinct amplitude level that defines ON and OFF of the light source for the 

purpose of communications and does not necessarily require that the light source be turned off 

completely. 

variable pulse-position modulation (VPPM): A modulation scheme for visible-light communication 

that allows pulse-width control for light dimming support, mitigating intra-frame flicker. 

visibility pattern: An in-band idle pattern used in the payload of a color visibility dimming frame 

(CVD) frame. 

watermarking: The process of hiding digital information in a digital image. 

3.2 Acronyms and abbreviations 

2D two-dimensional 
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2-PSK two-phase shift keying 

AB  average brightness 

A/D analog-to-digital converter 

ACK acknowledgment 

AES advanced encryption standard 

AM amplitude modulation 

A-QL asynchronous quick link  

AR acknowledgment request 

B-ACK  block acknowledgment 

BE backoff exponent 

BP beacon period 

BI beacon interval 

BO beacon order 

BSN beacon-sequence number 

CAP  contention access period 

CC convolutional coding code 

CCA clear channel assessment 

CCM* extension of CBC-MAC [i.e., cipher block chaining message authentication 

code] 

CDR clock and data recovery 
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CFP contention-free period 

CIE Commission internationale de l'Eclairage (International Commission on 

Illumination) 

CM-FSK camera m-ary frequency-shift keying 

C-OOK camera ON-OFF keying 

CRC cyclic redundancy check 

CS compensation symbols 

CSK color-shift keying 

CSMA/CA carrier sense multiple access with collision avoidance 

CVD color visibility dimming 

D/A digital-to-analog converter 

D/L  downlink 

DC direct current 

DCT  discrete cosine transform 

DME device management entity 

DP  data packet 

DS8-PSK dimmable spatial eight-phase shift keying 

DSN data-sequence number 

ED energy detection 

ENC encryption mode 
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FCS frame check sequence 

FDM frequency division multiplexing 

FEC forward error correction 

FER frame-error ratio 

FLP fast locking pattern 

FP FEC packet or frame pending 

FSK frequency shift keying 

FLR fast link recovery 

FOV  field of view 

GF Galois field 

GTS guaranteed time slot 

HA-QL hidden asynchronous quick link 

HCS header check sequence 

HP hopping pattern 

HS-PSK hybrid spatial phase shift keying 

Hybrid-MPFSK hybrid m-ary phase-frequency shift keying 

IFS interframe space 

ID identifier 

IDE invisible data embedding 

IE information element 
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IFS  interframe space 

LAN local area network  

LD laser diode 

LED light-emitting diode 

LIFS long interframe space 

LLC logical link control 

LPDU LLC logical link control protocol data unit 

LSB  least significant bit 

M-FSK m-ary frequency shift keying 

M-PSK m-ary phase shift keying 

LOS line of sight 

MAC  medium access control 

MCPS MAC medium-access-control common-part sublayer 

MCS modulation and coding scheme 

MD mobile device 

MFR MAC medium-access-control footer 

MFTP maximum flickering-time period 

MHR MAC medium-access-control header 

MIC message integrity code 

MLME MAC (sub)layer medium-access-control link-management entity 
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MIMO multiple-input, multiple-output 

MPM mirror pulse modulation 

MPDU MAC medium-access-control protocol data unit 

MPPM mirror pulse position modulation 

MPWM mirror pulse width modulation 

MSDU MAC medium-access-control service data unit 

NB number of backoffs 

OCC optical camera communications 

Offset-VPWM offset variable pulse width modulation 

OOK ON-OFF keying 

OWC optical wireless communications 

OWPAN optical wireless personal area network 

PAN personal area network 

PD  PHY physical layer data 

PHR PHY physical-layer header 

PHY physical layer 

PIB PAN physical-layer personal-area-network information base 

PLCP physical layer conversion protocol 

PID  personal-area-network identifier 

PLME  physical layer management entity 
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PPDU physical protocol data unit 

PSDU PHY service data unit 

PWM  pulse width modulation 

RGB red, green, blue 

P2MP point-to-multipoint 

P2P peer-to-peer 

QoS quality of service 

RIFS reduced interframe space 

RLL run-length limited 

ROI region of interest 

RS Reed-Solomon 

RS-FSK rolling shutter frequency shift keying 

RX receiver 

SAP service access point 

S2-PSK spatial two-phase shift keying 

SD  symbol delimiter 

SFD start frame delimiter 

SHR  synchronization header 

SIFS short interframe space 

SPDU SSCS session protocol data unit 

Authorized licensed use limited to: Tsinghua University. Downloaded on February 26,2026 at 01:52:11 UTC from IEEE Xplore.  Restrictions apply. 

Full document details: IEEE 802.15.7-2018

http://www.avadocuments.com/doc/ieee-802-15-7-2018
http://www.avadocuments.com/doc/ieee-802-15-7-2018


 

 

SS2DC sequential scalable two-dimensional color 

SS spread spectrum 

SO  superframe order 

SSCS service-specific convergence sublayer 

SSID service set identifier 

TDP topology-dependent pattern 

TRX transceiver 

TX transmitter 

UFSOOK undersampled frequency shift ON-OFF keying 

U/L  uplink 

VPAN visible-light communication personal area network 

VLC visible-light communication 

VPPM variable pulse position modulation 

VTASC variable transparent amplitude-shape-color 

WPAN wireless personal area network  

WQI wavelength quality indicator indication 

ZCD zero-correlation duration 
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4. General description 

4.1 Introduction 

In optical wireless communications (OWC), Visible-light communication (VLC) transmits data is 

transmitted by intensity modulating optical sources, such as light-emitting diodes (LEDs) and laser 

diodes (LDs), faster than the persistence of the human eye. OWC VLC merges lighting and data 

communications in applications such as area lighting, signboards, streetlights, vehicles, and traffic 

signals, status indicators, displays, LED panel, and digital signage. This standard describes the use 

of OWC VLC for optical wireless personal area networks (OWPANs) and covers topics such as 

network topologies, addressing, collision avoidance, acknowledgment, performance quality 

indication, dimming support, visibility support, colored status indication, and color stabilization 

WPAN). Some of the characteristics found in this standard are as follows: 

 a) Star, peer-to-peer, or broadcast operation 

 b) 16-bit short or 64-bit extended addresses 

 c) Scheduled or slotted random access with collision avoidance transmission 

 d) Fully acknowledged protocol for transfer reliability 

 e) Wavelength quality indication (WQI) 

 f) Dimming support 

 g) Visibility support 

 h) Color function support 

 i) Color stabilization support 
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4.2 Network topologies 

As shown in Table 1, three classes of devices are considered for OWC VLC: infrastructure, mobile, 

and vehicle. 

Table 1—Device classification 

 

This The IEEE 802.15.7 visible-light communication personal area network (VPAN) standard for 

OWPAN maps the intended applications to three topologies: peer-to-peer, star, and broadcast. See 

Figure 1. 

In the star topology, the communication is established between devices and a single central 

controller, called the coordinator. In the peer-to-peer topology, one of the two devices in an 

association takes on the role of the coordinator. 
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Figure 1— Supported MAC topologies 

Each device or coordinator has a unique 64-bit address. When a device associates with a coordinator 

node it is allowed to be allocated a short shortened 16-bit address. Either address is allowed to be 

used for communication within the OWPAN VPAN managed by the coordinator. The coordinator 

may might often be mains powered, while the devices will often be battery powered. 

Each independent OWPAN VPAN has an identifier, as defined in 5.2.1.3 and 5.2.1.5. This OWPAN 

VPAN identifier allows communication between devices within a network using short addresses. 

The mechanism by which OWPAN VPAN identifiers are chosen is outside the scope of this 

standard. 

The network formation is performed by the higher layer, which is not part of this standard. Apart 

from the peer-to-peer and star topologies, IEEE 802.15.7 devices compliant to this standard are also 

allowed to operate in a broadcast-only topology without being part of a network, i.e., without being 

associated to any device or having any devices associated to them. A brief overview on how each 

supported topology may be formed is provided in 4.2.1, 4.2.2, and 4.2.3. 

In case illumination function is required, visibility support is also provided across all topologies to 

maintain the illumination function in the absence of communication or in the idle or receive modes 

of operation. The purpose of this mode is to maintain illumination and mitigate flicker. 
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4.2.1 Peer-to-peer topology 

The basic structure of a peer-to-peer topology is illustrated in Figure 1. In a peer-to-peer topology, 

each device is capable of communicating with any other device within its coverage area. In a peer-

to-peer topology, one of the peers acts as a coordinator. One peer defaults as the coordinator, for 

instance, by virtue of being the first device to communicate on the channel. 

4.2.2 Star topology 

The basic structure of a star topology is illustrated in Figure 1. All star networks operate 

independently from all other star networks currently in operation. This is achieved by choosing a 

OWPAN VPAN identifier that is not currently used by any other network within the coverage area. 

Once the OWPAN VPAN identifier is chosen, the coordinator allows other devices to join its 

network. The higher layer is allowed to use the procedures described in 5.1.2 and 5.1.4 to form a star 

network. 

4.2.3 Broadcast topology 

The basic structure of a broadcast topology is illustrated in Figure 1. The device in a broadcast mode 

can transmit a signal to other devices without forming a network. The communication is 

unidirectional and the destination address is not required. 

4.3 Modulation-domain spectrum 

Figure 2 illustrates the concept of the modulation-domain spectrum in which +V is the bias supply 

voltage and Fm is the modulation spectral line. In Figure 2, the optical visible light source is ‚always 

on‛; hence, the output of the photodetector, which could be a discrete diode or part of the camera 

receiver, can be observed for performing clear channel assessment (CCA). Prior to time t = T1, the 

spectrum is all at DC. After t = T1, the spectrum is split between DC and the modulating signal. 
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Figure 2—Illustration of modulation-domain spectrum 

4.4 Architecture 

This standard defines an The IEEE 802.15.7 architecture is defined in terms of a number of layers and 

sublayers in order to simplify the standard. Each layer is responsible for one part of the standard 

and offers services to the higher layers. The interface between the layers serves serve to define the 

logical links that are described in this standard. 
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An OWPAN A VPAN device comprises of a PHY layer, which contains the light transceiver along 

with its low-level control mechanism, and a medium access control (MAC) sublayer that provides 

access to the physical channel for all types of transfers. Figure 3 shows these layers in a graphical 

representation, and the layers which are described in more detail in 4.4.1 and 4.4.2. 

The upper layers, shown in Figure 3, consist of a network layer, which provides network 

configuration, manipulation, and message routing, and an application layer, which provides the 

intended function of the device. The definition of these upper layers is outside the scope of this 

standard. A logical link control (LLC) layer can access the MAC sublayer through the service-

specific convergence sublayer (SSCS), defined in Annex B. 

 

Figure 3—OWPAN VPAN device architecture 
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A device management entity (DME) is also supported in the architecture. The DME can talk to the 

physical layer management entity (PLME) and MAC (sub)layer management entity (MLME) to 

interface for the purposes of interfacing the MAC and PHY with a dimmer. The DME can access 

certain dimmer-related attributes from the MLME and PLME in order to provide dimming 

information to the MAC and PHY. The DME can also control the PHY switch using the PLME for 

selection of the optical sources and photodetectors. The details of the DME are outside the scope of 

this standard. The PHY switch interfaces to the optical service access point (SAP) and connects to the 

optical media, which may consist of a single or multiple optical sources and photodetectors. 

Multiple optical sources and photodetectors are supported in this the standard for PHY III and as 

well for OWC VLC cell mobility. The PLME controls the PHY switch in order to select a cell. The line 

going to the optical SAP from the PHY switch is a vector. The number of lines comprising the optical 

SAP has the dimension of n × m, where ‘n’ is the number of cells and ‘m’ is the number of distinct 

data streams from the PHY. The value of ‘m’ is three for PHY III. 

4.4.1 PHY types layer 

The PHY layer supports multiple PHY types. 

a) PHY I: This PHY type is intended for outdoor usage with low data rate applications. 

This mode uses ON-OFF keying (OOK) and variable pulse position modulation 

(VPPM) with data rates in the tens to hundreds of kbps kb/s, as defined in Table 76 73. 

b) PHY II: This PHY type is intended for indoor usage with moderate data rate 

applications. This mode uses OOK and VPPM with data rates in the tens of Mbps 

Mb/s, as defined in Table 77 74. 

c) PHY III: This PHY type is intended for applications using color-shift keying (CSK) that 

have multiple light sources and detectors. This mode uses CSK with data rates in the 

tens of Mbps Mb/s, as defined in Table 78 75. 

d) PHY IV: This PHY is intended for use with discrete light sources with data rates up to 

22 kbps using various modulations, as defined in Table 79. 

Authorized licensed use limited to: Tsinghua University. Downloaded on February 26,2026 at 01:52:11 UTC from IEEE Xplore.  Restrictions apply. 

Full document details: IEEE 802.15.7-2018

http://www.avadocuments.com/doc/ieee-802-15-7-2018
http://www.avadocuments.com/doc/ieee-802-15-7-2018


 

 

e) PHY V: This PHY is intended for use with diffused surface light sources with data 

rates up to 5.71 kbps using various modulations, as defined in Table 79. 

f) PHY VI: This PHY is intended for use with video displays with data rates in kbps 

using various modulations, as defined in Table 79. 

4.4.1.1 PHY frame structure 

The MAC protocol data unit (MPDU) at the output of the MAC sublayer passes through the PHY 

layer and becomes the PHY service data unit (PSDU) at the output of the PHY layer after being 

processed via the various PHY blocks such as channel coding and line coding. The PSDU is prefixed 

with a synchronization header (SHR), containing the Preamble sequence field; and a PHY header 

(PHR), which, among other things, contains the length of the PSDU in octets. The preamble 

sequence enables the receiver to achieve synchronization. The SHR, PHR, and PSDU together form 

the PHY frame or physical protocol PHY layer data unit (PPDU). The format of the PHY frame is 

shown in Figure 124 118. 

Use of over-the-air PHY frame configuration is forbidden for PHY IV, PHY V, and PHY VI. It is 

mandatory that PHY frame configuration be done via the PHY PAN information base (PHY PIB). 

This is due to the fact that unlike traditional wireless local area networks (LANs) and personal area 

networks (PANs), the data rates associated with optical camera communications (OCC) are such that 

the configuration overhead cannot be tolerated. In other words, there is no ‚base default‛ 

transmission mode. In addition, it is anticipated that configuration will be with application layer 

‚APPs‛ that are specifically loaded to support a particular OCC PHY mode. The PHY PIB is not 

transmitted; rather, it is written by the DME and is read by the PHY. 
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4.4.1.2 Interoperability and coexistence between PHY types 

The PHY types coexist but do not interoperate. PHY I and PHY II occupy different spectral regions 

in the modulation-domain spectrum, which enables frequency division multiplexing (FDM) as a 

coexistence mechanism, as shown in Figure 4. PHY I and PHY III also occupy different spectral 

regions in the modulation-domain spectrum, with different data rates and different optical rate 

support, providing coexistence. However, the optical clock frequencies used for PHY II and PHY III 

overlap, causing significant overlap in the frequency domain spectrum. In addition, not all devices 

support multiple optical frequency bands needed for PHY III. Hence, all PHY III devices use a PHY 

II device for device discovery to support coexistence with PHY II. PHY IV, PHY V, and PHY VI are 

spectrally located below PHY I and use highly directive receivers (e.g., cameras) to coexist via spatial 

division multiplexing. 
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Figure 4—FDM separation of the PHY types in the modulation domain 

4.4.2 MAC sublayer 

The MAC sublayer provides two services accessed through two service access points (SAPs). MAC 

data is accessed through the MAC common part sublayer SAP (MCPS-SAP), while MAC 

management is accessed through the MAC (sub)layer management entity SAP (MLME-SAP). The 

MAC data service enables the transmission and reception of MPDUs across the PHY data service. 

The features of the MAC sublayer are beacon management, channel access, guaranteed time slot 

(GTS) management, frame validation, acknowledged frame delivery, association, and disassociation. 

The MAC sublayer provides hooks for implementing application-appropriate security mechanisms. 

The MAC sublayer also provides color function, visibility, color stabilization, and dimming support. 

Clause 5 describes contains the specifications for the MAC sublayer. 
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Use of over-the-air MAC frame configuration is forbidden for PHY IV, PHY V, and PHY VI. It is 

mandatory that MAC frame configuration be done via the MAC PAN information based (MAC PIB). 

This is due to the fact that unlike traditional wireless LAN/PAN, the data rates associated with OCC 

are such that the configuration overhead cannot be tolerated. In other words, there is no ‚base 

default‛ transmission mode. In addition, it is anticipated that configuration will be with application 

layer ‚APPs‛ that are specifically loaded to support a particular OCC PHY mode. The MAC PIB is 

not transmitted; rather, it is written by the DME and is read by the MAC sublayer. 

4.4.3 Dimming and flicker-mitigation support 

This subclause outlines the methods for dimming and flicker-mitigation support. For PHY I, PHY II, 

and PHY III, an idle pattern can be transmitted during MAC idle or RX states for infrastructure light 

sources for dimming support. This is important since it is desired to maintain visibility and flicker-

free operation during idle or RX periods at the infrastructure. The idle pattern has the same duty 

cycle that is used during the active data communication so that there is no flicker seen during idle 

periods. This idle pattern and its dependence on the dimmer setting is shown in Figure 5. The 

transition of active operation and idle/RX operation can be in large time-scale (block active/idle/RX) 

or in a small time-scale (within a communication session). In the large time-scale block session 

activity, when the OWC VLC activity is ‚ON‛, there can be a small time-scaled transition of active 

mode and idle/RX mode. Dimmer setting for high brightness, (a) in Figure 5a, illustrates a higher 

duty cycle for higher brightness. Dimmer setting for low brightness, in Figure 5(b,) illustrates a 

lower duty cycle for lower brightness. The data and the idle pattern should have the same duty cycle 

in order to minimize flicker. 
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4.4.3.1 Flicker mitigation 

Flicker is the temporal modulation of lighting at frequencies higher than the critical fusion frequency 

that can affect human efficiency in diverse ways defined as the fluctuation of the brightness of light 

that can cause noticeable physiological changes in humans. This standard strives for the mitigation 

of flicker that may be caused due to modulation of the light sources for communication. The 

maximum flickering time period (MFTP) is defined as the maximum time period over which the 

light intensity can be changing, but for which the resulting flicker is not perceivable by the human 

eye (Berman et al. [B1 13]).6 To avoid flicker, any brightness changes over periods longer than MFTP 

must be avoided. 

The flicker in OWC VLC is classified into two categories according to its generation mechanism: 

intraframe flicker and interframe flicker. Intraframe flicker is defined as the perceivable brightness 

fluctuation within a frame. Interframe flicker is defined as the perceivable brightness fluctuation 

between adjacent frame transmissions. 

 

 

 

 

 

 

 

 

 

 

6 Number in brackets correspond to the numbers in the bibliography in Annex A. 
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Figure 5—Adapting dimmer pattern and data duty cycle depending on 

dimmer setting 
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4.4.3.1.1 Intraframe flicker mitigation 

Intraframe flicker mitigation is accomplished by either the use of run-length limited (RLL) coding, 

modulation scheme, or both. 

4.4.3.1.2 Interframe flicker mitigation 

The scheme used for interframe flicker mitigation is the transmission of an idle pattern between data 

frames whose average brightness is equal to that of the data frames, as defined in 8.5.1.1. See Figure 

6. 

 

Figure 6—Example of idle pattern and compensation time dimming 

4.4.3.2 Light dimming 

Light dimming is defined as controlling the perceived brightness of the light source according to the 

user’s requirement and is a cross layer function between the PHY and MAC. The details on the light 

dimming function of MAC sublayer are discussed in 5.3.10. 

Three major dimming methods can be applied to control the light brightness: (1) adding 

compensation symbols, (2) controlling pulse width, and (3) controlling the amplitude of the signal. 

The selection of a proper dimming method follows the selection of the modulation. Details on 

dimming during data transmission of individual modulation is described in 8.5. 
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4.4.3.1.1 Idle pattern and compensation time dimming 

The standard allows an idle pattern to be inserted between the data frames for light dimming, as 

shown in Figure 6. The duty cycle of the idle pattern can be varied to provide brightness variation. 

The idle pattern selection is not specified in this standard. An idle pattern can either be in-band or 

out-of-band as defined by the modulation-domain spectrum and both types of idle patterns are 

supported in this standard. An in-band idle pattern does not require any change in the clock and can 

be seen by the receiver. An out-of-band idle pattern is typically sent at a much lower optical clock 

rate (including the option of maintaining visibility via a DC bias only) and is not seen by the receiver 

(i.e., it does not lie in the receiver’s modulation-domain bandpass). The standard also allows a 

compensation time (‚ON‛ or ‚OFF‛ time of a light source) to be inserted into either the idle pattern 

or into the data frame to reduce or increase the average brightness of a light source.  

4.4.3.1.2 Visibility pattern dimming 

Visibility patterns are in-band idle patterns that are used in the payload of a CVD frame. The 

visibility patterns are used for supporting features such as flicker mitigation, continuous visibility, 

device discovery, and color stabilization. The visibility patterns are not encoded in the PHY layer 

and do not have a frame check sequence (FCS) associated with them. In order to generate high 

resolution visibility patterns from 0% to 100% in steps of 0.1%, there are certain constraints that need 

to be used in the design criteria for visibility patterns. 

a) The number of transitions between ones and zeros can be maximized to provide high-

frequency switching in order to avoid flicker and to help the clock and data recovery (CDR) 

circuit at receiver for synchronization purposes, if used. 

b) Visibility pattern generation can be made in a simple manner. Designing a thousand patterns 

to support low resolutions (as low as 0.1% resolution) is not practical and makes visibility 

pattern generation and use very complex. 

c) Since visibility patterns are transmitted without changing the clock frequency (in-band), the 

patterns avoiding conflicts with existing RLL code words are recommended. 
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The generation of the visibility patterns and their usage is defined in 8.5.1.2. 

4.4.3.1.3 Color-shift keying (CSK) dimming 

CSK supports VLC using multi-color light sources and photo detectors. CSK has the following 

advantages: 

a) Information is provided by the color coordinates: CSK channels are defined by mixed colors 

that are allocated in the color coordinate plane; therefore, the connectivity is facilitated by the 

color coding. 

b) Total average power is constant: The total average power of all CSK light sources is constant; 

therefore, the envelope of the sum of all light signals is constant. 

c) Variable bit rate: CSK enables variable bit rate due to higher order modulation support; that 

is, the raw bit rate equals the optical clock rate times the bits per CSK symbol. 

CSK dimming employs amplitude dimming and controls the brightness by changing the current 

driving the light source. However, a color shift of the light source may arise from improper control 

of driving current for amplitude dimming. For a given dimmer setting, the average optical power 

from the light sources is constant. This implies that the center color of the color constellation is 

constant. 

4.4.3.2.1 OOK Dimming by adding compensation symbols 

Since OOK modulation and mirror pulse modulation (MPM) are is always sent with a constant 

brightness within a symbol (e.g., a symmetric Manchester symbol or MPM symbol), compensation 

time may need to be inserted into the data frame to adjust the average intensity of the perceived 

source. The frame structure for the OOK dimming method of inserting compensation symbols frame 

is as shown in Figure 7. 
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Figure 7—OOK dimming structure 

This process breaks the frame into subframes, and each subframe can be preceded by a resync field 

that aids in readjusting the data clock after the compensation time. The data frame is fragmented 

into subframes of the appropriate length after the frame check sequence (FCS) has been calculated 

and the forward error correction (FEC) has been applied. An example of OOK dimming to increase 

average brightness (AB) by N% by adding compensation symbols is as shown in Figure 8. 

 

 
(New) 

 

Authorized licensed use limited to: Tsinghua University. Downloaded on February 26,2026 at 01:52:11 UTC from IEEE Xplore.  Restrictions apply. 

Full document details: IEEE 802.15.7-2018

http://www.avadocuments.com/doc/ieee-802-15-7-2018
http://www.avadocuments.com/doc/ieee-802-15-7-2018


 

 

 

 
(Deleted) 

 

Figure 8—Example of OOK dimming to increase brightness 

An example of MPM dimming to increase average brightness (AB) by adding compensation 

symbols (CS) is as shown in Figure 9. 
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Figure 9—Example of MPM dimming by adding compensation symbols 
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4.4.3.2.2 VPPM Dimming by controlling pulse width 

Dimming by controlling the pulse width is illustrated in Figure 10. 
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Figure 10—Pulse width dimming 

VPPM is a modulation scheme adapted for pulse-width-based light dimming and offers protection 

from intra-frame flicker. It does not create a color-shift in the light source that can arise from 

amplitude dimming because The pulse amplitude in VPPM is always constant, and the dimming 

control is performed by the pulse width, not the amplitude. An example of VPPM dimming to 

increase brightness by controlling pulse width modulation (PWM) is as shown in Figure 11. 

VPPM makes use of the characteristics of 2-PPM (pulse position modulation) for non-flicker and 

PWM (pulse-width modulation) for dimming control and full brightness. Bits ‚1‛ and ‚0‛ in VPPM 

are distinguished by the pulse position within a unit period and have the same pulse width within 

their respective unit periods. The non-flicker characteristic in VPPM is obtained from the property 

that the average brightness on bits ‚1‛ and ‚0‛ is constant. 

Dimming and full brightness in VPPM is achieved by controlling the ‚ON‛ time pulse width. Figure 

9 describes the dimming control mechanism by VPPM. It is possible to adjust the pulse width for 

VPPM based on the dimming requirements. Therefore, a user can achieve the full brightness that can 

be provided by the light source. 
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As shown in Figure 10, the light intensity for the payload can be adjusted by adapting the pulse 

width of VPPM symbols. The light intensity for the preamble and header can be adjusted by 

inserting compensation symbols of the appropriate length and intensity before the frame. The details 

on high resolution dimming using VPPM are described in 8.5.2.3. 
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Figure 9—Schematic mechanism for VPPM dimming 
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